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It would be foolish to create
a new line of speakers
and not overcome these obstacles...
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Before you buy
your next turntable,
consider why
you want a new one.

In leters and warrart-y cards from new Dual
fi ad t-iat some hoc owned manual turntables
owners,
and co "re to prefer the convenience and safety of automatic stat arc tap. Others also wanted to be able
to play recorcs n uninterrup-ed sequence. And a few
gave reasons tear modesty r-ckes us hesitate to quot-e:
warted the Eest! or "Evervole recommends Dual:
\ iateve- your reason may be for wanting a new
turntable, corsider your purchase carefully. Your recorc
collect cn arooaáiy represents a bigger investment than
all you - other components con pined. And your turntab e is
the on y component that hardies your records.
A tf,c ugh the overal appearance and feel of a
turntable's conirc Is can tell you something about its
quality ap eararces can be receptive. For example,
curvec tor ea -ms may appec r nteresting, but their
unnecessary
and incre;scd resonance can only
detrac- -rc rr -he quality of music reproduction. All Duo
tonearms foilcw a straight line -rom pivot to cartridge
holcer far mcx rr um rigidity and lowest mass.
Some t _tnearms app y stylus pressure by
unbalcrci ig the -onearm. This results in tracking which is
adversely affected by record-vvarp conditions and
turntable ever. n every Dud, s ylus pressure is applied
around th a ver-ical pivot via along coiled spring. This
maintains tone .rm balance -hroughout play, and trac ng
is unatfez-ed eve3i if the turrtcble is tilted substantially.
Ctnes Dual features and refinements include:
cueirc da -no 3c i both directions to prevent bounce;
pitch -ca -t -o a -skating seacrately calibrated for
all three sty s types. And irYe-wally: motor rotors
and drive pulleys. individuall machined and tested w to
precise - nstr, rr ents to assure perfect concentricity.
A the above contribj-e importantly to
quality pe-forrra ice.
Now, v h le you shot lc lever compromise wi-h
quality ,_o wenience is a matter of choice. Which is why
Dual aJollty comes in a variety of models: semi -automatic,
single -a
full "-automatic, sirgle-play; single-play/
multi -Flay Seven models in a as described below.
I

t
i

;

I

I

Dual 1226. Fully actc-natic, single play multi-ploy. Viscous -damper
cue -con ro pitch crtrol. 10%' pla-er. Less than $140, less base.
Dual 1226, v-ith ca-- Dlatter, rotating single-play spindle. Less thar 3170.
Dual 12E ,n.ith gimodlled tonearrn s,nchronous motor, illuminated
strobe, cric ble trccking ongle. Less than $200.
,

Dual 1249. Fully oc tasnatic, single-p ay/multi-play. Belt drive.
12' dyndn-ical y-ba cnced platter. less than $280, less base. Full-size
belt -drive made s rdude: Dual 510 semi -automatic. Less than $203;
Dual 61'),
Iv a ito r atic. Less than $250. (Dual CS601, with base cnd
cove-. Less t lo -1$770.)
Dual C570 I. Folly c u-.omatic, singlFokry. D.C. brushless, electronic
direct d ive not Dr n ned anti-resoian_e filters. Less than $400,
includ ng Ease. me ever.

ial 1249.
D.JalCE731

United Audio Products. l 2

So t-.clLmbus Ave.,
Exclusnz
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The X750

alternative.
Joseph Giovanelli

High Fidelity Amplifiers and Musical Instruments
Q. I have several, old mono tube
basic amplifiers of undistinguished
lineage. As they are of little use for hifi or stereo use, but are still capable of
a fair amount of power (12-25 watts) I
have been wondering if they could be

200

Watts RMS, per channel,
both channels driven into 4 or
8 Ohms from 20Hz to 20KHz
at no more than 0.05% Total
Harmonic Distortion.

0.05% IM into 4 or 8 Ohms
(signal to noise) greater than 100dB

plug-in board modules
forced air cooling

only

11" deep
less than 42 lbs.
superb construction using only the
finest materials and component

weighs
parts

available

in black rack mount (as
shown) or our traditional satin

gold and black

You'd have to look a long time to
find a power amplifier that delivers
this much value.

Scientific Audio Electronics, Inc.
P.O. Box 60271, Terminal Annex
Los Angeles, California 90060
the reasons (including available
literature) why the SAE 2400 Professional Amplifier
is the "$750 Alternative."
Please

send

me

NAME
ADDRESS

CITY

STATE

71P

used for instrument amplifiers, such
as for electric guitar and bass.
I have been variously told that it
would require a preamplifier or that
the input from a guitar would be too
strong, requiring cutting into the circuit somewhere or adding some complicated additional circuitry. What is
your advice?-Steven Lindblom, Stratham, N. H.
A. Many musicians buy amplifiers
which can produce 100 watts of power
and up for use with their instruments
and your amplifiers are not close to
that figure. However, there are any
number of small amplifiers designed
for musical instruments which do not
have any more power than those
which you wish to use, so from this
standpoint you should be fine.
With the volume of a guitar or electric bass turned up fully, I would estimate that we would get a approximately 0.1 volt of output signal. The
actual output will vary over a wide
range, depending on the physical effort the performer uses to play the instrument. While this 0.1 volt is more
volume than is produced by most microphones, it is not as much volume
as is

produced by

a

tube tuner of the

sort probably used when your amplifiers were popular. Thus, the musical
instrument might not drive the amplifier to full output. The input sensitivity
of your amplifier is, therefore, too
low.
It all resolves itself to what input
voltage, with the amplifier's volume
control turned up fully, will produce
full output power? If this output is
around 0.1 volt, your amplifier may be
suitable just as it is. However, if you
play the instrument very softly, then
perhaps you won't have enough signal to drive the amplifier to the volume level you might like.

In any event, you will not need any
sort of circuit which would provide
gain reduction, requiring you to cut
into the amplifier circuit at some later

stage.

What you probably need is some
sort of voltage amplifier which will
make up any difference between
what your amplifier can do and what
it has to do in order to be driven to
full output. Such devices are available
as "power boosters," sold by dealers
who sell musical instruments and amplifiers. These devices are small, battery -powered boxes, generally employing one or two transistors. They
are much smaller than "fuzz" or vi-

brato generators, envelope modifiers,
octave boxes, and the like.
If these amplifiers do not have their
own tone controls, these circuits must
be added. The makers of the power
boosters also make simple units designed to boost either the bass or
treble ends of the spectrum but not
both at the same time. These inexpensive elements can be useful to
you. Both booster amplifiers and tone
controls are sometimes available for
as little as $10.00 each.
High-fidelity amplifiers do not have
vibrato or reverb built into them as is
the case with many guitar amplifiers.
Therefore, you might need to add
these devices externally, and units are
available for this application.
You may find that these amplifiers
do not sound just as they should
when driven into distortion but this
aspect of music is often useful to performers to create an effect. The character of this distortion is different in
tube amplifiers from that in solid-state
amplifiers. This is the reason that
some performers still use tube amplifiers rather than solid-state units.
From this standpoint you may be well
served by the tube amplifiers you
have.

A

a problem or question on audio, write
to Mr. Joseph Giovanelli, at AUDIO, 401 North
Broad Street, Philadelphia, Pa. 19108. All letters are
answered. Please enclose a stamped, selfaddressed envelope.

If you have

AUDIO
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Look how simple Sansuis new
LM speaker design* really is.
Complicated speaker cesigns very citen
compound the age old problems of sound
reproduction. The end result of complexity is citen far
from the ideal of clean crisp sound that a
soeaker sho_Id delive-. Sansui engineers
therefore sought simol city in their new
design - th -e already famous LM series:
speakers that can rep-oduce sound
naturally and fai-htully and wi--- much
greate- dynamic range tha- .ou
would e-pect in speaker systems of
1

such size.
The LM series feature a new
linear motion tweeter design on

Multi -

radiational
tweeter

-

-

SANSUI ELECTRONICS
Woocside. New York 0377

which there is a patent pending. This design
overcomes the prob ems of transient and other types
of distortion causec by enclosure or encapsulating
the rear emanation .f sound in an air tight cavity by
directing this rear sand energy through three
exponential horns thereby recovering and adding the
energy to the sound that emerges at the front.
Improved transient _sponse, less distortion and a
greater sense of stereo perspective are the highly
desirable products or this outstandingly creative and
innovative Sansui des gn. With only one crossover,
these two way speclers are highly efficient. The
musical image is eeremely stable with an
outstanding sense cf presence almost as if you
sere at the origina source of sound.
Hear the mcdestly priced LM series
the LM
10, the LM 220 anc Wie LM 330
at your Sansui
-ranchised dealer todday. Listen. They speak for
-hemselves.

-

00

Gardena, Carlo nia 90247,-Tokyo, Japan

SANSUI ELECTRIC co., LTD..
SANSUI AUDIO EUROPE S.A., Alteerp, Belgurw
In Canada: Electronic Distrlbu-oi:

'PATENT PENDING

inets finished

in simulated walnut grain.

Cheek No. 29 on Reader Service ár'
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Herman Burstein

aoede

Reverse Delay

vide

Q. The reverse mechanism

The AKG

K-240
Cardan Sextett

"Extra wide response ...
low distortion...
reminiscent of the very
best electrostatics!"
Now you can take a giant step
closer to reality by recreating the
depth and dimension of the original
performance with remarkable fidelity ... before the sound enters your
ear. Even the best phones around
today put left channel sound through
right channel
the left earpiece
sound through the right earpiece.
but certainly
Good sound, yes
not the sound you'd expect from an
expensive, top -line speaker system.

...
...

Now listen to the AKG K-240 Sextett. Hear the difference. Six pas-

sive (slave) diaphragms surround
a main driving transducer to reproduce in depth the ,.firtsound of a live
performance with
a spacial quality
that you've never
heard from headphones.
Len Feldman (Feldman Report,
Tape Deck Quarterly) writes "...the
AKG headphones tend to minimize
exaggerated and unnatural stereo
a listening quality remieffects
niscent of what we hear (with) the
very best electrostatic headphones
around. Considering cost, that's
quite an accomplishment."

...

And they're light on your head, too.
Ultra -soft pads assure virtually no
wearer fatigue. Earcups are fitted
to the AKG auto -adjust headband.
For modest budgets listen to the
AKG K-140.
At selected dealers everywhere.
HEADPHONES
PHONO CARTRIDGES
MICROPHONES

AKG ACOUSTICS
PHILIPS AUDIO VIDEO SYSTEMS CORP.

Concord Mark IV auto -reverse tape
deck is triggered by sensing the no signal period at the end of the tape.
The reversing mechanism has a builtin time delay of 7-8 seconds to preclude reversal in the middle of a selection. I find this delay to be insufficient and would like to know if
the delay can be increased to 11-12
seconds. Would this be a complex
and/or costly adjustment and perhaps
one that I could perform myself?-David Wilson, Newton, Mass.
A. don't think the change would
be difficult. Probably it only involves
changing the value of a resistor
and/or capacitor in order to obtain a
greater time constant. When you locate the time -delay circuit, try experimentally increasing its capacitor by
about 50 per cent.
I

Background Noise
Q. (1) When my Roberts 770X tape
is on, 1 can hear broadcast
stations in the background. What can
I do about this? (2) How may I record
from my mono cassette into the Roberts and vice versa? (3) What part of

recorder

my Roberts recorder should I connect
to for ground? Should it be grounded
to the a.c. outlet or the amplifier
ground terminal? I already have my
tuner and phono turntable grounded
to the amplifier terminal. (4) want to
put conversation on the tape at the
same time that am recording it. How
may this be done? (5) In recording
from FM and discs, what should be
the tone control settings?-Tommy
Allen, Highland Park, Mich.
A. (1) Try a small capacitor (up to
about 50 pF) between the first stage
input and ground. (2) If your cassette
does not have an output jack, take the
output signal from across the playback gain control. Take your cassette
machine to your local audio store to
ascertain what connecting cables and
plugs you will require for input and
output. (3) surmise you have a hum
problem and have found that grounding helps overcome it. Any screw in
the tape recorder chassis would pro1

1

I

Audio Division, 91 McKee Drive
Mahwah, New Jersey 07430 (201) 529-5900

Check No.

2 on

of my

a

ground. But one often finds ex-

perimentally that some grounding
points do a better job of reducing
hum than others. Your tape recorder
is already grounded to the amplifier
via the connecting cable. If you are
going to run a separate ground from
the tape machine to the amplifiers,
this might increase hum. If a separate
ground from the tape machine to the
amplifier doesn't help, then try connecting the ground to the a.c. outlet
(earth) ground. (4) If your tape
recorder does not already provide
mixing facilities, you will have to acquire a separate mixer in order to
combine input sources. (5) Adjust the
tone controls according to what your
ears prefer. The settings should ordinarily be electrically flat, unless you
are trying to compensate for some
unbalance in the source material.

Cassette Changes
Q. For a long time I have been using Scotch C-90 and C-120 cassettes
with very good results, but I have had
difficulty with them. Upon playback I
have found the recording to be fuzzy.
Going back to my older cassettes, I
obtained the usual good results, confirming that my recorder is not at
fault. Thinking that the new C-90s and
C -120s might be part of a bad run, I
purchased more of these, but the
recordings turned out just as badly.-F. S. Kemp, Sterling, Conn.
A. You may be getting new tape
formulations under the old label, perhaps requiring different bias and

equalization. In an effort to make the
cassette competitive with open reel,
there have been rapid developments
in tape formulation. Fuzziness may be
due to the fact that your machine provides insufficient bias for the newer
tape.
A

a problem or question on tape recording, write to Mr. Herman Burstein at AUDIO,
401 North Broad Street, Philadelphia, Pa. 19108. All
letters are answered. Please enclose a stamped,

If you have

self-addressed envelope.
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Power and performance to equal the best, in a new
state-of-the-art tuner and amplifier from KENWOOD

P0'555

Kt-73C0 Stereo Tuner
(Hardies optional)

KA -7330 Stereo

KENWODO

Amplifier (Handles
optional) 65 watts
per channel min.
RMS, 3 ohms.
20-20k Hz, with no
more than 0.1% total
harmonic distortion.

An AM/FM tuner so sophisticated
FM -stereo reception is brought to new
highs of high fidelity. A stereo amplifier so
advanced, a complete new concept of audio power

unveils the hidden beauty you never knew existed
in stereo reproduction. Together the new
KT-7300 and the KA -7300 continue the
tradition of KENWOOD, bringing
you stereo at its finest.
Independent power supplies for each
channel eliminate dynamic crosstalk
distortion in the superb KA -7300
Amplifier.
For complete information visit your

nearest KENWOOD Dealer, or write:

KENWOOD

15777 S. Broadway, Gardena, CA 90248

72-02 Fifty-first Ave., Woodside, New York 11377
Check No. 18 on Reader Service Card
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In Canada:

Magnasonic Canada, Ltd.

The
component

look.

TEAC

A-400

Stereo Cassette Deck

o o
TAPE

FF

STOP
-

STOP

REW

EJECT

---

PLAY

STOP

PAUSE

-1

[REC

if

design.
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The 450 redefined the cassette deck as
a true high fidelity component. That
remarkable transport design generated
a new found measure of respectability
for the cassette format.
Our engineers then
determined that a vertical
transport was best

TEAC

suited for a front load application. In
terms of overall design integrity and
mechanical stability. So rather than
adapt one transport design to fit
another need, we produced a
completely new, highly streamlined
mechanism. From the inside out.
It's called the A-400.
Twin rotary levers control the
transport functions with smooth,
positive cam action. Which means
unnecessary mechanical linkages have
been eliminated. You get peace of
mind instead, because fewer moving
parts assure greater reliability and
long term dependability.
Since the cassette loads vertically
into the A-400, the adverse effect of

gravity on the cassette package itself
is eliminated. So tape jams are
prevented and smooth, even tape
packs are predictable.
If new design concepts superbly
executed appeal to you, put an
A-400 through its paces. Just call
(800) 447-4700* toll free for the name
and location of your nearest TEAC
retailer. You'll find that the A-400
delivers definitive TEAC performance
with the added convenience of a front
load component. All by design.
*In Illinois, call (800) 322-4400.

TEAL

The leader. Always has been.
TRAC CORPORATION OF AMERICA 7733 Telegraph Road, Montebello, Calif. 90640

iTEAC 1975
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Edward Tatnall Canby

the single inventory comes to
a big way! Columbia
Records. Last December, you will remember, made a strong pitch for this
strategically useful integration of the
quadraphonic disc into "regular"
lines (stereo) as an absolute necessity
if we were to save the whole of the
quadraphonic biz, software, hardware
and all. Last autumn, that British giant,
EMI, one of the largest record makers
and an early SQ licensee, suddenly
dropped its Columbia -style dual release system-a quadraphonic disc
and another beside it for stereo-and
went over to a single release, thus
building its quadraphonic into the
"regular" record line. From thence
onwards EMI discs have appeared as
stereo/quadraphonic, SQ encoded,
or as plain stereo, unencoded, according to need and judgment; no
So

America in
I

etc.
Lo!-now

Four -Channel Software
This is the only way to project that
new system into "the" system, the
one point at which we can really inte-

it has happened. The first of
our major record producers to go
over to the single -inventory on its
own. (Capitol/Angel, you understand,
is the American arm of EMI.) True,

grate the new and the old, right down
the line. Because where the disc goes,
so goes the rest of quadraphonic. The
disc is the first source, the greatest
source, the mass source for software;
it's also the seed, the sprout of an
idea, the first contact for new audi-

some canny small labels had already
seen the light and got there first. But
their tails couldn't wag the big dog.
(His Master's Voice is an EMI trade
mark.) mean the American dog. Columbia is that dog, or a large hunk of
him.
I

ences, new distribution. Quadraphonic equipment can only follow.
And so find Columbia's decision
extraordinarily sensible. Because, at
some sacrifice-an unpleasant internal reorganization, a lot of pride swal-

Henceforth, then, there will be only
one Columbia release for each catalogue item. As at EMI, it will be ster-

I

eo/quadraphonic or stereo, to
choice, at one price either way. No
more deluxe extra -cost quadraphonics, no more duplicate releases. If there is SQ, and there will
be, it will be totally integrated, right
on the regular record at the standard

lowing-the change could end the
past painful history of the quadraphonic disc, which has tottered on
now, year after year, neither a failure
nor really a success in the face of competing setero, always on the verge of
extinction as unprofitable, equally on
the edge of a real expansion and prestige. The thing just has to go one way
or the other. And as the disc goes,
again, so goes quadraphonic, the

1111kmaill
price difference and the stereo/quadraphonic, the only release of

the material, serving as the stereo
record. A daring move, since it exploited the much vaunted "compatibility" to its total conclusion as the
dual system certainly did not.

price. Now, everybody will be buying
SQ who buys Columbia records.

Those record stores which have (re-

luctantly) set up special separate
quadraphonic boutiques or whatever,
with whole separate stocks of quadraphonic records, now can joyfully
begin to dismantle them-joy is what
would expect, anyhow. They'll sell
many more quadraphonics without
extra space needs, minus extra effort.
A lot more important, those myriads
of stores which have never bothered
to get into any quadraphonic at all will
now find themselves automatically
selling SQ, perhaps to their own sur1

Silent Indecision
Well, the reaction over here, for all
anybody could say, was nil. A deafening silence. Our big companies
plodded right along towards their
quadraphonic doom, just as if nothing
had happened. Discouraging. But
these things take time. seem to have
I

been onto the right message.

prise. Amazing grace!

works. Major companies the world
over have adopted quadraphonic on
disc. Other major companies have ignored its existence, at least in public.
A waiting game. Now maybe we'll see.
Columbia's move is surely the beginning of the end and it could be a positive ending.
Let me say again that via the single
release quadraphonic is taking the
traditional road to a place in record
history, as have all previous radical innovations that have been absorbed
into the mainstream. We have always
returned, after new changes, to the
single form of record though for
awhile there may have been several
parallel and (maybe) compatible versions.

Only a genuine difference in content has ever allowed an alternative
release form to survive for long. That
includes, of course, such diversities as
the 45 record and the numerous LP
repackagings now available. Note that
the 45 disc is still with us, but the 45 album, directly paralleling the LP,
quickly died. History says emphatically that on disc we will not accept
two forms of the same content for

AUDIO
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TDK SA. WE DEFY
ANYONE TO MATCH
OUR VITAL STATISTICS.
MAGAZINE A

Manufacturer

Brand

MAGAZINE

B

S/N

Output

Ratio
Weighted in dB

@

S/N in dB
(re: 3%

THD
at O dB

3% THD

THD)

(%)

+4.2
+1.9
+2.3

66.0

0.9

-

58.5

1.1

55.0

1.1

TDK

SA

66.5

AMPEX

20:20+

56.4

FUJI

FX

60.0

MAXELL

UD

MAXELL

UDXL

62.5

NAKAMICHI

EX

60.0

SCOTCH

CHROME

-

+2.7
+2.3

64.0

CLASSIC

62.5

+2.0

-

1.3

SCOTCH
SONY

FERRICHROME

64.0

+2.1

64.0

1.8

-

-

-

-

-

-

-

Decks used for tests: Magazine A -Pioneer CT -F9191 (cross-checked on DUAL 901, TEAC 450); Magazine B-NAKAMICHI 1000.

Two leading hi-fi magazines working independently tested a wide
variety of cassettes. In both tests, TDK SA clearly outperformed the other
premium priced cassettes.
The statistics speak for themselves. TDK SA provides a greater S/N
ratio (66.5 dB weighted and 66.0 dB @ 3% THD) , greater output sensitivity
(+4.2 dB @ 3% THD) , and less distortion (THD 0.9%) than these tapes.
When you convert these statistics into sound, TDK SA allows you to
play back more of the original signal with less distortion and noise.
Put these facts and figures together and TDK SA adds up to the State
of the Art because it provides greater dynamic range. This means cleaner,
clearer, crisper recordings, plain and simple.
Sound for sound, there isn't a cassette that can
match its vital statistics.
Statistics may be the gospel of the audiophile, but the ultimate judge is your own ear.
Record a piece of music with the tape you're
using now. Then record that same music at
the same levels using TDK SA. You'll hear why
TDK SA defies anyone to match its sound.
Or its vital statistics.
TDK Electronics Corp., 755 Eastgate
Boulevard, Garden City, New York 11530.
Also available in Canada.
Wait till you hear

4TDK®
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what you've been missing.

Sfravinsky

made us

doit.

Stravinsky .. and every
composer who has ever written
music with the range, power and
majesty of "Rites of Spring" ..
music that demands far more
than any stereo can deliver
without adequate amplifier power.
The Phase Linear 700B Power
Amplifier faithfully reproduces the
most difficult passages of the
most demanding recorded music.
It lets all of the music through at
realistic volume levels. You never
have to reach for your volume or
tone controls to prevent clipping.
The 700B has the highest
power, widest frequency
response and lowest distortion of
any stereo amplifier in the world.
Take Stravinsky to your dealer
.

and listen to what we mean.

Wittf4e

cAlem
700THE POWERFUL DIFFERENCE

PHASE LINEAR CORPORATION,
P.

more than a trial period. True, quadraphonic is a somewhat special case,
for it will not supplant stereo but,
rather, supplement' it and live beside
it. All the more reason, you see, for a
single type of record to meet both
needs! And with the price difference
removed, and that fluid inter -compatibility, the disc playable either way,
quadraphonic will be carried right
along, wherever the disc may go. You
don't have to play four ways. But you
always can. You might want to try ...
one of these days. Nice set-up, yes?

Tape & Radio
Ummm-umm. So you have reservations. Let me try to answer them. Is
the disc that important? Does quadraphonic really depend on it? There's
always tape. And radio. Could not
quadraphonic survive well enough
with their aid?
As for tape, in theory it is the ideal
medium since it accommodates four
totally discrete channels with no
trouble at all. But as we know, there
are peripheral problems which tend
to become central. Tape hasn't yet put
any form of disc out of circulation. In
a sense, it has simply expanded the
disc market, into new places, new
outlets, using basically the same original material. It has not anywhere replaced the disc, if by that you mean
that there is no disc version. Not beyond the peanuts stage, anyhow.
Reel-to-reel tape, even four-way, is
obsolescent, rightly or wrongly, a very
thin reed on which to base expensive
equipment. The easier, cheaper plugin tapes run into cost problems, still,
and their clumsiness in manufacture is
no match for the easily multiplied and
distributed disc (which still maintains
its averaged -out quality edge). They
run into procedural difficulties, on
the one hand, and technical limitations, on the other. Yes, we might
maintain a very modest all -tape quadraphonic market, but would that be
enough? Not really. Maybe for autos
via Q-8. Not the home.
As for radio, curiously, it also is basically an adjunct to the disc as far as listening to recorded material is concerned. We get our disc sound in two
ways, either on our own home players
or over the air via radio's turntables
(or via taped equivalents-the argument isn't changed). Radio is a useful alternative for consumer listening-to whatever is available in recorded form.
But what is available? can only say
that if there were no quadraphonic
discs, there would be precious few
I

quadraphonic broadcasts-via any

0 BOX 1335,

do not think
system. Minus disc,
quadraphonic on the air can be sustained, any more than via tape, not to
mention the necessary home equipI

ment. Everything is tied, eventually,
into the disc. For now. Maybe later
something different. Not yet.
FCC Delays
Also, as of now, we have only the
two matrix types of broadcast quadraphonic, QS and SQ, fighting it out as
usual but actually reasonably inter compatible in the listening, on the air
or at home. Other broadcast systems
hang. The F.C.C. deliberates. Which
system? No CD -4 until the F.C.C. finishes its deliberations and even then it
might come out with some other way.
An even thinner reed, this one, for
any industry to lean upon, through
nobody's fault in particular.
So, back to the disc. With its solid
support, tape goes along very well
and so does radio. Quadraphonic
broadcasts of the allowed types are, as
the produce market puts it, in considerable supply. Live pickups are a
heady supplement to recorded material. Things are going well in radio. But
the disc remains the economic pillar
that holds it all together. And there is

that ever -more -important quadraphonic enhancement of stereo
sound, which may be had just as easily
via broadcast as via home playing.
For a long time I've been saying that
the biggest innovation in the quadraphonic area in terms of musical significance is this variable enhancement
of millions of existing stereo recordings into a four-way sound that is often startlingly superior to the stereo
effect out of two speakers. "Now
more than ever!" as the ads say. Improved and sophisticated logic decoders, new special enhancement circuits designed to give a maximum
four-way impact to the partially random separations inherent in the stereo disc. This thing has taken on a big
importance as a part of the quadraphonic scene-but, oddly, minus
the quadraphonic disc itself. A big importance but not a total one. Even the
real four-way improvement of the
stereo disc is not enough by itself to
sustain an equipment market, simply
because via any of the systems the
true quadraphonic disc gives a more
precise and less random control over
four playback channels. And thus, potentially, its effect is always better than
uncontrolled randomness, however
inspiring. It's as easy as that. We need
the quadraphonic disc. Same old message. And we also need stereo on disc.
NOT separately. One line of discs, for

AUDIO

LYNNWOOD, WASHINGTON 98036
Check No. 22 on Reader Service Card
AmericanRadioHistory.Com

AUGUST, 1976

Acoustic Research AR -11

The world's best speaker?
An outstanding new AR speaker
gives the state of the art a shot in the arm

years, a new standard has been introduced at the top of the AR line, and the
State of the Art is advanced another
notch.

Acoustic power output
a

The AR -11 is the most accurate speaker

system ever made by Acoustic
Research-which means that it is a very

likely candidate for the most accurate
loudspeaker ever. Its main advance
over earlier AR speakers is its ability to
produce 'flat energy response' in virtually any listening room. This means
simply that music played over a pair of
AR -11s is clear, transparent, and
razor-sharp, not only in one listening

AR speakers have always been considered the standard of the high fidelity
industry in just about any price category
the company cared to field an entry.
From the original top -of-the -line AR -1
to the incredible AR -7, which set new
standards for loudspeakers of diminutive size, it has been AR speakers
against which all others were judged by
reviewers, by competing manufacturers, and by the public. Now, after seven

location, but practically anywhere in
the room. Whatever is contained on the
record, radio broadcast, or tape is
accurately transmitted to essentially all
listeners.
And of course AR is still the master of
the acoustic suspension woofer principle, which we introduced to the public
way back in 1954. For lifelike, bone rattling bass when it should be there,
and no interfering coloration when it
shouldn't be, AR speakers are still the
ones to beat ... and the AR -11 is the
best of the lot.

Woofer harmonic distort on
b0_

á
0-

Accuracy is what high fidelity is all
about. Loudspeakers in particular, of all
hi fi components, find this ideal goal
especially elusive. But the AR -11 does
bring it one step closer, and for that
reason its introduction is one of the
most significant events in recent audio
history. It has to be heard.
Additional information can be obtained
directly from Acoustic Research:
Acoustic Research
10 American Drive
Norwood, Massachusetts 02062
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all purposes. Otherwise-no quadraphonic at all.
Ultra High
Frequency
Driver

Low
Frequency
Midrange
Driver

High
Frequency
Driver

Now about the degree of sacrifice
implied by this joint stereo/quadraphonic record as now promoted.
We will soon have concrete material for test. We will hear for ourselves via Columbia's new output. Not
A -B! There won't be any A -B comparison since there will be but the one
release. So we must, and should,
judge simply by over-all results. Do
we notice any degradation in the
quadraphonic product? (And, maybe,
is the stereo aspect in any noticeable
way compromised, as we listen?)
strongly doubt it. With so many
other variables, the wildly different
forms of music, mike techniques, hall
acoustics, performances, the vast latitude in editorial mixdown from multitrack originals, 99 per cent of us will
find that the hypothetical compromises in the stereo/quadraphonic
discs, played either way, are lost in the
general shuffle. We will be happy
with what we get, in either mode, four
or two, or we will be unhappy but for
some other and more usual reason-music, acoustics, recording balance and so on.
Yes, there are compromises that
must be made, variably, as the special
Columbia SQ team that put forth the
separate SQ records must now ruefully be saying. Some of our ears, those
that are honed to hear sound first and
music second (and that is plenty of us)
will perhaps notice differences, aberrations from the ideal best stereo, or
am not one of
best quadraphonic.
hear music
these people myself;
first, though can detect the hi and
the fi when have a mind to. Some
damage done, admittedly. But in the
I

Transmission
Line Port

COMES
WITH GRILL

r
Innotech Radical design,
exceptional performance
Unlike conventional

Stereo/Quadraphonic Sound

models, our

Transmission Line and Bass Reflex
speakers permit accurate reproduction
of the "transient" information in all music. This, combined with wide & linear
frequency response, plus low distortion,
gives Innotech speakers an uncanny accuracy in reproducing music and other
sonic inputs; all pitch and tone nuances
are accurately portrayed.
A dynamic piston-typecone woofer/

midrange driver is uniquely combined
with dome -type tweeters in a phase coherent array. The woofer has a 5 inch
plastic cone capable of long movement
without breakup. The motor size of this
woofer is extremely large for a cone of
such low mass and size. Thus, the
woofer reproduces all frequencies in its
range with accurate transient definition.
The dome tweeters and supertweeters also combine low diaphragm
mass with large motor size to yield accurate frequency and transient information. Drivers are front-mounted and positioned as closely as possible. By utilizing a unique crossover design with
these clustered drivers, Innotech speakers generate an integrated, phase coherent, sonic wave front with a wide
dispersion pattern.
Innotech speakers are an advancement from the current state-of-the-art;
a step closer to being "at the performance: Write for details.

1IIflOLCCII

I

I

I

I

over-all the stereo/quadraphonic
record, via any of the existing systems,
is not a major compromise in the artistic sense. We can live with it. We can
make it grow, too.
must say once more,
After all,
there are still choices, there is emphasis. We may well shift over, as we go
I

on, from stereo towards quadraphonic until we end up exactly
where we have been before-a quadraphonic disc that will also play stereo. And we must understand that the
techniques of the joint operation are
in flux and will quite inevitably improve-for more of both, better stereo and better quadraphonic. (Remember when we made stereo and
mono discs separately, with quite different techniques? We merged them,
out of necessity, into the stereo/

42 Tiffany Place, Brooklyn, New York 11231

mono all-purpose disc. We haven't
really suffered.)
Whether we can tolerate compromises or not is beside the point.
The point is SURVIVAL. With the
single -inventory combined disc, even
with variants for all three present operating systems, all of which do have
the potential for stereo compatibility
(as they so often tell us), we will establish a much broader and bigger base
for the rest of the quadraphonic industry. So that, now, we can at last begin to expand away from the esoteric,
the complicated, the prohibitively expensive, into much wider areas and
on down into that no -man's land, that
every -man's -land, the "trade" biz.
What a dismal scene, there, from
the quadraphonic viewpoint! Stereos
galore, hundreds of them, thousands,
mostly looking just like their granddaddies in hi-fi componentry and a lot
of them not bad, all things considered. Every last one of them brings
some sort of stereo sound to a buyer.
And not a quadraphonic anywhere.
Just try any big department store or
radio/TV outlet. Look in Sears Roebuck and Montgomery Ward. Nothing.

No-we won't take quadraphonic
quite down to the grisly mass bottom.
But we can now take it a lot further
than before, much further, what with
quadraphonic discs, marked that way
right on the label and the cover, going
out to unheard-of new areas all over
the place, and just asking to be
played. "You saw it on TV"-the perennial come-on. Well, now you saw it
on the record you bought. Didn't
you? Maybe I'm crass, but know this
works, and won't forget that the lowly cheapie supports the high -bred hi
fi. More than ever.
I

I

Prognostications
Ah yes, those comparisons was going to make between the quadraphonic disc systems, back in May.
Deliberately, didn't. Because at that
time every feeler inside me said look
out-something is going to happen
and it'll change everything. And so it
has. Now, you see, we re-evaluate all
the systems in the light of the single repertory spreading -out of quadraphonic software. But it's early. At
least for me, writing here. Remember,
I'm back in the day before yesterday.
What about RCA-has it jumped?
Maybe you know but don't. Is London standing put, or staying pat?
What about the big import labels
will they join up? We shall see-that
is,
shall see. You probably know
I

I

I

-

I

A

already.
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Uncompromised stereo/quodriphony

-Undeniably Shure.

61.1

r

MODEL M24H
STEREO +
QUADRIPHONIC
CARTRIDGE

The new Shure M24H Cartridge offers audiophiles the best of both worlds:
It is the only cartridge on the market that does not compromise stereo reproduction to add discrete quadriphonic capability. It eliminates the need to
change cartridges every time you change record formats! This remarkable
performance is achieved at only 1 to 11/2 grams tracking force-comparable
to that of some of the most expensive conventional stereo cartridges. Other
M24H features include the lowest effective stylus mass (0.39 mg) in quad-

riphony, a hyperbolic stylus tip design, an exclusive "Dynetic" X" exotic
high-energy magnetic assembly, and a rising frequency response in the
supersonic carrier band frequencies that is optimized for both stereo and
quadriphonic re-creation. If you are considering adding CD -4 capability, but
intend to continue playing your stereo library, this is the ONE cartridge
for you.
Shure Brothers Inc.
222 Hartrey Ave., Evanston, IL 60204
In

Canada: A. C. Simmonds & Sons Limited

11

SHORE

Manufacturers of high fidelity components, microphones, sound systems and related circuitry.
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As most readers are aware, the Audio Engineering Society holds three
conventions each year...one in Los
Angeles, one in New York, and one in
a European city. Three conventions
per year for an industry is an extraordinary fact in itself, and frankly, there
have been some rumblings that this is
overdoing things a bit. Yet the field of
audio is so dynamic, with research going on all over the world, and with an
ever expanding input of new technology, that these conventions are well
supported. The AES as an organization
is enjoying phenomenal growth. in
this country and abroad, new sections
(chapters) are constantly being
formed, and as a glance at the Journal
of the AES will verify, each month
shows a healthy influx of new mem-

Miller on Sound Reinforcement, and
Big John Woram of the Institute of
Audio Research on Echo and Reverberation, and Compressors and Ex-

panders.
As usual, the exhibit areas of the
Hilton were crammed with the new,
novel, and nifty versions of every conceivable kind of professional audio
equipment. There was the usual plethora of portable mixers, consoles ev-

erywhere, with computerized mixdown facilities more and more in evidence. Rupert Neve made a big splash
in this respect with a system in which
the control pots are physically positioned from information in the stored
program. Automated Processes was
showing its Model 1024 programmer
which uses a digital data cartridge to

bers.
As

store programming information and
has over 1000 control channels. Good
Heavens! To think
used to record
Woody Herman and Stan Kenton with
two (count 'em) microphones directly
into the recorder!
The big multi -track studio recorders, with up to 24 channels, appeared
with new models from Ampex, MCI,
Scully, Studer, and Stephens. The Ampex MM1200 accepts up to 14 -in.
reels, as do some of these other machines, and this size appears to be a
growing trend. There were new microphones from Shure, Sennheiser,
and AKG, and Electro -Voice introduced a wireless microphone system. New multi -purpose test instruments were shown by Sound Technology, Amber Electro Design, and Tektronix. am happy to say that UREI is
now into production of its Model
200/2000 automatic frequency response plotter, and should have one
by the time you read this. Needless to
say, there were scads of other interesting new equipment, but must get
on to the items which made this 54th
AES convention so memorable.
I

I

have noted before, the ex-

I

citement quotient of AES conventions
varies...they are never less than interesting, but now and then one comes
along that is fairly bursting with new
ideas and technology, innovative and
even revolutionary professional audio
equipment. The 54th AES convention,
held May 4th through 7th at the Los
Angeles Hilton, generated just that

I

I

"Idealized" Recorder

sort of pizazz.

Ampex held a press conference just
before the convention opened and
bowled us over with the totally unexpected introduction of a fabulous
new tape recorder, the ATR-100. In
my opinion, and the opinion of many
of the audio press fraternity, the ATR100 was that overworked but apt term
"the hit of the show." The ATR-100 is
not one of the massive multi -track
recorders using 2 -in. tape. It is available from mono full -track and two track stereo on quarter -inch tape on
up to four channels on half -inch tape.
Quite simply, the ATR-100 represents
the distillation of years of input from
engineers in the field, as to what they
would like to see in an "idealized"
tape recorder. Given virtually, free
rein, Ampex engineers spent better
than three years on the design of the
ATR-100. Here are some of the details
of this new recorder...For a start, the
ATR-100 has no pinch roller! Both reel

Technical Treatises
As always, there are interesting papers presented at the technical sessions. should point out that reprints
of these papers are available from the
AES in New York at a modest cost. For
a list of papers, write to the AES at 60
East 42nd St., New York, N.Y. 10017. At
the risk of slighting many fine papers,
found particularly intriguing .1131,
I

I

"A Time Align Technique for Loudspeaker System Design," by Ed Long,
and .1115, our own Dick Heyser's
mind-blowing dissertation on what he
calls "Holomorph Recording." Don't
ask me to explain...can't be done in a
few words...but it is a far-out concept and well worth reading about. In

keeping with the trend at recent AES
conventions, seminars on pertinent
audio subjects were presented. At the
54th, it was David Klepper and Stan
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THE TAPE THAT'S

TOO GOOD FOR MOST
EQUIPMENt
Maxell tapes are
not cheap.
In fact, a single reel
of our most expensive
tape costs more than
many inexpensive tape

And since even a

And Delrin rollers.
Because nothing sticks
to them.
put a dropout in tape,
A lot of companies
no one gets into our
manufacturing area
weld their cassettes
until he's been washed, together. We use screws.
dressed in a special
Screws are more expenrecorders.
Our tape is expensive dust -free uniform and
sive. But they also make
for a stronger cassette.
because it's designed vacuumed.
(Yes, vacuumed.)
specifically to get the
Our tape comes with
most out of good high
Unlike most tape a better guarantee
makers, we don't test
fidelity components.
than your
And unfortunately,
our tape every now and
tape
recorder.
there's not much to get then. We test every inch
Nothing is guaranout of most inexpensive of every Maxell tape.
teed to last forever.
tape recorders.
Which is why every
Nothing we know of,
So it makes no sense Maxell tape you buy
except our tape.
to invest in Maxell unless sounds exactly the
So our guarantee is
same. From end to end.
you have equipment
simplicity itself: anytime
that can put it to good Tape to tape. Year to
year. Wherever you buy it. you ever have a prob use.
little speck of dust can

No other tape starts off by

cleaning off your tape recorder.

No other tape
sounds as good as ours We clean off the crud
other tapes leave
because no other
tape is made as
behind.
carefully as ours.
After all the work we
put into our tape, we're
For example, every
not about to let it go to
batch of magnetic
waste on a dirty tape
oxide we use gets run
recorder head. So we
through an electron

microscope before we
use

it.

This reveals the

exact size and proportions of individual particles of oxide. Because
if they're not perfect, the
tape won't sound
perfect.

lem with any Maxell
cassette, 8 -track or reelto-reel tape, you can
send it back and get a
new one.

put non-abrasive head

cleaning leader on all
our cassettes and reel-

HrOutput BaermixiRenge
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not. We use carbon -

impregnated material.

You may be surprised
to hear how much more
music good equipment
can produce when it's
equipped with good
tape.

Sound Recording -boo

to-reel tapes. Which is
something no other
tape company bothers
to do.
Our cassettes are put
Other companies
are willing to use wax
paper and plastic rollers
in their cassettes. We're

employee, vacuumed.

Give our tape a fair
hearing.
You can hear just
how good Maxell tape
sounds at your nearby
audio dealer.
(Chances are, it's
what he uses to demonstrate his best tape
decks.)

maxe1132.35-90

together as carefully
as our tape.

Every

Our guaran ee even covers
acts of negligence.
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Maxell Corporation of America. 130 West Can.mei_ial Ave Moonachie, New Jersey 07074
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MODEL 210
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Suggested Retail $295"

GRAPHIC EQUALIZER
The Model 210 can be used to "fine
tune" any sound system for the
ultimate in definition and clarity.
Room, speaker and recorded material variations can often "gobble
up" or over-emphasize certain audio

frequencies. Authoritative tight
bass, open highs, brassy horns and
smooth solos are all in their place
with the 210's Individual octave
energy controls
.
all without
adding any audible noise or distortion. To wit;
Less than 0.01% IM distortion
Over 100 dB dynamic range
600 ohm outputs drive any system
Free five year service contract
PLUS long throw silicone dampened
controls for better accuracy, gyrator
synthesized inductors for ultra-low

distortion, full switching facilities
for EQ line/tape/bypass and tape
monitor, as well as full range unity
gain level adjustments. The 210R
Rack Mount version is also available.

SPECTRO

ACOUSTICS, INC.
1309 E. Spokane

[509] 545-1829
Pasco. Washington 99301

motors and the single drive capstan
are servo controlled and employed in
a closed -loop servo system which
maintains constant tension at each
reel in all operating modes. Through
built-in digital computer logic, the
ATR-100 is programmed to control
the movement of the tape by adjusting the tape tension so that it is equal
on each side of the capstan. It senses
the motion of the capstan, in which
direction it is moving, and recognizes
the size of the heads and width of the
tape, then automatically adjusts the
tension. With constant tape tension,
the machine can handle any reel from
two to 14 inches in diameter. The
ATR-100 operates at 3 3/4, 7 1, 15 and
30 ips, and any combination of two
speeds can be selected at one time.
The ATR-100 can rewind a 2400 -ft. reel
of tape in 60 seconds. While at a blistering 500 inches per second in fast
forward mode, if you depress the play
button, dynamic braking takes over,
the tape slows rapidly, does not stop,
but smoothly locks into the play mode
speed. There is a control panel which
looks like and is about the size of a
pocket calculater. It is replete with
LED indicators for various functions,
along with push -buttons for tape motion control, and wonder of wonders,
an electronic tape timer with illuminated digital readout in hours, minutes, and seconds (or minutes, seconds, and tenths) accurate to within
plus or minus a half second with a
2400 -ft. reel. The entire control panel
can be moved to the left of the machine, so left-handed engineers finally get a break. In a distinct departure
for Ampex, the heads are all ferrite of
a new type. Along with a special
record circuit, we finally have a
recorder with multi -track heads
which is phase coherent...there is no
phase distortion and square waves can
be recorded. Ampex is quoting a wow
and flutter spec of NAB unweighted at
15 ips of ± 0.04 per cent, frequency
response of 20 Hz to 20 kHz ± 2 dB at
15 ips, but within the band from 100
Hz to 15 kHz, it is ± 0.75 dB. Signal-tonoise ratio, ANSI "A" weighted, is
stated as 73 dB for multi -track and 15
ips NAB equalization. THD is quoted
as 0.3 per cent at 0 VU @ 1kHz, and IM
is 1.0 per cent @ OVU. Mighty impressive to say the least. There is, of
course, a great deal more to this new
Ampex ATR-100 tape recorder than
this brief run-through.
hope to get
my Irish mitts on one of these machines in the not too distant future,
and then bring you a full in-depth report.
I

Delay Acoustics
If the Ampex ATR-100 was widely
lauded as an item of equipment, then
Acoustic Research must be given
kudos for the sensational experiment
and demonstration they conducted in
their soundroom on the fourth floor
of the Hilton. Billed as a "16 -channel,
programmed delay network," it is, in
essence, a method of electronically

simulating concert hall acoustics
which can be added to the reproduction of ordinary stereo records. think
this development is one of the most
significant audio advances in recent
years, and want to give in-depth coverage to it and explore its many fascinating ramifications. That will be in a
forthcoming column, so my description at this time will necessarily be
brief. A Hewlett-Packard 9821/9862
calculator -plotter computer was used
to compute a mathematical model of
the acoustic properties of a concert
I

I

hall (in this case, Boston Symphony
Hall) which provided the data to set
the controls of a 16 -channel digital
time -delay system. Sixteen segments
of a hemisphere in the hall have their
characteristic early reflection patterns
and, of course, differing time delays.
In the AR room, presided over by Bob
Berkovitz and David McIntosh, the research people on this project, there
were a pair of standard AR 11 speakers
in normal stereo configuration, and
then on the front, side, and rear walls,
a total of 16 AR -7 speakers, each
driven by its own 10 -watt amplifier.
There was also a standard preamp/amplifier driving the AR 11
speakers, and AR turntable for record
playback. The digital delay network
has 16 individual pots for setting delay
levels to each of the 16 amp/speakers.
It should be stressed that this is not a
reverb system, and time -delay simulation is only possible when the recording contains decay information. Since
most engineers strive to record hall
ambience in classical recordings, such
recordings work very well with this
system. Recordings with "dry" acoustics will have a strange "outdoor"
sound on this system. Given a good
classical recording (Bob used an excellent Janacek choral recording), you
hear it "straight" through the AR 11
stereo speakers, and then when the 16
channels of time delay are switched
in, the effect is simply staggering. The
walls of the listening room do indeed
"fall away," and you are hearing the
music as it would sound if it were
being performed in Boston Symphony
Hall! The realism is simply breathtaking. Needless to say, other speak -
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Bring home a legend.
When you go out to buy a stereo
system, you'll be matching sophisticated, expensive components
from a vast array of choices.
More important (because good
music means a lot to you), you'll
be selecting an important part of
your personal environment.
So you don't want to be let
down, not even a little bit. That's
why the speakers you bring home
should be Bose 901s.®
You'll be impressed with your
new 901s as soon as you unpack
them. They're much more compact than their performance,
reputation, or price would lead
you to believe, and they're beautifully crafted from fine materials.
By the time you have the
system setup, you'll somehow be
expecting something new and
better in the music, something
you've never been able to hear
before.
You won't be disappointed.
You will hear an extraordinarily open, spacious sound that
very effectively reproduces the
feeling of a live, concert -hall
performance, a sound that has
been acclaimed by reviewers all
over the world.
That unique sound is the result

of several interrelated technical

developments.
First, the 901s are Direct/
Reflecting® speakers. Sound reflects off the walls of the room,
surrounding you with the correct
proportions of reflected and direct
sound, all frequencies in balance,
almost everywhere in the room.
In contrast, conventional direct radiating speakers tend to beam
high frequencies, limiting optimum listening area, and producing a sometimes harsh sound.
Second, the 901 has no conventional woofers or tweeters, just
nine identical, 41/2 -inch, full -range
drivers, acoustically coupled
inside that very compact 901
cabinet. Coupling tends to cancel
out, across all nine drivers, the
small imperfections found in any
speaker (ours included). The result is a smooth, life -like sound
that's virtually free of distortion.
Third is the Active Equalizer,
a compact electronic unit that
automatically boosts power at
frequencies that need a boost.
This produces consistent sound
output up and down the frequency
range, with full, clear highs and
solid powerful lows.
The first time you listen to

AmericanRadioHistory.Com

your new 901s, you'll know you've
brought home the right speakers.
Years later you'll have the continued satisfaction of owning and
using a product of uncompromising quality.
We invite you to go to a Bose
dealer, listen, and compare the 901
to any other speaker, regardless
of size or price. Then you'll begin
to know why the Bose 901 has
become something more than a
loudspeaker system for thousands
of music lovers all over the world.
For a full -color brochure on the 901 loudspeaker
system, write: Bose, Dept. AU7, The Mountain,
Framingham, Mass. 01701. Patents issued and

pending.

The Mountain
Framingham, Mass. 01701

for the normal stereo
pair if you don't dig AR, and the same
holds true for the delay speakers.
However, considering the small energy content in each channel, and the
non -coherent nature of the sound,
the little AR7s seems well suited for
this system, and from an aesthetic
viewpoint, their size is an advantage.
Everyone who heard this demonstration at the convention was mightily
impressed, and what had started out
as an experiment, now appears to be
shaping up as a product. Plans call for
a simplified "domestic" version and a
model of the "all-out" system. Once
again, this shows the great interest in
acoustic enhancement by means of
time delay and is why equipment to
accomplish this is coming on the market. One of these is the Sound Concepts unit, a bucket -brigade delay device, the other is a real digital -delay
unit from a firm called Audio Pulse.
expect to have an Audio Pulse unit
before long, and we'll give it a whirl.
ers can be used

I

Quadraphonic Front
On the quadraphonic front, JVC
flying the flag for CD -4 in a demonstration room on the ballroom
floor of the Hilton. CD -4 expert John
was
20

Eargle was on hand and was showing a
new JVC demodulator, which had all
the usual goodies like PLL, etc., but in
addition had a new "noise gating"
system which works only on the high
frequency carrier. With this in the circuit, the noise level of conventional
stereo records and the noise levels of
CD -4 recordings are now equal. With
CD -4 records cut with the new JVC
Mark -3 cutting system or its RCA
equivalent, the "Quadulator," plus

this new noise -gating circuit, the
sound quality of CD -4 records can be

outstanding. A case in point is a
recording of the music from the film
"Jaws," which John played for me.
While this recording was made in
Hollywood by MCA, it was cut and
distributed in Japan and is not available here. (Although if enough
people bug JVC, they might make it
available.) The sound quality on this
CD -4 recording is not only exemplary
for this medium, but rivals anything
heard on a stereo record. It had plenty of level; deep, solid bass, and an
amazing dynamic range. Some of the
fortissimo passages will blow you out
of your seat. All in all, a stunning
recording job and, as played through
properly set up CD -4 equipment,
proves this medium has come of age.

heard in the
Certainly, the sound
JVC room was among the best at the
convention.
I

Stereo AM
Finally, mention must be made of
the demonstration of AM stereo by
Sansui. Sansui is the proponent of two
different methods of broadcasting
AM stereo, with other systems proposed by RCA, Motorola and several
others. These systems are being evaluated by a committee formed to investigate the feasibility of AM stereo.
In Sansui's preferred embodiment, an
AM -AM system, mono transmissions
become a carrier and single side -band
and uses only half of the presently
available band. This would also permit
compatible QS AM broadcasting. All
can tell you is that in an actual closed
circuit transmission in the Sansui
room, both systems worked well, and
we were listening to what was undeniably stereo AM.
Highlight of the AES Banquet Thursday evening was a performance by the
internationally renowned Roger Wagner Chorale with a repertoire of folk,
popular, and semi -classical tunes for a
fitting finale to this year's Los Angeles
Convention.
A
I

Could Your Speaker Pass This Test?
Conventional speakers all use some
form of paper for the cone. The problem
with paper is that it's not stable in terms
of performance. It's affected by humidity
and dryness.
Did you ever notice how your newspaper feels on a rainy day?
So our Chief Engineer spent years
seeking out a new and different material
having the lightness of paper, but with
stability that would not change characteristics as the weather changed.
Our cone is only one of many innovative design features of Hartley speakers.

To learn about the others, write

:

Hartley Products Corporation
56

North Summit Street, Tenafly, N. J. 07670
(201) 871-3442

THE HARTLEY I'OLYMN:R SPEAKER IS SO
IMPERVIOUS TO MOISTURE, IT (':1N BE P1.:1YEI)
UNI)h;RWATER WITHOUT I):1M_1GING THE CONE.
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AKAI INTRODUCES ITS
LOADED DECK.

The new Akai GXC-570D is our top -of-the -line stereo cassette deck. And it's loaded.
It utilizes a 3 head recording system -a GX glass and crystal combination head so you
can source monitor when recording and, if you don't like
what you've got, an erase head.
It has a closed loop dual capstan drive system which not
only pulls, but feeds the tape across the heads, smoothly.
That's the best drive system there is.
ctç-391).
It has Akai's exclusive Sensi -touch® control system so
you can go from one mode to another without ever pushing a button. You just touch
them, lightly.
It has 3 motors, dual process Dolby,* remote control (optional) and as many switches and features
as cassette decks costing a lot more. Plus something
brand new an electrically operated control panel
GXC-710D. GS Jas, ;nd n,
relea.
,
cover. Just so you can impress people.
Plug in our GXC-570D and you'll know you're playing with a loaded deck. That's the
strength of the Akai line. Quality. Performance. Loaded. From
top to bottom.
After all, nobody should be playing with half a deck.
COMIN' ON STRONG!
s3

-

c

auu,-,iop.

ith Lock

AKAL

Akai cassette decks from :ï199.95 to 5800

CO

suggested retail -alue. "Trademark of Dolby Labs, toe.. A kai America Ltd_. 2130 East Del
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Summer
found Systems
Glen M. Ballou

24

Sound amplification has become as
common in our life as Coke, and
rightfully so. People should not be required to concentrate on listening to
the sound, but should be able to concentrate on absorbing the message.
Sound -reinforcement systems
range from those designed to cover
100,000 people and costing more than
$250,000 to a small system to cover 20
people and costing $250. Public address or PA systems are usually limited -response, inexpensive sound -reinforcement systems. PA systems do,
nevertheless, have their place and are
very necessary for the small "picnic"
type sound systems where ease of installation and operation are very important.
Every system, no matter what size,
must satisfy four basic parameters:
1-They must be loud enough.
2-They must cover the entire audi-

ence area.
3-They must be able to be understood.
4-They must be capable of performing all functions the customer requires.
This article will cover the above
parameters and their solutions for the
small "picnic" type outdoor PA systems.

Loudness and Coverage
It is often said of PA systems, "lt was
so loud it hurt my ears" while another
person might say of the same system,
"lt was so soft couldn't make out
what he said." One of the most difficult problems encountered in outdoor "picnic" PA systems is the ability
to make the system loud enough everywhere without making some areas
excessively loud and the entire system
distorted. This is usually best corrected by placing the speakers properly and by using high efficiency
speakers with good projection patterns.
I

Unfortunately, all outdoor PA systems must follow the laws of physics,
and such phenomena we cannot
change. One of these laws is known as
the "inverse square of sound attenuation," which states every time the
distance is doubled, the sound pressure level (SPL) is reduced 6 dB or to
1/4 of the reference sound intensity.
Outdoor PA systems require more
power than indoor systems to produce a specific SPL at a specified distance. This is because outdoor systems

very closely follow the "inverse
square law" while indoor systems get
help from reflections from the side
walls, floors and ceilings to a point
where, at DC (critical distance) and
beyond, apparent level remains constant. Critical distance is defined as
the distance where direct and reverberant sound are equal in level, often
8 to 20 ft. in the average room.
Because the inverse square law is
followed outdoors, a speaker 4 ft.
from an observer must produce an
SPL of 110 dB to give a SPL of 76 dB at
200 ft. A level of 76 dB is the minimum
level one should accept at the maximum required distance as 70 -dB SPL
is a fairly common noise level where
the "picnic" type PA system is used. A
110 -dB SPL is the same level as standing one foot from a man's mouth
when he is shouting, while 76 -dB SPL
has the same level as being 50 ft. from
the same shouter.
This difference in SPL between any
two points can be determined by using the graph of Fig. 1. To determine
the difference in SPL between any two
distances, locate the differences in
Fig. 1, go vertically to the diagonal line
and then horizontally to the attenuation. Subtract the near distance
attenuation from the far distance attenuation for the difference between
the two. To determine this mathematically, see the appendix.
Let us assume that dF is the farthest

distance the loudspeaker must project
and dN is the closest distance the
loudspeaker will project to. Raising
the speaker in the air and moving it
away from the audience does not appreciably increase dF; however, it
does increase dN substantially as in
Fig. 2. Raising the speaker 4 ft. and
moving it back 4 ft. changes dN from 4
ft. to 9 ft. while only changing dF from
200 ft. to 204 ft. With an SPL of 110 dB
at 4 ft. from the speaker as before, the
front of the audience area will be 103 dB SPL or the same level as 2 ft. from
the shouter and the rear of the area
will still be 76 -dB SPL.
Raising the speaker to 12 ft. and
moving it back 12 ft. changes dN to 20
ft. and dF to 212 ft. This would mean
with 110 -dB SPL at 4 ft., the front of
the audience area SPL would be reduced to an SPL of 96 dB or a level
equivalent to 4 ft. from the shouter,
while the rear of the audience area
would be 75.5 -dB SPL.
As can be seen, this position of the
loudspeaker only decreased the dF
SPL 0.5 dB, while decreasing the dN 14
dB. A difference in level of ±10 dB
subjectively sounds about one-half or
twice as loud as the reference sound.

outdoor system a ASPL of 4 dB
would be ideal, however, 15 to 20 dB
In an

acceptable as long as the system is
being used for announcements, etc.,
and not as a sound -reinforcement system for high -quality music amplification.
Raising the speaker higher will reduce the SPL difference between the
front and rear of the audience area,
however methods of mounting and
effects of wind and temperature on
sound limit useful height to about 20
is

ft.

Once we have determined the relative acceptable levels between the
front and rear of the audience area,
we can determine the power required
to drive the speakers. To do this, we
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must know the speaker's sensitivity
and horizontal and vertical dispersion
and the coverage angle required to
cover the audience area.
Published speaker coverage angles
or dispersion vary from a 60 to 120°
circular coverage pattern (Fig. 3) to a
rectangular pattern from 20 x 40° to
60 x 120° (Figs. 4 & 5). Unfortunately,
sound waves are not all that easily
controlled and the angle decreases as
the frequency increases (Fig. 6). As
can be seen, it is not uncommon for
the dispersion angle of the speaker to
vary from 220° at 200 Hz to 20° at 10
kHz. The dispersion angle is often given at 2-3 kHz and, therefore, for even
coverage to 5-6 kHz, additional speak-
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DISTANCE OF LOUDSPEAKER FROM AUDIENCE= IDI2+D22
DI o HORIZONTAL DISTANCE OF SPEAKER AWAY
FROM AUDIENCE
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erage angle as the audience is usually
either standing or sitting on ground
level. Speakers with rectangular dispersion have an advantage over
speakers with a circular or square dispersion for two reasons:
1-Outdoor sound has no precise
bou ndaries, therefore, any sound
which is not absorbed in the audience
area is apt to project to unwanted
areas (neighbors, etc.).
2-A driver which has the ability to
produce a specified SPL into a sphere
(omnidirectional) will have a much

02= VERTICAL DISTANCE OF SPEAKER
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Fig.

2-Effect of moving the loudspeaker away from the audience.

Fig.

3-90° circular dispersion horn

speaker, EV AR -150.

4ft., i.e., 34 dB + 76 dB = 110 dB SPL.
Unfortunately, doubling the speaker power does not increase SPL by 6
dB, but only 3 dB, hence it is important, when running outdoor systems

(often on battery), to use efficient
speakers with controlled dispersion. If
the manufacturer's speaker rating was
99 dB @ 1 W at 4 ft. and we require
110 -dB program SPL at 4 ft., our Electrical Power Required to the speaker
(EPR) would be 12.6 watts of program
power (see appendix).
All signals, with the exception of

AUDIO

256

126

- FI.
Fig. 1-Inverse square law attenuation
of Sound.

ers are required.
It is very unusual, in outdoor systems, to require a large vertical cov-

higher SPL when projected into a portion of that sphere. This translates to
less required power input. This is described in the appendix.
We know that we require an SPL of
75 dB at 212 ft. Most speaker manufacturers rate their speaker sensitivity
at either 4 or 10 ft. with one -watt
electrical input power. Assuming the
speaker sensitivity rating is at 4 ft. and
we require an SPL of 75 dB at 212 ft.,
the speaker therefore must deliver
110 dB at 4 ft. This can be determined
by adding the dB attenuation for dF as
found in Fig. 1 to the SPL required at
dF. In our example, using Fig. 1, go
vertically from 212 ft. to diagonal line,
then horizontally to attenuation of 34 dB SPL. Add this to the required SPL at

64
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256

more. This would reduce the EPR to
the speaker to 2 watts program or 20
watts total.
Often the required coverage is
much larger than the area covered by
one speaker, therefore, more than
one speaker is required to cover the
area. The published speaker dispersion angle is that angle where the
acoustical output is 6 dB down from
the output on the speaker axis. To insure uniform coverage, the speakers
must have at least 20 per cent overlap.
If the speakers are stacked and
splayed, rather than mounted side by -side, the frequency response will
be more uniform (Fig. 7).
Solid-state amplifiers can become
very unhappy when the load impedance is less than the specified output
impedance taps of the amplifier. If
more than two 8 -Ohm speakers are
used, it is preferable to use the 70 -volt
output common on the pro amplifiers
and 70 -volt transformers on each
speaker. This also allows level adjustment for each individual speaker. If
four or five speakers are always used
and wired in parallel, the speakers can
be connected between the 8 -Ohm
and 16 -Ohm taps of the amplifier with
only a small loss of power. Since solidstate amplifiers require very little idle
power, 10 watts for a 25 -watt amplifier
and 20 watts for a 100 -watt amplifier, it
is advisable to use a 60- to 125 -watt
amplifier for most "picnic" PA systems. This and efficient speakers guarantee adequate volume so it may be
heard over the background noise.

pure sine waves, have a crest factor.
This means that the peaks of the signal
are much higher for a given average
power than if it were a sine wave. A
crest factor of 10 dB or 110 times is
common, therefore, the EPR of the
amplifier for 12.6 watts of program
power would be 125 watts (see appendix). Many paging hcrn loudspeakers have a sensitivity cf 107 dB or

4-70° x 100° rectangular
dispersion horn speaker, EV FR -150.
Fig.

26

Fig.

5-20°

where reverberation

It is often said "The system was
plenty loud, but couldn't understand
a thing he said." This condition is
more prevalent in indoor systems

cone -type column
loudspeaker,
University CSO-62.

I

Fig.

an

important

doors, reverberation usually does not
affect articulation, however, echo,
poor signal-to-noise ratio (S/N), distortion, and poor frequency response
can all affect articulation. In the reverberant areas, a required S/N of 25 dB
is not unusual. In outdoor installations, where reverberation is minimum, a S/N of 3 to 6 dB is usually adequate, however, 6 to 10 dB would be
preferred. In fact, the fantastic computer in our head can separate the
signal from the noise when the S/N is
less than 0 dB.
Echo affects articulation two ways,
by increasing the noise level and by
adding confusion. A good way to better understand this type of confusion
is to talk over the PA system while listening to yourself over a speaker
placed 110 feet away. Since sound
travels approximately 1,130 ft./sec., it
takes 0.1 seconds for the sound to
travel back to the talker. When talking
over such a system, the talker usually
slows down to give the sound time to
catch up to him which, of course, it
can't do. Next, move the speaker 40
feet away and normal talking can be
resumed. Therefore, never have
speakers more than 40 feet apart and
the first speaker of a string of speakers
more than 40 feet from the talker.
Inexpensive microphones, amplifiers, and speakers often have distortion exceeding 10 per cent. Under
ideal conditions, 10 per cent distortion is probably acceptable as far as
articulation is concerned, however,
when S/N is borderline, 10 per cent
distortion could increase the articulation loss beyond acceptable limits.
Since most amplifiers have low distortion (2 per cent) and good fre-

Articulation

x 120°
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factor affecting articulation. Out-

6-Speaker coverage angle & Q of Altec sectoral horn.
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Engineering. Features. Styling. Everything about the new JVC S600 stereo
receiver is professional, The kind of
professionalism that offers you more
to do more. Hear móre.

Advantage #1: More precise
tone controls.
JVC's exclusive SEA graphic equalizer
system has five tone -zone controls
covering the complete audio range.
Together, with a tone cancellation
switch, they help you overcome the
shortcomings of room acoustics, poor
recording and placement of speakers.

Advantage #2: Instant reserve
power when you need it.
The S600 delivers 110 watts per
channel minimum RMS, at 8 ohms,
from 20 to 20,000 Hz, with no more
than 0.1% total harmonic distortion.
Its advanced toroidal coil power transformer instantly produces reserve
power for better transient response.
What's more, you can constantly
monitor the power being fed into your
Direct -action pushbuttons
simplify source selection and switching.

Direct -action pushbuttons and slide
controls for all functions and switching
make operation completely simple
and absolutely precise.

Advantage #5: Greater versatility.
Instantaneous monitoring of power
with twin direct-reading power meters.

speakers with a pair of direct-reading
power meters. JVC's patented 3 -way
protection circuit helps safeguard
power transistors and your speakers
against unexpected surges of power.

Advantage #3: The great
performance of a separate tuner.
The FM tuner section of the S600
brings in stations smoothly and cleanly
with remarkable channel separation.
The reason: advanced design that
incorporates a dual -gate MOS FET
plus a 4 -gang tuning capacitor, phase
lock loop IC circuitry and a quadrature detector.

Advantage #4: Innovative styling.
S-600 styling

totally uncluttered.

is

SEA graphic equalizer system offers
tone adjustment over entire musical range.

5 -zone
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The S600 gives you 2 -way tape

dubbing, electronic phono switching
and stereo/mono switching, high/low
filters, signal strength and center channel tuning meters, FM muting,
loudness control, and a switchable
noise reduction circuit for.Dolby
FM broadcasts.
Call toll -free 800-221-7502 for
your nearest JVC dealer.
JVC America, Inc., 58-75 Queens
Midtown Expressway, Maspeth, N.Y.
11378 (212) 476-8300.
Approximate retail value of the S600

is

$750.

C

Check No. 17 on Reader Service Card
Smooth, precision tuning with gyro -bias knob.

Fig.

7-Proper method of increasing horizontal dispersion.

quency response (50 Hz to 10 kHz ± 2
dB), they are not usually the problems
in PA systems. Components which
change acoustic energy to electrical
energy (microphones) and electrical
energy to acoustic energy (loudspeakers) are the hardest to make acceptable and require the expenditure of
more time and money.
Frequency response of 300 to 3500
Hz, with a peak at 3000 Hz, may be
ideal for telephone communications
where a broad frequency response
would create poor S/N because of
long unshielded lines. The narrow frequency response is also acceptable

Juk--

}`"

8-75 W amplifier with battery
operation and charge capabilities,
Altec 1607A.
Fig.

because conversation is usually short.
In outdoor PA systems, this frequency
response is not acceptable because
the aggravation it produces causes the

audience to block their ears to the
system, reducing articulation. While
the stereo enthusiast would prefer a
frequency response that is flat from
d.c. to infinity, it is not practical for
small outdoor PA systems. What is important is to be able to reproduce
some of the lower fundamentals of
the male voice, 250 Hz minimum (100
Hz would be better) and to reproduce
up to 6 to 8 kHz to assure proper reproduction of the sibilance of the
speech, i.e. S's, Z's, etc. Using speakers with a relatively smooth response
of 250 Hz to 8 kHz assures fairly good
reproduction of the voice and at least
acceptable reproduction of background music.

Microphones
There is always much discussion on
the pros and cons of cardiod and

omni-directional microphones.

In

outdoor systems, where the acoustic
field is not reverberant, cardiod microphones will increase gain before
feedback, particularly when the back
of the microphone faces the loudspeaker. A second advantage of the
cardiod microphone is that it can be
used to discriminate between signal
and noise. The heart -shaped pickup
pattern of the microphone means that
the talker or signal must be directed
towards the front of the microphone,
not towards the side or rear, and that
the rear of the mike should be towards the unwanted sound or noise.
Talking into the side of the mike
would reduce output about 6 dB,
while talking to the rear would reduce
mike output up to 20 dB.
All microphones should have an
"on -off" switch so the announcers
can turn the microphones off when
not in use, reducing noise and allowing personal conversations to be carried on in the vicinity of the microphone. For a simple one -microphone
system, the Shure SM82 microphone
with built-in preamplifier and limiter
can be used directly into a power amplifier, bypassing low level preamplifiers and reducing susceptibility
to noise, etc.
Outdoor PA systems are susceptible
to electrical inteference (radio stations, hum, ignition, etc.) because of
poor grounds, or lack of grounds,
along with the lack of external shieldFig.

ing from building structures, so all microphone inputs should be low impedance and balanced to eliminate
noise pickup and allow long microphone lines.

Required Functions
Now that the system is designed to
work well (a microphone input gives
good quality speaker output), we
must make the system do what the
customer wants it to do. It is common
to require battery power in portable
outdoor systems. Many solid-state
amplifiers are ideal for operating on
battery power as they operate on a 14
V d.c. or 28 V d.c. power supply. This
means they can easily be powered by
12 V

auto batteries of 12-24 V Ni -Cad

batteries. The advantages and disadvantages of automotive lead -acid
batteries and Ni -Cad batteries are

as

follows:
Lead Acid Batteries
Advantages
1-High power capabilities (5-10 amperes for 8 hours).
2-Easy to obtain.
3-Can be connected in series for
higher voltage.
Disadvantages

1-Heavy.
2-Cannot be tipped.
3-Require large connectors.
4-Require maintenance.
Ni -Cad Type Batteries
Advantages

1-Small.
2-Lightweight.

9-Battery operating and charging unit.
5 AMP

o+

+o
BATTERY

-----I4751

AMPLIFIER
POWER SUPPLY
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Size isn't everything

Japan. Land of the audio giants. Companies like Pioneer, Sony, Yamaha. Each with
100 times more engineers, production efficiency, research facilities, marketing
resources, and sales
than your average
good-sized U.S. or U.K. manufacturer.
November 3rd, 1975, Prince Hotel, Tokyo.
The scene of a hallmark event
the 5th annual Japan Stereo Components Grand Prix
Contest. An occasion which has indeed
become the Grand Prix of the Japanese
audio scene. Stereo components from Japan,
the U.S., the U.K., and Europe
to be judged on the basis of performance and design
by eight famous Japanese hi-fi journalists.
Among the entrants: a small speaker, the

-

-

-

UL6, recently launched by

not -so -big com-

a

pany: Celestion of England.

-

January 1976
the results. AMONG ALL
THE ENTRANTS, WORLDWIDE AND
JAPANESE
ONLY ONE SPEAKER WINS
THE GRAND PRIX: CELESTION'S DIMINUTIVE UL6.

-

Surprising? Not really. All the engineers,
efficiency, marketing and money in the
world are not sufficient to build a great
speaker. Intangible resources are needed:
experience, intuition, and dedication.
Resources which Celestion has more of than
any other speaker company in the world.

Since 1924, Celestion engineers have
dedicated themselves uniquely to one art
that of building great speakers. And to doing
it all by themselves
from scratch.
Starting from the outside, we see that styling is a special feature of the UL6, with
beautiful dark walnut finish on all sides
even on the front baffle -board which is normally concealed by the grille. The grille consists of a slim frame carrying two stand-off
ribs to give a three -faced appearance when
the black, acoustically transparent cloth is
stretched over it.
Now for the guts. UL6 deploys the new
HD1000 ultra -wide dispersion 1" dome
tweeter, a new Celestion mid -bass unit with
massive magnet system and specially treated
Bextrene diaphragm, and a new ABR (auxiliary bass radiator) which extends bass
response, raises sensitivity and reduces distortion to negligible limits. These advanced
precision components were totally researched, designed and built by Celestion to optimize overall performance in the UL6. The
result is clean, tight, smooth response from
35 Hz -28 kHz. Performance so superlative
that we realistically predict that UL6 will
become the reference standard for
bookshelf -size speakers.
Celestion UL6. Not gigantic. Not made by
a giant. Just a giant -killer.

-

Sole North American Distributors:

ROCELCO INC. 160 Ronald Dr., Montreal, Canada H4X 1M8 Phone (514) 489-6842

Also Distributors for Decca Cartridges and Record Cleaning Devices

-

-

3-Can

Appendix

be used and stored in any po-

sition.

4-Small connectors.
5-Can be connected in series or parallel for other than standard capabili-

1-The difference in dB
following formula:

ties.

6-Wide temperature

between any two points can be determined by the

SPL

20 log dF

=

dF

far distance
near distance

dN

range, -76°F to

(1)

158° F.

7-Maintenance Free.

=

dN =

Disadvantages

1-Ampere-hour ratings indicated are
not for one hour, but 20 hour discharge, therefore, a 4.5 ampere -hour
battery will supply 0.225 amperes for
20 hours or 4.5 amperes for 30 min-

where

oSPL

Subtracting ASPL from the near distance delivers the SPL at the far distance and
conversely, adding ASPL to the far distance gives the SPL at the near distance.
SPLF

SPLN
SPLF

=

SPLN =

-

ASPL

(2)
(3)

+ ASPL

utes.

2-Internal impedance very

30

low,
therefore, battery can be destroyed
by shorting.
3-Batteries left on shelf for long periods require exercising to bring back
their full capacity.
Many amplifiers have a built-in battery charging circuit (Fig. 8), however,
those that don't, can have one easily
installed. All that is required is a power rectifier which is forward biased
when operating on battery, in parallel
with a power resistor which charges
the battery when the amplifier is operating on a.c. power (Fig. 9).
Amplifiers should have a minimum
of two low-impedance microphone
inputs, as many outdoor PA systems
are used for entertainment along with
general paging. In this day of small,
battery-operated, cassette tape recorders, it is also important to have
an auxiliary high impedance input. All
inputs must have their own volume
controls.

Summary
Now that we have looked at the
problems of outdoor PA systems, does
it mean we must go through all the
preceding formulae every time we install a portable PA system? By all
means, no; however, by knowing the
problems and their solutions we can,
through our own logic and good
judgment, purchase and install outdoor "picnic" type sound systems
with improved quality and articulation.
By following these do's and don'ts,
acceptable outdoor "picnic" PA systems can be installed.

Do
1-Have adequate amplifier power.
2-Use efficient speakers.
3-Use speakers with rectangular dispersion.

4-Mount

speakers in the air and

2-The formula for determining the SPL of a sphere
SPL =

10

is:

log W4QZ10121+

10.5

(4)

W = acoustic watts

Q
r

directivity factor
distance from source

=
=

Using W =
Q =

watt
(omni directional)

1

1

= 4 ft.

r

The maximum SPL

= 107.47 dB SPL

the directivity factor or the ratio of the area of a window on the sphere to
the entire surface area of the sphere. The average speakers have coverage
angles between 1'-180° and, therefore, their Q can be determined by the
Q

is

formulae:
Rectangular Dispersion
180°

Arc Sin

H

(5)

\ (Sin \l

2J

2)J

where o = horizontal angle
e= vertical angle
Circular Dispersion
(6)

2
1

-Cos

O

2

If we use a hypothetical speaker with a dispersion of 40 x 100 , our Q would be
11.85, therefore our SPL, under the same conditions as the previous sphere,
would be 118.2 dB SPL for a gain of 10.73 dB.
If the same driver was mounted in a speaker with a 100 circular dispersion, the
Q would be 5.6, therefore, the gain over the sphere would only be 7.48 dB.
This means that this speaker would require 2.11 more power than the same
driver on the speaker with a 40° x 100° dispersion.

3-Electrical Power Required formula

is:

level required at 4' - speaker sensitivity

(7)

10

Program

EPR

10

110dB-99dB
10

Or in our case,

EPR

=

10 log

=

12.6 Watts

4-The total amplifier power output per speaker is equivalent to the program
power plus the crest factor, and it

is

calculated by the following formula:
crest factor
10

10
Total Amp power/spkr. = EPR program
or Total Amp power/spkr. = EPR (10)
This means in our example, we would require
12.6 Watts (10) = 126 Watts
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If you're surprised to learn

that tubes solve some amplifier problems best,
you have something to learn about amplifiers.
And about LLTX.

It may seem courageously retrogressive for a company
to introduce a tube amplifier-even a highly advanced
type-to the semiconductor audio world of 1976. Especially
for a company only recently established in the'U.S. market
with a comprehensive line of solid-state amplifiers and tuners.
But for LUX, it is simply consistent with our philosophy:
whatever path may lead to improvement in the accuracy of
music reproduction will be explored by our audiophile/
engineers. Whether it leads to transistors or tubes.
Certainly, transistors are not about to be obsoleted
by tubes. However, there are some amplifier problems that
tubes still handle better than transistors. Overloading
is one such problem.
When a solid-state amplifier is driven beyond its rated
power, it clips abruptly. Engineers call it"hard'clipping. The
term is apt. as the sound from the spurious high -order odd
harmonics is raspy and irritating. Further, if the overall
circuitry is not stable, and the protective circuits not very
well -designed, the distortion is extended in time beyond the
moment of overload. Drive a tube amplifier beyond its rated
power and it too clips the waveform, but gently and
smoothly. This'Soft" clipping introduces much smaller
amounts of odd harmonics. The distortion is far less irritating,
hence less noticeable.
Notch (or crossover) distortion, present in many
transistor amplifiers, is another source of spurious high -order
odd harmonics. It occurs when the transistor output
circuits are not able to follow the musical waveform accurately
at the points where it changes from positive to negative
and back again. Since notch distortion, unlike clipping, is at a
constant level regardless of the power the amplifier is
delivering, the ratio of this distortion to signal is worse at lower
power. The gritty quality heard from many transistor amplifiers,
particularly when they are playing at low levels, is usually
due to crossover distortion.
Of course, tubes also have their limitations. Especially

conventional tubes. The only tube previously capable of
high -power amplification-the pentode-has inherently higher
levels of distortion than the triode. Existing lower -distortion
triode tubes cannot deliver sufficiently high power as a
simple push-pull pair. But LUX, together with NEC engineers.
has developed the first of a new breed of triode tube, the
8045G, which with other related technological advances.
makes possible a high-power, low -distortion triode
amplifier-the Luxman MB -3045. Among the differences in
this new triode: the plate-electrode uses a special bonded
metal with high heat -radiation characteristics. Also, the
fin structure further aids heat dissipation.
LUX also developed a low-distortion high -voltage driver
tube, the 6240G, capable of delivering over 200 volts of
audio signal to the output triodes. Also, a new output
transformer (LUX's,long-time special area of expertise) has
been designed to take optimal advantage of the triode
configuration feeding it. The quadrafilar winding and core
technology of this transformer represents another breakthrough. Overall, from input to output, the use of advanced
design direct -coupled and self-balancing differential amplifier
stages ensures stability and minimum phase shift.
The MB -3045 produces a minimum of 50 watts
continuous power into 4, 8, or 16 ohms, at any frequency
from 20 to 20,000 Hz, with total harmonic distortion no more
than 0.3%. As the MB -3045 is monophonic, a pair of them
connected to a stereophonic preamplifier will not be
subject to stereo power -supply interaction.
Now, we don't expect the MB -3045 to become the
world's best-selling amplifier, any more than our highest power solid state power amplifier, the M-6000 priced
at nearly $3000.
You'll find both at our carefully selected LUX dealers
who will be pleased to demonstrate them for you. And any
of the other dozen or so LUX models. Its why they're
LUX dealers in the first place.

When a typical
transistorized
amplifier tries to
deliver more
power than it can,
the top and
bottom edges of
the waveform
'clip" sharply
and abruptly_. and
not always symmetrically. Result.
high -order harmonic distortion...
raspy and irritating

When a tube
amplifier. such
as the Luxman
MB -3045, is
driven into overload, the' clipping- is softer.
with more
rounded edges
to the waveform.
The resulting
distortion is
much less audibly bothersome.

Luxman MB -3045 monophonic tube power amplifier.
50 watts minimum continuous power into 4, 8, or 16
ohms. 20-20 kHz; total harmonic distortion no more
than 0.3%. Frequency response: 10 to 40 kHz, ± dB.
1

Signal to noise ratio. 95 dB. Variable sensitivity, control
for matching gain to any preamplifier. $445.00 each.
ILuxman CL -35111 stereo tube preamplifier. Total
narmonic distortion: 0.06% at 2.0 V. 20-20 kHz, all

output signals. Frequency response. 2-80 kHz. +0
-0.5 dB. RIAA equalization ±0.3 dB. Features
include, tape monitoring and dubbing, 6 selectable
turnover frequencies, twin high and low noise filters,
switchable phono -input impedance (30, 50. 100
kohms), variable input sensitivities. $745.00

LUX Audio of America, Ltd.
200 Aerial way. Syosset, New York 11791
In Canada: AMX Sound Corp. Ltd., British Columbia; Gentronic Ltd., Quebec
AmericanRadioHistory.Com

The

phono cartridge
that doesn't compromise
any
modern record.

away from the front of the audience.
5-Aim speakers at the audience.
6-Stack and splay speakers when using more than one speaker for coverage from one point.
7-Use speakers with smooth frequency response 250 Hz to 8 kHz.
8-Use 70 V speaker lines when
speakers are more than 100 ft. from
amplifier or more than two speakers

AT15Sa

9-Have battery -powered capabili-

WINIllyeeeePA

are used.

ties for amps.

10-Have at least two microphone inputs and one auxiliary input.
11-Use balanced low -Z
phones.

micro-

12-Use cardiod microphones for increased gain and improved S/N.

13-Place microphones between 25
and 50 feet from speakers. This gives
adequate gain without time delay.
14-Have adequate coverage to insure no dead spots.

Don't

1-Don't
Choosing an AT15Sa
can add more listen 32 ing pleasure per dollar
than almost anything else
in your hi-fi system. First, because
it is one of our UNIVERSAL phono
cartridges. Ideally suited for every
record of today: mono, stereo, matrix or discrete 4 -channel. And look
at what you get.
Uniform response from 5 to 45,000
Hz. Proof of audible performance is
on an individually -run curve, packed
with every cartridge.
Stereo separation is outstanding. Not
only at 1 kHz (where everyone is pretty
good) but also at 10
kHz and above (where
others fail). It's a result
of our exclusive Dual
Magnet* design that
uses an individual low -mass magnet
for each side of the record groove.
Logical, simple and very effective.
Now, add up the benefits of a genuine Shibata stylus. It's truly the stylus
of the future, and a major improvement over any elliptical stylus. The
AT15Sa can track the highest recorded frequencies with ease, works in
ATM. U.S. Patent Nos. 3,720,796 and 3,781,647.

any good tone arm or
player at reasonable
settings (1-2 grams),
yet sharply reduces record
wear. Even compared to ellipticals
tracking at a fraction of a gram. Your
records will last longer, sound better.

Stress analysis photos show concentrated high pressure with elliptical stylus (left), reduced pressure,
less groove distortion with Shibata stylus (right).

The AT15Sa even helps improve the
sound of old, worn records. Because
the Shibata stylus uses parts of the
groove wall probably untouched by
other elliptical or spherical styli. And
the AT15Sa Shibata stylus is mounted on a thin -wall tapered tube, using
a nude square -shank mounting. The
result is less mass and greater precision
than with common round-shank styli.
It all adds up to lower distortion and
smoother response. Differences you
can hear on every record you play.
Don't choose a cartridge by name or
price alone. Listen. With all kinds of
records. Then choose. The AT15Sa
UNIVERSAL Audio-Technica cartridge. Anything less is a compromise.

audio-technica
INNOVATION o PRECISION

INTEGRITY

AUDIO-TECHNICA U.S., INC., Dept. 86A, 33 Shlawassee Ave., Fairlawn, Ohio 44313
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put speakers on ground.
Sound cannot go through or around
people and objects.
2-Don't aim speakers in the air as this

causes sound to go into unwanted
areas.
3-Don't string speakers out more
than 40 feet apart as this causes echo.
4-Don't boost bass control on the
amplifier when speaker response is
limited to 250 Hz. This will increase
distortion and can destroy speakers.
5-Don't allow total speaker impedance to be lower than amplifier load
impedance.
6-Don't connect speakers in
series-parallel, as in temporary systems; this becomes confusing and often requires complicated wiring.
7-Don't allow people to plug cheap
Hi -Z unbalanced microphones into a
system as it will cause noise, oscillation, and poor quality.

8-Don't

run speaker wires and microphone lines together as this will
cause oscillation.
9-Don't run wires on the ground
where people can trip on them, causing personal injury or defeating the
PA system.
By following the above recommendations and using logic and common
sense, outdoor "picnic" sound systems can be made to be a positive
force in any outdoor function, rather
than a "necessary evil."
Handy references are Sound Systems Engineering by Don and Carolyn
Davis and Altec's Tech. Topics 221,
212A, and 218.

AUDIO
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ONCE AGAIN THE EPI 100
HAS RECEIVED TOP RATINGS FROM
THIS PRESTIGIOUS PUBLICATION.
In its February issue,
the leading independent
consumer testing magazine
rated the EPI 100 the best
speaker for the price among
medium-priced speakers.
That's the good news.
The bad news is, because
of its policy of strictly enforcing the copyright laws, we
can't name the magazine or quote it directly.
But we can tell you this: This is the third time
running the EPI 100 has been so rated by the
publication. And no wonder.

The Model 100

The EPI 100 offers EPI's celebrated Linear
Sound: a pure, uncolored, natural sound from top
to bottom. With no artificial boosting of the bass to
impress the innocent. And all the nuances at the
treble end that, on most speakers, just fade away.
The Model 100 doesn't just deliver the Linear
Sound of EPI straight ahead, either. In fact, up to
15,000 Hz, the speaker's off-axis dispersion is down
an average of only 3 db.
With its excellent dispersion and EPI's Linear
Sound, we'd say the EPI 100 is clearly the finest
speaker you can get for the money.
But don't take our word for it

is available in a

Take

hand -rubbed walnut veneer or

's.

a

vinyl finish (Model 100v).

THE LINEAR SOUND OF EPI
EPI is a product line of Epicure Products Inc., Newburyport, Mass. 01950
Check No. 14 on Reader Service Card
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For example, it is now common practice to record an electric bass by plugging it directly into the recording console
via a matching transformer. This avoids the deficient bass of
most open -backed guitar speakers and provides a signal
much richer in the fundamental, but the bass still only goes
down to 41.2 Hz. To go farther down the spectrum, we must
switch from instruments with acoustical signal generators to
ones with electrical signal sources.
Dr. Moog's Synthesizer contains a set of electronic function generators and can produce low bass notes with very
strong fundamentals. It is very easy to produce a low distortion sine wave with a synthesizer, a 16.4 Hz note which is
99-44/100% fundamental, for instance. Over the past few
years musicians have become proficient with synthesizers,
and a sizeable catalog of good electronic music is available
on phonograph records. Should an engineer design loudspeakers to handle these records? What does it cost to extend the frequency response down an octave from the 40 Hz
cut off, required by most music, to 20 Hz for electronic music? Remember, there is no such thing as a free lunch.

Some Theory

Dr. R. H. Small 2of the University of Sydney has "done the
math" on this problem as related to direct -radiator loudspeakers and gives us the following equation which relates
reference efficiency,(no), low frequency cut off (f3), and total enclosure volume (VB):
where kn'is a constant related to the type of system (vented,
closed -box, or passive radiator) and response alignment
(Butterworth, Chebbychev, etc.). If no is expressed in per
cent, f, in Hz, and VB in litres, then the maximum possible
value of kn is 3.9 x 10-' for a vented -box and 2.0 x 10-7for a
closed box.

(1)
no = knf33VB
kn
with
of
-box
vented
a
typical
of
case
Let us assume the
Hz. This gives
3.0 x 10-7, VB of 60 litres (2.1 ft3), and f:,of 40
20 Hz. If
an efficiency of about 1.2%. Now, let us lower f ,to
we keep the same alignment (hold kn constant), then either

the efficiency must drop to around 0.14% or the enclosure
in terms
size must go up to 480 litres (17 ft3).This is expensive
or
timber.
of either amplifier horsepower
beSmall also points out an approximate relationship
tween distortion (D) and low frequency1 cut off.
D
f3-4
a system with a 20 Hz cut
equal,
Thus, all other things being
off will have 16 times the distortion of one with a 40 Hz cut
off. The largest part of the distortion results from the inter modulation of the higher frequency components of the signal with the lower ones.'
We now begin to see why almost all commercially available systems cut off between 40 and 60 Hz. There is little of
musical interest below 40 Hz and system distortion increases
rapidly as the system low frequency cut off goes down.
But suppose, Gentle Reader, that you, like the author, still
want to feel those 20 Hz signals from a synthesizer while retaining reasonable efficiency and tolerable distortion in
your system. This can be done with the addition of a sub little
proRecent studies have shown that most music has
A sub -woofer is a low bass loudspeaker, generally
gram content below 40 Hz. The open E string of a bass woofer.
in
a
bridged -center configuration, which handles maused
of
(acoustic or electric) produces a note with a fundamental
the range of the normal system's woofer. It ofbelow
terial
27.5
Hz,
of
fundamental
a
has
a
piano
on
41.2 Hz, the low A
One, quite obviously, is extended bass
advantages.
two
16.4
fers
a
and an organ with a 32 -ft. pipe produces a low C with
is reduced distortion in the main sysother
the
and
response
notes
the
of
fundamentals
the
Hz component. However,
is caused by easing the low in
distortion
reduction
This
tem.
produced by all of these instruments are very low in amplimain woofer. Let us apply
the
on
tude compared to the harmonics. Tests have shown that a frequency requirements
loudspeaker with a 40 Hz cut off is adequate for reproduction of almost all music.' But there are exceptions to these
general rules.

*CTS of Paducah, Inc., Paducah, KY 42001
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Fig.

1-Inside dimensions of loudspeaker box.

3-Installation of the front panel gasket. Note the
damping material, braces, and vent.
Fig.
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2-Vent details for the loudspeaker box.
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current loudspeaker synthesis procedures to the design of
sub -woofer and see what sort of system results.

a

a Sub -Woofer
Before going any farther, we need to firmly establish our
design objective. Let us try for a low frequency cut off of 20
Hz in a system with maximally -flat response. With this goal
in mind, we must now choose the type of system and the
alignment we will use. Since the low cut off requires a large
box for reasonable efficiency, we should choose a type of
system and alignment which will maximize efficiency per
unit volume, and this means a vented -box. For an alignment, let us choose the 4th -order Butterworth (B4) which is
maximally -flat. The Quasi -Butterworth 3rd -order (QB3)
alignments are also flat, but require the driver resonance
frequency to be lower than the system cut-off frequency. In
the case of a 20 Hz cut off, this is an unreasonable requirement. Also, the QB3 alignments are more prone to problems caused by infrasonic signals, such as turntable rumble,
than is the B4.
Next, we must fix the enclosure volume. 600 litres (21 ft') is
about the largest box that the author can squeeze into the
living room of his small apartment; therefore, let VB be 600
litres. This volume, when plugged into Eq. 1 along with the
k,t of a B4 alignment and 20 Hz cut off, gives an efficiency of
just over 1.0%.
Similarly, we must set the upper frequency limit for the
Sound
sub -woofer. The 60 -litre bookshelf systems (A &
A060s) in the author's apartment have a moderate 4th -order
Chebbychev (C4) alignment with a 45 -Hz cut off. Good engineering practice requires about an octave of overlap between the crossover frequency and the acoustical cut off of

Designing

ALL RESISTORS 1/2 W,10 é

5-Diagram of the power supply for crossover.
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6-System hookup schematic.
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7-Nearfield pressure in the

Fig.

8-Nearfield pressure total of diaphram and vent.

driver

2x45 Hz=90

Hz

(3)

which can be rounded off to 100 Hz. This figure will give
suitable overlap for systems with f:,'sin the 40- to 60 -Hz region. The sub -woofer's response should extend an octave
above the crossover. The formula below gives an approximate relationship between advertised basket diameter in
inches (AD) and the upper acoustical cut off (fpR) of a
driver.
(4)
ADmax = 11,000 - fPR
Plugging fpR of 200 Hz into Eq. 4, we find that a driver with
an advertised diameter of up to 55 in. would be useful. Since
no one makes a 55 -in. loudspeaker, we should try something smaller. We could use an 18-, 24-, or 30 -in. unit. Since
there are so few drivers from which to choose, let us limit
ourselves to 15 -in. units.
A. N. Thiele ° has given us a very useful table of potential
vented -box system alignments. The table was reprinted in
the August, 1975, issue of Audio. 'Referring to the table we
find that for a 20 -Hz B4 alignment in a 600 -litre box, we want
to use a driver with a resonance frequency (f5) of 20 Hz, a
total Q (QTS) of 0.38, and a compliance equivalent volume
(VAS) of 850 litres. The table gives the parameters of three
potentially useful drivers, the Altec 416 -BA, the CTS
51W38C, and the JBL 2205A. In the case of the Altec driver
the QTS is too low, but it may be raised by adding a series
resistor (R5) which should have a power rating comparable
to that of the driver. The VAS of the JBL driver is too low to
allow for a B4 alignment, but does allow a C4 alignment with
less than 0.1 dB of amplitude ripple. Again, the QTS needs to
be adjusted with a series resistor.

How to Build

a Box
of the three possible systems uses the same basic enclosure with changes in the length of the vent and the addition of a series resistor being the only variations on the

Each

IO

20

50
FREQUENCY

- Hz

100

200

AUDIO
AmericanRadioHistory.Com

AUGUST, 1976

\VSB LE SOND

\VS BL SCI,ND
.1.111

/1('\Irmi

TflEAVS71O

An opinion from an expert: The ADS 710
is a three-way bookshelf speaker of acoustic suspension design. It differs from other
speakers of that genre in that it is very efficient, and is actually designed for shelf
placement. The efficiency is achieved by
the use of very strong magnetic assemblies
in all of the drivers, substituting two 7" woofers for the more common single, larger unit.
The end result is a speaker that has superb

frequency response without sacrificing the
equally important transient characteristics.
The sound of this speaker system is incredibly open and well defined, and the effect is that of listening to music, rather than
to a loudspeaker.
- Martin
Clitford.
Renowned Technical Editor
We couldn't have said it better.
ADS, Analog & Digital Systems
64 Industrial Way, Wilmington, MA 01887
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9-Microphone placement for Keele's method of
measuring nearfield sound pressure.
Fig.

theme. The inside dimensions of the enclosure are 21 x 33
x 53 in. The walls should be made of 3/4 -in. (or thicker) plywood. All the joints should be braced with glue blocks and
secured with screws and glue. Note the use of the 1 x 4 in.
braces. These steps are to insure that the enclosure is free of
spurious rattles and resonances. The vent may be constructed of 1/2- or 3/4 -in. plywood or particle board.
The enclosure should be lightly lined on three of the inside surfaces (e.g. top, back, and one side) with an absorptive material. The purpose of this material is to control
standing waves inside of the box; it is not for the purpose of
acoustic damping of the driver. Therefore, the material
should be used sparingly and kept away from the driver and
the vent. The principle "some is good, so more is better"
does not apply in this case.
The first box standing wave will be in the stop band of the
crossover filter. A small amount of damping material, together with the action of the crossover, will keep the standing waves from being excited by transient material such as
music. In the prototype system, one layer of 1/2-in. thick
polyurethane foam, similar to the type used for microphone
windscreens, was found to be sufficient.
The front panel should be secured to the enclosure with
plenty of screws. A gasketing material, such as Moretite,
should be used to seal the joint between the front panel and
the rest of the enclosure and to seal the joint between the
driver and the front panel.

The Crossover
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10-Nearfield pressure test
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11-Distortion test

Unless a huge amount of floor space is available, it is best
to use the sub -woofer as a bridged -center speaker. While it
is possible to realize a passive network to go between the
two power amplifiers, the two main speakers, and the sub woofer, the inductors and capacitors would have to be very
large and very expensive. The author was fortunate to have a
spare mono power amplifier and, so, implemented an active
crossover. The crossover consists of 3rd -Order Butterworth
(18 dB/octave) networks. The reasons for selecting this filter
type are beyond the scope of this text. (Author's Note:
wanted to use that line in a paper or article since was a
sophomore in college; hope the Kindly Editor leaves it in
the article. For a good discussion of crossovers, see Ashley &
Kaminsky.)8(Kindly Editor's Note: Sure, W.J.J., my pleasure,
particularly since my personal favorite line, Baranek's Law, is
used later in your paper.) One problem with many active
crossovers is transient intermodulation distortion (TIM). The
author's preamp and power amps are old TIM -free valve
units. Previous attempts to build the filters using monolithic
IC amps resulted in very bad "transistor sound." These filters were redesigned using transistor emitter -follower circuits which were TIM-free.6 ' Standard 5% tolerances for
the resistors and capacitors are tight enough for a crossover

set.

such

as

this one.

The Results
The prototype enclosure was assembled, and the CTS
15W38C was installed. The frequency response was measured using Keele's nearfield soundpressure method.9The
response is shown in Figs. 8 and 9. The response of the complete system (Fig. 9) is down 3 dB at 20 Hz which is as theory
predicted. The equipment set up used in this measurement
is shown in Figs. 10 and 11.
The system distortion was measured using Klipsch's method 3with the test set diagrammed in Fig. 11. Figure 12 is the
plot from the spectrum analyzer. The loudspeaker was radiating two frequencies-f i of 27.5 Hz (A0)and f 2 of 82.6 Hz
(E2)-each at a SPL of 95 dB re20 u Pa measured at 1 m. The
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Avid makes the differences

in speakers clear.
If you're a real stereo buff, you
know that flat frequency response
means flat, uncolored sound.
Like several other manufacturers, we too try to build the flattest, most linear frequency response
we can into Dur speakers.
Bu: we don't stop there.
Because we know that great sound
depends on more than just

This basic tone, together with
all those changing harmonics, is
called a transient. The brain takes
all of them into account in interpreting any sound the ear receives.

On making things

imperfectly clear

The proof is in the

hearing
Now you know there's a lot
more to a speaker than just flat
frequency response. Like good
transient response.
But even the best, most accurate transient
response in the world
isn't the be-all and
end-all of a superb
speaker. There's
more.
The point is,
we're a company
that is committed to
one thing and one
thing only. The
design and construction of the clearest,
best -sounding stereo
speaker systems in
their price range.
But you've got to
hear for yourself. So
go to your hi-fi store
and listen to an Avid.
Then some other speaker in the
same price category.
Then dec_de. We don't think
you're going to have any trouble

It's when a
speaker can't react
quickly or accurately
enough to all those
changing musical
Input Signal
It's all in your head
notes, all those
To undei stand transient
transients, that distorresponse, it s important to undertion can occur.
stand how you hear.
And distortion
You see, you don't really hear
means muddy -sound- Pattern A
with your ears. You hear with your ing music. With little
brain.
definition or clarity.
For instance, it's the brain
A bad situation
that helps you identify what you're made worse when a
listening to. The direction it's com- speaker over -reacts
ing from. And that re-creates that
to all those changing
illusion of `being there."
tones. The speaker
The thing is, every musical
actually adds tones of
note is .really a complex tone. A
its own. And that's
Pattern C
basic tone- the fundamen :al plus bad.
subtle musical overtones harMost experts feel the best way
monics- that give every instrument to measure transient response is
a unigt`e
with tone bursts. Pure tones
personality.
of various frequencies are
rapidly switched on and
at -all.
off to simulate the transient nature of voice and
instrument signals.
In Pattern A, the
speaker hasn't repro- CORPORATION
duced accurately. It's 10 Tripps Lane, East Providence, R.I.02914
completely overshot Distributed in Caned by
the level of the input Ka iron Electrenizs. N`o',trea;, Quebec.
signal. And the result
is a sizzling, hot sound.
Totally colored.
In Pattern B, th
speaker has taken to..
long to react. This
"hangover" can cause
considerable blurring.
So what you hear is
dull and lifeless.
Now look at Pattern C. The speaker here has
Not onty that, musical notes
reacted both quickly and accuare constantly starting and stoprately. And the result is excepping. When they do, the number
tional clarity and definition. The
and intensity cf the harmonics
kind fiat Avid builds into all
change.
of its speakers.
frequency response.
Transient response, for
instance.

-

-
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ALIGNMENT TABLE
Driver

VAs(litres)

fs(Hz)

QTS

22

0.25

840

22

9.5

22

20

0.39

840

20

11.5

20

22

0.22

620

19

11.5

20

IP(in)

FB(Hz)

F3

(Hz)

Rs( 2)

Altec
416-8A

3.6

CTS

15W54C
JBL

2205A

4.7

resonance frequency of the driver, QTS is the total Q of the driver, VAs,is the compliance equivalent volume, FB is the
resonance frequency of the enclosure, IP is the length of the port, F3 is the low frequency cut off, and Rs is the value of the
series resistor needed to trim the system.
Fs is

total harmonic distortion was 2.6%, a tolerably low value.
More important, the modulation distortion was only 1.1%, a
very good value for a direct radiator system at such a high
output power.
The system impedance was also measured. The magnitude
of the minimum value of the impedance was 7.2 Ohm. An 8
Ohm rating would be justified for this system.
40

Conclusions
The measured response of the system is in reasonable
agreement with what theory predicted. So, from that point
of view, the project was successful.
Was it worth the trouble? The answer must be a qualified
yes. On most program material it is not possible to hear any
benefit from the sub -woofer. In this case it is not used, and
the smaller main system handles everything.
In the case of electronic music the sub -woofer is, for the
author, worthwhile. Switched -On Bach and other albums
have a wealth of program material in the range of the subwoofer. Of course, the author may be suffering from the effects of Beranek's Law:
"It has been remarked that if one selects his own components, builds his own enclosure, and is convinced that he
has made a wise choice of design, then his own loudspeaker
sounds better to him than does anyone else's loudspeaker.
In this case, the frequency response of the loudspeaker

a minor part in forming a person's opinBeranek, Acoustics, McGraw-Hill, 1954, p. 208.

seems to play only

ion."-L. L.
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Is 20 Hz low enough? How about 12 Hz? The author has
designed a system using the same basic enclosure, with a
different vent, and a CTS 18W54C. The system has an f3 of 12
Hz. Thrill to the feel of 64 -ft. organ pipes, thunder, earthquakes, and other natural disasters! For details, contact the
¡,d
author.
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*Hirsch -Houck Laboratories Equipment Test Report, Stereo Review, Jan.1976
`The ultimate distortion of the
T -100's FM section was unevocally the lowest we have ever
measured. To this can be added
a really first-rate AM tuner section, the likes of which we have

MONO FM RESPONSE

+5
0

-5

+5
o

never before encountered in
product of this type."*

STEREO FM RESPONSE

r`

tl

"There is no doubt that its stereo
channel separation and distortion characteristics surpass
anything in our previous experience. Its AM frequency
response was not only, by far,
the flattest and widest we have
ever measured on an AM tuner,
it is sufficiently free of distortion
and noise to make it a truly
useful program source even for
high fidelity listening."'
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Spending more won't buy a better tuner.
The uncompromising quality of Accuphase makes
the T-100 AM/FM Stereo Tuner one of the finest
available. At any price. No qualifications.
From its unprecedented excellence in performance
to its unusually effective multipath meter, the T-100
is truly superb.
Prove it yourself. We've assembled a free 36 -page
booklet of independent laboratory reports attesting
to the superior performance of Accuphase. It's very
convincing. But the best way to be convinced is to
audition the T-100 yourself. Then you'll understand
why the critical acclaim has been as impressive as
the product itself.

ccuPhase

write: TEAC Corporation of America, 7733 Telegraph Road, Montebello, CA 90640
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Doppler Distortion in Loudspeakers
James

42

Of the many distortions produced
by loudspeakers, the most controversial is probably Doppler distortion, some experts claiming that it
does not exist, while others, notably
Paul Klipsch and this writer, believe it
to be the predominant residual distortion in cone-type systems.
Researchers may theorize for years
over the subject of its existence and
significance, but actual measurements
of the distortion should short circuit
much of the discussion, particularly
when the argument against its importance is based on unsupported assumptions. This contribution includes
such measurements on a variety of
loudspeaker systems, many of the
measured values having the great additional merit of being taken on the
speakers while they are reproducing
normal program material, speech and
music. In minimizing the use of the
standard sinusoidal test signal, it is believed that they set a new approach to
the measurement of distortion. A little
of the basic theory is perhaps a good
start to the subject.

Frequency Intermodulation

Distortion
Consider a loudspeaker reproducing two tones having frequencies f,
and f 2 with a frequency ratio of 20 to
one, then while the loudspeaker cone
is moving towards the listener to reproduce one half cycle of the lower
it will simultaneously
frequency,
reproduce 10 complete cycles of the
higher frequency, f2. While the cone
is moving away from the listener on
the reverse half cycle of the lower frequency, it will reproduce the second
10 cycles of the higher frequency. This
is the classical Doppler situation, the
pitch of the higher frequency as heard
by the listener being increased as the
source moves towards the listener,
and decreased as the source moves
away from the listener.
An observer listening to a signal frequency, f2, from a source moving towards him with a velocity, v, hears the

f

resultant note with
where,

Moir*

a

frequency, f'2,

f'2=f2(c+v)/c
and c = velocity of sound in air. When
the source is moving away from him
he hears the note as having a frequency,

f"2=f2(c-v)/c
The velocity of sound in air is
around 1125 ft./s and the velocity of
the speaker cone generally below 10
ft./s but dependent, of course, on the
frequency and amplitude of the lower

frequency. Thus, the maximum
change in pitch (frequency) due to
the Doppler effect is in the region below 1%. In FM transmission parlance,
the Modulation Index (defined as
Carrier Frequency Deviation ± Modulation Frequency) is very low.
When the moving source is a loudspeaker diaphragm executing a sinusoidal motion at the lower frequency
while reproducing a high frequency
tone, the pitch of the high frequency
tone as heard by the listener will vary
cyclically between the two limit frequencies quoted above at the frequency (f,) of modulation, a simple

example of frequency modulation.
The mathematics of this are well understood, the known result being the
appearance of two sidebands, symmetrically disposed about the carrier
frequency, f2, at frequencies (f2+f,)
and having amplitudes that are an indication of the extent of the Doppler
distortion. It is necessary to differentiate between the value of the carrier frequency shift, Oft measured in
Hertz, and the frequency at which the
sidebands due to this shift appear. The
carrier shift is an indication of the extent of the Doppler distortion, and it
is at its acceptable limit when it is only
20 to 30 Hz. The sidebands are always
spaced from the carrier at the frequency of the low frequency moduirrespective of the amount
lation,
of Doppler distortion, because the
carrier frequency deviation is cyclic at
this modulating frequency. Measurements of the Doppler distortion are

f

made rather difficult because there

same frequency as the Doppler
mechanism.

Amplitude Intermodulation
Distortion
These similar distortions appear
when the same two -frequency test
signal is applied to any device that has
a non-linear input/output characteristic. If two sinusoidal voltages, V i = V
sin (23rf,t) and V2 = sin (22rf2t), are si-

multaneously applied to a device having a transfer characteristic represented by the power series,
Vi, =a,V+a2V2+a3V3+a,V4

(3)

the output will include in addition to
the harmonics of the two test tones, f,
and f2, two sidebands having frequencies of (f2+f,) and (f2 -f1) with amplitudes in proportion to the coefficients a2 and a, etc., in Equation 3. It
will be seen that the frequencies of
these two sidebands are identical to
those produced by Doppler frequency
intermodulation but the amplitude of
the two sidebands is determined by
an

entirely different factor, the

degree of amplitude non -linearity in
the device. The extent of this non linearity is indicated by the value of
the coefficients a2 and a, in the power
series of Equation 3. The.sideband frequencies produced by this amplitude
dependent intermodulation are subsequently referred to as the A.I.M.
sidebands. These A.I.M. sidebands are
produced in loudspeakers by nonlinearities in the suspension, non -uniform distribution of the magnetic
field in the gap, and at higher frequencies by non-linearities in the
cone material and in the magnetic system.
The distortion spectrum that results
from applying two separate test frequencies is in the simplest example
like that shown in Fig. 1. The two side bands, f2+f have amplitudes that are
*James

WD4

Moir & Assoc., Chipperfield, Herts.

9JJ,

England.
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second form of distortion that
produces sidebands at exactly the

a
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the sum of the Doppler and ampli-

tude modulation components,

whereas the f2 ±2f, are almost invariably due to amplitude intermodulation alone. the remaining two
distortion components are the first
two harmonics of the two test frequencies f, and f2.
It should be remembered that the
presence of the amplitude dependent
sidebands implies the simultaneous
presence of the ordinary harmonic
distortion components having frequencies of 2f,, 3f,, 2f 2, 3f2, etc. These
have no equivalent in the frequency
intermodulation case, so for equal
amounts of distortion power in the
Doppler and A.I.M. sidebands, the total distortion power due to the amplitude dependent distortions, the harmonics and amplitude intermodulation components, will usually be
much greater than the total distortion power in the Doppler sidebands.
The first order intermodulation

O

dB

(AUDIO LEVEL 85dB)

% DOPPLER

questionable tonal quality differ

0.2%

-10dB

-20dB

-30dB

-40dB

- 50dB

21

f1

f2-2fi
t_-[_

sidebands having frequencies

of f2}1 due either to Doppler
or amplitude intermodulation, are
seen to form only a small part of
the total distortion power, but their
effect in degrading the quality of the
sound is not indicated by merely comparing the total power in the amplitude distortion components to the
power in the Doppler distortion components. Critics have sometimes
based their estimation of the importance of Doppler distortion on a
comparison of the respective powers
in the distortion products and on this
basis come to the conclusion that
Doppler distortion is not significant,
but this cannot be justified.
It has generally been considered
that the amplitude dependent distortions were the prime cause of
much of the residual distortion in
loudspeakers. Perhaps it should be remembered that it has never been conclusively demonstrated that the addition of the lower order harmonics
alone results in any significant loss in
sound quality. Thus, violins of un-

=

2 2

Lt--f2+2f1
f2

Fig.

1-Spectrum of Doppler distortion on

a 7-

in. loudspeaker.
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markedly in their harmonic structure.
The quality deterioration that

is

evi-

dent when harmonic distortion is
present in an amplifier or loudspeaker
more reasonably assumed to be due
to the sidebands components (f2±f,),
(f2±2 f,), etc., that inevitably accompany harmonic distortion in a loudspeaker, but do not accompany the
harmonics in musical instruments.
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Fig.

3-Block diagram of the modified "on

program" test equipment.

Measurement Technique
Separate determination of the am-

plitudes of the amplitude inter -
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SPECTRUM
DATA

modulation and Doppler sidebands

evidently proved difficult if

has

judged by the complexity of some of
the techniques that have been used.
The technique to be described provides a simple method that not only
separates the two sets of sidebands
from each other even though they
have the same frequencies, but allows
the Doppler sidebands produced by
the loudspeaker to be separated from
the music being reproduced by the
same loudspeaker.
Our technique is to insert an amplitude limiter and FM discriminator de-

4° (10.1 cm) DIAMETER
LOUDSPEAKER

z`2=
}.

90 dB

signed for a carrier frequency of 3 kHz
into the measuring system. This particular carrier frequency was chosen
as it allows the data obtained to be
compared with that obtained by other
investigators when assessing the sub-

to the loudspeaker under test
mounted in the open air. The output
signal from the loudspeaker is picked
up by a Bruel & Kjaer type 4131 microphone mounted on the axis of the

jective effect of wow and flutter, a
very similar form of frequency inter modulation distortion.
The arrangement of the test equipment is shown in the block diagram of
Fig. 2. Test signals are provided by two
Bruel & Kjaer type 1014 signal generators, adequately decoupled and fed
via a Quad type 303 50 -watt amplifier

plified and then fed in parallel to the
3 -kHz limiter and discriminator and to
a Marconi type 2330 narrow -band analyzer. Meter M checks the amplitude of the two separate input signal
components f and f and the total
amplitude of the combined signals,
meter M2 reads the FM distortion
components only, while Meter Mi indicates the amplitude of each of the
individual components of the speaker
output signal spectrum. The reading
of M, is proportional to the frequency
deviation of the carrier f,. This is related to the modulation index, M, by
the simple relation,

MUSIC:
ALSO SPRACH ZARATHUSTRA"
MMIIYI .
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Fig. 4-Doppler distortion on two loudspeakers: 4A (top) with a 4 -in. (10.1 cm) and, 4B
(bottom) a 7 -in. (17.7 cm) speaker.
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Test Samples
Three speakers of different sizes
were used for the preliminary investigation but the data is typical of many
other speakers tested. The choice was
biased towards demonstrating the effect of radiator size on the AM and

MUSIC.
ALSO SPRACH ZARATHUSTRA"

80dB

1

cular frequency. When switched to
the output of the discriminator, it will
read the amplitude of the FM component only. The amplitude of the
AM component can be determined
by subtracting the FM component
from the total. In the first test to be
described two sinusoidal tones were
used for the investigation, a low frequency signal around 70 to 90 Hz with
a high frequency signal of 3 kHz being
employed.

0.1

.06
á
a .04
o

distance of

With the narrow band analyzer
switched to the output of the microphone amplifier, it will read the rms
sum of the amplitude intermodulation and frequency intermodulation components at that parti-

-10dB

a

a

M

W

J
awuao 80dB

speaker at

Doppler distortions.
The first unit tested was a 12 in. (30.4
cm) cone speaker covering the full
audio range mounted in a ported enclosure having a volume of 3,200 cu.
in. The second was an enclosure of
1498 cu. in. using a single 7 in. (17.7
cm) diameter unit to cover the full
range. The third was a 4 in. (10.1 cm)

diameter unit in an enclosure of 400
cu. in.

01

-

-50dB

All three systems were operated at
an on -axis sound pressure level of 85
dB at the modulating frequency f , of
90 Hz. It is appreciated that this may
be a little below the sound level at

which the hi-fi enthusiast may operate
his system but it enables the perform -
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They wrap the sound around you.
there is no "beaming"; they spread all
frequencies in all directions. So no
room and hear the same stereo image.
matter where you are in a normal
No other speakers to our knowledge,
reflective room you hear the identical
can do that for you.
stereo imaging; the illusion of "live"
With conventional speakers you
three-dimensional depth.
How is it done? The new Bertagni
have one "ideal" position from which
U.S. and world
to hear maximum stereo imaging. Move technology
out of that position and the stereo image patents eliminate directional cone
changes: the music sounds different.
drivers and bulky enclosures. (B.E.S.
speakers are only 3%4 inches thin.)
Not so with B.E.S. Geostatic''
You must hear them. Wrap your
speakers. Because they're omnipolar
Most unusual speakers.
You can listen anywhere in the

arms around a pair of Geostatic
speakers and take them home (any
B.E.S. dealer will let you). Listen in
your own room.
Then hear what happens.

Bertagni
Electroacoustic
Systems

-2l

345 Fischer Street. Costa Mesa. California 926261714)

549.3.3

1976 by Bertagni Electroacoustic Systems. Inc.

The New B.E.S. Geostatic Speakers
You've never heard omnipolar sound before.
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10 sound reasons to

buyour new receiver
Phis its souiuL
SONY

Sony'snew, more
powerful STR-E8COSD
receiver shculd get a
warm reception Because
it not only IC.oKs diffe-ent
from other receivers. it is
different.
It has soma features
found in mc.'eexpensive
separate compane its-and
other features found
nowhere else at all_

The most -used controis all in one place.

y, i=wjuld have
beei conve-iiert for _s to s t ter the levetcortrc'l, tuning

Electronica

knot and input and :ape se ectors all over our receiver. Instead
we grouped :hem
the upper
right-hand corner-s: they re
i

i

conenientlor 'OL.
A dial pointer that doubles in length when i ,'s

2close to a station.

Together with
the signal strength meter any tie
cen _er charnel meter. this Sony
innovation constitutes a sys-en that
helps you the iasier and more
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ance of the three systems to be compared at the same sound level without
grossly overloading the smaller units.
In all cases the level of the lower frewas varied over a range
quency,
sufficient to confirm the expected relation between sound pressure level
and distortion.

f

Test Data
The 4-in. diameter unit happened
to be the first to be measured, and the
result was rather surprising for the calculated values of Doppler distortion
agreed almost exactly with the values

rc

w2

12°(30.4 cm) DIAMETER
LOUDSPEAKER

90dB

zN

measured by the analyzer, the side band amplitudes being the same
when the analyzer was connected either to the output of the microphone
amplifier or to the output of the discriminator. This implies that all the
(f2±f,) sidebands were due to Doppler
distortion and that the amplitude intermodulation contributed little to
the total amplitude of the sidebands.
Our initial surprise led to some very
careful rechecking of the whole measuring system and of other speakers,
and we gradually came round to the
obvious conclusion that practically all

MUSIC:

"ALSO SPRACH ZARATHUSTRA"
1.
ALiAI

-

0dB

D

80dB
CC
LL

- 10 dB Z
N
Qx

J

-20dB

LULL

3J
oá
(r)

70dB

3

0.1

-30dB

óá

-40

J-

06
04

1YeLififm

.02
.01

Fig.

dB

-50dB

5-Doppler distortion comparisons
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Table 1-Intermodulation Distortion in Typical Speaker Systems.
Cone
diameter

Amplitude
(dB)

(dB)

(in.)
4

-40

7

-41

-16
-25

12

-43

-41

the intermodulation distortion in
small units was due to Doppler.
Data on three systems is contained
in Table 1 from which it will be seen
that when using a speaker with a cone
diameter of seven inches, the Doppler

intermodulation distortions exceeded
the amplitude intermodulation distortions at the same frequencies by 16
dB, confirming the theoretical prediction that when operated at the
same acoustic power level small
speakers produce more distortion
than do large speakers. The oft repeated claim that a small cone performing a large excursion is just as
good as a large cone executing a small
excursion is seen to be an over -simplification of the situation. The acoustic signal "knows" whether it has
been radiated by a small loudspeaker
or a large loudspeaker. It should be
emphasized that the use of "long
throw" units with very flexible linear
surrounds is no solution to the Dop-

pler distortion problem, though their
use does minimize the amplitude dependent intermodulation distortions.
It will also be seen that in typical
units having cone diameters less than
about 12 inches, the Doppler distortion sidebands greatly exceed the
amplitude intermodulation side bands. As the previous discussion
shows that these Doppler distortion
components have the same frequency
as the distortion components due to
amplitude intermodulation, it is apparent that in the typical units tested
Doppler distortion is a more serious
cause of sound quality degradation
than is amplitude intermodulation,
quite contradicting the generally held
view.
However, the interesting aspect is
the possibility of measuring the Doppler distortion while the loudspeaker
is reproducing program material.
Two-tone testing, using sine wave signals, produces accurate data that applies in the test conditions, but it requires a semi -arbitrary choice of the
test tone frequencies and their relative amplitudes. Even with this infor-
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Mkro-Ekoastics 2002-a cartridge.
Bcaas good tracking isn't enough.
Tracking is just the beginning.
While good tracking ability is vital, it's only an
indication of how well the stylus keeps contact with
record grooves on louder, harder-to -follow passages,
at stylus pressures low enough to minimize wear. But
surprisingly tracking ability tells almost nothing about
how well a cartridge reproduces most musical sounds.

HUH -QUALITY CARTRIDGE WITH/
10DOuuF CABLE
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2110)
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SHADED AREA SHOWS ACCEPTABLE REGION

Transient ability best defines how accurately a cartridge can
reproduce a musical burst at different frequencies. (Note that the
2002-e's results are independent of cable capacity!)

Transient ability is just as important.
After all, transients are what music is made of:
sudden start -and -stop bursts of sound at all

A simple way

to convince yourself.

frequencies. From the
attack of a low organ
note to the bite of (
a plucked string.
Transient information is essential to
differentiate the
sound of one
instrument from
another, and in stereo,
to localize instruments in space. That's why,
without good transient ability, no
cartridge can reproduce music with really

Micro -Acoustics has prepared a
unique demonstration record to
help you evaluate and compare
cartridge transient and
tracking ability. Just send
$3.50, and we'll mail you
a record postpaid. For free
information and the name
of your nearest dealer, just
complete and return the coupon.

(Il.ow mass body (4.0 grams) reduces warp flutter 2®pure gold connecting wires

lifelike clarity.

C,3 mechanical
damper (one of 8) helps optimize transient and tracking ability®retainer spring for precise
alignment°elliptical diamond stylus ground with the same precision as our
famous Micro -Point recording styli©beryllium stylus bar 35% lower mass than aluminum: for
optimum high -frequency tracking and transient ability 7 dual bearings and resolver for
optimum tracking ability and precise signal resolution 8 direct coupling of stylus bar to electret
for lossless transmission of groove undulations to transducers ®®user-replaceable stylus
assembly 10 electret transducer permanently-polarized dielectric generator, linear from
51iz-50kHz 1 microcircuit, passive circuit makes cartridge output impedance fully resistive,

stylus assembly

Until now, it was simply one or the other.
Tracking or transient ability. Popular high -compliance
cartridges, on the one hand, offered good tracking
ability and low record/stylus wear, but sacrificed
transient ability. And low -compliance cartridges
provided good transient ability at the expense of
tracking ability and increased wear.
A new technology.
Micro -Acoustics, the world's leading manufacturer
of record -mastering styli, has combined for the first
time superb transient and tracking ability. In the
radical design of the 2002-e (patent pending), direct
coupled electrets and critical damping provide
optimized transient ability as shown in the graph.
While an ultra -low -mass beryllium stylus bar and
high -compliance dual -bearing suspension provide
maximum tracking ability at 1 gram, for lowest
possible record and stylus wear.

eliminating effect of cable capacity: shunts preamp input) reducing thermal noise

'll
r

MICRO-ACOUSTICS CORPORATION

MICRO -ACOUSTICS CORPORATION
8 Westchester Plaza

List Price: $115.00

Elmsford, N.Y. 10523

-

(

)

(

)

Please send me free information on the 2002-e
cartridge, and the name of my nearest dealer.
Enclosed is $3.50. Please send me a postpaid
copy of your stereo transient/tracking ability
test record.

NAME

ADDRESS
CITY
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mation, it

is necessary to decide
whether these conditions are relevant
when reproducing music. It occurred
to this writer that it should be possible
to measure the extent of the Doppler
distortion while the loudspeaker was
actually reproducing music, the technique being as follows:
The block circuit diagram is shown
in Fig. 3, a modified form of the current shown in Fig. 2. A flutter -free,
3 -kHz test signal is inserted in the music program by inserting a notch filter
tuned to 3 kHz into a suitable point in
the output of the tape recorder to at-

3 UNIT MONITOR WITH 2kHz
CROSSOVER FREQUENCY

tenuate the 3 -kHz components of the
music, and replacing these with a
3 -kHz, flutter -free tone from a suitable signal generator. The amplitude
of this test tone is held constant at
some suitable value.
When the music is being reproduced, the cone excursions due to the
low frequency components of the
music Doppler modulate the 3 -kHz
test signal in just the same manner as
they modulate any high frequency
component of the music. The loudspeaker output signal derived from
the microphone is then passed
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through

a band-pass filter that eliminates all the frequencies except those
in a narrow band centered on 3 kHz
and including the Doppler modulated
3 -kHz test signal. This narrow band is

then passed through the 3 -kHz demodulator and the amplitude measured
by a suitable meter and chart recorder.
To obtain simultaneous recordings
of the program signal and the consequent distortion, the chart recorder
was switched to the output of the microphone and a standard piece of music replayed from a professional 15 ips
tape recorder. This produced the top
trace on the charts, as shown. The
chart and tape were then rewound
and the music repeated with the chart
recorder connected to the FM discriminator output. This produced the
lower trace showing the variation in
the Doppler distortion as the signal
amplitude varied.
Figures 4, 5, and 6 illustrate some of
the information obtained on several
speaker systems including several very
expensive enclosures. The curves of
Figs. 4A and 5A illustrate the results
obtained using 4-in. and 12-in. diameter units in suitable enclosures, and it
will be seen that Doppler distortion in
the smaller unit is about five times
higher than in the 12-in. unit.
No self-respecting designer would
rely today on a single unit to cover the
whole audio band, and two, three,
and four unit assemblies are the common solution to the problem of obtaining a wide overall frequency response. It is often claimed that this division of responsibilities is also a solution to the Doppler distortion problem, but the curves of Fig. 6 show that
this is not necessarily true.
Figure 6B is an indication of the performance of an expensive three unit
system with a sub -optimum choice of
changeover frequencies and crossover network design. It will be seen

that the performance is little better
than that of a single 12 -in. unit, at least
in respect of Doppler distortion, the
Doppler distortions being some 30 dB
below the level of the 3 -kHz test tone.
That a multiple unit system can be a
solution is indicated by the curves of
Fig. 5B taken on a well-known, widerange electrostatic speaker system.
The Doppler distortions are seen to
be about 45 dB below the test tone
level, some 15 dB better than the expensive 3 unit system of Fig. 6B.

Significance of Doppler Distortion
That Doppler distortion does occur
can hardly be disputed in view of
these and similar results published by
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PART TWO:
THE END OF THE DOUBLÉ STANDARD.
In the frequency range where you find most music, our least expensive
speaker offers virtually the same flat frequency response
and freedom from distortion as our most expensive speaker.
Until recently, you could

consider the selection

of

speakers an act of faith.
Because of the lack of industry standards and the

resulting confusion in the marketplace, the speaker buyer
had to depend almost totally
on personal taste and subjective evaluation.
But no longer.

At Yamaha, before we designed a new line of speakers
that would equal the revolutionary standard of our electronic components, we first
defined our goal:
High accuracy across the
musical spectrum. One of the
few objective criteria for rating speaker performance.
Then we proceeded to make
all Yamaha speakers to a single revolutionary standard of
accuracy:
A frequency response curve

that varies by no more than
±3dB from 100 Hz to 15,000 Hz.
With typically no more than

harmonic distortion.
But since the frequency
range of all our speakers extends well below 60 Hz to
beyond 15,000 Hz, why do we
even bother mentioning this
figure?
Because, with the exception
of the very deepest rumblings
of a pipe organ, all music is
produced within this range.
In fact, few if any commercially available stereo pressings have frequencies below
1%

100 Hz and above 15,000 Hz.
Yamaha's success in achieving a single standard of accu-

racy in all our speakers is

confirmed in the chart above.
Unlike the frequency response curves of other speaker
manufacturers which indicate
unnatural booming in the bass,
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While many manuf tcturers otter accurate reproduction only in their top -end sp,akers,
Yamaha brings you un extremely high degree of accuracy in all models throughout the line.
The above curve.. comparing the NS -1000 with the 55-2. were recorded ender the following co ditions:
I. Equipment used
It uell & Kjaer 10&K1 4133 microphone. 1022 oscillator, 2113 spectrometer. nd 2305
higher,
recorder.
2. Input -A "pink" noise source was used with an input level of 3 watts Isignificantl
more rigorous, and more closely corresponding to actual home listening levels than the commonly used
industry standard of watt,. 3. Meeeurement Each loudspeaker was placed in a "free field' loft the
floor and no closer than 5 feet to any wall boundary in an average size listening room 1. A multiplicity of
curves were taken at various points in the listening room and averaged, to produce the total energy
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cures pictured.

Since 1887, Yamaha has been
making some of the finest musical instruments in the world.

Pianos, organs, woodwinds,
guitars, and brass.
With our musical instruments, we've defined the
standard in the production of
fine sound. And now, with our
of speakers and

entire line

electronic components, we've
utilized not only our studio engineers, but also our musical

instrument designers to define the standard of music

reproduction.
It's called Natural Sound.
And it's totally unique to
Yamaha.

Five different speakers,
built to one standard.
Yamaha offers five different
speaker models, ranging in
price from $1,350a pair down to
$200 a pair.
At the top, the revolutionary beryllium dome NS -1000
Series, offering the ultimate in
state-of-the-art performance.
Following the NS -1000 are our

other three-way types: the
NS -690, NS -670, and NS-3. Our

least expensive, but still highly
accurate, is the two-way NS -2.
Since each is built to the
same high quality standard,

you're probably wondering
what those extra dollars are

buying.
It's very simple.
To satisfy the most demanding audiophiles, those extra
dollars buy extended response
at the frequency extremes.
Higher sound levels with equal
or lower distortion. More
power handling capacity. More
tone controls to contour the
tonal balance of the speakers
with the characteristics of the
room.
More specifically, on our
model NS -670 and above,
Yamaha offers die-cast speaker
frame baskets to eliminate potential resonance. Luxurious
wood enclosures (even rare
ebony wood!). Tangential -edge

suspension for midrange and
tweeter domes to provide

smooth response. Acoustic
equalizers on tweeters to flatten frequency response and
enhance dispersion. Diagonally edge -wound voice coils
for greater diaphragm control
and increased transient response. Plus thick felt lining
inside the cabinetry to isolate
rear sound waves for distortion -free bass response.
But regardless of how much

you pay, every Yamaha
speaker is built to the same

essential construction criteria
and tonal accuracy.
Proven acoustic suspension
design. Dome drivers for better high frequency dispersion.
Carefully matched crossover
networks. And heavily rein-

forced, extremely rigid en-

closures.
The End of the
Double Standard.
The single standard of performance found throughout
the entire line of Yamaha
speakers is a demonstration of
product integrity that no other

manufacturer can claim.
But in the final analysis,
only your ears can be the

judge.

That's why we invite you to
visit your Yamaha audio dealer
soon. His knowledgeable salesmen and extensive demonstration facilities can save you
time 'and trouble in selecting
the speaker that's right for
your budget. And right for

your ears.

added sparkle in the treble,
and extreme loudness level

variations of as much as 10 dB,
Yamaha's frequency response

curves show

a

relatively

straight line, which indicates
uncolored, natural sound.

Yamaha's musical heritage.
Yet, in spite of Yamaha's
objectivity in design, the perception of sound remains

subjective.
That's why Yamaha speakers aren't designed to meet
objective standards alone, but

to meet a higher standard: the
ears of the people who make
Yamaha's world-famous musical

instruments.

International Corp., P.O. Box 6600, Buena Park, Calif. 90620
Check No. 35 on Reader Service Card

Klipsch, but it is more difficult to decide on the significance of the distortion when it occurs in a loudspeaker. It is clearly unreasonable to claim
that it is less important than amplitude
intermodulation distortion where the
measurements show that the inter modulation sidebands produced by
Doppler are of greater amplitude than
the amplitude intermodulation side bands at the same frequency that results from non -linearity in the loudspeaker.

We attempted a separate assessment with a small listening crew. The
Doppler sidebands in the 3 -kHz region were removed from a recording
by suitable filters and tape recorded.
Amplitude dependent sidebands in
the same frequency band were similarly obtained by filtering the output
of a slightly overloaded amplifier
playing the same piece of music. The
two sets of recorded side bands were
then compared while being replayed
at the same loudness level. Both ob -

Anatomy of a 1/4" tape recorder
Electro -magnetic
braking prevents
tape spillage

Hysteresis
three -motor
drive

Automatic
shut-off
Rugged

10" NAB

Neoprene

4)4.

head mount

for good
alignment
52

Heavy,

di

4

1

3/16" plate
for good
alignment

Only seven
moving
parts
One-piece,
41/2 pound
flywheel and -capstan

Pressure
brush
improves
contact

Plug-in
electronics

reels
(or 5" or 7"
standard)

Computer
logic
permits
any

command
sequence
Remote record
for no -thump recording

Remotable

Two channel record/playback capability. (Other models with
four, two or one channels; 1/4, 1/2 or full track; playback only.
Extra performance options available.)
Compare all the features of the Crown CX-824 with any other
reel-to-reel recorder you may be considering. And then compare
the price. Crown represents the real value.

Fast playback coupon

A-5
Send directly to Crown for
specifications on Crown tape recorders.
Name

When listening becomes an art,

crown

Address
City
State

Zip

Box 1000, Elkhart IN 46514
Check No.

9

on Reader Service Card

servers were agreed that the Doppler
sidebands were more annoying than
an equal percentage of the amplitude
intermodulation sidebands. That they
should be more annoying than an
equal percentage of amplitude inter modulation distortion is rather surprising and no explanation is offered,
but the result is recorded for later

consideration.
Some lower key confirmation was
provided by a review of some earlier
tests. Several months before the com-

mencement of the investigation,
three good loudspeaker systems had
been subjectively compared and
ranked by two observers. Some
months later when the Doppler measuring equipment had been assembled, the three systems were objectively assessed. It was then found
that the earlier subjective ranking in
respect to "roughness" agreed exactly
with the later objective ranking in respect of Doppler distortion. By that
time both observers had considerable
experience in recognizing Doppler
distortion in a loudspeaker and they
were agreed that the "roughness"
commented on many months earlier
was indeed due to Doppler.
Though we have not had an opportunity of objectively assessing the
Doppler distortion content of a good
horn -type loudspeaker, we believe
from simple listening tests that their
characteristic clarity is largely due to
the absence of Doppler distortion.
The same comment can be made
about the performance of the wide range electrostatic loudspeaker.
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The subject of Doppler distortion in
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Beers & Belar, "Frequency Modulation Distortion in Loudspeakers,"
Proc IRE, Vol. 31, No. 4, April, 1943,
followed by a series of papers and letters by Paul Klipsch in the Journal of
the Audio Engineering Society between April, 1958, and February, 1970.
The writer's interest in the subject
was aroused in 1947 when investigating the performance of horn loudspeakers for use in cinemas. In January, 1967, Hi-Fi News published a
series of test results on typical loudspeakers, and in 1973 the author
presented a paper at the AES Convention in New York describing the
technique for measuring Doppler distortion in loudspeakers while the
speaker was reproducing music and
speech. This was updated in a contribution to Wireless World for April,
1974, and is again up -dated by the
present paper.
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Not everyone can sell you a receiver
that looks as good as this.
The RS4744 is the top stereo
receiver in our line. And we think
it looks good from any anglevalue, performance and specs.
Audio magazine said "...we
note that
Amplifier
Rating
Power,
min.
RMS,
at
8
ohms,
most re60 Watts
20 Hz to 20 kHz
ceivers in
Total harmonic distortion
0.25%
at rated power output
this price
FM Tuner
Rating
range offer
Usable sensitivity (IHF)
1.8 µ V
300 ohms
less power
50 dB quieting sensitivity
3.0 µV
(usually 50
Signal/noise ratio 100% mod.
67 dB

Active high- and low-cut filters

that have a
sharp 12dB/
octave slope
to reduce
noise and
rumble with

or fewer
Typical specifications
watts per channel) and don't
have as many control features as
this top -of -the -line entry from
Sylvania.
But,
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Muli
word for it,
111111
.unu1M1luu
MI.uuuIIN.mm1.oml..un!
check the
specs out
Power from 20 Hz -20 kHz
for yourself.
Power output of 60 Watts min.
RMS per channel at 8 ohms from
20 Hz to 20 kHz with no more
than 0.25%
total harmonic distortion.
Active tone controls
Three
wide -range tone controls that let
you tailor bass, mid -range and
treble response to your speakers,
room and ears.
.

IIIIIItIIIIII
.mm.mul
BIZII
II

11,03

minimum
effect on music.
Tone control action
In the tuner section, you'll find
features such as a phase -locked
loop for longterm stability. An H F
I

sensitivity of
1.8 /IV and a

3.0 µV level
for 50 dB
quieting.
FM Quieting
And the front panel doesn't
get by on just its good looks
alone. Its functionally designed
pushbutton bank puts a wide
range of
control
capabilities right
at your
fingertips
Functional design
for mode
selection, scratch and rumble
filters, three -stage FM muting
and loudness control.
Listen to the RS 4744 at your
Sylvania dealer's today. You'll
find its specs sound every bit as
good as they look.

cffo SYLVANIA
Check No. 15 on Reader Service Card
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McKay Dymek AM -5 AM Tuner and DA -5 AM Antenna
MANUFACTURER'S SPECIFICATIONS AM -5 Tuner
Sensitivity: 3µV for 10 dB S/N.
AGC Characteristics: Less than 6 dB output variation from
10 µV to 10 mV r.f. input level. R.F. Bandwidth -3 dB: Narrow, 6 kHz; Wide, 20 kHz. Image Rejection: 70 dB.
Adjacent Channel Rejection: 70 dB.
I.F. Rejection: 45 dB.
Frequency Response: Wide, 15 Hz to 9 kHz, -3 dB.

THD, 1 kHz Modulation: 0.5% at 30% mod.; 1.0% at 50%
mod.; 1.5% at 80% mod.
Audio Output: 1 V rms, (5000 Ohm output). Power Requirements: 110-120/220-240 V/a.c., 50/60 Hz, 30 watts. Net
Weight: 8 albs. (3.97 kg). Dimensions: 17' ,,in. (44.5 cm) W
x 3 '/z in. (8.9 cm) H x 10 in. (25.4 cm) D. Suggested Retail
Price: $295.00. (Also available with balanced 150-600 Ohm
output at extra cost. Supplied with wood ends or 19 -in. rack
mount.)

DA -5 Antenna
Frequency Range: 540 to 1600 kHz.
Output Impedance: 50 Ohms.
Sensitivity Adjustment Range: 40 dB.
Type: Tuned preamplifier with shielded ferrite loop.
Ferrite Rod Dimensions: 12 in. (30.5 cm) L x ' 4in.
(1.9 cm) diameter.
Overall Dimensions: 13 3/8 in. (34 cm) W x 9 1/16 in. (23.3
cm) D

x 11

in. (28 cm) H.

Weight: 6' 4lbs. (3.06 kg).
Suggested Retail Price: $175.00.

Before everyone experiences a collective deja vu, let me
reassure you all that, yes, you have seen a pair of similarly
configured McKay Dymek products in Audio magazine before. The McKay Dymek AM -3 tuner and DA -3 antenna
were tested and reported on in the December, 1974 issue of
this publication. While we do not know what ever happened to (or if there ever were) AM -4 and DA -4 McKay Dymek models, we can attest to the fact that the AM -5 and DA -

units tested here represent more than just a cosmetic
change and a price increase (the AM -3 used to sell for
$255.00, while the antenna sold for $155 in its earlier version). As impressed as we were with the old AM -3, we are
happy to advise all you AM fanciers that the AM -5 is even
better. Specifically, the AGC circuit is "tighter" and frequency response is actually somewhat more extended than
before. But perhaps we're getting ahead of ourselves (particularly for newer readers of Audio who may have missed
the earlier reports). Countering the trend towards mediocre
AM circuitry normally found in high fidelity components,
George McKay of Pomona, California introduced the Dymek tuner (originally built overseas) to the AM -DX buffs of
5
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a few years ago. They welcomed it enthusiastically,
confirming what they had long suspected: that AM radio
can be hi-fi if a proper receiver is used and if AM radio stations take the trouble to lease high-fidelity telephone lines
between studio and transmitter. Inspired by this early success, McKay now manufactures the latest version of the
tuner (the currently tested AM -5) and the unusual DA -5 AM
indoor antenna in the United States.
The newest version of the tuner looks very much like the
high fidelity component it is. The black metal panel, framed
at each end by attractive teak wood end panels, has a long,
well -calibrated (if dimly illuminated) dial scale, large tuning
knob, and signal strength "S" meter along its upper half.
The lower left section of the panel has five rectangularly
shaped metal push -buttons which turn power On and Off as
well as select distant or local reception (in the local position,
30 dB of attenuation is inserted in the antenna input circuitry) and between wideband or narrow band operation of
the i.f. filter.
The back panel of the AM -5 has a single output jack (Yes,
Virginia, AM is still mono.), a phono -jack type AM antenna
connector (for connecting a coaxial type "lead-in" wire), a
pair of screw terminals for single wire antenna and ground
connection, an output level control, and a pair of convenience a.c. receptacles. A slide switch permits changeover
from 120 -to -220 V power lines, and a line fuseholder is also
located on the rear panel. The "covered over" area seen in
Fig. 1 obscures the area which would contain the 150-600
Ohm balanced output option.

America

nal of 14 µV (at 30% modulation) was required for a 20 dB
S/N+THD ratio. Ultimate S/N with strong signals was better
than 53 dB. Audio output level was extremely uniform at all
signal strengths abdve 100 µV and was "down" only 5 dB at
10 µV input signal strength, a measure of the outstanding
AGC characteristic of the AM -5. It should be noted that the
sensitivity measurement was made with the "narrow" set -

Fig.

1-Back view of the AM -5 tuner.

55

Construction and Circuitry
Figure 2 shows the internal layout of the AM -5 chassis.
Five separate circuit board modules are used (r.f., i.f., power

supply, antenna, and function selection), with a sixth added
for the balanced output option (not present in our sample).
A block diagram of the circuit is reproduced in Fig. 3. Following the antenna input is a dual element band reject filter
to eliminate any incoming 455 kHz (i.f. signal). The switch able 30 -dB attenuator (for "local" reception) comes next. A
three -gang tuning capacitor is used, as are junction field effect transistors in the entire r.f. section. Cascode JFETs are
used in the i.f. section, as are two ceramic ladder filters used
to provide the switchable selectivity (wide and narrow
bandwidth). Two double -tuned i.f. transformers also aid in
establishing desired i.f. response. Separate detectors are
used for audio and AGC circuits, with the former circuit employing a hot carrier diode detector. AGC voltage is derived
through envelope detection and is carefully filtered before
application to preceding stages. A sharp 10 -kHz notch filter
is included within the feedback loop of a pair of ICs in the
audio section to provide 30 dB of rejection of heterodyne
beats that might be caused by adjacent carrier signals. Dual
polarity supply voltages are regulated by an IC.

Fig.

2-Internal layout of the tuner.

Fig.

3-AM-5 block diagram.
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While existing IHF measurements standards do not recognize the "10 dB S/N" sensitivity figure published by McKay
Dymek, we confirmed this measurement, obtaining 10 dB of
S/N for only 2.7 µV of signal applied. Using the more conventional sensitivity measurement technique, an input sig-
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ting of the i.f. section. In the wide setting, sensitivity is understandably somewhat lower. I.f. rejection measured exactly 45 dB as claimed, while image rejection was better than
claimed, measuring 83 dB. Distortion, though a bit higher
than claimed at the 30% modulation level (0.7% as opposed
to 0.5%), behaved nicely at higher modulation levels, with
1.1% THD at 50% modulation and 1.6% at 80% modulation

Fig.

4-Frequency with tuner set to

"wide" bandwidth.
Fig.

5-Linear sweep from 7.5 kHz to

kHz shows steep rejection
capability of 10 kHz "whistle" filter.
12.5

6-Frequency response with
tuner set to "narrow" bandwidth
position.
Fig.

levels.
Perhaps the most outstanding feature of the AM -5 is its
uniform frequency response all the way out to 9 kHz (in the
"wide" position of bandwidth). This capability is best illustrated in the spectrum analysis 'scope photo of Fig. 4. Note
the action of the 10 -kHz "whistle filter" in this trace. The filter's notch is not properly or adequately depicted in this
trace because of the relatively fast sweep rate and the logarithmic sweep used for frequency response plots on the analyzer. By slowing down the sweep and altering it to a linear
sweep covering only the range from 7500 Hz to 12,500 Hz
(500 Hz per division, horizontally), we were able to obtain
the photo shown in Fig. 5 which shows some 40+ dB notch
capability of the steep notch filter at 10 kHz.
An additional response measurement was made in the
Narrow bandwidth mode of the tuner, and results are
presented in Fig. 6. Even at this reduced bandwidth setting,
response is still quite flat to beyond 5 kHz (probably better
than that obtained on typical AM sections of most stereo receivers and tuners). As reported in our earlier test of a
McKay Dymek tuner, our local full -fidelity AM station is still
pumping out wide -range audio programming-a fact that
we could only appreciate by listening to it with a tuner such
as this McKay AM -5. If you are fortunate enough to be near
an AM station that also broadcasts wide frequency response
(or even if you are relatively far from one, since the AM -5
will receive stations that are further away than you would
believe), the AM -5 may shed a whole new light on the capabilities of AM broadcasting. I know you will find this hard to
believe, but a newsletter sent out by the McKay Dymek

company contained a letter from an AM -DX'er who actually
claims to have picked up the broadcast band transmissions
of Radio -France Inter (not short wave, broadcast band) at
1554 kHz on his receiver, using an older version of the
McKay Dymek antenna (the previously reviewed DA -3), so
let's go on to discuss this second product from McKay Dymek.
The DA -5 from McKay Dymek seems to have undergone fewer changes than the AM tuner just discussed. It still
has the rotatable ferrite shielded loop on top and the small
box below containing a two -stage FET preamplifier which is
tunable by means of a calibrated dial over the standard AM
broadcast range of frequencies. A sensitivity control varies
the gain of the system and a power On/Off switch (which
also makes a direct -through connection to your existing
outdoor AM antenna if you have one connected to your
AM set) are the only other controls provided on the DA -5.
Since it does contain amplifying components, it needs to be
connected to a power source (either 120 or 220 volts a.c.,
50/60 Hz) but consumes a mere 2 watts in use. Choice of
power source voltage is made by means of a small switch on
the rear panel.
Obviously, the DA -5 can be used with any AM tuner or
receiver that has a terminal for connection of an external
AM antenna. Equally obvious is the fact that this device cannot improve the fidelity of your present AM equipment but
it certainly can and does improve overall sensitivity as well as
selectivity (because of the extra stages of tuning provided
ahead of your normal antenna input). Because the ferrite
rod can be rotated or tilted in almost any direction, you will
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The Beogran 4002. If music in your home
is important to you, it should begin here.
The Beogram 4002 is a fully automatic
turntable which exhibits a level of
creativity and engineering skill unequalled
in the field of audio components. Its
tangential tracking permits the record to
be played back in exactly the same manner
that the master disc was cut. Electronic
logic circuits, activated by a single light

touch on the control panel, automatically select the record size and correct
speed, cue the stylus, and turn off the
unit when the selection is finished.
Furnished with Bang & Olufsen's finest
cartridge, in itself an acknowledged
masterpiece of audio engineering.
A full color brochure presenting all of
Bang & Olufsen's audio components is
available upon request.

Bang &Olu [sen
Bang & Olufsen of America, Inc., 515 Busse Road, Elk Grove Village, Illinois 60007
Check No.
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probably find (as we did) that man-made noise can be substantially reduced when listening to AM. We were not able
to make specific measurements of the "gain" of the DA -5
system, since that would have required a calibrated, known
field of microvolts per meter. We are, however, reproducing a curve provided by the McKay Dymek people (Fig. 7)
which represents the output delivered by the DA -5 to a 50 Ohm load over the entire broadcast band of frequencies
when in the presence of a 1000 microvolt -per -meter field
strength. Used in conjunction with the AM -5 tuner, this pair
of products will provide you with AM reception second to
none. Perhaps the most fitting way in which to summarize
this report might be to quote, verbatim, the final paragraph
of our earlier, 1974 test report concerning the antecedants
of this current pair. The words fit even better, now.
"Certainly, the limitations imposed by AM broadcasting

techniques in general may discourage a great many audio
buffs from rushing right out to spend $295.00 (sic) for the
AM -5 (sic) or even $470 (sic) for the combination of DA -5
and AM -5 (sic). For those who enjoy AM-DX'ing, and for
those fortunate enough to be served by an AM station that
does broadcast wide response audio (a phone call to your
favorite station's chief engineer should provide you with the
needed information), here at last is a pair of products that
successfully concentrates on good AM performance."
Incidentally, McKay Dymek products are sold through
mail order only. You can call a toll -free number (800-8547769 nationwide, 800-472-1783 in California) or write directly
to McKay Dymek Co., North Park Avenue, Pomona, CA
91766 if you are interested in obtaining further information
about these unusual products.
Leonard Feldman
Check No. 90 on Reader Service Card
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Classified
Ads
Want to buy, trade or sell components? Want to offer or buy
a service? Want a job in the audio field? Your ad belongs in
Audio. Rates are low-results high.
RATES: Commercial, 600 per word; situation wanted or noncommercial, 35e per word. We reserve the right to determine

classification as commercial or non-commercial. Payment must
accompany all orders.
Place your ad today!
Send copy to:
Audio Magazine
401 N. Broad Street,
Philadelphia, PA 19108

Attn: Classified Dept.
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Reintroducing A World Standard...
CBS Laboratories' STR Professional Test Records
For over ten years, the original series of these high -precision test records
set a standard for the audio industry. Now the new series sets an even
higher standard. It's been revised, recut and expanded.
The new series consists of eight records for professionals and one for

non-professional audiophiles.
Each record contains a complete series of easy -to -use tests to help you
rapidly and accurately evaluate components and systems. Even one of
these records can eliminate the need for costly, additional equipment.
Each will find productive use and save you hours in the laboratory, on the
production line and in field testing.
Take a look at what this essential testing series contains:
SEVEN STEPS TO BETTER LISTENING -For only $6.98, you can improve your system with CBS Laboratories' "Seven Steps to Better
to tune your system to
Listening." This high -precision test record enables you to make sure that your equipment functions properly
your ears and your room acoustics. Included is a detailed 16 -page booklet by Audio's Edward Tatnall Canby explaining how to use the
record to improve the performance of your system. With the record you can perform the following "ears alone" tests: left -right
identification, phasing, loudspeaker balance, tcne control setting, alternate phasing, buzz and rattle elimination, lateral tracking, and

...

vertical tracking.
*STEREOPHONIC FREQUENCY TEST RECORD STR 100 Designed for the
evaluation of pickups and systems. Provides a constant amplitude
characteristic below 500 Hz and a constant velocity characteristic above
500 Hz. Tests include: Sweep Frequency-with the sweep rate
synchronized for use with a graphic level recorder; Spot Frequency-with
voice announcements; Channel Separation; Wavelength Loss and Stylus
Wear-to pinpoint oversize or worn-out styli, and excessive pickup
tracking force; Compliance; Phasing; Vertical and Lataral Tracking: Tone
Arm Resonance-to check system performance at low and subaudible
frequencies and thus reveal undamped resonance which may cause
equipment overloading.

*318

*SQUARE WAVE, TRACKING AND INTERMODULATION TEST RECORD

*WIDE

STR 112 Enables detailed study of tracking capabilities of stereophonic

phonograph pickups. The square wave modulation allows a rapid appraisal
of stylus -tip mass, damping, and tracking. Low frequency compliance and
tracking are determined by means of 300-Hz bands of progressively
increasing amplitude. Intermodulation distortion measurements are made
possible by graduated 200-Hz intermodulation test bards. The Str 112 has
been cut with vertical angle approximating 15°, which is representative of
current recording practice.
TEST RECORD
* BROADCAST
needs of broadcast engineers,

STR 151 Developed especially to meet the
audiophiles, and other professionals
seeking a convenient signal source for the testing and adjustment of all
audio equipment. Tests include: phonograph pickup response and
separation, speed accuracy at 33 1/3 and 45 rpm, wow and flutter, rumble
and hum detection, ballistic test of V.U. meters and many others."

*

RIAA FREQUENCY RESPONSE TEST RECORD STR 130 Provides RIAA
frequency characteristics for the calibration of professional recording
equipment and for testing the response of professional and consumer
record reproduction equipment. This record is suitable for use with a
graphic level recorder to provide permanent, visible records for precise
evaluation. Spot frequency bands for use without automatic equipment are

included.

MICROSECOND FREQUENCY RESPONSE TEST RECORD STR 170

Provides pickup designers and recording studios with a high-level,
easily -equalized signal for frequency response and channel separation
measurements. The STR 170 employs a 318 microsecond characteristic
corresponding to the "test" or "flat" mode common to most disc recording
equipment. Constant amplitude recording is employed in the region below
500 Hz with constant velocity recording in the region above. The transition
is smooth, in contrast with the STR 100 which employs a sharp breakpoint
at 500 Hz. The record is suitable for use with a graphic level recorder to
provide permanent, visible records for precise evaluation.
RANGE PICKUP RESPONSE TEST RECORD STR

120 Makes

possible the measurement of pickup response at frequencies far beyond
the audible range, where elusive distortion elements can cause audible
distortion. The low -frequency range includes glide -tones at twice normal
level for the detection and elimination of arm resonance, loudspeaker cone
and cabinet rattles. Other tests include: silent grooves for measuring
rumble and surface noise characteristics; and standard level bands at O dB
for overall system S/N measurements. This record is suitable for use with
a graphic level recorder to provide permanent, visible records for precise
evaluation.

* verification,
QUADRAPHONIC
adjustment

TEST RECORD SOT 1100 Designed for calibration
and
of SO'" decoding equipment. The record
provides test bands for pickup measurements, for adjustment of decoder
electronics and for channel identification and balance. Each band is
described in terms of recorded characteristics and its intended use.

*RIAA

PINK NOISE ACOUSTICAL TEST RECORD STR 140 Designed for
acoustical testing of systems and loudspeakers and for psychoacoustic
tests on reproduction equipment. With the STR 140 it becomes possible to
test loudspeakers in the room in which they will be used. Spot frequency
tones with voice announcements facilitate the testing procedure.
Continuous glide -tones in 1/3-octave bands cover the frequency range
from 30 to 15,000 Hz and are synchronized with a graphic level recorder.

The original series has been unavailable for many years. Quantities of the
new and improved series are also limited. So make sure you have perfect
copies on hand for years to come by ordering duplicates. Fill out and mail
so is a Trademark of
the coupon now for immediate action.
Only a limited quantity are available. Be sure to order enough
for many years of use.

SEND TO:
AUDIO TEST RECORDS
401 N. Broad Street

Send me the following test records:

Philadelphia, Pa. 19108

1

Li

Seven Steps to Better Listening (STR 101) $6.98 each. Quantity
Stereophonic Frequency (STR 100) $10.00 each. Quantity
Square Wave, Tracking and Intermodulation (STR 112) $15.00 each.

CBS Inc.

Amount Enclosed $
(Payment must accompany order)

Quantity
Li Wide Range Pickup Response (STR 120) $15.00 each.

Quantity

RIAA Frequency Response (STR 130) $15.00 each. Quantity
RIAA Pink Noise Acoustical (STR 140) $15.00 each. Quantity
Broadcast test (STR 151) $15.00 each. Quantity
LI 318 Microsecond Frequency Response (STR 170) $15.00 each.

Quantity
Quadraphonic Test (SQT 1100) $15.00 each. Quantity

Name

Address

City
State

7ip
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Duntech Labs DL -15
Loudspeaker System
MANUFACTURER'S SPECIFICATIONS
Speaker Components: One 15 -in. (38.1 cm) woofer, one
5 -in. (12.7 cm) midrange, and one 13/4 -in. (4.445 cm) special
design tweeter.
Impedance: 8 ohms, nominal.
Frequency Response: 27 to 20,000 Hz ±3 dB; 40 to 18,000 Hz
±2 dB.
Dimensions: 32 '/ in. (82.55 cm) H by 23 '/ in. (59.7 cm) W by
18 in. (45.7 cm) D.
Weight: 105 Ibs. (47.63 kg) each in shipping carton.
Price: $449.00 each.
The Duntech DL -15 is a three-way loudspeaker system. It
heavy (47.63 kg), and it is big (82 cm high, 59 cm wide, and
45 cm deep). It is one of those loudspeakers whose reproducing position in your home you should try to determine
before you take delivery. The intent of this loudspeaker system is producing extremely high quality sound with no sacis

rifice of performance for ease of handling.
The enclosure is walnut finished and has black grille accenting the front and upper sides. A 381 mm (15 in.) woofer
is used to cover the frequencies from below 40 Hz to a
crossover of 350 Hz. A 127 mm (5 in.) midrange speaker covers the range from 350 Hz to 4 kHz, and a 445 mm (1
in.)
tweeter takes over for frequencies above 4 kHz.
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Technical Measurements
The measured magnitude of loudspeaker impedance is
shown in Fig. 1, and the corresponding complex plot is given in Fig. 2. The rear -mounted tweeter control was left in the
factory preset flat position for both of these measurements.
Impedance variations are quite small and remain predominately resistive for frequencies above the characteristic
bass resonance peak. This speaker should present no load
problems to any quality power amplifier.
The one -meter axial anechoic frequency response at one watt average drive is shown in Fig. 3 for the amplitude of the
sound pressure and in Fig. 4 for the phase. The tweeter control was set to the indicated flat position for these measurements. Bass response extends down to around 45 Hz, then
rolls off smoothly. The unusual dip in response at 5 kHz, and
its attendant phase change, warrants some discussion, particularly in view of the fact that Duntech measures the frequency response of each unit prior to shipment. Duntech's
claim for their low frequency response is based on using a

10K

- Hz

Fig.

1-Magnitude of impedance with tweeter

2-Complex impedance, tweeter control

set flat.

control set flat.

Speaker connection is made to well -marked terminals
placed in a recessed cavity on the rear of the enclosure. Also
mounted in this cavity is a system fuse holder for overload
protection and a tweeter balance L -pad. A red dot is placed
on the tweeter control place to indicate the position for
flatest response, each speaker being individually calibrated.
Plastic angle brackets hold the upper grille in place and
serve as edge trim on the upper front and sides. These
brackets are cut off flat, leaving edges at the corners. In typical Laurel and Hardy fashion,
cut myself on one of the
brackets when I grasped the enclosure to move it. My lack
of grace notwithstanding, hope that Duntech will smooth
or remove these edges on subsequent units.
Duntech supplies a very thorough and readable instruction manual with each speaker. This covers both technical
details and helpful suggestions on room placement for best
sound. The DL -15 loudspeaker system carries a five-year,
transferrable, full warranty against manufacturing defects.
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Compiled from Recording Institute of America's interviews with key executives and
makers", plus Reference Directory and Dialogue's Viewpoints of industry "stars".

Listen to the industry "pros" describe the
workings of the Music Business. Hear the
most respected attorneys of the entertainment field define and discuss the legal
terminology of Recording Contracts, Songwriter Contracts, Professional Management
Contracts. Over 31/2 hours of professional
reference
could be the most important
200 minutes of your life!

...
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...

Plus
Reference Directory, including
RIA
sample songwriter affiliation forms, sample
artist contracts, writer contracts, etc., in
addition to a Directory of Record Manufacturers, Music Publishers, Personal Managers,
Producers and Booking Agents. Also Record
World's "Dialogues" with over 50 candid
interviews from Record World magazine, and
a cross-section of "star" personality interviews.

You get all the above (regularly $49.95)

for only $39.95 for AUDIO readers.

-a must for every creative tape recorder owner!

10 DAYS FREE

HOME RECORDING TECHNIQUES is
three hours on two 7 -inch, 71/2 ips, 4 track tapes, including a booklet of
diagrams on:
sample mi-

crophone
placement
instrument
set-up
console and
machine
patching for
special effects
and MUCH
MORE!

ONLY 17.95
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Book and Learning Systems Division
NORTH AMERICAN PUBLISHING COMPANY
401 N. Broad Street, Philadelphia, Pa. 19108
]copies of "Music Industry
Cassette Library" at $39.95 each.
Please send!
] copies of "Home Recording
Techniques" at $17.95 each.
Please send(
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they believe more nearly approximates normal home listening conditions. Audio measures the response directly on
the geometric center line of the speakers, with no
"preferred" positions, and everybody gets the same treatment. It just happens that this is about the worst position for
the Duntech. Moving the microphone a bit up to be aligned
with the tweeter or down to be in front of the woofer substantially smooths the measured response, but the response
shown in Figs. 3 and 4 is what the center -line measurement
yields.
The acoustic transition between midrange and tweeter accounts for the dip in response at 4 to 5 kHz and nearly 360
degree shift in phase. The phase measurement was made
with a time delay offset corresponding to the air path delay
from midrange driver to microphone. The phase shift below
600 Hz is due to the woofer, which has an acoustic position
behind the midrange driver and hence a longer time delay.
With the exception of the phase changes around 600 Hz and
5 kHz, the Duntech DL -15 is principally minimum phase.
Figure 5 shows the measured three -meter room response.
The DL -15 was placed on a carpeted floor and against a wall,
as recommended by Duntech. A microphone position three
meters from the front of the enclosure and one meter above
the floor is used to simulate a normal listening position. The
tweeter control was set to its indicated flat position. Two
measurements are shown, one directly in front of the enclosure and the other angled 30 degrees for the Duntech in
a normal left -channel stereo position; the plots are displaced 10 dB for clarity. The response is quite smooth
throughout the frequency range but begins to drop above 7
kHz, though it extends smoothly to 18 kHz. (Editor's note:
This high end drop, says Duntech, with distance was intentional. It is based on their contention that the same drop is
evident with most musical instruments and the human voice
due to a reduction in angular dispersion at frequencies
higher than about 4 or 5 kHz.)
In order to check the top end drop, the measurement was
rerun with the tweeter control in its maximum position, with
the results shown in Fig. 6. It appears that the tweeter control should be left in its flat position as a 6 -kHz peak occurs
when the control is placed in its maximum position.
If you want to pull the top end up for a more uniform direct source sound, an equalizer should be used which pre emphasizes the frequencies above 5 kHz. An octave band
equalizer may do it, but a normal pre -amplifier tone control
will not and should be left in the flat position.
The polar energy response is shown in Fig. 7 for horizontal
dispersion and in Fig. 8 for vertical dispersion. This is a measurement of the total sound energy density for all frequencies equally weighted from 20 Hz to 20 kHz. The three
curves are for the rear -mounted tweeter control in its minimum, flat, and maximum position.
The horizontal polar pattern is quite symmetric with almost no left or right dominance of sound. The vertical polar
pattern, particularly in the flat position, shows a mild upward dominance of launch angle for sound with a minor
notch on axis. This verifies the axial frequency response
measurement difficulty we encountered in the anechoic
test. The room tests, shown in Figs. 5 and 6, have a microphone position above the enclosure's geometric axis and
thus are made in the major vertical lobe of Fig. 8. This is why
the 5 -kHz notch did not show for an average room listening
position. (Editor's note: Duntech points out that the
smoothness of the polar plots is, in large part, due to the use
of foam around the midrange and tweeter units. Used in this
manner, says Duntech, the foam also prevents diffraction
effects which take their toll on the sharpness of transients.
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The success they achieved can be judged from the sharp
peak in the energy -time plot shown in Fig. 12.)
Harmonic distortion tor the musical tones El or 41 Hz, A2
or 110 Hz, and A4 or 440 Hz is shown in Fig. 9. The low bass
(41 Hz) distortion, usually where most distortion occurs,
is
quite low, right up to the 100 -watt level, where it is just
reaching 2 per cent.
During the earlier listening test, it seemed to this reviewer
that the upper midrange frequencies, particularly around 3
kHz, were reproduced with a mildly strained quality suggestive of nonlinear distortion. During later measurements
on these speakers, we went looking for it with the aid of a
spectrum analyzer and found that the midrange driver has
difficulty handling the spectrum around 2.4 kHz. Figure 10
shows the second and third harmonic distortion for the frequencies of 1 kHz and 2.4 kHz. The fourth and higher order
harmonics lie well below these levels.
The Duntech woofer crosses over at 350 Hz, which is approximately F above middle C. In order to check for woofer
intermodulation, we used El or 41.2 Hz and middle C, 262
Hz, approximately one-half octave below the crossover frequency. These were mixed in equal ratio and the crossmodulation of C4 by El measured and the results are shown in
Fig. 11. The nature of this intermodulation is principally amplitude modulation of C4 by El up to high levels, then an ad -

9
e

7

ditional phase modulation occurs at the highest levels. At 40
watts average drive, for example, the peak -to -peak phase
modulation is about 10 degrees and the peak -to -peak amplitude modulation is about 5 per cent.
The energy -time response, which is the logarithmic magnitude of the impulse response, is shown in Fig. 12 for the
one -meter axial position. The anticipatory peaks at 3.0 and
3.1 millisecond are computer artifacts caused by the rapid
phase change of the loudspeaker response at 5 kHz. The actual sound pressure level commences at 3.16 milliseconds
and peaks accurately at 3.26 milliseconds, as shown here.
The tweeter and midrange start their separate impulse responses at the same time, but because the tweeter has
peaked its arrival energy before the midrange unit, there is a
residual response from the midrange driver extending to 3.7
milliseconds. Diffraction peaks occur at around 4.0 and 4.6
milliseconds, but they are minor. The first arrival at 3.26 milliseconds has a spectral dominance at around 8 kHz, and the
spectral peak at 3.4 milliseconds is around 18 kHz. The spectral components at 3.6 milliseconds are principally 3 kHz and
are due to the midrange driver.

Listening Test
In order to assess the listening quality of the

DL -15s, they
were mounted exactly as recommended by Duntech, flat
against a wall and subtending an angle of 60 degrees relative
to the listening position.
My overall impression of the reproduced sound quality is
that the response is well balanced and extended, with good
high and extreme low frequencies. The extra low bass
seemed somewhat prominent, and a mild drop in bass level
by preamplifier tone control was felt to help out a bit.
found that wanted a mild high frequency pre -emphasis for
some musical material, particularly vocals and brass.
In my opinion, the only detraction from otherwise
superior reproduction is a touch of stridency in the midrange, from 1 kHz to 5 kHz, at high sound levels (above 95
dB SPL), which stands apart from the clear bass and extreme
top end. This was particularly noticeable on vocals. In my
earlier listening notes commented that there is some distortion at around 3 kHz, which the technical measurement
showed was at 2.4 kHz. also sensed a moderate peak at 100
to 200 Hz in the response, which may be due to the flush
wall placement of the enclosure.
Stereo imagery is good, both for lateralization and a sense
of depth. There is, however, a change of timbre with listening position, and this results in a small amount of space wandering of center -positioned stereo images as one moves
about the listening area.
consider that the DL -15 has one of the most accurate
reproductions of a piano which this reviewer has heard from
commercial speakers thus far. The spectrum up through the
octave above middle C is clean and free of audible peaks,
and the 100 to 200 Hz "room bump" can be readily softened
by tone control equalization.
The low bass is reproduced quite firmly with only the
slightest evidence of bass hangover on percussion.
found the DL -15 totally unforgiving of any substantial
sound absorbing object near the front of the enclosure. The
area immediately near the front of the enclosure must be
clear of objects or the stereo illusion goes to pot.
The Duntechs need a good, big power amplifier if you like
your sound loud; a Marantz Model 510 handles them quite
well. And you need a good-sized living room to make use of
the bass response which the speakers are capable of achieving. If you've got that, and some clean recorded material,
you can sit back and enjoy some truly good sound with a
pair of DL -15s.
Richard C. Heyser
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Black 'n' Blue: Rolling Stones
Rolling Stone COC 79104, stereo,
$6.98.

Those grand old debauchers of the
musical scene are back with another
new/old album, and like the last, It's
Only Rock 'n' Roll, it's produced (and
thereby dominated) by Mick and
Keith, known to some as the glimmer
twins. Ron Wood is only present as a
charter member, having joined the
group after a majority of the tracks
were cut, and even when he does
play, he adapts to the Rolling Stones
guitar sound, rather than being his
own stark self; Charlie and Bill usually
sound the same but don't have much
presence and personality on record
than the section rhythm section you'd
find in L.A. or N.Y. (and which were
rumored to have played on several
Stones records in the past). So the
main thrust of any criticism should be
leveled at Jumping Jack Jagger and
his henchman Keith.
My criticism is the same as with
Goat's Head Soup and most of the
post Oldham/Jones albums-there is
little excitement, the spirit of fun and
fighting has gone, and the records are
dominated by a pretentious effort to
retain the Stones Sound, yet remain
au courant. This record isn't nearly so
premeditated as the others, probably
due to the extensive use of drugs during the recording-The Rolling Stones
have never sounded so much like
they'd rather sack out than play. Not
only do they sound like they were
asleep during the recording of this
album but also while they wrote the
songs-the only really decent songs
on Black 'n' Blue are Hand of Fate and
Crazy Mama, neither of which has the
sting of Honky Tonk Women, never
mind coming close to the punch of
Satisfaction.
This is the Stone's R&B album,
which means they get away with
recording non -songs like Hey Negrita
and Hot Stuff, which are basically your
typical dumb lyrics repeated over mediocre riffs. They can lay back in their
chairs on Melody and let Arif Mar din's horn arrangements pick up the
slack, they can fall on their faces with
Fool To Cry and claim it's the next Angie. They've done a nice job on a tra-
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ditional reggae tune Cherry Oh Baby
but it's nothing spectacular, and
people might say that Memory Hotel
is the next Till The Last Goodbye. But
that's using a rather lame song as the
basis of a critical analysis, and the
truth is, Black 'n' Blue is far more vacuous than the pleasant -but -innocuous It's Only Rock 'n' Roll. The
Rolling Stones should either start taking more care with the making and
creation of their records, at least as

much care as was
taken with the resurrections on Metamorphisis... or maybe get Andrew
Oldham to produce them. Jon Tiven

Sound:

B

-

Performance:

C

-

Metamorphosis: Rolling Stones
Abkco/London ANA 1, stereo, $6.98.
Made In The Shade: Rolling Stones
Rolling Stones/Atlantic COC 79102,
stereo, $6.98.
Both of these albums purport to be
definitive statements of what the Rolling Stones are/were during a particular period, and serve to show to all the
world the Rolling Stones' singles
(Made in the Shade) and their early
closet tracks (Metamorphosis). However, Made in the Shade is utterly useless, while Metamorphosis is not only
the most interesting Stones record

from

a

historical point of view but

is

also the best collection of Rolling
Stones songs released in the U.S. in
seven years. Behind a statement like

that lie some fairly meaty arguments
(often challenged by today's Stones
fans), so explanation is in order.
One must ask who the Rolling
Stones are, to determine if they are
better today than they were yesterday
(or more importantly, whether they
are more Rolling Stonesish today than

before or less so). The Stones were a
combination of four ingredients:
Mick Jagger (lead singer/songwriter),

Keith Richards (lead songwrit-

er/guitarist), Brian Jones (lead artist/
multi -instrumentalist), and Andrew
Oldham (producer/lead puppeteer, mastermind). The interaction of
these four distinct personalities made
the Stones different from every other
rock/r&b group around, a difference
which kept them on top of the rock
(with competition only from the Beatles) as long as the group was intact.
Andrew Oldham was the first Stone to
roll on (right after the Dandelion/We
Love You single)-for several personal
and musical reasons. The group was
significantly weakened, but with the
three left there was enough room to
produce a decent album, Beggar's
Banquet, although it couldn't begin to
compare with their earlier albums except as it projected Mick Jagger as a

FRAZIER
YOUR SOUND

OUR SOUND
Listen to Frazier loudspeakers ...
you'll hear your kind of sound.
Sound that flows like silk
... sparkles like diamonds.
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1r
a fine autumn day.
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.'

a.,

qualities
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that comes
rom loudspeakers
here pride of craftsanship is the
y -word ... superative sound that
s only Frazier.

heard a thousand times before.
Metamorphosis, on the other hand,
is the meat of the Rolling Stones. Because what this album is is a collection
of the songs which the Rolling Stones
decided not to release for various reasons: some too openly expose their
bisexuality, some are too pop -oriented, and a few are blatant steals from
other songs. Just a partial picture of
what's hidden in the vaults of the
Rolling Stones, taken out of the garage years after the fact by ex-manager/producer Andrew Oldham and
brought back into the studio for an
overdub or two. Yes, the original masters were slightly tampered with (rather obvious to any listener), but the
post-mortems were done with the
same purpose as the original recordings: let's have some fun! Side one is
material originally recorded with Andrew at the knobs between 1963 and
66 (so they say) and side two is a
bunch of tracks cut when Jimmy Miller was producing them, all mixed and
remixed by Oldham over the past few

66
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fast -jiving Satan, which readily appealed to the American sense of
bloodlust. But when Brian Jones left
the band (and the world of the living)
the Rolling Stones were no more.
Though the Jagger and Richards team
could superficially lay claim to being
responsible for the Stones sound, the
soul of the Rolling Stones belonged to
Brian and Andrew. The result has
been a series of albums which were
not only dull, moronic, and empty,
but which have been promoted to the
point where many people actually believe that the Rolling Stones are the
greatest rock 'n' roll band in the
world. This came about from hypes
performed by their management, and
their sharing the same moniker as
America's number one rock magazine. It's amazing what a good publicist can do when the music has run out.
Made in the Shade is a tight, polished document of the past five years of
Rolling Stones music-bland blues
progressions with semi -decadent lyrics, weepy ballads, and a hit single or
two. Very tedious stuff that we've all

Valley View Lane

Dalla', Texas 75234
Phone 214-241-344

I

years.
A track -by -track analysis is in order.
Out of Time was originally on the
Flowers album in America (recorded

around the time of Aftermath), but
this is a different take, full of grand orchestration. In fact, it was originally
recorded as the backing track for the
single by Chris Farlowe (a hit in England) and I'd guess that Jagger's vocal was merely put on as a reference
for Farlowe to follow. One of the best
Jagger/Richards compositions ever,
this version features an offhand and

classic vocal by Jagger, who seems less
self-conscious than usual, probably
because he figured it'd never see the
light of day. Don't Lie to Me is a
Chuck Berry song (at least that's the
song credited to Chuck which appeared on Berry's Golden Decade

2) probably recorded about
the same time as The Rolling Stones
Now (a great bass line, guys). Each &
Every Day of the Year is a demo the
Stones did for another group produced/managed by Oldham and released as a single, a very pretty song
with a mildly off-key but charming vocal. The only throwaway on side one is
a rather tepid rendition of Heart of
Stone featuring crummy drumming
and a raunchy solo by a young Jimmy
Page-Pagey sounds like he just got
through with a Kinks session and left
his chops at home. However, the next
track is an absolute winner written by
Oldham/Richards on an Australian
beach, a hilarious little gem titled I'd
Much Rather Be With the Boys featuring Andrew Oldham on lead production and Mick Jagger on out -of -tune
vocals. The next track is a killer as
well, very un-Stonesish (I'd suspect it's
another demo) and seemingly Spectoriffic (cute lyrics, too). It's Walking
Thru the Sleepy City, a good one. The
last on side one is Try A Little Harder.
It's an Aftermath outtake that's OK
even if it sounds a little bit too much
like an R&B song (whose title escapes
me). All in all, a fine assortment of
tunes-more worthwhile stuff than
you'll find on Made in the Shade,
hands down.
Side two was recorded later (1969?)
and by now their writing talents had
dissipated more than just a little bit.
The songs are less than classics, I regret to report, but they're still darn
good. I Don't Know Why (written by
Stevie Wonder) is listed as featuring
Mick Taylor, but it doesn't sound like
him to me. Andrew Oldham's post production on this one is terrific. As a
matter of fact, the man deserves a special award for his major surgery on
most of these tracks because, from
what I've been told, the original tapes
were all but unlistenable. If You Let
Me sounds like it was recorded during
Beggar's Banquet (shades of Factory
Girl) but written earlier (Sittin' on a
Fence comparisons are obvious). livin'
Sister Fanny is a Keith Richards Special-the vocal by Jagger is mostly offthe-cuff, and the music is straight
Rock 'n Roll. Bill Wyman gets his first
composing credit since In Another
Land on Downtown Suzie, a rather
drunken ramble full of groans and
strange noises. Mick parades his decadence on Family, not one of the
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stronger tunes on the album but interesting (great enunciation, Mick).
Memo From Turner is a throwaway,
far inferior to the Ry Cooderized version which appears in the Performance movie, and is useful only for its
lyrics. The final word on the album is
I'm Going Down, a strong rocker from
the Jagger/Richards/Taylor pen with
unintelligible lyrics, I'm happy to report. There's nothing so embarrassing
as Mick Jagger with nothing to say,
trying to verablize his thoughts.
Anyhow, if you're any kind of Rolling Stones fan you will have no use for
Made in the Shade, as you've probably got all the songs already, and
they're not so good anyhow. Metamorphosis, though, will at the very
least intrigue, and probably will excite
you. If you gave up on the Rolling
Stones when they left the 60s, pick up
on Metamorphosis. It'll let you know
why they were what they were, and
why they aren't anymore. Jon Tiven
Shade Sound: B
Meta. Sound: A

The only thing better than being there
is being

there again

Performance: C Performance: A

Sunburst Finish, BeBop Deluxe
Capitol ST -11478, stereo, $6.98.

_

cassette

minutes at 17/8 ips
extra high output/low noise

%
Bill Nelson is an extremely able guitarist and he knows it-he intimates it
in his lyrics, he brings his guitar right
up front in his mix of his albums, and
he'd have to be deaf not to realize
that simple fact. But if that was all he
could do, BeBop Deluxe's albums
might be as boring as, say, David Bow-

ie's. However, Nelson is not infatuated with his guitar wizardry,
though he is arrogant with his axe and
anxious to show off his wizardry; no,
Nelson is a highly intelligent, articulate, and well-heeled guitar hero who
doesn't preach with his albums but
asks questions, who doesn't walk
blindly into each album but proceeds
cautiously, taking just the number of
steps he can without tripping over his
own feet. Sunburst Finish, the third album by Bill Nelson's BeBop De-

luxe-and it's fairly obvious whose
group this is-is coproduced by Bill,
features several songs written by
him, and will obviously be compared
to Queen (because of the guitar
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sound) and Bowie/Cockney Rebel
(due to the vocal inflections). The
record is very enjoyable and even
thrilling at times, my only gripe being
that the new territories aren't as challenging as those on the last LP, nor are
the songs different enough from
those last time. Sunburst Finish is instead a refinement of those styles
touched upon before, which one
hopes will bring Nelson's talents to
the attention of the masses.
There are a few faults with the album-the last two albums sounded
equally astounding on transistor radrous. His sexual references are more
bum has a production quality which
lends itself more readily to a smaller
speaker (the voice seems to get lost
when the album is played through
huge speakers). Also, the one factor
which probably puts an audience off
to Nelson is his lyrical pretention,
which is not only less than subtle but
which borders on the self-conscious.
At times his poetry works, but more
often it comes across as less than wondrous. Hix sexual references are more
amusing than his guitar hero talk, and
hopefully by the time his next album
comes out he'll have found his audience and won't have to make things
quite so obvious. Also, there was one
song which BeBop released as a flip side, Lights, which had an amazing
quality of spaciousness which BeBop
Deluxe has never attempted again,
and this vein could be pursued to
some extent on future recordings.
Anyhow, this is one of the better
records I've heard lately, and a credit
to Bill Nelson's flourishing reputation
as one of the few guitarists exploring
new territories. I'd think he'd develop
into one of the major musical figures
of the Seventies with a little help from
Jon Tiven
his record company.
Sound: A

-

Performance: A

-

Hudson Brothers
Rocket PIG -2169, stereo, $6.98.
Some of my colleagues have argued
that The Hudsons could be the next
Beatles with their clean look, clean
sound, and clean image. don't even
think these guys could be the next
Badfinger, never mind the next Beatles. This reviewer was unfortunate
enough to catch The Hudsons at the
Bottom Line in N.Y.C., and their act
has got to be the crassest, most artificial, and the least lifelike show in the
world. They've got about as much
rock 'n' roll spirit as Percy Faith.
do believe they've studied their
Beatles chord progressions very hard,
Ba -Fa: The

I

I
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and have learned to plagiarize from

them while adding as little of their
own elements as possible. This only
mildly annoys me. But when they're
on Hollywood Squares and try to outwit Paul Lynde, they try my patience.
The only way anybody could stand
them is without looking at them, and
as' their appearance seems to be the
prime basis of their appeal, can't see
this group making any headway in the
rock world. The Hudsons have sold
out too many times to be credible,
and their music is a far cry from being
incredible.
Jon Tiven
I

Sound:

B

Performance: D+

David Courtney's First Day: David
Courtney

United Artists UALA553G, stereo,
$6.98.

The premise behind the making of
this album was a sound one. Leo Sayer
has become a successful star and a hot
talent in songwriting as well. It so happens that Leo writes only the lyrics to
Courtney's songs, who in turn provided the music until recently. Courtney split, Sayer found a new music
composer, and the quality of Sayer's
songs fell drastically; it was only natural that someone would scoop up
Courtney as a talent unto himself.
However, it was foolish to assume
that Courtney alone would be as
much of a find as Sayer. Sayer's voice
is

extraordinary, while Courtney's

is at

best fairly good and at worst mannered and misapplied. What's more,

Sayer's lyrics provided structure,
focus, and proper rhythms for Courtney's melodies and chord progressions, and the value of this should not
be easily cast aside. Lyrics are not just
words in rock 'n' roll, they key the
beat of the song, and Courtney is simply not as competent as Leo. Courtney
is forced where Sayer was free and
flowing, and his lyrical ideas can't
match Leo's-the best explanation for
Courtney's flaws is that he's young,
very early in the development of his
abilities as a self-contained artist. His
voice has all the flaws of someone not
used to singing, and his lyrics sound
like the lyrics someone would write
when he was just beginning. Courtney may some day develop into a major rock artist, but right now his career
seems premature.
There are a few delightful moments
on his debut album-Don't Look Now
and My Mind the most obvious-but
he seems a more capable singles artist
than an album man at present.
Sound:

B

AUDIO
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Incorporated, 296 Newton Street
Waltham, Massachusetts 02154
Check No.
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Mussorgsky: Kovanshchina (RimskyKorsakov version). Soloists, Orch.
Sofia Nat. Opera, Obretenov Svetoslay Chorus, Robev. Monitor HS 90104,
4 discs, stereo, $27.94.

Monitor has a winner in this huge 5 -act opera recording out of Bulgaria even if
it is the sweetened -up Rimsky version. (M. himself finished only a vocal score;
R.K. orchestrated it, removing the "barbarisms" that were the best part.) Such
gorgeous solo singing, huge big voices-such powerful chorus music, omnipresent! And such a very real intensity and musicianship. Nothing jet -international
about this opera making, and it's the better for it. Beautifully recorded, too. By
the Russians, presume.
I

Brahms: Sonata No. 3 in F Minor;
Rhapsody in G Minor. Bruno -Leonardo Gelber, piano. Connoisseur CSQ
2084,

stereo/quadraphonic, $6.98.

This EMI import, unlike those from Klavier is marked SQ, a single -inventory
quadraphonic release. (Question: are Klavier's EMI discs SQ unannounced?
The EMI originals definitely are, in the British release form.) Gelber is again a
first line Romantic pianist, really communicating this big, splashy, noisy youthful Brahms without overdoing it. Odd-a trace of edginess (says my stylus ...) in
the main recording, a cleaner, more solid sound in the added Rhapsody, last of
side 2. Wot happined?
is predominantly Latvian -American and this cello/piano team
excellent, their biggest problem being the Latvian language which, like
Czech, is plastered with sprouting accent marks. (We omit them-printers never heard of them.) Naruns is a fine cellist, playing warmly a really beautiful,
clear melodic line, in tune; Good piano, too, if microphoned a bit in the background (he is unwisely listed as "accompanist"). Extremely quiet surfaces, totally minus rumble-a phenomenon!

Ingus Naruns, cellist. (Bruch, Medins,
Strauss.) Anatols Berzkalns, pf.
Kaibala 60F01, stereo, $6.98.

The Kaibala label

Ragas of Meditation and Happiness.
Vasant Rai, sarod; Alla Rakha, tablas.
Kokila Rai, tamboura. Vanguard Everyman Nomad SRV 73013, stereo,
$3.98.

Maybe all Chinamen once looked alike to us Westerners, but no longer the
sound of Indian music (!) though the format is always superficially the same,
slow introductory improvising, a gradual rhythmic speeding and thickening on
an easily audible scale (mode) and a tricky longish pattern of repeated beat groupings. Two shorter pieces here (arbitrarily boiled down?) seem too short,
gel there too fast; the single long one on side 1 has the right hypnotic cumulation of effect, I'd say.

Kurt Weill: Three Penny Opera Music
(Kleine Dreigroschenemusik). Kurka:
The Good Soldier Schweik. Music for
Westchester Symphony, Landau. Vox
Candide CE 31089, stereo, $4.98.

It's always a pleasure to hear the Little Three Penny Music suite, out of the famed 1920s opera about Mack the Knife, et al., so charmingly authentic in its 1920s
plunks and blats and grunting saxes. Landau's Westchester players don't try to
exaggerate-good. Too many do. The much later (1956) Kurka, on a related
post -WWI theme, is rather more out of Shostakovitch plus American Academic,
smoothly pro and facile at too much length. I'll take Weill.

Stravinsky: Mass. Poulenc: Easter and

The world's finest choir (my vote!), in contemporary music, impeccably Englished and Oxford, yet marvelously expressive. If you ask me, a lot better than
the same works under their respective composers themselves. It can happen.

R.

Christmas Music. Choir of Christ
Church Cathedral, Oxford, Preston.
Argo ZRG 720, stereo, $6.98.
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Edward Tatnall Canby

Mahler: Symphony No. 2 "Resurrection." Fassbaender, Price, London
Symphony Orch. and Chorus, Stokowski.
RCA ARD2 0852, CD -4 quadraphonic,
$13.96.

The chances are good that you've

already invested in Quam loudspeakers, without even knowing it.
You'd be surprised how many of
the famous manufacturers of hi-fi
speaker systems have Quam drivers lurking anonymously behind
their fancy grille cloth!
For over forty years we've cherished our anonymity at the consumer level while enhancing our
reputation with the audio professionals who buy speakers in quantity. They appreciate the return on
investment they derive from our
attention to materials, our quality
control, and our performance
specifications. The experts know
that Quam Speakers are the brand
to buy when you're buying more
than one!!
If Quam speakers can pass the
rigorous tests of the prestige
speaker system manufacturers for
incorporation in their high-priced
original equipment, can they pass
your listening test for replacement
or extension use in your stereo
system? Only if we "go public"
and tell you about them! Ask your
audio distributor about Quam, the
not -quite -so anonymous loudspeaker.

Quam:

First, Schwann lists RCA's CD -4
quadraphonic at the same price as the
alternative stereo, a halfway sort of
"single" inventory. Check your dealer. Eventually, we can hope for ONE
release, stereo/quadraphonic, to bear
out the RCA label saying "compatible
stereo/4-channel" on the front of this
and all CD -4 RCA releases. That remains the necessary future for the
new medium if it is to survive on discs.
Second-this one is GOOD. do
not know whether it is cut via the new
Quadulator equipment, which was to
have gone into practical use by early
this year, but I can say that the playing
of this version in CD -4 offered no
problems, not even in the loudest
parts; the sound-listening as muI

sic-was excellent with

an ambience
that do feel is unique to the best CD 4; the levels, still a good deal lower
than average stereo (and SQ/QS),
seemed to me to run a bit higher than
similar CD -4 classicals in the recent
past, high enough to avoid background noise of any noticeable sevdid not note undue comerity.
pressions or other overt audio disruptions-expectable in view of CD 4's inherent complexity in the cutting.
All in all, I'd say-good progress.
Two discs, yes; but all the other versions require the same and my only
reservation was the ungainly break in
the long last movement, which just
won't go onto a single side.
There are many big versions of this
symphony with chorus and solo
voices-I can only say that found it
to be the very best of late by Stokowski, one of his "pure" interpretations, minus overt eccentricities. Beneath his often hammy exterior, this
ancient conductor has always reserved a virgin pure asceticism of interpretation for the really great works
that deserve, as he surely feels, his
I

I

humble best; the recent Beethoven
Eroica was one and this is another. (If
the strings slide up a bit now and
then, expect it was overzealousness,
to please the old man, and misguided
in this music; if there are inaccuracies,
we can surely chalk up the lack of
enough rehearsal to human frailty-at
94 years.) Like few conductors now
alive, Stokowski knows how to maintain the tension and drama of a huge
work such as this while at the same
time playing it relatively sparely,
minus extra heroics. Other versions
notwithstanding, this one is definitely
worth anybody's study in depth.
I

I

The
Sound Decision
QUAMNICHOLS COMPANY
234 East Marquette Road
Chicago, Illinois 60637
(312) 488-5800

Check No. 26 on Reader Service Card

Gregorian Chant. Vespers of the Holy
Trinity; Benediction of the Blessed
Sacrament. Choir of the Monks of
Saint-Pierre de Solesmes Abbey, Dom
Jean Claire, O.S.B. Dom Claude Gay,
organ.
London OS 26431, stereo, $6.98.
Tape editing has come to the oldest
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extant written -down Western music!
And not with the happy results you
might hope for.
hadn't heard the Solesmes monks
for quite some time, though this is
only the latest in a series from London. The monks have been recording
since "78" days, when first ran into
their memorable music-for it was at
Solesmes, in the 19th century, that
Gregorian chant was restored from a
state of "modernized" debasement to
its original form, both in the published special notation (the collection
adopted officially by the church at the
turn of the century) and, even more
important, in the manner of performance-once again without anachronistic accompaniment, pure melody for voices. These monks, then,
carry on a tradition already a century
old, in music that was first brought together in the Seventh century.
The tape editing is unfortunate, if
reasonable. Church services in a Catholic monastery are not hurried and especially not at Solesmes, where this
music is a life preoccupation. How to
boil down a very long service in the
original chant for an LP edition? Obviously, reduce it to the essentials, reI

I

move long pauses, spoken liturgy,
combine into one flow the music of
different occasions-and, inevitably,
edit different "takes" into one piece.
It's all in the standard procedure today. In thousands of musical situations
this sort of editing is the life blood of
the viable LP recording, in spite of
strenuous objections from musicians
galore. The medium demands it and
the technique "works" to perfection,
all things considered.
But editing is tricky and a bad edit is
worse than a good mistake. Even orchestras play out of tune with themselves; weather does weird things to
halls, moods and feelings change unavoidably and will not join together.
Bad enough. Much worse things happen in the unaccompanied form of
vocal music. There is no fixed mechanical pitch reference; it is all in the
mind and the ear. Given the natural
sequence of events, in real time, singers who know can do a splendid job
of maintaining a viable feeling of
pitch and key, unaccompanied. This
would be the case at Solesmes, live,
even though there are small aberrations in pitch when a forced A -B
comparison is made.

That's the rub! Editing

is

by nature

an A -B comparison, of pitches never

intended to rub noses, so to speak.
As a conductor and recorder of my

own (non -Gregorian) unaccompanied singers, am aware of the dangers in this sort of editing. Hair-raising. For as we all know, the closer are
two differing pitches, the higher the
numerical ratio, the more startling is
the dissonance. There is no almost.
Pitch must be exact, or no edit.
Moreover, Gregorian falls into
modes, each a distinct and easily
heard scale pattern, clearly set forth as
each piece is sung. But a sudden transition from one mode to another is
anathema-and always avoided in
practice. Live, that is.
Alas, London's editors have not had
ears for all these things. The music is
indeed boiled down and nicely articulated, with normal LP pauses between
items and a continuing flow of material in economical form, to fit. BUT (a)
there are infinitesimal pitch lapses
which are painful in the edited result
and (b) musical numbers, which surely were isolated in the living rendition, are put cheek to jowl, wrenching one mode into another, most unI

BASIC
BLACK

Continued....

Another State of The Art Product
THE XEC-1000 STEREO
POWER AMPLIFIER
The first stereo power am-

Continued....the Basic Black Series ....through properly defining
the functions required of each discreet block in the system, and
careful determination of controls and interfaces; both exceptional
performance and high reliability far in advance of other so-called
systems can be attained - and maintained.

plifier employing error correction* techniques (outside
the feedback loop) together
with low levels of negative
feedback to achieve exceptionally small amounts of TIM,
without compromising the
unusually low levels of Harmonic, Intermodulation or
Cross -Modulation
Distortion ... the ideal compliment
to the superlative XG-8 Mk 3
Series 2 Full Range Electrostatic Loudspeakers ... the
only 4th Generation Electrostatics in the World.

DAYTON WRIGHT

associates limited
P.O.

Box 419, Thornhill, Ontario Canada L3T4A2

wright for specifications and the name of yournearest dealer

*Specs ... 500 watts/channel into 8 ohms, 20-20,000 Hz, .02%
max. harmonic distortion, both channels driven, per FTC pre-

conditioning.
Check No. 10 on Reader Service Card
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The Sound Shaper./

Because all roorniare

not rested :qual.

musically and, clearly, not as the
Monks themselves would have had it.
Admittedly, these are subtleties. But
pitch, in particular, is a thing easily
perceived A -B by untrained as well as
trained ears. I think a good many
people will find this and other similar
Gregorian records distressing.
(Organ? Not to accompany the
chant; there is an opening and a closing organ piece, Buxtehude and
Couperin, on a very fine Baroque type organ.)
Lalo: Overture "Le Roi d'Ys"; Sym-

phony in

G

Minor; Rapsodie. Nat.

Opera Orch. of Monte Carlo, Almeida.
Philips 6500 927, stereo, $7.98.
The biggest service that classical
recording has done us has been to
round out our knowledge of the
middle -range composers, not the best
but often far from the worst. In prerecording days the "standard concert
repertory" often featured just one
work from many such composers,
usually NOT his best-though one
could not be too sure of that. Sometimes (say, The Sorcerer's Apprentice)
it was indeed the very best he had
done.
Lalo? The "one" work is the familiar
Symphonie Espagnole, for violin and
orchestra, six recordings of it still new
today. So here, on this Philips disc, is a
bit of Lalo background. How does he

You can own the finest component system

and still be getting inferior sound.
Because unless you happen to have an acoustically
perfect listening room, your system and space probably
don't match. Hard walls, soft carpets, glass tables, even the
size of a room can change sounds.
So ADC developed the new ADC 500 Sound Shaper
Frequency Equalizer.
By adjusting the twelve frequency levels you can actually
shape your sound to fit the shape of the room, and compensate
for spaces and textures that interfere with sound. You can even
tinker with the sound just for the fun of it: bring up a singer,
lose a violin, actually re -mix your recording.
The new ADC 500 Sound Shaper can get your system
into great shape.
A D C

fare?

Not well. The music seems unusualdated-an ancient term which in effect means that the artist was more a
follower of fashion than a profound
thinker on his own. Lalo was, indeed,
a good imitator-his "Spanish" music
was perhaps his best; here we have a
Rapsodie that was originally a Norwegian item, also for solo violin, and by
golly, it could be Grieg for all we
know. The big Symphony is of that
unfortunate sort of French music that
did its best to emulate Brahms and
Schumann, a thing that few French
composers should ever have tried. I
found it full of obviousness, though
with enough beguiling French melody to keep it going.
Funny, Debussy, it says, got tossed
out of a concert hall when he objected to the audience's lack of
warmth at another Lalo premiere.
Well, he was just a kid.
ly

The Sound Shaper
ADC Professional Products Group. A division of BSR (USA) Ltd., Route 303, Blauvelt, N.Y. 10913
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Violinspiration: Stephane Grappelli &
the Diz Disley Trio.
Musicians: Grappelli, violin; Disley,
Ike Isaacs, guitars; Isla Eckinger, bass.
Songs: Lover Come Back To Me,
Sweet Lorraine, Shine, Solitude, Ain't
Misbehavin', Souvenir de Villingen,
Hot Lips, My Heart Stood Still, The
Nearness of You, Joy, A Nightingale
Sang in Berkeley Square, Cherokee,
Lover Man.
BASF MC 22545, stereo, $6.98.
Among the many current recordings by the great French violinist, this
one most closely recalls the peculiar
charms of the Quintette du Hot Club
de France with which he made his
reputation in the 1930s.
There is no Django Reinhardt here,
of course, but the two rhythm guitars
and the bass, the absence of piano
and drums, and a program including
several pieces from the old repertory
add up to music that is both delightfully nostalgic and fresh.
Grappelli is buoyed by the chugging yet swinging rhythm trio and pretty much has the show to himself, occasional short guitar bits (and a fine
bass solo by Eckinger, a distinguished
Swiss jazzman, on Solitude) notwithstanding. In his late 60s now, Grappelli
has never played better. His comm nd of the instrument is unequalled
among jazz practitioners, and in a
league with the best classicists (as wit-
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OF PERFEL ION IN
SOUND...TRACKS AT
ONE GRAM (OR LESS
I

I

IN STEREO AND DISCRETE.

ness his collaborations with Menuhin). His ear is impeccable, and so is
his taste, and there is a joyous feeling
to his playing that communicates to all

lovers of music.
On Villingen, Grappelli accompanies himself on electric piano via
overdubbing. It makes for a pleasant
Dan Morgenstern
change of pace.
Sound: A
Performance: A

Whatever Happened To Johnny Bothwell?: Johnny Bothwell
Bob Thiele Music BBMI-0741, mono,
$5.95.

Indeed, what did happen to Johnny
Bothwell, an excellent jazz musician,
and one of the best lead altos in the
band business? According to Dan
Morgenstern, who did the liner text
on this excellent album, Bothwell is
working in Florida as an industrial
photographer; another fine musical
career down the drain because of a
shift in popular taste from the band
era to the trash pop of the late 40s and
early 50s, and finally to the ultimate
low, the crude amateurism of early
rock.
Bothwell played with Tommy Dorsey, Gene Krupa and Woody Herman,
but began to draw attention in jazz

circles around 1945-46 when he
joined Boyd Raeburn's experimental,
progressive jazz band. With Rae -

Frankly, perfection doesn't come easily. Pickering's engineers pursued the idea of a totally
new departure in cartridge design with all the
zeal of true crusaders. They had a reason
there was a demand for a pickup to play both
stereo and discrete (as well as SQ and QS) with
total and absolute precision at one gram.
That they succeeded is a remarkable achievement because this cartridge successfully tracks
all types of records at forces even lighter than
one gram. It is a real first to do it this accurately.
Pickering's XUV/4500Q possesses excellent
performance characteristics that provide outstanding frequency response and separation beyond 50 kHz. These improvements make possible
the most faithful reproduction of the 30 kHz
FM -modulated material on discrete records.
Pickering's exclusive new design development,
which provides superior 4 -channel discrete performance, also greatly enhances the reproduction of stereo records.
.

.

.

The specifications are so exciting that we
hope you will write to Pickering and Company,
Inc. Dept. A 101 Sunnyside Blvd., Plainview,
New York 11803 for further information.

PICKERING
"for those who can Ihearl the difference"

Check No. 23 on Reader Service Card

burn's men he cut a number of studio
sessions for Bob Thiele's Signature label; most of them are included on this
LP. Bothyvell, like other alto men of
the period, was indebted to Ellington's Johnny Hodges for his sound.
The sweep and tone of Bothwell's

ruses on each of these exuberant selections are handled ballad style, then

the back-up Raeburn band jumps like
mad.
The remastering job by Thiele

is

commendable; the original monaural
sound is both crisp and clear.

performance here, while un-

John Lissner

doubtedly drawn from Hodges, has a
cutting edge all of its own, and it
comes through with tremendous authority on such standards as Harold
Arlen's Ill Wind, Billy Strayhorn's

On The River: The New Black Eagle

Chelsea Bridge, and Johnny Hodges
Cover the Waterfront. The first cho-

The new Black Eagle Jazz Band is a
Boston -based group made up of part-

Sound: A-

Performance: A

Jazz Band

Dirty Shame 2002, stereo, $5.95.

1

time musicians, business and professional men who play regular weekend
dates at the Sticky Wicket Pub in Hopkinson, Massachusetts. This is not one
of these traditionalist bands rehashing
When the Saints Go Marching In ...
Just One More Time. One of the New
Black Eagle Jazz Band's strongest
points is its interesting repertoire,
which it plays with gusto and grit. This
collection consists of a mix of Armstrong and Johnny Dodds material
and post 1930, pre -1950 Tin Pan Alley
pop tunes, all played in the New Orleans style.

Noteworthy is cornetist Tony
Pringle's driving lead in the ensembles, Stan Vincent's brash, bristling trombone, and Stan McDonald's
superb clarinet and soprano sax on
uptempo numbers like Oriental Man
and When I Grow Too Old To Dream.

McDonald, incidentally, could hold
his own in any top-notch professional

eers

a

g

a

of loudspeaker _ ormance. And one
that's been a problem for decades. To
understand it, visualize a circle with
loudspeaker at its center. The accuracy with which that speaker projects
sound to all points along the circle's
3600 radius is known as Polar Response.
Now bisect that circle with a straight
line, representing a wall, and let the
semicircle on one side of it represent
your listening area. With virtually
every speaker, the amplitude (or
volume) of a given reproduced sound
varies from point to point within this
1800 arc. To make things even worse,
the degree of variation at any given
point will change as the musical frequencies do. The result? A confused
stereo image. And tonal dropouts,
actual absences of sound at specific
frequencies, often at numerous points
within the listening area.
Now, for the first time, this problem is solved. By the Anthem Array,
the first speaker system to achieve
Uniform Polar Response, unvarying
amplitude within a 1800 listening area
at all significant frequencies. A major
step forward in loudspeaker design.
From Audioanalyst.
a

Also available: Models A-66, A -76X, A -100C,
A -100X, A-100XW and A -200X

Audioanalg

band. The New Black Eagle Jazz Band
is one of the best revivalist groups
around; they bring a bouyant spirit,
warmth, and good musicianship to everything they play. The album is well
recorded and available only by mail
order; write: Dirty Shame Records,
Box 5217, Hannegan Station, St. Louis,
John Lissner
Missouri, 63139.
Performance: B+
Sound: A

-

Summer Solstice: Azar Lawrence
Musicians: Lawrence, soprano and

tenor sax; Raul De Souza, trombone;
Gerald Hayes, flute; Amaury Tristao,
acoustic guitar; Dom Salvador, piano;
Ron Carter, bass; Albert Dailey, piano; Guilherme Franco, drums, percussion; Billy Hart, drums.
Songs: From the Point of Love, Novo
Ano, From The Point of Light; Summer Solstice, Highway.
Prestige P-10097, stereo, $6.98.
Two of the most powerful and in-

creasingly important saxophone
voices, Sonny Fortune and Azar Lawrence, have matured and developed
individual styles within the musical
continuum of McCoy Tyner's groups,
just as Tyner's talents began to crystallize within the Coltrane realm. Now
these two saxophonists have stepped
out on their own, and in their respective solo albums, they successfully reflect the lessons and directions of Tyner and a strong balance of the further avenues they intend to pursue.
Lawrence is Tyner's current reed
man. On Summer Solstice he continues to develop the audibly evident

Audioanalyst, Inc., P.O. Box 262, Brookfield, Conn. 06804
Distributed in Canada by Superior Electronics, Inc.

musical concepts of Bridge Into The
New Age (Prestige P-10086), his first
LP. Bridge, which included fellow
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group members bassist Joonie Booth
and drummer Billy Hart, consequently
bore a somewhat greater degree of
Tyner influence than this LP. The album remains a solid, truthful testament to Lawrence's musical requisites
and abilities. Familiarity and understanding between personnel on
Bridge may have helped ease Lawrence's transition to leader. The obvious musical successes of Solstice
make it quite evident that Lawrence,
.

as a sensitive professional, is most
adaptable to changes in personnel
without the worry of personal frictions. Musical and spiritual rapport
abound.
The more intense Brazilian flavor of
Solstice is traced directly to the increase of Brazilian musicians. Highway, a festive samba, features a carnival of Brazilians, including trombonist Raul de Souza, composer
Amaury Tristao on acoustic guitar,
and pianist Dom Salvador, in a most
convincing, melodically swaying piano solo.
Novo Ano, another super samba, is
from the same session as Highway,
obviously. The colorful harmonies of
Lawrence's soprano and Tristao's
voice are outstanding. Indicative of
Wayne Shorter's Native Dancer, Novo
has much more fire and drive and
much less subtlety-all functions of
the contrasts between Shorter's introverted approach, and Lawrence's
extroverted playing and outgoing
personality. Guilherme Franco, percussionist and drummer here, contributes his musical share in brushwork ... and mean Brazilian brushwork, paralleled only by fellow countryman Airto (with Return to Forever).
Point of Light is from the additional
taping for this album and features
such luminaries as Ron Carter, and
Tyneresque Al Dailey. What a big
sound these guys produce. Al Dailey
plays so much piano. Of course, it's
the rhythmic and melodic genius of
one Ron Carter that supplies the life
foundation to this energy laden composition. Carter's role in this most
progressive situation is desirably comparable to his role in Trident (Milestone 9063, an unequalled trio album
in 1975; mixing the talents of Elvin
Jones, Tyner, Carter). In both cases he
is free of the harness he wears at CTI,
where sweet, overproduced commercialized jazz has practically overtaken
the firm's adventurous progressive
beginnings.
Lawrence knows his axe. He knows
harmony; melody and the works. Solid direction and a potent sound crystallize his efforts into a musically and
I

AUDIO

AUGUST, 1976

Many loudspeaker systems introduce
coloration into the audio reproduction,
and this is the difference between the
sound the recording engineer wants you
to hear and the sound your loudspeakers
let you hear.

Most loudspeaker manufacturers go to
extreme lengths and great graphic detail
to show you how their products are made,
but it is well known that even after the
designers and engineers have
finished, loudspeakers can only
be selected through subjective
listeningeningtests.

Listen carefully, because
Mordaunt-Short British
Loudspeakers
STOP THE DIFFERENCE!
To enjoy the experience of these
loudspeakers write for the name
of your nearest stockist plus
full specifications and reviews to:
LAMB LABORATORIES
155 Michael Drive
Syosset, N.Y. 11791

Mordaunt-Short Ltd
81

Its
almost
time...

EXCITING NEW
56th ANNIVERSARY
EDITION
Available at Your Nearby
1st
Radio Shack September

to get your new Radio Shack
catalog at one of our 4200 stores!
Hi-Fi CB Phonos Radios
Recorders Tapes Public Address
Intercoms Alarm Systems Tubes
Books Calculators Batteries
Auto Ignition Kits Antennas
Parts Test Instruments More
See what's really new in electronics for
home, car, work, school. Our exclusive

nationally advertised brands: Realistic,
Micronta, Science Fair, Archer, others.
Make it a "must" to come in for your copy
of the most popular catalog in electronics!

FREE

1977 EDITION

Over 2000 Items
164 Pages of Exclusives

Beautiful Full Color

adre IhaeK

A TANDY COMPANY

SAVE! OUR PRICES ARE WITHIN 1% OF OUR JULY, 1975 PRICES!

Realistic?
Pioneer?
Marantz?

technically brilliant performance.
While he has learned from Trane, his
exploration of different ground is revealed, upon closer inspection. If
could pick only a handful of artists to
I

listen to, you can believe Lawrence
(Summer Solstice) would be one.
Eric Henry

Performance: A

Realistic STA-84
Stereo Receiver.
About $300.

Who's #1 in audio equipment?

Three famous national component brands, each with fine equipment

at all the traditional price points, each with fine magazine ratings and
lots of customers. Naturally we at Radio Shack like to think Realistic*
is top dog. Our reasoning goes like this:
Realistic has over 4600 stores-the entire worldwide Radio Shack

-

and 21 years of manufacturing experience. Realistic
has exclusive Glide -Path* and Auto -Magic' controls. An audio
consultant named Arthur Fiedler. Service like no tomorrow. And prices
like yesterday.
Maybe a better question is who's #2?

system

adie thaek

Over 4600 Stores

-

Dealers

-

A Tandy
since 1921
Great soundCompany

USA, Canada, England, Australia, Belgium, Germany, Holland, France, Japan

Registered Trademark

Free
Speaker
Catalog.
A 36 -page compendium of stereo speaker kits,
raw speakers, accessories and tips on how to build high
quality speakers in the privacy of your own home.
Practically a manual on speaker building, our catalog features two, three,
four-element and folded -horn speaker designs in forms ranging from parts
only to completely assembled.
Over half the catalog is devotedto the person who wants to build his own
speakers totally from scratch using our extensive array of tweeters, midranges
and woofers, including exponential horn/drivers.
Send for it today with the coupon or by calling our toll -free number,
8 am-3 pm, Pacific Time, Mon -Fri.

1pcciketlo5
I

'

Operator AD -4
1-800-426-7736

I'm interested. Send me your free catalog.
NAME

Speakerlab

ADDRESS

Department

(CITY

im

STATE

ZIP

i

AD

-8

5500 35th N.E.

Seattle, Washington 98105
Noi
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Sound: B+

The Tommy Flanagan Tokyo Recital:
Tommy Flanagan
Pablo 2310-724, stereo, $6.95.
I
understand that, to date, sales of
this splendid album stand at a paltry
6,000 copies-so much for the taste
level of the mass record consumer.
Alas, Tommy Flanagan isn't going to
appeal to the shop girls, secretaries,
and studs who frequent the discos
and buy millions of Elton John, Diana
Ross, and Earth, Wind & Fire recordings. Flanagan is also unknown to the
"crossover" audience, those quasi jazz fans who boogie ecstatically to
the latest sounds of Herbie Hancock
and Chick Corea. It is a handful of
buffs that provide the meager support
for artists like Tommy Flanagan, and
that's why he has submerged himself
in his role as ace accompanist to
popular singers. In the 60s he worked
with Tony Bennett, and for the past six
or seven years he has supported Ella
Fitzgerald who, these days, needs all
the help she can get.
During the periods when Ella isn't
working, Flanagan gets a chance to do
his own thing (Ella rarely gives him a
solo); he works occasional gigs at
Bradley's, an excellent piano room in
NYC's Greenwich Village, and last
year he joined Norman Granz at the
Tokyo Jazz Fair where Granz was astute enough to record this superb set
of Ellington/Billy Strayhorn tunes.
Flanagan, one of the finest interpreters of Bud Powell's bop piano innovations, is a soloist of impressive
rhythmic and melodic gifts; I've never
heard him when he doesn't play with
taste and a supple flow of invention.
On this recording, his keyboard agility
is a dazzling display on numbers like
Caravan, Mainstem, and Take The A
Train, all crisp, precise performances
performed with a light, driving swing.
Flanagan gets fine support from
drummer Bobby Durham and particularly bassist Peter Betts, a powerful accompanyist whose brawny style provides excellent little fills when a space
opens up. On the Ellington/Strayhorn
ballads, the two rhythm men respond
beautifully to Flanagan's changes in
mood, tempo, and feeling. Their rap -
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port with the pianist is deft and sensitive as Flanagan's gossamer touch
turns Chelsea Bridge, Day Dream and
Something To Live For into melodic
gems.

My only complaint about this album is the sound-it's a bit boxy-I
had to turn the treble on my hi fi all
the way up to get the clarity and definition wanted.
John Lissner
I

Sound:
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Continuum: The Duke Ellington Orchestra Under Mercer Ellington:
Fantasy F-9481, stereo, $5.95.

An Excellent Loudspeaker Needn't Cost A Fortune.

The Polk Audio Monitor Series.
These three loudspeakers cost $99,
$129, and $189 each. They sound
remarkably similar to each other. They
also sound remarkably similar to
speakers which sell for three, four, or
five times as much.
The Polk Audio Monitor Series
all incorporate a one -inch soft -dome
high -frequency unit, a phase coherent crossover using large
air core coils, six-inch ultra -low mass
plasticized upper bass -midrange drivers,
and fluid -coupled low -resonance
sub -bass radiators. The sound is
natural, boxless, and of
consistent high definition.

When Mercer Ellington took over
the helm of his father's band the day
after Duke's funeral to honor a cornmittment in Bermuda, he had, to put
it mildly, severe personnel problems.
Of course, the "pianist" had to be replaced; indeed, the bodies of two Ellington stalwarts, Duke's tenor man of
20 years, Paul Gonsalves, and Ellington's long-time vibest and trombonist
Tyree Glenn were both lying in the
same funeral home along with the
maestro.
Mercer Ellington still had two of the
greatest Ellington veterans, baritonist
Harry Carney, the rock on which the
band was built for almost 50 years, and

We invite you to visit the
finest audio salons to compare
our speakers with the best made
(costing up to $4000 a pair!). Be
ready for an earopener.

Write us to find out where.

4900 Wetheredsville Road
Baltimore, Maryland 21207

trumpeter Cootie Williams. Sadly,
Carney was to pass away in the next
few months though fortunately not
until he recorded two cuts on this album, Blue Serge and Drop Me Off In
Harlem, where his authoritative, robust sound makes its presence felt. Carney's replacement, Joe Temperly,
makes a good stab at the baritonist's
tone and phrasing on a tribute piece
called Carney. Mercer Ellington's replacement for his father on piano is

liltlntosh

CATALOG
nd FM DIRECTORY
Get all the newest and latest information on the new McIntosh Solid State equipment in the McIntosh catalog. In addition you will
receive an FM station directory that covers all of North America.

one Lloyd Mayers who utilizes the

Duke's florid, flowing inflections,

spare chordings, and dazzling arpeggios. New tenor sax man Ricky
Ford is an admirable addition to the
Ellington ranks and does a standout
job on Happy Go Lucky Local. But
overall, since these sides were made
in 1974 and early '75, the ensemble
sounds tentative; the rhythm section
doesn't always kick. understand that
in the past year, the band's performances have greatly improved; if Mercer can hold the group together and
the musicians get a bit more adrenalin
into their playing, perhaps the spirit
and music of Duke Ellington can be
preserved.
John Lissner
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McIntosh Laboratory, Inc.
East Side Station P.O. Box 96
Binghamton, N.Y. 13904

SEND

Dept.
I

TODAY!

NAME
ADDRESS

CITY
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STATE

ZIP

B

If you are in

a hurry for your catalog please send the coupon to McIntosh.
For non rush service send the Reader Service Card to the magazine.

Check No. 20 on Reader Service Card
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Classified
ANTI -SKATING for AR TURNTABLES!! Proven counterweight design of nickel steel & aluminum construction. Install yourself in minutes. 87.00 postpaid. (Dealer inquiries invited.) AUDIO INNOVATIONAL PRODUCTS, P.O. Box 1607.

Portsmouth, N.H. 03801.

-

-

ORTOFON
SUPEX
OTHER MOVING COIL CARTRIDGE OWNERS; Send for free literature on our MicroSuperb
performance at $99.95. Huntington
Preamp
Electronics, Box 2009-A. Huntington, Conn. 06484

ELECTRONIC CROSSOVERS-ALL TYPES. Updated definitive booklet describes applications; how to improve speaker
systems; $5.00 postpaid, credited to first purchase. Huntington Electronics, Box 2009-A, Huntington, Conn. 06484.
LOWEST DISCOUNT PRICES ANYWHERE on audio equipment. All major brands discounted. Write for quotes, K&L
Sound Services. 75 N. Beacon St., Watertown, Mass. 02172.

DIAMOND NEEDLES and Stereo Cartridges at Discount
prices for Shure, Pickering, Stanton, Empire. Grado and ADC.
Send for free catalog. LYLE CARTRIDGES, Dept. A, Box
69 Kensington Station, Brooklyn, New York 11218:

ú4

GRAPHIC EQUALIZER PLANS: Novel circuit very effective/inexpensive, requires no inductors. Ten knobs (octave
bands) compensate your Hi-Fi/Tape providing better listen ing. Complete plans rushed only $3.49. GREEN BANK SCIENTIFIC, Box 100C, Green Bank, WVa. 24944.

RESEARCH INSTRUMENTS CO. Low
noise-low distortion, stereo preamps. Why buy our pre amps? Free info. write B.R.I.C., 1400 Gardenia Circle,

BAUMAN

Rosenberg, Tex. 77471

DON'T PAY THE HIGH MAIL ORDER PRICES
THIEVES WAREHOUSE

OF FT.

WALTON BEACH

652-D BEAL PKWY., N.W., FT WALTON BEACH,

FL

32548

JBL SA -660 integrated amp 70/70W $225. Micro Acoustics QDC-1e electret cartridge brand new w/warranty card
$75, Mark Levinson JC-1 pre-preamp $100, call (213) 3921464 eves.
DON'T PAY THE HIGH MAIL ORDER PRICES.
# 6.
THIEVES WAREHOUSE OF ATLANTA
BELVEDERE PLAZA SHOPPING CENTER,

1203 COLUMBIA DRIVE, DECATUR, GA 30032.
ONE STOP for all your professional audio requirements. Bot-

tom line oriented. F.T.C. Brewer Company, P.O. Box 8057,
Pensacola, Florida 32505.

DON'T PAY THE HIGH MAIL ORDER PRICES
THIEVES WAREHOUSE

OF

SARASOTA

6564 GATEWAY AVENUE, SARASOTA, FLORIDA 33581
BUILD YOUR OWN SPEAKERS AND SAVE UP TO 50%
You can assemble your own high quality, multi-element stereo speakers in a few hours and save up to half the cost of

WESTCHESTER

AND

COUNTY

FAIRFIELD

AUDI-

OPHILES TAKE NOTE! THE AUDIOPHILE, 201 BEDFORD
STREET, STAMFORD, CONN. specializes in equipment for
the connoisseur. G.A.S., Koss Model One, ADC. Crown, Dahlquist, Dyna, Epicure, Infinity, Philips, SAE, SME, Stax, TEAC,
Technics, Thorens, Soundcraftsmen, Denon, Sonus and many
more. (203) 348-3551 (Closed Mondays).

-

BUILD THE WORLD'S FINEST
KEF B-139 woofer,
SPEAKER
plastic cone woofer, $28; B-110
range, $25.50: T-27 tweeter,

TRANSMISSIS:d LINE
864 each: B-200 8 -inch
5 -inch

plastic cone mid-

$18.

Free

plans

and

ATTENTION
WESTERN NEW YORK AUDIOPHILES
The word is getting around!! Our personalized, hon st service
and quality equipment make a winning combinatio. In addi.

incomparable AUDIO RESEARCH lint (T-1 B's
black/natural in stock), we carry AMPZILLA. SAE, I hase Linear, Yamaha, Quintessence, LEVINSON, B&O, IMF, MAGNE tion to the

PAN, M&K Subwoofers, Hegeman, Infinity, RTR, ESS, DAHL-

QUIST, Fulton Music, QUATRE, Onkyo, Connoisseur, Technics,
Thorens, Dynaco, Transcriptors, Cerwin Vega, Sound -

craftsman, Supex, Ortolan. ADC, Micro -Acoustics, Damped

shipping with purchase.

SME, Linn Sondek, KMAL, Naim Audio, etc. The Stereo Emporium, 3407 Delaware Ave., Buffalo, N.Y. 14217. (716)

AUDIO BREAKTHROUGHS

814-3372.

1681 Northern Boulevard, Manhasset, New York 11030

DKL SOUND LAB
DKL SOUND LAB

(516) 627-7333
ATTENTION DYNA OWNERS. Our Dyna Double 4000
modification with 16 output transistors, front end bypass,
and 80,000 mfd power supply is twice as fast and twice as
strong as a stock ST -400. Our Super PAT -5 has lightning
fast ICs and improved high gain phono section. With a Denon
in, these Super Dyankits show you

just how

DKL SOUND LAB

DISTANCE/MAIL
PERFECTIONIST AUDIO COM-

A COMPLETELY NEW APPROACH TO LONG

ORDER

SALES

OF

PONENTS.
FEATURING -

DL103S straight
great our Fulton Js and Magneplanars will play. JENSENS
STEREO SHOP, where State of the Art is affordable. 2202
River Hills Drive, Burnsville, Minnesota. 55337. 612-890-

A( A CONTINUAL EVALUATION PROGRAM OF NEW PROD-

3517.

TORY CHECK-OUT AND

CANADIANS

-

DOUS DISCOUNTS.

DYNACO

Write

COMPONENTS

En -Jay

AT TREMEN-

Sales. Hornepayne, Ontario.

DISGUSTED WITH AMERICAN RECORDINGS? Tired of
paying import prices? Join us at STEREOPHILE in mounting a
campaign to bring US record companies back to the view
that high fidelity means musical realism, not tick, boom and
screech. For information about this lively, literate publication
that is still leading the audio industry since 1962, write
STEREOPHILE, Box 49S, Elwyn, Pa. 19063, or send $7 for 4

UCTS TO MAINTAIN A SELECTION OF ONLY THE FINER AUDIO COMPONENTS AT SEVERAL PRICE LEVELS
BI AT YOUR REQUEST, A COMPLETE

PRICES INCLUDE SHIPPING INSURANCE BY SURFACE
TO ANYWHERE IN CONTINENTAL UNITED STATES; AIR
FREIGHT AND FOREIGN SHIPMENTS ALSO AVAILABLE.
D) A WIDE SELECTION OF GOODS CONSIDERED

OF-THE-ART'

BY

SIGHT & SOUND LTD.

OUR LINES
ADS, AKG, B&O, Harold Beveridge, Inc., Beyer, Bose, Crown,

Dahlquist DBX, GAS, Gately, Harman-Kardon, JBL, Linn Sondek/KMAL, Magnepan, McIntosh, Micro Acoustics, M&K, Ortofon, Philips, Rabco, Revus, Sonus, Soundcraftsman, Tand -

"STATE-

AUTHORITIES

JUDGED "BEST SOUND PER DOLDBX
PAOLI

STAX

MAGNEPAN
REVOX

KEITH MONKS (KMAL)

DENON

DKL CUSTOM PRODUCTS

QUATRE

LUX AUDIO (LUXMAN)
LINN-SONDEK

FULTON (FMI)
"HAND -TUNED" DECCA MKV

DYNACO

AMBIPHON

DKL CUSTOM RASCO

SHEFFIELD LABS

BGW

SOUNDCRAFTSMEN

DAMPENED SME

SUPEX

M&K SOUND (BOTTOM END)

SONIC RESEARCH (SONUS)

TANNOY

Catering to the audiophile who desires the absolute in sound,
equipment, service and professionalism.

AUDIOPHILE

LAR" INCLUDING:
IMF (FRIED)

Audio Amateur, Box

LEADING

PLUS COMPONENTS

AUDIO RESEARCH

$9 year. Free Prospectus tells all:
176AU, Peterborough, NH 03458.

DKL LABORA-

TORY, INCORPORATED.
C) ALL ITEMS IN STOCK FOR IMMEDIATE SHIPMENT:

MAGNEPLANAR TYMPANI I B's Black Good Condition
with Warranty Transfer $575; SAE Mkl $235: Audio Research SP3A-1 $600: Box # 2036, 1209 Sutter St., S.F.,
CA. 94109 415-282-7275.
THE AUDIO AMATEUR: The quality constructor's quarterly
teaches, publishes tested construction projects: transmission
lines, electrostatics with 900w direct drive tube amplifier,
electronic crossovers, mixers, preamps, 9 octave equalizers.
Detailed equipment modifications, maintenance, kit reports.

WRITTEN LABORA-

LISTENING TESTS PERFORMED

ON YOUR COMPONENT PURCHASE BY THE

issues.

RTR INDUSTRIES

MAKE YOUR MUSIC COME ALIVE. THE DKL SOUND LAB
SPECIALIZES IN COMPATIBLE COMPONENT COMBINATIONS
OF

EVERY DESCRIPTION

DESIGNED TO

MAXIMIZE THE

SONIC POTENTIAL OF YOUR SOUND SYSTEM.
CALL OR CORRESPOND WITH OUR SOUND ENGINEERS
FOR AUTHORATATIVE RECOMMENDATIONS TO INCREASE
THE DEFINITION AND DETAIL OF YOUR PRESENT SYSTEM.

comparable speakers. Send for our free 32-page catalog of
speaker kits, raw speakers and accessories. SPEAKERLAB,
Dept. A2, 5500 -35th N.E., Seattle, WA 98105.

berg, Yamaha.

OPERA TAPES. Historical performances of past 40 years.
Unbelievable treasures and rarities. ALSO LP RECORDS. Free
catalog. Ed Rosen, 66-33 Saunders St., Rego Park, N.Y.

patience and service.

11374.

FOR SALE

FOR SALE

FOR SALE

OUR STAFF

-

all devoted auEngineers, physicists, musicians, teachers
diophiles dedicated to providing the epitome in experience.

DKL SOUND LAB

943 BONIFANT ST.
SILVER SPRING, MARYLAND 20910
1301) 588-6257

OUR LOCATION

Campus Hills Shopping Center, Five miles northeast of Bel
Air, Maryland 21014 on Route 22. Phone 1-301-838-2100.

SHOWROOM HOURS: DAILY & SATURDAY 10AM-6PM.
CLOSED SUNDAYS
"WE MAKE YOUR MUSIC COME ALIVE"

Rates: 35q per word per insertion for noncommercial advertisements; 60e per word for commercial advertisements. Frequency dis-

counts as follows: 3 times, less 10%; 6 times, less 15%; 12 times, less 20%. Closing date is the FIRST of the second month preceding the
date of issue" Payment must accompany all orders. Use the handy self-addressed, postage paid card at the back of this issue. When
replying to Audio box number ads, send letters c/o Audio, 401 N. Broad Street, Philadelphia, Pa. 19108. For more information about
classified advertising, circle Reader Service Card #135.
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FOR SALE
BATTERY

FOR SALE

OPERATED, HAND-HELD AUDIO OSHz, 400 Hz,
kHz, 15 kHz, with balanced out-

CILLATOR, 30

1

put.

Ideal for testing, alignment, trouble shooting. Use to
check frequency response, distortion, gain, crosstalk,

noise -$59.95 postpaid. TIMEKEEPER,
Neck, N.Y. 11021

Box 35, Great

P.O.

INFINITY 2000A speakers - $350 pr.; SAE 316 amp $140. Excel. cond. R. Johnson, 728 Avon Fields Ln., Cincinnati, Ohio 45229. (513) 861-4318.
DON'T PAY THE HIGH MAIL ORDER PRICES.
THIEVES WAREHOUSE OF TALLAHASSEE, 1119 APALACHEE
PARKWAY, PARKWAY SHOPPING CENTER, TALLAHASSE,

FLORIDA 32301.

FOR SALE

NOW ALMOST 14 YEARS OLD, STEREOPHILE has become the most widely -copied audio publication of them all. It
should be: We pioneered subjective testing (by ear), devised
a unique vocabulary for describing nuances of reproduced

sound, proved that a subscriber -supported magazine could be
blunt without being churlish, and led the industry by demanding higher standards of reproduced fidelity than it could
provide. STEREOPHILE is not for the neurotic compulsive
who must own the Best On the Block, but for the listener
who wants the most natural possible reproduction of music.
Only $7 for 4 issues, or write to STEREOPHILE, Box 49S, Elwyn, Pa. 19063 for details.

LINCOLN

-Dedicated

-

OMAHA

To The Reproduction Of The Original Sound

AUDIO SYSTEMS & DESIGN
5421 South 84th St., Lincoln, Nebr. 68516 (402) 489-9888
4408 Capitol Avenue, Omaha, Nebr. 68131 (402) 556-7559
DON'T PAY THE HIGH MAIL ORDER PRICES. THIEVES

# 201,

WAREHOUSE OF MIAMI, 1756 S.W. 8th STREET,

MIAMI, FLORIDA 33135
TAPE CLOSEOUT dozen reels, 1200' $800 postpaid guaranteed. Mitchell. Box 132A. Flushing, N.Y. 11367.

AMPEX TAPE -NEW 1800' on 7" reel 12 for $18 POSTPAID; 1200' 12 for $13 POSTPAID -free list-WIDE RESPONSE, 6114A SANTA MONICA BLVD., HOLLYWOOD, CA.
90038.

CONNECTICUT: Yamaha, Advent, JBL, Bose, Citation,
McIntosh, Tandberg, B&O, Harman/Kardon, Ortofon, Epicure,
Design Acoustics. Will ship prepaid. Sounds Incredible, 226
White St., Danbury, Conn. 06810. (203) 748-3889

DON'T PAY THE. HIGH MAIL ORDER PRICES
THIEVES WAREHOUSE

OF ST.

PETERSBURG,

9151 Park Boulevard, North Largo, Florida.

-

phone quotes only.
FREE SAMPLE! World's only audiophile's classified newsletter. AUDIOMART. Box 821, Stratford, Connecticut 06497.

SUBSCRIBE!

$5/12

issues.

HEATHKIT AR15 Receiver, $150. Tel. 513-549-2957 Mo-

MAGNEPAN, B&O, Phase Linear, Klipsch, Barzkay cabinets,
á many more. INTERIORS PLUS SOUND, 3038 N. Fed.
Hwy., FT. LAUDERDALE, FLORIDA 33306; (305) 5663511,

yer.

-

MINNEAPOLIS

-Dedicated To The Reproduction Of The Original Sound
Audio Research, Bang & Olufsen, Klipsch, Audionics, Radford,
Revox, Linn Sondek, Crown, dbx, Sequerra and others....

STEREO ONE

FAIRFIELD, CONN.
For the exceptional listener who demands purity and

BOZAK

Butler Square, Suite 114, 100 North Sixth Street,
Minneapolis, Minn. 55403. (612) 339-4641

Definitive Audio

group of engineers and audiophiles
whose primary goal is to provide the discriminating listener
with the finest sound reproduction that current technology
can produce.
is a

We are currently recommending the following products Audio Research
Mark Levinson
Fulton "J"
Dynaco (modified)

Magneplaner
Dahlquist

Quatre
Yamaha

FMI 80

Audionics

Stax

Paoli
Radford

Denon

Fidelity Research

Nakamichi
Sequerra
Revox
Philips

SME (modified)
Linn Sondek
II1G

Grace
ERA

NAKAMICHI

ROTEL

MAKING HIS MOVE

DAHLQUIST

Grove, Pa., has taken

LINN SONDEK

ADS/BRAUN
YAMAHA

AKG

STAX
TDK

DENON

MAXELL

SUPEX-GRACE

DBX

Mk6

Decca

If you enjoy music and are interested in the finest reproduction, you will appreciate...

DEFINITIVE AUDIO
3414 N.E. 55th
Seattle, Washington
98105
(206) 524-6633
Tues -Fri 12-8 Sat 10-6 Appointments on Sun&Mon

Ventura

Blvd..

Woodland

Hills

-

Village, Woodland

Hills,

Calif. 91364. (213) 348-4600.

M -K BOTTOM END

We pay freight
STEREO ONE INC.
FAIRFIELD, CONN.

RD.

PHONE

06430

203-255-5939

CANADIANS: Transcriptors turntable specially modified to
accept SME 300 9/2 arm. Glass, skeleton model with gold
plating. $500. including freight. M. Dimirsky, 284 Scotia St.,
Winnipeg, Man. R2V 1W1 Call 204-338-9448 aher six.

FRIED "H" LOUDSPEAKERS custom assembled. Custom
subwoofers using Hartley drivers. Transcriptors turntables.
Russound Switching Patching Center. Jonas Miller, Sheffield,
Ambiphon, Oryx recordings. FR, Supex, Denon, Decca cartridges. TriChannel stereo pair English tubed amplifiers, rare
superb buy $495. AR SP3a-1 N preamp nearly new $695. AR

An

DUAL -76 amplifier $777.50, pristine. Marantz

Au da ire

# 240 nearly
new amplifier $285. Rockford Equipment cabinet, excellent
$90. Jensen Fives loudspeakers, blue grilles, mint $325 pair.
Hartley Holton loudspeakers reconditioned like new $335

DON'T PAY THE HIGH MAIL ORDER PRICES.
THIEVES WAREHOUSE OF BIRMINGHAM,
123 ROEBUCK PLAZA DR., BIRMINGHAM, ALA 35206

THE SENSIBLE SOUND in its current issue reviews the
Jenszen ZVS-2, Klipsch Cornwall, Lafayette 2005, Advent,

smaller Advent, I.M. Fried Model Q, JBL L36, Technics SL
1350, Phase Linear 200, B&O M70, Dahlquist DC 10, Shure
M95ED, plus much more. We report on value for your dollar
instead of choosing a State -of -the -Art illusion. $10/4 issues,
$11 Canada. $16 foreign air. 403 Darwin Dr., Snyder, N.Y.

14226.

uncommon Hi-Fi store serving Portland far thirty years

with the finest in products, service, and people.
Audio Research

Grace

Marantz tubed

equipment.

GOLDEN

EAR. Box

HIGHEST DUALITY USED EQUIPMENT: IMF Studio 3B,
ea; IMF ALS40A. $250 ea; AR LST2 (New). $250 ea;
Revox A700 deck, $1200; JBL S8R system in encl, $750 ea;

$300

JVC PST -1000 pre-amp, $300; Crown DC300A $600; Sony
2000F pre -amp, $350; Tandberg 9000X deck, $550; Sony
TTS-3000A w/Vestigal arm, $250; McIntosh MR55 tuner,

$150; Marantz 3300 pre -amp. $280; Marantz 250 amp,
$350; Marantz 500 amp, $850; Citation A pre -amp, $175;
Transcriptors Skeleton turntable w/arm, $250; Decca London ribbon tweeters. $50 ea; Marantz 208 tuner, $550; H -K
1000 deck, S200; McIntosh ML2C spks, $425 ea; Thorens
TD125 w/SME, $325; Four (4) Dayton -Wright XG8 Mkll
w/power supply, $2000. All guaranteed 90 days parts & laAudio Consultants, Inc., 517 Davis St., Evanston,

McIntosh
Magneplanar
Fulton
Advent
Phase Linear

SME
Denon

Mark Levinson
Nakamichi

DON'T PAY THE HIGH MAIL ORDER PRICES.
THIEVES WAREHOUSE OF BIRMINGHAM # 2, 203 SOUTH
18TH STREET, BIRMINGHAM, ALABAMA 35233

bor.

Crown
Harmon-Kardon
Yamaha

Sony V-FET
Marantz

McIntosh,

2117, Riverview, Michigan 48192. (313) 479-1234.

Radford

Quad

McIntosh C-75 amplifiers, absolutely pristine, two
$535. Swiss door chimes play "Dixie", other tunes $12.95.
We're the ones for DBX, Stax, C/M, Oynaco. Revox A-77
MK -III 4-tra:k tapedeck, mint $650. WANTED: Futterman,
pair.

60201. (312) 864-9565.
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PORTLAND, OREGON
HAWTHORNE STEREO

Dahlquist
Beveridge
Polk
Audionics
Technics

DYNAKITS, Ace Audio, Philips Drivers. Lowest quotes. AIIKits, Box 864, Destin, Florida 32541.

AUDIO

Mel Schilling, formerly of Willow
his knowledge of music and sound
to California, where he will continue to serve a select
nationwide clientele devoted to ultra state-of-the-art stereo.
All shipments prepaid and insured. Write or call
20929

PHASE LINEAR

ORTOFON

1229 POST

-

Dunlap -Clarke

Quad

Shure

332-4252.
fidelity

BANG & OLUFSEN

SEATTLE, WASHINGTON

DEALERS!! CONSUMERS!!
Write for quotes on all medium and many High End lines. We
need campus reps and people seriously interested in hi-fi to
properly demonstrate a fantastic loudspeaker line. Liberal
compensation for qualified individuals. Write: ATTN: Andy,
1010 South Dunn St., Bloomington, Indiana 47401. (812)

of sound, we have carefully evaluated and offer:
MARK LEVINSON
.STEREOTECH

MCINTOSH
THE SOUND ENVIRONMENT

-

Audio Research, Bang & Olufsen, Klipsch, Audionics, Radford,
Revox, Linn Sondek, Crown, dbx, Sequerra and others....

IL.

Stax
Fidelity Research

G.A.S.

Philips
West: 8680 S.W. Canyon Rd., Portland, Oregon 97225.
3580 S.E. Hawthorne Blvd., Portland, Oregon 97214.

East:

503-292-4401.

MINT USED COMPONENTS: Audio Research Tympani III
T/M $600. Audio Research D75A $650, Decca 4RC $60,
Dynaco PAT 4 $100, Thorens TD -124 w/audio & design are
$250, Dynaco Stereo 80 $90, Bose 4401 $400, Ortofon
SL15E $45, Citation 12 $225, Epicure
$525, Thorens TO
125 ABMKII $300, Quad FM3 $215 (new), Quad 303 $215
(new), ADC XLM MKII $50 (new), AR3A $250 pr., Marantz
2240 $350. Sherwood S3300 $100, Audionics TL3OB
$275 pr. Audionics TL50 $325 pr. QUALITY DEMOS
W/WARRANTIES. Hartley Concertmasters Jrs. $550 pr.,
Hartley Concertmasters w/24" woofers $1200 pr. IMF
TLS80 $1425 pr., Crown IC150 $225. Sound Advice, 536
State Road, Emmaus Pa. 18049. Mon.- Tues., Thurs.. Fri., 129:30. Wed. 6-9:30. Sat. 10-6. (215) 967-4418.
1

e

m assach u setts

1

\ nortp=

219 main street

STUDIOS,

NEW AT

12S Preamplifier, and

CONN.

Quad

405

Current

a

new moving coil cartridge! Week-

South Baywood Ave., San

Jose, California 95128 (408) 984-6655

scriptors, Klipsch, Citation. Decca, SME, Sequerra, Micro/Acoustics, Lamb, Dahlquist, Tannoy, Yamaha, Sound craftsmen, Marantz, and more...Also custom room equalization, individually damped Altec & JBL Monitors and an ongoing equipment evaluation program, The House of Sound,

$300, ML2C - $1200,
McINTOSH ML1O $350. 2100
2300 $1000. Heathkit Modulus with CO4 and SY $600, JVC
SEA10 Equalizer $50. C.F. Wilkins 313 464 8239 after 7:00
-

PM.

SAVE DOLLARS when you buy from an Audio Co-op!! Our
collective purchasing means the lowest prices for you on
most top equipment. Write today for quotes. Studiotech, Box
1372, New Haven, Conn. 06505.

ter 6pm.

$525 both. MR
276-4576.

-

Duluth, Minn 55811

NORTHWEST AUDIOPHILES
THE FINEST IN AUDIO COMPONENTS-Audio Research,
Audionics, Beveridge, Cambridge, Celestion, Crown, Dahlquist, Dayton Wright, Decca, Denon. Dunlap Clarke. Dynaco,
Fidelity Research, Fulton, Formula 4, Gale, Grace, Hartley,
Linn Sondek, Magnepan, Mark Levinson, Nakamichi, Otari,
Polk, Quad, Quatre. Quintessence, Radford, Soundcraftsmen,
Shure, Spendor, Stan, Supex Tandberg, Technics, Yamaha and
Custom Designed Superwoofers. HARTLEY ELECTRONICS

AND THE TIN EAR STEREO CENTER, 1502 BUTTERNUT, RICHLAND, WA. 99352 (509) 946-4459 until 8:00

946-1529

AN IMPORTANT ANNOUNCEMENT
Parnassus Audio is now producing a full Class A
(not AB) stereo power amplifier capable of relatively
high output power.
The
amplifier additionally satisfies the theoretical
criteria for completely eliminating transient intermodulation

distortion.
The difference in sound quality between this amplifier
and conventional amplifiers is easily audible, even to the
inexperienced.
We welcome requests for a descriptive brochure.
Dealerships will he limited.
Address all inquiries to: PARNASSUS AUDIO, INC.,
2918 Harper Street, Berkeley, California.

-

318-

JACKSONVILLE FLORIDA, 32211

1531 SOUTH DALE MABRY, TAMPA, FLORIDA 33609

INFONICS DUPLICATORS! For

a

19072. (215) 667-3048.

-

bunch of reasons you

especan't afford not to consider Infonics Duplicators
cially since factory installation and training are included in
the list price! INFONICS DUPLICATORS, 219-879-3381.

AKG, ALTEC. BEYER, CROWN, DAHLQUIST, DBX, DECCA,
INFINITY, KLH 9s. Koss, Nakamichi, Ortolan, PHASE LINEAR,
PMI, REVOX, SAE, Sennheiser, Sequerra. Sony, Stanton, Stax.
Supex, Tandberg, TASCAM, Technics, Thorens, etc.

HI-FI HAVEN
28 Easton Ave.
New Brunswick, N.J. 08901

-

Listen to every speaker available
SHOP AROUND
New
then come to Cyberacoustic Laboratory and hear RTR's
PhilaDirect Drive Electrostatic DR -1 speaker system at
145
by appointment
delphia's exclusive distributor
N. Narberth Ave., Narberth, Pa. 19072. (215) 667-3048.

-

-

BERKELEY, CALIFORNIA

201-249-5130
DAHLQUIST DQ-10's, Phase Linear 4000, Harman Kardon
Citation Sixteen, B&O 4002, Yamaha CT -7000. Call 515274-1092.

THIEVES WAREHOUSE

OF FT.

-

Audio Research Fulton (FMI), Paoli, Shure
SAN DIEGO
V15 -G, ERA. Grace, Connoiseur, Audio Pulse. Time Delay,
Keith Monks record cleaning, Or. Johnson. by appointment,
3737 Moraga, Suite 214, San Diego, Ca. 92117.

FMI

GAS

M&K

Quad

33306.

DYNA STEREO 70 MOD KIT. Tighter bass, improved transient response, higher definition. Complete instructions, schematics, parts list. $5.00. With parts kit, including all new
tubes. $58.00 all postpaid. Audio Designers, Box 122, Led yard, Conn. 06339.

Gale

Hervic

Polk

Quatre

Stax
Braun

Radford
Ampzilla

Beyer

C/M Labs

Fulton

Audionics
Cambridge

Quatre
Magnepan

Parnassus

Quad ESL

Quintessence
Mark Levinson

Audionics
Cambridge
Dahlquist
Sennheiser
Beveridge ESL

DON'T PAY THE HIGH MAIL ORDER PRICES.
THIEVES WAREHOUSE OF PLANTATION, 231 SOUTH STATE
ROAD 7. PLANTATION, FLORIDA

ADS

ADS

headphones

LAUDERDALE 3347 NORTH

FEDERAL HIGHWAY, FT. LAUDERDALE, FLORIDA

electronics

speakers &

DON'T PAY THE HIGH MAIL ORDER PRICES.

Northern Minnesota's finest Audio
dealer. Crown, SAE, Infinity, Yamaha, Ortofon, Shure, Thorens, Pioneer, Sony, Kenwood. E -V, Teac. Finest selection
will ship prepaid. SOUNDAMERICA 2116 Maple Grove Rd.,

7C, 8B

NEW GENERATION Crown Amplifiers, Cleanest, Smoothest
sound ever produced - Crown 01200/HP1200. on demo
only at Barclay Rc-ording, 145 N. Narberth Ave., Narberth, Pa.

DON'T PAY THE HIGH MAIL ORDER PRICES
THIEVES WAREHOUSE OF TAMPA

32217

-

THIEVES WAREHOUSE OF JACKSONVILLE,
1239 ARLINGTON ROAD & LONE STAR

Evenings, Please.

DON'T PAY THE HIGH MAIL ORDER PRICES. THIEVES
WAREHOUSE OF JACKSONVILLE, 6078 OLD ST. AUGUSTINE

71

DON'T PAY THE HIGH MAIL ORDER PRICES.
Mint Condition $125. (518-885-7018)

LEVINSON JC-1

(413i S844498

- $425. 700B $550. Maranta
$215; KC60-60 $110. All mint

PHASE LINEAR 4000

AUDIO RESEARCH Dual 76 - $600, Soundcraftsmen
PE2217 - $400, unused ADC XLM - $30, 912-746-0037 af-

l

THIEVES WAREHOUSE OF KNOXVILLE.
PIKE. KNOXVILLE, TN 37919

AUDIO TECHNIQUES!!!!

days 12-8, Weedends 12-6. 351

St., Manhattan, Kansas 66502.

5710 KINGSTON

OANBURY,

Dumping Amplifier, Quad 33 Preamplifier, Quad Electrostatic
Loudspeaker, BGW 202 Preamplifier, RTR ESR 6 Electrostatic
Tweeters, Dayton Wright SPS Mk III Preamplifier, Stas SRA

aud o

DON'T PAY THE HIGH MAIL ORDER PRICES.

ROAD,

IN PURSUIT OF EXCELLENCE WE OFFER: Infinity, Crown,
Revox, Fulton, Sennheiser, Philips, Ortofon, ESS, SAE, Beyer,
DBX, Altec, Technics direct drives, RTR, McIntosh, JBL, Tran-

821 Kent Ave., Baltimore, Md. 21228.

INTRODUCTION TO MUSIC through practical, reliable design. Speakers from $230 to $800/pr employing
All Class A
amplitude -phase compensated crossovers.
differential input Pre -Amplifier with only 23db of feedback,
unparalleled construction, $270. Write us for dealer nearest
you. Dealer and Rep inquiries invited. SEL Inc., 315 S. Fourth

PM, then

BROOKFIELD

OLD

SOUNDCRAFT 16 Channel Stereo Mixer, write W. Mullin,
2081/2 W. 13th, Anderson, Indiana 46016

AN

-

ORDER

06810

aa.asasrDrata.1110,

ROAD, JACKSONVILLE FLORIDA

ONE OF THE OLDEST MAIL

HOUSE. SEND FOR PRICE QUOTE AND PRICE LIST. CARSTON

$150, Citation Twelve $175 Barzkay design 10 cabinet
$150, Ross ESP -9 headphones $90, Pioneer 3 -way crasso ver $65. These little used cartridges. Denon 1035 $95, Supex 901 and RB pre-preamp $125. B&0 SP -15 $50, Supex
switchable transformer $90 Doug Robinson, Waterloo, Nebraska 68069. 402-779-2589

SOUNDAMERICA

PONENTS FROM CARSTON STUDIOS, NEW ENGLAND'S AUFIRMS (EST. 1952) AND CERTAINLY ONE OF THE MOST RELIABLE ALL ORDERS SHIPPED FROM STOCKED WARE-

WELL CARED FOR-Ampzilla $550, ARC 'NA Basc aanels
$600. ARC EC -3A crossover $500, 18' Hartley woofer,

86

SAVE UP TO 69% ON OVER 100 TOP BRAND AUDIO COMDIO SUPERMARKET,

tripod audio offers you advice
on & demonstrations of the
finest equipment available. our
emphasis is on giving you the
best sound/dollar value we can.
our suppliers include...
dahlquist
ampzilla
thaedra
bang & olufsen
A.D.;,
yamaha
allison
ex.;
advent
nakamichi
rcvox.
denon
technics
kenwoed
quintessence
deer,'..'
audio pulse
avid

tripod

FOR SALE

FOR SALE

FOR SALE

33317.

SME

THE JANIS WOOFER IS ABSOLUTELY FLAT TO 30 Hz.!
The specifications can only hint at the effortless. ultra -clear
and detailed bass reproduction to the limits of hearing. Typical response 30

-

100

Hz.

+

1/2dB, distortion about

1%

BSR

tape-recorders,
processors, &
accessories

ARK

Dbx

Audio Associates. Inc.; Box 88 Throgs Neck Station, New

HONG KONG, TAIWAN, JAPAN, Asia Directory. World
products information. Mail -orders, bulk -orders. Listings. Directory and Information $1.00 today. World Trade Inquiries.
Box

Supex

Win Labs

Revox

Connoisseur
Keith Monks
Linn-Sondek
Mark Levinson
Fidelity Research

STEREO WORKSHOP
2985 College Avenue

Berkeley, California 94705

6224, Spokane, Wash. 99207.

CYBERACOUSTIC LABORATORY is a research and development center combined with the most scientifically advanced audio acoustics lab; featuring Crown, IMF, Mark Levinson, Nakamichi, Burwen, UREI, RTR, DBX, Ortofon, Decca,
HK-Rabco. AKG, and more. Crown tape recorder specialists.
Send for tree catalog! 145 N. Narberth Ave., Narberth, Pa.

Beyer

Vac-o-rec
Nakamichi
Quintessence

4132.

Dual

Braun

Sheffield

HARTLEY 24" WOOFER, new in box; Ampzilla, new, with
meters, factory wired; Denon 1035, like new; 919-449-

KMAL
Grace

Lamb

max. About 60 W is enough to drive this speaker. Elegant in
size (22"x22"x18" high) and appearance. Full details: Janis
York, N.Y. 10465.

record -playing
equipment

(415) 843-5836
new hours
Sun -Mon

Tues -Sat

12-5 PM
6-10PM

closed

open for browsing

private appointments for auditions

&

consultation

19072. (215) 667-3048.

AUDIO

AmericanRadioHistory.Com
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FOR SALE

FOR SALE

CURRENT AND RECOMMENDED:
KOSS MODEL ONE SPEAKER. This is the improved current
version. Unlike most "state of the art' speakers, this is a full
range speaker without obvious weaknesses or strong points,
except for its phenomenal bass and power handling. Like all
truly accurate speakers, it can be made to sound terrible if
improperly used, $1075 ea. Smaller Model Two available

ARIZONA AUDIOPHILES

soon $650 ea.

DREADNAUGHT power amps from Dunlap -Clarke. The best
amps in their price range. Stable, well -protected, retain their
superbly clean sound into troublesome loads and at high
power levels. Very audibly superior to a whole crop of amps
claiming to be the best. Model 500, $900. Model 1000,

$1350.
GRACE 940 oil damped uni -pivot tone arm. The best arm for
most cartridges, $149. Also Grace 707, $129.
DECCA BRUSH. Over a million conductive bristles eliminate
need for liquids and reduce static, $15.
DECCA CLEAN-UP. The ultimate dust bug. Same bristles as
brush, conductive shaft and ground wire, $15.

DUNLAP-CALRKE preamp. Normal phono preamp plus high
gain phono preamp for moving coils. Total gain of 66 db or
86 db. $650.
GRACE 9 Series. The best normal type cartridges. Also:
C/M Labs, BGW. Sony, Neal, Naim Audio, Linn Sondek, Celestion, Gale, Sonex, Supex, Denon, Sennheiser, Yamaha, Ariston Audio, Dayton Wright, Fulton, Paoli.
Shipped free anywhere in U.S. and Canada.

GREENWOOD SOUND, INC.
Opening July in Talo Alto
Please call Talo Alto Information for no.
Or

Write:

SAE MARK

P.O. Box

3698, Stanford Ca. 94305

$300; Sony SOD -2020 Decoder,
$115; Panasonic SE -405H demodulator with new Panasonic
EPC-450C-II cartridge, $100. All in mint condition with factory cartons, owner's manuals, and service manuals. Pete
Gray

I Preamp,

BGW; RTR;

B

& 0; Crown; Advent Video -Beam; Tandberg;

Citation;

IAD; R.B. Audio; Denon; Supex; Satin; Grace 707;
Decca; Rabco; Connoisseur; Thorens; Transcriptor; others...

THE GRAMOPHONE, LTD.
757 ASP St., Norman, OK 73069

405-364-9477
6568

h

East 51st, Tulsa OK 74145

918-663-1511
AUDIO RESEARCH SP -3A-1 mint, $575. (608) 782-5845
after 5PM.
Hear unparalled musical reality produced by the Beveridge

Cylindrical Sound System. 31 patents combine to create a
unique electrostatic system free from placement problems.
Novel full range transducers without cross -over networks are

driven by direct coupled, integral, tubed power amps. Radiation from a vertical line source provides uniform room illumination with equal dispersion at all frequencies. The Beveridge is demonstrated by appointment only with state-of-theart preamps and cartridges in the Nation's Capitol by General
Acoustics. Here uninterrupted listening and factual discussion
can take place as becomes a $4000.00 investment in musical satisfaction. Mint used equipment includes Dayton Wright
IIIB and Dunlap Clarke Dreadnaught 1000. Call evenings for
consultation and appointment schedule at 301-587-0346 in
Silver Spring, Maryland.

"REALISTIC" reel-to-reel tape deck, amplifier and microphone. New - $341. Ask - $200. Five months old. Tim
McClure, Rt. -2 Princeton, Kentucky 42445. Postage paid.
DON'T PAY THE HIGH MAIL ORDER PRICES
THIEVES WAREHOUSE OF MOBILE

1770 BELTLINE HIGHWAY, MOBILE, ALABAMA 36609

INFINITY SERVO -STATIC i's. Electronically and cosmetically perfect. $1095. Call Bob: Weekdays, 212-466-7639;
Weekends, 212-793-2230.

AUDIO

'

Grace

'

E.S.S.

'

Stax

Accuphase

Tandberg

'

'

'

'

S.A.E.

Magnepan

Bose

Thorens

'

Revox

'

TAPE RECORDERS

S.M.E.

'

Burwen Rabco Se Uher
Klipsch Phase

Stanton '
'
Sennheiser ' J.B.L. ' Sony V-F.E.T. ' Beyer ' Jennings Research ' Nakamichi ' Yamaha ' Dahlquist ' Supex
C. -N. Labs. ' Fidelity Research Gale ' TEAC ' Sansui
Transcriptor ' Harmon Kardon ' Yamaha ' Beveridge ' Supex ' Mark Levinson ' ADS ' H.K. Citation.

'

querra
Linear

40 MODELS
AS LOW

AS...

Phoenix -334

Tempe -130

Camelback Rd. 85012

E.
E.

University

Dr.

85281

Tucson -1037 N. Park Ave. 85719

5

ABOVE

121%

0

R

CASSETTES/LABELS
track cartridges, microphones, recording
accessories. Send for discount sheets
also
see our giant ad in next week's New York
Times "Shopping Guide'.

-

8

JERRY'S AUDIO EXCHANGE

SAXITONE'S

602-263-9410
602-968-3491
602-622-7407

Bicentennial Tape Shoppe
1776 Columbia Rd NW Wash. D.C. 20009

!!HEART OF AMERICA AUDIOPHILES!!
SOUNDS GREAT STEREO, INC.
OFFERS MIDWESTERNERS SOME OF THE BEST AUDIO
EQUIPMENT

INFINITY SERVO -STATIK I; rosewood; completely factory
restored; shipped from factory in sealed cartons. $1400.
Write: J. Griggs, Box 364, Volcano, Hawaii 96785.

IN THE WORLD.
ADS

Otari

Braun

Pickering 4500G

Dahlquist

Shure

dbx

CROWN SX-824 Tape deck, 0150A amplifier, IC150 pre amp. Used six months. Crown Technician: James Bontrager,

28918 Frank

Ct.. Elkhart, Indiana,

46514.

SME

Epicure

Sonus

ESS

Sony

Great American Sound

JBL
Kenwood

Stanton
Stax
Tandberg

Koss Model One

TEAC

McIntosh
Nakamichi
Ortofon

Technics
Thorens
Yamaha

HIGHEST QUALITY vacuum tubes for audio. We carry low
noise 12AX7's. KT88's, EL34's and all others in the major
imported & domestic brands. Temtron Electronics Ltd. 13869 Francis Lewis Blvd. Rosedale. N.Y. 11422. Tel: (212)
978-5896.

DON'T PAY THE HIGH MAIL ORDER PRICES. THIEVES
OF BETHESDA P.O. Box 34251, WEST BETHESDA, MD 20034

WAREHOUSE

PERFECTIONISTS DYNAKITS
HEAR OUR INCOMPARABLE AMPZILLA

THAEDRA/SON

OF

AMPZILLA COMBINATIONS WE NOW

Before You Purchase You Owe Yourself Our Quote. Mainline
II 971 Fronheiser Johnstown, Pa. 15902

FEATURE IN OUR LISTENING ROOMS.

+GREAT PRODUCTS
+GREAT WARRANTY
+GREAT SERVICE
+GREAT PEOPLE
SOUNDS GREAT STEREO, INC.
White Lakes Plaza
911A W. 37th ST. TOPEKA, KS. 66609

914-473-9807 (days).

IN STOCK & ON DEMONSTRATION: Audio Research Tympani 1-C, SP -3a-1, Dual 76a; Dayton -Wright XG-8 Mk Ill,
SPS, SPL, 535; Dahlquist DO -10: Gale GS 401 A; Luxman;
Sequerra; Yamaha B-1, CT-7000, NS -1000; Dunlop -Clarke;
SAE; Stax; I. M. Fried; Nakamichi; Revox; Magnepan; ADS;

'

Crown

FOR SALE

(913) 267-1933
AMPEX 354

-

stereo $950.00 (305) 299-1299.

THE ABSOLUTE SOUND,TMin its upcoming issue (eighth)
be reviewing the Tympani 1c; the Koss Model 1 electrostatic; the (French Bookshelf, the 3A); The Gale loudspeaker, the Allison One; the Janis Woofer; RTR's add-on

will

electrostatic tweeters; the full range Acoustat electrostatic.
Intrigued? Read on. The cartridges under inspection will be
the Super Supex 900e (with the beryllium cantilever); the
Shure V15 3G (conical stylus); the B&O 3000 (conical
stylus); the Sonus cartridges; the new Micro -Acoustics cartridge; 3 models of the Satin Moving Coil (and high output
cartridge); the Decca eliptical; and a new laboratory model of
the Grado cartridge. And to be sure that's not all. For instance, we will review the new Bongiorno preamp, Thaedra,
as well as Son of Ampzilla; Oyná s much discussed new tube
unit, the Mark VI; the Luxman tube type preamp, the Audio
Research Dual 150 basic amp; Infinity's all FET preamp; Stax

300 watt Class

A watt; SAE's basic amp, the 2500; the Paragon preamp; the DB solid state preamp; the (British) Lexon

electronic, amp and preamp; and the CM Lab's 912 basic
amp. We're not finished. Also being reviewed in this issue is
the Grace 707 tone arm; the Jonas Miller Rabco SL -8E modification; the Stax arm; the Formula 4; the Luxman turntable.
Plus, the KEF 104 loudspeaker; the STR loudspeakers; the
Ezekiel subwoofer; the Citation 16 basic amp; the Epicure
preamp; the Micro-Seiki moving coil cartridge; the Denon
transformer; the Fidelity Research Mark Il, the Zimet Model
223 electronic crossover; the EMT cartridge; the Luxman
1000 and 4000; the ADS 810; and the new Dahlquist sub -

woofer. Don't you think it's about time you subscribed? We
will be expanding our record review section and our lists of
super disks you can use to check the quality of your system.
Our readers will share their thoughts on which record companies are worst, which are the best and let you know their
choice for State -of -the -Art recordings. Subscription $10 a yr.
(U.S. third class mail) Add $4 for 1st class. (Canadian subscribers should send a money order for $10 1st class mailing
rates add $4.) Foreign $16 (air mail) Back issue (1-7) $3
each (add 50c for each issue sent 1st class) The Absolute
Sound, Box 5, Northport, N.Y. 11768. (N.B., the increased
postage rates listed here, courtesy of U.S. postal service.)
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AUDIO BREAKTHROUGHS
Long Island's finest audio dealer offers you the world's most
advanced audio components. JUST ARRIVED: Thaedra pre amp, Janis woofer, Koss electrostatic speaker, Denon black

cartridge, Fulton J's. Lux turntable, AGI preamp, Spendor
speakers, Levinson electronic cºrssover, B&W DM -6. AUDIOPHILE RECORDS: Sheffield, Fulton, Levinson, Audio Lab,

-

and more in stock. THE LIST GOES ON
we have Magneplanar, Yamaha, Ampzilla, Transcriptors, B&W, Rabco, Decca, B&O, Paoli, Linn Sondek, ADC, Supex, M&K Super Woo-

fer, Dahlquist, Grace, Fidelity Research, SME, Harmon Kurdos,
KEF speakers and drivers, and more. Free delivery and instal-

lation in Long island and New York City.
AUDIO BREAKTHROUGHS
1681 Northern Boulevard, Manhasset, New York 11030

(516) 627-7333
POLK AUDIO MONITOR SERIES
AUDIO BREAKTHROUGHS now has on demonstration the
remarkable new Polk loudspeakers. Compare them to the finest loudspeakers in the world. Both the Seven ($129.00
ea.) and the Ten ($189.00 ea.) utilize high definition polymer

laminate bass -midrange drivers, wide dispersion soft dome
tweeters and fluid coupled sub -bass radiators. They are capable of reproducing a highly defined phase accurate three
dimensional sonic image which rivals the thousand dollar super speakers. They sound great with a small receiver, yet reveal the fine subtleties of state of the art electronics like Levinson and G.A.S. Shipped free in U.S. Send for free brochures on Polk or our other fine lines. AUDIO BREAKTHROUGHS, 1681 Northern Blvd., Manhasset 1.1.. N.Y.

11030 516-627-7333.
PROTECT YOUR LPs. Poly sleeves for jackets 8c round bottom inner sleeves 7c Poly lined paper sleeves 15c White
jackets 35c Postage $1.50 House of Records. Hillburn, New
York 10931.

THE BEST SPEAKER enclosure booklet ever. Basic information - crossovers, speakers, construction techniques plus detailed designs. $2.50 Cobrasound, Box 1011, Madison, WI

53701.
THOUSANDS OF LIKE NEW LP's and prerecorded tapes.
Catalogue 51.50. House of Records, Hillburn, New York
10931.

DON'T PAY THE HIGH MAIL ORDER PRICES. THIEVES
WAREHOUSE OF BIRMINGHAM. 103 SOUTH 18th STREET,
BIRMINGHAM, ALABAMA
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BUILD YOUR OWN SPEAKERS AND
SAVE UP TO 50%
You can assembla your own mon quanta

multi -element stereo a eskers m a few
ours and save
s
up to half the costof
ree
rame
Send for o
32 -page catalogue of speaker kits. raw
speakers and accessories.
SPEAKERLAB
Dept A-3, 5500351n N E
Seattle, Washington 98105

LUX

AMPZILLA
SON OF AMPZILLA

B&O
KEF

THEADRA

PHASE LINEAR

M&K

DENON

ADS BRAUN

TANDBERG

STAX

NAKAM ICHI
DAYTON WRIGHT
KLH 9 E.S.L.

QUAD E.S.L.

ENGINEERED

GRACE
JANIS
We ship freight prepaid. Open Mon. thru Fri. till 9PM, Sat.
6PM. Visit our two private sound rooms.

HI-FI ENTHUSIASTS WANTED!! Earn more than just spare
money in your spare time. We need campus representatives
to sell name brand stereo components at discount prices in

your area. High commission, no investment required. Serious
inquiries only, please. Contact: Alan Weisberg. K&L Sound
Services Co. 75 N. Beacon St, Watertown, Mass. 02172.

Algonac, Michigan 48001.

DECOURSEY ACTIVE ELECTRONIC CROSSOVERS
Model 110 dividing network; complete with regulated power
supply, for bi -amp, tri -amp, or quad -amp. Custom assembled
to meet your specifications. Monaural, stereo or with derived
third channel. Plug-in Butterworth (maximally flat) filters; 6.
12, or 18 db. per octave at any desired audio frequency. OPTIONS: Summer for single woofer systems, VLF hi -pass filters for elimination of subsonic noise, derived third channel.

Model 500 or 600 dual
filters. Regulated power supplies. Write for new brochure.
DECOURSEY ENGINEERING LABORATORY. 11828 JefFOR OEM OR HOME ASSEMBLERS:

ferson Blvd., Culver City, CA 90230. Ph. (213) 397-9668

DON'T PAY THE HIGH MAIL ORDER PRICES
THIEVES WAREHOUSE OF ATLANTA

2769 LAKEWOOD AVE. S.W., ATLANTA GEORGIA 30315
DEALERS: We will buy your excess stock. ALL lines, no
quantity too large or small. Cash paid immediately. Call Lou

617-924-0561.
SUPERIOR PRODUCTS AT LOWER PRICES: B&W, Decca,

DON'T PAY THE HIGH MAIL ORDER PRICES
THIEVES WAREHOUSE OF PENSACOLA
3731 NAVY BOULEVARD, PENSACOLA, FLORIDA 32507

EMT, Leak, KMAL, Naim, Quad, Linn Sondek, Spendor, Stan.
many others. THE SOUND AFFAIR, 364 Mission Court St.

Louis, MO 63130 (314) 863-6037

DON'T PAY THE HIGH MAIL ORDER PRICES

AMPEX TAPES
Ampex Audio Studio Mastering Tapes, 631-641, 406-407,
and "GRAND MASTER" in stock for immediate shipment. tip",
th", 1" & 2" Factor fresh. Best Prices. TECHNIARTS, 8555
Fenton St., Silver Spring, MO. 20910. (301) 585-1118.
STEREO CARTRIDGES AND STYLUS REPLACEMENTS
FOR: ADC. Audio Technica, B&O, Grado, Empire, Micro/Acoustics, Pickering, Ortofon, Shure, Stanton. Supex.
Write for free catalog: NEEDLE IN A HAYSTACK, Dept. MH,
P.O. Box

17435, Washington,

D.C.

Dolby Reel Deck, Extras. Excellent condition. Best Reasonable
Offer. Roger Weld, 163 Davis St., Greenfield. MA. 01301

(413) 773-3505

30303

414-332-6813.
DON'T PAY THE HIGH MAIL ORDER PRICES
THIEVES WAREHOUSE OF ATLANTA

4166

BUFORD HIGHWAY, N.E., ATLANTA, GEORGIA

30345

DON'T PAY THE HIGH MAIL ORDER PRICES
THIEVES WAREHOUSE OF ATLANTA

1030-3 CHEROKEE ROAD, SMYRNA, GEORGIA 30080

AUDIO'S HI-FI HANDBOOK
Complete reference guide to over 1,000 components, including prices and specs. All arranged in tabular form for
easy comparison. Plus over 30 outstanding articles on audio

topics, trends and advances. State-of-the-art reading for audia

PEACHTREE RD., N.E., ATLANTA GEORGIA

CROWN SX-724 30 Hrs. New Warranty Walnut Case $900.
Thomas Guyette
2508 E. Belleview PI # 3
Milwaukee, Wis. 53211

20041.

SOUNDCRAFTSMAN 2212 equalizer, Tandberg 9200XD

ophiles. Only

THIEVES WAREHOUSE OF ATLANTA

3164

limited quantity available. Over 200 pages.

Send $3.95 (includes shipping and handling) to: Jean Davis,
Audio Hi-Fi Handbook. 401 N. Broad St., Phila., Pa. 19108.

CARBON FILM RESISTORS-1/4W, 5% from 10-4.7
megohms for 31hc each. Fifty per value $.85. Discounts
available. FREE samples/specifications. Other quality components. Components Center, Box 134A. N.Y., N.Y. 10038

SAN FRANCISCO BAY AREA, Greenwood Sound Inc. has
moved to Talo Alto Ca. Call Talo Alto information for number
or write: Greenwood Sound, P.O. Box 3698, Stanford Ca.
94305

ILLINOIS AND INDIANA audiophiles. Audition the extraordinary. ALLISON ONE and TWO at the SOUND SHOP,
Champaign. 217-359-3774.
DON'T PAY THE HIGH MAIL ORDER PRICES.
THIEVES WAREHOUSE OF ORLANDO,
1915 EAST COLONIAL DRIVE, ORLANDO, FL 32803

ENCLOSURE &

CROSSOVER

DE-

SIGNS -FREE
w/purchase of our professional series J.B.L., Altec, Community & Gquss raw drivers + radial horns/diffraction lenses.
Sonic Engineering Labs, 111/2 Old York Rd., Willow Grove, Pa.

H3C 2V2.

DON'T PAY THE HIGH MAIL ORDER PRICES. THIEVES
WAREHOUSE OF NORTH TAMPA, 1441 EAST FLETCHER AVENUE, TAMPA FLORIDA 33612

Cordially invites you to audition our fine line of equipment.
YAMAHA
DAHLQUIST

CROWN

tape and recording accessories, calculators, telephones and
accessories, kits, parts, etc. Hundreds of factory and government surplus specials too! American inquiries welcome. Rush
free catalog request to: ETCO, Dept. AUA, Box 741, Montreal

Info. -13c. CSS,

590 Central Park Avenue
Scarsdale, N.Y. 10583
(914) 472-4558

SOUNDSCRAFTSMAN

CANADIANS: Best Hi-Fi discounts on over 96 leading Hi-Fi
brands. Many exclusive factory closeout and special deals.
Quotations via return mail. Nationwide mailorder service.
FREE catalogs jam packed with bargains in Hi-Fi equipment,

SUB WOOFERS
Infra WooferTM II, F.M.I., I.M.F., Hartley, M&K, Dahlquist,
+ FREE PASSIVE X-OVER DESIGN W/PURCHASE +

CUSTOM SPEAKER SYSTEMS, enclosures, kits, foam
grills, crossovers, raw speakers. Warehouse Prices.

WESTCHESTER, FAIRFIELD COUNTY
THE LISTENING ROOM INC.

...
FOR SALE

FOR SALE

FOR SALE

HEWLETT-PACKARD 333A distortion analyzer. Never used.

913-267-2395.

19090. (215) 659-9251

+ LOUDSPEAKER RECONING STATION +
DYNACO STEREO 120 Cabinets, with VU meters. Literature
? Geometrix, Box 612, Mexico, Mo. 65265
ATTENTION AUDIOPHILES
Ampzilla, Burwen, Dahlquist Decca, Denon, Dynaco (Modified). Ferrograph, Fulton E and J Systems, Grace, IMF, Koss
Speaker, tenon. Lux, Magnepan, Mark Levinson, Fons, M &
K, Quad. Quintessence, Quatre, SAE, Satin, Stax, Sonus, Technics, Transcriptor, and many others. All equipment pretested
and guaranteed to meet specifications, and shipped prepaid
and insured in continental U.S. AUDIOPHILE'S SOUND STU-

7459 Elmwood Ave. Middleton (Madison). Wisconsin
53562 Phone 608-836-3807
DIO

FAIRFAX TOP RATED FX360 SPEAKERS superb linear
sound. Best under $500 speaker ANYWHERE! Retail -$220
each. Special - $128 each & shipping. Other models available. (914) 793-3440.

DON'T PAY THE HIGH MAIL ORDER PRICES.
OF PENSACOLA # 2, 3820 NORTH
9TH AVENUE, PENSACOLA. FLORIDA 32503.
THIEVES WAREHOUSE

DISCOUNT PRICES on stereo components. All major
brands. Write for quote. Seashore Stereo Sales, 204 Wood crest Ave.. Absecon, N.J.

08201.

-SPEAKER CATALOG Up to date. Top quality drivers. Hop -up the speakers you
have or build new ones. Transmission -line speaker plans
$5.00 -Foam damping material. E & E Audio, 2816 Church
Ave., Brooklyn, N.Y. 11226. (212) 462-0984
CROSSOVERS -Custom designed; fully tested; guaranteed
quality. Free Brochure. Write: Networks, Box 458, Placentia,
CA

92670

MODIFICATION KITS
MODIFICATION KITS
MODIFICATION KITS
The DKL Laboratory, Incorporated proudly announces the
new kit versions of their now famous modifications for:
DYNA PAS3(x) PRE -AMP
STEREO 70 AMPLIFIER
INFINITY 2000A SPEAKERS
Offering TIGHTER BASS, MORE TRANSPARENT MIDRANGE, MUCH LOWER DISTORTION & INCREASED
DEFINITION, the new DKL Mod Kits greatly improve sonic
performance at a reasonable price.
For details, contact:
DKL LABORATORY, INCORPORATED
BOX 683
SEVERNA PARK, MARYLAND 21146
(3011 588-6257

AUDIO RESEARCH DI51 amp, Linn Sondek and Sony TTS
3000 turntables, transcriptors arm with - Supex SD -900

DON'T PAY THE HIGH MAIL ORDER PRICES
THIEVES WAREHOUSE OF ATLANTA, 4162 JONESBORO

cartridge, mint condition. Walker 201-746-2794.

MAGNEPLANAR Tympani IB's, Black, good condition,
$575; Audio Research SP3A-1, mint $500. Both with warranty transfer 415-282-7275.
SIEMENS LOW-NOISE vacuum tubes available. For price or
type contact Jim Wallace, at 201 McMasters Drive, Monroeville, Pa. 15146 (412) 373-2602.

DUNLAP-CLARKE ANALOG -ENGINEERING
SPECTRO-ACOUSTICS GRACE-PRODUCTS
Where in the MD -DC area do you audition these products?
Only at BETTER SOUND INC. Also, listen to the NEW EZEKIEL LOUDSPEAKERS using aluminum dome tweeter and
cone drivers, offering the high definition of electrostatics
with wider dynamic range and FLAT FREQUENCY response
FROM 100 Ea.
Call or Write
2710 Garfield Ave Silver Spring Md. 20910
301-587-7877

RD., ZAYRE CENTER, FOREST PARK, GA.

FACTORY SEALED CARTONS: SC 2012A, 2212, 2217.
Sony 788-4, 388-4, TC 177, B&0 5700's. Hegeman 1, la,
2, Sub Woofer. Sansui CA 3000, BA 5000 Dyna 150, 300.
400, 400M, 410. IMF ALS 40a, ALS 50 Studio Ill C, R, H &
Q. JansZen 412 A, 412 HP, 600 a. Fairfax WALL OF
SOUND. Other gear. Inquire. Hal Duvall 4715 Wieuca Rd NE

Atlanta Ga. 30342. (404) 255-4207 or 325-7352 (Days).
FOR SALE

-

MARANTZ 1060 amplifier, two months old,
Box 368-L, Sardis,

like new. $155. Lamar Benson Jr., Rt.

1

Miss. 38666.

SP -10 direct drive turntable; Hartley 24" woofer. 919-449-

4132.
DON'T PAY THE HIGH MAIL ORDER PRICES. THIEVES
WAREHOUSE

OF

MOBILE/VILLAGE SQUARE, 301 SOUTH

CRAFT HIGHWAY, MOBILE, ALABAMA

AUDIO

AmericanRadioHistory.Com

30050
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FOR SALE

FOR SALE

PALO ALTO, CALIFORNIA
PROFESSIONAL RECORDING EQUIPMENT

LAMB

REVOX

CROWN

SENNEISER

TANDBERG

BEYER

UHER

AKG

SONY

SHURE

TEAC

MB

DBX

VEGA

WESTERN AUDIO IMPORTS

2233

EL

CAMINO REAL

PALO ALTO, CALIFORNIA

94306

(415) 321-0664

A PAIR OF

MAGNAPANS with infinity servo -static bass
system including 100 RMS servo -bass amp./crass-over, super -mint condition. 316-684-1984 Price: $1100 firm for
both, speakers list $635, bass system $1400.
CLASSICAL, Soundtrack, Stage, Personality, Rarities, Huge
catalog 50 cents. Grammy's Attic, Box 181. Bluffton, S.C.
29910.

CUSTOMIZED TUNED ROCK P.A.'s
Expandable high intensity touring/permanent sound systems;
including narrow band regenerative response environmental
equalization (+
dB at your ears), room design/measurement/ correction, free engineered enclosures
+ 18dB crossovers; 1000's of customized professional
products, including: fibreglass horns, consoles, comp/ r.m.s./
peak limiters, continuously variable electronic crossovers. analog/ digital/ acoustic delays, omnipressors, flangers, reverb,
echo, doubling/tripling, p.a. noise reduction, pieza transducers. frequency shifters, notch filters, parametrics, companders Irom
J.B.L./Altec Prof., Tascam, U.R.E.I.,
Eventide, Gately, Beyer, Crown, Community, 2005 A.D..
McIntosh, Allen & Heath, Cetec, Multitrack, Orban, White,
etc.. etc.

Sonic Engineering Labs., 111/2 Old York Rd., Willow Grove,
PA

19090. (215) 659-9251
+TASCAM WARRANTY STATION+
+Anechoic Chamber - .91 working floor+

DAHLQUIST

AMPZILLA

-

SWEETNESS.

IN-DEPTH

CONDUCTED

-4

(WRITE FOR INFORMATION.) SOUND ADVICE
ISSUES $10 ($12 FIRST CLASS, $13.50 - SENT AIR
MAIL). SOUND ADVICE, 225 KEARNY, NO 200L, SAN
FRANCISCO, CALIF. 94108.

DON'T PAY THE HIGH MAIL ORDER PRICES
THIEVES WAREHOUSE

3386 NORMAN BRIDGE

OF

36105

CUEING FOR AR TURNTABLES and others. Precision Ma-

MARANTZ 10-B rack mount. Thorens TD125B with SME
3009 improved, Shure V15 -Ill. Crown DC300A. Sound craftsmen RP2212. All cosmetically and functionally excellent. Bill, 617/846-1398.
YELLOW PAGES OF AUDIO $3.95. Comprehensive reference to professional as well as consumer audio products and
manufacturers. FREE classified advertising information and
copy form available with each issue. Box 94, Colmar, Pa.

18915.

DON'T PAY THE HIGH MAIL ORDER PRICES
THIEVES WAREHOUSE OF PANAMA CITY, 5220 W HWY 98
SUITE D, PANAMA CITY, FLA 32401.

AUDIO

ORTOFON
FIDELITY RESEARCH
REVOX

"B&O
TEAC

TRANSCRIPTORS
013X

CITATION
MARK LEVINSON

BEYER

STAX
AKG

NAKAMICHI

SOUNDCRAFTSMAN

SEQUERRA

ESS

BURWEN

'HARTLEY WOOFERS

MAGNEPLANAR

"'QUAD

MAGNEPAN
THORENS
TECHNICS

SAE

Newington
203-667-2277
New Haven'
203-787-0183

ESS

203-828-1124
Orange

RABCO

GRACE

Waterbury

DENON

REVOX

203-757-9296
Stratford
203-377-1771

203-528-9479

LUXMAN
TANDBERG
DUNLAP CLARK
HARMAN KARDON

ABSOLUTE SOUND

-

GALE

LESCON
KOSS ESL

SOUNDCRAFTSMAN

HIGH ACCURACY AUDIO
PONENTS

COM-

DON'T PAY THE HIGH MAIL ORDER PRICES. THIEVES
CLEARWATER,

15024 GULF TO BAY
33515

BOULEVARD, CLEARWATER. FLORIDA

AMPZILLA WITH METERS $600.. Marantz 10-B tuner
with cabinet $600., Levinson JC-1 cartridge preamp $100.,
Panasonic SP -10, music and sound base with dustcover
$350., Phase Linear 4000 preamp $450., Audio Research
76-A $800., Decca arm with litt $75., Transcriptors arm
$40. Call 404-633-3569 evenings.
AUDIO PULSE DIGITAL DELAY SYSTEM: quantum step
closer to the live experience. AUDIOCOM, Old Grennwich,
Ct. 06870, (203) 637-3621.
USED AUDIO EQUIPMENT for sale. You name it, we have
it, CHEAP! M. Michialov, 3154 Buckingham Pl., Glendale, Ca.,

(213) 24;3-5677 or Audio Box 68-2
ATTENTION ESOTERIC AUDIO SYSTEM OWNERS!
If you've been putting off purchasing stereo headphones because of the obvious problems associated with them (poor
sound, high distortion and extreme discomfort) REJOICE! The
JECKLIN FLOAT electrostatic headphones are now available
in the U.S. These extremely smooth, distortion free reproducers, made in Zurich, are equal to, if not better than, the best

available,

East Hartford

'Greenwich
203-637-5439
'Avon
203-678-1797
'Fairfield
203-366-5246
New London

203-443-1835

SONY V-FET

(313) 527-2244 12400 Morang Detroit, Mich. 48224
(313) 549-7550 4354 N. Woodward R.O., Mich. 48072

OF

Professional Products
Division

203-795-0701
Springfield, Mass.
413-782-7111

FONS

WAREHOUSE

& MORE

FRED LOCKE STEREO

dynamic or electrostatic,

at

ANY

price. The "FLOATS" are of the open-air design, and will not
N E.

SME

AUOIONICS

SAE

ABSOLUTE SOUND
ABSOLUTE SOUND
ABSOLUTE SOUND

loudspeakers

DON'T PAY THE HIGH MAIL ORDER PRICES.
THIEVES WAREHOUSE OF NORTH MIAMI BEACH, 1807
164TH STREET. MIAMI BEACH, FLORIDA 33162.

-

OAHLQUIST

MAGNEPAN
THAEORA

chined. Silicon

damped. Easily installed. $16.00 postpaid.
Lyre Trading, 582 Franklin, Cambridge, Mass. 02139.

AUDIO TECHNICA

LINN SONDEK

MONTGOMERY

RD., MONTGOMERY, ALA.

.

SUPEX

QUATRE

ON

-A

ACCUPHASE

DAYTON WRIGHT

EVAL-

PREAMPLIFIERS: AUDIO RESEARCH SP -3A-1, LATEST LEVINSON JC-2, PHASE LINEAR 4000, SONY TAE 8450,
EPICURE FOUR, DYNA PAT -5 AND SOUNDCRAFTSMEN
PE2217. AMPLIFIERS TESTED INCLUDE: AUDIO RESEARCH DUAL 76A. C/M LABORATORIES 912, SAE
2500 AND TECHNICS SE9600. CARTRIDGES EXAMINED ARE ELLIPTICAL (AEC) MARK V DECCA, WIN
LABORATORIES SD1-10, LATEST FIDELITY RESEARCH
FR -1 MARK II, SHURE V-15 AND SPHERICAL DENON
DL -109 (MOVING MAGNET) AND IMPROVED DENON
DL103 AND DL103S. SOME OTHER GOODIES: A SUPERB MOVING COIL TRANSFORMER FROM DENON
(AU320), LEVINSON JC-1AC, GRACE G-707 TONEARM,
LINN SONDEK TURNTABLE, KEITH MONKS TONEARM
AND IAD EXPANDER. OUR FIRST ISSUE WITH REVIEWS OF 19 POWER AMPLIFIERS AND 17 CARTRIDGES IS STILL AVAILABLE. COMING SOON- "DIRECT DISCO"
NEW DIRECT TO DISC RECORDING
FEATURING THE CURRENT DISCO ROCK SOUND.

CONN. AND WESTERN MASS.'S
LARGEST STEREO DEALER
AUDIO RESEARCH'

CROWN

MK

FR

NO OTHER TUBE PRODUCT YOU HAVE EVER HEARD.
IT HAS AWESOME BASS AND FLAWLESS HIGHS COM-

ALSO

DEPT.

650 Main Street. New Rochelle, N.Y. 10801

dB SYSTEMS

STAX

POLK

-

TUBE

ding DISCOUNT MUSIC CLUB, INC.

PHASE LINEAR

MARK LEVINSON

-IN

UATIONS ARE

Discounts up to 73%, no "agree -to-purchase" obligations.
All labels, Schwann catalog of thousands of titles; classical,
pop, jau, country, etc. Discount dividend certificates. Newsletter; accessories; quick service. 100% iron -clad
guarantees. Write for free details.

EPICURE

All shipped prepaid & insured

SOUND ADVICE MAGAZINE
ITS SECOND ISSUE
INTRODUCES TWO EXCITING NEW COMPONENTS;
THE ELECTRO -RESEARCH
AN UNBELIEVABLE
CLASS A AMPLIFIER THAT WILL CHANGE YOUR
THINKING ABOUT AMPLIFIER SOUND, AND THE
PARAGON
A TUBE PREAMP THAT SOUNDS LIKE

BINED WITH

DIFFERENT
KIND
FREEtA
OF RECORD CLUB

1

KEITH MONKS

-

FOR SALE

cause discomfort even after hours of listening. Ideal for commercial and studio applications as well as phycoacoustic and
electrcothlea testing. Send for literature and the name of
your nearest audio specialist displaying the "FLOATS" to:
R.
Allen Waech, 2614 N. 68th Street, Milwaukee, Wi.

53213.
Dealer inquiries invited.

AUGUST, 1976

AmericanRadioHistory.Com

ENGLISH HI FI
Radford, Rogers Export Monitor, I.M.F., B.M.W., Celestion,
S.M.E., Decca MK -5, Tanney, Garrard, other continental products also available. Please write or telex, your quote will be
returned by airmail.
Southern Audio Services Limited, 43 High Street, Kingstonupon-Thames, Surrey. England. Telephone 01-549-3194 or
telex 929679 AEL G.

HIGH FIDELITY OF ESTES PARK
on high end products. Audioanalyst, B&O, Citation, Dahlquist, Epicure, CMI, H -K, Philips, Rabco, Sonab,
Sonus, Soundcraftsmen, Win. Yamaha, others. All self-ad-

Write for info.

dressed stamped envelopes answered. Receive direct personal replies, not forms. Box 2716, Estes Park, Colo. 80517

AMPZILLA-THAEDRA
SON OF AMPZILLA
Sound Advice 536 State Road, Emmaus, Pa. 18049. Hours:
Mon., Tues., Thur., Fri., 12-9:30. Wed. 6-9:30. Sat. 10-6.

(215) 967-4418
TANDBERG 9200XD $625 Dokorder 7100 $300 both less
than 6 mos. old. P.O Box 296 Ft. Rucker, AL. 36362. (205)

255-2522

-

DYNAKITS, DYNASPEAKERS
lowest prices. fastest
service, large inventory. Underground HiFi Sales, 324c Broad water Road, Arnold, Md. 21012. (301) 647-0919.

MARANTZ 208 FM STEREO tuner $525. Marantz 88 steramp. $300. Marantz 108 FM stereo tuner $700. H/K
A500 stereo amp. H/K F500. FM stereo tuner $100.
H.H.Scott 272 stereo amp. $100. H.H.Scott 3338 AM FM
stereo tuner $75. Fisher AM FM mono tuner 80R $35. Eico
ST -96 AM FM stereo tuner $50. Knight RN -4000 tape transport 3 motor. $50. Teac 3300 stereo tapedeck $550. or
eo

trade.
P.

Evans

Rt. A4 Box

203

Pearland, TX. 77581

713-485-1735

89

FOR SALE

FOR SALE

FOR SALE

THE AUDIOPHILE, home of the renowned DB preamp, the
ATTENTION: LATIN AMERICAN AUDIOPHILES

little black boxes everyone has heard about and nobody's
seen, is happy to help with your search for musical ex-

ATTENTION: VACATIONERS VISITING THE MIAMI AREA
ATTENTION: RESIDENTS OF SOUTH FLORIDA
stereo. Som of our products include:
LOUDSPEAKERS: Spendor BCII and BCIII, Audio Research
Magneplanars, Quads,,Magnepans, Allison, Bowers & Wil-

kins. FMI including the J System, Gale, M&K sub -woofer,
Dayton -Wright XG-8 Mk III, KLH CL -4, KEF 104, B&O
TURNTABLES: Linn-Sondek, The Michell Engineering Co.
Transcriptors, B&O 3000 and 4002, Yamaha, Era, Fons,

1

Acoustat-X, Chartwells
PICKSUPS AND TONEARMS: Ultimo DV38/20A, Denon
S and 103-C, Promethean, Ortofon, Fidelity Research,
MMC series, Sonus, SME, Audiocraft, KMAL, Grace 707,
Dayton -Wright 535 Infranoise
UA7-M tonearms

P.O. BOX 817 HENDERSONVILLE, TENNESSEE 37075

NAME
ADDRESS
STATE

CITY

103Stax
Cart-

tofon transformers, Hoffman transformers, Satin M-117
ELECTRONICS: Audio Research, Lecson, Quad, Ampzilla,
Thaedra, Son of Ampzilla, Dayton -Wright, Paoli, Luxman,
Naim, Genesis, Yamaha, B&0, Stax, Radford, Citation, Levin-

HOUSTON AND SOUTHERN U.S.

speaker, CM Labs amplifier, Dunlop -Clark, Fulton J. ERA, I.M.
Fried, Power Research loudspeaker, Paoli, Quad - including

the exciting new 405 amplifier, AID, Denon (expensive but
excellent), Win Labs, KMAL, Revox, ADS, and
the Feature of the Month
the Promethean cartridge, obscure but offering exceptional
clarity at only $95. Sales and service. 582 N. Frederick Ave.,
Gaithersburg, Md. 20760. (301) 948-2999. Ask for Gene,
Bob, or Albert.

B&O

ridge pre-preamp, Levinson pre-preamps, Denon AU -320, Or-

ZIP

- offering products which. even if not the most
widely known, provide musical honesty: Dayton -Wright loud-

cellence

SOUND COMPONENTS, INC. is THE place for state of the art

TE.200 TELEDAPTER EASILY CONNECTS TO ANY TV &
STEREO SYSTEM. Using our coupling and matrix circuit, teledapter takes
two HIGH
e low impedance output from the television and delivers
'IMPEDANCE CHANNELS OF SIMULATED STEREO, to drive any
amplifier. Frequency response is maintained so you can hear the tinkle of
bells or booming bass sounds as it happens on TV. With service warranty
and hookup instructions $16.95 ppd. Guaranteed to make your TV 100%
more enjoyable.
OUR NEW TE -300 VHF.UHF HI.FI TUNER IS NOW AVAILABLE. A
complete and self contained 110 volt tuw,. VHF -UHF antenna connec.
Recording and amp output jacks. Fin year service warranty
Lions
5149.95 ppd. From our factory.
TE -300
7E 200
CHECK 7 MASTER CHARGE NO. for
SEND:
TO: RHOADES NATIONAL CO. DEPT AD
or E $5.00 for C.O.D.
The

"THE STORE FOR MUSIC LOVERS"
Consultation, sales & service. SAE, BGW, Dunlap -Clarke, Radford, Audio -General, Audire, Infinity, International, Spendor,
Innotech, Celestion, ADS. Klipsch, Rogers Gale, Linn Sondek, Thorens, Technics, Ortofon, Supex, Denon, Stax, Revox,

Beyer, Meteor, DBX, ERA, SME, Levinson JC Series, Keith
Monks. Sequerra.
INNOVATIVE AUDIO

son JC-2

Dahlquist, Magnepan, Klipsch, Duntech, Phase Linear. Advent, ADS, Citation/Rabco, Supex, Denon, etc. In stock
and on demonstration. Shipped prepaid and insured. Audio
Concepts/Houston 2200 S.W. Freeway Houston, Texas

TAPE RECORDERS: Uher, Otani, Braun, B&0 Beocord, Yamaha
RECORDINGS: A range of selected British, French, and Ger-

77098 713-527-0774.

All of the above products are in stock and on demonstration

Luxman,

$73.00. New 4 channel 8 -track blank cartridge loaded
40 minutes Scotch L/N tape, $23.00 per dozen.
conditioned NAB metal 101/2" reels, $24.00 per dozen.
on above for postage. Soundd Investment, POB 88338,
woody, Ga. 30338.

Sheffield, and Audio Lab

(212) 596-0888

discs.

BURWEN, CM, dBX, Discwasher, Denon, Dynaco, Fidelity
Research, Glasscone, Hartley, IMF, Jecklin, Leak, Levinson,
Supex, Stax, Transcriptor. Mint McIntosh 2105, C 28, Golden
Ear -West, 813 Hemphill, Ypsilanti, Mi. 48197; (313) 4824801

1100 sq. ft. showroom.

in our

101/2' RECORDER SPECIALISTS: Fresh new Scotch L/N
3600 ft. on new 1/" NAB metal reels five for $35.00. New
Ampex GRANDMASTER tape on 101/2" metal reel, six for

Also, the Fulton,

man pressings.

HOURS: 10-6 Monday through Thursday & Saturday

with

10-9 Friday
We accept Bancamericard and Mastercharge.
We ship mail order in continental U.S. prepard.

Re10%

SOUND COMPONENTS, INC.
2710 Ponce de Leon Boulevard

Dun -

Coral Gables, FL 33134
Telephone: 305-446-1659

MILWAUKEE & WISCONSIN'S
ONLY AUDIOPHILE DEALER
TWX: 810-848-7627

SUPERB PRODUCTS FOR THE DISCRIMINATING AUDIOPHILE

AND MUSIC LOVER.

THIS IS WHAT WE PROMISED
I. SERVICES (free to our clients)

A. 10 Year Extended Warranty Program
Our professionally phase aligned & calibrated & life tested & equalized & biased & tensioned components are
THAT reliable.

Continuous Live vs. Recorded Demos
produced in our .99 working floor anechoic chamber, &
using our Wis. Bureau of Standards calibration micro-

B.

FINALLY

Power Boasting Filters.
D. Loudspeaker Enclosure & Crossover
Designs, free for your raw transducers.
E. In Home Reverberation Curve &
equalization & room design/correction & loudspeaker

C. Sub Sonic

placements. Our room is neutral, yours isn't.
F. Proprietary Customized Tone Arm
Mods (s.m.e., vestigial, Rabc° SL -8E), Loudspeaker

Mods, Tape Recorder Mods,
mods-mods-and

Grace

Allison Acoustic
Audionics
Chicago Acoustic
Dahlquist

Grado

Dayton Wright

&

other

more mods. (check our $1.

Impulsed/Hand Picked cartridges,

turntables, arms, microphones, recorders.

KMAL

Radford

Lenca

Revox

MICHIGAN AREA AUDIOPHILES: Win Labs, Denon, Paoli,

SAE

Ampzilla, Transcriptors, Magnepan, Fulton, KMAL, Linn Sondek. Available at Equinox Systems, (616) 457-2117 or Box

Luxman

Microacoustic
Nakamichi

G.A.S./Ampzilla

Onkyo

Ortofon

E.R.A.

Quad

Sonus
Stanton

Stax
Supex

Transcriptor
UHER

Best equiped Service shop, Insured Shipping free, 8 years
same location State of The Art Audio. Victor's Stereo 8E,
Erie, Chicago. III 60611 312-642-6349.

The premier State of the Art $119. loudspeaker, Chicago
Acoustic Model "R" is in stock in Victor's Stereo 8E.Erie, ChiI I, 60 611
312-642-6349
Telefunken tubes in stock ECC83/12AX7 $3.00 each at Victor's Stereo 8E.Erie,Chicago,111,60611, 312-642-6349

c a g o,

I

Famous amplifier Son of Ampzilla, in stock at Victor's Stereo
8 E. Er i e,C h icag o,

I

I

I,

60 611 312-642-6349

II. FACILITIES
Anechoic Chamber-.9a working floor $50,000 acoustical research laboratory Loudspeaker Reconing Lab. Fac-

tory "A" warranty stations.
III. CREDENTIALS
College Instructors in Acoustics
Patented Inventors
Degreed Electrical Engineers
Recording & disc mastering engineers
Composers & professional musicians
IV. MEMBERS
United Inventors & Engineers
Institute of Electrical & Electronic Engineers
Acoustical Society of America
Audio Engineering Society
V. PRODUCTS
IF they pass our live vs. recorded tests & in circuit tests,
& IF they last at least 10 years, & IF they sound the best.
Sonic Engineering Labs., 111/2 Old York Rd., Willow Grove,
Pa.

19090 (215) 659-9251
--e AND IT COSTS NO MORE 4---

Research dealer with the complete product line on demonstration. PLUS -one of the truly largest display of tape decks
in the entire country. Over 130 machines on display. WACK
ELECTRONICS INC. 5722 W. NORTH AVE. MILWAUKEE

Quatre

Magnepan

Dennon
Discwasher

Philips

Specialists in components by Dahlquist, Transcriptors, SAE,
Nakamichi, Epicure, Bozak, Citation, Ohm, SME, Ampzilla,
DBX, Infinity, Revox, RTR, Phase Linear, Quintessence, Advent, Tandberg and over 50 others. Wisconsin's first Audio

KEF

Linn Sondek

Decca

the ear will judge loudspeaker musical (in) accuracy in
real time.
Very Interesting

G.

Chicago, Illinois
ADS

DCM/Time Window

phone system.

"THE FACTORY"

129 DeGraw Street
Brooklyn, N.Y. 11231

HIGH QUALITY USED EQUIPMENT
AUDIO RESEARCH T-1C, $950; D76A, $850; Radford
ZD22 Preamp. $269; Sony 2000F Preamp., $295; Quintessence Preamp, $259; Equalizer, $259; Mark Levinson JC-1,
$79; JC-1AC, $175; Nakamichi 1000, $899; Yamaha B1
AMP, $995; Harmon Kardon 3308 (new) $179; Tandberg
3541X, $469; Hartley 24 inch woofer $249; Fidelity Research Mkll cartridge, $79; Shure 300911 (new), $105;
Crown Preamp Cabinet (new) $23; JVC VLS Turntable, $79;
Dayton Wright SPS Preamp, $269; 535 PrePreamp., $269;
IMF Monitors, $1250; Denon 103C, $99; UHER MIC Mixer,
$159; Technics SP -10 (base, cover), $399
The Tin Ear Stereo Center

704 Symons, Richland, WA 99352
(509) 946-4459
DON'T PAY THE HIGH MAIL ORDER PRICES.
THIEVES WAREHOUSE OF HIALEAH, 6741 WEST 4TH AVENUE, HIALEAH, FLORIDA 33012.

53208.414-442-3441.

333, Grandville, Michigan 49418.

AUDIO RESEARCH 3C -2A -N $475, Soundcraftsman PE 22
17 $350, Ampzilla $600. call 1-206-8664798 or 1-2065246633
TOURING SOUND SYSTEMS, 2, 4, and 8 Track Studios,
Disco Sound, Cerwin Vega BGW, Altes, Shure, AKG, Tapco,
Dyna, Revox. EV, Beyer, Cetec, etc. K & L Sound Service. 75
North Beacon At., Watertown, Mass. 02172. (617) 187-

4072-Att: Ken Berger.
A FEW COMPETITIVELY priced used Revox A77 and A700
decks available. Completely reconditioned by Revox, virtually

indistinguishable from new and have the standard Revox 90
day warranty for rebuilt machines. Satisfaction guaranteed.
Example, A77 with Dolby, $675, plus shipping. Write requirements to ESSI, Box 854, Hicksville, N.Y. 11802 (516)
921-2620.

MASI - A UNIQUE MOVING COIL PREAMPLIFER THAT
VIRTUALLY WILL NOT ALTER SOUND. VARIABLE IMPEDANCE SWITCH EXACTLY MATCHES YOUR DENON
-

EMT

FOR

-

ORTOFON

-

SUPEX

$229.00

OPTIMUM PERFORMANCE.

-

DEALER

IN-

7205 PO91307 (213) 348-4600

QUIRIES INVITED. MEL SCHILLING ENTERPRISES,
MELO DRIVE, CANOGA PARK, CA.

MODIFY YOUR TUBED

AMPLIFIER/PREAMP/XOVER

YOURSELF! If you can build kits, you can follow these instructions. Booklet permits dramatic upgrade of virtually any
unit, mono or stereo. and includes sources for parts. Explicit
procedures for Dyna, Maranfz, McIntosh, Heath. General procedures for ARC, EICO, Citation, others. S^hematics, photos,
step-by-step instructions, plus consultation service: $25.00
Audio Dimensions, P.O. Box 16249, San Diego, CA 92116

AUDIO

AmericanRadioHistory.Com

-
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FOR SALE
DYNAMIC SPECIALTIES IS A WEST COAST STORE
DEALING PRIMARILY IN USED AUDIO EQUIPMENT
1.

We

sell and offer service for vintage tube equipment:

Marantz, McIntosh, Citation, Quad, Scott, Fisher, Renoir, Ampex, etc. Also Audio Research, Futterman.
2. We carry a wide range of used components, vintage and
current.
3. We also sell and demonstrate certain new equipment: Fulton, Grace, Supex, F.R., Dahlquist, M&K Subwoofers, Connoisseur, PARAGON AUDIO, ERA.
4. We stock Telefunken, Mullard, Amperex, Genelux, G.E.,
Sylvania vacuum tubes.
5. We are the exclusive dealer for PARAGON AUDIO vacuum
tube electronics. Audition the new Model 10 high -Gain Wide
Band tube preamplifier at out store. Phone for appointment.
We Buy Sell Trade

DYNAMIC SPECIALTIES
2261 Spring Street
Redwood City, CA

94063
415-364-6634
LONG ISLAND'S NEWEST State of the Art Dealer. Purveyors of Avid, Polk, Luxman, Fulton J's & E's & 80's, Koss

Electrostatics, Quad 405, Quad ESL, IMF International professional Mark IV monitors, Technics, Decca, Grace, Supex, ADC,
Paoli. Hearing is Believing! And you can head them ALL.
Audio Den Ltd.
1320-34 Stony Brook Rd.
Stony Brook, NY 11790

516-751-3350
NATURAL SOUND invites you to hear the FULTON J
MODULAR SYSTEM, the musical speaker with phenomenal
and highly articulate bass, the BEVERIDGE full -range electrostatic speakers with built-in direct coupled tube amplifiers,
and the LENTEK MONITORS, a ten foot transmission-line
design with incredible imaging. These are three of the
world's finest speakers.
Hear the BRAVURA a new state-of-the-art preamp which
combines the sonic virtues of tube and transistor electronics,
the SON OF AMPZILLA which is simply one of the finest
amplifiers available. The Bravura and the Son of Ampzilla are
both moderately priced.
Hear the new and exciting equipment, Thoebe, Thaedra,
DB Systems and Audio General Preamps, Quad 405 and Paoli
60M amplifiers, Armstrong Receivers, the moderately priced
Fulton E System. Hear KEF 104s, 103s, and Celestion speakers, the Paoli SP3a-1 Modification, Denon, Fidelity Research,
and Satin cartridges on Linn Sondek and ERA turntables with
Grace, KMAL and Formula 4 arms.
QUALITY PREOWNED EQUIPMENT: ARC SP3a-1, SP3,
Tympani Illa, EC3a crossover, WA bass panels, Classic
Marantz System: 10b, 7c, pair of 8bs, Two pair of KLH 9s,
EPI Towers. IMF ALS 40s, Dayton Wright SPS MkIII, Quad
33 and 303, Crown IC 150, Citation 12, and Revox A77
Braun TG1000 tape decks.

FOR SALE

FOR SALE

THE ULTIMATE PAS newly developed circuitry converts
PAS to stunning state-of-the-art contender. Far surpasses any

other modification service! Comparisons confidently invited,

particularly with DKL LAB's product. Cosmetically outstanding with new anodized face and knobs. $200 for tube
amps, $225 with cathode follower for solid state compatibility. $25 extra for walnut case. STEREO 70 modification equally unique and spectacular; cathode coupled, internally fan cooled, tailored phase margin: $200 AUDIO DIMENSIONS,

P.O. BOX

16249, SAN DIEGO, CALIFORNIA

N.Y.

-

DON'T PAY THE HIGH MAIL ORDER PRICES.
THIEVES WAREHOUSE OF MOBILE # 2, 301 SOUTH CRAFT
HIGHWAY, CHICKASAW, ALABAMA 36611.

Island

feature:
* A $20,000 Quality Control
We

FOR SALE: Crown DC -300A amplifier. Excellent condition.

1009 changer
6110.

Long

Designatron is your
franchised dealer for:
Accuphase * ADC * Advent
* Audio/Pulse * AKG* dbx *
Dahlquist * ESS * Infinity
* Harman/Kardon * JBL *
McIntosh * Ortofon * Revox
* SME * Soundcraftsmen *
Tandberg * Teac * Technics
* Thorens * and more *

92116.

Marantz model

-

and Precision Tuning Lab.

mono amplifier. Recently overhauled. Dual
with Pickering V-15 cartridge. 512-729-

2

* Expert

advice.

NEW!

Audio/Pulse Digital
Acoustic Space Expander.

ONTARIO QUEBEC Et MARITIME AUDIOPHILES
SPEAKERS: Stan 4A Electrostatic, Spendor BCIII, Monitor
Audio, B&W, Dayton Wright XG8 MkIII, Quad, Dahlquist,

260 Old Country Rd.
Hicksville,
N.Y. 11801
(516) 822-5277

Polk, Magnepan.

ELECTRONICS: Luxman tube & transistor, Dunlap Clarke,
Gas. S.A.E., Radford, Leeson, Sugden, Accuphase. Phase Linear, Dayton Wright, All Test, Ace Audio.
TURNTABLES: Ariston, Fons, Technics, Linn Sondek, ERA,
J.A. Michell.

TONE ARMS & CARTRIDGES: SME KMAL, Grace, Decca,
Vestigal, Denon, Supex, Fidelity Research, Ortofon, ADC,

MUSICAL
INSTRUMENTS

Sonus.

TAPE: Otari, Revox, Nakamichi, DBX.
OTTAWA STUDIO SOUND LTD.
697 BANK ST.
OTTAWA, ONTARIO K153T8 CANADA

UP TO 60% DISCOUNT. Name brand instruments. Catalog.
Freeport Music, 114R Mahan St., W. Babylon, N.Y. 11704

1-613-236-1097

$300-$1200 OFF
ty Music, Box 88,

AGFA-GEVAERT
Professional PEM Mastertape, the international studio standard available in this country from TECHNIARTS. 8555 Fenton Street, Silver Spring, MD 20910 301-585-1118 We accept BankAmericard on mail orders.

AT LAST: The modification that you have been waiting for.
We now offer a superb tone arm installation in your B & 0
4002 turntable that allows the use of ANY cartridge. This includes: a custom machined anodized tone arm, a single grade
7 miniatore thrust bearing,
and hard chromed counterweights. Price: $200, installed. Dealers please inquire. Literature on request. M&K Sound, 8719 Wilshire, Beverly Hills,

on new pianos & organs. Catalogue. LiberE.

Weymouth, Mass. 02189.

SERVICES
DONT BRING your clock radio to AUDIOCLINIC for repair.
DO BRING your receiver, amplifier, tuner, tapedeck or turn-

table for expert repair or routine maintenance.
MAKE SURE your electronics are delivering what you paid so
dearly for.
WE SPECIALIZE in cartridge installation and adjustment using the EMPIRICAL approach.
WE DONT SELL anything except service. All work fully guaranteed. OUR TURNOVER TIME on components is typically

half that of NYC service centers, so IT PAYS to visit AUDI-

California.

OCLINIC!!!!

If you can not visit with us. call us at one of our two locations any day between noon and midnight. NATURAL
SOUND, 1021 Claremont Street, Lincoln, Nebraska 68508.

PHASE LINEAR 4000, 700. with cases, like new, $500 and
$550. 607-272-6480.

Technics, Dual, TRINITRONS and BETAMAX, too!

(402) 475-3325 and NATURAL SOUND, 401 Worcester
Road, Framingham, Mass. 01701 (617) 879-3556.

CONTROL 1 - Signal Activated automatic power shut-off for
Component Systems. $49.95. Electromedia Design, Inc., Box
26, Livingston, N.J. 07039.

AUTHORIZED Kenwood, Sherwood, Sony, Marantz, Pioneer,

CROWN INTERNATIONAL
Complete repair, overhaul, and rebuiding service for current
model
and early
CROWN tape recorders. Used machines
bought and sold. Techniarts, 8555 Fenton Street, Silver
Spring, MD 20910. (301) 585-1118.

FORMULA 4 PROFESSIONAL LABORATORY TONE ARM
only viscous pivot damping with low variable effective mass
will enable all cartridges to reach their 'Linear Region" of optimum performance available through U.S. Audio Dealers. Literature $1 Bill. Formula 4, 15 Heather Walk. Edgware, Mid-

livery.

AUDIO RESEARCH Tympani 3-A, complete, new; Dual 76A, EC3-A crossover. 919-449-4132.
USED Thaedra, mint, 303-586=5154 after 5P.M. EST

CROWN CX-844, (2) 600Z4, (-2) TRAC -SYNC Case, Brand
New Mint - $2500 firm. 1-518-887-2993.

BUSINESS
OPPORTUNITIES

dlesex, England.

OTARI MX5050 QXH 4ch/4tr Recorder $1400.00 (402)

432-2193.
OUR PORTABLE DISCO SYSTEMS could make you rich.

KEF-B-139 woofer transmission line speaker $62.00 free

Earn

plans for purchase. R.C.K. Sound Co., 7961 -8 -Independence.
Mentor, Ohio 44060. (216) 255-5669

weddings.
jobs. Free
American
103 Ohio

SAVE ON SACRED COWS
Thorens, Philips. Over 50 Top Brands Write for quote - Answered in 24 hrs. SOUTHBOUND SOUND
P.O. Box 52508 Atlanta, Georgia 30305
BOSE, JBL, SAE,

AUDIO

CALL AUDIOCLINIC (201) 659-6400. Free pick up and de-

$150 night and more, playing records for parties, bars,
Get in on one of the fastest growing best paying

AUDIO EQUIPMENT SERVICED The Stereo Workbench
214-C Montauk Ave. New London, Conn. 06320 203-4432282.
ADC cartridges' sinking cantilevers repaired. Mail protected
stylus assembly and $4.00. Ron Zeman, 50-22 186 St.,
Flushing. NY 11365

MASS

PRODUCTION -CUSTOM

Ave.

43420
419-334-3326
Fremont, Ohio

AUGUST, 1976

AmericanRadioHistory.Com
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2952.
STEREO SOUND LABS
Factory specs or better by 10% on all repairs on major
brands. Warranty 90 days parts and labor. Ship us your gear
properly packed and insured. 4419 John Marr Drive,
Annandale, Virginia 22003 (703) 941-5707.

information
Audio

REPRODUCTION

-Track, cassette & Reel to Reel. We specialize in corporate
meetings. Call or write T.S. Recordings c/o T.C. Shearer. 385
Ocean Blvd., Suite 5C, Long Branch, N.J. 07740 (201) 8708

-

- -

COMPLETE CUSTOM RECORDING SERVICE
Record
pressing, cassette duplication
editing
location recording. Omega Audio, 25520 Graham. Detroit, Mich. 48239.
.

SERVICES
HIGH FIDELITY SPEAKERS REPAIRED
AMPRITE SPEAKERS SERVICE

655 Sixth Avenue, New York.
212-CH3-4812

N.Y.

10010

200 -PAGE CATALOG. 1,400 New Stereo Recordings.
Renaissance, Baroque, Classical, Romantic, Modern Music.
Not sold in stores. Not listed in Schwanós. Highest quality!
Budget label prices! Available only by mail. MUSICAL HERIFREE

TAPE RECORDER HEADS re -lapped $15.00 ea. Removed
from machine or stack. One day service. E. Maher, 5 Evans

932 AU, New York. N.Y. 10023.

TAGE SOCIETY, Box

-

45 RPM Original hits. Catalog 50c C&S Record
Sales. Box 197, Wampsville, N.Y. 13163.
OLDIES

QUALITY PURE VINYL RECORDS FROM YOUR TAPES. SEND

SAMPLE RECORD AND PRICE LIST. ALSO FINEST DISC
469 Chestnut St., NASHVILLE TENNESSEE

MASTERING.

37203.

the name of your nearest representative in the San Francisco
Bay area write to:
INTERNATIONAL HI

FI

01ST.

QUADRAPHONIC RECORDS AND TAPES

-

World's larg-

est selection - all labels, over 1000 titles - at discount
prices! For your free illustrated quad catalog, write: SOUND

--

SOUNDTRACKS/DC, JAll/PERSONALITY
NEWSLETTER! RISA 3700 S. Plaza Drive. Bldg

FREE

F/211,

Schuller, Dallapiccola, Crumb.
& Hindemith compositions. Roy Christensen, Cellist. LP only.
OGS101, $6.95 prepaid. GASPARO CO., Box 90574, Nash-

21206
(301) 488-9600
stereo equipment is worth the call.

The savings on

CUSTOM RECORDING SERVICE, Tapes, discs, and casStereo and mono. Live and copies. Editing. Masters and pressings. High quality at reasonable rates.

Audio -Tech Laboratories,
Newkirk Ave.. Brooklyn, N.Y. IN9-7134.

Joseph Giovanelli,

92

2819

STEREO MASTERS, RECORDS AND ALBUMS. Check our
prices. Newest type high level cutting equipment featuring:
Neumann VMS 70 Computer control lathe, Parametric Equal ization, Dolby, DBX, and the new SX74 Cutting System by
Neumann. Special package prices on pure vinyl album and
single record production. 1000 45 RPM stereo singles

$199.00 including mastering. 100 LP albums $325.00 including printed jackets. Write or call ter brochure. A & R
Record Manufacturing Corp., 902 N. Industrial Blvd., Dallas,
Texas 75207. Toll Free 1-800-527-3280.

-A

"DIRECT DISCO"

new direct to disk recording featuring the current disco -rock sound. Available soon. For information write: Sound Advice: 225 Kearny Street, Suite 200-D0,
San Francisco, California

SCOTCH RECORDING TAPE, lowest prices TAPE CENTER
Box 4305B, Washington, D.C.

20012.

BIGGER DISCOUNTS ON RECORDING TAPE, write
M.A.D. REPROGRAPHICS. INC., Dept A P.O. Box 532, Southfield, MI 48075. (313) 6913.

MAXELL RECORDING TAPE. All widths. Lowest prices.
N.A.B. Audio. Box 7, Ottawa, Illinois 61350.

INTERESTED IN OLDIES BUT GOODIES on reel to reel
tape? Write to Theodore Emlyn Inc. 40-5K Richman Plaza,
Bronx, New York 10453.
in tapes so we must give
you the lowest possible prices. Save 30-40% on TDK, FUJI,
BASF. AMPEX, MAXELL and others. Tape World Internation-

TAPE WORLD deals exclusively

94108.

al, Box 231, Butler, PA 16001.

RADIO PROGRAMS
Professional standards. Half Track,
Quarter Track Reel; Cassettes. Low Prices. Write for rates.
Moonlight Recording, P.O. Box 22635, San Francisco, Ca.
TAPE DUPLICATING.

1930-1962 RADIO PROGRAMS, Reels, $1.00 hour! Cassettes, $1.00 show! Mammoth catalog $1.25. AM TREASURES, Box 192 AU, Babylon, New York 11702.

94122.

GOLDEN AGE RADIO - your best source for radio tapes.
Box 25215-11 Portland, Oregon 97225.

TDK,

BOX

S & S

MEMOREX,

cassettes, reels,

BASF,

Audio, P.O. Box 56039, Harwood Hts., IL 60656.

WANTED TO
BUY OR TRADE

1649, EVANSTON, ILL., 60204.

YESTERDAY'S RADIO PROGRAMS ON TAPE. Reels, Cassettes, Fast -Reliable Service. Catalog $1.00 - refundable with
first order. ADVENTURES, Box 4822-A, Inglewood, California

MAXELL,

CATALOG.
8 -tracks. Lowest prices, New, Guaranteed. FREE

RADIO CLASSICS -SUPERIOR QUALITY VINTAGE RADIO.

25c. RADIO CLASSICS,

12 EXPOSURE Roll Kodacolor Film developed -printed jumbo, $1.50. Capri Color, Box 831, Laredo, Texas 78040.

SONY TC -850 Head Ass'ys. 319-895-8791

90302.

RECORDS
WHILE YOU WERE LOOKING for out -of -print records, you
should've been looking for us. DISContinued, 216 N. Rose,
Burbank, California 91505.
A. Lutsky,

DISCOUNTS ON LP's, Tapes, Cutouts, Imports, Huge Catalogs. One Dollar. Record Finder Services NERT, Box 268,
Lawrence, Mass. 01842.
RECORD CARE IS TOO IMPORTANT to be leh to amateur
methods. Supex, the company that elevated phono cartridge
technology beyond the "state of the art" as conceived by

lesser companies, has produced a complete line of record
care products to properly protect and extend the life of your
precious records. Available at all knowledgeable audio dealers. Sumiko, Box 5046, Berkeley, CA.

TAPE &
TAPE RECORDERS

UNIQUE OFFERINGS + USUAL SELECTION OF THOUSANDS.
HIGH QUALITY. LOW, COMPETITIVE PRICES. CATALOG -

PHOTOGRAPHY

FILM -STAGE SOUNDTRACKS. Large free list.
P.O. Box 557342, Miami, Fla. 33155.

-

ville, Tn 37209

settes.

WANTED: Reel to Reel Tape Deck. Cassette tape deck with
speakers and headphones by Soundesign. Write: Hubert
Woods, 162 Curry Court, Talladega, Al. 35160.

Santa Ana, California 92704.

UNACCOMPANIED CELLO

or call:

8551.

of

6330 FRANFORD AVE.
BALTIMORE, MARYLAND

TC -650). Also

have Marantz 4100 (W/SQ and R.C.) to sell or trade. Art
Covert, 68 N. Cedar, Battle Creek, MI 49017. 616-968-

92405.

CATALOGS. Broadcasts, soundtracks. Personalities
Thirties, Forties. Box 225, New York. N.Y. 10028

CONCEPTS, Box 654-C, Peoria, Illinois 61601.

INTERNATIONAL HI-FI has low prices and fast service! For

WANTED: SONY TC -654-4 (Quad version of

RARE 78's. State Category. Record Lists. 3238 Stoddard,
San Bernardino, CA

94563

NASHVILLE RECORD PRODUCTIONS WILL PRESS HIGH
FOR

DUST COVER for Sony TTS-3000A turntable. E.W. Strong,
7 Curtis Rd., Boxford, Mass. 01921.

06829.

CANVAS PHOTO TOTE BAG. Your favorite color or BW
picture. We'll blow it up in full color on our 12x14 canvas
tote bag. Send $2.50 for catalog and price list. Refundable
with your first order. Write to: Giensova Marketing Assn.,
P.O. Box 4991, Washington, D.C. 20008.

Place, Orinda, Calif.

EQUIPMENT WANTED

RECORDS
SHOW ALBUMS -Rare. Out of Print LP's. 52 page list
50c Broadway/Hollywood Recordings Georgetown, Conn.

94705 (415) 843-

4500.

OLD Radio tapes: Sales. Rentals, Dolby. Catalog $1.00. deductable. Airwaves, 925FA Eagle Hts. Madison, WI 53705.

RENT RADIO SHOW. Make your own copies or just listen.
Great way to build your collection reasonably. Catalog $1 refundable. OTR Rental, Box 1146, Livermore, Ca. 94550.

ONE KENWOOD KR-6170 Jumbo receiver and two realistic
DNR-1 Dolby units. Terrence Fraser, R.D
Cumberland, W.Va. 26047

WOULD like to trade
model. Willie McDonald,
I

PA

OLD RADIO PROGRAMS, 2 Catalogs, Cassettes $1.59
hour, Reels 4 Hours $5.00, Nostalgia Sounds, Box 3584,
Santa Susana, Ca. 93063.

OLD RADIO ON TAPE AND CASSETTES. THOUSANDS
AVAILABLE, 6 HOURS $8.00. Immediate Service. Catalogue
50c. Nostalgic Radio, Box 29K, Peoria, IL 61601.

EQUIPMENT WANTED
CASH FOR your unwanted LPs & reel to reel tapes. Records.
Box 323, Hillburn, New York 10931.

SOUNDTRACK RECORD ALBUMS -Mail Auction -Free
List. Whalen, 2321A Hill, Redondo Beach, Calif. 90278.

"GE MODEL Al -901 or similar passive record compensator/filter. State price and condition." W. Rawlings,
26110 Oak, Lomita, Calif. 90717.

PONTUNE RECORD SALES 56 Washington St., Newburyport. MA 01950 Jazz Records - lowest possible prices free list

WANTED: MB -8 rack mount for Sony 850; Marantz RA -1
rack assembly. M. Horonzak, 332 Newport, Webster Groves.
Mo. 63119.

a

1,

Box 299, New

Sony TC -377 Reel to Reel 1976
Almeda - Glenwood, Pittsburgh.

11

15207.

CROWN SX

OR CX RECORDER electronics

used, minor malfunctions

only, new or

are acceptable. Also Ampex ÁG-

440. electronics, transistor or tube type, any condition. Robert D. Lombard 548 Ballantyne St., Apt. 4. El Cajon, Ca.

92020

SPORTING GOODS
SPORTING GOODS at Wholesale First Line Name Brands.
Catalog only $1. Global Dept. A-3, 7030 Pelican Dr., Buena
Park, CA 90620

HIGH FIDELITY
CONTROL I -AUTOMATIC SIGNAL ACTIVATED Shut
Off for Hi-Fi components, $49.95. Details, ElectroMedia Design, Inc., Box 26, Livingston, NJ 07039.

AUDIO

AmericanRadioHistory.Com

#

AUGUST, 1976

CABINETS

INSTRUCTION &
EDUCATION
EXTERNAL DEGREE PROGRAM Earn College Degrees. Receive your bachelor, misters or doctorate at home. Many
subjects, ministerial studies, high school diploma. Florida
State Christian University, POB 14576, Fort Lauderdale, Florida

SITUATION WANTED

QUALITY WOOD FURNITURE
for your components in a wide selection of styles. Finished,
unfinished, and kits. Sold in fine stores and direct. Send 50c
for all new full color brochure.
AUDIO ORIGINALS
546 S. Meridian St. "A"
Indianapolis, Ind. 46225

33302.

SYN-AUD-CON 3 -Day Sound Engineering Seminar. For more
information about the seminar in your area, write Don Davis,
Synergetic Audio Concepts, P.O. Box 1134, Tustin, Ca.
92680 Ph (714) 838-2288

a quality audio-stereo shop. A.A.S. degree in Electronics Tech. Presently
enrolled in S.A.C. Professional Hi-Fi Course. Prefer position in

HEAR POLICE FIRE Dispatchers. Catalogs show receivers;
exclusive directories of "confidential" channels. Send 10c

KNOWLEDGABLE, STABLE, SOUND TECH. with

3 yrs.
road exp. in audio and 2 yrs. exp. in Filmsound, desires secure position. Am diligent and aggressive. Would prefer non -

PLANS & KITS

STEREO REPRESENTATIVES NEEDED!!! Sell 100
brands!! Lowest Possible Prices!! Krasco - 623 Campbell
Ave. West Haven, Connecticut. 06516

East or Northern Calif. Write: Timothy E. Gottlieb, Mohonk
Mt. House (staff), New Paltz, N.Y. 12561

56AU, Commack, New York

11725.

glewood, CA 90309. Satisfaction Guaranteed.

HELP WANTED

32210. (904) 771-7386.
AMBITIOUS YOUNG MAN seeking position in

SHORTWAVE
stamp. Communications, Box

DEGREE Needed? Send Support Data: EMI, Box 4277, In-

FORMER DJ would like to return to radio in a similar position or as a Program Director. I have a third class broadcast
endorsed license, 2 years college, 2 years experience. Contact: Doug Galliher, 3907 Angol Place, Jacksonville, Florida

road related position but will seriously consider all offers.
Resume upon request. Michael c/o 50 Hellberg Ave., Chal-

POWERFUL indoor antenna for stereo receivers. Pulls in
more stations. Increases response. Simple construction, only
30 minutes. Guaranteed. Send $1.00 for plan. TIME -LEE
PRODUCTS,

1209 -AA Umatilla, Long Beach, Calif. 90804.

font,

Pa.

18914 or 215-822-2389.

PROFESSIONAL BROADCASTER, with over eight years
in all phases, seeking full time employment.
Would prefer news or production slot, or progressive rock announcing, but will consider almost anything. Want to relocate
to southwest or west coast. If you are looking for a dedicated professional, with years of "hands on" experience, give
me a call. Available immediately. 417-869-4028. Or write:
Audio Box A68-1. Guaranteed results.
experience

BUSINESS MANAGER/PARTNER needed for small audio
products manufacturing company relocating in S.F. Bay area.
Should have M.B.A. degree or equivalent experience as manufacturing mgr, strong sales/marketing skills, and minimum
investment capital, potential of $25K. Send resume to address:
HAYNES Microelectronics
Box

413

625 Post St.
S.F., CA 94109

SAVE 50%. Construct speakers and save money. Send for
free catalog and instructions. SpeakerKit, Box 12A
Menomonie, WI 54751.
STATE OF THE ART SPEAKER KITS. Complete kits from
$60 to $260 including Cabinets, Drivers, X-Overs, Complete
laboratory facility. $40,000 worth of test equipment. All
speakers supplied with machine run 1/3 octave response
curve. AUDIO-TECH ELECTRONICS, 3863 Steilcoom
S.W., Tacoma, WA 98499 206-584-0332.

Blvd.

stock: Sentry

IV -A, Sentry Ill, and Sentry II -A monitor loudspeaker systems
for professional monitoring and sound reinforcement. Immediate air freight shipment to any N. American destination. Naonal Sound Company, Ft. Lauderdale, Florida. (305) 4626862.

SPEAKER KITS, loudspeakers and accessories. We have the
best value for your money. Send today for our free catalog.
SPEAKER WORLD, Box 1653, Marysville California 95901.

ALTEC 604-8G DRIVER used by more recording studio's
than any other driver $285 including crossover. Send $5 for
construction plans and 10% discount card for all Altec monitors. Raw Speakers, 14 Leeds Lane No. Babylon N.Y. 11703.

MUSICAL SPEAKERS REPAIRED
ALTEC WARRANTY STATION

Hughes Electronics Service
45 Dunn St., Asheville, N.C. 28806

SPEAKER ENCLOSURES with grill boards - raw speakers crossover components - S.A.S.E. for details. The Stereo
Workbench 214-C Montauk Ave. New London, CT. 06320

MISCELLANEOUS
100 -CARD BIBLE GAME!!!! $1.00. ANYWHERE!
GAMES, 5837 STEWART, SYLVANIA, OHIO 43560.

AUDIO
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YOUR OWN BASS -REFLEX SPEAKER ENCLOSURES. Send $6.95 for book containing over 1600 different designs. Portco Sound, Box 06365, Portland, Oregon

97206.
CONSTRUCT YOUR OWN speaker enclosure. Send $2.00
for drawing to: Creightney Sounds, 140-25 169th Street, Jamaica, N.Y. 11434.

DISCO EQUIP

SPEAKERS

ELECTRO -VOICE SENTRY PRODUCTS. In

BUILD

BIBLE -

DON'T MISS THE 'DISCO WAGON'! Excellent complete
line of discotheque equipment are available to fulfill your
needs. Request your information package today. Write to:
D.T.S., Dept. DISCO, P.O. Box

16049, SEATTLE, WA. 98116.

Reserve your dealer territory in time!

TAPE RECORDINGS
RENT Open Reel or Cassette Prerecorded tape. All labels.
Catalog $1.00. Tape & Time, 8220 Elderberry St., Anchorage,
Alaska 99502

SONAR'S OPEN REEL TAPES. Duped one-to-one from the
master. Quad and stereo; rh, rá track; 71/2, 15 ips; 7", 101/2"
reels. Highest quality anywhere! Sonar Records Corp., P.O.
Box 455A, Kingsbridge Station. Bronx, NY 10463

If you'rE going to

buy spEakErs this month,
a word of advicE.
Not that there aren't
fine speakers currently available.
But next month, the
new Gamma Series
from Martin will be
introduced to the
United States.
Is speaker development
still going through a phase?
The reason speakers from conventional speaker manufacturers rarely reproduce sound
accurately has been the phase
relationships between drivers
reproducing fundamental tones
and drivers reproducing the
associated overtones and harmonics. These overtones are
what enable you to distinguish
different instruments capable
of playing identical notes.
Martin's new Gamma Series will
"phase out" the competition.

Martin believes that
the dramatically new
Gamma Series representsa significant advancement towards
the achievement of
better phase relationships between reproduced fundamental tones
and their harmonics.
Can the American who made it
in Europe, make it at home?
Martin hasn't become one of
Europe's largest sellers without
reason-but we definitely hear
in our new Gamma Series an
unprecedented sense of
smooth presence, dimension
and stereo imaging.
In one month you can compare
the Martin Gamma Series to
any speakers you might have
been considering.
It will be worth your wait.

Martin

Eastman Sound Mfg. Co. Inc., Mickelton, NJ 08056 USA
Exporter: Telesco Int'I.Corp., 1 Dupont St. So., Plainview, NY 11803
Check No. 38 on Reader Service Card

PROnaSSIONALS TALK ABOUT MARANTrZ HIGH DEFINITION SPEAKER SYSTEMS.

"Marantz offers-in one speakerboth air suspension and ported
design.. It's the

flexibility-and

quaJity'

February, 1976:
Marantz engineers invited
audio experts to comment on the new
Marantz High Definition Speaker Systems.
The following remarks were taken
from that taped discussion:
66It's one thing to design an acoustic

air suspension system that will have
low distortion. And it's another to
design a ported system for high
efficiency. But here, in one unit,
Marantz offers the audiophile the
best of both worlds?'

«It's incredible. Marantz calls it

Vari-Q*. Pull out the high density
acoustic foam plug and the system
becomes a tuned port reflex. Push it
back in and the port is absolutely
sealed and the speaker becomes
air suspension»
66 It doesn't matter what kind of
music the listener is into, either.
Air suspension with the plug in is
great for full orchestra, because it
damps better and doesn't peak the
lower frequencies. But when you
listen to rock, pull the plug and you
increase the low end efficiency.
It pumps up the lows at about
75 Hz and really delivers that
low end oomph?'
'Patent Pending. "Manufacturer's suggested list price. Actual selling price at dealer's discretion. (The enclosures for the HD -88,
board, finished in genuine walnut veneer. The enclosures for the HD-55 and HD -44 are finished in walnut grain vinyl.)

HD -77 and HD -66 are constructed of particle

It takes less power to do the same job.
And they're practically indestructible.
And higher efficiency means greater
distortion-free accuracy in reproducing high -frequency transients?'
We call them High Definition

i

a -Layer Voice
Coil

Polyester Film
Diaphragm

Voice Coil Gap

Barium Ferrite
Magnet

Pole Piece

Linear Polyester Film Dome Tweeter

«Another tremendous feature is the

linear polyester film domes on the

i

tweeters. The dome shape disperses
high frequencies over a much wider
area. And because the polyester film
is so lightweight, it's more efficient.

Speaker Systems. You'll call them
the ultimate in flexibility and
listening excitement. Five models in
all (three with Vari-Q) ranging from
the bookshelf-sized HD 44 with
frequency response from 45 Hz to
18 kHz (±3 dB -all controls set flat)
and power handling capacity of 60
Watts - to the super-powerful HD-88
with frequency response from 25 Hz
to 25 kHz (±3 dB - all controls set
flat) and power handling capacity of
300 Watts. Marantz High Definition
Speaker Systems start as low as
$89.95** Experience the professionals' choice today at your Marantz
dealer. He's in the Yellow Pages.
We

sound better.

HD-66
HD -88
HD -55

HD -44

(©1976 Marantz Co., Inc., a subsidiary of Superscope, Inc., 20525 Nordhoff St., Chatsworth, CA 91311. In Europe Superscope Europe, S.A., Brussels, Belgium In Canada: Super scope Canada, Ltd, Ontario. In the Far East: Marantz Far East, Tokyo, Japan. Prices and models subject to change without notice.
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Introducing
the world's most powerful receiver.
165 watts per channel.
With the world's least distortion. Only O.O8%THD'
The Technics SA -5760. More power and less distoi lion than
any other receiver in the world at rated power. And that's just
for starters.
The SA -5760 also has the reserve power you neel to
float through complex musical passages without distortion,
clipping or instability. Because we use single -packaged dual
transistors in the differential amplifier stage of each channel
Along with high capacitance filtering and a bridged rectifier.
There's also direct coupling and ieavy power supply -egulation. So transient bursts in one channel remain isolated fron
the other.
And you'll hear your records precisely the way they were
recorded. Thanks to "current mi for loading"-a radically new
circuit found in the SA -5760's piono pre -amp. The 'esults
are an unsurpassed S/N ratio of 78dB. And a frequency
response that's accurate to withii ± 0.2 dB of the ideal
RIAA curve.
On FM, the signal being broadcast will be the signal
you'll hear because we use flat g-oup delay filters in the
SA -5760's tuner section. As we as a Phase Locked Loop IC.
So you'll also receive 38dB of stereo separation at 1)kHz
and 45dB at I kHz. As well as inaudible distortion and a
I

frequency response that actually exceeds the response of
FM broadcasts.
The SA -5760's controls are as sophisticated as its
circuitry. Like a 26 -step true attenuator click -stop volume
control. Negative feedback tone controls with turnover
selector. Two-way tape -to-tape dubbing. A truly linear
signal -strength tuning meter for AM and FM that works
the way other meters don't: accurately. And all the other
refinements you'd expect from the world's most
powerful receiver.
And to complement the SA -5760, Technics has five other
new stereo receivers. All with excellent power. Outstanding
performance. Sophisticated circuitry. And all at a good
price. The concept is simple. The execution is precise.
The performance is outstanding. The name is Technics.

* 165 watts per channel, minimum RMS, into 8 ohms front 20Hz to 20kHz with
no more than 0.08% THD (total harmonic distortion).

Technics
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