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The Sound of Nakamichi

Next time you audition stereo components,
close your eyes and concentrate on the sound of music.
Don't be surprised to find that most electronics
sound the sane. They do! Now listen to the
Nakamichi ST -7 AM/FM Stereo Tuner, CA -5 Control
Amplifier and PA -7 Power Amplifier
Hear the difference? The clarity? The transparency?

Nakamichi electronics sound beter because they're
designed better. Unlike ordinary power amplifiers
that rely on "feedback" to lower distortion,
the PA -7 STASIS circuit generates negligible distortion
without using glcbal feedback. The ST -7's Schotz
NR system helps it reach out farther and pull in
distant stations cleanly and quietly
And, by eliminating unnecessary circuitry and controls, the
CA -5 ensures you the ultimate in sonic purity

Step out ct the ordinary...Step up b
The Sound of Nakamichi.

Nakamichi
Nakamichi U.S.A. Corporation

19701 South Vermont Ave., Torrance, CA 90502

(213) 538-8150

STASIS manufactured under license from Threshold Corporation. STASIS is a trademark of Threshold Corporation.
Schotz Noise Reduction manufactured under license from L.S. Research, Inc., U.S. and foreign patents pending.
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THE CARVER RECEIVER: Redefines your expectations of receiver performance with the power you need for Digital Audio Discs plus virtually noise -free
stereo FM reception. A receiver with astonishing performance incorporating two

highly significant technological breakthroughs: Bob Carver's Magnetic Field
Power Amplifer and his Asymmetrical Charge Coupled FM Detector.

Associate Editors:
Edward Tatnal: Canby. Bert Whyte, B. V. Pisha

Senior Editors:

ESSENTIAL POWER: Yoursystem needs an abundanceof powerto reproduce,
without distortion, the dynamic range of music on Digital Audio Discs and fine
analog recordings.
The Magnetic Field Amplifier in the CARVER Receiver gives you 130
watts per channel* of pure, clean power with superbly defined, high fidelity
reproduction.
The Magnetic Field Amplifier produces large amounts of power (absolutely
necessary for the accurate reproduction of music at realistic listening levels)
without the need for heavy heat sinks, massive transformers, and enormous
power capacitors required by conventional amplifier design.
Unlike conventional amplifiers which produce a constant, high voltage level
at all times, irrespective of the demands of the ever-changing audio signal (Even
when there is no audio signal in the circuit at all!), the Magnetic Field Amplifier's
power supply is signal responsive. Highly efficient, it produces exactly and only
the power needed to carry the signal with complete accuracy and fidelity.
The 130 watts -per -channel* CARVER Receiver is about the same size and
weipht of conventional receivers having merely 30 watts per channel!

Leonard Feldman, Richard C. Heyser,
Howard A Roberson
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NOISE -FREE RECEPTION: The AM -FM CARVER Receiver gives you FM
stett, pLii10111idl,Ce UrillialLted by that of any other receiver.
As it is transmitted from the station, the stereo FM signal is extremely vulnerable to distortion, noise, hiss and multipath interference.
However, when you engage CARVER's Asymmetrical Charge Coupled FM
Detector circuit, the stereo signal arrives at your ears virtually noise -free. You
hear fully separated stereo with space, depth and ambience!

ADVERTISING
National Sales Manager: Stephen W Witthoft
(212) 719-6337
Account Managers: Lesa Rader Giberson
(212) 719-6291
Nick Matarazzo
(212) 719-6346
Western Manager. William J. Curtis
Regional Manager- Randy Patton
(818) 784-0700

"This receiver combines the best elements of Carver's separate
tuner and amplifier...The Carver Receiver is, without question, one
of the finest products of its kind I have ever tested and used. Bob
Carver is definitely an audio and r.f. genious:' Leonard Feldman,
Audio Magazine, June 1984

Classified Manager: Laura J. LoVecchio
(212) 719-6338
Classified Assistant- Mary Jane M Adams
(212) 719-6345

"I consider the Carver Receiver to be the "most" receiver I have
yet tested in terms of the quantitative and qualitative superiority
of almost all its basic functions:' Julian D. Hirsch, Stereo Review,
April 1984
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The CARVER Receiver has been designed for fidelity, accuracy and musicality. You will want to visit your CARVER dealer for a personal audition of this
remarkable instrument,

`130 watts per channel RMS into 8 ohms, 20 Hz to 20 kHz with no
more than 0.05% total harmonic distortion.
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The test of the Century.
Century has become
the best selling of all Buicks
because it has passed the
most demanding of all tests:
the real world.
Every day of every year,
Century's front -wheel drive
and MacPherson strut independent front suspension
endure through rain, sleet,
mud, snow and other hazards

the road holds.
But grace under pressure is only part of the story.
Century is also a car with
admirable performance and
road manners.

Yet, this is a Buick in the
grandest tradition, with
roomy, comfortable, luxurious
interiors, and a great many
convenience features as
standard equipment.
Century has passed all
its tests with flying colors. And
it's certain to pass yours.
Buckle up and visit your
Buick dealer.
To ask any questions,

request a brochure or test
drive, call the Buick Product
Information Center, 8 a.m. to
8 p.m. Eastern time, weekdays:
1-800-85-BUICK (1-800-852-8425).

Wouldn't you
really rather have a Buick?

AUDIO ETC
EDWARD TATNALL CANBY

ARTS AND GRAFTS
Ineed to edit myself a new term before I can go on to more audiobiography: Sound working.

I'm tired of "edit"; it's getting to be

like "software" or "processing."

I

sometimes go for processed cheese,
but I'm already allergic to processed
words. Then there are the oldies like

"time" and "live," now stretched to
their elastic limits. Real time? Is there
any other kind? Of course, so we talk
about the real thing as though it were

somehow abnormal. Live on tape?
Well, if it's on tape it isn't alive, but
even so
Time warp? Could be.
Black holes, or is it white holes?
We need to confine "editing" before
we begin to "edit," say, press confer.

.

.

.

ences. Or bouquets of flowers, or a
gourmet dinner. It's like musical "software"-you may remember I drew my
own line when it got to Beethoven. He
did not write software for symphony
orchestra. Nor, I should add, does the
Met run software on its big New York
stage. It produces operas, thank you.
Enough is enough.

Editing was once entirely for the
printed word, books and magazines,
literature. Then the movies took it over
for the film assembly line, followed by

audio tape and then video. This new
technological sense is well -established

early talkies. If you edited the picture,
you had to edit the sound. We had only

the disc, which is why it took me 40
years to edit a wedding recording
I

made in 1940 (see Audio, May 1984).
and useful in the great present com- But at least we younger music teachplexes of film, video and audio-it is ers (which I was) could pick out a mualways the actual physical process of sical "theme" on a record and play it,
snipping and cutting and assembling, excerpted, with minimum squawks and
joining up segments through a variety blats, which was a kind of sound edit-

of technical systems that is in itself
bewildering. That's enough, for our

ing. By 1940

type of editing.

it. You got so you could "read" the
record grooves in a strong light and

So let's divide the process in two:
We'll confine "editing," when it goes

I

already had four fat

years of this behind me, and I enjoyed

drop the pickup exactly where the tune
beyond the printed word, to the purely began, then use the volume control to
technological sense of assembly, from fade out at the end. Or, with the right
razor blade and EdiTall to time codes, equipment, you could cue up, the table

wave matches, Dolby, and a dozen

turning at speed while you held the

syncs on a grand scale. Sound work- disc motionless.
ing, then, is more the arts and crafts
But you could not thus "slip" records
side, a matter of aesthetics. To work, on any existing home phono, nor those

is a splendid oldie full of
pleasant memories: Woodworking.
transitive,

6

Not at the cue point! There's silent play

for an exasperating second or two.
That's enough to spoil your cue if you
are shaping an accurate musical time.
Very soon after 1940, the summer of

that wedding recording on disc,
made some startling discoveries

I

in

sound working. It was, quite indirectly,

via FM. The students at my college
were putting on a radio drama. I have
not the faintest memory of what it was
about, but the Dramatics prof (female)

asked the Music Department (me)
whether

could fix up some musical
bridges for this show, out of all those
records I had. Seems she had made
contact with a new radio station, some
I

new system called MF, was it? And she

had their studios for a production on
the air.

torque, even with a felt slip pad under-

Much as hated musical bridges,
especially "classical," how could I refuse? I had never been in a radio station. My knowledge of radio ended at
the AM receiving antenna. But, oddly

That's my idea.
When I first had glimmerings of this

We haven't progressed very far here in
40 years or more. Consumers are still

it,

frustrated trying to transfer selected

there were no tools, no tape, only the

button? Push "play"-and no sound.

in most classrooms. Not enough

Working in clay, oils, pastel, bronze, neath the disc. Automatics were out, of
sheet metal, acrylics, wrought iron- course. You pick up the pickup and it
we can "work" sound, too, into sonic takes itself instantly away and turns the
shapes both useful and beautiful. machine off, even in "manual" mode.

idea of working sound, shaping

you tried to cue a cassette player that
turns on its electronics with the "play"

parts of an LP onto cassette. And have

I

enough,
had listened to this new
"MF" radio sound, which was of course
I

FM. That way, at least, I was a small
jump ahead of the drama class.
AUDIO/AUGUST 1985

NO OTHER
HIGH -BIAS CASSETTE
CAN MATCH THESE NUMBERS:

0 00110
44TDK® PO
111105r pirrAL
Folli HIGH BIAS

ei,k.TDK

HIGH
SITION
EXTRA

it*

1-fiyh 131., 70us EC)

hiS
90

EXTENDED HIGH END HIGH MOL HIGH OUTPUT
LABORATORY STANDARD CASSETTE MECHANISM

Other Type II (high -bias) cassettes are a long
way from home when it comes to reproducing
the pure, dynam c sounds of digitally encoded
music sources.
But, number for number, TDK HX-S audio
cassettes are number one.
Their exclusive metal particle formulation
reproduces a wider dynamic range and higher

frequency respolse. This enables HX-S to
capture all the crispness and purity of digital
performance on any cassette deck with a
Type II (high -bias) switch.
With four times the magnetic
storage ability of other high bias cassettes, HX-S virtually

eliminates high frequency

1985 MK Electronics Corp.

saturation, while delivering unsurpassed
sensitivity throughput the audio spectrum.
Additionally, HX-S excels in retention of high
frequency MOL, which no other high -bias formulation attains.
And HX-S superiority is not just numerical.
To maintain its dynamic performance, HX-S is
housed in TDK's specially engineered, trouble free Laboratory Standard mechanism. It's your
assurance of unerr ng reliability and durability,
backed by a Lifetirr e Warranty.
For optimum res.ilts with Type II (high -bias)
and digitally -sourced recording., get TDK HX-S. You'll feel
mo-e at home with it, wherever

THE MACHINE FOR YOUR MACHINE.

Enter No. 33 on Reader Service Card

yoL. go.

BIG POWER FOR YOUR REC

V

Add the power you need for the new digital, dbx or Dolby recordings- without
obsoleting

r prese

PC -1... just $39.00!
Don't sell or trade in your stereo receiver just because you need more power!

eo system!

AiNpur
AMPLIFIER

The PreampfTuner section of your receiver can now be instantly coupled to a
Soundcraftsmen high -power amplifier with the amazing new PC -1 Power Coupler.
The PC -1 connects to your receiver (or integrated amplifier) speaker terminals,

-perfectly matching the inputs of any Soundcraftsmen amplifier!

THE WORLD'S SMALLEST, LIGHTEST,
MOST POWERFUL CONTINUOUS POWER

You must HEAR it, to believe it!
You'll love it!
The improvement is fantastic!

STEREO AMPLIFIER!

410 watts-MOSFET205 watts per channel
et

00
$449
8 ohms, 20 Hz -20 KHz, less than 0.05% THD...

300 watts per channel @ 4 ohms...
"PHASE-CONTROL-REGULATION"®

11111111111

Soundcraftsmen's research into Digital Audio Technology has resulted in a major
advance in amplifier design-Phase Control Regulation.° The world's first PCR
amplifier, the PCR800, sets continuous performance and reliability standards never
before possible in audiophile equipment.

Enter No 30 on Reader Service

FOR A DEMONSTRATION, VISIT NEAREST DEALER LISTED BELOW
However, many additional Dealers-too numerous to list here-are located throughout the U.S.
many models on display. If no
dealer is shown near you, or you encounter any difficulty, please phone us at 714-556-6191, askwith
for our "Dealer Locator Operator!'
ALABAMA

Huntsville
SOUND DISTRIBUTORS

KANSAS
MOM!

Overland Park
AUDIO ELECTRONICS

AUDIO PLUS
LAS FABRICAS

Sane

Orlando

DEL'S TV

Phoenix
ABSOLUTE SOUND

AUDIO MART ELECTRONICS

Wichita
AUDIO PLUS

Tucson

SENSUOUS SOUND

ARIZONA

BSA ELECTRONICS
Yuma
WAREHOUSE STEREO

NO. CALIFORNIA
Berkeley
HONKERS SOUND CO.
Concord
SOUND DISTINCTION
Goleta

HOUSE OF AUDIO
Palo Alto
WESTERN AUDIO
Sacramento
NEAL'S SPEAKERS
San Francisco
LISTENING POST
Santa Barbara
HOUSE OF AUDIO

SO. CALIFORNIA
Phone 714-556-6141, ask for
"Dealer LOLA& Operand'
(Insufficient space lo list
all Dealers in this area)

COLORADO
Colorado Springs
THE SOUND SHOP
Denver, Arvada, Aurora
STEREO PLUS
Englewood
GOLD SOUND
Gunnison

WILDWOOD MUSIC

CONNECTICUT
Danbury
CARSTON STUDIOS
Stamford
COUNTY AUDIO

FLORIDA
Fort Walton Beach
AUDIO INTERNATIONAL
'llywood
AI°PlEAKER WAREHOUSE

Merritt Island
AUDIO MART ELECTRONICS

Tampa

GEORGIA
Atlanta
AUDIO UNUMITED
STEREO DESIGNS
'',utsSITEREO SHOP

Columbus
WORLD-WIDE ELECTRONICS
Dalton
BROCKS ENTERTAINMENT

HAWAII

KENTUCKY
Lexington
SHOPPE

Louisville
HI -FIDELITY, INC

LOUISIANA
BII34aET GENERATIONR'

LaFayette
NEW GENERATION

Metairie
SOUND TREK

1610

YAFUSO T.V. APPLIANCE
Honolulu
HARRY'S AUDIO
VIDEO UFE
Lihue. Kauai
JACK WADA ELECTRONICS

VAlitii .'SMIi!ECTRONICS

IDAHO
Idaho FaMs

PHASE 4 STEREO

ILLINOIS
C,
P1 hi iL

Y ELECTRONICS

Dekalb

AUDIO PLUS
Gurnee

OPUS EQUIPMENT
Peoria
ELECTRONICS DIVERSIFIED

INDIANA
Anderson
ANDERSON ELECTRONICS
BlnornHI

FIDELITY SPECIALISTS
IndianaPollS

STEREO IMAGE

New Haven
HJS SOUND
'14/071131112gONICS

MARYLAND
Baltimore
STANSBURY STEREO

%TrIn
MASSACHUSETTS
Boston
ENCORE AUDIO
Brockton
SCORPIO SOUND
Sunderland
SCIENTIFIC STEREO

MICHIGAN
Marquette
AMERICAN TV

MISSISSIPPI
Gulfport

°PMI'S MUSIC

Bloorningtai
MINNESOTA SOUND VALUE

Duluth
TEAM ELECTRONICS
Litchfield
QUALITY STEREO

PENNSYLVANIA

Greensbcto.

CISt..)rniiii;E

High Pain

rs6EudCTRONICS

Jackson
HOOPER SOUND

Winston -.Salem,
AUDIO -VIDEO CONCEPTS

Hermitage
CUSTOM

Meridian
HOOPER SOUND

Hickory

McKeesport
HI Fl CENTER

MISSOURI

Cf:RAVE ACOUSTICS

MC1UGHUN'S TV

Chesterfield/St. Louis
INSTANT REPLAY

NORTH DAKOTA

Kansas City
SOUND DYNAMICS

ZITS -MORE

NEBRASKA

OHIO

Lincoln
LIGHT & SOUNDS FANTASTIC

Akron
OHIO SOUND

CO.

NEVADA
as

v
UNIVERSITYLas

PRO AUDIO

NEW HAMPSHIRE
New London
NORTH STAR ELECTRONICS

VIRGIN ISLANDS

AUDIO rUNCTION

Thomas, U.S.and
British Sir gin Islands
ELECTRONICS UNUMITED

PHOENIX HI Fl
Willow Grove

VIRGINIA

SOUNDER

NEW JERSEY. SO.

Puerto Nuevo
LASER SOUND

Warren
CUSTOM SOUND CO.

SEASHORE STEREO

YouCUSTOM"'

OKLAHOMA
NEW YORK CITY,

Oklahoma City
JOHNSON TV A SOUND

NORTHERN N.J.

OREGON

Phone 201-447-9300. ask for

"Dealer Locator °strata"
(Insufficient space to list
all Dealers on this area)

NEW YORK-UPSTATE
Albany
SOUNDS GREAT

Buffalo
PURCHASE RADIO

Newpalti
NEWPALTZ AUDIO

211PIWORTHERN STEREO
Rochester
SOUNDS GREAT

MASfl SOUND

SOUTH CAROLINA
Columbia
NORTON STEREO
Greenville

DON JONES STEREO
'Tewbe

SOUND' CO.

Coos Bay
PENNING TONS AUDIO
Eugene

BRADFORD'S HIGH FIDEUTY
Klamath Falls
HIGH COUNTRY RECORDS
Medford
SOUNDTRACK ELECTRONIC
Portland
HAWTHORNE STEREO

St

Reading.
Shillington

Cleveland

Witwood

VERMONT

Pmsbur

PUERTO RICO

Middleburg Hts
BAB APPLIANCE

San Lake City
INKLEY'S
St. George
ARROW AUDIO

Brattleboro
SCIENTIFIC STEREO

OHIO SOUND
BAB APPLIANCE
OHIO SOUND
Lima
HART AUDIO

UTAH

Philadelphia
SOUND OF MARKET
SOUND SERVICE

Canton

=NG ROOM
MINNESOTA

NORTH CAROLINA

HE ELECTRONIC SHOP

Spartanburg
DON JONES CUSTOM STEREO

TENNESSEE
Chananooga
COLLEGE HI Fl
Nashville
AUDIO SYSTEMS

TEXAS
Arlington
SOUND IDEA
Beaumont
BROCK AUDIO

Corpus Christi
SOUND VIBRATIONS
El Paso
SOUND ROOM
Fort Worth
SOUND IDEA
Houston
HOME ENTERTAINMENT
Hurst
SOUND IDEA
Midland
FOLDER'S ENTERTAINMENT

Falls Church
AUDIO BUYS
Richmond
GARY'S

WASHINGTON
Bremerton
EVERGREEN AUDIO
Olympia

°ESC° ELECTRONICS

WEST VIRGINIA
Morgantown
THE SOUND POST
Princeton
THE SOUND POST

WISCONSIN
Appleton
AMERICAN TV
Glendale
SOUNOSTAGE

Madison
SPECIAUZED SOUND
AMERICAN TV
Oshkosh
AUDIO PLUS
SheboyganENE

AMERA A SOUND
Waukesha

AMERICAN TV

THE LEADING EDGE OF AMERICAN AUDIO TECHNOLOGY
Audio Specialists always specify separate Power

Amplifiers, Preamplifiers and Tuners for no compromise sound reproduction...Soundcraftsmen
builds, in the finest American Tradition, coordinated
audio separates for a superbly matched stereo system

...or as individual components to upgrade your existing system.

REVOLUTIONARY CLASS "H" AND
POWER MOSFET AMPLIFIERS
The most advanced Stereo and Professional Amplifiers featuring Class H Dual Signal -Tracking Power Supply, Auto -Buffer®
for Continuous 2 -Ohm Operation, No Current -Limiting, Auto
Crowbar Output Protection, Power MOSFET circuitry for Highest Reliability, Calibrated LED meters. Power Output ranges

from 125 WPC to 250 WPC @ 8 ohms, 190 WPC to 375
WPC @ 4 ohms with exceptional headroom.
$449 to $1,199.*

WORLD'S MOST VERSATILE
PREAMPLIFIERS
Unique Equalizer/Preamplifiers and Straight -Line Preamplifiers fea-

turing -97dB Phono S/N, Adjustable Phono Capacitance and
Impedance, Moving Coil Inputs, Phono Input Level Controls, Exclusive AutoBridge® circuit for Mono Operation of Stereo Amplifiers
@ TRIPLE POWER OUTPUT, versatile Push -Button Patch Bay with

Two External Processor Loops, Digital and Video/Audio Inputs,
Precision Passive Coil El) Circuitry and Differential/Comparatorg
True Unity Gain for Highest Gain, Lowest Distortion and No "Clipping" of Wide Dynamic -Range Material. Computone charts
included.

$399 to $699*

DIFFERENTIAL/COMPARATOR
EQUALIZERS

V,Of DF.,140

State -of -the -Art Octave and Third -Octave Equalizers featuring
0.1dB Differential/Comparator® circuitry for Total Compatibility
with Digital and other Wide Dynamic -Range Program Material. Precision Passive -Coil Filters for Highest Gain, Lowest Noise and
Distortion-Regardless of EO Curve Selected. Specially Recorded
Frequency Analyzer Test Record, Computone Charts and Connecting Cables included.
$189 to $699.*

41.1

nf.t-IPSE

WORLD'S MOST ACCURATE
REAL-TIME
ANALYZER/EQUALIZERS
REVOLUTIONARY Differential/Comparator' circuitry makes possible Accuracy to 0.1dB! Automatic or Manual Octave Scanning for
Fast, Accurate Analyzing and Equalizing. Precision Passive Coil
Filters for Highest Gain, Lowest Distortion. Scan-Alyzer Models
With and Without Built-in Equalizers. No Calibrated Microphone
Necessary. Computone Charts Included.
$499 to $699."

DIGITAL QUARTZ STEREO TUNER
AM -FM -FM Stereo Tuner with 7 AM, 7 FM Station Presets, Automatic or Manual Scanning, Active High Blend Circuitry.
$299.*
"Prices include Standard 19" Rack -Mount Front Panel.
*Genuine Oak or Walnut Side Panels Are Optional Extra.
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On my first visit to a
radio station, what hit me
were the sounds I could
put together with two
interlinked turntables
instead of one.
And so in that spring of 1943, at the
bottom of the big war, with New York
fully blacked out (even to the subway
cars) and my volunteer job of air-raid
warden very seriously taken, I barged
into my first radio station for this utterly
inconsequential little show. Perfectly
good-just not earthshaking. I brought
along records. I gave them to the engineer, who played them, mostly in the
wrong places. No great matter; it was
only bridge music. The show was re-

tables instead of one. That possibility
had never occurred to me. think
began to sense my destiny that very

came back with a fine script and lots
and lots of music, on many pounds of

day. Sound working! This was it-or

hearsal, the union engineer blew her
top. It was awful. What did think she
was, an octopus? A circus acrobat?

I

I

could be.
Downstairs in the duplex apartment
that had been converted for radio was
the Director, a woman who understood
things. She was unbelievable. An experienced radio hand from Chicago, a
musician who had worked with James

hearsed, and went on the air. Five minutes later it was forgotten.
But there was I, in a real studio. For
the first time I gazed upon enormous

Mars, an early FM big shot whom many
oldsters will remember. Anita De Mars

built-in diamond stylus. This pickup not ence (maybe 400 sets?), minus profit,

but full of ambition and forging into
new sonic territory in the new hi -f i medium. Her ears were wide open to any

could play either lateral or vertical ideas floating around. She had been
grooves. The latter were on gorgeous, quietly moseying about as we rebig, transparent -red plastic, 16 -inch, hearsed that student show, and I think
331/2 -rpm ETs ("electronic transcrip- she saw my excitement. She was neartions") from a rental library available to by when I got into difficulties with her
radio stations. This in 1943!
engineer over which music I wanted to
Stereo? None of us yet had heard of play. Trifling or no, by the end of that
that, in particular the lateral -vertical broadcast I was so worked up I was
combined groove that is now standard almost hysterical, what with all the hi-fi
for discs. But surely, with a bit of rewir- blossoming around me and the busiing, that pickup could now play a mod- ness of actually putting a show out on
em LP in stereo, full range, though with the fabulous FM air.
a certain steely sound that expect
As I came down the stairs from "Stuwould be frowned on today. (That dio A" (the ex -penthouse living room),
would have been partly a matter of about to leave the station forever, De
equalization; there was then no stan- Mars took me aside. "Eddie," she said
dard and plenty of different recording (she never called me anything else),
curves.)
"how'd you like to try a show yourself?"
Detailed knowledge of these pickgulped. reeled, the world whirled
ups came later-this was the station around me. Would I? "Okay," said she,
where I was to spend the next three matter-of-factly. "You have 25 minutes
years, ending up (before the Big Bust) and an engineer to do the records
as Music Director with several of my while you talk about the music. Write
own shows on the air. But on that first me a script, anything you want. Make a
visit I was all eyes and ears, especially copy for the engineer with the music
for one thing I had never imagined: Not cues on it. [Oh boy, was that going to
one but two giant, professional turnta- give me trouble.] Come back in two
bles in every studio, side by side, and weeks and let me see what you have."
switches and faders to mix with mikes.
What a talent scout, that Anita De
Commonplace, of course, even then. Mars! My "talent" was no more than a
But who outside of the business ever glint in the eye and maybe a feverish
saw such things?
look. But she got the idea even so.
What hit me in a flash was the range
I can come to a quick conclusion on
of experiments I could do, the sounds I this episode. Disaster. I worked until
could put together, with two interlinked was dizzy for those two weeks and
I

I

I
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hold in only two hands? This show is
impossible!! said she, departing.

De Mars was hovering nearby, as
usual. She had seen it all. I had set up

discs, for some 25 minutes of air time!
On paper it was a good show-with 28
turntables and 16 working engineers

I

I

How many records did I think she could

know.) How she got to New York and
into FM I do not know, but have a

equipped with very strange pickups- was perfect for wartime FM-experithe Western Electric 9A, featuring a mental radio, on the make, minus audi(when they were on the record, which
was seldom) but, with a flip of a switch,

I

approximately 34 classical cues, off

professional turntable consoles with feeling she was related to Paul De

only produced real, audible highs

re -

Petrillo of the musicians' union, she
was strictly a union lady. (Ask your

daddies who Petrillo was-they'll

big, 16 -inch castings revolving on top
and long, strange -looking arms

78 discs. After an hour of futile

the middles of as many fragile 78

we could have had it on the air that
very day.

De Mars was not flapped. "Eddie,"
she said quietly, "you have another
week. Just go home and use a little
common sense, if you have any. Come

back next week and we'll try again."
Cool as a cucumber. Then, I suppose,
she went out to placate her ruffled en -

gineer. She succeeded; later on we
were great friends and made a good
broadcast team.
The next week that show went on the
air. tell you, I never worked harder nor
I

learned so much. It was my practical
introduction to real sound working.
did it on radio for decades thereafter
and for long years before tape editing
appeared-we worked "live" from records (two turntables) right on the air.
When the tricks didn't work, would
I

I

casually apologize-we'd better try
that one again-while my engineer
sweated buckets but usually did it right
on the second try.
Noble efforts! Those guys (and gals)

got so they could do incredible tricks
with music, foreshadowing the things
DJs have been doing in more recent
times. One of my assistants was Edgar

Schuller, younger brother of Gunther
Schuller, Third Stream music man, top
man at the New England Conservatory
as well as a prolific composer and tray -

eling conductor. His brother was a
whiz, with a splendid ear. Another was
Jac Holzman, who had to leave me to
found his Elektra Records and, later,
Nonesuch. A third was John McClure,
who graduated to CBS and rose to the

very top of the record pile, where he
still operates. So you see that the early
art of sound working, even in this cor-

ner, has been in very good hands. A
AUDIO/AUGUST 1985

MAXELL TAKES
COMPACT DISC QUALITY
OUT OF

THE LIVING ROOM.

Ah, the comforts of home. They're tough to
leave behind. Especially when it comes to
things like your compact disc player.
But even though you might not be able to
take the player with you, you can take the brilliant sound quality. If you record your compact
discs on Maxell XL -S cassettes.
By producing smaller, more uniform magnetic particles, we can pack more of those
particles on the tape surface. Which makes it
possible to record more information on a given
area of tape.

As a result, AC bias noise is greatly reduced. And maximum
output levels are significantly increased. In fact,
the dynamic range of XL -S is expanded so much, it can capture
everything from the subtle passages
to the extreme bursts inherent to
compact discs.
So record your compact discs on
Maxell XL -.S.

Then you can enjoy their sound
quality wherever you feel
athome.
Enter No. 18 on Reader Service Card

IT'S WORTH IT

el2785 Noxell ( orpototoo of Amerce 60 Oxford Dave, Moonachie. NJ 07074

AUDIOCLINIC
JOSEPH GIOVANELLI

Usable Volume -Control Range
Q. I recently purchased a clock radio/tape recorder. Its volume control is
the slide type, with positions numbered
from 1 to 10. I find that if I advance the
control to 1, the volume is as loud as I

known as a ceramic cartridge; your
new turntable, however, contains a
magnetic cartridge.

Ceramic cartridges produce much

larger signals than magnetic cartridges, so the latter need more amplifi-

would ever want. Thus, my effective cation. Magnetic cartridges also need
use of the control is very narrow, mak- special equalization in order to deliver
ing it difficult to adjust volume.
a flat frequency response; this is not
Can I make this control less sensitive the case with a ceramic cartridge.
by placing a resistor in series with it, or
All is not lost! There are some phono

perhaps placing a resistor in series preamplifiers made to do just what
with the loudspeaker in order to lower your sound system calls for. They both
the speaker's efficiency?-Scott A. amplify and equalize the tiny signals
Kracen, Sycamore, Ill.
produced by magnetic phonograph
A. To solve this problem, first mea- cartridges, bringing sufficient signal to
sure the resistance of the volume con- the input of a sound system like yours
trol with an ohmmeter. (Disconnect the so that proper performance is re"high" side of the control and lower the stored. Thus, the upgrade you had
setting to zero. Otherwise, you may hoped for is really effected. (These
obtain an erroneous measurement.) units are manufactured by Shure
Next, place a resistor, about equal to Brothers, Stanton, Radio Shack, and
the measured resistance of the control, others.)

in series with the high side and its

Installation is simple. Merely connect
the unit between the turntable and the
input of the Electrophonic unit normally

original connection.
Unfortunately, many controls of this
kind are mounted on the printed circuit used to accept signals from the origiboard containing the rest of the circuit- nal cartridge.
ry. If this is so in your case, you must
cut the foil associated with this terminal Tonearm Cueing Problem

and bridge the added resistor across
the break.
I do not recommend that you add a
resistor in series with the loudspeaker

Q.

I have a problem with my new

turntable.

I was careful to set it up

according to instructions for balancing, stylus overhang, etc. As a last
because you may then have insuffi- step, I used a very accurate bubble
cient volume available from the loud- level to level the turntable front/back
speaker before distortion sets in. I have
noticed that some of these clock radios

have more audio gain than can be
handled by their output stages. Therefore, overdriving the output stage is a
real possibility when you decrease the
efficiency of the loudspeaker circuit.

Insufficient Phonograph Volume
I have just connected a new turntable to my old Electrophonic system,
hoping to upgrade my system's performance. I tried playing a record with the
volume control set to a low level, and I
heard nothing from the loudspeakers.
It turns out that for me to hear music at
all, I have to turn the volume control to
maximum. Please give me your profesQ.

ment does not result in excessive anti -

skating force, it probably does not
make much difference that you have a

slightly misadjusted level. Chances
are, if you continue to operate the turntable off -level, you will need to reduce
your anti -skating force.

Multiple Tweeters
With a Crossover Network
Q.

I am designing my own loud-

speaker systems, using four 8 -ohm
tweeters. Two are wired in series, and
the next two are also wired in series;
these two groups are wired in parallel
to produce 8 ohms of impedance. By
wiring several tweeters in this way, will
the performance of the crossover network be affected? Will there be a danger to my tweeters?-Loren Gade, Virginia Beach, Va.

A. The crossover network will not
care how the 8 -ohm impedance which

it expects to "see" is obtained. You
have done everything correctly.

moves inward approximately 1/16 of
an inch. This means that the arm will
not be at the same point on the disc

prove my AM reception? I live in a rural
area in Wisconsin, but I enjoy a Chica-

when I lower it again.
Following the maker's instructions, I

clear channel. This station, located 368

adjusted the level until the cueing
problem was solved, but the level was
off by a few degrees! Which setup is
correct, and is something wrong with
my turntable?-Peter DeMeo, San Bernardino, Cal.
A. It

sounds as though the lever

which actually lifts and lowers the tone arm may be bent, not absolutely paral-

A. Your low signal problem is not

may cause the arm to slip in that direction. If you are mechanically oriented

hard to track down. Your player's amplifier was designed to accept what is

and willing to mess with it, bend the
lever so that it is now parallel to the

12

arm may have a natural tendency to
move inward, even with the turntable
correctly leveled.
Of course, you did solve your problem to some extent by just knocking
your system out of level. If this adjust-

and left/right.
The problem is that the cueing does
not work properly. When the "up" control is pressed, the arm rises and then

sional opinion as to the nature of my lel to the turntable. Thus, if it tends to
problem.-Mark E. Clement, Greens- dip toward the center of the record, it
burg, Pa.

record surface. Be sure to level the
table properly.
It also occurs to me that if you have
your anti -skating compensation set incorrectly or if it is miscalibrated (which
amounts to the same thing), the tone -

Improving AM Reception
Q. Is there any way for me to im-

go AM station-WGN-50,000 watts,
miles southeast of my home, fades at
about 7:00 in the morning.
I have a 62 -foot television tower and
a 10 -foot satellite dish. Is there a way
to use either of these for radio reception?-R. G. Yancy, Bruce, Wisc.
A. Aside from using your TV tower
as an anchor point for an AM antenna,
your tower and dish won't be too helpful. But before answering your question
If you have a problem or question about audio,
write to Mr. Joseph Giovanelli at AUDIO Magazine, 1515 Broadway. New York. N.Y. 10036. All

letters are answered. Please enclose

a

stamped, self-addressed envelope.
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Polk s exclusive new Silver Coil Dove Tweeters
achieve widely dispersed silky smooth crystal clear
high frequency reprocuction.
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reproduce clean, clew better def nec Lass and
Varner IDE

re ichnog

4321.95 ea.

alVI V

AMU

2211.00 pair

.159.90 par

5194.95 ea.

Pclle trial g edcatice b a plilesshy of quality results in ira -natically betvr sounding speaker for your ficrne anc ca ($39.95 -$850_)

ircredibly cc mplex Isoptase Crossover
Systems achieve sea-nlessly srnootr, coherently

usol sound.
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Role's extraordinar le thorough quali-y control program is your assurar ce of sonic excelence and total
satisfaction.

En

.r Wo. 24 01 rude' Serdce Card

See dealer listir 3 on pace 122

Changes in audio quality
and signal strength are
simply facts of life with
long-distance, nighttime
AM radio reception.

need to know more about the

er's AM antenna input terminal. Run

fading you mention. If the signal disappears completely, little can be done to
salvage the situation. If the signal is
still present, but is much weaker, then

as an anchor point if

this antenna so it is clear of surrounding objects, and attach it, using some
kind of insulator, to a tree or other object on your property as far as possible
from the house, so your wire can be as
long as possible-about 50 feet, minimum. Your TV tower might well serve

from the house.
I cannot guarantee perfect reception
once you add this wire. TV sets in the

fully,

I

you may be able to do something to
make it more usable.
Connect a length of wire to your tun-

Better sound from every record you
own, with the new Signet TK1OML!

it

is far enough

neighborhood can cause problems;
someone vacuuming a carpet can
cause problems. Summer storm static
can be troublesome, too, and if there
are any local broadcasts nearby, they
may introduce sufficient signal to overload your receiver.

Usually a station operating at the
lower portion of the broadcast band
will not tend to fade during daylight
hours, once its minimum signal level
has been reached. You can definitely
expect a constant fading in and fading
out of the signal at night, with changes

in audio quality along with the variations in signal strength. This phenome-

non, known as selective fading, is a
fact of life with long-distance AM reception.

The cure sometimes employed by
commercial receiving sites is to use
two separate antennas, spaced perhaps one mile apart, with each antenna connected to its own receivers. The
receivers are interconnected to what is

It's something you can't get
with any other technology.

called a voting system. This simply
means that the receiver having the
strongest signal at any given time is
the one allowed to transmit its audio to
the main system. This arrangement is
known as dual diversity reception.

Until you hear the Signet TK1OML, you may So grooves sound new, long after other styli

not fully appreciate how superb today's are threatening irreparable damage to your
analog recordings can
record collection.
be. And how much may

Each Signet TK1OML

be lost by going all -

MicroLine stylus is cre-

The single most significant advance in the
Signet TK1OML is its

natural octahedral diamond, oriented for
longest life, and with a

ated from a whole,

digital.

square shank to pre-

unique new MicroLine"'

stylus ... with the long-

cisely fit the laser -cut

Its scanning radius is a
mere 2.5 microns, half

ultra -rigid low -mass
boron cantilever. You
get perfect alignment.

est, narrowest "footprint" ever achieved!

hole in our unique,

that of the best ellip-

Period.

ticals, while its vertical
But the proof of qualcontact footprint is three times longer than ity is in the playing. With the new Signet
the elliptical. The Signet MicroLine stylus TK1OML, older records literally come back
tracks very high frequencies better-at to life. New records transcend the limits of
lower groove pressure-than any other ordinary technology. Your entire system
design.
gets a new lease on life.
Even with repeated playings, the Micro Visit your Signet dealer. Peek into his miLine stylus maintains its shape, withcroscope to see this fantastic stylus.
out "spreading" like all other tips.
Then get the real proof. Listen.

signet.
SIGNET, 4701 HUDSON DRIVE, STOW, OHIO 44224

Headphone Efficiency Problem
Q. My power amplifier has two stereo headphone jacks. I own two pairs
of phones, each from a different mak-

er, and use them simultaneously.
Should I have a resistor in series with
each pair of headphones so that one
does not rob volume from the other?
One pair has a bit more volume than
the other.-Name withheld
A. Resistors can help, but not for the
reasons you have suggested. You see,
it is not a matter of one pair of phones
stealing signal from the other. It is simply that one pair yields more acoustical

output than the other from a given
amount of input power applied.

Yes, add resistors (whose values
must be determined experimentally),
but only in series with the more efficient pair of headphones. With properly chosen resistance values, both pairs

of phones will be equally loud for a
given input signal.
A

Enter No. 27 on Reader Service Card
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TAPE GUIDE
HERMAN BURSTEIN

Residual Magnetism
Q. I have a magnetometer with a
range of ±5 Gauss. Using the magnetometer on my tape deck, and allowing
for the effect of the earth's magnetic
field, I found that the field associated
with the heads, guides, and capstans
is negligible, probably due to my occasional use of a demagnetizer. It would

itself shows that some edges of the lent, just aren't compatible with each
tape protrude. Do you have any rec- other. This might be true in your case,
ommendations?-Robert Olsen, Madi- requiring you to try another brand or

be helpful to know what level of residu-

corded in pre -Dolby times. This makes

son, Wisc.

type of tape.

A. Fast -forward or -rewind puts the

tape under a good deal more stress

Noise Reduction

than normal operation. If the transport
mechanism isn't operating properly or
if the cassette isn't well -made (and
making it well is rather an engineering

encoded with Dolby A or B, but most
without Dolby because they were re-

Q.

I listen to open -reel tapes, a few

al magnetism is considered tolerable feat), problems such as yours can
in heads, guides, capstans, etc. with- arise. Hence, one gets the advice to
out appreciable effect on the tape.
avoid fast -wind when possible-for exI checked the magnetism on a ample, by storing a tape in the just friend's tape recorder, and found that played or just -recorded condition.
Still, with a high -quality deck, such
stray magnetism from the unit's speak-

tape noise unbearable. Which Dolby
system can I purchase that would be
compatible with my tapes?-Melvin A.

problems are abnormal, and a visit to a
qualified repair shop is indicated if the

reduction unit, which applies varying
treble cut depending on the amount of
high -frequency information in the au-

er, appearing approximately where the

tape goes from the cassette guide to
the cassette take-up reel, is 5 Gauss.
This seems high to me. Can you give
me a reference to any article(s) on the
effect of stray magnetic fields on recorded audio tape?-H. B. Hoeper, Arlington, Va.
A. As a rough guess, a field of 1 or 2
Gauss might not be harmful. Five

deck indeed is at fault. Or the other

ration can make a big difference in the
degree of tape erasure by the field.

You may find helpful my article
"Magnetic Shielding" in the April 1979
issue of Audio. Also of interest might

be my articles "Focus on Head Demagnetization" in the April 1981 issue
and "Refocus on Demagnetization" in
the September 1982 issue.

The Music Stops

Q. Three or four of my cassettes
sometimes stop while playing. These
are all of one brand, recorded on both

sides, but played principally on one
side and stored after fast -rewind.
These tapes have been played about
30 to 50 times each. I have frequently

used the auto search feature of the
deck, which puts the cassette into fast -

dio signal. The less the high -frequency

points at the cassettes. And the simple
solution is to avoid the brand and type
in question.

where noise is most audible. (The Feb-

Q. Lately I have been experiencing
very severe treble dropouts at the beginning of some of my cassette tapes;
these are high -quality tapes that I recently began using. I wonder if the
cause is my tape deck or the brand of
tape. Some of the tapes have worked
fine, but others not.-Philip Copeland,
Natchez, Miss.

A. The problem could lie either in
your tape or in your deck. But if it
occurs only with some tapes and not,
with others, one tends to suspect the
tape. The tape pack on the hub tends
to be out of round at its beginning,
where the tape is joined to the hub,

content, the greater the treble cut;
thus, noise is reduced in the region
ruary 1985 issue of Audio contains
plans for building such a device, and
lists a source for parts, kits or fully
assembled units.)
Presumably, you already have de-

coders for proper playback of your
Dolby A and Dolby B encoded tapes.
hope so, because stand-alone decoders may prove hard to get. Decoders
and encode/decode units for the professional Dolby A system are probably
available, but, since they're for profesI

sionals, even used ones won't be
cheap. Dolby B decoders have appar-

ently disappeared from the market,
though you might find an old or used
one after a long search. However, you
can play tapes with Dolby B encoding

pretty decently by turning your audio
system's treble control down a bit.

and this can cause problems. You
might try skipping the first 15 S of the Recording from Radio
tape and confining your recordings to
Q. If you have a portable cassette
the remaining portion. It is also possi- receiver with no AUX (high-level) input
ble that the tape is skewing badly dur- jack, is there still a way that you can
ing the early moments, perhaps be- record directly from radio? I've noticed
cause of faulty construction of the cas- that if I try to record directly from the
sette. Such skewing could also be a radio via a patch cord, inserting the
fault of the deck, such as improper cord's plug into the deck's microphone
tension, for example, or inadequate tape - input jack, the sound is very distorted

wind. When the tape stops, it will not
budge if I push the play, fast -forward
or rewind pad. I take out the cassette
and sometimes find that the tape is
tightly wound or that about an inch of to -head contact. The latter may be due
slack tape is hanging from the cas- to insufficient tension exerted by the
sette. In the latter case, I wind the tape reels or insufficient pressure exerted
tight with a pencil. In either case, I then by the pressure pad.
It has frequently been noted here
slap the cassette sharply on my thigh,
reinsert it, and find that it plays. Exami- and elsewhere that some decks and
nation of the cassette when it stops of tapes, even though individually excelAUDIO/AUGUST 1985

A. For tapes without Dolby encoding, you would need a dynamic noise -

hand, if the problem occurs with only
one brand of cassette and with no others of high quality, the finger of blame

Gauss does seem high, but what Dropout Problem
counts is the distance between the
tape and the field. A very slight sepa-

Petersen, Frederiksted, St. Croix, V.I.

on playback. Is there an adaptor or
If you have a problem or question on tape
recording, write to Mr. Herman Burstein at AUDIO, 1315 Broadway, New York, N.Y. 10036. All

letters are answered. Please enclose a
stamped, self-addressed envelope.
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To record directly from
radio to a portable
cassette deck, via the
deck's mike input, use a
cable with a built-in
attenuation network.
some kind of device that would let me most invariably provide for recording
record through the microphone jack off the air without external wiring.
without distortion?-Jimmy Edwards,
If what you have is actually a portaGreenville, N.C.
ble cassette recorder, with no built-in
A. If you really do mean a "portable radio, then a simple solution is availcassette receiver," i.e., a combination able. Cables are available with built-in
radio and cassette recorder/player,
attenuation networks to reduce the radon't see the problem. Such units al- dio's output signal to the point where it
I

will not overload the recorder's microphone -input circuit. You may have to
shop around a bit to find one, especially if you have a monophonic device on

one end of the cable and a stereophonic one on the other. Make sure,
too, that you get the correct -size plug
for each device; some plugs, such as
the 2.5 -mm micro and 3.5 -mm mini

phone plugs, are easily mistaken for
one another.
You could also build your own resis-
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tive voltage -divider network, say 100
kilohms in series with a resistor of 10
kilohms, to reduce the signal, taking
the signal for the mike input across the
smaller resistor. If you still get distortion, try 5 kilohms or less for the smaller
resistor; if .the signal is too low to drive

the tape deck adequately, try something higher than 10 kilohms-perhaps
20 kilohms.
There are safety considerations, too.

If both the radio and recorder are battery -powered, no problems will arise.
But if either or both are a.c.-powered,
make sure their jacks are isolated from
the a.c. line (as they will be, if these
devices use transformer power sup-

plies), or else plug the devices into
isolation transformers to prevent danger of electrical shock.

Snaps and Pops
Q. I am very pleased with my cassette deck's overall performance, but
when I rewind and play or stop in mid -

play and restart, I hear static in the
form of snaps and pops. It sounds like
the static you hear when pulling a new
record from its inner jacket. I have tried
both wand and cassette -type demag-

netizers, and I regularly clean the
heads and capstans, but to no avail. I

use only high-grade cassettes.-Pat
Tufts, Westerville, Ohio

A. Static electricity is a mysterious
form of annoyance for which I know of

no sure cure. However,
can pass
along two possible remedies which
I

have worked in some cases. One is to
give the cassette a sharp rap on a hard
surface (not, of course, so hard as to
damage either the cassette or the sur-

face). Another is to disconnect all
leads to the deck and then reconnect
them. (Admittedly this second course
sounds strange, but
have been asI

sured that
1425

gm Hill Pike Nashville

TN

37241615)254

cases.)
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Warning: The Surgeon General Has Determined
That Cigarette Smoking Is Dangerous to Your Health.
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UNDER YOUR THUMB
Tom's Thumb
"I was driving along the freeway,
listening to the radio, when my wife,
as is her wont, began to chat with
me," says Tom Bryant of Road &
Track, our sister magazine. Normally,
listening to her would mean reaching
over to turn down the radio, but Tom
had an easier way: Since he was testdriving a Mitsubishi Galant at the
time, he just flicked his thumb down

Road Noise and Dynamic Range
Every time I suggest that a sound
system's dynamic range should be
limited when the surroundings are
noisy (on the road, for instance), I get
at least one apoplectic letter saying
that not limiting dynamic range is one
of high fidelity's major objectives.
I don't think I'm a heretic (heretics
never do, I admit). To me, dynamic
range is not an end but a means to
an end; to me, the object of high
fidelity is to let you hear the music (or
the steam trains, or whatever) as
clearly and naturally as possible. That
means full dynamic range when the
ambient noise will let you hear it (as
in the concert hall) and less range
when the ambient noise will not.
In a moving car, ambient noise runs
about 30 dB higher than in quiet
homes. If you listen to music with
wide dynamic range, you have to turn
the volume up when you get up to
speed, or else miss the quiet
passages-then turn it down again
when you stop, to restore natural
dynamics. (If you listen to music that
has no quiet passages, its narrow
18

to the hub of the steering wheel, and
lowered the volume from there. "I
thought it was terrific," says Tom,
"because it meant I didn't have to
divert my attention as far from the
business at hand, which was staying
alive."
The same thumb controls of
volume, power, seek, scan, and AM/
FM band selection are also available
on the Plymouth and Dodge
Conquests-not so coincidentally,
built for Chrysler Corp. by Mitsubishi.
Like home remote -control systems,
they rely on infrared light to transmit
information from the wheel to a
receiver in the radio console. The
radio in question is a premium model
which includes eight speakers and a
five -band graphic equalizer.
Meanwhile, I hear that in Japan the
Nissan Maxima will come with a radio
that monitors ambient noise and
adjusts its volume to compensate. I
hope it doesn't raise the volume wher
your passengers start talking to youthough I've had a few passengers
with whom I'd welcome that.

dynamic range prevents the problem
from occurring.)
There are devices to sense ambient
noise levels and adjust the stereo
system's volume accordingly. But I
don't think that's quite the way to go.
What I'd like to see is an ambient noise sensor that adjusts the sound a
bit more elaborately. First, it should
ramp up the bass as road noise
increases, since most of that noise is
low in frequency. David L. Clark,
who's doing research on car stereo
(among other things), suggests a rise
of up to 10 dB below 100 Hz.
Second, it should combine level
control with some compression,
turning up the gain for low-level
signals less than it does for high-level
signals. If the car were standing still,
one might have, say, an ambient
noise level of 50 dB SPL and music
whose levels varied from 50 to 100
dB SPL. If the car sped up so that its
ambient noise level rose to 70 dB, the
sound system's gain would
automatically rise 'til the music's
maximum level reached 110 dB, and
compression would raise the

The 19 -Inch Dashboard
Studios need playback as well as
recording gear. They need high
quality. And they're cramped for
space. Altec Lansing once made a
piece of studio equipment that just
met those needs-a stereo cassette
player and AM/FM stereo tuner, in a
19 -inch rack panel just 31/2 inches

high. Altec used more ingenuity than
engineering to do it: They just rack mounted a car -stereo unit with a
power supply to run the 12-V d.c. unit
from 110-V a.c. lines.

minimum level from 60 dB (the result
of the 10 -dB higher gain level) to
perhaps 65 dB.
The figures are pure guesswork on
my part, so don't take them as
gospel. But do note that, in my
theoretical system, neither maximum
nor minimum music levels rise as
much as the ambient noise does. This
is because noise does not mask
music on a dB -for -dB basis (most
road noise is bass, remember, and
we've already compensated much of
that, while most music energy is
midrange), and because I don't want
to endanger the listeners' hearing with
ultra -excessive music levels. Hearing
specialists might wince at even the
110 -dB levels I've guessed at here.
My proposed system would also
have a preset gain -shift limit. Overall
gain would not be further increased
once sound output reached the
preset maximum, though further rises
in ambient noise would continue to
cause increased compression of lowlevel sounds. This limit is also to
protect the users' hearing.
Continued on page 23
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ADVERTISEMENT

COBRA TRAPSHOOTER
PRO II/MODEL 4100.
Virtually eliminates false signals.

POTENZA RE91.
The SuperFiller steel -belted

radial for the most
demanding highperformance driving.

JENSEN 61/2" power -amplified speaker system.
Each with its own 20 -watt amplifier.

NISSAN BRIDGESTONE JENSEN COBRA

NISSAN 300ZX TURBO. With 200

turbocharged horsepower to draw
on, a 300ZX driver knows exactly
what performance plus means.

Performance Plus. The all-out, put -it -on -the -line performance you see at places such as Sears Point, Road Atlanta
and Lime Rock, when the Playboy U.S. Endurance Cup
Racing Series hits the track. Performance Plus. You demand
it. From yourself. And from the things you own. From
Nissan, a pair of road rockets. From Bridgestone, a highspeed radial designed for serious drivers. Jensen stereo components for high-performance sound. And from Cobra,
state-of-the-art radar detectors that give a new meaning to
the word sensitivity.

0,4*
PHOTOGRAPHY BY STEVE WEINBERG

PLAYBOY

ADVERTISEMENT

JENSEN 6"x9" TRIAX1' 3 -way
speaker system. Each speaker
capable of handling 150 watts of
peak power. Designed for advanced

components, sounds great with
any radio.

COBRA
MODEL 5100.

The legend began 16 years ago with the 240Z. It continues with the Nissan 300ZX Turbo. Under that low,
aerodynamic hood, a turbocharged and electronically
fuel injected 3.0 -liter V-6 engine pumps 200 horsepower
through a five -speed manual transmission. Combine that
kind of power production with disc brakes on all four
wheels, power rack-and-pinior. steering, steel -belted
radials on wide alloy wheels and a fully independent
suspension electrically adjustable from the cockpit for
Soft, Normal or Firm settings and you've got a handful of
serious performance.

small it's almost "invisible
Enter No 36 on Reader Se

NISSAN 300ZX
TURBO AND 2005X
TURBO. Lightning

strikes twice.

COBRA

TRAPSHOOTER/
MODEL 3100.

Superheterodyne
technology in a
compact package.

ADVERTISEMENT
Photogra

nal Raceway, Sonoma, CA, during Playboy's U.S, Endurance Cup Race.

Arrd Nissan has some serious performance
wrapped in another package. The 200SX Turbo
Hatchback. Outside there are special alloy

wheels, wraparound bumpers, a rear deck
spoiler, blacked -out trim and a blacked -out
honeycomb grille nestled between the hidden
headlights. Under the hood, a turbocharged
1.8 -liter that generates 120 pulsating horses.
Inside, an interior designed to help serious
drivers get down to business.

POTENZA RE91. The ultimate high-performance SuperFiller steel -belted
radial. 50 series, VR speed rating. A serious tire for serious drivers.

Serious drivers. That's who Bridgestone had in
mind when it developed the Potenza. A serious
hi -performance steel -belted radial for drivers
w o take performance seriously. Potenza V
and H -rated radials can trace their lineage
straight back to Daytona, Riverside, LeMans.
The Potenza 137V is a 60 -series tire with an HR
speed rating. The 60 -series Potenza 147V has a
VR speed rating. And the ultra high-performance Potenza RE91 is a 50 -series tire with a
VR high-speed rating.
All three Potenza models have a straight, water channeling tread pattern and a racing -like

compound for a tenacious grip on the road.
SuperFiller, a unique hard -rubber insert
around the rim, means a more flexible sidewall
for firm, sure footing during hard cornering
and braking. Anyone serious about driving
needs Potenza, the serious high-performance
radial.

Enter No. 16 on Reader Service Card

JENSEN 61/2" speakers,
ATZ500 stereo receiver and
EQA5000 graphic equalizer
for total -system sound.

Today's high-performance automobile isn't
complete without high-performance sound.
And no matter your taste in tunes, from hard
rock to Rachmaninoff, from The Boss to Bach,
no one can fill your car with sound like Jensen
Can.

211111GESTOHE

Start with the ATZ500 computer -controlled
stereo receiver. Its elegance and sophistication
go beyond the beautiful design. Add the
EQA5000 graphic equalizer and amplifier with
40 watts total sower and seven bands of equalization. Hook up the 6-1/2" power -amplified

NISSAN 200SX TURBO
HATCHBACK. Blinding

performance with a style all
its own.
POTENZA 137V. An aggressive tread

pattern and raised black letters for looks
that match performance.

POI L \ZA 147V. 60 -series,

VR speed rating. SuperFiller
bead for maximum braking,
cornering performance.

ADVERTISEMENT

speaker system, each speaker with its own 20 watt volume -boosting amplifier. Or for the ultimate in high-performance sound reproduction, go for Jensen's 6"x9" Triax® 3 -Way

speaker system. Each speaker can handle 150
watts of peak power with 80 watts RMS. The
40-25,000Hz frequency response means you'll
hear all the music. These beauties are so efficient they even sound great with a standard
car radio.
And speaking of high tech, Cobra's new superheterodyne Trapshooters are out there on the
leading edge of radar detector technology.
Side -by -side lab tests with the competition
have proven the unequaled sensitivity of the
Trapshooter line. And with special advanced
anti-falsing circuitry, false alerts are virtually
eliminated. If a Trapshooter goes off, you
better back off.

,
ereo
aver and
EQA5000 graphic equalizer. Maximum high-performance sound.

fidffRI
NISSAN 200SX
TURBO
HATCHBACK.

Blinding
performance
with a style all
its own.

The Cobra Trapshooter Model 3100 is a dualband, dual -alarm, ultra -compact detector that
easily mounts on visor or dash. Lockout
feature reduces false alerts. The repetition rate
of the alarm increases with signal strength.
The Trapshooter Pro II Model 4100 has Cobra's
exclusive Signal Sensor, which effectively
discriminates against low-level non -police
radar without sacrificing high sensitivity to the
real thing. Lockout circuitry and No -false
eliminate response to "dirty radar" from radar
detectors in nearby vehicles.

For the ultimate in detector sophistication,
there's the Cobra Trapshooter Pro II Remote
Model 5100. Virtually invisible to thieves, the
Pro II Remote consists of an antennae module
that mounts under the hood behind the grille,
and a small control head that mounts under
the dash. The Pro II Remote has Signal Sensor, Lockout and No -false circuitry for the
same super performance as the bigger Pro II.

POTENZA RADIALS.
Designed for demanding
high-performance driving.

,\115SAN 300ZX

TURBO. It's an all new design, but
there are echoes of
the legendary 240Z
in the sleek,
tierodynamic lines of
the 300ZX.
COBRA TRAPSHOOTER
PRO 11/
MODEL 4100.
Dual -band,
dual -alarm
professional caliber detector.
Sponsored by: Nissan Motor Corporation in USA, Bridgestone Tire Compa vy of America, Inc.
Cobra Consumer Products Group, Dynascan Corporation, International Je lsen, Inc.
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Anti -Theft, Italian Style
Since I discussed theft -resistant
stereo systems in this column last fall,
some new approaches have come to
light, both from Italy.
One idea comes from Autovox,
which may be a new name to most
U.S. motorists, but not to me-my first
car, a Fiat 850, came with a dull little
AM -only Autovox.

The current line is much more hightech. As tangible proof of this,
Autovox sent me a front -panel

segment with 21 buttons on it. Their
approach to theft -deterrence is
removability: The company's entire
line mounts in (and easily slides out
of) in -dash buckets; they claim to be
the world's largest builder of such
systems. Extra buckets are available,
so you can transfer your unit from car
to car, or even into boats.
Britain's New Scientist magazine
describes another Italian anti -theft
idea, for people who hide their car
players under their seats. Normally,

Octaves and Selective Fudge
The "correct' sound isn't always
the right one, under car conditions.
As one of many to make that
discovery, here's Lewis Athanas, of
Genesis Physics:
"The following is a description of
my attempt to scientifically equalize
the sound in two cars, my fair amount
of technical success, and the heavy
amounts of subjective fudging
needed to make things sound correct
on the road. I'm still not sure what the
results mean, if anything, but I do
know that I don't like the 'correct'
sound in either car when actually
driving.
"My wife's Peugeot 504 diesel
wagon and my Renault Gordini both
have their own unique forms of
engine and road noise. The Peugeot
has an ever-present mid -bass hum/
rumble effect, but entirely lacks wind
noise, rattles and squeaks. The
Gordini, on the other hand, seems to
introduce a fair amount of engine
whine in the 1 to 2 -kHz octave,
regardless of rpms, and has an
increasing amount of wind noise with
speed, due to the large, damaged
(and soon -to -be -replaced) sunroof.
Both cars have Genesis AM -165
speakers (naturally) mounted high
AUDIO/AUGUST 1985

and forward on the doors, with
Concord decks and amps.
"My exotic test equipment
consisted of an ADC 10 -band graphic
equalizer/analyzer. Its pink noise,
recorded on tape, proved fairly flat as
measured at the Concord's outputs.
We played the tape in both cars, with
my wife arid sitting mute in the front
seats, the mike dangling between our
heads, while we observed the system
frequency response on the spectrum
analyzer. (Both Pamela and I
preferred the pink noise to most of
the radio stations we receive.) Using
that data we made equalized pink I

that makes the players invisible to
thieves, but hard to operate while one
is driving. Inventor Marco Clementi
has recently patented an audio
system which slides forward at the
touch of a remote button, for easier
tape :oading, then slides back under
the seat. The inventor claims it is
"impossible to carry the car radio
away without removing the car seat
as well."
Car, another British magazine,
carried a note from a former resident
of Italy, P. M. Gadsby, saying that
new cars there come without radios,
which Fiat and VW dealers (at least)
install when the car comes back for
its first service. According to Gadsby,
the system has two advantages: You
get your choice of the "free" system
or a better one, and you also get "a
better first service, as more teething

problems will be apparent ... having
driven an otherwise soundless car."

noise tapes for each car, establishing
reasonably flat frequency response as
played back through the car systems.
"Now for the totally subjective
responses. To begin, bass response:
Although measured flat, the very low
bass in the Gordini was not as
apparent as it would seem from the
measurement (an effect I've also
noted in small rooms), and needed to
be boosted, but the mid -bass was too
strong and needed to be cut. This
was rot so for the Peugeot, possibly
because of the great difference
between the cars' interior volumes.
"I find that, in a moving car, it is not
enough to boost the music in the
same band where the noise is. After
boosting that band, the octaves just
above and below it must also be
boosted, even a bit more, to make the
music sound 'normal.' Maybe this
adds apparent detail or clarity to the
band troubled by noise; don't know.
"These adjustments seem to make
music sound more realistic, not
electronically zotzed up, but I'm
totally in the dark as to what I'm
actually hearing. I've done stuff in
recording studios; still can't figure it
out in cars."
Any of you psychoacousticians out
there care to take a flyer on this?
I

I
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DIGITAL DOMAIN
KEN POHLMANN

FILTERS A LA DIGITAL
ast month, as you might recall,
filter a la analog was the main
course on the menu at the Do-

L.

main Restaurant. Although the cascad-

ed passive design had a promising,
traditional taste, we soon developed a

dislike for the spicy phase shift and
watery dispersion inherent in the recipe.
think we agreed that brick -wall
fare perhaps wasn't appropriate for our
more refined digital palates. We wondered: Is there some way of interfacing
digital storage with the analog world,
without using analog filters? The answer is no, and yes.
The Nyquist Theorem dictates that
the input anti-aliasing filter be present
I

before sampling occurs. In other
words, filtering must take place on the

analog signal before digitization begins; thus, the input filter must be analog. We must carefully observe our de-

sign criteria to minimize dispersion,
and perhaps employ time correction to
compensate for phase shift.
The output anti -imaging filter is traditionally placed after the D/A converter;
therefore, it, too, is an analog device.
Rather than suppress these high -freBut there's an alternative. It should be quency image components after the
possible to implement filtering in the signal has been converted to analog
digital domain, before the D/A convert- form, it is possible to process the digier. Voila-digital filters or, as the tech- tized signal before D/A conversion usnique is sometimes called, oversam- ing an oversampler, a transversal filter,
pling. With clever data manipulation and a noise -shaper circuit. A block diwe can alleviate the need for an output agram of the technique, as implementbrick -wall filter.

ed by Philips in their CD players, is

The pulse amplitude modulation sig- shown in Fig. 2. In this circuit, the 16 nal (staircase waveform) is the analog bit, 44.1 -kHz audio channels pass

output signal of an audio digitization through a shift register, which over system. Those sharp staircase edges samples them, multiplying the samrepresent high -frequency content not pling frequency by, in this case, four.
present in the original audio waveform.
Specifically, this high -frequency content occurs as a series of image spec-

As a result, the 44.1 -kHz sampling fre-

quency becomes 176.4 kHz. Four
times as many samples are present

tra, which are duplicates of the origi- after oversampling; the intermediate
nal, repeating endlessly, as shown in values are calculated at the transversal
Fig. 1. It is the anti -imaging filter's job

filter. The same shift register delays the

to smooth the waveform and thus re- samples so that, after multiplication by
move these duplicate images, leaving 12 -bit coefficients and addition, the
only the original spectrum. Sharp-eyed weighted average of a large number of

readers might question the need to

samples is generated. The filter's coefficients produce a transition region be-

worry about frequencies such as 43 or
176 kHz, since they lie so far above the tween 20 and 24.3 kHz, and again
limits of audibility. The original wave- around 176 kHz, which accomplishes
form is reproduced without filtering,

the filtering. The overall effect is the
but the accompanying image bands suppression of the frequency bands
cause intermodulation in downstream between 20 and 156.4 kHz. As can be
equipment through which it passes, seen in Fig. 3, the bands centered at
and that in turn could add audible dis- 44.1, 88.2, and 132.3 kHz no longer
tortion to the signal.
24

exist; thus, filtering has occurred. (The

band around 176 kHz will be suppressed in a later circuit stage.)

Oversampling has an additional
benefit: By oversampling four times,
the noise power is distributed over a
band four times as wide as that from
which it was originally derived; in other
words, the quantization noise from the

band of 0 Hz to 22 kHz is extended
over a band four times as wide, 0 Hz to

88 kHz. Since only the in -band noise
affects us, we can say that only one quarter of the quantization noise remains. Thus, we are rewarded with a
free 6 -dB improvement in signal-tonoise ratio.
The output from the transversal filter

is a digital bit stream with a word
length of 28 bits and a sampling frequency of 176 kHz. A digital noise shaping circuit is used to improve the
signal-to-noise ratio by 7 dB. The 28 bit samples are rounded off to 14 bits;

the rounding off is delayed by one
sampling interval and added back to
the input signal. The result is that noise

power is filtered so that quantization
noise is no longer uniform over the
band from 0 Hz to 88 kHz. In the audio

band, from 0 Hz to 20 kHz, the noise
power is greatly reduced, and above
this band it is greatly increased, as
shown in Fig. 4. That's totally satisfacAUDIO/AUGUST 1985

ThE most advancEd Cadillac EvEr...
ThE tEchnologg might surprisE you. ThE luxury shouldn't.
The 1985 Fleetwood and De Ville.

The sculptured aerodynamic styling and
responsive power are at once contemporary
and Cadillac.
True to its heritage, the most advanced
Cadillac ever abounds in those thoughtful
Cadillac touches. Such as the added convenience of power windows that can operate up
to ten minutes after you turn off the ignition.
Plus the world's only transverse -mounted

front-wheel-drive.V8 in a production car.
The trim exterior proportions belie a full-size
interior that seats six adults in Cadillac comfort. You'll also take comfort in the knowledge
that your Cadillac is built to last. And this
Cadillac is backed by a 4-year/50,000-mile

limited warranty'
You'll find another Cadillac hallmark in
your1985 Fleetwood or De Ville ... pride of
ownership.

1985 FIEEtwood
In some cases, a deductible applies. See your dealer for details.

BEst of all...it's a Cadillac.

p

LET'S GET IT TOGETHER BUCKLE UP

Amplifiers have always
had bandwidths much
greater than necessary;
now, digital designers are
apparently following suit.

tory because only the in -band noise
level concerns our ears.
Normally, rounding off the samples
to 14 bits would yield a signal-to-noise

ploy analog filters might disagree, digital oversampling seems to me to offer
a more sophisticated solution. On the
other hand, some manufacturers with

ratio of 84 dB, but with our free 6 dB oversampling designs are guilty of
from oversampling, and our additional some highly misleading advertising;
7 dB from noise -shaping, we end up they imply that the fourfold sampling
with a maximum S/N ratio of 97 dB. We

tening, I think I incline toward the digi-

I encourage all readers to try the
test for yourselves; guarantee it will
give your sensibilities a real workout.
Perhaps the difference is so slight as
to be merely a question of taste. Your
check, sir.
A
tal.

I

rate automatically means higher fideli-

can use a much cheaper (and less ty. Of course, that is not true per se; as
temperature -sensitive) 14 -bit converter

we have seen, oversampling is merely
a technique internal to the digital filter.
In terms of sonic performance, does
information in the 15th and 16th bits of digital filtering do a better job than anthe signal are transferred to the 14th alog filtering? Do CD players with digibit. Full 16 -bit information capability is tal filters sound better than those with

Reference
Van De Plassche, R. J., and E. C. Dijkmans, "A Monolithic 16 -Bit D/A Conversion System for Digital Audio," presented at the Audio Engineering Soci-

retained because the information ca- analog filters? After critical, blind lis-

1982.

while rivaling the performance of everybody else's 16 -bit converter. The

pacity of the two "surplus" bits is trans
ferred into the four -times -higher information -transmission level of the over sampled signal. In other words, the
averaged value of the quarter -length,
14 -bit samples is as accurate as that of
22
44.1
16 -bit samples over the original sample period. (Parenthetically,
should
mention that Philips uses a very inge- Fig. 1-Frequency spectrum of
nious converter design called dynamic sampled output signal, showing
element matching, with outstanding periodic repetitions of audio band at
multiples of the sampling frequency.
characteristics of its own.)
Our recipe for good sound does not

ety's Rye (N.Y.) Conference, June

88.2

132.3

FREQUENCY - kHz

I

include the image band around 176

14 -bit

kHz which the transversal filter did not

remove. This is now suppressed-in
the analog domain-by the combination of a sample -and -hold function with

a (sin X)/X characteristic and an ana-

16 -bit
44.1

kHz

OVERSAMPLING 28 -bit
AND
TRANSVERSAL 1174.:4

pared to the brick -wall dishes we tasted last month. Since the band we must

4 -bit

S/H

D/A

S/H

ANALOG
FILTER

CHANNEL I

ANALOG

-11. CHANNEL 2

FILTER

HOLD AND
LOW-PASS FILTER

eradicate is so high in frequency, we
can use a filter with a gentle, 12 -dB/

octave curve and a -3 dB point be-

NOISE SHAPING

D/A

-I DELAY

log filter.

This anti -imaging filter follows the Fig. 2-Digital filtration.
converter, just as in players without
digital filtration. But it is tame com-

220.5

176.4

DIGITAL FILTER AND

\
22

-/

OVERSAMPLING

44.1

tween 30 and 40 kHz. It is a noncritical
design; a third -order Bessel type might
be employed. Its low order guarantees Fig. 3-Frequencies above the audio
good phase linearity; phase distortion band are suppressed in two stages.
is reduced to ± 0.5° across the audio The bands surrounding 44.1, 88.2,
band. The bandwidth of the filter is and 132.3 kHz are removed by the
also greater than the audio bandwidth.

88.2

132.3

176.4

FREQUENCY- kHz

transversal filter; the remaining band,
centered at 176.4 kHz, is removed
later by the sample -and -hold circuit
and a gentle low-pass filter.

Amplifiers have always had bandwidths much greater than "necessary";
now, digital designers are apparently
following suit.
A digital filter design is thus an effi-

WITH SHAPING

cient method of accomplishing the Fig. 4-Noise-shaping reduces noise
task of anti -imaging without resorting within the audio band by increasing
to analog brick -wall filters. While many noise at higher frequencies, which is
CD player manufacturers who still em- later filtered out.
26

_de,..WITHOUT SHAPING

20

88.1

FREQUENCY- kHz
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Sherwood car stereo:
Quality, innovation, and money left
over for the good times.
At Sherwood, we think you shouldn't
sacrifice your lifestyle for your car
stereo. So we make great car stereos
that don't cost like great car stereos.
Built into every one is the quality and
innovative design that has been

Sherwood's benchmark
for more than 30 years.
The result is performance that sets standards
for the more expensive
brands.
New CRD-180.
Take, for example, our

ON/OFF VOL.

TIMEMATIONIPUS141

BASS/TREBIltrusto

new CRD-180. It not

only performs with the
CRD-I80
finest car stereos, it has
features you usually
find only on far more expensive units.
It has auto reverse, Dolby*, metal tape
capability, pre -amp output with fader,
separate bass and treble controls, locking fast forward and rewind, and terrific
night illumination.

Great FM, and AM stereo. And the
CRD-180 not only has electronic synthesizer tuning with MOS-FET front end
for super FM, it also has AM stereo,
opening a whole new world of exciting
© 1985, Inkel Corporation.

because this display lets you know
what's happening, including time of
day, since it even has a digital clock.
Fits your budget. All of this innovation and performance comes in a
Computerized features. Advanced
mini chassis, so this great car stereo
digital tuning lets you enjoy two scan will fit just about
any car. And just
about any budget.
How much you
TUNE/TAPI ,OSET
uM .11111.....11
pay
for a great car
5.41,1151.
stereo may not be the
EiSliermaxi =
only thing on your
Osti CD
mind, but it's not the
LO
II 13 III
nn
f,,
only place you have to
CO CI °BALANCE
113E1111
put your money, either.
FADER man
So have a little money
left for the good times,
but get all the car stereo you want.
ning modes: Scanning all stations, or
Buy Sherwood.
just the ones in memory. This unique
preset scan feature works with the ability of the CRD-180 to remember up to
12 of your favorite stations.

long-range on -the -road listening.

(Sherwood was the first to introduce
AM stereo in separately available car
receivers.)

EJECT

Sherwood®

LCD display and digital clock. The
latest in convenience, a multifunction
liquid crystal display (LCD) indicates
frequency, preset channel, local/distant,
stereo, AM/FM, Dolby, tape direction
and more. The CRD-180 is easy to use
Enter No. 26 on Reader Service Card

Quality and Innovation You Can Afford
13845 Artesia Boulevard, Cerritos,
California 90701.
In Canada, The Pringle Group, Don Mills,
Ontario.
*Dolby is a trademark of Dolby Laboratories.

BEHIND THE SCENES
BERT WHYTE

MODERN ENGLISH

B & W's car speaker on the drawing board
of J. R. Greenwood

Who was it that said, "Oh, to be

in England now that spring is

here"? Happily, this quote
was quite apropos for a recent trip
I

Constructing drivers used in the B & W
Modular Automobile Sound System

G. J. Adams setting up laser
interferometer test of cabinet resonance

six miles north of Worthing, they have
gained much manufacturing capacity
in their original plants.

projected line of such loudspeakers,
and a separate new company, John
Bowers, Ltd., has been set up to market them. (Like B & W speakers, they
will be imported to this country by An-

The ever -genial chairman John Bow-

took with Associate Editor B. V. Pisha
to the B & W Loudspeaker facilities in
Worthing, Sussex. Instead of the usual
rain and gray bluster, the sun shone
brilliantly, the grass was green, the willows were weeping and the lilacs were

ers, company president Peter Hay-

blooming. Needless to say, such an
opportunity to go "behind the scenes"
(plug intended) is much appreciated.

lavishly equipped with all sorts of exotic Tektronix and Bruel & Kjaer oscilloscopes, signal generators, graphic re-

Being able to meet the designers and
engineers of audio products and observe fabrication, measurement, and
quality control is always fascinating,
instructive, and rewarding.
Since
last visited, in April 1980,
B & W has gained a significantly larger
share of the high -quality loudspeaker
market. The acceptance of their Model

ward, and the irrepressible international marketing director Robert Trunz took
us to the Steyning research establishment. Here, B & W maintains a large

anechoic chamber and laboratories

corders, FFT analyzers, Time Delay
Spectrometry equipment, and other in-

struments too numerous to mention.
B & W pioneered the use of laser inter-

ferometry for analysis of vibratory

modes in loudspeaker cones and drivers, and their laser interferometer has
been further refined. Now housed in a
separate temperature- and humidity 801F as the preeminent monitor for controlled room, it is linked to a more
classical music recording by the major modern high -density computer which
record companies has been well docu- has extensive graphics for visualizing
mented. Now the mighty Model 808 various test data. The Steyning facility
(discussed here in March 1985) is rap- also has a special, acoustically treated
idly becoming the monitor of choice to listening room, plus a "normal" listencope with the high power -handling exi- ing room supposedly representing the
gencies of digital recording.
kind of environment found in most
B & W has prospered from the suc- homes. It was our opinion that the latter
cess of their loudspeakers for the con- was rather more stark and reflective
sumer market, and all this growth and than most American living rooms.
activity has necessitated considerable
Ongoing tests and studies conductexpansion of their manufacturing facili- ed by John Bowers and his staff of
ties. B & W is one of the most re- engineers at the Steyning research essearch -oriented companies in loud- tablishment have resulted in several
speaker manufacturing. By centraliz- new product developments, including
I

ing all of their research and develop- their first active loudspeaker, the Acment work in Steyning, a small village tive 1. This is the initial model in a
28

glo-American Audio.)
The Active 1 has three vertically in -

line drivers, with electronic inter -unit
time -delay correction. Treble is handled by a 26 -mm, polyamide, laser optimized dome tweeter. The bass and
bass/midrange drivers are both of Bextrene, with edge -wound ribbon voice coils on Kapton formers, and can operate safely at up to 250° C.

The electronics-amplifiers, crossovers and contour controls for bass
and treble-are mounted in an isolated
compartment at the back of each loudspeaker cabinet. The 200 -watt bass

amplifier, using vertical MOS-FETs,
powers the bass and bass/midrange
units, while the tweeter is powered by
a similar amplifier of 100 watts output.
Both amplifiers operate in Class A up
to the first 90 dB of acoustical output;

beyond that point, they operate in
Class AB.

The Active 1 has Automatic Overload Protection Circuits and an automatic on/off a.c. switching system activated by the presence of a signal.

The loudspeaker drivers and the
electronics are housed in a 28 -liter enclosure made of a very rigid, low -resonance, high -density particleboard and
bitumen compound laminate. The enclosure measures 245/e in. H x 14 in. D

x 10 in. W and is integrated into a
pedestal -type stand for an overall
AUDIO/AUGUST 1985

Anechoic chamber and test instruments in
Steyning research establishment

Testing of the John Bowers MPA1000
amp; Mr. Bowers is at extreme right

height of 337/8 inches. The Active 1 is
available in black ash, natural oak, and
walnut veneers. A special version, the
Active 1 Limited, has an unusual, very

were well reproduced, although not

modernistic asymmetrical enclosure,
and is sold in mirror -image pairs f inished in black or red lacquer.
in the
We auditioned the Active
"normal" listening room and agreed
1

Prototype of the MPA1000 amp, which
puts out 1 kilowatt/channel into 4 ohms

with the weight and authority of a Model 808. Smooth, non -peaky response

from high strings and soprano voices
attested to the evenness of frequency
response.

With a wide variety of pop and classical music, the Active 1 is unquestion-

ably a good performing loudspeaker.

that the acoustics of this room were too
reflective to permit a truly representative evaluation. have an LEDE (live-

And for those who desire a "big

The imaging was impressive, stable

at the research establishment, the

sound" but cannot afford the space or
the cost of 801F or 808 speakers, it is a
end/dead-end) listening room in my reasonable alternative. Projected cost
home, so perhaps I am unduly sensi- in the U.S. will be $2,995 per pair. Of
tive to underdamped rooms. In any course, another advantage of this decase, when the Active 1 loudspeakers sign is its neatness and compact
were set up in the acoustically treated size-all one need do is add a good listening room, it was easy to perceive quality preamplifier, and it's ready to
the very high order of musical realism perform. To this end, there is an op- John Bowers Active 1 loudspeaker; below,
the Active 1 Limited
provided by their unique design. With tional, companion Active Control Unit
300 watts of power per channel prop- ($775). This is a rather basic, high erly apportioned among the three driv- quality preamp with both MC and MM
ers, they gave a very convincing dem- phono inputs, high-level inputs, and
onstration of their capabilities with digi- volume and other operating controls.
Another new product demonstrated
tal recordings of wide dynamic range.
I

MPA1000 power amplifier, is a further
example of John Bowers' aggressive
move into electronics. A MOS-FET deThe expected advantages of this sign embodying new and proprietary
type of design in respect to transient technology, this brute has a garganresponse and intermodulation distor- tuan output of kilowatt per channel
tion were fully realized. All manner of into 4 ohms! Driving a pair of Model
percussion-drums, cymbals, wood 808s in the damped listening room, the
block, bells-and piano transients had prototype amplifier made a most favoran incisive attack and were very clean. able impression, with obvious ease of
Bass response extends down to 32 Hz, high power output. On pop/rock matethanks to low -frequency equalization rial, the impact was visceral. On largeemploying active filters. Tympani, kick scale classical recordings, the weight
drum and contrabass viols, therefore, and sonority of contrabass, tympani,

and precise, with a good sense of

depth affording a spacious dimensionality to the music.

1
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A pair of
winners

and smooth response
over the full audio
range and half an
octave beyond,
excellent dispersion
... bass distortion
lower than that of any
common program
source except a
digital tape or disc."
Stereo Review

ADS presents two
best-sellers.
Some facts. And a
smattering of
opinion.

The ADS L1290
Woven soft -dome
tweeter. Benefit:

The ADS 300

extended high
frequency response
with low coloration. I

Superbly compact
minispeaker (ADS
invented the "mini"
and while others have
ollowed we have yet
o be topped.)

Tweeter uses high -

gravity magnetic
cooling fluid.
Two-inch soft -dome
mid -range. Benefit:
exceptional
smoothness in
critical middle
frequencies. Uniform
dispersion. Crisp,
precise, stereo
imaging. 2

ame soft -dome
tweeter technology as
arger ADS speakers.5
ame woofer techology incorporating
utyl rubber

urround, Stifflite
roofer cone..
ame high -accuracy
rossover technology.
haracteristic,
ncolored ADS
und.

Two 8 -inch Linea
Drives woofers fo

superb bass
response and high
output. Each drive
mounted in its own
acoustic suspension
enclosure.
Imported walnu
cabinet. Als
available in matt
black.
Inside the cabinet:
crossover networ
built of computer
grade component
Below and behin
amplifier recess bu
into cabinet so the b
amp option can b
installed neatl

.. best minieaker I have yet
eard. Well worth
ouble the price in
nic excellence
one."

Audio Ideas
No short-cuts taken.
No stone unturned.
ADS goes to

extraordinary lengths
to build fine audio
components for
home and car. Write
for literature and
name of your nearest
dealer to Rita
Stein (our literature
expert) at ADS,
(Analog & Digital

Stifflite® woof

cones, with hig
rigidity -to -mass rat

produce quit
transient respons
The bottom lin
"... unusually f

Systems) 558
Progress Way,

Wilmington, MA
01887.

It was easy to perceive the
very high order of musical
realism provided by the
unique design of the new
Bowers Active 1 speakers.

bass drums and organ sounded most

convincing and authoritative. High
strings and upper -register brass were
smooth and sweet, without a trace of
harshness or edginess.
We were also given a demonstration
of how laser interferometry is used to
plot the resonant modes of enclosure
panels and to retest them after corrective damping and bracing have been
applied. We listened to a test of three
identically sized enclosures constructed of different materials but which had
identical drivers. One of the enclosures

was made of the material currently
used in B & W cabinets. Another was
made of a much -touted honeycomb
material, and one was made of a high density proprietary material which may

be incorporated in future B & W loudspeakers. The test signal was low-level
music with a superimposed high -intensity transient signal that sounded like a

wood block. The difference in the
sounds from the three enclosures was
striking. It was easy to perceive a small
amount of resonant coloration from the

standard B & W enclosure material,
and a bit more coloration-of a more
peaky nature-from the honeycomb
material. The new material was almost
totally free of resonant colorations.
Back at the Worthing plant, after
having seen the manufacture of various parts, the winding of voice -coils,
and assembly and quality -control procedures on all B & W loudspeakers up
to the 808, we proceeded to the park-

ing lot. There we heard B & W's new
MASS (Modular Automobile Sound
System), a group of bass, midrange,
and high -frequency modules which
permit great flexibility for mounting into
the myriad of different car models. One
can start with the basic modules, add
801F -type tweeters, and go on all the

way to a trunk -mounted subwoofer.
A pair of the basic modules were
mounted on the door panels of John
Bowers' Porsche 944. These door mounted modules have a proprietary
dispersion device to direct their sound
up into the car interior. They are very
rugged, with Kevlar cones and exceptionally large magnet structures, and
are even fitted with B & W's Automatic
Protection Overload Circuit. Sitting in

the luxurious bucket seat of the

Porsche, and listening to pop and classical music from a Nakamichi cassette
C 1984 Analog & Digital Systems Inc.

Audio Apart.

Enter No. 3 on Reader Service Card
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Japanese?
in
quality
do
you
say
How
or in German ... French ... or English?
Visit an Accuphase dealer to learn what
most of the world already knows. When
you want high quality music reproduction
. .
and superior construction, you say .
Accuphase.
In the highly competitive international
marketplace of premier audio electronics,
Accuphase is an established leader.
The T-106 tuner shown above is available in either
black or champagne finish.

,7<rccupkase
Exclusive U.S. Distributor

MADRIGAL LTD.

Post Office Box 781, Middletown, CT 06457

Enter No. 1 on Reader Service Card

ITT TLX 4942158

The B & W car stereo
system has a dispersion
device that creates a broad
panorama of sound above
the dashboard. I think it'll
cause quite a stir here.
deck, I was really impressed with the

effortless high power, cleanness and
good bass response. The most unusual thing was that the dispersion device

created a broad panorama of sound
right above the dashboard, seemingly
on the windshield of the Porsche.
think this MASS product is going to
cause quite a stir in the American car
I

stereo market.
There were numerous other interest-

ing products and demonstrations at

Autosound enters The Compact Age.
Fuli-bodied bass...smooth, effortless mids and highs...
superior imaging... no -holes installation...The KICKER COMPACT" is

the ideal speaker system for today's new generation of autosound
electronics.
The KICKER COMPACT" combines underseat subwoofers with door mount midbandThigh frequency satellites for a sonic experience you'll have

to hear. - . and feel...to believe.

bailable nationwide at better car audio
specialists.
1212 South Man

eleicEam
IMPAC1

stiliwoter

B & W. As always, John Bowers, Peter

Hayward and Robert Trunz were the
most gracious of hosts, with boundless
hospitality. It was nice to receive the
good fellowship of such progressive
people, who so obviously enjoy the

work that they do.
While in Steyning, we were invited to

the home of the urbane Alastair Robertson-Aikman, owner of SME, the well-

designs,

Stillwater, OK 74074 (405) 624-0451

Enter No. 29 on Reader Service Card

Now- an
ADVANCED TUNER.
SUBSCRIBER SERVICE

known manufacturer of high -quality
tonearms. (The building which now
houses the B & W Steyning research
establishment used to belong to SME.)
Alastair is the quintessential English
gentleman, and on the occasion of my
last visit, in 1980, I described his fabulous, purpose-built listening room with
its 30 -ton, reinforced -concrete roof!
Gone now are the multiple -unit Quad
Model ESL loudspeakers, replaced by

Quad ESL -63s, each damped by 80
With Remote Power Supply

Place label here

Kinergetics KBT-1

Broadcast Tuner
overcomes the largest

single barrier to good
sound by radio
.

.

.

.

the broadcasting
station itself.

MOVING?
Please give us 8 weeks advance
notice. Attach label with your old
address, and write in new address

Lima KINERGETICS
INCORPORATED

re3

6029 Reseda Blvd. Tarzana. CA 91356 s8113t 345-2851

Enter No. 17 on Reader Service Card

example, the arm and headshell are

for him by a master artisan in Chicago,
who then ships it to England where the
complex machining is done in the SME

City

Zip

AUDIO

4"ASR

Kleiber recording of Die Fledermaus
for him. Dr. Pisha says that the truly
marvelous acoustics of this room afforded the most realistic presentation
of recorded opera he had ever heard.
Alastair played this recording using his
new tonearm, an all-out design with
several pieces of new technology. For

alloy. Such high -precision casting is
hard to find, and I was interested to
learn that Alastair has this work done

Name

State

when Alastair played the Carlos

cast in one piece and of a special

below.

Address

See your Kinergetics Dealer
and hear the difference.

pounds of added mass. Alastair is very
big on opera, and fellow opera -lover
B. V. Pisha was simply overwhelmed

1255 Portland Place

P.O. Box 5318
Boulder, CO 80322

plant. There is no doubt that this arm is
jewel-like in its finish and fairly exudes
a high-tech appearance. It will be distributed in the U.S. by Dave Fletcher's
Sumiko Company, and is expected to

sell for $1,500.
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There's a big difference between real
music and "hi-fi". Unfortunately, as you
spend more and more on your stereo
system, all you usually end up with is more
spectacular "hi-fi". This doesn't have to be
the case. With a Linn,Naim system, every
additional dollar spent actually results in
a musical improvement.
This doesn't mean that a system that can
provide music in your home must cost a
fortune. While the Linn/Naim "Six Pack"
system pictured above sells for nearly
$20,000, other Linn Naim systems start at
well under $2,000. And, for less than a

thousand, substantial improvements can
be made to your existing system.
Whether you choose to improve your
current system, or start with a complete
Linn/Nairn system, your Linn dealer,
because he fully understands that there is
a hierarchy to the system, can see to it that
each purchase does indeed bring you
more enjoyable music, rather than simply
more spectacular "hi-fi".
For additional information on Linn
and Naim components and the
hierarchy of a hi-fi system, contact your
Linn Nairn dealer.

Distributed in the United States and Canada by:
AUDIOPHILE SYSTEMS, LTD., 6842 HAWTHORN PARK DRIVE, INDIANAPOLIS, INDIANA 46220
ALDBURN ELECTRONICS, LTD., 50 ROLARK DRIVE, SCARBOROUGH, ONTARIO M1R 4G2
Enter No. 5 on Reader Service Card

See dealer listing on page 125

WHAT'S NEW

Cerwin-Vega
Power Amplifier
Designed for both home
and professional sound
applications, the LPA-600
amplifier delivers 350 watts
per channel (at 0.03%
distortion) into 8 ohms,
600 watts per channel (at
0.05%) into 4 ohms. For
protection against adverse
operating circumstances,
the LPA-600 has a cooling
fan with thermostatic speed
switch, thermal overload
protectors, and an
independent output -

protection circuit. Turn -on
delay and an instant
speaker cutoff prevent
"thumps" from reaching the
speakers while the
amplifier's capacitors are
charging or discharging.
Peak -clip and protection
LEDs on the front panel

inform the operator of
conditions requiring
attention. Other LPA-600
specifications include a
power bandwidth of 7 Hz to
60 kHz, 115 -dB S/N, and a
slew rate of 20 V/µS. Price:
$1,700.
For literature, circle No. 101

Sound Accessories
CD Rack
Holding 12 CDs in each
of two matching racks, the
SAC #CD -12X2 Stako-Disc
interlocks top -to -bottom or
side -to -side. The unit is

made of smoked plastic.
Price: $12.95 per package
of two.

Fried Speaker
The Fried Studio IV uses
an 8 -inch, duo -cone bass/
midrange driver plus a
dome tweeter. The lower
driver has a vented pole
piece and is mounted in a
large, "line tunnel"
enclosure. This driver
crosses over to the
tweeters by a series
network for phase
congruity. For dispersion
control, the enclosure is
narrow, with rounded front
edges; the cabinet's depth
is said to help separate
direct sound from rear -wall
reflections. A tilting device
is built into the pedestal.
Sensitivity is rated at 90 to
91 dB, and the
recommended power range
is 20 to 200 watts.
Frequency response is
stated as 26 Hz to 22 kHz,
within 3 dB, and
impedance is 8 ohms.
Price: $1,150 per pair.
For literature, circle No. 100
34

For literature, circle No. 102

Denon Preamplifier
An upgraded version of
Denon's top preamp, the
PRA -2000Z offers three
independent phono inputs:

One for MM cartridges plus
two for MCs. One of these
MC inputs has a

transformer, while the other
has an FET-based pre preamplifier to provide
optimum matches for
different MC cartridges.
Instead of negative
feedback, the five highlevel input circuits use
Denon's "direct distortion
servo" circuits, with slew
rates of 500 V/p.S.
Electronic switching
shortens the signal path for
all inputs. Frequency
response is rated at 10 Hz
to 100 kHz, within 0.3 dB,
and S/N is 105 dBA. Price:
$1,300.
For literature, circle No. 103
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"Everytime I read another rave review of the
Delco-GM/Bose Music System, I blush."
Born in 19 at M.I.T.,
Morgan is a v
member of the
Delco-GM/ se Design Team.

"Have you read how the critics go on
about the Delco-GM/Bose Music System?

'A 'concert hall on wheels ...,' raves
Popular Hot Rodding. 'If your car is this
well-equipped, you won't want to go
home again,' declares Chicago
Magazine. 'It's the one option no one
should go without,' claims Motor Trend.
And, get this, Popular Science goes as

-1101,12
a

"1
1017:006

i viii:

MACS

far as to say 'it's as good or better than
the best home systems'

"Mind you, I'm not the type to let this
sort of unirhibited praise go to my head.
But when Stereo Review labels it a 'sonic
paradise', and High Fidelity declares,
The performance of the Delco-GM/Bose
Music System was astounding ... I can't
imagine anyone (buying) one of these

cars ... without the Music System,' the
pride simply wells up inside.
"Now I don't expect you to take my
word for it. After all, Popular Mechanics
said 'you have to hear it to believe it'.
"So, I cordially invite you to visit your
Buick, Oldsmobile, Cadillac, or Chevrolet
dealer to experience the Delco-GM/Bose
Music System. Only then will you 'believe
every rave you've read, and then some"
(Auto Week).

Morgan helps us design

a different Delco-GM/
Bose Music System to

match the individual
acoustics of specific GM
car models. Each system
has four separate speaker
modules.

Delco 10,0)77 Sound so real, it will change how
you feel about driving.

Sound Associates
Subwoofer

11111Ellihr

Flat -panel dipole
speakers usually operate

1113111111110.1111111

from the upper bass to
treble ranges; the Enigma
dipole, however, is
designed for the range
from below 20 Hz to a
crossover point of 100 Hz.
The subwoofer system
includes a third -order,
active, low-pass crossover;
a first -order, passive, highpass crossover, and a

1111//111111111111111=41
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300 -watt, low -frequency
amplifier. Other features

include signal generators
for system balancing, an
overexcursion protection
system, and a polarity
checking system. Price:
$2,895; $2,295 without amp.
For literature, circle No. 104

mom

Koss Demagnetizer
Slip the KED/1 into a
cassette deck like an
ordinary cassette, and it
demagnetizes the deck's

K OS SKEDI

Electronic Demagnetizer

With their new ST -7
AM/FM tuner, Nakamichi

becomes yet another
convert to the Schotz Noise
Reduction system for FM.
Unlike conventional
automatic high -blend
systems, SNR varies
separation as a function of
high -frequency audio
modulation level as well as
signal strength, to make
maximum use of
psychoacoustic masking
effects. Muting and mono only reception are
separately switched; this
36

due to magnetic buildup.
The process takes 1 S, with
a red LED indicating when
it's taking place. Price:
$16.99.
For literature, circle No. 105

heads to prevent high frequency losses and noise

Nakamichi Tuner

CCII>

I, 101)

allows use of SNR to pick
up weak stations in stereo.
In addition to manual and
up/down search tuning, the
ST -7 has 16 station presets
(eight preset buttons, with a
shift key) which may be
used for any combination of
AM and FM stations. It an
AM station preselect is

pushed while listening to
FM, or vice versa, the tuner
switches bands to
accommodate it. The five segment signal -strength
display can be sw tched to
show multipath for
additional help in aiming
antennas. Price: $595.

-

iFST

SDS Speaker -Design
Software
Computer -Aided Speaker
Design, from Scientific
Design Software, allows
speaker designs to be
modelled on personal
computers. The program
includes a file with data on
more than 120 speaker
drivers (there is room for a
total of 800), plus routines
to calculate and plot
performance of sealed and
vented systems, with and
without electronic filters.
The program also has
routines for crossover
design and calculation of
efficiency, vent tunings,
passive radiator masses,
and other common
functions. The program is
currently available for an
Apple II having 64K
memory, two drives, and
Applesoft ROM; an IBM
version is planned. Price:
$99.95.
For literature, circle No. 107

For literature, circle No. 106
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LABORATORY, INC.,

9613 OATES DRIVE, SACRAMENTO, CA.95827
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THE NUMBER ONE LINE OF HOME
ENTERTAINMENT SPEAKERS GIVES
YOUR CUSTOMERS A CHOICE, AND
GIVES YOU AN EXTRA CHANCE TO
MAKE A SALE. NOW, AUTOMOTIVE
LOUDSPEAKER THAT ALSO
FEATURES THE DISTINGUISHED
"HEIL AIR -MOTION TRANSFORMER".
MAXIMUM PERFORMANCE AND
POWERFUL FOR THE HOME AND
FOR THE ROAD.
ESS CONTINUES A 15 YEAR
TRADITION OF EXCELLENCE WITH
A SUPERB LINE OF LOUDSPEAKERS
THAT ARE SONICALLY STUNNING
AND VISUALLY EXCITING.

FOR MORE INFORMATION

(916)362-4102

SYOTEX

Syotex Sub*oofer
Crossover
An electronic crossover
for use with subwoofers,
the SWX-12DB may be
ordered with any of six
crossover frequencies
between 75 and 110 Hz,
with 100 Hz standard. Both

The Oak People CD Rack
Holding 75 Compact

Visual Departures
Cable Ties
Most of the cable ties
sold in electronics stores

Discs, the CD -75 storage
rack measures 15 inches
high and 11 inches wide,
and comes fully assembled.
Price: $24.95.
For literature, circle No. 108

n,

high- and low-pass filters
have slopes of 12 dB per
octave. The crossover has
a self-contained, regulated
power supply and includes
four low -frequency outputs.
Price: $119.
For literature, circle No. 109

clamp permanently-fine
for assembling electronic
components, but less
useful for audio systems
whose contents are
changed periodically. The
Flexloc cable ties have
quick -release locks,
allowing audio -system
cables to be bundled
neatly while still maintaining
system flexibility. The 10 inch ties can contain cable
bundles up to 23/4 inches in
diameter. Price: $7 per
package of 20, including
postage and handling.
For literature, circle No. 110

Yamaha

Pro Cassette Deck
Designed for studio use,
the Yamaha C200 cassette
deck has several features
common in professional
equipment but rare in home
gear: Both unbalanced,
RCA -type and balanced,
XLR-type input and output
connectors are provided,
with level at the XLR
connections switchable to

+4 or +8 dBm. A Monitor
Erase feature and a fourth
head allow selective
erasure of program portions
during playback. Both
Dolby B and dbx NR
38

systems are included, with
dual processors for
monitoring with full noise
reduction encoding and
decoding. The four -digit
counter reads in minutes
and seconds, and there is
a pitch control with an

unusually wide range of
± 15%. The deck is
mountable in 19-irch racks.
An Alpha -Orbit automatic
bias tuning system matches
bias to the tape in 2 S, and
there are automatic
memory, replay and timer

functions, with a remote
control optional.
Performance specs include
dynamic range of 100 dB
(with dbx NR) and wow and
flutter of 0.02%. Price:
$895.
For literature, circle No. 111
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Introducing Hi-C.Dmp HCC 2250 from
Audiovox. Car audio's most civilized
manifestation of raw power.
25 watzs per channel. Electronically synthesized tuning for optimum -eception. Dolby®
noise reduction. Metal /Cr02. capable. Discrete bass and :reble controls. 12 station
memory. Auto reverse cassette with amor-

phous head and logic transport. Automatic
seek and scan. Music search and sensor.
hey -off eject. Solenoid soft functions. Full

night illumination with dual backlighting.
Visit your local Audiovox dealer today. Experience the Hi -Comp HCC 2250 and the full
line cf Hi -Comp premium car audio corn?onents; amplifiers, graphic equalizers
and high efficiency speakers.

Cultural enrichment for that little bit of
animal in us all.

NECOINP
BY AUDOVOX
Audicycx Corporation, 150 Marcus Boulevard, Hauppauge, NI 11787.
Erter Nc. 7 on Reader Sarvice Card

SIGNALS & NOISE

The Bucks Keep Going

itor's kauderwelch, one gets the feeling
that they do not want to hurt a potential
read, with amusement, Ivan advertiser's feelings.
Berger's January 1985 "Spectrum"
Another point of satisfaction is your
item on the quest for the most expen- complete listing of all equipment availsive stereo system possible. This is a able, as done in your Annual Equip-

his problem with cats is, "Feles dicto

little game that have been playing
with your Annual Equipment Directory

It

scribed: You can either kill the cats,

seems that your staff does their homework and searches the market for every piece of available hi-fi equipment,
while Stereo Buyers Guide only prints
what is readily available without looking for the more unusual type of equip-

ban them from the music room, or de claw the front paws.
Again following Plinius, "Felem potius quam hominem amo," I chose the

Dear Editor:
I

ment Directory every October.

I

for the last few years.

However, Mr. Berger will have to
spend just a little more for his system. I
believe the Wilson Audio Modular Monitors require biamplification, so he will

need four Esoteric Audio Research ment, well -constructed and consid529 power amps-which will cost him ered by some to be the cream of the
also recall reading some- market.
$20,000.
where that two Mark Levinson ML -2
Thank you for thinking about the
I

amps can be strapped together to produce 100 watts. Therefore, if he gets
eight ML -2s, he can spend $27,560.

consumer when publishing Audio, and
keep up the good reporting.
William W. Menz
Winston-Salem, N.C.

Admittedly, this reduces him to only
400 watts total power versus 2,000

watts with the E.A.R. amps, but maybe The Polls Are Now Open
his hearing will last longer and he can Dear Editor:
enjoy his investment more.
Thank you for "The DNR Noise ReNow the question is, can all of these ducer: How It Works and How to Build

goodies be plugged into the Burmes- It" (by Leonard Feldman and R.
ter 808 preamplifier at once? Probably Aryana, February issue). I've just comnot. Perhaps Mr. Berger could com- pleted my unit, and it works better than
mission a custom switching center/
had hoped it would. vote yes for
patch bay with gold-plated connectors more construction and technical artiand pure silver wiring.
cles in your magazine.
Stephen M. Smith
As a collector of old blues, jazz and
I

I

Shawnee Mission, Kans.

swing recordings, I am interested in all
types of single -ended sound enhanceEditor's Note: You're right about the ment and noise reduction. With all the

WAMMs needing biamplification. hoopla over the Compact Disc, let's
Strapping the Levinsons smacks, to not forget the thousands of priceless
me, of sadism. And I already have an musical performances contained on
Audiovisual Systems patch bay with noisy 78s, LPs, and analog tapes. Anygold external connectors, though not,
alas, with silver internal wiring.-/.B.
Right -On Reviews
Dear Editor:
Mr. Anthony H. Cordesman should
be congratulated for giving precise reviews of various speakers on the market.

I am referring particularly to the

thing science can do to rescue these
old recordings is to be applauded.
How about an article on this subject
soon? I'd love to learn how digital tech-

nology may someday be used to
"clean up" dirty sound sources, and
suspect that the record companies
have already done substantial re-

non auditem est!" Or, you cannot tell a

cat a damned thing. Having gone
through 25 cats in 25 years,

I

agree

with Plinius.

There are three remedies pre-

third remedy. My cats have now become indoor gentlemen, but, malgre
tout, still try to scratch everything.
However, now they can merely wipe

their paws, which is a bit easier to
cope with.
However,

I

found that a greater

problem is cat hair. They, the hairs,
float through the air and then race onto
the shiny surfaces of the 12 -inch LPs
or the 4 -inch CDs with equally deleterious effect. The use of fluids is the only

remedy for that, in a place where the
humidity approaches zero in summer.
"kat ov TEKVOV," said Caesar when
Marcus Brutus stabbed him to death,
or, as they used to say in old India, "tat
tvan asi!"
Paul A. Elias
Fountain Hills, Ariz.

Blazing Players
Dear Editor:
Now that Pioneer has their CLD-900

Compact Disc/Laserdisc player (profiled in the February 1985 issue), the
future of the marriage between audio
and video looks very bright. In fact,
with upcoming versions of such players, we may see the following features:

The ability to read the CD subcode
that will soon contain text and graphics
data (liner notes, librettos, song lyrics,
scenes from operas, etc.) without having to resort to an external converter if

such information is shown on a TV
screen.

search in this area.
In the meantime, I hope you keep up
the good work.
Dennis Mosher
Brea, Cal.

The ability to see on the TV screen
what you have actually programmed
into the CD or videodisc player (like

and the $350 charge for the stands.
find all your reviews very informative,
not like the ones found in another hi-fi

Dear Editor:

multaneously to produce fabulous sounding motion pictures, using the

magazine that never brings out the

"Spectrum": As Plinius the Elder wrote
in one of his famous books, De felibus,

review of the Celestion SL -600 in the

February 1985 issue, in which he
states that the speakers are excellent
but have certain shortcomings. It is ex-

actly my feeling, especially when it
comes to the price of the equipment Here Kitty, Kitty
I

negatives. When reading your compet40

With regard to Ivan Berger's item

"Live End, Cat End" in February's

what the CLD-900 and some video recorders do, only more advanced).
The ability to use all four channels of
audio sound (two digital, two AFM) sidigital channels for front sound and the

AFM channels for rear ambience
sound. With the help of the Studer/
AUDIO/AUGUST 1985

CORVETTE
THIS AMERICAN WENT

EYE TO EYE WITH EUROPE...
AND EUROPE BLINKED.
Let's get it together. .buckle up
GM

IRV

,t r'':!°17'

all winner. The 1985 Corvette. So please join
Ferrari, Porsche, Lotus and Lamborchini in a
hearty welcome to a new world -class champion. The 1985 Chevrolet Corvette.

Exotic Europeans have traditionally dominated the high-performance sports car class. But
in recent United States Auto Club performance trials, the exotic American was the overUSAC Competitive Rank

Corvette
Total Points
Acceleration 0-60 (sec.)
Braking 60-0 (ft.)
Slalom (sec.)
Lateral Acceleration (g's)

Lamborghini
Countach

308 GTSi

18

21

Porsche
9285

Lotus Esprit
Turbo

Ferrari

Porsche
944

9

11

11

(7.95)

3

(6.43)

5

(5.95)

2

(6.66)

4

(135.2)

2

(143.1)

1

(144.7)

5

(135.1)

(6.38)

5

4

(6.36)

2

(.92)

4

(6.33)
(.86)

2

(.83)

3

4

(6.00)

6

(5.33)

6

3

(135.7)

6

(129.2)
(6.13)

3

5

(.91)

6

1

(6.40)
(.85)

1
1

(6.62)
(.82)

$50,384
Price as Tested
$26,703
$103,700
$26,121
$49,495
$60,370
Scoring based on an Olympic system in which firstplace is awarded 6 points for each event. USAC certified tests, January 1985. All cars isted were latest
models available for sale in the U.S. at time of testing and were equipped with various high-performance options. Corvette's Manufacturer's Suggested
Retail Base Price is $24,£131 including dealer prep. Tax, license, destination charges and optional equipment additional.
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Revox digital signal processor, imag- loudness was critical, then carried over
ine a George Lucas film done by this to FM when it became financially equal
method! You'd swear that the battle to AM (and equally competitive). At this
scenes from Star Wars have been point, after replacing AM as the music
moved into your living room. Imagine, carrier, it is likely that FM is the worst
movie sound better than a theater's!
medium for reproducing music that
In short, thank you, Pioneer. You most people are regularly exposed to.
have blazed the way for the ultimate in
The main problem is no longer techhome entertainment.
nology, but a consistent underestimaRaymond Chuang
Sacramento, Cal.
.-

Remember When?
Dear Editor:
A well -deserved thanks is in order to
Audio for taking the editorial space, in
the March issue, to explore in detail the
problems facing FM today. The willing-

tion of the audience's ability to perceive and appreciate uncolored music. This really amazes me. When it

nearly as open as a Compact Disc. If
the NAB could agree on a format (a
major hurdle), we could use our audio
chains as the first leg of a two -ended,
compansion noise-reduction/dynamicrange expansion system. By setting up
the compression at the broadcast end
to,

say, one of three predetermined

levels, the listener, if so inclined, could

comes to rock, my field, the producers
have already removed most of the dynamics and have boosted certain frequencies in anticipation that the piece

purchase an expander that would do
the same in reverse, but accurately.

will be heard on an original Marconi

ronments would continue to listen to it

wireless. To further process this signal

ness of the magazine to bring to its is simply adding saccharin to Nutrareaders greater knowledge, and the Sweet. Overkill is too tame a word
ability to do so accurately, makes Au- here. Of course, I've had calls from
dio the pre-eminent journal of its kind.
As a veteran broadcaster (who also
started at WYBC), I unfortunately have

These same high-tech compressor/limiters can be used to make FM not only
better than it is now, but, theoretically,

listeners who have no idea what stereo

is-and couldn't care less-but that

This way, those with inexpensive
equipment or car units in noisy envi-

"loud," while those who really care
about signal purity could decompress
and restore the natural dynamics. The

broadcasters would still be able to
choose between hard, medium, or soft

compression. This would go a long

hasn't stopped them from asking why
to agree that audio chains have cor- the record they bought sounds infiniterupted a superlative medium. Many ly better than the same one we're playhours have been spent cajoling engi- ing. (We've all heard the rim shot with a

way towards making FM the medium it
was intended to be, while not radically
upsetting the status quo.

neers to "back off on the compres- sustain that's louder than its attack,

alone 8,000-to agree on anything

sion," only to have program directors thanks to hyper -fast limiters that grab
and general managers ask why we're and release the dynamic.)
not loud enough. Some say all of this
The good news is that the solution is
started in the AM Top 40 wars when right here, in every broadcast studio.
42

Of course, getting two stations-let
could be this proposal's undoing. But
the alternative, as prerecorded music
gets better and better, is losing our
audience to listener fatigue.
AUDIO/AUGUST 1985

Warning: The Surgeon General Has Determined
That Cigarette Smoking Is Dangerous to Your Health.

Lights &100's. _17
41111.010

my Lucky."
Unfit
Lights: 8 mg. "tar", al mc. nicotine; Lights 100's: 9 mg. "tar", 0.8 mg nicotine; ay. per cigarette by FTC method.

In the meantime, call your stations
and complain. One negative comment

is worth a dozen positive ones. Let
them know you can tell the difference
between a Compact Disc and a 78, as
it were. And if you happen to speak to

a program director, remind him why
the listeners flocked to FM in the first
place: Because, at one point, it sounded better.
Paul Rotello
Hartford, Conn.

just like the records), an optimized

the annual equipment performance

2:1 compression, perhaps along the
lines of CBS's CX, could be agreed

tests and has done away with most of

upon as a baseline for processing. The

transmission quality for AM, FM and TV
(aural) stations. As regards FM specif ically, the FCC requires an annual

.

.

.

the technical standards governing

loud stations could process on top of
this to get their sound. The audiophile
could completely recover the signal
from the more moderate stations, and
an improved version from the others.
The signal could be left compressed
for playback in situations where quality
is noncritical.
While it is true that noncommercial

I

showing of compliance with the pre emphasis curve only; this was kept to
ensure receiver compatibility. Measurements and standards for distortion, separation, noise, and crosstalk
were eliminated. Incidentally, the re quired noise figure for FM stereo tratiS-

Take Your Pick

radio stations do not have the short-

Dear Editor:

term pressure to have a punchy signal,
their long-term success depends upon

mission was -60 dB per channel, ref erenced to 100% modulation of audio
plus pilot, not the -58 dB alluded to in

at least the perception of good sound

the article.

In response to your excellent March
issue focusing on FM quality, would
I

like to point out that, theoretically at quality (programming has something

function of a tape noise -reduction unit.
An audiophile equipped with the corn-

to do with it, too). To the listener a few
miles out, the compressed signal may
very well sound better.
John H. Roberts
Phoenix Systems
Stone Mountain, Ga.

plementary expander would not only
be able to get the original signal back,

Revised Ruling

least, there is a way to satisfy both the

audiophile and the general listener.
The dominant form of FM processing is

compression, similar to the encode

but could better the unprocessed
channel's dynamic range.
While there is little likelihood that
broadcasters would be willing to corn-

pletely standardize their processing
(then everyone would sound the same
AUDIO/AUGUST 1985

Dear Editor:
I greatly enjoyed reading the articles

in the March issue dealing with FM
transmission fidelity. You may be interested to know that since those articles

appeared, the FCC has deregulated

A ecommendation I would have for
FM station engineers is one that any
audiophile would also have: Keep it
simple! It is a truism in the broadcast ing business-where Murphy's law of ten supersedes Ohm's, Kirchoff's, or
any other-that the cleanest -sounding
stations are often those in small mar kets. These stations cannot afford all
the bells and whistles that the stations
in the larger markets feel they must
have in order to remain competitive.
The small station usually makes do
with one carefully selected processor
in the line. Audiophiles already know
43

At a small FM station
where I was chief engineer,
our sound was clean and
loud though we used only
a single processor and
no composite clipper.
that straight -wire design yields the at 1 kHz, and 46 dB at 15 kHz. Noise
cleanest audio, and this is equally true figures were -63 dB in mono and
in broadcasting. One small station,
-62 dB per channel in stereo. All this
where I was on staff as the chief engi- was done with a single processor and
neer, easily measured less than 0.5% no composite clipper, yet we were as
THD, complied with the pre -emphasis loud as anyone else on the dial, and
curve within ± 0.5 dB, and had separa- regularly received compliments on
tion measured at 38 dB at 50 Hz, 50 dB how clean our audio was.

As was pointed out, enough stations
like this would revolutionize FM broadcasting quality. It's worth a try, no?
Sidney C. Schweiger
Chief Engineer
WKOX(AM)-WVBF(FM)
Framingham, Mass.

More on Zero Distortion
Dear Editor.

The article "The Perfect Amp: Zero

`.`.. Meridian must be doing something right,
because the MCD has established a new
standard for CD audio quality."
J. Gordon Holt, STEREOPHILE, May 1985

Distortion," which appeared in your
April issue, contains an error. Mr. Dajan is under the impression that zero -

distortion amplifiers are a new phenomenon. He should check the Annual
Equipment Directory in Audio's Octo-

ber 1976 issue. The Bazoom 2000
manufactured by Rabid Audiophile
boasts not only zero distortion but a
frequency response of d.c. to light at
1,900 horsepower! Truly a remarkable
piece of hardware.
Mike Miller
Bethel, Conn.

Pyramid Power
Dear Editor:

SELEC, MAE

A

As a new subscriber to Audio, I eagerly awaited the arrival of my first issue. In mid -March, my mailbox was
blessed with a striking magazine cov-

er, boldly displaying that Audio had
discovered the perfect amp.

I

quickly

turned to the designated page, and
found that not only was the world safe

from distortion, but that the real purpose of the pyramids had been discovered. I quickly telephoned my friends;

While it may look familiar on the outside, it is something
else on the inside. A close look will reveal that Meridian
has sought out the finest transport from the originator of
CD technology, Philips in Holland. To this foundation they

added analog electronics similar to a top quality
preamplifier, with discrete components and a separate
power supply. Further sonic benefits are attained by
improving the servo control of the laser mechanism and
reducing mechanical vibrations to lower the number of
errors the digital system would otherwise have to correct.
You can hear the difference
at your Meridian dealer.

ROOTHROYD STUART

/MERIDIAN

they told me I should have my head
and eyes examined. "No," replied,
I

"Professor I. Lirpa says it works!"

However, after examining the article(s) a second time, realized my
mistake.
certainly sounded foolish
I

I

telling my audiophile friends who Prof.
Lirpa really is.
For some reason, I think I'm going to

enjoy this coming year's reading.
I.M.D. Cved
Ames, Iowa

Erratum
In the June 1985 "Roadsigns" col-

umn, we mistakenly described the
power jack on Parasound's CDS-1 in-

put-switcher box, which allows connection of a portable CD player to a

Exclusive U.S. Distributor

MADRIGAL LTD.
Post Office Box 781, Middletown, CT 06457

ITT TLX 4942158

Enter No. 20 on Reader Service Card

car stereo system. The jack's output is
9 V d.c.
44
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TAKE AWAY THEIR HIGH OUTPUT
ADJUSTABLE MASS, DIAMOND QUALITY,
SUPEMOR SOUND
AND STYLUS INTERCHANGEABILITY,
AND OUR CARTRIDGES
ARE NO DIFFERENT
FROM THE COMPETITION.

With all of these features and performante b nef its, it is no surprise that the OM cartridges are the
most successful series ever introduced by Ortofon.
CRITICAL ACCLAIM
Since their introduction, the Ortofon OM Series
have consistently received accolades from around

e p ono car 1 ge an tonearm system,
e wee
With superior diamond quality, high output and full

the world, for their outstanding value, and

tonearms, make these new levels of performance

performance.
And the Audio -Video International Grand Prix
award for product excellence has for two consecutive years been awarded to an OM Series Ortofon
Phono Cartridge.
TECHNICAL SUPERIORITY
As the originator of the low mass concept, Ortofon has continually been at the forefront of technical
developments in sound reproduction.
Boasting a revolutionary user adjustable mass
system, the OM Series provides for "Optimum Match"

available to this format as well.
THE GREATEST IMPROVEMENT

line stylus interchangeability, these OM Series phono
cartridges deliver superior sound, with any standard

mount tonearm in virtually any sound system. And

our OMP Series, lesigned for -plug-in- mount

Audio engineers and audiophiles agree that
perhaps no component can make as immediate and
significant an improvement in sound quality than a
new phono cartridge.

Considering all of this, along with the modest
cost of an Ortofon OM Phono cartridge, it becomes
clear that when it comes to making a real improvement in performance of your hi-fi system, there really
is no competition.

orrofon
122 Dupont Street, Plainview, New York 11803 (516) 349-9180
Send one dollar for color poster

Enter No. 22 on Reader Service Card

SPECTRUM
IVAN BERGER

INTERNATIONAL AMBIENCE
The Extinction of the AUX
The first time I saw an "AUX" input
relabelled "Video," I thought it an
encouraging sign that the long heralded marriage of audio and video
was beginning. The second time,
thought it a cheap way of making a
component look more modern without
any functional updating.
But now I see another reason for it:
A friend who has acquired his first
component system just noticed that
his 20 -watt receiver has an "AUX"
input, and called me to ask whether
he should get an AUX to plug into it.
It's easy to forget, sometimes, that
everybody (ourselves included) starts
out ignorant. While the switch away
from the old input designation may
offend traditionalists, it does give
explicit guidance to the newcomer.
On balance, I'd say that's an
advantage. Of course, it all depends
on whose AUX is being gored.
I

The Roar of the Crowd

during my few viewing hours.
In both cases, stereo added more
ambience than directionality to the
signal. With my eyes closed, I could
rarely get a feel for where voices
were located. That probably will
remain the case, since TV's sound
engineers must bear in mind that
changing camera angles can move a
person around the screen at will.
Ambience, however, is nothing to
sneeze at (even though it can be
simulated). While I've wondered, in
the past, why Japanese TV
broadcasts sports events in stereo,
now know-in stereo, crowd noises
really catch you up in the on -scene
audience's enthusiasm!
But it also makes me wonder
whether the reason so little TV is
broadcast stereophonically in the
U.S., so far, isn't the time lag while
they pretape enough stereo laugh
tracks.

I've just had my first brief tastes of
stereo -sound TV, one here and one in
Japan. My impressions were fairly
favorable but somewhat inconclusive.
Here in New York, the only station
broadcasting in stereo seems to be
WNBC-TV, but The New York Times
TV page doesn't tell which programs
are in stereo (Johnny Carson and
Miami Vice were the only ones I
caught), and my cable service
(without which it's almost impossible
to get a decent picture here) does not
carry the stereo portion of the signal.
Faced with the choice between stereo
or a clear picture, I used my window
antenna just long enough to sample
the stereo, then returned to the cable.
In Japan, I spent only one night in a
hotel room with a stereo set, and
there wasn't much stereo
broadcasting (though there was a fair
amount of bilingual programming)

I

Violins and Valences
One of the reasons I am not a
scientist may well be that my highschool chemistry teacher spent less
time discussing valences than in
debating who was greater, Beethoven
or Mozart. (I took the Beethoven side,
but I've since switched.)
On the other hand, he introduced
me to hi-fi, which probably has had a
greater influence on my life than
chemistry ever could have. And he
also told me something that has long
made me suspicious of hi-fi
endorsements by musicians. "My
brother plays with the Pittsburgh
Symphony," he told me. "You'd think
he and his colleagues would have
great hi-fi systems. But when you go
to a violinist's house and listen to his
system, all you hear are violins. At the
flautist's house, you only hear the
flutes. And so on."
46

I've since met some musicians
myself, and their systems actually
sounded rather good. But in talking to
them, I've discovered that many
musicians would be just as satisfied with

lesser systems. Musicians, you see,
know the sounds of music so well that
many can re-create that sonic
splendor mentally, from even the tinny
cues of a pocket AM radio. No matter
what the sound system puts out, it's
always hi-fi in their heads.
Even being just a music lover, as I
am, can dull your critical listening
faculties. Listening to music is fun; by

411)16101111.
I

6

...

the same token, listening past the
music, to hear the system's sonic
subtleties, is work. The better the
music, the harder it is to ignore it and
concentrate on the sound. And the
better the sound, the harder it gets to
ignore the music, too; there's less of a
barrier to your enjoyment.
As I think I've said before, this has
made unconscious musical enjoyment
one of my clues to a sound system's
quality. At a show, if find myself
drawn into a booth to ask what record
is being played, it's a good sign that
the sound was so good that I became
unconscious of it. I then shake myself
and pay attention to the sound for a
I

while-preferably on music I don't
much like. Which is more or less what
I had in mind when I told Brian
Cheney of VMPS, at one Consumer
Electronics Show, "Enough music,
already. Let's hear some hi-fi!"
AUDIO/AUGUST 1985

Opinions of Difference
A few years back, when Linn first
posited that turntables made a
difference in recorded sound, I was
skeptical. Then I attended a
demonstration at which a record was
played repeatedly on several high end turntables, all equipped with the
same models of Linn arms and
cartridges, and I clearly heard a
difference, every t me. I still retained a
touch of skepticism (cartridges vary;
could Linn have hand-picked the one
on the Sondek?), but I was basically
convinced

Yet when the high -end dealers
present oohed and aahed over how
"major" the difference was, I
disagreed. To me, a major difference
is one that can be heard clearly and
repeatedly, even after a lapse of time
and under varying circumstances. By
that criterion, the difference between
the Linn and the other turntables was
worthwhile, but minor. Similarly,
differences between most high -quality
components of the same general type
(amps, for instance) are minor.
Admittedly, I'm using a rubber
scale. To me, a major difference is
one that I can hear under all
circumstances. As I learn to hear
what I thought were minor differences
more clearly, they become major
ones ... to me. I hear some things
better than others on the Audio staff,
and hear other things less clearly.
What about differences anyone can
hear, without any aural education?
They're not major differences-they're
gross ones.

Admitting Ignorance
It's easy to assume that any hi-fi
magazine editor has heard the
particular audio components that
interest you. Maybe we have. But it's
more likely that we haven't.
Our Annual Equipment Directory
listed 3,700 products in 1984.
Assuming that only half of them are
new in any given year, and assuming
we listened to those new items 50
weeks a year, we'd have to audition
37 of them per week-roughly one for
every working hour. (Though editors
actually work a lot more than 37 hours
per week, regardless of what the job
descriptions say.) That would leave
us no time to put out the magazine.
In practice, we do hear a lot of
audio components-many briefly,
some at length. But if you're looking
for something specific and live within
shopping distance of a major city, the
odds are that you've heard more
components fitting its description than
we have.
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Tandberg's remarkable TIA 3012 Amplifier and TPT 3001A Programable Tuner are individually
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To turn my computerized
list of record -cabinet slots
into label sheets, I had
only to issue one command.
My computer did the rest.

Keeping Track of Tracks
I'm still digging out from my recent

title large, for the spine and header;
print the selection titles normal size,
move, which means my computer is
underlined and bold, and print
out in the living room, next to the
subsidiary information in smaller and/
or lighter type. If I find a typing error,
audio system, instead of back in the
bedroom that will soon become my
or rearrange the selections on the
home office. It's proving so handy
album, the word processor makes it
where it is now that when it does go
easy to redo the liner slip. I find it
back where it belongs, my little lapeasier to print on regular paper and
top computer will be moved to the
glue it to the cassette's original
living room as an audio accessory.
cardboard liner slip than to print
I've already written about the
directly on the cardboard.
program I devised which adds up
It's also possible, of course, to
selection times to see what tunes will photocopy the original disc's or tape's
and won't fit onto a given cassette.
jacket or liner slip, and make your slip
But I have other audio -related uses
from that. Machines which can make
for the computer, too.
reduced -size copies give you even
One use is in labelling the slots in
more flexibility in this.
my record cabinets. I have over 2,000
For those who want to print
records stored in compartmented
cassette liner slips on their word
cabinets, each compartment devoted processors (or typewriters, for that
to a different type of record. Over the matter), the following specifications
years, the compartment boundaries
should be useful: The slips are
have shifted to reflect my shifting
4 inches wide, which means your
interests, but their labelling has not.
maximum typing line can be 40
So I redid the collection after my
characters with pica type (10
recent move, using my computer first characters per inch), 48 characters
to list the compartments as they were, with elite type (12 characters per
then to rewrite and update the list,
inch), and 68 characters for the
and finally to print out new labels for condensed style (17 characters per
the compartments. To turn the single- inch) on most dot-matrix printers. In
spaced list into triple-spaced label
practice, you should type a little
sheets with dotted "cut here" lines
narrower; margins add legibility.
between each, I had only to issue one
The slip itself should be either

command line-my computer did the

33/4 or 61/8 inches long, with folds at
11/16, 1-3/16, and, if you choose the
long style, 33/4 inches. That leaves

rest.

Another use is printing liners for the
cassettes I dub to play in the car. My
word-processing software
(Powerscript plus SCRIPSIT, if anyone
cares) and my Star Gemini dot-matrix
printer let me print in varying sizes
within one document-in this case, a
cassette label. So I print the album

.1

114M,

room for four lines of type on the first
flap (which goes over the top of the
cassette), three lines on the label
"spine," 15 lines on the flap which
goes under the cassette, and 14
more on the optional flap which folds
over the 15 -line one.
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Reel Helpful
My new living room is smaller than
my old, eliminating some of the shelf
space I formerly used for 7 -inch tape
reels. Time to start weeding out the
collection. But if I can't weed out
enough, colleague Larry Klein
suggests another space -saver:
Prerecorded tapes make up about
half my collection, and many
(especially pop -music tapes at 33/4
ips) are short enough so that I can
splice two together onto one large hub reel, and three or four onto one
normal -hub reel.

The Dolby-dbx One -Two
Of all common home noise reduction systems, dbx gives the
widest dynamic range. However, on
some material you can hear it
"breathe" a little, as the noise level in
the input signal varies along with the
dbx system's compression and
expansion. Dolby systems don't
breathe-but they don't have as
much dynamic range, either.
The obvious solution, pointed out to
me by Bill Cawlfield of Vector
Research, is to use both at oncedbx for the dynamic range, Dolby to
reduce the trace of breathing. (He
says Dolby B NR will do this well.)
The catch is that, if you have a tape
deck with both systems, it won't let
you use both at once-a matter of
rivalry between the NR -system
companies. If you have a deck with
Dolby B plus an external dbx adaptor,
however, you can do it. That, says
Cawlfield, is one reason why Vector
put a dbx system into its receiver
instead of into its matching, Dolby equipped tape deck; the other reason
was to allow decoding of dbx discs.
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Though installing a
tonearm is a precision job,
most arms come only with
Stone Age tools to help you.

Arm -Twisting
Ever install a tcnearm on a
turntable? Fun, isn't it?
The problem is that the tonearm
hole must be drilled in precisely the
right spot, and the cartridge installed
in just the right location in the arm
shell, or you get increased tracking
distortion.

It's a precision job, and most
tonearms come with Stone Age tools
to help you with it. Most commonly, in
my experience, you get a cardboard
template with a hole punched to fit
the turntable's spindle, and another
punched where tne hole should be
drilled in the turn:able base, often
with lines drawn that show where the
stylus should rest once it's in the right
position.
That's all the information you need

to do the job. The trouble comes
when you try to Lse it. First, you have
to rest a flat, floppy template on a
turntable that usually rises about an inch

above the surface you'll be drilling.

So you have to prop the template to
prevent it from sagging (a sag would
shorten the indicated arm/spindle
distance), then poke a marker straight
down through the template to mark
where the arm should go. Then, if
your only cartridge -position indicator
is the lines on the template, you must
figure a way to put the template back
into position after the arm has been
installed. Some templates are cut out
to allow this, but others are not. If the
template designer has too literally
interpreted the stylus/spindle distance
as "overhang," the stylus -position line
may be just past the spindle, where
the cartridge can't be set down
because the spindle's in the way.
(Truth to tell, only ran into that
problem once, years ago, but it still
I

rankles.)

Some designers do give you more
help. Over the years, I've had a few
Dual turntables with plastic cartridge position gauges that fit over the
cartridge -mounting slide (more snugly

on some models than on otners).
Shure's V15 Type V cartridge comes
with an ultra -dandy mountirg jig
(usable, alas, for no other cartridges
know of); I understand AKG packs
moulting aids with some of its
cartridges, too.
There are also general aids for
mounting and positioning cartridges,
such as Mobile Fidelity's Geo-Disc
and the grid on one disc of Telarc's
Omnidisc. But I haven't found a great
deal of help when it comes to
mounting arms.
On the other hand, haven't
mounted every thing on the market
(thank goodness!). And since
mounting provisions are rarely
discussed in ads and catalogs, I'd
welcome hearing from reacers about
arms, cartridges and other products
that make the process easier. (If a
manJfacturer wants to nominate his
own stuff, fine, but he should send a
copy of the appropriate instruction
manual.)

I

I
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THE AUDIO INTERVIEW

Clive Davis:
Finding Songs for Singers
Well, he solicited that, in order to see

In this conclusion of a two-part interview with Clive Davis (begun what label would be best suited for The
in our July issue), the founder of Arista Records and former head of Kinks. He wanted my ideas on that

CBS Records talks about aspects-some creative, some controversial-of his wide-ranging career.
You're an interesting case. You don't everything you sign, from Joplin to
Blood, Sweat, Santana and what have
You're Harvard Law. How did this cre- you, it then gives you confidence to
ative career happen?
keep trusting your judgment, and then
By accident. By necessity.
don't you start living it. Then you start liking
know, it's a talent that I've developed, it. Then you start getting, if you can, an
and I didn't know I had it, and I didn't intuitive feel for it. And that is what I,
get into the business because of it. It through evolution, developed.
seems to have worked, and it keeps We were talking about how you get
working. love it and it just keeps pay- involved in the creative process.
ing off, and it's thrilling, and so I do it.
You've certainly never been shy about
mean, I'm not trying to be either mod- talking to an artist, whether it's Horoest or immodest in answering, I'm just witz or Ray Davies, about what you
trying to answer in the nice spirit that think they should do to change their
you ask it. It came out of survival and direction and perhaps become more
necessity. I didn't know I had it at Mon- commercially viable. Has this usually
terey, didn't expect to ever sign an worked out for you?
artist in my life. I would have preferred Do people resent it? Yes. It is the most
to operate as most-to hire a head of troublesome thing to do, the most emoA&R, to make it. But my heads of A&R tionally difficult thing to do. It is a douwere signing no rock groups. We were ble-edged sword in every case when
marginally profitable. sat there in the you do get so involved. It's hard to
midst of a revolution, and was lucky translate this to the public. I've never
enough to be there.
been asked this type of question, and
You seemed to really be getting off on it's a great question because it really is
the whole thing.
the most troublesome part of the way I,
did. My whole life changed. I went to at least, personally perform my job. To
Monterey for fun. I went there because participate in the creative process
a few friends were running the festival. It's accepted in my particular case beAbe Somer, an entertainment attorney cause of my track record, and it's usuwho represented a lot of major artists, ally not accepted for most people. And
was on the board; Lou Adler had a yet, even that is accepted so begrudglabel deal with, and he was on the ingly that you run a delicate line beboard. Simon and Garfunkel and The tween being a meddler and a partici-

come from a musical background.

I

I

I

I

I

I

.

.

.

.

I

Byrds were going to perform, and
thought would have fun. It was the
first pop festival. never thought I'd
see new talent; it wasn't billed as a
I

pant.

It's a very, very, very difficult

thing to get into.
You do it only when you feel it's absolutely necessary?
new -talent thing. If I hadn't been there, Without question.
I don't know when I would have signed You felt it was absolutely necessary to
my first artist. But I knew I had to, and I talk to Ray Davies about a change in
was motivated to, and I did. And when direction away from the concept alit hits out of the gate that way with bums he was doing?
I

I

50

subject. He recognized that his sales
had fallen way down. It's much easier

when people have fallen way down
from where they had been, and then
they come to you. Then you're welcomed with open arms. So that when

Dionne came here or when Aretha
came here .
I'd always heard that
Aretha was a terror. Her sales were not
what she or anybody would have wanted at Atlantic. So when she came here,
.

.

.

she had heard about me, and, of
course, I had more than heard about

her. And she wanted to work as a creative team. So it's not in those cases
that it's difficult. But in the vast majority
of the cases, I'm not God's gift to cre-

ativity or to my artists. You take the
artist because of their talent. So the
only areas get involved in, with the
I

true originals who write their own material,

like an Alan Parsons or a Patti

Smith, are whether their song is a hit or

not and whether my Top 40 ears perceive any of the currently written material as a hit. So I'll come in as a friendly
partner. There, it's been peaches and
cream.
The problem is in the areas where an

artist doesn't have a Top 40 hit, and
you've got to tell them that, from what
they have written, there is no Top 40 hit

and therefore they've got to use outside material. Then it is war, usually. If
they don't write, then they're willing to

accept that, depending on your relationship.

When you get to that point with an
artist, I suppose they don't really have
a choice.
Oh, look, I can't tell you the battles.
Sure you can!

There are battles. And even when
you've done it four or five times in a
row,

if they write or have written any

hits in the past
. Well, say, Melissa
Manchester.
really have been very
.

.

.

I
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etting involved in

the .creative process is the
most troublesome
thing to do. You run a
delizate line between
being a meddler and
being a participant. It's
very, very difficult.

If something's great,
I will trumpet that,
unless it interferes
with the intregrity
of the artist. But the
word hype, to me, is
an overstatement.

say, "But you must do it." And then you

do it, and she does it. Then the next
time an album comes around with all
her own material, and you say, "Well,
there's no hits; I gave you 'Don't Cry
Out Loud.' " Well, there's resistance.
Even though you keep doing it. understand that it's not personal. It just
I

happens with any artist who also

Dylan album was sufficient, and anything different from that would be unto-

ward. There was never any hype for
Bob Dylan. have never shied away
from trumpeting something as strong,
I

with sensitivity to the artist involved, if
believed in it. But the word hype itself,
to me, is an overstatement. I don't believe, in music, that this is like selling a
I

fond of Melissa, though she's no longer writes. Now, in the cases where they movie, or that we're going to sell it to
on the label. But for years you see an write well, they don't need me for any the public like a piece of product. I am
artist going in one direction; she want- of this, and I would never presume or very sensitive to the underlying creatived to be a triple -threat star, and you even think about it. They need me for a ity and take the lead from it. don't
see her as a pop star, because her sense of marketing or career develop- believe that an advertisement, if we're
talent, outside the pop area, for going ment. But in the creative area where talking advertising now, with just a picinto R&B, folk or jazz, is not there. So artists don't have hits or are not writing ture of an album, in most cases, is
you suggest that she stay with pop. If hits for themselves, then you do intrude sufficient. It's sufficient now for Springthat doesn't fit her image of where she and it's never easy. They never like any steen, for Prince, it always was for Dylwants to go, it's very traumatic. If she's piece of outside material you first play an. On the other hand, certain artists
written, as she did write, "Come in from for them. It does become, depending need background, like The Alan Parthe Rain," a beautiful song, and "Mid- on their outlook towards you, usually sons Project. Maybe you define as
night Blue," a beautiful song, you sort more difficult, always painful, never ap- hype the fact that when we launched
of suggest that the hallmark of her writ- preciated as much as you would like. The Parsons Project, I analogized it to
ing points her in the pop direction. But It's the most painful area that I have to Ingmar Bergman and said here is the
she wanted to be Linda Ronstadt or work on.
first somebody who is assembling a
Joni Mitchell, you know, the first white - Let's talk about something totally dif- cast of musicians and vocalists, and is
black -jazz-rock 'n' roll star. You've got ferent. Let's talk about hype. Do you coming up with material, and is like the
to let them carry through their dream, feel that hype is sometimes something first director A la Bergman. To me that
until you see it falling into a noncom- you just have to do for an artist?
is not hype. It is setting the stage for an
mercial area. Then you say, "There are
really have difficulty with your prem- appropriate understanding of the magjust no hits, and if the album comes ise, because first of all, you take your nitude of talent. If I believe someone's
out, it's going to sell 50,000 to 75,000 lead from the artist. With Dylan it was great I will trumpet that, unless it intercopies. You must do (for example) very clear to both of us that there feres with the artist's integrity. The
'Don't Cry Out Loud.' " Then she says, would be no interviews and no discus- most important thing is to be sensitive
"I hate 'Don't Cry Out Loud'!" And you sions. That just the announcement of a to an artist's image, and the integrity of
I

I

AT A 1982 CONCERT, DAVIS AND THE KINKS WITH GOLD ALBUMS OF ONE FOR THE ROAD.
AT FAR LEFT IS ABBEY KONOWITCH AND AT FAR RIGHT IS MIKE BONE, BOTH OF ARISTA.

JOE SMTIH, MO OSTIN, DAVIS, AND
BERRY GORDY, JR AT A 1980 LUNCHEON
FOR THE MARTELL FOUNDATION

what they're doing. I'm not saying this
because it's a cliche or it sounds good,
but don't believe in being derelict.
I

I

believe that there is an art of career
development.

You're a very outspoken person. Do
you ever get other record -company

executives angry at you for things
you've said? You will be very specific
and criticize something if you feel it's
not good for the industry.
think that there is always a doubleedged sword with visibility. If you're
very visible, and other executives are
not, you can be accused of being on a
personal ego trip. There's always that
fallout. I, in the trade press, have stuck
to issues. And yeah, there have been
don't take on
examples where
people as personalities, or attempt
I

.

.

.

I

I

product here, and we don't. Then
gave separate editorials saying that
I

you can't hum a video game, and the
video -game fad will be over at some
point. I think that where I've chosen to
make an issue of these points, the record will show, hopefully, that I've been
proven correct.
But you don't have to do it. I'm sure
there are other people who share your

not to. There have been times over the
years when people have trumpeted the
dying of the record industry, the death

feelings who won't go out and put

of the record industry, the fact that

ground, which I don't use in any of my
don't fear
creativity, gives me .
public speaking if I'm asked to appear
on the Today show or Good Morning,
America or to speak on a controversial
. So often, and until fairly reissue .

music is dying. And I did rise on several occasions. Once, when Bill Graham
was going out of the Fillmore business,
he kept saying that rock is dying, or the
press kept saying the Fillmore's closing and rock is dying. I took an active
role in showing the diversity of music,

themselves on the line .
Well,

.

.

.

that's where my legal back.

.

.

I
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cently, record executives were pic-

tured as finger -snapping and wild- Twilight Zone batch of problems for

the strength of music, and put on

eyed. There was always the Phil Spec- you there.

shows at the Ahmanson Theatre mixing and matching Miles Davis and Loudon Wainwright and The Mahavishnu
Orchestra and the range of talent to
disprove that. It did get personal a
number of years ago, when a number
of executives went on 20/20 to say that
the aural record was dying, it was all
going to be video, that the record busi-

tor "dem, dese, and dose" types.

ness was dead. They were actually
singing us out of business because it
was a bad time, and it looked like video was going to take over. couldn't
I

believe it! That they were not only issuing statements to The New York Times

to that effect, but also to 20/20, and I
said it was crazy. I wrote an open letter

to Joe Smith [of Warner Bros. Records], who happens to be a very dear

friend of mine, saying, "Hey, this is
don't believe that it is true.
crazy.
I

I

think it is hurtful to our business." I'm

sure there were some misgivings
there, but it was never done on a personal level. It was to tell these people
not that we should hype our business,

but that they were creating a bandwagon idea that we have an obsolete
AUDIO/AUGUST 1985

don't think there was a negativity to
It
was an amazing picture of the record me at Columbia. What happened is
executive as compared to the Holly- that there was a brand-new president
wood types or television types. They're [of CBS Inc.] who had only been there
I

all different, perhaps, in their way. But I

for six months, and we didn't even

saw my colleaguesdid feel
whether it be Jerry Moss [of A&M] or
Mo Ostin [of Warner Bros.] or several
other people-as bright, articulate, intelligent business and creative people

know each other. You know, I was always considered a candidate for that
job and never wanted to be. I was

.

.

.

.

I

who might, for whatever reason, not be
public speakers. mean, Mo Ostin is
marvelously talented, but he is somewhat shy in public, and Jerry Moss is a
very private person who is more comfortable not speaking. grew up not
feeling there was any awkwardness in
that. So that the lot sort of fell to me. I
don't think I'm a ham. I think the record
industry needed defense in certain arI

I

I

asked to be the head of their studio
and other divisions there, but I am not
one to move on to other tasks for the

sake of a corporate ladder.

know
what I like to do, and I'm gratified that
I've found a career that love. So that
I

I

even though I've invested in a Broadway show, and hopefully will do one or
two or a few movies over a period of
years, love the record business. I'm
not the comedian yearning to be the
I

or setting up false chal-

dramatist,

eas, and the reaction was good, and lenges for myself. had enough of a
so I've done it. Not to be a martyr, not challenge coming out of the law provhad creative talent, and
ing that
to be a hero.
People have said that the reason for showing, after I was head of what beyour problems at Columbia was be- came the world's largest record company, that I could do it from scratch on
cause you were so out there, so .
my own, in a brand-new enterprise.
Visible.
. That that's what created this sort of Thai's enough challenges, aside from
I

I

.
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Yu never quite make
up for the pain you go
through. But for me,
in hindsight, it opened
up opportunities to
write a book and start
a new company.

Are you asking me, businesswise or

Pictures that we both sell our interest in

personally?
Both.

Arista to Bertelsmann [the German -

Well, Alan was a very close personal
friend at that time. He believed in me
and really was the main reason why
Columbia Pictures financed the beginning of Arista. I was affected by it personally because he was a close friend
doing well in a very competitive busi- who I felt was not treated well, and
ness. My prime interest now is to stay treated unfairly. I thought that he was
in a field enjoy, and I enjoy this, so I on the right side of the issue, and that it
I

stay in it.

could have been handled better by
When Alan Hirschfield left Columbia both sides. I'm not saying I agreed with
Pictures in the wake of the David Be- everything that Alan did. But on the
gelman scandals, which David other hand I think that the position in
McClintick wrote about in Indecent Ex- Indecent Exposure was pretty accuposure, how did that affect you at Aris- rate. And I did feel a certain sense of
ta? [Columbia Pictures was the alienation from the board of Columbia
founder of, and major stockholder in, Pictures, and I motivated, pretty much,
Arista Records; Hirschfield was Co- the sale of the
I was the costocklumbia's president and CEO.]
holder, with Columbia Pictures, in Aris.

ta.

I

.

.

.

based firm Bertelsmann A.G.], the
company that bought 100% of the
stock.
This was in . . .
In 1979, I believe. So I would say that I

was affected personally.

So that the sale of Arista to Bertelsmann was in a way the direct result of
Columbia Pictures falling out with Alan
Hirschfield?
To me. I mean, could not cause Columbia Pictures to sell the stock if they
didn't want to, but on the other hand I
think that, as the head of the company,
my recommending it as well as having
expressed alienation and disenchantment over the Hirschfield issue pretty
vocally, I'm sure that that was a contributing factor.
I

Well, both you and Hirschfield have

really felt, probably, disen- both succeeded as well as you could
chanted and alienated, and possibly turn out, after your respective
felt those things probably crises in business. [Hirschfield is now
a little more keenly, having an investment banker and a consultant
gone through the trauma of to the entertainment industry.] Do you
corporate alienation myself. feel vindicated?
Seeing this situation
On all the legal issues I feel exoneratI would not be a passive ed. You never get the press for the
observer. I came up with a exoneration as for the initial furor. So
purchaser of the stock of it's a wound that never fully heals. It's a
Arista, and recommend. the pain you go through you never
ed very highly to the quite make up for. But in hindsight, it
board of Columbia did open up opportunities. The opporI

.

.

.

.

.

tunity to write a book, which never,
never, never would have thought of
doing. The opportunity to start a new
company. The opportunity to broaden
my horizons, and to really respond to
I

DAVIS AND
RAY PARKER, JR.

the challenge of starting a new company and have it live. It recently finished

its first decade. If it goes not a day
further it will still be an exciting accomplishment.
Truthfully, though, isn't there an aspect
of "living well is the best revenge"? t_3
I never viewed this as a personal feud. 8
It was never a personal feud, it was a t2

wound that occurred. There were
things that were done that I was very :*"
upset about that I've written about in 'only book from the point of view of [Co-

lumbia Records] rewriting history. A t
corporation has got to show that no (§
one man is indispensable, and that

they can go on, and the stock 2

shouldn't go down. That does have a c.:0

tendency of happening, and when
you're on the other side of it, you are "ci
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hurt and you fight back. But you're
fighting back against an institution.
personalized it to one or two people.
So that now the wound is dealt with
and recalled. On the other hand, you
I

integrate it into your life. If you're say-

ing now that

.

.

.

.

I

don't feel glad

about it, no. But it had its other upside
benefits that I never would have been
able to experience.
But you know, there's almost a backlash. When you become the underdog,

everyone's on your side again. And
people must have been saying, "Boy, I
bet he's just sitting there thumbing his

and I was unfortunately brought into it tablished joint ventures with Bertels-

nose at them now, because he's a without foundation. It did cause trau- mann all over the world, as a global
ma, and it did cause pain, and that plan. feel that we are a legitimate
success on his own."
I

It's funny. I'm not saying that I'm bigger

or smaller than that. I'm saying that
there were, apart from that incident,
people who would bet against someone who was a lawyer and a president
of a large record company starting his
own business. There were an awful lot

of people saying, "Hey, he can't do
that." And yet those who knew that
I

was not just a president, that where an

looked at 30
artist was signed
artists and said yes to Joplin, and yes
.

.

I

to Blood, Sweat, or yes to Billy Joel, or
bought the Pink Floyd contract before
So much has hapthey broke, etc.
pened since left Columbia. When I
.

.

.

I

started Arista, [Columbia] gave me a
million dollars [for mail-order rights] for
the Columbia Record Club. Four or five

years ago, the Martell Foundation,
which is dedicated to the memory of a
CBS employee's son and is the industry's main charity, honored me as their
Man of the Year. The president of Co-

lumbia Records at the time, Bruce
Lundvall, spoke to the company and
said it was like the McCarthy witchhunt era, and that led a lonely battle
for the industry
. and only because
of my reputation and my standards
I

.

.

and morals and integrity did I come out
of it the way I did, and it was of great

benefit to the industry. And it was of
tremendous note that the award was
not only given to me by the then -presi-

won't ever be forgotten. But it has giv- alternative to CBS and Warners, and
en me the opportunity to do other can focus the spotlight better than they
things. It has worked out great, and it can. fully believe that over the next
has given me great satisfaction, not so decade, after America starts breaking
much from a thumbing of my nose at its own artists again, that we have
anybody, really, because I don't per- large growth opportunities in front of
sonalize that to CBS. In fact, the first us. I'd hate to be head of a large comday I opened my doors at Arista, two pany that has to replace the volume for
dozen CBS executives came with flow- artists that are currently so big, once
ers and drinks. And so many execu- they are not quite so big. To come up
tives from CBS have come over at one with that volume and budget of 10%
time or another to work for me. CBS bigger every year.
artists have gone on TV specials and If you were asked by someone thinking
honored me. So that aspect of it about starting an independent record
company today-the way you did with
doesn't continue today.
Today it seems the record business is Arista-or a total independent with
really dominated by CBS and Warner their own resources, what advice
Bros. How do you, as the president of would you give them?
think that there are very few people
a large independent, feel about this,
and the problem it obviously causes? who could do it. think that if the perI

I

I

Thank God you said large indepen- son has the goods to do it, would
dent. If you had said small, I would encourage that person to do it. The
mean, David
have felt very insignificant [laughter]. goods, meaning
I

.

.

.

I

I

I

dent of Columbia Records, but that it feel fully able to compete with CBS and
did, in effect, hopefully speak for CBS. Warners. Over this period of time we
Because knowing that I was the honor- have become a so-called large indeee that night, Tom Wyman, the new pendent, although almost everybody
president of CBS, came and was very distributes through a branch today.
warm to me thereafter. So that, you And we're 50% owned by RCA, who
know, there's no war going on. It was bought their interest in the company
an unfortunate coincidence of events, from Bertelsmann because they've esAUDIO/AUGUST 1985

.

Look, you have realistic dreams. You Geffen, with his talent, did it and could
can be so large after 10 years. feel do it. So if he were thinking of doing it
fully able to compete with CBS and today, I would say do it because David
Warners. We immediately, think two Geffen has an ear for creative talent. If
or three years after the founding of there is someone unknown to me who
Arista, became the alternative to those really is a budding, talented, creative
two major companies for an artist to entrepreneur, I would advise that perconsider. Many artists that have been son to do it. Yes, it can be done-more
looked at or bid for, whether it was The so today than five years ago. Properly
Alan Parsons Project, or The Kinks, or bankrolled, not on a shoestring, yes,
Hall and Oates, at different stages of do believe it can be done. Unfortunatetheir careers, have chosen Arista. So I ly there aren't too many people around
I

who show the kind of talent that I would

bankroll to do it. That's the problemthe dearth of executive talent, which
I'm surprised at. I would have thought
that there'd be more budding creative
entrepreneurs who could do it.
But you don't think it's a closed shop?
A
I don't believe it is. No.

TAILOR MADE
RICHARD J. KAUFMAN
Unless your speakers are too big
for your living room, your audio

system probably does not reproduce the lowest bass octave. To
keep cost and size reasonable, design
engineers have eliminated the lowest
octave; hence, very few speakers re-

In addition to boosting bass, the circuit
acts as an infrasonic filter, relieving your
system of the task of reproducing
inaudible garbage.

spond below about 40 Hz and few
bookshelf systems go even as low as
50 Hz. This is unfortunate, for the lowest note on a standard piano is 27.5
Hz, which would be a more desirable
goal for low -end reproduction.
The lowest recorded tone that can

be called music is 16 Hz, which is
produced only by large organs and
specially built, 96 -key Bosendorfer pianos. Such sounds are felt rather than
heard. There are only a handful of re-

cordings with these notes, but most
symphonic and jazz recordings contain information between 27 and 40 Hz,

hasn't been lost in the recording
process. With the advent of the digital
Compact Disc, such losses are ceasing to be a problem.
The choices open to those who want
if it

more bass are not always practical;
large, expensive speakers might do

the job, as might a separate sub woofer, if one had enough space and
money.

Electronics offers another alterna-

tend the bass response with any such
speaker. Only the resonant frequency
pension speaker behaves like a sec- of the filter need be adjusted to match
ond -order, high-pass filter, its bass re- the unit at hand.
sponse sloping off at 6 dB/octave beThere are some disadvantages to

less your amp's power is marginal to

low a frequency that varies with the this method. It will only work with
speaker. If the signal is first fed acoustic -suspension designs. Maxi-

speakers are properly protected. A 2 ampere, fast -acting fuse will be adequate; do not use a larger size unless
your speaker manufacturer specifically
recommends it, and under no circumstances use slow -blow fuses.

tive. As Fig. 1 shows, an acoustic -sus-

through an electrical filter network, it is mum sound pressure level will not be
possible to make the speaker respond as great as might be obtained by other
like a fourth -order filter (which is how a techniques. In theory, distortion will be
tuned -port loudspeaker behaves). The greater because of the greater cone
net result is an extension of bass re- excursion. However, this hasn't proven
sponse by about an octave.
have audible in practice, due perhaps to
I

measured the parameters of many masking effects (in the case of harspeakers, and have found that "Q" (a
measure of response "peakiness" near

cutoff) averages about 0.9 for units that
aspire to high fidelity, ranging between
0.7 (British speakers) and 1.1. have
I

designed a filter with a 0 that will ex 56

monic distortion) and the fact that the
increase in Doppler and IM distortion,
though measurable, may not be significant. The most serious disadvantage is
the need for extra power, roughly double that required without the filter. Un-

begin with, this won't present an obstacle if you don't habitually crank up the
bass and volume controls. In any case,

you will want to be sure that your

On the plus side, this circuit also
acts as an infrasonic filter, and so relieves your amp and speakers of the
task of reproducing inaudible garbage
that can overload them.
Figure 2 is a schematic of one channel and the power supply. IC1B is a
buffer that isolates the filter from loading effects of the input source impedAUDIO/AUGUST 1985

BASS
mounted on the same board as the op amps in order to minimize noise pickup
gain to unity-the filter does introduce from the power supply. Put these caps
some gain, for which this compen- as close to the op -amps as is reasonsates. IC1A is the heart of the filter. ably possible. The transformer should

ance. Resistors R101 and R102 form a
voltage divider to set the overall circuit

Capacitors C101 and C102, in con- not be too close to the op -amps.
junction with R103 through R106, set
the frequency, which is variable between 20 and 50 Hz. Resistors R107
and R108 determine the filter Q. The
input is directly coupled, but the output

however, audio -taper pots, which are
much easier to find, work reasonably
well. You may calibrate this control by
measuring the resistance of one pot,
and calculating the frequency thus:

Shielded cable was used for the signal

leads; twisted pairs of wires will also
work, though placement is then more

critical for minimum noise. Purists who
feel electrolytics degrade signals may
uses a blocking capacitor, C103, to want to bypass C103 with a 1,000-pF
isolate the amplifier from the d.c. offset silver mica cap, or eliminate it altogethvoltage produced by IC1A. If your amp er. (The latter isn't recommended unhas a blocking capacitor at its input, less you have some alternate means of
C103 may be omitted. Almost any blocking d.c. input to your amp.)

standard compensated op -amp will
give satisfactory results in this circuit,

ganged, preferably log -taper type;

Potentiometer R105 -R106, which
controls the frequency, is a dual -

F-

159

0.047 x (68 + R)

where R is the measured value of R105
in kilohms. If you find the scale too

cramped at the upper end, rewire the
pot,

reversing the connection that

shorts the wiper.
Before you connect power, doublecheck your wiring for errors. The filter

can be placed between your preamp

but FET input devices such as the
LF353 or TL072 are superior. Dual de-

vices (two ICs in one package) were
suggest mounting the ICs in
used.
I

sockets rather than soldering them.

The circuit was constructed on a
dual IC board, Radio Shack #276-159.
You may find this somewhat cramped;

a larger p.c. board such as Radio
Shack's #276-168 may be easier to
work with. For the most part, layout is

not critical, but keep the following
points in mind: All leads to the negative
IC inputs should be as short as possible, to minimize noise. Decoupling ca-

pacitors C5 and C6 (shown on the
power -supply schematic) should be
Fig. 1-Response curves for an
acoustic -suspension speaker, the
filter described in this article, and
their combined response.
FILTER
CASCADED RESPONSE

SPEAKER

30

60

FREQUENCY - Hz
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At a filter setting just below 30 Hz, organ
and jazz piano will come alive, and a
setting at 50 Hz will add a pleasing
bottom to rock and pop music.
and amplifier or in a signal processor
or tape monitor loop. You may want to
add extra jacks and a DPDT switch to
maintain tape -monitor facilities. The
setting for frequency is not terribly criti-

give up at this point also. Records, and
of course CDs, will allow you to determine the most accurate setting. Organ

generator. Put a 2 -watt resistor, between 500 ohms and 1 kilohm, in series with your speaker, and feed the
output of the signal generator through
your amp. Measure the voltage across

the sound, except when deep bass is bass right down to 20 Hz, assuming
truly present. Most FM stations roll off their present low end is around 40 Hz.
their bass below 40 Hz, so this source With adequate amplifier power, this filis not an accurate test. Prerecorded ter will give you a truly compact sub -

the speaker; it will reach a maximum at
the resonant frequency.
The speakers that I use have a resonant frequency of 58 Hz, and the manufacturer states the cutoff frequency to
cal, though for greatest accuracy it be 48 Hz. A setting of 28 Hz gives me
should be approximately one-half the the most accurate bass response, reaspeaker's resonant frequency. If load- sonably smooth down to 27 Hz-pretty
ing problems at the output make the good for an 8 -inch speaker. A setting
circuit oscillate, a 100 -ohm resistor in of slightly below 30 Hz will be about
series with 0103 (or in C103's place, if right for most 8 -inch speakers. Larger
it's eliminated) will solve the problem. speakers are more variable, and exYou can measure your speakers' perimentation will be required. The
resonant frequency if you have a signal most accurate setting doesn't affect

cassettes and most cassette decks

woofer, electronically.

A

PARTS LIST

24 V C.T.

1/2- A FUSE

music and jazz piano will come alive
when the filter is properly adjusted. Of
course, there is nothing sacred about
accuracy. Setting the controls to 50 Hz
will give a pleasing bottom to rock and
popular music.
Eight -inch speakers can thus reproduce all but the lowest half -octave. If
the filter is used with 10- or 12 -inch
speakers that have a long cone excursion, they will reproduce accurate

R2

150,1/2 WATT

All resistors are 1/4 -watt, 5%, unless
otherwise noted.
Right -channel parts are series 100;
left channel, series 200.
R1-22-kilohm, 1/2 -watt, 10% resistor.
R2, R3 -150 -ohm, 1/2 -watt, 10% re-

V.

OFF
ON

gOAF

le100AF

RI

0.1AF
C5

2.2k, I/2 WATT

--t 1000AF

J_

*1000AF
C4

C2

0.1µF
V

R3

sistors.

150,1/2 WATT

R101, 8103, R104, R201, R203,

POWER SUPPLY, ± 18 V

R204-68-kilohm resistors.

R102, R109, R202, R209-100-kilohm resistors.

R107, R207-27-kilohm resistors.
R108, R208-47-kilohm resistors.

V+

R105 -R106, R205-R206-100-kilohm, dual -gang potentiometers,

Nov.

-I- 27k

47k

- R107

R108

2-

4 74IF
C 103

1---eOUT

IC1A

IN

I

1

5
100 k

0.047µF

0.047mF

0101

R102

L-

3

C102
68 k
R103

68 k
R 104

100k
R105

100k
R106

/

/

RIGHT CHANNEL

100k
R109

log or audio taper (see text).
C1 through C4 -1,000-µF, 25-V electrolytic capacitors.
C5, C6 -0.1-11F, plastic -film (Mylar)

capacitors. (Mount near 101 and
IC2.)

C101, 0102, C201, C202 -0.047-µF,

plastic -film capacitors (5% preferred, 10% acceptable).

C103, C203 -4.7-µF (or greater),
nonpolarized capacitors (plastic film preferred, electrolytic acceptable).

IC1, IC2-TL072 dual op -amps, or
Fig. 2-Schematic diagram of the
filter. Left channel is identical to the
right channel shown, but uses 1C2
and part numbers above 200.

similar (see text).
D1-50-PIV, 1 -amp bridge rectifier.
T1 -24-V, center -tapped transformer.
Miscellaneous-LED, fuse, switch

(optional), wire, phono jacks, line
cord and plug, p.c. board, and
sockets for ICs.
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RECORDING
CONVENTIONAL
BEYOND
decks include state of

create recordOnkyo's new generation of cassette decks
from the original
rtually
indistinguishable
ings that are v
today's digital sources.
program material-even with
adjustable bias for
the
first
to
provide
Onkyo was one of
Accubias or Auto
recording, and every deck has either
for
These allow you to fine tune recordings
Accubias controls.
what tape formulano
matter
optimum frequency response,
using high bias and
tion. This factor is especially critical when
for a car stereo
making
record
ngs
metal tapes, or when
performance is generally less than
where frequency response
in a home deck.
Controlled Silent
All Onkyo decks feature our Computer configurations.
be they 1, 2, or 3 motor
Mechanism transport,
smooth and quiet tape handling, with
This provides precise,

all our
inaudible Wow and Flutter. And,from
Dolby B & C, to Dolby B,
the art noise reduction systems,
C, Hx Pro and dbx!
the elapsed and
A Real Time Counter precisely measuresout of tape in the
you
won't
run
remaining tape times, so
Music Control
middle of recording, and our Automatic
quickly,
previewing the
selection you want
(AMCS) gets to the

beginning of each for 1C seconds.
incorporates a three head
Shown is the TA -205E which
recording and playback heads specifically
design; separate
optimized for their respe:tive function.
conventional
Onkyo's new cassette decks go beyondat ycur Onkyo
recording. Discover the audible difference
dealer now.

Artistry in Sound

ONICIFOR
200 Williams Drive,

Ramsey, NJ. 07446

'Dolby B C and Hx Pro are

Enter No. 21 on Reader Service Card

registered trademarks of Dolby

Laboraones, Inc

tdbx is a registered trademark

of dbx Inc

EQUIPMENT PROFILE

Gain: Phono, 42, 53, or 63 dB, switch selectable; line, 22 dB.

ML -9 Amplifier
Power Output: 100 watts per chan-

Distortion: Phono, 0.014% THD and

nel, 8 -ohm loads, 20 Hz to 20 kHz;

0.005% IM at 6 V output, 20 Hz to 20
kHz, 63 -dB gain; line, 0.004% THD
and 0.004% IM at 6 V output, 20 Hz
to 20 kHz.

Distortion: 0.2% THD for 100 watts
output, 8 ohms; 0.4% THD for 200

S/N Ratio: Phono, - 72 dB, 20 Hz to

Damping Factor: Switchable, 300,

80 kHz, re: 1 mV input at 1 kHz, 63 dB gain; line, 95 dB, unweighted, re:

200, or 100 at 50 Hz, re: 1 watt at 8

2 V.

MARK LEVINSON
AUDIO SYSTEMS
ML -10A PREAMP
AND ML -9 AMP
Manufacturer's Specifications
ML -10A Preamplifier

Volume -Control Tracking: ± 0.50
dB in typical usage range.

Line Input Impedance: 15 kilohms.

60

watts output, 4 ohms.
ohms.

Input Impedance: 50 kilohms.
Dimensions: 83/4 in. H x 19 in. W x
133/8 in. D (22.2 cm x 48.3 cm x 34
cm).

Recommended Load: Main out- Weight: 56 'bs. (25.5 kg).
puts, 5 kilohms or more; record outputs, 10 kilohms or more.

Dimensions: 21/4 in. H x 19 in. W x

101/8 in. D (5.7 cm x 48.3 cm x
25.7 cm).

RIAA Equalization Accuracy: Weight: 8 lbs. (3.6 kg).
± 0 30 dB.

200 watts per channel, 4 -ohm loads.

Price: $3,050.

Company Address: c/o Madrigal,
P.O. Box 781, Middletown, Conn.
06457.

For literature, circle No. 90

Price: $2960.
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The ML -10A preamplifier and ML -9 amplifier stand about

midway in the hierarchy of Mark Levinson Audio Systems
(MLAS) components. Both are typical MLAS desogns, save
that the ML -10A breaks with the company's tradition of
separate power supplies for preamps, as its power supply
has been successfully incorporated into its chassis. Like all
MLAS preamps, the ML -10A is a no -frills design, with a
minimum of amplifier blocks or switches in the signal path.
Both the amp and preamp are rack width, but are not
really designed for rack mounting. The preamp's mounting
holes are not spaced to match standard racks; the amp has
no mounting holes at all, because the makers recommend
placing it near the speakers rather than racking it with the

111111

I

preamp.
The preamp's front -panel controls are sparse, in keeping

i
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preamp. The ML -10A has a front -panel height of 21/4 inches

and a depth of 101/8 inches, a very convenient size for a

......-'

NORMAL LOAD

0

Fig. 1-RIAA phono
equalization error for "00"
(42 -dB) and "11" (63 -dB)

gain settings, with normal
include a three -position rotary selector switch; toggle and IHF loads, at tape out.

with the MLAS design philosophy. From left to right, they

switches for tape monitor and "Record/Defeat" (which pre-

vents the possibility of connected but unpowered tape
decks nonlinearly loading the selected source-a good
idea); two rotary, stepped, output gain switches which pro-

vide balance control; toggle switches for "Mono/Stereo"
and "High/Low" output gain, and an unstepped volume
control.

On the rear panel are the signal, ground, and a.c. connections. The signal connectors are the Camac type used
by MLAS in all their equipment, designed to make shield
contact before signal contact, thus preventing transients
and hum when changing connections. The a.c. connections

are through a device called a Corcom, which provides
voltage selection for 100-, 120-, 220-, and 240-V a.c. lines,

plus line fusing, balanced LC line filtering and a female
receptacle for the a.c. line cord.
Internally, the space is completely occupied by a double sided p.c. board. On the bottom of this board are two solid,
quarter -inch -square bars running the full width of the chassis to lend extra mechanical support. Also notable is the
beefing -up of critical ground, 'signal, and power -supply
traces by heavy buss wires and copper bars.
Removing the plate which covers the rightmost 3 or 4
inches of the p.c. board reveals the Corcom; a shielded,
toroidal power transformer, and the rectifiers and filter capacitors. The plate keeps fingers out of live a.c. line connections and provides additional shielding.
'71F

Editor's Note: The particular units reviewed here were
produced by the "old" firm, prior to legal difficulties early
this year. However, new samples have been diligently
checked by the reviewer, who tells me that beach tests
show them to be quite "substantially like the units tested
last fall." Bascom further says, "I have also listened to
them and find they sound like the original units. think
that we can run the original review with a few words in
postscript to that effect." Our company contact tells us
that insofar as they are concerned, the only change is in
the ownership of the company, and that they have not
changed the units inside or out.-E.P.
I
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To the left of this power -supply area are the phono
preamps (which take up the whole left half of the p.c.
board), the line output amplifiers, and the power -supply
regulators.

The volume control is an impressive -looking Penny and
Giles unit. Rotary switches are RCL high -conductivity goldplated units. Connections from the p.c. board to the volume
control and toggle switches are via flexible printed circuits.
Component quality and construction are first-rate in this unit.
The ML -9 amplifier is rated at 100 watts per channel into
8 -ohm loads and, weighing in at 56 pounds, is one of the
beefiest 100 -watt -per -channel power amps I've seen. (More

on the power rating later.) This is a solid, attractive, and
well -made piece of audio gear.

On the front panel are a pair of handles and a single
rocker -type power switch with an integral red LED indicator.
The power switch is, in reality, a circuit breaker switching
both sides of the a.c. line. The breaker will trip if the a.c. line
current, the heat -sink temperature, or the d.c. offset in the
amplifier's output becomes excessive.
On the rear panel are a three -wire, chassis -mounted male

socket for the a.c. power cord; fuses for each side of the
a.c. line; two Camac signal -input connectors; two pairs of
five -way binding posts for output (spaced more than /4 inch
apart to prevent the use of dual -banana plugs); two three -

position damping -factor switches, and a second pair of
handles to facilitate carrying the amp.
A U-shaped chassis forms the back panel, bottom, and
front subpanel. The heat -sink assemblies bolt to the open
sides of the U, and a top cover and front panel complete the
picture. Within the ampliier enclosure are a number of p.c.

boards, including a control board behind the front panel
and, inside the rear panel, an output board and two small
dampong-network boards. The amplifier circuits themselves
are mounted on the back of the heat -sinks. A large 1.2-kVA
toroidal power transformer and two 36,00011F/100 -V filter
capacitors take up most of the interior volume.
61

The Levinson design
philosophy translates into
sparse controls, a minimum
of amplifier blocks, but
many circuit niceties.

Fig. 2-

Preamplifier Circuitry

Phono-preamp
square -wave
responses at

stage consisting of a matched pair of bipolar NPN input

"00" gain setting
for 40 Hz (top),
1 kHz (middle),
and 10 kHz
(bottom). Dual
traces show
effects of
normal and
IHF loads.

The phono preamp circuit starts out with a cascode input
devices in a common can, whose collectors are connected
to the sources of a pair of N -channel junction FETs. A three device current source feeds the emitters of the input differential pair. The differential output of the first stage is directcoupled to a pair of NPN emitter -followers whose purpose is
to allow high voltage gain in the first stage and provide low
output -impedance drive for the output stage. The output
stage is a cascode differential amp consisting of PNP devices loaded with an NPN current which converts the differ-

ential signal to a push-pull output signal in respect to
ground.

Fig. 3Additional
phono-circuit
waveforms.
Large -signal

square wave
(top); sine -wave
clipping
character at "00"
gain setting
(middle) and at

"11" gain setting
(bottom).

- 40

-50

is

formed by another 2,200-pl capacitor, bypassed by a 0.68ILF film, in series with the shunt feedback resistor. This high
value of capacitance is more necessary here to get good
response below 20 Hz with the low value of shunt feedback
resistance (some 10 ohms or so) at the highest closed -loop.
gain of 63 dB at 1 kHz. The last roll -off is formed by a 2-11F

70

80

output coupling capacitor against the nominal line input

-90

ik
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parallel combination of 30 ohms and 0.01
activation of
two pairs of plug-in terminals for a user -installed parallel
combination, and any parallel combination of the preceding. Flexible input termination, indeed!
For r.f. attenuat on, the signal from each phono input
connector passes through a 1 -ohm resistor with two ferrite
beads on its leads.

frequency noise. The second low -frequency roll -off

-00

input with IHF-MM source
(see text).

220-pF shunt, a 15-kilohm shunt, an 825 -ohm shunt, a
parallel combination shunt of 200 ohms and 1,000 pF, a

There are three low -frequency roll -offs in this circuit. The
first is an input coupling capacitance consisting of a 2,2001,1 electrolytic bypassed with a 0.68-ILF film unit. A 66.5kilohm resistor on the phono input side of the coupling cap
and a 200-kilohm resistor on the input -transistor side form a
paralleled combination of 49.9 kilohms for the basic value of
the input impedance. This input time constant may seem
ridiculously long (440 S), but the reason for the large capacitance is to reduce the source impedance to the first stage
at low frequencies, in order to get the least possible low -

-30

Fig. 4-Crosstalk vs.
frequency for line and
phono sections. Note that
crosstalk is shown in
both directions for phono

An RC feedback network accomplishes RIAA equalization. Two rocker switches on the p.c. board vary the effective value of this stage's shunt feedback resistance to yield
three gain levels (42, 53, and 63 dB, at 1 kHz).
Phono input termination is adjusted by a six -rocker, p.c.-.
mounted switch assembly which allows a normal input impedance of 50 kilohms shunted by 220 pF, an additional

IUk

impedance of 15 kilohms.
The line amplifier circuit is similar to the phono preamp
but with a single -case, dual-cascoded J-FET used as the
differential amp input stage, here fed from a two -terminal,
constant -current source. Output is direct -coupled to the line

outputs, as is the input from the volume control. A d.c.
balance control in the drain circuit of the first stage allows
the output d.c. offset to be zeroed out. A 2.2 -p -F polypropyl-

ene capacitor in the shunt arm of the feedback network
causes the d.c. gain of the output amplifier circuit to be
unity.

The two rotary "Balance" controls on the front panel each
AUDIO/AUGUST 1985

The ML -9, weighing
56 pounds, is one of the

beefiest amps I've seen in
its 100 -watt -per -channel
power class.

adjust one channel's output amplifier gain by ±5 dB, in 1 dB steps, by varying the value of the shunt feedback resistors. The front -panel "High/Low" switch adjusts both channels at once, placing a resistor in series with the volume
control and another in shunt with it, to give 9 dB of attenuation without changing the line input impedance.
The power -supply circuitry in the ML -10A starts with the
toroidal power transformer feeding a full -wave bridge rectifier producing about ±20 V d.c. into 1,000-1.LF capacitors.
Additional filtering is provided by 2.2 -ohm series resistors

Fig. 5Preamp line -amp
square -wave

responses for
20 Hz (top),
20 kHz (middle),
and 20 kHz at

clipping (bottom).

and two more 1,000-1LF capacitors. This unregulated d.c. is fed

into an integrated -circuit dual tracking regulator that provides ± 12 V as power supply for the error op -amps, +12 V
as a source for the reference zener diode, and ± 12 V for
bias dividers in the actual plus and minus voltage regulators.
The regulator circuitry is unique in my experience, in that
it uses a complementary push-pull output amplifier like most
transistor power -amplifier output stages. Most voltage regulators use a single -polarity (NPN or PNP) device as a pass

0z

element, or use paralleled multiple ones. By virtue of the
negative -feedback connection, the pass element tries to
keep the output constant as input voltage and load vary.
This is fine when the load is increasing: The pass device

0

turns on harder and keeps the voltage up. But imagine what
happens when there is some inductance in the load and the

load is decreasing: The output voltage would tend to increase beyond the regulated value. All that a single pass
element could do here would be to cut off, thereby causing
a load -voltage overshoot, a momentary loss of control, and
a rise in power -supply output impedance.
Under those same circumstances, with a push-pull pass

element as used in the ML -10A, the shunt pass device
would turn on, keeping the output voltage from overshooting
and keeping the output impedance active and low.

The circuitry itself consists of a complementary comF REQUENCY - Hz
pound circuit with two drivers and two output transistors Fig. 6-THD + noise vs.
connected between the unregulated input d.c. voltage and frequency and power,
ground. The regulated, ± 13 V d.c. voltage is taken from the ML -9 amplifier, with 4- and
output -transistor collectors. The error op -amps drive the 8 -ohm loads.
driver transistors as common -base amplifiers. This is a clever and innovative circuit. Film capacitors are liberally used

to bypass electrolytics throughout the power supply. For
additional heat dissipation, the top cover bolts to the heat sink on which the power supply's output and bias t-ansistors
are mounted.

Amplifier Circuitry
The ML -9's first stage, like the ML-10A's, consists of a
cascode differential amplifier fed from a two -transistor cur-

rent source. The signal input transistors are a pair of
matched NPN devices in a common case. The outputs of
these bipolar transistors are direct -coupled to the sources
of a pair of N -channel junction FETs whose gates are connected to the corresponding NPN transistor emitters. Degeneration in this composite stage is high, due to 500 -ohm

emitter degeneration resistors and 3-kilohm FET drain
loads. Signal input coupling to the plus input of the input
amplifier is via a 15-µF film capacitor with 100-kilohm resistors to ground on the signal -input and transistor sides of the
capacitor, forming a basic, 50-kilohm input resistance at low
AUDIO/AUGUST 1985
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Fig. 7-THD + noise and
SMPTE IM vs. power
output, ML -9 amplifier.
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The preamp's regulator
circuitry is unique; it's
more like a power
amplifier than the usual,
simple voltage regulators.

An energy -limiter circuit operates separately on positive
and negative half -cycles of the output signal, and it is said
to offer output -stage protection without sonic conse-

quences. Considering the basic volt -amp capability of the
output stage, the limiter circuit is probably set high enough

to come into action only for such extreme conditions as
impedances below 1 or 2 ohms.
The distribution of loop feedback is unusual in this amplifier. The usual single shunt -feedback resistor is actually two
resistors in series, with one end of the series combination

grounded and the other end going through a 10-µF film
capacitor to the inverting input of the input amplifier. Topologically, this is normal and usual. What is different is that

Fig. 8-Harmonicdistortion products.

most of the loop feedback comes from the output of the
second stage to the junction of these two series -connected

shunt -feedback resistors. A second loop from the main

150

I
4IGH

125

100
75

50
25

Fig. 9-Damping factor
vs. frequency (re: 8 ohms)
for three settings of
damping switch.

to middle frequencies. A single -pole, low-pass filter having

a cutoff frequency of about 80 kHz connects the input
coupling capacitor and the plus input of the input stage.
Output of the first stage is direct -coupled to the second
stage, which is again a cascode differential amplifier with a
current -mirror load. The cascode amplifier part of this circuit
uses PNP bipolar transistors, and the current mirror uses
NPN bipolars. The net result of this stage is to further amplify

the signal and convert the differential output signal to a

output comes back through a resistor directly to the inverting input to provide 100% d.c. feedback and some small
amount of a.c. feedback.
Even more novel is the variable damping feature. A three-

position toggle switch (one per channel) allows for low,
normal, and high damping factors to optimally interface with

different speakers. The feedback arrangement just described provides the low damping factor; the normal and
high damping conditions are provided by an additional
feedback network (measuring the drop across the output buffering RL network) that provides some positive current
feedback to lower output impedance even more.
The power supply of the ML -9 shows attention to some
unusual details. The a.c. power input immediately goes
through a Sprague LC line filter, which filters both sides of
the line in respect to the chassis or third -wire power ground.

Additional line filtering is provided by a balanced network
consisting of a capacitor between hot and neutral, a choke
in each side of the line, and another capacitor after the
chokes between hot and neutral.
A network consisting of a relay -contact shortable resistance is in series with the transformer primary to reduce
inrush current. This relay is operated by a transistor time delay circuit, which shorts out the series resistance after
about 2 S.
A detector circuit on the rear -panel output board monitors

the d.c. offset at each channel's output, and it will trip the
a.c. line-switch/circuit-breaker if offset becomes excessive.
This detector and the time -delay circuit share a small, separate power supply, with its own full -wave bridge rectifier and
capacitor filters, which is fed from the switched a.c. line.

single -ended output in respect to ground. A bias -spreading

Preamplifier Measurements
network is connected between the output PNP and NPN
Circuit gains and IHF sensitivities were measured first and
transistors to provide bias for the output stage (which is a appear in Table I. The three selectable phono gains of 42,
triple complementary emitter -follower arrangement). Four 53, and 63 dB are designated as "00," "10," and "11" to
NPN and four PNP TO -3 high -power output devices are correspond with the logical rocker positions of the gain used here. The supply voltage for this amplifier is ±80 V switch pairs.
d.c., which makes it a 250 to 300 -watt -per -channel amplifier
Phono noise for different gain settings, weightings and
into 8 -ohm loads. Further, it is claimed that this circuit can source impedances is shown in Table II. Table III shows
put out ±29 A into a 2 -ohm load. With this in mind, the IHF S/N ratios; the noise values are quite good for a differenrating of 100 watts per channel is very conservative, as the tial input stage.
unit will deliver at least that much into any conceivable
Phono THD + noise (Table III) was measured in the "00"
speaker load.
gain position, at 6 V rms output, and was less than 0.01%
64
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The amp's power supply
makes its rating of
100 watts per channel

quite conservative-it will
deliver at least that much
into any conceivable load.
from 20 Hz to 20 kHz with my normal load (250 pF and 91
kilohms). The IHF loading, at 6 V output, caused clipping
distortion at 20 Hz, but at 5 V output, THD + noise was less
than 0.01% from 20 Hz to 20 kHz. Measuring distortion at
the higher gain settings was frustrated by hum pickup in my
measurement setup.
Phono overload versus frequency, for gain settings of
"00" (42 dB) and "11" (63 dB), is shown in Table IV. The Fig. 10-Frequency
power -supply voltages of -±- 13 V are primarily responsible response, ML -9 amplit ier,
for the overload values mentioned. Although the 1 -kHz, at 1 watt output.
"00" -gain input overload voltage of 60 mV is low compared
to some other designs, in practice the ML -10A probably
won't be overloaded by low- to medium -output moving magnet pickups (1 to 5 mV at 1 kHz, at standard level of 5
cm/S lateral or 3.54 cm/S stereo).
Phono RIAA equalization error is shown for several conditions in Fig. 1. Pre -equalized square waves through the

phono section are shown in Fig. 2 for normal and IHF
loading at "00" gain. The overshoot visible in the 1- and 10 kHz traces is due to a resistor in series with the final RIAA
roll -off capacitor, a frequent choice of designers.

The clipping character of the phono preamp is different
for "00" and "11" gain settings, as illustrated in Fig. 3. Also
shown in Fig. 3 is a large -signal, pre -equalized, 1 -kHz
square wave, having generally excellent symmetry but with
some in -band high -frequency compression. This is a severe

test for circuit high -frequency acceptance, since the rise time of the pre -equalized signal is essentially that of the
signal generator (in this case some 50 to 100 nS).
I used to band -limit the square -wave test signal to a 50 -

Fig. 11-Square-wave
responses, ML -9, for 10 kHz

kHz equivalent, which is obviously easier on the circuit into 8 -ohm load (top), 10 kHz
under test. have decided lately that a non -band -limited into 8 ohms paralleled
I

signal with short rise -time, severe and musically unrealistic
as it is, is still a meaningful test for evaluating phono preamp
circuits.
Channel -to -channel crosstalk in the phono section is

shown in Fig. 4. Since

I

into 8 ohms (bottom).

started to measure crosstalk in

moving -magnet phono gain stages with an IHF-MM source,
I have shown the worse crosstalk direction, i.e., right -to -left
or left -to -right. Here, however, I have shown both directions,
since the effect depends on which channel is driven. This
asymmetry may have some effect on high -frequency imaging symmetry with high -inductance moving -magnet pickups. (For the sake of completeness, should add that the
Audio Research SP10 reviewed in the June 1984 issue had
this asymmetrical behavior, whereas the Perreaux SM2 reviewed in the July 1984 issue was within a few dB of being
symmetrical.) Phono-stage crosstalk for the other two gain
I

settings was about the same as for the "00" setting with
source impedances of 0 to 1 kilohm.
Phono input impedance was representable by a parallel
combination of 50 kilohms and 250 pF. Phono output impedance was about 600 ohms in series with 2.2 µF.
The line amplifier section was measured for THD + noise,
which was found to be less than 0.01% from 20 Hz to 20 kHz
at 7 V rms output with either a normal or IHF load. At 20 kHz
with 7 V output, distortion was under 0.01% with up to 6,800
pF of extra capacitance loading. Although not recommended by MLAS, it was found that this line amp would drive 600
ohms at 7 V output with about 0.07% THD in the left channel
AUDIO/AUGUST 1985

with 2µF (middle), and 40 Hz

and 0.04% in the right. The nature of this distortion was
predominantly third harmonic and fairly constant across the
audio band. Impressive performance!
Rise and fall times of the output amplifier were 1.8 µS at
± 10 V output with either a normal or IHF load. Further, the
rise and fall times were essentially constant with volume control attenuation. With either or both balance controls set

to +5 dB, the rise and fall times lengthened to 2
Another attribute of the circuit is that the rise and fall
transitions stayed constant and exponential up to clipping.
A 'scope picture of square -wave responses through the
output amplifier is shown as Fig. 5. The 20 -Hz tilt in the top
trace is caused by the 2.2-µF capacitor in the shunt feedback path. The bottom trace is for a 20 -kHz square -wave
signal overdriving or clipping the output amplifier.
AUX input impedance measured 14.3 kilohms in parallel
with 300 pF. Output resistance was about 85 ohms.
Volume -control tracking was checked by setting the attenuation of the right channel in 5 -dB steps and comparing
the resultant attenuation in the left channel. Tracking error
was within 1 dB to - 65 dB, increasing to 2 dB at - 70, 5 dB
65

The ML -9 has a separate
power supply for such
non -audio circuits as the
inrush -current time delay
and the d.c. offset sensor.

at -75, and 13 dB at -80, with the left channel always
having more attenuation than the right.
Interchannel crosstalk of the line amp is shown in Fig. 4
Incidentally, crosstalk was in -phase for both the phono and
line amplifiers.
A final measurement, of the unit's power -supply regula
tors, showed that correct voltage was maintained down to
an a.c. line input of 95 V.

Amplifier Measurements
The ML -9 was first run at 33% of rated power, or 33 watts
per channel into 8 -ohm loads, for one hour. Even though the
heat -sinks got quite hot to the touch, the unit did not thermally cycle off during this test.
Voltage gain was found to be 19 x, or 25.6 dB, into 8 -ohm
loads with normal damping. IHF sensitivity for 1 watt output
into 8 -ohm loads was 150 mV.
THD + noise was measured for both channels for 4- and
8 -ohm loads as a function of frequency and power output.
and is shown in Fig. 6. The left channel had higher distortion

Table II-Phono noise, referred to input.
Condition
and Bandwidth
"00" Gain
20 Hz to 20 kHz
400 Hz to 20 kHz
A -Weighted
A -Weighted
A -Weighted
A -Weighted

Referred Input
Noise, nV

Source
Impedance,
Ohms

L

R

0
0

165
95

350`

IHF MM

"11" Gain
20 Hz to 20 kHz
400 Hz to 20 kHz

0
0

A -Weighted
A -Weighted
A -Weighted

116

95
100
116

225
690

230
800

135

180
65
69
95
215

98

0
100
1k

65
67
90
215

0
100
1k

* Includes 60 -Hz hum

than the right and is therefore the one plotted. Harmonic
and SMPTE-IM distortion versus power output at 1 kHz are

bias. Lower bias (id ing current) will produce a crossover
shown in Fig. 7. Figure 8 shows the harmonic -distortion notch, caused by gain reduction near the origin. Higher bias
products typical of a bipolar output stage with optimum will produce a notch of the opposite polarity, caused by a

Table I -Gain and IHF sensitivity, ML -10A preamplifier.
IHF

Sensitivity,
Gain, dB

Condition
AUX In to Main Out
Low Gain, Normal Load
Low Gain, IHF Load
High Gain, Normal Load
High Gain, IHF Load
AUX In to Tape Out
Normal Load
IHF Load
Phono In to Main Out,
High Line -Amp Gain
"00" Gain, Normal Load
"00" Gain, IHF Load
"10" Gain, Normal Load
"10" Gain, IHF Load
"11" Gain, Normal Load
"11" Gain, IHF Load
Phono In to Main Out,
Low Line -Amp Gain
"00" Gain, Normal Load
"00" Gain, IHF Load
"10" Gain, Normal Load
"10" Gain, IHF Load
"11" Gain, Normal Load
"11" Gain, IHF Load
Phono In to Tape Out
"00" Gain, Normal Load
"00" Gain, IHF Load
"10" Gain, Normal Load
"10" Gain, IHF Load
"11" Gain, Normal Load
"11" Gain, IHF Load
66

L

7.8
7.6
17.0
16.9
0

0

mV

R

L

R

7.8
7.6

210.0

210.0

71.5

71.5

500

500

17.1

17.0
0
0

gain increase near the origin. The "best" bias produces the
dual -peaked "doublet" shape seen in Fig. 8. Distortion is

affected by the damping switch, being lowest with the
highest damping factor. For example, at 10 watts and 1 kHz,
the left channel produced 0.036%, 0.015%, and 0.01% for
low, normal, and high damping positions. In measuring

distortion in this amp, I noted a thermal drift of bias which
manifested itself in distortion dropping with time when power above about 10 watts was being produced. After running
at higher power and returning to lower power, distortion
would creep up to its former value at that lower power level
after 5 to 10 S. suppose one could term this thermal
hysteresis distortion with a long time constant.
Damping factor was looked at as a function of frequency
and damping -switch position. The specs for this unit claim
I

damping factors of 100, 200, and 300 at 50 Hz, at a
58.8
58.8
70.5
70.4
80.5
80.4

58.8
58.8
70.5
70.4
80.5
80.4

reference level of
0.572

0.572

0.150

0.150

0.0475

0.0475

1

watt into 8 ohms.

I

measure this by

injecting 1 A rms from one channel into the measured
channel. More specifically, one channel is driven to 8 V rms
and connected to the measured channel's hot output terminal through an 8 -ohm resistor. Then, to a good approxima-

tion, mV across the measured channel output becomes
milliohms of output impedance. Results of this are plotted in
Fig. 9. Using this method with other amplifiers, generally
measure about the same damping factors as claimed. Here,
however, I got about half the specified values.
Frequency response at the 1 -watt level for 4- and 8 -ohm
I

49.5
49.4
61.2

49.5
49.4
61.2

61.1
71.1
71.1

61.1
71.1
71.1

41.7
41.2
53.4
52.9
63.3
62.8

41.6
41.2
53.4
52.9
63.3
62.8

1.68

1.68

0.435

0.435

0.139

0.139

4.3

4.3

1.14

1.14

0.362

0.362

loads is shown in F g. 10. The slight difference in high frequency response for different loading is normal with most
power amplifiers.
Interchannel crosstalk versus frequency was found to be

better than -85 dB up to 10 kHz, rising to -80 dB at 20
kHz and - 74 dB at 50 kHz -excellent, indeed.
Rise and fall times were measured at ±5 V output into 8
ohms. As a function of the damping switch, the values were
5.0, 5.5, and 6.0 µS for high, normal, and low positions.
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I liked the ML -9 amplifier
from the moment I first

turned it on. It sounds
smooth, detailed and
spacious, with power and
plenty of punch.
Table III-IHF signal-to-noise ratios, phono and
AUX inputs.
Condition
Phono Inputs
"00" Gain
"10" Gain
"11" Gain
High -Level Inputs
High Line -Amp Gain
Low Line -Amp Gain

Source
Impedance.
Ohms

IHF S/N, dB
L

R

- 76.6
- 72.7
- 74.5

- 75.5

100
100
1k
1k

-91.5
-90.5

-91.9
-91.0

IHF MM

-72.6
- 74.0

Large -signal square waves near clipping of the output start-

ed to slew slightly, in that the transitions became more
straight -sloped than exponential. Nevertheless, the amp
produced a large -signal rise and fall time at 100 V peak -to peak into 8 ohms of 6 p.S, for a slew rate of 80 V/6 1.13 or

13.33 V/ii.S. A 'scope photo of square waves through the
ML -9 appears as Fig. 11: The top trace is 10 kHz into 8
ohms. The middle trace is 10 kHz into 8 ohms paralleled
with 2µF; notable is the small amount of overshoot and ringing for this capacitive loading. The bottom trace is for 40 Hz.
IHF signal-to-noise ratio, which is A -weighted signal-to-

Initial listening with the ML -10A was done using the Acrosound tube amplifier driving the Stax phones. Definition was
very good, and bass quality and extension were outstanding, although "air" and spatiality were not as good as when
the tube preamps were used. There was a noticeable bit of
high -frequency edginess present. Subsequent discussion
with MLAS indicated that it is really a good idea to warm up
the ML -10A for a few days, with the phono inputs shorted or

terminated with one's cartridge, before critical listening is
attempted. Since the ML -10A is designed to be left on
continuously, this warm-up would naturally occur in use.
left it on for 5 days before
After measuring the unit,
listening again. The sound was definitely better this second
time around, with reduced edginess noted.
Using the ML -10A and ML -9 as a combination on the
Infinity RS IlAs yielded good definition and spatiality, but I
was bothered by an upper mid- to high -frequency irritation.
Playing with cartridge loading didn't really help, but turning
down the midrange and tweeter controls on the speakers
did help a bit. When I would return to the SP10 preamp, for
instance, the sound became easier and more musically
natural. But then, since musical realism and naturalness in
I

sound reproduct on are so much a function of the total

similarly high, at 4.55 dB, and is related to a continuous

combination of elements, it might well be that other combinations of components with the ML -10A would yield superior
sound. It really sounded quite good on my headphones.
In summary, the Mark Levinson Audio Systems equipment reviewed here is attractive, solid, and very well-built
and should have excellent reliability. As I have said before,
the listening comments I have made are essentially my own
opinions, and I emphat cally recommend that the prospec-

output at onset of clipping of 285 watts/channel into 8 ohms.

tive purchaser go out and audition the equipment in as

noise below 1 watt into 8 ohms, was -92 dB for the right
and -95 dB for the left channel.
Dynamic headroom came out to be 5.3 dB, mainly due to
the rated power of 100 watts and the burst power in this test
of 340 watts/channel into 8 ohms. Clipping headroom was

many circumstances as possible.

Bascom H. King

Use and Listening Tests
Camac connectors, although admittedly superior connec-

tors per se, do cause interconnection problems in audio
systems which use the usual RCA connectors. MLAS was
kind enough to provide enough adaptors and interconnect
cables using their silver wire to allow easy testing and
system hookup of the ML -10A and ML -9.

Equipment used to evaluate the MLAS components included the following: Infinity air -bearing turntable and arm
with a Koetsu EMC -1B cartridge; Audio Research SP10,
conrad-johnson PV5 and GC/BHK preamplifiers: Audio Research D70, Dyna ST -35, and Acrosound Stereo 20/20 power amps; Infinity RS IIA speakers, and Stax SR-X!Mk3 headphones.
received the ML -9 some 4 or 5 months before the ML 10A, so I have had much more exposure to it. I must say that
I liked this amplifier from the moment I first turned it on. I find
the sound of the ML -9 to be smooth, detailed, and spacious,
I

and without the high -frequency irritation present in most
solid-state amplifiers. Surprisingly, it sounds similar to the
Dyna ST -35, which is a highly musical -sounding little amp
(when its ceramic input -coupling capacitor is eliminated).
Compared to the Audio Research D70, the ML -9 is smoother but not quite as revealing of musical texture, detail, and
spatiality. Power and punch, it has plenty of -my ears gave
up before it did. A critical friend to whom I loaned it thought
it was the best solid-state amp he had heard.
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Table IV-Phono overload vs. frequency, loading, and
gain (input values in mV rms, output values in V rms).
"00" (42 -dB) GAIN

Normal Load
Frequency
20 Hz
100 Hz
400 Hz
1 kHz
4 kHz
7 kHz
10 kHz
20 kHz

E In

E Out

2.45
15.0
39.5
60.0
127.0
203.0
283.0
520.0

6.85
7.2
7.2
7.3
7.25
7.2
7.2
7.05

IHF Load
E In
2.5

E Out

15.0
39.5
60.0
127.0

6.75
6.85
6.9
6.85
6.85
6.8
6.6

205.0
282.0
520.0

5.9

"11" (63 -dB) GAIN

*IF Load

Normal Load
Frequency

E In

20 Hz
100 Hz
400 Hz
1 kHz
4 kHz
7 kHz
10 kHz
20 kHz

0.18

6.5

1.2

7.1

3.2
4.85
10.4
16.8
23.7
43.5

E Out

7.05
7.15
7.2
7.15
7.15
7.0

E In
0.18
1.24
3.25

4.85
10.4
16.9

23.6
43.5

E Out
5.35
6.7
6.75
6.8
6.8
6.75
6.7
6.5
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When we designed Ford Tempo,
we created the forward thinking car.
And the Tempo Sport GL represents a
quicker new expression of that same
kind of thinking.
With a 2300 HSO (High Specific
Output) engine, electronic fuel
injection and a five -speed manual
transaxle, Tempo Sport GL will

definitely appeal to those who think
a little faster.

A special sports suspension
complements the low profile highperformance tires mounted on
seven spoke aluminum wheels. Fourwheel independent suspension and
a front stabilizer help put you in
control. And Tempo's dynamic

design contributes to its superb
handling by reducing lift for directional stability and control.
Prepare for a moving experience
in an interior that includes all cloth
performance seats and a driver
oriented instrument cluster with
tachometer and engine temperature gauge. An AM/FM stereo with

The Ford Tempo

cassette, which may be deleted for
credit, provides traveling music.
So whether you choose to move
in the two -door or four -door model,
we think you'll like Tempo's latest
expression of forward thinking. It's
just the car you'd want to help you get
ahead. Faster.
"Quality is Job 1:' A 1984 survey

established that Ford makes the best built American cars. This is based on
an average of problems reported by
owners in the prior six months on
1981-1983 models designed and built

behind their work, in writing, with a
free Lifetime Service Guarantee. No
other vehicle company's dealers,
foreign or domestic, offer this kind

in the U.S.

See your participating Ford
Dealer for details.

As part of Ford Motor Company's
commitment to your total satisfaction, participating Ford Dealers stand

Sport GL.

of security. Nobody.

Have you driven a Ford...
lately?

EQUIPMENT PROFILE

Manufacturer's Specifications
Frequency Response: 5 Hz to 20
kHz, ±0.5 dB.
THD: 0.003% at 1 kHz.

Company Address: 19701

South

Vermont Ave., Torrance, Cal. 90502.
For literature, circle No. 91

S/N Ratio: Greater than 92 dB (IHF
A -weighted).

Channel Separation: Greater than
92 dB.

Number of Programmable Se-

NAKAMICHI
OMS-7
COMPACT DISC
PLAYER
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lections: 24.
Output Level: 2.0 V.
Phone Output Level: 20 mW into 8
ohms.

Power Consumption: 33 watts.
Dimensions: 171/8 in. W x 3-15/16
in. H x 121/8 in. D (43.5 cm x 10 cm
x 30.8 cm).
Weight: 16 lbs., 9 oz. (7.5 kg).

Price: $1,295.
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Nakamichi takes a cautious stand when it comes to new
technology and new products. Best known for its pioneering
work in cassette deck design and manufacture, the compa-

lems with most first -generation players. The first of these
was the players' steep analog brick -wall filters and their
attendant phase shift. The second flaw Nakamichi per-

ny now is entering broader fields of electronic endeavor, ceived was the use of time-sharing D/A conversion circuitry
including such high-tech ventures as the production of a which introduces a small, but measurable, interchannel
research instrument that can, among other things, record phase error. The third poblem in early players. says Nakaand play back music in CD format, on appropriate discs. michi, was poorly conceived drive systems, which had serThis first optical memory system, capable of recording and vos that were shock -sensitive and created an excessive
reproducing a wide variety of optical recording media, is error rate or even actual mistracking.
Nakamichi claims to have overcome all of these problems
being made available strictly for laboratory research purin their OMS-7 and in the less -expensive OMS-5. Digital
poses-at a cost of $85,000!
I mention this research instrument simply to point out that filtering prior to D/A conversion, plus oversampling at a
Nakamichi does not introduce a new product category ca- 176.4 -kHz rate (four times the basic sampling rate of 44.1
sually. They waited a long time to introduce their first CD kHz), allows them to use analog output filters which have a
player, hoping to benefit from the lessons learned by others much gentler slope and which provide linear -phase filtration
whose first- and even second -generation CD players left and constant group delay.
The OMS-7 also separates the channels prior to conversomething to be desired in terms of sonic and mechanical
performance. As the Nakamichi people explain it in one of sion-while they are in dgital form-and then uses indepentheir well -written 'white papers," they saw three major prob- dent left and right D/A converters to overcome the inter channel phase -angle discrepancy noted earlier. Finally, the
OMS-7 drive mechanism is mounted on a zinc -alloy diecasting suspended on coil springs, which floats free of the disc -
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Fig. 1-Frequency
response, left (top) and
right channels.

loading mechanism and main chassis. A tapered, aluminum

spindle centers the disc to reduce track eccentricity and
error rate.

Control Layout
The OMS-7's power switch, phone level control, and
phone jack are located near the left edge of the front panel.
To their right is the disc drawer with its "Eject/Load" button.
A display area to the right of the drawer provides detailed

status information including track number being played,
elapsed time (for each track), remaining time, tracks to be
played, and index number. Additional indicators light up to
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Sonically and mechanically,

I can't fault the OMS-7 in
any way, though its
measured specs were not
quite as good as those of
others I have tested.
show that tracks or index numbers have been stored in the
programming memory, that a disc has been loaded into the

player, that the player is in standby mode (during track
search or while the laser pickup is searching for the beginning of the first track), and when repeat playback has been
selected.
Operating controls to the right of the display area have
been very logically arranged. A large "Play" bar is at the
top; below it are two smaller puShbuttons for "Stop" and
"Pause." Below these are four still smaller buttons, two of
which are used to skip forward or backward track by track,
and two of which permit fast -forward or fast -reverse with
audible cueing.
Ten numbered keys near the right end of the panel select
track and/or index numbers. Below these are "Memory" and

Fig. 2-Spectrum analysis
from 0 Hz to 50 kHz
shows 10 -kHz test signal
(large spike) and
inaudible beat tone at
approximately 24.1 kHz
(small spike).

"Clear" buttons, plus four more pushbuttons to call up
memory contents on the display, to control index search
operations, to initiate repeat play, and to check remaining
time and remaining number of tracks on a disc.
A wireless, hand-held remote -control module duplicates
the main control functions of the player but does not have
facilities for remote -controlled random-access programming; this can only be done via the front -panel numeric
keys. In addition to the usual left- and right -channel outputs

on the rear panel of the OMS-7, there is a multiple -pin
socket which is identified as a "System Remote Terminal."
This extra terminal, the owner's manual tells us, will serve for

total system remote control when using the OMS-7 CD
player with audio components to be introduced by Nakamichi in the future.

Measurements
Test -instrument measurements don't always correlate
with listening tests, and the Nakamichi OMS-7 is a case in
point if ever there was one. Not that the bench measurements were particularly bad-as with almost all CD players,
my measured results were exemplary compared to those I
get for analog components such as amplifiers and tuners.
It's just that they were not quite as superb as the measurements I have gotten recently from other CD players. Yet,

Fig. 3-Spectrum analysis
from 10 to 100 kHz shows
spurious products at the
fundamental sampling
frequency and at multiples
of that frequency.

sonically as well as mechanically, could not fault the
Nakamichi in any way. In fact, its sound quality and resisI
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tance to shock were as good as any I have tested. The only
quality which was marginally poorer than that of some topof -the -line players I have tested was its tracking/error-correction capability, which I'll discuss a bit later.
Frequency response, shown in Fig. 1, was flat to within

the claimed ±0.5 dB over the entire audio range. A small
amount of ripple in the response curve can be seen, however, at the upper frequencies; it amounts to no more than
about 0.3 dB. (Bear in mind that the vertical scale in Fig. 1 is
2 dB per major division.)
My first problem during the test -measurement phase of
this evaluation had to do with harmonic distortion. When I
tried to measure this parameter using a single -reading distortion analyzer, I was taken aback by the readings obtained. When I introduced a low-pass filter (with a cutoff at
around 20 kHz), I quickly realized that the supposed "distorI

tion" wasn't harmonic at all, but consisted of ultrasonic
"beats" well outside the audio range. These are shown in
AUDIO/AUGUST 1985

The player had trouble
with the widest portion of
my test disc's opaque
wedge, but not with its
simulated dust spot or
fingerprint.
the spectrum analysis photos of Figs. 2 and 3. In Fig. 2, the
sweep extends from 0 Hz to 50 kHz. The large spike is the
desired 20 -kHz output, while the lower amplitude spike is a
CO

I

1--

within the audio range; it just seems odd that they are there.

I am wondering if they are the result of the presence of
multiple "timing clocks" which govern the oversampling rate
in various integrated circuits within the player's D/A circuitry.
When I introduced a low-pass filter into the THD measurement chain, the actual THD readings within the audio band A
were, of course, more like the value claimed by Nakamichi,
as shown in Fig. 4. Unweighted signal-to-noise ratio measured a very good 95.7 dB, and the A -weighted measurement was an even better 100.0 dB (see Figs. 5A and 5B).
SMPTE-IM distortion measured 0.01% at maximum record-

equivalent of highest recorded level) measured a very low
0.0037%. Stereo separation, plotted as a function of frequency in Fig. 6, ranged from 76.2 dB at the high frequency
extremes to 87.2 dB at mid -frequencies.
Reproduction of a 1 -kHz square wave by this player is
shown in Fig. 7. As has been true of other CD players
employing digital filters and oversampling, the waveform

exhibits no ringing, only a slight ripple along its top and
bottom edges. This denotes the absence of higher order
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beat occurring at around 24.1 kHz. Using an even wider
-70
frequency sweep (from 10 to 100 kHz) in Fig. 3 reveals
additional beats at the fundamental sampling frequency W
>
-80
and at multiples of that frequency. would have thought I- -1
W
that, with the digital filtering and oversampling techniques ? w> -90
used in this player, such beats would not be present. They
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harmonics above the 20 -kHz audio bandwidth. The appear-

ance of the unit pulse in Fig. 8, as reproduced from my
Philips test disc, further confirms the use of digital filtering Fig. 5-S/N analysis, both
unweighted (A) and
and oversampling in this player's D/A circuitry.
The OMS-7 fell just short of being able to play through the A -weighted (B).
widest section of the opaque wedge on my special "defects" test disc. During play I heard occasional ticks, indicating that the player was unable to correct or conceal over
that 900 -micron width of missing data. On .the other hand,
the player had no trouble playing through the widest simulated dust particle on the test disc, a black dot 800 microns
in diameter. Neither did it misbehave at any time while
playing through the test disc's simulated, semi -opaque fin6C
gerprint smudge.

Use and Listening Tests
The Nakamichi OMS-7 exhibits the kind of smooth, natural

sound I have come to expect from CD players employing
the advanced digital filtering and oversampling techniques
which now are gaining favor with most CD hardware manufacturers. Gone is the unstable stereo imaging of some of
the earlier players, as well as what some astute listeners
sensed as a somewhat grainy high end. I want to stress that
the kinds of audible differences I am talking about here are
certainly not great. The casual listener will hear little if any
difference between first-, second- and third -generation CD

players. They all sound much better, overall, than other
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Fig. 6-Separation vs.

program sources. But to an experienced and critical listen- frequency.
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To an experienced and
critical listener, the
improvement in sound of
this and other recent
players will be apparent
and very worthwhile.
er, the sonic improvement of this and other recently introduced players is apparent and very worthwhile.
From a purely scientific point of view, I am somewhat
troubled by those ultrasonic signal components I detected
during the bench tests-but as a listener, I must report that
these out -of -band components in no way degraded the
musicality of reproduced sound from my favorite CDs. In
that connection, if you are a lover of classical recordings, try
any of the six discs from Denon which make up a complete

set of Beethoven's nine symphonies, performed by the
Staatskapelle Berlin Orchestra under the direction of Otmar
Suitner. Or, for some real dynamics and musical fun, listen
to Telarc's Ein Straussfest-a collection of waltzes, polkas

and marches of the prolific Strauss family, replete with

Fig. 7-Square-wave
reproduction, 1 kHz.

popping champagne corks, pistol shots, aerial bombs and
thunderclaps. If you play this Telarc disc when checking out
the OMS-7 or any other CD player, be sure to observe the
warning in the album notes about starting out at lower levels
for initial playback until a safe level can be determined for
the rest of your audio equipment!
Programming the OMS-7 was easy to do and was almost
self-explanatory from looking at the front panel. Being able
to move the pickup to a specified index point was also a
welcome feature, particularly since more and more classical

discs are being divided into indexed portions as well as
track numbers. In terms of convenience features, it might
have been nice if the remote -control unit supplied with the
OMS-7 had been able to program selections into memory,
considering the player's relatively high price. However, the
functions that can be performed remotely all worked perfectly, even at distances greater than those specified in the
owner's manual.
Nakamichi did not rush into the CD marketplace with just
any series of players. The OMS-7 clearly demonstrates the
wisdom of the company in waiting until they could do it right.
Leonard Feldman

Fig. 8-Single-pulse test.
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ONLY THE MUSIC
TELLS ME WHERE TO GO.

I'M A PIONEER AND I'M PROUD OF IT
"When I hit the road, I'm gone.
It's like I get this feeling nothing can
stop me. It's just me, my machine,
and my music to the max.
"Sometimes I'm gone for just a
couple of hours. Sometimes it's for
days. But whenever, or wherever, it's

a feeling that's all mine. Alone:'
THE PIONEEMDX-P1 CAR
COMPACT DISC PLAYER. Stomp
on it. Kick it.Test it. Under any

circumstances, it always comes
up with beautiful music.
©1985 Pioneer Electronics (USA) Inc.
For your nearest dealer call (800)4474700.

CATCH THE SPIRIT OFATRUE PIONEER.
Enter No. 23 on Reader Service Card
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EQUIPIV ENT PROFILE

kHz, 0.2% at 6 kHz; stereo, 0.1% at

100 Hz, 0.2% at

1

6 kHz.

Frequency Response: 30 Hz to 15
kHz, +0, -2.0 dB.
Selectivity: 60 dB.
Capture Ratio: 1.0 dB.
AM Suppression: 58 dB.
I.f. Rejection: 110 dB.

Spurious Response Rejection:
90 dB.

AMBER
MODEL 7
TUNER AND
MODEL 50b
AMPLIFIER

Amplifier, Preamp Section

kHz, 0.3% at Gain: Phono, 40.1 dB at 1 kHz, 0.5-V

Image Rejection: 70 dB.
Muting Threshold: 28.7 dBf.
Subcarrier Product Ratio: 40 dB.
Stereo Separation: 48 dB at 1 kHz,
45 dB at 100 Hz, 40 dB at 10 kHz.

Tuner, AM Section
Sensitivity: 300 µV/meter.

Selectivity: 40 dB.
S/N Ratio: 50 dB.

Image Rejection: 40 dB.
I.f. Rejection: 30 dB.

output; high level, 38.7 dB at 1 kHz,
0.5-V output.

Frequency Response: Phono,
RIAA from

1

Hz to 100 kHz, -3.0

dB; high-level inputs,

Hz to 200
kHz, -3.0 dB.
S/N Ratio: Phono, 78 dB; high level,
1

90 dB re: 1-V input.

Subsonic Filter: -3 dB at 38 Hz, 6 dB slope/octave.

Tone Control Boost and Cut: 6
dB/octave.

Headphone Amplifier. Output: 10
mW into 8 ohms, 1 kHz; 200 mW into
300 ohms, 1 kHz.

General Specifications
Power Requirements: Amplifier,
350 watts maximum; tuner, 9 watts.

Dimensions: Amplifier, 17.5 in. (44.5
cm) W x 4.5 in. (11.4 cm) H x 12.4
in. (31.4 cm) D; tuner, 17.5 in. (44.5
cm) W x 2.5 in. (6.4 cm) H x 11.5

Amplifier, Power Section
Manufacturer's Specifications
Maximum Rated Power at 1 kHz:
in. (29.3 cm) D.
Tuner, FM Section
50 watts, 8 ohms; 70 watts, 6 ohms; Weight: Amplifier, 24 lbs.
Usable Sensitivity: Mono, 11.2
90 watts, 4 ohms.
tuner, 81/2 lbs. (3.9 kg).
d Bf.

50 -dB Quieting Sensitivity: Mono,
15.2 dBf; stereo, 37.2 dBf.

S/N Ratio: Mono, 75 dB; stereo, 73
dB.

THD: Mono, 0.08% at 100 Hz and 1

76

THD: 0.006% at 50 watts, 8 -ohm
loads, 1 kHz (A -weighted).

SMPTE IM: 0.010% at 50 watts, 8 ohm loads, 1 kHz (A -weighted).

(11

kg);

Prices: Amplifier, $699; tuner, $379.

Company Address: 218 Ridge St.,
Charlottesville, Va. 22901.
For literature, circle No. 92

Input Sensitivity: 1.5 V at 1 kHz for
50 watts into 8 ohms.

AUDIO/AUGUST 1985

Amber Electronics has come up with a pair of compo- signals. A series of small, round pushbuttons takes up most
nents that can be purchased singly or treated as a "two- of the remaining space on the front panel. The first of these
piece" receiver. This tuner and integrated amplifier can, in is the "Enter" button for programming up to six AM and six
fact, be mated to each other by making use of a pair of tall, FM station frequencies; these can then be called up by
wooden side -panels which firmly join the two components, pushing one of the numbered "Memory Access" buttons
located nearby. Buttons for selecting mono/stereo, AM, FM,
one above the other.
The first thing that I found appealing about both pieces of and manual/scan modes, plus a "Power" on/off button at the
equipment was the easy -to -read, white -lettered nomencla- extreme right, complete the simple -to -use layout.
The rear panel of the Model 7 is as simply configured as
ture on their black front panels. No subdued lettering or

undecipherable ''international symbols" here-just good the front. There are the usual AM and FM antenna input
old, legible English words. Though the Models 7 and 50b terminals and a pair of output jacks. That's it!
The Model 50b amplifier sports a large, rotary selector
are made in America, the panel layouts and controls are
somehow reminiscent of British or European high-fidelity switch at the left of its front panel. To the right of the selector
is a small "Tone Engage" tone -defeat button followed by
components.
"Bass" and "Treble" control knobs. Additional pushbuttons
control a subsonic filter, "Tape 1" and "Tape 2" monitor
Control Layout
The slim Model 7 AM/FM tuner has two semicircular circuits, mono/stereo selection, and audio muting. Dual conpushbuttons at the left of the panel, arranged, one above centric knobs handle channel balance and volume. A headthe other, so as to form an oval. Touch the top half of the phone jack and the main "Power" on/off switch are posioval for "Up" tuning and the bottom part for "Down" tuning, tioned at the far right.
Have you ever run out of switched convenience outlets on
either in the scanning mode (in which the synthesized tuning circuit seeks the next usable signal) or in the manual an integrated amplifier? That's not likely to happen with the
mode (which tunes in 200 -kHz increments on FM and 10 - Amber 50b. There are four such outlets on the rear panel,
kHz increments on AM). An uncluttered display area shows not to mention a pair of unswitched a.c. receptacles. There
frequency, relative signal strength, and reception of stereo are also a pair of fuse -holders, preamp-out and main amp
AUDIO/AUGUST 1985
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While 50 -dB quieting was

better than claimed, the
tuner failed to live up to
Amber's specs for S/N
and distortion.

MICROVOLTS, ACROSS 300 -OHM ANTENNA TERMINALS
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Tuner Measurements
FM mono usable sensitivity of the Model 7 tuner measured 11.0 dBf, a shade better than claimed. Stereo usable
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sensitivity was governed not so much by the r.f. sensitivity of
the front-end as by the muting and stereo thresholds of the

001

tuner, each of which were set at around 27 dBf (12.3
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across the 300 -ohm antenna input terminals). Fifty -dB quiet-

x 10- 5 WATTS)

ing measured 13.0 dBf in mono and 36 dBf in stereoagain, a bit better than claimed by Amber. However, the
tuner failed to live up to Amber's claims in the areas of

Fig. 1-Mono and stereo
FM quieting and
distortion characteristics,
Model 7 tuner.

signal-to-noise ratio and distortion. For a strong signal of 65
dBf, mono S/N measured 73 dB as against 75 dB claimed;
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Fig. 2-THD vs.
modulating frequency,
Model 7.

input jacks, a pushbutton that separates the amp input from
the preamp output (so you can interpose any accessory in
series with the signal path), and the usual array of input and
tape output jacks. A chassis ground terminal near The phono
inputs completes this logical layout.

206

80

in stereo, the best S/N was 70 dB as opposed to 73 dB
claimed. Harmonic distortion for a 1 -kHz signal in mono
measured 0.1% compared with 0.08% claimed; in stereo,
the THD was 0.25% for that same test frequency. The
curves of Fig. 1 show mono and stereo FM quieting and
distortion as functions of input signal strength, while Fig. 2
shows how THD varies with frequency in both mono and
stereo modes.
Figure 3 is a 'scope photo showing frequency response
(top trace) and separation for a stereo modulating signal.
The display represents a logarithmic frequency sweep from
20 Hz to 20 kHz. Note the slight rise in response at the high
end, just before the steep roll -off above 15 kHz. This sort of
curve suggests a slight mismatch or misalignment of the
low-pass filters used. In fact, at 15 kHz, response was down

a full -5.0 dB, as against -2.0 dB claimed. As for the
separation (lower trace), it was consistently good across the
entire audio spectrum, though at 1 kHz it failed to reach the
48 dB claimed by Amber, measuring 40 dB instead. Separation at 100 Hz measured 38 dB against 45 dB claimed; at
10 kHz, it measured 28 dB against 40 dB claimed.
The Model 7 did not provide what I would consider adequate subcarrier rejection circuitry to get rid of residual 19 and 38 -kHz subcarrier products at the tuner output. In Fig.
4, I used a 5 -kHz, left -only modulating signal (represented
by the tall spike at the left) and then measured the output of
the right channel over the frequency range from 0 Hz to 50
kHz. The sweep is linear, 5 kHz per horizontal division. You
can see that, in addition to the distortion components at 10
and 15 kHz, there is a fairly large -amplitude spike at 19 kHz
and an even taller one at 38 kHz. There are also unwanted
components at 33 and 43 kHz (38 kHz plus or minus the 5 -

kHz modulating frequency). Although none of these are

Fig. 3-Frequency
response (upper trace)
and separation vs.
frequency, Model 7.
78

audible (with the possible exception of the 19 -kHz component, to those whose hearing range includes that frequency), these spurious components should still be more completely attenuated, since they can lead to IM products that
do fall within the audible frequency range.
Output level from the tuner, for 100% modulation by a 1 kHz signal, was 0.75 V. AM suppression measured 55 dB,
and capture ratio was 1.5 dB. Alternate -channel selectivity
measured 65 dB, a bit better than claimed. Spurious -re AUDIO/AUGUST 1985

What do Beethoven's Ninth,
the destruction of the Death Star,
Mozart's laugh and rock video's
latest thriller have in common?
Uncommon sounds. Sounds that make
exceptional demands on your audio system.
Because from the crescendo of a massed
chorale to the detonation of proton torpedos,
the sounds of modern entertainment reward
audio high-performance as never before.
And nothing performs like Yamaha.
Yamaha's sophisticated new R-9 receiver is designed to make the most of
today's home entertainment possibilities.
With seven audio and three video hookups,
the R-9 can serve as the control panel for
your entire home audio/video system. And
because it has a separates -quality 125 -watt per -channel* amplifier with Auto Class
A Power amplification, it provides the high
power and wide dynamic range that add a
whole new dimension to your home entertainment experience.
Now you can hear digital recordings
and compact discs reproduced with the full
clarity and resonance demanded by serious
audiophiles. Experience the high -decibel
impact of the sound effects that make your

favorite films special. And do it through
a receiver so advanced it uses discrete circuitry like that found in Yamaha's finest
separate components.
The R -9's AM/FM stereo tuner features digital tuning with a unique 5 -digit
capability that allows you to fine-tune in
increments of 0.01 MHz (FM).
This is particularly helpful in obtaining
maximum signal quality when tuning relatively weak stations interfered with by
stronger adjacent stations.
Combined with our new Computer
Servo Lock Tuning System, it gives you
the best of both digital and analog tuning
capabilities.
The R-9 includes a multi -function infrared remote control. And it is just one in a
complete line of advanced Yamaha receivers.
Now that's entertainment.
*125 watts RMS per channel, both channels driven into 8 ohms, from 20 to 20,000 Hz,
at no more than 0.015% Total Harmonic Distortion.
Yamaha Electronics Corporation, USA, P.O. Box 6660, Buena Park, CA 90622.
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The amplifier sounds a lot
better than it measures,
but I could still hear its
deviation from correct
RIAA equalization.

sponse and i.f. rejection were both in excess of 100 dB,
while image rejection was exactly 70 dB, as claimed. Amber

claims only 40 dB for subcarrier product rejection, and
that's just about all I measured. AM frequency response is
shown in Fig. 5.

Amplifier Circuit Highlights
Of the two components that make up this system, the 50b

integrated amplifier is by far the more sophisticated in
design. Its circuitry begins with a low-pass filter. Voltage
amplification is achieved using a complex network based
upon National Semiconductor's LM -391N integrated circuit.
(This device consists of a differential input stage with constant current sources, followed by level -shifting Darlington
networks and transistor -biasing circuitry.) High -current am-

Fig. 4-Crosstalk,
subcarrier, and distortion
products at output of

plification is provided by four bipolar junction transistors

Model 7's unmodulated
channel,with opposite
channel modulated 100%
by 5 -kHz signal. Sweep is
linear, from 0 to 50 kHz.

arranged in composite -pair, true complementary, Class -AB

configuration. Protection circuitry is not used; rather, the
circuit was designed to provide a large safe -operating area.
Fuses are incorporated in series with the speaker outputs.
The phono section of the 50b begins with insulated jacks
to isolate the very low-level phono signal grounds from all
other grounds in the amplifier. Ferrite beads are used on the
input lines to suppress any radio -frequency interference. An
internal, eight -position DIP switch allows the user to select

loading. Phono signal amplification is provided by two gain
stages with a passive RIAA equalization network between
them. The RIAA network consists of polystyrene and polypropylene capacitors and precision resistors. The entire
phono section is d.c.-coupled.
Tone control circuitry used in the 50b employs Baxandall-

type, active filtering to provide a small, fixed, first -order
wave shaping at variable hinging frequencies. The degree
of correction (6 dB/octave slope) is kept constant, while the
frequency at which boost or cut begins is altered. Treble
adjustment begins at 4 kHz or higher, while bass control
action begins at 160 Hz or lower. Since these cutoff points
are outside the midrange area, accurate midrange reproduction can be maintained while room acoustics or other
problems at the frequency extremes are corrected.

Fig. 5-Frequency
response, AM tuner
section, Model 7.

Amplifier Measurements
Considering the care with which this amplifier was designed, I was surprised to find that the owner's manual did

0.5%

0.4%,

not offer a power -output specification that met FTC format
requirements. The Federal Trade Commission requires that
all power amplifiers for home use have a uniform statement

0.3x
0.2%

of rated power output. This statement must include the
continuous rated power with both channels driven into a

0.1x

0.0

'14111111141111111111110.

specified resistive -load impedance. It must also specify the

'41111111111110b.

range of frequencies over which that power can be

'411111110111.' .41110111..

.011111101.

50 Hz
100 Hz

400 Hz
1

-'-104411111111111111110P-

k Hz

10 kHz

10

20 kHz
1

Fig. 6-THD vs. power
and frequency, 8 -ohm
load, Model 50b amplifier.
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achieved at a specified rated harmonic distortion. In their
listing of specs for the 50b, Amber tells us only that the
amplifier will deliver 50 watts into 8 ohms at 1 kHz. They
further state that the rated THD at that 1 -kHz test frequency

will be 0.006%, and then qualify that statement by saying
that the measurement is "A -weighted." Never before have I
run into any amp's specification where mid -band distortion
measurements are "A -weighted"! Think about this for a
AUDIO/AUGUST 1985

Pontiac is proud to
announce the Grand Am:
an exciting new driver's coupe
for the discriminating individual
who can truly appreciate
responsive, exciting machinery
The Grand Am features

You'll like this new
driver's coupe.

The ride. The handling.
The fit. Even the way
it looks in your driveway

front -wheel -drive performance.

Power rack and pinion steering.
Power front disc brakes. A tuned
front stabilizer And semi-

independent
rear suspension. poNjrmc
Grand Am is powered by
an advanced 2.5 liter engine
featuring electronic fuel
injection, roller valve lifters

and swirl -port combustion
chambers. A precise 5 -speed

gearbox is standard. For even
more power, a 3.0 liter V-6 with
multi -port fuel injection (requires
optional automatic transmission)
is available. And Grand Am
prices start at just $7,995t
Grand Am LE, as shown with
optional equipment, $9158.t
The new Grand Am. Only
from Pontiac!

AM

/NE WILD EXCITEMENT

1 -Manufacturer's Suggested

Retail Price including dealer E

prep. Taxes, license, destination

charges and optional equipment
additional
LETS GET IT TOGETHER 4 BUCKLE UP

If not for the price, I would
have only high praise. But
to be competitive, Amber
will have to give more
power or charge less.

moment. If you have a 1 -kHz signal, the harmonic -distortion dimensional" curves of Figs. 6 and 7 show how distortion
components, if any, will occur at multiples of that frequency varies with output power and frequency for the 8- and 4 (2, 3, 4 kHz, etc.). When an A -weighting network is intro- ohm load conditions, respectively.
duced (the one usually for signal-to-noise measurements),
Dynamic headroom of the 50b amplifier measured 1.2 dB
the filter curve of such a network attenuates treble frequen- using 8 -ohm loads; CCIF IM was a very low 0.0016%. IHF IM
cies above around 1 kHz. So, in effect, any harmonic - was well below the 0.03% lower limit of my measuring
distortion components produced by the amplifier, using a 1 - equipment. The damping factor, referred to 8 -ohm loads,
kHz test signal, will be attenuated by the A -weighting filter, was higher than 125.
and the result will be a lower overall distortion reading than
Phono input sensitivity was 0.2 mV for 1 -watt output, while
would otherwise be the case. That kind of spec writing is out sensitivity via the high-level inputs measured 20 mV for the
of place for an amplifier as intelligently and honestly de- same output level. Phono overload occurred with 100 mV of
signed as this one otherwise is.
a 1 -kHz signal applied to the phono inputs. RIAA equalizaused no such A -weighting network when I measured tion on the amplifier I tested was off by a maximum of -1.6
THD for this amp. Even without it, I measured a distortion dB at 15 kHz and by +0.9 dB at 50 Hz, rather a lot for an
level of 0.0065% at 50 watts output per channel, using 8 - amplifier using such high -quality precision parts in its phono
ohm loads. At the frequency extremes, distortion increased equalization networks. Frequency response via the highto 0.035% for a 20 -kHz signal at 50 watts output, and to level inputs was flat to within ± 1.0 dB from 6 Hz to 30 kHz
I

0.017% at 20 Hz. Such low distortion levels are nothing to and to within ±3 dB from 2.5 Hz to 50 kHz.
be ashamed of, and I can't understand why Amber chose to
Signal-to-noise ratio of the phono section was a high 82
quote power output in the strange manner that they did.
dB referred to 1 -watt output for 5 mV of input at 1 kHz. For
Using 4 -ohm loads, the amplifier easily delivered 90 watts the high-level inputs, S/N was a bit better still, $5 dB. The
per channel, with a THD of only 0.015% to 0.02% at mid - very moderate action of the bass and treble controls at their
frequencies, 0.3% at 20 Hz, and 0.3% at 20 kHz. Clipping maximum cut and boost settings is shown in Fig. 8. With
occurred at 56 watts per channel with 8 -ohm loads and at less extreme settings of these controls, even less of the
roughly 100 watts per channel with 4 -ohm loads. The "three - midrange is affected, just as Amber claims.

Use and Listening Tests
The Model 7's FM sensitivity was excellent, with overall
performance adequate if not outstanding. In my location,
there was little evidence of interference caused by inadequate selectivity on FM, and I was able to pick up all of the
usual signals-about 50 or so-that I expected to intercept.
I should point out, however, that these days there are very

few tuners that don't do that well, and some of them are
priced a good deal lower than the Model 7.
As for the amplifier, I must confess it sounds a lot better
than it measures. In conducting A/B tests between this
amplifier and my reference amp in the lab, playing identical

copies of several LPs on each, I was able to detect the
deviation in RIAA equalization exhibited by the 50b. A slight
clockwise rotation of the treble control and a slight counterclockwise rotation of the bass control restored proper tonal
balance to these records, but if didn't have a reference
amp to tell me that the sound was slightly off on the 50b,
wouldn't have been able to compensate in this manner.
The medium power rating of this amplifier, combined with

20 kHz
W

Fig. 7-THD vs. power
and frequency, 4 -ohm
load, Model 50b.

I

I

Fig. 8Bass and treble
control range,
Model 50b.

the moderate amount of dynamic headroom available,
makes it suitable for use with high -dynamic -range program
sources (CDs, VHS or Beta Hi-Fi, etc.) only if you are using
speakers that boast fairly high efficiencies, or are willing to
listen to music at moderate sound -pressure levels.
I think what bothers me most about this combination is its
price/performance ratio; nearly $1,100 is a high asking price
for a two-piece receiver with the power rating it offers. If
price were not a consideration, I would have only high praise
for these products, despite the "strange" power -output ratings. But if Amber hopes to compete seriously with off -shore
competition, they will have to give us a bit more power for

the money-or somewhat lower pricing for the power and
performance they now provide.
82

Leonard Feldman
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The titanium laminate tweeter,
abbreviated TLX is the most significant
innovation yet afforded to budget -

Then we added a unique acoustic
contact lens above the dome, to insure
phase Coherence and further reduce

EQUIPMENT PROFILE

Manufacturer's Specifications
Frequency Response: 4 Hz to 20
kHz, ±0.5 dB,

Dynamic Range: Greater than 96
dB.

S/N Ratio: Greater than 96 dB.
THD: Less than 0.003% at 1 kHz, 0 dB recorded level.

Channel Separation: Greater than
90 dB.

Number of Programmable Selections: 15.
Output Level: 2.0 V for 0 -dB recorded level.

TECHNICS
SL -P3

COMPACT
DISC
PLAYER

84

Headphone Output Level: 80 mW
into 32 -ohm load, adjustable.

Power Consumption: 33 watts.
Dimensions: 16-15/16 in. W x 31/4
in. H x 131/s in. D (43 cm x 8.2 cm
x 33.4 cm).
Weight: 11.7 lbs. (5.3 kg).
Price: $600.
Company Address: One Panasonic
Way, Secaucus, N.J. 07094.
For literature, circle No. 93
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More and more companies are now offering third -genera-

FR

tion CD players. One of the more recent introductions is
Technics' SL -P3, the top model in a group of three totally
redesigned units from that company. From the looks of it,
the designers sought to incorporate just about every convenience feature imaginable, having now had three years in
which to survey the needs of consumers and the features
that were available in first- and second -generation Compact
Disc players.
Besides a 15 -step, random-access programming capability, the SL -P3 offers a multi -function wireless remote control, expanded repeat functions, automatic pause, automat-

ic cueing and an output level control with an associated
LED level indicator. The wireless remote -control unit is able
to perform the random-access programming functions, and
even to adjust volume.

R+ 0.2dB

L+ E.2dB

18.5kHz

+2
L

0

- -2

+2

-

0

-220

R

50 100 200 500

1k

2k

5k

10k 20k

Another new and unusual feature on the SL -P3 is the
"Disc Prism." Found on the motor -driven loading drawer, Fig. 1-Frequency
this prism arrangement reflects the image of the spinning response, left (top) and
CD forward. You can therefore see that a disc has been right channels.
loaded into the player while you view the front panel, even
though the disc is actually oriented horizontally. I suspect
that this novel arrangement (including illumination of the
prism for easier viewing) was developed to counter the

FREQUENCY-Hz

uneasiness of some consumers over the fact that their discs
"disappear" inside their CD players, and their doubts about
whether the disc will ever be recovered. (Of course, these
nightmares are unlikely to happen in reality.)

60

Control Layout
Major operating controls of the SL -P3 are larger and more

easily accessed than the less often -used switches. The
lower part of the player's front panel is slanted toward the
user, so all control keys can be seen and operated easily.
Ten numbered keys and a memory key, positioned on this
section of the panel, are used to perform the 15 -selection,

random-access programming. You can choose which

FREQUENCY - Hz

Fig. 2-THD vs. frequency
access by track numbers can also be performed using at three output levels.
these keys, as can programming and direct access by
index numbers. (Index numbers are now found on an in-

tracks you want to hear in whatever order you prefer; direct

creasing number of CDs; they subdivide longer tracks, such

as movements of a symphony, into recognizable partsmusical themes, for example. For those who want to quickly
access a specific theme within a movement, index numbers
provide the means.)
The "Repeat" button lets you listen to the entire disc, or

programmed shorter sections of the disc, over and over
again. The "A -B Repeat" button permits instant replay of
any specified section selected during the playing of a disc.
Automatic "Music Scan" lets you preview the first few seconds of each track in a disc; the number of seconds can be
adjusted by using the numbered front -panel keys, from 1 to
99 S. Sliding a switch, at the lower left of the front panel, to
the "Auto Pause" position causes the laser pickup to pause Fig. 3-Spectrum analysis
at the beginning of each track. Moving this switch to "Auto of 20 -kHz signal (large
Cue" makes the SL -P3 stand by at the beginning of each spike) shows inaudible
selection for instant starts at the touch of a button. With auto beat tone at 24.1 kHz,
cueing engaged, the system seeks out the first note on each about 45 dB lower than
track and activates a "Cue Standby" indicator when ready. the desired output.
AUDIO/AUGUST 1985
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A "Disc Prism" on the
loading drawer makes the
spinning CD easily visible,
which eliminates any
uneasiness caused by
"disappearing" discs.
FT L-96 1dB

MS
60
- 70

The auto cueing function differs from "Auto Pause," since
there may be a few seconds of time between the start of a
given track and the actual start of music on that track. The
auto -cue feature will be especially welcomed by disc jock20 2, eys who use this machine for broadcast, since it will permit
more accurate cueing than is possible by simply specifying
40
a track number.
In
Up/down output level buttons that control volume elec60 z tronically are also provided on the front panel, while a "Rem
-J
-J Time" key displays the total time remaining on a disc during
80 rr play whenever it is pressed. The larger, more basic keys
0 include "Play," "Stop," "Search" (bidirectional) and
1

- 80 ----

__/

- 90

-100.
-110

-12020

50 100 200 500 lk 2k

"Pause." The "Search" keys operate at high and low
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speeds, and let you hear sounds at normal pitch. "Skip"
keys move the laser pickup forward or backward over any
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Fig. 4-SIN analysis, both
unweighted (A) and
A -weighted (B).
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Fig. 5-Separation vs.
frequency.
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10k

1111111
20k

100k

number of tracks, depending upon the number of times the
key is pushed.
The large, fluorescent display includes a 15 -bar horizontal graph which indicates which track is playing by blinking
the bar corresponding to that track. The display also shows

track number and index number, as well as total playing
time and remaining play time in minutes and seconds.
Indicators are also provided for the repeat function, A -B
repeat, music scan, 15 -track overrun (in the event that a
given disc contains more than 15 tracks), and disc compart-

The Technics SL -P3 is also equipped with a headphone
jack with its own separate volume control, and an automatic timer play mode.

Measurements
Frequency response for this CD player, plotted in Fig. 1
for both the left and right channels, was flat within 0.2 dB
over the entire audio range, from 20 Hz to 20 kHz. Harmonic
distortion at maximum recorded level varied from 0.0035%
to 0.007%, depending upon the test frequency used. Figure
2 shows how THD varies with both frequency and reference
recorded level. Notice that I did not plot THD above 10 kHz.
At high frequencies, my distortion analyzer began to read
unusually high numbers which I suspected were not really
harmonic distortion. Spectrum analysis revealed that these
higher readings were, in fact, super -audible "beats" outside
the audio spectrum, and Fig. 3 illustrates this. The range of
sweep in this photo is from 0 Hz to 50 kHz, in linear
increments of 5 kHz per horizontal division. The tall spike in
the display represents a desired 20 -kHz signal, while the
shorter spike, immediately to its right, is a signal at a
frequency of approximately 24.1 kHz. It is only about 45 to
46 dB lower than the desired signal, which explains why the
distortion analyzer read nearly 0.5%. Despite the high meter
reading of my distortion analyzer, the presence of this ultrasonic beat frequency did not interfere with the sound quality
of the player.
Unweighted signal-to-noise ratio measured just over 96
dB; residual noise of the player is analyzed in the graph of
Fig. 4A. When an A -weighting network was added to the

measurement setup, the signal-to-noise ratio was even
higher -100.0 dB exactly, as shown in Fig. 4B. IM distortion
at maximum recorded level was only 0.0075%, increasing to

a still inaudible 0.017% at -20 dB recorded level. Output
AUDIO/AUGUST 1985
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Today's

Camel Lights,

unexpectedly
mild.

9 mg. "tar", 0.8 mg. nicotine ay. per cigarette by FTC method.

Warning: The Surgeon General Has E etermlned
That Cigarette Smoking Is Dangerous to Your Health.

One way to judge a player
is to check its tracking and
error -correction ability. In
those areas, the SL -P3 won
high marks.

linearity was accurate to within 0.5 dB down to -80 dB.
Maximum output level was exactly 2.0 V, but, of course, if
the player's variable output level control is used, this can be
adjusted to suit the needs of any amplifier and to conform
with other program sources which the user's audio system
may include.
Stereo separation was about what I have come to expect

from CD players, ranging from over 75 dB at the high frequency extremes to nearly 90 dB. A plot of separation
versus frequency for both left -to -right and right -to -left channel crosstalk is shown in Fig. 5.

Figures 6 and 7 clearly demonstrate that Technics has

Fig. 6-Reproduction of
1 -kHz square wave.

chosen to stay with multi -pole, analog output filters. The 1 kHz square wave shown in Fig. 6 exhibits the type of ringing

normally associated with such output filters, as does the
overhang or ringing seen in the reproduced unit -pulse test
signal shown in Fig. 7.
Despite the use of a steep filter, however, the relationship
between the 200 -Hz signal on the left channel and the 2 -kHz
signal on the right, reproduced in the 'scope photo of Fig. 8,
shows no evidenCe of any phase shift or phase delay at the
higher of the two frequencies.
Since most CD players offer superlative sound quality,
assessment of tracking and error -correction ability is one of
the important ways to judge differences between models.
One of the more noteworthy improvements I've been finding
on second- and third -generation players is their ability to

handle severe dropouts and other disc defects. In these
areas, the SL -P3 won high marks, playing through my "ob-

stacle course" disc-the one with the built-in defects and
opaque sections-as if the disc were perfect. The player
also resisted mistracking when subjected to moderate external vibration or shock.

Fig. 7-Single-pulse test.

Use and Listening Tests
found the Technics SL -P3 extremely easy to use and
easy to program, despite its rather elaborate programming
I

functions. Controls are logically arranged, and logically and
intelligently identified. The lightweight, hand-held wireless
remote control performs just about every function you would
want to direct from across a room, short of opening the disc
drawer itself.
Sound quality was as good as I have come to expect from
a well -engineered player. Evidently there's more to making
a CD player sound good than simply going to oversampling
or to digital filtering (both of which Technics chose not to do

in this model). Depth and breadth of stereo imaging was
very good, and only some of my older discs exhibited the
high -frequency graininess that has been attributed to CDs
and CD players in general. Some more recently acquired
CDs sounded just fine, and found that the speed of
access, characteristic of the third -generation players, was
about 1 S between any two points on the disc.
I

Perhaps the thing that impressed me most about this new
Technics model was not so much its excellent sound quality

Fig. 8-Phase-error test
using tones of 200 Hz (left
channel) and 2 kHz (right
channel).
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(I've come to expect that from all late -model players) but
rather the number of useful features available. Barely two
years ago, a player having all these features, if available at
all, would have easily cost twice as much as this one does.
Leonard Feldman
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Where else will your

money perform such
wonders, says the multitalented Paul Anka!
Wolf Trap Center is
unique. America's one
and only national park
dedicated to the
performing arts.
And right now it needs
your help to complete
recovery from the fire
of two years ago.
It's come back part of
the way. The Filene
Center is again thrilling
audiences with brilliant
performances of everything from ballet to bluegrass... jazz and opera to
symphony and show

music...the whole rich
repertoire of our performing heritage.
Wolf Trap does more
than entertain. It challenges and it teaches. And
it belongs to all of us.
So a gift to Wolf Trap
is a gift to yourself.
Help it come all the
way back- its wonders to
perform anew.

MI=
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SE MI NM

Answer the call of Wolf Trap.
Yes, I want to help Wolf Trap with a TAX DEDUCTIBLE
gift of

Payment Enclosed
Bill me
Sorry, I can't contribute at this time, but please send
me information on Wolf Trap Farm Park For The
Performing Arts
Name

Address
City

State

Zip

Phone

Mail to: Wolf Trap, Box 5000, Vienna, Va. 22180

1
1
1
1 t.

I
1
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EQUIPMENT PROFILE

Manufacturer's Specifications
Frequency Response: Phono, RIM
±0.2 dB; high level, 20 Hz to 20
kHz, ±0.5 dB.

Maximum Undistorted Output:
Greater than 7.0 V rms.

Input Overload (High Level): 10 V
rms.

Input Sensitivity: MM phono, 1.0 Output Impedance: Main out, 560

APT HOLMAN
PREAMPLIFIER
TWO

mV; MC phono, 0.2 mV (high), 0.06
mV (low); high level, 80 mV.

ohms; tape out, 560 ohms; phones,

S/N (A -Weighted): MM phono, 76.5

Dimensions: 17 in. W x 21/4 in. H x

dB; MC phono (re: 0.5 mV input), 80
dB; high level, 96 dB.

8 in. D (43.2 cm x 5.7 cm x 20.3

Input Impedance: MM phono, 47

Weight: 9 lbs. (4.1 kg).
Price: $417.
Company Address: 176 Walker St.,

kilohms; MC phono, 100 ohms; high
level, 50 kilohms.

Input Capacitance: MM phono, 50,
100, 150, or 250 pF, selectable; MC
phono, 1,000 pF.

10 ohms.

cm).

Lowell, Mass. 01854.
For literature, circle No. 94

Distortion (THD, SMPTE IM, IHF
IM, TIM): 0.006%.

0

.e.

0

a

0

Tomlinson Holman is one of those young American engineers who brought to audio design a fresh, innovative approach that combined purity of sound reproduction with

simple elegance of product appearance. Mr. Holman's
company, Apt Corporation, like so many other small but
dedicated audio equipment makers, fell upon hard times a
few years ago, and Tom went on to other audio pursuits on
the West Coast, where he now works for the Lucasfilms
organization. His audio designs, however, have not been
lost to the world. In the spring of 1984, all of the assets of

Apt Corporation, including the trade name and patents,
were sold to Wayne Friedrichs, a Boston -area businessman
90

ft

0

and engineer. Friedrichs has re-established Apt, rehired key
production and technical personnel, and added extra management staff to properly service dealers and handle customers' needs.
The Apt Holman Preamplifier Two, which I tested recently

in the lab, is a refined and slimmed -down version of the
classic Apt Holman preamplifier I reviewed in 1980; it incorporates much of the same thoughtful engineering and excellent sonic qualities as did its predecessor. The "new" Apt

Corporation has come up with this lower cost preamp by
simplifying some of the circuitry and deleting controls that
many audio enthusiasts do not regard as important, while
AUDIO/AUGUST 1985
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The Deciding Factor

New! From Canton

As a "music room;' a car
presents considerable
problems: tight and
cramped, half upholstery
half glass - and filled witil
road noise. What's true in
the living room is especially true here: good sound
depends upon the loud
speakers and their
positioning.

With the new Set 200 and
Set 300 line of flushmount
woofers and tweeters,
Canton now offers added
versatility to the installation
of automotive sound systems. Whether mounted in
the front, the side doors
or the back deck, Canton
offers you auto fidelity with
strong bass, rugged durability and excellent dynamics -

it is these "Sets" that
received the highest test
awards in Germany's
Stereoplay magazine 3/84
for quality in accurate,
powerful sound
reproduction.

Other Solutions
and Complements

Comments

To round out our auto
sound product line, we
offer surface mount
speakers as well. Our

Klaus Dotter, Canton's
chief acoustic engineer,
stresses that there is no

HC )00 pictured above is
also available in a selfcontained, bi-amped
configuration for added
versatility (AC 200). In
addition, we offer the

every auto installation.
However, choosing quality
components, from the
electronics to the speakers,
should be first and foremost in your selection of
quality auto sound.
Find out more about
Canton quality home
and auto sound - write
or call for our informative
full line brochure.

Pullman 3 -way system

for rear deck mounting
as another innovative
solution to quality auto
sound in surface mount
configuration.

from Canton
one "right" solution for

Canton North America, Inc.
254 First Avenue North
Minneapolis, MN 55401

(612) 333-1150

GiNroti

dgh Fidelity Made in W Germany.
Enter No. 9 on Reader Service Card

RIAA accuracy was

absolute over the entire
range of measurement.
There aren't many other
preamps that can make
such a claim!
managing to retain the most innovative features and sound
reproduction accuracy of the older, more expensive model.
At the heart of the Preamplifier Two is a unique MM phono

preamp circuit, the input of which employs a differential
pairing of an FET input with a bipolar -transistor feedback
circuit for low noise and r.f.i. immunity. The FET input ensures against response -altering interaction between the
preamp and the high impedance of a moving -magnet cartridge. The high-level portion of the phono section uses an
IC op -amp which provides the headroom needed for dy-

namic phono signals. This IC also provides both a low
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output impedance, for accurate RIAA equalization, and the
11111111111111
high current needed to avoid transient distortion due to the
20
50 100 200 500 1k 2k
5k 10k 20k
falling impedance of the RIAA network at high frequencies.
FREQUENCY- Hz
A rear -panel selector switch provides several values of
phono-loading capacitors and thus is suitable for the vast Fig. 1-Tone control characteristics.

majority of MM cartridges. The rear panel also has an
unusual, dedicated phono balance control. A simple cali-

bration procedure allows the user to precisely "null out" any
cartridge balance errors and restore correct stereo imaging
without resorting to any test equipment.
The built-in MC pre -preamplifier circuit is a discrete bipolar design in which the base currents have been optimized
for lowest noise at the low impedances of MC cartridges.
Gain of this stage can be set to either 15 or 25 dB, while its
treble response can be adjusted, by means of plug-in capacitors, to correct for the rising high -frequency response of
some MC pickups.
Another innovative feature is a full muting switch, which
cuts off signal to the main outputs but allows you to listen to
dynamic headphones plugged into the preamp's own low impedance headphone output. There's also a unique stereo
imaging knob which gives total control over the proportions

of L + R and L - R in any stereo signal source. It allows
you to vary the apparent depth and breadth of the stereo
spread, from mono to "beyond stereo." While not a totally
new idea (I remember using the same principle in some

jacks, sets of high-level input jacks, two pairs of high-level
output jacks, and three convenience a.c. outlets complete
the rear -panel layout.

Measurements
My test setup measures RIAA phono accuracy directly.
That is, I apply signals which vary in amplitude according to
the inverse of the RIAA playback curve. Then I set a digital
voltmeter to "0 dB" at 1 kHz and simply read any deviation.
When I tested the Apt Holman Preamplifier Two, I thought at
first that my meter was hung -up. It kept reading "0 dB"
(deviation) for every frequency I used-from 30 Hz to 20
kHz. Only after repeated checks did I realize that the meter
was telling the truth. RIAA accuracy was absolute over the
entire range of measurement-or at least as absolute as the

resolution of my metering system, which is accurate to

better than 0.1 dB! I don't know of too many other preamps
that can claim this kind of equalization accuracy.
products I designed way back in the early 1960s), its execuApplying lower level test signals to the MC input, I found
tion here is extremely well done.
that results were not quite this accurate, but almost. While
everything above 1 kHz was exactly correct, did read a
Control Layout
+0.3 dB deviation from the RIAA curve at 30 Hz. don't
The dark gray front panel, with its matching gray knobs consider this anything to get terribly upset about. Phono
and pushbuttons and its low profile, gives the Preamplifier sensitivities were as stated by the manufacturer (1 mV for
Two an understated, elegant look. A "Power" button is at the MM for 0.5 V out, 0.2 mV for the high setting of the MC
left, and alongside it is the stereo "Phones" jack. The stereo inputs, and 0.06 mV for the low setting of the MC inputs).
"Image" control, with markings at the ends of its rotation for Phono overload, not specified, was 135 mV for the high"L + R" and "L - R" and "Neutral" at its center, comes level inputs and 8.5 mV for the MC inputs (set to high level).
next, followed by rotary "Balance," "Bass" and "Treble"
High-level frequency response was flat within 1 dB from
controls. Four oval -shaped pushbuttons select the desired 20 Hz to 75 kHz, and the -3 dB roll -off points occurred at
program source ("Phono," "Tuner," "AUX," or "Tape"), and 15 Hz and 160 kHz. The low -end subsonic roll -off is delibera large master level control is to the right of these buttons. ate, as Apt has incorporated an infrasonic filter that begins
Finally, a single, oval pushbutton at the extreme right of the to roll off response below 20 Hz. The filter is built in and
panel is used to mute the main outputs when headphones - cannot be turned off by the user.
only listening is desired.
A -weighted signal-to-noise ratio of the MM phono section,
Separate MM and MC phono inputs are found at the left of referred to a 5 -mV input signal with the volume control set
the rear panel, and near them is a screwdriver -slotted selec- for 0.5 V output, measured 75 dB, a bit lower than claimed
tor switch to choose the capacitive loading value for the MM by Apt. With 0.5 mV applied to the MC phono inputs,
jacks as well as the gain setting for the MC inputs. A measured an A -weighted S/N of 67 dB for the high -gain
screwdriver -adjustable phono balance control is accessible setting of the pre -preamplifier stage and 69 dB for the lowI

I

I

through a small hole on the rear panel. Tape in and out
92

gain setting. Unweighted S/N for the high-level and tape
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Warning: The Surgeon General Has Determined
That Cigarette Smoking Is Dangerous to Your Health.

16 mg."tar",1.2 mg. nicotine ay. per cigarette by,F1Tipethod.

With all tone controls set
flat and the "Image" control
at its neutral position, the
Preamplifier Two delivered
the kind of uncolored sound
that I find most pleasing.
Fig. 2-

out -of -phase "L" signal to "R" and some out -of -phase "R"

Display of stereo
test tones with
"Image" control
at "Neutral"
setting.

though, and you will end up with what essentially amounts to

Fig. 3Same as Fig. 2,

with "Image"
control at

extreme "L + R"
setting.

signal to "L," you can create the audible illusion of increased stereo separation. Carry the trick to extremes,
an all L - R signal coming from each speaker; that kind of
out -of -phase mono reproduction will seem highly deficient
in bass and will have other problems, too. So, the point I'd
emphasize about the "Image" control is that if it is used at
all, it should be used in moderation. If you keep the control
at its mid -point, it does nothing (stereo reproduction is as it
comes from the program source). To illustrate this, I applied
a test tone to one channel while a near multiple of that tone
was applied to the opposite channel. Using the horizontal
and vertical inputs of an oscilloscope to display the left and
right signals coming from the preamp, I obtained the display
shown in Fig. 2. Turning the "Image" control fully counter-

clockwise to its "L + R" setting resulted in the in -phase
diagonal display of Fig. 3; turning the control fully clockwise
to the "L - R" extreme resulted in the typical out -of -phase
diagonal display of Fig. 4.

Use and Listening Tests

Fig. 4Same as Fig. 2,

with "Image"
control at

extreme "L - R"
setting.

With all tone controls set to their flat position and with the
"Image" control at its mid -setting, the Apt Holman Preamplifier Two delivered the kind of neutral, uncolored sound that I
find most pleasing. The accuracy of the RIAA equalization
characteristic was especially evident with some of my favorite old LPs which I hauled out for these listening tests. Most

of us tend to think that minor variations in frequency response caused by deviations of less than 1 dB in the RIAA
curve will be inaudible. Nevertheless, when I come across a
preamp that is as accurate in response as this one, I find
can appreciate its accuracy in very real and audible terms.
I

The tone controls, in real -world use, were significantly
better in their action than the more familiar Baxandall types,
which have a common bass and treble hinge point between
500 Hz and 1 kHz. I switched to a pair of smaller speaker

systems expressly to try and compensate for their lower
octave of missing bass, and I was more successful in doing

so using a moderate amount of bass boost from this
inputs measured 91 dB, increasing to 97 dB when an A - preamp's tone -control configuration than had been with
weighting network was introduced.
more conventional bass controls. also liked the action of
Harmonic distortion, referenced to 1.0 V output, mea- the step -type master volume control. This, I discovered, is
I

I

sured only 0.0035% at mid -frequencies and at the bass end

not just a mechanically detented control, but is made up of a

of the spectrum, increasing almost linearly (and insignifi-

discrete, thick -film, precision resistor array, with channel
levels matched over the entire range of the control. I should
mention, too, that the power switch on the front panel activates only the three convenience outlets on the rear panel

cantly) to 0.006% at 20 kHz. SMPTE IM measured an even
lower 0.0025%, with IHF IM a still lower 0.0009%.
Figure 1 shows the action of the bass and treble controls
when set to their maximum clockwise and counterclockwise

and can handle up to 1,000 watts of power. To avoid turn -on

positions. At 20 Hz and 20 kHz, boost and cut is at least thumps, the Preamplifier Two's own circuitry remains on as
-± 10 dB. Notice that the midrange, from around 300 Hz to long as the line cord is plugged in. Since power consumparound 3 kHz, is almost totally unaffected even when maxi- tion is not more than would be needed by a low -wattage
mum bass and treble boost or cut are applied. The shelving "night -light," there's really no problem with leaving the
action of these newly designed tone controls allows for preamp plugged in (and active) all the time.
better tonal compensation of frequency extremes if all you
Summing up, I was pleased to see that the original Apt
have available are bass and treble controls.

"Image" control. As I had guessed, it alters the proportions

Corporation's penchant for audio purity and high quality has
been maintained in its latest incarnation. The Preamplifier
Two is not only a credit to its Apt Holman predecessor but is

of L - R and L + R in any stereo program material being

a welcome addition to that select group of audio compo-

amplified by this unit. To put it another way, if you add some

nents destined to become classics.

I
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was especially interested in the action of the stereo

Leonard Feldman
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We get you back to what its all about

V

In 1967 we started making
loudspeakers in a garage with
nothing to guide us but a knowledge of physics and a passion for
music. Our first product was an
instant classic, a loudspeaker
called the Servostatic I, which
was considered by many to be
the ultimate audio transducer of
its time.

Since then we've always had
an ultimate loudspeaker in our
product line, and we've used
these dream systems to showcase

Music.

a host of new speaker technologies
we've developed. We immodestly
dubbed these systems Reference

Standards - as indeed they must
be since many aspects of their
designs have been widely copied
in the industry.
No company in audio can
claim a greater commitment to
significant research, developing
practical and accurate polypropylene woofers, midranges,
tweeters and state-of-the-art
EMIT and EMIM planar drivers.

And we've used the results of
that research to improve sound
reproduction in a multitude of
applications and at virtually
every price point - from under
votwas mom
$40 a pair for our A32 auto
ICI. II CI. a

speakers up to about $35,000 for '411"6""gly
our finest system, the Infinity
Reference Standard. Today we're
in the home, the automobile and
now in video.
But our research doesn't stop at
the laboratory. We still listen to
music, and we still get excited by it.

;
Infinity Systems, Inc. 9409 Owensmouth Avenue Chatsworth, CA 91311 (818) 709-940(11111,0" Air
Enter No 14 on Reader Service Card
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EQUIPMENT PROFILE

Manufacturer's Specifications

Weight: 11.4 lbs. (5.2 kg).
Frequency Response: Phono, RIAA Price: $299.
40 Hz to 100 kHz, ± 0.2 dB; high Company Address: P.O.Box 653,
level, 4 Hz to 100 kHz, +0, -3 dB.
Buffalo, N.Y. 14240
THD: High level, 20 Hz to 20 kHz, less
than 0.004%.

For literature, circle No. 95

SMPTE IM: High level, less than
0.004%.

Input Sensitivity: MM phono, 2.5
mV; MC phono, 360 ILV; Compact
Disc, 450 mV; tuner or tape, 150 mV.

Overload Level: MM phono, 150 mV;
MC phono, 20 mV; high level, 5 V.
S/N: MM phono, 78 dB; MC phono, 64
dB; high level, 95 dB.

ROTEL
RC -870

PREAMP

Power Consumption: 20 watts.
Dimensions: 16-15/16 in. W x 25/8
in. H x 121/2 in. D (43 cm x 6.6 cm
x 31.7 cm).

sa-rcr.13

the company address shown

above surprises you, you may be even
more startled to learn that Rotel Audio
of America is, in fact, based in Ontario,
Canada and simply uses a Buffalo post
office box to receive U.S. mail. Further-

ute the famed B & W line of loudspeakers in this country. So much for corporate infrastructure.
The Rotel audio products have been
through several incarnations in the
United States, with rising and sagging

more, the parent company is Miso-

fortunes depending upon who was

banke International Inc., another corporate entity owned and managed by
the same folks who import and distrib-

marketing them in this country. In Japan, where the company was formed
in 1961 under the name Roland Elec-

If
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tronics Company Limited, Rotel has
enjoyed an uninterrupted history of
production and innovation since its
founding. And now, under the guid-

ance of Misobanke, they intend to
make their mark in North America.
As for the RC -870 preamplifier (Rotel
calls it a stereo control amplifier, which
is probably a better term for this kind of
component), it belongs to the "keep it
AUDIO/AUGUST 1985

simple" school of preamp design. To
begin with, there are no tone controls;
neither are there such signal -processing or response -altering circuits as

high -cut or low-cut filters, or a socalled loudness control. Rotel accurately describes this preamplifier as
"slim, simple and pure."
What little information I received with
the unit concerning the RC -870's cir-

kind of cartridge. (But you cannot
swap cartridge types on a single turntable without re -plugging the phono
leads.) High-level inputs and tape outputs, plus the usual main output jacks

and a pair of switched a.c. outlets,
complete the rear -panel layout.

scribed RIAA characteristic by no
more than ±0.1 dB. At 30 Hz, the
deviation increased to a still moderate

-0.6 dB.
From a measurement point of view,
as well as from a listening perspective,
perhaps the most noteworthy quality of

the phono preamplifier section is its
Measurements

low noise. I measured an extraordinary

signal-to-noise ratio of 85 dB for the
moving -magnet phono inputs, fully 7
cuitry dealt primarily with the phono
preamplifier stages. An input buffer dB from 6 Hz to 200 kHz. The -3 dB dB higher than claimed by Rotel! This
Frequency response of the RC -870's
high-level section was flat to within 1.0

stage is used to isolate the phono car- roll -off points occurred at 3 Hz and 260
tridge from the following shunt -feed- kHz, well beyond the 100 kHz claimed
back RIAA equalization amplifier in the published specifications. Input
stage. An additional buffer amplifier, sensitivity for the high-level inputs
optimized for moving -coil cartridges measured 80 mV, as against the 150
and able to provide the required addi- mV stated by Rotel. I suspect that this
tional gain, is totally independent of the discrepancy is nothing more than a
moving -magnet buffer amplifier but difference in the referenced output to
uses the same shunt -feedback equal- which the sensitivity was measured.
The EIA standard calls for a reference
ization stage as the MM inputs.

Control Layout
At the left of the all -black front panel

is an oblong "Power" on/off pushbutton, above which is a power -on indicator light. A stereo phone jack is the only

output of 0.5 V for separate preamplifiers, while Rotel was apparently referencing all measurements to 1.0 V output. That does not, however, account
for the fact that the CD input sensitivity,
which Rotel specifies as 450 mV (225 if

other item on the left half of the front you translate the number to a 0.5-V
panel. Dead -center is a large dual - output level), turned out to be the same

concentric knob for adjustment of

cause the two controls are friction -

as that of all the other high-level inputs,
80 mV.
When I first noticed the separate CD
sensitivity specification, I was pleased
to see that the designers had reduced

clutch connected they can be operat-

that input's sensitivity to compensate

overall volume as well as channel balance. Each control regulates the volume level for a single channel, but be-

ed singly (to adjust balance) or

for the fact that CD players deliver considerably more output than other highlevel sources such as tuners and tape
decks. By reducing the CD input sensismall switches. A "Mode" switch se- tivity, thought, Rotel had not only inlects stereo, mono, or mute, the latter sured against possible overload of the
position convenient when using head- RC -870's first stage by the high output

together.
Remaining controls to the right of the
volume -control pair consist of three

I

phones. A five -position "Monitor" of a CD player, but had also made it
switch not only selects either of the two
available tape in/out loops, but has set-

unnecessary to spring up and adjust

tings for dubbing from one tape deck

switch from tape or tuner to CDs. Well,

to another in either direction as well as

the idea is certainly a good one, but

the volume control every time you

measurement was made re`erenced to

a 5 -mV input signal with :he volume
controls adjusted for the standard 0.5

V output. The MC inputs, with their
higher overall gain factor, didn't do
quite that well, but still provided a very
respectable signal-to-noise ratio of 71
dB (as against 64 dB claimed) referred

to 0.5 V input and 0.5 V output. The
signal-to-noise ratio for the high-level
inputs measured exactly 95 dB, as
claimed by the manufacturer. My measurement of this specification used 0.5
V input as a reference signal level, with
control adjusted
for unity gain.
Harmonic distortion, although not as
low as claimed by Rotel, did measure
a completely acceptable 0.024% over
most of the audio frequency band, and
SMPTE IM was an equally low 0.022%.
I could detect no evidence of CCIR or

IHF (twin -tone) distortion using my
spectrum analyzer, with its 80 dB of
available dynamic range. This means
that whatever distortion existed in
these forms had to be below 0.01%.

Use and Listening Tests
Don't be put off by the simple layout
and the absence of circuit frills on this
altogether well -designed preamplifier.
Anyone, even the most judgmental of
golden -ears, should find the sound -reproduction quality of the RC -870 to be
beyond reproach. Phono reproduction

the usual source setting. Program evidently someone at the factory forgot was silky smooth, and when playing
sources are selected by the last of to put in the necessary voltage -divider my favorite CDs, there was no danthese three switches, the "Input" resistor at the CD input jacks to make ger-or evidence-of overload, deswitch; this four -position control has the lower sensitivity a reality-at least spite my concerns about the CD inputs' relatively high sensitivity. This
specific settings for CD, tuner, MM on the sample I tested!
phono, and MC phono.
The rear panel has separate pairs of
phono input jacks for moving -magnet
and moving -coil cartridges so that, if
you were so inclined, you could operate two turntables through this
preamp, provided each had a different
AUDIO/AUGUST 1985

Moving -magnet phono input sensitivity measured 1.0 mV for 0.5 V output,

was due to the system's high overload
capability (better than 5 V on high-level

output. Phono frequency response

inputs). That's one of the nice things
about CD players; since their maximum recorded level is fixed and well-

was extremely accurate from 50 Hz to
beyond 15 kHz, deviating from the pre-

be certain that so long as the high-

while the MC inputs required 0.15 mV
(150 1LV) to produce the same 0.5 V of

defined (usually 2.0 V output), you can
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I wish Rotel had followed

through on its intent to
make the CD inputs less
sensitive than the other
high-level inputs.
HIGH PERFORMANCE.

Designed to maximize
the performance of
your audio and video
equipment, all CWD
modular component
cabinets are handcrafted and lovingly hand finished from select
natural hardwoods.

level inputs on your electronic component (be it a preamp, an integrated
amp, or a receiver) can handle more
than 2 V before distortion sets in, you

TOTAL FLEXIBILITY.

won't have any overload problems.
The RC -870 certainly won't let you

almost any configuration, to
fit almost any size or shape room.

down in this regard.
wish Rotel had followed through,
per their published specifications, and
made the CD inputs less sensitive than
the other high-level inputs, if only so

Add as your system
grows; arrange and
rearrange our cabinets to

I

REMARKABLE QUALITY. From the pre-

cision hardware to the natural oiled finish,
all CWD cabinets are fine furniture with a lock
and style you'll love and cherish for years to come.
See for yourself. For the name of the nearest dealer,
CALL TOLL FREE 1-800-323-2159 (In Illinois, 312-563-17451

CWD®
CUSTOM WOODWORK & DESIGN INC.

The cabinet system shown
above in Dark Oak features
solid wood, glass and roll wood
doors and interior lights.
Also in Natural Oak and
Natural American Walnut.

High performance modular furniture that keeps pace with your electronic system

Try Audio's Classifieds
The marketplace for Hi-Fi gear!

SONEX looks

as good as it
sounds.

SONEX traps sound four times better than rich, thick carpeting, so just
a few squares can tune your room
like recording engineers tune their
studios. It's easy to hang, and it
looks good. Write for our color
brochure, or try a box today. Four
24" squares per box.
Send $48 to: 3800 Washington Ave.
No., Minneapolis, MN 55412.
For easy, factory -direct orders,
call toll -free 1-800-662-0032. (In
MN call (612) 521-3555)

that levels would sound about the
same when I switched from one program source to another. I felt, too, that
no harm would have been done if Rotel

had taken the more usual course of
providing separate volume and balance controls instead of the dual -concentric level controls. There certainly

was enough room on the relatively
empty front panel to accommodate an
extra knob, and I find it next to impossible to operate those clutch -type dual
controls with any degree of precision if
channels are somewhat unbalanced.
These are, of course, my own personal
preferences.
The flexible tape -monitoring facilities

will be welcomed by those who do a
fair amount of tape dubbing and editing. But here again, without risking the

addition of extra signal -degrading
electronics, Rotel might have provided
independent monitor/record and input
switches so that you could listen to one

program source while dubbing or recording another. Some low-cost receivers and most current integrated
amplifiers and separate preamplifiers
now offer that fairly simple switching

circuit-especially when the product
contains two full tape -monitor loops, as
this unit does.

In short, Rotel offers a preamplifier/
control unit that is intended for the music listener who takes his or her signal

good and straight-with no additives.
If that's the way you like your sounds,

the RC -870's simplicity and pure
sound quality may be just what you're

looking for. Even if you like to mess
about with the tonal balance of your
system from time to time, that doesn't
rule out this unit. After all, you could
always drop a graphic or parametric

equalizer into one of those tape
loops-or even between the preamp's
output and your power amplifier's inputs-while your purist friends aren't
looking!

Illibrudc
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YOU'RE LOOKING AT THE
SIX BEST AUTO -REVERSING DECKS
YOU CAN BUY.
THREE HEADS WITH TAPE

NNKAMICHI, SONY, 'MN::

MONITORING CAPABILITY\,\K.\oic

I

SPECTRUM ANALYZER

ENCOMPASSING MOL DISPLAY-

I\'c

AKA1
07.011111i.
1:11.-,R10111

AUTO MONITORAKAI

SUPER GX HEADS-

COMPUTER RECORD LEVEL
PROCESSING SYSTEM-

AKA!

AKAI

BI-DIRECTIONAL RECORD/PLAYBACK-

TWIN DIRECT -DRIVE CLOSED LOOP

DOUBLE CAPSTAN TRANSPORT-

AKA], SONY JVC, PIONEER, TEAC

AKA'. NAKAMICHI

Staying ahead of the competition in auto reversing cassette decks has been an AKAI
tradition for the past 14 years. Now we're introducing the all -new GX-R99, a deck that has
so many advanced features you'd have to buy
six other auto -reversing decks to get them all.
Features like our Computer Record Level
Processing System, that sets a tape's bias,
equalization and tape sensitivity, measures a
tape's MOL, then sets the optimum recording
level. A Spectrum Analyzer encompassing MOL

display, which displays frequency response with
greater accuracy AKA1's exclusive Auto Moni-

tor. And our super GX heads. So super, they're
guaranteed for 171/2 years of continuous play.
It's easy to see why the GX-R99, just one of
four great AKAI auto -reversing decks, is called
the Dragon Slayer. And to find out why it's getting

more praise than all the
other guys combined, write
to AKA(, P.O. Box 6010, Dept.

C9, Compton, CA 90224.
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JBL
Ti SERIES
LOUDSPEAKERS
Company Address: 5000 Brush
Hollow Rd., Westbury, N.Y. 11590.
For literature, circle No. 96

According to a recent Billboard sur-

vey, roughly 70% of the nation's recording studios use JBL speakers.
Many audiophiles will regard this as a

mixed blessing. JBL has long been
famous for the dynamic range of its
speakers and the quality of its individual drivers, but not for flat frequency
response, tightly controlled bass or the
smooth pulse and phase response of

top-quality audiophile speakers.

In

fact, JBL has had a reputation for making speakers best for rock music, with
more punch than accuracy.
This reputation, however, has always
been a bit unfair. True, most JBL
speakers have not made many audiophiles fall in love with them or with the
thought of records being produced using such speakers as a reference stan-

dard. Nevertheless, JBL has always
made some speakers, such as the initial version of the 250, that set a high
standard for accuracy. What the company did not do was keep up with the
best high -end competition in imaging,

depth, and midrange transparency.
Speakers from Fuselier, Quad, Thiel,
Snell and Vandersteen offered smoother response, more control, more detail

and "air" than even the best JBL
speakers, and a more realistic sound
stage. Brands like Infinity and VMPS
offered a superior combination of excellent dynamic response and overall
accuracy.
Well, JBL has made a major come-

back! Its new Ti series ranks with the
best cone speakers available in their
respective price ranges, and the larger
speakers in the series have enough

the Quad ESL 63 and to the Magnepan
MG -Ills; their upper -octave performance rivals the best ribbons, and out-

The 250Ti
JBL has four speakers in its new Ti
series, ranging from a small, two-way

performs any electrostatic tweeter or

speaker to large, four-way systems.
The "flagship" is the 250Ti, a floor -

full -range panel I have yet heard.
feel the main improvement in the Ti
I

series, however, is the result of better

crossovers and midrange drivers.
Glamorous as dome tweeters of exotic

metals may be, suspect that most
audiophiles will be more impressed
with the smooth, polypropylene -filled
midranges used in most of the new Ti
bass control, smooth frequency re- series, and with JBL's ability to develsponse and musical detail to soothe op crossovers that make the midrange
the heart of even the most jaundiced work in proper combination with the
audio critic.
new titanium tweeter and JBL's fiber
The improvements embodied in the and Aquaplas-laminate woofer. The Ti
Ti series are partly the result of a new, series has (literally) some shiny new
high -frequency driver using a low - technology, but its real strong points
mass, ribbed titanium dome. I've com- are a return to fundamentals and a new
pared JBL speakers using this driver to emphasis on musical accuracy.
100

I

standing system which lists for $3,000
per pair. It is superbly styled, with an
excellent wood finish and smooth lines
that disguise its large size: It stands 52
inches high and weighs 150 pounds.
The 250Ti has the new titanium dome
tweeter; a 5 -inch, filled polypropylene,
midrange cone driver (used in all but
the smallest of the Ti series); an 8 -inch,

Aquaplas-laminate, lower midrange
cone driver, and a 14 -inch, Aquaplaslaminate woofer.

-he 250Ti's crossover frequencies
are at 400 Hz, 1.4 kHz, and 5.2 kHz.
The networks are fairly complex, but
the main crossover capacitors are bypassed with high -quality polypropylAUDIO/AUGUST 1985

SERIOUS DRIVERS
NEED APPLY.

Only one kind of driver should be readinc this
ad. One who's serious about performance.
Because Bridgestone's Potenza is one
serious performance radial.
Bridgestone's Potenza V- and H -rated
radials are born from the same serious highspeed technology we've put into action on the
racetracks of the world.
A straight -groove, water -channeling tread
pattern and racing -like compound give
Potenza a firm hold on the road, wet or dry.
And a unique wire -reinforced, hard -rubber
insert around the rim keeps the sidewall
flexible, for even contact pressure during hard
cornering and braking.

It adds up to serious performance. That's
why you'll find our tires under some of the

top performers or the road-and on the

track-today.
Maybe it's time you got serious about your
driving. If you already are, maybe it's time you
got Bridgestone's Potenzas: RE91 in 50/55
series, 147V in 60'70 series and the 137V
for 60 series.
See your Bridgestone retailer.

211IDGESTORE

1985 Bridgestone Tire Company of Amcrica, Inc.. Torrance, CA

The four -driver 250Ti has
an open sound normally

apparent only on planar or
dipole speakers.

ene or polystyrene capacitors, use treble and midrange drivers, for examnoninductive resistors, and employ air -

ple, produce a sound close to that of
the Thiel CS3, while a -2.5 dB tweeter

core inductors in all but the bass section-where the iron -core inductor can setting and -1 dB upper -midrange
take up to 10 amperes before saturat- setting bring the 250Ti close to the
ing. The 250Ti is relatively efficient, has balance of the Quad ESL 63.
a smooth impedance curve with an avknow that many purists object to
erage of 7 ohms, and can take up to any adjustment in speakers, but I wel400 watts.
comed the ability to alter the 250Ti's
The rear panel has high -quality, performance to get the most natural
gold-plated binding posts that allow balance and timbre, and to alter the
the use of top-quality speaker cables. apparent listening position to suit my
More importantly, the 250Ti has heavy, taste. Few speakers provide a similar
screw -on shunts that allow the user to opportunity to get smooth, extended
alter the relative level of each high - response, and
suspect that those
frequency and midrange driver by sev- who cannot rebuild their listening
eral decibels. While the number of pos- rooms to suit a given loudspeaker may
sible adjustments is limited, they feel the same way. At the same time,
proved to be well chosen by JBL's the 250Ti's adjustment range is suffidesigners for home use.
ciently limited that it is hard to make it
To shift to matters of real impor- sound unnatural, and easy to return
tance, the sound lives up to the speak- precisely to a previous setting.
er's size and technology. The height of
The speaker's power -handling capathe tweeter and upper -midrange driver bilities are superb. Its only rivals I know
frees the 250Ti from many normal floor of, at anything approaching the same
and furniture effects, combining with price, are the VMPS Super Towers and
the broad, radiating axis of all four driv- the Infinity RS IB and RS IIB. This is not
ers to give the 250Ti an open sound simply a matter of being able to play
and "air" normally apparent only on loud; it also means that the 250Ti can
planar or dipole speakers.
provide excellent detail during very
The listening area is wide and sta- soft passages and that it does not
ble. In spite of the various arguments change in sonic character as loudness
for narrow -angle or omnidirectional increases. Few speakers at any price
speakers, the near -hemispheric radia- provide similar dynamic coherence or
tion of the 250Ti provided an almost a similar ability to "cut loose" to full,
ideal sound stage in my room, sur- mass -orchestral levels without strain
passing that of the Quad ESL 63s in and with a single amplifier.
many respects. It proved far more realElectrostatic- and ribbon -speaker
istic than speakers with narrow -angle aficionados will find the 250Ti to have
tweeters like those in the KEF 105.2. all the upper -octave speed and detail
The 250Ti's imaging is also remarkably they desire-although I would rank the
stable and coherent considering the best ribbon tweeters as having slightly
number of drivers it has, and rivals or better speed and definition in the top
surpasses that of many small speak- of the midrange and in the lower treble.
ers. The height of the tweeter and the The 250Ti does not smear the finer
crossover alignment do slightly elevate details in even the best direct -to -disc
the sound stage, but this impression is recordings. If your record, cartridge
more natural to me than that of looking and electronics can give you the necdown at a performance or straight at it. essary resolution, the JBL 250Ti will let
Depth is also unusually good, and you hear it. This is true even at moderthere is no tendency to expand or col- ate to high levels in the area between
lapse the sound stage in ways which 50 Hz and 1 kHz, where many competare not natural to the music.
ing cone and dipole speakers tend to
The adjustability of the midrange lose some detail.
and high -frequency driver levels alThe bass is solidly controlled and is
lows the 250Ti to be tailored to a given very definitely within the high -end traroom or high-fidelity system to an ex- dition. It does not have subwoofer
ceptional degree, but makes it difficult power, but it extended to a room -ratto talk about frequency response and tling 37 Hz in my listening room at
coherence. The "flat" settings of the power levels well above those I'd norI

I
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mally dream of using for organ or full
orchestra recordings. Low bass was
also relatively directional, and small
changes in frequency were unusually
clear. This is a sign of truly excellent
bass control and linearity. Once again,

only a few speakers at any pricesuch as the Wilson Audio Modular
Monitors; Entec, RH Labs, and Janis
subwoofers; larger VMPS speakers,

and Infinity IRS and RS-lBs-have a
similar ability to show that bass can
provide the listener with important
sound -stage information.
In short, the JBL 250Ti offers an out-

standing combination of virtues, remarkably refreshing in a world where
so many speakers force the buyer to
choose between a good sound stage,
high power levels and a clean midrange. The 250Ti is not only "digital
ready," it is good enough to be analog ready. You can take any musical performance I know of, play it through this

speaker at a natural level, and get a
musically natural result.
This, incidentally, means you should

use top-quality speaker cables and
electronics. You don't really need more
than 70 watts, but you do need a lot of

transparency and control. The 250Ti
clearly does benefit from the added
control which high -power tube amplifiers provide, and from the high damping factor and power reserves of transistor amplifiers. This is not a speaker

to be used with low-cost receivers.or

amplifiers that can't really control a
large woofer. You will hear the amplifier's loss of control long before it clips,
and lose most of the musical pleasure
that true, deep bass can give on those
few recordings where it is musically
natural.

At the same time, I should note that
the 250Ti does not have quite the upper -bass to upper -midrange smoothness and coherence of such top-ranking competitors as the Fuselier Model
5, Thiel CS3, Vandersteen 4, Quad ESL
63, or Infinity RS-IB. Good as the 250Ti
is in

this respect, these competing

speakers have a more seamless quality in the upper midrange, until you
reach relatively high power levels. This
may indicate that JBL may be able to
do still better in the future. At the same
time, the 250Ti's weakness in this re-

gard is sufficiently small at longer listening distances, and after proper at AUDIO/AUGUST 1985
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DUC
SON
A CLEAR CASE FOR SOUND OFA
DIFFERENT COLOR.
It's different alright. Clearly different.
In fact, it's unheard of.
Imagine sound so rich and dazzling.
so dynamically out -of -this -world, so clearly
clear, so oh so colorful.
Imagine rocks sonic sounds sounding
supersonic:. And sours fiery tones breathing

fire. And a very vivid Vivaldi. And jazz that
jumps.
Imagine all that explosive vibrancy in
a clear cassette that gives you a clear
view of exactly how much Sony tape is left.
Unheard of? Of course. Every other
tape pales by comparison.
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The series has some shiny
new technology, but its

real strengths are a return
to fundamentals and an
emphasis on accuracy.

tention to speaker placement and driv-

er level, so that

suspect even the
most demanding audiophile will find it
I

hard to choose between midrange coherence and the 250Ti's combination

of overall accuracy and dynamic
range. This may well be the perfect
speaker for the fan of full orchestral
music, grand opera, high-level rock,
and pipe organ. It certainly is an order
of magnitude better than the speakers

most studios use to make their records, whether they are earlier JBL
speakers or some other brand.

JBL 18Ti

balanced-in terms of timbre, high -fre-

quency energy, and bass-than the
Spicas without their new and quite excellent subwoofers. The 18Ti does not
have the bass extension of the Dayton
Wright LCM-1, but it has slightly cleaner top -octave sound-if you allow for a
slight roll in level. The 18Ti lacks the
lower-midrange/upper-bass warmth of
the LS -3/5A, but it has far better dy-

namic range and a much flatter and
more open upper -octave sound.

In short, the 18Ti proves JBL can
compete at the bottom of the high end
as well as at the top.

The 18Ti
The JBL 18Ti, a small monitor, uses
the same titanium tweeter as the 250Ti
but has only a single, 61/2 -inch, filled
polypropylene woofer/midrange driver.
It sells for $500 per pair; each speaker

measures 15 x 9 x 8 inches and
weighs about 17 pounds.

The JBL 18Ti does not have level
adjustments, but, like all small speakers, its sound character can be varied
significantly by altering its distance
from the rear wall, its height, and its tilt.
Although there is no consensus as to
exactly how the treble should coincide

The 120Ti and 240Ti

This brings me to the 120Ti, at
$1,100 per pair, and the 240Ti, at
$1,500 per pair. The strengths in the
new JBL Ti series stand out far more
clearly as you go up from the 18Ti to
the other three speakers in the series.
If you can afford it, I'd strongly suggest

you go for at least the 120Ti. (The
240Ti, while a natural step up from the
120Ti, is not as dramatic an improvement as the 120Ti is over the 18Ti, or

with the bass, the effect is far more

the 250Ti over the others.) A good
three- or four-way system can offer
more midrange purity, air and trans-

noticeable in a given listening position

parency than a two-way system. Even

on small monitors than on larger the more refined forms of musicspeakers.
I

found the 18Ti sounded best on

stands, without any tilt, about 12 inch-

es from the rear wall. This kept the
sound away from any furniture and
JBL 120Ti

side walls and kept the midrange driver just below the height of my ear when
I was seated. Placement is so room specific, however, that strongly recommend you experiment.
I

speed you can get.
The 120Ti offers this added sound
quality in a speaker which, again, has

exceptional power and dynamic
range, and it uses the same midrange
speaker and titanium tweeter used in
the 240Ti and 250Ti. Unlike the 18Ti,

Under these conditions, the 18Ti's
sound balance is remarkably smooth
from about 150 Hz up. It is similar to

you do not just hear the music, you

every small, two-way monitor in its lack

aren't cheap.

of bass power and extension, but the
extended range of the titanium tweeter
does not burn into the ear or appear
imbalanced. The 18Ti has an unusually

well-chosen level and crossover.

04

chamber music, small instrumental
groups, and even solo voice-benefit
from every bit of detail and transient

If

participate in it.

admit that the 120Ti and 240Ti
also have to say that
there is a lot of tough competition in
cone speakers from lesser known
I

I

high -end manufacturers in the same
general price range. think, however,
that JBL can stand the heat and that
I

anything, strings and female voice are
a bit distant without being veiled.
The midrange lacks the life and dy-

this company merits a place on the

namics of the other models in the Ti
series, and is not as detailed and
transparent as the best competition,
such as the Spica TC-50 and Dayton
Wright LCM-1. It is, however, better

ers, and who cares enough to really

"short list" of anyone who can afford to
put $900 to $1,600 into a pair of speak-

listen. JBL has always had the power,
the bass, and the dynamics; it now has
all the rest as well.
Anthony H. Cordesman
AUDIO/AUGUST 1985

Something new has been
added to the 1985 Colt.
1604111
.

'

New thinking. New solutions. And
new doors. Four of them.
The 1985 Colt sedan is a significantly

different Colt. It's a well thought out,
intelligently equipped car. A Colt whose
value is greater than the sum of its parts.
Colt is all -new. A stylish new design.
An interior engineered for comfort. An

electronic dashboard display. Even a
turbo. These are options you've come to

expect from cars that cost much more.
And while we were thinking about
appointments, we didn't forget basicsroom, performance, quality and value.
The Colt is imported for Dodge and
Plymouth, built by Mitsubishi Motors
Corporation in Japan. As you can see,

they've added a lot more than just
four doors. Without
taking away a thing.

Plymouth
Colt. It's all the Japanese you need to know. Dodge
Buckle up for safety.

COMPACT DISCS
DEJA VIEW
were like, and the musical styles and
techniques contained on this four -disc
set reflect the way people thought and

acted. Woodstock and Woodstock
Two really come to life on CD. As

Woodstock had a few artistic disasters along the way. Crosby, Stills, Nash
and Young were very much an embry-

listened, I could not keep out thoughts
of people knew at the time, places
where I lived, politics, free speech, civil

onic group at that time. They had not
had time to prepare live -performance

rights, Vietnam, peace, love, flower

dio work, and what we hear almost
amounts to an open rehearsal. They

I

I

children, and granola. The slightly anti-

versions of their exquisitely refined stu-

quated sound quality reproduced so
faithfully on CD separates Woodstock
from the present time in a gracefully

admit it, saying to the assembled multi-

nostalgic way.

scared.

Most of the best -sounding cuts involve a solo performer or small group
and one or two mikes. The big groups
like Santana, Jefferson Airplane, and
The Who sound muddy, usually be-

sion, and we are treated to a rare,
inside glimpse of a performance in

Woodstock: Various Artists
cause of too many mikes, or the wrong
Mobile Fidelity MFCD 4-816, four -disc
mikes, or less -than -optimum placeset.
ment. Most of my criticism of sound
Putting the Woodstock and Wood- quality is directed at the original restock Two albums on CD is a wonder- cording (with a sympathetic underful idea. But could the sound quality be standing of the problems involved).
good enough to be viable on CD? ConArlo Guthrie's "Coming into Los Ansidering all the problems of recording geles" is one of the more successful
the Woodstock festival, this might have cuts in terms of sound quality. The stebecome a very accurate reproduction reo spread is good, the detail from the
of a less -than -satisfactory recording. backup group comes through, and the
Happily, Mobile Fidelity has made a pickup on Guthrie's voice is smooth,
CD version that is quite enjoyable.
natural and well -centered. The bass is
Don't expect to hear perfection in a bit weak compared to other cuts inaudio engineering, though. All the de- cluded on the discs. Because of the
fects of the original are present: Hums outdoor setting, not much sense of
and buzzes from the sound reinforce- depth is present.
ment system; distortion from unsatisJoan Baez' performance is fascinat-

factory mike placement, occasional ing. It's a reminder of the '60s folk/
equipment mismatches and perform- protest style, but the political overtones
ers moving around onstage; murky, reach right into the present. When
muddy sound quality; the problems of her husband, David Harris, refers to

an analog tape made live nearly 16 "Ronald Ray -Guns -Zap," he could
years ago (even occasionally bad just as easily be talking about
tape -to -head contact is audible on the
CDs); rounded -off attack transients; lit-

the current "Star Wars" military
strategy as Reagan's stormy
tle sense of depth or dimensionality relationship with the free (after all, this was an outdoor concert, speech movement at the
and no walls means no room acous- University of California in
tics); limited dynamic and frequency the '60s.
ranges, and less -than -perfect perforListen to Baez' clear, ringmances from exhausted performers ing voice with that wonder(balanced by outstanding ones stimu- fully wide vibrato, which is
lated by the excitement of the event).
her trademark, on "Joe
If you can set these problems aside Hill." To hear her singing
and listen to the music, you will be this song at such a moimpressed by Mobile Fidelity's suc- mentous occasion, with
cess in transferring the Woodstock all the clarity the CD
tapes to CD. Woodstock, the event, medium can project,
defined its period. It became the great- sends chills down my
est expression of what those times spine. The balance of
106

her voice against the acoustic and electric guitars is exactly right.

iiszoo

tude, "This is the second time we've
played in front of people, and we're
.

.

." But they rose to the occa-

process, complete with rough edges
and a few wrong or missed notes.
Santana was virtually unknown before Woodstock, but not after. A few
weeks later, I went to hear Arlo Guthrie

in Cincinnati. The backup group was
Santana, and everyone was wondering
what they would sound like after all the

clamor at Woodstock. Guthrie wisely
came on first, and let them

evening. (I had just finished graduate

school and had begun my first job,
professing music at Wilmington College. As the evening wore on, I joined

a long line of snake dancers and

danced until reached total exhaustion-rock does strange things to peoI

ple. At that point, two of my students, in

similar condition, found me collapsed
on the floor, shirtless, huffing and puffing, with rivers of sweat pouring down

my chest. My reputation on campus
rose several points after that!)
Santana's contribution to
itooh
this set of CDs is fairly successful
liSto

THIS MONTH'S BIG EVENTS
ON CBS COMPACT DISCS.

THE GOONIES

I

PICTUFE SOUNDTRACK

JEFF
BECK

12

FLAS

ARNOLD SCHOENBERG
RklARTE NACHT,OP.4

15

I: N SEM 1.1.E INTERCONTEM l'ORA IN

PIERRE BOULEZ

19 Da

Et A StD

HOOTLKS

BRUNO WALTER

THE BEAC-I BOYS "The Beach Boys"

ROSANNE CASH "Rhythm And
Romance"

22

BEETHOVEN

JOHN CArFERTY AND THE BEAVER
BROWN BAND "Tough All Over"
RAMSEY LEWIS & NANCY WILSON
"The Two Of Us"

MOZART: Jiolin Conc. No. 4; more

Zukermon
Rampars Greatest Hits, Vol. 2

CLAUDE BOLLING TRIO: Jazz a la
Francais/

Plus five more new Discs featuring
Bruno Wal-er conducting the
BEETHOVEN Symphonies.

SYMPHONY Nos.4&5
NERVOUS NIGHT

COLIIMEIA

MPHONY ORCHESTRA

Enjoy today's revolution in sound with CBS Compact Discs. Our rapidly -growing
DIGITAL AUDIO
catalog features hundreds of titles by sJperstar artists in all categ pries of music.
Ask for a free copy wherever Compact Discs are sold.
-CBS- is a trademark f CBS Inc.. 1985 CBS Inc
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Woodstock is enjoyable not
only as a document of an
occasion but also as a
compendium of musical
styles of the '60s.

sonically. The mix is well balanced, but

up bottles and cans, turning them into

However, Mobile Fidelity has reprint -

the pickup of individual instruments percussion instruments. The musical

ed the original souvenir program, and

lacks some clarity and focus. The bass techniques they used are not too differespecially seems mushy. Most of the ent from what the minimalist compos-

you can order it from them (using a
card enclosed in the CD package) for
a nominal $4 shipping and handling
fee. Ideally, it should be included with
the discs, but that would present some
distribution and display problems.
This is the first CD set to appear on
the market with Sanyo's special acrylic
coating on the data side as well as the
label side. Its purpose is to protect the
surface from scratches and warpage.
This factor is not especially important

exotic percussion instruments are ers are doing today. The wonderful
nearly inaudible, except during a passage (about two minutes into the track)
that specifically features them. Mike
Shrieve's drum solo really cooks with
excitement, and Carlos Santana's secand solo wails and soars, but without
the polish he would later acquire. Who
would have guessed what he and John
McLaughlin might do many years later? The seeds are here, though.

Influenced by 18 hours a day of
powerful musical experiences, the

thing is that these crowd chants arose
spontaneously, in true '60s fashion.
The people who recorded the festival

deserve praise for being aware
enough to get this on tape.
Mobile Fidelity's disc package is ac-

ceptable, but suffers from the problems that plague CD album design in
general. The original LP made a very
strong statement about Woodstock,
the event: A triple -fold album cover
conveyed a sense of the crowd's size,
with a large panoramic photo, taken
from the back of the stage, showing
the enormous audience ("the largest

crowd spontaneously improvised its
own music. To me, this is the most
significant expression of Woodstock,
because it represents the sense of group of people ever assembled in
community and "power to the people" one place," according to Max Yasgur).

that Woodstock brought into focus. Mobile Fidelity should have repro-

Some people sang little rhythmic/me- duced more graphics from both LP alIodic fragments, continuously repeat- bums, just to remind us of the size of
ing and altering them. Others

to most users at home, but the unfriendly environment (heat, dust, care less handling) of a car will make such

treatment more important as car CD
i

players become more common.

One very annoying flaw is that the
lists of tracks, titles, and performers
printed in the booklet and on the disc
labels do not correspond with what ac tually is on the disc. This makes finding
a particular selection a nuisance rather

Discwashet.
The clear choice for record care.
Where do you turn to get
the best sound from your
records? The answer is clear.

To the Discwasher D4+"
Record Care System. Its
scientific design uses a
unique fluid and directional
micro -fiber bad to clean

records safely Without leaving
residues behind. And the SC -2'
Stylus Care System loosens and
wipes away damaging stylus contaminants. All to keep
your records playing
clean and clear.

You can trust Discwasher.

The clear choice for tape
and video care, too.
Discwasher, leader in the
technology of audio and video

care products, also provides
advanced systems for cleaning

tape decks and VCR's.

The sound and sight come through clean and clear.

discwasher

©1985 Discwasher
A DIVISION OF INTERNATIONAL JENSEN INC.

1407 North Providence Road, P.O. Box 6021, Columbia, MO 65205
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this large and complex, nailing down
all those details is not a very easy task,

but this set has too many of these errors to overlook.

Woodstock is thoroughly enjoyable
on many levels. It is a document of an
important musicaVsociological occasion. It also is a concentrated compendium of musical styles of the '60s.
Steve Birchall
begins with a room -rattling bang! The

Ein Straussfest. The Cincinnati Pops
Orchestra, Erich Kunzel.
Telarc CD -80098.

Here is another blockbuster demonstration CD recording from Telarc, replete with label warnings about the imminent destruction of your audio system if you inadvertently start to play it
at high volume.

The musical values are not subvert-

next selection, "Champagne Polka," ed by the special effects. Erich Kunzel
features the actual popping of cham- gives fine performances of the lilting
pagne corks. (Two cases of California Strauss melodies and really spirited
champagne were opened for this renditions of the more athletic works.
sound efts ct.) "Banditen Galop," the The sound is beautifully clean, up to
third number, has the ultra -high-energy transients of actual pistol shots, and

Telarc's usual standard. As always, the

balance their engineers maintain becut seven, the "Fire Festival Polka," tween orchestral definition and hall
features metallic anvil pounding. Cut ambience is most realistic. Throughout
eight, "At the Hunt Polka," blasts you the works, the robust Telarc bass drum

This potpourri of works by the with rifle shots, and number 10, "Clear is much in evidence.
Strauss family does indeed have sections that could raise havoc if caution
is not observed. The first number, "Explosion Polka," is true to its name; it

Track Polka," has several startling,
If you want a Compact Disc that will
high-level train whistles. The finale, give you great music, great sound and
"Thunder and Lightning Polka," has a great fun, this Straussfest recording
speaker -blowing thunderclap!

Bert Whyte

is it!

au natural...
Exclusive new technology from our research facility
in Brest, France has enabled us to combine nature's
own honeycomb design with the most naturally rigid
shape, the dome, to produce low mass speaker cones

that do not distort their shape - or the sound they
produce - even when driven very hard by today's
dynamic musical sources. The good sound of Cabasse
loudspeakers begins at the beginning, naturally.

Ccalk.cr-s-s-e
Exclusive U.S. Distributor

MADRIGAL LTD

Post Office Box 781, Middletown, CT 06457
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Galiote
Bookshelf
System

ITT TLX 4942158

ROCK/POP RECORDINGS
MICHAEL TEARSON
JON & SALLY TIVEN

BROKEN DREAMS
much more subdued role if Marvin had
mixed it), and the vocals are not given
the proper treatment to deliver that familiar, time-honored Marvin sound. In-

stead, the vocals sound thin and flat,
as if someone decided that this was
the real Marvin Gaye, but this sound is
no more real than John Lennon without
the vocal delay, or Elvis without slap or

reverb, or Phil Collins without double

tracking. But no amount of posthumous botching can disguise the great-

ness of Marvin Gaye's talent, or the
pain of his final odyssey.
Dream of a Lifetime opens with what
sounds like a musical continuation of
"Rockin' After Midnight" from the "Sex-

ual Healing" album, Midnight Love.
"Sanctified Lady" is a sophisticated
dance tune with an irresistible beat that

proves the author a groovemaster as
well as an outstanding vocalist/composer. With a basic track this solid, the

unfinished aspects of the mix really
don't detract from the song's impact.
Although no artist appreciates having
his work released before it's completed, in many cases the germ says it all,
and is certainly of interest to fans. The
same might be said for "Life Opera," a
song sketch for an opus that gleans its
power from the snowballing of classic

ballad chord patterns and the unDream of a Lifetime: Marvin Gaye
Columbia FC 39916.
Performance: A Sound: B
Even after his death, Marvin Gaye's
records are plagued by the meddling
of middlemen. During his last tour he
announced that his next record would
be sexually controversial, with a title of
questionable taste. Someone at the rec-

important as Ray Charles was to pre -

adorned vocal whose reading is raw

'70s black pop, Marvin Gaye's blos-

and compelling.
In his lighter moments, Marvin could

soming as the premier singer/songwrit-

er of black music, circa What's Going
On, provided the inspiration and impetus for a revolution in black music as
big as the advent of Lennon/McCartney/Jagger/Richards/Dylan in the
world of pop.
Unfortunately, Marvin Gaye was illequipped to deal with the success and

ord company convinced him to do a
second version of the tune for radio. controversy which surrounded him,
"Sanctified Lady," as it was renamed,
is, of course, the rendition which meets

the ethics standards of the record
company and gets released. Marvin's

and his last album is a testament to his
less -than -healthy mental state directly
preceding his passing. "It's Madness"
sums it up candidly: "Everything I see

last album for Motown, assembled is a crazy kind of mystery to me/I'm
from tapes stolen from his European flirting with the mother of insanity/Oh,
hideaway, was also released without where is my mind?" This is not a light
his approval. But we are talking about record, nor really a finished record eia man who had lost control of his life, ther, and the way it has been prepared
so why should his records be any dif- for release is not very sympathetic toferent? This is the sad tale of the great- ward the artist. The lyrics have been
est artist to emerge from the Motown somewhat purged of sexual content
stable, without whom there'd be no (although there's plenty left), the mix
Stevie Wonder or Michael Jackson as overemphasizes the lush instrumentawe know them today. As brilliant and tion (which surely would have played a
10

be very playful, as in the '60s -style
R&B tune, "Ain't It Funny," which
sounds as if it was intended to be a hit
in The Pointer Sisters' tradition of close
vocal harmonies and upbeat feel. But
he really gets his chuckles in the sendup Of Rockwell, entitled "Masochistic
Beauty." With a British -accented voice

monotonously intoning crass sexual
lyrics, Mary plays the bad boy with
aplomb. Though the mixing and arrangements of some of these tunes
may be questionable, the personality
of the artist comes across loud and
clear, and as a matter of fact these are
probably the most revelatory of Mar vin's lyrics. Sharing the bleak and
hopeful sides of his soul (though sadly
not in equal measure), Marvin has left
us more breathtakingly beautiful melo-

dies and song structures. No doubt
they will be assimilated by contempo-

rary songwriters for many years to
come.

Jon & Sally Tiven
AUDIO/AUGUST 1985

Sam Cooke Live at the Harlem
Square Club, 1963
RCA AFIL1-5181, $8.98.
Sound: C +
Performance: A
Through the years, Sam Cooke's in-

years before his death in late '64. Here,
he is the shouter who inspired Otis and
the rest.
The tapes, only recently discovered,

sound far better than anyone had a
right to expect, especially considering

fluence on singers has been enor- that these are '63 -vintage three -track
mous. We're talking about people from

tapes. The sound may be a bit clipped,

Otis Redding and Aretha Franklin to

but the electricity is very high voltage
and the performances are hotter than
hot. Project engineer Rich Rowe and
archivist Gregg Geller, who initiated
the project, have done a wonderful job
in getting the spark onto the vinyl.
For me, hearing this live set was like
hearing Sam Cooke for the first time.
I'd always suspected that there had to
be a wild, rough-and-tumble singer

Rod Stewart and Journey's Steve Perry. Cooke's legacy of great songs that

he both wrote and sang is more than
impressive; it is essential stuff. Personally,

I've never been that much of a

Sam Cooke fan. I've found his records

just too clean and too cute with the
hokey Hugo and Luigi production.

Here we get a very different Sam
Cooke. He is grittier, rougher, and

Bad Attitude: Meat Loaf
RCA AFL -5451, $8.98.
Performance: C+
Sound: D

can't rightly figure why people either say they love or hate Meat Loafhe hasn't recorded that much to get
I

more forceful, caught in a fiery January
1963 performance recorded nearly two

hidden in those oldies but goodies,
and now I know just how true that is.
Michael Tearson
Sam Cooke

passionate about since his breakthrough second LP, Bat out of Hell.
Now, three albums later, the Meat's
title -cut duet with Roger Daltrey may
be as exhilarating and as bombastic
as Meat's title cuts usually are, but the
rest of Bad Attitude is one more trip
into teenage nihilism. It's soundtrack
music for driving around by yourself on

lonely Friday nights when you don't
have a date and your friends are all out
of town.

You do need music for this; otherwise you'd feel ridiculous when you let
the wind blow back your hair. Unfortunately, in Meat Loaf's collaboration
with lyricist Sarah Durkee and key-

boardist/tunesmith Paul Jacobs, the
teenage wasteland's gotten crowded

with caricatures rather than archetypes, with bravado rather than angst.

Only on "Bad Attitude" and in a few
moments of the synth-spackled "Nowhere Fast" (one of two songs penned
by old collaborator Jim Steinman) does

Meat seem to be saying something
from the gut and not from rote. The
extremely shoddy album pressing (at
least of my copy) doesn't help, either.
The irony is that Meat Loaf's vocals,
taken on their own, ring with tension
and sincerity. He's a one-man show,
and with the right direction he might
yet become a one-man epic.
Frank Lovece
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Some of Paul Young's
songs really work well, but
others lack a chorus strong
enough to match the verse.

The Secret of Association: Paul
Young

Columbia 40-26234.
Sound: B

Performance: A

American hit was
covering Daryl Hall's
"Everytime You Go
Away," a fine song
but hardly obscure.
Paul Young covering Hall & Oates
is somewhat ironic
considering that
they completely
cannibalized
Young's style on
"Adult Education,"
down to its imitation Wealthy
Tarts. No matter; Young is allowed this
little bit of condescension as long as it
garners him a big Yankee smash. But
he should be aware that his own musi-

cal style needs no such dilution, as
even The Commodores have nicked a
thing or two from the guy for their first

hit in years ("Nightshift"). Once he
No Parlez, Paul Young's debut al- clicks, Young will probably be the most
bum as a solo artist, was pretty close influential artist to come out of England
to perfect-a singer with the classic since The Pretenders. He's already
English tone (somewhere between held in high esteem by the American
Robert Palmer and Bobby Womack) musical community, so all his record
performing tastefully chosen, imagina- company has to do now is deliver a
tively arranged songs. There was a bona fide hit single.
spirit of collaboration on No Parlez,
Paul Young's songwriting has some

with Young's band, The Royal Family, pieces which really work well, and
making prominent musical contribu- there are some for which he couldn't
tions-particularly the brilliant guitarist come up with a chorus strong enough
Steve Bolton (Jimi Hendrix meets Ray to match the verse. ("One Step ForParker, Jr.) and fretless bassist Pino ward" is an obvious example of the
Palladino. Producer Laurie Lathan and latter.) "Everything Must Change" is
musical director Ian Kewley selected gorgeous in a "Wherever I Lay My Hat"
songs that were not necessarily obvi- sort of way, and "Tomb of Memories"
ous hits but compositions open to in- is just fantastic, although it reminds
terpretation, and the result was an al- one a bit of Smokey Robinson's "Tears
bum which sold zillions worldwide but of a Clown." The choice of songs by
only dented the American market. No other writers is not quite as uniformly
matter; artistic integrity was preserved, astute as it was on the last album, but
and success in the rest of the world "I Was in Chains" and "Bite the Hand
can be highly profitable.
That Feeds" are fun. It's just that next
However, The Secret of Association to "Love of the Common People" (on
is a bit of a change, and certain trade- No Parlez), just about anything looks
offs have been made. Bolton left the pedestrian.
group during the making of the record
The tracks with Steve Bolton's guitar
and was replaced by former Block- are growlers, and Matt Irving's sitar head, Johnny Turnbull. The Fabulous like tones fit in nicely but just don't
Wealthy Tarts (Young's female backup have the same kick to them. In this new
duo) went solo, and were replaced by setup, it's obvious that Pino Palladino
a more mature trio of black vocalists, is the featured instrumentalist period.
George Chandler, Tony Jackson and Considering his revolutionary apJimmy Chambers. There is also a de- proach to bass, perhaps that's the way
liberate move toward more self - it should be. The sound of the record is
penned songs, and the joint effort of hi-fi in every aspect, and seems particYoung and Kewley provides five of the ularly well -geared toward the tastes of
album's 11 cuts. The attempt to get an walk -listeners since stereo panning is
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a major factor in the mix. For value, the
English -import cassette is the version

to get, as it contains not only an extra
track but extended mixes of five of the
songs.

And, oh yes, this guy Young sings a
bitch.
Jon & Sally Tiven

Steady Nerves: Graham Parker and
The Shot
Elektra 60388-1, $8.98.

Sound: B+
Performance: B+
Steady Nerves is something of a return to form for Graham Parker. His last

few records have lacked the necessary hungry edge, but it is back on this
new one.
The subject matter of Parker's songs
is quite varied. Naturally there are love
songs, "Mighty Rivers" and "Wake Up
(Next to You)." "When You Do That to

Me" is a sex song. "Break Them

Down" is about missionaries in Venezuela converting Indians to Christianity

and destroying their native culture in
the process. "Canned Laughter" is
about television, while "Locked into
Green" is about the game of snooker.
"The Weekend's Too Short" is a rocker

that speaks for itself, and "Black Lincoln Continental" is a terrific, raucous,
rockabilly turn about affluence. (On the
CD version of this album, there is also

a bonus song, "Too Much Time to
Think.") Parker's writing is back on
track here, and the little guy has a lot
to say.

5

With Change No Change,
Elliot Easton of The Cars
shows he has a creative
identity all his own.

His new band, The Shot, includes an

old face from The Rumour (Parker's
original band), sax/guitar man Brinsley
Schwarz. There are also newer faces

who have worked on more recent
Parker albums-George Small on keyboards, Michael Braun on drums, and
Kevin Jenkins on bass. They give sturdy, enthusiastic support. Parker's new
coproducer is William Wittman, who
was associate producer and engineer
on Cyndi Lauper's She's So Unusual.
He introduces Parker to a similarly polished spunk here.
Steady Nerves is an album with a

whole lot going for it-solid performances, a very strong and varied
group of songs, and excellent recording. Plus, in Graham Parker, a terrific
man out front. This is a combination
that is hard to fault, and I hope it brings
Parker a good dose of the elusive success he has long deserved.
Michael Tearson
Change No Change: Elliot Easton
Elektra/Asylum 9 603931, $8.98.
Performance: A
Sound: B

than The Cars',
and as a songwriter's showcase,
Change No
Change presents a pretty
picture indeed.
Although he's
never even
collaborated
on a song
by The Cars,
Easton's solo
outing has a strong
creative identity all its own, far
superior to Ocasek's LP of a few
years back. And he sings great, too!
There's a lot of 1967 in Easton's ap- Harrison's first solo
proach, be it The Hollies of "(Wearing album had been Plastic Ono
Down) Like a Wheel," the Brian Wilson Band instead of All Things Must Pass.
chord changes of "(She Made It) New
Jon & Sally Tiven

for Me," the parentheses in his song
titles, or the Brian Jones in his image.

Citizen Kihn: Greg Kihn

Not to discount the modernism- EMI America SJ-17152, digital, $8.98.
there's some semi -dance -rap stuff,
and Ministry (a synthpop outfit from
Boston) provides the rhythm section.
But Elliot's record is comprised of real
songs with distinct parts, far more for-

Sound: C Performance: D
When an album by Greg Kihn is as
unmemorable as Citizen Kihn, there is

cause for some serious disappoint-

Lead guitarist for The Cars, Elliot

malized than some of The Cars' recent ment. Especially when it marks Greg's
Easton is a musician's musician. Eco- recorded work yet with a similar punc- debut album for a new label.
nomical and concise, Easton's licks tuation of signature guitar riffs with keyThe material is one big disaster. The
give a rhythmic kick and melodic lift to board doubling.
songs are far from what Kihn is capaRic Ocasek's perpetual eight -note
We could go on, but chances are ble of. His songwriting is simplified
rhythm playing, and his influence lends this record will become a common fix- past the point where melody disapthis ultramodern band a pair of bull- ture on radio by the time you read this. pears; there's lots of beat but not much
ocks, if you'll pardon the expression. It's just such a joy to find a hidden more. Can it be that, following the sucThanks to The Cars' global dominion, treasure locked deep in one of Ameri- cess of "Jeopardy," Kihn is trying to
Easton has been given his head with a ca's most successful rock
mine the same vein much too deeply?
solo project, and what he's come up bands-just imagine
Maybe it is the turnover in musicians,
with is good reason to run to your rec- if George
as only ace -guitarist Greg Douglas
ord store with a ten-spot in hand.
and bassist Steve Wright remain from

You might expect a deluge of Van
Halenisms and assorted parlor tricks
from this overly apt axeman, but Easton's too tasteful for such egoistic filler.

Instead, we get an album of real
songs, one that suggests an extensive

musical education without ramming
jazz progressions into pop tunes. With
a good ear for melody, Easton comes
up with memorable hooks and, like a
wise songster, tailors his instrumentation to the composition.
With the chops of a session man and
the good fortune to belong to a supergroup, Easton has become a master of
both driving Ocasek's pop formula and
adding flourishes to it. The music on
his own album is much less confined
AUDIO/AUGUST 1985

Kihn's long-term band. There is not
uch spark and too much calculation
to the performances.
The album was recorded and mixed
on digital equipment. Not surprisingly, a fine drum sound is obtained, but the drums are mixed
far out front, forcing the vocals
to ride way behind them. The
filtered sound on the vocals
doesn't help, either; the songs
begin sounding too much alike.
Citizen Kihn is a sadly enervated album. Greg Kihn has
done much better, and I trust

he will again-if he gets back
closer to the roots of basic rock 'n' roll.
Michael Tearson
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The music from Birdy is
quite subdued and very
mellow. Its most dominant
feature is a great wash
of synthesized sound.

Instrumental Music from the Film

and no lyrics." Well, it is movie music,

Birdy: Peter Gabriel
Geffen GHS 24070-E, $9.98.
Sound: C Performance: C +
Peter Gabriel's album of music for

track, or in some cases the very concept, of several of the songs from his
last couple of albums and given them

isn't it?

Peter has taken the instrumental

Birdy comes with the disclaimer that whole new treatments for the Alan
"this record contains recycled material

-t\y-

Parker film. There are some new
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pieces, too. The result is mostly along
the lines of Brian Eno's Ambient Music

series, which was more atmosphere
than melody, more background sound
than up -front listening.
Gabriel enlisted Daniel Lanois as his

coproducer for this project just after
Lanois had coproduced, with Eno, the
U2 album The Unforgettable Fire. Gabriel also brought in Eno's Ambient collaborator Jon Hassell and the band he
usually records and tours with, including synthesizer wiz Larry Fast, bass man Tony Levin, drummer Jerry Marotta and guitarist David Rhodes. In addition, The Drummers of Ekome and

session players Manny Elias, John
Giblin and Morris Pert appear.
The recording is quite subdued and
mostly very mellow. The predominant
feature is a great wash of synthesized

sound, rather than melody or song,
with occasional wordless vocals. While
the album is full of fascinating and unusual sounds, it is not up to being the
test record for speakers it had the potential to be. The pressing is somewhat

noisy, too. In all, a vague disappointment on the technical side.
As movie music, Gabriel's work is
interesting if not really ground -breaking stuff. can't help expecting this
record will be of interest most of all to
Peter Gabriel devotees, who can tend
toward the fanatical side.
I

Michael Tearson

Playing to Win: LRB
Capitol SJ-12365, $8.98.
Sound: B
Performance: D

Little River Band is in big trouble.

os

and
easily
system
amplifier
speaker
any
high -current
-..roublesome
1 ohrn.
virtually
some low as
vvith
as
high-poer,
This
interfaces-ncluding falls
today impedance
accurately
available Whose
types
exotic
35 Ps

They are trying for a major image over-

haul with Playing to Win, attempting,
apparently, to move from the mildmannered music they are known for to

some brand of arena rock, Journey clone style. To that end, they made a
smart move in hiring Spencer Proffer
as producer. He has always had a feel

for that overblown Meat Loaf type of
record, and here he has developed a
big, big sound with loads of thump and
self-importance.

Unfortunately, the songs are sufficiently unconvincing and insincere to
bring the whole project crashing down
to earth. Playing to Win is not a good

album. Back to the drawing board,
lads.
Enter No 2 on Reader Service Card
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CLASSIFIED ADVERTISING

CLASSIFIED
ADVERTISING RATES

FOR SALE

BUSINESS ADS-$1.40 per word, MINIMUM charge

AMERICA'S LARGEST dealers in HIGH END USED stereo. We BUY by PHONE. STEREO EXCHANGE 687A
Broadway, between 3rd and 4th St. (opposite Tower Records) NYC 10012. (212) 505-1111 and (800) 833-0071.

PER AD, PER INSERTION $33. All centered or
spaced lines $11.

NON BUSINESS ADS -954 per word, MINIMUM
charge PER AD, PER INSERTION $17. All centered
or spaced lines at $9.

ALL LINE ADS-First line set in bold face type at no
extra charge. Additional words set in bold face at $1.65
extra per word. One point ruled box is $12.

CLASSIFIED LINE ADS ARE PAYABLE IN ADVANCE BY CHECK OR MONEY ORDER ONLY.
(Sorry, we cannot accept credit cards or bill for line
advertising.) ALL LINE ORDERS should be mailed to:

A BRAND NEW
WONDER CAP!!
A TOTALLY NEW DESIGN from IAR research. It's bigger,
it's far better-and it costs LESS! How much better does it
really sound, compared to our old Wonder Cap? Excited

users have said: SPECTACULAR! UNBELIEVABLE!
What will you say when you hear the NEW IAR Wonder
Caps''' in your own electronics and speakers? Write for
FREE application notes and order forms.

AUDIO/CBS Magazines
P.O. Box 9125
Dept. 346V
Stamford, CT 06925

IAR/TRT
VISTA, CA 92083

ORDERS WILL NOT BE PROCESSED WITHOUT
ACCOMPANYING CHECK OR MONEY ORDER FOR
FULL AMOUNT.

CLOSING DATE-First of month two months preceding the cover date. If the first of the month falls on a
weekend or holiday, the closing date is the last business day preceding the first. ADS RECEIVED AFTER

Audiophile's Corner
A Phono Cartridge is Like a Violin

ACOUSTAT AND PS AUDIO-SUPERB!
Free shipping! Fast service! Also Sota, Thorens, Talisman,
Audire, Hafler Klipsch, Adcom, Quad, SAE, compact digital players. READ BROTHERS STEREO, 593 King Street.
Charleston, South Carolina 29403. (803) 723-7276.

No two sound exactly alike. We recommend the
Alpha I moving coil cartridge by Monster Cable for its
purity in sound and consistancy in manufacturing.
Why it extracts from the record grooves is nothing short
of phenomenal. Audition ii at:
ELITE ELECTRONICS
20149-A Stevens Creek Blvd. Cupertino. CA 996-2400

FOR SALE
ACOUSTAT SERVO CHARGE AMPLIFIER REVISION
ALL VACUUM TUBE, Polypro Caps, MF R's, Dual Regula-

tion, New Epoxy PCB, & More. Definitive / Dynamic /
Precisely Imaged. 100 % Warranty. $1200 + Old Amps.
Also: COMPLETE VACUUM TUBE PREAMP REVISIONS-AR, CJ, Marantz, etc. $600. Write (incl. Phone #):
Curcio, PO Box 10503, State College, PA 16805-0503.

ALCHEMIST & TALISMAN MOVING COIL CARTRIDGES

IN STOCK! ORDER TOLL FREE 1-800-222-3465 VISA/
MC/COD WELCOME! CALL US LAST' HCM AUDIO,
1600BB MANGROVE. CHICO, CA 95926 1-916-345-1341

THE CLOSING DATE WILL BE HELD FOR THE
NEXT ISSUE UNLESS OTHERWISE STATED.
FREQUENCY DISCOUNTS -3 times less 5%, 6 times
less 15%, 12 times less 20%. These discounts apply to
line ads only. Ads submitted for a three -time frequency

are unchangeable. Frequency discounts not fulfilled
will be short -rated accordingly. Agency discounts do
not apply to line advertising.
BLIND ADS-Audio box numbers may be used at $6
extra for handling and postage.

GENERAL INFORMATION-Ad copy must be typewritten or printed legibly. The publisher in his sole
discretion reserves the right to reject any ad copy he
deems inappropriate. ALL ADVERTISERS MUST
SUPPLY: Complete name, Company name, Full street
address (P.O. Box numbers are insufficient) and telephone number. Classified LINE ADS are not acknowl-

edged and do not carry Reader Service Card Numbers. AGENCY DISCOUNTS do not apply to line advertising. FREQUENCY DISCOUNTS not fulfilled will
be short rated accordingly. Only those advertisers who
have prepaid for their entire contract time will be RATE
PROTECTED for the duration of that contract, in the
event of a rate increase.
1

CLASSIFIED DISPLAY RATES
col x 1 inch
$275

col x 2 inches
1 col x 3 inches
2 cols. x
inch
2 cols. x 2 inches
1

1

$435
$622
$495
$836

One column width is 21/2". Two columns wide is 41/a".
For larger display ad rates and 6, 12, 18 and 24 times
frequency rates call (212) 719-6338.

DISPLAY ADVERTISERS should make space reservation on or before the closing date, Ad material (film
or velox) may follow by the tenth. DISPLAY ADVERTISERS MUST SUPPLY COMPLETE FILM NEGATIVE READY FOR PRINTING OR VELOX. PRODUCTION CHARGES WILL BE ASSESSED ON ANY AD
REQUIRING ADDITIONAL PREPARATION.
ALL DISPLAY CORRESPONDENCE should be sent
to:

Laura J. Lo Vecchio
AUDIO MAGAZINE
1515 Broadway
New York, NY 10036

FOR ANY ADDITIONAL INFORMATION, contact
Laura directly at (212) 719-6338.
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IF YOU ARE OBSESSIVE
ABOUT DIGITAL AUDIO,

WELCOME TO THE CLUB.
It's the Sony Digital Audio Club.
The world's first club dedicated to
creating awareness and understanding of the remarkable
technology behind compact

ucts from Sony-the leader in digital audio.

To become a member, simply
mail -he coupon below, along with a
check or money order
for $15 * to Sony Digital

Audio Club, Post

disc players-from

the company that's
most qualified to
provide it.
This year, to
welcome you to the
club, you'll receive
special promotions
on compact discs; discounts on digital accessories; the club's quarterly newsletter,
"The Sony Pulse"; The Sony Book
of Digital Audio Technology (with
over 300 pages of facts and details);
a 30"x 40" digital audio poster; a
digitally -recorded compact disc;
and extensive information about
the latest advances in digital prod-

Office Box 161,

Lowell, Massachusetts 01852.**
And join the thou-

sands of people who
are already well on their
way to satisfying their
obsessions.

SONY

THE LEADER IN DIGITAL AUDIO.'"
Name

Address
City

State

Zip

AM -8/85
* $3.00 additional for postage and handling outside the U.S **Please allow 4-6 weeks for delivery.
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FOR SALE

FOR SALE

FOR SALE

ALTERNATIVE AUDIO: HOME OF FINE AUDIO VALUES. JSE. Infinite Slope, Spica and subwoofer, Rauna,
MCM Systems 3D, PSE, Electron Kinetics Eagles, Music

ANNOUNCING!!! DYNA MODS BY MUSICAL CON-

ATTENTION: BERNING, SOTA, AR TURNTABLE, WALKER, PETERSON, ALPHASON, ALPHA, DYNAVECTOR,

Reference, Counterpoint, Precision Fidelity, B&K, VPI, AIphason, Sumiko, Discrete Technology, Kimber, Randall

best" sonics. Wonder why reviewers compare Musical

STAX, FULTON, GOETZ, AUDIBLE ILLUSIONS,

Concepts mods against the best? We compare to the best,
that's why! In fact, our modified Dyna PAT -4 and PAT -5 will
outperform some of our excellent Hafler mods. The MC -1
preamp circuit is available for the PAT -4, PAT -5 and Hear
DH -101. Other products include high current toroid transformers for all Hafler amps, high capacitance replacement

KOETSU, SHINON, ELECTRO KINETICS, MAS, BRB,

Research, Promethean, Grado, Distech CD Players,
Tweek, Tiptoes and more. Auditions by appointment. Massapequa, LI, NY. (516) 541-7025.

CEPTS!!! No longer must the Dyna owner accept "second

capacitors for all Hafler amps, plus a new generation of
Hafler amp mods that must be heard to be believed! Call or

write for brochure. Musical Concepts, 1060 Fifth Plaza,
Florissant, MO 63031, 314-831-1822

SOME KIND WORDS
ABOUT VMPS

APPALLING? ISN'T IT?

At the January 1985 Consumer Electronics Show,
the international audio press had its first opportunity to hear the VMPS Super Tower 11a/ R with integral OSO Holosonic image enhancement and ambience recovery circuits. Here's what they had to
say:

About its naturalness and musicality:
Best Sounding Demos: "Brian Cheney, of VMPS,
as usual had taken great care setting up his demonstration. Brian is rare among audio designers: he
loves music for its own sake and frequently can be
found at audio shows playing natural -sounding
chamber music records . . he does always manage
to slip in a gut -shaking -high -decibel selection, as
well he might!" (Neil Levenson in Fanfare, Mar/ Ap
85)
On its high performance and value:

"At $1700 each, the latest version of Brian Cheney's 15 -driver VMPS Super Tower 11a/ R was
probably the least expensive of the new high -end
models on display. Cheney played a world -class
drum demo tape to prove that the new version had
what it takes." (E. Brad Meyer in High Fidelity, Ap

How many esoteric audio products look and feel as if
they were made by orangutans with screwdrivers. If you
are fed up with sacrificing reliability, aesthetics and quality
of construction to obtain purer sound, don't despair!
There are many high -end audio components built try
small yet solid professional companies which not only express the utmost in musicality but also reflect the high level

of design integrity, craftsmanship and quality control. At
Sound By Singer we select and blend only such components into systems designed to extract the most music from
your audio dollars.

ACOUSTAT ADCOM AKROYD APOGEE AUDIO QUEST AUDIO NOTE AUDIO INTERFACE AUDIO

VOIS B&K BERNING BEVERIDGE COUNTERPOINT CWD DYNAVECTOR FUSELIER GRACE
GRADO KISEIKI KLOSS KOETSU KRELL LINN
SONDEK LIVEWIRE MC LAREN MONSTER CABLE

NAM AUDIO NITTY GRITTY NOVAK NYAL

(MOSCODE) PRECISION FIDELITY PROAC PROTON RANDALL RESEARCH RAUNA REGA ROB-

ERTSON SNELL ACOUSTICS STAX SYMDEX
SYRINX TALISMAN

SOUND
BY SINGER
165 E. 33RD STREET
New York, NY 10016
(212) 683-0925
WE SHIP ANYWHERE
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On its dynamic range and bass response:

"On the VMPS 2ARs, fed by open -reel tapes,
heard positively awesome percussion recordings
that left bruises on my abdomen." (Ken Kessler in
I

Hifi News and Record Review, England, Ap 85)

On its remarkable imaging and true-to-life ambience:

"At the VMPS room I had a thoroughly enjoyable
time listening to several CDs recorded in different
halls. On VMPS's top model, the acoustic footprints of places such as Boston's Symphony Hall,
Chicago's Orchestra Hall, and Montreal's St. Eustache were unmistakably clear and as easy to differ-

entiate as if you were there in person." (Steven
Birchall in Digital Audio, Ap 85)
VMPS manufactures nine models of value -oriented

speaker systems starting at $164 each. Moneysaving kit versions, including fully -assembled cabinets. are also available. Write us for brochures and
test reports on our seven -driver, biampable Tower

II ($419 ea kit, $599 ea assem), the nine -driver,
dual 15" Super Tower/ R ($679 ea kit, $969 ea
assem), our famous dual -driver, 12" & 15" Sub woofer ($250 ea kit, $375 ea assem) with either
its 100Hz quasi -second -order Passive Crossover ($30 kit, $40 assem) or John Curl -designed
Electronic C
($449), the five -piece,
76" -tall Widerange Ribbon ($7500), or our CISO
Series of bookshelf systems. Prices on all models

NAKAMICHI, CARVER, REVOX, CROWN, BANG &
OLUFSEN, TANDBERG, KYOCERA, N.A.D., THORENS,
HARMAN-KARDON, B & W, E -V, kD.S., DCM, KLIPSCH,
AND OTHER QUALITY COMPONENTS. BEST PRICES PROFESSIONAL CONSULTATION. ALL PRODUCTS
COVERED BY MANUFACTURER'S USA WARRANTY.
AMERISOUND SALES, INC; P.O. BOX 24009; JACKSONVILLE, FLORIDA 32241. EAST: (904) 262-4000; WEST:
(818) 840-0878.
AUDIO, VIDEO AND AUTO -SOUND AT UNHEARD -OF PRICES!! Now you can own the finest in Audio, Video and

Auto sound including the esoterics at incredible prices.
DIRECT SIGHT AND SOUND (the expanded Direct Sound
Marketing) provides sensible expert advice, complete service facilities and factory -fresh components on an in -stock
basis. Call (404) 351-6772 or (404) 233-9500 for our FREE

catalog to DIRECT SIGHT AND SOUND, 3095 Bolling
Way, Dept. #A Atlanta, Georgia 30305 MCNISA/AMEX

OTHERS. MAURY CORB, 713-728-4343.

ATTENTION DYNACO OWNERS: Musical Concepts
will soon bring our outstanding modification expertise

to several Dynaco models. Our first offering is the
outstanding MC -1 preamp circuit board, adapted to the
Dynaco PAT -4 and PAT -5. This is a dual mono

preamp on a single board with twin LIPS power supplies. Estimated pricing $249/kit, $329 installed. These
preamps will challenge the finest. Write for brochure.
Musical Concepts, 1060 Fifth Plaza, Florissant, MO
63031. 314-831-1822 (1-4pm CST). P.S. Can a Dyna
MK III compete with the best tube amps? Maybe sostay tuned!

ATTENTION DYNA, HAFLER, CROWN OWNERS
Frank Van Alstine and Associates engineer complete
new Transcendence power mos-fet amplifier and precision let preamp designs to interface with your existing chassis. Original circuits, and their problems, are
discarded. Obtain superior performance without buy-

ing expensive new hardware. Learn why "underground" magazines claim our rebuilt Dyna 150 is a
best buy, our MOS-FET 120B sounds like 150 watts,
our FM -5 circuits sound best, and our preamps play

music. Call or write for free catalogue and sample
Audio Basics monthly newsletter. We ship worldwide.
Jensens Stereo Shop, 2202 River Hills Drive, Burnsville, Minnesota 55337 (612) 890-3517.

ATTN: WANTED; MCINTOSH, MARANTZ, ARC, BERN
NG, QUAD, WESTERN ELECTRIC, TANNOY, ALTEC,
THORENS, EMT, ETC. 713-728-4343, MAURY CORB,
11122 ATWELL, HOUSTON, TX 77096.
AUDIO CONNECTION
in Northern New Jersey
TURNTABLES: Goldmund, Merrill, Heybrook, VPI,
Systemdek, Harman Kardon
TONEARMS: Eminent Technology, Goldmund/Lurne,
Grado, Souther, The Well Tempered Arm
CARTRIDGES: Alpha, AudioOuest, Decca vdHul,
Garrott Decca, Grado, Promethean
(stylus retipping service for all cartridges)
ELECTRONICS: (tube) Jadis, Melos, MFA Systems,
Audible Illusions, Quicksilver

(SOLID STATE) Electrocompaniet, Leach, FM
Acoustics, Magnum, Nova, PS Audio
SPEAKERS: Fuselier, Kindel, Princeton Acoustics,
Rauna, Spendor, Spica, Vandersteen
ACCESSORIES: Goldmund, LiveWire, Last, Kimber,
Kinergetics, Peterson, Sims Vibration Dyn., Sonex,
Tiptoes, Torumat, Tweek, VPI
1-201-239-1799
615 Bloomfield Ave., Verona NJ 07044
AUDIO CONNECTION also has for sale: occasional
close-outs, some used equipment and display pieces.
Single speaker demonstration; record cleaning; audiophile discs. HOURS: Mon, Tues, Fri 12 to 7, Thurs 129, Sat 11-6. Please, call for an appointment!

accepted.

ELECTROCOMPANIET

(except bookshelf speakers) include free shipping in
USA.

VMPS AUDIO PRODUCTS
div Itone Audio
1016 Contra Costa Dr., El Cerrito, CA 94530,

(415) 526-7084
Hear VMPS at: The Listening Studio, Boston: Audio Perfection.
Minneapolis Mn: Special Systems Stereo. Madison WI; Metrovii:
deo. Chicago Efficient Stereo. Torrance Ca: The Long Ear, Big
Bear Lake Ca: Sounds Unique. San Jose Ca. (tone Audio, El Cerrito
Ca; Stereotown. Brookings SD: Praise Audio, Powder Spring Geo:
Missoula Trumpet Sales. Missoula Mt: Walker Audio. San Angelo
Tx; Eclectic Audio. Livermore Ca: Arthur Morgan (rep). Altamonte
Springs Fl; Mountaineer Telephone. Beckley W Va.
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Affordable and reliable amplification designed to reveal
every musical subtlety and the full range of dynamic impact
found on the best source material.
Call or write fo more information.
Rt. 202, Box 127

Electrocompaniet, Inc.
Hollis, ME 04042 (207) 929-4553

AUDIO/AUGUST 1985

FOR SALE

FOR SALE

AUDIO CLASSICS OFFERS THE BEST trades towards:
Goldmund, Berning, Class& Merrill, Koetsu, NYAL Moscode, Futterman OTL, Pink Triangle, Quicksilver, MCM,
GSI, Kinergetics, Souther, JSE, Alphason, Watkins, Odyssey, MFA Magus, Precision Fidelity, Jadis, Shinon, Superphon, Tiptoes, Onyx Audio, Fosgate, Straight Wire, Hitachi
cables, Lead Balloon, RAM tubes, Kindel, Fidelity Research, Promethean, Discrete Technology, Well Tempered
arm, Lazarus, Peterson, MIT cables, and more. Ask for
used, demo list. AUDIO CLASSICS INC., Oklahoma City,
Okla. Call: (405) 842-3033.

BASS DESIRES? Satisfy them with The Richter Scale: 1/2
octabe bass EQ, 2 -way electronic X -over and warble ana-

Quahog Tapes

lyzer for just $259. Write Audio Control Corp. P.O. Box
3199, Lynnwood, WA 98036 for complete details. Available
at INS, ANAHEIM, CA. 714-666-1390.

BEST SOUND PER
DOLLAR
SYSTEM
(UNDER $2100)
Turntable:

Linn Sondek Lp-12

AUDIO ONE
proudly announces appointment as the world's first
dealer for the most significant advancement of
transducer technology in many years, the

TonearmslCartridges: Linn Lux + Basik

NONSPEAKER"

Speakers:

a unique and stunningly attractive component, that in
the parameters of frequency response,
cohesiveness, timbre musicality, clarity, openness
and dynamic range typically and by considerable
margin, outperforms existing speaker systems
costing two and even three times its price! This is a
seemingly outlandish claim -however, after
auditioning NONSPEAKERS you'll find it difficult to
listen and enjoy almost ANY existing speaker system
... regardless of price!
NONSPEAKERS are wired totally with Randall
Research teflon cable, have edge of the art
crossover and capacitor technology, trick cabinetry
and unique proprietary driver systems that are digital
ready. Several configurations of NONSPEAKERS are
available with prices ranging from $499 to $3999 the
pair. Under no circumstances should you consider a
speaker purchase until you have had an audition of
NONSPEAKERS. Phone us for details.

AUDIO ONE

on Sunset Boulevard in West Hollywood
213 855-0500

Integrated Amp:
Tuner:

BELOW VINOL AAAAA PRICES
MAXELL
TOK
060

89

SA 60

1.05
1.39
1.59
1.39

ADX
ADX 9D
SAX 60
SAX 90
HES 60
HFS 90

2.09
2.29
2.19
2.39
3.09
4.09

MA 90
MAR 60
MAR 90

4.09
4.69

0 90
AD 60
AD 90

515

TEAC
2.99
3.29

CDC 90
CRC 90

Naim Nait
Adcom GFT-2
Linn Kans

LN 60
LN 90

.99

1.09
1.39
1.69
1.65
1.75

UD-S 60
UD-S 90
XL II 60
XL II 90
XL IIS 60
XL 11590

MX 90
UD 35-90

XL I35-908

3.99
4.89
6.39

SONY
HE 60
HE 93
HE 120
HES 90 .
UCXS 60
UCXS 90

TDK T-120 ENG 6.49
MAXELL T-120 4.75
MAX T -120146X 6.49

MAX T-12000607.99
SONY 1120 ..... 4 75
SONY112OUNG 5.95
SONY L750 ..... 4.75
SONY L750U14G 5.95
SCOTCH 1120 .. 4.99
SCOTCHTI20 HO 6.99

3.39
1.79

FR METAL 90
.75
.95

. .....

VIDEO
TOK T-120 ...... 4.75

1.59
1.69
1.69
1.89

FR El SO

OISCWASNER
DISKIT
DISCSET

D'MAG
TAPE CARE

CALL MOW: 71R-41.141-3419 7 OR

29.95
14.49
12.49
9.49

RV MAIL

SF IPPING COST IS ONLY $4.50 FOR ANY ORDER IN USA
COO COSTS $2 00 MORE. NO EXTRA CHARGE FOR VISA MC.

EMEEEESEI

SOUND
BY SINGER
165 E. 33rd Street
New York, NY 10016
(212) 683-0925
BEST TRADES OFFERED. Conrad -Johnson, BEL, Nova,
Gyrodec, VPI, Souther, Zeta, MCM, ProAc, Dayton Wright,

JSE, Superphon, VSP Labs, Belles, Adcom and more.
Presto Audio, 3125 Williamsburg Dr., San Jose, CA 95117.
(408) 374-0292. Write for specials.

BRITISH EQUIPMENT DIRECT FROM THE U.K. Most
quality makes of equipment available at advantageous
prices. For price list and price quotes write to AUDIO T,
Dept B, PO Box 152, Enfield, Middx. EN2 OPL, U.K., or call
(01) 366-5015.

Tummereakarance
10-50%
Demo Accessories
MC -VISA Write for Price List

New

AUDIO VISION

40 Mass. Ave. Lexington, MA 02173 (8171863-5221

Monster Cable Introduces 2 New Options to
Ordinary "Zip Cord"

AS THE DARK AGE NEARS, STANDS "THE SOURCE"
... the final turntable. At Desert Wail, naturally. 213-832
5188.

BEST TRADES OFFERED. Acoustat, AR, APT -Holman,
Berning, B&K, Class& Discrete Technology, Duntech, Futterman, Clements, Goetz, Haller, JSE, Kindel, Magnavox

CD, Lazarus, MFA, GSI, Moscode, Mordaunt Short,
McLaren, M&K, MCM Systems, Micro-Seiki, PS, Quicksil-

ver, Rauna, Revox, Robertson, Snell, SOTA, Spendor,
Spica, Stax, Symdex, Superpon, Tannoy, VPI, Watkins,
Nitty Gritty, Gyrodec, VSP, Kisiki, Koetsu, Pro -Ac, Klyne,
Alphason, Rock, Alpha, Shinon, Cambridge, Celestion,
Mod Squad, Heybrook, all cartridges, tonearms, and more
to come. Visit the Ozarks. AUDIO DOCTOR, 1518 Commercial, Box 390, Buffalo, Missouri 65622. 417-345-7245
VISA -MC.

The Powerline Series with its special winding, precisely controls the audio signal
for more accurate music reproduction.

DALLAS
AR

Nay Gritty

Acoustat
Audible Illusions
Audio Source
Audioquest

Onkyci
PS Audio

Belles

CJ Walker
Conrad -Johnson
Electrocompaniet
Grace
Grado
Harman-Kardon
'Umber gable
Live Wire
Magnepan
MAS
Monster Cable

ProAc

Randall Research
Reference Recordings
Robertson
Sheffield
SOTA

Sonographe
Souther
Spica

Sumiko Products
Talisman
Thiel
Threshold
VPI

Omni Sound
4833 Keller Springs Rd.
Dallas, Texas 75248
(214) 931-6664
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The Powerlinem 2 and Power - duction that you would never
line 3 speaker cables.
have thought possible by sim-

speaker cables provide sonic
improvements in music reproTogether they represent
ply changing speaker cables.
duction that can be compared
the state-of-the-art in
with those of the world's finest
More accurate reproduction
speaker wire technology.
audio components... but at only
of instruments, and voices
Considered by audiophiles and
a fraction of the cost.
that sound "live':
critics as the finest speaker
So whether your choice is
Wider and deeper soundstage.
cables ever built, the Powerline
digital or analog, rock or the
Precise placement of all the
Series® utilizes sophisticated
classics, choose a cable that
instruments between the
winding techniques to control
won't run out of steam with
speakers.
the distortion producing "electoday's music. Add Powerline 2
A 3 -dimensional image that
tromagnetic fields" generated
reproduces all the "depth" and or Powerline 3 to your sound
by audio signals as they travel
system.
"ambience" of the original
through wire.
You'll discover why we call it...
recording.
The result?
Improvements in music repro- In fact, the Powerline Series
Powerline 2 is our finest speaker cable.
Powerline 3 provides similar performance at a lower price.

Monster Cable" Products. Inc.

101 Townsend, San Francisco. CA 94107 1111010
415 777-1355

Telex: 470.584 ACSYUI

Please write for our free brochure.
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FOR SALE

FOR SALE

FOR SALE

BI -AMPLIFICATION BREAKTHROUGH. Use The Richter
Scale's 2 -way X -over to bi-amp. Then balance your system
with the built-in warble analyzer, 1/2 -octave bass EQ and
special measurement mike. Write Audio Control Corp. P.O.

DB SYSTEMS PREAMPLIFIER UPDATES INCLUDE:

FANTASTIC HITACHI LINEAR CRYSTAL-OXYGEN
free copper interconnect cables, gold plated terminals,

Box 3199, Lynnwood, WA 98036 for complete details.
Available at CENTURY STEREO, SAN JOSE, CA. 408998-7474.

DB-1 to DB-1A; DB-1A to DB-18 electrical $35 (three year
warranty extension). All gold plated jacks $30. Other options available. DB SYSTEMS, Rindge, New Hampshire
03461. (603) 899-5121.

DRAMATICALLY IMPROVE YOUR "NEW" AR

BUY DIRECT AND SAVEI
Linn, Rega, Naim Audio, Creek, Heybrook, Robertson,
Electrocompaniet, Spica, Quad, Spendor, VPI, Walker,
Wharfedale, Stax, Sound Organization Tables, PREPAID
SHIPPING. HI Fl GALLERY, 811 Broad Ripple Ave., Indianapolis, Indiana (317) 253-5141.

CALL TOLL FREE 1-800-826-0520 FOR ACOUSTAT,
DAHLQUIST, NAD, HAFLER, DENON, dbx, 3D, PROTON,

TANDBERG, BELLES, ORACLE, M&K, GRADO, NITTY
GRITTY, AUDIOQUEST, DUNTEC, MONSTER, CWD,
B&W, DCM, THORENS, VSP, STAX, SOTA, GRACE,
ASTATIC, PROAC, DYNAVECTOR, TALISMAN. THE

SOUND SELLER, 1706 MAIN ST., MARINETTE, WI
54143. (715) 735-9002.
CUSTOM STEREO ELECTRONICS INC. OFFERS QUALITY NEW & USED EQUIPMENT: Used: Audio Research
D60 $895, D9OB $895, SP6E $1295, SP6A $650, 01008
$795, SP4 $495, SP8 $995. Bryston 3B $550. Mark Levinson ML11 & ML12 Comb. $2200, ML10 $2200. Linn LP12
Custom made Ash base w/ M&K Rabco arm $900. QUAD

44 $375. Demos: NAK ZX9 $995. Audio Research SP10
$2895. QUAD ESL 63's $1895. Acoustat TNP $550. TNT
$550. Custom Stereo Electronics, Inc., 1391 S. Hamilton
Road, Columbus, OH 43227. (614) 235-7575.

DEALER FOR SOUNDCRAFTSMEN POWER AMPS,
ESP AQUARAY HIRES VIDEO PROJECTORS (90 COLUMN DISPLAY) & MINDSET GRAPHICS COMPUTERS.
CUSTOM SUBWOOFERS, SPEAKERS, MIXERS, VIDEO
AMPS, DESIGNED TO FIT YOUR APPLICATION: NIGHTCLUB, LIVINGROOM, UNDERWATER. WRITE: LERMA
AUDIO&VIDEO INC., 26458 N SYCAMORE ST., ARLINGTON VA. 22207, CALL: 703-534-9087. I SERVICE WHAT I

TURNTABLE. We guarantee the following products to
improve your AR's transparency, detail and smoothness or we will refund the purchase price.
1). AudioQuest Sorbothene Mat
$35
2). Predrilled Aluminum Armboards
MMT, Linn, or AR arms
$30
3). Hum -shielding for AR Platters:
Platter shield
$39
The Audio Advisor, Inc. Box 6202 Grand Rapids, MI.
49506. (616) 451-3868. Shipping $3/item.

ELECTRACRAFT FEATURES: ADS, AR, Audioquest
B&O, Carver, Dahlquist, DCM, Grado, Hafler, Mitsubishi
NAD, PS Audio, Revox, RH Labs, Signet, SOTA, Spica
Sumiko, Tandberg, Thiel. ELECTRACRAFT, 212 North
First Ave, Sandpoint, ID 83864. (208) 263-9516.

ELECTRONIC CROSSOVERS: 6, 12, 18dB/octave. Kits
from $116. Transient -Perfect Crossover, $175. Subsonic
Filters, Bandpass Filters from $25. Free Folder w/reviews.
ACE AUDIO CO., 532 -5th Street, East Northport, NY
11731-2399. (516) 757-8990.

ELECTRON TUBE SALES 6DJ8 6AN8A 6CA7 6L6GC
6550A EL34 KT77 KT88 EF86 Same day shipping from
stock Industrial Tube Distributors since 1947. 4000 Types
in stock. A R S Electronics, 7110 DeCelis Place, Van Nuys.
Ca. 91406, (818) 997-6200

EXCELLENT USED AUDIO COMPONENTS amplifiers,
Arcam Armstrong, Quatre GAS turntables, Linn Sondek,
Connoisseur Loudspeakers-IMF Electronics, Essence
monitors cable. Fulton gold tuners Armstrong. 502-4266882-Keith Hoagland.

SELL.

shipped postpaid: 1/2 meter $28, 1 meter $38, 11/2 meter
$45, 2 meter $50. Send check/M.O., dealers invited. PMD
Enterprises, 9908 Daines Drive, Temple City, CA 91780.
(818) 286-9122, evenings/weekends.
EXCEPTIONAL AUDIO REPRODUCTION SYSTEMS
REGA, HEYBROOK, LOGIC, THORENS, AR, DUAL turntables; ZETA, REGA, PREMIER, LOGIC, GRACE tone arms; ADCOM, ARCAM, AUDIRE, CREEK, KENWOOD

BASIC, KYOCERA, ROTEL, SHERWOOD, VSP LABS
electronics; FRIED, HEYBROOK, MORDAUNT-SHORT,
MAS, REGA, WATKINS loudspeakers; TALISMAN, SUPEX, GRADO & SIGNATURE, PROMETHEAN, REGA,
PREMIER, ARCAM cartridges; AUDIOQUEST, DECCA,
NITTY GRITTY, THE PIG, LIVEWIRE and other accessories. EARS, P. 0. BOX 658-U, W. COVINA, CA 91790.
818/961-6158 EVENINGS, WEEKENDS. MCNISA. MANY
MONTHLY SPECIALS! (SEND STAMP)
FOR SALE: MAGNEPAN MGIII $1200, Nakamichi Dragon
$1100, PS Audio IVH $450, Acoustat TNT 200 (transferable warranty) $650, SOTA Saphire $500, Premier MMT
tonearm $125, Grado Signature 10M $125. 405-948-7876.

FREE BARGAIN NEWSLETTER-Savings to 65%! Famous brands, wholesale and below. Stamp gets latest
electronics deals. Our 10th year. SCC, Lock Box 551
(AMO3), Dublin, OH 43017.

FREE catalog-LOWEST DISCOUNT PRICES on stereo/esoteric components for home and car. Sony, Bose,
JVC, SAE, Crown, other 'high quality' brands. Audio Unlimited, 12031/2B Adams, LaGrande, OR 97850, 503/963-

5731, 10-6 M-Th Pacific time.

GENE RUBIN AUDIO-LOS ANGELES: LINN, NAIM,
REGA, THORENS, AR, HAFLER, CREEK, ROTEL, CON-

RAD-JOHNSON, WHARFEDALE, CELESTION, STAX,
SPENDOR, AKROYD, B&W, PRECISION FIDELITY &
MORE. PRE -PAID SHIPPING (818) 571-1299 (PAC.
TIME.)

CROSBY MOD. 3120, 35 watt intergrated, will easily compete with any electronics under $1000! The sound is high
resolution, yet warm almost tube like. Free Lit. $370. 2701
N. Rojo, Hobbs, NM 88240. (505) 392-4781.

land...

In New
II

'

Known by the company we keep.
MAJOR AUDIO Grado
Acoustat
ADS
Alpha

Audio
Interface
Audio Pro
Audioquest
Boston

Acoustics
Bryston
Carver

Counterpoint
CWD
Denon
Dynavector
Eminent
Technology
Grace

Signature

LAST

Livewire
Magnepan
Martin -Logan
Mission
Mod Squad

CASH for all types of USED STEREO EQUIPMENT. We
by BUY by PHONE. STEREO TRADING OUTLET, 320
Old York Rd., Jenkintown, Pa 19046. 215-886-1650.

GOLD LION, "INDIA," TELEFUNKEN TUBES. Cramolin,
fidelity research, Hitachi, LC-OFC, Kimber Kable, PS Audio, Precision Fidelity, Sheffield, SONEX, Superphon, VPI.
VECTOR ELECTRONICS, 1653 SE Marion, Portland, OR
97202. VISA, MASTERCARD, AMERICAN EXPRESS.
(503) 233-2603.
INFINITY REFERENCE STANDARD
Excellent condition, best offer, will deliver and setup in
(408) (415) area, else shipping FOB Sunnyvale, CA.
(1500 LBS). (408) 749-8522 anytime.

Stax

Sumiko
Tandberg
Threshold
Vandersteen
VPI

NEC
Pioneer
Proton
Sony

Modern Demo Facility, Specialty Records,
Accessories and CDs, In-store Service,
Custom Cabinetry, No Mail Orders Please

105 Whitney Ave., New Haven, CT (203)777-1750
Mon. ,Tue.,Wed., Fri.,10-6,Thurs., 10-8 ,Sat.,10-5,

MC/VISA/AMEX/TAKE 5 Charge
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OLUFSEN, TANDBERG, KYOCERA, N.A.D., THORENS,
HARMAN-KARDQN, B & W, E -V, AD.S., DCM, KLIPSCH,
AND OTHER QUALITY COMPONENTS. BEST PRICES PROFESSIONAL CONSULTATION. ALL PRODUCTS
COVERED BY MANUFACTURER'S USA WARRANTY.
AMERISOUND SALES, INC; P.O. BOX 24009; JACKSONVILLE, FLORIDA 32241. EAST: (904) 262-4000; WEST:
(818) 840-0878.

Souther
Spica

Monster Cable Win Labs
MIT
Yamaha
NAD
Yamaha
Nakamichi
Audiophile
Niles
VIDEO
Oracle
NAD
Proac
Robertson
Signet
Snell
SOTA

NAKAMICHI, CARVER, REVOX, CROWN, BANG &

UNDERSTANDING TUBE ELECTRONICS
(How to get a FREE 30 page excerpt)
Would you consider me immodest if I claimed that UNDERSTANDING TUBE ELECTRONICS (hereafter referred to as UTE) is one of the most significant pieces of literature
in the 20th century? Who would have thought the UTE would be more controversial than

Joyce's Ulysses? How is it possible that a series of essays and articles about the
relative virtues of tubes and transistors can inflame the imagination of the public? Did
Sir Edmond Hillary's ascent of Mt. Everest excite you? Quite ho -hum compared to Julius
Futterman's adventures with tube circuitry! While Freud, Marx and Satre have wrestled
with the existential question of aesthetics and perception it only takes UTE's 150 pages
to convince you that those music lovers who listen to live music can easily recognize the
vast differences between tube and transistor circuits. If you are skeptical and are reluctant to spend $6.95 on UTE-Quiver not. We are offering you a FREE 30 page excerpt so
that you can savor the essence of this exciting, whimsical, provocative, and stimulating
book. After one taste we know you will order UTE. Even though you may own transistor
gear do you have the courage to discover why tubes and transistor circuits sound so different?
SEND FOR YOUR FREE EXCERPT OF UNDERSTANDING TUBE ELECTRONICSOf course if you have the RIGHT STUFF you will send for the complete book. It is a $6.95
graduate degree in audio engineering. We accept VISA and MASTERCARD. Thank you,
Harvey Rosenberg, President of NEW YORK AUDIO LABORATORIES, 33 N. Riverside
Ave., Croton on Hudson, N.Y. 10520, (914) 271-5145.
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FOR SALE

FOR SALE

GOETZ SYSTEMS DENVER -Speaker systems and amplifiers. For the thrill of a performance that exceeds your
expectations. 303-422-1674.

HAFLER IN THE SOUTH!
In stock, the superb Haller pre -amps, amplifiers, tuner and
equalizer. Immediate FREE shipping. Also Acoustat, Adcorn, Audire, Dynavector, Fried, Klipsch, Mirage, PS, SAE,
Sota, Superphon, Talisman, Thorens, compact digital play-

GOLDMUND STUDIO/T-3 ARM $3,395; Beveridge RM
'ha $1,195; Acoustat Monitor IV's/Joe Curcio's $1,200.00
modification $1,995; Levinson ML -7 with L3a/L2 cards
$2,795; Levinson ML -9 $1,495. All mint. AUDIO CLASSICS INC., Oklahoma City, (405) 842-3033.

GOODWIN'S MUSIC SYSTEMS
In New England, Goodwin's is recognized as the lead er in high performance audio. Along with the finest in
components, we can provide the most sophisticated
custom installation tailored to your individual needs.
We offer:

Mark Levinson, Spectral, Magneplanar, Apogee,
Soundlab, Quad, Entec, Goldmund, Linn, Tandberg,
Nakamichi, Bryston, Hailer, Adcom, Celestion SL, Em -

inent Technology, Nitty Gritty, Walker, AR, Ariston,
Thorens, Infinity, H -K, Proton, B & W, Camber, Es sence, Janis, Velodyne, Koetsu, Van den Hul, AudioQuest, Monster, Favorite, Sfax, Asiatic & Grace.

Goodwin's Music Systems, 16 Eliot St., Harvard

Charleston, South Carolina 29403. (803) 723-7276.

LINN & NAIM-NEW SPEAKER, CARTRIDGE & MORE
We hope to have these NEW products soon. Linn: Index
Speaker $295/pr., K-9 mm cartridge, Preamp., Poweramp.
Naim: Tuner. Hear all of the Linn/Naim components in our
SINGLE SPEAKER DEMONSTRATION ROOM. Free shipping to ALL zip codes. WORLDWIDE EXPORTING. Visa
and MasterCard. OXFORD AUDIO CONSULTANTS, INC.,

Box 145, Oxford, OH 45056-0145, 513-523-3333,

ries too! Three year warranty on assembled units. Free

L.

)))
.
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NAKAMICHI, CARVER, REVOX, CROWN, BANG &
1

OLUFSEN, TANDBERG, KYOCERA, N.A.D., THORENS,
HARMAN-KARDON, B & W, E -V, A.D.S., DCM, KLIPSCH,
AND OTHER QUALITY COMPONENTS. BEST PRICESPROFESSIONAL CONSULTATION. ALL PRODUCTS
COVERED BY MANUFACTURER'S USA WARRANTY.
COVERED
SALES, INC; P.O. BOX 24009; JACKSON VILLE, FLORIDA 32241. EAST: (904) 262-4000; WEST:
(818) 840-0878.

TRANSISTOR -ELECTRONICS & SPEAKERSBOUGHT -SOLD -TRADED. S.D.R. P.O. BOX 176,
WALTON, NY 13856, 607-865-7200.

MCINTOSH SOLID STATE COMPONENTS. Bought,
Sold, and Traded. Also wanted Mac 3500 or MI 350 for
personal use. 313-229-5191 Aft. 7PM EST.

shipping to ALL zip codes (PR and APO/FPO too).
WORLDWIDE EXPORTING. Visa and MasterCard honored. OXFORD AUDIO CONSULTANTS, INC., Box 145,
Oxford, OH 45056-0145, 513-523-3333, TLX427791.

to

TLX427791.

MCINTOSH AUDIO EQUIPMENT -ALL TYPES -TUBE &
WE stock all of the following components: DH -100K $175,
DH -100A $225, DH -110K $360, DH -110A $440, DH -120K
$260, DH -120A $320, DH -160K $275, DH -160A $375, DH220K $400, DH-220KE $410, DH -220A $500, DH-220AE
$510, DH -330K $385, DH -330A $460, DH -500K $675, DH500KE $695, DH -500A $850, DH-500AE $870. Accesso-

Yet Surpnsirig
orel MIT-202 II

ers. READ BROTHERS STEREO, 593 King Street,

Square, Cambridge, MA 02138 Tel. 617-492-1140

HAFLER-HIGH QUALITY, LOW COST

The Small

MCINTOSH 2105 $550; C28 $350 dual 701 $150; Dahlquist DO 10's $550. 414-657-6469.

with us Accuphase. Acoustic Electronics. Amber, Apature. Apogee. Audio Pro. Audiogues.
MK. Berning. Cabasse. CWD. Counterpoint. DB, Distech. Duntech, Entec. Euphonic.
Fourier. Grace. Haller. ITC. Janis. Koetsu. Kyocera. LAST, Linn Soncek. Live Wire. Logic.
Levinson. Meridian. Miyabi. Michell. Mordaunt Short. Music Reference, NAD. Nifty Gritty.
NAIM. NYAL. Oracle. Origin. Pyramid. PS Audio, Quad, Rauna. RGR. Signet. Sony.
Souther, Spectral. Spendor. Symdex, Talisman. Tandberg. Thorens. 3-D Acoustics. VPI.
VSP Labs, Vandersteen. Zeta
149 North Third Street, Philadelphia, PA 19105 1215, 923 3035

.

THESE ARE THE REMARKABLE small

loudspeakers whose smooth response
and open, dimensional sound are at
least on a par with the finest units of
many times the 202's size and price.
Morel has designed and built
speakers and driver units in Israel for
over eight years. Now, with the U.S.
introduction of the model MLP-202 II,
Morel is prepared to offer the demanding
audiophile the highest possible quality at
an extremely reasonable cost. ($198.
each)
Morel's drivers, manufactured to the
strictest tolerances in our own factory,

incorporate

MOVING,
1,14:1;ENItillY SOIJNI)
Chestnut Hill Audio is moving around the corner to expanded facilities. Our legends go

I

several notable

technological advancements. Utilizing
hexagonal voice -coil wire, unique
magnet structures having no stray
manetic fields, and special adhesives
andg coatings, the Morel drivers are
exceptional in rise time and coherence.
Alto, the oversize (3") voice coil in
our woofer and the ferrofluid tweeter will
allow Morels to handle the wide dynamic
range of your digital recordings with
plenty of room to spare.

CIIISTNIJT CULL 1IIJI)11) nit

Please write for details:

aPHONO
CARTRIDGES
)))audioquest

From the $95 M-1 to the remarkable B-100 at $695.
AudioQuest cartridges are the ones to hear.
Distributed by

audioquest

412 N. Coast Hwy., #B-360, Laguna Beach, CA 926.51
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morel
morel acoustic ltd
industrial area b, p.o.b. 140, ness ziona
70 451 Israel. tel. 054-70796, telex 31951

morel acoustic usa

(714) 497-1214

414 harvard street, brookline, mass. 02146
u.s. a. tel. (617) 277-0111

119

FOR SALE

FOR SALE

MCINTOSH MCINTOSH MCINTOSH MCINTOSH pay
retail for your used McIntosh Call or write for quotes AUDIO
RESOURCE #1 Metairie Ct. Met, La. 70001 504-833I

EXTRAORDINAIZY

PRODUCI1
Phoenix
Tonearm,

6942.

NITTY GRITTY RECORD CLEANING MACHINES & SUPPLIES. BEST PRICES. MOST ITEMS IN STOCK. ORDER

SOTA

Triplanar
Ky. Oracle &
Tiptoes,
Preamplifier,
Power Supplies, MacMod
Box,
Regulated
Termination -Cables,
Tonearm
& Interconnect
Tonearm
MacMod
Crossover,

MCINTOSH MC3500, TUBE, MONO, PAIR in absolutely
mint condition, factory certified and serviced. Marantz 9.
Send offers to Audio Magazine, Classified Box No. 485,
1515 Broadway, New York, NY 10036.

MacMod
Subwoofer

MCINTOSH MC -75'S $775-875, MC -60's $650, MC -2105
$500, C-28 $350, MC -225 $325, MI -75 $500, MR -71 w/

cabinet $350, MR -67 w/cabinet $200, 1900 w/cabinet

EXCEPTIONAL
MODIFICATIONS
Ittok, Mission,
amplifiers,

$550, MX -110's w/cabinet $360-460. R.C.A. 77DX ribbon

QUAD 405
EPA -100 tonearms,
SME & Technics
& Spatial preamplifiers,
Studio I & 1S3/5A
Bedini, Belles
QUAD 63, Rogers
speakers
from The
catalog
101,
a complete
Hig
Modst
Squad, 542 CoastHighway
CA 92024.
Leucadia,

LIVEWIRE * MONSTER * NITTY GRITTY * PREMIER

Onkyo TX35 sealed $185, TX -25 $140. Kenwood QC 6060A $200, Pioneer SD -1100 $600. Marantz 7T preamp
$165. KLH 1 absolutely pristine w'original cartons $1,000.
Hitachi DA-1000CD $400. Sony Ferrichrome elcaset tape
$11, mint Sony EL -7 $299. Teac AL -700 elcaset machines
factory sealed originally $1,100 now $299, RX-10DBX for

elcaset factory sealed $225, 234 Syncaset new $625,
demo $575, MB -20 meter bridge $100. ARM turntable
$70. Mitsubishi demos: LT -30 $325, DA -M30 meter $140,

MF-04, MP -04 $600. Advent 500 SoundSpace delay
$375. Lux L-11 4 integrated $550. Sansui QSD-1 $425. EV

7445 quad encoder $475. Revox B-790 Turntable $400,
laser video player VP1000 $250, new video discs 40-60%
off. 10.5" 1/2" wide reels $3.50. DBX 224 $225, 400 $200.
Ortofon STM-72 transformer $25. 400 prerecorded r/Vr $6,
Vz track $18. 5,000 original service manuals. Want collections pre-recorded r/Vr, Pioneer TAU -11, JT-2044T, Mcintosh, Marantz (tube) units, Quad Mir tapes, Sony, Teac,
Dolby units, oddball pieces, accessories. Looking for high
quality units to sell on consignment. Everything money
back guaranty. Shipping worldwide, Martin Gasman 779
Worcester Street, Wellesley, Mass. 02181 phone: 617CEL-TICS, 617-235-8427.
MERRILL TURNTABLE
Features: Beautiful solid oak base. A tunable, three-

dsplay,

periphery record clamp. For more information contact
UNDERGROUND SOUND, 2125 Central Ave., Memphis, TN 38104. (901) 272-1275.
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ORDER TOLL FREE! 1-800-222-3465 ALCHEMIST * AR

* AUDIOQUEST * AMBER * B&W * DYNAVECTOR *

DA -F30 $225, DA-RB $150, mini system: MT -04, MA -04,

fOR Till udio/

MICRO -ACOUSTICS' TOP -RATED CARTRIDGES, brand
new: 830csa $125; 3002 $50; 309 $25; S-1 $35; S-2 $25.
(401) 421-7430.

9289-B tube poweramp 200 watts $600 pair. Nagra 4S w/
QGB $6,000. Denessen arm $700, ES -110 w/subwoofers,
Cygnus crossover $1,000. Rotel RP -300 w/Micro MA -505

1020 $200. Deltalabs DL -5, DL -4, ADM -512 demo 70% off.

I.
0111 CAL
BEST PRICE!

TOLL FREE 1-800-222-3465. FOR OTHER INFORMATION CALL 1-916-345-1341. HCM AUDIO, 1600BB MANGROVE, CHICO, CA 95926

microphones $500 each, BK-11A ribbons $200 each,

$300. Micro-Seiki BL91-L w/pump $1,200. Altec 2102
amps $850. Crown CX-844 w/ counter, tracsyncs, DBX155, rack $2,000. Braun TG -1000 $400. Tandberg TR-

436-7666

(619)

NEW TANDBERG 3014-A CASSETTE DECK and 3001-A
tuner, Discrete Technology cables. (201) 746-2794.

QUICKSILVER MX 190 and mono amplifiers in stock at,
Audio Connection in NJ. 201-239-1799.

GRACE * GRADO * H/K * HAFLER * LAST *
* SHORE * SOTA * SAEC * SPICA * STAX * SUPERPHON * THORENS * TALISMAN * PLUS RECORD CARE, ACCESSORIES, CABLES, AND MUSICAL
CONCEPTS HAFLER MODIFICATION KITS. CALL FOR
LOWEST PRICES AND FRIENDLY ADVICE. FREE CATALOG. VISA/MC/COD WELCOME. HCM AUDIO. 1600BB

MANGROVE, CHICO, CA 95926 FOR ORDERS ONLY
CALL 1-800-222-3465, FOR ALL OTHER INFORMATION
CALL 1-916-345-1341

NAKAMICHI, CARVER, REVOX, CROWN, BANG &
OLUFSEN, TANDBERG, KYOCERA, N.A.D., THORENS,
HARMAN-KARDON, B & W, E -V, A.D.S., DCM, KLIPSCH,
AND OTHER QUALITY COMPONENTS. BEST PRICES PROFESSIONAL CONSULTATION. ALL PRODUCTS
COVERED BY MANUFACTURER'S USA WARRANTY.
AMERISOUND SALES, INC; P.O. BOX 24009; JACKSONVILLE, FLORIDA 32241. EAST: (904) 262-4000; WEST:
(818) 840-0878.

ORDER SUMIKO PRODUCTS TOLL FREE 1-800-2223465. GRACE TONEARMS, CARTRIDGES, REPLACE-

MENT STYLI. PREMIER TONEARMS. DENNESEN
SOUNDTRACKTOR. TWEEK. LOWEST PRICES. VISA/

MC/COD WELCOME! HCM AUDIO, 1600BB MANGROVE, CHICO, CA 95926 1-916-345-1341

RESPONSIBLE PERSONAL EXPORT SERVICE from
England by low-cost weekly airfreight service to all major
US airports. We specialise in all top equipment and particularly loudspeakers by B & W, Celestion, Heybrook, Mission,

Quad, Rogers, Spendor, Tannoy etc. Write, telephone or
telex for quotation or visit us whilst you are in London.
(Please no Naim or Linn enquiries.) Unilet Hi Fi, 35 High
Street, New Malden, Surrey KT3 4BY, England. Telephone
(1) 942 9567. Telex 8814591. Mastercharge and Visa welcome.

AMERICA'S LARGEST dealers in HIGH END USED stereo. We BUY by PHONE. STEREO EXCHANGE 687A
Broadway, between 3rd and 4th St. (opposite Tower Records) NYC 10012. (212) 505-1111 and (800) 833-0071.
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audioquest

412 N. Coast Hwy., #B-360, Laguna Beach, CA 92651

(714) 497-1214
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FOR SALE

GREENFIELD EQUIPMENT
Audio systems dedicated to the presentation of the art form.

THE MUSIC.

SANTA ROSA, CALIF. THE BEST IN AUDIO AND VIDEO. Professional staff. Mission, Denon, ADS, H -K, Proton,
Sony, NEC, and lots more. Video Experience, 458 B St.,
Santa Rosa, CA 95401. (707) 542-6610.

SUPERPHON "THE REVELATION BASIC"-Superb
quality at affordable price. Presto Audio: (408) 374-0292.

ELECTROCOMPANIET ELECTRON KINETICS ENTEC

DYNACO KITS & PARTS.-World's largest inventory ...

SOTA SAPPHIRE: MOUNT YOUR TONEARM ON A

over 4,000 part numbers stocked! Stamp gets latest listing.
SCC, Lock Box 551 (AOM2), Dublin, OH 43017.

SOTA turntable, and smile. Audio Nexus, NJ, (201) 4648238, (201) 730-2409.

TUBE SPECIALS-Mullard (Germany) EL34/6CA7,
$19.95/matched pair; Mullard (Britain): 6L6GC, $19.95/MP;

START WITH
SEPARATES
SYSTEM 1
(UNDER $2700)
Turntable:
Cartridge:
Preamp:
Tuner:

Amplifier:
Speakers:

Rega Planar 3
Adcom XC/LT II
Adcom GFP-1A
Adcom GFT1-A
Adcom GFA-2
Snell Type E II

SOUND
BY SINGER
165 E. 33rd Street
New York, NY 10016
(212) 683-0925

STATE OF THE ART Modifications and updates for all
tube amps. Also available, the finest tubes, related parts
and supplies. ENLIGHTENED AUDIO, (714) 897-9351,
6392 Park Ave., Garden Grove, Calif. 92645.
SUBWOOFER SALVATION! 2 -way electronic X -over, 1/2

octave bass EQ and warble analyzer for just $259: The
Richter Scale. Write Audio Control Corp. P.O. Box 3199,
Lynnwood, WA 98036 for complete details. Available at
MAGNOLIA HI FI, PUGET SOUND, WASHINGTON LOCATIONS.

SONY TA -E 88B PREAMP, service manual, $800. Alpha
1MC, very low hours, $160. Yamaha T-560 FM/AM tuner,
$110. 305-737-6461, Whittemore, X704, 33425-0704.

THE LEGENDARY RICHTER SCALE: Five bass performance improvers in one: Analyzer, EQ, X -over, Subsonic
Filter & Rumble Reduction: For Just $259. Write Audio
Control Corp. P.O. Box 3199, Lynnwood, WA 98036 for
complete details. Available at MUSICRAFT, ALL CHICAGO AREA LOCATIONS.
THE RICHTER SCALE: 1/2 -octave bass EQ, warble tone
analysis, special measurement mike, subsonic filter, rumble reduction circuit and 2 -way electronic X -over for just

$259. Write Audio Control Corp. P.O. Box 3199, Lynnwood, WA 98036 for complete details. Available at
SOUNDING BOARD, BERKLEY, CA. 415-843-7031.

ACCUPHASE ADCOM ARISTON AUDIO INTERFACE BEVERIDGE BERNING CLASSE' AUDIO
COUNTERPOINT DISTECH DYNAvECTOR EAR

12AX7/12AT7/12AU7, $4.95 ea; Tungsgram (Hungary):
12AX7, $2.99. Stamp gets list. $15.00 minimum/$2.00
shipping. SCC, Lock Box 551 (AMO1), Dublin, OH 43017.

GRACE GRADO HAFLER ITC JSE KISEKI

KIMBER KABLE KLYNE KOETSU NEC
ORSONIC PRECISION FIDELITY PROFILE REGA

SPECTRUM SIDEREAL AKUSTIC SOUTHER
SPICA STAX SUPEX THORENS TRIAD NMI
VSP LABS VAN DEN HUL
Auditions by appointment Shipping and export facilities

7805 Greenfield Street River Forest, Illinois 60305
312/771-4660

TRADE-INS WELCOME
CARVER SPECIALISTS
Carver, conrad johnson, Nakamichi, harman/kardon, Gold
Aero tubes, AR turntable, Clements ribbon speakers, VSP

amplifiers, VPI turntable NEC video and lots more! CD
player sale now! Used special-conrad Johnson PV -3
$169. THRESHOLD AUDIO 409 So. 22nd St., Heath, Ohio
43056 614-522-3520

UHER, Sennheiser, Sony, AKG, (Shure), Electro-Voice,
Audio-Technica, Beyer -Dynamic, etc. Portable Recorders,
Microphones, Mixers Carpenter (GHP), P.O. Box 1321,
Meadville, Pa. 16335-0821

FOR SALE
TIPTOES, WITH DEEP MACHINE THREADING replace
the feet on Oracle, SOTA, Goldmund, etc. turntables; also
with wocdscrew studs for speakers; custom versions. Michael Percy, Box 526, Inverness, Ca. 94937; 415-6697181.

NAK 680ZX $750, Hi -Corn II $350, 730 RCVR $1000,
absolute mint. Also new LA100, RM610 $50 each. Call
work: 6113-573-7361, home: 619-444-6421.

USED, DEMOS, Quicksilver MS -190 (tube amp.) ($3000)
$1199, Audible Illusions S-50 (tube amp) ($1200) $499, PS

Audio Elite H $499, Amber Series 50 Integrated $399,
Fuselier 5 $699. Moscode 300 $599, Oracle Delphi (Goldmund Mat, McMod power supply) $699, Zeta $450, AR/
stock tonearm (new) $259, Acoustat Model 3 $499, Spica
TC-50 $288, MA 505 tonearm ($375) $95. Crosby's, (505)
392-4781.

VANDERSTEEN 2C-DIMENSIONAL PURITY
With recent improvements in driver technology, this classic
is even more analytical and revealing! IN STOCK at $1125.

Stands extra. Free shipping to ALL zip codes. WORLDWIDE EXPORTING. Visa and MasterCard. OXFORD AUDIO CONSULTANTS, INC., Box 145, Oxford, OH 450560145, 513-523-3333, TLX427791.
WHAT WARBLES, EO'S, analyzes and crosses over your
bass for just $259? Write Audio Control Corp. P.O. Box
3199, Lynnwood, WA 98036 for complete details on the
Richter Scale. Available at GRAND CENTRAL RADIO,
NEW YORK CITY. 212-682-3869.

KIMBER KABLE
HIGH PERFORMANCE
SPEAKER WIRE

ASK YOUR DEALER
OR CALL FOR
DIRECT SALE
KIMBER KABLE
2058 Harrison Blvd.
Ogden, Utah 84401
(801) 621-5530

THE SME SERIES V TONE ARM
Available September 1985

ROBERTSON: THE SOUND YOU'VE BEEN SEARCHING FOR. Astonishing amplifiers, peerless preamplifiers,
sweet sound, marvelous music. Audio Nexus, NJ, (201)
464-8238, (201) 730-2409.

DIGITAL AUDIO SPEAKERS
All NEW digital -ready speaker KITS from Speakerlab

high efficiency and
power handling
Inverse Axis Alignment

polypropylene drivers
18 dB/octave filters
EASY -TO -BUILD KITS

with or without
prebuilt enclosures

great for video
monitor use

ADO HAVE THE BEST FOR LESS.
BUILD A LEGENDARY SPEAKERLAB KIT.
For a FREE catalog call I -800-426-7736 or write

speaker -lab
Dept. A56 , 735 N. Northlake Way

Seattle, WA 98103
Include 11.25 for fast 1st class mail.
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LOUDSPEAKERS

The Speaker Specialists

ASyOymNDING

AUTHORIZED DEALERS
Canada Call Evolution Technology

Indians Classic Stereo: South Bend
Hi Fl Buys: Greenwood, Indiana-

for nearest Weiler 416/338-4422

polis. Lafayette. Muncie

Connecticut Al Franklin" Muslui

Iowa Audio Emporium: Sioux City
Audio Labs: Des Moines Audio
Odyssey: Iowa City Stereo Shop:

World: Greenwich. Hanford Audio
Den: New Haven Audio Design:
Fairfield Audiotronics: Norwalk HI
Fl Stereo House: Avon. Newington
Robert's The Music People: Groton.
New London

Maine Harbor Audio Video:
Camden

Massachusetts Glass Sailboat:
Gloucester Sound II: N Dartmouth
Waltham Camera & Stereo:
Waltham (Boston)

New Hampshire Audio of New
England: Concord. Laconia
Cuomo": Salem North Star Electronics: New London
New Jersey AC Audio & Video:
Raritan Atlantic Stereo: E Brunswick Bryn Mawr Stereo: Maple
shade Franklin Lakes Stereo:
Franklin Lakes Monmouth Stereo:
Shrewsbury Perdue Radio:
Montclair. W Caldwell Rands
Canters: Toms River Sounding
Board: Ridgewood
N ew York Absolute Sound:
Amherst Audio Breakthroughs:
New York City (Manhattan). Hunting-

ton. Manhasset Audio Genesis:
Glens Falls Clark Music: Albany
Syracuse Electronic Workshop:
New York City Hart Electronics:
Vestal JB Sound: Rochester Listening Room: Scarsdale Studio
One: Fredonia. Jamestown

Pennsylvania Bryn Mawr Stereo:
Bryn Mawr (Philadelphia Sub).
Camp Hill. Frazer, Jenkintown.
Montgomeryville. Quakertown. White-

hall (Allentown)G'n'T Stereo:
Lancaster Hart Electronics: Blakely.
Kingston Pro Audio: Windber
Robert M. Skies: Williamsport
Sound Concepts: Altoona. Indiana
Stereo Land: Natrona Heights
Stereo Shop: Selinsgrove Studio
One: Erie

Rhode Island Eastern Audio: N
Providence

Vermont Audio Den: Burlington
SO

Alabama Audition: Birmingham,
FlOrnew0ed Campbell's Audio
Video: Huntsvilie Fidler HI FI:
Mobile Gelder's: Tuscaloosa

District of Columbia Myer Emco
Florida Audio By Caruso: Miami
Audio insight: Ft Lauderdale
Audio international: Ft Walton
Beach Audio Tech: Jacksonville.
Orange Park Audio Vision: Tampa
Electronic Connection: W Palm
Beach Fidler HI Fl: Pensacola
Pyramid Audio: Clearwater Sound
Shack: Ft Pierce. Lakeworth Southern Audio: Melbourne. Merritt Island
Stereo Store: Tallahassee
Sympathetic Ear: Miami

Georgia Audio Warehouse: Saver,
nah Stereo City: Augusta Stereo
Allege: Atlanta. Duluth. Morrow
Smyrna. Tucker

Kentucky FM High Fidelity:
Owensboro HI FI Buys: Louisville

Maryland Evergreen Audio:
Frederick Myer Ernco: Rockville
Soundacape: Baltimore Space.
wey(e) Sound: Annapolis

IllissiselpW Empress: Gulfport.
Pascagoula Walters Audio: Jackson

S arah Caroline Audio Buys:
Raleigh ME Toed* Stereo Video:
Asheville Stereo Video: Charlotte

TH City Electronic.: Conover

South Caroline John
B rookshire's: Anderson Memo
Shop: Greenwood Spartansburg
Tennessee College HI FI: Chattanooga HI Fl Buys: Nashville, S
Madison Lindsey Ward: Knoxville
Mr. Toad's Stereo Video: Johnson
City. Kingsport Opus II: Memphis
Virginia Audiotronlcs: Roanoke
Digital Sound: Virginia Beach
Lindsey Ward: Richmond Mr.
Toad's Stereo Moor Bristol Myer
Emco, Falls Church Sound
Machine: Charlottesville

West Virginia Pled Piper:
Barboursville Beckley, Huntington
Wheeling Sound: Wheeling

LOUDSPEAKERS

Cedar Rapids

Kansas Audio Electronics: Overland Park Audio Visions: Wichita
Michigan Absolute Sound: Ann
Arbor, Royal Oak Alma's HI FI:
Birmingham. Dearborn. Farmington
Hills Audio Shoppe: Saginaw

Court St Listening Room: Saginaw
Puff': Petoskey Sound North: Iron
Mountain Sound Room: Grand
Rapids. Portage Stereo Shame:

EUDI ION IC AL DIO
RRI Box 166 Now Egypt, NJ. 08533 101-919-1613

ACCURATE & AFFORDABLE, OVER 30 PROVEN DESIGNS for audiophiles, speaker kits for home, car, sub woofer & pro. JBL, AUDAX, SEAS, HAFLER, polypropylene drivers & crossovers, $2.00 Gold Sound, Box 141A,
Englewood, CO 80151.

Lansing, Traverse City

Minnesota Audio King: Brooklyn
Center. Burnsville.

Edina.

Minnetonka.

Roseville liters TV & Audio: Duluth
Sound Shop: Alexandria. Detroit
Lakes Sound World: Austin. Mankato. Rochester

Missowl Johnston Audio: Columbia Sound Central: St Louis
Stereo One: Cape Girardeau
Nebraska Stereo West: Lincoln.
Omaha

North Dakota Midwest Audio:

ALTEC BARCELONA CLASSIC SPEAKER SYSTEM.
Walnut finish, mint condition, $950. Call 312-486-4477.

Lima Jamieson': Toledo Memo
Lab: Cincinnati. Columbus

South Dakota Sound World: Sioux
Falls Team Electronics: Rapid City
Wisconsin Audio Emporium: mil
waukee Happy Medium: Madison
Sound Seller: Marinette Sound
World: Appleton. Green Bay.
Lacrosse

SOUTH
Arkansas Leisure Electronics:
Little Rock Sound Room: Searcy

Lordelana Audio Fidelity:
Shreveport Audio West: West
Monroe Sound Electronics:
Latayette Opelousas Stereo VII Wee: Baton Rouge. Gretna. Metairie.
New Orleans

Oklahoma Audio Advice: Tulsa HI
Fl Shop: Lawton Sound Advice:
Stillwater

Arnold A Morgan: Dallas.
Garland Audio One: Austin Audio
Tech: Temple Waco Audio Techniques: Longview Brock Audio:
Beaumont Hamilton Bryan: Wichita
Falls Island Audio: Galveston
Sheffield Audio: Houston Sound
Room: Amarillo Sound Towne: Texarkana Soundquest: El Paso Ultra
Electronics: Lubbock Walker Audio: San Angelo

Alaska Horn's Menlo: Fairbanks
Shirnekl: Anchorage
Arizona Audio Emporium: Tucson
HI Fl Sales: Mesa Sound Pro:
Flagstalt Sounds Great: Tucson
California Absolute Audio: Orange
Beverly Stereo: Los Angeles CAM
Stereo Unlimited: Fairfield Creative

AMERICA'S LARGEST dealers in HIGH END USED stereo. We BUY by PHONE. STEREO EXCHANGE 687A
Broadway, between 3rd and 4th St. (opposite Tower Rec.
ords) NYC 10012. (212) 505-1111 and (800) 833-0071.

Aurora. Boulder. Denver Littleton

Sunshine Audio: Colorad0 Springs
Pueblo Wavelength Stereo: Beside!
Stilwell Stereo Station: Honolulu
Idaho Audio Warehouse: Twin Falls
Electrecraft: Sandpoint Stereo
Shoppe: Boise
Montana Rocky Mountain HI Fl:
Great Falls Spectrum: Missouia
Thirsty Ear: Bozeman
Novella Upper Ear: Las Vegas

Oregon Bradford" High Fidelity:

Improve every aspect of your sound system and software.
IMAGER® LOUDSPEAKERS from Imaged Stereo. Bedini
amplifiers also! AUTHORIZED! Call Dennis, SOUND ADVICE, (816) 361-2713.

584-0131.

J.B.L. USED SPEAKERS, COMPONENTS, LITERATURE, and blueprints. Bought, Sold, and Traded. 313-2295191. Aft. 7 PM EST.

AUDITION THE JSE INFINITE SLOPE Model 1&2 speaker at Presto Audio: (408) 374-0292.
BETTER THAN ELECTROSTATICS?
Find out about our new ribbon speakers and sophisticated dynamic systems. New catalog has details plus
kits, parts, electronics and much more. Send $1 to:
New York Acoustics, 578 Nepperhan Avenue, Yonkers, NY 10701, (914) 476-4900.

JSE INFINITE SLOPE LOUDSPEAKERS Hear your
music at last! Now, unique and technologically advanced crossovers deliver unparalleled clarity,
smoothness, dynamics. Call AUDIO NEXUS, NJ,
(201) 464-8238, (201) 730-2409 for copies of Sensible
Sound's rave reviews.

LOUDSPEAKER COMPONENTS-KITS, Audax, Dynaudio, Eclipse, Focal, Foster, Peerless, Morel, Vifa, SIARE,
and more! New catalog, 50c. Meniscus Systems, 3275W
Gladiola, Wyoming, Michigan 49509
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REMOVES VOCAL FROM MOST STEREO DISCS

MANUFACTURER OF CUSTOM BUILT SPEAKER SYSTEMS AND CABINETS. Sizes .3 to 16 cubic feet. Special
veneers and colors upon request. (615) 637-6694 days,
(615) 573-7322 evenings.

Our VOCAL ELIMINATOR can remove most or virtually all of
a solo vocalist from a standard stereo record and leave most of
the background untouched! Not an equalizer! We can prove
works on the phone. Wdte or call for brochure and demo recorc.

YOU SHOULD SEE US
SOUTHER .I4deami

For:

Time Delay/Ambience
Studio Echo/Reverb
Tape Noise Reduction
Parametric Equalization
Electronic Crossovers
Compressor/Expanders
Mic Preamp/Mixers

VPshinglon Definitive Audio:
Seattle Hall Stereo: Spokane OC
Stereo Center: Bellingham, Mt Vernon. Oak Harbor Northwest Audio

equipment. You will probably have to pay twice as muck

Video: Bellevue. Lynnwood. Seattle,
Tukwila Tin Ear Stereo: Richland

brochure and demo record.
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GUSS 3-D
SPEAKER
SYSTEMS

ATTENTION AUDIOPHILES: JSE INFINITE SLOPE
Loudspeakers are available from us. Inquire about our
7 Day-NO RISK auditioning program. Authorized David Hafler dealers. We pay shipping. Sound Unlimited,
178 Main St., Bristol, Conn. 06010. Est 1959. (203)

Video: Buffalo Grove. Highland Park.

Wyoming Sound Room: Riverton
Team Electronics: Cheyenne

7276.

(212) 580-7401.

Plus: DeKalb Columbia Audio

Park Midwest HI FL Sterling Northwest Audio Video: Crystal Lake
Simply Steno: Mt. Prospect Stereo
Design: Riverdale Sundown One:
Springfield

FRIED SPEAKERS & KITS
State-of-the-art sound. Try our prices! Free shipping. Also
Sota, Haller, SAE, Audire, Thorens, Adcom, Dynavector,
compact digital players. READ BROTHERS STEREO, 593
King Street, Charleston, South Carolina 29403. (803) 723-

80207. (303) 399-8609.

Bloomingdale. Northbrook. Shaumberg. Vernon Hills, Waukegan Audio

Rockford Olson Poor': Champaign. Normal HI Fl Hutch: Villa

2673.

From $2700. Audio perfectionists who are unhappy with
their $3000 to over -$30,000 speakers 'top -rated" by the
"experts" are welcome to a spine -tingling demonstration.

Eugene Royal Mobile Sound: Pendleton Sound Chamber: Klamath
Falls Stereo Superstores: Beaverton. Portland. Janzen Beach
Utah Boyers Audio: Prove Broadway Music: Salt Lake City

NORTH CENTRAL
Illinois Alen' Creative Stereo:

FOCAL LOUDSPEAKERS AND KITS FROM FRANCE
Featuring: Neoflex cones, Fiberglass domes, Flatwound
wire, Active or passive crossovers, Compound woofer systems, Extensive design parameters. Available in the US
from MADISOUND SPEAKER COMPONENTS 8982 Tablebluff, Box 4283, Madison, Wisconsin 53711, 608-767-

tion of high -end speaker kits, drivers and auto systems
from Audax, Dynaudio, Focal, SEAS, Becker, Peerless,
Morel, Jordan, Philips, Dalesford/Cambridge and others.
Free catalog. A&S SPEAKERS, Box 7462A, Denver, CO

Radio Mert: Redding Shelley'

Colorado Soundtrack: Arvada

ble, studio, disco. CD35i and Interface. Microphones. ALTEC components and speakers. Low prices. Free price lisV
flyer. Rick Marder, (201) 561-8123.

A&S INTRODUCES SCAN -SPEAK, Danish crafted speaker components, to America! We also offer the widest selec-

Stereo: Santa Monica. Woodland Hills

San Francisco

ELECTRO-VOICE AUTHORIZED DEALER-Speakers
and components for high performance use-home, porta-

ARE YOUR ADVENT WOOFERS FALLING APART? We
rebuild Advent woofers to like -new condition for $40 each
plus shipping. UNIVERSAL SOUND, 2253 Ringling Blvd.,
Sarasota, FL 33577 (813) 953-5363.

Stereo: Santa Barbara. Santa Maria.
Thousand Oaks Ventura High
Fidelity Shoppe: Walnut Creek

Sound Advice: Bakersfield
Sound Company: San Diego
Sound Fantasy: Napa Sound
Goods: Campbell Sounding Board:
Berkeley Sounds By Dave: Chico
Stereo Store: San Francisco Sys terns Design Group: Redondo Beach
World Electronics: Davis Sacramento World of Sound: MA Valley

makes almost everything sound veiled. For some the best
at any price. Free Lit. $995 pr. 2701 N. Rojo, Hobbs, NM
88240. (505) 392-4781.

AFT. 5PM CDT.

Minot Pacific Sound: Bismarck
Ohio Audio Craft: Cleveland Fairlawn, Findlay, Mayfield Heights.
Toledo. Westlake Classic Stereo:

CROSBY MOD. TC-50, THE MOST tweeked speaker
available today, and it's done right. It's resolution, focus

We manufacture a full line of high quality audio and recording

elsewhere to obtain comparable quality. Only Direct Sales make

our prices and quality possible. Write or call for a 24 page
Write to: LT Sound, Dept. AU,
P.O. Box 338,
Stone Mountain, GA 30086,
Phone (404) 493-1258
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The World's Most Esoteric Arm
AwaitsYour Audition.
SOUTHER ENGINEERING CORPORATION
429 YORK STREET, CANTON, MA 02021

Dealer inquiries invited.

617-828-5050

TOLL FREE: 1.800-241-3005 - Ex t. 13
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LOUDSPEAKERS

CD PLAYERS

NAKAMICHI, CARVER, REVOX, CROWN, BANG &
OLUFSEN, TANDBERG, KYOCERA, N.A.D., THORENS,
HARMAN-KARDON, B & W, E -V, A.D.S., DCM, KLIPSCH,
AND OTHER QUALITY COMPONENTS. BEST PRICES -

PROFESSIONAL CONSULTATION. ALL PRODUCTS
COVERED BY MANUFACTURER'S USA WARRANTY.

Ae/inietiny

AUDIO DISCOUNTS OFFERS A LARGE selection of
CD players at competitive prices. For more information
Mon. thru Sat. please call 301-593-8833. Audio Dis-

counts, 1026 McCeney Avenue, Silver Spring, MD
20901. We honor Visa & M/C.

ai a deede4 n,ecet you

AMERISOUND SALES, INC; P.O. BOX 24009; JACKSON-

VILLE, FLORIDA 32241. EAST: (904) 262-4000; WEST:
(818) 840-0878.

QUAD ESL -63 OWNER: No speakers are as close to live

music as the modified Quad. Presto Audio: (408) 3740292.

SNELL TYPE "A" speaker system bi-amped with Symmetry crossover and two Threshold 400A amps. Mint condition. Must sell, best offer. Florida 813-782-7037.

SPEAKER BUILDING HEADQUARTERS save 50-75%.
Esoteric kits including compound subwoofers, ribbon systems. World class from Dynaudio, Strathern, IAR Wonder caps, Chateauroux polypropylene, and the awesome Gold
Ribbon 3.0. Phase and amplitude correct active crossovers
by Shadow. All the finest in stock at guaranteed lowest
prices with excellent service! Catalog $2. refundable. Audio
Concepts, 1631 Caledonia St., La Crosse WI 54602 (608)
781-2110.

1 PAIR E.V. PATRICIANS 800 $450 f.o.b. Louisville, KY.
502-895-3501.

TAPE RECORDERS
AMERICA'S LARGEST dealers in HIGH END USED stereo. We BUY by PHONE. STEREO EXCHANGE 687A
Broadway, between 3rd and 4th St. (opposite Tower Records) NYC 10012. (212) 505-1111 and (800) 833-0071.

NAKAMICHI, CARVER, REVOX, CROWN, BANG &
OLUFSEN, TANDBERG, KYOCERA, N.A.D., THORENS,
HARMAN-KARDON, B & W, E -V, A.D.S., DCM, KLIPSCH,
COMPONENTS. BEST PRICES -

PROFESSIONAL CONSULTATION. ALL PRODUCTS
COVERED BY MANUFACTURER'S USA WARRANTY.
AMERISOUND SALES, INC; P.O. BOX 24009; JACKSONVILLE, FLORIDA 32241. EAST: (904) 262-4000; WEST:

COMPACT DIGITAL PLAYERS!
In stock! Fast, FREE shipping. Also: Mitsubishi, Klipsch,
Acoustat, PS, Quad, Spica, more. (See our Hefter ad.)
READ BROTHERS STEREO, 593 King Street, Charleston,
South Carolina 29403. (803) 723-7276.

NAKAMICHI, CARVER, REVOX, CROWN, BANG &
OLUFSEN, TANDBERG, KYOCERA, N.A.D., THORENS,
HARMAN-KARDON, B & W, E -V, A.D.S., DCM, KLIPSCH,
AND OTHER QUALITY COMPONENTS. BEST PRICES PROFESSIONAL CONSULTATION. ALL PRODUCTS
COVERED BY MANUFACTURER'S USA WARRANTY.
AMERISOUND SALES, INC; P.O. BOX 24009; JACKSONVILLE, FLORIDA 3441. EAST: (904) 262-4000; WEST:
(818) 840-0878.

COUNTERPOINT SA -12

TUBE/MOSFET POWER AMPURER

AUTO SOUND

[under $10001

NAKAMICHI, CARVER, REVOX, CROWN, BANG &
OLUFSEN, TANDBERG, KYOCERA, N.A.D., THORENS,
HARMAN-KARDON, B & W, E -V, A.D.S., DCM, KLIPSCH,
AND OTHER QUALITY COMPONENTS. BEST PRICES PROFESSIONAL CONSULTATION. ALL PRODUCTS
COVERED BY MANUFACTURER'S USA WARRANTY.
AMERISOUND SALES, INC; P.O. BOX 24009; JACKSONVILLE, FLORIDA 32241. EAST: (904) 262-4000; WEST:
(818) 840-0878.

Counterpoint...nothing between the music and you.
BB. Box 12291. Dept. A. La Jolla. CA 92037 (6191453-9090

Never Before has so Much Praise
been Given to an

(818) 840-0878.

REVOX B77 MKII QUARTER TRACK stereo 33/4 & 71/2
IPS. Mint condition, low hours $800. (206) 547-7590, days
(206) 754-9048.
SONY TC-755 10.5 IN. REEL deck $395, dbx 224 $195,
both mint. (714) 354-8774, after 6PM PST.

Two Revox A-77 Recorders. Need some work. Priced
right. Bargain for the true audiophile. Call Steve: 813 3454353.

Monster Cable's
Interlink Reference® .
Performance equal to
the world's finest audio
components.

Harman Kardon
Tandberg
Boston Acoustics
Audio Control
Sherwood

Infinity

ADS

Denon
Revox
Kenwood Car

AIWA
GRACE

M&K

We Deliver

SME

Anywhere

Ortofon

B&0

Hafler
Thorens

And Morel

Free

In The U.S.

The SOUND Approach
6067 Jericho Tpke , Commack, NY 11725
Charge It ... CALL (516) 499-7680
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conductor design, incorporating
specially wound multiple gauged "wire networks"
to critically align the music
"Pure harmonic integrity"
signals in both amplitude
Sound News Journal,
and phase for the best pos"Effortlessly revealing"
sible sound with the least
International Audio Review, distortion.
"Stunning clarity"
Stereophile.
The Result?
It doesn't seem possible,
Music reproduction so
but this is what you'll hear
real that the only thing
with Interlink Reference in- better is a front row seat.
corporating our new "Band- Greater dynamic range,
width Balanced'"" cable tech- lower distortion, and the
nology. Interlink Reference
uncanny ability to precisely
utilizes a special dual
place and localize each

Mink' REFERENCE

Interlink 4 and Interlink Special are
available at less cost and still use the
same "bandwidth balanced" design.

instrument .. . make
Interlink Reference
an indispensible
part of your sound
system. See your Monster
Cable dealer for a demonstration, and see why the
critics are raving. Then take
some home ... you'll rediscover how good your entire
sound system can really be.
Two "Balanced"
Center Conductors
Mid Frequencies
Bass

High Frequencies

Monster Cable' Products, Inc.
101 Townsend, San Francisco. CA 94107
415 777-1355 Telex: 47059.1 MCSYtil

123

BLANK TAPE
HIGH ENERGY, LOW NOISE tapes- 5 metal screw -white
shell -bubble liner -roller -hard window -steel pins.

Randall Research Cable Systems
.

.

.

C-62
C-92

the indispensible component

25
.49
.55

50
.40
.46

100
.31

.39

300
.29
.37

500
.27
.34

1000
.25
.32

Other sizes available. Cash -check or C.O.D. plus 10%
handling. MILLER AUDIO, P.O. BOX 80432, Chattanooga,
Tn 37411. 404/866-8638.

17925-A SKY PARK CIRCLE IRVINE, CA 92714 17141 261-9141 TEL FX 3821 79

PRERECORDED TAPE
DIRECT -TO -TAPE RECORDINGS: REAL TIME DUPLI-

CATED REELS (2/4 track, Dolby B/C, TypeX), CASSETTES, PCM DIGITAL CASSETTES, and BETA HIFI
AUDIO from MASTER TAPES. We also sell CD's. SEND
$1.00 for CATALOG and NEWSLETTER. Direct -to -Tape
Recording, 14-R Station Avenue, Haddon Heights, NJ

BLANK TAPE

COMPACT DISK
DISPLAY THEM!
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WE Will EEAT ANY CPAIWITTOEI MC. OF THE TOTAL OTIOER

LIVE OPERA PERFORMANCES -reel, cassette. Incredible selection since 1930's -World-wide. Magnificent Free
Catalogue. Live Opera, Box 3141, Steinway Station, Long
Island City, N.Y. 11103.

INCLUDING .L

SHIPPING ANO HARMING CHARGES EY ,
195 SHIPPING ANY SIZE OADER
VISIe NC No mica alweree C00.1195 Pea. ...tax Scheme and Goya on PO

220 Spring St

Boa 361

Butler, PA 16001

412-263-8621

COMPACT DISCS

AMPEX PROFESSIONAL SERIES AUDIO TAPE SALE.
High quality open reel 1800' or 2400' on 7" reels, used
once. Case of 40, $45.00. 101/2 X 3600' and Cassettes.
MCNisa. Valtech Electronics, Box 6A, Richboro, PA 18954
(215) 322-4866.

BUY THE BLANKS THE BIG GUYS BUYI Now you can
buy cassettes using the same tape specified by large
duplicators like RCA, EMI, PHILIPS, POLYGRAM. We
have located the source and can pass our large volume
discounts on to you. (25Hz-15KHz) SLX60 350, SLX90
460. (20Hz-22KHz) XDS60 480, XDS90 640. Economy
packed without labels or outer boxes. (When these cassettes are in fancy consumer packages, the price is double
or more!) Ten year guarantee! Get more top quality tape for
your money and order a supply today. Use Visa/MC, Amer-

Have your C.D. jewel boxes
at your fingertips.

ican Express, Check. Add freight $2 up to $40 purchase,
5% on orders over $40. FIELD MAGNETICS INC. 5865
SW21 STREET, WEST HOLLYWOOD, FLORIDA, 33023.

D.G. INDUSTRIES
7740 Lemona Ave., Van Nuys, CA 91405
1 (800) 824-7888
1 (800) 824-7919 (AK, HI)

Operator 415

Accoustal AR Boston Acoustics SSW °Meet
OnMyo Integra ono
PS lemma Shute S.,
ES SOM Stanton iharena

Sound & Music
Ma 55595a,
92 Nang St Northampton MA

COMPACT DISC CLUB: Preowned and new CDs and
Players at low prices. Audio House, 4304 Brayan, Swartz
Creek, Michigan, 48473, 313-655-8639.

COMPACT DISCS -MOST TITLES $11.99-$13.99.
3,000 plus titles in stock. Free catalog plus monthly updates. Oz Records, 5246A Memorial Drive, Stone Mountain, GA 30083, (404) 292-5452.

305/962-0707.

Stackable plex caddy holds 29 ea.
@ S29.95; 2 hold 58 @ S54.95.
Add 53.00 ea. shipping &
handling. CA add 61/2% sales tax.

VISA MC AmEx

Western Mass CD &Components

A

AAk\

S BASS SYS IEV

FOR MANY YEARS A
REFERENCE STANDARD FOR SUBWOOFER PERFORMANCE
ITS THE CHOICE W -EN ONLY THE BEST WILL DO

riCTIVE ELECTRONIC
CROSSOVERS

NEW DESIGN! MODEL 120
NOW AVAILABLE
Made to order in bi-amp, tri-amp, and quad amp configurations with optional level con-

trols, subsonic filters, or summers. Filters,
regulated power supplies, equalizers, also
available.

Free catalog and price sheet

ASK FOR OUR a, ,/IPLETE LITERATURE THE JANIS BASS SYSTEM

j1828eeAuerdeti Eng. Lab.
1

Jefferson BI. Culver City, CA 90230
PHONE (213) 397-9668

1 24

-410

JOH\ VAROVS <S A,D0 SYSTHVSI IBC
2889 Roebling Avenue, 3rorx, Nbsy/ YDrk 10461 (212) 8927419
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COMPACT DISCS

TAW
`Enterprises

Authorized
LinnlNaim

AUDIOPHILE RECORDS
FOR SERIOUS AUDIOPHILES

Tired of loosing track of your tapes and records? Let your
computer organize your audio library with AUDIOPHYLE II,
the cataloging system that doesn't take forever to learn to
Use.

CD'S EXCLUSIVELY
Over 1100 Classical, Opera
& Jazz Titles in stock.
Detailed Catalog $1

P.O. Box 3301, Dept. A
Falls Church, VA 22043

JAZZ CDs

RECORDED TOTALLY DIGITAL. Free catalog DMP, Box
2317, NY, NY 10185.

On-line browsing or printed lists by album, artist, composer,
orchestra/band, music type, any way you want it, when you
want it. Even locate an individual song quickly and easily.
Available for IBM' PC, XT, or compatibles.
Minimum 128K, DOS, 1 drive.

Get AUDIOPHYLE II now for only $59.95 + 2 shipping/
handling (Texas residents add $3.67 tax). VISA/MC welcome.

PARVENU SOFTWARE, 1100 FM1960 West, #F116,
Houston, TX 77090, Phone (713) 695-7007. Also ask about

VIDEOPHYLE for TV media. (IBM-registered trademark
of International Business Machines.)

IMPORT, AUDIOPHILE, and USED compact discs. Many
hard to find Japanese, European, and small -label CD's in
stock. Wholesale prices on many labels. Ask for free news-

letter, or send $2 for complete catalog with over 3,500
titles. SUPERSOUND, P.O. Box 7082-A, Forest Park II.
60130. Phone (312) 366-1300.

COMPACT DISCS AND ACCESSORIES
7 DAYS A WEEK - FREE CATALOG
CALL TOLL FREE
I -COMPACT

1 -800 -ALL DISC
IN CONN. CALL 1-452-0203
ALL DISC MUSIC, INC.

JIBE

OIG TAL AUDIO

133 WHEELER RD MONROE. CT 06468
LOWERING PRICES-$6.95 year membership, purchase
CD's for a year at wholesale cost. Classical, Jazz, Popular,
Imports, and Domestic selections. $2 for catalog and further details. Tivoli Entertainment, 725 S. Gilbert, Iowa City,
Iowa 52240. (319) 338-9158.

Japanese Pressings: NEW catalog-thousands available

CENTURY direct -to -discs are back for a limited time.
(Woody Herman, Buddy Rich, Benny Goodman etc)
$15.00

ALL THE AUDIOPHILE labels: Nautilus, Reference, Wilson, MFSL etc.
We will BEAT any catalog price by $1 per LP.
Send $1.00 for new 1985 catalog to: SUPERSOUND, P.O.

BOX 7082-X, Forest Park IL. 60130. Phone (312) 3661300.

The new 4th generation of cable from AudioQjest is now available.

Speaker cable from $ 50 per foot to $6.00 per foot.

Inter-

connecting cable from $45 per 3 foot pair to $95 per 3 foot pair.
Distributed by

auCoquest

412 N. Coast Hwy., #B-360, Laguna Beach, CA 92651

(714) 497-1214

THE PEOPLE TO LISTEN TO:

Dealers
Here is a list of a few good dealers that won't try

to TALK you into believing that they are "experts". They can, and will, actually demonstrate
the differences in components under conditions
that will allow you to make a sensible decision.
ALABAMA
Audition, Homewood
Campbell Audio & Video, Huntsville
ARIZONA
Listening Post, Tempe
CALIFORNIA
Audio Basics, Claremont
Classic Audio, Encinitas
Musical Images, Fresno
Havens & Hardesty, Huntington Beach
Christopher Hansen, Los Angeles
Gene Rubin Audio, Monterey Park
Audible Difference, Palo Alto
Keith Yates Audio, Sacramento
Stereo Design, San Diego
House of Music, San Francisco
COLORADO
Audio Alternative, Fort Collins
FLORIDA
Sound Components, Coral Gables
Sound Components, Fort Lauderdale
Sound Source, Marathon
Audio Gallery, Miami
Audio Gallery, Sarasota
Audio Visions, Tampa
HAWAII
Audio Shoppe, Honolulu
ILLINOIS
Pro Musics, Chicago
Victor's Stereo, Chicago
Victor's Stereo, Morton Grove
Sound Choice, Lisle
Absolute Audio Systems, Rockford
INDIANA
Audiotrend, Evansville
Hi Fi Gallery, Indianapolis
MASSACHUSETTS
Matrix Audio & Video, West Hatfield
MICHIGAN
Absolute Sound, Ann Arbor
Sound Room, Grand Rapids
MISSOURI
Audio Rennaissance, Kansas City
Music Systems, St. Louis
NORTH CAROLINA
Audio Salon, Charlotte
Stereo Sound, Chapel Hill
Stereo Sound, Greensboro
Stereo Sound, Raleigh
NEBRASKA
Sound Environment, Lincoln
Sound Environment, Omaha
NEW JERSEY
CSA Audio Design, Upper Montclair
NEW YORK
Ears Nova, Great Neck
Innovative Audio, Brooklyn
Sound by Singer, New York
Stereo One, East Rochester
OHIO
Stereo Showcase, Dayton
Oxford Audio, Oxford
OKLAHOMA
Audio Dimensions, Oklahoma City
PUERTO RICO
Precision Audio, Rio Piedras
SOUTH CAROLINA
British American Sound, Charleston
TEXAS
High Bias, Austin
Audio Distinctions, Corpus Christi
Audio Concepts, Houston
Concert Sound, San Antonio
VIRGINIA
High -C Stereo, Leesburg
Listener's Shop, McLean
WASHINGTON
Definitive Audio, Seattle

CSA
audiophile
AUDIO/VIDEO
tom/ lTD.
201/744-0600

knowledge, individual attention plus the names
you want most in audio/video.
ACOUSTATACOUSTIC ELECTRONICSAUDIO RESEARCHB&ODENON
Boston AcousticsADSCOUNTERPOINTCARVERDUNTECHHAFLER
Discrete TechnologyKYOCERAJENSEN VIDEOPS AUDIOAlphason

KoetsuDahlquistGRADOLINN SONDEKPROACSONOGRAPHE
REGASIgnetTHIELNairrKoetsuGrace

AUTHORIZED DEALER
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upper montclair n

6842 Hawthorn Park Drive
Indianapolis, Indiana 46220
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WANTED TO BUY

MOBILE FIDELITY SALE! U.H.Q.R.'s (including Finger
Paintings). BEATLES, STONES, SINATRA, WOOD STOCK and BIZET'S CARMEN COLLECTIONS. "MMT"
and "Aja" still available. Fresh Aire Collections. Sheffield

MCINTOSH, MARANTZ TUBE COMPONENTS, Western
Electric, Altec, JBL. John Conrad, 1178 Blackbird St., El
Cajon, CA 92020. (619) 449-9155.

Labs. Call Carol, SOUND ADVICE, (816) 361-2713. Proud
Distributors of "Imager" Loudspeakers.
OUT -OF -PRINT MOBILE FIDELITY

MCINTOSH, MARANTZ TUBE, MCINTOSH S.S. equipment, Thorens, Western Electric, Tubes, Speakers, etc.
Scott Dowling, 9908 Daines Drive, Temple City, CA 91780.
(818) 286-9122, evenings/weekends.

Former MFSL employee selling factory sealed SINGLE
discs, DOUBLE discs, UHQRS and COLLECTIONS. Call

QUADRAPHONIC OPEN REEL TAPES, RECORDS

All Roads Lead

To Q Audio.
Catalog 83.00

BOB (818) 845-9236. Nights PST, Weekends.
VISA, MASTERCARD accepted.

(whole collections), select equipment. Michael Robin, 120
Atlanta Place, Pittsburgh, Pennsylvania 15228. (412) 3411686.

WANTED TO BUY

WANTED: MCINTOSH, MARANTZ, AUDIO RESEARCH,
QUAD, WESTERN ELECTRIC, BERNING, (TUBE & SOLID STATE), THORENS, TANNOY, JBL, ALTEC, ETC. 713728-4343. MAURY, 11122 ATWELL, HOUSTON, TEXAS,
77096.

AMERICA'S LARGEST dealers in HIGH END USED stereo. We BUY by PHONE. STEREO EXCHANGE 687A
Broadway, between 3rd and 4th St. (opposite Tower Revords) NYC 10012. (212) 505-1111 and (800) 833-0071.

KLYNE SUPEX
95 Vassar St.

Cambridge, MA

AUDIO

617.547-2727

I'M BUYING GOOD CONDITION MARANTZ, MCINTOSH

AND OTHER MFG'S TUBE EQUIPMENT. CHARLES
DRIPPS, 4331 MAXSON RD. EL MONTE, CA. 91732

02139

WANTED TO BUY: Tube protection cage for MCINTOSH
225 AMP. Call collect. 313-562-2256.

BUSINESS OPPORTUNITIES

(818) 444-7079.

AUDIOPHILE RECORDS

ELECTRONIC REPRESENTATIVES NEEDED!! UNLIM-

SHEFFIELD LAB, LINCOLN MAYORGA "The Missing
Link" also vol III "Distinguished Colleaguer." Both new
factory sealed $75 each. Plus UPS. 805-937-3600.

MCINTOSH, MARANTZ, QUAD, TUBE AMPS. Garrard
301, Thorens TD -124. Old Tannoy/Jensen/Altec/JBL
Speakers & Raw Drivers. Hartsfields, Patricians. Western
Electric Equipment. Tel: 818/576-2642. David Yo, POBx
832, Monterey Park, Ca. 91754.

ITED PROFIT POTENTIAL! LOWEST POSSIBLE
PRICES!! OVER 100 BRANDS! AUDIO-VIDEO-CAR
STEREO & COMPUTERS! -ELECTRONIC EXPERTS,
1000 ORANGE AVE., WEST HAVEN, CT 06516

CARTRIDGES/TONEARMS
DIAMOND NEEDLES and STEREO CARTRIDGES at
DISCOUNT PRICES for SHURE, PICKERING, STANTON,
ASTATIC, GRADO, AUDIO TECHNICA, ORTOFON, TIPTOES, SONUS, DYNAVECTOR and LAST, send S.A.S.E

Retailers

free catalog. LYLE CARTRIDGES, Dept. A., Box 158,
Valley Stream, NY 11582. For fast COD service Toll Free
800-221-0906. N.Y. State (516) 599-1112. 9AM - 8PM
except Sunday. VISA/MC

SERVICES

on your

AUDIO PULSE SERVICE. Factory trained technicians.
Write us about Model One update kits. White Labs, 10528
Lower Azusa Rd., Suite 192A, El Monte, CA 91731. (818)
446-5346.

counter...
and welcome a
great new
sales partner!

3659.

ORTOFON
CARTA

NAD 4155

We've got a plan to help
build your sales...and ours.
You're invited to join AUDIO's Retailer
Sales Plan. Simply offer everyone's
favorite audiophile magazine in our
handy display rack and you:
chalk up 100% profit on every
issue sold.

For

FOSGATE REPAIR-Nationally Authorized. Lazertronics,
4101A E. Campo Bello, Phoenix, AZ 85032. (602) 971-

TESTED

issue of AUDIO.

generate more interest in the

203-937-0106

accessories and equipment

Lowest Possible Prices !!

you carry.

MOST MAJOR AUDIO BRANDS!!

make more sales now!

details, write to us on your letterhead.
Contact: Margaret Cole
AUDIO

1515 Broadway, New York, NY 10036
212-719-6568

126

ErtrifiEd

build traffic as your customers
come back for issue after

CO'S - HI -END AUDIO - CAR PRODUCT
COMPUTERS - )HARDWARE -SOFTWARE)- VIDEO

FULL WARRANTY - FAST DELIVERY
SEND FOR OUR CATALOGSI!

OD

996 ORANGE AVE.
!WEST HAVEN. CT. 06516

V54
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PUBLICATIONS

PROFILE II & IIS

THE SENSIBLE SOUND: If you are not a subscriber
you are either paying too much for what you hear or are not
hearing all that you paid for. TSS is the only regularly pub
lished audio equipment review publication in the world that
t. doesn't accept manufacturer advertising Iwe report fact,
not fantasy), 2. reviews top quality equipment that you can ac
tually afford to purchase, 3. doesn't insult your intelligence by
playing the "component of the month" game. Our 26th con
secutively published quarterly issue is available now.
SUBSCRIBE TODAY: $18 (1 w) $3412 yrs) $5013 psi
you may begin a subscription with back issues

403 Darwin Dr., Snyder, NV 14226

THE AUDIO FILE DICTIONARY, A unique pocket size
dictionary, featuring over 150 clearly defined audio terms.
Send $3.25. refundable. P.O. Box 481, Canton, MA. 02021
(617) 341-0975.

II & IIS Features:
Medium mass / high rigidity
Large diameter, thin -walled arm tube
Cone and ball race bearings
Machined armbase with Allen hardware
Detachable alloy headshell with Litz leads
Torsion bar antiskating, dial type
Right angled, offset tonearm cable

Additionally On The IIS:
Higher effective mass
Universal, machined headshell

IN CANADA: IN USA:

Distributed by:

TEST RE I ORDS

pKo -ACOUSTICS INC

16ir877 HyQuemus Blvd.

Kkland,Quebec
H9H 3L4

Waterfront Plaza
Newport, Vermont
05855

TEST RECORDS FROM
CBS TECHNOLOGY CENTER

STR 100 PHONO CARTRIDGE TEST RECORD, includes sweep frequency with sync for recorder; spot frequency; separation; compliance; vertical- and lateral -tracking; tonearm resonance, and more. $10.00 each.

STR 112 PHONO CARTRIDGE TEST RECORD, includes square wave, graduated -tracking, and IM bands.
$15.00 each.

STR 120 PHONO CARTRIDGE TEST RECORD, includes ultra -sonic test tones, high-level low -frequency glide

MISCELLANEOUS

MAIL ORDER

INVENTIONS, IDEAS, NEW PRODUCTS WANTED for
presentation to industry and exhibition at national innovation exposition. Call free 1-800-528-6050. In Canada, 1-

ABARGAIN: STAX PROF LAMBDA/AMP $519, SRM1/2
$285, SIGMA $199, LAMBDA $162, SRX/3 $129, SRD7
$68, SRE15 $25; GRACE F9E $99, F9E RUBY $155, F9E
STYLUS $58, RUBY STYLUS $109, 70711B $105, 747
$125; ACCUPHASE AC2 $255, AC3 $229; LINN ITTOK
$385, BLACK ITTOK $435; TECHNICS STYLUS GUAGE

tones; standard -level and silent bands, and can be used
with a graphic level recorder. $15.00 each.
STR 130 RIAA FREQUENCY RESPONSE TEST RECORD, provides accurate means of calibrating professional
recording equipment. Can be used with a graphic level
recorder or, without automatic equipment, with the spot
frequency bands. $15.00 each.
STR 140 PINK NOISE ACOUSTICAL TEST RECORD,
is designed for acoustical testing of loudspeakers in ordinary rooms and whole systems, and for psychoacoustic
tests. Includes spot frequency tones with voice announce-

800-528-6060. X831.

ments and glide -tones in 1/3 octave bands from 30 Hz to 15

AMERICAN, BRITISH, AND JAPANESE HIGH END:

kHz synced for a graphic recorder. $15.00
SOT 1100 QUADRAPHONIC TEST RECORD, the standard test disc for SQ decoding adjustment, has test bands

SHAMEFULLY LOW PRICES, Mission, B&W, KEF, Quad,
Nakamichi, NAD, Stax, Plus Over 100 Other Brands. Send

$49, EPA500 $275, EPA250 $269, 205CMK4 $159,

MAIL ORDER
AMERICA'S LARGEST dealers in HIGH END USED stereo. We BUY by PHONE. STEREO EXCHANGE 687A
Broadway, between 3rd and 4th St. (opposite Tower Records) NYC 10012. (212) 505-1111 and (800) 833-0071.

for pickup measurements, setup of decoders, channel

SASE For Information. VISA/MC, COD. Serious Buyers
Only. East 1-301-464-5428, West 1-206/325-7601. Au-

identification and balance. $15.00 each.

dioWorkShop, Box 18009, Seattle, WA 98118.

Payment must accompany order and be either a check
or money order in U.S. funds. Allow four to six weeks for

COMPACT DISCS AT FANTASTIC SAVINGS!! Large selection, fast service. Send today for free catalog: DISCOVER, 35 Aldom Circle, West Caldwell, NJ 07006.

delivery.

STR 100 Stereo Frequency Record $10.00

205CMK3 $85, 100CMK4 $285; DENON ACV1 STYLUS
CLNR $38, 103D $169, 103C $105, DL303 $199, DEMO
103D $99; DYNAVECTOR 23RS(MR) $149 17DS $320,
17D11 $159, 10X $85, 20811 $159; KOETSU BLACK $450,

FR64fx $325, 64s $550, FRIMK3F $120; CD DISC
99.95PP; ORSONIC AV101B $22; HITACHI INTERCON 3'

$30, 4.5' $40, SSX101 SPKR CABLE $3.5/FT; NAMIKI
DIRCT FNDR $49; ALL UNUSED, FULL MFG WARRANTY & STYLUS REPLCMET; BOX 6312, LIC, NY 11106;
ALL DAY (718) 784-2939 OR (315) 487-1048, DAY (212)
619-2888

AUDIO/VIDEO DISCOUNT BROKERS! Express professional 24 hour service. Stereo, VCR's, Cameras, Albums.
Send for details containing this month's specials! ComSystems, 1007 Franklin Rd. Murfresboro, TN 37130.

STR 112 Square Wave, Tracking and IM Disc
$15.00
STR 120 Wide -Range Cartridge Disc $15.00
STR 130 RIAA Frequency Response Disc $15.00
STR 140 Pink Noise Disc $15.00
SOT 1100 Quadraphonic Test Disc $15.00

AUDIO TEST RECORDS, P.O. Box 182101, Dept. 406,
Cincinnati, OH 45218

VANDERSTEEN AUDIO

Vandersteen Audio was founded in 1977
with the commitment to offer always the
finest in musk reproduction for the dollar.
Toward this goal there will always be a
high degree of pride, love, and personal
satisfaction involved in each piece before it
leaves our facilities. Your Vandersteen dealer
shares in this commitment, and has been
carefully selected for his ability to deal with
the complex task of assembling a musically
satisfying system. Although sometimes
hard to find, he is well worth seeking out.
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DIMENSIONAL PURITY

Write or call for a brochure and the
name of your nearest dealer.

0
0

VANDERSTEEN AUDIO
116 WEST FOURTH STREET

HANFORD,CALIFORNIA 93230 USA
(209) 582-0324
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AD INDEX

NAKAMICHI KOETSU ACCUPMASE LUX MICRO SEIKI GRACE EUREKA

ALL JAPANESE HIGH -END

DISCOUNTED

America's
Largest Selection
OVER 100 CARTRIDGES, 50 TONEARMS, 30 TURNTABLES,
100 ACCESSORIES, & MORE
52 PAGE CATALOG - 53.00

2

JAPANESE STEREO

2

m

930 N. La Coenega Blvd., Los Angeles, CA 90069 (2113) 659.8550

O

0
a

SAEC HIGHPHONIC SONY ES ESPRIT ENTRE. STA% OENON ORSONIC

Firm (Reader Service No.)
Accuphase (1)
Adcom (2)

MAIL ORDER

ORDER

AUDIO DISCOUNTS OFFERS THE FINEST lines of

audio components (ESOTERICS INCLUDED) at
COMPETITIVE PRICES. If you're in the market for
speakers, receivers, cassette decks, to the best in
separate components including amps. pre -amps, turn-

tables. cartridges etc. or a new CAR STEREO, our
knowledgeable sales staff will be glad to assist you.
For more information Monday thru Saturday PLEASE
CALL 301-593-8833 or write to AUDIO DISCOUNTS,
1026 McCeney Avenue, Silver Spring, MD 20901. We
honor VISA -MC and COD for your convenience. AD

CAUTION! NAKAMICHI BUYERS!
Nakamichi goods not intended for sale in the United States

are being sold by unauthorized dealers. NAKAMICHI
U.S.A. CANNOT BEAR ANY RESPONSIBILITY FOR
SALES OR WARRANTY SERVICING OF UNITS NOT
COVERED BY OUR APPLICABLE WARRANTY. For the
name of your nearest authorized Nakamichi dealer, call
1-800/421-2313. In Calif. 800-223-1521.
CUSTOM MADE POLYACOUSTIC foam rubber speaker
grilles. Any size, thickness, color, design, or quantity. Send
25c for information to Custom Sound, Algonac, MI 48001.

MERRILL AR MODIFICATIONS
Tonearm Replacement Subchassis Kit for old AR
$85-Subchassis for sonic improvement of AR-XE
with adjustable feet $95. Following modifications are
for all models: Platter Coating $10. Replacement Spindle $25. Spring Kit $8. High Torque Motor $45. Platter

Balancing Service $10. UNDERGROUND SOUND,
2125 Central Ave., Memphis, TN 38104 (901) 2721275.

NAKAMICHI, CARVER, REVOX, CROWN, BANG &
OLUFSEN, TANDBERG, KYOCERA. N.A.D., THORENS,
HARMAN-KARDON, B & W, E -V. A.D.S., DCM, KLIPSCH,
AND OTHER QUALITY COMPONENTS. BEST PRICES PROFESSIONAL CONSULTATION. ALL PRODUCTS
COVERED BY MANUFACTURER'S USA WARRANTY.
AMERISOUND SALES, INC; P.O. BOX 24009; JACKSONVILLE, FLORIDA 32241. EAST: (904) 262-4000; WEST:
(818) 840-0878.

SAVINGS TO 40%: OVER 100 BRANDS: NAKAMICHI
USA, NAKAMICHI International, KEF, Meridian, Mission.
NAD, Revox, Sumiko Products, ETC. Serious Buyers Only.
VISA/MC, COD AudioWorkShop 206 325-7601.

SONY PCM UNITS: PCMF1 $1599; PCM501ES $649.
Catalog of over 50 PCM recordings (Beta/VHS) $1.00.
Send check/money order: DIRECT -TO -TAPE RECORDING COMPANY, 14 Station, Haddon Heights, NJ 08035
609-547-6890.
OHM I? TOLL !Mt I

THEY DON'T DISCOUNT IT? WE DO! Get LOW

800221.8180
'LIAO

MONTH
SPECIALS OF THE
HEADPHONE'S

%si.69
RECEIVERS

PRICES on ALL types of audio equipment -including
high -end and even esoteric products not normally discounted! Now we can save you money on the equipment you REALLY WANT. Extensive selection -no
need to settle for second choice. Thousands of satisfied customers nationwide. Call us for price quotes or
friendly, expert advice. Catalog $1. 616-451-3868..
VISA/MC/AMEX. THE AUDIO ADVISOR INC., BOX
6202, GRAND RAPIDS, MI 49506.

619Z

COMPACT DISC PLAYERS
AC

NRACHI
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Save hundreds on top -name brands like

CASSETTE DECKS

STEREO -TO -GO
5995'

149 95
49 95

SONYSONY WAO,C

SONY W6,4106

VIDEO TAPE

995

SONY WM100

'

HC41. 750 -

616%. T 170

EQUAUZERS / MIXERS50xV
59
ALIOPICOP AO 9.4 C101
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23 PARK ROW,
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DEPT. A8, NYC N.Y. 10038
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PAGE COMPLPITIT CATALOG

VIDEO CATALOG
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'Me208 PAGE
CATALOG

.80 PAGE RECORD CASSETTE
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160 PAGE VIDEO

Bose, A.R., Sansui, Shure, JVC, Technics & more. Call us today. Orders
accepted by phone using your Visa or
Mastercard. All merchandise is brand
new & fully warranteed. Free catalog by
request.

5050900

4,1 r-T6PP"

t 9.95

UI.O444 E02600
TECHNICS SH6065

95

5995

r1434'"g:- r5 OUI
TECHNK-S .0055

.

CALL S.C.A. TOLL -FREE!

45E CRE4490 24.

,

For America's best brands
at America's lowest prices . .

MOVIE CATALOG

STEREO
CORPORATION

OF AMERICA
Dept. AM. 1629 Flatbush Avenue
Brooklyn, N.Y. 11210
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Another amplifier from
McIntosh that

SOUNDS GREAT!
;s

Todays electronic instruments and
superior recordings push amplifiers for
power performance beyond the
amplifier's capabilities destroying
Spectral Fidelity and quality listening.

Although 'High Tech' is a new term in
our language, 'High Tech' has always
been the norm for McIntosh. McIntosh
amplifiers have consistently forced new
levels for quality performance, new
levels for reliability, new demands on
quality power that produce near perfect
Spectral Fidelity and the greatest
sound. McIntosh is the ONLY company
that has achieved these superior levels
of performance.
'High Tech' is the right description for

Only with McIntosh Power Guard can

you be assured of total power
performance without the distortion of
clipping. Only McIntosh 'High Tech'
protects your listening.

the NEW McIntosh MC 2002, a

powerfully perfect 200 watt per channel
(300 watts into 4 ohms) power
amplifier. The pleasure you enjoy from
music is protected by McIntosh Power
Guard (patent #4,048,573), an
exclusive McIntosh circuit, McIntosh
invented that insures Spectral Fidelity
for greatest sound.

30
2

2

2

20

For more information on Spectral Fidelity amplifier
measurement techniques and detailed information on
McIntosh products write:
McINTOSH LABORATORY INC.
P.O. BOX 96 EAST SIDE STATION, A35

BINGHAMTON, NY 13904-0096

300
200
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Introducing three times the power and three times
the control of ordinary car stereo.
The new Panasonic component car stereo system.
Powerful. Ingeniously designed. That's the new
Panasonic component car stereo system. It's an

f auto -reverse. Pius metal tape capability.

A1\il/FM stereo/cassette and seven -band graphic
equalizer/power booster. All in the space normally
taken by many ordinary car radios.

Y-SG60 graphic equalizer/power booster. Beyond

The heart of this system is a Panasonic AM/FM stereo
cassette player: With digital electronic tuning to seek
and lock in stations with uncanny accuracy.

The high-performance cassette section gives you

not only superb sound reproduction with Dolby
n

uction. But it also gives you the convenience

The companion comoonent is the Panasonic
ordinary bass and treble tone controls, it lets you
shape your sounc precise y over a seven -band range.

And to bring al that sound to life, the CY-SG60
is also a power booster. To boost the power of your
system to 25 watts per channel:;
So get yourself a system that gives you three times
what an ordinary
car stereo gives
From Panasonic.

Panasonic.

just slightly ahead of our time.
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*Based on 1985 industry average 7.46 watts per channel. **Dolby is a trademark of Dolby Laboratories. 1-2 X 25W (total 50W) maximi..m power output at 1kHz.
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