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“That night

| was listening 1o

the bass playe cook.

As his hands went

spiderng up anc down

the strings

his thum-thum-thum

became the groups

heartbeat —and mine foo.

In my Iving room, I had

traveled once agair fo that
smokey lithe jazz club long aga”

A JVC High Fidelity System

can take you to another

time and place, with componerts
that reduce six different

kinds of distortion down to inaudible.

N Nothing inferferes with the

A reality of your music. You'e there.

We fake you there.

1

=
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| - —
JVC JVC JVCJVC JVC JVCJVCJVCJVE

JVC COMPANY OF AMERICA, High Fidelity Division, 41 Slater Drive, Eimwood Park, NJ 07407 JVC CANADA INC. Scarborough, Jnt.
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...and then came the SE-9.

35 years ago, to satisfy listening
preferences, serious music lovers
had to redesign their listening rooms.
Remove the drapes. Add a rug here.
Rearrange the uphoistered sofa there.
Get rid of that crystal chandelier!

Bass and treble tone controls
came later, and they helped —but
only a little. When you needed a
boost in that lowest bass region, you
had to accept boosted upper bass
and mid-range tones as well—
whether you needed them or not.

By 1958, the first equalizers
appeared. They allowed you to alter
specific bands of tones to suit the
needs of the listening room —and the'
music program. With special mics, a
pink noise generator, and a real-time

analyzer, you could electronically
adjust your system to your listening
preference. If —that is—you didn’t
mind spending several thousand
dollars and a half hour adjusting and
readjusting controls to enjoy a half
hour of listening.

Then came Sansui's remarkable
SE-9 Compu-Equalizer. It takes
the guesswork and the frustration
out of equalization. At the touch of a
button, the SE-9’s built-in pink noise
generator feeds its signals first to one

picked up by the SE-9's calibrz
microphone are then analyze
microprocessor. Sit back
in amazement, as th
motorized system I

-
sar®

speaker, then the other. Sounds |

16 fader controls (8 per channel) to
create the curve that yields precisely
flat response at your preferred listen-
ing location.

Touch another button, and the
curva is memorized for future, instant
recall. Move to another location—
even another room—and the SE-9
can create and store a new curve —
up to four o them.

At last, after 35 years, a perfect
equalization system without errors or
frusiration. And, at a price that makes

‘equalization affordable for all
' OVers.
-9 and Sansui's truly
ality compo-

g
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SANSUI ELECTRONICS CORPORATION
Lyndhurst, New Jersey 07071, Gardena, CA 90248 y
Sansui Electric Co., Ltd., Tokyo, Japan S(U' ——
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Hangover—a rather loose
term to describe the stored
energy resonance in a
loudspeaker, the principal
cause of coloration that
immediately tells you
you’re listening to a
loudspeaker.

Take it away and there’s a
new world—the
loudspeakers have nothing
more to say—instead
there’ just the orchestra and
the magic of the music.

If music is an important part
of your life, then a pair
of ESL-63 loudspeakers
could be the best
investment you've

ever made.

Perhaps even
something
to celebrate about.
For further details and the
name and address of your
nearest QUAD ESL-63
retailer, write: QUAD,
425 Sherman Avenue,
Palo Alto, CA 94306.

In Canada: May Audio
Marketing Ltee, Ltd.,
Longueuil, Quebec J4G 1P8

QUAD s

for the closest approach
to the original sound
© 1982 QUAD

Enter No. 3 on Reader Service Card
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Kyocera goes to double lengths to
make sure there’s no distortion in
its DA-01 Compact Disc Player. It’s
got both digital and analog filters—

so nobody hears distortion.

The advantage of digital and
analog filtering systems.

Modern technology has made ana-

log filters pretty etfective. But there
can be a problem—analog filters
by themselves render limited per-
formance. By combining an ana-

log filter with a diil;tal ilter, and

precisely applying both types in

just the right way, the limitations

found with analog filters are not
[ there anymore. Thanks to the

unique use of these filters, and an
impressive array of very advanced
circuitry, the Kyocera CD Player

rovides accurate, crystal-clear, life-
ike sound.

The awesome specs that only
digital can provide.

Needless to say, the Kyocera DA-O1
comes through with some specs that
are mind-boggling: A full 90 dB
dynamic range... flat frequency
response from 20-20,000 Hz....
quiet 90 dB S/N ratio...and total
isolation 90 dB channel separation.
And, just in case you didn’t
realize it, with the fabulous disc
player system. as provided in
Kyocera’s DA-01 Blayer, there is
no contact between disc and play-
back head. No tics, clicks, pops,
scratches or record wear. And the
DA-01 plugs right into your present
audio system—Kyocera or others—
just like a conventional turntable.

Easy to use, but total control of
every function.

The DA-01 is easier to use than a
modern cassette deck—slide the
compact disc into the disc compart-
ment, shut the door and hit the

lay button. With the DA-O1’s
eather-touch controls, you can
play the whole thing (60 minutes

a side)...repeat a track...scan...
pause...skip... advance...index...
and program up to 24 different
segments with an electronic mem-
ory. A functional LED digital panel
tells you program running time
and just where the optical scanner
is on the disc.

Admittedly, our DA-O1’s are

carried only by selected dealers.

If you have trouble finding
one, contact: Kyocera Inter-
national, Inc., 7 Powder Horn
Drive, Warren, Nj 07060 (201)
560-0060.
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The goal in designing the Mercury Topaz was simple: When
the driver takes the wheel and touches the accelerator, the car
should respond. Instantly.

The way Topaz accomplishes this is by integrating a remark-
able combination of driving and handling tools in a 5-passenger
car. Power brakes, front-wheel drive for traction and rack-
and-pinion steering for precise control are all standard.

Its new 2300 HSC engine utilizes High Swirl
Combustion technology for smooth, responsive power,
particularly in stop-and-go situations. The engine
is linked to an on-board EEC IV computer that's
capable of processing 1,000,000 engine com-
mands per second for smooth operation.

The handling is enhanced by a fully
independent suspension system with
front and rear MacPherson struts which
help isolate shock from the driver,
while still giving a superb feel of L
the road. I -

The result of all this is a car that
responds precisely to hills, curves and
straightaways because it responds pre- )
cisely to its driver. C—— ,

Experience it for yourself. Call us A . : i
toll-free at 1-800-MERCFAX for the
name of your nearest Lincoln-Mercury
Dealer and a copy of the 1984 Topaz W -
catalog.

The 1984 Mercury Topaz. A car as
advanced as those who will own it.

INSTEAD OF DWELLING ON
HOW YOULLRESPONDTOIT,

LET’S DISCUSS HOW
ITRESPONDS T0 YOU.

Get it together—buckle up.




1984 MERCURY 'I'IIPAZ
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SIGNALS & NOISE

Mike Line
Dear Editor:

I would’like to offer additional infor-
mation to Bert Whyte’'s “Behind The
Scenes” column in your March 1983
issue.

Bruel & Kjaer has recently intro-
duced a completely new line of studio
microphones. These microphones are
a totally new design, from capsule to
connector. They have no parts in com-
mon with the 4133 or any other B & K
instrumentation microphone.

There are two acoustical designs
available. One has characteristics very
similar to the 4133. The other has a
lower self-noise level because it has a
slightly larger diaphragm. Both de-
signs are available either for standard
P48 phantom powering or for use with
a special power supply which resuits in
a transformerless system.

A complete description of these new
studio microphones can be obtained
from B & K Instruments, Inc., 185 For-
est St., Marlborough, Mass. 01752.

John R. Bareham
Applications Engineer
Bruel & Kjaer Instruments
Marlborough, Mass.

Superbstation
Dear Editor:
| am writing in response to your Feb-
ruary 1983 article, “WFMT: Satellite Su-
perstation.” | live in Snowmass Village,
Colorado, a small town about eight
miles away from the infamous Aspen,
and receive cable TV through Canyon
Cable. | am currently receiving WFMT
via cable at 98.1 FM frequency. The
sound is superb! In the stereo mode,
which is the mode | constantly listen to
WFMT, the cable quality is better than
that of the local radio station, KSPN
97.7 FM. Of all the stations on the ca-
ble, WFMT is by far the best.
| was impressed with the coverage
and inside story that Rich Warren and
Daniel Queen presented in the article.
In short, the story and the station are
nothing short of superb.
Derrick DeCarlo
Snowmass, Colo.

Gleaming Insights
Dear Editor:

“"WFMT: Satellite Superstation” by
Richard Warren and Daniel Queen in
the February issue of Audio provided

an excellent insight into the engineer-
ing considerations that have gone into
building one of the world's best fine-
arts FM stations. There is much food
for thought and also practical solutions
to audio problems faced by any station
attempting fine-arts programming.

We at Leaming Industries appreci-
ate being noted as pioneers in stereo
transmission by satellite. It should be
noted that the original “deviation en-
hancement” system designed by
Leaming Industries also delivered
WFMT with a 68 dB signal-to-noise ra-
tio, and did so on a completely linear
(non-companded) system with both
superior frequency response and low-
er distortion. This transmission system
is still in use to transmit stereo TV audio
for [cable networks] HTN Plus and Bra-
vo!, as well as transmitting many ste-
reo programs on thousands of miles of
microwave systems, both here and in
Canada.

Unfortunately, the article failed to
note that Leaming Industries also man-

—_—

ufactures a stereo processor that can
receive WFMT as well as the host of
new radio services that now use the
Wegener sliding de-emphasis “com-
pansion” system.

Information on sterec and monaural
programs transmitted on subcarriers
above video on satellite transponders
is difficult to come by. We have assem-
bled a list of these programs that may
be of interest to readers of Audio.
There are new additions and changes
of assignment taking place from time
to time, mostly without prior announce-
ment, so this list is based on the best
information available at this time. It
should also be noted that there are
many subcarriers being transmitted
that carry facsimile or data signals or
even no signals at all, so this is not a list
of all transmitted subcarriers, but only
those of interest to Audio enthusiasts.

F. F. McClatchie
Marketing Agent
Leaming Industries
Costa Mesa, Cal.

Channel
Frequency
Satellite Transponder Left Right Format

F3 3 V288 7.56  Bonneville Easy Listening Music

F3 3 5.94 6.12 Country Coast-to-Coast

F3 3 54 792 Moody—Religious

F3 3 7.695 Seeburg Lifestyle Music
(Monaural)

F3 3 8.055 8.145 Stardust, Traditional M O.R

F3 3 5.58 576  Star Station, Contemporary Music

F3 3 6.3 648 WFMT, Fine-Arts Programming

F3 3 6.8 WGN-TV Audio (Mono)

F3 6 5.40 594  Music-in-the-Air, Country Western

F3 6 5.58 576  Music-in-the-Air, Broadway Hits

3 6 7.695 Music-in-the-Air, Comedy (Mono)

E3 6 7.res Music-in-the-Air, Big-Bands Hits
(Mono)

F3 6 6.435 Music-in-the-Air, '50s/'60s Hits
(Mono) ;

F3 6 6.8 WTBS TV Audio (Mono)

F3 16 6.8 HTN Plus Stereo TV Audio
{Multiplex Process)

F4 3 7.695 Georgia Radic News Service
(Mono)

F4 3 6.435 Music-in-the-Air, Nationality Broad-
casting (Mono)

F4 3 7.38 7.56  Music-in-the-Air, Rock-A-Robics

F4 3 5.40 6.30  Music-in-the-Air, Rhythm & Blues

F4 7 5.58 576 Family Radio, East Feed

F4 i 5.94 6.12  Family Radio, West Feed

F4 i 7.38 7.566 Sheridan, News & Sports

F4 17 5.58 576 Satellite Jazz Network

F4 6 58 Bravo! Stereo TV Audio (Multiplex
Process)

(oo}
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The World’s MOST VERSATILE
Stereo Preamplifier

MODEL Cxa200 PREAMP/EQUALIZER

Control Versatility
of a Recording Studio...
Sound to Delight the Audio Connoisseur

THE SOUNDCRAFTSMEN CX4200 PREAMP/EQUALIZER

THE PREAMP: Starting with four completely independent Mcno Phono Preamp Sections to accommodate two turntables with
vanishingly low distortion and —97dB noise, every conceivable aperational control is combined in the CX4200. Fully-Adjustable
Capacitance Loading from 50 to 800 picofarads for perfect matching of any cartridge, including Moving-Coil types. Built-In CX
Decoding Circuitry lets you enjoy the newest audiophile records. Low-Impedance Headphone Amplifier for private listening.
Inputs for Audio from VCR or Videodisc. Cross-Dubbing between three Tape Dacks. Sub-Sonic Filter operating from 15Hz down.

THE SIGNAL-PROCESSOR PATCH BAY: Allows you to use any combination of Sub-Sonic Filter, CX Decoding, Equalizer, Mono
A&B and any External Signal Processor, either for listening or tape recording, by simply pushing buttons—no cable switching!
THE EQUALIZER: Probably the finest cctave-band equalizer available, due to the employment of Precision Wire-Wound Induc-
tors in the octave-filter circuits, instead of ardinary IC “chips” The result is greater gain, lowest possible noise and distortion
and campletely neutral sonic qualities. Only Soundcraftsmen Equalizers feature the exclusive Differential/Comparator® circuit
which allows you fo instantly adiust the Equalizer for Maximum “Headroom™ so necessary with CX, dbx, Digital and Dolby-
encoded recordings—regardless of the EQ curve selected! This adjustment is accurate to a phenomenal 0.1 dB readout and
employs balancing LED’s for visual verification.

THE CX4200 has peen calied “The Ultimate Preamp;’ yet it is a superb valuz &t only $S699.
Other Soundcraftsmen Preamps with similar features and perfarmance start at $419.

The World’s Finest Stereoc Components y
Are Still...MADE IN U.S.A.! AN

chW%wm

‘ $19.95 EQ EVALUATION KIT,

| including 12" LP Frequency Spectrum Analysis Test Record, 2 sets of
‘ B Computone Charts, Connactor Cable, complete instructions. JUST WRITE TO
US OR CIRCLE Reacer Service Care £30. We'll send Free Special Offer Details and
16-page full-line color brochure featuring ““WHYS AND HOWS OF EQUALIZATION.”

2200 So. Ritchey, Santa Ana, California 92705, U S.A /Telephone (714) 556-6191/U.S. Telex/TWX 910 595 2524 - International Telex: 910 £35 2524 /Answer-hack Code SNCCRFTSMN SNA
Enter No. 30 on Reader Service Card




“I contend that the sound

of music is also dependent
upon harmonic content, etc.,
calling for frequency
responses way above 20 kHz.”

e e

Shy on Samples
Dear Editor:

| was interested to read Leonard
Feldman's test report on the new Sony
compact digital disc player (Audio,
November 1982) and noted his enthu-
siasm for the concept. There is no
doubt that there is a requirement for a

system to relieve us of the problems

and static pops and all the other draw-
backs of the present LP disc. In years
to come, people will be amazed at the
quality which was achieved with what
in effect is a mechanically coupled
system (stylus riding in a groove).

associated with record handling, dust

My disappointment with the new sys-
tem lies, however, with the low sam-
pling rate of 44 kHz. For speech tele-
communications, the accepted sam-
pling rate is twice that of the highest
frequency, i.e., in a speech telephone
channel of 200 to 3,400 Hz, the sam-
pling rate of 8,000 Hz gives satisfac-

S
&

Our speqkers i ?5= -
the

Perfectly. e

The human ear is a marvelous listen-
ing mechanism. Its full-range, single-
element diaphragm lets you detect all
the subtle details of a fine musical per-
formance.

Because all Acoustat electrostatic
speakers utilize a full-range single ele-
ment just like the human ear, they are
capable of reproducing the perfor-

were designed to work
way your ear
was designed to hear.

i

*

mance exactly as it was recorded.
Acoustat speakers provide musical
enjoyment unequalled by any other
loudspeaker systemn, regardless of price.
We'd like you to hear the full story of
Acoustat speakers and electronics.
Call us toll free for the name of your
nearest dealer, then give your ears the
music they deserve.

Acoustat’s Trans-Nova® Preamplifier and
Trans-Nova® Twin-200 Power Amplifier.

ACOWTAT

Revolutionary by Design
3101 Southwest First Terrace
Fort Lauderdale, FL 33315
Telephone 305/462-6700

Toll Free 800/327-3136

tory speech reproduction.

However, music is not speech.
Agreed, few people can hear as high
as 20 kHz (half the compact digital
disc's sampling rate), but | contend
that the sound of music is also depen-
dent upon harmonic content, tran-
sients and rise-times calling for fre-
qguency responses way above 20 kHz.
My feelings were reinforced by hearing
a radio interview with a well-known
conductor who said the low frequen-
cies of the new discs are radically im-
proved “but they still haven't got the
higher frequencies right.”

There is no doubt the lower frequen-
cies are considerably improved; bass
drums now have a tonal quality and no
longer just a "boom."” A frequency of
20 Hz or so, which can be difficult to
reproduce on a master tape, can be
perfectly reproduced when sampled at
the 44-kHz rate, but the transient of a
cymbal or the harmonics of a violin
cannot be accurately reproduced by
encoding the amplitude of just two or
three samples of its waveform. | would
like to see a sampling rate closer to
100 kHz adopted before the system
becomes too standardized.

In conclusion, | would like to add
how much | enjoy Audio, and have
done so for many years. Keep up the
good work!

Keith L. Robinson
Mt. Royal, Quebec
Canada

Editor’s Note: Readers should note that
the upper limit of human hearing is the
upper limit, whether we are talking
about primaries or harmonics. Now if
Mr. Robinson is saying that digital re-
cording does not properly handle the
range where normally only harmonics
exist because of too low a sampling
frequency, then he has a very strong
argument, one where the jury is still
out. However, the sampling frequency
has been standardized, at 44.1 kHz,
and it is just such standardization
which allowed disc and player makers
to bring the system to market.—E.P.

Dimensions of model Three/M speaker shown: 72"x28"x3 2"
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lllustration: Robert Jordan

TAKING CD IN STRIDENT

R e e —

BEHIND THE SCENES

BERT WHYTE

o Ve R P

ontrary to the expectations of

many nay-sayers, the Compact

Disc players and discs have
been accorded an enthusiastic recep-
tion by consumers. As a consequence,
both are in short supply. However, that
may soon improve here: Billboard re-
cently quoted Hans Gout, senior CD
director at Polygram, as considering it
an "overriding priority” that the Com-
pact Disc substantially penetrate the
U.S. market.

Even though the software shortage
is particularly acute, enough discs
have come to hand to demonstrate that
although there is much to admire,
many of them have sonic anomalies
which are very off-putting. | refer most
especially to the shrill and strident
sound of the first and second violins in
classical recordings. In my CD re-
views, which first appeared last issue, |
made particular note of this problem. |
took pains to point out that the objec-
tionable sound is not an inherent fault
in digital recording, but rather a conse-
guence of close multi-miking tech-
niques and the use of microphones
which many feel have an overbright,
“tizzy,” high-frequency response. In
the past, the bright top end of these
microphones may have been attenuat-
ed by the processing loss and noise
masking of analog recording. In digital
recording no such losses occur, and

therefore any sonic imperfections are
starkly revealed.

Apparently, many of those who
bought CD players and discs have dis-
covered the problem of the strident
strings and other sonic aberrations. Mi-
raculously, the negative comments of
these people seem to have reached
the right ears. The following excerpts
are from an article by Jim Sampson
which appeared in a recent issue of
Billboard: "“The superior sound quality
of the Compact Disc is leading to
changes in recording technology,
away from a dry studio acoustic and
from elaborate multi-miking. That's the
opinion of Dr. Andrew Holschneider,
president of Deutsche Grammophon
Productions. . .

“Several critics felt the digital sound
of the Berlin Philharmonic in large or-
chestral works was ‘harshly’ brilliant.
And the English Concert Compact
Disc of Vivaldi's ‘Four Seasons’ fea-
tures very bright string tone and ‘back-
ground street noise.’

“... As producer of The English
Concert on DG/Archiv, Holschneider
agrees that the CD medium demands
new technical standards: ‘It is a real
challenge and we're learning. ...’

“The choice of a hall has become
much more critical, he says. ‘It cannot
have too dry an acoustic, because the
CD sound is itself clearer.” And Holsch-

neider will reconsider locations poorly
isolated from the outside, such as Lon-
don's Kingsway Hall or Henry Wood
Hall, where his 'Four Seasons' was re-
corded.

“The multi-microphone techniques
of the 1970s might soon be replaced
by the twin-mike sound of the 1950s.
Says Holschneider: ‘A recording tech-
nology which tries to reproduce the
music as simply and naturally as possi-
ble is the best.' He points to Gunther
Breest's two-mike production of Verdi's
‘Falstaff' under Giulini [conductor of
the Los Angeles Philharmonic] as a
good example.”

Well, Hallelujah! That certainly is a
step in the right direction, although
even if only two microphones are em-
ployed for a recording, the use of the
offending overbright microphone is to
be avoided. Depending upon the
acoustics of the recording hall, the en-
gineers can use quite a number of two-
microphone configurations such as the
Blumlein coincident crossed figure-of-
eights or the M/S (middle-side) with a
forward-facing cardioid and the lobes
of a figure-of-eight mike facing left and
right.

The same story in Billboard states
that “"perhaps the most frequently
heard critical complaint so far is the
marketing of analog recordings as
‘digital audio.' Indeed, the first mass-
produced CD from PolyGram's Hano-
ver plant last August was Claudio Ar-
rau’s analog Philips recording of the
Chopin waltzes. Nowhere in the pack-
aging is the recording's non-digital an-
cestry acknowledged.

"At DG Productions, however, there
is a clear policy that, for the present, all
CDs will come from digital masters.
Holschneider says he expects that an-
alog-mastered repertoire will appear
on the yellow label sometime in the
future, but not as part of the first year's
releases.”

Some English critics seem particu-
larly annoyed with the mislabelling or
non-labelling of recording origin on
CDs. Some Japanese CDs have been
made from analog recordings. | don't
think this is necessarily reprehensible if
the recording is of high quality. In fact,
it would be extremely stupid to ignore
the riches of analog recordings in the
vaults of the record companies. Con-
sider the fact that Dolby A noise reduc-
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Space-contoured Sound

FI)ntroducing the finest listening instruments Acoustic Research
has ever built. The ARILS and 93Ls. Two speakers that reach such
shimmering highs and thundering lows they evoke a new experi-
ence in high fidelity. An intensified sonic experience in which lis-
tener, living space and speakers form an integrated relationship.
Where optimum sound is achieved within the natural acoustics of
the living space —not just in a scientific test chamber. This exper-
ience we call Space-contoured Sound.

To contour sound to human living spaces, both the 9Ls and
98Ls feature a revolutionary driver. A Dual Dome™ mid-high-
range configuration that eliminates crossover interference and
achieves totally coherent dispersion. In the 9LS, we've introduced
a down-firing woofer coupled with a Bass Contour Chamber.
When you hear it, you'll know why Acoustic Research is more

H{ than our name.

¢ TELEDYNE ACOUSTIC RESEARCH 10 American Drive, Norwood, MA 02062, USA. Dunstable, England.
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Hear what you've been missing




The sound engineers at
most of the world’s great
classical recording studios*
have at least one thing in
common.

*Decca, Deutsche Grammophon,
CBS, Capitol, EMI, Polygram

They all choose B & W loudspeakers to
monitor the fidelity of their recordings.

**Exciting summer values are now available**

the Best in the World

Distributed by

Anglo American Audio Co. Inc., Box 653, Buffalo, NY, 14240. (416) 438-1012

Member of Misobanke International Group

Enter No. 6 on Reader Service Card

NMtlntosh

STEREO CATALOG
and FM DIRECTORY

Get all the newest and latest information on the new
Mcintosh stereo equipment in the Mcintosh catalog. In
addition you will receive an FM station directory that
covers all of North America.

=== ===7=="=/

Mclintosh Laboratory Inc. A
East Side Station P.O. Box 96
Binghamton, N.Y. 13904-0096

NAME

ADDRESS

TODAY!

CITY __ STATE___zIpP

S
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If you are in a hurry for your catalog please send the coupon to Mcintosh
For non rush service send the Reader Service Card to the magazine.
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“It’s not reprehensible to
make CDs from analog
recordings of high quality.
It would be stupid to ignore
the riches of analog in the
record-company vaults.”

tion-has been in general use for over
15 years. Given the various tape oxide
formulations over these years and the
technology of analog tape recorders,
the average signal-to-noise ratio on the
master recordings should be around
70 dB, and a bit higher in more recent
years. If the original tape master is
used—not the cutting master (which
quite often has undergone various
forms of signal processing, so the orig-
inal sound quality may be degraded)—
it will transfer very nicely to a CD. With
a 70 to 72 dB S/N, noise will not be
totally inaudible, but it will be very quiet
indeed. Imagine what this coutd mean:
There would be no degradation, no
transfer or incremental noise, no in-
crease in distortion, and a wow and
flutter specification equal to the origi-
nal. You could get one of your favorite
recordings in what would be tanta-
mount to having the master recording
itselfl You would hear that favorite re-
cording with no ticks, snap, crackle or
pops. Further, with the non-contact ca-
ress of the laser beam playback, the
CD will remain in master tape condition
forever!

There is a veritable treasure trove of
analog recordings which are great per-
formances and sonic masterpieces. A
smart, forward-looking record compa-
ny will put a good classical A & R man
to work, mining their vaults for out-
standing analog recordings suitable
for transfer to digital disc. When | think
of the glorious music tucked away in
the vaults of EMI, Decca, Deutsche
Grammophon, Philips, et al., my mouth
waters!

[Editor's Note: Analog masters are,
in fact, less likely to sound overly bright
on CD than are digital masters made
with analog mike techniques. And it
might be possible to make two-hour
transfers from treasured monophonic
performances.—/.B.]

One thing | have noticed with various
CD recordings is that, under the in-
structions for cleaning digital discs,
each company seems to have its own
idea of how this should be done. Most
warn against the use of solvents such
as benzine, gasoline, carbon tetra-
chloride, etc. Some warn against the
use of any liquid. Yet others tell you to
use ethyl alcohol or warm, soapy wa-
ter! Most seem to agree on one point:
The discs should be cleaned from the
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HERES A
TECHNOLOGY
STORY
THAT'S TRULY
ABSORBING.

Every story has a protagonist and an
antagonist. And this one’s no different.

The hero, in this case, is an unassuming,
little technological breakthrough from Pioneer
called the Dynamic Resonance Absorber™(DRA).

TRANSIENT RESPONSE And the
0 1 reut 2 0 ouTPUT arch-villain, the
I Wi | everpresent
‘ - Resonant Tone-
arm Vibration.
What the
Dynamic Reso-
I nance Absorber
_ does, to make a
~20L 20 20 long story short,
is to absorb the resonant frequency of the tonearms
on all of our new tumtables.
Thereby eliminating distortion which causes
music to lose clarity and accuracy of reproduction.
As if this weren't thrilling
enough, there’s also an exciting
subplot. The DRA eliminates
acoustic feedback that results
when the turntable is too
close to speakers played at

How the Dynamic Resonance Absorber
causes all this to happen is actually quite simple,
as most acts of genius usually are. _

The DRA is composed of a damper made
of extremely dense butyl rubber enclosed in a
weighted collar on the tonearm.

Working within the precisely weighted collar,
the butyl mbber acts EFFECT OF DRA ON FREQUENCY RESPONSE

justlikea spring. When coNVENleN/'\L'T(')NE)\rhM
the pipe of the Poly- N
mer Graphite™ (PG) I% t
tonearm vibrates, the | i=

“spring” compresses PGIONEARM WITH DRA
and simultaneously
soaks up vibrations. 55 7 59 a0 G

Thats why Pioneer can virtually promise
that muddy reproduction is an out-of-date story. And
why transient response is far more accurate. In fact,
as you can see on the chart, the cartridge output
(with DRA) closely resembles the original input.

Furthermore, frequency response, as you
can also see, is tremendously flat.

But, while the Dynamic Resonance Absorber
is a real blockbuster. it's not the only story here.

Every Pioneer tumtable also features a Stable
Hanging Rotor™ that improves stability by reducing
friction which decreases wow and flutter.

A zero-clearance dust cover allows you to
place the turntable {lush against a wall, yet still
open it all the way.

And another convenience item: all controls
are located outside the dust cover.

In addition, the PL-S70 (shown here) has two
other ease-of-operation features: an automatic disc
size selector (ADSS) and auto repeat function.

Naturally, you'll want to audition each new
\ Ploneer turntable with Dynamic
Resonance Absorber at your
earliest convenience.

If only to convince
yourself that this story falls
in the non-fiction, not the

high volume.

science-fiction category.

U PIONEER

Because the music matters.

© 1983 Pioneer Electronies (USA) Inc., PO Box 1540, Long Beach, CA 90801
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talisman

(tal’izman) An object endowed with the ability
to focus or concentrate power; a magical stone.

Technology unlocks magic. The new
Talisman MC phono cartridges are as
fundamentally superior to conventional
moving coils as moving coils are to
moving magnet cartridges.

Only Talisman uses the Direct Field
Focus™ design, which locates the coils
at the precise focusing point of a power-
ful Samarium Cobait magnet. Extra mag-
netic components are eliminated. Trans-
parency and coherence are improved.

talisman

by SUMIKO,

TALISMAN S—Sapphire tube cantilever,
laser-mounted line-contact stylus.
TALISMAN B—Boron tube cantilever,
laser-mounted line-contact stylus.
TALISMAN A—Aluminum Magnesium
cantilever, nude-mounted
elliptical stylus.

Talisman ... the jewel and metal object
that unlocks the magic in your records.

Inc., P.O. Box 5046, Berkeley CA 94705

Enter No. 9 on Reader Service Card

the perfect combination...

The musical accuracy of Bryston components is a
revelation. Every note emerges with perfect clar-
ity from a background of silence, then vanishes.
The progression of musical events seems real,
tangible, almost visual in its presentation. ...

Bryston believes there is a need for reference
standards of musical accuracy. That is why we
designed our Models 2B, 3B and 4B power ampli-
fiers, and our Model 1B preamplifier. Their only
reason for existing is to provide the most faithful
electronic rendition of a musical signal possible
within the bounds of available technology. Write
to us and we'll tell you how we do it, and where
you can listen to our perfect combination.

IN THE UNITED STATES:

| IO IO IVERMONT
RFD®4, Bedin, Montpelier, Vermont 05402
(802) 223-6159

IN CANADA:

[ IS0 MARKETING LTD
57 Westmore Dr,, Rexdale Ont, Canada MOV 3Y6
{416} 746-0300

Enter No. 10 on Reader Service Card

“I've seen a CD gunked

with peanut butter, then
washed with a mild
detergent, and another
slashed with a penknife.
Both played back flawlessly.”

center towards the periphery of the re-
cord. You say you were under the im-
pression that CDs were impervious to
dust, dirt, fingerprints, and scratches?
Well, I've seen a CD actually gunked
with peanut butter, then washed with a
mild detergent, and it played back
flawlessly. I've also seen a CD slashed
with a penknife, and it also played
back with nary a pop or click! In spite
of this apparent immunity to such mis-
treatment, most companies urge, quite
properly, that a CD be accorded the
same care and respect as analog LPs.
Believe it or not, | have only encoun-
tered two CDs with glitches, and | fol-
lowed directions to blow on the disc
and wipe off the condensation with a
soft cloth (not in a circular motion, but
across the disc's surface from the cen-
ter outwards). It worked. The glitches
disappeared, and several friends who
have tried it report similar success.
One absolutely cast-in-concrete piece
of advice in the handling of CDs is that
they must never be subjected to heat
or anything else that could cause
warpage. With a warped CD, the laser
beam can be de-focused and render
the disc unplayable.

As far as most people are con
cerned, digital discs are strictly a play-
back-only medium. Some of you may
have heard vague rumors that one day
there might be a recordable digital
disc. Well, it is not going to show up at
your friendly local hi-fi dealer any time
soon, but early research has actually
taken place. As you might expect,
some research was undertaken by
Philips in Eindhoven, Holland, as well
as by 3M in the U.S. and by Panason-
ic's parent, Matsushita, in Japan. In
very simplistic terms, the Philips tech-
nigue is a thermomagnetic process on
a pre-grooved disc, with a track spac-
ing of 1.7 microns. Amorphous layers
of a special alloy are vacuum-deposit-
ed on the grooves, and cutting is ac-
complished with a laser essentially the
same as that used in the CD player.
Sufficient density and S/N ratio have
been achieved to permit 30 minutes of
music recorded on one side of the 12-
cm disc. The same laser plays back
the recording, and with only slight
modification, the experimental record-
er can play back normal CDs. A great
idea, but where will the high-quality
source material come from? A
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What the world’s most
critical listeners think
of JBL is a matter of
public record.

To capture the excitement, intensity,
and creativity of today's popular
music, recording engineers use
some of audio’s most sophisticated
equipment. From computerized
mixing consoles to advanced
digital recording systems. And to get
the most out of these components,
recording professionals rely on
equally advanced monitor
loudspeakers—JBL.

In fact, a recent Billboard magazine
survey revealed that over 66% of
the major recording studios in the
U.S. use JBL speakers. But that's
only part of the story. Because, of
the top 25 albums recorded in
1981, 22 were mixed or mastered

in studios equipped with JBLs?

So if you'd like to hear your music
the way it was meant to be heard,
visit the audio specialists at your
local JBL dealer. JBL loudspeakers
are available at selected AAFES-
Europe Sound Centers and other
(military or audio) retail outlets.

And now for studio quality sound
in your car, JBL introduces its new
line of automotive loudspeakers.

*Equipment information compiled from
The Mix and Billboard directories and
phone surveys.

JBL Incorporated, 8500 Balboa Boulevard,
PO. Box 2200, Northridge, California 91329 U.S.A.

First with the pros.

IBL /harman international

Enter No. 11 on Reader Service Card



SP-400 3-Way
Mobile Speaker System

TD-1200
Mobile Tuner
Cassette Deck

The Nakamichi Mobile Sound System—Gift Wrapped!

Amazing but true! You can win the
incredible Nakamichi Mobile Sound
System gift wrapped in a 1983 BMW
318i! Just drop into your nearest
Nakamichi Mobile Sound dealer and
fill out an entry form. That's all there is
to it! But bring your favorite cassettes
along. This system will amaze you!
It's unlike any other mobile-sound
system ever created.

Only the TD-1200 Mobile Tuner/
Cassette Deck has NAAC—the
unigue Nakamichi Auto Azimuth
Correction system that automatically
aligns the playback head in each di-
rection to extract the last iota of per-

formance. Only the TD-1200 senses
when the music has stopped and fast
winds to the end of tape for quick re-
versal. Only the TD-1200 is powered
by the unique Nakamichi SLT motor
that virtually eliminates wow and flut-
ter. And, the TD-1200 gives you a
choice of EQ and Dolby* B or C
noise reduction to accommodate the
many tapes in your collection.

That's not all. Tone controls are
specifically designed to compensate
for automobile acoustics, and the
TD-1200's 10-preset quartz-PLL syn-
thesized FM/AM tuner has the pull-
ing power, selectivity, and immunity to

multipath that you need on the road.

The PA-300 Mobile Power Amplifier
is incredible—70 watts per channel
continuous power, with a dynamic
range of more than 115 dB and dis-
tortion under 0.003%! Matched with
the Nakamichi SP-400 3-way Mobile
Speaker System, the TD-1200 and
PA-300 bring home music fidelity to
the road!

The Nakamichi Mobile Sound
System—it not only rivals the finest
home equipment, it outperforms
most of it!

n Nakamichi
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Grand Prize

1983 BMW 318i with a complete Nakam-
ichi Mobile Sound System—TD-1200
Tuner/Deck, PA-300 Power Amplifier, and
SP-400 Loudspeaker System

First Prize
Nakamichi Mobile Sound System

12 Second Prizes
Nakamichi Windbreaker Jackets

Entry forms and complete contest rules
are available from your local authorized
Nakamichi Mobile Sound dealer. Open
to all residents of the United States, ex-
cept employees and their families of
Nakamichi U.S.A. Corporation, C.B.S.
Inc. and members of the judging organi-
zation. Void where prohibited by law.

“TM Dolby Laboratories Licensing Corporation

Entry Forms Available At
Your Nearest Authorized Nakamichi MSS Dealer

Alabama
AUDITION: Birmingham, Homewood
SOUND DISTRIBUTORS: Huntsville

Alaska

SHIMEK'S: Anchorage
GREAT ALASKAN SOUND:
Anchorage -

Arizona

CLASSIC CAR SOUNDS: Tucson
JERRY'S AUDIO EXCHANGE:
Phoenix

Arkansas
CUSTOM AUDIO:
Littie Rock, North Little Rock

California

ANDY'S AUTO RADIO:
Sherman Qaks

AUDIQ VISION. Santa Barbara
BEVERLY EL ECTRONICS:

Los Ange

BEVER Y HILLS AUTO RADIO:
Los Angeles

BURDICK'S: Santa Cruz
CENTURY STEREO:

San Jose, Hayward

DEALER'S CAR STEREOQ: Los Altos
GENESIS AUDIO: El Toro
GLENDALE AUTO RADIO: Glendale
GROSS NATICGNAL PRODUCTS:
Pasadena

HAVENS & HARDESTY AUDIO
SYSTEMS: Huntington Beach
HERMARY'S: San Carlos
HONKER'S SOUND: Berkeley
HOUSE OF MUSIC: San Francisco
HOUSE OF NATURAL SOUND:
Monterey Park

JONAS MILLER SOUND:

Santa Monica

KAR TUNES: Seaside

KUSTOM HI F!I: Burlingame
MARIN AUTO STEREO & ALARM:
San Rafael

MESATRONICS: Costa Mesa
MONTEREY STEREQO: Monterey
PAN AUTO SOUNDS OF

SAN MATEQ: San Mateo

PARIS AUDIQ: Los Angeles
PETER’S AUTO RADIO:

San Francisco

THE RADIOMAN: San Diego
REUS AUTOSOUND: Villa Park
SOUND COMPANY: San Diego
SOUND FACTOR:

North Hollywood, Encino
SOUND ON WHEELS: Glendale
SOUND STATION: Northridge
SPEAKER WORKS: Orange
STEREO SHOWCASE:

Vallejo, Sacramento

TOWN & COUNTRY: Mill Valley
TRANS-LEX TRAVELIN' MUSIC:
Bakersfield

WESTERN AUDIO IMPORTS:
Palo Alto

Colorado

LISTEN UP:

Denver, Boulder, Evergreen
MOBILE ACOUSTICS: Aurora
SOUNDS GREAT: Colorado Springs

Connecticut

AUDIOCOM: Qld Greenwich
AUDIOTRONICS:

Norwalk, Fairfield

MOONROOFS: New Haven
SOUNDS INCREDIBLE: Brooktield

Delaware
SOUND STUDIO: Newark

Florida

AUTO AUDKO: Tallahassee
AUDIO GARAGE:

Winter Park, Orlando

CAR SOUNDS: Miami
CARTRONICS OF AMERICA:
Miami

HI FI ASSQOCIATES:

Miami, Fort Lauderdale
KUBAN'S, INC.:

Sarasota, Bradenton
SENSUOUS SOUND: Tampa
SOUND SHACK:

West Palm Beach, Fort Pierce
TECH ELECTRONICS: Gainesville
WALDER ELECTRONIC
DISTRIBUTORS: Jacksonville
Georgia

HI FI BUYS: Atlanta

H! FIDELITY SSS:

N.E. Atlanta

SOUTHLAND SOUND: Savannah
STEREO DESIGNS: Atlanta
inois

APPLETREE STEREOQ:

De Kalb, Champaign, Decatur,
Normal, Peoria, Rockford

AUDIO CONSULTANTS: Evanston
Libertyville

AUDIO VIDEO CORPORATION:
Crystal Lake

COLUMBIA HI FI VIDEO:
Highiand Park, Buffalo Grove,
Rockford

HI FI HUTCH: Vilia Park

MUSIC IN MOTION: Glenview
STEREQ DESIGNS: Riverdale
VICTOR'S STEREO:

Chicago, Morton Grove

Indiana

AUDIOTREND: Evansville

HI FI BUYS:

Indianapolis, Latayette,

Muncie, South Bend, Speedway
SOUND PRODUCTION: Carmel

lowa

AUDIO EMPORIUM: Sioux City
AUDIO LABS: Des Moines
AUDIO ODYSSEY OF

IOWA CITY: lowa City

Kansas

CUSTOM SOUND: Wichita
Kentuck

HI FI BUYS: Louisville
Lousiana

AUDIO FIDELITY: Shreveport
AUDIO SYSTEMS: Lafayette

Maryland
GRAMOPHONE: Lutherville
MYER EMCO: Rockville

Massachusetts

LIBERTY TREE AUDIO: Danvers
NATURAL SOUND, INC.

Framingham

RICH" S CAR TUNES, INC.:

Watertown

SOUNDTRAK AUDIOQ: Brockton

TWEETER, ETC.: Boston, Burlington,

Cambridge, Chestnut Hill, Dedham

WALTHAM CAMERA & STEREO:

Waltham

Michigan

ABSOLUTE SOUND:

Ann Arbor, Royal Oak

ALMAS HI FI: Dearbom

BIRMINGHAM AUTOSOUND:

Birmingham

HI FI BUYS:

Grand Rapids, Kalamazoo

Minnesota

AUDIO KING: Minneapolis
Mississig?i

AUTOMOTIVE AUDIO: Jackson
IDEAL ACOUSTICS: Starkville
SOUND ADVICE: Guifport, Mobile
Missouri

AUTO-EAR-QOTIC, INC.: Saint Louis
BRAND'S MART: Kansas City
Montana

ROCKY MOUNTAIN HI FI:

Great Falls

THIRSTY EAR: Bozerman
Nebraska

CUSTOM ELECTRONICS: Omaha
STEREO WEST: Omaha

Nevada

Q AUDIO: Reno

SOUND EMPORIUM: Las Vegas
New Hampshire

RE: SOUND, INC.:

Nashua, Manchester, Newington

New Jerseg

CONKLIN'S: Wycoff

HAL'S STER‘:O SOUND CENTER:
Trenton

LEONARD RADIO: Paramus
SAMM SOUND: West Caldwell
SOUND WAVES, INC.:
Northfield, Tom Rivers

New Mexico

SOUND IDEAS: Albuguerque
New York

A B CAR STEREO:
Manhasset, Huntingion
AUDIO GENESIS: Glens Falls

AUTO SOUND SYSTEMS: Latham

AUTOSOUND UNLIMITED:

White Plains

CHAROS CUSTOM SOUND:

Southampton

CLARK MUSIC CO., INC.:

Syracuse, Albany

4-WHEEL SOUND Mount Kisco

GORDON ELECTRONICS:

Jvacuse Schenectady, Vestal
SIC BOX: New Windsor

ROGERS STEREQ: Freeport

ULTRA SMITH SYSTEMS: New York

North Carolina

ATLANTIC AUDIO: Wilmington
DASHBOARD STEREO: Durham
SOUND SYSTEMS, INC.:

Fayetteville, Charlotte, Greenboro
Ohio

AUDIO CRAFT: Cleveland,

Fairlawn, Mayfield Heights, Westlake
CARLIN 'AUDIO: Dayton

MIAH, INC.: Columbus

Oklahoma
IMPERIAL SOUND: Tulsa
JOE PRYOR: Norman

Oregon

CHELSEA AUDIO: Beaverton,
Portland

HAWTHORNE STEREQ: Portland
PENNINGTON'S AUDIO: Coos Bay
STEREO TO GO: Coos Bay

Pennsylvania

BRYN MAWR STEREO:

Bryn Mawr, Frazer, Jenkintown,
Maple Shade, Quakertown

Rhode Island

TALKING MACHINES: Providence

Tennessee

HI FI BUYS:

Nashville, South Madison
HI FI HOUSE: Knoxville
NICHOLSON'S: Nashville

Texas

ARNOLD & MORGAN: Garland,
Dallas

AUDIO CONCEPT: Austin

AUDIO CONCEPTS: San Antonio
AUDIO SYSTEMS: Laredo

AUDIO VIDEO: College Station
AUDIOWORKS: Nacagdoches, Lufkin
EL CENTRO SOUND CENTER:
Pharr, McAllan

ELECTRONIC SERVICE CENTER:
Odessa, Midland

HIGH FIDELITY: Austin

HI FIDELITY OF LUBBOCK:
Lubbock

HILLCREST HIGH FIDELITY:
Dallas

HOME ENTERTAINMENT: Houston
MARVIN ELECTRONICS: Fort Worth
SOUND ROOM OF SOUTHWEST
MUSIC: Amarillo, Altus

Utah

AUDIOWORKS: Salt Lake City
AUTO SPECIALTIES: Provo

Vermont

AUDIO DEN: South Burlington
Virginia

GARY'S STEREO: Richmond
MYER EMCO: Falls Church
Washington

HAL'S TEREO: Spokane
MAGNOLIA HI F

Seattle, Bellevue Lynwood
Q.C. STEREO: Belllngham
Mount Vernon, Oak Harbour

Washington D.C.
MYER EMCi

Wisconsin

Hi Ft HEAVEN: Green Bay

Wyoming
RUSSELL'S TV & APPLIANCE:
Casper

If a local dealer is not listed

please contact

Nakamichi U.S.A., 1101 Colorado Ave.,
Santa Monica, CA 90401.
800-421-2313

in CA and HI call

213-451-5901

r‘Nakamichi



AUDIO ETC

EDWARD TATNALL CANBY

ONE IF BY LAND, TWO IF BYCD

thoughts in this space on that abso-

lutely remarkable phenomenon, the
CD. No—not the Certificate of Deposit!
| mean the Compact Disc, so named
originally by Philips to parallel the
Compact Cassette.

The CD is, well, almost here. Though
not yet quite in a practical way, so you
can go out and buy it in any old place
where you happen to live. But the
noise of its coming, like Paul Revere's
warning about the British, is over-
whelming. You will find descriptions
and tests in the most exquisite detail in
every mag around, including this one.
Still, | find it hard to believe. At last, the
New Technology in its total audio fulfill-
ment! Almost too much to grasp.

Actually, | haven't heard a CD in the
flesh, myself, since the new system
was first announced more than four
years ago. Four years? You thought it
was the latest? Not exactly. | was at the
premier demo, way back then, and |
was instantly bowled over. Astounding,
no less. Thereafter | have considered
the matter closed, from the technical
viewpoint. You couldn't buy a CD, after
ail, nor any player to play it on, so why
bother. Leave the CD to the experts,
and that's where it has been. It was
testing-testing time.

I find myself perversely practical-
minded in this respect. Interest soars
in my breast on two occasions: (a) The
launching of some really radical new
product idea and (b) the concrete em-
bodiments of same. There is apt to be
a large gap between these, and some-
times, alas, it extends to infinity. Nice
idea, but . . . Remember the bird in the
hand? Well, the bushes around here
are increasingly full of discus compac-
tus lately, and a handful--soon maybe
a flood?—are actually visible and audi-
ble. The time has come! On my graph
of response you may now see that sec-
ond peak rising. After four years, plus
or minus flat.

Great promise, even greater prom-
ises—what now? Let us look at the
ball-point pen. We always look at the
ball-point pen when something revolu-
tionary starts going practical.

On October 29, 1945, only weeks
after the end of the Big War, the pen
was launched for all & sundry at Gim-
bel's in New York. At a price that made
us gasp, as | can easily remember. |

It's about time now for some direct

did a bit of calcutating: In our little
dollars | figure it came to maybe 80 or
100 bucks for each and every pen.
That's exactly the way it felt. And yet at
the end of the very first day, some

10,000 pens had been sold. No time |

wasted on promises; it was bang-
bang, launch it, sell it. To be sure, the
ball point had an advantage over our
CD-—it created its own softw—er, soft-
gear.

Then, the aftermath. | don’'t remem-
ber, speaking of price, whether the
ball-point pen actually got down to the
1¢ level, but it came awfully close. Five
cents apiece? It remains bottom cheap
today, right in with the old lead pencil,
and those early thousands have be-
come many milions. Price? Does it
matter?

Is this to be the approximate shape,
in proportion, for the CD’s coming fu-
ture? Is it to move from the top towards
the bottom of the market, mushroom-
ing in reverse, hundreds into millions?
Is it technically capable of it? A potent
question, but at this point not easy to
answer. Surely it will replace, eventual-
ly, ALL analog discs now on the mar-
ket, but with what? Wholly new formats,
more than likely. Keep in mind the tran-
sistor radio, the pocket calculator; look
at the digital watch—month, date,
hours, minutes, seconds, special price
$3.93. (That's from an actual ad.) For a

few more dollars, stopwatches,
games, weather reports, the works.
The CD system looks dreadfully com-
plex and expensive right now, and
costs it. But who knows? Remember
the room-size ENIAC—and Be Pre-
pared. Can we even begin to imagine
what the CD may do in its fullest devel-
opment? It's our first wholly modern
disc (not counting the floppy sort), and
it's a natural—unimaginably able.

Just remember that the original disc,
back before 1900, had in its way this
same sort of potential and has had it
ever since. Low cost and wide diversi-
ty, through its inherent ease of mass
production. Emile Berliner, whose idea
it was, knew perfectly well that the cyl-
inder sounded better, but it was inher-
ently unadaptable, clumsy in mass
production even with much ingenuity.
The disc was a better bet, and so it
happened. It isn't far-fetched to sup-
pose that the CD developers have that
sort of future-aptitude in mind, for all
the complications of the system.

Right now, the only thing that is fac-
tually positive about the CD is its
emerging hardware, first-generation.
It's being tested—you've been reading
about it for months. It is all it ever was
supposed to be (four years ago) and
more. Nor is there the slightest doubt
about the absolutely enormous techni-
cal gap between this all-digital (up to
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“Is this CD to be mainly an

audiophile device for a. -
while, restricted to the

upper crust? And if so, how

thick a crust?”
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the final D/A element) system and the
once state-of-the-art LP and 45. No
need for argument! Granted. So let's
start moving on.

We're still talking performance.
That's the beginning, but we are past
the beginning. Now it is: What will it
play, where will it fit, what will it re-
place, and, more important, what will it
NOT replace? What new areas will it
create, at least for starters? Is this CD
to be mainly an audiophile device for a
good while, restricted to the upper
crust? And if so, how thick a crust? Or
will it swallow the whole pie, deep-dish
included? Phew, that's a lot of ques-
tions and you won't find many answers
to them yet.

Needless to say, we'll be keeping
tabs here on player and disc perfor-
mance via ongoing tests. Unless by
some unlikely chance the CD just dis-
appears. But indeed it is time for addi-
tional thoughts and speculations. It's a
wide open field. Your guess might be
as good (or bad) as mine—or even
that of the CD promoters’.

Hey, how about price? Well, you
know, prices don’t matter much. Prices
will take care of themselves, thank you,
as other things get sorted out. That's
not a thought for slim pocketbooks and
wallets, | know. But it is a fact of life
that has been digging into my brain
these last years. The relation between
price and quality doesn't go up and
down like the two ends of a seesaw, as
we've always thought. (You pays your
money and . . .) Not any more. Instead,
there is a sort of Index, or Quotient,
Price/Quality, which, more and more,
seems to come last of all, the resuit of
many other determinants. Crazy, but
true. Price itself isn't really important.
(Except in your business account
books.)

Can we even begin to look ahead?
Well, at any price, | do not envision, for
instance, a Walkman-type CD player
for joggers, bikers, et al. (Though there
is, oddly, such a player now on sale for
analog standard discs.) For this, the
cassette is inherently more natural—
and how about a digital cassette? On
the other hand, | do see a CD car
player, even an expensive one, that
being reputedly a reason for the CD'’s
somewhat arbitrary size, 4%z inches. It
would work okay—no skipping. And
we tend to splurge cash on car audio,

80 why not expensive? After Bose and
Delco (and Nakamichi . . .), can CD be
far behind? Where Chrysler's car disc
failed (way back), the CD should make
it fine. Maybe.

Am | implying that the ball-point pen
might have generated about the same
amount of business at either $1.00 or
1¢7 Yes, | suppose that is what's in the
back of my mind. Price is a very flighty
thing these days.

A first factor in any product success,
you see, is what is best called natural
aptitude. Like athletes, like artists,
products seem to have inherent natural
abilities, you could almost say talents.
As well as inherent areas of, shall | say,
reluctance. They go along but aren't
entirely happy. Ahead of time, though
we often deliberately engineer for tal-
ent, we can't be sure. We aim to exploit
the talents, whether they are what we
intended or purely unexpected. But we
often end up working with the reluctant
areas instead, and with a lot of suc-
cess, even when older talents no long-
er seem to match newer conditions.
The LP, as I've often pointed out, is not
really apt for our present automated
controls; it was and is basically a man-
val-type disc. Yes, it works okay with
present equipment, thanks to much in-
genuity, but it remains clumsy. The CD
in this respect is going to be another
story—it is a natural for automation. [t
will fly where the LP crawls! The LP
wasn't at all apt for four channels, ei-
ther, as we sadly discovered. The LP
almost made it, the Tate Il did, but too
late. Again, all that sort of thing is ef-
fortlessly taken care of, when desir-
able, by the CD digital approach. Extra
channels right now, not even being
used.

And look at the reluctant cassette.
One of the more surprising stories in
audio, and not yet finished. Think of the
reluctant phono arm and the spiral an-
alog groove, reluctantly hi-fi. Triumphs
against natural adversity.

But there are also those spectacular
product talents that suddenly appear
out of the blue and fit effortlessly into
some unforeseen niche. How little we
know ahead of time! The VCR? Video
games? How unsure we must be, then,
as to this astonishing CD with its micro-
reading laser, its billions of digital num-
bers, its continuously varying speed,
never fixed (it runs inside to out, turn-

ing slower and slower for a constant
groove speed), its utterly lavish audio
parameters, its wealth of extra chan-
nels. What sudden development will
come from these? We can just shrug
helplessly.

One further theory of mine, pretty
obvious to anybody, is that new ideas,
new ways of doing things, tend to
come long before the ideal equipment
is at hand, or even conceivable, to
fulfill their promise. Then suddenly—a
great blossoming. Tom Edison again—
acoustic-powered movies with sound,
around 1913. Too soon! They worked,
but just barely, as the New York sec-
tion of the AES recently heard. (The
sound, from large cylinders, was re-
stored on tape, the sync worked out by
modern methods.) Then suddenly, it all
fell together. There were color photo-
graphs in the 19th century; | took Agfa
starch-grain color plates (one-minute
exposure in bright sun) in my youth.
Suddenly it was Kodachrome. (I also
tried Dufaycolor—remember that?) We
tried to fly for centuries and milienia—
then came the gasoline engine. Very
quickly, we flew. Ideas whose time had
come. Calculators back centuries ago.
Digital codes from Morse—what else
are those dots and dashes? The es-
sential vacuum tube long before the
transistor, and that before the IC. And
then the chip.

So the CD (the Compact Disc)
comes at the top of an enormous
wave, in audio surely the highest yet,
the most essentially advanced product
so far—among so many other miracles
that are, even so, encumbered by ear-
lier technology that won't go away. |
don't mean to stir up any rivalry. That
wave includes too many hundreds and
thousands of other product elements,
in our field and everywhere else, to
bicker over who comes first. But we
must understand the sheer enormity of
it, this now-blossoming development in
SO many areas.

So double-cross your fingers, read
all about the latest CD promises, keep
an eye on the bali-point pen. | expect
we'll have a "ball point” CD player be-
fore too long, if all goes well, and at a
nice popular price. Maybe in the hun-
dred dollar range—not bad. But if you
want your CD right now, better count
on a thousand dollars or so. That's a
lot, as Pepsi put it. A
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Sony creates seventh row; center. Forever:

INTRODUCING THE SONY COMPACT
DISC PLAYER

The inventor of digital audio pro-
cessing is pleased to raise the curtain
on the CDP-101. Hailed by the discrim-
Inating ears at High Fidelity as "the
most fundamental change in audio t=ch-
nology in more than eighty years"

There are compelling reasons for
such applause

The CDP-101,based on the world’s
first compact disc system co-developed
by Sony and Philips of Holland, offers
concert-hall freedom from distortion
wow, flutter, and other sonic gremlins.
Plus an awesome dynamic range
exceeding 90dB. To bring you the full

soon. For a sound you can't believe,
from the audio innovator you assuredly

' SONY,

THE ONE AND ONLY.

beauty of Mahler or the Moody Blues
as never before.

This highest of fidelity remains
faithful, too. Because the digital discs
are read by laser bearn, there's
none of the physical wear inevitable
with tape or vinyl. While the CDP-101
1ngeniously ignores scratches,
dust,and fingerprints.

Equally ingenious, an infra-
red remote control even lets you
select tracks without budging
from your armchair. Yet for all its
sophistication, the CDP-131 is
thoroughly compatible with what-
ever sound system you now own.

We suggest you hear the CDP-101

© 1983 Sony Corp. of America. Sony is a registered trademark of the Sony Corp. 1 Sony Drive, Park Ridge, New Jersey 07658

Enter No. 12 on Reader Service Card




Oy,
<

T a Doy
o

e,
L
.-,

o
w,
MO gy 1

-

Finally, there is car audio that does great justice to 207 Fully Electronic FM/AM Cassette Deck
your music, your car. And your love of the finest. and 271 Equalizer/Crossover, with lights that

Finally, there is Proton Car Audio. fade to black at the touch of a button.

With one of the most sophisticated FM tuning Ask to hear all the Proton Status Systems'™ at
systems available: the Proton Schotz Detector.* your nearby Proton Dealer: including powerful,
For incredibly clean, clear, beautiful reception. bridgeable amplifiers. And speakers from four
And more stations than you ever thought existed.  inch coaxials to twelve inch subwoofers. For your

With a shock-mounted cassette system of such  dealer’s location call us toll-free, 800-772-0172.
dynamic range that home recorded tapes play Proton Car Audio. There’s not a system on
back with astonishing realism. the road that can touch us.

And you see it here, custom ©1983 Proton Corporation.
installed in the Aston Martin 19600 Magcllan Drive,
Lagonda: the incredible Proton Torrance, California 90502.

CAR AUDIO

*Patent Pending.  Industrial design of the Proton 207: Reinhioll Weiss Design. Chicago,




VIDEO SCENES

t this point in time, the marriage
Aof audio and video technology

has been consummated, and
one of this union's most popular off-
springs can be seen in component au-
dio/video systems.

Jensen, a respected loudspeaker
manufacturer since the pioneering
days of high fidelity, has now diversi-
fied their product lines and introduced
several quite comprehensive compo-
nent audio/video systems. Their top-of-
the-line system consists of the AVS-
3250 25-inch video monitor and the
AVS-1500 audio/video receiver. An
AVS-4400 videocassette recorder is
also available, as are two different
models of matching loudspeakers.

| have been evaluating a combina-
tion of the AVS-3250, the AVS-1500,
AVS-5250 loudspeakers and a JVC
HR-7650 VCR. The AVS-3250 monitor
is housed in a silver-painted wooden
cabinet. Its 25-inch tube has a 110°
deflection angle, and horizontal resolu-
tion is an exceptionally high 430 lines.
The rear panel has two video input
terminals (one has a level adjust con-
trol to attenuate input signals) which
accept the outputs of VCRs, cameras,
videodisc players, etc. There is a con-
trol for horizontal hold, a 3.58-MHz trap
switch (for use with computer graphic
displays), a remote-control input jack,
a video output jack for connection of a
second video monitor, a multiple/nor-
mal terminating switch (position de-
pendent on number of video monitors),
and an a.c. outlet. On the front of the
monitor is a hinged panel behind
which are various controls and switch-
es. In the operational position, the
“Preset Color” button affords a picture
that is set to factory reference stan-
dards for intensity, hue, contrast and
brightness. In the off position, manual
adjustments of these parameters are
possible by using the “Black Level”
control (essentially a brightness con-
trol), “Picture” control (which adjusts
brightness, contrast and color intensity
at the same time), “Color” control (to
adjust intensity), and “Tint" control (for
hue adjustment on skin tones). These
manual controls are quite interactive.
While the overall picture quality in the
“Preset Color" mode is really quite
good, | found | got the best picture with
careful use of the manual controls. The
quality of the picture is outstanding,

BERT WHYTE

PACKAGE DEAL

Jensen’s audiolvideo component system consists of the AVS-3250
monitor, AVS-5250 loudspeakers, and the AVS-4400 stereo VCR atop the
AVS-1500 audiolvideo receiver.

with superb resolution, bright. crisp im-
ages, and very pure, well-saturated
colors. On a test pattern, the spectrum
colors were vividly delineated and
black and white was very clean.
Comb-filtering and other circuit embel-
lishments have been used to provide
images with a significantly higher qual-
ity than on ordinary color TV sets.

A video monitor has no TV tuner, so
one must use either the tuner in a VCR
or a separate outboard tuner. In this
Jensen system, the AVS-1500 unit is
designated an audio/video receiver, as
it also includes a power ampiifier. This
is probably the most versatile and so-
phisticated audio/video control unit on
the market, with a most comprehensive
array of features. First, the AVS-1500 is
a 133-channel, cable-ready TV tuner. it
is also a quartz PLL FM tuner, an AM
tuner, an amplifier with 50 watts of
power per channel, and an audio/vid-
eo switcher. It also has a signal pro-
cessor and headphone facilities with
separate amplifier and control. A wire-
less infrared remote control duplicates
many of the functions on the receiver.

The AVS-1500 is a clean, functional-
looking unit with light-pressure touch
switches for mode selection. There are
digital displays for TV channels and for

AM/FM stations. Behind a hinged pan-
el are a multiplicity of switches and
contrals. The rear panel has various
antenna connections plus video and
audio inputs and outputs, speaker out-
put terminals for two pairs of stereo
speakers, and two a.c. outlets. The
best way to describe this complex unit
is by function grouping.

The video input and output facilities
of the AVS-1500 permit connection to
the video monitor via 75-ohm coaxial
cable. Other interconnections allow the
moniter to be turned on and off by the
receiver's remote control. The receiver
also has both r.f. and direct video and
audio inputs (the latter in stereo) for
signals from computers and video
games. A 3.58-MHz trap can be
switched in for greater picture stability
with computer graphics or video
games.

With the audio section of the AVS-
1500, one can listen to AM (a built-in
ferrite antenna is provided) and FM
broadcasts. The display panel shows
signal strength and station frequency,
and both AM and FM can be scanned
up or down in frequency, with the re-
ceiver locking onto the strongest sig-
nals. A memory system permits preset-
ting of six AM and FM stations. One
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very valuable teature of the AVS-1500

is its ability to receive simulcasts. In
simulcasting, you can view the TV pro-
gram while simultaneously listening to
the stereo sound broadcast of a partic-
ipating FM station. This feature will be
even more useful when Beta (and VHS)
Hi-Fi videocassette recorders reach
the market, which will allow audio re-
cording with near-digital quality.

The AVS-1500 has a phono input for
moving-magnet cartridges and inputs
for a cassette or open-reel tape deck.
The headphone facilities are extensive.
The signal at the headphone jack is
from a separate amplifier with its own
volume control. The headphone mode
selector gives a choice of TV, other
video sources, FM, tape and phono.
Bass, treble and balance controls are
furnished, as is a loudness control.
There are buttons for "Synthetic Ste-
reo” and “Acoustic Enhance” (ambi-
ence). These features work on simple
phase-manipulation principles and are
about as effective as most of their
type—in other words, a marginal im-
provement. A definite plus for the AVS-
1500 is the inclusion of a National
Semiconductor DNR noise-reduction
circuit. Used judiciously, a useful
amount of hiss can be removed without
unduly attenuating high-frequency re-
sponse. There are input terminals for a
pay-TV decoder and a button on the
front panel to activate same, with a
status indicator light as well. The re-
mote control lets you punch in the
number of a desired TV channel or
ccan up or down; for AM and FM, you
only have the choice of manual up/
down tuning or up/down scan, select-
ed by a switch on the receiver. The
remote also has a power switch for the
entire receiver/monitor system, a mute
control, numbers for individual channel
selection and AM and FM memory pre-
sets, and buttons to activate the pay-
TV decoder and for simulcasts.

The speakers for the Jensen compo-
nent A/V system are small, acoustic-
suspension types with fairly smooth re-
sponse and surprisingly good bass
output. They are specially fitted with
internal shields so they can be placed
close to each side of the TV monitor
thus preventing the magnetic field of
the speakers from distorting the TV
picture. | tried using higher quality
loudspeakers, and while | got a much
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“Jensen’s AVS-1500 is not
just a TV tuner, but an

g;‘l(;ilig/bvli;'ii(})lg er(;le()ist;e ’;f,ersatile Y()u ne»'er fOrget
and sophisticated on the . .
ket your firstGirl.

better sound, | did have to move them
at least 3 to 4 feet from the sides of the
monitor to avoid picture distortion.

The question naturally arises, does
the individual looking for a high-quality
component audio/video system really
need all the facilities offered by these
Jensen units? | think the system is real-
ly first-class in its video aspects—it
would be hard to fault the quality of the
TV images. The audio system certainly
is a vast improvement over convention-
al TV sound, and | must say everything
worked very well. However, | have a
feeling that some people would prefer
their own audio system to match up
with Jensen's excellent video. Perhaps
a simpler video tuner would be a good
idea.

Admittedly, my thinking may be too
ingrained by the ways of the audio-
phile. Looking at the other side of the
coin, | can understand that the type of
customer who might consider the pur-
chase of a typical rack system could
very well be attracted to these compo-
nents. The Jensen A/V system would
afford essentially the same facilities of
most good rack systems, plus a supe-
rior video system, all brought together
in a neatly integrated package. /|

Flash: JVC VHS Hi-Fi Introduced

JVC has just unveiled VHS Hi-Fi at
the Consumer Electronics Show in
response to the Beta Hi-Fi
introduction six months back (Audio,
May 1983). But it will be more than
six months before product is
available. Audio specs are the same
as for Beta Hi-Fi: response of 20 Hz
to 20 kHz, 80 dB S/N, 0.3% THD
0.005% wow and flutter, and 60 dB
channel separation

The new audio tracks are recorded
directly under the video ones. Unlike
Beta, the VHS Hi-Fi system uses
separate audio heads on the video
head drum. At 1 to 2 MHz, the new
signals are lower in frequency than
the video luminance (2.4 to 4.4 MHz,
though apparently only the upper half
is used). Lower frequencies penetrate
the tape more deeply, allowing the
audio tracks to be read through the
overlying video in playback. Head
azimuth differences (+ 6° for audio
+ 30° for video) minimize crosstalk
between the overlapping sidebands
of the two signals.
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“PERFORMANCE
MAKES ALPINE /LUXMAN SYSTEMS

dbx

——j—N@SE REOUCTION AND FREQUENTY RE%PNE:E_




AND IT’S OUR SELECT
DEALERS WHO HELP YOU GET
YOUR MONEY’S WORTH.”

Reese Haggott, Executive Vice President/General Manager

It all comes down to performance.

That's why at Alpine/Luxman,
we go to such extreme lengths to
isolate and incorporate the innova-
tions, technologies and refinements
that can bring you a step or two
closer to perfection.

Take dbx® for example. It's a
superior noise reduction system
engineered to completely eliminate
amplifier and tape noise. And with
the Alpine 7347 and Luxman

X-series components (shown at left),

Alpine/Luxman is the first to bring
the superior performance of dbx®
to both car and home audio.
But while advanced engineer:
ing can promise unheard-of
performance, it takes a sophis
ticated audio specialist to
properly tailor that potential
to your particular listening
environment.
Which is why we also go tc
the lengths we do to pick
and qualify every one of our select
audio dealers.

And why they go to such lengths
to insure the Alpine and Luxman
products they recommend, install
and service will more than live up
to your expectations.

You select Alpine/Luxman be-
cause you want the finest.

So we want to make sure you get
your money's worth.

For your nearest Alpine/Luxman
Dealer, call toll free: 1-800-421-1395.
In California call: 1-800-262-4160.

ZILPINE “LUXMAN

AUDIO SPECIALISTS

SPECIAL, BECAUSE YOU'RE SELECTIVE.

Alpine/Luxman Electronics of America, 19145 Gramercy Place, Torrance, CA 90501 ®dbx is a registered trademark of dbx, Inc.
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COMPACT DISCS

BERT WHYTE
JOHN M. EARGLE
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Musically, take your choice. In sonic
terms, though, there is no denying that
the Delos version gives the listener a
better idea of what the potential of CD
really is.

One last note: The Delos program
booklet recreates the facsimiles of the
original sonnets which were published
with the concertos, just as was done in
their LP release. John M. Eargle

Tchaikovsky: Symphony No. 5. Phil-
adelphia Orchestra, Ormandy.
Delos D/CD 3015.

This second item in Delos’ initial CD
release presents the Philadelphia Or-
chestra under fairly simple miking con-
ditions (three omnidirectionals). The
sound is quite free of the business that
often resuits from multi-miking—espe-
cially when followed through digitally to

Vivaldi: The Four Seasons. Los An-
geles Chamber Orchestra, Eimar Oli-
viera, violin; Gerard Schwarz.

Delos D/CD 3007.

Vivaldi: The Four Seasons. The Eng-
lish Concert, Simon Standage, violin;
Trevor Pinnock.

Archiv 400 045-2.

Duplication of the standard repertory
is already obvious in the pattern of
initial CD releases, and reviewing
these two Seasons side by side makes
for interesting musical and technical
observations.

First, the Schwarz/Oliviera collabora-
tion is a thoroughly modern one which
treats the solo instrument in a virtuoso
role. The tempi are brisk, but in no way
rushed. The playing by the Los Ange-
les Chamber Orchestra is polished
and well-nigh flawless. Sonically, the
orchestral balances are excellent, with
a warm, but not overly reverberant,
ambience, The solo instrument is in
natural perspective with the rest of the
ensemble.

By comparison, Pinnock’s approach
is to recreate, through the use of an-
cient instruments and performance
practice, what might have actually tak-
en place in Vivaldi's day. Even the
playing pitch has been lowered a half-
tone to the standard of that day. In-
stead of the suave sound of modern
strings and bowing practice, The Eng-
lish Concert produces a sound that

takes a bit of getting used to. The
loosely strung bows and slight vibrato
produce a much thinner texture. The
overall timing for Pinnock’s perform-
ance is just over 37 minutes, com-
pared to 39:21 for Schwarz, and this
indicates that some of the movements
are quite fast—which the leanness of
the ensemble seems to support quite
well. Standage is no measure for Oli-
viera, but then Pinnock’s conception of
the work does not put the soloist in a
virtuoso role.

the final playback step without inter-
vening analog stages. The strings
have a natural sheen that will convince
many diehards that there is no demon
in digital, and | heartily recommend
this disc to them.

Contrasted with Maazel's recent CD
reading with the Cleveland Orchestra,
Ormandy's reading is a more personal
one, and much of the real power is
saved until the last movement.

Overall, this CD is a pleasant sur-
prise and an important addition to the
catalog. John M. Eargle

Eugene Ormandy
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When you shop for audio components it doesn’t
take long to recognize the stuff designed by the
marketing committee.

Lots of brightwork. Knobs for the sake of knobs.
Impressive styling for impressionable people.

At ADS that kind of ‘gingerbread’ is out.

Function and excellence are in.

It's a philosophy that's made our speakers
famous. And, now we've applied it to a brilliant new
series of components: ADS Atelier.

A cassette deck, receiver, and turntable
appeared late last year. While everyone seems to
love their lonks, what's impressed reviewers most is
their “outstanding performance.”

A new tuner, amplifier and speaker system have
just been introduced. They bristle with features that
make enthusiasts drool: 16 digital pre-sets on the
tuner; 100 watts of power per side in the amplifier,
two tape deck loops, etc. And the speakers (in
matte black which seems to have become
everybody's favorite color) sound simply superb.

Another bit of good news: each component is
housed in a module of the same size and shape, so
that what you buy tomorrow will be compatible with
what we introduce next year.

Beside Atelier, ADS makes other components for
people with grown up tastes. Speakers,
mini-speakers, car speakers, amps and sub-
woofer systems.

If your ADS dealer is out of literature (which is
entirely possible given the growing enthusiasm for
high quality and good taste in this country) write to
us. Analog and Cigital Systems, 218 Progress Way,
Wilmington, MA 01187. Or call 800-824-7888 (in
CA 800-852-7777) Operator 483.

ADS Atelier.

© 1983 ADS INC.

Atelier components can be stacked and plugged into this
optional pedestak with all wiring conceated. Neat,




Claudio Arrau

Chopin: Fourteen Waltzes. Claudio
Arrau, piano.
Philips 400 025-2.

Arrau’s piano is somewhat bright,
but of excellent timbre and regulation.
The uncanny clarity inherent in CDs
seems to elucidate piano recordings
more than aimost any other kind. One
hears all the trappings of live perfor-
mance, including the performer's often
agitated breathing and the minute

“On this CD, one can even
hear Claudio Arrau’s often
agitated breathing and the
minute clicks of his
fingernails on the keys.”

clicks of fingernails on the keys. These
are details which are perfectly natural,
but which are so often lost through
traditional LP processing.

For my tastes, the playing is too
monochromatic, with not enough ex-
ploration of contrasts. In anyone's
hands, however, all 14 of these works
are too much for one sitting

John M. Eargle

Johann Strauss: The Blue Danube.
Various waltzes, polkas, marches and
overtures. Berlin Philharmonic Orches-
tra, von Karajan.

Deutsche Grammophon DG400026-2.

This disc presents the Berlin Philthar-
monic Orchestra in its "Pops™ role.
These works are characteristically
done, and von Karajan lavishes more
care on them than perhaps they de-
serve. The sound is broad, cohesive,
and luminous, and there is no objec-
tionable “spotting” of instruments in
the miking approach. | was surprised

Herbert von Karajan

by careless editing at the end of “The
Blue Danube.” This is the kind of thing
that CDs expose mercilessly—and the
kind of thing that one rarely detects in
a DG recording.

This CD represents fleshing out of
the catalog with the potboilers that
have always been at the core of the

Leave it to Dynavector
to be one step ahead, again.

With breakthroughs in cantilever
design, winding technology and new
stylus shapes, our next generation of
moving coil cartridges represent the
ultimate in accurate sound
reproduction.

Beginning with our new 13D Nova. It
has a solid diamond cantilever only
1.3mm in length — onefifth the size of
a conventional cantilever. The result is
an ultra-wide frequency response of 20
to 100,000Hz for unparalleled musical
accuracy.

Our new 17DS features a tapered
diamond cantilever, 1.7mm in length
for reduced mass and near perfect
high frequency tracking ability.

The 17DS also features a
breakthrough Micro-Reach stylus — a

shape that prevents change in music
quality due to stylus wear. The Micro-
Reach stylus is capable of a wide (20 to
90,000Hz) frequency response, low
distortion, wide dynamic range and
exceptional musical accuracy.

Last but not least, our new 19A
features a solid 1.9mm aluminum
cantilever for minimal dispersion,
accuracy and structural.integrity. Best
of all, the aluminum cantilever provides
a new standard in affordable moving
coil technology.

Hear why Dynavector is The World
Leader in Moving Coil Cartridges. Write
or call for the name of a Dynavector
audio specialist near you. Dynavector
Systems USA, 1721 Newport Circle,
Santa Ana, CA 92705. (714) 549-7204.

© 1983 Dynavector

Dynavector
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YAMAHA NATURAL SOUND STEREO RECEIVER R-100 . " | e
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MAKE THE MUSIC LISTEN TO YOU.

Introducing command performance music. Introducing the R-100, the most astonnding, musical-sounding receiver
ever to come from Yamaha. Or anyone.

There’s 100 watts RMS per channel (both channels driven into 8 Ohms, 20 Hz to 20 kHz, with no more than 0.01%
Total Harmonic Distortion) combined with our unique Zero Distortion Rule circuitry to virtually eliminate power amplifier and
thermal distortion. But such wonders have been heard from Yamaha before.

The unheard-of part is the pkenomenal control the R-100 gives you over your music. For the first time, a five-band
graphic equalizer is combined with a microcomputer. This unique Computer-Controlled Sound System (CCSS) allows you to
select from five different preset frequency response curves (Loudness, Bass, Presence, Treble, or High Filter), and then further
adjust each of the five curves in four different preset variations. You can then store any three of the preset variations in memory
for instant recall.

And if you really want to be creative with your music listening, you can adjust
the five bands independently to form any frequency response curve you choose, then
store it in memory.

The CCSS offers you unparalleled flexibility to tailor the music to your personal
taste and listening environment.

And you can control all this (and a lot mare) by just pressing the right button on
the remote control unit that is a standard accessory.

There’s more that comes standard with the R-100. Like Yamaha'’s spatial

THREE PRE-PROGRAMMED LOUDNESS  expander, dynamic noise canceller, the ability to handle low impedance loads, and the
CONTOUR CURVES. ¢ s .
headroom to handle “hot” source inputs.

And there are four more models to choose from, each with the same natural sound Yamaha is famous for.

Whichever one you choose, you'll hear your music like you’ve always wanted to hear it. Give a listen at your Yamaha
dealer. Or write Yamaha Electronics Corporation, USA, P.O. Box 6660, Buena Park, CA 90622.

FOR THE MUSIC IN YOU. YAMAHA

C—




“Lacking adequate
engineering support,
Barenboim and the

Chicago Symphony Orchestra
do not come across.”

St — . —— —— ———— = S e
o E e A L e R e e ———
Daniel Barenboim

standard repertory. As beautifully re-
corded as these works are, there is
much more important literature to be
explored in this wonderful new medium
before settling down to this level of
light music. John M. Eargle

Tchaikovsky: 1812 Overture; Capric-
cio ltalien; Marche Slav. Chicago
Symphony Orchestra, Daniel Baren-
boim.

Deutsche Grammophon DG400035-2.

The musical values inherent in these
works have long ago faded, as they
have become the big demo pieces of
our high-tech audiophile age. The cur-
rent benchmarks have clearly been set
by Telarc, and any recording that does
not come across with equal panache is
likely to be an also-ran.

As well as the orchestra plays, there
is little music to probe here. One might
argue that Barenboim plays them with
more traditional musical understanding

than his counterparts on Telarc, but
without equal engineering support,
they do not come across. Better wait
for the Telarc CDs. John M. Eargle

Luciano Pavarotti: Arias
London 400 053-2.

These arias are drawn from a variety
of analog sources dating from 1971 to
1974. They are mostly from ltalian op-
eras, with one contribution each from
Bizet and von Flotow. Overall, these
performances show the singer in his
finest form, years before he became a
superstar.

The London analog sources hold up
quite well, and one is aware of only
slightly higher background noise when
the disc is played at elevated levels.

The dedicated Pavarotti fan will want
this CD. Others will find in it the begin-
nings of the overblown, athletic style
that the singer has adopted today.

John M. Eargle

There’s something to be said
for a truly great album:
Platinum. The ultimate in
sound reproduction can also be
expressed simply: Shure’s V15
Type V-MR—with a Micro-
Ridge Tip—for the lowest
possible distortion in sound
reproduction.

No other component can
bring so much sound out of
your stereo system for so little
cost. A combination of the
revolutionary Micro-Ridge Tip
and Shure’s extraordinary
Beryllium MICROWALL/Be™
Stylus Shank has redefined the
upper limits of high-frequency
trackability. The V15 Type
V-MR also features a Dynamic
Stabilizer, MASAR™-polished
tip, leveling alignment stylus,
and a Duo-Point Alignment
Gauge.

Hear the finest in sound re-
production with the V15 Type
V-MR at your authorized Shure
dealer today.

SHURE

You’ll hear more from us.
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HI'TACHI
introduces
the next
generation in

A technological breakthrough in audio that delivers
finer sound reproduction than ever before possible.

The dream is now reality. Intro-
ducing the most perfect sound sys-
tem in audio history. The Hitachi
DA-1000 and DA-800 Compact Disc
Players. This revolutionary break-
through in audiotronics shatters the
limitations of even the finest analog
stereo system. There is greater

sound, Hitachi gives you a choice
— vertical or front load players.
With 10 key or two key program-
mability and visible or hidden disz
design. Both offer advanced fea-
tures like forward and reverse, cue,
repeat and auto search for a unique
sound experience. Now you can

dynamic range. Virtually no distortion. No wow “be there” for the live performance without

and flutter. No acoustic feedback. No record ever leaving your living room.

wear. The resutlt is the purest, cleanest sound, Until you own Hitachi's Compact Disc

absolutely faithful to the original recording. Player, you've yet to hear the true sound of
As a leader in this new frontier of digital quality.

@ HITACHI

A World Leader in Technology

Hitachi Sales Corporation of America ® 401 W. Artesia Blvd., Compton, Calif. 90220
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TEST=DRIVE IT
BRISKLY.

BUT DO IT LEISUREL.

PONTIAC 2000

When you take one for a spin, take As you can see, Pontiac 2000 is quite
your time. There's a 6t this car wants to good looking. As your test drive will
tell you. prove, it's also fun o drive. Leisurely or
Pontiac 2000 is an energetic, state of briskly.
the art, front-wheel-drive compact. And as your Pontiac dealer will show
lts performance, fit and finish are you, it's very easy to own.
. impressive, to say the least. What a carl

An overhead cam 4-cylinder engine
with electronic fuel injection and @

5-speed manual gearbox are Some Pontiacs are equipped ’\vh/ifh
engines produced by other G
STO?dOrdfl lei divisions, subsidiaries, or offiliated GM
It's available in sedan, coupe, companies worldwide. See your
hatchback or wagon. Pontiac dealer for details.

1ACY WE BUILD EXC,ITEMEﬂT




CLASSICAL RECORDINGS

EDWARD TATNALL CANBY

DOUBLE-BARRELED BEETHOVEN

Tip BT

Beethoven: Symphonies Nos. 5 & 6.
Philharmonia Orchestra, Ashkenazy.
London LDR 72015, two discs, digital
or LDR 5-72015, double-play cassette.
Introductory offer, $12.98. Available
individually: Symphony No. 5, LDR
71040 (album) or LDR 5-71040 (cas-
sette); Symphony No. 6, LDR 71078
(album) or LDR 5-71078 (cassette),
$12.98 each.

A wonderfully interesting record and
a super bargain at half price, two digi-
tals for the cost of one (while supplies
last). The big Russian world perform-
ers these days are suddenly becoming
conductors, and they bring a some-
what new and at times startling per-
spective to the old familiar Western-
style concert works—the ones that are
not written for their own instruments.
This is both subtly Russian, in the long
tradition going back to the 18th centu-
ry, and also fresh and new, as such
works must be to a specialist instru-
mental player, who perhaps only does
concertos and sonatas in his own solo
performing.

The Fifth, which | played first, had
me somewhat bothered—but then ev-
ery performance of that enigmatic work
bothers. it is the most changeable of
all symphonies, and who knows Bee-
thoven's exact thoughts? The overlay
of a certain Russian fullness and, shall

| say, Romantic blur, didn't sound right
at all. Surely, this smooth, not very ar-
ticulate style must have been specifi-
cally imposed on the British Philhar-
monia by “The Ash Can” himself—who
else?

So | put off the Sixth for a few days
And what a surprise. This is the tough-
est symphony of all the pig ones for
any conductor. Its relaxed, pastoral
moods are simply not for today with its
hurry and bustle—that is, it simply will
not be modernized to fit. Yet most con-
ductors try. Or just flounder. Wow—
Ashkenazy, being Russian, has the
music down to perfection, utterly re-
laxed, smooth and slow and gentle (so
the thunderstorm really sounds like
one, in contrast). | have not heard such
a good Sixth Symphony for many
years.

Finaliy, | have often noticed that the
big British orchestras tend to respond
wonderfully to a real Romantic conduc-
tor, whether their own or someone from
outside. Never was there a better ex-
ample! This is a dedicated perfor-
mance, to use the usual cliché. Far
above the call of duty and commercial
professionalism.

Is it Ashkenazy or London? An add-
ed nicety in this pair of recordings is
the inner detail of the music, all sorts of
minor but interesting bits that are not
often heard so clearly. None is over-

blown, too loud, too close. Just there,
in digital clarity. Could be a bit of Lon-
don’s old multi-mike pickup—so what?
it works for the music. P.S. On second
hearing | liked the Fifth better. Guess |
had by then gotten used to the Ash-
kenazy style.

John Kitzman, trombone; Janice
Kay Hodges, piano. Hindemith, De-
faye, Creston, Pryor.
Crystal S386, $8.98.

Sound: A— Recording: C— Surfaces: B+

Here is a flawed crystal, one of the
few and so worth noting. Crystal, you
may remember, is a company which
specializes in recordings of various
solo instrumentalists, garnered from
the vast numbers of competent per-
formers in schools, colleges, and con-
servatories the country over. Few of
these performers get into big-time star-
system operations—which does not
mean that they will disappoint you, by
any means. We should understand that
not all the good musicians sport TV-
size international reps.

This is a typical Crystal recording, a
musical survey of trombone music.
Fine! Why not? The problem here is
strictly in the engineering, which, |
might say, is the essence of the music
when it comes to communication. No,
not the fi. Nothing wrong there.

What is wrong is absolutely funda-
mental. The trombone is very close
and very loud. It dominates the sound;
it is obstinately persistent, practically
blewing down your neck. The piano,
which should certainly be equal in son-
ic importance, is relegated to an inef-
fectual background, weak and nerve-
less. Travesty!

I got through side one (Hindemith
managed to keep me on the track) but
| guit at side two. A waste of time. Too
bad, because the performers are both
very competent. | do not like a trom-
bane breathing down my neck, no mat-
tet how beauteous. Nor will you.

The Malcolm Forsyth Trombone En-
semble.
Crystal $224, $8.98.

Sound: B+ Recording: B+ Surfaces: B+

| wish | could review more of Crys-
tal's voluminous offerings. This compa-
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“Crystal caters primarily to
musicians themselves,
giving them stylish,
top-flight recordings which
are gracefully produced
and packaged.”

ny caters primarily to musicians them-
selves, in particular the young and am-
bitious though not yet super-stellar
sort. Big companies generally won't
touch 'em, and more is the pity with so
much tremendous talent around. Crys-
tal gives them stylish, top-flight record-
ings, gracefully produced and pack-

aged, which must indeed be a plea-
sure for all concerned.

You and |, too, are concerned, out
beyond the musicians' world, and
Crystal knows this also. The company
apparently imposes a sort of artistic
discipline, evident in most of its offer-
ings. In our recordings, it says in ef-

fect, our artists venture out into the
great public arena; they must play for a
larger, more varied audience than their
own musical associates and this
means programs of more general inter-
est and stimulus—not mere recitals on
disc or tape. Even in such specialty
areas as solo offerings of tuba or trom-
bone.

DEMONSTRATION

The only valid and fair method
of evaluating audio components
involves assessing their
performance in circumstances
which approach a domestic
environment. This implies that
only one pair of loudspeakers
can be in the room at any time.

The presence of any other
transducer, no matter how small,

2

Only the very best retailers
carry this sign.

The best retailers realize that modern

LINN

will significantly degrade the
performance of any audio system.

equipment demands higher
standards of demonstration than
the familiar wall of speakers

on wobbly stands.

The best retailers employ only
single-speaker dem-rooms.

N

o

PRODUCTS

For further information contact:
AUDIOPHILE SYSTEMS TD., 6842 HAWTHORN PARK DR., INDIANAPOLIS, INDIANA USA 46220
ALDBURN ELECTRONICS LTD., 50 ROLARK DR., SCARBOROUGH, ONTARIO, CANADA M1R 4G2

/
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Thus, these youngish trombonists
cover an interesting stretch of wind-
music history. The first side is all older
music, not really meant for the modern
trombone but playable on it, with due
care and respect. Generally, these
people make a good job of the old
brass stuff, erring perhaps on the side
of too much restraint on their admitted-
ly high-powered instruments, much
more potent than the older sackbut.
Side two gets into real trombone music
and in a way this is a relief—at least
the music was written for these instru-
ments. Nice tidbits, including the
shortest Bruckner I've ever heard (he
of the enormous symphonies!), lasting
a minute or so.

The players show their age neatly at
one peint. Not enough trombones for
one piece? Simple. Just do a mixdown
and you have all you want.

Music for the Baritone Voice and
Symphonic Winds. Antonio Perez;
Univ. of Kansas Symphonic Band,
Foster.

Golden Crest CRS-4187, $9.98.

Sound: B+ Recording: B+ Surfaces: B

Better late than—. | put this aside
way back as a marvelous freak record
and managed to mislay it. Just did a
replay and, wow, it's great. Of its sort.
Better buy quick before the prices go
sky-higher.

The cover tells all. Incredible. Our
soloist in mid-bellow, mouth wide
open. Bald head, gray hair to the
sides, natty tuxedo and black tie, neat
black moustache and, bulging out on
either side, an incredible set of human
air tanks, right where the normal neck-
line should be. Just looking, one can
imagine the rafters quaking, the chan-
deliers coming down in shards—and
that is what you will hear, at least in the
voice itself. Biggest, best trained bari-
tone I've heard for years, and why isn't
he somewhere more important? Mr.
America of the vocal cords.
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“The Cambridge Buskers
have compressed operatic
originals so naturally that
not once was I unpleasantly
aware of ‘cuts’ or
unfortunate jumps.”

Yet, with this slightly out-of-tune
symphonic band as a background (it
includes a harp), he sings itty bits, en-
core stuff, everything from Mozart and
Rossini to Copland, Percy Grainger
Fiddler on the Roof and something
called “The Roosters Lay Eggs in Kan-
sas.” | will forgo the inevitable pun on
that. In every one of these trifles (as
here presented, with a lot of put-on
schmaltz), this gorgeous voice whee-
dles, charms, and bellows its golden
sound. Well, Caruso managed to end
virtually every one of his famed record-
ings with his unique vocal trumpet call!
And he often had merely a piano, up-
right, in a hotel room. So who's com-
plaining? But this man should get into
a better musical framework. Antonio
Perez has a voice in a million

Spotty recording, though OK—the
voice isn't always the same distance
Surfaces are good, American made;
but, alas, there are ticks in bunches.
And a very audible low-bass cutting-
table rumble. (No, not my table.) Don't
let these minor faults bother you a bit

Soap Opera: The Cambridge Buskers
Deutsche Grammophon 2532072-10,
digital, $12.98.

Sound: A Recording: A Surfaces: A—

Buskers in British English are street
musicians, a tradition going back cen
turies. These two, Michael Copley, who
plays flute-type instruments, and Dag
Ingram, accordion, started more or
less as the real thing. Now, of course,
they have graduated to the internation-
al concert/recording scene—this is not
their first record, though a first in digi-
tal, if you can tell the difference

But what music? You'll be aston-
ished. Grand opera! The real thing, no
fake. They specialize in the great ltal
ian items, from Mozart to Verdi and
Rossini, but there’s a “Can Can” by
Offenbach and even a bit of Richard
Wagner, of all totally unlikely compos-
ers for street music.

Absolutely unlikely, but by some mu-
sical magic, absolutely convincing.
The mere length of the various items,
most in the standard pop size of three
minutes or less, indicates a drastic
compression of the vast and time-con-
suming operatic originals; this 1s done
so naturally and easily that | was not

once unpleasantly aware of "cuts” or
unfortunate jumps or transitions. Re-
markable.

All these enormous opera excerpts
are done on one flute, or alternatively a
soprano recorder, and one rather small
accordion with buttons for harmony on
one side and a very short keyboard on

the other. You won't believe it. And
espacially you will not believe the as-
tonishing virtuosity of Michael Copley
wha plays the somewhat clumsy, fin-
ger-holed soprano recorder even fas-
ter and more accurately than the much
larger modern flute with all its fancy
keys and levers.
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Thz= new Celestion SL-6 is
like no other loudspeaker in
the world.

Designed with a laser, a com-
puter and a blank sheet of
paper by a new generation of
engir.eering talent, it began with
something never seen before.
The microscopic vibrations of
drivers in action, frozen in time.
Scanned and plotted in exquis-
ite three-dimensional detail by
the lzser-computer system we
call ULTRA™*

With the knowledge ULTRA
gave us, we could discard the
misconceptions and guesswork of
convzntional speaker design.
The results: Two radically
different transducers with
precse, perfect-piston re-
sponse. A crossover
network of unique
simplicity, because
the drivers are
so perfectly
matched. And an
enclosure of incredible
rigidity.

What's more, the SL-6 is the
first compact loudspeaker of
studio monitor quality. Smaller
than many “bookshelf” units,

Conventional driver

ULTRA scan cf
distortion-producing breakup
never before visible.

© 1982 elestion Industries, Inc

A LASER MONITOR FOR
THE PRIVILEGED FEW.

yet effortlessly handling up to
200 watts per channel.

There is much more o tell.
But the most eloquent way to
hear it is musically, from the
SL-6 itself.

SL-6 driver
Perfect-piston motion:

the new SL-6 tweefer,
vibrating at1SkHz.

But first, a word of caution:
only a limited numberare
planned for production. Which
means its pleasures are limited
to a privileged few. That select
group of music lovers with the
sensory and, yes, the financial
resources to appreciate it. If the
idea of being among them in-
trigues you, write or czll for
more information.

*Ultra-accurate ——
Laser Topographic “SSSSSEE
Response Analysis. -

celestion @ speakers

AND PROFESSIONAL DRIVERS.
You'll know. .. 1n an instant
Celession Industries, Inc., Kuniholm Drive, Box 521, Holliston, MA 01746 (517) 429-6706, In Canada. Rocelco, Toranto
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ROCK/POP RECORDINGS

MICHAEL TEARSON
JON & SALLY TIVEN

MILESTONE

Star People: Miles Davis
Columbia FC 38657.

Sound: A—

There are few living legends around
the world of jazz still in their working
prime—the improvisational world waits
for the hot new soloist, while last year's
news is today's burn-out case, trying to
reprise past glories. Miles Davis found
himself too close to the edge and took
some time off, returning two years ago
via Man With a Horn. Although it had
magical moments, Man was not the
album the world was waiting for. Some
said the ensemble just didn't live up to
former Miles Davis groups; others
thought that despite the title, Mr. Davis’
trumpet was blasted out by over-dis-
torted guitars. Star People should be a
relief to those Miles Davis fans who felt
betrayed by Man With a Homn. It is a
very sparse, almost simplistic record
that sounds like a throwback to the
pre-rock Miles Davis. The main themes
include a pervasive blues slant, but,
more than that, there is a reliance upon

Performance: A

Miles Davis

melody and a loose unconcern for be-
ing contemporary. The new Miles
meets the old Miles, and the listener
wins. The only real tip of the hat to
1983 music/technology is the Ober-
heim synthesizer that Miles plays (to
good effect).

Of course, much can be said for the
contributions of the band members—
Marcus Miller (who currently has his
own record on the charts and is copro-
ducing saxophone virtuoso David San-
born), Al Foster (a fine drummer whose
sound is enhanced by distant-miking
techniques), and guitarist John Sco-
field (debuting in the Miles Davis Band
on this LP, playing some wild stuff).

What distinguishes this album,
among other things, is the spacious
texture of the music which embellishes
Miles’ trumpet playing rather than fight-
ing it. His phrasing, his choice of
notes, and the tone he achieves lend
themselves to music with lots of
breathing room, rather than the density
he sometimes chooses. The blues pro-
vides the skeletal frame from which he
can leap, without losing any dyna-
mism. What's more, this is the first
group of musicians he's had in years
who can actually play the blues. His
bands of the late '60s and early '70s
were too frenetic, and John MclLaugh-
lin, though a fine technician, was not
able to bend strings in any reasonable
approximation of the blues. Gil Evans'’
nebulous presence may have some-

thing to do with the current
approach; the album credits
don't specify exactly.

A

Whatever the particulars,
this is the album that

will restore Miles Davis to
his chair as not just a senior
statesman of jazz, not just

' asurvivor, but a strong
presence firmly in the
vanguard of a music

he can call his own.

Jon & Sally Tiven

Steve Miller

Live! The Steve Miller Band
Capitol ST-12263, $8.98.

Sound: B — Performance: C

Actually a greatest-hits collection in
concert clothes. The band turns in
well-oiled if mechanical readings with
precious little spontaneity. Had they
taken a chance or two, this album
would have been far more involving.

Michael Tearson

December: George Winston
Windham Hiil C-1025, $9.98 (P.O. Box
9388, Stanford, Conn. 94305).

Sound: A Performance: A+

Windham Hill Records specializes in
albums of peaceful music. George
Winston's previous recordings of solo
piano music, Autumn and Winter Into
Spring, have been the label's most
commercially and artistically success-
ful albums. His latest, December
might prove the most fascinating to
date. The timing of its release and
choices of material might have pegged
it as just a Christmas album, but the
extraordinary beauty of Winston's

interpretations make December

an album for all seasons.
Winston has avoided obvious
selections, and has written half
the album and chosen the rest
very wisely. “The Carol of the Bells," a
Jkranian melody, is one of the most
ovely pieces anywhere and here is
crystallized into pure beauty. His varia-
tions on Pachelbel's “Kanon'' are
equally so.

Windham Hill's attention to sonic ex-
cellence and superb pressing, evident
throughout their line, is certainly not
diminished at all for December, a per-
fect late-night album for guaranteed
beautiful dreams.
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Listen to what the experts have to say. ..

Then

listen

to the
Boston
Acoustics
A40 yourself.

The Boston Acoustics Model A40
is a diminutive loudspeaker system
capable of high performance at a
very low cost . . . the sound is clear
and remarkably wide in frequency
for such a diminutive enclosure . ..
the top end is quite smooth and
extended in its frequency range . ..
Stereo imaging is excellent . . . [ was
pleasantly surprised to find that,
although rated for a maximum of
only 40 watts, the system can handle
very brisk levels without stress or
audible breakup. . . If this loudspeaker
were to sell for a few hundred
dollars, I would be tempted to say
that it is a moderately good bargain;
considering its actual price, I think
it is an extraordinarily good one.

Richard C. Heyser, Audio

Although the A40 is the smallest and lowest priced speaker system we
make, its performance is the equal of any other Boston Acoustics speaker

Boston Acoustics’ A40 would

be hard to beat for dollar value. ..
In music of a lighter texture—
chamber music and jazz—this
speaker holds its own against larger
models costing far more and even
in symphonic music the sound is
enjoyable, if not overpowering.

In particular, the treble dispersion
of this little speaker is so good that
it attains an aura of spaciousness
surpassed only by some of the

far more expensive multidirectional
speakers.

Hans Fantel, The New York Times

system within the frequency range it covers.

cuther®

he Boston Acoustics’ A40. ..
delivers exceptional performance at
a very low price . . . the overall balance
and smoothness of the A40’s sound are
those of a good speaker by any standard
... Very few forward-radiating systems
we have seen can match its dispersion.
Extended listening to the A40 has
shown us that there is nothing about its
sound to identify it as coming from a
smallish, inexpensive speaker. .. The
A40 comes surprisingly close to
matching the essential sound quality
and character of the best and most
esteemed speakers for a small fraction
of the cost, and it is hard to imagine
a room unable to accommodate
a pair of them ... With
respect to sound quality
per dollar, the A40 is
surely one of the most cost-effective
speaker designs we have seen in recent
times; we are impressed.

Julian Hirsh, Stereo Review
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i LABELL

CAMERA & STEREO OF MAINE

155 MAIN STREET e BIDDEFORD. MAINE 04005

FOR MAIL ORDERS
CALL TOLL FREE

1-800-341-0783

In Maine, Ataska and
Hawaiy, Call 1-207-283-1401
Call For Shipping And Hardling
On Mail And Phone Orders

Use Your Convenient
MasterCard o Visa
American Express
Diners Club Card
Ask About Details
On COD Orders
Money Orders Accepted
Allow 4 Weeks Clearance On
Apv Personai Check

$49.95 KT-VS1

S79 95

511995
HS-J02 .
$129.95 11302

$109.95
$189.95
$159.95

$287.95
$119.95

Tec.hnlcs

RS-M205 $99.95
RS-M224 $119.95
RS-M222 $229.95
RS-M227X  $139.95
RS-M234X  $159.95
RS-M235X  $179.95
RS-M245X  $209.95
RS-M253X  $299.95

PIONEER

CT-4 $109.95
CT-5 $139.95
CT-6R  $179.95
CT-7R  $229.95
$319.95
$349.95

SR1000
SR2000
SR520
SR220
SR620
SR-7100DC
SR-8100DC

$149.95
$179.95
$219.95
'$119.95
$279.95
$349.95
$409.95

AKAI

AA-R22 .
AA-R42 .
AA-R32 .

$169.95
$289.95
$229.95

CS-F14
GXF-31
GXF-9
HX-RS5 $239.95
GX-R6 $279.95
mMarants
SD225  $119.95
SD320  $169.95
SD420  $219.95
SD530
SD22)

$129.95
$209.95
$497.95

SA-XC90. . 33 49 ea.
MAXELL
UDXL1IC90 $2.49 ea.
UDXL11SC90 5319 ea.

Minimum Order
10 Tapes

=
SL -QX200 $139.95

$62.95
$72.95
$82.95
$89.95

$99.95

SL-BL3

$199.95 SL-BS
$399.95 SL-DS
$129.95
$159.95
$129.95
$119.95

5139.95
$169.95

PIONEER

PL-2
PL-4

$64.90
$88.90
PL-S $94.90
PL7 $109.90
| & N N 3 |
SEND 2
COPY OF

[=_}

FOR
LABELLE'S
COMPLETE CATALOGUE!

PLL-800
PLL-44
PLL-88

$259.90
$169.90
$259.90

N . ..
YOQUR

Name

Address

155 MAIN STREET
EFQORD _ME 040

ip

OPEN MON. THRU FRI. & SUN. 10 A.M.8P.M,
CLOSED SATURDAYS

Incidentally, should George Win-
ston's music be to your liking, you
might enjoy checking out these other
recent Windham Hill releases: Darol
Anger and Barbara Higbie's violin/pi-
ano duet album, Tideline (C-1021),
and Ira Stein and Russel Walder's pi-
ano/oboe duets on Elements (C-1020).

Michael Tearson

Scoop: Pete Townshend
Atco 7-900631F, two discs, $10.98.

Sound: B+ Performance: A

After his recent universally dis-
missed solo effort, Chinese Eyes, and
the general downward trend of The
Who, one might expect little from a
new Pete Townshend album, particu-
larly a two-record set. The surprise is
that Townshend'’s latest effort is a col-
lection of his personal song demos.
Some were recorded by The Who, but
the majority have remained obscure. If
the choices on this album are a fair
indication (and there's no reason to
suspect that they are anyone's except
Townshend's), it is easy to see where
The Who have gone wrong. Despite
popular opinion to the contrary, The
Who are/were not a vehicle for Town-
shend's songs so much as an organi-
zation to perform the most pedestrian
of his compositions, and not necessar-
ily to the betterment of the songs.
Townshend the singer destroys Dal-
trey, and Townshend the songwriter is
infinitely more creative and capable
than the last 10 years of The Who's
records would have you believe. In
short, with the exception of the occa-
sional good novelty from Entwistle and
Kenney Jones' ability to propel a song,
everything good about The Who is
Pete Townshend.

Not that it's always been this way:
Townshend’'s “So Sad About Us”
(done simply as a vocal and guitar
demo here) misses the crucial harmo-
ny that became a trademark of The
Who sound, and “Circles” without the
rhythm section is a bit flat. But songs of
a recent vintage, which when per-
formed by The Who were painful
("Squeezebox"), are positively in-
spired. And "Dirty Water,” a reject from
Face Dances, easily outdistances any-
thing which showed up on that album.

But the real gems on this two-record

Pete Townshend

set are the early Townshend experi-
ments rejected by or never submitted
to The Who, songs like “Melancholia,”
“Politician,” "Things Have Changed,
and "Cookin' " to name a few. Town-
shend’s versions of “Bargain” and
"Behind Blue Eyes” are lovely for a
listen or two. But the work this guy did
for its own sake—without worrying
whether it would be acceptable to Who
fans—that was the Pete Townshend
who earned the reputation as some
sort of genius/conscience of rock 'n
roll. Once he entered into the relation-
ship with his fans and considered The
Who as a separate entity greater than
himself, his songs were, for the most
part, different and not necessarily bet-
ter. The most objectionable and seltf-
conscious traits seemed to show up on
The Who albums, and Scoop is, in
Townshend’'s own words, innocent of
this crime.

Pete Townshend shouldn't leave his
home to record. He should resist the
temptation to employ other musicians
to communicate a music and a mes-
sage that is uniquely his, and of the
moment. Or if he insists on making
conventional albums like Empty Glass
and Chinese Eyes, he should couple
them with music from his vaults, such
as is found here, as he brags that there
are hundreds more where these songs
came from. This is the music of which
legends are made. Regardless of
whatever ostensible commercial value
it may have, Scoop is the real thing.

Jon & Sally Tiven
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The Digital Age is upon us. It will provide a whole
new dimension in listening dynamics and clarity —but,
only when used with loudspeakers capable of re-
producing the range, dynamics and realism digital
recording makes possible.

Suddenly, everyone else’s speaker systems are
obsolete. While fine for standard analog recordings on
tape or vinyl disc, they just can’t handle the sonic
requirements for proper Digital sound.

For nearly three decades, our philosophy and goal at
Cerwin-Vega has been to produce a loudspeaker capa-
ble of the wide dynamic range, extended frequency
response, proper phase coherence, low distortion and
high efficiency required for modern music reproduction.
Requirements, as it turns out, also necessary for proper
Digitai sound.

In addition, for the past five years, we've been using
digital source material, exclusively, to further perfect

our loudspeaker systems. That is why Cerwin-Vega is
the first and only loudspeaker company to have a full
line of seven “Digital Ready” speaker systems—rang-
ing in price from a few hundred to nearly a thousand
dollars a pair, ready, Now!

Cerwin-Vega’s Digital Series deliver just what they
promise: true Digital sound with all its breathtaking
dimension and accuracy. Listen to Digital sound on
anyone else’s conventional loudspeakers and they’ll
probably sound like they're wrapped in a wet blanket.

See your local Cerwin-Vega dealer and let your ears
do the judging. While all the other companies are still
working on their Digital prototypes, you ean enjoy a
proven Cerwin-Vega Digital Series speaker system in
your home, today.

Write for a copy of our technical white paper: “Digital Speaker

Systems’
12250 Montague Street, Arleta, Ca. 91331 © 1983 Cerwin-Vega

< Cerwin-Vega! Digital Series
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“Joan Armatrading’s
The Key is a wonderful
musical experience, both

split-personality
production.”

\ P

o

The Key: Joan Armatrading
A&M SP-4912, $8.98.

Sound: B Performance: C +

How anyone as special as Joan Ar-
matrading could have escaped pop-
ping out a massive hit record is one of
life's mysteries. She has always written
songs that can startle you with how
vivid her thoughts and ideas are. She
has a strong personality and an infec-
tiously positive outlook to which self-
pity and whining are absolutely alien.
Plus she makes terrific records.

The Key is loaded with songs rife
with sexual tensions and reversals and
yearnings. (| Love It When You) Call
Me Names” is about a “"big woman
and a short, short man” who loves the
abuse she gives him. “Tell Tale" is
about losing a lover to both boys and
girls. “What Do Boys Dream" is a song
only a woman could write, wondering if
boys long for the same stuff girls do
and guessing they don't. “Foolish
Pride” is a lovely reflective ballad that
ends with a fade about a minute too
early.

Steve Lillywhite, who produced
Joan's previous album, Walk Under
Ladders, has produced all but two
tracks of The Key. His work is filled with
daring, angular sounds and lots of sur-
prises. Val Garay did the others, and
his tracks are smoother, in L. A. pop
style. Clearly there is an effort here to
try for that elusive pop hit. The Garay
tracks are well-done for the genre, but
though Joan is game and gives her all,
these just aren't as convincing as the
Lillywhite tracks and sound rather tame
by comparison.

The Lillywhite tracks are stylistically
not far removed from his work with Pe-
ter Gabriel and XTC. They share both

artists’ venturesomeness. Additionally,
they employ many of the same players
Gabriel uses, notably bassist Tony
Levin, drummer Jerry Marotta, and
synthesizer whiz-kid Larry Fast. Other
contributors include King Crimson’'s
startling guitarist Adrian Belew, Gene-
sis guitarist Daryl Stuermer, and ace
hornman Mel Collins. Police drummer
Stewart Copeland cameos on “Tell
Tale.”

Magical musical flourishes liberally
dot the Lillywhite productions: Belew’s
solo in “Call Me Names,” Fast’'s sym-
phonic-sounding synth solo and
Stuermer’s guitar riff in “The Game of
Love," the Stuermer/Belew guitar inter-
play in “The Dealer,” the drum/synthe-
sizer opening kick in “The Key," Arma-
trading’s achingly hopeful vocal tone in
“Foolish Pride."

Joan Armatrading is an exciting, of-
ten thrilling artist who is forever trying
out unusual sounds and is unafraid of
taking risks. These factors have limited
her mass appeal, as she tends not to fit
into anyone’s categories, but they also
make her records challenging and ex-
hilarating. The Key is a wonderful musi-
cal experience, both despite and be-
cause of its split-personality produc-
tion. Michael Tearson

Fame and Wealth:
Loudon Wainwright 11
Rounder 3076, $8.98.

Sound: B— Performance: A

For a long time, Loudon Wainwright
Il has been writing vivid and ironically
drawn songs about people caught in
the act of living or dreaming. The pic-
tures aren’t always pretty, but they are
often very funny or touching, or both.

despite and because of its

Fame and Wealth is his first studio
album in five years, and, boy, is it wel-
come. Produced simply and mostly
acoustically, the songs and Loudon
are the focus. Unadorned with the trap-
pings and pretensions of commercial-
ity, this might be Loudon'’s best album.

He sings about growing up in afflu-
ent Westchester County, getting drunk
and partying disastrously for April
Fools Day morn, watching cartoons on
Saturday mornings, not being able to
get to his daughter’s fifth birthday par-
ty, winning the Grammy and everything
else, revenge and more. Mostly he per-
forms solo here, his natural element.
Four tracks do have additional musi-
cians; Richard Thompson, the brilliant
British guitarist, is on two of them. “Five
Years Old" gets a tasty little rock band
to support it, and “IDTTYWLM (I Don't
Think That Your Wife Likes Me)” gets a
wonderfully silly cocktail piano and
percussion.

Loudon Wainwright IlIl might never
find fame and wealth with his delightful
songs, but don't let that stop you from
discovering Fame and Wealth, a most
human album. Michael Tearson

Loudon Wainwright 11/
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COMPACT DISC IS A REALITY.
THE WORLD'S
BEST-SELLING ARTISTS HAVE
JUST PUT THEIR NAMES ON IT.

The introductory release from Warner/Elekira/Atlantic provides the quality unparalleled in the history of preprecorded entertainment.
discriminating record buyer with a selecticn of music that will truly Compact Discs from Warner/Elek*ra/Atlantic capture the sound,
demonstrate the superior sound qualities of the Compact Digital immediacy and emotional high of the concert hall.

Audio Disc. From Asia to Eddie Rabbit, from Stevie Nicks to Grover

Warner/Elektra/Atlantic Compact Discs arovide the ultimate in Washington, Jr, you will have the best in music from Wamer/Elektra/
state-of-the-art music. The sound cascadirg out of your speakers Aflartic...a comucopia of the finest music available in this new
recreates the live ambiance of the concer hall. Now you can hear format from influential artists such as: Fleetwood Mac, Tae Cars,
Foreigner like you've never heard them before...the ultimate in high Foreigner Jarreau, Donald Fagen, Phil Collins, George Benson, Teresa
fidelity. The reason: The Compact Disc is read by a laser instead of Stratas, Abba, Christopher Cross, Schimmel, Eric Clapton. Roxy Musc.
a stylus. There is no physical contact with -he disc; therefore, no wear, These artists, and many more, have comrhitted their music to the
tear or loss of quality. With a minimal amount of care this disc will Compact Digital Audio Disc.
virtually last forever. Each disc provides up to one hour of sound Together, we make lasting impressions.

Foreigner Teresa Stratas Schimmel Al Jarreau George Benson Fleetwood Mac  Eddie Rabbitt
Records Unknown Kurt Weill  Tango Project Breakin’ Away Give Me The Night  Rumours Step Ey Step

3 Donald Fagen
Nightfly

Eric Clapton

IAHBA Greatest Hits Vol. n
Money & Cigarettes

t

‘$' = '=_.I =t - -

Asia Christopher Cross Stevie Nicks Roxy Music

Asia Another Page Bella Donna Avalon

Phil Collins Abba Grover The Cars

Hello, 1. Must Be Going Greatest Hits Vol. {I Washington, Jv.  The Zars

Winelight
WE MAKE LASTING IMPRESSIONS A Warner o

Communications
Company

COMPACT 2= =50 DISCS
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ROADSIGNS

IVAN BERGER

SAAB STORY:

PROJECT CAR,PHASE |

and liked the ADS 320i speakers,

and got a pair to install in my car.
But where it ended up, well

The 320i speakers are unusually
easy to place, in most cars. The 1-inch
dome tweeter surface-mounts inde-
pendently of the flush-mounted 5Va-
inch woofer, and finding mounting
spots for the two crossover modules
was just a minor problem.

But my Saab 99 is unlike most cars,
which posed a problem. Some of the
best speaker positions were aiready
preempted. There was no room for
speakers in the dash, and the front top
corner of the doors was already occu-
pied by the window crank. Just below
the crank and its finger-clearance area
was a swoopy, molded bulge in the
door's interior panel, able to hold only
speakers smaller than the 320i woof-
ers. Below that was the map pocket,
but | needed that—not to mention

It all started simply enough: | heard

wanting to avoid having my legs and

the uphoistery soak up the highs from
speakers so low mounted.

| already had tried speakers in the
top rear corners of the door (ADS 300i
two-way plates and AFS Kriket sepa-
rates). The problem there was that the
spot was so far back that my body
would block my tweeter’s treble from
the passenger, while a passenger's
body would block his tweeter's treble
from my ears.

At the same time, | wanted to up-

“The biggest problem, as
always with car stereo, was
speaker placement. The
solution was custom-made

enclosures, just below the
dash.”

grade the rest of my system. My old
Alpine 7136 cassette receiver was to
be replaced by an Alpine 7347, with
better specs plus dbx and Dolby C
noise reduction and a Programmable
Music Sensor to locate selections on
the tape. | had also been talking to
Rockford-Fosgate about replacing my
old, low-power Alpine amplifier with

To the right of the Alpine 7347
receiver and AudioMobile SP-300
equalizer are a Philips SBC-177
ultrasonic alarm, and an Audax
midrange and tweeter in a custom
housing. The open shelf under the
radio console will hold other receivers
under test, power connections are on
the terminal strip just visible to the
left. Switches shown control Alpine
auxiliary amp. The blue plug on the
console’s right and the flat, Poly-
Planar speaker atop the dash are for
a Radio Shack CB transceiver.
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one of their Punch series, and men-
tioned my installation problem to them.
They recommended New England Ra-
dio and Moon Roof, in New Haven
Conn., pointing out that one of the
firm’s principals had 320i speakers in a
Saab already. ADS thought New Eng-
land Radio would be a good bet, too.

Enter Mark Weir, of New England
Radio. His Saab, alas, turned out to be
the later Model 900, a far easier car to
mount speakers in. In place of my 320i
system, he suggested a far more ambi-
tious layout (see accompanying Ta-
ble), somewhere between a stock in-
stallation and an all-out custom job.
(I've seen some as high as $16,000!)
That would also help me better evalu-
ate stereo units | was to road-test for
Audio, so | agreed.

The biggest problem, as always in
car-stereo jobs, was speaker place-
ment. Ideally, the speakers should be
far forward of the driver and front pas-
sengers, to be roughly equidistant
from both occupants. In practice,
that's not possible. You can approxi-
mate it with speaker enclosures in the
footwells or flush-mounted speakers in
the kick panels lining those wells, pos-
sibly equalizing to get rid of any well
resonances. But in the Saab. the
footwells are too small, and the kick
panels rest directly on the inner liners
of the fenders. Besides, in that posi-
tion, knees and the radio console
would block high frequencies.

Weir's solution was to mount cus-
tom-made enclosures just below the
outer edges of the dash, with an Audax
soft-dome tweeter and 4'-inch mid-
range driver in each. Bass was to be
provided by KEF B-139 subwoofers in
the rear deck. The system was to be
triamplified, using AudioMobile cross-
overs and a mixture of Philips and
Rockford-Fosgate amps, plus an Au-
dioMobile preamp (for additional tone
control, additional gain, and to power
the crossovers). Triamplification let
Weir adjust the crossover points to
match the way these drivers worked in
this particular installation. The Audio-
Mobile unit's plug-in crossover mod-
ules made the crossover points espe-
cially easy to adjust.

| added a few items to the list. Since
the system draws about enough power
for light welding, | suggested a low-
powered secondary system (based on

AUDIO/AUGUST 1983
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The amp rack on
the back of the
subwoofer housing.
From left to right:
Rockford Power VI
amplifier for
woofers,

Rockford Power |l
amplifier for
midrange,

Philips EN-2200
amp for tweeters,
and two
AudioMobile CX-E2
Crossovers.

This custom-built
enclosure holds an
Audax midrange and
dome tweeter, each
powered by a
separate amp.

This Alpine 3502

Y amp, beneath the

back seat, can be
switched from the
dash to handle

ADS 320i speakers
in the doors or rear-
deck speakers
under test. It's the
only amplifier
powered with ignition
in “Accessory"

| position—the amp

rack is only on
when the motor's
running.

It all began with
these ADS 320i
speakers . . .

J installed at last.
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Now that youve got your
act together; take it on the road.

Now that you put so much style into so much of your
life, it’s no wonder you find the Alfa Romeo Spider Veloce so
immediately appealing.

But then, if this car had only been intended to satisfy
conventional tastes, it never would have needed a body by
Pininfarina. Seats of fine Italian leathers. A double overhead
cam aluminum alloy engine. And even a classic hand-finished
steering wheel.

What you have here is a personal car that, quite simply, does
not compromise on anything. Not appearance. Not performance.
And most especially not the freedom and enjoyment a truly
personal car should keep on giving you.

All in all, this car is tailored to fit you so well, you don’t just
drive it. You practically wear it.

The $15,500* Spider Veloce.

Let your Alfa Romeo Dealer know how ready you are now.

To take it on the road. ,
)

*MIr's. suggested retail price at PO.E. is $15,495. Actual prices vary by dealer.
Destn. chrgs., taxes, dealer prep, if any, optl. equip. and license fees are extra.




System Contents

Source
Electronics
at $244.95) .
Rockford Power |l stereo power amp .

Philips EN-220 stereo power amp
Alpine 3502 stereo power amp . .

Speakers

Equipment Cost .

Extras

Total

Alpine 7347 FM/AM/cassette receiver .

AudioMobile SP-300 three-band equalizer-preamp ;
AudioMobile CX-E2 active stereo crossover networks (two

Rockford Power VI fo'ur channel power amp (bndged to stereo)

Audax HD-100-D25, 1-in., soft-dome tweeters (two, at $20.00)
Audax 12P25FSM, 4Vz-in. midranges (two, at $25.00)
KEF B-139, 13 x 9-in. subwoofers (two, at $120.00) . ..
ADS 320i, two-way separates, with 5a-in. woo‘er and
1-in. dome tweeter, per stereo pair .. civn e

Labor (Design and Ctmstructlon)

Hollandia SunSlider sunroof, installed .
Philips SBC-177 ultrasonic alarm system

“The woofer faced me with
a conflict between
practicality and sonics. The
system looked and sounded
good—but it took up more
than half my trunk.”

-.$ 599.95

-309.95

.489.90
. 680.00
..425.00
-199.95
.. 349.50

40.00
50.00
.. 240.00

379.00

3.763.25
.1,000.00

4.763.25

. 400.00
. 219.95

..$5,383.20

an Alpine 3502) that | could more safe-
ly run with my engine off and my igni-
tion switch in “Accessory” position.
Since the car will aiso serve as Audio’s
test bed for road-testing car-stereo
units, this amp can be switched be-
tween the ADS 320i door speakers and
rear terminals | had built in (for testing
deck-mounted speakers and for
acoustical experiments). | also sug-
gested a shelf below the console, to
hold receivers or other electronics un-
der test. Power terminals and in/out
jacks were to be provided for test pur-
poses, with the antenna jack to be left
accessible for the same reason. Then |
added a Hollandia SunSlider—a slid-
ing, tempered, dark-glass panel to be
inset in the roof; | felt this would let me
drive comfortably with my side win-
dows shut, eliminating a source of wind
noise which otherwise drowns out the

stereo at times. And | added a Philips
SBC-177 ultrasonic burglar alarm.

The Shakedown Cruise

When | first heard the system, its
frequency balance was artificially
bright—fine for pop music, but not for
classical; New England Radio fixed
that before | left the shop for a test
drive. The KEF subwoofers really sub-
woofed: Bass was deep and rich when
it was called for, as demonstrated on
two cassettes—the low organ notes ¢n
The Fox Touch (dbx EC-7002) and the
thunder in the storm sections of The
Power and The Majesty (Mobile Fidelity
MFSL 1-004), but it was never heard
when the music didn't call for it. Only
by boosting the bass controls inordi-
nately could | overload the woofer or its
amp. This was no great surprise, as
the Rockford-Fosgate Power VI, with

each of its channel pairs bridged to-
gether, can deliver 150 watts to each
8-ohm woofer. (If they were 4-ohm
sgeakers, the power would be twice
that, of course.) The Power II, un-
bridged, delivers 75 watts to each mid-
range driver, while the Philips EN-220
can deliver about 11 watts per tweeter
(again, only half what these amps
would deliver into 4 ohms), all of which
is plenty. In sum, the sound was better
than I've ever had in a car of mine
before (and with more bass than | have
at home—gotta remedy that).

The speaker enclosures underneath
the dash did not get in my way when |
entered or exited the car, as | had
feared, and though they did make the
interior hood latch a trifle difficult to
reach, | don't have to reach it often.

But there were, for the time being,
problems. One was obvious from look-
ing at the system—poor stereo per-
spective. Since each front-seat occu-
pant sits about three times closer to
the near front speaker than the far one,
the only way to get stereo balance on
most music was to crank the balance
control way over towards the far side.
That “solution” worked fine when |
drove by myself, but it just exacerbat-
ed the problem for a front-seat passen-
gzr. Rock tapes worked okay, because
they're really multi-channel mono, with
many instruments appearing only in
one speaker or the other; but tapes
recorded in real stereo perspective
wouldn't work with the balance control
centered. Also, the front speakers still
had a slight touch of high-end "“tizzi-
n2ss,” which sounded to me like a mild
peak, or possibly a faint twinge of dis-
tortion somewhere in the tweeter re-
gion. (As the car was finished just in
time for this issue, | haven’t had the
chance to check the frequency re-
sponse on instruments.)

New England Radio had created a
crossover notch between the mid-
range and the woofer, setting the woof-
er's crossover point at 100 Hz and the
midrange’s lower crossover at 200 Hz,
to get rid of the upper-bass hump so
common in car installations. (Being
able to set both frequencies indepen-
dently was one reason Weir had
picked the AudioMobile crossovers.)
Unfortunately, the 200-Hz midrange
cutoff made it all too easy to hear the
shift of bass to the rear woofer.
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“The sound was better than
I'd ever had in a car of
mine before, and with more
bass than I have at home—
gotta remedy that.”

The woofer also faced me with a
conflict between practicality and son-
ics. For optimum bass performance,
New England Radio had built an enclo-
sure for the KEF subwoofers, divided
into two 1.5-cubic-foot, damped com-
partments. They also built a new panel
to go above the trunk of the Saab
hatchback (the original slides out to
make room for big loads), concealing
the woofer beneath a layer of cloth that
matched the car’s headlining. (That's a
nice touch—good-looking, and invisi-
ble to thieves.) The amplifiers and
crossovers were mounted on a rack
attached to the rear panel of this box.
The system sounded and fooked
good—but it took up more than half my
trunk, and a big trunk was one of the
things | had originally bought the Saab
for. From the bass I'm getting, | sus-
pect one woofer will do, though.

When driving, | found that the sys-
tem could easily be set loud enough to
overcome road noise, without distort-

ing. In fact, it was easier to drive my
ears into distortion than the system, a
sure sign that there's enough power
and power-handling capacity on tap.
The ultra-low bass needed a slight lift
from the bass control under some driv-
ing conditions, because road noise is
mostly low frequency, but most of the
time, | ran the system flat, and liked it
that way. There was some distortion on
loud music when | turned the Alpine's
volume control up and the AudioMo-
bile preamp’s down, due either to out-
put overload on the one, or input over-
loading on the other. Lowering the Al-
pine’s volume to mid-point, and raising
the AudioMobile's up, fully solved that
problem.

The sunroof did help the sound, as |
had hoped. My car doesn't have air
conditioning, and driving with the win-
dows open for cool air increases wind
noise terribly. With the sunroof and the
dash vents open, | was able to run with
the windows closed in warm weather

reducing wind noise by 3 to 10 dB,
depending on the speed and cross-
winds. Come summer, though, | sus-
pect I'll still want those windows open.
Allaying another worry of mine, the roof
proved completely leakproof, evenin a
car wash.

There was one other, small annoy-
ance: The 320i grilles tended to pop off
when the doors were slammed—a
common problem with speakers

. mounted at the rear of large doors.

Not to leave you in too much sus-
pense, most of these problems have
already been solved, as of this writing,
and | will have more (perhaps even all)
of them solved by next month.

I 'also hope to take this well beyond
the stage of problem-solving. The next
goal is to get the sound as good as we
can, without getting much more extrav-
agant. The goal after that—the final
one—is then to cut back, bit by bit, to
see how inexpensively we can realize
our goal of sonic excellence.

Now when you buy JVC VHS videotapes,you can get these httle extras

JVC announces the Video Cassette
Giftaway " that’ll make a lasting
impression on your eyes and ears.
Whenever you buy any grade of JVC'’s
T-120 VHS videotape? you can get
more out of it than just outstanding
performance.

Start saving tape inserts and you're
eligible for up to 24 high-tech goodies.
Including JVC high fidelity compo-

nents like turntables and cassette

decks. Even JVC radio cassette record-

ers and more. All packed with features
that only JVC can let you stagger
home with.

It’s not a contest or a sweepstakes.
The only thing you have to enter is
your local JVC tape dealer’ store.
Then grab a flyer for details ** and
start saving your Giftaway inserts.

When you pick up a few &
JVC VHS videotapes, you
never know what you'll
walk out with.

JVC

JVC COMPANY OF AMERICA

Magnetic Tape Division

41 Slater Drive, Eimwood Park, NJ 07407
JVC CANADA LTD., Scarborough, Ont.

Void where prohibited. Good for purchases from 7/15-12/31/83, only. *STD, HG, and SHG T-120. * *Or write JVC, P.O. Box 4500, Litchfield. MN 55355 by 10/31/83.



TAPE GUIDE

HERMAN BURSTEIN

Reducing Disc Noise

Q. If I want all the sound available
on a disc, must | accept any noise the
disc might have?-—August Yirsa,
Brookfield, II.

A. If you want to reduce noise al-
ready present on a disc, your recourse
would be to what is called a single-
ended noise-reduction device, such as
the Burwen or DNR. It works essentially
on the principle of reducing high-fre-
qguency response when there is little
high-frequency content in the program
material; this cut in treble response si-
muitaneously reduces the apparent
noise. When there is appreciable high-
frequency content, full treble response
is restored, but then the program mate-
rial masks the noise.

Bias Change in dB

Q. My cassette deck has a manual
bias adjustment with five settings
above and five settings below "nor-
mal” for a given type of tape. Do you
have an idea of the bias range cov-
ered by these positions, and of how |
can relate them to the bias adjustment
required by given brands of tape of a
particular type?—Name withheld

A. For a given type of tape, most
brands fall within about 80% to 120%
of “normal” bias. My guess is that
each setting of your control produces
about a 6% (0.5 dB) change in bias.
Accordingly, the minimum and maxi-
mum settings of your bias control
would respectively produce bias 2.5
dB below and 2.5 dB above the nor-
mal setting. This translates into 75%
and 133% of normal bias, which is
consistent with the 80% to 120%
range referred to above.

Setting Record Level

Q. ! would like to know at what sig-
nal level to record, as indicated by the
meters of my cassette deck.—Jimmy
Hunter, Fort Myers, Fla.

A. Generally speaking, record-level
indicators are calibrated so that wheth-
er the indicator is average-reading or
peak-reading, one obtains best results
(high signal-to-noise ratio without ex-
cessive distortion) by advancing re-
cord level to the point where the indi-
cator about reaches 0 dB but seldom
goes above it. In calibrating the indica-
tor, the manufacturer usually takes into
account the characteristics of typical,

-

good-quality tapes. For a peak-read-
ing indicator, 0 dB tends to correspond
to about 3% harmonic distortion on the
tape. For an average-reading indica-
tor, 0 dB corresponds to a recording
level several dB lower, perhaps 6 to 8
dB lower; this provides a safety margin
to allow for the fact that an average-
reading device lags behind sharp tran-
sient signals.

However, tapes do not all have the
same characteristics. Some allow a
higher recording level than others be-
fore 3% distortion is reached. Then one
can let recording level exceed O dB.
typically by something like 2 to 5 dB
One may have to experiment a bit to
find how high recording level can be
set without encountering noticeable
distortion. Further, one may find that
maximum satisfactory recording level
varies with program material.

“What Should | Buy?”

Q. | am considering the purchase of
brand X, brand Y, or brand Z tape
deck. Please help me decide which
one is best for my needs.—John Q.
Public, Main St., U.S.A.

Q. | have about $600 to spend on a
tape deck. Please advise me which
one is the best for the money.—Jane
Q. Public, Elm St., U.S.A

A. It is again necessary for me to
issue my periodic reminder that the

- policy of Audio prohibits the “Tape

Guide” column from recommendirg
specific brands and models of audio
equipment (except in unusual cases
where there is only one of a kind on the
market).

The first step in deciding what to buy
is to become knowledgeable about the
subject matter. One way to do so is by
reading the tape deck reviews that ap-
pear in Audio and other periodicals.
Consult the tape deck directory that
appears annually in Audio’s October
issue to become familiar with the com-
parative features and specifications of
the decks you are considering. Check
with your audio store or library for a
readable book on the subject of tape
recording. LISTEN to the decks you
are considering. Using a phono disc of
good quality, notice how faithful a copy
each of the tape decks can make and
how faithfully they can reproduce inter-
station FM noise. See what parts and
service warranties come with the

decks; find out how far it is to the
nearest authorized service agency. Try
to find out which tape decks come in
least frequently for service relative to
the number sold.

Armed with all this information, de-
termine your priorities regarding speci-
fications and special features. Consid-
er the amount of money you can afford
to spend and also where to spend it—
i.e, look around for a store whose rep-
utation you can trust and whose per-
sonnel seem both knowledgeable and
helpful. Then decide which brand and
model offers you the most value.

Updating Heads

Q. Would it be possible to replace
the heads on my TEAC 6010 with high-
density ferrite heads? | have been told
by a technician that the impedance of
the new heads is different-—Chandler
Eliis, APO San Francisco

A. This type of question is best an-
swered by the manufacturer. He can
tell you what replacement heads are
suitable for his particular machine and
what changes may be required in bias
current, audio drive current, equaliza-
tion, and record-level indication. An-
other source for such information is
Nortronics, which makes replacement
heads for a wide variety of tape ma-
chines. (You may wish to write Nortron-
ics at 8101 Tenth Ave. North, Minne-
apolis, Minn. 55427.)

How Many Dubs?

Q. | sometimes wish to dub. How
often should | be able to dub a cas-
sette tape before a substantial quality
loss is noticed?—J. Bill Such, Natrona
Heights, Pa.

A. | do not know whether you refer
to multipte dubbings from a master
tape or to sequential dubbings from
ane tape to the next. In the case of
multiple dubbings, if your master re-
cording is on good tape you probably
should be able to run the master tape
several hundred times, perhaps 500 or
more.

If you are making sequential dub-
bings—dubs of dubs—you probably

If you have a problem or question on tape
recording, write to Mr. Herman Burstein at AU-
DIO, 1515 Broadway, New York, N.Y. 10036. All
letters are answered. Please enclose a
stamped, self-addressed envelope.
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“Every noise-reduction
system has side effects,
which may vary with the
program material and may
be audible to some people
and not others.”

can't go beyond the second or third
generation without noticeable increase
in noise and, quite possibly, alteration
of frequency response. Each dubbing
introduces about 3 dB more noise.
Thus, the third generation (not count-
ing the master tape) has about 9 dB
more noise than the master tape. If you

v

start with a fine deck having signal-to-
noise ratio of something .like 70 dB
(with noise reduction), the third gener-
ation dubbing has S/N of about 61 dB,
which is still apt to be satisfactory. But
if you start with something like 60 dB,
S/N of only 51 dB is uniikely to be
satisfactory.

The “Ultimate” NR?

Q. I have been shopping for a cas-
sette deck and find some that offer dbx
noise reduction. If this is the ultimate in
noise reduction, why are so many other
decks using NR systems such as
Dolby B, C, HX, etc?—Peter Ripley,
Sebastopol, Cal.

The new Signet TK10ML

...s0 remarkable
it may set digital records
back another year!

Until you hear the Signet TK10ML, you may
not fully appreciate how superb today s
analog recordings can i ;
be. And how little may
be gained by going all-
digital.

The single most sig-
nificant advance in the
Signet TK10ML is its
unique new Micro-
Line™ stylus...the most
complex stylus shape
ever attempted. Its
scanning radius is a
mere 2 to 3 microns!
That's just 39% of the
scanning radius of a
typical 0.2-mil elliptical. Yet the supporting
radius is about 3.0 mils (compared to only
0.7-mil for the elliptical). It's the longest,
narrowest footprint ever achieved.

Even with repeated playings, the Micro-
Line stylus maintains its shape, without

“*spreading’ like all other tips. So
grooves sound new, long after other

)

styli are threatening irreparable damage to
your record collection.

; ’ Each Signet TK10ML
MicroLine stylus is
created from a whole,
natural octahedral
diamond, oriented for
longest life, and with a
square shank to pre-
cisely fit the laser-cut
hole in our unique,
ultra-rigid low-mass
boron cantilever. You
get perfect alignment.
Period.

But the proof of qual-
ity is in the playing.
With the new Signet TK10ML, older records
literally come back to life. New records
transcend the limits of ordinary technol-
ogy. Your entire system gets a new lease
on life.

Visit your Signet dealer. Peek into his mi-
croscope to see this fantastic stylus.

Then get the real proof. Listen.

signet.

SIGNET, 4701 HUDSON DRIVE, STOW, OHIO 44224

Enter No. 23 on Reader Service Card

A. Every noise-reduction system
has some deleterious side effects,
such as pumping (volume changes),
breathing (bursts of hiss), and alter-
ation of frequency response. They may
vary with the program material and
they may be audible to some persons
and not to others. There tends to be a
trade-off between amount of NR and
amount of side effects. How far a deck
manufacturer goes in NR depends on
his judgment of the extent to which
most consumers can accept the side
effects. Hence, Dolby B NR provides
less reduction than does dbx. | have
heard some persons claim that they
can hear dbx's side effects, while |
have heard others claim that it works to
their complete satisfaction. You have
to decide for yourself, based on what
you hear, as to which NR system to
buy. Also keep in mind that if NR is not
to introduce appreciable deviations
from flat response, it is important that
frequency response of the deck be
very flat prior to NR.

Varying Base Response

Q. Why do I get more bass response
with my cassette deck when recording
from FM than from phono?—Kurt
Schwab, Federal Way, Wash. .

A. | see no reason why a cassette
deck should provide better bass re-
sponse for one signal source than for
another. The reason appears to lie in
the signal sources. The phono car-
tridge you are using may be deficient
in bass and/or the phono preamp sec-
tion of your amp may be deficient™

Head-Cleaning Tapes

Q. What is your opinion of head-
cleaning tapes?—J. Bill Such, Natrona
Heights, Pa.

A. | prefer to remain neutral on this; |
cannot guarantee that they will do no
harm, nor can | say that any of them
will do harm. My inclination is to use a
cotton swab with isopropyl alcohol or
one of the special head-cleaning solu-
tions available in audio shops.
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Line/Line Mixing
Q. | want to mix two line inputs down
to one input. My cassette deck has
microphonel/line mixing. Can you sug-
gest steps | can take to feed a high-
level signal into the mike input so that /
can use the mixing facilites of the
deck?—Robert Martindale, Rich, Va.
A. The problem in using the micro-

“While the inroads made
by cassette decks may well
continue, they don’t
necessarily augur complete
displacement of open-reel
machines.”

On the otner hand, recognizing the

marvelous progress of the electronics
art, it is not beyond belief that both
cassette and ogen reel may eventually
be displaced as home recording de-
vices. Considering that we live in an
age whete the equivalent of hundreds
of thousands of transistors, capacitors,

resistors, etc. may be packed within anw
area about the size of one's thumbnai
cr less, we may eventually arrive at
solid-state devicas of moderate size
ard with no moving parts that are ca-
peble of secording and playback in
digital form. But within 10 years? | real-
ly can't say.

phone input is that of overloading the
recording amplifier of your tape deck.
Therefore, you have to greatly reduce
the level of the signal being fed into the
mike input. Possibly this can be done
via a volume control in the component
whose signal is fed to the mike input.
[Editor's Note.: Resistor cables, de-
signed to solve just this problem, are
widely sold for use with portable re-
corders lacking line inputs.—/.8.]
Another possibility is to combine the
two input signals via a Y-adaptor, and
feed the combined signal to the high-
level input of your deck. You won't,
however, be able to vary each one's
level in the mix unless your two
sources each have. level controls.
Worst come to worst, you could always
buy an inexpensive, passive mixer.

Is Open-Reel Obsolete?

Q. | have accumulated a large num-
ber of recorded open-reel tapes. Do
you foresee open-reel becoming obso-
lete 10 years or so down the road,
giving way to cassette?—Robert
Ehrentraut, Burton, Mich.

A. it seems unlikely that open-reel
analog tape decks will become obso-
lete in as little as 10 years. While the
state of the cassette-deck art, includ-
ing developments in tape, enables a
“super deck” to rival the performance
of a quality open-reel deck, it costs a
great deal of money to achieve this,
sometimes well over a thousand dol-
lars. The open-reel format has several
advantages over the cassette format,
such as greater ease ot editing, longer
recording time per reel side, more
headroom (protection against tape sat-
uration at high frequencies) because
of higher speed, choice of speeds, etc.

Still, the cassette deck has made
substantial inroads into the market po-
sition once enjoyed by the open-reel
deck. While such inroads may well
continue, they don't necessarily augur
complete displacement of open-reel
machines.
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You Can Aiford :
The Incredible Sound of Polk '

Award Wirning
Monitcr 10 $309.36

Ravolu iorary
SDA-1 S830

Smaredibly Affordabie
=Aon or 4: $99.95

State-of-the-art technology at every price

Reviewers and critics agree that al!

7 Polk speakers ‘rcm e revolutionary SDA-I

to the storishingly low priced Moni-or 4, cifer the most sounc quality for the
maney ava lable or the market Everys Pol- sp2aker is biuil to the same critic
and exacti-g standards of qualiwy. Yo muet listen to the Pe-lks and hear the
difterence for yourself. Writetots oruse the raders servize ce-d “or informa-
tion or ou-loudspeakers and the name of you r nearest aushoriz2d Polk dealer

Polk A idio Inc. 1975 Annapolis dk, Baltimor: MIZ 21230 11 ¢

arada, Evoluton.

There s a Polk loudspeaker which is the perfect choice ta fultill vour

SOMiC leeds.

: Digital Disc Ready /
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JOSEPH GIOVANELLI

Image Rejection
~ Q. The specs supplied with my tun-
er boast of a 114 dB image rejection.
The tuner was, however, tested by an
independent laboratory whose findings
were that the tuner only has a 92 dB
image rejection.

Upon writing to this component's
manufacturer, | learned that measure-
ments of this kind, if not taken in a
“screen” room, can be misleading.
What is a “screen room"? What are
your thoughts on this?—Lowell Knapp,
Charleston, W. Va.

A. The question is almost academ-
ic. Your tuner's 92 dB image-rejection
ratio is excellent in itself. Therefore,
unless you are plagued by interference
from overflying airplanes (when listen-
ing to a weak signal at the high end of
the band), the matter of image sup-
pression will be of little consequence.

It should also be taken into account
that the better the specification for a
piece of equipment, the harder it is to
measure this high performance. This is
true not only for image rejection but for
signal-to-noise ratio, distortion, tuner
input sensitivity, etc.

Anr.f.-free screen room is a' room, or
perhaps a '‘cage’” within a room,
screened with copper and very well
grounded. This keeps any external ra-
dio-frequency sources from entering
the area and possibly finding their way
into the equipment under test, thereby
producing erroneous measurements.

only source of signal is that fed to the
tuner's antenna terminals from appro-
priately calibrated signal generators.

Pipe Organ Twice Over

In the February 1982 "Audioclinic,” |
think that you misinformed a reader
when he questioned you on the subject
of how low a pipe organ can play. You
state that most pipe organs can pro-
duce frequencies down to 32 Hz, cor-
responding to a 16-foot pedal pipe,
and that some other instruments can
even get down to 16 Hz.

If the reader was attempting to de-
termine what the lowest sound on a
disc recording of an organ could be,
the word “most” should not have been
in italics;, almost any concert organ
worthy of being recorded will have 32-
foot pedal pipes.

If he was simply requesting informa-
tion about pipe organs in general, you
should have also added that there are
pipe organs that can create frequen-
cies lower than 16 Hz—specifically,
the largest organ in the world, housed
in Convention Hall in Atlantic City, New
Jersey. To really be accurate, the term
“largest” is a toss-up between this in-
Strument and the John Wanamaker or-
gan in Philadelphia. The Atlantic City
organ has a total of 33,114 pipes and
plays in a room the size of four football
fields. This instrument has a pedal stop
whose largest pipe is an unbelievable

With external sources eliminated, the | 64 feet long, the frequency it produces

is 8 Hz! (I will grant you that it is more
“felt” than heard, but its effect is quite
noticeable.)—Daniel J. Conrad, San
Francisco, Cal.

As an organist and audio enthusiast
who owns several hundred recordings
of pipe organs around the world, | was
interested in your response to reader
James D. Gibbs in the February 1982
fssue concerning the lowest frequency
of an organ. Two minor points are here
for your consideration:

To say that “most” pipe organs do
not have 32-foot stops is a bit mislead-
ing because “most” pipe organs never
get recorded at all. Of those deemed
worthy and important enough to re-
cord, a substantial number will have
one or more 32-foot stops.

Although | would not expect anyone
but a specialist to be aware of it, there
is at least one organ in the world that
has an actual 64-foot stop! This amaz-
ing stop (part of an altogether amazing
instrument) is in the Town Hall organ in
Sydney, Australia.—Daniel E. Gaw-
throp, Orem, Utah

“Needle Talk”

Q. Please explain the cause of
“needle talk” in record players. In one
case I've encountered, the acoustical
output from the pickup is very notice-
able. Is it possible to reduce or elimi-
nate it?—W. Moroney, Melbourne,
Australia

speaker.

THE IMF ELECTRONICS HPCM

The IMF Electronics HPCM does not refer to some exotic new type of Pulse Code Modulation, but
designates our new High Performance Control Monitor loudspeaker. However, the allusion to PCM is
entirely appropriate since digital sound was a vital tool in the development of our HPCM loud-

Our design goal was a compact loudspeaker that could cope with the extended frequency

response, high power-handling requirements, and wide dynamic range of digital recording. In short,
we wanted a compact version of our IMF Electronics Reference Standard Professional Monitor Mark
VII.

In fact, the HPCM uses the same 11% inch x 8% inch, high stiffness/low mass, styrene/ fibreglass
woofer of the Mark V11, which affords true piston-action bass response, and a polymer-cone mid-
range and chemical dome tweeter, both of which are damped with Ferro-fluid. These drivers are
mounted in an inline configurationina 26.8 inch H x 14.8 inch D x 11.6 inch W sealed enclosure. The
enclosure is constructed of epoxy-impregnated heavy particle board. This extremely rigid and
virtually inert material along with heavy internal damping in the enclosure, minimizes resonant
colorations. The edges of the enclosure are beveled to attenuate diffraction radiation. The in-line
drivers and a third-order crossover network maintains phase integrity and affords precise and stable
stereo imaging.

The minus 3 dB point of the HPCM is 37 Hz, and this provides exceptional extended bass
reproduction from the new CD digital discs now on the market. The HPCM gives the smooth, clean,
highly-detailed sound at high power levels that characterizes the IMF Electronics Reference
Standard Professional Monitor Mark V1l in a compact, no-compromise, cost effective system. Audi-
tion the remarkable IMF Electronics High Performance Control Monitor at selected dealers.

IMF ELECTRONICS, INC. 5226 State Street Saginaw, Michigan 48603 Tel (517) 790-2121 Telex 227461

[IME

ELECTRONICS
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Revox B791

The Straight Line on Precision Engineering

First, a few words about our straight line tracking system — Lina-
track® Under the guidance of a sensitive infrared-interrupt servo circuit,
Linatrack® guides the ultra-short (134" long) low mass tonearm straight
R S AN O A B S across the radius of the disc, thus eliminating tracking error. Linatrack®

A. The mechanical motion of a sty- mo_unTs mosT_populor corfridgc—;s, and the entire tonearm module swings
lus in a groove sets up vibrations in the aside for quick record changing. - . X
stylus and record. These vibrations in Next, the heart Qf the 5791: precision engineering. A quartz-
tum move the air, generating sound re:gulotgad Holl-effe_ct direct-drive motor assures obs_olute speed sta-
A X ' i the bh bility with no cogging effects. Even the vari-speed is quartz-locked,
g:p;ﬁde”grehzg dysizﬁcweiﬁ lgctt gspreosr:)O with an LED display to show the nominal speed and exact percentage

. ' of deviation.
nators, making this “needle talk" or ; 3
“stylus talk” more audible.

The lower the stylus mass, the less
such sounds will be produced. [In my
experience, the higher the compli-
ance, the less "talk,” too.—/.B.] So
changing the cartridge may help.

| suppose one could fill air spaces in
the shell with caulking compound [if
you didn't mind the extra mass—/.8.]. |
have known some cartridge manufac-
turers to advocate mounting their car-
tridges solely by such silicon caulking
compound, reducing mechanical cou-
pling between cartridge and shell. This
can sometimes eliminate dips and

027 RENOX
peaks in the region of 4 to 6 kHz.

And, of course, closing the turnta- 1425 Elm Hill Pke, Nashville, TN 37210 / (&15) 254-5651
ble's dust cover will muffle sounds. —

The Revox B791 is

solid, substantial, and
meticulously assem-
bled. It is designed for
mMaximum user conven-
ience, sonic accuracy,
and exceptional longev-
ity. It is not inexpensive.
That's the
straight line. Hear
the full sound at
your nearest
Revox dealer.

. Enter No. 26 on Reader Service Card
Combined Use of

Receiver and Amplifier

Q. If | upgrade to a better amplifier,
can | run the tuner section of my pres-
ent receiver to the tuner or AUX input
of the new amp? Can | still use the am-
plifier section of the present receiver
fo power a time-delay system?—Roger
Ross, Peshastin, Wash.

A. If you upgrade to a separate am-
plifier, you can connect your old re- Hi A S0t Wik Ces e
ceiver to the new amp as you have | SWERSRIET iZg hmiewmomene 8

SONY TCFXG00 [Casserte.
0’

S i e
INFORMATION AND
OF%%EMNG:I'GOO‘ZZI-MBO
FW YORK CALL

IN NEW Y
(212)732-8500

DEALERS/INSTITUTIONAL
INQUIRIES CALL
(800221 3191

Cass Stereo!

Tt
suggested. If you take your signal from mmﬁg.;@gé’&mi B i G gs
the receiver's “Tape Out” jacks, Only | sy a3 A S o A58
R VIORRX (Cassette .95 TOSHAA cer .9
the new amplifier's tone and volume ?"Ecma?nﬁwmm BBE o sy oo 55
. . 3 (ASW eIV ANASONK +
controls will affect the sound. If you || ~oeeess = e 0 HE |

Receiven 136995 we
i .
AAR42 (GOW ’ - e %1

take the signal from the receiver's || A csenoe
“Preamp Out” jack, both the amplifier's
and receiver's tone and volume con-
trols will affect the sound from your

tuner section. 2
You should be able to use the ampli- Wi aniiin | 1788

. . ) AUBIDSOURCE . e 3 16 feet of exponential bass horn folded
fier section of your present receiver 10 | || SEERESS, wowwite, wimimuowucs 38 (| 1 into a4’ high enclosure for awesome ]
power the speakers used with a time- ||| sewanimwe A8 SEHELEET  a I impact and yramc e Mon ot
- : MAXELL UD!

. . ; ciency and power handling. We updated
delay device. If you use the receiver's

tPort. Stere) 1239.95

A By O s e S Y T (MW IS A RS

ARz 1329.95

: a time-honored design with a 15
g TOKSAC: P
o o o " ] cawamn 18755 TOKSACH a3 waofer, 7" midrange, and homtweeterforamgltal-readyl
. Tape In ch ks and not Its_ Amp In ] et wots gﬂ’s ﬁgémmw ne I‘ speaker for the 80°s. Learn more in our free 32-page
]aCkS, you will be able to ad]USt volume | | Scmmc amr e stat) voa 08 ToRADCS0 e I\car.alog_ {Add $1.25 for faster 1st class mail}.

and tone to achieve the best sonic
effect.

w name

agdress

If you have a problem or question about audio,
write to Mr. Joseph Giovanelli at AUDIO Maga-
zine, 1515 Broadway, New York, N.Y. 10036. All
letters are answered. Please enclose a
stamped, self-addressed envelope.

cty state zip

I Dept. A38, 735 N. Northlake Way

Seattle, Washington 98103
S S D S S D -

Enter No. 27 on Reader Service Card Enter No. 28 on Reader Service Card
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% of Total Order it
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ATE RESIDENTS

o N '%otv FRESH AND 100% GUARANTEED.
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THIS ISTHE CAR
STEREO TECHNOLOGY
EVERYONE ELSE
WILL HAVE
FIVE YEARS
DOWN THE ROAD.
SUPERTUNER 1IL

In 1976, Pioneer introduced ~ Supertuner, Pioneer introduces
the first Supertuner technology. ~ Supertuner IL.

. Itelevated the car stereo So long, fellas. See you
tuners ability to produce music.  down the road in another five
*  And sent every other car years or so.
tuner maker scrambling back to

the drawing boards. FM CAR STEREO RECEPT ION
Now, just when they've SO C%ggg&g%%ﬁ\]g

TC) A C ASSETTE Three-signal-intermodulation is techno jargon for a weak

______________ signal that's surrounded by two stronger ones. This is
Because music and  Frapy i matons o cut into or bieed over others.
only music is impor-  continually to develop technol-
tant to the engineers  ogy so sophisticated and ad-

at Pioneer, anything  vanced it virtually eliminates the

A lot of things stand in the way of clear reception. Like buildings, mountains, 1 1 1 -
even telephone poles. Radio signals bounce off them like balls on a handball that gets n the Way maddenlng lnterference com

count.Creating static, signals cutting in and out. Unless you haueaSupenur.ler il Of the mUSiC iS as mon to all car tuners.
finally caught up to the advanced  annoying to them as it is to you. Like static. FM noise. Strong
technology of the original So they've worked signals cutting in or bleeding

© 1983 Pioneer Electronics (USA) Inc., PO. Box 1540, Long Beach, CA 90801.To find your nearest dealer, toli-free, call: (800) 447-4700.In lllinois: (800) 322-4400.
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on top of weaker ones.

In addition, Supertuner 11
can capture weak signals from a
great distance and lock them in.

So, while Supertuner IlI
offers a great many convenience
gadgets like other tuners, it
offers something that none of
the others can.

The clean, clear, FM stereo
reception you should be getting
in this day and age.

WHICH CAR TUNER GETS
THE BEST RECEPTION IS
NOW PERFECTLY CLEAR.

Of course, it's one thing to
boast that no other FM stereo

" P .,
\ )

1

in Chicago, lllinois, perhaps
the worst FM reception area
in the country.

If Supertuner I1l outper-
formed the competition here,
it would do it anywhere.

Using the same car, with
the same antenna, and driving
continuously around the same
block on the Near North Side
(where the world’s tallest and
third-tallest buildings create
FM listening havoc), Pioneer
put one tuner after another to
the test.

And the clear winner,
time after time, was Pioneer’s
Supertuner lll. Downtown, only
Supertuner Il received stations
that came across other tuners
sounding like bacon sizzling on
a hot griddle. And in the suburbs,
only Supertuner lll consistently
was able to pick up weak sta-
tions located downtown, and
hold on to them.

Of course, reading this
now may impress you. But most
likely you'd rather hear the real
thing with your own two ears.

So, at your earliest conve-

tuner eliminates the
Irritants to your listen-
ing pleasure like
SupertunerlI.

It's another to

Trouiiey

TRRCCC k&&(f&(((«&

prove it. Which is just

what Pioneer did.

By road testing
Supertuner Il against
the highest quality stereo tuners
currently on the market.

The test was conducted

locked up.

R

RO T BIPH B

LN
B v" on your car stereo, don't

Cars move and radio stations dont So the further you drive from the transmitter
of your favorite station, the harder it is to capture its signal Unless you have a
Supertuner Ill. Which is just another reason we should have the market all

nience, visit your nearest
Pioneer car stereo dealer and
ask for a demonstration of
Supertunerlll.

And if, on the drive
there, you get static and
stations cutting in and out

just change stations.
Change car stereos.

A PIONEER

Because the music matters.

Enter No. 29 on Reader Service Card



LORR KRAMER and GREG TIMBERS

NEW LOWS IN

HOME-BUILT
SUBWOOFERS

AUDIO/AUGUST 1983

5




freesstantding,  lbw-frequency
Aloudspeaker system, or sub:
woofer, is a proven method of
enhancing or, more properly, complet
ind a high-quality, full-range foud
speaker system. Simple in concept
the subwoofer provides an elegant so
lution to several acoustical problems
simultaneously. 1t is the correct choice
for the purist, and at the same time is a
source of plain old fun
This article provides the basic infors
mation ' necessary for building a very
high performance subwoofer. Many
chpices are possibie along the way
some of these are presented as op
tions, but because this is a construc
tioh-oriented afticle, we have made
specific driver and nefwork recom
mendations to ensure tHat a property
engineered system will result,

Why a Subwoofer?

Obviously, one benefit is lower bass
and more of it {f you have shopped
around, you know that some devices
marketed as “subwoofers” really don't
go down very low, not even as low as
some good bookshelf loudspeakers
This article is about the, real thing, 4
box that really reaches into the nethet
regions of audibility: True, a few fuil
range loudspeaker systems reach
down as_deep, but with very rare ex:
ceptions they lack the dynamic capa
-bility for realism at-moderate to high
volume levels. Distortipn or powel
co‘mprc?ssion get i the way-—assurm
ing the speakers survive at all!

Do the frequencies that are a sub
woofer’s specialty really exist in most
recordings? Sometjmes yed, some-
times no. Suffice.it toisay that more and
more recorded material includes sig-
nificant infarmation below 40 -Hz, and
the trend is accelerating dramatically

Being the real thing, our subwoofe
IS crossed over at low level and driven
by a separate amplifier 1t is possible i@
achieve this crossover at high level
but the large inductor .f.quired for a
low. crossover point has significant in:
sertion loss and adversely affects the
damping of'the driver. More 4mpoftan
though| you want to biamplify for thd
distortion and headroom advantages it
brings. Remember that the crossovef
from the woofer to the midrange, in
most three-way loudspeaker systems
occursiabove most musical fundamen

AUDIO/AUGLST 1983

tals. {In two-way systems, lof dourse,
the crossoverris everrhigher ) Bass
excursions modulate a woofer's mid-
range output; removingithe low bass}o
the subwoofers largely solves the
problem. Amplifie’s, too, like to be
band-limited,. and they likewise shaw
their appraciation with lower intermod-
ulation distortion. The nel result 45 &
dramatic imp‘rovemen.t in midrange
olarity, so significant that many fisterr-
ers consider the lowering of midrange
IM to be the primary benefit '

There's: another nice byproc)uct of
iamplification. Suppose you've| never
been able to decidef_betweeh_that
sweet-sounding tube ‘amp with the
mushy babs, and-thatots-of-feedbagk
solid-5tatd workhorse you bought a féw
years back-which sounds kind of harsh
but sure has a tight bottorn end. For
once, you can have your cake and eat
it too

There's more. The balance pf ldw
bass. relative to the.rest of the frequen-
cy spectrum, varies widely from re-
cording to recérding ~Fhis is partly be-
cause of the limitations of some loud-
s‘peaiers used inappropriately as con-
trol-room monitors. And 'with yqur
subwoofer, you'll be better informed.)
Compensation with tone controls or
equalizers isn't satisfying because, by
definition. _they ate rarely centered
where you need them, and also be-
cause they-represent added elements
in the audio chain| With a subwoofer,
you can raise or lowerthe bass gmpilifi:
er level without affecting the resi of the
system. This is particularly convenient
when the biamp crossover has an |F
gain control in easy reach. In our expe-
rience, while a “best overall” set-
ting is quickly established
for the majority-of program
material, other record-
ings cry out for a
nudge more or less
low bass, and this
flexibllity 15 really
handy H

Fig. 1—The JBL
Model 2245H 18-inch,
low-frequency transducer.

A good subwoofer
offers increased output,

iower distortion and

frequency response
extending below the
lowest notes found on ,
most records. Building

it yourself merely adds

to the fun. Here are
several plans, one of

which is certain to suit
your particular needs.

torn Kramer-is Product Manager,
Consumer Products af JBL
incorporated, Northridge, TCal
Grec Timbers is JBL's Sehior
Transducer Engineer.
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_“If you own stock in the lumber.
industry and have a direct link to

Hoover Dam, you might want to build
“the 12-cubic-foot, 20-Hz version.” - T

B e e s R s e P P e e T e s g o e S )

Computer-
generated table
of the project
subwoofer’s
performance
limits.

* {3 CU FT SUBKOOFER USING JEL 2245

W r-:».nu.& HEE AR
FR

S RO R

Fig. 2—Equalization
required for the
8-cubic-foot project box.

Fig. 3—Voltage drive provided to
subwoofer amp by BX63 network.
Note its similarity to Fig. 2.

If you intend to use a single sub-
woofer, summing the left and right
bass channels, you will eliminate most
record warp and any other turntable
noise or feedback problems which ex-
press themselves as vertical stylus mo-
tion. Such motion appears out of phase
in the two channels, and when left and
right are summed, it disappears. We
are recommending a low crossover
point (63 Hz)—in part to minimize any
loss of localization information when a
single subwoofer is used. Aside from
the difficulty in hearing directionality
below 100 Hz, many recordings are
deliberately summed at lower frequen-
cies for disc mastering considerations.
Nonetheless, stereo subwoofers have
some credible adherents. Follow the
requirements of your own ears, floor
space, and pocketbook.

Speaking of floor space, though
good subwoofers are not small, they
allow the use of smaller satellite loud-
speakers, and the total space occu-
pied by all three enclosures could well
be less than the space required by a
pair of conventional loudspeakers of
equivalent performance (assuming
such an equivalent exists). There's an
economic flexibility as well, in that the
satellites and main amplifier can be
purchased now, the subwoofer and its
electronics later.

By now we hope you want to either
buy one of these low-frequency con-
traptions or build one. Here's how to
build one.

The Project Box

Many articles and technical papers
have been written on the theory and
design of vented-box bass systems, so
we will not encumber these pages with
the math and physics of the problem.
We chose a vented box primarily be-
cause of its very low distortion and
extended low-frequency cutoff. We did
build and audition a properly designed
sealed-box subwoofer using the same
driver. When the vented and sealed
systems were equalized for similar re-
sponse, the dynamic performance of
the vented system was judged to be
significantly better.

The driver we chose is the JBL Mod-
el 2245H (Fig. 1), an 18-inch low-fre-
quency transducer designed specifi-
cally for low-distortion, high-level pro-
fessional bass reproduction. It has a
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safe excursion limit of 1 inch, peak-to-
peak. Extended bass at reasonable ef-
ficiency requires either very large box
volume, or large amounts of amplifier
horsepower—or both. We sat down
with our friendly vented-box designing
computer and came away with two in-
teresting candidates. The first is a 12-
cubic-foot box tuned to 20 Hz. This is a
classic sixth-order alignment requiring
6 dB of boost at 20 Hz and resulting in
a system f3 (3 dB-down point) of about
21 Hz. The second contestant is an 8-
cubic-foot box, quasi-third-order align-
ment, tuned to 26 Hz. With 6 dB of
boost added at 26 Hz, it becomes a
quasi-fifth-order system with an f3 of 26
Hz. For this project, we chose the latter
system because of its more moderate
size. The 26-Hz cutoff was deemed low
enough not to compromise sonic per-
formance.

Our computer provided a table, in-
cluded here, listing driver parameters
and response of the 2245H, and maxi-
mum output with respect to thermal
and displacement limits when installed
in the project box. Note the extremely
high output levels. This system is the
acoustical equivalent of the JBL Model
B460 low-frequency loudspeaker.

You might now ask, “Why equalize?"
In order to keep the efficiency up and
the box size down, we chose to take
advantage of the driver's sizable pow-
er capacity and the relatively inexpen-
sive pnice of amplifier power. Notice
that the system has an unequalized f;
of about 35 Hz, which means that the
extra power demands of the boost only
come into play when there is substan-
tial signal below 35 Hz.

The equalization necessary to flatten
the response is shown in Fig. 2. The
2245H can be crossed over as high as
500 Hz, because its midrange re-
sponse is smooth. A number of low-
level crossovers suitable for sub-
woofers are commercially available.
Figure 3 shows the voltage drive of our
recommended crossover, the JBL
Model BX63 (Fig. 4), which was cho-
sen for this application because it was
designed specifically for the present
combination of driver and enclosure
[Editor's Note: Plans for a crossover
you can build yourself are elsewhere in
this issue.] Figure 5 illustrates the com-
bined subwoofer and crossover re-
sponse with 3 dB-down points of 26

Fig. 4—The JBL
Model BX63 '
dividing/summing network.

FS= 28.0 HZ

VAS= 821 .2 LLTERS

29.00 CU FT

QTS= ©.270

VB LITERS » 226.5 cu FT &.00 FB HZ 26.0
*IO»'ﬁ——_- N T 7]'* — _—__]
| EQ RESPONSE
e £ Y%
© {
) (0] { — = = ]
g -/
> -1 /
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- | |
L —IO —_) R
> )
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j 1/ ~ UNASSISTED )
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Fig. 5—Response of BX63 network
(top curve) and driver’s unassisted
output (bottom curve) combine
(middie curve) to produce flatter
response down to 26 Hz and

= 00w

/ \\

Fig. 6—Power compression of
project subwoofer. Note lack of
compression at levels below

10 watts, slight compression above.

greater output above 20 Hz than
unassisted driver. Data above
diagram are driver parameters for
free-air resonance, compliance
equivalent volume, and total “Q.”

Fig. 7—Distortion at 100 dB

drive level. Levels shown for
second- and third-harmonic
products have been shifted up by
20 dB to fit chart recorder.
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and 63 Hz. The quasi-fifth-order align-
Fig. 8—The 8-cubic-foot ment includes a subsonic roll-off to un-
project subwoofer with wanted cone motion below 20 Hz.
18-inch driver. The performance of the project box
is summarized in Figs. 6 and 7. Figure
6 illustrates power compression. Note
zero compression as input rises 10 dB
from 1 to 10 watts; output tracks with
the same 10 dB rise. Over the next 10
dB, from 10 to 100 watts, only 1to 2 dB
of compression occurs; most loud-
speakers would never even reach this
output level. Figure 7 shows second-
and third-harmonic distortion at the
100 dB drive level; —40 dB represents
1% distortion. At this output level, dis-
tortion of less than 5% to 10% is very
unusual, regardless of loudspeaker
type.

T
Ll Construction
We have built several different en-
?«[/4"50 c_Iosure shapes for various visual con-
" | siderations, with no problems acousti-
i cally. It is always wise to avoid interior
dimensions whose ratios are 2:1, 3:1,
4:1, etc., because such integral ratios
often promote severe standing wave
problems. For the same reason, it
helps to mount the driver approximate-
| | ly one-third of the way down the long
side. Our project enclosure (Fig. 8) has
internal dimensions of 31 x 23, x 19
inches. Refer to Fig. 9 for construction
details. We recommend 1-inch parti-
cleboard or fiberboard, 50-pound den-
sity or greater, for the requisite acousti-
cal deadness. Plywood is acceptable,
but generally not as dense as compo-
sition materials. The panels should be
further stiffened by 2 X 4s run the long
dimension on each side, top and bot-
tom. These stiffeners should be offset
from the panel centers slightly so that
they overlap in the corners and can be
glued together. A back brace runs
from top to bottom and should be cut
so that it just touches the top and bot-
tom panels. A baffle stiffener, which
should be kept clear of the side panels
so that it doesn'’t buzz, is also used. All
stiffeners should be securely glued to
the panels with your favorite brand of
white glue. The type of joinery used
between panels will depend on your

o~ I ! il Lo
il ]
I Il
I i

P o a

OR
5-7/8" DIA.

i

23-172"

Fig. 9—Construction sketch for
8-cubic-foot enclosure. Dimensions
shown are inside dimensions.
Braces, cleats and port duct are
shown as dotted lines.

expertise and on the type of finish de-
tails you desire; simple butt joints using
plenty of glue and an occasional glue
block are completely acceptable for
strength.
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“We chose a vented box for its very low
-distortion, extended low-frequency cutoff,
-and significantly better dynamic | |
performance.” | |

The baffle can be permanently at-
tached (glued in place) or removable
(using screws and cleats). If it is to be
removable, use caulking to make cer-
tain there are no air leaks. The box
should be lined with fiberglass on the |
back, sides, top, and bottom. House
insulation glass is fine; if it is foil-
backed, be sure to place the foil side
against the cabinet. The port area

should be 27 square inches, and the pagiput
duct length (including baffle thickness) glek;g%%g -

should be 12 inches. We typically use
thick-walled cardboard tubes for our
ducts. PVC pipe also works well, as do
rectangular ducts fabricated from Va-
inch masonite or %-inch particleboard. Sl
(For a 27-square-inch area, a round
tube's internal diameter should be 5.86
inches.) Remember that as long as the | Y aeceere |
port area is maintained, the cross-sec-
tional shape (round, square, etc.) is not
important. DUCT SCREWED INTO
The enclosure proportions are Pl Fl i
equally suited to lowboy or highboy DIAMETER g3
orientation. We advise you to finish alt 2-3/32"
four sides so that you always have the 225mm
choice. A non-attached kick base, ?,.AMETER 19 mm
about 1%z inches high, can now be
fabricated so that the system will ap-
pear to hover above the floor. This
treatment makes the cabinet appear | Fig. 10—Plans for a 12-cubic-foot equalizer with +6 dB boost at
more finished and less bulky. If you | subwoofer enclosure. Exterior 20 Hz and Q = 2 is required. It is
wish to build a grille, allow at least 1 | dimensions shown produce correct recommended that this unit be
inch clearance in front of the baffle for | interior volume when %-inch board  used only below 80 Hz, with a
the 2245H frame thickness and for- | is used for walls; for thicker walls, monaural bass sum signal.
ward suspension travel. Use an open- | increase exterior dimensions
weave cloth, and stretch it tightly so | accordingly. Internal bracing has
that it doesn't flap. Too tight a weave | been omitted from diagram for
will tend to damp port operation. clarity (see text). All sides except
Considerable current will be flowing | the baffle panel are to be with
to the subwoofer at times, so use, at | 1to 2 inch (25 to 50 mm)
the very least, 16-gauge stranded wire | fiberglass. For the 25-Hz,
or a high-quality loudspeaker cable for | unassisted fourth-order alignment,
your internal connections. Use a good | duct length should be 20 inches
input connector such as a five-way | (508 mm), and a 15 to 20 Hz
binding post, and solder the internal | high-pass filter is strongly
wire to the back of the terminal. Your | recommended. For the 20-Hz, sixth-
external wire run should be as short as | order alignment, duct length is
possible; use premium cable. 30 inches (762 mm), and a low-level

Alternative Designs

Some of you might be interested in | unassisted design gives essentially the | Dam too, then you can build the 12-
the 12-cubic-foot box mentioned earli- | same response curve as our 8-cubic- | cubic-foot, 20-Hz enclosure. It requires
er; Fig. 10 gives the necessary con- | foot project box, and does so without | 6 dB of boost at 20 Hz, in addition to
struction details. Two systems are pos- | the 6 dB of equalization. Again, the | being huge, but will return a 3 dB-
sible. The first is a 25-Hz, unassisted | trade-off is enclosure volume versus | down point slightly above 20 Hz. We
fourth-order alignment. The second is | amplifier power. consider this box to be an interesting
a 20-Hz, sixth-order assisted (EQ-re- If you own stock in the lumber indus- | exercise, but overkill for almost all pro-
quired) alignment. The 12-cubic-foot | try and have a direct link to Hoover | gram material.
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Fig. 11—The JBL B380,
a 4'>-cubic-foot
subwoofer, using a
15-inch driver.

For the rest of you who consider 12
cubic feet way too large and 8 cubic
feet a little too large, we have a 4'-
cubic-foot offering intended for use
with the JBL Model 2235H 15-inch
driver. This subwoofer gives essential-
ly the same curve shape as the 8-
cubic-foot box, requires the same
equalization, and is 4 dB less efficient.
The 2235H handles a little less power,
so this system has a 6 dB lower overall
output capability (still very substantial,
however). All of the construction de-
tails are the same as for the 8-cubic-
foot project box, except that this enclo-
sure was designed with ¥-inch materi-
al. The exterior dimensions are 272 x
20% x 17 inches. The port area
should be 13 square inches, and the
duct 12 inches long (including the baf-
fle thickness). For the smaller panel
sizes of this enclosure, 1 x 3-inch
braces are sufficient. This system is
equivalent in dimensions and perfor-
mance to the JBL Model B380 sub-
woofer (Fig. 11).

Power Considerations

To provide adequate headroom, no
less than 200 watts should be used
with any of the subwoofers described.
Significantly better dynamic perfor-
mance can be achieved with larger
amplifiers— assuming, of course, that
the main loudspeakers and amplifiers
can keep up. A meaningful maximum
power limit is difficult to set because of
the dynamic nature of music. The con-
tinuous sine wave power ratings of the
2245H and 2235H drivers are 300 and
150 watts, respectively. With music as
a signal and with the drivers loaded
into their enclosures, nominal maxi-
mum amplifier power guidelines of 800
and 600 watts, respectively, apply. But
if you are willing to travel at your own
risk, we'll reveal that, in our experi-
ence, the bigger the amp, the better. In
our listening room, which is rather
targe and acoustically dead, our 18-
inch, 8-cubic-foot subwoofer is con-

nected to 2 kilowatts of power and has
never shown any sign of distress even
at peak amplifier output. In short, in
most cases the bass amplifier will
reach its limit before these subwoofers
will reach theirs.

If you are using a single subwoofer
and don't have a single-channel ampli-
fier handy, a convenient way to get the
power is to bridge a dual-channel am-
plifier. Depending on its power supply
and current capability, a bridged am-
plifier can produce up to four times its
per-channel rating. Most bass is tran-
sient in nature, so unless it's a sus-
tained organ pedal or synthesizer, you
will be able to get peaks of nearly four-
times rated power even out of less ro-
bust amplifier designs. Of further com-
fort to the bass amplifier is the fact that,
with the project subwoofer, maximum
EQ boost occurs at vent resonance,
presenting close to a purely resistive
load to the amplifier at that point.

Some amplifiers bridge at the flip of
a switch; at the opposite extreme, non-
inverting designs with no bridging pro-
vision require that the input to one
channel be inverted by additional cir-
cuitry. The BX63 network mentioned
above includes both normal and invert-
ed LF outputs, which will quickly
bridge the vast majority of dual-chan-
nel amps available.

Setting Up

The optimum placement for a sub-
woofer is generally between the full-
range systems, and within 3 feet of a
line drawn between them (3 feet for-
ward to 3 feet behind the line). Proper
polarity is, of course, critical, and with
all the inversions possible in the chain
(especially with a bridged amplifier),
the best way to check phase is by ear.
Repetitive, percussive bass, such as
kick drum or bass guitar, is the materi-
al easiest to use for this purpose. To
the extent that your room allows, ex-
periment with placement using record-
ings with deep bass content. Shifts in

location of 6 inches can have a per-
ceptible effect.

As a starting point for setting level,
the bass gain should be advanced just
to the threshold where sound above
the crossover point begins to be affect-
ed by switching the subwoofer in and
out. In any case, it won't take much
fistening to find the right setting sub-
jectively. Typically, subwoofers are set
highest when first installed, out of the
owner's enthusiasm for his new toy. If
the owner is also the builder, his enthu-
siasm can be described as maximal.
After the intitial fun, the listener usually
finds that setting most satisfying which
provides the most realism—in other
words, real life rather than larger than
life. And once you've experienced a
good subwoofer, properly set up, noth-
ing short of that performance level
sounds like real life. 4
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CENTER-WOOFER

CROSSOVER

M. J. SALVATI

eeding low bass to subwoofers
F brings your system several ad-

vantages; using a single, center-
channel subwoofer brings a few more.
The electronics needed for this are
easy to build, and can be used with
either a mono or a stereo power amp.

In conventional systems, the right-
and left-channel speaker systems
must usually be either large or ineffi-
cient—and usually expensive—to get
low bass. It's not always possible to
place speakers (especially large ones)
S0 as to achieve both optimum bass
and optimum stereo imaging; it's also
hard to design speaker cabinets for
both low-bass output and optimum
high-frequency dispersion.

With the lowest tones directed exclu-
sively to subwoofers, it does not matter
if the right- and left-channel speakers
have poor performance at those fre-
quencies. Relatively small, full-range
speakers, having excellent sound
(from, say, 100 Hz up to 20 kHz), can
be part of a first-class sound system
despite their low-bass deficiencies.
Those speakers can also be placed
without regard for the effect on low-
frequency reproduction—for instance,
off the floor for more natural imaging
and better dispersion. Only the woofer
need be placed with bass in mind, and
it can often be out of sight for aesthetic
reasons.

With a subwoofer, distortion often
becomes lower. If the subwoofer is fed
from its own amp, distortion products
from the bass cannot affect the mid-
range and treble, which are powered
separately. By eliminating low-frequen-
cy input to the main speakers, the

chance of interfering with (or even
damaging) high-frequency and mid-
range reproducers in poor'y sealed en-
closures is eliminated.

Using a single woofer for both chan-
nels adds some more advantages
First, a single woofer is easier to place
(and to afford). Second, a center-chan-
nel woofer can reduce (or, some feel,
eliminate) turntable rumble. The stylus
motions produced by rumble are pri-
marily vertical, producing equal but
opposilely phased rumble compo-
nents in each channel. In the usual
stereo system, the rumble sound out-
put from the right and left speakers will
not cancel completely, due to inter-
channel phase shifts and acoustic fac-
tors, and so can be heard. Even if
inaudible, they make the speakers and
amplifiers work harder (sometimes
contributing to distortion from other
causes). With a single, center-channel
woofer, nearly all rumble is cancelled.
Lastly, if only one big woofer and en-
closure are required, you can get a
bigger and better model for the space
and money available.

If any of these advantages appeal to
you, read on. This article describes the
construction and use of the crossover
filters and bass-summing mixer need-
ed to implement a center-woofer sys-
tem. This particular implementation op-
erates between the preamp and power
amplifiers (Fig. 1A), rather than be-
tweer: the power amplifier and speak-
ers. This has several advantages. The
mixing and crossover are made at
negligible power levels, avoiding the
huge and expensive components nor-
mally required for a very low crossover

frequency, and the subwoofer can be
driven directly by its own power ampli-
fier. This results in a high damping
factor for the woofer, and no loss of
separation between right and left
channels or interaction between
speakers.

Notice that the basic setup (Fig. 1A)

General
| Crossover Frequency: 100 Hz (se-
lectable, see text)

| Imput Impedance: 100 kilohms per
channel
Qutput Impedance: 100 ohms per
channel
Input/Output Level: 1 V rms typical,
5V rms maximum
Fower Requirements: 110 to 130 V
a.c.. 3VA

Center Channel
Passband: D.c. to 100 Hz, -3 dB
THD at 1 V rms: Less than 0.015% at

20 Hz
S/N Ratio, 10 Hz to 10 kHz: 120 dB

below 1V rms
H.1. Roll-Off Rate: 12 dB/octave
Maximum Output Level: 8 V. rms

| Right and Left Channels
Passband: 100 Hz (-3 dB) to 150

| kHz
THD at 1 V rms: Less than 0.006% at
500 Hz, less than 0.015% at 20 kHz
5/N Ratio, 10 Mz to 20 kMz: 114 dB
below 1V rms
L.f. Roll-Off Rate: 12 dB/octave
Maximum Output Level: 6 V rms at
20 kHz, 1 V rms at 100 kHz
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“The electronics needed for
a single-channel subwoofer
are easy to build and can

be used with either mono
or stereo amps.”
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POWER AMP
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PREAMP 2 SUBWOOFER
_ POWER AMP
LEFT
CHANNEL _
POWER AMP FULL OSANGE
MIiD & TWEETER
Fig. 1—Systern connections for
center-channel woofer, using
monophonic amplifier (A) or stereo
amplifier (B) for center channel.
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uses a monophonic power amplifier to
drive the center-channel subwoofer. If
you do not have a suitable mono pow-
er amplifier, no problem; Fig. 1B shows
how to connect a conventional stereo
power amplifier to drive the center
woofer. A built-in phase inverter drives
one channel of the stereo power amp,
so the subwoofer can be differentially
connected across the R and L output
terminals to use the power of both am-
plifier channels.

The crossover is compatible with all
standard preamps, power amps, inte-
grated amplifiers, and receivers. The
only requirement (of receivers and in-
tegrated amplifiers) is that the preamp/
power amp chain can be broken for
insertion of the device. As Table |
shows, there will be no degradation of
even the finest sound system when us-
ing this device. In fact, the distortion
levels indicated are actually the residu-
al levels of my test equipment.

The optional voltage monitor will
flicker yellow when high-amplitude,
sub-bass tones pass through the

crossover unit. If a d.c. breakdown oc-
curs, it will glow steadily (red for a
positive fault voltage, green for a nega-
tive fault voltage).

Theory of Operation

This crossover network divides the
stereo signal frequencies, providing a
derived center-channel signal consist-
ing solely of low bass, and right and
left channels consisting of upper bass
through treble. The frequency division
is done prior to power amplification. A
phase inverter stage is also provided
so that a standard stereo power ampli-
fier can be used as a center-channel
monophonic power amplifier. The
schematic diagram is shown in Fig. 2.

R and L Channels. Op-amp IC1A is
a unity-gain buffer that provides a high
input impedance for the right channel,
and a low output impedance to drive
the filter and mixing matrix. Op-amp
IC1B is configured as a two-pole, high-
pass filter with a 12 dB/octave roll-off
and a fairly sharp corner. The values of
resistors R12 and R13, and capacitors

Ct and C2, set the —3 dB corner fre-
quency (see Table Iil). The low output
impedance of IC1B enables it to drive
power amps with very low input imped-
ances. Op-amps IC3A and IC3B, and
R14/R15/C5/C6 perform the same
functions for the left channel.

Center Channel. Resistors R2 and
R3 form a mixing network that com-
bines right- and left-channel signals to
produce a derived monophonic or
center-channel signal. Op-amp IC2A is
a unity-gain buffer/driver for the low-
pass filter consisting of op-amp IC2B
and R4/R5/C3/C4. Like the filters in the
left and right channels, this two-pole
filter has a 12 dB/octave roll-off and a
fairly sharp corner. Op-amp IC4A is a
unity-gain inverter that provides an out-
put signal at C(L) jack J5 that is equal
in amplitude but opposite in phase to
the output signal at C(R) jack J4.

Op-amp IC4B is a voltage sensor
that lights LED D3 if a significant d.c.
voltage appears at either of the bass
output jacks (J4/J5). This provides vi-
sual warning of a matfunction in either
the preamp driving this crossover unit,
or op-amps IC1A, IC3A, IC2, or IC4A.

Construction Notes

To get the highest possible S/N ratio,
do not route the power transformer’s
wiring near the circuitry or connectors,
and mount the transformer as far from
the circuit board as your enclosure
permits. For example, you might bolt
transformer T1 to one end of a minibox,
and use the opposite end to mount
connectors J1 through J6.

Choice of Parts. There is consider-
able latitude in the ratings for some of
the parts listed in Table II. For exam-
ple, the low-power (100-mA, TO-92
case) versions of voltage regulators
IC5 and IC6 will do nicely, although the
equivalent higher power versions listed
will work just as well. Similarly, any
ceramic capacitor having a voltage
rating over 20 V and a capacitance
range of 0.02 to 0.1 pF can be used for
C7 through C14. The most important
consideration for these bypass capaci-
tors is to locate them physically close
to their associated ICs.

Although 10%-tolerance capacitors
and 5%-tolerance resistors can be
used for the filter networks, crossover
accuracy may be improved by using
high-stability, 5% capacitors and 1%
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“If the subwoofer is fed
from its own amp,
distortion from the bass
region cannot affect the
treble and midrange, which
are powered separately.”

metal-film resistors. (Both 1% and 5%
resistor values are given in Table Ill.)

The RC4739 (IC1 through IC4) is a
dual op-amp specifically promoted as
a low-noise amplifier. The RC4136,
RM4136 and RV4136 made by Ray-
theon and by Texas Instruments have
identical circuits and specifications.
These, however, are quad op-amps in
14-pin packages, so the pin connec-
tions are different from those of the
4739, and the parts layout will be more
difficult. Still, if you have trouble obtain-
ing the 4739, the 4136 can be used,;
one for the R and L channels and one
for the C channel and sensor. Just be
careful in laying out the parts for the R
and L channels, to avoid coupling.

The “B" and “Y" adjacent to LED D3
in Fig. 2 refer to the color-coding of the
IDI 5100H1/5 leads. If you use a differ-
ent LED, connect it so that pin 13 of
IC4B gets the lead that produces a red
glow in D3 when a negative current is
applied to it.

Options and Modifications. To fur-
ther reduce the amount of very low
bass reaching the R and L speakers,
you may wish to add capacitors in se-
ries with the R and L outputs (J3 and
J6 respectively). These capacitors in-
troduce additional roli-off, with a 30-
Hz, —3 dB corner. Their value de-
pends on the input impedance of the
R/L power amplifier; typical values are
0.5 pF for 10 kilohms, 0.2 pF for 25
kilohms, 0.1 wF for 50 kilohms, and
0.05 wF for 100-kilohm input imped-
ance. These capacitors will also pro-
tect main-channel power amplifiers
with d.c. input coupling in the event of
a d.c. breakdown of IC1B or IC3B. If
your power amplifier is a.c.-coupled, it
is probably not worth bothering with
these additional capacitors.

The voltage sensor (IC4B and bipo-
lar LED D3) for the center channel is
just a bit of fluff added to “'use up” the
spare op-amp. If your crossover de-
vice is located where you can't see the
LED, or if you simply do not want to
bother with it, feel free to omit D3 and
R17.

The crossover frequency specified
in Table | is 100 Hz. If this frequency is
too high for your situation, you can
lower the frequency by changing the
values of resistors R4 and R5, and R12
through R15. The nearest 1% and 5%
standard tolerance values for various

frequencies are listed in Table lll; note
that some 5% values are made by con-
necting resistor pairs in parallel or se-
ries. [Editor's Note: The values given in
Table 1l cover not only frequencies
from 100 down to 70 Hz, but also fre-
quencies as high as 120 Hz. The latter
are not recommended, as they make
the separation between the main
speakers and subwoofer too audible,
but are provided where factors such as
poor main-speaker performance below
120 Hz necessitate their use.—/.8.]
Parts Availability. All parts except for
IC1 through IC4 and D3 are available
from Digi-Key (Box 677, Thief River
Falls, Minn. 56701). Their carbon-film
resistors and Panasonic-brand capaci-
tors are recommended for their accu-
racy and long-term stability. Digi-Key
also offers 1%-tolerance, metal-film re-
sistors. The op-amps and D3 are avail-
able from Jameco Electronics (1355
Shoreway Rd., Belmont, Cal. 94102;

$10 minimum) and from Active Elec-
tronics (Box 8000, Westborough,
Mass. 01851; $10 minimum). Order
their catalogs first, to check prices and
availability.

Operating Instructions

To be worth the effort, the center
speaker should be a very high quality
reproducer over the sub-bass, low-
bass, and mid-bass ranges. This gen-
erally means a large woofer (or equiva-
lent) housed in a large enclosure that
is well coupled to the listening room.
[Editor's Note: Plans for such a speak-
er are elsewhere in this issue.] To add
a small, ineffective center-channel re-
praducer, even to a mediocre stereo
system, is a waste of time and money.
Like so many things in this world, the
center-woofer technique must be
praperly implemented to be effective.

The choice of crossover frequency
requires a little thought and a little

Fig. 2—Schematic diagram.
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“Driving the subwoofer by
its own power amplifier
results in a high damping

Q|9

©

factor and no loss of
imaging between
speakers.”

.

measurement for best results. If set too
high, the listener can discern the direc-
tion of the sound coming from the cen-
ter channel. If set too low, the R and L
speakers might have to handle fre-
guencies at which their performance is
poor. The 100-Hz crossover frequency
specified in the preceding text is mere-
ly an average suggested value. The
ideal crossover frequency depends on
several factors: The capabilities of the
stereo speakers and the center woofer,
the roll-off rate of the crossover filters,
etc. You can and should use the lowest
possible frequency consistent with the

performance of the center woofer and
the R and L speakers. For example, if
your stereo speakers sound poor even
at mid-bass frequencies, you should
choose a relatively high crossover fre-
quency, i.e. 120 Hz. However, if the
stereo speakers sound reasonably well
in the mid-bass, and only the low bass
is deficient, a lower crossover frequen-
cy (i.e. 80 Hz) is bettér. A good choice
in most situations would be 100 Hz,
which leaves a reasonable margin for
error.

After selecting the crossover fre-
guency and soldering in the appropri-

dual op-amps.

IC5—78L15, 7815, or LM340T-15
positive regulator

IC6—79L15, 7915, or LM320T-15
negative regulator.

D1, D2—100-PIV silicon rectifier
diodes.

D3—Bipolar red/green LED (IDI
5100H1/5 or XC/MV-5491)

C1 through C6-—0.22-uF, +10%
metallized polyester capacitors (Digi-
Key E1224).

C7 through C14—0.05-pF, 25-V
ceramic disc capacitors (Digi-Key
P4307)

C15, C16--220-pF, 50-V electrolytic
capacitors (Digi-Key P6655).

C17, C18-—-2.2-uF, 25-V tantalum

electrolytic capacitors (Digi-Key

P2045).

R1, R16-—100-kilohm, va-watt carbon-
film resistors.

R2, R3, R6, R7—4.7-kilohm, +5%,
Ya-watt carbon-film resistors

R4, R5, R12 through R15—Vs-watt,
carbon- or metal-film resistors (see
Table lil for values).

R8 through R11—100-ohm, Va-watt
carbon-film resistors

R17—1-kilohm, va-watt carbon-fim
resistor.

J1 through J6—RCA-type phono jacks
(Keystone 576).

T1—16-V, 0.25-A power transformer
(Digi-Key T102)

Power cord and aluminum case.

R4 and R5 R12 through R15
Hz 1% Value 5% Value 1% Value 5% Value
120 3.74k 3.75k 9.09k 9.1k
(Parallel 7.5k)
110 412k 41K 10.0k 10.0k
(Parallel 8.2k)
100 4.53k 4 .55k 11.0k 11.0k
(Parallel 9.1k)
90 4.99k 5.0k 121k 12.0k
(Parallel 10k)
85 5.36k 5.4k 13.0k 13.0k
(Series 2.7k)
80 5.65k 5.6k 13.7k 13.5k
(Parallel 27k) &
75 6.04k 6.0k 14.7k 15.0k
(Parallel 12k)
70 6.49k 6.5k 15.8k 16.0k

(Paraliel 13k)

ate value resistors (per Table Iil), as-
semble the sound system as follows:

1. Connect the R preamp output
jack to the R crossover in jack (J1).
Connect the L preamp output jack to
the L crossover in jack (J2).

2. Connect the crossover’s R output
jack (J3) to the R input jack of the R/L
stereo power amplifier. Connect the
crossover's L output jack (J6) to the
input jack of the R/L stereo power amp.

3. If you are using a monophonic
amp to power the center woofer, con-
nect the crossover C(R) jack (J4) to the
amplifier's input jack. If you are using a
stereo power amplifier for the woofer,
connect J4 to that amplifier's R input
jack, and the C(L) output (J6) to the
amplifier’s L input jack.

4. 1If you're using a monophonic
woofer amp, connect the subwoofer’s
“+" terminal to the amplifier's “+”
connector, and the subwoofer's "“—"
terminal to the amplifiers “—," “Com-
mon,” or “Ground? terminal. If you are
using a stereo ampilifier for the woofer,
connect the subwoofer's “+" terminal
to the amplifier's right “+" output ter-
minal and the speaker's " —" terminal
to the ampilifier's feft “+ " terminal. (The
amplifier's “Common” terminals are
not used.)

5. Make the usual connections be-
tween the R and L speakers and the
stereo amplifier driving them.

6. Plug the power cord of the cross-
over device into a switched outlet on
the preamp or receiver.

As previously mentioned, the center
speaker can be located nearly any-
where in the listening room, preferably
in the general vicinity of the R/L speak-
ers. If the center speaker is set too far
away, you might notice directionality
and/or phase delay between the fun-
damental bass tone reproduced by the
center speaker and the harmonics of
those bass tones reproduced by the R
and L speakers. The siting of the R and
L speakers should be as before, but
they should be elevated off the floor a
few feet to improve the high-frequency
dispersion.

When all speakers have been
placed, and everything connected, op-
erate the system and balance the vol-
Jme between the center channel and
R and L channels by adjusting the lev-
el control on the center-channel power
amplifier. Good listening! A
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KYOCERA
DA-01
COMPACT
DISC PLAYER

Manufacturer’s Specifications

Frequency Response: 20 Hz to 20
kHz, =05 dB.

Dynamic Range: Greater than 90 dB.

S/N Ratio: Greater than 90 dB.

Channel Separation: Greater than
90 dB at 1 kHz

Harmonic Distortion: Less than
0.005% at 1 kHz.

Wow and Flutter: Unmeasurable (a
function of quartz crystal tolerance).

Audio Output Level: 20 V rms.

Power Consumption: 120V, 60 Hz
30 watts.

Dimensions: 18 in. (464 cm) W x
5% in. (133 cm) H x 12% in. (31.9
cm) D.

Weight: 18 Ibs. (8.4 kg.)

Price: $1.050.00

Company Address: 7 Powder Horn
Dr., Warren, N.J. 07060.

For literature, circle No. 90

The Kyocera DA-01 Compact Disc player is a substantial-
looking machine, almost as large as an integrated amplifier
or a complete receiver. In fact, equipped as it is with wood
side panels and a very attractive, gun-metal colored front
panel, the unit could easily be mistaken for a full-featured
Cassette deck or receiver. The unit has a swing-down
hinged door which, when opened, discloses a narrow slot
into which a Compact Disc is placed, label facing outward.
On the Kyocera, unlike earlier models with similar loading
techniques that | have tested, one pushes the disc all the
way down into the door, then closes the door manually,
much as one would with a front-loading cassette-compart-
ment door. In this, and some other respects, the Kyocera
DA-01 is similar in layout to the Phase Linear 9500

The power on/off switch of this player is located to the left
of the disc-compartment door. To the right of this door is a
display area which provides a wealth of information about
the disc being played. A ruler-like scale with a moving LED
behind it tells approximately how far into a record the laser
pickup has progressed. A digital readout displays time into
the given track being played or total time from the start of a
disc, depending upon whether or not a “Total Time" touch
button (located elsewhere) is depressed. Surrounding this
time display are tiny LED indicators which light up when
total time is being displayed, when the programmed selec-
tions are being played in selected order, and when a sepa-
rate “Index" button is touched. (More about the “Index’
function in a moment.) A separate digital display shows the
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current track being played or selected. Three more indicator
lights along the top of the display area show whether the
Kyocera DA-01 player is in "Standby,” “Pause,” or “Play”
mode.

Basic operation of the player is handled by seven large
touch-pads, the largest of which is labelled "Play/Start.” A
“Stop/Eject” button terminates play if a disc is playing or,
pressed a second time, opens the disc door and ejects the
disc from the door slot enough so that it can be removed.
The "Pause” control interrupts play but keeps the laser
pickup precisely at the point of interruption. Touching the
"Pause” button again causes play to resume. Forward and
reverse “Skip” buttons, when touched, move the laser to the
start of the next or previous selection on a disc. Fast-forward

and reverse buttons, when held in their depressed posi-
tions, move the laszr pickup rapidly in either direction while
the track and time displays follow the movement, ailowing
you to start playing at any predetermined track or time into
the track.

To the right of these large touch-pads are smaller num-
bered keys, from 0 to 9. which, when used in conjunction
with the "Memory” and "“C/AC" (Clear/All Clear) keys, allow
you to pre-program a sequence of selections in any order
you choose. Some of the most innovative convenience fea-
tures | have yet encountered on any CD player are activated
by the last series of touch buttons, located at the extreme
right of the front panel. When the uppermost of these,
labelled “Phrase,” is touched once, a "mark" is set for the
particular location then being played. If the button is
touched a second time later on in the disc, the player
repeats the section from the first “mark” to the second one,
over and over again, until the order is cancelled with the All-
Clear button. This proved to be extremely useful in my study
of the player when | wanted to hear a musical phrase (or
section of a test tone) over and over again for careful
analysis and study.

The second button in this row of switches is identified as
‘Index.” | am told that, in the future, some Compact Discs
(particularly classical works which have very long selec-
tions, such as camplete movements as a single “track”
number) may have additional “index” codes within each
track. These codes would be listed on the disc’s jacket and
could be accessed when you want to hear a particular
portion of a long track. If discs encoded with index points
are played, and if these are called up by the user, the track
display continues to indicate the selected track, while the
time display switches from a “minutes:seconds” arrange-
ment to a two-digit representation of the "Index” number
called for.

The third button in this group, labelled "Time,” may be
used to access any amount of time into a given track of a
disc. Using the numeric keypad, you first punch in the track
numizer and then the time, in minutes and seconds. After
that the “Time" button is depressed, to let the microproces-
sor know that you not only want a given track but a given
amount of time into that track. Next, press "“Play/Start"—or
‘Memory,” if you want to program several such access
points in sequence

A "Memo Call" buttcn reviews all of the track numbers
you have programmed into memory for sequential program-
ming. by flashing each of them on the track display for a
couple of seconds. A "Repeat” button is used for playing
any given track, or even a complete disc, over and over
again. The last button ir: this group is the “Total Time” button
whose function | have already mentioned.

The rear panel of the DA-01 is equipped with the usual left
and right output jacks and an output level control

Measurements

Beginning with this CD player test report, | am using two
new test discs supplied by Philips. The first of these con-
tains a wide varnety of test signals which permit a much
more comprehensive series of measurements to be made
than is possible with the Sony test disc | have been using up
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“This is the first CD player
whose low-pass filter is so
precisely adjusted that
there’s no attenuation of
response at 20 kHz.”

to now. (I'll explain the contents of this disc as | discuss the
measurement results.) The second disc contains some 25
different classical and popular musical excerpts, but super-
imposed upon the surface of this second disc, between
selection 3 and selection 9, is an opague wedge which gets
progressively wider towards the outer perimeter of the disc
(remember, CD discs are played from inside to outside).
This wedge is used to check a player's error-detection and
error-correction facilities. A player that can play all the way
through track 9, without interrupting play or repeating tracks
over and over again with each revolution of the disc, can
handle information interruptions that are 900 micrometers
long (the widest dimension of the wedge).

Between tracks 10 and 15 are four black dots of increas-
ingly large diameter painted on the surface of the disc.
These are meant to simulate increasingly large dust parti-
cles on a disc. If the system can play through this sequence
successfully, its error-correction system has managed to
handle a "dust particle” that is 800 microns in diameter.
Finally, near the outside edge of the test disc, there is a
semi-opaque area that is supposed to simulate a fingerprint
on the surface of the disc.
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The first test signals contained on the nonmusical disc are
frequency response sweeps, extending from 20 Hz to 20
kHz. The sweeps are slow enough for my test instrument to
“track” at all but the very lowest frequencies, which are
never a problem on CD players in any case. Accordingly, |
was able to “plot” response completely electronically, and
to expand the vertical sensitivity of the resulting graph so
that one division is equal to 2 dB, instead of the usua! 10 dB.
Both left- and right-channel responses are shown in Fig. 1.
With the electronic cursor set to 20 kHz, | read a maximum
deviation of only + 0.3 dB for the left channel and +0.2 dB
for the right channel. To the best of my recollection, this is
the first CD player in which the low-pass filter was so
precisely adjusted that not only was there no measurable
attenuation of response at 20 kHz, but it actually exhibited a
very slight rise in response at that frequency.

Several tracks of the Philips test disc are for measurement
of total harmonic distortion, not only at mid-frequencies, but
over a wide range of frequencies from 41 Hz to 20 kHz.
Furthermore, recognizing that, in a digital audio system,
best distortion figures are obtained relative to maximum (O
dB) levels, Philips supplies a series of test tones at — 24 and
at —30 dB so that the tester can measure how THD rises
with decreasing signal levels. The three curves of Fig. 2 are
therefore much more informative than any data | have been
able to supply before. They show THD versus frequency at
three different output levels from the player. At mid-frequen-
cies, THD did indeed measure its claimed 0.005%, provid-
ing the reference was maximum output. At lower recording
levels, however, notice that THD increases, although even
at a —30 dB level it was still inaudible, with readings of
0.055%. Because results were virtually identical for the left
and right channels, | have not shown two separate sets of
curves.

Signals are provided on the test disc at 997 Hz for
checking linearity of the playback system. (The odd choice
of frequency has to do with avoiding sub-multiples of the
sampling rate, 44.1 kHz.) Levels are 0, —1, —6, —12, —24,
—60, —80, and —90 dB. | detected no significant deviation
from perfect linearity until the test got down to —80 dB,
which my instrument read as —77.6 dB. | suspect that this
was not so much a matter of nonlinearity as my test setup
beginning to combine noise readings with actual 997-Hz
signal readings. Again, results were identical for both chan-
nels tested.

The Philips test disc includes two tracks for checking
SMPTE IM. With these, | measured 0.016% IM at 0 dB level
and 0.06% at a —20 dB record level. Signal-to-noise ratio
measured exactly 90 dB with reference to 0 dB (maximum)
output level, unweighted. With an A-weighting filter inserted
in the signal path to the meter, S/N increased to 97 dB.

Much has been said in print about the effect of sharp
cutoff filters in CD players. In the new test disc, Philips gives
us several ways to judge the effect of the ultrasonic filters
designed into any CD player. Square waves at frequencies
of 100 Hz, 400 Hz, 1 kHz and 5 kHz are provided, as are
various tone bursts, pulse signals and phase-checking
pairs of signals. | found that the 1-kHz square-wave signal is
a good one to display (see Fig. 3), since it clearly shows the
degree of "ringing” that is produced by the sharp cutoff
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“On the Kyocera, square
waves show less ringing
than usual—no doubt
attributable to its double
filtering, first digital and
then analog.”

filter found in this and other players. Judging by other CD
players | have tested, it would be fair to say that the square
waves of Fig. 3, as reproduced by the Kyocera DA-01,
exhibit less ringing than usual. This is no doubt attributable
to Kyocera's use of double filtering. A digital filter system is
used prior to D/A conversion, thereby enabling the use of a
more gentle, analog low-pass filter following the D/A con-
verter in each channel's signal path. As you will see in future
reports of this kind, there will be noticeable differences in
the amount and nature of this ringing from one design to
another.

One of the single pulses incorporated in the Philips discs
consists of a single “sample” at full scale, followed by 127
samples at “zero amplitude.” As you can see from Fig. 4,
this test signal was reproduced with a fair amount cf ringing,
in both positive and negative polarity, following the unit
pulse itself. Again, watch upcoming reports to see how this
compares with pulse reproduction from other CD players.

Although there are several phase-check test signals on
the new test discs (these are generally of a form where
results from one channel are compared with results from the
other), the most significant one, to my way of thinking, is one
in which a 2-kHz signal is recorded on one channel while a
20-kHz signal is recorded on the other. The notes for the test
record say that the positive-going crossing of the zero axis
of the lower-frequency signal is supposed to occur at the
same instant that the higher-frequency signal crosses the
zero axis in the same direction. If you examine the two sine
waves in Fig. 5 carefully, you will notice that, in fact, the low-
frequency signal crosses the zero axis in a positive-going
direction when the high-frequency signal crosses the zero
axis in a negative direction. This means that the high-
frequency signal is displaced relative to the mid-frequency
signal by 180°, which works out to be a phase-error time
delay of at least 25 pS (one-half the duration of one cycle of
a 20-kHz signal).

Using the musical test disc with the opaque wedge, the
“black dot” dust simulations and the fingerprint simulation, |
was pleased to note that the Kyocera unit played right
through all of the tracks covered by the wedge. In other
words, error correction took place over linear distances as
great as 900 microns. The system was bothered, however,
by the third black dot (second from the largest one), which
had a diameter of 600 microns. During the track eontaining
this “defect,” there was occasional “skipping,” almost as if |
was playing a record with a repeating groove, to use a
familiar analog-y. As for the fingerprint simulation, the Kyo-
cera DA-01's laser pickup ignored it completely, playing
right through the selections that were marred by this defect
as if it weren't even there.

Use and Listening Tests

Now that you've seen just how much phase shift takes
place at high frequencies with a CD player of this type, and
just how much “ringing” is evident in a 1-kHz square wave
reproduced from a test disc, you are probably wondering if
my unqualified enthusiasm for the CD format has in any way
been dampened. Well, it hasn't! | still think that, all things
considered, the sound | get from a digitally mastered CD
reproduced over a high-quality audio system is better than

I've experienced from any other program source in the three
decades during which I've been involved with audio equip-
ment. The Kyocera player is no exception. It performed
reliably throughout the several days during which it became
my primary program source. Its “access” features (ability to
get to a certain point in the music) are well engineered and
relatively easy to use and understand.

My disc collection keeps getting better, and I'm begin-
ning to weed out some of the poorer recordings which, | still
believe, do not fully utilize the potential of the digital disc
medium. As | find better and better discs with which to test
CD players, the units themselves seem to sound better and
better. | expect it won't be long now before the source
material gets so good that I'll be able to hear the subtle
differences between players that I'm now able to detect only
by measurement. Until that time comes, | will continue to
praise CD players as | encounter them, and not try to rank
one above another except in terms of operating and conve-
nience features. In those terms, and considering its price,
the Kyocera ranks high on my list of favorites.

Leonard Feldman

Fig. 3—
Square-wave
reproduction,

1 kHz.

Fig. 4—
Single-pulse test;
note ringing.

Fig. 5—
Two-tone phase
test (2 kHz in one
channel, 20 kHz
in the other;

see text).
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FQUIPMENT PROFILE

B&OMMC1
PHONO
CARTRIDGE

Manufacturer’s Specifications
Type: Moving iron.
Stylus: Contact line, nude diamond,
- 0.1-mm square.
Radius of Curvature: Contact line.
Cantilever: Single-crystal sapphire
tube.
Recommended Tracking Force:
1 gram.
Effective Tip Mass: 0.25 mg.
Compliance: 30 x 10 ® cm/dyne.
Frequency Response: 20 Hz to 20
kHz, +1 dB.
Channel Separation: Greater than
30 dB at 1 kHz, greater than 22 dB
from 50 Hz to 15 kHz.
Channel Difference: Lessthan 1 dB.
Output Voltage: Greater than 0.6
mV/cm/S; greater than 2.12 mV/5
cm/S lateral rms.
Recommended Load Resis-
tance: 47 kilohms, minimum.
Recommended Load Capaci-
tance: 400 pF, maximum.
Price: $445.00. _
Company Address: 515 Busse Rd.,
Elk Grove Village, !ll. 60007.
For literature, circle No. 91

Bang & Olufsen (B & O) has recently introduced a new
series of five phono cartridges, and the MMC 1 is the top of
the line. They also seem to have refined their well-estab-
lished moving-iron generating principle, called the “moving
micro-cross” (MMC), which transforms mechanical energy
to electrical energy. The X-shaped moving micro-cross ar-
mature moves within the magnetic field created by the

samarium-cobalt ring magnet. The signal voltage is gener-
ated in the high-output, low-impedance coils surrounding
the pole pieces. The entire magnetic circuit is enclosed in a
Permalloy body shell. The single-crystal. hollow-tube, sap-
phire cantilever is claimed to be five times stiffer than
aluminum and 40% stiffer than beryllium. Further. the veloci-
ty of sound in the single-crystal sapphire is twice that in
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aluminum, reducing any phase distortions at high frequen-
cies. The contact-line, diamond-stylus shank is 0.1-mm
square and nude-mounted on the sapphire tube cantilever.
The effective tip mass is reported to be 0.25 mg.

The physical appearance of the MMC 1 is not much
different from its illustrious predecessors. | continue to be
impressed by the fact that the entire generating system, with
its relatively high output voltage, fits into a body that mea-
sures approximatety 6-mm square and 12-mm long. The
MMC 1 was designed primarily as a plug-in cartridge to fit
the B & O tangential tonearms. However, a mounting brack-
et is supplied so that the cartridge can be fitted with any
modern tonearm which has half-inch-spaced mounting cen-
ters. The MMC 1 is then inserted into the adaptor. The
cartridge weighs 1.6 grams and the mounting bracket 1.7
grams, for a total of 3.3 grams. This is certainly one of the
lightest cartridges | have ever tested.

The MMC 1 has an attached, hinged stylus guard to
protect the stylus while handling the phono cartridge. The
stylus is not user replaceable. The cartridge comes with a
small stylus cleaning brush and an extra weight for tone-
arms requiring a heavier cartridge. Each cartridge comes
with its own frequency-response curve and a computer-
generated printout showing its output voltage, balance,
tracking ability, separation, and 20-kHz output level.

Because of its low-impedance coils, the MMC 1, unlike
most phono cartridges, does not have stringent loading
needs. The usual 47-kilohm resistive load paralieled by a
maximum of 400-pF capacitance is most satisfactory.

Measurements

The B & O MMC 1 phono cartridge was mounted in a
Technics headshell and used with the Technics EPA-A250
(S-shape) interchangeable tonearm unit attached to the
Technics EPA-500 tonearm base, which was mounted on a
Technics SP-10 Mk Il turntable. The cartridge was oriented
in the headshell and tonearm with the Dennesen Geometric
Soundtracktor.

Laboratory tests were conducted at an ambient tempera-
ture of 70° F (21.11° C) and a relative humidity of 72%,
+3%. The manufacturer's recommended stylus tracking
force of 1.0 gram was not sufficient when tracking the higher
velocities. It was necessary to increase the tracking force to
1.2 grams, with an anti-skating force of 1.4 grams. The load
resistance was 47 kilohms, and the load capacitance was
250 pF.

As is my practice, measurements are made on both
channels, but only the left channel is reported unless there
is a significant difference between channels, in which case
both channels are reported for a given measurement.

The following test records were used in making the report-
ed measurements: Columbia STR-100 and STR-112; Shure
TTR-103, TTR-109, TTR-110, TTR-115 and TTR-117; Deut-
sches HiFi No. 2; B & K QR-2010, and Ortofon 0002.

Frequency response, using the Columbia STR-100 test
record (Fig. 1), was +1, —1.75 dB from 40 Hz to 20 kHz.
Below 1 kHz there was a gradual descent of the response
curve starting at about 2 kHz, with a —1 dB level at 4 kHz,
—15dB at 5 kHz, —1.75 dB from 8 to 14 kHz, and then
rising to +1 dB at 20 kHz. Separation was 22.25 dB at 5

Fig. 1—Frequency
response and separation.

Fig. 2—Response to a
1-kHz square wave.

kHz, 30.5 dB at 10 kHz, 26.5 dB at 14 kHz, and 20 dB at 20
kHz. These data indicate that the B & O MMC 1 phono
cartridge has a relatively flat frequency response and a
good high-frequency separation. The 1-kHz square-wave
response, Fig. 2, was relatively flat, with a single well-
damped overshoot followed by a very low ringing. After the
arm's anti-resonance unit was disabled, the arm-cartridge
lateral low-frequency resonance of the left channel was
found to be 7.5 Hz at +6 dB; the right channel was also 7.5
Hz, but at +8 dB. Vertical resonance was measured at 9.5
Hz. The high-frequency resonant point was at 34 kHz.
Using the Dynamic Sound Devices DMA-1 Dynamic Mass
Analyzer, the arm-cartridge dynamic mass was measured
as 18 grams and the dynamic vertical compliance as 15.5 x
108 cm/dyne at the vertical resonant frequency of 9.5 Hz.
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They possess that effortless sound quality
which at first was almost impossible to be-
lieve . .. The design as a whole is a success
because coloration is remarkably low. Just
listen to them and you will forget all about

size and costs.

Practical Hi-Fi, Nov. 1980

In short | find the speaker very musical. it is
exciting to listen to... It is exciting be-
cause it relates aspects of rhythm and tempo
for instance that other more expensive de-
signs destroy ... And it is impressively
powerful,

Popular Hi-Fi, Jan. 1983

HB3

The turntable proved to be
quite a revelation with bass be-
coming a more coherent musi-
cal instrument, rather than a
loose vibration under the rest
of the music. All instruments,
in fact, become more separa-
ted taking a stable position be-
tween and around the
speakers. The Heybraook TT-2
turntable must be highly re-
commended for the price.
What Hi-Fi, Jan. 1982

By any standards these new HB-1's are mar-
velous, and their smooth, seamless response
and open tonal balance will win many
friends... If you are in the market for
speakers up to $339 a-pair, do hear these
new Heybrooks, | am sure you will be as
impressed as | am.
Hi-Fi Answers, April, 1983

{our newest product) HB‘

Audition the entire Heybrook line at these select dealers:

Audio Breakthroughs Community Audio
Manhassett, NY Philadelphia, PA
(516) 627-7333 (215) 843-9918
Audio Connection EARS

Verona, NJ West Covina, CA
(201) 239-1799 (213) 961-6158
A.C.S. Limited Hi-Fi Gallery
Berkeley, CA indianapolis, IN
(415) 841-4192 (317) 253-5141
Audio Encounters Music One

Hollywood, FL Greenville, MS
05yw 921-5751 (601) 335-0380

Paul Heath Audio
Rochester, NY
(716) 424-4916
Stereo Shop
Martinez, GA
(404) 863-9143

imported and distributed by

D’'Ascanio Audio

Canada USA
17 Whitbread Cr.

North York, Ontario, Canada
M3L-ZA8

(416) 746-5733

Enter No. 32 on Reader Service Card

11450 Overseas Highway
Marathon, FL 33050
Tel: 305-743-7130

“Because of its
low-impedance coils, the
MMC 1, unlike most phono
cartridges, doesn’t have
stringent loading needs.”

The harmonic distortion components of the 1-kHz, 3.54
cm/S rms 45° velocity signal from the Columbia STR-100
are: 1.58% second harmonic and 0.25% third harmonic
with less than 0.25% higher order terms.

The vertical stylus angle measured 26°, using the Vertical
Tracking Angle Meter (Inclination Meter), Model 3002, de-
veloped by the CBS Technology Center

Other measured data are: Wt., 1.6 g, adaptor, 1.7 g, for a
total cartridge weight of 3.3 g; opt. tracking force, 1.2 g; opt.
anti-skating force, 1.4 g; output, 0.76 mV/cm/S; IM distortion
(4:1): +9 dB lateral, 200/4000 Hz, 2.3%, +6 dB vertical,
200/4000 Hz, 5.0%; crosstalk (using Shure TTR-109), left:
—27 dB, right: —23 dB; channel balance, 0.2 dB: track-
ability: high freq. (10.8 kHz, pulsed), 30 cm/S, mid-freq.
(1000 and 1500 Hz, lat. cut), 31.5 cm/S, low freq. (400 and
4000 Hz, lat. cut), 24 cm/S; Deutsches HiFi No. 2, 300-Hz
test band was tracked cleanly to 86 microns (0.0086 cm)
lateral at 16.2 cm/S at +9.66 dB and 55.4 microns (0.00554
cm) vertical at 10.32 cm/S at +5.86 dB.

The MMC 1 phano cartridge played all the test bands
cleanly on the Shure Audio Obstacle Course Era Il musical
test record. On the Shure Audio Obstacle Course Era IV, the
cartridge encountered some difficulty in playing the highest
level of the flute, harp and flute, and flute and orchestral
bells test bands. The MMC 1 responded very well inasmuch
as level 5 peak recorded velocities, particularly in the com-
bined instruments, exceeds 45 and 50 cm/S, respectively.
Generally, commercial records seldom exceed 15 cm/S
peak recorded velocity. The Shure Audio Obstacle Course
Era V test record was tracked without difficulty at all test
bands.

Use and Listening Tests

More than 15 hours of listening was devoted to the musi-
cal evaluation of the MMC 1 using the following equipment:
Technics SP-10 Mk Il turntable, Technics EPA-500 tonearm
base fitted with a Technics EPA-A250 (S-shape) inter-
changeable arm unit, Crown IC-150 preamplifier, Audire
DM-700 power amplifier, a pair of Pentagram P-10 full-range
loudspeakers, and the Audio-Technica AT666EX vacuum
disc stabilizer. The 4PR Kimber Kable was used to connect
the power ampilifier to the speakers.

In the listening evaluation of the B & O MMC 1, | found the
sound to be neutral in performance, not unlike its predeces-
sor, imparting neither sound nor coloration of its own to the
music. Sonic clarity was very good, and the bass was well-
defined. Tracking ability, transient response, and transpar-
ency of sound were very good. | noted that the MMC 1
appeared to favor the human voice, particularly that of the
soprano and tenor. Some exceptionally good records | used
to audition the MMC 1 were Stravinsky's The Rite of Spring
(Philadelphia, Muti, Mobile Fidelity MFSL 1-519), San Fran-
cisco Swing Express (Sonic Arts Corporation LS-30), Sym-
phonie Fantastique by Berlioz (Cleveland, Maazel, Telarc
DG 10076), and Joe Marino Plays 28 All-Time Greatest Hits,
Vol. 1 (RealTime Records RT-302).

The Bang & Olufsen MMC 1, the newly introduced top
model in B & O's phono cartridge series, is an excellent
performer, with good sound, fine tracking ability, and im-
pressive engineering. B. V. Pisha
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CREATIVE
DISSATISFACTION...

. .. helped Tandberg engineers put memory in its

place with the new Series 3000A

Memory is one of the key elements that make
computers tick. That's why Tandberg engineers include
up to 32k of EPROM in the computerized operating
circuits of the TCD 3014 Cassette Deck and memory
for 8 preset stations in the Series 3000A Tuners.

But “memory” caused by electrolytic capacitors
in the signal carrying stages of stereo components can
produce audible distortion in the lower mid-range
and bass frequencies.

Electrolytic capacitors used by most manufacturers

tend to memorize signals passing through them
and impress them on following signals.

This capacitor “memory,” also called Di-Electric
Constant, acts like a transparent curtain standing
between you and the music, obscuring
detail and precision.

Remove this memory effect and you experience
greater clarity throughout the lower mid-range and bass
plus better stereo imaging.

It's like listening to an orchestra composed of
individual instruments rather than a mass of sound.

Tandberg engineers reduced this capacitor
“memory” to a minimum by replacing electrolytics with
more expensive polystyrene
and polypropylene capacitors
in all critical audio circuits.

Because this dramatic
change only improves sonic
quality not specifications,
many manufacturers would
not have bothered.

But Tandberg
engineers share the “creative
dissatisfaction” that
inspired Vebjorn Tandberg
to found the company in
1933. Like Mr. Tandterg,
they will not be satisfied

Tandberg Senior Engineer Jens
Werner Werenskiold with the TCD
3014 Cassette Deck. ‘‘/ designed the
TCD 3014 to be good enough to
please the most critical audience in
the world — Me.”

until the equipment they
design produces sound to
equal the reality of the original
musical source.

So reducing capacitor
memory was just a start.

Tandberg'’s “creative dissatisfaction” also meant
eliminating ceramic capacitors and integrated circuits

in signal carrying stages.

\\t__

The Tandberg - - "
TPT 3001A Programmable FM Tuner, like all the other members of the Series
30004, features discrete components — not integrated circuits — individually
selected to meet ideal performance parameters.

It meant increasing the value of all remaining
coupling capacitors to eliminate sonic aberrations.

Finally, it meant hundreds of improvements in
the Series 3000 — highly praised components with
unprecedented performance specifications — to create
the even more remarkable Series 3000A.

Was this intensive commitment to perfection
worth it?

Ask Tandberg engineers. They'll tell you that
the Series 3000A tuners, amplifiers, and cassette decks
come the closest to satistying their “creative dissatisfaction”
of any other audio components available today.

Just think how well they will satisfy your desire
for the best in music reproduction.

Visit your nearest authorized Tandberg dealer
and let the Series 3000A cure the “creative dissatisfaction”
you feel about your present audio equipment.

TANDBERG

Labriola Court, Armonk, N.Y. 10504

Enter No. 33 on Reader Service Card
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EQUIPMENT PROFILE

Manufacturer’s Specifications
Power Output: 45 watts per chan-
nel, 8-ohm loads, 20 Hz to 20 kHz.

Rated THD: 0.04%.

Rated IM: 0.04%.

Damping Factor: Greater than 60.

Frequency Response: Phono,
RIAA +0.5 dB; high level, 20 Hz to
20 kHz, =0.5 dB.

Input Sensitivity: MM phono, 2.5

High-Cut Filter: -3 dB at 7 kHz, 6
dB/octave.

Loudness Contour {(at —30 dB):
+3.5 dB at 10 kHz, +7 dB at 100
Hz.

$/N: Phono (ref. 10-mV input), 80 dB;
high level, 95 dB.

Power Requirements: 120 V, 60
Hz, 230 watts.

Dimensions: 169 in. (43 cm) W X

INTEGRATED
AMPLIFIER

dB/octave.

mV; high level, 150 mV.
Phono Overload: 180 mV.
Tone Control Range: Bass, =10

dB at 100 Hz; trebie, =10 dB at 10
SCOTT 438A R | i HERIE =10 ¢S 8

Subsonic Filter: —3 dB at 18 Hz, 6

3.46in. (88cm)H x 7.95in. (20.2
cm) D.

Weight: 13.64 Ibs. (6.2 kg).

Price: $264.95.

Company Address: 20 Commerce
Way, Woburn, Mass. 01888.

For literature, circle No. 92

H. H. Scott’'s 438A integrated amplifier includes many of
the features of Scott's top-of-the-line models. Among them
are dual fluorescent auto-range peak-hold power meters,
two tape monitor functions, a d.c.-configured output-capac-
itorless power amplifier stage, loudness contour, electronic
circuit protection, subsonic and high-cut filters, plus con-
ventional bass and treble controls.

The power on/off pushbutton is at the upper left of the
panel, and just to its right are the dual, peak-reading fluo-
rescent power-output meters which, besides providing peak
hold, offer extended dynamic indicating range. When listen-
ing to low-level outputs, maximum scale indications are 1
watt. When volume levels are increased beyond that level,
fult scale reading becomes 100 watts, automatically. A ste-
reo phone jack is below the on/off switch, and just to its right
are a pair of speaker-selector buttons. Rotary bass, treble
and balance controls come next, followed by subsonic and
high-cut filter on/off pushbuttons. Further to the right, seven
rectangular pushbuttons handle mono/stereo selection, the
two tape monitor loops (including dubbing from tape 2 to
tape 1), program source selection (AUX, tuner, phono), and

activation of the loudness contour control. A large, calibrat-
ed volume-control knob is at the extreme right end.

The rear panel is equipped with the usual input and tape-
out jacks, a ground terminal for turntable chassis grounding,
two sets of spring-loaded speaker-cable connection termi-
nals, and three convenience a.c. outlets. Before considering
the purchase of this amplifier, you should be aware of a
notice that was affixed to the inside cover of the owner's
manual. It states that the 438A is designed to drive a total
loudspeaker load of not less than 6 ohms per channel. This
rules out operating two sets of speakers at one time (one
pair in each of two rooms) unless you use a pair of 16-ohm
speakers. (Even two pairs of speakers rated at 8 ohms
would yield a net impedance of 4 ohms if both pairs were
connected to the output stages simultaneously.) This admo-
nition also rules out using 4-ohm impedance speakers.
However, as | found out during the bench testing, the
limitation applies only if you operate the amplifier at or near
its rated output level. At low listening levels, 4-ohm speaker
loads caused no damage to the sample. Stili, it seems to me
that any integrated amplifier ought to be able to operate with
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4-ohm loads these days, since so many good speaker
systems have that rated nominal impedance. In fact, some
manufacturers are making a point of the fact that their amps
can handle 2-ohm loads safely.

Measurements

The Scott 438A delivered 48 watts per channel at mid-
frequencies for its rated THD of 0.04% (Fig. 1). At the 20-Hz
test point, it delivered exactly 45 watts, as specified, for that
same THD level. At 20 kHz, however, the amplifier was able
to deliver only 42 watts at 0.04%. When input signals were
increased in level to produce the rated 45 watts at that high
frequency, THD rose to 0.2%. SMPTE IM at rated output was
also higher than specified, measuring 0.5%, though it did
decrease to the rated 0.04% when output levels were
backed off to 40 watts per channel. CCIF IM measured
0.01% at rated power output, while IHF IM was a satisfacto-
rily low 0.035%. Figure 1 shows how THD produced by this
amplifier varies with power output at low, mid- and high
frequencies. Damping factor, measured at 50 Hz, was 40.
Dynamic headroom measured 0.6 dB, which means that, at
mid-frequencies, short-term power peaks as high as 51
watts or so can be handled without audible evidence of
clipping. The 438A consumed 30 watts of power when idling
and around 220 watts with both channels delivering rated
power on a continuous basis.

Phono frequency response deviated from the RIAA play-
back curve by +0.6 dB at 15 kHz, by +0.4 dB aft 100 Hz
and buy a full +1.0 dB at 400 Hz (using 1 kHz as a zero
reference point). Frequency response through the high-level
inputs of the amplifier extended from 6 Hz to 40 kHz for a
1.0 dB roll-off and from 5 Hz to 55 kHz for the —3 dB cutoff
points. Figure 2, a 'scope photo of a spectrum analyzer
multiple sweep, depicts the maximum boost and cut char-
acteristics of the bass and treble tone controls. The action of
the gently sloping high-cut filter is also superimposed on
this 'scope photo, and, as you can see, this filter does little
more than could be accomplished by a moderate “cut”
setting of the treble control. It was not possible to show the
action of the subsonic filter, since its action begins below 18
Hz and this spectrum analyzer sweep runs from 20 Hz to 20
kHz. Separate meter measurements confirmed that the low-
cut or subsonic filter behaved pretty much as specified.

Input sensitivity and signal-to-noise measurements were
all made in accordance with EIA (IHF) Amplifier Measure-
ment Standards, and results are not easily compared with
Scott's published specifications. Specifically, phono S/N
was measured with an input of 5 mV (at 1 kHz) and with the
master volume control adjusted to deliver 1 watt of output.
Under those conditions, A-weighted S/N was a satisfactory
77 dB. With a signal of 0.5 V fed to the high-level inputs and
volume control once more adjusted to deliver 1 watt to the
speaker loads, high-level signal-to-noise measured 81 dB
while residual noise (volume control at minimum) was 84 dB
below 1 watt. Input sensitivity for the phono input was 0.34
mV (for 1-watt output), and phono overload measured 180
mV, exactly as claimed. Input sensitivity for the high-level
inputs was 25 mV for 1-watt output. The action of the
loudness contour circuit is illustrated in Fig. 3 and is typical
of this type of loudness compensation circuitry.
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Fig. 1—Power output vs. THD.

Fig. 2—

Tone control
characteristics.
Vertical sensitivity:
10 dB/div.

Fig. 3—

Loudness contour
characteristics.
Vertical sensitivity:
10 dB/div.

Use and Listening Tests
While in my opinion the best thing that the Scott 438A has
going for it is its price, the unit does offer a remarkable
number of useful features and controls normally found on
higher-priced, higher-powered models. Given a pair of
high-efficiency speakers (having an impedance of 8 ohms),
this amplifier will produce a surprising amount of clean
sound, but don't try to push it beyond its limits. | did very
much like the power meters, if for no other reason than that
they gave me a goad indication of just how far t could push
the amp without running into overload. The auto-ranging
feature was nice, toco, especially since the 438A is likely to
end up in systems whose owners are not looking to produce
levels of 110 dB SPL in their listening rooms. Since the
amplifier will be used maost of the time for moderate levels
(or, at least should be), it's nice to have a power metering
system that is readable and meaningful even at such low
listening levels. The amplifier would be an ideal basic com-
ponent for a second system or for a system that's going to
be used in a school dorm or a summer cottage.
Leonard Feldman
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EQUIPMENT PROFILE ‘

MITSUBISHI
DP-101
COMPACT DISC
PLAYER

Manufacturer's Specifications
Frequency Response: 5 Hz to 20

kHz, +0.5 dB.
Dynamic Range: Greater than 90 dB.
THD: Less than 0.004% at 1 kHz, 0 dB. i
Crosstalk: Greater than 90 dB at 1
kHz, 0 dB.
Wow and Flutter: Below measur-
able limits.

Output Level: 15V rms at 0 dB.

Headphone Output Level: 20 mW
into 8 ohms, at 0 dB.

Power Consumption: 120 V, 60 Hz,
40 watts.

Dimensions: 16% in. (42.4 cm) W X
5% in. (145 cm) H x 12V in. (31.2
cm) D.

Weight: 23'% Ibs. (10.5 kg).

Price: $1,100.00.

Company Address: 3010 East Vic-
toria St., Rancho Dominguez, Cal.
90221

For literature, circle No. 93
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In addition to being among the most expensive, the Mitsu-
bishi DP-101 is, without a doubt, one of the more program-
mable and display-laden Compact Disc players | have ex-
amined to date. Among other things, you can go straight to
your faverite track or item on a given disc or you can
program playback to hear any tracks on the disc in any
order, including repeat-playing of selected tracks. You can
repeat any section of a single track, a selection of tracks, or
the entire disc from start to finish. You can begin or end

playback at any preselected moment within any preselect-
ed track ar, if you wish, skip to the start of the next track or
go back to the beginning of the track currently playing.

All of these programming functions are also controllable
from the comfort of your easy chair, using an infrared, 24-
function, wireless remote-control unit. The DP-101 also fea-
tures one of the most elaborate display systems | have
encountered in any CD player. Liquid-crystal display digits
show the current track number, which section of that track is
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being played, and how many minutes it has been playing.
Alternatively, at the push of a button, the display will also
show the number of items you have programmed and their
total playing time. You can also run through a set of pro-
grammed instructions, checking the track numbers and
playing times to make sure you have selected the right
items in the right order. While the program is running, the
number of the next track that is to be played is also shown.

The left- and right-channel level meters also double as

“address" indicators, showing how many items there are on
a disc, how long each item is (to the nearest minute), and
the current position of the laser pickup.

Control Layout

The power switch and open/ciose button for the disc
compartment are located at the extreme left of the front
panel. The front-loading mechanism is motorized; it is only
necessary to drop a Compact Disc into a slot in the door, at

| which point the door closes smoothly, positioning the CD in

place for a rapid automatic scan of the entire disc. After a
few seconds, several items of information appear in the
large display area. These include the track number of the
first item on the disc (since this is always “1,” it may be a
reminder that you've programmed nothing else in), total
playing time of the disc, total number of selections and, on
the double-purpose leveliaddress display, the approximate
length or location on the disc of all selections.

Beneath the digital display area are word blocks which
illuminate individually, as required, during programming
and playing of discs. These are labelled “Start,” “End,”
“Prog,” "Emph," “Repeat” and “Error.” The “Emph” light
illuminates when the system senses that a disc recorded
with pre-emphasis i1s being played (suitable de-emphasis is
automatically switched ir, of course), while the “Error” light
turns on when you make a mistake in trying to program the
system. | made several mistakes in my first attempts at
programming this player, simply because there are so many
options available and, like most of you, | generally try to
figure out a front panel without turning to the owner's man-
ual. That's a mistake in this case: There are simply too many
buttons and too many options to figure out on the first
attempt. This is not to suggest that the unit is difficult to
operate; it simply requires familiarization and time spent
with it—and with the owner's manual.

"Play,” “Reverse,” “Forward,” “Pause" and “Stop” but-
tons are all located along the lower edge of the front panel.
The “Forward” and “Reverse” buttons advance play to the
next track or return play to the beginning of the track
currently playing.

Alf of the touch buttons used in programming the player
are lccated behind a sub-panel door at the right. Also
located behind this door are the “Level” and "Address”
touch buttons (which cetermine what functions are per-
formed by the two fluorescent bar-graphs—level metering
or depiction of the location and time of each of the musical
selections on a disc), a stereo headphone jack, and a
headphone-output level control. Ten of the remaining but-
tons in this area, numbered from 0 to 9, are used for
programming track numbers. Other buttons are used to put
the program into memory, to define start and end times for
repeat play, and for zll the other programming options
mentioned earlier. Fast-forward and fast-reverse buttons in
this area of the panel let you move the pickup in either
direction for any distanee. It is relatively easy to determine
where you want to position the laser pickup, since the multi-
purpose display continues to indicate both the track number
and the elapsed time for each track over which the pickup
travels when using the fast-forward or fast-reverse func-
tions. In addition, when using these fast-search modes, you
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“Arguments about the
sound quality of CDs keep
cropping up, but my tests
convince me we are trying
to lump together too many
variables.”

can hear the sound (at reduced level), making the job of
locating a desired point in the disc even easier.

The rear panel of this player is equipped with the usual
left- and right-channel line output jacks and a slide switch
which should be moved to its “On” setting when the remote
control unit is used.

Measurements

In my report on the Kyocera DA-01 CD player (elsewhere
in this issue), | describe the two new Philips test discs | have
begun to use for measuring the performance of CD players
and for evaluating their error-correction capabilities. Rather
than repeat those details here, I'll discuss the test results
and, where necessary, will briefly summarize the nature of
the test signals used. In the case of the error-correction
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checking disc, | will merely mention the nature of the “de-ﬁ
fects” purposely incorporated in that test disc.

The first test signals contained on the nonmusical discs
are frequency-response sweeps, extending from 20 Hz to
20 kHz. The sweeps are slow enough for my Sound Tech
1500A to “track™ at all but the very lowest frequencies
{(which are never a problem on CD players). Vertical sensi-
tivity of the resulting graph has been expanded so that one
division is equal to 2 dB, instead of the usual 10 dB. Both
left- and right-chamnel responses are shown in Fig. 1; | read
a maximum deviation of —0.5 dB for the left channel and
—0.6 dB for the right channel at 18.5 kHz.

Several tracks of the new Philips test record are devoted
to measurement of total harmonic distortion over a wide
range of frequencies, from 41 Hz to 20 kHz. And since the
best distortion figures in a digital audio system are obtained
relative to maximum (0 dB) levels, Philips supplies a series
of tones at —24 and at —30 dB with which the tester can
measure how THD rises with decreasing signaldevels. The
three curves of Fig. 2 show THD versus frequency at three
different output levels from the player. At mid-frequencies,
THD measured 0.006% referred to maximum output. THD
increases at lower recording levels, as expected, although
even at a —30 dB level it was still acceptable, with a
reading of 0.14%. Results were virtually identical for the left

| and right channels.

Signals on the test disc at 997 Hz are used for checking
Iinearity of playback. There was no significant deviation from
perfect linearity untii | got down to —80 dB, which my
instrument read as —74.2 dB. This probably was my test
setup beginning to combine noise readings with actual 997-
Hz signal readings. Again, results were identical for both
channels tested.

Two tracks are provided on the Philips test disc for check-
ing SMPTE IM. With these, | measured 0.0065% at 0 dB
level and 0.04% at a —20 dB record level. Signal-to-noise
ratio measured exactly 97 dB with reference to 0 dB (maxi-
mum) output level, A-weighted.

Square waves at frequencies of 100 Hz, 400 Hz, 1 kHz,
and 5 kHz -are provided on the Philips test disc, as are
various tone bursts, pulse signals and phase-checking
pairs of signals. The 1-kHz square-wave display (see Fig. 3)
clearly shows the degree of “ringing” that is produced by
the sharp cutoff filter found in this and other players. if you
refer to the report of the Kyocera DA-01 player, you'll notice
a slight (but easily discernible) difference in the amount of
ringing produced by that unit in response to the 1-kHz
square wave, compared with the somewhat greater amount
of ringing seen in Fig. 3 here.

The disc’s single pulse, which | used to evaluate transient
response of this player, consists of a single “sample” at full
scale, followed by 127 samples at “zero amplitude.” As you
can see from Fig. 4, this test signal was reproduced with a
fair amount of ringing, in both positive and negative polarity,
following the unit pu'se itself. Again, if you compare these
results with those obtained for the Kyocera unit, you will note
that the recovered audio from the Mitsubishi player is out-of-
phase relative to the output of the Kyocera model. This
arises from the presence of an additional phase-inverting
stage somewhere in the post-D/A audio stages of the de-
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“The DP-101 delivered
superb sound—with discs
which were well recorded.
Features truly abound, but
read all 13 pages of the
owner’s manual.”

. vice. Alternatively, the D/A converter used by Mitsubishi
may, in and of itself, deliver an output which is inverted in
polarity relative to the output obtained with the Kyocera unit.
While | personally think that this inversion is of no conse-
qguence, there have been those who argue that the polarity
of the reproduced sound should be the same as that of the
origina! sound waves impinging on the microphones used in
the original performance. Since | have no way of telling
which of these two polarities of the pulse is “correcl,” | really
can't tell you which of the two players inverts the signal
(relative to the way it was recorded) and which does not.

The most significant phase-check signal on the Philips
test disc, in my opinion, is one in which a 2-kHz signal is
recorded on one channel while a 20-kHz signal is recorded
on the other. In this test the positive-going, zero-axis cross-
ing of the lower-frequency signal is supposed to occur at
the same instant that the higher-frequency signal crosses
the zero axis in the same direction. if you examine the two
sets of sine waves in Fig. 5 carefully, you will notice that, in
fact, the low-frequency signal crosses the zero axis in a
positive-going direction a few microseconds ahead of the
high-frequency signal's positive crossing. As closely as |
can estimate the angle, the high-frequency signal is dis-
placed relative to the mid-frequency signal by approximate-
ly 20°. That works out to a phase-error time delay of around
3 uS. Of course, it is also possible that what has happened
is a 380° phase delay (a full 360°, plus 20° more), but | tend
to doubt that, based upon the fact that the sharp cutoff filter
is, after all, set for its —3 dB point to be outside the desired
audio bandwidth.

Using the Philips musical test disc with the opaque
wedge, the “black dot” dust simulations and the fingerprint
simulation, | noted that the Mitsubishi unit played right
through the 800-micron width of the wedge with no muting.
It did mute a few times when playing selections that were
covered by the thickest width of the wedge (300 microns),
but resumed proper play each time, even though the wedge
remained that thick. The system was aiso disturbed by the
third “black dot” (second from the largest one), which has a
diameter of 600 microns. During the track containing this
"defect,” there was occasional “skipping” (repeat-playing
of the same track over and over again). As for the fingerprint
simulation, the Mitsubishi completely ignored it, properly
playing right through the selections marred by this defect.

Use and Listening Tests

Arguments about the “sound quality” of digital discs keep
cropping up. Some people insist digital discs produce an
unacceptable treble sound. This type of sound is variously
attributed to “too low a sampling rate,” to the fact that the
16-bit system is not enough and we should have standard-
ized with an 18-bit system, and, of course, to phase linearity
and the effect of that "brick wall” filter above 20 kHz. My
experiments convince me that all of us are trying to take too
many variables (the recording engineer’'s preferences for a
certain balance of sound, the speakers used as monitors,
the microphone placement, and many more) and lump them
together as an explanation for why a given CD player with a
given piece of CD software doesn't produce sound that's
totally to our liking.

Fig. 3—Reproduc-
tion of a 1-kHz
square wave.

Fig. 4—Single-
puise reproduc-
tion.

Fig. 5—Two-tone
phase-test signal
(2 kHz left, 20 kHz
right).

In point of fact, the Mitsubishi DP-101 delivered superb
sound whenever it was called upon to play discs which, to
my way of thinking, were well recorded in the first place.
Was this sound any better or worse than the sound pro-
duced by the earlier-tested CD players? Not that | could
honestly tell!

As | have already mentioned, the features truly abound,
and if you read the 13 pages of the owner’'s manual telling
you how to use all of them, you'll find that after a while the
machine isn't difficult to operate. Add in the very handy
remote control and the headphone amplifier, which lets you
audition Compact Discs even if you don’t own an amplifier
and loudspeakers that have enough dynamic range, and
the asking price for the Mitsubishi DP-101 seems just about
right after all. Leonard Feldman
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FQUIPMENT PROFILE

Manufacturer’s Specifications

Frequency Response: 3 Hz to 100
kHz.

Distortion: 0.008%.

Input Impedance: 100 kilohms.

Output Impedance: 150 ohms.

Subsonic Filter: 18 dB/octave be-
low 20 Hz.

Low-Frequency Summer: 12 dB/
octave below 200 Hz.

Electronic Crossover: 18 dB/oc-
tave, 100 or 800 Hz.

Warble-Tone Output: 100 mV.

Signal to Noise: 108 dB.

Dimensions: 17 in. (432 mm) W X
2%in. (64 mm}H x 6in. (152 mm) D.

Weight: 474 Ibs. (1.9 kg).

Price: $249.00.

AUDIO CONTROL
RICHTER SCALE
BASS EQ and
CROSSOVER

Company Address: 6520 212th
S.W., Lynnwood, Wash. 98036.
For literature, circle No. 94
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With the name Richter Scale, Audio Control’s bass equal-
izer and crossover immediately gives the impression that it
can be used for earthquake-type sound. An examination of
the front panel provides the clues on how the user might be
able to "play Mother Nature.” First, there is a five-section,
half-octave equalizer with filter centers at 31.5, 45, 63, 90
and 125 Hz. Each slider has a range from —12to +12 dB.
A pushbutton switch allows inserting a 15 dB boost at 34
Hz, in addition to any boost introduced by the half-octave
equalizer.

The unit also has facilities for controlling unwanted low-
frequency energy. Switching in the subsonic filter activates
a roll-off at 18 dB/octave below 20 Hz, more effective than
many filters with shallower slopes. Audio Control's exclusive
“Rumble Reducer” also needs but the push of a button: A
crossfeed between channels cancels out-of-phase signals
below 200 Hz. In the low-frequency region, most of the
music in the two channels of a stereo record is in phase
(lateral movement of the stylus on a disc). Most rumble,
however, is out of phase (vertical stylus movement), and the
Richter Scale’'s rumble-reducer circuit cancels this energy
out. The summing decreases at 12 dB/octave as the fre-
quency goes up, and has no effect above 200 Hz. Thus,
normal stereo imaging is maintained in the important mid
and upper frequencies.

To help you adjust the half-octave equalizer correctly, the
Richter Scale includes a half-octave analyzer (with extra-
damped, VU-type meter), a warble-tone generator, and a
plug-in condenser microphone. A push of the "Analyze"”
button turns on the meter lights, and then the supplied test
microphone is placed in the normal listening position. A
rotary pot sets the warble tone's center frequency anywhere
from 250 Hz (for level reference) to 31.5 Hz, the lowest
equalizer-filter frequency. The warble-tone outputs are fed
into the stereo system through any high-level input (such as
"AUX"). The procedure for using this handy system will be
given later.

Another feature is the built-in, two-way stereo crossover,
with either 100- or 800-Hz crossover frequency, switch se-
lectable. The 100-Hz crossover frequency would be the
choice for a subwoofer, and 800 Hz would be good when
adding an external crossover to a three-way system. This
would permit biamping for reduced distortion, driving mid-
range and tweeter in each channel with one amplifier and
using a more powerful amp for the two woofers. Audio
Control notes that the 800-Hz crossover frequency could be
changed if needed, increasing the attractiveness of this
feature. The crossover design is the derived type, resulting
in flat output in the crossover region with either voitage or
pressure-wave addition (with the correct positioning of driv-
ers), as opposed to flat total energy response. A center-
detent control provides a range of 20 dB of gain adjusi-
ment on the low-frequency output. This greatly facilitates
matching the two sets of amplifiers and loudspeakers.

The usual switches for EQ in/out, tape recorder monitor in/
out, and power are provided. The white panel designations
are easily read against the gray background in all but
glaring light, and the positions of the small, black pushbut-
tons are fairly easy to discern.

Along the back panel are infout stereo pairs for intercon-
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“For accurate adjustment,
the Richter Scale includes
a half-octave analyzer, a
warble-tone generator, and
a plug-in condenser mike.”

Fig. 4—Responses of the
low- and high-pass filters,

Fig. 5—Spectrum-analyzer
sweep of 45- and 250-Hz
warble tones (see text).
Analyzer bandwidth, 30 Hz;

Fig. 6—One-third octave
response of stage-
monitor loudspeaker
before (top curve) and
after (bottom curve)
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and their combined
voltage respornse.

sweep rate, 50 Hz/S;
sensitivity, 10 dB/div.
vertical and 50 Hz/div.
horizontal.

equalization. Vertical
sensitivity, 5 dB/div.;
horizontal, Vs octave from
25 to 250 Hz.

nection with a preamp/receiver and a tape recorder. There
are also stereo outputs for both low and high frequencies
from the electronic crossover. The monophonic warble tone
is fed through left and right outputs. The microphone input is
also a phono jack.

Removing the top cover revealed that nearly all circuitry is
on one chassis-size p.c. board. All jacks and switches are
soldered directly into this board. The sliders are mounted on
a small, vertical board, on which the soldering was very
good. However, | could not see the soldering on the main
card without further disassembly, which was not attempted.
The DIP ICs (mostly 4136 quad op-amps) were soldered in
place. Rack adaptors are available for those who would
prefer rack mounting, but the manufacturer notes that the
unit is not designed for professional use. [Editor's Note: The
model shown is the Richter Scale Il; we tested the original
model, which Audio Control says is identical except for its
case and the addition of an on/off switch.]

Measurements

With all special functions switched out and the five sliders
in their center detents, responses were checked both with
and without the EQ circuits switched in. With EQ, the re-
sponse was flat within 0.7 dB from 20 Hz to 20 kHz. Without
EQ, the deviations over the same range were within 0.3 dB.
The 3 dB down points were at 3.3 Hz and 118 kHz with EQ
and at 2.0 Hz ancd 113 kHz without EQ. Swept-frequency
plots (Fig. 1) were made of individual filter responses and of
response with all sliders in maximum positions. The mea-
sured center frequencies were within 3% of those specified
(31.5, 45, 63, 90 and 125 Hz) except for the highest one,
which was at 136 Hz (+8.8%), just fair in accuracy. The
maximum boosts and cuts were all within 1.0 dB of the
nominal =12 dB. With an individual filter at a maximum,
there was an across-the-band level increase of about 0.7
dB, and this increase grew as other filters were added, up to
almost 3 dB with all filters at maximum. The last condition
would be quite unlikely, and the major effect of any such
shifts would be a need to readjust reference level for the
equalization process.

Figure 2 presents the responses with the 31.5-, 90-, and
125-Hz filters set successively at the slider scale markings
from —12to +12 dB. There is a greater shift in “out-of-filter”
levels than is desirable, but there is rough correspondence
between the actual boosts and cuts and the settings. Many
equalizers are muct poorer in this regard. Tests with the 63-
Hz filter showed that a boost of 5.7 dB (+ 7 scale) produced
a “Q" of 1.0 (a practical limit to avoid ringing).

Figures 3 and 4 plot the responses of the other Richter
Scale functions. The ultra-low boost was close to 16 dB at
34 Hz, but the net effect was less because there was an
across-the-band level increase of 0.5 dB. The subsonic filter
showed its 18 dB/octave roll-off between 3 dB down at 20
Hz and over 20 dB down at 10 Hz. The rumble reducer was
checked by feeding matching-level, but opposite-phase,
signals to the stereo inputs. The plot shows the 12 dB/
octave reduction in level below 200 Hz. In-phase signals are
not affected in this fashion.

The low-frequency output of the crossover, when set at
800 Hz, had a boost of close to 3 dB around 700 Hz, and a
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“Ancther feature is the
built-in, two-way crossover,
switch selectable for 100-
or 800-Hz crossover points.
This permits biamping.”

roll-off above 1 kHz of 6 dB/octave. The high-frequency
output, on the other hand, had an 18 dB/octave slope below
800 Hz. The voltage addition of these two outputs generated
the flat response trace that is the reference line for all of the
curves in Fig. 4. This is the expected result with this derived-
type crossover design. A tone-burst test at the crossover
frequency was passed easily, showing that phase relation-
ships were correct. In actual use, pressure waves from
correctly aligned drivers would add similarily.

it was possible to get as much as 26.8 dB boost at 31 Hz
using both the 31.5-Hz slider and the switch-selected extra
boost. Adding the subsonic filter (recommended with the
extra boost) reduced the boost to 26.4 dB, still a cansider-
able amount. With this combination, the response was at
+8.3 dB at 20 Hz. Control of subsonics remained, however,
with response down 17 dB at 10 Hz and down about 29 dB
at 7 Hz. The low-frequency output level of the crossover
could be controlled from —19.9 to +20.0 dB

With the equalizer sliders in detent, the EQ in/out level
changes were 0.5 dB or less. The maximum input/output
levels were at least 6.8 V from 20 Hz to 20 kHz open-circuit,
dropping very slightly to 6.7 V with a 10-kilohm load. The
input impedance was very close to 100 kilohms for most of
the audio band, dropping to 25 kilohms at 20 kHz, plenty
high enough. The output impedance was a low 320 ohms at
the lowest frequencies, and it was even lower—close to 165
ohms—for most of the band.

The distortion at 2 V was very low: 0.0038% or less from
20 Hz up, rising at the highest frequencies to 0.017% at 20
kHz. At this same level, slew-rate limiting did not appear
until 95 kHz (1.9-V output), so the unit had a good slew
factor. The signal-to-noise ratio was at least 94 dBA relative
to a 0.5-V reference. With various combinations of slider and
switch positions, more noise appeared, so a figure of 89
dBA (re: 0.5 V) was judged to be more likely in normal use—
and an excellent figure it is, slightly better than the spec,
since Audio Control rates it relative to 6 V maximum output.

The warble-tone output was 115 mV on the average, with
about 2 dB higher output at the lower frequencies com-
pared to the reference 250-Hz level. Figure 5 shows spec-
trum analyzer sweeps made with the warble tone set at 45
and then 250 Hz. The vertical spread in the display is the
result of the warble tone moving in and out of the analyzer
bandwidth. The warble-tone level seen by the Richter Scale
microphone and half-octave analyzer is indicated by the

upper envelopes of the waveforms. The microphone was
0.32 inch in diameter, and it could not be calibrated acousti-
cally because of its non-standard diameter. | did not feel
this was much of a deficiency, and a couple of simple tests
obtained the figure of 81.5 dB SPL for the required level at
250 Hz for a zero meter indication. This is in a good range
for such tests—above normal background noise and below
unnerving levels.

Use and Listening Tests

The awner's manual is more complete than most with
such signal-processing equipment. Quite a bit of detail is
included on the unit's many functions. The text has a humor-
ous approach, which should not confuse most users, nor
should a couple of errors along the way.

The controls were all easy to use and completely reliable,
with the exception of the coupling for the low-frequency
level pot, which slipped more and more with time. (Once set
in normal use, it would not need adjustment.)

A custom stage-monitor loudspeaker was chosen for the
task of improving the low-end response. The supplied mi-
crophone was placed in the normal listening position, the
warble ione was set to 250 Hz, and the system output level
was increased to get a zero indication on the analyzer
meter. The tone was successively tuned downward to each
of the equalizer frequencies, moving the slider in each case
to take out half of the deviation shown, per instructions. After
three runs, there appeared to be no basis for further adjust-
ment. Figure 6 shows the before (top) and after (bottom)
responses of the loudspeaker. It was not possible to bring
up the 250-Hz band (shown partly at right of figure) relative
to the cthers; there appeared to be a drop in the speaker’s
output for some reason. Do note, however, the great im-
provement in flatness from 200 Hz down to 31.5 Hz.

The improvement in saund was very obvious, especially
with such material as "Also Sprach Zarathustra” by Strauss.
The boost of 15 dB at 34 Hz was added at times, and | liked
the change with some of the discs. | also appreciated the
subsonic filter and the rumble reducer results.

The Audio Control Richter Scale is a very flexible and
versatile unit for improving bass reproduction. Its general
performance is excellent. and its many features (including
the two-way crossover), coupled with an attractive price,
should make it of interest to audiophiles and semi-profes-
sionals alike. Howard A. Roberson

The analyzer
section features a
highly damped
: fevel meter and a
- warble-tone
generator whose
frequency is
adjustable.

AUDIO/AUGUST 1983

89



CLASSIFIED ADVERTISING

CLASSIFIED
ADVERTISING
RATES

BUSINESS ADS—$1.00 per word, minimum charge
$7.00 per line for spaced ads specifying five or less
words per line. First line set in bold face type at no
extra charge. Additional words set in bold face type
$1.10 extra per word. One point ruled box, extra
charge $9.00. ORDERS WILL NOT BE PROCESSED
WITHOUT ACCOMPANYING CHECK OR MONEY
ORDER FOR FULL AMOUNT

NON-BUSINESS ADS—70¢ per word, minimum
charge $5.00 per line for spaced ads specifying five or
less words per line. First line set in bold face type at no
extra charge. Additional words set in bold face type
$1.10 extra per word. One point ruled box, extra
charge $9.00. ORDERS WILL NOT BE PROCESSED
WITHOUT ACCOMPANYING CHECK OR MONEY
ORDER FOR FULL AMOUNT.

FREQUENCY DISCOUNTS—3 times less 5%, 6 times
less 15%, 12 times less 20%. These discounts apply to
line ads only. Ads submitted for a three time frequency
are unchangeable. Frequency discounts not fulfilled
will be short rated accordingly.

Classified ads are payable in advance BY CHECK OR
MONEY ORDER ONLY. (Sorry, we cannot accept
credit cards or bill for line adv.). All orders should be
mailed to:

AUDIO MAGAZINE
P.O. Box 1790V
Greenwich, CT 06836

DEADLINE—1st of month two months preceding the
cover date. If the first of the month falls on a weekend
or holiday, the closing date is the last business day
preceding the weekend or holiday.

ADS RECEIVED AFTER THE CLOSING DATE WILL

BE HELD FOR THE NEXT ISSUE UNLESS OTHER- |

WISE STATED.

BLIND ADS—Audio box numbers may be used at
$5.00 extra for handling and postage.

GENERAL INFORMATION—Ad copy must be type-
written or printed legibly. The publisher, in her sole
discretion, reserves the right to reject any ad copy she
deems inappropriate. ALL ADVERTISERS MUST
SUPPLY: Complete name, Company name, Fuli
Street address (P.O. Box numbers are insufficient}
and telephone number. Classified LINE ADS are not
acknowledged and do not carry Reader Service Card
Numbers. AGENCY DISCOUNTS do not apply to line
advertising. FREQUENCY DfSCOUNTS not fulfilled
will be short rated accordingly. Only those advertisers
who have prepaid for their entire contract time will be
RATE PROTECTED for the duration of that contract,
in the event of a rate increase. For any additional
information contact Laura J. Lo Vecchio, Classifled
Adv. Mgr., 1515 Broadway, New York, NY 10036 . . .
Direct Dial (212} 719-6338.

CLASSIFfED DISPLAY RATES

1 col x 1" $195.
1col x 2 $350.
1col x 3 $450,
2col x 17 $390.
2col x 2° $700.

For larger display ads and frequency discounts call
(212) 719-6338.

DiSPLAY ADVERTISERS MUST SUPPLY COM-
PLETE FILM NEGATIVE READY FOR PRINTING OR
VELOX. PRODUCTION CHARGES WilLL BE AS-
SESSED ON ANY AD REQUIRING ADDITIONAL
PREPARATION.

DISPLAY ADVERTISERS must make a space reser-
vation on or before the closing date. Ad material (film
or velox) may foliow by the 10th.

_—r—%_——‘—\
FOR SALE FOR SALE

HOW TO ANSWER BOX NUMBER ADS
When replying to an Audio Box Number Ad, please
use this address Box No. c/o Audio, 1515
Broadway, New York, N.Y. 10036

AAAAAH “ME” AN AUDIO CRITIC ... TAKE PART IN
THE CONSUMER HI-FI SURVEY. YOUR JUDGEMENT
ON AUDIO EQUIPMENT IS NEEDED. For survey, ques-
tionnaire and information send $1.00 for postage and
handling to Consumer HI-Fi, P.O. Box 92306, Milwaukee,

WI 53202.

24hrs.

AAAUDIOPHILE SPEAKER BUILDER? JORDAN MOD-
ULES exclusive importer. STRATHEARN midribbon, Poly-
propylene Drivers, EMIT Tweeters, Domes, IBM Computer
ized Designs, Capacitors, Low DC Coils, Crossovers.
(Dealers inquire on letterhead) CATALOG $2.00 Sound-

box, B41A-A S. American Street, Philadelphia, 19147

AAA-ASTOUNDING CARTRIDGES: Finest in the World at
Shamefully Low Prices. Accuphase, Denon, Dynavector,
Grace F9E's, FOE Ruby's, Koetsu, etc. NEW, 100% Quality
Control, Warranties, COD Available. No Price List. "We
Will Not Be Undersold”. AudioWorkShop (206) 323-4987

ABARGAIN: STAX SIGMA $247., LAMBDA $162, SRX
MK3 $132., SRD-7 $68., ALL UNUSEDWARRANTY.

(212) 784-2929 EVES: (305) 487-1048 EVES

HERE'S WHAT HAPPENS WHEN
YOU GIVETHE WORLD'S FINEST AUDIO
ENGINEERS CARTE BLANCHE.

The team of engineers that developed Sony Esprit was not asked to
work within the narrow confines of a budget.

Nor were they asked to adhere to the compromising deadlines of some
production timetable. Or to the arbitrary figures of a spec sheet.

They were asked, quite simply, to develop components that would
approach, to the closest possible degree, perfect sound.

There is no gimmickry in Esprit components; only those technological
improvements that contribute 1o sound quality were considered meaningful.

There are no question marks either. For the Esprit engineers fully re-
search their equipment before production. Not afterward S O INY

For more information write Sony Esprit, Sony
Drive, Park Ridge, New Jersey 07656.

()

ALTERMAN AUDIO PARIS AUDIO

3213 17th Street 12401 Wilshire Blvd.
Metairie, LA 70002 Los Angeles, CA 90025
(504) 8347772 (213)820-2578

D S AUDIO PARK AVENUE AUDIO

545 Penn Avenue
West Reading, PA 19611
(215) 376-4917

New York, NY 10016
(212)685-8101

© 1982 Sony Corp. of America. Sony and Sony Esprit are regisiered irademarks of the Sony Corp

425 Park Avenue South

‘AAA AUDIO DISCOUNTS OFFERS THE FINEST
lines of audio components (INCLUDING THE ESO-
TERICS) at DISCOUNT PRICES. if you're in the mar-
ket for speakers, receivers, cassette decks, to the best
in separate components including amps, pre-amps,
turntables, cartridges etc. or a new CAR STEREO our
knowledgeable sales staff will be glad to assist you.
For more information Monday thru Saturday PLEASE
CALL 301-593-8833 or write to AUDIO DISCOUNTS,
1026 McCeney Avenue, Silver Spring, MD 20901. We
honor VISA-MC and COD for your convenience.

ABARGAIN: SUPEX SDX2000 $299.; 901ESUPER $130.
901E SUPER $120.; GRCE F9E $115., F9E RUBY $165.
FOERUBYSTYL $120.; ACCUPHASE AC2 $280., AC1
$189; TECHNICS 20SCMKIIl $130., TECHNICS ELEC-
TRONIC STYLUSGUAGE $49; DENON 103D $165; DY-
NAVECTOR 23R $175., 17D $299, 10X3 $89; KOETSU
BLACK $445., SA-1100DMKII $450; LINN ITTOK $445;
TECHNICS EPA100MKII $499; FIDELITY RESEARCH
64FX $385; ALL UNUSED/WARRANTY; WON'T BE UN-
DERSOLD; (212) 784-2939 EVES; (305) 487-1048 EVES.

ABSOLUTE AUDIO: AMBER, ASTATIC, ORACLE, CON-
RAD-JOHNSON (including PREMIERS), DYNAVECTOR,
NAD, OHM, RGR, SNELL, VP!, THIEL, THRESHOLD,
MAGNEPAN, MIRAGE, WALKER, ETC. AUDIO FILE
1202 S. Congress, Austin, Texas 78704, (512) 443-9295

ESPRIT.

Q. AUDIO
959 West Moana Lane
Reno, Nevada 89509
(702)827-4434

RECORDER CENTER
2003 North Henderson
Dalias, TX 75206
(214)826-8700

PEERLESS ELECTRONICS
15093 West Eight Mile Road
Detroit, Michigan 48235
(313) 3420500

PROFESSIONAL PRODUCTS
AUDIO CENTER

4964 Fairmont Avenue
Bethesda, MD 20014
(301)657-2141
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FOR SALE

A BETTER SYSTEM? PEOPLE WHO KNOW STEREO
BUY THEIR SOUND DIRECT. Now you can buy the finest
in high fidelity components, including esoterics and auto-
sound at unheard of prices. DIRECT SOUND MARKETING
provides sensibie expert advice, in-house service facilities,
and factory fresh components on an in stock basis. Discov-
er America's best kept audio secret. Send for our FREE
catalogue to DIRECT SOUND MARKETING, Dept. A, 3095
Bolling Way, Atlanta, Georgia 30305 or call 404-233-9500.
MC/Visa/Amex accepted. Sales tax charged to GA. resi-
dents only.

FOR SALE

ELECTRO-VOICE INTERFACE AND CD SERIES QUALI-
TY SPEAKER SYSTEMS. PROFESSIONAL CONSULTA-
TION—BEST PRICES. EAST: (904) 262-4000; WEST:
(213) 840-0878.

HAFLER, REVOX, TANBERG, CARVER, DBX AND OTH-
ER QUALITY COMPONENTS. PROFESSIONAL CON-
SULTATION—BEST PRICES. EAST: (904) 262-4000;
WEST: (213) 840-0878.

HARMAN-KARDON SEPARATES, RECEIVERS, CAS-

ACCURATE AFFORDABLE AUDIOPHILE EQUIPMENT
at very low prices! Specialists in CARTRIDGE-TONE-
ARMS-TURNTABLES. Great selection of cost-effective
components for audiophiles on a budget. Call or write for
prices and specials. HCM AUDIO, 1363-G Longfellow
Ave., Chico, CA 95926 (916) 343-0558

ACCURATE, QUALITY HOME/CAR AUDIO AFFORDA-
BLY PRICED!! Denco Audio, P.O. Box 6104-U, E! Monte,
CA 91734. (213) 961-6158 evenings, weekends. STAMP
BRINGS SPECIALS SHEET. M/C, VISA ACCEPTED!

ACOUSTAT MODEL 3 SPEAKERS. EXCELLENT COND.
$975.00 OR BEST OFFER. 312-824-1993 WILL SHIP.

ACOUSTAT SPEAKERS—SUPERB!
Free Shipping! Fast Service! READ BROS STEREO, 593
King Street, Charleston, SC 29403, (803) 723-7276. Also
Sony digital (disc and PCM-F1).

ACOUSTAT TNT200 PowerAmp Call Terry 402-391-3842

ACOUSTIC ELECTRONICS AIR 2.2. Amplified Image Re-
storer? Just the best amplifier to come along in years and
for years to come!! This one does play music! Available
exclusively through CSA Audio. For info and literature
(201) 744-0600

CROWN BEST QUALITY AMPLIFIERS, TUNERS, PRE-
AMPLIFIERS. PROFESSIONAL CONSULTATION—BEST
PRICES. EAST: (904) 262-4000; WEST: (213) 840-0878.

ADVICE? KEITH YATES NOW OFFERS REPRINTS of 15
recent articles, including the full Audio Vérité series. Send
$2 for postage and handling to Keith Yates Audio, Box
161152, Sacramento CA 95816.

SUMO-NIZE!

ALL AMERICAN AUDIO, INC.

31316 Via Colinas, Suite 103, Westlake Village, CA. 91362
Phone (213) 991-5330 + Tix 658234 SUMOCORP WKVG

SETTE DECKS, TURNTABLES, PROFESSIONAL CON-
SULTATION—BEST PRICES. EAST: (904) 262-4000;
WEST: (213) 840-0878.

ALL CLASSIC QUAD ELS OWNERS. Hard to believe
QUADS can be improved? The "KOVAL QUAD MOD" has
been unbelievably successful in satisfying the most ardent
QUAD lover. No risk 30 day trial $140/pr. For info send
SASE to John Koval, Linear Acoustics Labs, 11521 Cielo
Pl., Santa Ana, CA 92705, 714-838-6555

ALLISON PLUS—The Allison Six, rated by a leading con-
sumer publication as the best mid-priced speaker today,
now available by mail. All Allison Speaker Systems in
stock. Shipping anywhere in the continental U.S. DESIG-
NATRON'S STEREO STORES, INC., 260 Old Country
Road, Hicksville, NY 11801. (516) 822-5277.

AMPUFIED IMAGE REPRODUCER?

Three years ago this was just an idea. Now it is a reality.
We've worked long and hard to develop new concepts in
amplification. We are presently working on the world's first
sound projector and have recently developed the technol-
ogy. Part of this exciting design is now available 1o the
audiophile. With its ten power supplies, no negative feed-
back and special high voltage circuitry, we were afraid to
call this device merely a power amplifier but technically it is.
Don't misunderstand, the AIR 2.2 is not a gimmick but the
real thing. We are dedicated to preserving sonic purity—not
tampering with it. We will not attempt to describe the sound
because anything we say will be misintergreted as hype.
You listen for yourself. Hearing is believing. For free info
send S.A.S.E. to:

Acoustic Electronics Corp.

P.O. BOX 13

Highlands, NJ 07732

QALL ME!

STEVE BAUMANN for
THE FINEST
NEW EQUIPMENT!
ACOUSTAT SOTA
PS AUDIO  SONY
KYOCERA HAFLER
PYRAMID DBX
KRELL JANIS
THORENS  STAX
GRADO  BERNING

USED EQUIPMENT SPECIALS!
SNELL A+ 51200 ADVENT 300 12v 5219
NAD 3020 5169  LEVINSON HQD $12.500
MCINTOSH MC275 perfect $1750  LUX TIIO 5249
DYNACO PAS3 $79  SOTA SAPPHIRE $629
FIDELITY RESEARCH FR66s S669  CARVER C9 $179
AUDIO RESEARCH D76a 5850 DENON TU530 $139
FUTTERMAN H3AA 5950  PS AUDIO Il 5199
TANDBERG TDC440A $599  SPENDOR BC-1 499
BENCHMARK ARU $749  CROWN DC300 5399
REVOX G36 $499  LINN SONDEK LPI2 $599
BURWEN DNFI1201a $229  MUCH MORE - CALL'
ALL MINT ALL WARRANTEED

MONEY BACK GUARANTEE
- Q AUDIO E

95 Vassar St Cambridge, MA 02139 617-547-2727

4 E imm’a d iO

425 Park Avenue South
at 29th Street

New York, N.Y. 10016
212 685-8101/8102

~

We respect our customers;
you can make your own choice from among:

Sony Esprit - Sony PCM-F1 - McIntosh « Nakamichi « SAE-X « Black Koetsu
Denon « Mitsubishi « Spendor « Quad - B&W - Bang & Olufsen «

Tandberg 3000 Series - Kirksaeter - Obelisk* «

Qquerra Pyramid * Accuphase + ADS - Mordaunt Shecrt - Signet « Supex « Benchmary

Shahinian Acoustics «
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. POWERLINE
'SPEAKFR CABLES:!

{HIGH PERFORMANCE WITH A SPECIAL!
181500 CONNECTOR OFFER! |

T

SO0

Upgrade your speaker
wire with Powerline,
And get $15.00 worth of
connectors FREE!

Powerline inductance cancelling speaker
wire by Monster Cable is the ‘critics choice,
and what the Absolute Sound magazine calls
“a ighly recommended, excellent sounding
cabie thatis darn near perfect!” Based on an
entirely new technology in speaker cables,
Powerline brings a level of performance not
possible with parallel cables. Incredibly
smooth highs, natural sounding midrange,
and clean deep bass-just by changing from
your present speaker cable to Powerline.

Buy Powlerline now, and bring in this ad to
receive a credit of $15.00 towards the purchase
of your choice of Monster Cable’s high per-
formance 24 karat gold plated connectors.
From the high conductivity Monster Tip “crimp-
on” banana, to the ultimate X-terminator ex-
panding connector; Monster Cable's speaker
wirg and connector combinations will give
you maximum performance from your sound
system.

CUSTOMER NAME

CUSTOMER SIGNATURE

CUSTOMER PHONE NUMBER __
LENGTH PURCHASED

STORE NAME

STORE ADDRESS

INE...

Monster Cable Products Inc
101 Townsend St

1
1
1
1
1
1
1
1
1
1
1
]
1
1
1
1
1
1
1
]
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
]
]
]
1
1
1
1
1
1
1
1
1
I sanFrancisco CA 94107 (415) 777-1355
: « REMOVE THIS AD AND BRING TO RETAILER
AT TIME OF POWERLINE PURCHASE

I * LIMIT 1 COUPON PER PAIR OF POWERLINE PURCHASED

« MINIMUM QUALIFYING POWERLINE PUACHASE 20 FEET
' O oD WHERE PROMIBITED
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& Audiophiles
Notice!

Music Lovers
Take

We are proud to announce the

GRAND OPENING of
APPLE AUDIO

featuring the finest names in audio such as
*ADS »Amber *Audio-Pro *Audlo Control
»Beyer ¢Celestian *Dynavector «D.C.M.
*F.A.S. *Grace *H.K. «Last *Monster Cable
»Ortofon *Ungo Box *Pyramid *Sonus
+*Sumiko * Sherwood *Thorens
+30 Acoustics «And More
Prompt, Courteous Service Free Shipping in the U.5.A
Feel Free to call for information
MC/VISA 110-220 VOLTS

oppiBudo

74-18 37th Ave.
Jackson Heights, N.Y. 11372
(212} 507-0561 Open 7 Days
Exit Broadway-Rooseveit on BOE

278

FOR SALE

AMPEX PROFESSIONAL SERIES AUDIO TAPE
SALE High quality open reel 1800' or 2400 on 7*
reels, used once. Case of 40, $45.00. 10%2" x 3600"
and cassettes available. Master Card/Visa. Vaitech
Electronics, Box 6-A, Richboro, PA 18954 (215) 322-
4866.

A PREMIER KEF SYSTEM: B139B; B110A; T33a. $289.
pair. Crossover/enclosure data included. Hurry! Few pairs
to sell. L.R. Co. (503) 779-6643 evenings. West Coast.

APT/HOLMAN PLUS—Own the best vaiue in audio today.
The Apt/Holman Preamplifier is the most cost effective and
best sounding preampliier on the market. Destined to be a
classic! PLUS quality control to assure optimum perfor-
mance. Shipping anywhere in the continental U.S. DESIG-
NATRON'S STEREO STORES, INC., 260 Old Country
Road, Hicksville, NY 11801 (516) 822-5277.

ARC SP-6B8, D-120s; Thorens TD-126; PS Head-amp
Ruby, B&O 20CL: Tymphany I-Ds. 7331 Greenwood, Lin-
coln, NE 68507

That’s what we call our Pentagram P-8
loudspeaker, a smaller embodiment of our
P-10 reference loudspeaker.

The P-8 employs the same unique pent-
agonal enclosure of the P-10, which
eliminates standing waves. The P-8 affords
the same high definition sound and specifi-
city of stereo imaging, and our patented
dynamic damping system achieves clean,
tightly-controlled bass response, with a
minus 3dB point of 33Hz. With a power-
handling capacity of 150 continuous watts,
the P-8 effortlessly reproduces the wide
dynamic range of the new CD Digital discs

For those with limited space and
budgets, the P-8 delivers an uncompro-
mised high quality of sonic performance in
an attractively styled loudspeaker of
modest dimensions.

H - 332" on stands
w- 18"
D-16.8"

Dealer list available on request

PENTAGRAM® INC.

"A Labor of Love”

207-19 35 AVENUE BAYSIDE. N.Y. 11361
(212) 746.6193 {212) 423-3923

AMAZING? ISN'T IT

The amount of nonsense that gets thrown around in the
audio world. If you are sick of being treated like a 5-year-
old child by shoe salesmen masquerading as audio ex-
perts, you owe it to yourself to give us a call. Qur opinions
are based on a solid foundation of experience with the
components we sell as well as those sold by our competi-
tors. Most importantly we don't simply sell the finest audio
equipment available, we arrange it in complementary sys-
tems designed to extract the greatest benefit from your
audio dollars chosen from among the following lines we
represent:

ACOUSTAT ¢ ADCOM @ AMPLITON e ASTATIC ¢ AUD}-
BLE ILLUSIONS e AUDIO DESIGN e AUDIO INTERFACE
e AUDIONOTE e AUDIOQUEST e BEARD @ BELLES o
BERNING ¢ BRB SYSTEMS ¢ COUNTERPOINT ® DYNA-
VECTOR ¢ FRIED @ FUSILIER ® GRACE ¢ GRADO ¢ ITC
® KISEIKI ® KLOSS @ KRELL ® KYOCERA e LINN SON-
DEK o LIVEWIRE e MICRO-SEIKI ® MONSTER CABLE o
NAD e NITTY GRITTY e PINK TRIANGLE e PIONEER
VIDEO e PRECISION FIDELITY ¢ PROTON e REGA e
SNELL ACOUSTICS e STAX ¢ SUPEX e SYMDEX e
SYRINX @ TALISMAN e 3D ACOUSTICS e THRESHOLD

SOUND BY SINGER

227 Lexington Avenue
New York, NY 10016
(212) 683-0925
We ship anywhere!!

ARC D-40 LESS THAN 30 HOURS USE—$1150; Dahl-
quisat DQ-LP1 crossover—$200; Two Hafler DH-200A's @
225 each; Phase Linear 700 Series —$550; Nakamichi
EC-100 crossover with power supply—$150. (405) 338-
7657 evenings (CDT).

A.R.C. EQUIP FOR SALE

0-350, $1195.; D-110, $1250.; D-110(B) $1495.; D-90
$1195.; Sp6/A $625. OTHER EQUIPMENT: Nakamichi
1000 MKI cassette recorder mint w/19" rack mount case
$800., Magnepan Unitrac | (tonearm) (complete) $165.,
Cotter NFB-2, PW-2 $375., Grace G-714 tonearm $75.,
Mcintosh MR-66 tuner $195., MR-77 wi/case $450., MR-67
tuner (super) $295. Precision Fidelity C-4(A) tube preamp
$350. (A Steal), Conrad Johnson Nuvistor tube head amp
$350., Sumo “Gold" factory updated $1400. Call 317-283-
1361. 8-4 M-F, (Dave)

A&S OFFERS HIGH-END SPEAKER KITS, auto speaker
systems and raw drivers from the world’s finest manufac-
turers. Meeting the needs of beginners and audiophiles, we
carry Audax, Dynaudio, Dalesford, Jordan, Peerless, JVC,
SEAS, Pyle, Seymour, Morel, Becker, Volt. Featuring the
"Bill Reed" Signature kit and Dynaudio's “Authentic Fideli-
ty" Speaker Kits. Free price list. A&S SPEAKERS, Box
7462A, Denver, CO 80207. (303) 399-8609.

ATTENTION! New polypropylene—butyl woofer designed
for speaker builders. Details, catalog, 25¢. Meniscus Sys-
tems, Dept. A, 3275 Gladiola, Wyoming, Michigan 49509.

FOR SALE

At last, available to you now!

WONDER CAPS

You will not believe the sonic improvement that
Wonder Caps™ make to every audio component in
your system! See our advertisement in October Audio,
p.114. Write for FREE application suggestions and
order forms.

IAR Dept. WCB
2449 Dwight Way, Berkeley CA 94704

ATTENTION CANADIANS!! Quality British Hi-Fi compo-
nents available at affordable prices. Linn, Kef, Rogers,
Quad, B & W, Mission and many others. Example Linn
Basik LVX $240 CDN. Call or writte—SOUND PERSPEC-
TIVES, 454 Exmouth Street, Sarnia, Ontario, Canada, N7T
5P3. (519) 337-6656 (After 5pm). British Hi-Fi Mags avail-
able.

ATTENTION DYNA AND HAFLER OWNERS:
Frank Van Alstine can rebuild most Dyna units and
Hafler DH-200 amps with all new internal circuits. We
transform Dyna St-80, St-120, ST-150, ST-300, ST-
400, ST-416, SCA =80Q, and Hafler DH-200 amps into
state of the art quality rugged POWER MOS-FET
amps with new PC cards, precision parts, mos-fet
output circuits, huge low inductance power supplies,
shielded ground plain construction, totally free of tran-
sient distortion. We install new circuits in PAT-5, PAT-
4 and PAS-3 preamps, complete with precision con-
trols, exact RIAA equalization, matched precision
parts, and achieve complete freedom from transient
overload, even on Digital source material. Audiogram
says our complete new circuits for the FM-5 & AF-6
make the world’s best sounding FM tuner. We offer a
30 day satisfaction guarantee or your money back on
our $99 super phono cartridge. Why pay for expensive
new equipment when we can make your Dyna units
better than new, for much less than new prices? We
ship worldwide and have new 120 volt and 240 volt
equipment available. Write or call us for our descriptive
catalogue.

JENSENS STEREO SHOP
2202 RIVER HILLS DRIVE
BURNSVILLE, MINN. 55337, (612) 890-3517

ATTENTION WANTED: MCINTOSH (SOLID STATE &
TUBE), MARANTZ, ARC, WESTERN ELECTRIC, BERN-
ING, ETC. TUBE EQUIPMENT. 713-728-4343. MAURY
CORB, 11122 ATWELL HOUSTON, TEXAS 77096

A STEAL: Yamaha R-1000 100-WPC receiver. Mint $490
or B.O. (212) 263-3494

ATTRACTIVE PRICES: DYNAVECTOR, GRACE,
DENON CARTRIDGES, FULTON, LINN, KOETSU, AC-
CUPHASE, FR, STAX, SOTA SAPPHIRE, QUAD 63,
WALKER, BRB SYSTEMS. COD SHIPPING, SASE
QUOTES, (713) 728-4343. MAURY CORB 11122
ATWELL, HOUSTON, TEXAS 77096
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177 Sound Beach Avenue, Old Greenwich, CT 06830
Maijor credit cards honored. Open 10 AM-6 PM Mon-Sat.
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FOR SALE

ATTENTION EVERYBODY!!!

ACOUSTAT COUNTERPOINT  KYOCERA
ACOUSTIC ELECTRONICS CJ WALKER LINN SONDEK
AUDIO QUEST DAHLQUIST MUSIC REFERENCE
ADS DCM NAD

AUDIO RESEARCH DENON ORACLE

B&0 DYNAVECTOR  PETERSON
BOSTON ACOUSTICS HAFLER ALPHASON
CARVER KISEKI GRACE

VPi HELIUS SIGNET
QUICKSILVER PENTAGRAM  RGR

CSA AUDIO

193 Bellevue Ave, Montclair, NJ 07043
The audio professionals since 1972! Complete cus-
tomer satisfaction. VISA, Mastercharge accepted!
201-744-0600
SERIOUS INQUIRIES BY PHONE, NO MAIL!!

AUDIO CONNECTION
IN NORTHERN NEW JERSEY
TURNTABLES: Denon, Heybrook, Linn, VPI

ARMS: Helius, Linn, Lurne, Souther SLA-3

CARTRIDGES: Argent, Audioguest, Grado, Prome-
thean, Win

ELECTRONICS: Beard (tube), Bedini, Electrocompa- |
niet, Magnum, Naim, PS Audio

SPEAKERS: Fuselier, Heybrook, Kindel, Linn,

Rogers, Spectrum, Spica, Vander-
steen & more

Audiophile Discs, Cleaning Ma-
chines, Last, Littiite, LiveWire, JGA
Interconnects

—201-239-1799— ‘
615 Bloomfield Ave, Verona, NJ 07044

We offer single-speaker demonstration and request
that you schedule an appointment.

ACCESSORIES:

AUDIOPHILE START UP
SYSTEM

(ABOUT $700)

Turntable: NAD LEGAT
Cartridge: GRADO GTE +1
Receiver: NAD 7120
Speakers: FRIED BETA

‘SOUND BY SINGER

227 Lexington Avenue
New York, NY 10016
(212) 683-0925

AUDIO PULSE SERVICE. Factory trained technicians.
Write us about Model One update kits. White Labs, 10528
Lower Azusa Rd., Suite 192A, El Monte, CA 91731. (213)
446-5346.

FOR SALE

AUDIO REFERENCE SYSTEMS. Precision components
by Audioquest, Belles, Berning, Dayton Wright, Dennesen,
Perreaux, and mare. Pre-owned KEF, Linn, Oracle, SOTA
Mclintosh, Paragon. Trades accepted. 1420 Latham Place,
Rockford, ILL 61103. 815/964-9634, 815/963-9258.

AUDIO RESEARCH D76—$550, SP3A—$335 Call Terry
402-391-3842

BANG & OLUFSEN PLUS—Finally, audiophile sound
quality coupled with elegant styling. Made in Denmark, you
can have European craftsmanship at very affordable
prices. Now available—B&O's newest products in stock!
PLUS quality control to assure optimum performance.
Shipping anywhere in the continental U.S., DESIGNA-
TRON'S STERED STORES INC., 260 Old Country Road,
Hicksville, NY 11801, (516) 822-5277.

1

BEARD AUDIO SYSTEMS TUBE ELECTRONICS:
I You'll know when you hear it-nothing is better. For
dealer list, contact |Al 723 Bound Brook Road, Dunel-*
len, NJ 08812 or call 201-968-8771.

BEARD ELECTRONICS in NJ at Audio Connection

BEDINI—back & better than ever! Hear the new DE elec-
tronics: Audio Connection 201-239-1799

BEST TRADES OFFERED. Trade for Accustat, Berning,
Belles, Bedini, Classe, Counterpoint, Perreaux, Music Ref-
erence, Ruana, Pyramid, PS, Quicksilver, Oracle, Quad,
Sota, Rega, Thiel, Audioguest, Nitty Gritty, etc. AUDIO
DOCTOR, 1518 W. Commercial, P.O. Box 390, Buffalo,
Missouri 65622. 417-345-7245

BEST TRADES OFFERED. Audio Doctor has moved to
serve you better. Send for free list. AUDIO DOCTOR, 1518
West Commercial, P.O. Box 390, Buffalo, Missouri 65622,
417-345-7245

BOSTON ACQUSTICS PLUS—Dollar for dollar, one of the
most exceptional speaker lines to come along in years.
Boston Acoustics delivers unbelievable performance at
very reasonable prices. All models in stock. DESIGNA-
TRON'S STEREO STORES, INC. 260 Old Country Road,
Hicksville, NY 11801 (516) 822-5277.

BREAKTHROUGH DEVELOPMENT!!!
Cables That let you hear your system for the first time!!
Four years in the making! Discreet Techinology Audio Inter-
connects!!! The difference will startl2 you. Money gladly
returned if you don't feel totally satisfied!! Send $50.00 for 3
Ft; $60.00 for 4 Ft. Plus $1.75 shipping (no C.0.D.'s) to
CSA AUDIO 193 Believue Avenue, Montclair, New Jersey
07043

BROCINER—TRANSCENDANT AND MODEL 4 corner
speakers. $750 the pair. Located Florida. 201-870-1642

CABLE TV DESCRAMBLERS AND CONVERTERS.
Plans and parts. Build or buy. For information send $2.00.
C&D Electronics, Inc., P.O. Box 21, Jenison, MI 49428.

VANDER TE__EI__\J AUDIO  DIMENSIONAL PURITY

Vandersteen Audio was founded in 1977

with the commitment to offer alwa
finest in music reproduction for the
Toward thi
high de

satisfaction i

75 the
ollar.
goal there will always be a
» of pride, love, and personal
volved in each piece before it

leaves our facilities. Your Vandersteen dealer
shares in this commitment, and has been

carefully
mplex task of assembling a musically

sfying

selected for his ability to deal with

tem. Although sometimes

hard to find, he is well worth seeking out.

Write or call for a brochure and the
name of your nearest dealer.

VANDERSTEEN AUDIO
116 WEST FOURTH STREET
ALIFORNIA 93230 USA

Quoality Topes

BELOW WHOLESALE SPECIALS]

TOK

6.39  ADXC-90
3.19 DC-90
239 DC-60
215 (X 3590
1.85 X 35-908
435  SA35.90
.85 T-120
.45 T.160

DISCWASHER
DISC KIT 33.49
D-4 SYSTEM  9.49
DISCSET 16.49
1602 FLUID 9.99

FuJl
FRINC-90 275
METAL C-90 4.45
T-120 8.45
T-120HG 1095

MAR C.90
SAX C-9C
SAX C-6C
SA C-90
SA C-60
MA C.9C
AD C-90¢
AD C-60

MAXELL
249 UD 3590
2,37 XLi35-908
3.29 XL 1 3590
489 T-120
215  HGXT-120

UDXL i1 C-90
UDXL I C-60
XL 11 sC 50
MX C-93
ubC-9a

SONY
UCXS C-90
LNX C-90
L-750
L-750 HG

535
6.45
11.49
8.45
10.95

2.85
125
8.95
10.95

TO ORDER BY PHONE CALL 212-434-3417 OR ORDER BY MAIL «
c %
OF TOTAL ORDER » OUTSIDE UPS ZONES DOUBLE ABOVE - OUT
SIDE US4 WRITE FOR SHIPPING CHARGES » MASTERCARD VISA
C

CHANGE

QUALITY TAPES
864 East 7t Street, Dept A8, Brooklyn, NY 11230

FOR SALE

CALL HY FI BUYS (ATLANTA) for Acutex, Adcom, Aiwa,
Apt, AR. B&O, Carver, DCM, Dynavector, Hafler, Harman
Kardon, Kenwood, Linn, Mirage SM-1, Mission, Mitsubishi,
NAD, Nakamichi, Onkyo, Oracle, RGR, Sony, Thorens,
3-D Acoustics, Vandersteen, and more. Free shipping, fully
insured, in the Continental U.S. Just call 404-261-4434 for
more Intormation.

CARMAN’S SPEAKER HOSPITAL, Grace, Dynavector,
Mission. Harman Kardon, Kenwood, Rega, Thorens, SME,
Audible lllusions, Souther, Sota, Seiguh Kits, Raw Drivers.
1-606-441-8590—83.00 catalog 135 Tower Hill, Ft. Thom-
as, KY 41075

CARVER C-4000 MINT $600.00 1 yr oid Call 317-241-
8271 ask for Tom

CROWN BEST QUALITY AMPLIFIERS, TUNERS, PRE-
AMPLIFIERS. PROFESSIONAL CONSULTATION—BEST
PRICES. EAST: (904) 262-4000; WEST: (213) 840-0878.

+ ACOUSTIC ELECT e« B&W s THE DAVID
BERNING CO. +« CRAMOLIN ¢ DENON
+ DYNAVECTOR ¢ ELITE FURNITURE
» ENERGY LOUDSPEAKERS ¢ FULTON
» GOLDMUND + GRACE « GRADO « HAFLER
* HILL PLASMATRONICS ¢ JANIS e KEITH
MONKS + KINDEL « KOETSU « KYOCERA
« LAST «LINN SONDEK s+ LIVE WIRE
* LUSTRE « MARCOF « MEGASONICS
* MONSTER CABLE ¢ MUSIC REFERENCE |
« NAD ¢ NAKAMICHI + NITTY GRITTY |
« PENTAGRAM « PLATTER MATTER ¢ PSE
« POLK AUDIO « PRECISION FIDELITY
+ PROMETHEAN ¢« PROTON « P.S. AUDIO
« PYRAMID ¢ QUICKSILVER AUDIO « SIGNET
« SNELL ACOUSTICS » SPICA « STAX « SUMO
ELECTRIC « SUPEX ¢ TANDBERG ¢ THETA
ELECTRONICS « VP! s C.J. WALKER

the
listening
room

590 Central Park Avenue

Scarsdale, N.Y. 10583
Mon, Thurs, 10-9 PM
Tues, Wed, Fri, 10-7 PM/Sat 10-6 PM

Credit Cards Accepted
We ship FREE Anywhere in the
Continental U.S.A.

914-472-4558
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It’s not
the Ruby

we put on
the Grace.

It’s the Grace
we put in
the Ruby.

Grace's F-9E Ruby is a revolu-
tion in fixed-coil cartridges. The
new solid ruby cantilever gives
the legendary F-9E the transient
quickness previously associated
with only the finest moving coil
designs. Ruby exhibits much
less resonance and flexion than
common metal cantilevers,
assuring a virtually perfect one-
to-one energy transfer between
stylus and magnet. It took Grace
to combine this technology with
the proven musical superiority of
the F-9E.

Listeners are already calling
the F-9E Ruby the world'’s finest
sounding cartridge that doesn’t
nzed a step-up. We agree. We think
you'll agree after you visit your
Grace dealer and listen to the F-9E
Ruby.

Note: Owners of Grace F-9E and F-SL
cartridges may update with the RS-9 Ruby
replacement stylus.

P.0. Box 5046, Berkeley, California 94705

FOR SALE

CD DISCS!
We were the first software retailer in the country (see
BILLBOARD cover story 3/12/83), and we are still the
best. We have inventory! Fair prices. Same day ship-
ping. Capital Record Shop, 7 Capital Avenue, Hart-
ford, CT 06106. (203) 278-6530

HAFLER, REVOX, TANBERG, CARVER, DBX AND OTH-
ER QUALITY COMPONENTS. PROFESSIONAL CON-
SULTATION—BEST PRICES. EAST: (904) 262-4000;
WEST: (213) 840-0878.

CLASS-A-UNDERGROUND discounts audiophile records.
Mobile, Nautilus, Sheffield. Send for FREE catalog. 35
North Greenbush Road, West Nyack, NY 10994

CLOSEQUT BARGAINS—ADVENT, DUAL, DYNA-
CO, MXR, MARANTZ. FREE LIST. SCC, BOX 551,
DUBLIN, OHIO 43017

COMMITMENT? Most stereo salesmen talk a fair game.
Keith Yates, a certified audio consultant and author, has a
commitment that includes installations almost anywhere. (If
you live in Washington, Oregon, Maryland or Vermont,
Keith just missed you!) Keith Yates Audio, Sacramento CA.
916-441-0443.

COMPACT DIGITAL DISCS EXCLUSIVELY—in stock—
catalog $1, refundable with order, Ethel Enterprises, P.G.
3301, Falls Church, VA 22043

COUNTERPOQINT ® COUNTERPOINT o
COUNTERPOINT

Incredible Tubes; Incredible Value. New Standard in Val-
ue/Performance. Audition at CSA Audio (201) 744-0600.

CROWN SX824—tape deck, with remote, tape counter,
and walnut cabinet—$995 Call Terry 402-391-3842

CROWN SL-1 PREAMPLIFIER—$299, DL-2—$1,800 Call
Terry 402-391-3842

Highly refined, factory priced, speaker

systems for the audio purist. The afford-

able alternative for those seeking the best.

For brochure, call or write us. .

Chicago Speakerworks inc

5700 N. Western, Chicago, !ll. 60659
Phone (312) 769-5640

FOR SALE

AAAAAAAAAAAAAAAAAAAAAAAAAA
B & K IMPORTS
DEMO SALE:
A&R CAMBRIDGE: A60AP w/HA10 HEADAMP—
SA60 W/ELECTRONIC CROSSOVER
TOTAL PACKAGE §$ 675.

AUDIO PRO B-2-50 $ 650.
CM LABS 915 150 W.P.C. $ 600.
CONRAD-JOHNSON PV3 $ 300.
CONRAD-JOHNSON PV2ar $ 495.
CONRAD-JOHNSON MV-75a $ 900.
ESOTERIC AUDIO RESEARCH 509's

100 W.P.C. $1350.
LOGIC DM 101 $ 700.
NITTY GRITTY 3 $ 250.
QUAD 63's $2495.
QUICKSILVER ML190 $1700.
WALKER CJ55's (3 ea.) $ 250.
SUMMER SALE:
ACCUPHASE AC2 $ 350.
AUDIO QUEST P.O.A.
BELLES RESEARCH BIl AMP $ 395.
BELLES RESEARCH BIl PRE-AMP. $ 270.
CELESTION SL6 $ 609.
CELESTION SL6 STANDS $ 75

DUNLOP SYSTEMDEK Il W/PROFILE ARM $ 494.

DYNAVECTOR-DV 17D %400, DV 501 $ 495.
DV 23R $215.00 DV 20AIl $174
DV 10X3 3110
DV 50A $150.00 DV 20BIl $210
ESOTERIC AUDIO RESEARCH
516 50 W.P.C. CLASS A $ 800.00
509 100 W.P.C. CLASS A
MONO BLOCKS $1575.00
519 100 W.P.C. CLASS A MONO
BLOCKS RACK MOUNT $1700.00
FIDELITY RESEARCH FR64Ss W/V.T.A.

W/5 HEADSHELLS $ 830.00
GOLD INTERCONNECTS 1 METER $ 22.00
GOLD BANNANAS (ITT) $ 10.00
HAFLER 101K $ 170.00
KEF 103.2 WALNUT $ 749.00
KISIKI BLUE PHONO CART. $ 400.00
MICHELL GYRODECK $1000.00
MORDAUNT-SHORT CARNIVAL 3

W/STANDS 15% OFF
ORACLE P.O.A.
PERREAUX P.OA.
PINK TRIANGLE $ 800.00
PRO-AC TABLETTES $ 495.00
PS AUDIO MCA W/HCPS $ 220.00
PS AUDIO PS IV W/HCPS $ 560.00
PS AUDIO ELETE W/HCPS $ 610.00
PS AUDIO 2C W/HCPS $ 350.00
QUAD 63's $2595.
QUAD 44 MCBOARDS $ 44 ea
SYRINX PU2 GOLD $ 495,
WALKER CJ55 W/LV-X $ 510.

VISA—MC—COD—CHECKS, FREE SHIPPING,
FREE CATALOG, 24160 TWIN VALLEY CT. FARM-
INGTON, MICHIGAN 48024 BRITISH HI-FI MAGS
OLD & NEW WARRANTY: WE OFFER A LIMITED
ONE YEAR WARRANTY ON ALL EQUIPMENT
WHICH COVERS BOTH PARTS AND LABOR. THIS
IS IN ADDITION TO ANY OTHER WARRANTY THAT
MAY BE OFFERED BY THE MANUFACTURER!

DCM TIME WINDOWS, $550/pr. Mint. 703-591-8823.

STATE OF THE ART
RIBBON MID RANGE

As Manufactured by Strathearn
ABSOLUTE SOUND'S REFERENCE MIDRANGE
UNSURPASSED CLARITY
SPACIOUS STEREO IMAGING
System Power Rating 100 Watt Max.
Sensitivity 86 dB / Watt Mean at 1 meter
Dim. 251/8 X 5 1/8 inches
Also avaiable with
Advanced flat honeycomb bass drivers, fast leaf tweeters
Recommendation for frue State of the Art system,
offering savings with no quality sacrificed
EXCLUSIVE NORTH AMERICAN IMPORTER

VARIS AUDIO
CALL (201) 671-3074
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FOR SALE

DAHLQUIST DQ10s, Denon DP60L turntable (new), Dy-
navector Karat Ruby (new), PS Audio, MCA (new), NAD
1020 Preamp (new), Mitsubishi A15DC Amp, Kenwood
KT80 tuner, Harman Kardon CD-101 Cassette Deck, DBX
122, FM Antenna with Rotor. Mint. Sell as System only.
$2,450. 812-299-4214 after 7 PM.

DB SYSTEMS AUDIOPHILE ACCESSORIES INCLUDE:
DBP-2JAU Switch Box with gold jacks $54.95, DBP-6 Pho-
no Equalization Kit or DBP-6MC Resistive Loading Kit
$34.95, DBP-10 Phono Alignment Protractor $21.95, DBP-
12 Audio Cable—10 meter, 400 pF $65.95, DBP-CK Cra-
molin Audio Kit $16.95. DBP-VSP Voltage Spike Protector
$14.95. GOLD PLATED CONNECTORS (eight pack) DBP-
13J (V") Phono Jacks $12.95, DBP-13JR (%) Phono
Jacks $15.95, DBP-13P Phono Plugs $7.95, DBP-13PM
Phono Plugs $19.95, DBP-14 Spade Lugs $5.95, DBP-
9AU Banana Plugs $14.95, DBP-9J Dual Banana Jacks
(two pack) $15.95. For complete information write: DB
SYSTEMS, Main St., Rindge Ctr., NH 03461 (603) 899-
5121. Orders under $45 add $2.50 Handling. Dealer inqui-
ries invited.

DIAMOND NEEDLES and STEREO CARTRIDGES at
DISCOUNT PRICES for SHURE, PICKERING,STANTON,
EMPIRE, GRADO, AUDIO TECHNICA, ORTOFON, MI-
CRO-ACOUSTICS, SONUS, ADC and LAST, send
S.A.S.E free catalog. LYLE CARTRIDGES, Dept. A., Box
69, Brooklyn, NY 11218. For fast COD service Toll Free
800-221-0906. N.Y. State (212) 871-3303. 9AM - 8PM
except Sunday.

DYNACO OWNERS: WE BOUGHT DYNACO'S
60,000 LB REMAINING INVENTORY OF PARTS
AND FINISHED GOODS! Nobody beats our inventory
of parts, accessories, kits. Free catalog. SCC, Box
551, Dublin, OH 43017; (614) 889-2117, 9AM-6PM.

ELECTRO-VOICE INTERFACE AND CD SERIES QUALI-
TY SPEAKER SYSTEMS. PROFESSIONAL CONSULTA-
TION—BEST PRICES. EAST: (904) 262-4000;, WEST:
(213) 840-0878.

*ELECTRONIC REPRESENTATIVES NEEDED!*
LOWEST POSSIBLE PRICES!! OVER 100 BRANDS! AU-
DIO—VIDEO—CAR STEREO—COMPUTERS ELEC-
TRONIC EXPERTS 1000 ORANGE AVE., WEST HAVEN,
CT 06516

ELECTRONIC X-OVERS: 6, 12 AND 18DB/OCTAVE. Kits
from $106.50. Aiso Transient-Perfect Crossover model
6000-6, $175.00. Filters. Free folder w/reviews. ACE AU-
DIO CO. #532-5th Street, E. Northport NY 11731-2399.
(516) 757-8990.

FOR OVERSEAS USE & EXPORTS We supply Stereo
equipments & Appliances 110-220V, 50/60 Hz. Best prices,
Prompt delivery, Contact: Roma Entp., P.0.B.41127, Cin-
cinnati, Oh-45241, (513) 769-5363

ACTIVE ELECTRONIC

CROSSOVERS

STEREO BI-AMP
STEREO TRI-AMP

Level controls and sub-sonic filters,
summers, optional. Filters, regulated

power supplies, equalizers, are also
available.

Free catalog and price sheet

De@amaq Eng. Lab.

11828 Jetferson BI. Culver City, CA 90230
PHONE (213) 397-9668

FOR SALE

FREE SPEAKERKIT CATALOG 17 proven designs. Also,
200 drivers' specifications, JBL + polypropylene Thiele
data, $3. GOLD SOUND, Box 141A, Englewood, CO
80151. (303) 789-5310.

FRIED SPEAKERS & KiTS
State-of-the-art sound. Try our prices! Fast, free shipping.
READ BROS. STEREO, 593 King St., Charleston, S.C.
29403. (803) 723-7276. Also Hafler, NAD, Carver, Nakami-
chi, Sony digital (disc and PCM-F1).

GENE RUBIN AUDIO—LOS ANGELES

NAIM AUDIO  LINN SONDEK ISOBARIKS
PS AUDIO THORENS ACQUSTAT
NAD CJ WALKER THIEL
KYOCERA LS3/5A SPENDOR

Prepaid shipping (213) 571-1299 (Pacific Time)

GENUINE GOLD LION TUBES—WEST COAST DIS-
TRIBUTOR. Hand built-Individually tested with Specifica-
tion Sheet. The Worlds Finest Sounding Output Tubes.
Shipped Prepaid U.P.S. KT88 . . . (Replaces 6550) . . . $38
ea. MATCHED PRS. KT77 .. . (Replaces EL34/6CA7) . ..
$30 ea. ""ADD $10"* ECC83 ... (12AX7 INDIA). $12 ea.
M/C, VISA, MONEY ORDER. SOUND (GOODS-2627 So.
BASCOM, CAMPBELL, CA. 95008. (408) 559-1920

GOLD CONNECTORS, CRAMOLIN, other goodies. De-
taits, SASE. Reference Audio, 368. Rindge NH 03461

GOLD LION POWER TUBES: KT88, KT77, Premium l
12AX7, and 60J8 available from tAl 723 Bound Brook
Road, Dunellen, NJ 08812, or call 201-968-8771. l

GOLDMUND STUDIO TURNTABLE, MOUNTED WITH

FIDELITY RESEARCH FR 64-FX ARM. WILL ACCEPT

ANY REASONABLE OFFER. MINT CONDITION. CALL

312-824-1993 FOR INFORMATION. WILL SHIP.

GOLDMUND T3 ARM-FACTORY DEMO unit (not a T3B),
$1995, GCLDMUND'S NEW TURNTABLE CLAMP $75
and MAT $100. NEW GOLDMUND "Economy” Turntable/
Arm combination $2895—orders for Aug.-Sept. delivery w/
$100 deposit. Reference Audio (315) 437-1209.

GOOD BYE'S, Grado TT+SME | $125, Marantz
115B +cat $145, Quad 33 pre, non harsh $190, Spectro
217 + cab $125, AKG X8S 5hrs use $50, Mordaunt Carni-
val s+ stands $300, Custom 3way Oak Satellites with
Stratherns $625, worth every penny, Don (602) 897-0211.

GRACE CARTRIDGES: HAND PICKED FOR THE BEST.
Read Outs For Channel Ralance, Crosstalk, and Frequen-
cy Response. F9E $120.00, F9E Ruby $165.00 ETC.
VISA, MASTERCHARGE, COD. AudioWorkshop, Box
18009, Seattie, WA 98118 {206) 323-4987.

ectrified

203-937-0106
Lowest Possible Prices !!

AUDIO VIDED CAR PRODUCT
COMPUTERS — {HARDWARE - SOFTWARE) }
VIDED GAMES TELEPHONES MORE §
FULL WARRANTY — FAST DELIVERY
SEND FOR FREE CATALOG !

w 996 ORANGE AVE. | NENNEEN

WEST HAVEN, CT. 06516/

LEGENDS EVOLVE AND IMPROVE

Chestnut Hill Audio 1s at the leading edge of musical technology Hear our new Sony CDP-101
Compact Digital Disc Player as well as legendary products from Accuphase, Acoustat. Acoustic
Electronics, Adcom. Amber. Apature. BK Components, Berning, Cabasse. Cotter. Denon, Dyna-
vector, EMT Euphonics. Fourier. Fried. Grace. Hafler Infinity, Jamis. Kenwood Purist, Koetsu, Kiseki,
Krell LAST Leach, Linn Sondek J A Michell Monster Cable, Music Reference. NAD, Oracle
Ongin PS Audio Pioneer Video. Proton Pyramid. Quad, RGR, Rogers, Signet. Sony. Spectral
Spendor Syrnnx Tandberg, Thorens, Threshold 3D Acoustics. VPl VSP Labs and Vandersteen
311 Cherry Street, Philadelphia, Pa 19106 (215) 923-3055

CHESTNUT HILL AUDIO LI'D.
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The

HW-19
Simply Dynamic

“or y=ars VPl has been world
revowned for its superb turitable
isalation base, the VPl HW-2.
Wow, ater 3 years of research and
ergineering, VPI has introduced a
turntab e based cn the outstanding
solation properfies of the JW-2.
¥2] went back © basics in its ap-
s0ach to produce the utimate
:urntakle using dynamic’ 15 ips
rraster tap=s as a reference

The HW-19
Redefines The State Of The Art
In Turntable Design.

VP! uses only high precision
machined parts in its construction,
no stampings or castings. A space-
age, self lubricating material is
used for both the vertical and
horizontal bearings. The 12 Ib.
platter is lathe-turned from solid
aluminum and lead to achieve
greater moments of inertia and
superb non-resonant qualities.

The result—a precisian analog

turntable capable of extracting all
the information contained on your
records—right down to the lowest
frequencies. The HW-19 allows
dynamic range response unavail-
able with other turntables—paral-
leled only by 15 ips master tapes.
Simple, yet dynamic—the VPI
HW-19 has it all, and for only
$665.*
- Listen to the unigue experience
of the HW-19 and all the other VPI
quality products at your local
audio specialty dealer. Call
212-738-3269 for his name and ad-
dress, or write to VPIl, P.O.
Box 159, Dept. A8, Ozone Park,
NY 11417,

*Suggested retail price.



FOR SALE

GRACE—RUBY CANTILEVER FOR F9 SERIES
We offer the Grace 747, 707MK2, 704, F11L, FSE and
RUBY. Visa and MC. FREE SHIPPING IN US AND PR.
OXFORD AUDIO CONSULTANTS, INC., Box 145, Oxford,
OH 45056-0145, 513-523-3333, TLX427791.

HAFLER IN THE SOUTH
In stock, the superb Hafler DH-110 pre-amp and DH-220 &
DH-500 amplifiers. Immediate, FREE shipping. Also Fried,
Carver, Acoustat, NAD, Nakamichi, Audire, PS, Vander-
steen, Kiipsch, Sony digital {(disc and PCM-F1). READ
BROTHERS STEREOQ, 593 King Street, Charleston, South
Carolina 29403, (803) 723-7276.

THE MARRIAGE OF AUDIO AND VIDEO
UNPARALLELED ABILITY TO TRANSPORT
YOU TO THE LIVE PERFORMANCE.

TATE Il SURROUND STEREO SYSTEM
MODEL 101A TATE Il SURROUND STEREO SYSTEM
DECODES SURROUND ENCODED OR NON-
ENCODED HOME VIDEO, NORMAL STEREO, AND
SQ SOURCE MATERIAL INTO A 360° MULTI-
CHANNEL SOUNDFIELD WITH GREATER DIREC-
TIONAL ACCURACY, SEPARATION, FREQUENCY
RESPONSE, THAN ANY OTHER SYSTEM. CLASS
‘A’ AMPLIFICATION, FILM CAPACITORS IN
SIGNAL PATH FOR INCREDIBLE OPENNESS AND
SPACIALITY. OPTIONAL REMOTE CONTROL. CD
DISC COMPATIBLE. 5-PATENTS. MADE IN USA.
RECEIVED 1982 HI-FI GRAND PRiX, 1983 CES
DESIGN AWARDS. HARRY MAYNARD SAID..““THE
101A IS THE MOST VERSATILE, SOPHISTICATED,
HIGH QUALITY SURROUND SYSTEM [‘VE YET EN-
COUNTERED. THE ‘YOU ARE THERE' QUALITY IS
TREMENDOUS, OFTEN BETTER THAN BEING
THERE.’’ FREE BROCHURE 602-445-6999.

FOSGATEF=
=

RESEARCH inc

215 W. LEROUX PRESCOTT, ARIZONA 86301

FOR SALE

HAFLER PLUS—The new Hafler DH220 power amplifier—
replacing the DH 200, reinforces David Hafler's commit-
ment to quality in every product he designs. We carry the
full Hafler line, available in either kit or factory assembled.
Own some of the finest audio equipment! Now at extra
savings! PLUS-FREE shipping anywhere in the continertal
U.S., DESIGNATRON'S STEREO STORES, INC., 260 Oid
Country Road, Hicksville, NY 11801, {516) 822-5277.

HAFLER 110 PRE-AMP 220 Amp like new (215) 567-4626

SONY DIGITAL
The new CDP-101 digital audio disc player (plus the discs),
and the PCM-F1 digital audio processor. In stock. Free
shipping. READ BROTHERS STEREO, 593 King Street,
Charleston, South Carolina 29403, (803) 723-7276.

LEVINSON HQD, ML-1, ML9, LNC-2, Nakamichi 682ZX,
Counterpoint SA-1. (913) 764-6482

KIMBER KABLE

HIGH PERFORMANCE
SPEAKER WIRE

Strong in the West, headin’ East.

ASK YOUR DEALER

Manufactured by;

RKB Industrial. Inc.
2058 Harrison Blvd.
Ogden, Utah 84401
(801) 621-5530

The art of
shaping sound.

Does your music sound better in
the next room? Pro audio kills

resonances with SONEX
acoustic foam, and now you
can too. Control acoustics
and turn your room into a

studio. At midrange, SONEX

has twice the sound absorption g%

of good carpeting for about the
same cost. If your dealer doesn’t
have SONEX, send us $40 for a
sample box of four 24"x 24"
sheets, or write for our color
brochure.

illbruck /usa

techniques with foams
3800 Washington Ave. N. Minneapolis, MN 55412

FOR SALE

HARTLEY POLYMER DRIVERS
Call or write EPIK Audio today to discover why HART-
LEY toudspeakers are the finest dymanic drivers avail-
able. EPIK Audio, 653 Overland Trail, Roselle, lllinois
60172 (312) 894-0294

HEYBROOK TURNTABLE & SPEAKERS IN L.A.
EARS, P.O. Box 658-U, W. Covina, CA 91790. 213/961-
6158.

HAFLER, REVOX, TANBERG, CARVER, DBX AND OTH-
ER QUALITY COMPONENTS. PROFESSIONAL CON-
SULTATION—BEST PRICES. EAST: (904) 262-4000;
WEST: (213) 840-0878.

HARMAN-KARDON SEPARATES, RECEIVERS, CAS-
SETTE DECKS, TURNTABLES, PROFESSIONAL CON-
SULTATION—BEST PRICES. EAST: (904) 262-4000;
WEST: (213) 840-0878.

HIGH END EQUIPMENT

All kind of American, Japanese, English and German au-
diophile products like: Audio-Research, Audiostatic, Acous-
tat, Conrad-Johnson, Esoteric A.R., EMT, Goldmund, Infin-
ity, Kiseki, Krell, Koetsu, Linn, Magneptanar, Oracle, Plas-
matronics, Quad, Revox, Stax, Snell, Threshoid, Thorens,
Vernissage, Zen and many others at lowest export prices.
Ask for latest price list and details. WE SHIP WORLD-
WIDE! Hifi Systems, Lengsdorfer Hauptstrabe 75, 53 Bonn
1 West-Germany, Tel. 0228-253111 or 253314, Tix.
886646 hfss d.

IN COLORADO. Quicksilver, Perreaux, VSP, Berning,
Counterpoint, Pentagram, Fried, Spica, Audioquest, Nitty
Gritty, Walker and SOTA turntables. Demos available on
some products. (303} 963-3269 evenings/weekends.

IN STOCK! Audio Research, Thorens, RGR, Hafler, On-
kyo, Technics, B&W, Meridian, E.V., Vandersteen, Dyna-
vector, Snell, Tascam and more . . . For information: P. K.
Audio, 4773 Convention Street, Baton Rouge, LA 70806 or
(504) 924-1001.

JANIS WOOFERS & INTERPHASE CROSSOVER/AMP
The Janis bass systems are the finest universal subwoofer
systems available. FREE SHIPPING IN US AND PR. Visa
and MC. WORLDWIDE EXPORTING. OXFORD AUDIO
CONSULTANTS, INC., Box 145, Oxford, OH 45056-0145,
513-523-3333, TLX427791.

J.B.L. SPEAKER SYSTEMS AND COMPONENTS
bought, sold and traded. 1-313-229-5191 or 5115 Red Fox,
Brighton, M| 48116.

“KAIDE", Sao Win's new MC-10, musically superb, a true
reference: at Audio Connection, 201-239-1799

KEITH YATES AUDIO: MARK LEVINSON, Linn, Quad,
Bryston, Vandersteen, Walker, KEF, NAD, Denon, Koetsu,
Dynavector, Shahinian, Van-den-Hul, more. Free shipping.
Installations throughout North America. 916-441-0443.

KENWOOD LO7 Mii PUREST SERIES AMPLIFIERS, 150
WATTS PER CHANNEL, EACH. UNDER FACT, WAR-
RANTY. $395.00 OR BEST OFFER. 312-824-1993 WILL
SHIP

LEACH SUPERAMPS, mint; LINN headamp; QLN speak-
ers w/stands, DENON DP-75; B&W DM10 speakers. All
best offer, mint. EVES 201-398-1216.

Luxman

Tandberg

Wharfedale

Thorens

3-D Acoustics Grace

Audio Control Denon
Hitachi

We Deliver FREE
Anywhere in the
Continental USA

Kenwood
Mitsubishi

Sherwood
& Many More!

the SOUN R Appi6ach,

6067 Jericho Tpke., Commack, N.Y.
Charge it...Call 516-499-7680 Ext-82
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FOR SALE

LINN PRODUCTS, MODIFICATIONS & NAIM
We are pleased to offer the complete line of Linn and Naim
products: turntable, cartridges, arms, speakers, electron-
ics, NIRVANA & VALHALLA MODIFICATIONS FOR LP12.
Visa and MC. FREE SHIPPING IN US AND PR. OXFORD
AUDIO CONSULTANTS, INC. Box 145, Oxford, OH
45056-0145, 513-523-3333, TLX427791.

MCINTOSH, MARANTZ, Levinson, ARC bought traded.
Other Hi-End equip. wanted. Beveridge Model 2 (orig.)
$2500. Bev. RM 1% pre. $1100. RM3 X over $375. Den-
nesen ESL110 $425 pr. C. Vega A30001 amp. $650. R.C.A.
MI 9289C 260 W. Mono amps $650. Dayton Wright SPA
latest $550. Oracle—D $675. Dennon DP7000 T.T. $495.
Counterpoint SA2 $600. Other arms and step-ups. Gale
T.T. $625. Sansui 9700 rec. $475 Optonica RT6905 deck
$525. 3 Bx W/remote $475. NOTICE. A limited number of
repairs will be accepted this summer on hi-end gear only.
SOUND INVESTMENTS (212) 377-7282. New York, noon
to 3 P.M. only.

FOR SALE

MCINTOSH PLUS—McIntosh instruments are the Labora-
tory Reference Standard for the world. Mcintosh designs
their equipment for a long life with low mairtenance and
high quality performance. PLUS-FREE test report on your
new Mclintosh equipment, on request, FREE shipping any-
where in the Continental U.S., Prompt delivery, Credit
cards accepted. DESIGNATRON'S STEREQ STORES,
INC., 260 Oid Country Rd., Hicksville, N.Y. 11801 (516)
822-5277

MUSICAL CONCEPTS—YOUR PERSONAL MUSIC
SHOPPER. Quality jazz/classical recordings, books &
unlque gift items. 50¢ for brochures. Musical Concepts,
Box 53AA8, Cedarhurst, NY 11516.

MAGNUM'S 95 FM PREAMPLIFIER—the only way to
clean FM. Audio Connection, 201-239-1799

MARANTZ, MCINTOSH original tube covers, cabinets,
manuals. Reasonable (805) 646-5862

MCINTOSH MC2100 $450, MR71 w/cabinet mint $450,
1900 receiver $800. Teac AL700 ELCASET originally
$1,100 factory sealed $349. Elcaset is Y& wide playing at
3.75 ips with lower wow, flutter, more dynamic range than
cassette, signal to noise just under 100 dB w/RX10, 3
motor-3 head, die cast frame. RX10 matching DBX factory
sealed $250. Sony EL-4 $139. ELCASET tape. Phase
Linear 4000MK2 preamp w/autocorrelator, w/new walnut
paneis $200, 3000MK2 w/headamp $200, 4000 w/autocor-
relator, quad output $200, 700MK2 w/new walnut panels
$575. Nakamici 700 $440, 550 $450, 680ZX mint $800.
Crown FM1 $450, SS1444 recorder 4 speed, takes 14"
reels, 4 channel mint $1850. ReVox A77 MK3 $650, w/Kent
mod. $800, B77 mint $1,100, A700 w/2 headblocks $2,250,
B790 table demo $500. Tandberg 2060 receiver demo
$400. Dyna pas3x factory assembled mint $140. Ortofon
STM72 $35. RCA 77DX museum quality pair $1,000. Star
SR44 phones new $55. Panasonic SH3433 quad scope
$300. Audiopuise 1 $300. many other items call or write for
list. | will trade new computer equipment for your surplus
audio eugipment. Martin Gasman 779 Worcester St.
Wellesley, MA 02181 617-CEL-TICS.

MERRILL AR MODIFICATIONS
SUB CHASSIS KIT—$79.00 Designed to deaden
the AR turntable and allow replacement of original
tone arm. Consists of acoustically dead repiacement
sub chassis and new bearing.

SPRING KIT—$8.00 Allows use of wide variety of
tone arms, platter pads, record weights, and other
accessories.

REPLACEMENT HIGH TORQUE MOTOR—$45.00

OAK REPLACEMENT BASE—$145.00 Beautiful
solid oak base with lead lining for extra deadness.
Comes with a 10 gauge soft vinyl dust cover.

TUNING SYSTEM—$45.00

LEAD COATING SERVICE—$10.00

REPLACEMENT SPINDLE—$25.00
PLATTER BALANCING SERVICE—$10.00
GLASS AND LEAD PLATTER PAD--$35.00

Underground Sound,
2125 Central, Memphis, TN 38104
(801) 272-1275

MARK LEVINSON ML-6a (L2-L3A) $5000. Goldmund Stu-
dio-T3 $3200. Koetsu Onyx Gold $800. Quad ESL-63 with
stands $2200/pr. Janis W1 with Interphase A $900. Elec-
trocompaniet Ampliwire lls (mono) $1860/pr. Keith Monks
record cleaning machine $1100. Mark Levinson cables &
connectors. (405) 341-7980.

MC INTOSH AUDIO EQUIPMENT Bought—Sold—Trad-
ed—Evenings & Weekends, 607-865-7200. If no answer
607-865-5387 S.D.R., P.O. Box 176, Walton, NY 13856

DISCOUNT CAR STEREO

30 DAY MONEY BACK GUARANTEE
PRICES TOO LOW TO LIST

MANUFACTURER’S NAMES

MOST MAJOR BRANDS 04 PAICES AND INFORMATION
¥ A 800-645-6607

NY PJB) 665-6670

Box M « Bay Shore K o

NEW BREED

DISCOUNTS

5191 or 5115 Red Fox, Brighton, Ml 48116.

McINTOSH BOUGHT, SOLD AND TRADED. 1-313-229-

MCINTOSH 2120—$900 Cait Terry 402-391-3842

* WE WILL *

=NOT BE BEAT!

SUPER SELECTION: FULL WARRANTY- FAST DELIVERY
* HI-FI_HIGH END & VIDEO -

VISA

CALL (203) 934-8291 NOW!

MAC

BN

[ % AUDIO PEOPLE * |

1000 Orange Ave., West Haven, CT 088168

1 FOR SALE

MITSUBISH! TUNER, Preamp, Amplifier, Power meter—
$995 Call Terry 402-391-3842

MONSTER CABLE .65¢ A FOOT CUT TO ANY LENGTH.
GOLD PINS .50¢ EACH. Mariah Speakers, Precision Fi-
celity. Cail or write for other great prices. VISA and MC.
TROLLY STEREQ 451 Moody St. Waltham MA. 02154
(617) 891 3337

NEW NEVER USED, purchased at liquidation auction,
SONY XT-22 FM car stereo tuner $80.00, 316-792-1552

$175

for legendary sound
i - from your turntable

(ol 40

GOLDMUND RELIEF
MAT & CLAMP

Threshold S/1000
STASIS amplifiers

4 and FET one
preamplifier

Threshold

Threshold

precision crafted audio components

The Threshold FET one preamplifier and S/1000 STASIS amplifiers
are definitive statements in high performance electronics.
Incorporating Threshold's proprietary STASIS technology these
components realize extraordinary levels of musical accuracy and

in combination can stand as an “ultimate” signal processing system.

These Threshold models are, however, just the vanguard of a
decisive product series. All Threshold amplifiers, regardless of
cost, have fully identical STASIS circuit topologies to achieve
performance so accurate that no global feedback, or for that
matter any overall corrective system, is either needed or used.
Threshold FET one and FET two preamplifiers represent original
design concepts that maintain phase and amplitude coherence at
unprecidented levels. Manufaciured to the highest levels of
construction and aesthetics Threshold components are rightfully
regarded as fusions of art and engineering.

For a color brochure and techical specifications
on the full Threshold line write:

Threshold Corporation
1832 tribute road suite e sacramento california 95815
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The Slﬁaﬂ
Yet Surprising
Morel MLP-202.

THESE ARE THE REMARKABLE small
loudspeakers whose smooth response
and open, dimensional sound are at
least on a par with the finest units of
many times the 202's size and price.

Morel has designed and built
speakers and driver units in Israel for
over eight years. Now, with the U.S.
introduction of the model MLP-202,
Morel is prepared to offer the demanding
audiophile the highest possible quality at
an extremely reasonable cost. ($198.
each)

Morel's drivers, manufactured to the
strictest tolerances in our own factory,
incorporate several notable
technological advancements. Ultilizing
hexagonal voice-coil wire, unigue
magnet structures having no stray
magnetic fields, and special adhesives
and coatings, the Morel drivers are
exceptional in rise time and coherence.

Also, the oversize (3") voice coil in
our woofer and the ferrofluid tweeter will
allow Morels to handle the wide dynamic
range of your digital recordings with
plenty of room to spare.

Please write for details:

morel

morel acoustic Itd
industrial area b, p.o.b. 140, ness ziona
70 451 israel. tel. 054-70796, telex 31951

morel acoustic usa
414 harvard street, brookline, mass. 02146
usa. tel (617)277-0111

FOR SALE

MERRILL TURNTABLE
NOW ACCEPTING ORDERS

FEATURES: Solid cak hand-buill base, lead and foam
lined for deadness. Seven layer laminated plinth. One of
the best looking turntables ever built. Three point energy
absorbing sub chassis. Three-fourth inch thick arm mount-
ing boss (thickest of any turntable made). Four adjustable
feet. Twenty-four pole synchronous motor with enough
torque 1o handle a ten pound platter. A spindle system that
will handle hundreds of pounds of weight. Two piece plat-
ter, machined out of matching aluminum. 100% balance
guaranteed. Optional Tuning System. Non-obsolescert.
New accessories can be added to the existing turntable.
Comes with a 10 guage soft vinyl dust cover. Many more
features! The bottom line: $385.00. FOR MORE INFOR-
MATION AND A PICTURE: Piease send a seif-addressed
stamped envelope to: UNDERGROUND SOUND, 2125
Central Ave., Memphis, TN 38104.

MUSICALITY? KEITH YATES, a trombonist and director
of the Sacramento Opera, uses odd “reference systems™:
Live Music. That's why conductors, musicians, recording
engineers, producers and audiophiles in 21 states and
several foreign countries rely on him. If you're after musical
results, not gadgets, call Keith Yates Audio, 916-441-0443,
or send $2 to Box 161152, Dept. AM, Sacramento CA
95816 for magazine reprints.

FOR SALE

NEW 83 RAW LOUDSPEAKER CATALOG, 25¢. Menis-
cus Systems, Dept A, 3275 Gladiola, Wyo., M| 49509

1-601-323-0750 FOR LOWEST PRICES: NAKAMICHI,
HK, JBL, BOSE, POLK, DBX, GRADO, and more. DY-
NAMIC SOUND, Box 168, Starkville, MS 39759. 1 PM-9
PM, M-F.

ORACLE ALEXANDRIA—State-of-the-Art Beauty with
tonearm for under $900? Yes! CSA Audio (201) 744-0600.

ORACLE “DELPHI” OWNERS. You won't get the best
sound your turntable can produce without our beefier, low
ripple power supply. improved imaging, dynamic range and
instrument timbre guaranteed! THE MOD SQUAD, 144
Athena Street, Leucadia, CA 92024 (619) 436-7666.

ORACLE PLUS—Own the finest sounding turntable in the
world. The Oracle will greatly improve the total sound of
your system. Plus—quality control to assure optimum per-
formance and free shipping anywhere in the continental
U.S. DESIGNATRON's STEREO STORES, INC., 260 Old
Country Road, Hicksville, NY 11801. (516) 822-5277.

NAKAMICHI—Tape Cassette Deck 681ZX Dolby C—Full
Feature. One year old. List, $1,900., Sale $1,000. Wireless
remote $100. Telp.# 404-752-7772.

MUSIC REFERENCE RM-5A PREAMP, latest version, as
new, $795; Threshold Stasis il power amp, mint, $850;
Quatre DG-250 power amp, good condition, $225. 912-
746-0037 between 6 & 10 PM Eastern time (GA).

MUSIC REFERENCE RMA4A $450.00, RMS5A $675.00
Counterpoint SA-2 $625.00. Great prices on other fine
components. Esoteric Audio Components, (512) 837-9629,
3:30-10:00

NAKAMICHI PLUS—Featuring the incredible BX-1 cas-
sette deck. Now you can have Nakamichi performance for
under $300. We also carry the full line of Nakamichi prod-
ucts. PLUS-FREE calibration and bias adjustment, on re-
quest, FREE shipping anywhere in the continental U.S.
DESIGNATRON'S STEREO STORES, INC., 260 Old
Country Road, Hicksville, NY 11801, (516) 822-5277.

NAKAMICHI: SHAMEFULLY LOW PRICES. New And
Used. BX-2, LX-3, LX-5, ZX-7, ZX-9, Dragon. AudioWork-
shop (206) 323-4987

IF YOU CARE ENOUGH TO HEAR THE VERY BEST—

|

MODEL BPA—100B
LISTEN T0 THe SPECTRASCAN BPA-1008 (BASIC)
AND BPA-100M (METERED) HIGH TECHNOLOGY, HIGH DEFI-
NITION AMPLIFIERS e MEETS ALL DESIGN CRITERIA OF
OTALA AND CHERRY e NESTED MULTIPLE FEEDBACK
LOOPS. WIDE BANDWIDTH, HIGH SLEW RATE e 15KHZ
DOMINANT POLE. CONSTANT FEEDBACK, ZERQ PHASE-
SHIFT AND HIGH DAMPING FACTOR FROM DC TO 20KHZ
REGULATED POWER SUPPLY FOR TRUE DC COUPLING AND
INCREDIBLY SOLID BASS ® FULL PROTECTION CIRCUITRY,
ACTS ON POWER SUPPLY, NOT AMPLIFIERS @ 100 W/CH, 8
%mg ® 175 W/CH, 4 OHMS ® 350 W, 8 OHMS, BRIDGE/
® COMING SOON: TWO PREAMPLIFIERS. (MODELS LCA-
10 AND LCA-20) ONE 150 W/CH AMPLIFIER (MODEL BPA-
200B) AND A PAIR OF SPEAKERS (ASHLEY-100L). WRITE OR
CALL FOR BROCHURES AND PRICES.

SPECTRASCAN INC

OTL AMPLIFIERS ©

How is it possible in 1983 that tube amplifiers are still
considered “state of the art"? The answer is quite simple—
tubes are better devices for audio circuits. For those who
are seeking subtly, refinement and musicality tube amplifi-
ers reign supreme, and in this category of electronics the
best circuit is an OTL amplifier ©. An OTL amplifier © is a
tube amplifier that has no output transformer and because
of this, you can listen to the tubes unfettered by the “chok-
ing" effects of transformers. The JULIUS FUTTERMAN
OTL AMPLIFIER © circuit is unsurpassed in its musical
ability because it is a tube amplifier with a bandwidth of
200,000 KHZ and a slew rate of 33 volts per microsec-
ond—performance unmatched by any other tube amplifier.
For the musically sophisticated and the intellectually curi-
ous, we have prepared a 72 page book on tube electronics
which is an education in modern tube circuitry. Send $2
domestic, 6% foreign to New York Audio Laboratories, Inc.
33 North Riverside Avenue, Croton, New York 10520.

PERFECTIONIST AUDIO—BEST TRADES
Conrad Johnson, Hafler, Audire, Kyocera, Denon, PS Au-
dio, Precision Fidelity, Esoteric Audio Research, Quad 63's
$2695, Beam, DCM, Spendor, Spica, Vandersteen, Proac,
Celestion SL-8, Oracle, Walker, Gyrodel, Linn, Klyne, Dy-
navector, Accuphase, Grace 1610 James, North Mankato,
Minn., 56001 1-507-625-7068 or 345-7186

PHASE LINEAR. 8000 Series, two turntables $299.00—
806-894-9782

PINK TRIANGLE TURNTABLES AT AMERICAN AUDIO-
PHILE in New York. Call 516-561-7114.

>, Sound Advice,
(° By George!

\

The best doesn’t mean the
most expensive. Let our ex-
perts guide you to the best
sounding system for your
dollar from a huge selection
of name-brand hi-end. Call
(616) 451-3868 for informa-
tion or catalog.

5923 N. NEVADA AVE. VISA/MC/Amex accepted
COLORADO SPRINGS COLO. 80907 A
303-599-9254 OLU_'O ,
DEALER AND REPRESENTATIVE INQUIRIES INVITED . QaMIsaY,iNC.
| Box 6202, Grand Rapids, M| 49506

REFERENCE QUALITY AUDIO COMPONENTS

Completes Shipping and Export Facilitiss Available
Bank Cards Accepted

Accuphase @ Adcom e Ariston @ Audio Interface e Beveridge e Bipolar @ Counterpoint
DB Systems e D&K Imports @ Decca @ Dynavector @ Electrocompaniet e Entec
Estoric Audio Research @ Grace e Hafler @ ISOS e Kiseki ® Kimber Kable & Klyne
Koetsu ® Krell ® Lustre @ Nova @ Ortofon e Orsonic e Precision Fidelity
Sideral Akustic @ SME e Snell @ Souther e Spica e Stax @ Sumiko @ Supex
Symmetry e Talisman e Thorens @ Triad @ VPI @ VPS Labs

Cali for appointment and/or information or send $2.00

) for product

GREENFIELD EQUIPMENT

BOX 225D RIVER FOREST, IL 60305 {312) 771-4660
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FOR SALE

PINK TRIANGLE TURNTABLES AT AUDIO BY CARUSO
In Florida. Call 305-253-4433.

PINK TRIANGLE TURNTABLES AT AUDIO VISIONS OF
NEW ENGLAND. Call 617-641-0490.

PINK TRIANGLE TURNTABLES AT QUINTESSENCE in
lilinois. Call 312-960-3303.

PINK TRIANGLE TURNTABLES AT HIGH C STEREO in
Virginia. Call 703-777-7799.

PINK TRIANGLE TURNTABLES AT PAUL HEATH AU-
DIO in New York. Call 716-424-4916.

PINK TRIANGLE TURNTABLES AT AUDIO ESTHETICS
in New York. Call 516-365-4044.

PINK TRIANGLE TURNTABLES AT AUDIO CONNEC-
TION in New Jersey. Call 201-239-1799.

PORTABLE EQUIPMENT: UHER, Sony, Sennheiser,
AKG, Beyer-Dynamic. Send SASE (Specify Model), Car-
penter Sound, Box 1321, Meadville, Pa. 16335-0821

POWER TO THE PEOPLE—Most complete publication
available on regulated power supply construction. $16.50.
MEGACABLE—Our interconnect and speaker cables de-
liver what others only talk about. 37¢ SASE brings regula-
tor/cable information. MIDWEST AUDIOPHILE SUPPLY,
BOX #3, Emerson NE 68733, (402) 695-2509

PRIVATE STUDIO SELLING QUALITY AUDIO EQUIP-
MENT: amplifiers, decks, microphones, speakers,
preamps, processors, turntables, efcetera. Listing avail-
able: Studio, 8608 Dairyview, Houston, TX 77072

PS AUDIO: AN OUTSTANDING ACCOMPLISHMENT
New Jersey Audiophiles! Hear the clarity/accuracy of the
highly-acclaimed PSIV preamplifier, 2C power amplifier,
and "Elite” integrated amplifier. Call (201) 464-8238, (201)
474-2910.

PS AUDIO—FANTASTIC!
In stock! Fast, free shipping. READ BROTHERS STEREO,
593 King Street, Charleston, South Carolina 29403, (803)
723-7276.

PS AUDIO'S “ELITE” INTEGRATED AMPLIFIER—the
best integrated, period! Audio Connection, NJ 201-239-
1799

PS AUDIO = SUPERB VALUE
Gene Rubin Audio (213) 571-1299 (PAC.)

GET HOSED
WITH BASS.

The sledgehammer equivalent of
10 reguiar car speakers nests in
your trunk with only a 6-1/2"'
grilie in the back deck! Our Dual-
Channel Ducted Subwoofer
“’bass hose" is only one of many
car-fi innovations in our FREE

€atalog. Allow 4-6 wks for delivery
o or send $1.25 for 1st Class.

Dept. A38, 735 N, Northlake Way
Seattie, Washington 98103

FOR SALE

CROWN BEST QUALITY AMPLIFIERS, TUNERS, PRE-
AMPLIFIERS. PROFESSIONAL CONSULTATION—BEST
PRICES. EAST: (904) 262-4000; WEST: (213) 840-0878.

REFERENCE RECORDINGS

Offers you a new high in audiophile recording! We proudly
announce RR-12, “DAFOS," a percussion spectacular fea-
turing the famed AIRTO, FLORA PURIM, and MICKEY
HART of the Grateful Dead, playing with a multitude of
outstanding musicians. Keith Johnson's unique recording
technigues have captured their powerful performance mix-
ing Brazilian, African and indonesian influences with pure
modern drumming, electric bass guitar and haunting vo-
cals! Order this deluxe, 45 rpm audiophile disc at $16.98
postpaid direct from Reference Recordings. Box 77225X,
San Francisco, CA 94107. (408) 289-1462. Free Catalogs!
Dealer inquiries invited.

REGA, HEYBROOK, SYSTEMDEK, COUNTERPOINT,
AUDIRE, ARCAM, HARMON KARDON, KENWOOD PUR-
IST, KYOCERA, SHERWOOD, CLARKE SYSTEMS,
FRIED, ROGERS, SATTERBERG, ADCOM, GRACE,
GRADO, LINN, PREMIER, SUPEX plus many accessories
and more ... E.A.R.S., P.O. Box 658-U, W. Covina, CA
91790. M/C, VISA, MONTHLY SPECIALS

HAFLER, REVOX, TANBERG, CARVER, DBX AND OTH-
ER QUALITY COMPONENTS. PROFESSIONAL CON-
SULTATION—BEST PRICES. EAST: (904) 262-4000;
WEST: (213) 840-0878.

HARMAN-KARDON SEPARATES, RECEIVERS, CAS-
SETTE DECKS, TURNTABLES, PROFESSIONAL CON-
SULTATION—BEST PRICES. EAST: (904) 262-4000;
WEST: (213) 840-0878.

ROGERS LS3/5A MODIFICATION. You can keep the
characteristic “Rogers” sound while cutting back on distor-
tion and beaming. Want more smoothness, tighter bass,
and a cleaner high end? Contact THE MGD SQUAD, 144
Athena Street, Leucadia, CA 92024 (619) 436-7666.

SAVE 75%, BUILD YOUR OWN SPEAKERS. Crossovers,
Woofers, Mids, Tweeters Instructions. Hi-FI, Pro, Auto.
Send $2.00 for catalog-refundable. DK Audio, Davis, II.
61019

REMOVES VOCAL FROM MOST STEREO DISCS

Our VOCAL ELIMINATOR can remove most or virtually all of
a solo vocalist from a standard stereo recorc and leave most of
the background untouched! Not an equalizer! We can prove it
works on the pione. Write or call for brochure and demo record.

For:

* Time Delay/Ambience

» Studio Echo/Reverb

» Tape Noise Reduction
e Parametric Equalization’
e Electronic Crossovers |
* Compressor/Expanders |
* Mic Preamp/Mixers

We manufacture a full line of high quality’3udio’and recording
equipment. You will probably have to pay twice as much
elsewhere to ebtain comparable quality. On y Direct Sales make:
our prices and quality possible. Write or call for a 24 page

brochure and demo record.
Write te LT Sound, Dept. AU P.O. Box 338,
Stone Mountain, GA 30086,  Phone (404) 493-1258
TOLL FREE: 1-800-241-3005 — Ext. 13

Houston and the Gulf Coast

Mark Levinson/Spectral/Bryston/Linn/Acoustat/Magnepan/Dahiquist/Nakamichi
Klipsch/Apt-Holman/Pyramid/Stax/Boston/DCM/Hafler/NAD/Rega/Amber
NAIM Audio/Meridian/Adcom/Fidelity Research/Thorens/Grace/Chapman

AudioConcepts

2200 SW Freeway at Greenbriar Houston, Texas 77098 713/527-0774
Credit Cards Accepted Freight Prepaid in Continental USA

NEW
PRODUCTS
FROM VMPS

The Widerange Ribbon
Speaker System

Quite simply, the highest degree of waveform
tideity and the deepest. most tactiely three-
dimensional sterec image ever achieved in a home
loudspeaker system. Two BY%2' tall fullrange
columns with ribbon transducers from 300Hz to
50kHz. two outboard Space Boxes, and integral
electronic crossover designed specifically for this
system by John Curl. In ol walnut or oak finishes
$5995 complete assembled, $4975 kit (including
fully assembied cabinets and electronics). See our
ads in April/ May 83 Audio.

The VMPS Subwoofer

A dual driver. 12" and 15", wide bandwidth (-3dB.
19H2z and 600H2), high efficiency (34dB/1W/ 1m),
low distortion (no more than 0.5% THD 22H:2-
600HZ, high output subwoofer with performance
unsurpassed by any competitor regardless of
price. Compact (277H x 21"W x 17"D, 85 Ibs),
avallabie in ol wal or oak finshes, $375 ea
assembled, $225 ea kit including fully assembled
cabinet).

Electronic Crossovers

Two new John Curl designs: 6dB/ octave
continuously variable 60Hz-300Hz, adjustable
output level, lowpass only; with outboard AC power
supply $250. Or: 12dB/ oct, transient perfect. low
and high pass. continugusly adjustable 60Hz-
300H2z, output level control, outboard AC supply,
$3395.

Speaker Update Kits

Any VMPS speaker system purchased since 1974
can be updated to latest factory standards at low
cost. Avallable are: polypropylene woofers and
midranges, Wondercap™ crossover networks, our
new Superdome hexagonal two-layer voicecoll.
ferrofiuid-cooled 1" softdome tweeter with 200W
rms power handhng, ribbon supertweeters. and
more. Contact us for detatls.

Hear these and other VMPS speaker systems,
including the MiniTower 11 (309 ea kit, $439 ea
asser), Tower 11 (5413 ea kit, $599 ea assem],
Super Tower/R (5679 ea kit, 8969 ea assem,
now with mirror-imaged baffles), and Super
Tower lla/R($999-1199 eakit. $1493-1699 ea
assem) at the dealers hsted below, or write us for
brochures and test reports from Bert Whyte, B.V.
Pisha, Hifi News and Record Review, and Hifi
Buyer's Guide. Prices include free shipping n
USA.

VMPS AUDIO PRODUCTS
div. Itone Audio
1016 Contra Costa Dr, El Cerrito, Ca
94530 (415) 526-7084

Hear VMPS at' The Listening Studto, Boston: Mike

Hillard Audio, Shreveport ta, Audio Labs. Des

Mones lg; Mainline Il, Johnstown Pa: Odin Sound.

Longmont Col; The Long Ear, Big Bear Lake. Ca:

Woodland Stereo, Woodland Hills Ca; A-Vidd

Electromics, Long Beach Ca; Sounds Unique, San
Jose Ca; Itone Audig, Et Cernto Ca
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FOR SALE

HARMAN-KARDON SEPARATES, RECEIVERS, CAS-
SETTE DECKS, TURNTABLES, PROFESSIONAL CON-
SULTATION—BEST PRICES. EAST: (904) 262-4000;
WEST: (213) 840-0878.

CROWN BEST QUALITY AMPLIFIERS, TUNERS, PRE-
AMPLIFIERS. PROFESSIONAL CONSULTATION—BEST
PRICES. EAST: (904) 262-4000; WEST: (213) 840-0878.

4 . )
Sidereal

Akustic..

The Sidereal Akustic Model Four
Loudspeaker System utilizes an 8-inch
woofer mounted in a sealed aperiodic
enclosure for the low frequencies. This
provides for better transient response
and a smoother, more gradual bass roll-
off without electronic equalization. The
cone body is fabricated from a uniquely
blended copolymer and is assembled
with a proprietary rubber suspension.
The end result is a whole loudspeaker
system capable of reproducing a
coherent sound field with an extremely
high degree of fidelity to the original.
Dealer inquiries invited.

Sidereal Akustic..

Rudio Systems Inc.

4035 Oceanside Blvd. Unit G-57
\_ Oceanside, CA 92054 (619) 7263150

The Argent series of

moving coil carridges was
developed to offer the audiophile
a state of the art component

FOR SALE

ELECTRO-VOICE INTERFACE AND CD SERIES QUALI-
TY SPEAKER SYSTEMS. PROFESSIONAL CONSULTA-
TION—BEST PRICES. EAST: (904) 262-4000; WEST:
(213) 840-0878.

HAFLER, REVOX, TANBERG, CARVER, DBX AND OTH-
ER QUALITY COMPONENTS. PROFESSIONAL CON-
SULTATION—BEST PRICES. EAST: (904) 262-4000;
WEST: (213) 840-0878.

SNELL TYPE 1. Immaculate, $700. Audio Pulse digital
delay, Model 1000, $350. Technics SLQ3 with Shure V15-
4, $125. (212) 924-0045 evenings.

SOUTHER LINEAR ARM—sonically better than any pivol-
ed arm—an Engineering marvei. Let us demonstrate its
clear superiority: Audio Connection, Verona, NJ, 201-239-
1799

SOUTHER LINEAR ARM, SOTA, SONY DIGITAL, Per-
reaux, Vandersteen, Talisman, Aiwa, Walker, Accuphase,
Precision Fidelity and more for less. We really do try
harder. THE RECORD PLAYER, P.O. Box 2574, Goleta,
CA, 93118, 805/685-5522, by appointment.

SPENDORS ARE SPLENDID
Excelient loudspeakers, reasonably priced: SA1, SA2,
SA3, BC1, LS3/5a and Prelude. Visa and MC. FREE SHIP-
PING IN US AND PR. WORLDWIDE EXPORTING. OX-
FORD AUDIO CONSULTANTS, INC., Box 145, Oxford,
OH 45056-0145, 513-523-3333, TLX427791.

THD ANALYZER PC BOARDS STiLL AVAILABLE.
Same price, $35.20 set of 3. Oscillator aione, $10.00
PP. CIRCUIT WORKS, 1118 7th Ave. Neptune, N.J.
07753

capable of reproducing acoustical
detail with astonishing accuracy and clarity.

MC110 Sapphire mounting base — Tapered titanium cantilever —
Line contact nude diamond stylus

MC300 Boron cantilever — Parabolic nude diamond stylus

MC310 Aluminum cantilever — Elliptical nude diamond stylus

DIRECT SOUND CORP. 150 FIFTH AVE. SUITE 516, NEW YORK, N.Y. 10011  (212) 807-1598

FOR SALE

START WITH
SEPARATES SYSTEM 1

(About $2600)
Turntable: REGA PLANAR 3
Cartridge  ADCOM HCE-1
Preamp:  ADCOM GFP-1A
Tuner: ADCOM GFT-1A
Amplifier.  ADCOM GFA-2
Speakers: SNELL TYPE E'S

SOUND BY SINGER

227 Lexington Avenue
New York, NY 10016
(212) 683-0925

SYMDEX LOUDSPEAKERS

We are pleased to introduce the further improved
Symdex Sigma and the new companion subwoofer, a
three-way system of unparalleled accuracy and low
coloration. This reference system, which sets new
standards for definition and transparency, is a result of
thorough optimization of all design factors plus con-
struction and components of a quality never before
used in loudspeakers. The sonic results of this effort
have been described by listeners as a redefinition of
the state of the art of dynamic loudspeakers.

For further information, contact: Symdex Audio Sys-
tems, Inc., P.O. Box 8037, Boston, MA 02114, 617-
938-8180.

Current Symdex owners note that factory updates
are available.

No hyperbole — just the kind
of knowledge, creativity and
dependability you expect from
adealer whorepresentsthese

manufacturers.
Acoustat LAST
Apt-Holman Magnepan
Audel Marcof
Audio Pro M&K
Boston Acoustics Monster Cable
Bryston NAD
Carver Nakamichi
Dahlquist Nitty Gntty
Denon QOracle
DCM Proton
Dynavector Pyramid
Fidelity Research Signet
Gem Supex
Grace Threshold
Hafler Vandersteen
Keith Monks VPI
KEF Win Labs
KLH &more . .,

5 listening rooms . . . New
England’s largest Audiophile
record dealer. . . Keith Monks
record cleaning. . . In-store
service. . . All shipments pre-paid
and insured in the continental U.S.

105 Whitney Ave., New Haven, CT

(203) 777-1750
Mon., Tue., Wed,, Fri. 10-6, Thurs. 10-8, Sat. 10-5
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FOR SALE

SYMMETRY IN MOTION

Symmetry is on the move. With the introduction of two
new products, the ACS-4 Electronic Crossover and the AS-
1 Head Amp, Symmetry has also introduced a powerful
new concept in audio design: DEFINED OPERATION. The
synthesis of sophisticated conventional electronic design,
rigorous and exacting critical listening, and computer aided
design will do more for your music, by doing less to it. Send
a stamped, self-addressed business size envelope to Sym-
metry, 101 Townsend St., San Francisco Ca. 94107 and
iearn how Defined Operation makes the difference.

THORENS TD126SME—$795, TD160111B—$199 Cali Ter-
ry 402-391-3842

THE HELIUS “AURUM" TONEARM: STEREOPHILE
SAYS it's the best for its price. For dealer list, contact
IAl, 723 Bound Brook Road, Dunellen, NJ 08812, or
call 201-968-8771

THE HELIUS “ORION" TONEARM: JUST AWESOME
FOR $1000. For dealer list, contact |Ai, 723 Bound Brook
Road, Dunellen, New Jersey 08812 or call 201-968-8771

THE MONOLITH LOUDSPEAKER
It redefines the state of the art for affordable loudspeakers.
Its clarity, transient response, imaging, and cabinet con-
struction are virtually second to none. You have been
waiting for this one for a long, long time. Literature $3.
Monolith, P.O. Box 222, W. Springfield, Massachusetts
01090

THE SPEAKER WIRE COOKBOOK shows how to
design and make the speaker wire that's best for
YOUR system. $4.50. Audioworks, P.O. Box 1288,
Traverse City, M| 49685-1288.

HOUSTON-

Comes of Age

The nation’s fourth-largest city proudly
welcomes a truly distinctive audio dealer:

AUDIO PRO PHILES

Fully authorized dealer representing:

Audio Research Threshold

Counterpaint PS Audia

Sequerra Tandberg

B.C.S. /Gestalt Musical Fidelity

Amber Hofler

Harman Kardon Kyacera
yuad Acoustat

Vandersteen Thiel

KEF Dahlquist

Mission Spica

Goldmund Oracle

C.J. Walker VPl

Sumiko Lustre

van den Hui/EMT  Kiseki

Marovskis MIT Dynavectar

Grace Signet

Kyocera DA-01 digital Campact Disc player
Audioquest/ Live Wire - Sonex Professional

Five listening rooms on two levels
Spacious, relaxed atmosphere
Knowledgeable, experlenced staff
Wlde selectlon of audlophiie recordings

Hear the finest music system
in the entire Southwest:

Quad ESL-63s * Janis W-1/ 1A subwoofer

Goldmund Studio/T3B * van den Hul/ EMT
Audio Research SP-10 and D79C electronics
Sequerra FM-1 * Tondbere TD20A-SE tape

Sonex Professional "L.E.D.E." listening room

—audio prophiles inc.—
12654 Memoriol Drive, between Gessner & W. Delt

Houston, Texas 77024 (743) 973-0000
Mastercard, Viso ond American Express accepted

l
|
|
\
\

FOR SALE

THE STEREO TRADING CO.—We already sell to over
1,000 dealers! Now we can sell to you direct. TDK SA-S0
2.19, Maxell UD-XLH-90 2.39 Lowest prices, Lifetime ser-
vice. Technics SL-B200 Turntable 59.00 All major lines
available. Call 1-716-632-8852

I THIRSTY EAR—Nakamichi, NAD, harman/kardon,
Apt Hoiman, Tandberg, Thorens, Bang & Olufsen,
Dahlguist, Polk Audio, Dynavector, Adcom, Mordaunt-
Short, Conrad-Johnson. THIRSTY EAR, 9 East Main,
Bozeman, MT 59715, (406) 586-8578

THRESHOLD STASIS 1 POWER AMPS. Only 160 units
built and only 30 units in the U.S.A. Threshold 800S power
amplifier. only 12 built. Joe Sammut, P.O. Box 214615
Sacramento, Ca., 95821, 916-726-2263

THRESHOLD AUDIO is offering Conrad Johnson, Carver,
VSP, Pyramid, PS§ Audio, Grado, Sony, Marantz, Infinity,
Stax, VPI, YSL. and more. Prepaid Shipping. Trade-ins
Welcome! Stax DA-80M retail $1500, sell $239, Magne-
planar HIB speakers with ribbon tweeters, retaii $2200 +
sell $999. 409 South 22nd Street, Newark, Ohio 43055,
(614) 522-3762, or 3520.

TUBE PREAMP MODIFIERS: We have limited quantities
of shielded chokes, good selector switches, and more.
Send 40¢ stamp for details. Thermionic Designs, Box 342,
Athens, GA 30601.

SEE UNDER CATEGORY “WANTED TO BUY" David Yo

WALKER CJ55 & LINN BASIC LV-V
This is a most agreeable, attractively priced, complete disc
system. Visa & MC. FREE SHIPPING IN US AND PR.
WORLDWIDE EXPORTING. OXFORD AUDIO CONSUL-
TANTS, INC., Box 145, Oxford, OH 45056-0145, 513-523-
3333, TLX427791

FOR SALE

VANDERSTEEN-DIMENSIONAL PURITY
We offer the remarkable 2C's at $990 per pair {stands
$75). Visa and MC. FREE SHIPPING IN US AND PR.
‘WORLDWIDE EXPORTING. OXFORD AUDIO CONSUL-
TANTS, INC., Box 145, Oxford, OH 45056-0145, 513-523-
3333, TLX427791

VANDERSTEEN in New Jersey demonstrated rightly at
Audio Connection, 201-239-1799

STEREO & VIDEO EQUIPMENT

at DEALER COST!

TOP NAME BRANDS AT PRICES
MANY DEALERS PAY PLUS...

NO-DEPOSIT same day shipping
NO-LEMON GUARANTEE
FULL LIFE TIME SERVICE

CALL'9 am-9 pm DAILY

SATURDAY TIL 5 pm
1-301 488-9600

W INTERNATIONAL
HI-FI

2 ¥' DISTRIBUTORS, In..

MORAVIA CENTER INDUSTRIAL PARK
BALTIMORE, MARYLAND 21206

—

)

» The more drivers the better?

« The lighter the tracking force
the better?

Do Your Friends Believe...

« The more strands the better?
» Weighted rumble figures?

o Lots of watts?

If you've risen above the petty mythology of mass-fi

and just want good sound and the best value — then
AudioQuest products are for you.

audioquest

GrooVDancer.

— LIVEWIRE_

Premium quality high and low output moving coils with
hollow sapphire cantilevers.

High output moving coils & induced magnet cartridges.

Pure copper & litz speaker cables.
True litz interconnecting cables & tone arms cables.

AUDIO/AUGUST 1983
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FOR SALE FOR SALE

HAFLER-NEW PREAMPS, TUNERS & AMPS

1{:&052\;0“'_0 We should have all of the following in stock: (NEW

JVC: T-120 8.49 PREAMPS) DH-100K $149.95*, DH-100A $199.95*, OH-
TDK: MA-90 4.49 101A $299.95, DH-110K $299.95, DH-110A $399.95, CH-
TDK: SAX-90 3.19 112 $74.95, DH-160K $299.95, DH-160A $399.95, DH-
TDK: ADX-90 2.99 220K $349.95, DH-220KE $359.95, DH-220A $449.95,
TDK: SA-90 229 DH-220AE $459.95, (NEW TUNERS) DH-330K $299.95",
TDK: SA-60 1.89 DH-330A $399.95°, DH-500K $599.95, DH-500KE
TDK: AD-90 1.89 $619.95, DH-500A $749.95, DH-500AE $769.95, (NEW
TDK: AD-60 1.49 AMPS) PRO500 $7?77.7?7*. 101, 200, 220 and 500 acces-
TDK: D-90 1.29 sories. *projected prices. FREE SHIPPING IN US AND PR.
b 15 | || DIO CONSULTANTS, ING. Box 145, Oiord, OH #3056.

4 ; X ., Box , Oxford, -
MAXELL TDK. TA20. L730 . 5 | | 0145, 513-526:333 TLxe2rrst.
MAXELL: XLI or 1IS-90 3.59
m:xxgtt 3g§:: : g: ::gzg ggg HAFLER, REVOX, TANBERG, CARVER, DBX AND OTH-
MAXELL: UD-90 ...+ oo 219 ER QUALITY COMPONENTS. PROFESSIONAL CON-
MAXELL: XL | 35-908 6.49 SULTATION—BEST PRICES. EAST: (904) 262-4000;
MAXELL: UD35-90 ...................... 5.39 WEST: (213) 840-0878.
SONY:UCXS-90 ........ccovvivninnennn. 2.99
TDK: HD-01 (Head Demag.) .............. 13.99

HARMAN-KARDON SEPARATES, RECEIVERS, CAS-
SETTE DECKS, TURNTABLES, PROFESSIONAL CON-
SULTATION—BEST PRICES. EAST: (904) 262-4000;
WEST: (213) 840-0878.

WE WILL HONOR ANY COMPETITORS PRICE OF
THE TOTAL ORDER. $3.75 Shipping any size order in
US. VISA, MC no extra charge. COD add $1.65. Mini-
mum COD order $40.00. PA ad Sales Tax. Allow 2
weeks for delivery.
323 Brown Ave., Box 361, Butler, PA 16001
412-283-8621

TELEFUNKEN, APMPEREX, GENALEX and other tap
quality audio tubes available. Contact S.J. Wallace, 1203
Success St., Pittsburgh, PA 15212.

TRIPLANAR TONEARM. Think you own a good tonearm
now? Our hand-built TRIPLANAR will change your mind!
Winner of International Audio Review's 1983 “Engineering
Achievement Award.” Easy to set-up and use. The best
you've ever heard. We guarantee it! THE MOD SQUAD,
144 Athena Street, Leucadia, CA 92024 (619) 436-7666.

+3 dB$—DOUBLE YOUR DOLLAR POWER! With
High Performance Audio Kits from Phoenix Systems.
MM & MC Preamps, Parametric EQ, Delay and N.R.
call (203) 643-4484 or write: PHOENIX SYSTEMS
INC 91 Elm Street, Manchester Connecticut 06040.

GALA SOUND ™

A NEW STANDARD OF EXCELLENCE

Many serious listeners have been misled by certain well in-
tentioned but musically and technically incompetent “audiophile”
publications.

Thousands of dollars have been spent on poorly engineered
products acclaimed in these publications whose expertise lies in
journalism, not audio. The goal ofimproved reproduction of music
is not well served in this manner.

Pianist James Gala has established a unique audio salon in
Rochester, New York.

GALA SOUND sells correctly engineered and musically accu-
rate audio components. We are involved in the recording—both
analog and digital—of philharmonic orchestras, have a contin-
uing dialogue with the world’s preeminent audio engineers, and
Mr. Gala performs in concert regularly.

We fly our ciistomers round trip at our expense from anywhere
in the continental U.S. to our store for the selection of an audio
system of $5,000 or more.

Phone (716) 461-3000 today and ask for Mr. Gala. |f music is
important in your life, then you deserve a sterec system from
GALA SOUND.

650 MONROE AVE.

ROCHESTER, NEW YORK 14607

GALA SOUND

FOR SALE

PRECISION FIDELITY ELECTRONICS AT
GENE RUBIN AUDIO (213) 571-1299 (PAC)

WANTED TO BUY OR TRADE

IT'S WORTH IT CALLING ME FOR MCINTOSH, Marantz,
Quad, Tube Type Components. Thorens TD-124. Garrard
301, 401. Altec 604BCDE Speakers. Tannoy Monitor
Speakers. EV Patricians. JBL Hartsfield D-30085. Western
Electric Equipments (Tubes, Amps, Consoles, Mixers, Driv-
ers, Tweeters, Horns, Speakers, Others) Tel: 213/576-
2642 David Yo POB 832 Monterey Pk, Ca. 91754

HIGHEST PRICES PAID by collector for Mcintosh and
Marantz tube type amps and tuners. Call days for Allen
Woodall. In Ga. 1-800-222-5454 ‘Out of State: 1-800-554-
5454,

WANTED: Mcintosh—Marantz tube equip., Western
Electric audio products, Garrard 301, 401, Thorens TD
124, EMT 930, Westrex—Haeco—Gotham amps, E.V.
Patricians, JBL Paragons-—Hartsfields & raw compo-
nents, Mcintosh solid state equip, Audio Research,
Altec Laguna—604A-E, 515-288, Tannoy Monitors,
surplus tubes. Kurluff Ent., 4331 Maxson Rd., EI Mon-
te, Ca. 91732 (213) 444-7079.

WANTED MCINTOSH MX-117, SELL MX-113. J. Richard-
son, 58 Heather Lane, Orinda, La. 94563

WANTED: FISHER SA-1000 AMPLIFIER, in working or
repairable condition. Clyde Campbell, 1302 Columbia,
Sheffield, AL 35660, 205-383-9445.

MCINTOSH, MARANTZ TUBE COMPONENTS, Western
Electric speakers, amps, etc. John Conrad 1178 Blackbird
St. El Cajon, CA. 92020 (619) 449-9155

OHM-"F' OWNERS—What are the secrets for making
them sound good? Help! 303-233-1475, 8799 W. Colfax,
Denver, CO 80215

TECHNICS EPA-100 TONEARMS, new or used. Call col-
lect (619) 436-7666.

I'LL BUY OR TRADE FOR CITATION'S 2, 11, 12, 14 &
15, 17, 18, IN WORKING CONDITION. I'll also buy Cita-
tion's 16, 16S, 16AS, 16A & 19 in any condition. Call
collect, 504-392-7443, or 504-866-8020, or write to Doug
Wilson, 341 Willowbrook Drive, Gretna, Louisiana, 70053.

ATTENTION WANTED: MCINTOSH, MARANTZ, WEST-
ERN ELECTRIC, ARC, BERNING, ETC. TUBE EQUIP-
MENT. (713) 728-4343. MAURY CORB 11122 ATWELL,
HOUSTON, TEXAS 77096

AUDIO INTERNATIONAL COMPANY SINCE 1974. Al
items listed by Aberst, Corb, Yo. Highest price, Integrity.
(805) 646-5862

TAPE RECORDINGS

DIRECT-TO-TAPE RECORDINGS: REAL TIME DUPLI-
CATED REELS (2/4 track, Dolby B/C, TypeX), CAS-
SETTES (Dolby B/C, TypeX), and DIGITAL CASSETTES
from MASTER TAPES. FREE CATALOG. Direct-to-Tape,
14-R Station Ave., Haddon Heights, NJ 08035.

SIX TRUCK LOADS, SURPLUS AMPEX/SCOTCH Ya",
1800', 2400’, Box ot 65, $32.00; 3600’ box of 32 $20.00.
COD, check. Dealer inquiries invited. CK Ltd., Box No. 527,
‘Cottondale, FL 32431, 904-352-4704 Mondays, Saturdays
& Sundays
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TAPE RECORDINGS

OPEN REEL TAPES from studio masters, Catalogue
$1.00. Barclay-Crocker, 313-A Mill Street, Poughkeepsie
NY 12601.

TOTAL COMPUTER MUSIC Most sophisticated ever.
Classical, rock, oriental, funkola, space-age, etc. Half hour
sampler cassette and catalog $3. MACROFUSION®
40879-D Highway 41, Oakhurst, CA 93644

RECORDS

SHEFFIELD MISSING LINC $400, Mobile Fidelity Beatles
Collection $400, Sgt. Pepper UHQR $300, 518-459-1396

SHEFFIELDS: Grusin and Thelma Houston, also Mobile
Fidelity Sgt. Pepper, UHQR. All seailed. Call (213) 470-
2012 after 4 PM, PST.

PROTECT YOUR LPS POLY SLEEVES for jackets 13¢.
Poly lined paper 15¢. Square bottom inner sieeves 8¢.
White jackets 35¢. Postage $2.50. House of Records,
Hillburn, NY 10931

RARE-AUDIOPHILE RECORDING. AMERICAN AND
SCOTTISH FOLK MUSIC. FEMALE VOCALIST. MARTIN
ACOUSTIC GUITAR. GAY OWENS ON WILSON AUDIO
LABEL. AVAILABLE THROUGH OWENS AUDIO, 116
FAIRWAY ROAD, MOREHEAD CITY, N.C. 28557. $12.

AUDIOPHILE RECORD GALLERY discounts on ultra
sound direct disc, half mastered, digital, Japanese Imports,
more! We specialize! Only the finest fidelity recordings.
Catalog $1.00 P.O. Box 1073, Vienna, VA 22180

PINK FLOYD, MOBILE FIDELITY, UHQR, Unopened,
$400. OR best offer; Sheffield S-10 "Missing Linc" un-
opened, $500. OBO. Write, G. Fisher, 5227 Moceri Lane,
Flint, MI 48507

RECORDS

CAN'T FIND/AFFORD FAVORITE RECORDS! We've got
all hard-to-find LP's, tapes:Big Bands, Soundtracks, Coun-
try, Jazz, Pop, Rock, Top 200 Charthits at less than $6.99
each! Also Audicphile, Video Games, Blanks, Accessories.
Huge catalog $1.00 (Refundable). National Music Sales,
23115(A) Ostronic, Woodland Hills, Ca. 91367.

OUT OF PRINT—MOBILE FIDELITY RECORDS (sealed)
Touch-Kiemmer, Legend-Poco, Sgt. Peppers-Beatles
(UHQR). Bids close Sept 15th. SASE for reply. C. Kane;
P.0. Box 22870; Honolulu, Hawaii 96822

RECORD ALBUMS. Catalog $2.00. Sounds of the Old
Waest, 3210-A Terry Drive, Tcledo, OH 43613.

RECORD-TAPES! Discounts to 73%; all labels; no pur-
chase obligations; discount dividend certificates; 100%
guarantees. Free details. Discount Music Club, 650 Main
St., P.O. Box 2000, Dept. 14-0883, New Rochelie, New
York 10801.

RECORDS

ANNOUNCING THE MOST COMPLETE CATALOGS OF
AUDIOPHILE RECORDINGS:

1. Audiophile Classical & Jazz

2. Re-Mastered ROCK-POP sorted by artist

3. DBX encoded-up-to-date

4. Japanese Imports—ROCK/POP (800 title stock list)

Many on sale at $11.00 or less

5. Japanese Import—JAZZ (800 title stock list)

6. Audiophile cassettes, chrome and metal

7. Compact Discs—Complete import and domestic cata-

log
Send $1 for each catalog above. 4000 titles compiete
Japanese Pop/Rock catalog—$5.00. 3000 titles Japanese
Jazz catalog—$4.00
Superscund Record Service, P.O. Box #82-A, Forest Park,
Hllinois 60130

BEATLES—THE COLLECTION BY MSFL. Limited quan-
tities available, $295. shipped. Darrell Taylor, 1106B
Thomas Lane, Hixson, Tennessee 37343, (615) 870-5585
evenings.

OUT OF PRINT, SEALED, “KATY LIED"—Copies by
Mobile Fidelity. Call 516-889-7276 leave message.

DISCOUNT WORLD

CAR STEREO SPECIALS

CONCORD
HPL122
HPA25

coMpLETE *319

CLARION s5700R
SONY XR-50 silver ...
JENSEN R-200
PIONEER KP-1500

TDK SAC90 250 TDK MACSU 475
Pioneer Car Stereo KP4500  119. Pioneer Car Speakers 15106 33
Pioneer Car Stereo KP5500 129  Pioneer Car Speakers TS108 39

Maxell $DXL2C30 295
Jensen Car Stereo RES30 319
Jensen Car Stereo RES20 269

Maxell UDXL25C90
Jensen Car Speakers J1242
Jensen Car Speakers J1069

Pionger Car Slereo KP8500
Pioneer Car Stereo UKP4205
Pioneer Car Stereo UKP5600
Pioneer Car Stereo UKP7600
Pioneer Car Stereo UKE3100
Pioneer Car Stereo KES100
Pioneer Car Stereo KE6100
Pioneer Car 3tereo UKE7100
Sony Car Stereo XR15

Sony Car Stereo XR25

Sony Car Speakers XS101
Sony Car Sgeakers XS2118
Whistler Racar Dect 01000

139
19,
169
189

Pioneer Car Speakers TS1622 40

Pioneer Car Speakers TS1644 60 Jensen Car Stereo RE5T2
o |

Pioneer Car Speakers TS168
Pioneer Car Speakers 75411
Pioneer Car Speakers TS634
Pitheer Car Speakers TS695
Pioneer Car Speakers TSX6
Pioneer Car Speakers TSX11
Sony Car Stereo XRS5

Sony Car Stereo XR75/758

Sony Car 3peakers XS102
Sony Car Speakers XS606
Fox Superfox Remote

23¢
29
48
69
199

Jensen Car Stereo RE518

Jensen Car Stereo RES08
Concord Car Stereo HPL101
Concore Car Stereo HPL112
Conconf Car Stereo HPA-25
Clarion Car Stereo 7500R
Clarion Car Stereo 5550R
Clarions Car Stereo 5150R

Jensen Car Speakers J1065
Jensen Car Speakers J2037
Jensen Car Speakers J2033
Concord Car Stereo HPL11S
Concord Car Stereo HPL118
Concord Car Stereo HPL122
Clarion Car Stereo 3150R

Clarion Car Stereo 300EQB3

9. Clarion Car Stereo 100EQB4
Philips Car Speakers EN-8741 49

Philips Car Speakers EN-8769 129

Altec Car Speakers 6X9-4C 85
Page Afert 4444

Altec Car Speakers SK2 ]
99 AudioSafe 32

DISCOUNT WORLD, P.O. BOX 191, MINEOLA, N.Y. 11501 516-294-6136
Shipping charges are $4.00 per order to continental U.S.A. We accept money orders, cashiers or certified checks.
Personal checks - 3 weeks delay. N.Y.S. Residents add sales tax. Write for FREE catalog.

spendor

BC Specification LS3/5A

Upgrade your
amplifier system
to tube quality
— for $145.00.

The KDP is a totally new microprocessor

KDP

g;’;farﬁq'f;‘grcmt that corrects basic solid-state nonlinearities.
Processor It can bring transistor quality close to that of tubes.

THE KDP IS NOT AN EXPANDER; IT IS NOT AN EQUALIZER.

Ask to audition the KDP. Your audio dealer can show you
the model that's right for your amplifier system.

UNDER 1%
Wk SR J_r\@

6029 Reseda Bivd. = Tarzana, CA 91356 = (213) 345-2851

BEFORE SPENDOR WAS ESTABLISHED, WHILE SPENCER
HUGHES WAS STILL WITH THE BBC RESEARCH DEPT., HE
DEVELOPED THE BASIC DESIGN FOR THE LS3/5A. IN COM-
MON WITH OTHER CURRENT SPENDOR DESIGNS, THE LS3/
5A 1S USED EXTENSIVELY THROUGHOUT BRITISH BROAD-
CASTING. THE LS3/5A WILL PROVIDE THE FINEST REPRO-
DUCTION OBTAINABLE FROM A LOUDSPEAKER OF ITS
COMPACT DIMENSIONS, FOR LESS THAN $500 THE PAIR.

RCS Audio International, Iinc.

1055 Thomas Jefferson Street, N.W.
Washington, D.C. 20007
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RECORDS

THE BEATLES, A CATALOG. 40 Pages—Collector
Items—Reasonable Prices. $1.00 or $2.00 + 2 stamps—
Catalog and a Beatle gift —MAHFUZ, 19900 N.W. 27 Ave.,
A-54, Carol City, FL 33056

SHEFFIELD S-10 “MISSING LINC”. Also Lab-5 Dave
Grusin, mint, Both $750., + other Sheffield. 212-263-2564.

INSTRUCTION & EDUCATION

LEARN MUSIC THEORY! Write for free details. TECLOR
MUSIC SCHOOL, 323S. Franklin #804, Dept. S1314, Chi-
cago IL 60606

TAPE AND TAPE RECORDERS

REEL TO REEL TAPES—mostly Ampex, used once,
unboxed, 1800". 50 Reels $48.00; Sample Reel $2.00.
Prices included shipping. Free boxes while supply
lasts. COD orders accepted. Paragon Sales, Inc, P.O.
Box 2022, Joliet, IL 60434, 815/725-9212.

SERVICES

TAPE HEADS RELAPPED. $20. each. E. Maher, 5 Evans
Place, Orinda, CA 94563.

SERVICES

LOST AND FOUND. NATIONAL SECURITY SERVICE.
Protect components, tapers, video, computers. Call 804-
424-5800. SASE. "Finders”, Box 2500-A, Chesapeake,
VA, 23320.

RAPPAPORT REPAIRS AND MODIFICATIONS. Triode
Labs, P.O. Box 7717, Ann Arbor, MI 48107. (313) 482-

2686.

ELECTRO-VOICE INTERFACE AND CD SERIES QUALF
TY SPEAKER SYSTEMS. PROFESSIONAL CONSULTA-
TION—BEST PRICES. EAST: (904) 262-4000; WEST:
(213) 840-0878.

BUSINESS OPPORTUNITIES

LARGE DISTRIBUTOR OF CABLE T.V. CONVERTERS
and descramblers seeking dealers. Unbelievable prices for
volume lots. Call (516) 277-4232.

MISCELLANEOUS

AUDIOPHILES: Ever buy a lemon? Author seeks your
stories of complaints and disappointments. Name the -vil-
laing! P.O. Box 880411, San Francisco, CA 94188

INVENTIONS, IDEAS, NEW PRODUCTS WANTED! In-

dustry presentation/national exposition. 1-800-528-6050
X831

.!‘yu”
g,
L 7

o fo,,”,’:c :

ROy
e M;-,,,‘?“'Vllu-
&3
A Risn.

BOUND
ISSUES

A ready reference for audiophiles! A full
year of AUDIO is carefully hard-bound for
easy reference. Complete volumes for
the years '77, '79, ‘80, ‘81 and ‘82 are
available. $40.00 each plus $2.50 for
postage and handling.

1-800-522-1500 EXT. 835.

BACK ISSUES/
BOUND EDITIONS /

BACK
ISSUES

Single copy back issues of AUDIO for 1981
and 1982 are available. (NOTE: Jan-Aug ‘81
issues are in limited supply.) $5.00 per
issue postpaid.

BINDERS /
SLIPCASES

Maintain your AUDIO collection in these
top ‘quality binders or slipcases. Binders
$9.00 each, 3/$26.00, 6/$50.00.
Slipcases $7.65 each, 3/$22.00,
$6/$40.00. $2.50 per order handling
and postage.

TO ORDER Indicate issue /book/binder/sifpcase. include proper amount for postage
and handling. California residents must include 6% sales tax. Allow 4 weeks for delivery.
$15.00 MINIMUM CREDIT CARD ORDER. Make checks/ money orders payable to: Old
Del Mar Emporium (ODME), P.O. Box 1621, Spring Valley, CA 92077. FOR CREDIT
CARD ORDERS CALL TOLL FREE 1-800-854-2003 EXT. 835 in CALIF. CALL
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DESIGN INTEGRITY:

WHAT MAKES DENON RECEIVERS UNCOMMON IS HOW MUCH THEY HAVE IN COMMON.

Denon DRA-700 AM/FM Stereo Receiver $549
Non-NFB 0dB Amplifier; Quartz PLL Synthesized FM Tuning; MC
Head Amp; 60 Watts' per Channel.

Denon DRA-30C AM/FM Stereo Receiver $299

Nor-switching A Arrplifier; Quartz PLL
Synthesized FM Tuning; 33
Watts* per Zhannel.

% Dernon DRA-400
7 . AM/FM Stereo
U iR Y Receiver $399
Non-switching A
Amplifeer; Quartz PLL
Synthesized FM
Tuning MC Heac
Amp; £5 Watts* per
Channel.

J T

The DRA-700 Feceiver
incorporates the same Odb Non-NFB
circuitry that earned Dencn special recognition
by Audio Video International magzzine in teir Hi-Fi
Grand Prix Competition. This straight-forward circuit design
makes the DRA-700 the mcst electronically-sophisticated. raceiver on

the market today. St

The DRA-400 actually wen the AV/ Hi-Fi Grand Prix Award, and was cited for its Non-Switching A _
Amplifier (which eliminates Switching and Crossover distortions) and Quartz PLL Synthesized FM

Tuning System (which improvas tuning accuracy and eliminates
station drift).

The DRA-300 also offers a Non-Switching A Amplifier and D E N O N
Quartz PLL Synthesized Tuning, but for under $300. ‘

Denon products share more than narre alone. Imagine what we’ll do next.
Denon America, Inc., 27 Law Drive, Fairfield, N.J. 07006
Prices for comparison purposes. Side pane-s optional except on CRA-700. All power ratings at-8 ohms; 20Hz-20kHz; THD 2.05%; (DFA-700; 0.015%)
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- Noconventional tumtable -~
delivers the accuracy and control of this one:
Technics SL-6 Programmable Linear Tracking Tu,rntable

The problem with a conventional turntable tonearm is
that it arcs across the record surface. So it is capable of
true accuracy at only two points in its arc. Where the
stylus is precisely aligned with the record groove.
The-Teehnics SL-6 Linear Tracking Turritable goes
beyond that: It actually duplicates the stralght line
motion of the cutting arm that originally madstered the
record. This enables the Technics SL-6 to deliver true
accuracy at every point on the record. First note to iast.
There is none-of the tracking error, skatingforce-error
or distprtion that accompanies & tradltlonal»tonearm
.= And the SL- (:;nsuresfhls accuracy v with s
“oktstand al advanees-tiudifng a
hicrocompatericantrolled.system that constantly

- BAONitorsthe styfus-to-groove angle and automatically

makes corrections.
But linear tracking is just the beginning. There’s the

precise control you get wrth the Techmc's r#n dom dccess
programmable microcomputer. At the touch of a button,
you can set the SL-6 to play any selections you want, in
any order. You can even repeat or skip selections. 4

There are still more features that help the Technics
SL-6 perform so-impeccably. A precision direct-drive 7
motor. Sensgis’that automaticafly select the correct ;i
playing speed.

Our patented RfMount plug-in cartridge system -
delivers optimum tonearm/ca'rtndge compatibility along s
witlt simplifie ;a%e installation.

And all of this technology has been neatly placed in
a turntable about the size of a record jacket. >

Accuracy, control and musical pleasure beyond the-
conventional. The Technics SL-6 Programmable Linear

Tracking Turntable. Just one of the sophisticated and
“intelligent” turntables from Technics.

Technics

The science of sound
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