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CALIBRATOR

A new precision instrument 
for the rapid and accurate checking 
and adjustment of radio frequency 
oscillators, receivers, transmitters 
and similar apparatus.
It is crystal controlled and A.C. 
mains operated.

.Ask far full information from :
SALFORD ELECTRICAL INSTRUMENTS LTD

SALFORD. Telephone : Blackfrian 6688 (6 lines). Telegrams and Cabl« : "SPARKLESS, MANCHESTER"

PROPRIETORS: THE GENERAL ELECTRIC CO., LTD.

EDISWAN
TELEPHONE LINE PROTECTOR PANELS

^drcult pAncl for overhead lines incorporatine choke wH^, 
spark iaps. etc.

THE EDISON SWAN ELECTRIC CO.

EDISWAN4HOTIER-GREETHAM PATENT (Brillo Patent No. M^H

for the protection of telephone systems 
against surges induced by faults on 
neighbouring power lines
Of the difculties attendant upon the employment of overhead syst^M 
one of the most serious is to ensure uninterrupted working of the teleph^one 
system, by providing adequate protaction against induced surges caused 
by switching or line faults in adjacen t power lines or by lightning.

The Ediswan Patent Protectors provide the solution. They are minert 
at the normal working pressure of the telephone line, they keep the 
voltage on the line down to a pre-determined fig^x by providing a path 
of low resistance to earth whereby the surge is de^d and they again 
become inert immediately the surge is cleared.

' They ensure simultaneous discharge of both lines ^and are capable of. 
clearing heavy discharges without detriment to the system or the protector.

Ediswan Telephone Line Protectors have now been in 
use by Supply Companies for many years.

lTD., • ISS CHARING CROSS ROAD, LONDON, WC.2

T.B.L
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SIMPLIFIED SERVICING

81UTISH MAO& A.C.
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^^ESlGNED by technicians who have made a special study 
of the service and maintenance engineers' problems, the Model 7 
Universal AvoMcter is acknowledged throughout the world as 
the one indispensable combination testing instrument. A single 
meter, yet at the touch of two simple switches it provides for any 
one of the 46 ranges of measurements for testing and tracing 
all electrical faults.

Entirely self-contained, the Model 7 Universal AvoMeter is 
essentially portable and, above all, simple to use. lt is dead-beat 
in action, has a 5-inch hand-calibrated 5':3.lc with anti-parallax 
mirror, and conforms to B.S. lst Grade accuracy requirements. 
It is fully protected by an automatic cut-out against damage 
through overload.
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In spite of ireatly Increased production, most of our 
output of " AVO" lnstrumenu Is belni taken by the 
Services. Delay In delivery of Trade orders Is con-
sequently Inevitable, but we ihall continue to do our 
best to fulfil your requirements u promptly u poulble.

Write for fully descriptive literature and current prices.

S >le Proprietors and Manufactureri :—

The Automatic Coil Winder & Electrical Equipment Co., Ltd., 
Winder House, Douglas Street, London, S.W. I. Telephone : Victoria 3'40-4/7
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lO0«»h Batteries 
ofMerit...

The list of installations of ALTON 

Batteries of Merit becomes even more 

imposing. Proof is being piled upon 

proof—if such be needed—that these 

Batteries respond whole-heartedly to 

the confidence placed in them by 

discerning Supply Authorities and 

Engineers throughout the world.

The most important trust may be 

reposed in ALTON Batteries of Merit 

with complete confidence.

r— __ —n

THE Al TON BATTERY COMPANY LTD. 
ALTON. HANTS

Telephone;; Ai<oh 2267/2268. 
Ttlttrjm-;: "Battery, Alton."

*
nuttwc ixctt*"«

A3/41
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CERAMIC PEARL TYPE CONDENSERS

CERAMIC COIL FORMERS2

3 SILVERED MICA CONDENSERS

POT CONDENSERS4

S FIXED CERAMIC CONDENSERS

CERAMIC TRIMMER CONDENSERS6

CONTRACTORS TO ALL SERVICE DEPARTMENTS

ON A.l.D. APPROVED LIST.

.Va'
■ -

SEND FOR DETAILS

CONDENSERS

UNITED INSULATOR C“ LTD 
The flowers of foie ¿off (eram/ef 

12-16 LAYSTALL STREET 
LONDON.E.C.l

Teh te r M1 nus 4118-9 (flams: calanîl,smith,London
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ELECTRICAL
Manufact*

TELEPHONE CABLESAerial, Underground, Submarine
LOADING COILS

ELECTRIC WIRES & CABLES of all types

. tot 
;acv0'

oi

CABLE JOINT BOXES

OVERHEAD LINE MATERIAL

MARINE APPARATUS

WIRELESS EQUIPMENT FOR SHIPS

NtOiW

SIEMENS BROTHERWOOLWICH, L<Telephone : WOC
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urers of PUBLIC TELEPHONE EXCHANGESPRIVATE TELEPHONE SYSTEMSELECTRIC TOTALISATORSCELLS & BATTERIESDry, Fluid and InertMEASURING & RECORDING INSTRUMENTSELECTRICITY METERS
1ONE

lS & CO. LIMITED
ONDON, S.E.18OLWICH 2020.
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- --------- CA P CO 
REGISTERED TRADE MARK

Quartz Cutting Machine

Designers and Manufacturers of Capco Sound-on-Film recorders and 
equipment. Capco built recorders are in use at Elstree, Pathe News 
and British Talking Pictures, etc. Patentees and Manufacturers of 

Capco Enamelled Wire cleaning machines.

Illustration shows latest Model of 
the Quartz Cutting Machine 
developed and designed in collabor
ation with engineers of the Radio 
Branch of the Post Office.
Similar machines have been supplied 
to the Post Office and to the leading 
Telephone and Radio Manufac
turers.
Standard and heavy duty cutting 
machines with high rates of cutting 
to accuracies of •OOI in.
Fixtures to hold any shape of crystal 
can be supplied.
Heavy Duty Machine can now be 
supplied with nine rates automatic 
feed through specially designed gear 
box, sensitive instantaneous stop 
through specially designed clutch. 
Acknowledged to be the finest 
machines of their kind for this class 
of work.

Manufacturers :

CAPLIN
ENGINEERING CO. Ltd.

Precision Engineers
BEACONSFIELD
LONDON,

Telephone: 
WIL/esden 0692.

RD., WILLESDEN
N.W.10

Cables: 
Cap/inko, Lon^n.

ESTABLISHED 1918

Sole Agents : CAPCO (SALES) LTD.
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YOU CAN HELP YOUR COUNTRY 
and yourself at the same time if you do 
your best, but you are not doing your 
best if you waste time.

By becoming efficient in your vocation you 
can give the best service to your country and 
to yourself. The more you increase your 
earning power the better it is for the country 
and for yourself personally.

War or no war, earning power always brings 
Its possessor to the front. It Is no use waiting 
for better times. The ideal opportunity 
never arrives. We have to make the best of 
existing conditions. Therefore, delay is use
less ; it is worse, it is harmful.

WE CLIMB TO VICTORY
TO ACHIEVE VICTORY, we must be 
efficient-to be efficient we must be 
trained.
If it is your desire to make progress and 
establish yourself in a good career, write to 
us for free particulars on any subject which 
interests you, or if your career is undecided, 
write and tell us of your likes and dislikes, 
and we will give you practical advice as to the 
possibilities of a vocation and how to succeed 
in it. You will be under no obligation what
ever. It is our pleasure to help. We never 
take students for courses unless we feel
satisfied they are suitable. Do not forget that 
success is not the prerogative of the brilliant. 
Our experience of over thirty years proves 
that the will to succeed achieves more than
"""‘"""‘ brilliancy.

EARNING POWER IS A SOUND INVESTMENT
DO ANY OF THESE SUBJECTS INTEREST YOU 1

If you do not see your ewn requirement! above, write to us Oil any subject. Full particulars free.

Accountancy Examinations Drauihtamanahlp. All branchea Press Tool Work
Advertiilni and Sales Manac^ment Enaineerinr. All branchei, subjects Pumps and Pumpinc Machinery
Acrlculture and Examinations Radio Communication
A.H.I. Fire E. Examinations General Education Radio Service Enilneerini
Applied Mechanlca G.P.O. Enilneerlni Dept. R.A.F. Special Courses
Army Certllicatu Heatlni and Ventllatini Ro"d Makins and Maintenance
Auctloneera and Eatate Aienti lnduatrlal Chemistry Saleimanihlp, l.S.M.A.
Aviation Enslneerlns Institute of Hou^ina Sanitation
Aviation Wlrel.. fniurance School Attendance Officer
Banklni Journalism Secretarial Eximt
Blue Prints Laniuaiei Sheet Metal Work
Boilers Mathematica Shlpbulldlni
Book^kHpIni, Accountancy and Matriculation Shorthand (Pitman'O

Modern Builneu Methods Metallurii Short Story Wrltlni
B.Sc. (Enc.) Mlnlni. All aubjecta Speaklni in Public
Bulldlni, Architecture and Clerk or Mlnlni. Electrical Eniineerlni Structural EnilneerlniWork9 Motor Enilneerlni Surveylni
Bulldera' Quantitiei Motor Trade Teacher. or Handlcrarta
CambrldieSenlorSchoolCertificate Municipal and County Enilneero Telephony and Tel^iraphy
Civil Enilneerlni Naval Architecture Televlilon
CMl Service Novel Writlnr Transport Inst. Exame.
All Commercial Subjecti Pattern Makins Welahta and Measures lnipector
Commercial Art Play Writlns Weldlni
Common Prellm. E.J.E.B. Police, Special Course WireleH Telesraphy and Telephony
Concrete and Structural Enrioe^rini Preceptori, Collea^ of Work.a Manaieri
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Pa.0,en, Adte^sment Drawinc, Potn. CCal.to^dan. cata. 
logues, Textile DmibbS. Book UluriratioM, eto.
00 per cent, of OommercinJ Aft Work is done by ” Free 
Lt.nee Arbeit " who do ^thetr work •t. home and adl it to the 
highest bidder. Many Commercial Artiste dr» “ retain, 
log fees " from various »oxircoB, others prefer to work 
fuD-tlme employment or partnership arrangement. We 
teach you not only how to draw what 11 wanted, but how 
to make buywa want what you dnw. Many of our «tudent« 
»ho orW«llr look oP Commerci.1 Art . lolby k,« 
since turned It into a full-time paying profession with si adl» 
and of ud^not. ^^^; lhere 11 no limit tot.he ^uL
bWtlu, Let ui MDd ful J)&l'tlcu1&ri for • rBU
and ^^^e ot our ^oour^ tor your InipectOn. You will 
M ^UAder no obllgatloo whate^.

ART DEPT. 2"

Every Department is a Complete College: 
Every Student is a Class to Himself

STUDY AT HOME IN
YOUR SPARE TIME

JOURNALISM
Short Story, Novel and Play 

Writing
There It money and piea^^ lo Jo^Ah&m a.nd 
lo Story WrttJ.nrg, No appreoUcedl.ip, no puoUAie, 
oo exa^^bono, no outfit oece.a11Ar7. WdUii 
for oewipapen, noveli or ph::urei 1i not. • &in; 
It la a idcltoce that. cCAD be acquired by dlU^t 
applleat&oo and proper guldane-e. It 11 the mmo.t 
Med^WiJ way of making ^^me pofitabl^^ 
Tra.tned abWty only 1i requited, we do the 
tral^g by P^t. Let Ui tell jou &boit. It.

DtPARTMENT OF LITERATURE 24

If you attend to thli now, it may make a wonderful difference to your future

COUPON-cut this out
■.^rt

Please send me <frceolch.rge) .• «J . .......... ........ ................
Your private advice about .............................................

(Cross out line which does not apply)

PLEASE WRITE IN BLOCK LETTERS
Name...........................:............................................ ............................................

Address........................................................ .......................................................................................................
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PRECIS I Oil
Notwithstanding the difficulties met with under present conditions, the Telephone Manufacturing Company, Ltd., 
is maintaining the well-known reliability of its condensers. These are manufactured in a modern condenser 
plant, and are notable for the following features :—

Rigid construction.
Small size and weight.
Extreme stability.
Low temperature co-efficient of capacity.
High insulation resistance.

Maintenance of initial capacitance values.
Low power factor.
Adequate safety factor. and 
Long life.

Only high grade materials are used, which have been proved to be suitable by chemical, physical and electrical 
tests, and careful supervision is given at all stages of manufacture.

Enquiries are solicited in respect of the following types:—

(a) Mica Condensers.
These are manufactured in copper or other metal cans, as required, which are marked with the actual and 
nominal capacities. They may be supplied and adjusted to within! per cent. from the nominal capacity. The 
temperature co-efficient is not greater than 4045 per cent. and the power factor at I ,OOO cycles/second is not 
greater than •OO I.

(b) Precision Paper Condensers.
These are of the oil impregnated, oil filled, clamped paper dielectric type. The capacity is adjusted to within 2 per 
cent. of the nominal capacity and departures from the actual capacity due to temperature variations from 0 deg. C. 
to 50 deg. C. are not greater than 2 per cent. These condensers are fitted with terminals constructed from 
Mica-filled bakelite and having an insulation of not less than 10,000 Megohms at normal temperature and humidity.

Prompt attention given to enquiries and deliveries expedited.TELEPHONE MANUFACTURING COMPANY LTD.
WEST DULWICH, S.E.21

View of a corner of the Condenser Test Department (gauging thickness of mica).
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Glasgow Director System F. COOTE
U.D.C. 621.395.34

The progress of the conversion of Glasgo"! telephone system to director working is described and details are given of the plant 
mstalled at Telephone House, Glasgow.

Conversion Programme.

THE Glasgow director system serves an area 
14 miles in diameter and comprises 36 local 
exchanges, together with trunk and tandem 

exchanges. The conversion of this area to automatic 
working, which is now well advanced, will result in 
only one change in exchange name, that of Queens 
Park which, owing to the absence of the letter Q 
on the director dial, will be known, on conversion, 
as Pollok.

The first stage in the original scheme of conversion 
entailed the opening of the new Trunk, Tandem and 
Central exchanges, all to be housed in the building 
to be known as Telephone House and, to simplify 
junction routings, a number of the larger exchanges 
in the central area. It was planned to transfer the 
remaining manual exchanges in small groups coinci
dent with directory issues and to complete the scheme 
by the end of 1942.

When the Office of Works commenced work on 
the Telephone House site in 1936 it was found that 
it would be neces.<.;ary to pile the site and that a delay 
of 12 months in the completion of the building would 
ensue, with consequent delay to the opening date 
for the mam group of exchanges. The replacement 
of several small manual exchanges due to inability 
to extend the equipment on the existing site and the 
necessity for providing relief in a few other areas to 
avoid wasteful underground cabling schemes, had 
meanwhi.le become an urgent matter. A scheme for 
relieving Ibrox and Paisley exchanges by providing, 
in advance of the main scheme, a relief exchange 
to be known as Halfway with a small suite of sleeve 
control positions at Central manual exchange for 
assistance traffic, was already in progress. A 
revised programme catering for the conversion of 
the area in three stages was therefore arranged.
Stage I.

Orders were placed with the Automatic Telephone 
& Electric Co. Ltd., who were installing the Halfway 
equipment, for nine additional small exchanges as 
an advance portion of the conversion scheme. The 
nine exchanges were Milngavie, Shettleston, Newton 
Mearns, Barrhead, Thomly Park, Provanmill, Busby, 
Possil and Springburn. The General Electric 
Company were asked to extend the Halfway auto
manual suite to 30 positions for I< O " line and 
assistance traffic.

As it was not possible to provide a tandem exchange 
m. advance of the opening of the initial ten director 
exchanges, direct routes were provided from each 
exchange to the other nine exchanges and to adjacent 
manual exchanges. A small tandem equipment 
consistmg of 40 group selectors and relay sets 
was, however, installed at Central n1anual 
exchange to afford economy in equipment and lines 
m respect of miscellaneous services, i.e., INF, TIM, 
TEL, etc.
Stage 2.

It was decided that the second and main portion 
of the scheme should consist of the following items :-

(a) The transfer of the demand trunk service 
from the old trunk exchange at Glasgow to the 
new exchange and the bringing into use of the 
mechanical trunk exchange.

(b) The transfer, after a brief interval, of lending 
traffic and U.A.X. traffic from Central manual 
exchange to the new exchange ; the transfer of 
" 0 " line and assistance traffic from the advance 
group of exchanges to the new exchange, and 
the openmg up of Toll Tandem.

(c) The opening of Director Area Tandem.
(d) The simultaneous opening of the new Central 

Bell, Douglas, Paisley and South exchanges three 
months after the completion of item (a).
At a later stage it became apparent that Central 

exchange as a full unit would not long suffice for the 
needs of the Central area and, to avoid changes later, 
it was decided to mstall the new City exchange in 
Telephone House with an initial multiple of 2100 
to open concurrently with the five exchanges named 
above. Further, it was decided to install a P.A.B.X. 
in Telephone House to serve the offices of the Post
master-Surveyor, Glasgow, and of the Telephone 
1Ianager, and to bring the equipment into use prior 
to the opening of Central exchange.
Stage 3.

This comprised the conversion of the remaining 
manual exchanges .m small groups as md1cated earlier.

METHODS OF WORKING.
Early consideration was given to possible methods 

of handling, during the period of conversion, toll 
and trunk traffic and junction traffic between 
automatic and manual exchanges.
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Fig. 1.—Joint Trunk Suites, Nos. 1, 2 and 4. 
Information Suite jn Centre.

Aulo to Manual Traffic in the Director Area.
In consideration of the relatively short period of 

conversion and of the maintenance problems 
involved, it was deemed inadvisable to install C.C.I. 
equipment for dealing with automatic to manual calls. 
Such calls are routed either direct or via Area 
Tandem exchange. The codes to be dialled for 
calls to manual exchanges are shown 
in the telephone directory in thin 
type capitals to enable the subscriber 
on an automatic exchange to dis
tinguish between calls for which code 
only is dialled and calls for which it is 
necessary to dial seven digits.

At Bridgeton, Pollok, Gillnock, 
Govan and Maryhill exchanges it was 
impracticable to provide jack-ended 
junction positions to cope with this 
class of traffic. To maintain uni
formity of procedure from the sub
scribers' point of view it is arranged 
that such calls are routed to the joint 
trunk switchboard, the operator 
answering in the name of the objective 
exchange and completing the call 
over an order-wire group of junctions. 
The call is metered when the called 
subscriber answers.

Manual to Auto Calls.
Calls from manual exchanges to 

subscribers on automatic exchanges 
are either dialled direct to the lst 
numerical switches at the objective 
exchange or via 4-digit or 7-digit 

keysender equipment at Telephone 
House.
Trunk Circuits.

It was decided to provide equip
ment for 2 V.F. dialling over the 
circuits to distant zone centres 
similarly equipped, but to retain 
generator or C.B. signalling to other 
zone and group centres.
Toll Circuits.

It has been past practice in provin • 
cial director areas to employ S.F.]. 
working for calls from toll exchanges 
to subscribers in the director area. 
As it was known that Headquarters 
had in hand the design of a first code 
selector to permit toll exchanges to 
dial in to the director network, it 
was considered undesirable to install 
S.F.J. equipment.

The temporary scheme adopted 
therefore employs a group selector as 
a first toll tandem switch and tele
phonists at toll exchanges dial the 
director translation of the code of 
the objective exchange pending pro. 
vision of the new first code selectors 

and the association of "A" digit selectors and directors 
with the toll tandem plant. Under present conditions 
the temporary scheme must remain in use indefinitely.

U.A.X.'s parented on Glasgow have no access to 
the director network and dial " 0 " for calls to 
Glasgow subscribers.

Dialling by toll exchanges is confined initially to 

Fig. 2.—}oint Trunk Suite No. 3. Pneumatic Distribution Position 
and Keysender Suite in Centre.
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calls to the director area, " O " being dialled for 
through calls, Dialling from one toll exchange to 
another through Toll Tandem, involving second, 
third and fourth fee metering is to be introduced at 
a later date. Dialling codes have already been 
earmarked for 25 such routes.

EQUIPMENT AT TELEPHONE HOUSE.
The centre of the system is Telephone House, 

which houses the Central and City local exchanges, 
the whole of the manual services for the area 
including the trunk board, and the mechanical 
tati.dem equipment for both the intcr-z. rea traffic 
and the toll traffic to the area.
The joint Trttnk Board.

The manual board serving 
the whole area is worked on the 
joint trunk principle and sub
scribers dial " 0 " for both trunk 
and toll calls. A total of 253 
joint trunk positions made up of 
three-position sections 6 ft. 4f in. 
high and divided into four suites 
is installed. Fig. 1 shows suites 
Nos. 1 and 2 in a continuous line 
of 115 positions to the left of the 
picture, an information suite of 
55 positions in the centre of the 
floor and suite No. 4 with 64 
positions on the right of the 
picture. Fig. 2 indicates suite 
No. 3 of 74 positions, including 30 delay positions, 
in the north-east wing of the switchroom, the 
pneumatic distribution position, and, in line with 
the P.D.P., a suite of 17 keysender positions—four 
seven-digit, 13 four-digit.

The multiple and cord circuit equipment is as 
follows:—

Item Suite 
1

Suite
2

Suite 
3

Suite
4

Inform
ation 
Suite

Outgoing Junction Service 
Multiple without Free Line 
Signals ............................. 100 100 100 100

Outgoing Junction Multiple 
wired for F.LS., but minus 
.f.L.S. relays initially .. 500 5-00 WO 500 100

Outgoing Junction Multiple 
wtth Free Line Signals . . 1,BOO 1,:mcl 1.300 1,300 360

Trunk Multiple with Free Line
Signals ............................ 600 600 600 600 - 1

Answering Multiple—12 panel 
repetition........................720 72-0 720 600 420

Cord Circuits per position .. 13 13 13 15 7

18 min. Chargeable Time Indi
cators, per position .. . . 6 6 6 6

The large number of circuits to be accommodated 
in the outgoing multiples made it necessary to dispense 
with the lower cornice and to adopt a five-panel 
instead of the standard four-panel repetition. Even 
this did not provide sufficient jacks to enable every 
circuit to have an appearance on each suite and it 
was decided to spread large groups of circuits over 
the four suites. It was necessary on this account to 

cable the multiples from each suite separately to 
the I.D.F. This had the result of extending the 
manual and tandem I.D.F. to 200 verticals and 
produced the problem of finding the best method to 
jumper jacks on four and sometimes five suites to 
one relay set.

The scheme adopted is shown in Fig. 3. Eight
way connection strips are used in place of the standard 
four-way type. Supposing the circuit on the 
connection strip to be Jack No. 0 on Panel 2 of each 
suite, the insertion of bare wire straps on each 
connection strip ties together the four multiples 
and one jumper wire to the relay set suffices. The 
omission of the strap on connection strip No. 3 
permits Jack No. 0 on Panel 2 of suites 1 and 3 to be 

FROMFROM FROMFROM

used for one circuit and the corresponding jack on 
suites 2 and 4 for a separate circuit. The omission 
of all the straps dissociates the multiples and allows 
the connection of a separate circuit on each of the 
four jacks. The tie cables are run from each con
nection strip horizontally to the corresponding strips 
further along the I.D.F. and are laced to the 
horizontal members of the frame.

Each of the four multiples has its own complement 
of lamp relays. There are five racks for multiple 
answering relays and 30 for free line signals. A 
total of 11,400 relays is mounted on these racks. 
The number of 6-volt lamps used on the manual 
board is approximately 285,000.
Directory Enquiry Bureau.

The equipment is of the standard design for 
provincial directory enquiry bureaux and consists 
of 16 enquiry positions at which local, toll and trunk 
directory enquiry traffic is handled, and a suite of 
6 monitors' positions. Subscribers at automatic 
exchanges in the director. area dial DIR to obtain 
connection to the suite. Lines to the suite are also 
available to manual exchanges in the director area 
via 7-digit tandem and to exchanges in the toll area 
via toll tandem.

Each directory enquiry operator has access to the 
complete directory record which is contained on 
three Linedex double-tier drwns, the local record 
being accommodated on two drums and the upper 
tier of the third drum. The toll and trunk directories 
are held in a revolving bookcase forming the lower 
tier of the third drum. The ultimate capacity of the 
drums for local records is 151,200 entries.
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Fig. 4 shows the layout of the suite. Drum Cl is 
the combined local record and trunk directory 
Linedex drum and is available to operators 1, 2 
and 3. The speaking circuit equipment is mounted 
beneath the table. The key-ended circuits and 
lamps are mounted between drums Al and BI, 
Cl and A2, etc.

A&B OOUBLE-TER ROTARY K^£X flL.ES 
C SINCLE ROTARY KAROEX FILES

F!G. 4.—Layout of Directory Enquiry Bureau.

Circuits incoming to the bureau being key-ended, 
instead of jack-ended and panel mounted, permit quiet 
operating and render available a rnaximwn space for 
filing equipment. Fig. 5 shows the scheme in straight
line form. Each enquiry position at Glasgow has 
three connecting circuits, but two per position is the 
later standard. The connecting circuits from all

PRIMARY POSITION 
& CONNECTING 
circuit hunters

t/c lines

allotter

SECONDARY POSITION 
& CONNECTING 
CIRCUIT HUNTI:RS

I CONNECTING 
CIRCUTS

1 UNISELECTOR

POSITIONS

O/G LINES TO
— MONITOR.SR,ETC

FIG. 5.-SCHEMATIC OF DIRECTORY ENQUIRY BUREAU.

positions are wired. to the banks of secondary position 
and connecting circuit hunters. Incon1ing circuits 
terminate on primary position and connecting circuit 
hunters, the banks of which are wired to the secondary 
hunters. The destination of each call is governed by 
an allotter.

The following special facilities are covered in the 
design:-

1. Automatic hunting for an outlet to a dis
engaged operator.

2. Queueing of waiting calls if a free position 
is not available.

3. The connection of these calls to disengaged 
positions in the order of their origination.

4. Automatic transfer of a call to the monitor, 
section supervisor or to the manual board.

CircuitDetaits. The circuits employed follow,ingeneral, 
well-known principles, but one feature of note is the 
simple method employed to permit queueing and 
enable calls to be connected to an operator in the 
order of their origination. Fig. 6 shows the basic 
principle of the secondary hunter and of the allotter.

'Fig. 6—Pakt uf Secoxdaky Huster and Allott^k 
Circuit.

Incoming calls from the primary hunter select the 
first free secondary hunter, operating relay L over 
the P wire. If there is a free position, the earth on the 
common lead to the allotter allows relay P to operate 
in series with relay LO which is slow to operate. 
P causes the allotter to step to the secondary hunter, 
marked by absence of earth on the Al bank. When 
the allotter bas found the secondary hunter in which 
the call is waiting the LO relay operates and causes 
the secondary hunter to search for the idle connecting 
circuit. When this is found the K relay operates and 
switches all lines through to the connecting circuit, 
thus operating relay LL which lights the calling 
lamp. The operator answers by throwing a key, after 
which the lamp functions as an answering supervisory.

Should all positions be engaged the queueing 
facility is arranged as follows :-

The primary hunters are homing switches and 
offer calls to the secondaries always in the same 
sequence. Any secondary hunters becoming free 
before calls have been offered to the last secondary 
hunters in the sequence are artificially busied. Calls 
are thus distributed to the secondary hunters in 
cyclic order. When at any stage there is no free 
position, incoming calls queue by marking the suc
ceeding contacts of allotter bank Al in chronological 
order, and the allotter which is meanwhile standing 
on the contacts of the last secondary hunter allotted 
a position, allots positions to the secondary hunters in 
rotation as they become free.

The artificial busying of circuits is achieved by 
relay PG in parallel with relay L on the incoming 
P wire. PG operates to an incoming call and locks 
to a common earth. When relay L releases at the end 
of a call a contact of PG artificially busies the circuit
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The earthed PG contacts of disengaged secondary 
hunters shunt relay R, and when a call is taken by the 
last choice the shunt is removed and R operates 
and removes the common earth holding the PG 
relays which release and the cycle repeats.

TO KEYS&RELAYS
CROUPS B&C

FJ. 7,-PART OF CONNECTING CIRCUIT, DIRECTORY 
ENQUIRY BT.:REA\:.

Outgoing lines are terminated on the banks of a 
transfer uniselector. If the operator desires to refer 
a qu_ery to the monitor, supervisor or distant ex
change the speak call key is thrown and the relative 
group allocation key (Fig. 7) pressed. This marks the 
group concerned on arc TI of the transfer uniselector 
which steps until the group is reached. Relay KA 
operates and switches the driving magnet over to arc 
T2 on which the P wires of outgoing circuits terminate. 
The uniselector then hunts for the first free circuit in 
the group. Should all circuits be engaged, the uni
selector switChes to the spare contact following the 
group. This contact is connected to positive battery 
on the T3 arc. Busy tone and flash are returned to 
the operator.

Having obtained a free outlet, the operator can, if 

desired, connect the caller to the outgoing line by 
operation of the transfer key which extends the 
incoming to the outgoing lines, dissociates her 
headset from the circuit and renders the second 
connecting circuit of the position available for a 
further call.

Pneumatic Distribution Positions (P.D.P.).
The adoption of joint trunk working entailed the 

provision of ticket tubes from all the operators' 
positions instead of restricting their use to a limited 
number of positions dealing exclusively with trunk 
traffic. The provision of access to ticket tubes from 
all positions made practicable the collection of toll . 
tickets by this method.

This increase in the number of tubes and in ticket 
traffic rendered the standard four-position double
sided P.D.P. inadequate for the purpose. It was 
estimated that Glasgow would need a P.D.P. of 

10 positions initially and of 16 positions ultimately.
In 1938, a committee considered the general 

question of the use of ticket tubes in joint trunk 
exchanges and new methods of ticket sorting, and 
a new combined Pneumatic Distribution Position 
and Ticket Filing Position (P.D.P. and T.F.P.) was 
designed. The principles of the new design are 

illustrated in Fig. 8. See also Fig. 2. Tickets are 
delivered from the vacuum header valves to an upper 

conveyor band A moving at a rate of 200 ft. per 
minute, which conveys the tickets to a trough G. 

Two operators, at positions :FI and :F2, have access 
to the trough and it is their sole duty to face up 
tickets with '' sails '' in one direction, arrange them in 
small bundles and place them on a slow-moving 

(80 ft. per minute) lower band B to primary sorting 
operators-PS.1-4.

This team of operators sorts the tickets into five 
categories :-

1. Completed trunk tickets.
2. Cancelled trunk tickets.
3. Tickets for delay calls.
4. Completed toll tickets.
5. Cancelled toll tickets.

Tickets in classes 2, 4and 5 are sorted into ticket trays 
in front of the operator.

Immediately in front 0f the operators on both 
sides of the table are two one-inch V conveyor bands 

Fig. 8.—Layout of combined Pneumatic Distribution Position and Ticket Filing Position.
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moving at a rate of 200 ft. per minute. Delay 
tickets are placed on one of these conveyor bands 
which transmits them to troughs N on two positions 
where access is available to the pressure despatch 
valves by which they are forwarded by despatching 
operators Dl and D2 to the delay positions.

Tickets in category I arc placed individually on 
the other conveyor band which transfers them to 
troughs M for detailed sorting by two operators S 
into a standard ticket tray of 35 divisions. General 
practice is to sort them in alphabetical order of the 
name of the objective exchange, but in Scotland, 
for geographical reasons, it is found to be preferable 
to sort them into alphabetical order of the originating 
exchange name.

Tickets in respect of toll calls are not given detailed 
sorting at the P.D.P. Demand trunk tickets receive 
detailed sorting at the P.D.P., so that enquiries 
by subscribers as to the duration and cost of demand 
trunk calls can be answered readily.

Details of the ticket tubes provided are :—

From Vacuum 
oc

Pressure

No. 
of 

To°"'
Length 

feet
Despatch

Valves
Receiving 
Temunals

From To
-

Joint Tnink 
Positions. 

Information
Suite.

P.D.P.

.»
v.
v.

28

1

170 245 29

P.D.P.

"

Joint Trunk 
Position 

Information 
Suite.

P.

P.

15

1

110 16 16

>> Directory 
Enquiry 
Bureau.

P. 1 95 1

Directory 
Enquiry 
Position.

Directory 
Enquiry 
Mouiior.

V. 2 85 16 2 

_________

City and Central Exchanges.
The manufacturing period for Stage 2 exchanges 

coincided with the changeover of policy from line^ 
finder to uniselector working for exchanges with an 
average bLisy-hour calling rate per subscriber of ^6 
or over. The General Electric Company were able 
to make the changeover from line-finder to uni
selector working at Central and City exchanges and 
also at Bell exchange.

The exchanges opened concurrently, the con
tractor concerned and the number of subscribers' 
lines involved in the transfer were :—

Exchange
Type of Exchange Number of 

lines 
transferred

New Ex
change in
stalled byOld Now

Central . . . . C.B.l .. Uniselector 7,092 G.E.C.
City .. .. C.B.1

(Hypolhetical 
on Central)

" 3u:i G.E.C.

Bell .. .. C.B.1 ..
Line Finder

2,530 G.E.C.
South .. ., C.B.l .. 2,1:16 A.T.E. Co.
Douglas .. .. C.B.1 ■ - .. i 5,376 Ericsson's
Paisley .. ..

Total ..

N.D. Keith 
Line Switch

n 2,201

19,728

Ericsson's

The trunking of Central and City exchanges follows 
standard practice. Central is a full unit and City is 
planned for a multiple capacity of 7 ,^W lines at the 
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ultimate date. 'fhe exchanges have common direc
tors, "A " digit selectors and outgoing junctions. 
Owing to the high percentage of private branch 
exchanges, final selectors are all of the P.B.X.240 
or 11 and over types.

Service P.A.B.X.
A Service P.A.B.X. of 600 lines multiple is provided 

for the Postmaster.Surveyor, Glasgow, and Telephone 
Manager, Glasgow Area. The numbering range is 
2,200^2,799, but the initial digit is not dialled on 
inter-extension calls. Access to the director area 
is obtained by dialling" 9" plus the code an:d number 
of the objective subscriber. For trunk and toll calls, 
the attention of the joint trunk exchange operator 
is gained by dialling the digit " 8." By dialling " 0 " 
extension users are routed to the P.A.B.X. assistance 
positions which are the first three positions on the 
information suite.

Subscribers desiring an official call to an extension, 
the number of which is not known, dial GPO 1234 
and the initial numerical digit routes the call to the 
assistance position. Trunk zone centres employing 
2 V.F. dialling, toll exchanges and subscribers in the 
director area can obtain extensions direct by dialling 
the code GPO and the extension number. The first 
numerical digit routes the call from tandem to second 
selectors in the P.A.B.X. plant.

Tandem Equipment.
The unusual routings employed have been explained 

earlier. A simplified trunking diagram showing the 
tandem routings is given in Fig. 9.

A total of 600 autoTo-auto relay sets with impulse 
regenerators are installed. They are used on j unc
tions outgoing from director area tandem where they 
are connected between first and second tandem 
selectors and on junctions outgoing from toll tandem 
where they are placed between first and second code 
selectors.

It will be recollected that the use of mechanical 
impulse regenerators permits tandem junction work
ing over networks of any complexity, providing 
that no junction exceeds 1,500 ohms resistance, but 
present practice limits their use to a rnaximum of 
three links. In the Glasgow director area there 
were few routes where the use of mechanical impulse 
regenerators was justificd on account of the resistance 
of the outgoing junctions. It will be appreciated, 
however, that the number of relay sets required by 
the policy adopted is equal to the number of trunks 
between first and second tandem selectors, which is 
far less than would have been necessary had they 
been connected, as in past practice, to the outgoing 
level junctions. Although the autoalo^auto relay 
set ""'ith mechanical impulse regenerator is more 
costly than the normal auto.to.auto relay set, the 
overall balance is in favour of the use of the former 
item. Dialling out to 25 toll exchanges within the 
15-mile circle is visualised, which also justifies the 
provision of mechanical impulse regenerators initially.

These remarks refer also to the use of mechanical 
impulse regenerators in relation to the toll tandem



equipment. Their inclusion in the trunking scheme 
is dictated by reasons of economy, dialling in to the 
automatic network being achieved in some instances 
where it would otherwise have been impossible and 
through dialling to other toll exchanges in the 15-rnile 
circle in the future will be facilitated.
2,000 Type Equipment.

The automatic equipment throughout the area 15 
of the 2,000 type and presents a neat and orderly 
appearance, two typical views being given in Figs. 10 
and 11. The keysendcr equipment with the keysender 
junction and outlet relay sets is of the pre-2,000 type 
and presents a striking contrast to the remainder of 
the plant.

at Birminghaml as against a measure of decentralisa
tion as applied in the Manchester Area2^ It was 
decided that the latter scheme would best meet the 
needs of the Glasgow Director Arca. Consequently, 
it was arranged that five ENG centres and mainten
ance controls would be set up at Central, Paisley, 
Bridgeton, Langside and Western, and that any 
exchange converted in advance of its respective fault 
centre would be controlled at Central temporarily.

Central, City and Douglas exchanges are provided 
with direct ENG circuits to the Central test desk 
during normal hours. ENG traffic from all other 
exchanges controlled from Central circulates via 
Area 'fandem.

FROM MB.

70 POSN.PHSH

TOLL PI (DIAL CODE + 4 DIGITS)

TRUNK QL (¿VF)

FROM DIRECTOR AREA

!ST.TANDEM 
SELECTORS 
{200 OUTLET}

2®TANDEM |OA 
SELECTORS |l 
(2OO OUTLET)1—1

"At DIGIT 
SELECTORS

7 DIGIT KS
FROM MANUAL E:XCHS. IN 
DIRE.CTOR AREA

2“COOE 70

LOCAL 
EXCHSLOCAL 

EXCHS.

SELECTORS 
OUTLET)

2M»CODE 
SELECTORS 
(200 OUTLET)

EXCHS
&

MISC 
SERVICES

LOCAL 
EXCHS

• 
MISC. 
SERVICE.S

• selectorsrq 
(200 OUTLET)1—1

Fig. 9.—Simplified Trunking Diagram of Tandem Routings.

MECHANICAL 
REGENERATORS

Maintenance Testing Facilities.
Trunk Test Racks.— The maintenance of demand 

and toll trunks and the busying of faulty circuits 
on the manual board outgoing junction multiples 
arc controlled on a suite of nine trunk test racks, 
the equipment on which is summarised below.

Engineering Faitlt Complaint and Repair Service 
(ENG Service).-The ENG service has been introduced 
at each exchange coincident with conversion to auto
matic working. Early consideration was given to 
the relative merits of a centralised scheme as in use

Type of Position
No.of 

positions

No. of equipments

Without 
busy keys

With 
busy keys

Special 
Arrange

ments

Dup]irate 
busy keys

DenmandTrunkTest ' 321) 880 80 -
Toll Trunk TesL .. 2 080 800 — .
Junction Test .. 2 80 1,200
Record$ .. .. I — — 2,88

During periods of light traffic, ENG traffic from 
Central, City and Douglas, together with that from 
other ENG centres, is switched into the Tandem 
route, and the final two digits in the director 
translation, inoperative under day conditions, perform 
the desired trunking diversion. This facilitates the 
concentration of night ENG traffic to two telephones 
in the automatic switchroom if desired and the busy
ing of the remaining choices in the tandem grading.

Central Exchange Test Desks.-Two suites, each of 
nine positions, are provided with functions as follows:-

Suite No. 1.
2 Junction Test Sections.
2 Advice Note Sections .
.5 Fault Control Sections.

Suite No. 2.
9 ENG Test Sections.

'P.0.E.E.j., Vol. 30, p. 304.
2P.O.E.E.J., Vol. 27, p. 116.
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Fig. 10.—1st Code Racks and l.D.F.—City Exchange,

Equipment for 60 ENG lines and 60 lines to test 
selectors is provided. The Central test desk is given 
access to al the test selectors at the exchanges con
trolled from it, and also, for night service when other 
centres are closed, to one test selector at each other 
automatic exchange in the director area. The test 
selector junctions, except internal junctions, are five 
wire circuits, arranged to switch in the transmission 
bridge at the distant exchange over the fifth wire 
for transmission tests.
Power Plant.

The building is supplied by two duplicate services. 
As a safety precaution one is led into a transformer 
chamber from the street in front of the building 
and the other from the street at the 
rear. One is a 6^6 kV ring main fed 
from a local generating station and the 
other a 6^6 kV ring main fed from the 
grid. Each duplicate supply serves a 
800 kVA, 6,600/440 volt, 3-phase trans
former, and each transformer serves 
half the lbad of the budding. In the 
event of a failure of one of the trans
formers or duplicate supplies the other 
transformer can be readily switched to 
take the whole load of the building. 
The daily current consumption of the 
equipment at the conclusion of the 
conversion ! scheme was calculated to 
reach 25,000 ampere hours with a 
busy-hour load of 3,700 ampere hours. 
It was also estimated that these figures 
would ultimately be doubled.

The ideal situation for the power 
plant is naturally the centre of the 
building, but installation of the plant 
in this position would have divided 
the automatic switches on the sub
ground floor into two sections. The 
positioning of the power plant in the 

north east wing of the building has 
necessitated heavy battery bus-bars and 
distribution bus-bars to keep within 
the limit of one volt drop from the 
battery terminals to the distribution 
fuses on the rack panels.

A divided battery float scheme3 is 
provided and consists of :—

Two batteries each of 10,200 ampere 
hours capacity supplied by the D.P. 
Battery Co.

Two battery circuit breakers rated at 
8,000 amps.

Three motor-generator sets manu
factured by the Electric Construction 
Company, Wolverhampton.

Input 440 volt, 3-phase, 50 c/s. 
Output 3,000 amps at 51 volts.

Underground Cable Construction.
In view of the large number of cables

to be accommodated initially and ul
timately, considerable underground 
plant had to be provided, including a 
tunnel 200 yds. long and 8 ft. internal

diameter, and four main new duct routes varying from 
40- to 96-way. Earthenware non-self-aligning ducts 
of octagonal exterior and circular interior were used 
and were laid in concrete. Sixty-three large new man
holes have been constructed. The new duct work com
prising lOOmilesormore of single duct was commenced 
in February, 1938, and, as the Glasgow Empire 
Exhibition was due to open in May, 1938, it was 
necessary to complete all excavation work by that 
date. That this engineering feat was successfully 
accomplished was a tribute to the Telephone Man
ager's organisation ann to the willing co-operation 
of the Contractors employed.

»P.Q.E.E.J., Vol. 33, p. 12.

Fig. ll.—" A" Digit Switches and 1st Code Routiner, etc.
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Transfer Operations.

The group of 10 small exchanges, comprising 
Stage 1, were cut into service between September, 
1937, and September, 1939. The next major step 
in the programme was the transfer on l 7th November, 
1940, of the Trunk Exchange in Glasgow Head Post 
Office to Telephone House. The transfer was 
accomplished in two stages, half the circuits being 
cut over at 9.15 a.m. and the remainder at 12.30 p.m. 
The circuits concerned totalled 786. The trunk 
tandem equipment was brought into use and two- 
voice frequency dialling was introduced on the 
demand trunk routes to London, Birmingham, 
Manchester, RristoI, Newcastle and Leerls. Circuits 
on other demand routes continue to be worked by 
the generator signalling method.

On the !sf December, 1940, toll area traffic and 
assistance traffic from the early group of exchanges 
\Vere transferred from Central manual exchange to 
Telephone House in one operation. Toll area tandem 
and the 7-digit keysender equipment were brought 
into use. The number of junctions and toll trunks 
involved was 1,802.

Under the heading "Methods of Working" earlier in 
the article, reference was made to the fact that auto- 
to-auto traffic between exchanges in the "early" group 
was routed over direct circuits and miscellaneous 
services were carried by a temporary tandem equip
ment at Central manual exchange. The next step 
in the conversion scheme, therefore, was the diversion 
of this traffic to its permanent routing through 
director area tandem. This was achieved at each 
exchange in tum and was completed by the 19th 
January, 1941. On this date the ENG service, 
which had been operated from a small suite of 
positions at Central manual exchange was transferred 
to the new test desks at Telephone House.

The next operation was the closing down on the 
Jst February, 1941, of three service P.M.B. exchanges 
and the opening of the service P.A.B.X. referred to 
earlier.

The conversion of 381 call office and .573 sub
scribers' coin box lines on Central, City, Bell, Douglas, 
Paisley and South exchanges needed special attention. 
The new assemblies v.rere wired in a central workshop. 
Six weeks before the main transfer, the work of 
replacing the existing equipment was commenced. 
As each station \vas proved to function correctly, the 
circuit was transferred to the automatic exchange, 
where the director and "A" digit selectors, together 
with the coin box group of uniselectors (or linefinders) 
and first code selectors were brought into use in 
advance of the main equipment.

It was necessary for transferred call offices and 
coin box subscribers to dial "0 " for all calls until 
the main transfer. To enable the joint trunk operator 

to connect any transferred station to a number on 
one of the manual exchanges, special groups of circuits 
from the outgoing junction multiple at the new 
exchange to the old exchange were provided. The 
coin box " 0 " line groups were temporarily 
augmented.

1'he next operation was the transfer at 1.30 p.m. 
on the Jst March, 1941, from manual to automatic 
working of 19,728 subscribers' lines at the six local 
exchanges included in Stage 2. This is thought to 
be the greatest number of lines yet transferred at 
one operation by the British Post Office. Forty-three 
per cent. of subscribers in the director area are now 
connected to automatic exchanges.

The transfer of the Glasgow Directory Enquiry 
Bureau, formerly accommodated at Bell exchange, 
was accomplished in two stages. Half the number 
of available index drums was transferred over night 
from the old exchange to Telephone House. The 
new bureau opened at 8.30 a.m. on the Jst March, 
1941, with traffic from the joint trunk manual board, 
from the 7-digit keysender positions and from the 
ten exchanges already converted to automatic 
working. The balance of the traffic was taken over 
by the new bureau coincident with the main transfer 
and the remaining index drums were then taken to 
Telephone House.

Conclusion.

The devolution from Headquarters of automatic 
exchange design work and the preparation of speci
fications for new exchanges supplied under contract 
took place as far as work in the Scottish Region is 
concerned in August, 1936. The engineering of 
the Glasgow Director Scheme was the most pressing 
problem at the time of devolution and the successful 
completion of the first major work engineered under 
Regional organisation is therefore a matter of gratifi
cation to the staffs concerned.

Reference should certainly be made to the con
ditions under which the staff of the Glasgow Area 
have carried the work to its final conclusion. To 
have completed a work of this magnitude, involving, 
as it did, intricate jointing operations, modifications 
to subscribers' installations and to equipment at 
outlying exchanges, the supervision of the installation 
by contract of six automatic exchanges, the provision 
and training of large staffs for construction and 
maintenance work, all under the conditions existing 
since September, 1939, is an engineering triumph 
which should live long in the memory of telephone 
engineers.

In conclusion the \\'riter desires to express his 
thanks to the General Electric Company for the 
photographs illustrating this article which were 
kindly supplied by them.
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The New Amplifier No. 32 
and Associated Equipment 
U. D.C .621.395.645.34

H. WILLIAMS, A.C.G.I., A.M.l.E.E.

Outstanding points in the design of the new amplifier (No. 32) and its associated line and corrector equipment are described. 
The amplifier is designed to replace all existing types of audio frequency repeaters and amplifiers for new work.

Reasons for the Introduction of a New A mplifler.

ALTHOUGH the moot modern of the audio 
frequency repeaters and amplifiers in use in the 
Post Office were introduced in 1932 and 1933 

respectively, it wa$. thought that the tin1e was ripe to 
standardise- an amplifier which would cover the 
functions ot-1.1-the existing types (excluding music 
amplifiers), and by incorporating a feed back circuit, 
give an improved performance, at a low cost.

:Most of the present repeaters incorporate attenua
tion-frequency equalisers, and both repeaters and 
amplifiers have a range of gain adjustment. In the 
new amplifier the gain adjustment is strictly limited 
and attenuation-frequency equalisers are not provided. 
The correct output level of the amplifier is obtained by 
an attenuating pad and, where necessary, an equaliser 
added to the receiving cable pair so that the attenua
tion of each pair bet\veen repeaters is built out to 
27 db. By this means circuits may be set up aud 
switched by merely running jumpers. Although it is 
realised that the relative merits of this and other 
methods are controversial, it is felt that great benefit 
will result in maintenance and setting up circuits by 
reason of the fact that there will be no necessity to 
interfere with the amplifier. In this connection it 
should perhaps be mentioned that this method was 
conceived for a toll network in which unloaded cables 
were to be used. This would, of course, necessitate 
short distances between repeater stations and an 
equaliser on each section. \\'hen the scheme is 
applied to loaded cable, equalisers will, of course, not 
be necessary on each section.

GENERAL CONDITIONS TO BE I\fET AND 
FACILITIES PROVIDED.

The A mplifler.
The gain adjustment to be provided in an amplifier 

depends on the :-
(a) Output required to cater for a long local end.
(b) Variation of gain due to valve changes.
(c) Variation of attenuation of the line due to 

temperature changes.
As regards (a), in the past a + 13 db. output level 

has been assumed the maximum that can be tolerated.
The limits of mutual conductance of the valve fixed 

tentatively arc 1 -65 to 2^75 mA per volt. This should 
result in a total change in gain of about 1 •O db.

The worst condition for variation of cable attenua
tion would be that experienced by an unloaded cable 
in which the attenuation may be assumed proportional 

to yR. At audio frequencies the change in R can be 
considered to be the D.C. change, and assuming a 
summer to winter variation of 14°C this would result 
in a change of 0T db. on a 26 db. section of cable.

It has thet efore been considered necessary to 

provide, until more data are available, six 1 db. taps, 
the normal gain of the amplifier being 27 db.

The existing repeater power supplies consist of 130 
volts for the H.T. and 24 volts for the L.T. In 
addition to this, however, a number of amplifier 
stations operate from a 6-volt filament supply and, as 
a number of power plants of this type exist or are on 
order, it has been necessary to cater for alternative 
24 or 6 volt working. This is accomplished by 
strapping on the amplifier panel.

Associated Equipment.
The general conditions to be met by an amplifier, 

assuming a zero circuit is obtained, are shown in Fig.1.

-17^+jn!। -I7isu +10

-IT ’1 +I 0 —17

(a) INTERMEDIATE

-17p>_+fO

+JO -11

ft) TERMINAL AMPLIFIER REMOTE FROM 
TERMINATION

6 "
(c) TERMINAL AMPLIFIER WITH TERMINATION

------ Wr
I I 1------V+r
• 1 6-X

-17^. +10

+Ì0''rTÌ7

(d) TERMINAL AMPLIFIER WITH TERMINATION
ANO 2 w •TAIL"

FIG, 1.-G-ENERAL CONDITIONS TO DE MET.

In addition to the amplifier bays, two bays of 
associated equipment have been designed to meet 
these conditions, the first containing terminations, 
and the second, line transformers, attenuators and 
correctors. Since provision has not hitherto been 
made for fitting attenuators on line transformer t ays, 
a special bay of attenuators is being provided for 
association with existing line transformers.

The particular conditions which may have to be met 
in part or in \Vhole at a repeater station are therefore 
as shown in Fig. 2. From this it will be seen that when 
Units Amplifying No. 32 are installed in a station 
where cables exist already terminated on old type 
transformer bays, it is necessary to make provision for 
the jumpering of attenuators if it is not desired to fit 
the new transformer racks.

Pads must be provided therefore :-
(I) In association with line transformers and 

equalisers for new cables or re-terminated old 
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cables. (The rack of units is known as a 1' Trans
former and Line Corrector Equipment Bay.")

(2) On special bays for association with old 
cables.

(3) For use with terminations. This will be done 
by a fixed value pad, room for which will be found 
on the terminating units (Nos. 5A and 6A).

Fig. 2.—Particular Conditions at a Repeater SrATiON.

It has been considered that the number of unloaded 
cables in the country will increase materially due to 
the difficulties and undesirable features in respect to 
obtaining accurate loading manhole sites, cost of load
ing, and especially with a view to the possible utilisa
tion of the cables later for carrier work. It has been 
necessary, therefore, to allocate space for an equaliser 
for each receiving pair entering a station.

" Group " and " Quad " IVorking.—Most cables are, 
of course, balanced in groups for 4-wire working, and 
the 2-wire circuits arc sandwiched between them to 
form a screen. Of the 4-wirc circuits a number are 
operated by the use of voice frequency signalling of 
one sort or another. A proportion, however, utilise 
direct current signalling or dialling, or 17 c/s ringing, 
for which the phantom is brought out from the line 
transformers. The method of working is evident from 
Fig. 3. .

Considering the conditions on two quads, however, 
it will be seen that various difficulties would arise if an 
attempt were made to signal over the loop formed by 
the phantoms on pairs in the two directions of trans- 
1nission where group \VOrk:ing is employed. With 
reference to Fig. 3 (a):-

(1) It is evident that since pair 1 is coupled by a 
large capacitance to pair 2, and the current is 
equivalent to single wire transmission, the return 
circuit for the signalling current being in a remote 
part of the cable, interaction will not only take place 
betv.reen the signalling circuits but considerahle 
noise will result.

(2) The method of curing this is to" signal within 
qudd" (Fig. 3 (b) ),i.e., the go and return signalling 
circuits are arranged to be on the phanto1ns of a 
true quad. Even so, crosstalk may occur in the 
following manner : speech from circuit 2 will be 
injected. due to the potential across the l^F con

denser, on to the phantom of quad No. 2. Crosstalk 
to the side circuit of quad 2 takes place and the 
speech is then heard in circuit 1 due to the amplifica
tion given by the receiving amplifier in circuit 1. 
The effect of this is usually a crosstalk of about 
60 db. between zero circuitsassurningaphanton1-to- 
side crosstalk of 65 db. and a receiving gain of 20 db. 
It is feared that some older cables will not be good 
enough for this method of working, and as it is 
desired to obtain the benefits of group working it has 
been necessary to make tentative provision for a 
low-pass filter which will be inserted as shown and 
which will prevent speech from traversing the 
phantom. Surges caused by signalling will, in a 
future termination, be prevented from reaching the 
grid of the transmitting valve by making the loss of 
the termination very high at frequencies below, say 
100 c/s.

„ QUADI

QUAD 2
GROUP WORKING FOR SPEECH. SIGNALLING OV£R 

(a) the ASSOCIATED PHANTQM CiRCU<T5

(b) SIGNALLING WITHIN QUAD

Fig. 3.—Group and Quad Working.

The facilities required on the transformer and line 
corrector equipment are, therefore :-

(1) Provision for attenuator and equaliser 
associated with each receiving line transformer.

(2) Phantoms led out for signalling.
(3) Facilities for conversion from " group " to 

" within quad " working.
(4) Under group working conditions receiving 

line equipment to be kept separate from trans- 
n1itting line equipment to minimise risk of crosstalk 
between points of high level difference.

(.5 ) Space for mounting low-pass filters for 
signalling circuit.
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AMPLIFIER.
The amplifier, which has 30 db. maximum gain, was 

developed in its basic form by the Post Office Research 
Branch. Owing to differences in manufacturing 
technique, the two firms manufacturing the amplifier 
have produced differing circuit diagrams, although, 
since the individual components are in " pots ", the 
resulting articles as seen externally are almost 
identical. The basic specification to which the 
amplifier is built is as follows :-

Valve-V.T. No. 149. An indirectly heated 
pentode valve having a metallised envelope and an 
octal base.

filament current .. 0^25 amps. 
filament voltage .. 4^0 volts.

In an attempt to get over disconnections in grid 
circuits suspected to be due to " dry " contacts, the 
grid of this valve has been brought out to a top 
connection. If necessary, a special cup can be designed 
for this connection or it may even be soldered.

Input and output impedance of each amplifier 
expressed as a singing point against 600 ohms shall 
be greater than 20 db. at 800 c/s, and greater than 
15db. at all frequencies within the range 300
3,000 c/s.

The maximum gain shall be 30 ± 0^5 db. at 800 c/s, 
the output power being adjusted to + 10 db. above 
1 mW. The gain at 200 c/s shall not be more than 
l ^5 db. lower than the gain at 800 c/s. In the frequency 
range 300-3,400 c/s the gain shall not differ from that 
at 800 c/s by more than 0in db. and in the range 3,400 
—6,000 c/s by more than l •O db. The gain shall be 
adjustable in 6 steps of l •O db. ± O^ l from the 
maximum setting by taps on the secondary of the 
input transformer.

The harmonic distortion with an output of + 17 db. 
at 800 c/s shall not exceed 5 per cent. of the 
fundamental. In addition, the following crosstalk 
requirement has been set. With both disturbing 
and disturbed amplifiers set • at maximum gain 
and with an output power from the disturbing 
amplifier of !OmW at 800 c/s, and the output 
circuit of the disturbing amplifier and the input 
circuit of the disturbed amplifier closed with 600 ohms, 
the crosstalk measured between the input of any one 
amplifier and the output of any other on the same 
panel shall not be worse than 53 db. This requirement 
has been estimated on the assumption that crosstalk 
introduced in amplifier stations should not exceed that 
introduced in the cables. For circuits worked in 
groups, the far-end crosstalk will predominate, the 
crosstalk in amplifier stations and cables accumulating 
in neighbouring circuits on a power basis, and a value 
of 80 db. far-end (signal/noise ratio) crosstalk for 
modern cables has been assumed. The value of 53 db. 
allowed for amplifiers corresponds to a value of 83 db. 
output to output and this value allows 83 db. for 
station wiring, line transformers, etc. Thus the 
accumulation of crosstalk in four repeater sections 
would amount to 71 db.and in eight sections to 68db. 
It is thought that eight sections wil be the maximum 
number likely to occur, even allowing for sections con
sisting of 15 miles of unloaded cable. The crosstalk 
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value of 53 db. specified thus meets the 65 db. allow
ance for crosstalk between circuits recommended by 
the C.C.I.F., allowing a small margin for crosstalk in 
terminal equipment.

(a) S.T.C. Circuit.

(b) G.E.Co. C1Rct:IT.

FJG. 4.-SIMPLIFlED CIRCUIT DIAGRAMS.

It will per haps be of interest to examine the sim
plified circuit diagrams (Fig. 4). The salient points of 
the S.T.C. amplifier are :-

(!) Input impedance obtained partly by the 
1,800 ohm resistance on the primary and partly by 
the resistance across the secondary of the input 
transformer.

(2) The " feed back " is obtained by both senes 
and parallel arrangements, the series portion being 
from the 600 ohms resistance in parallel with the 
•05 ^F condenser and the parallel portion across. 
the 12,500 ohm resistor. Thus, roughly O^ l of the 
output voltage is fed back to the input giving a 
reduction of gain of the amplifier of approxi
mately 12 db.
In the G.E.Co. amplifier it will be noted that the 

details differ from those of the S.T.C. and that, in 
particular, the "voltage" feedback is obtained by a 
tapping on the output transformer. Fig. 5 will also be



(b) Actual Gain on Tap 12.

Fig. 5.—Envelopes of Gain.

specified so that sufficient accuracy is ensured. The 
method of valve test, which is novel as regards Post 
Office amplifiers, and which, it is felt, will give a better 
picture of the condition of the valve, without removing 
it from the amplifier, consists of a measurement 
of the mutual conductance. 
This is done by measuring 
the anode current change for 
a given change in grid bias, 
and may even be done while 
the amplifier is in use. The 
principle of the test will be 
understood by reference to 
Fig. 7, which represents a 
valve, the grid of which is 
biased by resistor R. This 
bias is changed by short
circuiting a portion of this 
resistor. Assuming r is small 
compared to R, an approxi
mate analysis follows :—

Fig. 7 . Principle of 
Valve Test.

Anode current for resistance R = I
Anode current for resistance R—r = I + SI
Change in current = SI = m (Ir) 
Where m = mutual cond.
• SI Ii.e. m= yX r

I r
of interest showing (a) envelopes of the gain relative 
to 800 c/s of the four amplifiers on a panel, and (b) the 
actual gain of the amplifiers on tap 12. It will be

Fig. 6.—Panel Mounting Four Amplifiers.

i.e., the value m is proportional to the percentage 
change in anode current. The actual circuit and 
method of making use of this fact in the tester is

as follows (see Fig. 8).
Instead of short-circuiting the 

portion of the grid bias resistor, a 
resistor Ri is placed across it. To use the 
tester the plug P is inserted inthe valve 
tesl socket on Ilie amplifier panel, and 
this enables the anode current to be 
read directly on pA. KBis then pressed 
and the needle backed off to zero by 
manipulation of the resistance Q. KA 
is then pressed as well as KB, which 
causes the needle to register a new 
current. Bringing the needle back to 
zero by turning switch S, the mutual 
conductance of the valve is read 
directly from the switch. The grid 
bias resistor is the 300 ohm resistor 
indicated in Fig. 4.

The amount of gain given by the 
amplifier station may in certain cir
cumstances be measured in the
orthodox manner by connecting the 
gain set to the test tablet (office side)

apparent from this that very little difference between 
panels is to be expected in practice.

A photograph of the amplifier is given in Fig. 6.

Testing Points.
The testing points associated with the amplifiers 

consist of level jacks at the input and output. These 
are 600 ohms points, and a true level may be taken, 
since the singing points of both input and output are
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R^VE FOR 2CCTS
- ..........- -A.___________________ TRANSMIT FOR 2CCTS

Fig. 9.—Transformer and Line Corrector Unit.

in place of the cable pairs, the latter being plugged 
through to avoid interruption of signalling circuits, if 
necessary.
Emission Failure Alarm.

Relays in the anode circuits of the four valves are 
located on the amplifier panel. These relays are 
normally held operated by the anode current. If the 

anode current fails in any valve the relay 
releases and breaks a circuit through a 
pilot relay located at the top of the 
amplifier bay. The pilot relay controls 
the panel alarm lamp and station alarm 
bell. On each panel an alarm cul-oul U 
link is provided. When it is desired to 
hold the pilot relay operated while 
making adjustments, which might other
wise cause the alarm circuit to operate, 
the alarm cut-out U link is inserted in 
sockets across the anode relay contacts. 
The cover cannot be replaced on an 
amplifier panel while the alarm cut-out 
U link is in circuit.

Transformer and Line Corrector 
Equipment.

The line equipment for a quad consists 
of go and return line transformers, pad, 
space for equaliser and condensers for 
low frequency correction. Equipment 
for four 4-wire circuits is mounted on two 
7 in. panels. As each pad is in effect 

building out a cable pair to a definite attenuation, 
this equipment is associated directly with the 
line, and the R.D.F. jumper field follows and 
is used to insert the amplifiers. In the interim 
period pending complete operation of the scheme 
it has been necessary to provide an adjustable 
attenuator. This will ultimately be replaced by a 
combined attenuator and equaliser when the required 
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disposition of amplifiers has been achieved. Where 
amplifiers or tern1inations are fitted in exchanges 
usually only a small percentage of the cable pairs are 
amplified and it would be wasteful to adopt this 
principle. The line and corrector panels therefore fol
low the main frame jumpers, i.e., only sufficient equip
ment is fitted to deal with pairs joined to amplifiers or 
terminations. Protection of the jumper field in 
repeater stations is obtained by the line transformers 
and in exchanges by the fuses on the main frame. 
Change from group to quad working is obtained by a 
simple wiring modification on the panel. A unit is 
shown in Fig. 9.

For 2-wire working it is proposed to use the same 
amplifiers, by using in association with them a 7 in. 
panel comprising differential and balance trans
formers, filter, balance, etc" for each pair of uni
directional amplifiers.

To make a simple change for within quad to group 
working it is necessary that the quads from the cable 
be extended as quads to the tag block at the top of the 
transformer and line corrector bay. On these blocks 
are tags for 48 " go " pairs in and out and 48 " return " 
pairs in and out. A test tablet deals with 24 pairs, and 
in order that cabling may be carried out in a standard 
manner using 6 quad cable, it has been decided that 
when choosing go and return pairs for group working 
in main cables the pairs shall be appropriated from 
opposite ends of the cable numbering sequence. 
Typical examples of the cabling between test tablets 
and transformer bays are shown in Fig. 10 for both 
ends of a 490 + 4 screen pair cable.

On a transformer and line corrector panel the 
utilisation of the components would be as shown in 
Fig. 11, the essential points being (a) transformers 
carrying different circuits at different levels should be 
kept a distance apart, (b) the wiring change from group 
to quad working should be as simple as possible.

These arrangements are economical since if the 
selection of go and return pairs were made in the 
orthodox way it would be necessary either to com
mence each balancing group on a fresh test tablet or to 
employ a more costly and complicated cabling scheme 

between the test tablets and transformers. The 
arrangement will also result in a somewhat better 
crosstalk by utilising the extreme outer and inner layers 
for high-class circuits.
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/ Æ--------------- >1 /---------- \

FV 5 Pr 6 Pr 493 Pj 494
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J

I
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I

L,
(b) QUAD WORKING

D D
Fig. 11.—Utilisation of Panel Components.

Conclusion.
These amplifiers and new type line equipment are- 

being fitted at a number of stations in the country, and 
where modern cables arc being utilised it is hoped to 
obtain the advantages of group working even though 
signalling over the phantoms is used, without the 
use of signalling filters.

The author desires to thank his colleagues in the
Research, Lines and Equipment Branches for their 
efforts in the standardisation of this product and 
also Messrs. General Electric Co. and Standard . 
Telephones Co. for their suggestions and photographs.

I OVERHEAD ! UNDERGROUND

TELEPHONE AND TELEGRAPH STATISTICS 
SINGLE WIRE MILEAGE AS AT 3lst DECEMBER, 1940 

THE PROPERTY OF, AND MAINTAINED BY THE POST OFFICE

REGION
Trunks and 
Telegraphs Junctions Subscribers * Tninks and

Telegraphs f junctions t Subscribers,;

Home Counties .. . . 14,427 39,081 286,178 890,299 206,240 1,1*9,359
South Western . . . . 9,609 33,040 211,357 439,927 89,001 585,580
Midland . . . . . . 11,036 25,688 179,317 625,532 241,863 771,736
Welsh & Border Counties . . 9,554 23,429 118,837 337,280 57,143 236,271
North Eastern . . . . 13,670 22,114 147,020 537,589 181,622 832,871
North Western . . . . 2,268 8,025 104,294 483,945 281,188 1,057,999
Northern Ireland .. . . 8,928 7,456 25,607 41,936 14,190 101,414
Scottish . , . . . . 24,345 32,318 158,804 467,829 155,754 622,173

Provinces .. .. .. 93,837 191,151 1,231,414 3,824,337 1,227,001 5,317,403

London .. .. .. 826 1,465 66,089
—

542,244 1,384,642 3,476,105

United Kingdom . . . . 94,663 192,616 1,297,503 4,366,581 2,611,643 8,793,508

• includes all spare wires. t All wires (including spares) in M.U. Cables. t All wires (including spares) in wbolly jundion l.'.ables. 
1" Al wire;; (including spares) in Sub's. and mixed Junction and Sub's. Cables.
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The Attenuation and Impedance
of Single Coaxial Cables r. a. brockbank, Pk.d„ b.s^ a.m.i.e.e.
U.D.C. 621.315.212

The relationships existing between the attenuation and characteristic impedance of single coaxial cables are examined with a 
view to obtaining unifonnity in the design and construction of coaxial cable systems. The benefits to be obtained from a 
standardisation of the characteristic impedance are reviewed. Results indicate that all single coaxial cables could be designed 

economically to a characteristic impedance of 75 ohms.

Introduction.
THE greatly increased use of radio frequencies 

for line transmission purposes has been made 
more readily possible by the unique properties 

possessed by shielded types of cables. Shielded cables 
can be constructed with various dispositions of inner 
and outer conductors, but by far the most general form 
is a single coaxial cable (Fig. I) consisting of an inner

OUTER CONDUCTOR

AIR OR SOLID DIELECTRIC
FIG. 1.-SJNGLE CoAXIAL CABLE.

.conductor of circular cross-section surrounded by an 

.outer concentric annular conductor and it is the 
eharacteristics of this type of cable which will be 
,discussed in this article.

In practice the inner conductor consists invariably 
-0f a copper wire or strand, but the outer conductor may 
be composed of copper tapes, foil or braid with or 
without an outer protecting sheath of lead, or alterna
tively the lead tube alone may form the outer con
ductor. It is important to appreciate that at radio 
frequencies the high frequency currents are confined 
almost entirely to the outer surface of the inner con
ductor and the inner surface of the outer conductor, 
and it is the conductivity of these surface layers, 
possibly only a few mils thick, that determines the 
attenuation of the cable.

The ideal dielectric medium is air, but since some 
solid material must necessarily be introduced to retain 
the inner conductor in a central position this condition 
eannot be wholly obtained. The insulating material 
may take the form of spacers, helical string or paper 
tube, the aim being to produce a cable of the "air 
"space " type. An alternative construction is obtained 
in the " solid" type of cable, the space between the 
eonductors being completely filled with a solid 
dielectric, e.g. polystyrene or polyethylene base. The 
solid type of cable has excellent mechanical properties, 

..as it wil not collapse with external pressure and its 
electrical reliability is high since water canoot pene
trate along the tube when punctured.

The properties which make single coaxial cables so 
valuable for transmission at radio frequencies are 
-simple construction, small bulk, underground installa

tion, accurately calculated performance and immunity 
from external interference. Single coaxial cables are 
now used for h.f. wiring, long distance multi-circuit 
telephony and television, radio transmitter and 
receiver links between aerials and equipment, etc. 
Probably the most important single application by the 
British Post Office is to long distance multi-circuit 
telephony. The London to Birmingham coaxial cable 
system1 has been in commercial operation since early 
1938 and carries 120 circuits. Other systems have 
been completed since or are under construction and 
the present staodard system is capable of carrying 
600 circuits in the range 312-2788 kc/s over coaxial 
tubes having an internal diameter of the outer con
ductor of only 0^375 in.

All systems so far designed by the Post Office for 
land routes operate over air space cables with 
copper conductors, but in view of recent advances in 
dielectrics suitable for solid cables it becomes 
desirable to review the position in regard to future 
developmenL The following analysis was therefore 
carried out to determine to what extent uniformity in 
the design of different types of single coaxial cables 
could be obtained efficiently.

The Attenuation Constant.
It is well known that the performance of any 

symmetrical network is completely specified by the 
propagation constant and characteristic impedance of 
the network. In general, both these parameters are 
complex and they can be evaluated from a knowledge 
of the four primary constants defined below. 
The c.g.s. electromagnetic system of units is used. 
Let R1 = Effective Resistance of the inner con

ductor in abohms per cm.
R0 = Effective Resistance of the outer con

ductor in abohms per cm.
R = R1 + R0 in abohms per cm.
L = Inductance in abhenries per cm. 
C = Capacitance in ahfarads per cm. 
G = Leakance in abohms -1 per cm.

1 abohm =10^ ohms
I abhenry = 10-^ henries
I abfarad = 10-• farads

all at a frequency f cycles per second. Then it can 
be shown^-a that the attenuation constant, therealpart 
of the propagation constant, of a transmission line 
with uniformly distributed constants and assuming
that (21Tf)2L' is large compared with R' and (21Tf)'C2 
is large compared with G2, reduces to

A- RJC^GJLA = 2 J [ + 2 J C nePers Per cm' (I)

iPO.E.EJ. Vol. 30, pp. 206.
i K. S. Johnson, "Transmission Circuits for Telephonic 

Communication," New York, 1925.
a B.S.T.j., April, 1936.
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These assumptions are nearly always justified at radio 
frequencies.

1'he second term is the contribution to the attenua
tion due to the dielectric loss.

conductors ß "I)
and lead outer

Now let

,\1

b =outer radius of inner conductor in 
ems.

c = inner radius of outer conductor in 
ems.

and ,\2 = conductivities of the materials of 
the inner and outer conductors 
respectively.

€ = permittivity of the dielectric.
= l /9 X l 0—20 for air.

Then
cos </. = power factor of the dielectric.
for practical cable dimensions and at fre-» -

quencies above about 100 kc/s the following formula 
can be shown to hold very closely :—

o 1 JT RRRi = b x;: ab abohms per cm.

Ro = !. J!- abohms per cm.

(these values assume unit permeability for the con
ductors)

L = 2 log, c/b abhenries per cm.

C = —E—x- abfarads per cm.
2 log, c/b r

G = 2"fC cos <fo
_ ,,i. cos "'
= log, c}'b

Substituting these values in (!) we obtain

A= 1c (' +J&) Æ' 
4c log. b \b ,\2 ) >J ,\i

nepers per cm ............

2rrf y;cos </.
2

(2)
Considering first the second term of this equation it 

is seen that the attenuation due to dielectric loss is 
independent of the physical dimensions of the cable. 
This is a very interesting result which, to the author's 
knowledge, does not appear to have been pointed out 
in previous literature. It follows that once the 
dielectric medium has been fixed the attenuation due 
to dielectric loss is independent of the overall size and 
relative proportions of the cable.

The attenuation due to dielectric loss will not in 
general become appreciable except at very high radio 
frequencies, e.g. 100 Mc/s, and for the moment it will 
be assumed that the frequency is sufficiently low to 
neglect the effect of this term.

The first term represents the attenuation due to the 
copper loss, and on examination it is found that for any

given value of there is an optimum value of the

ratio c/b \vhich gives the minimum loss for any given 
value of the outside radius c. This optimum ratio c/b 
has been evaluated and is shown plotted in the middle 
curve of Fig. 2. The two conditions of most general 
practical intere!:t are for copper inner and outer

, and for copper inner conductor

conductor and the

optimum ratios for these conditions are sho"'n to be 
3^6 and 5^3 respectively. It is of interest to note that 
these optima obtain at values of cjb particularly 
suited to mechanical construction and low electric 
stress. Minimum electric stress at the surface of the 
inner conductor occurs at a ratio c/b = e = 2-718. 
The electric stress is increased by 3 o/0 and 17 % for 
ratios of c/b of 3^6 and 5^3 respectively.

Fig. 2.—Variation of Optimum Ratio c/b and correspond- 
in g Optimum Zu with various Conductivity Ratios.

The next important step is to determine to what 
extent the attenuation increases due to departures 
from these optimum ratios. These results can be cal
culated from (2) and the percentage increases in 
attenuation above the minima obtainable are shown 
in Fig. 3 for copper-copper conductors and in Fig. 4for

FIG. 3.-CEARACTERISTICS OF COAXIAL CABLES WITH COPPER 
CONDUCTORS.

copper-lead conductors for a wide range of values of 
c/b. These curves show that the increase is relatively 
small, even for quite a large departure from the 
optimum, and that in the actual region of the optimum 
the increase is negligible. These two curves can be
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related as regards basic attenuation by Fig. 5 which 
indicates in graphical form the relatively large losses 
which are incurred by the substitution of a lead sheath 
in place of a copper sheath. Fig. 5 is correct for in
sulation of any permittivity provided this remains

BAT|0 INNER RADIUS OF OUTER CONDUCTOR 
RATIO OUTER RADIUS OF INNER CONDUCTOR

Fig. 4.—Characteristics of Coaxial Cables with Copper
Lead Conductors

that with c/b constant the attenuation is inversely 
proportional to the overall diameter (2c) of the cable. 
This curve therefore indicates the percentage increase 
in diameter of a copper-lead cable required to produce 
the same attenuation as a copper-copper cable with 
the same value of c/b.

FIG. 5.—lNCREAsE IN ATTE'N"CATIoN DUE To REPLACING 
OUTER CoPPER CoNDUCToR BY LEAD CoNDUCToR.

Characteristic Impedance.
The formula for the characteristic impedance of a 

single concentric cable reduces to a very simple form 
if the same assumptions are made as for the attenua
tion constant, i.e., R2 and G2 small compared with 
(2,,fL)' and (2,,fC)2 respectively. This is, in general, 
justified at frequencies above JOO kc/s.

The characteristic impedance is then given by '. •

Zo = J^- abohms.............................................(3)
which is a real quantity independent of frequency.

Substituting the values of L and C given above
2 log, c/b

Zo == ^v ‘— abohms..................................... (4)
Zo is therefore only a function of the ratio c/b and 

the permittivity of the insulation.
It is of interest now to evaluate Zo for certain 

practical conditions. Consider therefore four typical 
types of construction employed for single coaxial 
cables. These types A, B, C and D shown in Table I 
probably cover more than 95% of the single coaxial 
cables in service or envisaged for future operation.

• in practical units.

Table I
Types of Single Concentric Cables

Type
Conductor Materials Dielectric 

Medium Perm'tfivity *
Inner Outer

A Copper Copper Air I H»
B Copper Copper Polythene 2^25
c Copper Lead Air b00
D Copper Lead Polythene I 2^25

Z0 can now be evaluated with respect to the ratio 
cjb for these four cable types, and the results are shown 
plotted in practical units in Figs. 3 and 4. These 
figures show that the characteristic impedance varies 
considerably for only relatively small changes in the 
attenuation.
Economic Design of Coaxial Cable Systems.

There is no obvious reason why the general design of 
coaxial cable systems should not proceed on the same 
lines as the design of audio frequency transmission 
systems since the same parameters are involved and 
there is no fundamental difference in their application. 
The modern economic design of audio frequency 
systems is the result of years of experience and is based 
on a standardised value of characteristic impedance 
for all networks, i.e. 600 ohms. This figure of 
600 ohms was approximately the characteristic im
pedance of heavy gauge copper aerial conductors then 
in use, and it has since proved to be a very satisfactory 
value to standardise.

Coa ial transmission has developed rapidly and so 
far there has been little attempt to determine if a 
suitable value of impedance could be standardised for 
all coaxial cable equipment. The present position is. 
probably due to three causes :-

(a) Lack of precise knowledge on the inter
dependence of attenuation and characteristic 
impedance from the economic, electrical and 
mechanical aspects.

(b) Lack of appreciation of the benefits conferred 
by a universally adopted value of characteristic 
impedance.

i Loe. cit.
8 Loe. cit.
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(c) The quasi-standardisation by cable makers of 
a large range of cables of various characteristic 
impedances. These cables usually originated from 
customers' enquiries modified by the necessity of 
using the nearest available size of wire, die or 
polisher. The standardisation of a single value of 
characteristic impedance would considerably reduce 
the range of sizes which the cable maker is at present 
called upon to manufacture and would enable 
design and construction to be placed on a more 
economic basis.
Regarding (b), all benefits realised in audio frequency 

operation obtain, but many become of increasing 
importance at high frequencies, e.g. :

(1) Coaxial systems often operate with very wide 
frequency bands, e.g., multi-circuit telephony or 
television. The design and construction of satis
factory wide-band transformers for matching net
works of different impedances is particularly 
difficult at high frequencies, and the frequency band 
over which such transformt rs are satisfactory is 
restricted.

(2) The calculations and designs involved in 
equipment for coaxial systems are often very com
plex, e.g., filters, repeaters and test gear. The 
work involved in redesigning such equipment to
operate with different values 
of characteristic impedance 
would be very laborious.

(3) Coaxial systems like 
audio systems usually in
volve the repetition of a 
large number of essentially 
similar units. It is highly 
desirable that such units be 
interchangeable within and 
between systems.

(4) Gains and losses due 
to departures from ideal 
matching between networks 
may be very serious at 
radio frequencies and such 
irregularities are often not 
amenable to calculation.
These arguments indicate that every effort should 

be made io standardise a value of characteristic 
impedance to beused in the design of all single coaxial 
cable networks. An examination of the characteristics 
of single coaxial cables wil now be made to determine 
if a single value of impedance can be specified without 
serious loss in efficiency.

Interdependence of A ttenuatiun and Impedance
Characteristics.
Consider the four cable types A, B, C and D and 

their performance characteristics shown in Figs. 3, 4 
and 5.

Equation (2) shows that the attenuation of a single 
coaxial cable is proportional to y; which with a 
dielectric of polythene results in an increase in 
attenuation of 50% over the ideal air space cable. It 
is evident, therefore, that type A is the most efficient 
cable, and since it possesses no inherent disadvantages 
it appears reasonable as a first step to see if the 

optimum value of the characteristic impedance of this 
cable is suitable for adoption as a general standard. 
It is excellent policy to standardise the most efficient 
design if this can be conveniently arranged.

The theoretical characteristic impedance for this 
cable is 77 ohms (see Fig. 3) but in practice the small 
amount of solid dielectric necessarily present reduces 
this value to about 75 ohms and it is this figure which 
is tentatively suggested as a standard.

From Figs. 3, 4 and 5 a comparison can be effected 
between the different types of cables for two 
conditions.

(a) Each cable operates at its optimun1 character
istic impedance (i-e., optimum ratio c/b).

(b) The characteristic impedance of each cable is 
adjusted to 75 ohms by varying the ratio c/b.
The attenuation of cable type A is taken as 100 and 

the overall dimension c is constant for all cables. The 
attenuation due to the dielectric losses has been 
neglected. This is quite justified at the lower radio 
frequencies, and at higher frequencies of several 
hundreds of megacycles per second the comparison is 
still maintained since the air space cable and the 
polythene insulated cable possess almost identical 
power factors (about 0^0008).

This comparison is shown in Table II

TABLE II

Cable 
Type

Cable
Construction

Optimum Zo Zo = 75 ohms

Relative 
Attenuation

Z, c/b Relative 
Attenuation

c/b

A Copper-Copper 
Air space 100 77 3^6 100 3 6

B Capper-Copper 
Polythene 150 51 3^6 167 6^5

c Copper-Lead 
Air space 147 100 5^3 155 3^6

D Copper-Lead 
Polythene 221 66 5-3 224 6^5

It will be seen that the most serious increase in 
attenuation due to adopting a value of characteristic 
impedance of 75 ohms occurs using copper-copper 
conductors with a polythene dielectric. Polythene is 
at present the most satisfactory material for solid type 
low loss cables, but in the future an improved material 
with a still lower permittivity may become available, in 
which event this increase wil be reduced and finally 
disappear as the optimum conditions for an air spaced 
cable are approached. The adoption of a 75 ohm 
impedance makes provision for future improvements 
in dielectric characteristics (particularly the permit
tivity). The ratio of 6^5 is satisfactory mechanically 
and would probably tend to reduce the cost of the 
cable.

These results suggest that a characteristic impedance 
of 75 ohms could be standardised for all the usual types 
of single coaxial cables 'vith a loss in efficiency 
which could probably be tolerated.

An interesting result is obtained in the design of 
single coaxial cables for ultra high frequency 
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operation (i.e., above about 500 Mc/s). Equation (2) 
shows that the copper loss varies as the square root of 
the frequency whereas the dielectric loss increases 
linearly with frequency, assuming cos cf> is constant. 
Copper and dielectric loss curves are shovrn in Fig. 6 
for a typical air space coaxial cable of f in. external

01AMETER(2clO 375"
POWER FACTOR OF DIELECTRIC 0-0008 
PERMITTIVITY OF DIELECTRIC 1TO65
CHARACTERISTIC IMPEOANC£ 75 n

rREQUENCY Mc/5

FIG. 6.-THEORETICAL ATTENUATION o:F AIR S PACE SINGLE 
COAXIAL CABLE,

diameter. Above 1,000 Mc/s the dielectric loss exceeds 
the copper loss, and since it has been shown that the 
dielectric loss is independent of al cable dimensions it 
is possible to proportion the cable to give any desired 
characteristic impedance, e.g., 75 ohms, without 
seriously affecting the total cable loss at these fre
quencies. It is also to be noted that for very high 
frequencies the diameter of the cable can he con
siderably reduced without appreciably increasing the 
overall loss. The dielectric loss curve in Fig. 6 was 
calculated on the assumption of a power factor of 
0^0008, but with an inferior dielectric or with a larger 
diameter cable the point of intersection will occur at a 
lower frequency. It also follows as a corollary that at 
low radio frequencies or with very small diameter 
cables the total loss is substantially independent of the 
power factor of the medium. Since in the total 
attenuation formula (2) the factor y;-occurs in the 
terms for the copper loss ancl the dielectric loss, it is 
always of importance to secure the minimum value of 
the permittivity.

Manufacturing Tolerances and Operating Variations.
In designing a cable system it is of importance to 

assess the magnitudes of the variations of attenuation 
and characteristic impedance which can occur due to 
(a) manufacturing tolerances and (b) operating con
ditions. It is not proposed to suggest actual manu
facturing tolerances as the author is not aware of the 
degree of uniformity which can reasonably be expected 
during the manufacturing design and construction.

In accordance with this discussion it is assumed that 
the characteristic impedance of a cable will be 
specified within predetermined limits and a suitable 
size of cable will then be chosen to yield the required 
attenuation. As a basis for con1parison it will be 
assumed that the characteristic impedance of air 
space cables will be specified to limits of ± 2 per cent. 
and of solid type cables to ± 5 per cent. ; the higher 
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tolerance for solid cables is assumed to be necessitated
by variations in the characteristics of-the dielectric. 

The chief manufacturing tolerances will occur due to
(a) variation of ratio c/b,
(b) eccentricity of centre conductor,
(c) variation of permittivity of dielectric, 

and the chief operating variations vrill be due to
(d) temperature coefficient of permittivity of the 

dielectric,
(e) temperature coefficient of resistivity of the 

conductors.
The effect of these variations on the attenuation of 

the cable will he tabulated, assuming the tolerances of 
characteristic impedance stated above. Cables A, B, 
C and D will be examined for two conditions, i.e., 
optimum Z0, and Z, equal to 75 ohms.

Examining these effects in more detail :-
(a) The permissible range of c/b for a given 

tolerance on Zr) can be obtained directly from Figs. 3 
and 4.

(b) Eccentricity of the conductor affects both the 
characteristic impedance and the attenuation. For 
small values of eccentricity it can be shown that the 
following changes occurA

The characteristic impedance decreases by
100 e2k2

(k‘^Diog-k per cent.
and the attenuation increases by

r2e2 e2k2 _
100 k- + (k' — 1) log,k J per cent.

where e = distance between axes of conductors 
inner radius of outer sheath(c)

and k = c/b
Fig. 7 shows the percentage decreases in character

istic impedance for the three values of c/h in Table II 
plotted against eccentricity.

FIG. 7 ,---REDUCTION IN CHARACTERISTIC IMPEDANCE \VITH 
EccENTRICITY OF CONDUCTORS FOR VALUES OF c/B.
Figi 8 shows the percentage increase in attenuation 

under similar conditions.
For the purpose of the comparison effected in 

Table III an eccentricity of 10 per cent. has been 
assumedi

(c) The accuracy with which the final permit
tivity of a solid dielectric cable can be specified is 
unknown, but it is tentatively assumed that the 
cable manufacturer would not be prepared to 
guarantee a closer tolerance than 2 per cent. for the 
finished cable. This tolerance would produce a 
4BS.T.f., October, l 931. “ ~



FIG. 8.-lNCREASE 1:-l' ATTENUATION WITH ECCE!'l'TRICITY OF 

CONDUCTORS FOR VALUES OF cjB.

change of ± 1 per cent. in the attenuation and 
characteristic impedance.

(d) The temperature coefficient of the permit
tivity of polythene has been reliably quoted as 
— 0^ 1 per cent. per °C. and this will result in a 
change of attenuation of — 0^05 per cent. per °C. 
The British Post Office has found that for coaxial 
cables laid underground in England provision must 
be made for equalising for yearly changes in 
temperature of ± 15°C from the mean value. 
This figure is therefore assumed in Table III.

(e) An effective temperature coefficient of + 0^25 
per cent. per °C is assumed for all cables. The same 
temperature variation applies as for (a).

An examination of Table III is interesting, e.g. :
(1) The last two columns indicate that the two 

main causes of operating variations with polythene 
cables tend to neutralise each other. The resulting 
variation for the temperature limits assumed is 
+ 6^0 per cent. If the negative temperature 
coefficient of permittivity of the dielectric could be 
increased to 0^5 per cent., all first order temperature 
variations would disappear. This would be a very 
valuable result if it could be obtained.

TABLE III

Percentage Total Variation of Attenuation Due to
COMPARISON OF MANUFACTURING AND OPERATING VARIATIONS

Cable Z,
c/b for

Zo ..L 2% 

(Air Space) 
5% . 

(P;lythedee

Lt m1ts 
, of 

of range 
of c/b

10% 
Eccen
tricity

2 per cent. 
Variation 

of 
Permittivity 
of Polythene

Temp. Coeff. 
of

Permittivity 
30"C 

Change

Temp. Coeff. 
of 

Resistivity 
30°C 

Change

A Optimum 
and 75 n

3^5-3^7 OU 1-4 + 7^5

B Optimum 3•35-3•85 0-2 J -4 l-° - 1-5 - <•5
75 o 6O--7^0 5T 0^9 l>° — PU + 7^5c Optimum 5^7-S^3 OU l •O - — + 7-5
isn 3-5—3'7 1-4 1-4 + 7-5

D Optimum 4-7—5-7 0-5 l-° I l-° — p5 -I- 7^5
— 75n 6^0—7^0 l-6 0^\) 1 l-° — 1-5 + 7-5

(2) The percentage changes in attenuation due to 
various manufacturing tolerances are very small and 
in only one condition does the attenuation change 
more than 0^8 per cent., i.e., the effect of not 
operating at the optimum ratio is almost negligible.

(3) The one exception is for a polythene cable 
with copper conductors where a change of 5^7 per 
cent. from the nominal value occurs. This is based 
on a 5 per cent. change in characteristic impedance. 
If the manufacturer can maintain the permittivity 
of the dielectric to ± 2 per cent., then a tolerance of 
3 per cent. on Z0 appears more reasonable. The 
maximum change in attenuation is then reduced to 
± 1 ^6 per cent., which is not serious.

It should be noted that for the uses of this type of 
cable where no temperature compensation is incor
porated the specification of the cable attenuation to 
closer limits than, say, ± 2 per cent. is not justified, 
and for circuits which are temperature equalised to 
maintain a constant overall frequency response a 
variation of ± 2 per cerit. only means a change in the 
initial theoretical setting of the temperature equaliser.

It is concluded that the manufacturing tolerances 
on cables desigoed for a characteristic impedance of 
75 ohms do not produce variations in the attenuation 
characteristics which would prove to be serious in 
practice.
Characteristic Impedance of Transmission Equipment.

The discussion and suggestions outlined above are 
based solely on an analysis of the performance of 
single coaxial cables. Coaxial cables, however, are not 
the only components of a coaxial system and it might 
be found that 75 ohms was not a suitable impedance 
for the design of the associated transmission equip
ment. The British Post Office during the last few 
years has designed and constructed a considerable 
number of coaxial systen1:s on a 75 olnn impedance 
basis, and it has been found that at least over the 
range 60-5,000 kc/s this value is admirably suited to 
the economic design of all associated equipment.
Conclusion.
It is naturally appreciated that any proposal regarding 

the universal standardisation 
of a characteristic impedance 
of 75 ohms must be criticallv 
examined and approved by 
all concerned in the design 
of coaxial cable systems with 
a special view to future de
velopments. It is hoped how
ever that this contribution 
to the subject may be 
of value in discussion and 
may expedite a decision to
wards uniformity which it is 
very desirable to effect at 
the present stage of develop
ment.
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Modern Materials in Telecommunications
U.D.C. 537.3 w. G. RADLEY. Ph.D., M.l.E.E. C. E. RICHARDS, F.1.c.

E. A. SPEIGHT, Ph.D., D.l.C.. A.R.C.S. E. V. WALKER, B.Sc., A.R.S.M.
Part V-Metallic Conductors

This article describes how, in a solid body, an electric current is carried by " free " electrons which have become detached 
from their parent atoms and move about within the body. By treating the motion of these electrons according to the 
principles of the quantum theory and wave mechanics a satisfactory explanation is obtained of most of the important 
phenomena of metallic conduction. The article concludes with a short description of some of the fascinating, but still 

unexplained phenomena of superconductivity.

Introduction.IN its telecommunications network, the Post 
Office uses an enormous mileage of wire con
ductors. Add to this the vast quantities of wire 

used in winding the coils of millions of relays, trans
formers and telephone receivers-to choose but a 
few examples-and in all the other branches of the 
electrical industry, and the total length reaches 
truly astronomical figures. Perhaps the most 
striking feature of this vast array of electrical con
ductors is that by far the greatest proportion of 
these conductors consists of the metal copper-the 
same metal which Faraday used in his pioneer 
experiments over one hundred years ago. Why 
has a century of research failed to reveal any other 
material except, for certain specialised applications, 
aluminium and silver,' which can challenge the 
supremacy of copper in this field of use I Although 
there are still several points for which there is no 
complete explanation, the electron theory and 
quantum mechanics have gone far towards elucidating 
the mechanism whereby an electric current is carried 
through a conductor and the structural features 
which distinguish good and bad conductors.

THEORIES OF METALLIC CONDUCTION
Before discussing the theory of metallic conduction 

it may be helpful to state the more important of the 
phenomena which it should explain. First, there is 
the enormous difference between the orders of 
magnitude of the conductivities of the common metals 
and of the insulators, the actual ratio between the 
two types being about 10^ Secondly, there is the 
fact that the ratio of the thermal conductivity to 
the electrical conductivity at any given temperature 
is nearly the same for most metals. This is known 
as the Wiedemann-Franz law. .4s shown by Lorenz, 

the ratio is proportional to the absolute temperature. 
A further distinction between metals and insulators is 
that increase of temperature reduces the conductivity 
of metals but increases that of nearly all insulators.

The results of alloying are rather complex and 
wil be considered in more detail later. Here it is 
necessary to state only that, although there are 
exceptions to this rule, the effect of impurities or of 
deliberately added constituents is generally to 
increase the resistivity of the material.

Theory of Drude and Lorentz.

Modern ideas of metallic conduction have grown 
from the theory propounded by Drude during the 
years 1900-1904 and amplified later by Lorentz. 

The fundamental assumption is that in a solid 
metal certain of the electrons-those outer electrons 
now termed the valency electrons (see Part IV)- 
are not bound to their parent atoms but are free to 
move about within the space lattice. If an electric 
field is applied there will he a drift of electrons from 
the point of lower (negative) potential to the point 
of higher (positive) potential. This electron drift 
constitutes the current flow.

Coming so soon after the discovery of the electron 
this theory attracted considerable attention but 
several years elapsed before any experimental 
evidence was obtained in support of its fundamental 
assumption. Such evidence was first obtai.ned by 
Tolman and Stewart in 1916. A coil of wire rotating 
at high speed about its axis was connected to a 
ballistic galvanometer. If the coil was suddenly 
brought to rest a momentary deflection was observed 
indicating the passage of a current impulse. This 
current impulse was presumably due to current
carrying particles I< overshooting the mark," when 
the coil was stopped, as a result of the kinetic energy 
acquired during the previous rotation of the coil. 
That these particles were electrons was shown by 
calculations of the ratio of their charge to their 
mass which gave a result very close to the accepted 
figure for the electron, viz. l •77x107 e.m.u. per gram.

Making certain assumptions as to the mode of 
motion of the so-called ''free'' electrons in a solid, 
Drude and Lorentz deduced expressions for the 
electrical conductivity of metals in terms of known 
physical constants. These expressions yielded figures 
of the right order of magnitude, but the theory could 
not predict the actual values for individual metals. 
More important, however, was the fact that the 
theory could explain the Wiedemann-Franz law.

Despite these successes, the Drude-Lorentz theory 
failed in several important particulars. To a large 
extent these weaknesses have been overcome by 
the Sommerfeld-Bloch theory which will be con
sidered later in this article. First, however, it will be 
necessary to refer briefly to some aspects of modem 
physical theory on which the later theory depends.

Some Consequences of the Quantum Theory.

In previous articles in this series reference has 
been made to Planck's quantum theory. This has 
been responsible, in very large measure, for many 
of the recent advances in physical knowledge, not 
the least of which is its contribution to the present-day 
theory of electrical conductivity. Although the 
quantum theory abounds in complex mathematical
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arguments, its basic concepts are comparatively 
simple and a brief summary of some of these may 
lead to a better understanding of the discussions 
which follow.

Planck's postulate concerned the interaction of 
matter and radiation and stated that emission or 
absorption of radiant energy, at any given frequency, 
does not take place continuously but only in fixed, 
finite amounts or " quanta of energy." The value 
(E) of a quantum of energy is not, however, a constant 
but varies with the frequency (f) of the radiation 
according to the equation E=hf It is possible to 
estimate the value of E by various experimental 
methods and f can be measured directly. In this 
and other ways h can be calculated and turns out to 
be a universal constant (6^55x10-27 erg. sec.). It 
is known as Planck's constant.

Bohr's application of these principles to the 
nuclear theory of the atom has yielded results of the 
greatest importance in many branches of physics. 
When first put forward his views were thought very 
revolutionary. Their subsequent general acceptance 
was clue nut to direct proof of their correctness, 
but to the fact that, by their aid, it was possible 
to give convincing explanations of a wide range 
of previously inexplicable phenomena. Bohr's funda
mental assumption is that, contrary to classical 
electromagnetic theory, an electron can remain 
indefinitely in one or other of certain permitted 
orbits without gain or loss of energy, and in these 
only, and that the size of these orbits was fixed by 
the total amount of energy possessed by the electron. 
If the electron moves from one such orbit to another 
energy must be emitted or absorbed.

Applying the first postulate of the quantum theory 
to changes of electronic energy, it follows that the 
electron must jump, and not move gradually, in 
passing from one permitted orbit to another. Further, 
adjacent orbits must differ in size by finite amounts 
in order that the corresponding energy values may 
differ by one quantum. The permitted orbits in which
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Fig. !.—Permitted Orbits and Energy Levels of a 

Hydrogen Atom (Bohr's Theory). 

an electron can remain in equilibrium are described 
as discrete, stationary states. Since this term might 
be interpreted as implying cessation of motion, it is 
better used to denote the corresponding energy values 
or energy levels. These conceptions are very conveni
ently illustrated by the example of the hydrogen atom 
for which the detailed predictions of theory are com
paratively easily derived and agree extremely well 
with the results of experiment. Fig. 1 (a) is a pictorial 
representation of a hydrogen atom showing the 
positive nucleus and five of the possible orbits for 
the one electron. The orbit (I) is that in which the 
potential energy is a minimum, and is known as the 
ground state. The larger orbits are those of higher 
energy .1 'fhe corresponding energy levels are 
represented in Fig. 1 (hJ.

The Exclusion Principle and the Wave Properties 
of Electrons.

As will be seen later the electrical properties of a 
substance are largely governed by the distribution of 
its electrons among the permitted energy levels. 
In a single atom, at least, there is very strong 
evidence that this distribution must obey Pauli's 
exclusion principle, by vvhich not more ihan two 
electrons may simultaneously be in the same state 
(see next paragraph}. There is reason to believe that 
this principle applies not only to single atoms but 
also to molecules an<l, iu soli<l.s, to clu:slers of rnole- 
cules. When considering the behaviour of tangible 
masses of a solid it is convenient to assume that this 
principle applies also to the whole of each single 
crystal. Although this has not been experimentally 
demonstrated there is, at least, no contradictory 
evidence, and the use of the assumption has given 
rise to reasonable explanations of several well 
established facts.

The expression "in the same state " is perhaps 
most easily understood in terms of a property of the 
electron first suggested hy de Broglie. This is the 
wave property of the electron and can be described 
as follows :—Associated with every moving electron 
is a short train of waves or "wave-packet," which is 
propagated in the direction of motion of the electron. 
In the simplest condition the wavelength is given 
by the expression A = h/mv where v is the velocity 
of the electron and m the mass it has when moving 
at that velocity. The experimental proof of this 
fact by Davisson and Germer and some of the 
practical uses to which it has been put were referred 
to in Part I of this series. In terms of the wave 
concept the exclusion principle states that not more 
than two electrons can simultaneously have the same 
de Broglie wavelength. The figure two arises from the 
two opposite directions of electron spin referred to 
in Part IV of this series.

The application of these principles to the theory 
of electrical conductivity will now be briefly 
considered.
1 Progressing outwards from the ground state the kinetic 
energy of the electron decreases. The potential energy, 
however, increases at a greater rate, hence the net result 
is an increase.
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The Sommerfeld-Bloch Theory of Conduction.

The basic assumptions of the present day theory of 
conductivity, which was advanced largely by Sommer
feld and Bloch (1928), are the same as those made by 
Drude and Lorentz, namely, that the current is 
carried by the free electrons in a conductor. The 
chief differences are that account is taken of the 
wave properties of electrons and the motion of the 
electrons is treated by the methods of quantum 
mechanics instead of by those of classical mechanics.

The first result of Sommcrfeld's application of the 
wave principle is that the mean velocity of the con
ductivity electrons, under given conditions, is much 
greater than was calculated by the earlier theory. 
Secondly, the mean free path of the electrons (i.e., the 
mean distance between successive collisions with 
atoms or other electrons) is, at room temperature, 
about one hundred times the distance between 
adjacent atoms instead of about equal to this distance 
as was thought earlier. As the temperature is 
lowered the mean free path increases steadily. This 
provides an explanation of the very long paths which 
the Drude-Lorentz theory required, but could not 
explain, to account for the vanishing of resistance at 
or near absolute zero.

The most important of Bloch's contributions to the 
modern theory is his treatment of the effect of the 
atoms in the crystal lattice. It was, of course, 
recognised by Drude and Lorentz that an atom which 
gives up an electron becomes thereby a positively 
charged ion whose field will affect any nearby moving 
electron. For want of an adequate mathematical 
treatment of such conditions Drude and Lorentz 
were, however, forced to assume that, between 
successive collisions, the electrons were subject to 
no forces other than those due to the applied field. 
Bloch's success lay in treating the motion of the 
electrons as occurring in a potential field which 
varied in a periodic manner corresponding to the 
spacing of the atoms in the crystal lattice.

Perhaps the most striking result of this treatment 
was the deduction that a metal whose lattice was 
perfectly periodic would have no resistivity and that 
resistance would arise from irregularities in the 
lattice. As will be seen later, this leads to a satisfying 
explanation of the effects of alloying and of tempera
ture on resistance and, to some extent, of the 
magnitudes of the resistivities of actual metals. 
Before these points are discussed, however, it will 
be of interest to consider the way in which the 
distribution of electron energy levels in a crystal 
determines whether the crystal will be a conductor 
or an insulator.

Energy Levels of the Electrons in a Crystal.

In a single free atom the electrons will occupy 
one or more of the discrete energy levels allowed 
by the quantum theory. If the atom is unexcited, 
i.e., in its condition of lowest total energy, every 
electron will be in the nearest possible level to the 
ground state. The lowest energy levels will be 
occupied by pairs of electrons (cf. the exclusion 
principle) but the next higher energy levels, depending 
on the kind of atom, will be empty or, at most, 
partially filled.

74

When two or more atoms combine to form a 
molecule a new energy distribution comes into 
being as a result of interaction between the atoms. 
The lower energy levels suffer little change whereas 
the energy levels of the outermost or valency electrons, 
which have the highest energies, are considerably 
altered. If the molecule consists of two atoms, each 
of the original levels sub-divides into two of nearly 
equal energy value; if the molecule is triatomic the 
sub-division is into threes and so on. This is 
illustrated in the first three diagrams of Fig. 2.

SINGLE OIA^IC TRIAiOMIC CRYSTAL
ATOM Ma. ECULE rvtOLECULE

FIG. 2.-RNERGY LEVELS IN ATOMS, MOLECULES
and Crystals.

1'here is evidence from the science of spectroscopy 
that this splitting of the levels does occur and, further, 
that the arguments of the previous paragraph apply 
when several molecules combine to form a crystal. 
Now, quite a small crystal may contain 1020 atoms 
and, therefore, at least the same number of valency 
electrons. Thus, in such a crystal, each single 
energy level in the atom becomes a group of 1020 
levels in the crystal. (If, as seems to be true, the 
exclusion principle applies to the whole crystal, at 
least 0^5 X 1020 levels would be necessary to accom
modate the valency electrons alone.) In short, the 
single discrete levels in the atom, broaden out into 
bands or zones of closely grouped energy levels with 
a corresponding reduction in the size of the gaps of 
forbidden energies. This is illustrated in the fourth 
diagram of Fig. 2 and the effect on the electrical 
properties of the crystal will now be considered.

Conductors and Insulators.

When a potential difference is applied to a solid 
the electric field tends to accelerate the electrons, 
i.e., to increase the total of their energies. This 
increase cannot actually occur, however, unless 
there are vacant, in the crystal, adjacent higher 
energy levels which individual electrons can attain. 
This is likely to be possible only for electrons in the 
uppermost occupied bands, i.e., for the valency 
electrons. If vacancies exist a net movement of 
charge can occur and a current will flow.

In crystals composed of monovalent atoms (one 
valency electron per atom) there will be as many 
levels per band as there are valency electrons, \Vhereas 
the exclusion principle would allow twice as many 
electrons. The upper occupied energy band will be, 



therefore, only half full ; very small electric forces 
will be able to raise the electrons to higher levels 
in the band and the substance should be a good 
conductor. This is the case ; crystals of this type 
are those of the alkali metals and the metals copper, 
silver and gold. The energy situation is shown in 

Fig. 3(a).

FIG. 3.-ENERGY LEVELS IN CONDUCTORS AND INSULATORS,

Crystals composed of atoms of even valency will 
have two electrons in each occupied level. Any 
energy band that contains any electrons at all will, 
in general, be completely filled. In consequence, 
the only possible transition by which an electron 
can gain energy is a jump to an entirely new band. 
If, as shown in Fig. 3(b), wide gaps of forbidden 
energies exist between consecutive bands, very 
large electric fields would be required to cause such 
jumps and small fields will have no effect. Crystals 
which appear to be of this type are those, for example, 
of sulphur, diamond and silica which are good 
insulators.

In some even valency crystals, such as those of 
silicon, carborundum, and the oxides and sulphides 
of many metals, the gap between adjacent energy 
bands is small (Fig. 3(c)). At low temperatures these 
behave as insulators. At higher temperatures the 
electrons can move to the higher, previously empty, 
band by absorbing thermal energy. Such electrons 
can then be accelerated by an electric field and the 
crystal therefore becomes a semi-conductor when 
heated. A somewhat similar situation arises if a 
crystal which, if pure, would be an insulator, has 
impurities in it. The energy bands of the impurity 
atoms may coincide with and be wide enough to 
bridge the energy gaps of the pure crystal and 
conduction can occur.

A further possibility arises when two energy bands 

are wide enough partially to overlap as in Fig. 3(d). 
Some of the electrons which, otherwise, would co1n- 
plete the filling of the lower of these two bands will 
actually be found in the higher band as this leads to 
a smaller total energy in the normal state. There 
will thus be, in the upper band, a number of vacant 
levels adjacent to those of these particular electrons 
and the substance will be a conductor. The con
ductivity of the divalent metals such as zinc, cadmium, 
mercury and the alkaline earth metals appears to 
arise in this way.

The Resistance of Pure Metals.
Bloch's conclusion that a perfectly periodic lattice 

would have no resistance has already been mentioned. 
Such perfection is never attained in practice. At all 
temperatures above absolute zero the atoms are in 
a state of continual vibration. This thermal motion 
detracts from the regularity of the lattice, resistance 
is therefore present and the magnitude of the 
resistance will depend on the amplitude of the atomic 
vibrations.

If an attempt is made to express this fact in a 
quantitative manner, difficulty is experienced due 
to the fact that, as the quantum theory shows, 
collisions between the electrons and the crystal 
lattice are not truly elastic. However, by making 
certain assumptions and approximations which appear 
to be justified by the results obtained, it can be 
shown that, near absolute zero, the resistance of a 
pure metal should be proportional to the fifth power 
of the absolute temperature. This is the actual 
behaviour of most metals and at least a partial 
explanation can be given of those transition metals 
(e.g.. iron, cobalt and nickel) which do not follow 
this law.

At progressively higher temperatures the in
elasticity of the collisions becomes of relatively less 
and less importance and the quantum mechanical 
treatment of the collisions approximates more and 
more closely to the treatment by classical methods. 
In the temperature range over \Vhich this is true, it 
can be shown that the probability of a collision be
tween an electron and a lattice atom is proportional 
to the mean square amplitude of motion of the atoms 
which is proportional to the absolute temperature. 
The resistance of a metal should therefore vary in 
the same way. This, also, is in agreement with 
experiment.

Up to this point the deductions from theory are 
in very good agreement with experimental fact. 
When it comes to the important question of pre
dicting the absolute magnitudes of the conductivities 
of different metals it must be admitted that only 
partial success has, so far, been obtained. The 
obstacles still outstanding are partly practical and 
partly theoretical. The calculations involved are 
extremely complicated and, except as regards the 
simplest metals, it is necessary to make certain 
rather arbitrary assumptions regarding the nature 
of the \Vavc properties of the electrons within a solid 
n1etal and the influence of the vibrations of the 
atoms in the lattice. Bardeen, Peterson and Nordheim 
have attempted the task ior the simpler metals. 
Their results correspond fairly well with the relative 
magnitudes of the experimental figures and, for 
sodium and potassium, quite good numerical agree
ment has been achieved.

Effect of Impurities.
If the fifth power law mentioned in the previous 

section is assumed to hold down to absolute zero, 
the resistivity of metals at that temperature should 
be zero. The values of resistivity would thus lie 
on a curve such as the lower dotted curve in Fig. 4. 
If actual measured values are plotted, however, the 
trend of the curve changes below about 5° absolute 
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and the resistivity tends towards a small constant 
value, termed the residual resistivity, which appears 
to persist however low the temperature falls.

The resistivity of an ordinary metal thus appears 
to be the sum of two terms one of which, the residual

Fig. 4.—Typical Resistivity-Temperature Curves for 
Metals near Absolute Zero.

resistivity, is independent of temperature and the 
other, the true resistivity, is a function of temperature. 
This is known as Matthiesson's rule. Experiment also 
shows that the magnitude of the residual resistivity 
is roughly proportional to the amount of impurity 
present in the metal. There is little doubt, therefore, 
that residual resistivity arises mainly from dis
turbance of the lattice periodicity due to the presence 
of the impurity atoms. Similarly any other lattice 
defect, such as porosity, produces residual resistivity 
even in very pure metals.
The Resistance of Alloys.

The connection between lattice irregularities and 
conductivity is well brought out by a study of the

0 ".4 TIN OR CADMIUM 100
IO % LEAD OR ZINC 0

FrG. 5_-RESTSTIVITY CURVES FOR ALLOYS OF 
HETEROGENEOUs !vliXTUREs.
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resistivities of alloys. For simplicity only binary 
alloys (i.e., those containing two elements) will be 
considered. The simplest example is that of 
heterogeneous mixtures, that is, of alloys composed of 
mutually insoluble metals. In the solid state these 
consist of crystals each of which is composed of one 
or other of the pure constituents. The resistivities 
of individual crystals will be substantially unaffected 
by the proximity of other crystals and the overall 
resisitivity of the alloy will therefore be roughly 
the weighted average of the components. This is 
illustrated by Fig. 5 wbich is based on values 
determined by Meissner.

When, on the other hand, the metals form one or 
a series of solid solutions the lattice periodicities will 
be profoundly disturbed. This is shown by the fact 
that, as a rough general rule, the resistivity of a metal, 
even at room temperature, is frequently doubled by 
the addition of as little as 1 atomic per cent. of a 
second metal.

Where the relative proportions of the two con
stituents arc more or less of the same order the 
simplest type of alloy, from the present point of 
view. is that in which the constituent atoms are 
distributed at random over the lattice points. The 
lattice disturbance will then be roughly proportional 
to the number of atoms of the smaller constituent 
present. The behaviour of this type of alloy is shown

0 ATOMIC '% SILVER IO
""' ATOMIC % GQD 0

FiG. 6.-REsisTiViTY CURVEs FOR 
GOLD-SILVER ALLOYS.

in Fig. 6 which refers to alloys of gold and silver and 
shows a maximum of resistivity at roughly 50 atomic 
per cent.

Not all alloys behave in this simple manner. 
Depending on the heat-treatment given, the atoms 
in some alloys may be distributed either at random, 
as in the previous example, or in an orderly manner 
throughout the crystal. An example which has been 
very thoroughly studied is the copper-gold series of 
alloys, the resistivities of which are plotted, in Fig. 7, 
from the data of Johansson and Linde.

The smooth curve (a) represents the resistivities of 
alloys quenched from above 650"C. These alloys are 
disordered and the curve is very similar to that for 
tbe gold-silver alloys. If, however, the alloys are 



slowly cooled from above 650°C. the resistivity of 
many of them decreases considerably and curve (b) 
is obtained. This shows two sharp minima, at which 
the resistivity approaches that for a pure metal, at

FIG. 7.-RESISTIVITY CURVES FOR COPPER-GOLD 
ALLOYS SUBJECTED TO HEAT-TREATMENT.

compositions which correspond to Cu3 Au and Cu Au 
respectively.

X-ray examination of alloys of these two com
positions shows that the atoms an^ arra.ngerl in a 

regular manner forming a " superlattice" (see Part 
III) and, in fact, that they partake more of the 
nature of chemical compounds. Alloys of other 
compositions are not truly homogeneons but consist 
of a mixture of the intermetallic compound and a 
(disordered) solid solution. In short, slow cooling 
from above 650°C. leads to a disorder — order 
transformation, \vhich is complete at two points, and 
the consequent regularity of the lattice results in 
the manifestation of a greatly reduced resistivity as 
the theory predicts.

Temperature Coef cient of Resistivity of Alloys.
For an alloy of the heterogeneous mixture type 

the contributions of the individual pure metal 
crystals can be summed to compute the total resis
tivity. This is substantially true whatever the 
temperature and it therefore follows that the tem
perature coefficient of resistivity of such alloys is 
roughly the weighted average of the coefficients of 
the two components.

Where the alloy consists of a disordered solid 
solution the result is quite different. The residual 
resistivity will be very high and the temperature
dependent term al the total resistivity will appear to 
be relatively smaller. Such an alloy will generally 
have a lower temperature coefficient than either of 
its constituents.

If order - disorder phenomena occur the result is 
rather more complicated though still easily understood 
in the light of the new theory. An interesting example 
is that of f'-brass (51 •25 atomic per cent. Cu, remainder 
Zn), resistivity-temperature curves for which, 
obtained from the data of Johansson and Linde, are 
shown in Fig. 8.

FIG. 8.-RESISTIVITY-TEMPERATt:RE CURVES FOR 
{3-BRASS.

At temperatures above about 750°K. the alloy is 
disordered, its resistivity is high and its temperature 
coefficient of resistivity low. If the alloy is cooled 
rapidly from above this temperature to some lower 
temperature the resistivity will follow the curve (a). 
With very slow cooling, on the other hand, the alloy 
passes into the ordered state and curve (b) is followed. 
Both the total resistivity and the residual resistivity 
are much lower but the temperature Coefficient is 
higher. With interrnediale rates of cooling a kind of 
hysteresis effect occurs and curves such as (c) can 
be obtained.

SUPERCONDUCTIVITY.
Discovery of Superconductors.

In 1893 Dewar and Fleming made their classical 
experiments on the effect of low temperatures, down 
to that of liquid hydrogen, on the electrical conduc
tivity of metals. Their results suggested that with 
progressive lowering of the temperature the con
ductivity would steadily increase and ultimately 
become infinite at the absolute zero of temperature. 
Even to-day, there is, for many metals, no indication 
of any departure from this trend except that 
traces of impurity give rise to residual resistivity. 
In all the foregoing discussions it has been assumed 
that this is the normal behaviour of metals and no 
exceptions have been considered.

It is known, however, that this is far from being 
the whole story of many of the common metals. 
This knowledge dates from 1911 when Onnes, at 
Leyden, discovered that when solid mercury was 
cooled in liquid helium it suddenly lost all resistance 
when a temperature of 4^2°K. was reached. Since 
that time many other metals have been found to 
behave in a similar manner. In every instance the 
loss of resistance is sudden and complete and occurs 
at a definite temperature which is characteristic of 
the metal.

The phenomenon is known as superconductivity 
and, as its onset appears to involve some fundamental 
change of state, the temperatures at which it 
occurs are termed transition temperatures. Some
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superconductors and their transition temperatures are listed in the following table.Metal Transition Temperature (absolute °K)Niobium .. .. 9-2Lead .. .. .. 7-2Mercury .. .. .. 4-22Tin .. .. .. 3-7Titanium .. .. 1-75Aluminium .. .. 1-14Zinc .. .. . . 0-79Cadmium .. .. 0-6So far no superconductor has been found to revert to the normally conducting state on further cooling. On the other hand, many of the common metals, such as copper, silver, gold, magnesium, bismuth, iron and nickel do not become superconducting at the lowest attainable temperatures-and some of these have been subjected to temperatures only ..Ju of a degree above absolute zero. Strangely enough, however, the sulphides, nitrides, carbides, borides and silicides of many of these latter metals and some alloys of two or more of the1n are superconductors.
Persistent Currents.A current can be set up in a superconducting ring by bringing a bar magnet or an energised solenoid close to it or by cooling the ring below its transition point in the presence of a magnet, etc., and then removing the latter. The magnitudes of such currents can be deduced from the external magnetic effects they produce and are found to be very large-often reaching hundreds of amperes in quite fine wires. In fact , the current produced by a given change of flux is limited only by the self-inductance of the ring and, for rings of the same dimensions, is independent of thc composition of the superconductor. There is, however, an upper limit to the current density which can be produced.Experiments on superconductivity phenomena have been conducted over periods as long as 13 hours and in no experiment has the induced current, once established, been found to diminish with time. In short, the most careful measurements, along these and other lines, have failed to yield any evidence that the disappearance of resistance is other than strictly complete. Naturally, therefore, no heating effects are produced by the flow of current in a superconductor. 
Magnetic Effects.Some of the most interesting phenomena associated with superconductivity came to light when the magnetic properties of superconductors were examined. If a superconducting metal at a temperature be]ow the transition point is subjected to a gradually increasing magnetic field, the electrical resistance suddenly reappears when a certain critical field strength is reached. Conversely, if the metal is subjected to a constant magnetic field during cooling from above its transition temperature, the change from the normally conducting state to the superconducting state occurs at a lower temperature 

than in the absence of the field. A curve, such as Fig. 9, can therefore be plotted showing the relation

FIG. 9.-RELATION BET\VEEN TRANSITION 

TEMPERATURE AND APPLIED FIELD.between the transition temperature and the applied field. For all points in the area above the curve the conductivity will be normal and at all points below the curve the metal will be superconducting.As was first demonstrated bySilsbee, this magnetic effect explains the existence of an upper limit, which varies with temperature, to the density of the persistent currents which can be set up in superconductors. These currents produce a magnetic field and, when an attempt is made to set up a current which would give rise to a magnetic field in excess. of the critical field at the temperature of the experi- mcnt, the material ceases to be superconducting.Further to this it can be shown theoretically that a necessary consequence of superconductivity is. that the magnetic field within a superconductor cannot be changed by any external means and, hence, the magnetic permeability should be zero. :Vleissner and Orhsenfeld in 1933 succeeded in confirming this by experiment.
Alternating Current Phenomena in Superconductors.Some very interesting results have been obtained in studying the alternating current properties of superconductors. Space does not permit a discussion of these results but, it can be stated, there is evidence that up to high radio frequencies (107-108 c/s) superconductivity is maintained. On the other hand there is some evidence that superconductivity is not exhibited at optical frequencies (say 10" c/s).
Theory of Sitperconductivity.In recent years much research on superconductivity bas been carried out in spite of the difficulty and expense of the experiments. Unfortunately, theoreti- ea! development has failed to keep pace with the accumulation of data and no satisfactory explanation has yet been given. It now seems likely that superconductivity is merely a symptom of more fundamental changes in the magnetic properties of the materials concerned and that a satisfactory theory will ultimately lead to a greatly increased knowledge of a wide range of natural phenomena which, at. present, appear unrelated and obscure.
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A Simple Introduction to the Use of Statistics 
in Telecommunications Engineering

U.D.C. 519.2 : 621.39

Part II-Analysis of Small Samples

J. F. DOUST and
H. J. JOSEPHS, F.s.s., A.M.l.E.E.

The first article of this series dealt with analysis of samples obeying the norma! probability law. The present article 
discusses the probability analysis of very small samples and shows how Fisher ’s “ t ” test can be applted to the solution 

of engineering problems without labonous calculat1on or 1.ntcgration.

Introduction.

THE examples considered in the previous 
article were of a pleasing type in that if the 
data available appeared to be insuffici.ent It 

was always possible to secure n1ore. By th}s means, 
fairly definite conclusions as to the properties of the 
parent populations from which the samples were 
drawn could be reached. It must now be admitted 
that examples of this kind arc not wholly repre
sentative, for it often happens that the unfortunate 
engineer is faced with limited data which it is not 
possible to aug1nent. In these c1rcumsta11ces .1t is 
necessary to make sure that the maximum of 
information is extracted from the data that can be 
obtained, and means of dealing with small samples 
to that end are described in this article.

When samples are small it is not possible to draw 
exact conclusions as to the properties of the parent 
population from which they were drawn, but limits 
between which those properties must he ean be 
determined with any desired degree of certamty. 
The determination of such limits is often of great 
value.

As a necessary preliminary to the introduction of 
special methods of dealing with small samples, a 
brief explanation of the building up of normal 
probability tables is given, but it will be found that 
it is possible to "make it easy by leavmg out all 
the difficult parts."'

Sheppard’s Tables.

occurrence, f, of a deviation, x/u. This method of 
expressing deviations in terms of the standard 
deviation is very convenient and w.ill be used in 
the curves shown in this article.

By multiplying both sides of equation (!) by 
(a/N) and replacing f(a/N) by the symbol Z, the 
above equation reduces to the simple form- 

e
Z = y21T

G)'
................................(2)

which involves only the quantity (x/a). Since 
(x/a) varies in actual practice only from 0 to 6, it 
can be seen that values of Z can be tabulated for all 
the values of (x/a) likely to arise. Any given value 
of Z can then be transformed to f by mulhplymg 
by N/a. In other words, for a given population for 
which N and u are known, it is possible, with the aid 
of a table of Z values, to plot a smooth curve., which 
is an estimate of the form of that population.

The fraction of the population having deviations 
lying between any particular values of x/a will be 
equal to the fraction of the total area under the curve 
which is enclosed by the ordmates erected at those 
particular values. As explaii:c? in the previous 
article, it follows that the prol>abihty of the occurrence
of deviations lying between any given values of 
x!a will also be defined by the fraction of the area 
enclosed between the ordinates at those values.

In Fig. 1 the area within the limits +x/a and 
—x/u is represented by a for a value of x/a equal 
to d. If, as is usual, the total area under the normal

In the previous article it was shown that many 
variables which arise in telecommunication engineering 
show, in their frequency distribution, only minor 
deviations from the normal bell-shaped frequency 
curve. This curve may be defined by the equation 

N . 
-e

where f is the frequency of occurrence 
of the deviation, x, fro1n the arith
metic mean, M, and N is the number 
of observations. In this definition, 
a is the standard (or root-mean
square) deviation. It is 
of the dispersion of the 
around the mean, and is 
for any particular curve. AREA * ¿(I+ al.)

o

AREA -

AREA

2 ~

X.« - d -"T— re
Ct

(1)

a measure 
deviations 
a constant

Equation (I) can be considered 
as showing the frequency of

FIG. }.-NORMAL PROBABILITY CURVE, SHOV.'lNG AREA, 
! (l+ a.), TABULATED JN SHEPPARD'S TABLES.
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curve is regarded as unity, it follows that the area 
from x/a=- co to x/a=d can be written as i+fa 
or f(l+a). Then the probability of the occurrence 
of a deviation between -co and +d is t(l+a), and 
the probability of a deviation exceeding +d is 
1-f(i+a), or !(1 -a). Since the curve is sym- 
metncal about the mean, the probability of a 
deviation exceeding ±d is !(1-a) x2 or (1-a).

The late Dr. W. F. Sheppard tabulated the values 
of Z and !(I +a) for all values of x/a from O to 6 
proceeding by intervals of 0^01. Sheppard's tables, 
originally published by the British Association under 
the title, " Tables of Area and Ordinates in terms of 
Abscissre ,'' can now be found in almost every book 
of mathematical tables. From Sheppard's tables 
(a short extract of which is given in Table 1 below), 
the chances that a single item chosen at random 
from a normal population will lie at least as far from 
the mean as a given number of standard deviations, 
can be readily computed.

Table I.

x
a z ! (l+a)

1-96 04)584409 0^9750021
l ^97 0-0573038 0^9755808
l -98 0-0561831 0^9761482
1^99 0^0550789 0^9767045
2^00 0^0539910 0^9772499
2^01 0^0529192 0^9777844
2-02 0^0518636 04)783083
2^03 0-0508239 0^9788217
2-04 0^0498001 0^9793248

As a practical example of the use of Sheppard's 
tables, consider the 3,890 head measurements dis
cussed in the previous article.

The mean x was found to be 13^7 ems., and the 
standard deviation a was 0^9 cm. Suppose it is 
required to find the probability that a single person 
selected at random from the population will have 
a head measurement of at least 15^5 ems. ?

Here, x = 13^7 ems. and a = 0^9 ems. ;
thus x = 15^5-13^7 =1 -8,

• x= I •8 _2
:' a 0^9 •

and from Table 1,
t(I + a) = 0^9772.
:. the probability = 1 - 0^9772 = 0^0228

Thus there are approximately 23 chances per I ,000 of 
finding a person with a head measurement greater 
than 15^5 ems.

There is a slight extension of the example to which 
attention should be drawn. Suppose it is required 
to determine the probability of selecting at random 
a person whose measurement differs by at least ± 
1-8 cm.. i.e. ± 2a, from the mean of the population.

This involves the erection of two ordinates, one 
at (x/a) = + 2 and one at (x/a) = - 2 and the 
determination of the area in both tails of the bell
shaped curve. Obviously this will be

2[1 - t (I +a)] = (I - a),

and in the head measuring problem this becomes 
2 X (I — 0^9772) or 0^0456. Thus the probability 
that a single variate will deviate by an amount equal 
to or greater than ± 2a is 0^0456 or approximately 
5 per cent., which agrees with the result obtained in 
the previous article.

Table 2 is a short tabulation of the chances that 
an item chosen at random from a normal population 
will differ from the mean by the stated number of 
standard deviations.

Table 2.

x/a Chances -- Chances

0^0 P000 24) 04456
0^2 0^841 24 0 4277
04 0^689 24 04)163
0^6 0^549 24 0^0124
0-8 0424 24 0^00932
l 4) 0417 30 040270
l -2 0^230 34 0^000465
I 4 0462 44 04)00063
I 4i 0409 44 0•0000068
l -8 0^0719 1 54 0•00000057

From Table 2 it can be seen that there arc 124 
chances out of 10,000 that an item chosen at random 
from a normal population wild differ from the mean 
by as much as 2^5 times the standard deviation. By 
dividing the chances in the above table by two it is 
possible to find the chance that an item chosen at 
random from a normal population will differ from 
the mean either in a positive direction or in a negative 
direction by a given number of standard deviations.

The Control Chart.

Suppose the mean efficiency of a sample of ten 
telephone transmitters taken from a large delivery is 
calculated from measurements of their individual 
efficiencies. The result is not an absolute and 
invariable quantity which can be reproduced by taking 
another sample of ten transmitters from the same 
delivery. Indeed, another sample would probably 
give a different mean. All results, however, are not 
equally likely. The values which are obtained for 
the mean are governed by probability in exactly the 
same way as any other quantity which is subject to 
accidental fluctuations. It has a certain distribution 
law with its own standard deviation ; the same is 
true for any statistic that can be calculated from 
the data. The question arises, therefore, as to how 
widely and according to what law a statistic, such 
as a mean or a standard deviation, may be expected 
to vary. These two important statistics obey laws 
of distribution which are very nearly normal; they 
are exactly normal when derived from data which

1 Any quantity such as a inean, standard deviation, a 
n1edian, etc., when calculated from a sample is called a 
::.tatistic ; the corresponding quantity in the population is 
ea.lied a paranieter. Thus a statistic may be regarded as the 
small brother of a parameter. 

80



satisfy the normal law, and approximately normal 
for those cases in which the data satisfy skew (or 
unsymmetrical) distribution laws. Since the fre
quency distribution of a statistic follows a normal 
law it is apparent that the determination of its 
standard deviation (or " standard error " as it is 
called in this case) makes it possible to form an 
estimate of the confidence that can be placed in the 
observed values of that statistic. The standard 
errors of the mean, X, and of the standard deviation, 
s, of a normal sample are given approximately by the 
simple expressions a/v'N and a/V2N respectively. 
In these expressions a is the standard deviation of 
the sampled population and l\ is the number of items 
taken in the sample. Since both mean and standard 
deviations are normally distributed Table 2 wil 
apply to them except that standard errors will be 
read for standard deviations.

As an example of the use of the standard error 
formul3' quoted above, suppose that samples of 
100 items are taken from a normal population with 
an average, M, of 11*2 and a standard deviation, a, 
of 2fi.

Then the standard error of the mean is given by
" 2^6

—= —7=- = 0^260 v'N V100
and the standard error of the standard deviations is 
given by—

a 2^6—7=7 = - ,— = 0484 V2N V200
From Table 2 it is seen that the chance of a devia

tion exceeding 2^5 times the standard error is about 
I in 80.

Now 2^5 X 0^260 = 0^65 
and 2^5 x 0484 = 046

Thus it can be stated that the chances arc 80 to I 
that the mean of the sample will lie between 
{11 ^2 ± 0^65) and that the standard deviation of the 
sample will lie between (2^60 ± 0-46) if the experi
mental data really comes from a normal population. 
Thus it can be seen that if all the samples were 
drawn from the same normal population (i.e., manu
factured under the same essential conditions) it 
is improbable that the difference between means will 
be greater than two and a half times the staudard 
error.

The knowledge as to the nature of the distribution 
law obeyed by the mean and other statistics that 
are commonly calculated from measured data has 
been used in an elegant way in the construction of 
" control charts, "2 the purpose of which is to reveal 
at a glance whether or not the population from 
which a sample is drawn is of the normal type. 
Provided the value of the parameter a is known the 
control chart can be made into a useful engineering 
tool. For a full discussion of the control chart 
technique readers arc referred to an article by 
K. L. Parker, entitled. " Statistical Theory Applied 
to the Testing of Mass-Produced Articles.'"

2Bell System Technical Journal, Vol. 6, October, 1927, 
pp. 722-735.
'P.O.E.E.J., Vol. 31, p. 305.

Outline of "Student's "• Theory.
It has been stated that if samples of N items are 

drawn from a uormal population, it will be found 
that the means of the samples are distributed around 
the mean of the^population according to the normal 
probability law with a standard error of a/v'N, 
where " is the staudard deviatiou of the sampled 
population. To test any assumption concerning the 
mean of a random sample, as for example, that the 
mean X of' the sample deviates by more than a 
specified amount from the mean M of the population, 
it is nece5sary to calculate,

Vn

which is the ratio of the deviation of the mean of the 
sample to the true standard error of the mean. 
Then the equation,

f • — ^^:f,;.— e l .............. (5) 1

will define the frequency distribution of the statistic, 
t, if it is distributed normally. By calculating the 
area under this curve between - co and the ordinate 
at the value of t obtained from the sample, it would 
be possible to state the probability of obtaining a 
greater value of t, and hence a greater deviation of X 
from M, if another sample were tested.

It is important to note, however, that the value 
of the standard deviation a is usually unknown, and 
consequently it is necessary to estimate it from 
the N items in the sample. Use might be made 
of the standard deviation of the sample, namely,

s = v'l(x-x)2/N
where the summation extends over all the observed 
x values in the sample. Professor R. A. Fisher,6 
however, has shown by the method of maximum 
likelihood, that the most probable estimate of a is 
given by,

s X Vn/(N - 1)
Replacing " by its estimated value, equation (4) 
becomes V N - 1

where —7--' ■■■■ is the estimated standard error. It
V N - I

will be observed that the quantity t is now the ratie> 
of the deviation of the mean of a small sample t<> 
the estimated standard error of the mean. It was 
one of Student's great achievements to find that, 
for small values of N, the ratio (or statistic) t given by 

""Student" v,ras the pen-nar:ie under -..vhich W. S. Gosset
(1876--1!)37) wrote his statistical papers. He discovered the
distribution expressed by equation (7) in 1908. c.f.Biometrika,.
Vol. Vr. 1908, pp. l-15.
5 Philosophical Transact-ions of the Royal Society of London, 
A, ccxxii, 309-368, 1921. Also Review of Modern Physics, 
Vol. 6, 1934, pp. 119-161.
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equation (6), is not distributed normally like equation 
(4), but takes the form,

f = z .(i !2/ + 2.

[(n — 2)/2] ! Vnnr ' 2 /
where n = (N -- I).
Equation (7) is called Su.uieni:’s distribution, and 

although it is not normal the probability of obtalning 
a grea^ee- or less value of t than that given by a 
particular sampPe can be ofbztilneci ass before by 
integrating the ai"efi under the curve between —= 
and the ordinate at the value of t under consideration.

As N becomes lai-ger, Student's distribution 
approaches a normal cdstribution. For N>30 is is 
permisstble to use the tabies of the normaa probabiiiiy 
integral caicutaied by Shejrpaird from equation (5) 
by repPaccng the independeni variabie by t[(n -2)/n]l 
and for N> 100 the quantity t iSteff may be uted as tire 
independcnt vanabie.
Probability Chart.6

By siteiiltini the fieqleicy issiiiiliif. exriessei 
by equation (7)) between tire limits •— oo andt, R. A 
Fsshei lii St lieit s. 1925 tlitllied' ihe rrfilislsiy 
trli ire rlisf (6) will be less irl. l specsfiei vllle t 
ffi vlisols vllles ff N. 'frese ililes, \Vricr lie 
ilsei tpfi ire exrlissfn ff Sili eit's issiriiltifi 
iy R. A. Fisrei, lre itlky lni lic ifi elsy if fiilsi.

It cl. ie srfwi,s rfwevei, trli ffi e.giieeri.i 
lrrlscltif.s, si ss rfssiile tf cfisiitci l ififiilrr 
fifi }'isrei's sfllisfi lii irereiy issreise witr tre 
necesssty ffr fiilsisni tre friisnll tliles. 'Irss 
rifilisliiy crlit ss srfwi si Fii. 2 lnd cfveis 
ifst ff tre rrlcticll vlltes ff i, N lii r likety if 
ie iei sn eiisieeisii rilciice. As l ssirle exlirle 

of tre lse ff tris ififirlrr cfissiei l silll slirle 
ff 6 fiseivltsf.s lii slrrfse si ss fftni iy cll- 

cutation that t=2^2; then, putting a stralght edge 
on the chart between N =6 and t-2^2 the probability 
value of 0^96 can be read from the p scale. Thus, 
tre rioiliilsiy irli ilnifi slirtes wstl isve 
values of t less titan 2^2 is 0^96 approxirnatcey : the 
probability is therefore (1-0^96) thal random 
samrl.s frthis siz. will hav. values oft iieater ttln 
2^2 and 2 (1-0^96) that this value lies outside the 
range -2^2 to -f-2-2.

As li .xlirl. fr it. .iisn..iiii lrrliclisoi fftt. 
aifv. itefiy, slrrfs. itli l ilcti.e wtsct rifitc.s 
s.stiliini wlst.is rfi ls. ii .l.ciiscll lrrlilils 

is lijlst.i if prfilc. wlst.is tlvsii l i.li 
ttick..ss fr 100 isis. To ct.ck it. lijtsii.ii fr 
the mac hine, samples consisting of a .umi.r of 
wlst.rs lic tlk.i frfi iii. if isi. lii it. i.l. 
itsckiess fr .lct slirl. is cllclili.i. Slrrfs. it.
i.l. ff stch l sliri. ff 10 wlst.rs if i. X. Ii 

ss i.qtsi.i if i.si wt.ih.i X isff.rs ssiisficlntly 
fifi 100 rnsls, ttli ss, wteit.i it. isff.r.ice ss stct 
ls isgti i. l::ciiici if ctaic. fi wt.it.r ii siisclt.s

<lCopies of the probability chart for applications of the "t" 
test, to which a table of the 5°/0 and l 0/o probability limits 
of t has been added, can be! obtained froin the Research 
Branch of the E-in-C's office.

7 ]^fetron., Vol. 2. No. 3, 1925.
t1 IV!etron., Vol. 8, pp. 95-99, 1930.
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t SCALE 

N SCAL.E

4 - -

6-

7 - -

8 - •

9 - -
10 - -
II - - 
12 - -

14- .
16- -
I 8- -

20- -

25- -

5

ft SCALE 

0'7 - ■

0-71 - ■

07 - .

0T3- -

0 -74 - -

075 - ■

0-7 6 - -

077- -

078- -

0-79- -

0^80 - -

0^81 - -

0-82- ■

- 0'8

-0-7

- 08

- -0^9

- LO

0-84- ■ - -H

086 ■ -

0^88 -

4 0^90- ‘

092- -

0*94 - -

0^96 -

098 - -

0-99- -

0^997- -

0^999 ■ -

0^9999- -

- -1-2

- r3

- -1-4

■ -1-5

- - h6

■ -1-7

F1G. 2.-PROBABILITY CHART FOR " t " TEST.

itli iii. wflli i. w.li sr.ii in ct.cks.i tt. lijtst- 
i.it ff it. ilctii.. Tf ilk. tt. t.st, it. siliiari 
i.viaisfi ff it. slirt., s, ilst lisf i. cllcltlt.i

(s.. Arr..iix if ri.vsfts lrisci.).
Suppose thal thex and s values are 95^2 and 6 mills 

iespectsvely, ihen, the .exi sier si the tesi for 
ssi.sficl.c. ss if cltculli. tt. vllt. frt, wt.r.,

* X - M 95^2 - 100 „t = ---------- =------ -—-— = -24
___ _s______ 6

V'N - I V9



Reverting to the probability nomograph of Fig. 2, 
and putting a straight edge between N = 10 and 
t=2-4, the probability value of 0^98 can be read off 
from the p scale. This is the probability that in 
random samples of the same size the t values will be 
Jess than 2^4. The probability that t will be greater 
than 24 is therefore (1-0^98), or 0^02, and the 
probability that t lies outside the range ±2-4 is 
2 X 0al2, or 0^04. In other words the probability of 
picking a random sample of 10 washers with a 

mean and a standard deviation leading to a t value 
greater than 24 or less than —24 is 0^04. In mathe
matical notation this may be written as,

P(|t\>24) = 0-04,
which means that if a large number of samples of 
10 were taken, it would be found that, on the average, 
about 4 samples per 100 had t values outside the 
range —24 to +24. Consequently it may be 
inferred that the deviations observed in the sample 
are not altogether due to chance and that the assump
tion that the machine is turning out washers having 
a mean thickness of 100 mils n1ay be wrong. These 
considerations lead to the discussion of what are to 
be regarded as " significant probabilities."

Significant Probability Table.
At this stage it will be interesting to see how t 

behaves in multiple sampling. As an example 
consider the distribution of t values obtained from 
500 samples of 10 items. The frequency distribution 
of the t values obtained from these samples are 
shown by the dots in Fig. 3, and the solid curve to 

FIG. 3.-THEORETICAL FREQUENCY CURVE DRAW!\ TO FIT 
FREQUENCIES OBTAINED FROM 500 VALUES OF" t" IN 

SAMPLES OF 10.

fit these dots may be calculated from Student's 
distribution. It will be found that the departure 
of the t distribution from the normal distribution 
is much too small to be noticed. Of the area under 
the curve only 5 per cent. lies beyond the ordinates 
erected at a and -a, and only 1 per cent. lies beyond 

the ordinates erected at b and —b. For samples of 
10 items the t value corresponding to ±a is ±2^26, 
the t value corresponding to ±b being ±3^25. It will 
be seen that only a few values of t are larger than 2^26 
or smaller than -2^26, and very few values indeed 
are found to exceed the limits of ±3^25. Nevertheless, 
these extreme values do occur at times in sampling, 
but the probability of their occurrence (usually 
written as P(|tl>t)) is very small. Thus, the sig
nificance oi the mean X, is determined by the value 
of P([t[>t), which is the p;obability that, if another 
san1ple of the same size be taken, the value Ill 
calculated from it will exceed the value calculated 
fron1 the original sa1nple. If this probability is 
greater than 5 per cent., then the probability is 
regarded as "not signilicant." In other words, the 
deviations observed in the sample are such as may be 
ascribed to pure chance. If this probability lies 
betv.'een I per cent. and 5 per cent., the deviations 
may not be due to pure chance, and then the proba
bility P([t[>t) is referred to as "significant." If 
this probability is much less than 1 per cent. the 
deviations observed are almost certainly not due to 
chance and the probability is said to be " highly 
significant.'' Hence the actual probability limits 
below which samples arc regarded as significant 
are:-

(1) ... P(|t[>t)>0^05 . . . Not Significant.
(2) . .. P(|t[ >t)>O^OI and <0^05 ... Significant.
(3) ... P([t[ >t)<O^Ol ... Highly Significant.

Reverting to the sample of 10 washers, it was found 
that, P(|t|>24)=0-04, which is a "significant" 

probability. In accordance with the 
above definition, if a sample of 10 
items yields a figure for t greater than 
2^262 in absolute value (i.e., [t[ >2^262), 
the truth of the assumption concerning 
the value of the mean M of the 
sampled population is regarded as 
doubtful. On an average the absolute 
value |t[ of 2^262 is exceeded only 
5 times per 100 in samples drawn 
from a homogeneous normal popu
lation. For this reason it is referred 
to as the " 5 per cent. level of t for 
samples of 10 items." In Fig. 3 only 
1 per cent. of the total area under 
the curve lies beyond the ordinates 
erected at b and - b and this small 
area is shaded black in the figure. 
The t value corresponding to ±b is 
3^25 and is a value that will be 
exceeded, on an average, only once 
per 100 samples. Il a sample of 10 
items gave a t value greater than 
3^25, the assumption about the value 

of the mean Ji would be abandoned. It will be 
observed that the distribution of t changes ,vith the 
number N of ite1ns in the sample. To n1eet this 
difficulty the 5 per cent. and 1 per cent. probability 
levels of ]tl have been calculated for various values 
of N and are given in Table 3.
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Table 3.
N eO/ 5% 1% N 5% TO N eO/5% 11 %

2 12-706 63-657 13 2479 3-055 24 2-069 2*07
3 4-303 9-925 14 2-160 3*12 25 2-WS* 2497
4 3^182 5*41 15 2445 2-977 3g 2*45 2^766
5 2476 4^004 16 2431 2*47 35 2-030 2724
6 2-571 4*32 17 2420 2*21 40 2*21 2704
7 2447 3^707 18 2410 2-898 50 2-008 2-678
8 2^365 3-499 19 2401 2-878 00 2*00 2-660
9 2^306 3*55 20 2*093 2*61 80 1*90 2-638

10 2^262 3*50 21 2-086 2-845 100 1*84 2*26
11 2-228 3-169 22 2-080 2-831 200 1*72 2*01
12 2-2{)1 3-106 23 2*74 2-819 1000 1-962 2*81

The Two Mean "t" Test.
R. A. Fisher has shown9 that Student's distribution

can be applied to the solution of a variety of problems- 
beyond that for which it was originally deduced. Of 
these problems, one that appears quite frequently is 
the comparison of two samples obtained from different 
sources. The means may be different and it is then 
necessary to determine the probability that the 
difference is due to the samples having been drawn 
from different populations, or the probability that 
the samples have been drawn from the same popula
tion and that the difference is due to chance. These

Confidence Limits.
In the example of the 10 mica washers it was 

assumed that the mean thickness M of the population 
was 100 mils. The t test showed that the truth of

probabilities niay be determined as follows :—
Let x1 and X2 be the means of two samples of Nj 

and N2 items respectively and let Si and s2 be their 
standard deviations. Then to test for significance, 
calculate,

this assumption was doubtful. Instead of making 
guesses about the true value of M and applying the 
t test to each guess, it is better to determine, from 
equation (6), the limits of M required to satisfy 
given probability conditions. Suppose it is required 
to be 95 per cent. sure that the mean M of the popula
tion of washers will lie within certain limits. For

t =_____________ *i~ *2______________( N1 + N2 )l ( N1S12+ N2s22 )t
unt+n-^2 k NN )

and K = N1 ., N2 - 1.
By means of the chart the probability that two other

the 10 items in the sample, the t value corresponding 
to a probability of (100-95) per cent. or 5 per cent. 
is, from Table 3, found to be 2^262. If, then, M is

similar samples would give a value of I t| exceeding 
that given by the samples under consideration can 
be determined. The significance or otherwise of this 
probability, P(ltl>t), can be found from Table 3.

The following example will illustrate the method.

taken to satisfy either of the relations,
Samples of rubber insulating material were received 

from two sources and to determine the amount of
95-2 - M 

6 = 2-262 or M - 95-2
6 2-262

mineral matter in each a number of ash content

V9 V9
then the value of M would satisfy the 95 per cent. 
condition of certainty. These limiting values are 
90^676 and 99 424 respectively and consequently 
the inequality 90^68 .;M<:9942 may be written. 
If M were taken as less than 90^68 or greater than 
99 42, then |t|. found from the sample values of 
x and s, would exceed 2^262, and the sample would be 
regarded as inconsistent at the 5 per cent. level of 
significance. On the other hand, if any value of 
M for which 90^68 ^ M:s.;,; 9942 were chosen as a 
hypothetical mean, then for this choice, |t| would be 
less than 2^262 and the sample would be regarded 
as consistent with such a hypothesis at the 5 per 
cent. level of significance. But. whatever the true 
value of M may be, in repeated samples, simultaneous 
values of X and s would be obtained such that 
Itl.; 2^262 in 95 per cent. of cases. The values of 
90^68 and 9942 may be called the 95 per cent. 
confidence limits of M corresponding to the 10 items 
in the sample and it may be concluded that,

M= (95^2±4^5) mils with 95 per cent. confidence.
It is obvious, of course, that the 1 per cent. level 

of t may be used to give confidence limits at that 
level, and it is convenient to notice that the two 
equations giving the confidence limits can be written 
in the general form,

determinations were made. The results were as 
shown in Table 4.

Table 4.—Per Cent. Ash Content.
No. 1 Source A. Source B.

1 24^3 18-2
2 20^8 16^9
3 234 20^2
4 21 al 164
5 174 —

Mean 2b5 18

Applying the above test,
for Source A, N1 = 5, Xi = 2F5, and s12 = 6^004, 

,, ,, B, N2 = 4, 'i = 18, and s22 = P945.
Substituting these values in the expression for t,

2b5 - 18-0>>>*■*.^  ■J(^) ( 30-02 + 748 }

and N = 5 + 4 — I = 8-

2^245

x - M _ 
s —

VN—1
where s/VN — I

, .. _ s± t or M = x ± - — . t
Vn — I

is the estimated standard error.

For t = 2^245 and N = 8 the chart of Fig. 2 gives. 
p=0^97 and thus the probability P(|t1>2^245) is ■ 
given by 2(1-0^97) or 0^06. Thus there are about 
6 chances in 100 of observing a greater difference in 
percentage ash content, and at the 5 per cent. level 
of significance we find from Table 3 that for N=8, 

2^245<2^365
and therefore no significant difference has been 
detected between the two sources on this count.

9 Metron., Vol. 5, Pt. 3, pp. 90-104, 1926.
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The Economic Design of Manholes J. P. HARDING, s.sc.(Eng.)

U.D.C. 621.315.233 : 666.97

Part II-Reinforced Concrete Theory
This article describes briefly the theories used in the design of the beams and slabs employed in reinforced concrete manhole 
construction. The final article will give details of manholes constructed in accordance with these design formulae.

Novel Forms of Construction.

I
T is possible to devise a manhole, the walls 
and roof of which could be constructed in 
unreinforced concrete. It will be shown later 

that for straight slabs and beams of the same thick
ness, unreinforced concrete possesses only about 
one-tenth of the strength in bending of reinforced 
concrete (reinforced to the "economic" percentage). 
To realise a strength equal to reinforced concrete, 
the thickness of unreinforced concrete would require 
to be about 2t times that of reinforced concrete. 
This is due to the small tensile strength of concrete, 
and it would be necessary, therefore, to ensure that 
wall tensile stresses are kept within small limits for 
this reason.

Itcan be shown that for a parabolic wall, a uniforn1- 
ly distributed loading will produce zero tensile stress 
in the wall and, although the wall loadings to 
which a manhole is subjected in practice are not 
uniform, the resulting tensile stresses in a parabolic 
wall would be low and capable of being withstood 
by the tensile strength of the concrete (un
reinforced). It is seen, therefore, that although 
steel reinforcement could be dispensed with in 
the walls and floor of a manhole built in this way, 
a greater quantity of concrete would be required 
and considerably increased labour costs would be 
involved in building \valls to this form. Moreover, 
due to the curvature of the walls, most of the \Vood 
shuttering would be difficult to set up and would not 

be recoverable.
In addition, for the same size excavation, the 

reduced floor space would hinder working and 
restrict loading coil accommodation in the manhole.

There is nothing to be gained in conset ving steel 
reinforcement at the expense of using perhaps 50 
per cent. more concrete in the manhole and, for this 
reason and in view of the objections to shaped walls 
previously mentioned, it was decided to pursue a 
form of reinforced concrete construction utilising 
vertical straight-sided walls of a strength sufficient 
to give a reasonable factor of safety at all points 
taking into account traffic, earth and anchor iron 
loadings.

GENEHAL THEORY OF BENDING.
It may be of interest to consider the general 

theory of bending before examining the theory of 
reinforced concrete.

\Vhen a bca1n of uniform material is subjected to 
a bending action, the fibres on the upper part of the 
bea1n will be in compression and those on the lo,ver 
part in tension. By considering the forces acting in 
a small portion of the beam it may be shown that,

- f M R .......................... (!)

where f is the fibre stress at a distance y from the 
neutral axis.

M is the bending moment.
I, the moment of inertia of the section.
E, the rno<lnlns of elasticity of the material of 

the beam.R, the radius of curvature.

Shear }'orce in a Beam.

It is evident that a long shallow beam will, under 
load, fail in bending, i.e., by failure in fibre stress. 
A short deep beam, however, is subject to a small 
bending action and will fail in shear, the centre 
portion being sheared away from the side portion 
by the load. The vertical shear force at a point 

is the total upward force acting to one side of the 
point.

When a beam bends there is also a horizontal 
shear force induced in it which, if not resisted, would 
allo\v the beam to slide in layers as a series of planks 
might behave if not strapped securely. Obviously 
shear failure in this way would cause serious loss 
of strength.

The horizontal shear forces produced by bending 
and the vertical shear force at any point in a beam 
are always equal in magnitude and at right angles 
to each other.

Bending of a Beam of Unreinforced Concrete.

For a beam of symmetrical section, bending pro
duces equal compressive and tensile stresses on 
the upper and lower faces respectively. Thus, a 

beam of steel, which possesses equal strength in 
compression and tension, would fail in bending 
from simultaneous failure of the upper fibres in 
compression and the lower in tension at a stress of 

about 66,000 lbs./sq. in. (mild steel).
Concrete, however, unlike steel, possesses unequal 

compressive and tensile strengths, being approxi
mately ten times stronger in compression than in 
tension. Thus, the compressive stress at failure 
might be 2,400 lbs./sq. in. and the tensile stress 
240 lbs./sq. in. Accordingly, a beam of unreinforced 
concrete would, under load, fail when the tensile 
stress reached about 240 lbs./sq. in. If of symmetrical 
section, as in a rectangular beam or slab, the maximum 
compressive stress would also be 240 lbs./sq. in. The 
beam would, therefore, have failed in tension, although 
capable of withstanding a stress ten times as great 
in compression.

Clearly, if some means can be adopted by which 
the low tensile strength of concrete can be augmented, 
it would be possible to gain full advantage of its 
superior compressive strength. This may be achieved 

85



by embedding bars able to resist a tensile loading 
in the portions of concrete in tension. 'fhe bars 
must be so anchored that no slipping is possible 
between a bar and the surrounding concrete. This 
may be obtained by the natural bond between the 
reinforcing material and the concrete or, where this 
is insufficient, additional anchoring may be secured 
by forming hooks in the ends of the reinforcing 
material. The bars must be of a material capable 
of \Vithstanding the tensile stress imposed. Steel, 
either mild or high tensile, is used almost exclusively 
for this purpose, although glass and wood have been 
used latterly and in some circumstances are found 
satisfactory.

THEORY OF REINFORCEMENT.

Tensile Reinforcement.
The theory to be developed is that most commonly 

accepted and requires certain basic assumptions to 
be made. The effect of plastic yield in both concrete 
and steel is ignored. A fixed proportionality between 
stress and strain in both materials is assumed, 
which allows the use of constant values for the 
respective elasticities. When setting concrete shrinks 
very slightly. The adhesion between the concrete 
and steel reinforcement therefore produces a small 
forced contraction in the length of the steel and a 
similar elongation of the concrete. The extent of 
these movements and the values of the induced 
stresses can, if necessary, be calculated from the cross 
sectional areas of the steel and concrete, the re
spective elasticities, and the free shrinkage co-efficient 
of the concrete. The stresses are, however, found to 
be very small and may be safely neglected. It is 
fortunate that the linear expansions of steel and 
concrete are almost equal (steel 0^0000065/'F, 
concrete 0^0000061/°F). Relative stresses caused 
by temperature changes are, therefore, small and 
will be ignored.

(a) (b)
FIG. 1.-STRESS DIAGRAM.

Consider the reinforced concrete beam shown in 
Fig. l(a). The effective depth of the beam (d) is 
taken from the top of the beam to the centre of the 
reinforcement at the bottom, the concrete below 
this level serving only as cover for the steel reinforce
ment. When the beam is under load, the steel 
reinforcement will accept the total tensile force 
below the neutral axis Ni\, and the concrete the 

total compressive force above it, the tensile strength 
of the concrete below the neutral axis being 
neglected.

Suppose the permissible tensile stressin the steel is f1, 
the permissible compressive stress in the 

concrete is fc, 
the elasticity of steel is E., 
the elasticity of concrete is E,, 

the ratio of elasticity -^: =m, 
the total sectional area of steel reinforce

ment is A^.

Since the cornpressive stress in the concrete varies 
uniformly from zero at the neutral axis to a maximum 
of fc at the top face of the beam, the average stress 
will be Jf. acting at a point |h above the neutral 
axis.

For equilibrium, the total compressive force in 
the concrete above the neutral axis must equal the 
total tensile force in the steel below the neutra] 
axis.

:.tf,^7^r—f,A, ... ■ > . >.> . > ...>>... . (2)
From similar triangles in Fig. l(b) 

h _ f, 
d-h 1

m

Denoting h/d by k, k = 1-.
1+ -- .............. (3)

mf,

If now A., the section of steel be expressed as a 
fraction p of the effective area of the beam

A,—pbd.
Using this relation in equation (2) and putting 

h—kd
f, _ k
f, ” 2p

Inserting in equation (3) k =----- I-,
I + I:2pm

i .e. k2 + 2 pmk — 2 pm = 0

and k=Vp2m2+2pm—pm ............................. (4)
(the -ve root is inadmissible since k would then be -ve).

Also the total internal resisting moment supplied 
by the concrete and steel together must equal the 
externally applied moment M.

:.M=!f, hb (d-h/3)= f,A (d-h/3).................... (5)
If Q be substituted for fep(d-h/3)/d or tf,h 

(d-h/3)/d2
then M=Q bd2 ..•...••..•.........•(6)

For purposes of design, the allowable working 
stresses in the steel and the concrete f., £0 and the 
modular ratio (m) will be known and Q therefore 
fixed.

It is instructive to examine the values assumed by 
Q with variations in the percentage (p) of steel 
reinforcement. Fig. 2 is a plot of Q with various 
values of f., f,. and for a fixed value of m=15. The 
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variation in k which governs the position of the 
neutral axis is also shown.

Fig. 2.—Valves of Q and k with variations in L and f0; 
m —. 15.

Q is seen to bc’a measure of the overall strength 
of the reinforced concrete for the particular values 
of f,, fc and rn. It is of interest to examine the 
effect of changes in the density of reinforcement on 
the strength of the section. Suppose, for example, 
that a beam or slab is to be designed for maxin1um 
permissible stresses f, and f0 of 20,000 and 750 lbs./ 
sq. in. respectively. It is seen that at first the 
strength of the section increases uniformly \vith 
increase in reinforce1nr-nt, the stress in the concrete 
increasing also, and the stress in the steel remaining 
constant at 20,000 lbs./sq. in.

'[he initial rate of increase in strength is only 
maintained, however, until the stress in the concrete 
reaches its maximum permissible stress of 750 lbs./ 
sq. in. At this point, for which p=0^67 per cent., 
the stresses in both concrete and steel have assumed 
their respective maximum permissible values and 
the particular percentage of steel at which these 
conditions obtain is called the "economic per
centage.'' Further increase in the steel beyond this 
point still causes an increase in strength but at a 
much lower rate, and the stress in the steel is now 
decreasing, v.rhercas the stress in the concrete is 
maintained at its maximum permissible value of 
750 lbs./sq. in. It is seen that for any design in 
which maximum values of f. and fc are fixed there 
will be a certain value of p for reinforcement to the 
economic percentage.

Values off. and f employed.
It is not possible O\Ving to the disconnected 

character of manhole construction to make detailed 
measurements of the strength of the materials to be 
used un site or to employ a resident engineer to 
supervise the construction. Moreover, the materials 
used are necessarily those available locally and 
cannot always be relied upon to conform to the 
stringent conditions which must be met to realise a 
high ultimat< , strength. It is also nearly always 
necessary with the 1 : 2: 4 mix used on P.O. work 
to sacrifice, a little strength by using more water 
so as to obtain a workable consistency. Finally, a 
further handicap is imposed by working below ground, 
since it is almost impossible to prevent a certain 
contamination of the concrete by dust and dirt. 
These limitations entirely preclude tht: use of a high 
working stress such as 850 or UOO Ibs./sq. in., figures 
now commonly used on closely supervised over
ground structures. The rather low figure of 600 lbs./ 
sq. in. has, accordingly, been decided upon as one 
which may reasonably be expected of concrete used on 
P.O. work.

The corresponding maximum working value for 
steel is fixed from quite different considerations. 
Steel can be relied upon to accept a uniform working 
load depending upon its quality, whether mild or 
high tensile. It is necessary only to find the working 
stress which will allow of the greatest conservation 
of both steel and concrete.

Referring to Fig. 2, it will be seen that for f.= 
18,000 lbs./sq. in. (mild steel), f,=600 lbs./sq. in. and 
for reinforcement to the economic percentage, the 
value of Q is 89 and p, 0^56 per cent. Suppose now 
high tensile steel (f,=25,000 lbs./sq. in.) be sub
stituted in reduced section so as to give the same 
tensile force, the corresponding value of p will be 
IS,000 X 0^56 = 0^40 per cent. For this value 
25,000 
of p, Q=78. The strength of the section when 
reinforced in this way is therefore 78/89=88 pr>r crnt. 
of its initial value, whereas 18,000/25,000=72 per 
cent. of the original quantity of steel has been used. 
To realise the same strength as before, i.e. a value for 
Q of 89, the percentage of high tensile steel would 
need to be 0-56 per cent. as for mild steel and no 
saving in steel will have been made.

It is therefore fallacious to suppose that a smaller 
section of high tensile steel than mild steel may be 
used in a structure designed for the latter while 
maintaining the sarne strength. Economy in steel 
can be rnade by the use of high tensile steel only 
if an additional thickness of concrete be used, and, 
even in this instance, the financial saving will be 
little or nothing from the increased cost of high 
tensile steel over mild steel. It has been shown that 
the greatest economy of steel and concrete is realised 
when the former is employed at its economic per
centage. The economic percentage for f.= 25,000 lbs./ 
sq. in., f,=600 lbs./sq. in. is 0^32 per cent. The value 
of Q for this percentage is 724. It is not possible 
economically to alter this value of Q, as has been 
explained. but the effective strength of the section 
may be augmented by using an increased depth of 

87



concrete and a proportionate increase in steel. 
Equation (6) shows that the strength of a reinforced 
concrete section is 'proportional to the square of the 
depth. To increase the strength of a section in the 
ratio 724 : 89, the corresponding increase in depth 

will therefore be -89- — 11 per cent. The
V 724

amount of steel used will be 042 X fh-i=046 per 
cent. This value is less than 046 per cent., the 
quantity needed for reinforcement by mild steel, and a 
saving of steel has therefore been made, but only 
at the expense of an increase in the thickness of 
concrete of 11 per cent.

For manhole construction, both on account of 
increased excavation costs and from the use of more 
concrete, this additional thickness in the wall or 
slab is uneconomic and far outweighs the slight 
saving of steel reinforcement.

Part Compression Reinjorcemeut.
It has been shown in Fig. 2 that reinforcement 

beyond the economic percentage is wasteful in steel 
since the strength of the section is limited by the 
maximum permissible stress in the concrete. As 
an alternative to increasing the depth of a beam or 
slab where additional strength is required, it is 
possible to reinforce the concrete in compression by 
placing steel above the neutral axis, as in Fig. 3(a). 
If the concrete is still to be relied upon for com
pressive strength, its stress must not exceed its

(a) (b)

FIG. 3.—Part Compression (a) ano Full Compression (b) 
Reinforcement.

maximum permissible value C when from Fig. 3(a) 
it is seen that the corresponding steel stress will 

xbe h f,.m. For a value of f, of 600 lbs./sq. in., 

m of 15, and x/h of j, the steel stress will be 
! X 15 X 60 = 6,750 lbs./sq. in., which may only 
be about ! of the normal permissible stress. The 
compression reinforcement is, therefore, working 
inefficiently and, although this method is sometimes 
used to gain a small increase in strength in a given 
concrete section, it is usually more economic in steel 
and concrete to reinforce in full compression.

Full Compression Reinforcement or Double Reinforce
ment.

In this method, the compressive strength of the 
concrete is ignored, it being assumed that the steel 
for compression reinforcement accepts the whole 

of the compressive loading. 'fhe steel is then assumed 
to operate at its maximum working value of, say, 
18,000 lbs./sq. in. Steel is, therefore, provided in 
equal section at the top and bottom of the beam 
as in the flanges of a steel joist. Although the 
concrete in beams reinforced in this way will, when 
the beam is under load, have failed in both com
pression and tension, experience has shown that 
doubly reinforced beams are quite satisfactory so 
long as the steel section in either flange does not 
exceed more than about 2! per cent. of the total 
concrete section.

With the nomenclature of Fig. 3(b) the bending 
moment (M) of the beam is given by

M=2f, A, .x........................................ (7)
Doubly reinforced beams are particularly suitable 

for supporting the frame and cover in manhole 
construction since, being more compact than a 
singly reinforced beam of equal strength, they take 
up less headroom. Moreover, not relying on any 
specific working stress in the concrete, such beams 
are immune from changes in their factor of safety 
arising frotn the use of inferior concrete.

SAear Reinforcement.
The existence of shear stress in a loaded beam has 

already been explained. It is necessary to examine 
any reinforced concrete beam to ensure that the 
shear stresses induced can be safely withstood.

It has been stated that the horizontal and vertical 
shear forces in a beam are equal. The resultant 
shear force will therefore be along a line inclined at 
45°, as shown in Fig. 4. Unless the concrete itself 
is able to withstand the shear forces induced, stirrups 
or bent-up bars or both must be used to provide 
adequate reinforcement. The diagonal shear force 
will be V2 times the vertical force, and if bent bars 
are used, the latter must, at their normal working 
stress, together be capable of resisting this force .

(b)
FIG. 4.-SHEAR REINFORCEMENT.
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If stirrups are used, these must be of a sufficient 
section to accept the vertical shear force. If the 
section of the rod of a stirrup is S8 and its working 
stress fu n stirrups will accept a load of 2nf,S^ 
Equating this to the vertical force F

invariably of work-hardened steel and are operated 
at a higher tensile stress (f,) than mild steel. Equa

tion (9) shows that the

F =2. nf,S, or n = F 
21S

.......................... (8)
For a doubly reinforced beam, the spacing of the 

stirrups must be such that this number (n) of stirrups 
occurs in the distance d, the spacing being d/n. 
Experience has shown that it is best to choose S, 
so that the spacing of the stirrups lies between 
id and fd. Fig. 5.- -Hook for 

additional Anchorage.

minimum grip length for 
a bar is proportional to
f,d S:-' an d in tlose m-

stances where the pro
portionate increase in Sb 
is less than that in f,d, 
the minimum grip length 
may be actually greater 
for a deformed bar than
for a mild steel bar of

Bond Stress and Minimum Grip Length.

When a steel bar is embedded in concrete the 
latter in setting shrinks and provides a certain bond 
stress between the steel and concrete from adhesion 
and friction. The steel mnst be free from loose 
rust, scale, grease or paint for the development ot a 
satisfactory bond.

For any diameter of rotlnd steel bar, there will be 
a certain length which, if embedded in concrete, 
wil just slip out before failing itself in tensile 
loading. This length is called the minimum grip 
length and will, obviously, depend upon the diameter 
of the bar, being small for a wire and large fur a 
thick bar.

If " d " be the diameter and "L " the length 
of a bar embedded in concrete :—

. . . d2The permissible tensile loading = f,.r —
The permissible force permitted by the bond 

strength = Sb.7T.dL, where Sb is the permissible bond 
strength in lbs./sq. in.

. .... . f.Trd3 _ „These forces will be equal :. —— = S,_?T.dL

and the minimum grip length L = ... .(9)

This equation is not strictly accurate in so far as 
it assumes a constant value of Sb throughout the 
length of the bar. This is not true except for the 
less usual condition of a constant bending moment. 
'fhe permitted bond stresses are, however, based on 
the use of this equation which is found satisfactory 
in practice.

For the particular grades of concrete and steel 
to be used in the ensuing designs :—

!, = 18,000 lbs./sq. in. and S, = 120 lbs./sq. in.
Whence L = ^^d = 374d............ (10)

4.120
Where it is found impossible to accommodate this 

total length the natural bond may not provide a 
sufficient anchorage. In these instances additional 
anchorage may be provided by the use of a hook of 
the dimensions shown in Fig. 5. Such a hook can be 
reckoned to have an anchorage equivalent to a 
straight rod of length of 14d.

The use of manipulated bars of irregular section 
perrni:ts a slightly increased bond strength (S,) 
to be employed ; such bars are. however. almost

equivalent tensile 
strength. For this reason the employment of bars 
of irregular section may confer little or no advantage 
in bond strength.

DESIGN OF SLABS.

It has been shown in the previous article that the 
walls, floor and roof of a manhole are subject to 
distributed loads, and the walls also to concentrated 
loads from anchor iron pulls.

It is necessary, therefore, to find the bending 
moment produced in either direction in a slab under 
the action of distributed and concentrated loads 
in order that the thickness of concrete and the 
reinforcement required in each direction may be 
determined.

It is not possible to ascertain the bending moment 
in one direction on the basis that the uniform loading 
acts on a narrow strip in that direction since, depend
ing on the dimensions of the slab, only a certain 
fraction of the load will be carried in each direction. 
::VIoreover, the action of strips in either direction 
is not an independent one.

Determination of Bending Mom-ent Due to Distributed 
Loads.

A theory for determining the bending moments 
produced by distributed loads, taking these factors 
into account, has been developed by Dr. Marcus, 
and is briefly as follows :-

Marcus' Theory for Slab Design.-This method, 
\vhich is widely used in this country and on the 
continent, consists in dividing the slab into two 
series of strips parallel to the sides of the slab aua 
deducing the load carried in either directloH by 
equating deflections of strips at mid-span.

Assume a rectangular slab of a1menstons l."" L, 
is subjected to a total loading w lbs./sq. in. (Fig. 6). 
If the slab were freely supported by the longer 
supports only, the bending moment would be 
w°1 , and if by the shorter supports only, w^ •

8 O
Suppose now that the slab is freely supported on all 
four edges and the uniform load w be assumed to be 
divided in the direction L, and L,. w, being the 
proportion of load carried in the direction L:u and 
w,. in the direction Ly, the division between w,.,
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wx

W = Wi + Wy

Fig. 6.—Loaded Concrete Slab.

and Wy being such as to produce equal deflections 
of the two centre strips where they join.

Then w = w, + w. 
Equating deflections at mid-span

5 W,L,.4 _ 5 WyLy4
384 . EI, " 384 . El, 

and assuming Ix=Ir (it can be shown that differences 
in density of reinforcement in the directions Lx 
and L, do not appreciably affect this equality).

.
‘ • Wx

wLy4

and w,

thence M,

Lx4 -j M
= _wLx4

M + L/
wL,.,2.L,.4

= 8(L/ + i,') (11)

(12)
M = —wL2L4

’ 8(L/ + L/)
These moments are those which would be produced 

in a freely supported slab at its centre. Such a slab 
would, however, lift at its corners from the torsional 
moment exerted by strips in one direction on those 
in the other. '"’hen the corners of a slab are prevented 
from lifting by corner reinforcement or other means, 
there is a small increase in rigidity. It can be shown 
that the moments M, and M,. may he reduced byr

the correction factors, I — ..,,,,- and 1 — „¡-=4- 6M'’ 6M ‘
respectively where M',, M', are the bending moments 
in the directions ^. Ly, if the total slab load wL, Li 
were carried by reinforcement in one direction only.

Thus M ', = wL,2/8 
M', - wL,2/8

By embodying these correction factors and the
L,' ___ L,’__

(L.,4 + Ly') , (Lx4 | Ly'Jterms from equations ( II) ,

(12) in the constants C, and C.,, the maximum 
moments for a freely supported slab with corners 
anchored may be expressed:—

M, = C, M, = C, ............(13)

The values of the constants C, and C,. for a slab 
supported as described are given in :F'ig. 7.

Fig. 7.---Bending Moment Coefficients for FtXED Slabs.

Determination of Bending Moments due to Concentrated 
Loads.

The mathematical determination of the moments 
produced in slabs by concentrated loads is involved 
and laborious. Although the fundamental equations 
were deduced by Lagrange over two hundred years 
ago, it was not until 1921 that M. Pigeaud published 
the results of calculations hy which the design of 
slabs for concentrated loads was presented in a form 
suitable for use by engineers. It may be mentioned 
that the design of slabs on this basis permits the 
use of considerably smaller sections than would be 
needed on the basis of the early empirical formulre.

When a concentrated load acts upon a slab, the 
deflection contours or lines of equal deflection are 
circular in the immediate region of the load, no 
matter what may be the shape of the slab. The 
contours, in spreading to the supports, depart from 
their circular form and assume a shape more resembling 
the line of the restrained slab edges. The formation 
of circular contours in the immediatr vicinity of the 
load in a rectangular panel is of considerable im
portance, since it means that the bending moments 
induced at that point in either direction may be 
nearly equal.

Load Spread.—A concentrated load acting on a 
slab will operate over a greater area than its area of 
contact, the precise "spread" depending upon the 
dimensions of the load and the size and thickness 
of the slab.

Suppose the concentrated load, Fig. 8, acts on a 
rectangular area of dimensions a, b, and the thickness 

LOADED AREA

FIG. 8.-SPREAD OF A CONCENTRATED LOAU.
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of the slab is H, ihe load is assumed to spread itself 
through the thickness of the slab over an area of 
dimensions u, v, where- 

u = y a2 + H

V = Vt2 + H2
Determination of Bending Moments.—It will not be

necessary to include in this article the mathematical 
theory or detailed graphical work given by M.

FtG. 9.-BEJS<DING l\{OMENT COEFFICIENTS FOR SLABS 
{CONCENTRATED LOADS).

;t\. family of curves has been drawn for various ratios 

of u/Lx which has, for simplicity, bf'en assumed 
equal to v/L,.

fhe method of use is as follows :—

From the curves of M, and M, appropriate to the 
ratio of u/L., and the ratio of slab sides, the values of 
the bending moment co-efficient may be read. The 
corresponding values for uniform loading, i.e. wht'n 

uL::./ = v/Ly = 1, may also be read and the ratios 
of the bending moment co-efficients for the con

centrated load to those for the same load if uniformly 
distributed, may be found.

'fhe method of deducing the bending moments 
produced in either direction in a slab when subjected 

to a uniform loading has already been given, and it 
is seen therefore that the n1on1cnt produced by a 

concentrated load may readily be assessed by 111ulti- 
plying the moments due to uniform loading by the 
ratio of bending moment co-efficient for concentrated 
and uniform loading derived from Fig. 9.

The method described is applicable only in those 
instances where the load is symmetrically disposed 

in relation to the edges of the slab, when the 
maximum moments will be produced. A certain 
reduction based on experience may be made when 
calculating the moments induced in a slab it 
unsymmetrically loaded.

Estimation of Degree of Fix1ty of Edges of a Slab.
In determining the bending 1noment, account 

must be taken of the varying degrees of fixity which 

may be provided by the different edges of the slab. 
It can be shown, for example, that a slab if fixed at 

all four edges is able to bear a considerably greater 
load than if freely supported on four edges. In a 
manhole, the \Valls, floor and roof are neither freely 
supported nor wholly fixed, but are subj ect to a 

degree of fixity intermediate between these con
ditions. The particular degree of fixity of a slab 
edge depends upon the dimensions, moment of 
inertia and fixing of the supporting slabs. Thus the 
encl wall of the manhole shown in Fig. 10 is ahnost 
fully fixed in a vertical plane from being supported 
at its upper end by a short and stiff roof slab ter
minating in a stout fixed beam, and at its lower end 
by the floor. The same end \Vall is, however, more 

nearly freely supported with regard to bending in a 
horizontal plane since the supporting side walls arc 
long-er than the width of the end wall and may not 

derive appreciable fixity from the earth at the back.
1'he valuation of the particular degree of fixity 

to which a slab is subjected and the method of 

employing this in the slab theory already described 
is given belov :—

Consider the effect of a side load such as the 

earth or induced traffic loading on one \Nall of a 
rnanhole, Fig. 10. Assuming adequate corner rein- 

forccinent has been provided at the edges of adj acent 
slabs, and if the earth is not tightly packed against

FIG. 10.-ISOMJ: TRIC VIE\V OF lVlANHOT.E.

the tnanholc walls the deflection of the central strips 
in the loaded wall,roof (neglecting, at this stage, cover 

and roof beam s), opposite \Vall and floor \vonld 
approximate to those shown (exaggerated) in Fig. 11 (a). 
The corresponding bending mo1ncnt diagram is 
shown in Fig. ll(b). In practice, the precise curvature 
assumed by the slabs would naturally be limited by 
the degree of back pressure produced by the earth 
back filling. Moreover, it is unlikely that a side 
loading on one wall would transmit an appreciable 
loading to the opposite wall by virtue of thrusting 
it against its back filling, since this pressure would 
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be opposed by the tangential friction ansmg from 
the normal earth pressure on the joining walls, roof 
and floor. The deflections(exaggerated) and the bend
ing moments would, in practice, approximate to those 
shown in Fig. 13(c) and (d). It may be pointed out at 
this stage that in the manholes to be described, other 
considerations necessitate the employment of a

DEFLECTIONS BENDING MOMENT

(c) (d)

Fig , J 1.—Deflections and Bending Moments for 
Side Load on Manhole Wall.

certain amount of reinforcement in the outside of 
slabs which reinforces them against bending outwards 
and provides a safeguard in those instances where 
little or no support is provided by the earth back 
filling.

It has been previously explained that the degree 
of fixity of a slab depends upon its own moment of 
inertia and dimensions and also the dimensions, 
fixity and moment of inertia of the supporting slabs.

Fig. 12.—Degree of Fixity of Slab Edge or Beam.

The degree of fixity of a slab edge or beam may be 
estimated in the following way:-

Fig. 12 shows a beam of length L2 and moment 
of inertia I,, rigidly fixed at each end to columns of 
corresponding values L1 and I" Suppose the degree 
of fixity of the beam relative to the columns is f" 
The degree of fixity of the columns relative to the 
beam will be 1-f. (at both ends). The stiffness of a 
beam or column is directly proportional to its moment 
of inertia and inversely proportional to its length.

The degree of fixity provided by a support is 
directly proportional to its stiffness :—

, Stiffness of beam Stiffness of column 
h ence . -j j i ' -- T” *1 — ’j j 1Fixity provided by Fixity provided by 

beam column

ie-

or f, ...... (14)
1 +*l

!1 L2
Values off, for different values of !i/!2 and L,/Li 

are shown graphically in Fig. 13.

Fig. 13.—Curves showing relation between fb and I1fla

These values of fb are those which would be realised, 
for example, in a rectangular culvert of indefinite 
length or in a manhole if the unloaded walls were 
removed. As an example, the value of fb for a square 
culvert with walls, floor and roof of equal thickness 
can be seen to be — 04 by using the curve for 
L2/L1=14 and taking the value at 12/11=14. 
The normal "free" bending moment which would 
be produced in the wall if freely supported would
, wL2 be ----  ;

S ;
the degree of fixity of —04 means that

the negative comer moment is —04 of its maximum
1 ( wL2 .value of ~i2 Le.

______ „ . wL2 moment is —8-o —

wL2 , , , , ,.
• 24-, and the central bending
wL2 _ wL2

224 12 •
In this instance the central bending moment is seen 

to be 50 per cent. less than the moment in a freely 
supported span.

Final Estimation of Slab Moments in either Direction.
To estimate the central and corner moments in a 

manhole wall or roof slab where the slab is partly 
restrained on each edge, it is necessary to use the 
values of the degree of fixity obtained from Fig. 13 
in conjunction with the " free " values of moments 
for slabs given from Fig. 7. The method adopted is
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FIG. 14.-RESISTANCE l\iioMENTS FOR CONCRETE SLABS 

REINFORCED WITH STEEL.

first to find from Fig. 7 the " free" moments in 
either direction from a knowledge of the slab 
dimensions on the basis of the slab being freely 
supported. Secondly, the respective values of f, 
may be deduced from Fig. 13 for the degree of 
fixity in either direction using appropriate values 
of L1, L2, I1 and I,. The values of f, may then be 
used to ascertain, from the ''free" moments already 
found, the actual central and comer moments 
produced in either direction under the particular 
degree of fixity existing. The separate determination 

in this way of moments in either direction is not 
strictly accurate, since a variation in the degree 
of fixity of a slab edge in one direction produces a 
redistribution of moments and a change in the 
loading on the slab in the other direction. It may 
be shown, however, that for the slabs of a manhole 
where there are not extre1ne differences in the degree 
of fixity of the different edges, the error introduced 
is small. It is considered that the method evolved 
is justified, more particularly since an exact mathe
matical investigation of the mechanics of slabs when 
restrained fully or partly along their t dgcs has so 
far only been made for the more simple cases.

Reinforcement of Slab.
Having found the bending moments produced 

in a slab in either direction, it is now necessary to 
deduce the thickness of concrete needed and the 
reinforcement required in each direction. It is con
venient in the design of slabs to consider the bending 
moment of a unit width of the slab, usually 1 ft. 
The value of M in lbs. ft. per foot width ol slab 
corresponding to the density of reinforcement em
ployed has been plotted from equation(6) for different 
tbicknesscs of concrete and is shown in Fig. 14. The 
thickness of concrete required will, naturally, be 
governed by the greater bending moment and may 
be obtained directly from Fig. 14. The reinforcement 
needed in this direction may be read at the same time. 
To meet the lesser hending moment, the density of 
reinforcement needed in the other direction may also 
be found from Fig. 14 using the curve appropriate 
to the thickness of concrete decided upon. The 
reinforcement against the central positive bending 
moment wil1 be placed on the inside of the wall or 
roof and that for the negative comer moment on the 
outside. The latter must extend at least to the point 
of contraflexure, which, for a beam fully fixed at its 
ends, is at a distance 0al1L (approximately one-fifth) 
from the end, where L is the length of the beam. 
Since in practice the slab edges are not fully fixed, 
the point of contraflexure will be at a less distance 
from the end than this depending upon the degree 
of fixity at the end. The 'length of corner reinforce
ment needed may, accordingly, be obtained with 
sufficient^ accuracy by interpolation from the actual 
degree of fixity existing.
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Long Distance Position Finding by D.F. f. addey. s.sc„ f.r.a.s., M.i.e.e

U.D.C. 621.396.663
In a recent article in this Journal a simple method of calculating the great circle beai:ing between twu stations was described. 

The present article extends this method of calculation to give the latitude and longitude of the distant st.ation.

THE ordinary method of fixing the position of a 
transmitting station on which bearings have 
been taken by two D.F. stations is by drawing 
on a chart the observed lines of bearing through the 

positions o' the D.F. stations concerned. The point of 
intersection of these lines is the required position of the 
transmitting station.

It sometimes happens, however, that the distance of 
the transmitting station from the D ,F. stations is so 
great that the lines of bearing do not intersect on any 
available chart. The position of the point of inter
section must then be found by calculation.

Let P and Q, Fig. 1, be the two D.F. stations, the 
positions of which are known, and R the transmitting 
station of which the position is required. N is the 
north pole of the earth.

Fig. 1.

The angles NPR and NQR have been observed. It 
is required to find the latitude and longitude of R.

An outline of the steps in the calculation is first 
given, in order that the reader may more easily follow 
the subsequent detailed discussion.

(1) Jn the triangle NPQ the side PQ is calculated 
from the given data.

(2) Jn the triangle PQR, PQ has been found and the 
angles QPR and PQR are calculated from the given 
data. PR is then calculated.

3) Jn the triangle NPR, from the known values of 
NP, PR and the angle NPR, NR is calculated. This 
gives the latitude of R.

(4) Then from the triangle NPR, knowing NR, PR 
and the angle NPR, the angle PNR is calculated. 
PNR is the difference in longitude between P and R. 
The longitude of P is known, so that the longitude of 
R can be found.

The formula used in the calculations are given 
below. The proofs of these formulre can be found in 
any book on spherical trigonometry.
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In the spherical triangle 
ABC, Fig. 2 :— 
cos a = cos b.cos c -j- 

sin b.sin c.cosA .. A) 
case.cos A = sin c.cot b — 

sin A.cot B .. (B) 
. sin a sin A n and = „ .. C) B sin b sinB
(I) PQ is found by

formula A). Fw- 2. C
cos PQ = cos PN. cosQN -'- sin PN. sin QN. cos PNQ.

PN = 90° - latitude of P,
QN = 90° - latitude of Q, 

and PNQ is the difference in longitude between P andQ. 
Therefore :—

cos PQ = sin !at P. sin !at Q -|-
cos !at P. cos !at Q. cos d. long PQ . .(1) 

This gives PQ.
(2) The angles NPQ and NQP are calculated from 

the known positions of P and Q by the method given 
in the P.O.E.E. Journal}.

In the triangle PQR, the angle QPR, which is NPQ 
—the observed angle NPR, the angle PQR, which is 
NQP + the observed angle NQR, and the side PQ 
arc known. The side PR is then obtained by applying 
formula (B) :—

cos PQ. cos QPR -" sin PQ. cot PR —
sin QPR. cot PQR .. (2) 

Thus PR is known.
3) In the triangle NPR the sides NP and PR and 

the angle NPR are known_ The side NR is then 
obtained by using formula A) :—

cos NR = cos NP. cos PR +
sin NP. sin PR. cos NPR 

nr
sin !at R = sin lat P. cos PR +

cos !at P. sin PR. cos NPR .. 3) 
Thus the latitude of R is found.
(4) Applying formula (C) to the triangle NPR :—- 

sin PR __ sin PNR 
sin NR sin NPR'

sin PR sin d. long PR 
cos lat R ~ sin NPR '

or
sin d. long PR = sin PR. sec !at R. sin NPR . . .. (4) 

Thus the difference in longitude between P and R 
is found. Since the longitude of P is known, that of 
R can at once be obtained.
Example.

The observed bearing of Riigen from Wick is 105°4 
and from Cullercoats is 87". What is the latitude and 
longitude of Riigen ?

The observations show that Riigen is to the east of 
the D.F. stations.
1 PO.E.E.j., Vol. 32,p. 142. ...



The positions of the D.F. loops 
Cullercoats are as follows :-

Lat.
Wick: 58°25' 41' N.

Cullcrcoats : 55°02'16' N.

at Wick and

Long.
3° 06' 59* W.
1° 25' 39* W.

d.long: 1°41'20*
In Fig. I, let P be Wick, Q Cullercoats and R Rugen. 

The relative positions are approximately as shown.
The angle NPQ, the bearing of Cullercoats from 

Wick, is found by calculation to be 164° 01'. The 
angle NQP is found to be 14° 315'. PNQ, the difference 
in longitude between Wick and Cullcrcoats, is1° 41'. 
The data and subsequent working are taken to the 
nearest minute.

Therefore, equation (1),
cos PQ = sin 58° 26'. sin 55° 02' -;-

cos 58° 266', cos 55° 0)2', cos 1° 41'.
log sin 58° 26' = Q-Q0G457!
log sin 55° 02' = 9-9135413

Sum = 9-8439970 = log of 0^698228

log cos58° 26' = 9-7189086 
log cos 5' 0)2' = 9-7582302 
log cos 1°4T = 9-9998125

Sum = 9-4769513 = log of 0-299883

Sum = 0-998111

= cos of 31* !ll '.
Therefore PQ =3° 311'.
The angle QPR = NPQ - NPR 

= 164° 01' - 105° 30' = 58° 311'.
The angle PQR = NQP + NQR 

=14°31'+87°=101'31'
Therefore, equation ()), 
cos3° 31'. cos18° 31' =sin 3° 31'. cot PR - 

sin18° 31'. cot 101° 31'.
or

cos3° 31'. cos18' 31' =sin3° 31'. cot PR+ 
sin18°31'.tan11° 31'.

Therefore:- 
cot PR_- cos 3° 31'. cos 58° 31' 

sin 3° 31' 
sin 58° 31'. tan 11° 35'

sin 3° 31'
=cot3° 31'. cos5-° 31'-

sin5-° 31'. tan11° 35'. cosec3° 31'.
log cot 3°3T = 1-2114456
log cos 58° 31' = 9-7178789

Sim = 09)2133245 = log of 8^498152

log sin 58° 31' = 9-9308432 
log tan 11°35' = 9-3116848 
log cosec 3° 31' = 1^2122641

Sim ^ 0^4547921 = log of 2-849653

Difference = 5-648499
= cot of 10° 02'

Therefore PR=10° 0)'.
Then, from equation (3), 

sin !at R = sin18°)6'. cos10° 0)' +
cos18° )6'. sin10° 0)'.cos101° 30', 

or
sin lat R =sin 18° )6'. cos10° 0)' - 

cos18° )6'. sin 10° 0)'. sin11° 30'.
log sin 58° 26' = 9-9304557
log cos 10)* 02' = 9-9933«68

Sim = 9-9237625 = log of 0-8390010

log cos 58° 26' = 9-7189086
log sin 10° 2' = 9-2411(07
log sin 15° 30' = 9-4268988

Sum ^ 8-3869081 ^ log of 0-0243729

Difference = 0-8146281
= sin of 54° 33'

Therefore the latitude of Rügen is 54° -13'.
Finally, applying equation (4),

sin d. long PR= sin 10° 02'. sec 54° 33'. sin 105° 30'
= sin 10° 02'. sec 51° 33'. cos 1i>° 30'

log sin 10" 02' = 92(411(0)7
log sec 54° 33' = 0-2365778
log cos 15° 30' = 9-9839105

Sum = 9-4615890 = log sin of 16° 50'
That is, Rügen is 16° 50' of longitude to the east of 

Wick. But the longitude of Wick is 3° 07' W. 
Therefore the longitude of Rügen is 16° 50' — 3° 07' 
= 13° 43' IT

The correct values for Riigen are :-
Latitude : 5(°3('55' N. 
Longitude: 13° 37'01' E.

It will be noticed that the values of the latitude and 
longitude deduced from the D.F. observations are not 
quite correct, the error in longitude being the greater. 
This is due to the original observations not being 
absolutely correct. In the triangle PQR, Fig. 1., 
formed by Wick, Cullercoats and Kiigen, the side P\J 
is -11 nautical miles, whereas the side PR is -0- 
nautical miles and the length of QR is about the same 
as that of PR. The sides PR and QR are therefore 
inclined to one another at a fairly small angle, and 
consequently small changes in one or both of the 
angles P and Q cause considerable displacements of the 
apex R towards or away from the base PQ. The 
corresponding displacements of R at nght angles to 
PR will evidently be smaller.

The magnification of the effect of errors of observa
tion when lines of bearing cut at a small angle is, of 
course, well known, and occurs whether the point of 
intersection of the bearings is obtained graphically or 
by calculation.

A roughly correct diagram should always be drawn 
for any similar problem, which should be dealt with 
from first principles on the lines indicated above. The 
details of the calculation will vary according to the 
relative positions of the stations concerned.
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Notes and Comments
Roll of Honour

The Board of Editors deeply regrets to have to record the deaths of the following members of the Engineering 
Department :—
White serving with the Armed Forces, including 
Belfast Telephone Area . Robinson, T. .
Belfast Telephone Area Tozer, ]. ].

Home Guard.
Unestablished Skilled Workman
Unestablished Skilled Workman

Birmingham Telephone Area Madeley, G. A.

Birmingham Telephone Area Thacker, W.

Birmingham Test Section .. 
Birmingham Test Section .. 
Brighton Telephone Area .. 
Dundee Telephone Area 
Dundee Telephone Area .. 
Exeter Telephone Area

Hawkins, W. E.
Phillips, D. H.
Miles, ]. C.
Peter, A. T.
Wanless, H. H.
Chave, F. S. H.

Gloucester Telephone Area Smith, G. S.

Guildford Telephone Area Hinde, A. L.

Guildford Telephone Area
London Telecommunications 

Region.
Nottingham Telephone Area 
Plymouth Telephone Area 
Sheffield Telephone Area ..

Nash, F. ..
Mason, R. W.

Hobin, B. A.
Jewell, E. J. 

’Hockold, W.

Stoke-on-Trent 
Arca.

Stoke-on-Trent 
Arca.

Stoke-on-Trent 
Area.

Telephone Brinkworth, W. ]

Telephone Hall,]. ,. .

Telephone Price, J. .. .

Unestablishcd Skilled Workman

Unestablished Skilled Workman

Assistant Chemist .
Assistant Chemist .
Unestablished Skilled Workman 
Unestablished Skilled Workman 
Unestablished Skilled Workman 
Unestablishcd Skilled Workman

Unestablished Draughtsman ..

Unestablished Skilled Workman

Unestablishcd Skilled Workman 
Labourer .. . , . . .

Unestablished Skilled Workman 
Labourer .. , , .
Unestablished Skilled Workman

Unestablished Skilled Workman

Uncstablished Skilled Workman

Unestablishcd Skilled Workman

Sergeant, Royal Air Force;.
Pilot Officer, Royal Air 

Force.
Signalman, Royal Corps 

of Signals.
Private, Royal Warwick

shire Regimen l.
Home Guard.
Home Guard.
Corporal, The Buffs.
Home Guard.
Home Guard.
Aircraftsman, Class I.

Royal Corps of Signals.
Pilot Officer, Royal Air 

Force.
Bombardier, Royal Artil

lery.
Able Seaman, Royal Navy.
Signalman, Royal Corps of 

Signals.
Able Seaman, Royal Navy. 
Home Guard.
Signalman, Royal Corps 

of Signals.
Stoker, 1st Class, Royal 

Navy.
Sergeant, Royal Engineers.

Private, North Staffs 
Regiment.

While serving with the Civil Defence Forces or
Engineering Department . .
Leicester Telephone Area
Liverpool Telephone Arca .. .
London Telecommunications Region .
London Telecommunications Region .
London Telecommunications Region .
Norwich Telephone Area . .

on Post Office duty. 
Foster, P. J. . 
Smith, S. .. 
Haugh, T. S... 
Allan, C. C. . 
Gould, W. E. 
Bedford, R. A. 
Creasy, E. E.

. . . Mechanic.
. Skilled Workman, Class II.

. . Unestablished Skilled Workman.
Unestablished Skilled Workman.

. Unestablished Skilled Workman.
. Skilled Workman, Class I.

. . Skilled Workman, Class I.
Birthday Honours

Colonel Sir Stanley Angwin, 
D.S.0., M.C., T.O., B.Sc.

It was a matter of gratification to the whole of the engineering staff of the 
Post Office to see the name of the Engineer-in-Chief, Col. A. S. Angwin, in
cluded in the Birthday Honours list published last month. His valuable 
contributions to telecommunications, particularly in the development of the 
overseas radio telephone services and in outstanding work in connection with 
international conferences at Madrid, Lisbon, Bucharest, Cairo, Lucerne and 
Montreux, have earned widespread respect in telecommunications circles. 
The knighthood which has been bestowed on him will be a source of interest 
and satisfaction to friends and associates throughout the world.

Another well-known •personality in the communications service of this 
country who received a knighthood in the same list is Mr. Frank Gill. At the 
time of the transfer of the National Telephone Co. to the Post Office in 1911, 
Sir Frank was the Chief Engineer of the Company, and he has remained a 
leading figure in the telecommunications industry throughout the following 
30 years. Sir Frank Gill particularly interested himself in encouraging 
the growth of European telephony and his efforts were largely responsible for 
the scttingupof theCCJ.F., the international advisory committee on telephony.
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Other members of the Post Office Engineering Department included iI1 the list are !>¥1r. F. Holrnes, Chief 
Inspector, Bournemouth, who becomes a Member of the Order of the British Empire, and Messrs. L. L. Dutson, 
Skilled Workman, Class I, Portsmouth; D. Bell, Inspector L.T.R. ; S. T. Willis, Inspector, E.-in-C.'s Office, 
and C. E.Hislop, Acting Inspector, Southampton, who receive the Medal of the Order of the British Empire.

To all these gentlemen we offer our sincere congratulations.

Recent Honours

The Board of Editors has learnt with great pleasure of 
members of the Engineering Department >-

the honours recentlyr conferred on the following

While serving with the Armed Forces.
Belfast Telephone Area. . 

Engineer-in-Chief's Office 

Liverpool Telephone Area

Muckle, W. A. Skilled Workman. Signalman, R.C. of 
Class II

Ross, G. R. Unestablished Pilot Officer, R.A.F.
Skilled Workman

Ward, J. .. Unestablished Telegraphist, 
Skilled Workman R.N.V.R.

:Vlilitary Medal.

Distinguished Flying 
Cross.

:Vlentioned in Despatches.

While serving with the Civil Defence Forces or on Post Office Duty.

Canterbury Telephone Area

Canterbury Telephone Area

Bax, C. .. ..

Goodwin, W. 0. L.

Unestablished Skilled
Workman

Inspector .. .. .

London Telecommunications 
Region.

Manchester Telephone Area

Hennis, A. W. ..

Johnson, S. R. ..

Skilled Workman, Class II

Youth-in-Training .. .

Manchester Telephone Area Moore, F. .. Skilled Workman, Class I.

Portsmouth Telephone Area Hishon, C. H. .. Inspector .. .. .

Portsmouth Telephone Area

Sheffield Telephone Area ..

McTrusty, H. ..

White, A. H. ..

Unestablished Skilled
Workman

Chief Inspector .. .

South Western Region ..

Swansea Telephone Area ..

Morton, R. N. ..

Hunter, J. St. L.

Unestablished Skilled
Workman

Inspector .. .. .

Commended by H.M. the 
King.

Commended by H.M. the 
King.

British Empire Medal.

Medal of the Order of the 
British Empire.

Medal of the Order of the 
British Empire.

Medal of the Order of the 
British Empire.

Commended by H.M, the 
King.

Medal of the Order of the 
British Empire.

Commended by H.M. the 
King.

George Medal.

Tunbridge Wells Telephone Hamley. C. I. 
Area.

Skilled Workman, Class II Commended by H.M. the 
King.

Appointments

We offer our congratulations to Mr. G. F. Odell, 
who was recently appointed Deputy Director of the 
new Post Office Contracts Department, and to 
Capt. ]. Legg and Mr. C. W. Brown, who become 
Assistant Engineer-in-Chief and Staff Engineer, 
Telephone Branch, respectively, as a result of this 
appointment. We regret that owing to the enforced 
reduction in size of this Journal we are not able to 
publish the usual personal paragraphs, but our 
congratulations are none the less sincere.

l.E.E. Awards

We arc pleased to observe among the recipients of 
the l.E.E. awards for papers read during the session 
1940/41, or accepted for publication, the following 
members of the Post Office Engineering Department :

Mr. C. F. Booth, who is awarded the Institution 
Premium.

)ir. A. Fairweather, who shares the Fahie 
Premium with Mr. J. Ingham, and

Mr. G. H. Metson, now serving with the Army, 
who is awarded an extra Premium.
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Regional Notes
North Eastern Region 

STORM DAMAGE
Severe damage '"as caused to overhead telephone 

plant in the l\Iiddlesbrough Telephone .!.\rea by a snow- 
storn1 which commenced early on February 19th. An 
average of 9 in. of exceptionally wet and heavy sno\v 
fell in the first few hours after da,vn on February 19th 
accompanied by a 20 m.p.h. north-north-east wind. 
Sleet or sno\V fell all day on the 20th and until dawn 
on the 2lst, the \Vind havi:i.g veered to north-north-west 
at about the same velocity, the snow reaching a final 
average depth of 16 in. in the Tees Valley. On the moor 
and dale roads 6 ft. to 8 ft. of snow \Vas not unusual.

Most of the damage occurred on February 19th, and 
all tnain routes or sections of n1ain roUte running 
approximately across the direction of the wind \VcrC 
severely damaged. In addition, great havoc was ""'rought 
among D.P.s and service routes of local line plant. 
Thirty-t\\'O exchanges v,rere isolated; 36 trunks and 
private wires, 156 junctions ancl fi,450 subscribers (out 
of a total of 18,141) \Vere put out of service. The sno\v- 
storni was followed by very high winds on I'ebruary 
27th which caused the isolation of a further 16 exchanges.

Plant dan1age included 93 broken poles, 5,801 deflected 
poles, 313 broken arms, 1, 700 broken and dra"\vn stays 
and stay wires and about 1,400 pulled spikes and 
brackets ; 2, 178 n1iles of line wire \vere broken and 
4,877 miles required re-regulation. Out of a total of 
3, 170 D.P.s, 1,583 were affected by the storm.

The storm "\Vas generally accepted as the \VOrst in the 
neighbourhood for fifty years, the dislocation of com
munications of all kinds being severe. Blocked roads 
slowed up initial repairs considerably, but by February 
25th all isolated exchanges \Vere restored to service 
together with the majonty of the IE priority sub
scribers. During this period 86 of the junctions, trunks 
and private wires were diverted to underground routes— 

work -. hich involved in 1nany cases breaking into main 
underground cables for the purpose of forming T.P.s 
and diverting additional pairs to 1\1.D..F.s. Some 30 
miles of interruption cable \Vere used in effecting pre
liminary :i;epairs.

1'he tha,v, which was an extremely rapid one and 
occurred around February 27th, gave rise to floods, 
causing a number of cable faults and rendering many 
hundreds of deflected poles dangerous due to the softening 
of the ground. Restoration of service •vas considerably 
han1pered by the necessity for maki:-ig safe these poles 
and by the extren1e short.age of both skilled and unskilled 
labour.

A second snov.'storn1 occurred on ).{arch 25th and 
resulted in the isolation of three exchanges and the 
stoppage of service to a further 330 subscribers.

At the titne of \vriting all subscribers' circuits and 
private \Vires have been restored to service together 
with the majority of the junctions and trunks. l\fany 
heavily loaded local routes and some main routes have 
been dispensed \vith and replaced by existing or new 
cables. C. J.G.

London Telecommunication Regions

DENHAM (Bl'CKS) EXCHANGE TRANSFER
The new automatic exchange at Denham -.a s brought 

into service at l.2.30 p.m. on l\Jarch 26th, 1941. 382 
subscribers' lines and 108 junctions -.e re transferred. 
Auto-manual facilities are provicIpd at Uxbridge manual 
exchange.

The Exchange is housed in a one-storey building 
pleasantly situated in rural surroundings and serves 
an important section of the British filn1 industry.

The equipment is of the non-director, 2,000-type 
v.rith uniselectors. It has initial n1ultiple capacity for 
1, 100 lines, and \vas installed by l\!Iessrs. Standard 
Telephones & Cables, Ltd.

Local Centre Notes
Scottish Centres

The Scottish l.P.0.E.E. prizes awarded by the 
Co-ordinating Committee of the Scottish Region on 
behalf of the members of both Scottish Centres for
Worktnen's Classes in 'felecommunications subjects at 
Glasgow, Aberdeen and Edinburgh have been won by 
the following students :-

il

Glasgow.
Grouped Course, lst year

Grouped Course, 2nd year

Grouped Course, 3id year
Kon-Grouped Classes, ]st year 
Non-Grouped Classes, 2nd year 
Non-Grouped Classes, ard year 
Non-Grouped Classes, 4th year

1. R. Anderson
2. W. Craig
3. R. A. Forrest
1. \V. A. R. Dykes
2. A. P. Maule

G. S. Monaghan
G. Inilach 
l\. Crawford 
N. F. McDaid 
H. H. Beck

Aberdeen.
Grouped Course, lst year

Grouped Course, 2ull year

1. D. Brown
2. T. G. Smith
1. J. 1). Watson
„ ( H.. Jardine
2- l G. W.A. Duguid

Etiinburgh.
Grouped Course, 1st year . . I. J. W- L. Hendry 

2. J. ]) Stewart 

Grouped Course, 2nd year 
Non-Grouped Classes, lst year 
Non-Grouped Classes, 2nd year

H. J\.L l\fore
D. M. Plenderleith
J.E. Adan1s

Congratulations are offered to the successful students, 
and it is hoped their success will encourage further study 
and act as an incentive to others.

Colchester Sub-centre

Owing to the restrictions on centre activities, and the 
strong desire on the part of the local members to continue 
the functions of the Institution in spite of the war, it 
was felt that a local sub-Centre could be formed >vithin 
the Colchester Area. The Cambridge Conunittcc was 
only too \Villing to authorise this proposal, with the 
result that the Centre was formcc.l and a successful 
session ensued.

The meetings >Vere held at Colchester and were 
attended by both Colchester and Ipswich niemhers. 
The papers were all prepared and read by n1embers of 
the above staffs, and covered the follo\ving subjects: 
The Cathode H.ay Oscillograph, Underground Fault 
Localisation, V.F. Telegraphs, Power Supplies to T.E.s, 
1'1'Ianholc Constru1.,tion, and l\.rea Organisation and 
Accounting.

An average attendance of 22 was obtained, including 
the Area Engineer who acted as chairn1an. The session 
\Vas made al1 the more successful by the use of the 
lantern and slides kindly lent by the Can1bridge Centre.
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Staff Changes
Promotions

Name Region Date Name Region Date

FYom Staff Engy. to Acting Asst. Engy.-in-Chief. From Chief Insp. to Chief Insp. with tetnpy. Alice.—continued
Legg, J. ■■ .
From Deputy C.R.E.

. E.-in-C.O. .. . .

io Acting Staff Engr.

1.4.41 Howard, A. A. .. L.T.R..................................
Tough, J. D. .. . . S.W. Reg. .. . .
From Jni;p. to Acting Chief Insp.
Coles, F. S. .. .. S.W. Reg. .. ..
Hay, J. .. .. Test Section {Ldn.) ..
Casey, E. S....................L.T.R...................................
Jalland, F. R. .. Test Section {B'ham) . .
Loveland, F. T. .. L.T.R...................................

1.5.41
22.5.41

Brown, C. W. .
From Regional Engr.
Phillips, C. H. .
From Exec. Engr. to

. L.T.R. to E.-in-C.O. ..
to Acting Deputy C.R.E.
. L.T.R..................................
Acting A.S.E.

1.4.41

1.4.41

11.9.40
12.3.41

26.11.40
1.1.41

23.9.40
2.12.4e
9.12.40
1.10.40
16.2.41
5.4.41

19.11.40
6.4.41

16.3.41
6.4.41
1.1.41

20.4.41
23.3.41
23.2.41
31.3.40

llalsey, R. J,.. .. E.-in-C.O. .. -
Brent, W. H Scot. Reg. to Mid. Reg. . .
Milton, G. P. . . L.T.R..................................
From Area Engr. to Area Engr. with Allee.
Hudson, A................... H.C. Reg. to N.W. Reg. ..
Brown, A. H. , . Scot. Reg... ..

From Asst. EngY. to ActinK Exec. Engr.

27.3.41
20.4.41
25.4.41

20.4.41
20.4.41

Crooks, R. H. 
Eagle, R. J. A. 
Owen, F. C. .. 
Forster, J, IL 
Jones, E. T. .. 
Page, W. F. .. 
Lawton, J. .. 
Doherty, G. .. 
Walker, H. .. 
Hudson, F. S. 
Edwards, A. G. 
Baldwin, A. W. T. 
lleron, K. M.
Yeatman, H. G.

. . L.T.R. .. .. ..

.. L.T.R..................................

.. E.-in-C.O. . . . .

.. L.T.R..................................

.. L.T.R..................................

. . Test Section (Ldn.) . .

.. N.W. Reg. .. . .

.. E.-in-C.O. to N.E. Reg. .. 

.. E.-in-C.O. . . . .

.. E.-in-C.O. . . . .

.. E.-in-C.O. to Scot. Reg. .. 
. . E.-in-C.O. to S.W. Reg . . . 
.. E.-in-C.O. -. ..
.. H.C. Reg.............................

Gunston, J. A.
Elliott, G. ..
Sowton, C. W.
From Chief Insp. to

. l..T.R..................................  

. L.T.R..................................
. E.-in-C.O. . . ,,
Acting Asst. EngY.

30.4.41
30.4.41
23.5.41

Challinor, W.. , 
Abbott, G. A.
Hogg, T. E. ..
Pendry, S. D.
Arnold, C. W.
Hull, J. A. ..
Arnold, A. F.
Todkil!, H. ..
Latimer, E. D.

Margetts, A. W.
Roberts, E. . .

. L.T.R..................................

. L.T.R.................................

. E.-in-C.O. .. ..

. H.C.Reg..............................

. Scot. Reg. to E.-in-C.O .. . 

. Scot. Reg. to E.-in-C.O. . . 

. Scot. Reg. to E.-in-C.U. . . 

. N.W. Reg. toE.-in-C.O.. . 
. Test Section (Ldn.) to 

E.-in-C.O.................
. Mid. Reg.............................
. L.T.R. to E.-in-C.O. ..

5.3.41
5.3.41
5.3.41

26.3.41
20.4.41

1.5.41
1.5.41
4.5.41

30.4.41
30.4.41
30.4.41

Birss, R. R..................E.-in-C.O. .. .. 7.2.41
McHugh, G. P. ..N.E. Reg. .. .. 23.2.41
Evans, D. 0. M. . - \V. & B.C. Reg. to N.E.

Reg.................................. 27.4.41
Inwood, F. W. ..H.C. Reg. .. .. 11.8.40
Hill, A. F....................... E.-in-C.O. .. .. 1.1.41
Tuck, R. F................... Mid. Reg................................. 26.9.40
From Draughtsman Class II to Acting Draughtsman Class I.
Plumb, W. A. , . E.-in-C.O. .. -. 1.2.41
Higgins, R. 11. .. E.-in-C.O. .. .. 1.2.41
Frvm S. W.l. to Acting Insp.

Pride, C. A. . . 
Wootten, L. G. 
Owens, \V, II.
Fruin Chief Jnf?p. to

. E.-in-C.O. to L.T.R. ..

. L.T.R..................................

. L.T.R..................................
Chief Insp. with tenipy. Allee.

30.4.41
30.4.41
30.id.41

Williams, E. R.
Harris, F. L. . . 
Southerton, T. H. 
Garbutt, A. W. N. 
Axford, E. R.

.. E.-in-C.O. .. . .

.. E.-in-C.O. .. ..

. . E.-in-C.O. . . . .

. . E.-in-C.O. .. ..

.. E.-in-C.O. .. ..

1.9.39
2.3.41

23.2.41
25.1.41
25.1.41

Maynard, I—1. O. 
Baily, W. H.., 
Cockshott, W. E. 
Prosser, P. ..

. L.T.R....................................
. L.T.R..................................
. L.T.R..................................
. L.T.R..................................

16.2.41
1.5.41
7.5.41

30.3.41

Mitchell, S. F.
Packham, E. C.
Howell, T. W. H.
Ward, ] . H. . .

.. E.-in-C.O. .. ..

.. E.-in-C.O. .. . .

.. E.-in-C.O. .. ..

.. E.-in-C.O. . . ..

23.3.41
8.2.41

29.3.41
29.3.41

Transfers

Nanie }lef?on Late Name Regi on Date
Asst. Engineer. 
De Courcy, F. J. 
Green, F. C. . .
Lee, A. ..

. E.-in-C.O. to N. Ire. Reg. 
- E.-in-C.O. to L.T.R. .. 
. Test Section (B'ham) lto 

E.-in-C.O.................

8-441 
i::i

1.5.41

Inspector.
Newton, A. W.
Mullard, R. . .

Prob. Inspector.
Pickard, R. J.

.. L.T.R. to E.-in-C.O. . .

.. Test Section (Ldn.) to 
E.-in-C.O...............

.. N.E. Reg. to E.-in-C.O. . .

10.3.41

1.4.41

2.3.41

Retirements

Name Region Date 1 Name Region Date

Area Engr. with Allee. Chief Insp.
Cowburn, W. .. N.W. Reg. .. ..
Green, H. W. .. N.W. Reg. ., ..

Chief Insp. with Allct.
Burrell, G. E. .. N.E. Reg. .. ..
Stow, G...........................L.T.R...................................
Evans, W.....................L.T.R. .. .. ..
Chilvers, W....................L.T.R...................................
Bines, H. T..................L.T.R.....................................

31.3.41
31.5.41

28.3.41
29.3.41
26.4.41
30.4.41

6.5.41

West, F. W. ,. 
Akistcr, F. .. 
Tompkin, J. ..

D'sman Cl. I.
Hardy, A. H.

\

.. N.W. Reg. .. ..
,. N.W. Reg. -, .

Mid. Reg.............................

. . L.T.R..................................

29.4.41
30.4.41
31.5.41

22.4.41
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Name Region Date
Chief Insp.
Bradley, H. ., .. Mid. Reg. .. . . 14.5.41

CLERICAL GRADES
Promotions

Name Region Date Name ReCason Date
From E.O. to Acting S.O.
Robertson, N. . . E.-in-C.O. ..
Murray, C. E. .. E.-in-C.O. ..
Inskip, C. R...................E.-in-C.O. ..

(Notionally in absentia}
Ford, A. W. . . . . E.-in-C.O. .,

.. 15.3.41
. . 12.5.41
.. 12.5.41
.. 12.5.41

Ftom C.O. to Acting E.0.—continued.
Brown, B. S,.. . . S.W. Reg. ..
Haigh, E.........................N.W. Reg. ..

(Notionally in absentia)
Suchsland, V. F. . . N.W. Reg- •.

Ftom C.O. to Acting H.C.O.

-. 8.4.41
.. 16.4.41
.. 16.4.41

From C.O. to Acting E.O.
Reason, P. C. .. E.-in-C.O. ..
Turton, A. . , .. E.-in-C.O. ,.
Shepphard, Miss A. M. E.-in-C.O. .,
Treadaway, W. J. . . E.-in-C.O. .,
Rowers, Miss W. A. .. E.-in-C.O. ,.

(Notionally in absentia}

.. 11.3.41

.. 11.3.41

.. 11.3.41

.. 25.3.41

.. 25.3.41

Langton, H. . . .. H.C. Reg. .. ..
Pengelly, R. H. .. S.W. Reg. ..
Wilde, S. ■ ■ . . N.W. Reg. ..
Green, W. . . .. N.W. Reg. ,.

From S.O. to Senior Contract Officer.
Smalley, A. T. . . E.-in-C.O. ,.

.. 30.3.41
-. 7.3.41
.. 16.3.41
.. 16.3.41

. . 15.4.41

Deaths

Name Region Date
H.C.O.
Balley, H. .. .. H.C. Reg. .. .. 8.4.41
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MUI^^^ & CO. LTO., ELMERS EEND, 
BE^^^, ICBNT.

TBLBPHONE: BECKBNHAM 0041-0042

MERCHANT 
VENTURERS

Across the seven seas sail the seamen of 
Britain—merchant venturers in truth.
On them depend our food, our arms, our 
very lives. By their skill in seamanship, 
by the goodness of their ships, by their 
courage they will defeat the lurking 
U-Boat and bring us to Victory.
We, who make many of the instruments 
on which they depend wil see that those 
instruments are worthy of the brave men 
they serve.

FOR OVER 60 YEARS DESIGNERS & MAKERS OF PRECISION INSTRUMENTS
C.R,C. Z7
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"AUSTRALIA WIL
It is traditional that Australia is in the forefront, whether in the defence of fl - 

tt 
or in the application of modern developments to her national or civic needs. An 

of the latter is provided by the new Rockhampton Automatic Telephone in 

i,6oo lines are installed initially with an associated 8 position trunk board

exchange has an ultimate capacity of 2,900 lines. It is equipped with the ■ 

32A Selector (B.P.O. type 2,000), the last word in automatic telephone switch 
{ 

in result Rockhampton subscribers have a standard of telephone service equa 

in any part of the world.

In 1889 the first telephone exchange was installed at Rockhampton and it v a

An interior view 
of Rockhampton 
Exchange.

in a wooden building which was really

little more than a shack—a striking

contrast when compared with the large

and up-to-date building in which the exchange is now c

At that time there were only 37 subscribers and even thi

dwindled during the next few years. In 1900, however,

had increased to 130, and to-day about 1,700 subscrfo 

the advantages of Strowger Automatic Telephony 

hampton, Australia, provides yet further proof that tht 

dial rotates with the world.

This exterior view tfa’js the
modern two-storied building in .
which the equipment is installed.

ST&DWGEA AUTOMATIC TELEPHONE EQUIPMENT
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L BE THERE

was housed

w contained.

I

tUfe Empire 

An example 

: Exchange. 

ird and the 

ie Strowger 

itching, and
I

iud to that

this number 

ier, the total 

ribers enjoy

3 ny. Rock- 

h< Strowger

AUTOMATIC TELEPHONE & ELECTRIC CO. LTD.
NORFOLK HOUSE, NORFOLK ST., STRAND, WC.2. Pfee re.p, a., 0202 ;

STROWGER WORKS, LIVERPOOL, 7 'Phone, Stoneycroh 4830 • Grams, Strowger, Liverpool'
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PfU 0/AL HOUND

Here we have the bullock cart 
transporting to its destination one of the 
most essential forms of up-to^ate com

munication. After travelling by road, rail and sea, our 
telephone equipment often completes the final stages of 
its journey by old traditional Eastern methods of 
transport. It is because overseas administrators have 
realised that modern science can, perhaps more than 
anything else, improve the conditions of the tropical 
countries, that we get such scenes as the old carrying in 
the new

General Electric Company's Telephone Works have made 
a specialised study of the hot climates thus ensuring 
production of telephone equipment which will withstand 
the effects of heat and humidity and the. ravages 
of insects. At the present time, this organisation is 
largely occupied on National Work, but we are still manu
facturing. exporting and installing improved means of 
communication in large cities, towns. and for small 
isolated communities overseas. The G.E.C. hope soon to 
be able to serve their customers to an even greater degree 
and look forward to that future, but meanwhile ask 
you to remember that Britain still delivers the goods!Engineers of the

RtGO TRADE MARK

1HE GENERAL ELECTRIC COMPANY LIMITED OF ENGLAND 
HEAD OFFICE-MAGNET HOUSE, KINGSWAY. LONDON. W.C.2
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NO WAITING FOR
High Quality 

mouldings
Ebonestos have produced many of 
the finest mouldings manufactured 
in compositions, Bakelite, Urea, 
Diakon, and other synthetic 
resins. For the past 42 years, our 
reputation for finish and accuracy 
has been second to none.
Let us know your moulding 
requirements, and we shall 
be pleased to send one of our 
technical experts to discuss the 
matter with you, or, if you prefer 
it, meet you at our factory.

Moulders to the General Post Office, Admiro/ry, 
Air Ministry and other Government Deportments.

EBONESTOS
INDUSTRIES LIMITED 
EXCELSIOR WORKS, ROLLINS STREET, 
LONDON,S.E.15 Telephone: NewCross 1913 (6/lnei)

CEMENT 
TO DRY 

if you use

RAWLBOLTS 
the speediest method 
of machine fixing 
yet devised

More and more firms are using 
Rawlbolts for really heavy fix
ing work. Rawlbolts require no 
grouting and only a small hole 
is needed to accommodate them. 
They can be fixed immediately 
as there is no waiting for cement to dry. Not only is the Rawlbolt 
speedy, and therefore very economical, but it is absolutely reliable, 
too. The two types of Rawlbolts solve every fixing problem with 
bolts, while the fact that they arc available with pipe clips, round 
and square hooks and eye bolts still further increases their scope 
and utility. Rawlbolts are sold in stock sizes from f to f diameter.

Rl.Wl.BOl.TS
Fuly illustrated de scriptive literature will Qe supplied on request to:—-
T HE RAWLPLU:i CD. LTD., CROMWELL ROAD, LONDON.’S.W. 7

B^S

QuickC 
Change

New 
.Ranges

THERE

FOR CHECKING CURRENT IN

n'Cm
HERE

The rongc of Che instrument is 
chanced by a half lum of che 

swicch.
Comprehensive ltancu Available .

0 ^— 10 ^— SO amp. 
0-20-1100 ..
0 — S0—25Q ,.
0 —0 - 50 ..
0 —200 — 000

Write for Litt IN. I L ——.

BUSBARS, FUSES & CABLES

FERRANTI LTD., HOLLINWOOO, LANCS. 
londM Office: Bush House, Aldwych, W.C.I.

FI +fa
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AZ^THE MODERN 
J^AND SPEEDY WAY

gw*'

* CONTAINING 
NON-CORROSIVE FLUXERSIN

IHRE! WCORE SOLOE» ;
MULTICORe SOLOERE LTD. , 

La. RUSK HOUSE, LONDON,HCÆ.

FREE Two informative publications on soldering have 
been issued by Multicore Solders Ltd. Executives are invited 
to send for copies and a free sample of Multicore Solder.

USE

ERSIN MULTICORE
THE SOLDER WIRE
WITH 3 CORES OF 
NON - CORROSIVE 

ERSIN FLUX

• Avoids Dry Joints • Increases Electrical Efficiency 
of Joints •Speedily makes Sound Joints on Dirty or 
Oxidised Surfaces • Always Correct Proportions of 
Flux and Solder • No Additional Flux Required • Low Melting Point (190° C. for 60/40 alloys)
• Approved by Air Ministry & G.P.O. • All-British 
and acknowledged by the Leading Manufacturers to be 
the finest Cored Solder in the World.

MULTICORE SOLDERS LTD., Bush Bouse, London, W.C.2
Telephone, TEMple Bar 5583/4
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A variable air condenser built by 

H. W. Sullivan Limited

is the result of many years experience and 

development and can be implicitly relied upon 

to maintain its stability.

Whether it be single range, dual range, 

logarithmic, linear frequency, linear capacitance 

or any other law it can be supplied in any 

value to suit clients' special requirements.

Particulars rom H. W. Sullivan Limited, London, S.E. I 5. Telephone : New Cross 3^5 (Private Branch Exchanae)

LONDEX for RELAYS
For New Telephone Develop
ments—Technical, Plant, Com
mercial, Traffic, as well as late 
news affecting use of telephones— 
READ

TELEPHONY!
The weekly journal of the telephone ind ustry. 
In these changin& times the best invest
ment a telephone man can make Is to 
Invest in himself. Competent men—the 
men who are well Informed about their 
particular work and the business as well— 
are the ones who win promotion.
"TELEPHONY " covers every llepartment 
of the telephone industry. It is informative, 
factual, Inspirational ; it publishes the 
latest developments, tells the approved 
telephone practices and current telephone 
news.

READ TELEPHONY !
Subscription price, $5.00 per year ; 52 luues. 
Published since 1901.
Addr..^ : Odham^ Pr..e, Ltd., Technical Book 
DDept., IS Loni Acre, London, W.C.1 (Telephone : 
Temple Bar 1461) for a sample copy of 

TELEPHONY, or write direct to :

TELEPHONY PUBLISHING CORPN. 
60I S. Dearborn Street, Chicalo, Ill., U.S.A.

OF ALL TYPES 
(except telephone relays) including 
time lag relays, high sensitive relays, 
etc. for A.C. or D.C. operation. 2 V.A. 
coil consumption from 2-600 volts, 
tested to 2,000 volts, unmounted and 
in cast iron casing. Synchronous 
Process Timers and complete control 

plants.
Apply for leaflet SPN/PO

Mid1et Relay ML 
(!or D,C.)

LONDEX ltd.
Electrical Remote Control Engineers and Manufacturers

Anerley Works, 207 Anerley Road, London, S.E.20
Telephone : SYDENHAM 615 8 / 615 9
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THE BRIDGE-MEG TESTING SET used by the British Post Office is a 
portable, self-contained instrument combining the functions of an Insulation 
Tester and a Wheatstone Bridge; it can be used for fault location by the 
Varley Loop method. Facilities can also be provided whereby, with the use of 
an external galvanometer and resistance box, the instrument may be used for 
making Murray Loop tests. Insulation range 100 megohms at 500 volts. Bridge 
range 041 to 999,900 ohms. Size 7x8!x12 ins. Weight 12i lbs. Mains operated 
instruments are also supplied to the British Post Office. Ask for list X 267

EVERSHED & VIGNOLES LTD., CHISWICK, LONDON, W.4
TELEPHONE: CHISWICK U70 • TELEGRAMS: ' MESSER" CHISK, LONDON

WR S-I4
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A NEW
EDITION

The new revised edition of descriptive pamphlet 
No. 11H is a necessity to all communication engin
eers. The latest developments and the principles of 
many circuits used in telecommunication are included, 
together with the design of power units for radio 
transmitters, carrier equipment, and telephony and 
telegraphy apparatus.

Thee Ook as s benn divdded itto trree 
sections—1. Telgrrpphy and bebehhony 
tower uepply . . . direct ereration . . . 
siggbebatSeny . . . actomati csiggl ebatdeny 
. . . two bctden; 2. TeSgereh'hy and 
SebehOony ciraui t epplication s . . . reins s 
. . . atSaacctens ... moeUeicten s . . . V.F.

sretiden; oed 3. Redio oomraonication 
powe r uupelin s ... iranmitSens ... 
. . . sreeieens . . . seiny serviens . . . 
Ubbli ceeesnn s ; whü e on Aedaedix giess 
SeCail s f sloeberd rectieer eet s foe r H.T., L.T., oed G.B. owber ueepty.

WESTINGHOUSE
rectifiers for telecommunication

Write for a copy of descriptive pamphlet No. llH to Dept. P.0.E.J.
WESTINGHOUSE BRAKE & SIGNAL CO.,LTD.,PewHill House,Chippenham, Wilts.
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of

Works : ^^ton, Notu. (Telephone : HOLborn 6936)

THE new Ericsson Automatic Telephone No. 1002 shown here has a 
casework of black moulded bakelite in a modern, distinctive and pleasing 
design. It incorporates a form of cradle or micro-telephone rest which 

is not readily damaged should the instrument get violently knocked or fall 
to the ground.
The whole of the Interior apparatus which is mounted on a frame can be 
removed as a unit, the base plate which incorporates a useful sliding tray 
fitment being first removed. Dimensions, 6 by 9t by St inches ; weight, 6 lbs.

NOW AVAILABLE TO P.O. SUBSCRIBERS

Full particulars from makers : 

ERICSSON TELEPHONES LTD. 
HEAD OFFICE: 22 LINCOLN'S INN FIELDS, LONDON, W.C.2
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Turner Differential 
Milliammeters 
G.P.O. No. 17
& No. 18

Meet the most 
exacting demands 

for balancing currents 
in multiplex telegraph circuits. 
--------------------------- A quality 
product of outstanding 

merit--------------------------------FULL SIZE

^foo manufacturers of G.P.O. 
Detector No. 4, and a compre
hensive line of instruments for 
prediion electrical measure 

menu.

ERNEST TURNER ELECTRICAL INSTRUMENTS, Ltd.

Tei.phone: Hlrh Wycombe IJOI, 1302. 
Telefframi : Gorseou^ Hich Wvcornbe.

CHILTERN WORKS, 
49-73 TOTTERIDGE AVENUE, 

HIGH WYCOMBE,
BUCKS, ENGLAND
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LETTER Y 
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A 
NOTEWORTHY 
ADVANCE IN I TELEGRAPH TRANSMISSION

IN the Creed Laboratory efforts are constantly directed towards effecting further progress in Printing 
Telegraph Communication. A new Teleprinter Transmitter designated Transmitting Unit S.21M, 
Is a recent Creed development of considerable importance. Some of its outstanding features are :—

The provision of high quality Transmission with 
greatly reduced maintenance.
The Transmission performance is attained without 
critical adjustment and remains constant over 
extended periods without readjustment.

Accurate timing. complete freedom from contact 
rebound and the almost imperceptible transit 
time will be noted from the above reproduced 
oscillogram of actual Transmission.

Transmitting Unit S.2184 is now standardized on all Model 7 Creed Teleprinters, and is interchangeable with the 
previously fitted Transmitting Unit S.1842.
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