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Provision of New Trunk Cables
Across the Forth Bridge J. gerrard, a.m.i.e.e.t

U.D.C. 621.395.51:621.315.29:624.2
This article describes the installation of new telephone cables across the Forth Bridge and the special methods of construction necessary 

to deal with vibration, load deflection and thermal expansion and contraction of the bridge.

Introduction

THE laying of a new cable in normal circumstances 
rarely presents features of any great; interest, but 
the recently completed provision of new cables across 
the Forth Bridge produced many problems worthy of 

recording. These problems, arising from the vibration, load 
deflections and thermal expansion and contraction of the 
huge steel structure, when coupled with unusual applica
tions of aerial cabling, cabling in troughing and on walls, 
necessstated a range of operations which almost exhaust the 
repertoire of the cable engineer’s art. This article shows 
how these problems were succeessully solved.

The methods of placing earlier telecommunications cables 
and a detailed description of the mechanical features of the 
bridge structure have previoussy been published1; it is 
proposed to continue the story from 19150, i.e., after an 
interval of 14 years. It was not until 1950 that failures 
began to occur in the cables on the bridge; an indication of 
the excellent conssruction work when they were laid.

- Fig. 1 is a general view of the bridge from the southern 
end, and the construction of the bridge is shown diagram
matical;/ in Fig. 2, from which it will be seen that the 
bridge is not solldly connected throughout, but at the north

Fig. 1.—General View of Bridge and Southern Approach.

. and south ends of the cantilever sections, i.e., at the North 
Pier and the Jubilee Arch, and also at one end of each of the 
two girder spans, continuity is maintained through rolling 
members to allow freedom for expansion and contraction. 
At these points expansion boxes, or as they are more 
geneeaUy termed “'slack boxes,’’ are therefore provided in 
the steel trough carrying the cables.

Cabling Arrangements Existing in 1950
In 1950 there were five cables existing across the bridge:—

PCMT 38/70 CJ cable connecting open lines.
PCMT 54/70 Edinburgh-Stirling.
PCMT 160/40 Dundee-Edinburgh No. 1
2-PCQT 24/40 Aberdeen-Edinburgh Nos. 2 and 3 

carrier cables.
Between Jubilee Arch and the North Pier all these cables 

were laid sohd in a steel trough with a bitumastic compound, 
and the trough had inside measurements of only 6% in. X 9 in, 
deep, except at the expansion boxes. The available space 
for new cables, from the top of the compound to the under
side of the cover, did not exceed 3%in. at any point.

Approaching the slack box from each side, each leaf- 
covered cable was jointed to a rubber-covered cable laid 
through the box with sufficient slack to allow for the 
maximum contraction of the cable on either side. At 
maximum temperature the amount of cable entering the 
slack box due to expansion was approximatey 10 in. Each 
rubber-covered cable was protected by a watertight flexible 
metalflic tube and sealed into the joint by means of Ozokerite 
tape and Chattertons compound. When low insulation 
developed on one of the cables it was found that the con
stant flexing of the metallic tube had caused it to open at 
the top of the arch formed by the slack cable, allowing 
moisture to pass down the outside of the rubber sheath and 
penetrate the layers of tape and coimpound into the joint. 
Until this time there had been no faults on the cables, butt 
it was then evident that the life of the expansion joint 
could only be of the order of 14 years and, to avoid 
increasing maintenance charges, redessgn was put in hand.

At the same time the Bridge Engineer drew the attention 
of the Posit Office to the fact that the elm blocks on which 
the troughing was laid on the asphaat footway were bring 
hammered into the asphaat. This gave concern for two
reasons.

(a) Cavities, in which water was atcumuiating) were 
being formed in the asphalt and in some cases the fabric

T Senior Executive Engineer, External Plant and Protection
Branch, E.-in-C.'s Office.

1 "'Forth Bridge Cables. ” B. Davies. P.O.E.E.J., Vol. 30, Part 2,
July 1937.
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BRIDGE EXPANSION JOINTS hut-

Fig. 2.—diggram OF Bridge showing Position of Cables.

of the bridge was being exposed to rusting at points which 
could not be treated by the normal, painting operations.

(6) It is necessary to have a 1 in. space beneath the trough 
to allow water from the footway to flow away to drainage 
holes, cut in the girder behind the troughing. As the 
troughing became bedded direct on to the asphait, access to 
these drainage points was prevented. Any operations on 
the bridge involving the troughing were, therefore, con
ditional on it being raised and the footway reinstated to the 
satisfaction of the Br idge Engineer.

This, therefore, was the position in 1950 when it was 
proposed to lay another cable across the bridge.

Additional Cable Requirements

Following an initial proposaa to route a new coaxiial 
cable across the bridge, a survey was made and, although 
the minimum bending radius for coaxial tubes would be 
approached at certain points, no real difficulties were to be 
expected. Flexibility at the expansion points could be 
provided by the use of coaxiaa interruption-type cable. 
However, the proposaT to provide a coaxial cable was 
abandoned in favour of audio cables and the existing con
ditions were re-examined to determine how best the maxi
mum numbers of pairs could be provided and what this 
maximum would be.

The minimum number of additional pairs for immediate 
requirements was '750 and to meet even short-term develop
ment 1,000 pairs had to be provided. It was extremely 
doubtful if this number of pairs could be accommodated in 
the limited space in the troughing, and, even if they could, 
the trough would be completely filled. A proposa to 
enlarge the trough was rejected by the Bridge Engineer, 
because making it wider would cause further encroachment 
on to an already dangie’ousy narrow footway, and any 
increase in height would interfere with the travelling cradles 
used by the painting staff. A concession to increase the 
height and length of the expansion boxes was, however, 
obtained.

To meet: transmission requirements at least half- the new
circuits were required in 20-1b. gauge so that two cables
would be required. After many discussions it was agreed

66

that one PCQT 542/20 and one 4 SC/400- 444/10 would be 
provided and, to make room for these in the trough, 
certain of the existing cables would be replaced by cables 
of lighter gauge, as foliowss—

24/78 J Combine and replace by 96/20. 
160/40 Replace by 160/20.

A further complication was that, as the new cables would 
be loaded at the standard spacing of 2,000 yards, accommo- 
dation for two loading pots had to be found on the bridge. 
After careful examinaaton- and consultations with the 
Bridge Engineer, it was found that the only posssble 
posstion where two loading pots could be accommodated 
was in a bay under the Jubilee Arch. This point therefore 
became the datum point from which all the 2,000-yard 
loading coil sections were measured on the new cables.

Installation of New Cables

Having decided the sizes of cables to be provided, atten
tion was focused on how best to carry out the work, having 
regard to the cost and also the urgency. Weather conditions 
on the bridge are such that outside work is normally 
limited to the period Apri--September, any extension of 
this period being quite fortuitous. Although it was con
sidered that to provide an entirely new trough, lay new 
cables, and then recover the old cables would have been 
the cleaner job there were objections to this course. There is 
insufficient room on the west side of the bridge to accom
modate a second trough even temporary, and on the east 
side there is existing a casing containing Railway Company’s 
cables. The P.D. steel trough, although some 16 years old, 
is still in exceHent conddtion and replacement would have 
involved considerable expense and delay. It was decided, 
therefore, that the existing troughing would be retained, 
but, in order to carry out the repairs to the footway, it was 
necessary to remove all the cables from the trough.

As a preliminary step, to interrupt the cables over the 
‘ bridge, one 254/20 cable with a thin lead sheaah and poly
thene protecliion was provided between the loading points 
in the cable huts at each end of the bridge. This cable was 
lashed to the handrail supports along the catwalk of the



southern approach and to the handrail of the bridge on the 
cantilever sections. Into this cable were diverted all the 
pairs from the 38/70, 54/70 and 160/40 cables, thus releasing 
them for recovery. The two 24/40 carrier cables were not 
provided until 1938, and as a laboratory examination of a 
small sample of sheath showed that it was in good condition, 
with no signs of intercrystalline disintegration resulting from 
vibration, it was considered safe to remove the cables from 
their existing position, as described later, without inter
rupting service.

The Sozyhhen Approach.
The cables from the south side, after passing up the face 

of the South Pier, are run on an aeriaa cable-suspension 
system for approximately 600 yards to the Jubilee Arch. 
This aerial suspension system is on the west side of a cat
walk which runs between the South Pier and the Jubilee 
Arch beneath the railway tracks.

The suspension wires are supported on T-shaped brackets 
fixed to the bridge girders (see Fig. 3). By interrupting the

Fig. 3. -T-Brackets supporting Cable Suspension Wires.

Fig. 4.—Interruption Cable oi Catwalk.

existing audio cables, and removing the carrier cables from 
the suspension wires to the handrail supports, as shown in 
Fig. 4, it was possible to completely renew and strengthen 
the suspension wires and terminations. The original suspen
sion Wires were 0f 4-strand 8-s.w.g. galvanised iron and in 
the 600 yards there were three intermediate terminations. 
The new suspension wires are of 7-strand 8-s.w.g. steel and 
are terminated at the ends only, tensioning being carried

Fig. 5.—Temiihation of Cable Suspension Wires.

out from the Souuh Pier ends. Fig. 5 shows these termina
tions and tighteners.

Cabbing in this section was accomplished from ground 
level and the method by which it was carried out is worthy 
of note. In the 600-yard section there are intermediate 
jointing points so that for the three larger cables five 
jointing lengths are involved and for the three smaller 
cables four lengths, this being governed by the capacity of 
the cable drums. One suspension wire was equipped with 
33-in. cradle-type cable rings from the South Pier to the 
first jointing point back from the Jubilee Arch. The first 
cable length was then pulled up from the drum at the foot 
of the South Pier over cable guides, as shown in Fig. 6, into

Fig. 6.—Cabling on the Southern 
Approach to the Bridge.

the ringed suspension wire and straight through until it 
approach«! the jointing point. It was then diverted across 
and drawn into rings on its correct suspension wire. The 
second and subsequent cables were dealt with in the same 
way until all six cables were in position on the correct 
suspension wires from the Jubilee Arch t0 the first joint 
towards the Souuh Pier. As soon as each cable was in 
position the cradle-type rings were removed and replaced 
by rawhide suspendeer to prevent ring cutting. This pro
cedure was then repeated for the next: lentil, and so on 
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until all lengths were in position right back to the South 
Pie'.

Looking northwards from the South Pier the positions of 
the new cables are as shown in Fig. 7. It will be seen that 
this arrangement allows for two further cables over this

Fig. 7.—Position of Cables on T--Brackets.

At the approach to the Jubilee Arch, the cablesleave the 
suspension wires and are laid on a platform through the 
side girders to the face of the arch itself, as shown in Fig. 8. 
From this point they are cleated to boards on the vertical

Fig. 8.—Cables leaving Suspension Wires at Jubilee Arch.

face of the arch up and over on to the railway level.
The cables on the platform and on the vertical run have 

been protected by sheet iron casing against flying sparks 
from passing trains, and also from damage by travelling 
cradles or other equipment used by the bridge maintenance 
paries.

Clearance and Refitting of Troughing.
As already mentioned, the first work to be undertaken 

before any new cables were installed in the troughing was 
to make good the damage to the footway. After removing 
the cover from the troughing, the two carrier cables, which 
were the last to be laid and consequeetly the uppermost 
cables in the trough, were cair^iiUly lifted and secured to 
the handrail without any interruptions to the service. The 
remaining three cables, already interrupted by the 254/20 
■cable, were then removed from the trough and scrapped. 
These cables were heaviiy embedded in a petroleum 
'bitumen compound speciahy blended to prevent it setting 
'hard, but, as the work was carried out in mid-summer 
■ when temperatures were high and the compound corre - 
.spondíngly soft, it was possible to lift out the cables and 
dear the residue of the compound from the trough with 
‘very little effort.
5 The empty troughing was next lifted, the elm blocks 
removed and brackets welded to each of the vertical girders 
supporting the handrail. Each bracket has an upturned 
lip at the front edge, to prevent the troughing sliding off, 
but as an additional safeguard and to prevent bouncing, 
the trough was also weeded to each lip. At the same time 
the aspbak footway was made good by using the "Indasco” 
process, which gave excellent results.
■68

Jubilee Arch Cabling Detiils.
The Jubilee Arch is a convenient point to commence a 

description of the cabling of the cantilever sections of the 
bridge, because it ic at this point that the changeover from 
aerial cabling to cabling in the troughing occurs and the 
loading pots are installed.

Fig. 9 chows the cables and loading coils in position at the

Fig. 9,—Loading Coils at Jubilee Arch..

Jubilee Arch, and the 254/20 interruption cable and the 
two working carrier cables before they were recovered. It 
will be noted in Fig. 9 that the two larges!: cables, i.e., the 
542/20 and 4 S.P./40 + 444/10, after being jointed through 
the loading pots, are each taken to a large plug joint in 
which they are broken down into four and three smaller 
cables, respeettvely, as shown in Fig. 10. The other cables 
retain their size throughout.

L c
542/OOlbj-------

PCOT l5OP2Ollu 
PCOT ISOßPIb. 
PCOT ISO/OPIb. 
PCOT 96/OPlb.

PCOT

«ptus-pcot Koomib
PCOT IB2/IOlb 
PCQT lbP/lOlb

Fig. 10,—Araangement of Audio Cables at Loading Point.

There are two reasons for breaking down the larger 
cables:—

(a) To reduce the cable size so that over the cantilever 
secliions the full length of approximately 600 yards 
can be cabled in one length, avoiding joints in the 
troughing between the expansion boxes.

(b) The seven smaller cables give much more flexibility 
than two large cables when they change from lead to 
neoprene sheathing at the expansion boxes.

Thus there are 11 cables, instead of six, to be laid in 
the troughing. One further point, however, must be men - 
tioned. It ‘was stated earlier that the end of the cantilever 
section at the Jubilee Arch was a “free end” on rollers so 
that a varying amount of slack cable must be catered for 
between the joints on the arch and the troughing. The 
cables leaving the two plug joints and the four straight 
joints, shown on the right in Fig, 9, have neoprene sheaths 
instead of lead, to give the necessaay flexibility. At the 
bottom of the bend they rest on a sliding board supported 
by two steel rods which form a hinged stirrup from a 
bracket mounted near the plug joints. Flexibíllty and 
freedom of movement is, therefore, provided at this point: 
for the cables until they pass over the expansion gap on to 
the cantilever section, where they are jointed to antimonial 
lead-sheathed cables in the trough.



Cabling on Cantilever Sections.
Laying out the cables over the cantilever sections followed 

the normal practice. By arrangement with the Railway 
Authority the down track was closed to normal traffic on 
four Sundays; the cable drums were mounted in railway 
trucks and the cable was paid off as the train steamed 
slowly across the bridge. Fig. 11 shows cabling in progress

Fig. 11,—Cabling across Bridge from Train.

on one occasion. The sheaths of the cables are of lead 
containing 1 per cent. antimony to resist vibration fatigue 
and are protected with hessian tape and compound with a 
whitewash finish. It is considered thathaving the bitumen- 
compounded tape on the cable affords a much better “‘key” 
when the trough is filled with compound than would be the 
case if bare lead-sheathed cables were used. A layer of felt 
is first placed in the bottom of the trough, and as each 
layer of cables is placed in posstion and filled in with 
compound a further layer of felt is placed on top before the 
next layer of cables is placed in position. The compound 
used is a cold-setting compound which does not harden 
completely and the layers of felt prevent the cables gradually 
settling to the bottom of the trough. Fig. 12 shows to scale 
a typical cross-section of the troughing with the 11 cables 
in position. It will be seen that, although room has now 
been made for the accommodation of the additional 990

pairs, there is little doubt that by repositioning the two 
carrier cables yet another cable of about 160/20 or
equivalent could be accommodated if required.

Fig. 13.-Sechon through 
Troughing showing 
Changed Position of 
Cables approaching

Slack Boxes.

Expansion Boxes and Flexibility A■raangemtnts.
The method of providing the required flexibiiity at the 

Jubike Arch has already been described, but the method 
used at the second and third expansion points is also of 
interest. Each lead-covered cable is jointed into one having 
a neoprene sheath, and to accommodate the 11 joints it is 
necessary to increase the height of the trough. At a point 
about 27 ft. from the slack box the trough increases in 
height from the normal 9 in. to 18 in. over a distance of 9 ft. 
and in this sec cion the grouping 
of the cables is changed to that 
shown in Fig. 13. This is necessary 
because it is impossible to place 
three joints side by side in the 
width available. The joints of each 
layer are staggered, those on the 
bottom layer being made nearest 
the slack box.

To seal the joints between the 
lead and neoprene-sheathed cables 
a special lead sleeve is used. This 
sleeve is dressed down on to the 
ltad-shtathtdctblt ononeside and 
plumbed in the norm! manner. 
The other end of the sleeve has 
sweated into it a threaded brass 
collar into which is inserted a rec- 
ttngultr-stction neoprene ring 
between two brass pressure plates. 
Finally, a brass bush is screwed 
into the collar, compressing the 
neoprene ring between the two 
pressure plates and causing it to 
seal tightly down on to the cable.
An exploded view of a compression joint is shown in 
Fig. 14. The compound filling in the trough extends over 
each lead sleeve, leaving the brass gland exposed.

Fig. 14,—Xplojded View of Sealing Gland.

The slack box itself consists of a steel chamber 6 ft. 6 in. 
long, 1 ft. 9 in. wide and 1 ft. 9 in. high. At one side it is 
welded to the troughing, but at the other side the troughing 
is free to move, as shown in Fig. 15, in which the far side is 
the free end. A wooden arch, over which the neoprene 
cables are laid, is placed in the bottom of the box, and it is 
arranged that at a time of maximum contraction the sted 
troughing enters the box by 1% in., and there is %in. of 
slack in the cables. At maximum expansion approximately 
11% in. of troughing enters the box and 12 in. of slack cable 
must be accommodated for each of the 11 cables.

As expansion occurs the cables lift from the wooden arch 
and slide up the sloping "slip board’" placed in the side of 
the box. Both cables and slip board are lubricated with a 
graphite’ grease to facilitate this movement, and it is 
because of this grease that the cable sheaths are of neoprene 
and not rubber as on the original installation.

Approaching the North Pier the lead-covered cables again
69



Fig. 15.—Nteermiediate Slack Box.

are jointed to neoprene-sheathed cables, but the flexibility 
arrangement is somewhat different. Each cable is covered 
with a flexible monel-metal tube and is led out of the trough 
and over the side of the bridge to a jointing position 
underneath the rail level. The jointing posstion is a platform

Fig. 18.—0oitting Platform and Suspension 
Wire Terminations on North Pier.

fixed at the top of the North Pier, from which the rollers 
supporting the end of the cantilever section are oiled. Fig. 16 
shows this jointing position with the joints in position on 
standard P.O. table bearers and brackets. There is adequate 
length and flexibility between the troughing above and 
these joints to accommodate the expansion. The tables at 
this posítion are finally jointed back again to lead-sheathed 
tables which are then clamped to the vertical steel suspen
sion wires, the terminations of which are also shown in 
Fig. 16. Clamped to these suspensson wires, the cables drop 
vertically for a distance of over 120 ft. to ground lev! 
where they pass into a manhole to become normal under
ground cables.

Conclusions
When describing a work as complex as cabling across 

the Forth Bridge, where every operation has interest and a 
great deal of hazard, it is difficult to decide which features 
to include and which to omit, but it is hoped that the fore
going description has covered the more interesting and nove 
aspects.

It would be wrong to conclude this article without a 
mention of the really exceUent part played by the Edinburgh 
P.O. staff who had the task of renewing the aeiiaa cable- 
cucpension system and erecring the vertical sus]^rnsSon 
wires on the South Pier and North Pier. Also, great credit is 
due to them for the extellen1: manner in which the first 
interruption cable, 254/20, was erected and jointed, and 
the Edinburgh-Aberdeen carrier cables lifted from the steel 
troughing on to the temporary posstion on the handrail. 
The 254/20 interruption cable had a thin lead and polythene 
sheath because it was considered that a plain lend cable 
temporarily lashed to the handrail and thus exposed to 
severe wind in addition to the normaa bridge vibration 
would have a very short life, whereas with the type chosen, 
even if the lead did break up through vibration fatigue, the 
polythene would prevent the ingress of any moisture for a 
long period. In fact, the cable was in its temporary posstion 
for well over a year without any trouble becoming evident.

The new cabling work was cuccelciully carried out by 
Standard Telephones & Cables, Ltd., to whom much credit 
is due. On a work of this magnitude, with the hazards of 
height and adverse weather, a set-back could be excused, 
but such was the organisation and engineering of the work 
that it progressed smoothly from start to finish.
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A.C. theory, and it is to be expected that the newcomer to this 
subject will experience some difficulty.

This shortcoming is more than compensated by the excel
lence of presentation of the practical information. A very 
wide field is covered and, although it is inevitable that much 
subject matter has had to be excluded to keep the boooc within 
bounds, the amount of really usefid information that has been 
included is surprising.

The book can be recommended to those students who 
require a broad knowledge of the many practices in vogue at 
the present time. B. A. I.
I.P.O.E.E. Library No. 166.

Book Review
"‘Ibbetson’s Electric Wiring Theory and Practice.'” Revised 

by C. R. Urwin, A.C.G.I., A.M.I.E.E. E. & F. Spon, Ltd. 
296 pp. 119 11. 11s. 6d.

This is the ninth edition of a book that has achieved great:
popularity among beginners and students in the field of elec
trical wiring of buildings. By far the greater part is devoted
to the practical aspect;; theory being disposed of in some
60 pages. The cramping of this important aspect is unfortunate
as it has led to an inadequate treatment, particularly' of the
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A New Type of Telegraph Power Plant
U.D.C. 621.311.6z621.394.441

R. C. BELTON, a.m.ie.e.T

The power plant described in this article is designed to ensure continuity of eupply to A.C.-operated ( Sl-type ) M.C.V.F. telegraph 
equipment. The supply is provided by a single-phase alternator driven, under normal conditions, by a 3-phase motor connected to the 
mains and, under mains-failure conditions, by a D.C. motor working off telegraph batteries; the three machines are mechanically 
coupled and run continuously. Changeovee from A.C. to D.C. drive on mains failure and subsequent restoration to A.C. drive are 
automatic, resulting in a “no-break” supply to the telegraph equipment. Electronic devices are incorporated in the plant to give auto

matic speed regulation, and automatic voltage and phase synchronisahon of alternators when paralleling machines.

Introduction

APPROXIMATELY four years ago multi-channel 
voice-freuency telegraph apparatus designed in 
accordance with NewEquipmentPractice ("51-type” 
equipment) was introduced into genera! use, the design 

being a radical departure from that of the earlier types. 
An essenntal feature of the new practice is the use of in
directly-heated valves and, in line with modern valve
operating technique, 220V H.T. on the valve anodes. The 
equipment is also designed to function dir^ct:ly off’ the 
public supply at 50 c/s, this faciiity being given by the 
provision of power packs, which are integral with each 
individua rack of equipment.

The earlier types of M.C.V.F. equipment use directly- 
heated valves and anode supplies of 130V, requirements 
provided by battery float systems using rectifier or 
generator plants for power conversion. The use of a 
floating battery automatically gives continuity of power 
supply to the valves on failure of output of the rectifiers or 
generators.

This article outlines a method employed to ensure 
continuity of power supplies to A.C.-operated equipment at 
terminal stations of considerable size where the M.C.V.F. 
equipment is used to feed a large teleprinter automatic 
switching (T.A.S.) centre. The method used meees the 
recommendations of the C.C.I.T., which state that prefer
ably no break should take place in the power supply, but if 
that is impossible the duration of the break should not 
exceed 150 mS. If the break exceeds 150 m8 there is a 
posssstiiility of all enOnctore held in the T.A.S. centre being 
released, and on the restoration of the supply the equipment 
may be overloaded by the simultaneous seizure of a large 
number of selectors.

Possible Types of Standby Equipment
When it became apparent that the 51 - type equipment 

was to be used extensiveey, the following schemes were 
coneidnrnd for stations where an engine standby set would 
borenuired:—

(a) An equipment normally supplied with A.C. from the 
mains via a suitable voltage stabiliser and, connected 
in parallel, an A.C. machine running as asynchronous 
motor. On mains failure a D.C. motor coupled to the 
A.C. machine drives this as an alternator, the public 
supply being disconnected; the 3 80V telegraph 
battery provides the energy to drive the D.C. motor. 
The equipment load returns to the public supply on 
its restoration.

(i>) As for (a) but with the addition of a D.C. generator to 
supply the valve anodes. During the starting period 
of the engine set a small auto-start motor-alternator 
serves to maintain the valve heaters, and a 220V 
battery the anode supplies.

(c) An A.C. machine to run as a synchronous motor in 
parallel with the equipment, with a flywheel coupled 
so as to supply, on mains failure, mnei'jgy to drive the 
A.C. machine as an alternator and start an engine via 
a magnetic clutch; the public supply automatically 
taking over the equipment load on supply restoration 
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and the machine set restoring to the normal con
dition.

(d) A S-phase induction motor providing the drive for an 
alternator, flywheel and D.C. motor coupled together. 
On failure of the public supply and hence the A.C. 
motor drive, the D.C. motor, operated from batteries, 
takes over the set drive, with automatic restoration 
to the A.C. motor on return of the public supply; 
the flywheel giving up energy during motor-switching 
periods.

Schemes (a) and (a) were investigated thoroughly but at 
the time a suitable reverse power relay was not available 
and difficulties arose with detecting public stilly failure 
and then restoring the set drive without breaks in excess 
of 150 mS.

Scheme (1) was attractive except for the provision of a 
220V battery and the difficulty in obtaining a motor- 
alternator that would take load in much 'lnse than 4 sec., 
i.e. the period for which valve cathodes will continue to emit 
satisfactorily after heater supply failure.

Scheme (d), however, appeared very suitable for the 
following reassns:—

(i) eimplicity in operation,
(ii) the plant can be constructed using items already in 

production, and
(iii) since it is necessary to provide a 3 S0V battery for 

teleprinter and M.C.V.F. system supplies in tele
graph terminals, the increase in size of plant required 
to give the reserve for the A.C. plant is relatively 
easy to cater for.

General description of Plant
The type of set adopted under scheme (d) above, is one 

which gives true no-break A.C. power facilities md it has 
been designed to run contmunusiy, providing a single-phase 
A.C. supply at 240V. A block schematic diagram of the set 
is shown in Fig. 1.

AUTOMATIC VOLTAGE REGULATOR

NOTE: ALL MACHINES MECHANICALLY CCJPLED AND RUN TOGETHER CONTINUOUSLY

Fig. 1.—Block Schematic Dugram of New Telegraph Power 
Plant.

While the public supply is normal, the drive for the sett is 
taken from a 3-phase induction motor. When the public 
supply fails, the set drive is automaticaHy taken up by the 
D.C. motor operating from the telegraph batteries, and on 
the restoration of the S-phase supply, the induction motor 
automatically takes over the set drive again. To maintain 
the speed during the switching operations entailed in 
transferring and restoring the drive, a smaU flywheel is 
provided, fitting on the alternator extension shaft. 

All the machines are coupled together and run con -
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tinuously. The machines are mounted on a cast-iron 
bed-plate set up very accurately on concrete piers, with 
MatcailSr pads introduced between the pier and the bed
plate to prevent vibrations being transmitted from the 
machine to the power room floor. When the machines are 
erected they are lined up in the usual way, but dynamic 
balancing is used to correct any vibration inherent in the 
set when run up to speed. A Davey-type Vibrometer is 
used for this purpose.

The plants were designed to a genera! specification 
prepared by the Posit Office, covering control gear contained 
in cubicles and the rotating machine sets. Station loads of 
4, 8, 10, 15, 20 and 30 kVA can be supplied by combinations 
of 4, 10 and 15 kVA sets. The stations are usually installed 
with two machine sets initially, one taking load and the 
second spare, and a third set is provided ultimately to give 
double the output, Wth two sets taking load and the third 
spare.

Two machine sets are shown in Fig. 2. The component 
parts, reading from right to left, are as follows:—

Fig. 2.—Typical Installation of Machine Sets.

(i) Three-phase-wound rotor sip-ring induction motor, 
with slip-rings continuously rated and not fitted 
with brush-Hfting apparatus. The motor is protected 
by a screen and fitted with ball bearings.

(ii) Flywheel of cast steel, suitably encased.
(iii) Single-phase alternator with the field winding on 

the stator and the output taken via dip-rings from 
the rotor. This machine is also protected by a 
screen and fitted with ball bearings.

(iv) Shunt-wound D.C. motor with interpoles. The 
armature is of normal drtign, but two windings are 
provided on each field pole. It is also protected by 
a screen and has ball bearings.

(v) Isenthaa automatic voltage regulator, belt-driven 
from a pulley on the shaft extension of the D.C. 
motor, upon which it is mounted.

(vi) Alternator exciter of conventional shunt-wound 
type, protected by a screen and fitted with ball 
bearings.

(vii) Tachometer generatetr—a small alternator with a 
permanent magnet field on the rotor, in which the 
output taken from windings on the stator is pro - 
portional to the speed of rotation of the rotor. 
Rubber-bushed couplings are provided between 
(i) and (ii? (ii) and (iii), and (iii) and (iv), a leather 
coupling being provided for the drive for (vii). 

The plant: is designed to give an output frequency, when
fully loaded, of approximately 48-5 0/5 when on A.C. or
D.C. drive. On A.C. drive this frequency will be obtained
with the normal slip that occurs in the A.C. motor when the
supply frequency is 50 c/s. When on D.C. drive, the speed

is maintained by an automatic speed regulator at afrrqurecy 
which is adequate for the power packs and rectifier units 
supplied. The output voltage from the sets is maintained 
at 240V j? 1% per cent:. from 1/10 to full load.

The A.C. motor operates from a 415V (or 365V), 3-phasr, 
50 c/s supply, and the D.C. motor from the telegraph 
80 + 80V battery, with the two batteries in series to give 
160V nominal.

The input voltage and frequency limits down to which 
the 415V A.C. motor plant: is designed to operate before 
changing to D.C. drive are 350V and/or 48 c/s. Restoration 
t0 A.C. drive is effected when the supppy voltage rises to 
375 and the frequency to 48-5 c/s. (The same percentage 
change is allowed in the case of the 365V machines.) Drive 
transfer and restoration are controlled by contact volt - 
meters and frequency meters.

The control gear for thrmachinrt caters for all operations, 
except that of starting the set from the batteries, and is 
contained in a suite of cubicles. There are two types of 
cubicle provided in the suite: a “machine cont:roli' cubicle 
which contains all the gear appropriate to the individual 
machine set, and a “'common connrol and distribution” 
cubicle (one per station) for those controls common to all 
machine sets and the station distributors.

Brief Description OF Operation
Mawhine Sets.

An outline of the Circuitry is thos'le in Fig. 3. Resistance 
starting is provided for the 3-phase induction motor and 
timed contactors are provided to thort-circuit the separate 
sections of the starting resistors at predetermined intervals. 
The set is started by operating two switches to the required 
positions, these switches comppeting the energising circuit 
to the A.C. motor-starter contactors and the D.C. motor 
field respectively, after which starting operations are con - 
trolled automaticaHy.

NormaHy, the set runs up to maximum speed and then 
at predetermined intervals the thol^-;-ci:rcuit is removed 
from the final stage of the starter resistance, causieg the set 
speed to vary over a frequency range of approximately 
2 c/s for synchronising purposes. This speed variation can 
be stopped by operating a further switch when it is desired 
to test the set at maximum speed or connect it to de- 
enrrgited bus-bars.

Full protection is provided for the A.C. motor by a 
P. & B. Goki thermal protective relay and “instantaneous” 
magnetic overload relay. The thermal relay also gives 
phase-failure protection. The limits to which the protective 
devices are set are as foIlolvs:—

Thermal protective relay—Persistent overload currents in 
excess of 120 per cent. full-load current in the supply 
to the machine. Phase-unbalance currents in excess of 
14 per cmt. of full-load current.

I'Is:í a«íaecrut protective rday—0verlrad currenns in ex - 
cess of 500 per cent. of full load current;.

The alternator is designed to produce as nearly as 
prtsible a sinusoidal waveform with a low harmonic content. 
('That this has been achieved can be judged by the fact that 
the third harmonic, which predominates, is of the order of 
3 per cent. of the fundamental voltage on full resistive 
load.) Protection is given by “dash poo"-type overload 
relays that are set to operate at 125 per cent. full-load 
current. Further protection is provided by a voltage relay 
across the r^Srreat<lr-outputlradt, which trips the set off the 
bus-bars if the alternator volts exceed 280 and extends an 
alarm if they drop below 225V. A frequency meter 
indicates the set speed conditions. The output rf the 
alternator is connected to the load bus-bars by a contactor, 
the operate circuit of the contactor being closed by push
button when connecting an alternator tr a dead bus-bar r
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Fig. 3.—Simplified Control Circuit and Machine Connections.
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and by an automatic synchroniser (described later) when 
paralleling with an energised bus-bar.

The flywheel is used to maintain the set speed during the 
time taken for the contactor to connect the supply to the 
armature of the D.C. motor and for the motor to take up 
the load (approximately 150 mS). It is also of use, when 
using the automatic synchroniser, in slowing down the rate 
at which the speed varies when the A.C. motor-speed 
control device is operating.

The D.C. motor operating on a nominal voltage of 160 
must continue to run at a constant speed under conditions 
of varying battery voltage (172-14SV) and load changes, 
and an automatic speed regulator is therefore provided 
which controls the speed by varying the strength of the 
motor field. Control is effected by the auxiliary field wind
ing producing a magnetic flux opposing the main field.

The speed regulator is an electronic device (described 
later) which, due to the characteristics of the thyratron 
valve used in the regulator, does not take control of the 
D.C. motor speed until 5 minutes after it is switched on. 
Therefore, to ensure D.C. motor-speed control at all times 
and to reduce cold/hot speed regiflation, the regulator and 
the fields of the D.C. motor are continuously excited while 
the set is running, whether the drive is by A.C. or D.C. 
motor, When it is desired to change the drive from the A.C. 
motor to the D.C. motor, two contactors operate; the 
first to operate connects the D.C. motor armature to the 
battery via a buffer resistance, which limits the initial surge 
current to 150 per cent:. of full-load current. Approximately 
150 mS later the second contactor operates and short
circuits the buffer resistor, the D.C. motor then running 
normaly to drive the set until the A.C. drive returns. 
Overload protection is provided by magnetic overload 
detection relays.

The excitation current for the field of the alternator is 
provided by a .shunt-wound generator connected to the 
common shaft line via a flexible coupling, the generator 
output being controlled by the Isenthaa vibrating-contact- 
type voltage regulator. The regulator consists of an iron- 
cored solenoid, the plunger of which raises and lowers an 
upper pair of contacts according to the current flowing 
in the solenoid winding (which is proportional to the 

voltage applied). When the current in the solenoid is 
small the plunger lowers the upper contacts to make 
contact with a lower pair vibrated by a cam rotating at 
1,500 r.p.m. The effect of lowering the upper contacts is 
to prolong their ""make” period, while raising them extends 
the “‘break” period. In this way the current in the exciter 
field and hence the strength of the alternator field is con
trolled. The current in the solenoid coil is controlled by 
external resistors and by a spring bearing on the plunger 
spindle. By suitable adjustment the regulator can be made 
to hold the alternator voltage at a dessred level. The 
solenoid current is taken from the output of the alternator 
being controlled, via a transformer and bridge-connected 
metal rectifier circuit. The presence of harmonics in the 
alternator voltage waveform will contribute to this current 
and introduce an error into the voltage at which the 
alternator output is controlled. To reduce this error a low- 
pass, shunt-derived filter is connected in the circuit between 
the transformer and rectifier.

The tachometer generator provides a voltage output 
(proportional to the set speed) which is fed into the auto
matic speed regulator circuit (Fig. 3) where it is compared 
with a stabilised reference voltage. The resukant is applied 
via an electronic device to control the D.C. motor speed.

Machine Control Cubicles (Fig. 4).
The machine control cubicles, approximately 3 ft. deep 

and 3 ft. wide are steel framed and clad with mild steel 
sheet:. Inside the cubicle is a contactor panel extending 
nearly the full height and width of the cubicle. Mounted 
on the front of the panel are the contactors and relays used in 
the individual set control, and on the rear (or on the cubicle 
framework) are the A.C. motor-starting resistors, D.C. 
motor-buffer retisi:or, contactor-economy reltstors, trans
formers, rectifiers and various other items of apparaaus. 
Access to these components is via two sheet panes.

Access to the front of the contactor pane is by two 
hinged doors on the front of the cubicle, with locks to 
prevent unauthorised access. The top door carries meters 
indicating set output voltage and frequency, A.C. and D.C. 
motor currents and load current; and the thermal protective 
relay, control switches, indicator lamps and fuses. Mounted
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Fig. 4,—Control Cubicles at a Typical Installation.

on the bottom door is the electronic speed regulator.
The dividing strip between the doors carries the field and 

ballast resistors and test push-buttons. Running from side 
to side through the centre of the base of the cubicle is a 
bus-bar chamber, containing the A.C. and D.C. input; leads 
and the output leads, and in the front of the base is a 
multiple isolator switch by which the cubicle can be dis
connected from the mains supplies and outgoing feeders. 
A portable D.C. starter, with which the sets can be started 
from the batteries, is provided for use in an emergency.

.Common Control Cubicles.
The common control and distribution cubicle, fitted one 

per station, is similar to a machine control cubicle except 
that it is only 2 ft. 6 in. wide (see right-hand side of Fig. 4). 
Its contactor panel holds those control contactors appro
priate to functions common to all cubccles, such as 
synchronising and paralleling of alternators, and transfer 
of individual set drive from A.C. to D.C. or vice versa. 
Transfer and restoration contact-meters are mounted on 
the top door of the cubicle. The transfer volt-meter 
transfers the drive when the incoming supply volts fall to 
350V, the restoration voltmeter restores the set to A.C.
drive when the volts rise to 375 (provided that the 
frequency is above 48-5 c/s). The transfer frequency meter 
transfers the drive when the incoming supply frequency 
drops to 48 c/s, and the restoration meter restores the set 
to A.C. when the frequency is 48-5 c/s (provided that the 
volts are above 375). A further meter is provided to enable 
the individua! phase voltages to be checked.

On the bottom door is mounted the automatic syn
chronisation unit and on the centre strip between the two
doors are the push-buttons that give the ftcillty of con
necting an alternator to dead busbars and also a switch to
select the distributor to which an incoming machine will be
connected.

Operation of Electronic Equipments 
Automatic Speed Reg'iUaor (Fig. 5).

The esssnttal parts of an automatic 
speed-regulating system are (a) a device 
for assessing the speed continuously, (b) 
a method of comparing the information 
provided by this device with a reference, 
and (c) a means of applying the resuE of 
(b) to effect correction when necesssay.

As pointed out previouss/, the tacho
meter generator provides a means for 
tssessinu the speed at any time, its 
output being recitified and compared with 
a constant voltage derived from a 160V 
rectified A.C. supply stabilised by a two- 
electrode cold-cathode tube.

The outputs from the tachometer 
generator and from the stabilised source 
are connected in the grid circuit of a 
triode D.C. amplifier circuit. The resuE 
of changes in voltage from the tacho
meter generator will be to change the 
anode current in the triode and hence the 
voltage across the anode load resistance.

The anode load resistance is part of the 
grid circuiit of a thyratron, a circuit which 
includes a phase-change device and a 
D.C. level-change potentiometer. The 
gridcircuit is driven, via the phase-change 
circuiit, with A.C. from the input; power 
transformer which also supplies A.C. to 
the anode circuut of the thyratron. The 
relative phase of the two alternating 
currents is so arranged that changes of

D.C. level in the grid-cathode circuit produce correspond
ing changes in the average anode current of the thyratron.

1D INTERPOLES 
NEGATIVE FEEDBACK

LINE

Fig. 5.—Basic Circuit of Automatic Speed Regulator.

Also included in the anode-cathode circuit of the 
thyratron is the auxiliary-field winding of the D.C. motor. 
The current changes taking place in the anode-cathode 
circuiit of the thyratron, caused by changes in D.C. level in 
the grid-cathode circuit, will thus appear as flux changes in 
the auxiliary field and will vary the main field flux pro - 
portionately to the required change.

The circuit described has a servo action and will osciilate 
under certain conditions. To prevent oscUlation, a feedback 
circuit is provided whereby voltage changes occurring 
across the interpoles (voltages proportional to torque and 
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speed changes) are fed back so as to oppose the voltage 
changes from the tachometer generator. With this addition 
the circuit will be stable under all conditions.

D.C. power for the various parts of the circuit is supplied 
by meta rectifiersand smoothing circuits where required, 
and A.C. power is taken from the angle-phase alternator 
via transformers. In order to prolong valve life, time 
switches delay the application of H.T. to the valve anodes 
until the cathodes are at the correct operating temperature. 
The longesit delay provided is on the thyratron where a 
period of five minutes applies.

The circuit is monitored by a contact ammeter in the 
auxiliary-field circuiit and when the current deviates from 
the normal close limits an alarm is extended via the 
ammeter contacts. Manual controls are provided to vary 
the speed at which the D.C. motor is controlled for setting 
up initially and also for synchronising purposes, and 
although each see: has its own speed-control unit, all units 
are interchangeable.
Automatic SyscOlrnlisatinn Detection Um (Fig. 6).

This unit, which is a device patented by the manufacturer, 
detects when the incoming alternator is exac^y in phase 
with the machine already connected to the bus-bars. The

Fig. 6.—Automatic Synchronisation Detection Unit.

voltages from the loaded and unloaded alternators are 
taken to the unit via two transformers with matched 
secondary windings, and the outputs of the secondary 
windings are connected together in antiphase via resistor R 
so that when the primary voltages are exaccly in phase and 
of the same voltage, no current flows through R. The 
voltage developed across R is made unidirectional by a 
series rectifier and produces negative bias on the triode. 
The time-constant circuiit RC ensures that a voltage is 
maintained across R until no current flows in it for a period 
sufficiently long for the charge on C to leak away, returning 
the grid to cathode potential and allowing anode current to 
flow. Connected in the anode circuit is a 3,000-typt relay, 
A, that will operate only when the grid is at negligible 
negative potential and considerable anode current flows. 
Contacts A1, A2 complete the operate circuiit of the 
alternator contactor and thus connect the alternator to the 
bus-bars.

The sensitivity of control can be varied, R being a 
potentiometer. D.C. power for the valve is derived from a 
transformer and metal rectifier unit with a thermal delay 
switch to protect the cathode.

The use of this unit facilitates the operation of the plant 
by making the paralleling of alternators fully automatic, 
safeguarding against paralleling machines when out of phase, 
which, with the inertia of the flywheels, would impose 
heavy mechanical strains.

Operation in the Field
In general, this type of plant has performed satisfaccorily

and, in particular, the electronic units have all been trouble
free to date. '

An unexpected difficulty in operation was encountered 
when the first set was used to take the station load. This 
was due to the trlssfnrmtr/rtotifitr units of the power 
packs forming the load having a non-linear characteristic, 
and therefore carrying harmonic currents of considerable 
magnitude. These produced harmonic voltages across the 
alternator, which is of comparatively smafl size (4, 10 and 
15 kVA) and therefore of relatively high interna impedance.

The effects of poor waveform are, (a) the voltmeter used 
to indicate the alternator voltage (being a moving coil 
instrument with rectifier) registers a voltage that is the 
average of the distorted waveform, and when the set is 
loaded this shows a considerable fall in voltage due, in 
some degree, to the change of waveshape; (b) difficulty in 
obtaining automatic synchronisation is experienced due to 
dissimilar waveshapes being supplied to the synchroniser 
from the loaded and unloaded machines; and (c) difficulty 
in obtaining satisfactory voltage control is experienced due 
to the Isenthal regulators being affected by the poor 
waveform.

A wave analysis of the output waveform with the 
machine connected to the station load had shown that 
the predominant harmonic producedwas the 3rd (30V); the 
5th and 7th harmonics were also present to a lesser degree. 
To improve the waveform a 3rd harmonic filter was 
connected in parallel with the load; this offered low 
impedance to the 3rd harmonic and very little voltage 
appeared across it (6 V). The ^ff^clt of this was to improve 
the apparent set regulatinn*  (no load to full load) from 20 
to 12V. In an effort to improve this still further a 5th 
harmonic filter was connected in parallel with the 3rd 
harmonic filter, but although the 5th harmonic was reduced, 
the apparent set regulation was still 11V. Further tests 
revealed that the Isenthaa regulator was contributing 6V 
to the regulation figure and a low-pass, shunt-derived 
filter was connected in series with the Isenthal circuit. The 
apparent set regulation was then improved to 7V, no load 
to full load, and on normal, load changes an apparent 
regulation of better than ± 1 per cent. obtained.

The practice is now to set all plants up initially using 
R.M.S.-reading meters, and to reset when changes in the 
station load, iulficient to cause the apparent set regulation 
to alter, have been made.

Experience in the field has shown that adequate pro
tection of the A.C. motor against the effects of excessive 
unbalance between phases can be given when the thermal 
elements of the P. & B. Gold relay are adjusted to trip the 
set when the current unbalance is in excess of 14 per cent. 
The phase-unbalance conditions normally encountered are 
sufllciently below this to avoid unnecessary tripping of the 
machine protection.

The main contractor to the Post Office for the provision 
of the 51-type M.C.V.F. telegraph apparatus was Standard 
Telephones & Cables, Ltd.; the Electric Conssruction Co, 
Ltd. desigsed and manufactured the power plant.
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Protection of Telecommunication Lines 
from Induced Voltages by the use of Gas

Discharge Tubes h. fielding, a.m.i.e.e.t
U.D.C 621.3.013.71: 621.316.933.6

This article describes the design objectives and basis of design of gas discharge tube installations for the protection of telecommunication 
lines against voltages induced by faults on adjacent power lines. Particular reference is made to a method of determining the minimum 

earth electrode resistance which need be obtained for satisfactory protection.

Introduction

THE induction in telecommunication lines of a 
voltage at fundamental frequency when an earth 
fault occurs on a high-voltage power line which runs 
parallel to the telecommunication line, is a well-known 

phenomenon. The directives of the C.C.I.F. for the pro
tection of telecommunication lines against the adverse 
effects of power line induction recommend that:—■

(1) For overhead circuits, or cable circuits fitted with 
lightning protectors or with equipment which has a 
direct connection with earth, the circuits are con - 
sidered as being exposed to danger if the longitudinal 
induced voltage exceeds 430V.

(2) Cable circuits terminated on transformers but neither 
earthed nor fitted with lightning protectors between 
wires and earth, are considered as being exposed to 
danger if the longitudinal induced voltage exceeds 
60 per cent. of the lowest of the test voltages to earth 
of the cable and its accessories, such as transformers 
and loading coils.

In Great Britain it is the normal practice to require 
electricity authorities to limit the earth fault current of 
any power line to such a value that the voltage induced in 
any telecommunication circuit will not exceed 430V. Such 
eai'th fault current limitation is, however, not always 
practicable, particularly with main transmission lines, and 
cases arise where the power line earth fault current will 
induce a voltage appreccably greater than 430V. Protective 
measures are then necessary on the telecommunication 
circuits. One of the methods of reducng the induced voltage 
between a telecommunication circuit' and earth is to 
connect three-electrode gas discharge tubes between the 
wires and earth.

The function of the discharge tubes can be explained by 
considering a line exposed to induction connected to earth 
at each end by earth electrodes of zero resistance. The 
induced voltage will cause a current to flow such that the 
voltage drop along the line exactly neutralises the induced 
voltage; in other words, the induced voltage is dissipated in 
the line impedance. In practice, of course, the line cannot 
be earthed all the time and, furthermore, earth electrodes 
of zero resistance are impracticable. Gas discharge tubes 
are devices for earthing the line when the induced voltage 
reaches a certain value.

Construction and Characteristics of Gas Discharge Tubes.
The characteristics of gas discharged tubes and the 

circumstances in which they have been used are described 
in previous articles.}:2 A tube consists fundamentally of 
three tungsten electrodes in a heat-resisting glass envelope 
which contains a mixture of neon and argon gases. Two 
electrodes are brought to an Edison screw cap for connection 
through a holder to the wires of a telephone par. The third 

1 Executive Engineer, External Plant and Protection Branch,
E.-in-C.’s Office.

1 "Telecommunications Problems Arising from Hydro-Electric
Schemes in Scotland.” H. Fielding and E. C. Swain. P.G.E.E.J.,
Vol. 45, p. 104.

2 “'An Improved Gas Discharge Tube for Line Protection."
F. Jones. P.0.E.EJ., Vol. 45, p. 108.

76

electrode is connected to an earth cap. To ensure the 
presence of free ions at all times a spot of radioactive com - 
pound is fired onto the glass seal of the earth electrode.

From the point of view of protection it is desirable that 
the striking voltage of the tubes be as low as possible, but a 
lower limit is set by the voltages normally employed in 
telecommunication circuits. Because of this, it is specified 
that the tubes must not operate at a voltage lower than 
150V R.M.S. at 50 c/s. All tubes, however, will operate at a 
striking voltage of 250V. Although the striking voltage 
may vary between 1510V and 250V it is assumed that the 
striking voltage of all tubes is 250V R.M.S. The acceptance 
specificalion aims at obtaining tubes which, after striking, 
will reduce the voltage appearing across them to a low value. 
An investigation of the variation of voltage during striking 
and arcing;2 has shown that in a typical voltage waveform, 
voltage "spikes” may occur at the beginning and end of 
half-cycles. The duration of the spikes is, howeverr very 
short and it is normaHy assumed that the voltage appearing 
across the tube during arcing is of the order of 70V R.M.S 
at 50 c/s.

Design Objectives in Gas Discharge Tube 
Installations

The simplest application of gas discharge tubes is to 
provide a tube on each exposed circuit at each terminal 
exchange and to connect the earth terminals of the tubes 
to the exchange earth electrode system. On the induction 
of a sufficcently high voltage in the communication circuits 
the tubes break down into arc discharge and pass a current 
which may reach 5A, or greater; per line electrode. In 
Fig. 1 is shown a Simple circuit consisting of a wire uni
formly exposed to a power line throughout its length. The 
wire is fitted with tubes at each end and the resistances of 
the earth electrodes are Ri and Ra. When an induced

Fig. 1.—Voltage Distribution along Communications Wire 
Uniformly Exposed TO a Power Line Throughout its Length.



voltage causes the tubes to operate, a current; I will flow 
along the wire and through the tubes and earth electrodes. 
The voltage appearing across each earth electrode will be 
determined by the resistance of the earth electrode and the 
current I flowing through it. The voltage to earth at each 
end of the wire will therefore be the sum of the voltages 
across the earth electrode and across the gas discharge tube. 
The voltage distribution along the wire will be a maximum 
at each end and zero at some point in the exposure, as 
shown.

When the power line is fed from both ends and the 
neutral point of the line windings of both feeding trans
formers is earthed, as is the case with almost Hl main trans
mission lines, voltages acting in opposite directions will be 
induced in the communication circuits if a power line earth 
fault occurs at an intermediate point: in the exposure, as 
shown in Fig. 2. With this condition it is possible for a high

33 E’ = VOLTAGE ACROSS
J a: GAS DISCHARGE TUBE
91-

FIG. 2.---VOLTAGE DISTRIBUTION ALONG COMMUNICATIONS WIRE 
with A Power Line Earth Fault at an Intermediate Point in 

the Exposure.

line-to-earth. potential to exist close to the fault: even if the 
terminal gas discharge tubes operate. In Fig. 2, the earth 
fault currents Jh and Tfa induce voltages in the com
munication wire which act in opposite directions. The 
wire is again provided with tables at both ends. Fig. 2 
depicts the conditions when the voltage E1 induced 
between A and B by I fl is higher than the voltage E2 
induced between B and C by If,, and the difference between 
the two induced voltages is sufficiently high to operate the 
tubes. It will be seen that however low the values of the 
earth electrode resistances Ri and R2, the line-to-earth 
potential ait a point: on the wire opposite the fault on the 
power line will be greater than the smaller of the two 
induced voltages, and may therefore be of a high value. 
If the fault on the power line was at such a point that the 
two induced voltages were equal, then the gas discharge 
tubes situated at the ends of the wire would not operate, 
and the potential to earth of the wire at the point oppoate 
the fault would equal, the induced voltages.

The provision of gas discharge tubes at intermediate 
points along the route is a safeguard against this type of 
occurrence. A further reason, for providing intermediate 
tubes is to ensure that the circuits will be protected when 
they are broken at any point, since it will generaaiy be 
under these conditions that men Wil work on the line.

In the design of gas discharge tube installations the P^ss
Oflice has set itself the following rbj(edivcrs--

(i) The voltage to earth appearing at the ends of pro
tected circuits shah be reduced to a value not exceed
ing the C.C.I.F. permissible limit: of 430V.

(ii) The voltage to ^arith appearing at the free end of a 
telecommunication wire broken at any point in the 
exposure shah nut exceed 600V.

These voltages would, of course, normall:/ appeal' only 
for the very short period between the occurrence of the 
fault and the operation of the power circuit-breakers.

Basis of Design
If it were necessary to cater only for condition (i) gas 

discharge tubes connected to the circuits at the ends of the 
exposure would suffice. In ordee to meet condition (ii), 
howeverr tubes connected to the circuits at intermediate 
points in the exposure are geneealLly required.

It will be clear that when the induced voltage does not: 
exceed 600V, both requirements would be satisfied if gas 
discharge tubes were fitted at the ends of the circuits only. 
If the induced voltage were between 600V and 860V the 
arrangement in Fig. 3 would be satisfactory. As shown.

Fig. 3.—Voltage Distribution along a Communications Wire 
for Induced Voltages 60O-860V.

(a) Wire Unbroken.
(b) Wire Broken at Point A or D.

two intermediate gas discharge tubes have been introduced 
at points such that the induced voltages A-C and D-B do 
not exceed 600V. When the lines are unbroken the maxi
mum voltage to earth appears across the tubes and oirth 
electrodes at A and D, and if the earth electrodes are of the 
same resistance then this voltage cannot exceed 430V. 
When the lines are unbroken the tubes at B and C will not 
operate because the voltage applied to them is less than 
250V, the nominal striking voltage. When the line is broken 
the maximum voltage to earth appears when the break is 
at A or D. If the break is at A the tubes at B and D wifi 
operate, and if the earth electrodes are of the same rrsist- 
ance the voltage across these tulles and earth electrodes 
cannot exceed 300V. The voltage to earth appearing at the 
end of the break at A is, therefore, the voltage induced 
between A and B plus the voltage across the tubes and
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earth electrode at B and cannot; exceed 560V. A similar 
voltage appears when the break is at D. If the break is to 
the right of B none of the tubes will operate, and the volt
age to earth at the broken end equals the voltage induced 
between B and D’ i.e., 600V; and similarly when the break 
occurs to the left of C. In these simple cases the resistances 
of the earth electrodes to which the tubes are connected 
are not important provided they are low compared with 
the impedance to earth of the line terminations and are all 
of approximately the same resistance.

If the induced voltage is greater than 860V the arrange
ment; shown in Fig. 4 meets the required conditions pro -

'•---------------------------- n SECTIONS -

Fig. 4.—Connection of Gas Discharge Tubes to Communi
cations Wire in which Induced Voltage Exceeds 860V.

vided the resistance R of the earth electrode systems is 
such that the voltage to earth at any gas discharge tube 
point: does not exceed 430V. When the line is unbroken the 
maximum voltage to earth appears at the terminal gas 
discharge tube points. The maximum voltage to earth 
which can arise under broken line conditions is when the 
line is broken near one of the terminal gas discharge tubes, 
in which case the voltage is that at the penultimate gas 
discharge tube point plus the 170V between this point and 
the break. The value of R, the resistance of each earth 
electrode system, given by the following relation will 
ensure that the voltage to earth at any gas discharge tube 
point does not exceed 4300:—

17011R - 2E'R
nz + 2R

where, E' = the voltage across the arc of a gas discharge 
tlllle.

n = the number of gas discharge tube sections, and 
z = the parallel earth-return impedance per section 

of all the protected telecommunication wires. 
(See Appendix 1.)

The value of R given by this relation is the value which 
would cater for condition (i) if tubes were placed only at 
the ends of the circuits; that is, it is the value which would 
reduce the voltage at the ends of the circuits to 430V even 
if none of the intermediate gas discharge tubes operated. 
As the greater part of the cost of most gas discharge tube 
installations on open-wire lines is spent in the provision of 
earth electrode systems it is desirable that the effect of 
operated intermediate gas discharge tubes be taken into 
account in order to avoid the expense of providing earth 
electrodes of unnecessary low resistance.

When a power line fault occurs at a point in the exposure 
the voltage induced in some sections will be greater than 
that induced when the fault occurs at the posstion which 
gives rise to the full exposure; as mentioned above, when the 
power line is fed from both ends voltages in opposite 
directions are also induced in the communication lines. 
These questions of increasing fault current with decreasmg 
length of exposure, and the induction of voltages in oppo
site directions when the power'line is fed from both ends, 
are difficult to allow for in a general treatment. Usually, 
however, it has been found that a dessgn based upon equal 
spacing of tubes and equal, earth electrode resistances is 
satisfactory.
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Earth Electrode Resistances allowing for Effect of 
Operated Intermediate Tubes

In the following discussion it is assumed that the induced 
voltage per unit: length is the same throughout the exposure, 
a condition often approximated to suficieiniy closely in 
practice. It is also assumed that the gauge of the wire does 
not change in the exposure. The idealised system may then 
be represented as shown in Fig. 5, where gas discharge

Fig. 5.—-Vottage Distribution along Communications Wire 
for Idealised System of Protection

tubes are placed at n + 1 points on the lines, dividing the 
lines into n equal sections. The voltage induced in each 
wire is E; thus the voltage induced in each section is E/n 
In Fig- 5 aU the lines have been replaced by a single 
equivalent wire, as shown in Appendix 1. The effect of the 
voltage drop across the gas discharge tubes is ignored until 
1 ater.

Gas discharge tubes may not operate when a voltage 
lower than 250V is applied to them- When the earth fault 
current flows throughout the exposure the tubes at the ends 
of the exposure are subject to the greatest voltage and are, 
therefore, lilcHy to operate first, thus reducing the voltage 
across the intermediate tubes. If the voltage across the 
penultimate tubes were then sufficient these tubes would 
operate, thus further reducing the voltage across the tubes 
which were still unoperated. It is thus clear that some of 
the central tubes may not operate.

The voltage distribution on the lines is indicated in Fig. 5 
The gas discharge tubes at all points where the voltage to 
earth of the lines is less than 250V are assumed to be un- 
operated. When the lines are unbroken, the maximum 
voltage to earth is E”b at the terminal gas discharge tube 
pointe. As has been stated previoudy, the maximum 
voltage to earth which can arise under broken line con
ditions is when the line is broken near one of the terminal 
gas discharge tubes. Thus, the design objectives will be 
met if Em does not exceed 430V and (Em + E/n) does not 
exceed 600V.

It is shown in Appendix 2 that Em is given by:— 
d- E /R
Em = - 0“ X

;/> Z

sinh m6 + (n —■ 2m) sinh 2 . cosh — ¿2+ 1 6

, 2m + 1 „ , , „ . . 0 ... 'cosh —m---0+ (u — 2m) snli h , sinh (m + l) 0
where, E = the voltage induced in each wire on the tele

communications line,



n = the number of sections,
0 = cosh-1 (1 + z/2R),
z = the parallel earth-return impedancepersecCion 

of the telecommunication wires in ohms,
R = resistance of the earth electrodes in ohms, and 
m = number of sections of operated tubes at each 

end of the network.
Before E“b can be calculated from equation (1) it is 

necessary to determine m.
The value of m is found by a process of trial. It will be 

seen from Fig. 5 that the voltage distribution on the com
munications line in the unoperated sections is a straight line 
and that the centre point of the communications line is at 
earth potential. The last unoperated tube at each end of 
the unoperated sections is therefore subjected to a higher 
voltage than the unoperated tubes nearer the centre of the 
line. It is shown in Appendix 2 that if m sections of tubes 
are assumed to operate at each end of the network then the 
voltage V which would appear at the last unoperated tube 
at each end of the unoperated sections is given by:—
„ (n - 2m - 2)EJ/ =  --------s--------— X2«

cosh 6/2 /en
2»!-1-1 : . . . 9 ' . .(2)

cosh —x— 6 + (n — 2m) sinlrh . sinh (m - 1)0

The number of operated sections can be found from 
equation (2) by a process of trial. For example, if m = 1 is 
first tried in this equation then the value of V obtained is 
the voltage which appears at the third tube along the net
work from each end assuming that only the end and pen
ultimate tubes operate. If this voltage is greater than 250V 
then it can be assumed that these tubes would operate 
and m = 2 is now tried in order to determine whether the 
fourth tubes along the line from each end would operate. 
This process is repeated until the' number of operated 
sections is obtained. The value of E"b can now be obtained 
from (1).

Equations (1) and (2) are the basic equations and the 
technique in determining the value of R, the resistance of 
the earth electrode systems, which would meet the design 
objectives making allowance for the effect of operated inter
mediate tubes, is first to determine an approximate value 
of R and then, using this approximate value of R, to deter
mine m (the number of operated sections at each end) from 
(2). As shown below it is then possible to determine a more 
accurate value of R from (1).

An upper limit: to the value of R is obtained by assuming 
that all the tubes operate. The corresponding value of 
E"b can be obtained by inserting n = 2m in (1), giving—

• , 110 sinh 2-
............................. (3)cosh ” + * 0 

£
A lower limit to the value of R Is obtained by neglecting 

the function of 0 occurring in (1) which in practice always 
has a modulus slightly less than unity, givinn:—

v E ¡R ...
Eub = -/V- ................. (4)

(b) The line is divided into n sections in each of which 
the induced voltage is approximately 170V.

(c) A lower limit to the value of R is obtained from (4), 
assuming En] = 430V.

’ I on E ! Rmin.
i.e., 430 = — /---  n\] z

An upper limit; to the value of R is obtained from (3).
. . nd sinh -L-—n■—1—

cosh - ——‘ 0

where, 0 = cosh_i (1 + z/2R?mn_.
(In evaauaaing (0, and therefore snhn0/2 and 

, n + 1 „ ,, , , , , . , . , . .cosh —2— 0, the value of Rmm determined in (c) is ¿1
used)
In practice, it is very often found that the mean of 
Rmm and Ram, is a very good approximation to the 
value of R.

(d) Using this approximate value of R for the determina
tion of 0, m = 1 is tried in equation (2) in order to 
determine' whether or not the ante-penultimate gas 
discharge tubes operate. If the value of V, the voltage 
across the ants-penultimate gas discharge tubes ob
tained from (2) is greater than 2510V it is assumed 
that these tubes will operate, and m = 2 is now tried 
to determine whether or not the third tubes from the 
end break down. The process is repeated until the 
number of operated sections, m, at each end has been 
obtained.

(e) Using the value of m found from (d) and the approxi
mate value of R, the value of Eub the maximum 
voltage to earth when the lines are unbroken, is 
determined from (1).

(f) Assuming that for smaH variations inR the calculated 
value of E"b varies as R1/2 (see (1)), a close1 value is 
now calculated from

(g) The above process (d)-(f) is now repeated until a 
value of R which makes Eub close to 430V is deter
mined.

When the appropriate value of R has been obtained it is 
necessary to make allowance for the voltage drop across the 
gas discharge tubes. As mentioned previously it is assumed 
that this voltage drop is 70 V R.M.S. and, therefore, the earth 
electrode resistance R should be reduced to allow for this 
tube drop. If RA is the value after allowing for the tube 
drop, then,

R-K1 -

AU electrodes on the system are then installed with about 
this value of resistance. Even when allowance is made for 
the effect of operated intermediate tubes, the resistance of 
the required earth connections when a fairly large number 
of circuits require protecting and the induced voltage is 
high, are often of such a value that they are expensive to 
obtain, or difficult: to provide, in high.-reslslivity ground. 
Typical examples of installations on overhead lines have 
been described previoussy.}.3

With installations for cable circuits it is posssble to conssid- 
erably simplify the procedure described above. It is 
almost always possible to obtain earth connections of a 
resistance lower than 2 ohms by making use of the lead 
sheath of the cable. Due to the comparatively smaH gauge 

s P.O.E.E.]., Regionaa Notes, Vol. 42, p. 177,

Summary of Procedure in a Practicaa Cuse.
The procedure in a practical case is as follows:—
(a) The parallel earth-return impedance of the tele

communication wires is obtained from the formula
quoted in Appendix 1, For open wir-es it is usually
sufficient to assume a value of 1 ohm per mile for the
reactive component of this impedance.
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of cable conductors, earth electrode resistances of this order 
are generally more than adequate, even for comparatively 
large cables and therefore the expense of providing special 
earth electrode systems is avoided.

Conclusion
During the past: few years little damage has been 

experienced on lines which are protected by gas discharge 
tubes although it is known that earth faults have taken 
place on the power lines concerned on a number of occasions. 
Any trouble has generally beee in the form of blown fuses 
which form part of the standard protective equipment at 
the ends of all overhead circuits.
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APPENDDX 1
The self-impedance of open-wire eam'h--eetmi circuits.

It can be shown that the self-impedance, Z, of a group of 
N similar conductors connected in parallel and with earth 
return is given with sufficient accuracy for practical require
ments by, 
_ r _ „ . , . ......................... 216Z = 1+1-59 x 10-3/+ j 4-66 > pj-s/iogo------16

" A—//
ohms per mile, 

where, 1 = efective resistance of one conductor in ohms
per mile, 

f = frequency in c/s, 
p = earth resisttvity in ohm-cms.
A , = [(toW D„‘ DH’ .... A? dd),»^ ....

Dma PM2Dws.. .DW.. -.DEN^N’

Dnm = x/(h„—mV + x2 = radial separation of con
ductors n and m, in it., 

hm hm = heights of conductors n and m, in ft., 
x = horizontal separation of coiniuctorr n and m, 

in ft., 
a = radius of each conductor, in ft., and 
k = a factor accounting for the internal flux of a 

single conductor (0'78 for a solid non-magnetic 
conductor).

The third term gives the inductive reactance of the system 
andis laborious to calculate for other than smaH values of N. 
The value, however, does not vary rapidly with variation in 
N and in practic! calculations for gas discharge tube instal
lations it is usually sufficient to assume avalue of 1 ohm per 
mile at 50 c/s for this inductive reactance.

APPENDIX 2
.DmvaiioB of Equations (1). and (2).

Since the centre point of the line in Fig. 5 is at earth 
potential the equivalent circuit; for half the line may be drawn 
asin Fig. 6.

------------------------e/2 ------------------------ -

For the current in the p,A mesh we have 
,, • . .. . -.........................  E ...
(1, ~ '(p-o) R + pz + (1, — L(+n) R — 7.................... (1)

which can be rewritten,
. _. /_ z \ . E ....
201 ) - 21p + + 10-1 =----pm --------(11)

The sohition of (ii) may be “written in the form
1, = 1/ + 75,”................................... (iii)

Where, i,' is the solution of the homogeneous equation
’1,+ 1 -2L/ (1 + Z2R) + h„-i/ - c................ (1v)

and ip" is any particular solution of (ii).
To solve (iv), since,

cosh (p + l)C + cosh (p — l) C ~ 2 cosh/0 cosh C 
and sinh (p + 1) C + sinh (p — 1) C = 2 sinh pc cosh. ( 

the functions cosh pC and sinh pC will satisfy (iv) provided 
cosh 9 =1 + z/2R (C, being a function of z, is thus a function 
of frequency).

The general solution of (iv) may thus be written, 
1/ = A cosspfi + B sinh p9 ...................(v)

where A and B are constants.
To obtain a value of 1/' we assume

1” - 1" = ip” = i(„_ 11", giving immediately 1" = E/nz. 
The complete solution of (i) is thus,

1, = A coshpfl + B sinhpfl + E/nz, 9 = cosh-1 (1 - 2/21?)
.......... (vi)

At the centre mesh of unoperated sections 
« — 2m _ 11 — 2rn „—2---zC + (1. - 11)R =—%-E ....................... (v11)

2a ¿til
From (vi),

Ii = A + E/nz,i1 = A cosh C + B sinh C + E/nz, so that 
(vii) becomes, •

. _ _ . . . n — 2m _ __ . . . .......A [R(l —lt5hl)^--- 2 z] — BR sinh C = C .... (viii)Xu
or, since 2 = 2R (cosh C — 1)B = A ( — 22 — 1 tanh C/2......................................(ix)
Also, since i„, + 1 = C

A cosh (m + 1) C + B sinh (m + 1) H + E/nz = 0.(x) 
Solving (ix) and (x) gives,

_ .2 1________ccoSh 92__________________

cosh ‘ m— 0 + (n — 2m) sinh § - sinh (m +19 
¿1 xi

(ii — 2m — 1E 
nz

sinh 0/2 ...
. 2m + l , , . . g “ , T7 ’ '*(xn

cosh---- 2 0 + (n — 2m) sinh 2 • sinh (m + 1) 0A Z
The increase in voltage per unoperated section (measured 

from the centre) is (E/n -— 1c) = — Az. Therefore the voltage 
to earth which appears at the lass: unoperatedtube at each end 
of the unoperated ^ecltions is given by,

(n — m—2"EV = ------------------- -— x
cosh 0/2 ,

2rn+ l O . - ..(xm)
cosh —s— 0 + (n — 2m) sinh g - sinh (m +1)0

2 ...

The maximum voltage to earth (that at the terminal tubes) 
S
E,b = imR

.............................. , . . <> .■ er= AR [cosh m 0 + (n —— 2m — 1) tanhHsinh mS] + 72

which reduces to,

........................................... . 0 , 2'0 T 1 ...sinh mi 0 + (n — 2m) sinh § - cosh---- 5---- B
_________________________Í________ 7_____  . . . (xiv)

-f- 1 0
cosh —-2---- 0 + (n — 2m) sinh 2r - sinh (m + l)0
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Fig. 6.—Equvvalent Circuit of Half of Exposed Telecom
munications Line.



An instrument for the Measurement and
Display of V.H.F. Network Characteristics J. 5. whyte, B.scEnn.>,A.M.i.Ext

U.D.C.621.317.755:621396.813.029.62
An instrument is described in this article, which has been developed for the measurement of the group-delay/frequency and gain/frequency 
characteristics of V.H.F. networks. the equipment presents the information in the form of a panoramic display on a cathoderay tube. 
A discrimination of 1 X 10“secs. is obtainable over a bandwidth of about 20 Mc/s centred on60 Mc/s, Gain/frequency characteristics 

can be displayed and measurements made with a discrimination of about 0-1 decibel.

. Introduction

A RECENT series of articles in the JoumaF has drawn 
attention to the rapid development in the United 
Kingdom of microwave radio links for broadband 
communication systems, and has indicated that such 

systems are shortly to be introduced into the national trunk 
telephone network. It will be evident that when this occurs 
those concerned with the maintenance of the systems will 
be faced with new problems involving measuring instru
ments and techniques which will at first be unfamiliar. It 
is the purpose of this article to describe a new instrument 
that has been developed for the measurement of group-delay 
distortion, which is one of the important circuit parameters 
in microwave systems. The instrument has already played 
an important part in the laboratory development of 
intermediate-frequency equipment.

The Meaning and Importance of Group-delay
The existing coaxial cable network employs frequency 

allocation multiplexing using amplitude modulation of C.W. 
carriers. As is well known, freedom from inter-channee cross
talk requires a high degree of linearity of the line amplifier 
input/output amplitude characteristics, and practical 
systems for large numbers of channels were only made 
possible with the advent of the negative feedback amplifier.

The microwave systems at present being designed will 
use the same baseband multiplexing arrangements as the 
coaxial cable systems so as to permit easy integration into 
the existing network, and the baseband signal obtained 
from the multiplexing equipment will be frequency- or 
phase-modulated on to an R.F. carrier signal. The choice 
of angular modulation* rather than amplitude modulation 
is dictated primarily by the difficulty of making microwave 
and LF. amplifiers having adequate linearity to transmit 
satisfactorily amplitude-modulated multi-channel signals. 
Freedom from int-r-thrnnd crosstalk with frequency 
modulation systems depends not on input/output amplitude 
linearity but largely on maintaining adequate linearity of 
the phaseefrequency characteristic of all networks in the 
sigma path.

If a network which is transmitting a frequency-modulated 
signal has a phase/frequency characteristic which includes a 
square-law component, second order distortion of the 
modulation will occur; similarly, a cubic-law component 
will give rise to third order distortion, and so on. For the 
purposes of design, and also of measurement, it is con
venient to consider the derivative of the phaseefrequency 
characteristic which is called the group-delay/frequency 
characteristic. On differentiation the linear, square and 
cubic-law components of the phase characteristic become 
uniform, linear and square-law components, respeettveey, 
of the group-delay characteristic. The uniform component 
causes no distortion, and the other components are often 

1 Executive Engineer, Radio Experimental and Development
Branch, E.-in-C.’s Office.

1 P.O.E.E. J., Vol. 47, p. 63.
* The term angular modulation includes not only frequency and

phase mediation but also modulation systems intermediate between
these two, such as may be produced by the use of pre-emphasis in the
modulator.

added together and called the "delay-dissortion” intro
duced by the network.

To obtain a physical idea of the effect of dclaay-cdíst.irr:iorl 
on an F.M. signal, consider the simple case of a tone modu
lated signal being transmitted through a network. If the 
phase characteristic of the latter is not linear with frequency, 
the output: signal will have a phase modulation on it which 
was not present on the input: signal. Since a frequency 
discriminator is also responsive to phase modulation, this 
resui’ts in a distortion output from the demodulator in 
addition to the wanted output due to the mod^ating tone.

The principaa function of the Measuring Sett No. 11B, 
which is to be described, is the measurement of delay- 
distortiori in LF. amplifiers, and it will do this with a 
discrimination of one millimicrosecond (l X D"9 secs,.).

Principle of Operation
Group-delay may be measured by examining the incre

ment of insertion phas<í-sSlift: occurring over a known 
frequency interval, as illustrated in Fig. 1. The frequency

FREQUENCY  -

Fig. 1.—Massurement of the Slope of a Phase/Frequency 
Characteristic.

intervrl wm may be fixed by using a modulated test signal 
and it is then only necessary to measure the phase difference 
/Jm between the original and received modulations.

The group-dday, 25, is given by:—-

t, -E...........................ClU)

and therefore, t==wm.............................................. (2)

This approximation makes the assumption that over the 
intcrval of frequency occupied by the modulated test 
signal, the group-delay is uniform.

If the carrier frequency m is now moved across the 
frequency band from wj to m (Fig. 1) the variations of 
slope of the /8, to curve resuR in proportional variations of j8„.. 
If the constant component of delay is to be ignored, these 
variations of f8„ give all. the necessary information and can 
be measured relative to an arbitrary reference phase, such 
as the value of )3m at midband.

Fig. 2 shows a simplified block schematic diagram of the 
apparatus. The modulator is frequency-modulated simul- 
taneoussy at 1 Mc/s with deviation about ±0-5 Mc/s and at
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REFERENCE CHANNELA

Fig. 2.—Simplified Block Schematic Diagram of Equipment.

50 c/s with deviation adjustable up to 310 Mc/s. This signal 
is then passed through the network under test and de
modulated. The l Mc/s component in the demodulator 
output is phase-modulated, the phase deviation being 
proportional to delay-distortion. The reference phase is 
obtained from a separate demodulator driven directly from 
the modulator; by this means the delay distortion intro - 
duced by the modulator and demodulator circuits can be 
canceled out. The phase comparator is of the quadrature 

type and its operation is explained 
by reference to Fig. 3. Both the 
signals applied to the phase compar
ator are passed through amplitude 
limiters which remove any ampli
tude modulation which may be 
present. When the two signals are 
added in the manner shown in the 
vector diagram, the resultant signal 
is amplitude-modulated and, pro
vided the phase deviation is smaU, 
the depth of modulation is pro
portional to [3m and hence to delay
distortion. The envelope 9f this 
signal is used, after detection, to 
give a vertical deflection to the 
beam of a cathode-ray tube. The 
phase shifter shown in the reference

channel on Fig. 2 enables the vectors to be set in the correct
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relationship. The horizontal deflection is made proportional 
to the scanning voltage amplitude and hence to the instan
taneous frequency of the modulator, so that the C.R.T. 
display represents a group-delay/frequency characteristic of 
the network under test.

Practical Arrangement of Apparatus
The diagram in Fig. 4 shows the practicaa arrangement 

of the Measuring Set No. 11B.
The two 60 Mc/s switches shown in the "Measuring 

ChanneF’ are electronically operated changeo-ver switches 
which are driven at 25 c/s in synchronism with the timebase. 
Alternate traces therefore include the delay distortion in 
the paths marked A and B, respectiveey. If the reference 
network shown in the A path is a short, careeully matched 
cable, the corresponding display will show the residual 
dday distortion in the apparatus and will approximate to 
a straight line. In the B position of the switch the charac
teristic of the network under test will be superimposed 
upon this base-ine. The setting of the l Mc/s variable 
phase shifter required to give the dessred quadrature 
relationship of the two signals in the phase comparator 
(see Fig. 3) will depend partly on the value of the constant 
component of group-delay (to) in the network under test. 
When the reference network in the A path is a short length 
of cable, its to is very small (in a typical case about 2 X 10-9 
secs.) and if the network under test has a large to (200 X 
D9 secs. might be encountered in a multi-stage amplifier) 
different settings of the 1 Mc/s phase shifter are required 
for the A and B positions of the H.F. switches. To enable 
this to be done a pair of 1 Mc/s changeover switches is 
introduced after the demodulator and these switch into 
circuit an additional variable phase shifter on the A path.

If either of the phase shifters is incorreccly set by 180° 
the rcsulting display will be inverted. To confirm that 
correct adjustment has been made a sense-check unit is 
incorporated. This unit, when operated, loosely couples a 
parallel tuned circuit to the signal path, which gives a 
downward dip in the delay characteristic at the resonant 
frequency, when the phase shifters are correctly sei:.

In order to obtain a delay calibration, use is made of the 
fact that 10 millimccroseconds delay introduced into the 
H.F. path produces 3-6° phase change at 1 Mc/s (from 
equation (2)). By switching in and out of circult this amount; 
of phase shift after the dcmodulatOT, synchronously with

Fig. 4.—Block Schematic Diagram of the Complete Measuring Set.
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the timebase, a double trace display is obtained in which the 
separation of the two traces corresponds to 10 millimicro
seconds. When the calibration unit is switched on, the 
H.F. switches are not operated.

To obtain a fr-equency calibration of the horizontaa trace 
a beat frequency technique is used. An output from the 
modulator goes to a mixer stage in which beats are produced 
between this signal and a crystal-controlled reference 
frequency signal. The latter may be ether 60 Mc/s or 
60 Mc/s plus 1 Mc/s sidebands extending j£ 10 Mc/s. From 
the low-pass filter following the mixer, pulses are obtained 
whenever the modulator frequency corresponds to one of 
the reference frequencies, and this pulse is used to brighten 
the cathode-ray tube trace. Owing to the delay experienced 
by the test signal between the modulator and the cathode
ray tube deflector plates (mainly in the l Mc/s amplifiers) 
it is necessaay to delay the frequency marker pulses by a 
similar interval before applying them to the cathode of the 
cathode-ray tube. This is done by a Phantastron circuit 
adapted to work as a delayed pulse generator having 
variable delay.

In addition to displaying delay distortion the equipment 
can readily be arranged to display the gain/frequency 
characteristics of the network under test. 'The amplitude 
of the signal applied to this network is independent of its 
instantaneous frequency. Any amplitude variations present 
on the signal at the output of the network under test are 
therefore due to variations in its gain with frequency. All 
that is necessary is to use the envelope of the output signal, 
after rectification, for vertical deflection of the cathode-ray 
tube beam as an alternative to the output from the phase 
comparator.

As a matter of practical convenience the crystal detector 
used for this purpose is preceded by a wideband amplifier 
having a uniform gain/frequency response. By switching 
the gain of this amplifier between two values separated by 
1 db., and driving this switch synchronously at half 
timebase speed, a double trace is obtained in which the 
separation of the traces corresponds to 1 db., so giving a 
calibration of the vertical scale.

Mechanical Arrangement and Typical Displays
The equipment is built as a self-contained unit in trolley 

form, and Fig. 5 shows the general appearance. A 6-in. 
flat-faced cathode-ray tube is used, and this is provided 
with a removable measuring graticule and a retractable 
viewing hood for excluding extraneous light. Two pairs of 
push-button attenuators on the front panee are' used 
respeetiveey to set the levd into the network under test, 
and the levee into the measuring set from the network 
under test. The controls on the right-hand side panel, of 
the instrument are associated with the H.F. switching 
circuits.

As examples of typical displays which may be obtained 
using the equipment, photographs of two displays are 
reproduced. Fig. 6 shows the delay distortion characteristic 
of a typical 60 Mc/s I.F. amplifier. The upper trace is that 
taken via the amplifier and the lower trace is that due to 
the measuring equipment alone. The bright spots on the 
trace are frequency-markers spaced at 1 Mc/s intervals, 
the centre spot being at 60 Mc/s. The separation between 
the two curves at 60 Mc/s corresponds to 5 X 10-9 secs. 
Fig. 7 shows the gain/frequency characteristic of the same 
I.F. amplifier measured over the same frequency range. 
Again the upper curve is the response including the amplifier 
under test, and the lower response is that due to the equip
ment alone. The separation between the two curves at 
60 Mc/s corresponds to 0-5 db.

The maximum bandwidth that can be displayed by the

Fig. 5.—Jeneral Appearance of Measuring Set No. 11B.

Fig. 6.—Delay Distortion Characteristic 0f Typical 60 Mc/s 
I.F. Amplifier.

Fig. 7.—Aaif/Frqueency Characteristic 0f Typical 60 Mc/s I.F. 
Amplifier.

instrument is about 20 Mc/s. The discrimination for delay 
distortion measurements is about 1 X to9 secs. and for 
gain/frequency characteristics about 0-1 db.

Conclusions
The equipment described has been extensvey used in 

laboratory devdopment work on LF. amplifiers which will 
form component parts of V.H.F. radio relay systems for the 
transmission of television or multi-channee telephony 
circuits. As these systems come increasingly into use in the 
Post Office network, measurements of dday distortion will 
become a familiar part of maintenance work.
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A Dial Pulse Generator a. w. n. garbuttt
U.D.C.621.373.431:621.395.636.1.001.4

The pulse generator describ«! in this article was designed primarily for the calibration of dial testers used in acceptance testing of dials, 
but in view of the faciHties whhh it offers, it has a wide range of other uses. The generator provides trains of from 1 to 11 pulses or a 

contmuous train of pulses, with a speed range of 8 to 14 p.p.s., and having any break pulse ratio* between 1 and 99 per cent.

Introduction
N acceptance testing of new or repaired equipment, 
deciiions to accept or reject: the product: depend on 
measi,irem-:irs made with the test gear emiiiloyel. Errors 

in this test gear may resullt in the pur-chase of large quantities
of unsatisfactory items, or in the rejection of large quantities 
of satisfactory items. It is, therefore, of great importance, 
both to the pur-chaser and to the manufacturer, that test 
gear used for acceptance-testing purposes should be 
accurate, and that its accuracy should be confirmed at 
suitable intervals.

One of the most important aspects of the acceptance 
testing of dials is the measurement of speed and ratio, and 
this is now carried out with electronic dial testers which are 
considerably more robust and more accurate than the 
mechanical testers which they superseded.

It is nevertheless evidently necessary that dial testers, 
whatever their type, should be checked periodically and if 
necessary readjusted. This demands a means of cahbration 
of high stabiiity and accuracy, which at the same time is 
simple and rapid in operation, of robust constiuction and 
easy to maintain under practical conditions of use. Develop
ment work on this problem has resulted in the production 
of a dial pulse generator which adequaaely fulfils these 
requirements and which has been adopted by the British 
Post Office for calibrating its dial acceptance-test gear,

IEi us- of Lnis d-vic- is not. how>-v-■, .onancd to dial 
acceptance testing. Since it provides a robust and accurately 
controlled source of pulses, whose speed and ratio can be 
adjusse-within close limits, it is likely to find use in a 
number of applications.

For the calibration of dial test sets, a train of 11 pulses 
is required. The first 10 pulses must be variable over the 
range 8 to 12 p.p.s. in steps of 0-5 p.p.s., and must be 
accurate within ¿0-1 p.p.s. for speed testing. The break 
pulse ratio must be adjustable in steps of 1 per cent:. 
between the limits 62 per cent. and 72 percent, with an 
accuracy of 0-2 per cent.

. A number of types of generator, both mechamcal and 
electronic, were considered and several were experimented 
with before a satisfactory design was evolved. The types 
of generator originally considered and tested were not-sclf- 
calibrating, and, therefore, required a means of measure
ment to close limits in addition to a -means of generation. 
Also, it was found that while mechanical generators could 
be made to give greater freedom from short-term variations, 
they suffered from contact bounce. It was, therefore, 
decided to direct effort towards the development of an 
electronic generator which would be of adequate stalbiiity, 
and which would be se-f-calibratmg.

Description of the Pulse Generator

Basic Principles.
The basis of the pulse generator is a reliable osciilator of 

a suitable frequency range, the output of which is fed to 
two counting stages which produce a marking pulse at the 
beginning of every 100 cycles fed in. The marking pulse 
represents the beginning of each break pulse. Each cycle, 
therefore, is equivalent to l per cent. of a pulse-spacmg 
fAisistant Engineer, Test and Inspection Branch, E.-In-C.’s 

Office.
* Pulse ratio is defined as the ratio, usually expressed as a percent

age, of the pulse duration to the pulse spacing.
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period. Arrangements are provided for the selection at one 
cycle (1 per cent:.) intervals of any cycle between 1 and 99 
to provide a second pulse to terminate the break period, 
the remaining cycles providing the make period.

Ccounting- is performed by three cold-cathode decatron 
counters. The first counts individual cycles and provides a 
driving pulse to the second counter at 10-cycle intervals. 
The second counter produces a pulse for every 100 cycles. 
A third decatron is used to counit the number of complete 
pulses and provides a stop pulse at the end of the complete 
pulse train.

Fig. 1 is a block schematic diagram sho-wing the functions 
of the various stages.

Fig. 1.—Block Schematic Diagram of Dial Pulse Generator.

OscHlator.
The oscUlator consists of a double-triode valve operating 

as a resistance-capacitance osscilator. A .12-pooition switch 
is us-d to change the frequency in steps of 50 c/s from 800 to 
1,300 c/s and then in a single step of 100 c/s to 1,400 c/s. 
This gives a range of pulsing speeds from 8 to 13 p.p.s. in 
steps of 0-5 p.p.s., and also a pulsing speed of 14 p.p.s. 
This range was selectedto cover the primary requirements 
of the generator and also other possible uses.

A thermistor ensures a reasonably constant output over 
th- frequency rang- and assssts in maintaining constant 
frequency should the supply voltage vary. More attention 
has, in fact, b-en paid to frequency stabiilty than to wave
form, which is not important in this application. A preset 
adjustment enables frequency drift to bc corrected when nec- 
esssay, this control being common to all frequencies. An 
external osdilator may, if required, bc connected via a jack 
pout to provide for pulsing speeds outside th- normaarang-.

The range of speeds over which the generator will work 
satisfactoriiy without modification has b-en found to bc 
0-5 to 18 p.p.s. (50 to 1,800 c/s).

Gate, Gate Trigger, Start Trigger and Stop Puls- Generator.
The Gate valve operates under the control of the Gate 

Trigger to prevent the osdilator output from reaching, or 
to allow it to reach, the counting stages. Th- operation of 
th- Stmt Key causes a puls- from the Stmt Trigger to



operate the Gate Trigger in a manner such that the Gate 
valve is biased normally and oscillations are allowed to 
pass to the counting stages. At the end of the selected pulse 
train, a pulse from the Stop Pulse Generator reoperates the 
Gate Trigger to bias the Gate negatively below cut-off.

Start and Reset Keys.
The circuit is so arranged that once the Start Key has 

been operated, it plays no further part in the functioning or 
timing of the circuit operation. which cannot then be 
changed except by the operation of the Reset Key. The 
Reset Key restores the Gate Trigger, the Output Gate 
Trigger and the Start Trigger to the ready position for the 
start of another train and under these conditions the 
Output Gate T'i*igger causes the Output Gate to provide a 
continuous make.

Pulse Shaper.
The shaping stage which precedes the counting stages is 

a single-stroke multi-vibrator, which gives asteep-sidedwave 
input; to the counting stages to ensure reliabiilty of timing 
in the operation of the units counter. This ensures the 
greatest possible accuracy of ratio.

Counting and Associated Stages (Fig. 2).
In order that the circuit operation may be more eassly 

followed, a brief description of the dekatron countei and 
its operation is given below. Two of the counters usee in 
this application are of the Ericsson GS1OB type, the other 
being a GS1ZC, the figures in the title indicating the numbee 
of cathodes. The GS1OB consists of a common disc-shaped 
anode surrounded by 30 pin-type electrodes. Every third 
pin is led out separately to a connection point as a cathode, 
making 10 in all. The two pins between each cathode are 
referred to as Guides 1 and 2. All Guide 1 pins are 
cormnoned internally and Guide 2 pins are similarly 
connected.

Iff the anode is connected to the positive side of a 400V 
supply through a current-limiting reeisi:ior, and each in - 
dividual cathode is connected to the negative side of the 
same supply through other resistors, a glow will surround 
one cathode. The guide electrodes are given a small posstive 
bias and a phase-changing network, conssssing of a rreistor 
and capacitor, is connected between Guides 1 and 2.

The application of a negative pulse of suitable shape and 
amplitude to the guide electrodes causes the glow to move 
from the cathode on which it 1 resting to the more negative 
adjacent guide pin. Owing to the phase-changing network, 
one guide will become negative in advance of the other. 
When, in a brief time, the negative potential on the first 
guide commrncre to drop, the second guide will beacquiring 
a negative potential and the glow will, therefore, transfer 
to this guide. 1n due course, the negative potential on the 
second guide will drop below a critical value, and since the 
glow cannot transfer back to the first guide due to the 

positive standing bias; it therefore transfers to the next 
cathode. 1n this manner, the glow irtnifrre from cathode to 
cathode at each applied negative pulse, finally arriving 
back at the starting cathode on the tenth pulse. 1t should 
be noted that the glow is not extinguished at each pulse, 
but is transferred. To this fact the dekatron owes its 
superior operating speed over other types of cold cathode 
valve. The glow may be made to pass directly to any 
cathode by the application of a 140V negative potential via 
a capadtor, and this facUlty is used for resetting to zero.

The resistor in irriri with each cathode is used to indicate 
the cathode on which the glow is resting at any particular 
instant by the potential drop across the resisSor. and also 
provides a source of driving pulses for succeeding dekatrons 
for every 10 input; pulses.

As stated previoussy, the first object of the dekatron 
counters and the tssociatrd stages is to provide a pulse at the 
beginning of each 100 cycles of the oscUlator to mark the 
start of the break pulse. This pulse is repeated at lOO-cycle 
intervals. To enable any ratio to be selected, it must be 
poesiblr to provide a second pulse at any cycle from 1 to 
99 in each 100 cycles. This facUlty is given by means of two 
ee-ector switches wired to the 10 cathodes of the two 
dekatrons V4.and V7.

The manner in which this pubs 1 ie-eeted 1 best under
stood if each group of 100 cydee ss considered to be divided 
into 10 sub-groups, 0-9, 10-19, 20-29, etc. Switch S2 allows 
any cycle from the first to the tenth of each sub-group to 
be selected, and pulse ee-ector V5, under the control of S3, 
allows the required sub-group to be selected.

V5 is a double diode and selects both "makd’ and 
“break” pulses. The "break” pulse occurs when the glow 
on both dekatrons is resting on the tenth cathode, i.e., at 
the beginning of each 100 cycles. At this instant, V5A 
paiers current brctusr of the potentitl drop across the 
cathode rriistor of V7, which allows the voltage pulse 
across the cathode resistor of V4 to pass. This pulse, being 
posstive, may only pass from cathode to anode of V5A when 
V5A is conducting in the opposite direction, and can, 
therefore, only occur once every 100 cycles. V5B will 
similarly pass a pulse in accordance with the settings of S2 
and S3 which will enable any cycle from 1 to 99 to be 
selected and used to determine the duration of the “break” 
period. The switches give direct reading in steps of 1 per 
cent;. and 10 per cent. ratio, which are correct at any pulse 
speed.

The design of the tssociated stages is governed by the 
following requirements. Firstly, in order to produce pulses 
at any setting between 0 and 9 per cent. of 82, and with S3 
set at any multiple of 10 per cent:., it is nrcrsíell:•y that the 
glow should remain on each cathode of V7 during the 
entire period required for the production of 10 pulses by 
the cathodes of V4 and must only move to another cathode 
during the period of transfer of the glow from cathode 0 to 
cathode 1 of V4.
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Secondly, it is necessary to achieve maximum operating 
speed. The timing of the counting operations may be 
summarised as followw:—

If Ti = the time that the glow rests on a cathode of 
V4,

and T2= the time required for the transfer of the glow 
from cathode to cathode of V7,

then Ti + T2 should be as short as possible while still 
giving reliable operation of the dekatrons. The maximum 
speed occurs when T1 + T = one cycle, but in practice it 
would be difficult to achieve this rate of working and the 
maximum speed of the arrangement used is 18 p.p.s. This 
allows a reasonable working tolerance.

The pulse input to V4 is shaped by V3 so as to have a 
steep-sided wave form, which gives satisfactory operation 
of V4 and has a positive to negative ratio such that the 
glow remains on a cathode of V4 for approximate^ one- 
third of a cycle at maximum speed. For the remainder of 
the cycle, the glow is on the guide electrodes or is in transit 
between two cathodes.

To ensure that the operation of V7 takes place during 
the transfer of the glow from cathodes 0 to 1 of V4, the 
driving pulse is derived from cathode 0 of V4 in the following 
manner.

V2B inverts and amplifies the positive pulse from cathode 
0 of V4, and feeds the resultant negative pulse to V6. V6 is 
normally biased to cut-off by the voltage drop across the 
cathode resistor, and the leading edge of the negative 
input pulse does not, therefore, produce any change in 
anode current. However, the trailing edge of the input: 
pulse produces a negative pulse at the anode of V6, which 
is fed to V7.

The input to V7 consists of a successson of short negaaive 
pulses, which ensure a short transit time between cathodes, 
the movement taking place after the production of the 
tenth pulse by V4, which cannot, therefore, be clipped.

“Break'" and ‘"Make” Pulses, Output Gate Trigger and 
Output Gate.

The pulse ou.tputfrom the twodiodes of V5consists of short 
pulses marking thestart andmd of the required break periods. 
These are fed to V8 and V9 respeetiveey, which in turn 
produce suitable pulses for the operation of the Output 
Gate Trigger (V10) (see Fig. 1). Apulse fromV8 causesVlO 
to bias the Output Gate (V11) below cut-off, and a following 
pulse from V9 re-operates V10 to alter the bias on V11 and 
allow anode current to flow. V11 thus avoids the use of 
mcclhuncal contacts. The chief drawback of this arrange
ment is the necesssty to provide an additional battery supply 
to overcome the D.C. resistance of the valve under "make” 
conditions. (The valve chosen (CV 1075) will safely pass up 
to 100 mA before grid current commences.)

Where necessary a high-speed relay may be used as a 
buffer, due allowance being made for the error introduced.

Pulse Counter, Coupling Stage and Stop Pulse Generator.
The outputs from V5 Via V8 and V9, V10 and V11 

give a continuous pulse train. The pulse counter, V13, 
enables a pre-determined pulse train to be selected. A 
train of 11 pulses ending in a "break” is needed for the 
caibration of dial test sets. To allow the use of the generator 
for other purposes, facilities have been provided for the 
production of a continuous train, and for the production 
of pulse trains from 1 to 10 pulses beginning and ending in 
a continuous "make.’ The driving pulse for the Pulse 
Counter is derived from V8 when it is d^ssred to end the 
train in a “’make,” and V9 when a "break” is required. The 
pulses are inverted by the Coupling Stage and fed to the 
counter. When the glow arrives at the selected cathode of 
the counter a pulse is fed to the Stop Pulse Generator, 
which in turn operates the Gate Trigger and Gate as pre
viously described.
Generator Tests and Performance.

The entire operation of the generator may be checked 
step by step with a double-beam oscilloscope. By comparing 
the oscibfo ouipui with the pnise output from anv 
cathode of V4, regularity of operation and the accuracy of 
pulse ratios of 1 to 10 per cent. may be assessed. By 
checking against the input to V11, ratios from 1 to 10 per 
cent. may be measured directly, and the rrIiabiiity of 
"make” and "break” pulses checked with the oscilltsctpr 
time base frequency one-tenth that of thr internal oscUlator 
of thr pulsr generator. Irregular operation of the dekatrons 
is obvious to visual inspection and is readiiy located.

The generator is not much affected by mains supply 
variations or hum level, and no specca! stabilising or smooth
ing is, therefore, nrcercary. Tests show errors of less than 
0-02 per cent. for ratio. The speed error is dependent only 
upon osdilator frequency stabiilty, which is adequate where 
a limit: of ¿0-1 p.p.s. is required. The osdilator was 
originally adjusted by means of the common pre-set adjust
ment to be within ¿0-04 per cent. at each pre-set speed, 
and there has been no appreciable drift.

Conclusion
The generator has proved remarkably successsuu for its 

intended purposes, and enables rapid checks of dial test 
sets to be made without difficuHty. It has further uses in 
connection with many types of pulsr-tprratrd equipment, 
and items such as Testers No. 43 (dial speed tester) may 
also be tested, provided an additional high-speed relay is 
wired in the output stage of the generator. Since it is 
pocsiblr by the use of an external osdilator to produce 
pulses of up to 2-sec. duration, the generator has also been 
used for the testing and calibration of Relay-lag Test Sets.

Where it is drsirrd to use an osdllosctpr to observe the 
operation of apparatus being tested with the generator, the 
internal oscUlator jack gives a read;/ means of synchronising 
the oscilloscope time base to allow the recording of recurrent 
rperii ■tdi.

Book Review
"Alternating Current Machines.” A. F. Puchstein, T. C. Lloyd 

and A. G. Conrad. Third Edition. Chapman & Hall, Ltd., 
London. 721 pp. 422 ill. 68s.

This book of 720 pages and over 400 illustrations provides 
(as would be expected from its size and price) a complete course 
on alternating current machines. The only major omission 
is the analysis of transient conditions. The treatment is 
largely' mathematical, but the student needs little more than 
a good knowledge of vectors. Transformers, alternators, 
induction motors (tingle and poly-phase), synchronous motors 
and converters, mercury arc rectifiers, single-phase commu - 
tator motors and repulsion motors are fully covered.

Genera Uy, the subjects are dealt with under the headings: 
construction, operating characteristics, calculation of charac
teristics from test data, and analysis of various related 
phenomena.

The reader here will regret that the many references include 
none to British publications. Wherever standard tests and 
speclficattons are mentioned these refer to those of the American 
Standards ASSltciation, and the occurrence of such words as 
"gotten" in a few places in the text are other reminders that 
this book was not intended primarily for British students. It 
is very well written, the explanations are lucid, and it is obvious 
that great care has gone into its production.

A. E. P.
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London Trunk Kingsway Exchange
U.D.C. 621.395.722:621.395.5

F. V.. PARTRIDGE, a.m.i.e.e.. 
and C. G. GRANT, a.m.i.e.e.T

The opening of London Trunk Kingsway exchange, in October 1954, as a trunk tandem unit, completed a further step towards the present 
objective of single-operator control on all inland trunk calls. The unit, designed on non-director principles and using the post Oflice 
standard motor uniselector, caters for a maximum of 5,000 trunk circuits and handles primarily “through traffic. The design and 

installation of this large umt presented a number of unusual features which are described in the text.

Introduction
HE mechanistion of the trunk service started in 
1939 with the introduction of two-voice-frequency 
dialling between zone centres. The initial scheme 

enabled operators at one zone centre to complete calls by
dialling to distant subscribers, provided they were within 
the central automatic area of the distant zone centre. 
While this scheme effected a saving of operators, there still 
remained a considerable number of calls that had to be 
handled by more than one operator.

The present objective is to obtain single-operator control 
on all trunk calls and with the opening of the Kingsway 
trunk non-director unit on the 30th October, 195-4, the 
mechaniSilton of the inland trunk service was advanced a 
stage further. This unit, designed as a trunk tandem, 
enables operators at all zone and directly connected group 
centres and at certain other London exchanges to dial 
direct to subscribers on zone or auto group centres directly 
connected to the Kingsway unit; dialling-out is also catered 
for. With the future opening of trunk tandems at other 
centres the dialling range of operators will be further 
increased and single-operator control will be obtained on a 
high percentage of trunk calls.

GENERAL. DESIGN
The Kingsway unit has been designed to cater for a 

maximum of 5,000 trunk circuits and, although this unit 
will be used primarily as a "through” or tandem unit, 
20 per cent. of its capaciity can be used for switching calls, 
referred to as terminal traffic, to and from the London 
group. Prior to the opening of Kingsway the London group 
covered an irregular area roughly 40 miles across, following 
the boundary of the London Telecommunications Region 
except for a bulge of over 10 miles on the north-west border 
into the Home Counties Region. At the open-hg of 
Kingsway the boundary of the London group was altered 
to reduce its size to that of the director area, which is 
122» miles radius. Thirteen new group centres were created 
to serve the remainder of the old London group. A few 
minor exchanges outside the director area have, however, 
been included in the London group because they are served 
by auto-manual boards within the director area.

The decisrh to permit Kingsway to handle some terminal 
traffic has hctestiiated the provision of capacity at Kirngs- 
way for serving an outgoing trunk junction network, of 
about 2,000 circuits, for distributing incoming trunk 
traffic to all minor exchanges in the new, reduced size, 
London group. Traffic originated within this group is 
catered for by the provision of capaccty on Kingsway for 
serving a further 2,000 junctions connected to the manuaa 
boards at which this originating trafiic is controlled.

It was decided that Kingsway should be the only trunk 
tandem or through-unit in London and, as this has a 
maximum capaccty of 5,000 trunk circuits, relief in the 
future will be given by diverting some through-traffic from 
Kingsway by progretsively reducing the size of the London 
zone. This will be achieved by the setting up of a zone 

TSenior Executive Engineers, London Telecommunications
Region.

1 "'The Post: Office Standard Motor Uniselector.” C. A. May,
P.Q.E.E.J.. Vol. 46, p. 79.

a “Signalling SystemAC No. 1(2V.F.).'' D. C. Smith.PD.E.E.J..
Vol. 44,pp. 66 and 118.

centre at Reading to be followed by others at Cambridge 
and Tunbridge Wells. Until Kingsway- has been relieved 
of some of its through-traffic, it will be necessary, to con -. 
tinue to use the Toll A hoh-director unit for switching some 
of the tandem traffic within the Toll area.

Trunk Kingsway is■designed as a non-director step-by- 
step unit having a mixed 2- and 3-digit numbering scheme 
and using the Posit Office standard motor umseleetor.1

Trunk circuits are switched on a two-wire basis and the 
following methods of tignallihg have been catered for:—

2 V.F. diaHing—Signalling System A.C.l.2 _
Generator tignallihg from seeector levees—Signalling

System AC.3.
Long Distance D.C. diO-ling—Signalling System D.C, 

No. I. ..........................
Single commutation D.C. dialling—Signalling System 

D.C. No. 2. .
Loop-disconnect dialling.
Dialling out to C.B. exchanges including bridge 

control auto-manual boards.
Dialling out to sleeve controo auto-manual boards.

SignaHirng systems other than loop-disconnect have line 
terminating relay sees and both intrmihg and outgoing 
types of relay sets have been designed to provide a seeector 
holding eai-th on the private wire.

Because of the forward hold feature provided by the 
maiority of the incoming circuits it is mot necessary to 
provide auto-to-auto relay sets on or between seeector 
levels sewing the outgoing lrrp-distrhnect junctions to 
exchanges in the director area, except to cover the com - 
parativdy few calls that both come in and go out: over loop
disconnect circuits. There are, however, two exceptions. 
Certain of the older London director exchanges having 
pre-3,Q00-type relays and served by junctions of over 
800 ohms resistance require an impulsing aid, and this is 
provided by trunking calls to these exchanges via an 
auto-to-auto relay set containing an impulse regeneeator. 
The other exception is that on short trunk circuits, worked 
on a lorp-discohhccit basis, a relay set is required on the 
outgoing seeector level to control access to a route placed in 
“delay.” By careful segregation of the traffic so that 
auto-to-auto relay sets are encountered only when required, 
their number has been kept low; as a consequence it was 
decided to have only one type, hamdy, the auto-to-auto 
relay see: With regenerator and delay busying relay. As 
the seeectors used are battery testing, a simple battery- 
tettihg circuit had to be provided on all outgoing circuits 
not having relay sets.

The trunking principles are shown in Fig. 1. Levels 
7, 8 and 9 carry terminal traffic to exchanges in the London 
group and the diagram shows how, by segregation, calls 
requiring an impulsing aid, or a holding condition, are 
routed via betwcen-level relay sets. It will be seen that 
segregation has been reduced" to a minimum by using a 
group of outgoing levels to serve C.B. exchanges, while 
another group serves the older exchanges having pre-3,QQQ- 
type relays and junctions over 800 ohms resistance.

Level “0” is used exclutively for speed services. The 
code 01 is for assistahcc and is routed to sleeve control 
positions in Faraday Building. In addition to the Faraday 
trunk boards, there are in London three trunk control 
centres (T.C.C.) which were see: up to relieve Faraday. In
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addition, further relief has been given by the introduction 
of local control of trunk traffic and at the present: time over 
40 per cent. of the trunk traffic originated in London is 
con-trolled at director exchange auto-manual boards.

When a trunk route is placed in delay all traffic from the 
London group for that route is set up and controlled at the 
T.C.C.s, including Faraday, and at a few of the larger 
director exchange auto-manual boards. The remainder of 
the auto-manual boards in the director area will, on dialling 
the code of the route in delay, receive the delay announce
ment and have to book the call at the T.C.C. selected to 
handle the delay traffic from that auto-mrnual board.

The three T.C.C.s are known as Bloomsbury, which is 
trunked from 02, City, trunked from 03, and North, which 
contains two trunk suites connected to levels 05 and 06. 
The delay booking level 04 appears on the Faraday manual 
board and is used by operators outside the London group.

The remaining routes obtained via the ”'0” level are 
allocated as follows:—

O7-Trunk Routiner relay setts, which are required to 
work in conjunction with trunk circuit routiners at 
distant trunk exchanges.
O8-Transmission Test Number equipment which enables 
testing officers at distant trunk exchanges to make 
transmission tests without the co-opeeation of staff at 
Kingsway.
09-Trunk Test Number circuit, used when testing 
incoming trunk circuits from distant exchanges.

00-Juncti0n Test Number circuits, used when testing 
incoming junction circuits from exchanges in the 
London group.

Level 1 is not used for normal traffic, but provides access 
to the trunk test racks and to the P.A.B.X, seeving the 
Kingsway installation. Levels 2-6 are used for access to 
zone and group centres, the larger routes being trunked 
from second selectors and the remainder from third 
selectors.

To allow operators handling delay traffic to obtain access 
to routes in deeay, while at the same time returning the 
appropriate delay announcement to other operators, it is 
necessary to keep the two types of traffic segregated 
throughout that part of the exchange seeving those levels 
with access to zone and group centres. The typical grading 
chart, Fig. 2, shows the resulting two gradings for T.C.C. 
and ncn-T.C.C. traffic. Both gradings are teed to the same 
outgoing relay sets but with different P-wire connections. 
When a route is placed in delay, the operation of the delay 
relay in all outgoing relay sets on that route still, permits 
access from the T.C.C. group of setectort, but causes the 
relay sets to test engaged to setectors in other groups. 
SiSectors not in the T.C.C. group are therefore caused to 
pass over all. normal outlets and search for a verbal delay 
relay set from which the appropriate announcement is 
returned. If all delay relay sets are engaged then busy tone 
is returned. Busy tone is applied when congeetion occurs 
between ranks of switches, but an announcement "nc lines 
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London’” is applied when selectors fail to find a free outgoing 
circuiit.

As described more fully elsewhere,3 the motor uniselector 
group selector can be arranged to provide an avaiiabiiity of 
either 20 or 40, but as each 40-avaiiabiiity group occupies 
in effect two levels, a number of possible dialling codes are 
lost. The trunking arrangements, Fig. 1, illustrate this by 
showing three 40-avaiiat>iili:y routes on levee 2, which makes 
codes 26, 28 and 20 unavailable. Operators dialling these 
codes receive N.U. tone.

In designing the exchange an avaiiabHlty of 40 has been 
provided only on outgoing trunk routes where a matnrial 
economic advantage is obtained and this occurs where the 
numb«- of circuits exceeds 22, or the sum of the outgoing 
plus bothway circuits exceeds 20. It has therefore been 
necessary to have a margin of spare levels not only to cater 
for additional routes, but so that as existing routes grow, 
they can be changed from 20- to 40-avaiiabiliiy. An 
availabiilty of 20 is used for switch-to-swtch gradings and 
for all outgoing junction routes.

Before the grading charts could be prepared it was 
necessary to know those trunk circuits required for sec
ondary uses, because such circuits are liable to be switched 
out of service at speccfied times, or when required to 
replace some specciff circuit that has become defective. 
Further, to minimise the effects of cable or transmission 
equipment breakdowns, the circuits on the London- 
Birmingham route, for example, have been distributed over 
five different cable routes and this procedure has been 
followed as far as practicable on all trunk routes.

On a route having full-availabiilty the efficiency of the 
circuits remaining, after some have been lost through 
switching or cable breakdown, is unaffected by the position 
of the circuits on the selector bank outlets. It was decided, 
however, to place circuits having secondary uses on late 
choice outlets as, carrying less traffic, they are not so likely 
to be engaged when required to be switched.

When a route is graded, efficiency is better maintained if 
switched circuits are placed on as early choice outlets as 
possiblr. In addition, the circuits in the various cable 
routes have to be distributed over the grading, so that 
under cable breakdown conditions the maximum efficiency 
is obtained from the remaining circuits.

The preparation of the grading charts for a unit: of this 
size was a job of considerable magnitude and the use of 
the motor uniselector group selector necesssiated a new 
form of grading chart to indicate that odd levels occupy 
outlet contacts 1-20 and even levels 21-40. In addition, it 
was necessary to show that verbal delay announcement 
relay sets for odd levels are connected to contacts 44, 45 
and 46 and for wen levels to contacts 41, 42 and 43. Also, 
where more than three verbal delay announcement relay 
sets were required on a 20-avarialbllty route, or more than 
six on a 40-avaliabiiity route, it was necessary to show the 
grading of these relay sets. In all, 509 gradings were 
prepared, which is about three times the number required 
for a large director exchange.

To keep the grading charts to the standard size it was 
necessary to use two charts for each 40-avaiialbiity route 
and a typical large grading is shown in Fig. 2. In addition, 
it was not possible on gradings prepared for outgoing trunk 
routes to show particulars of the outgoing circuits and relay 
sets. This difficulty was aggravated both by the size of the 
gradings and by the large number of racks and the conse
quent high rack numbers that had to be used. Separate 
schedules were therefore prepared, showing therelationships 
between selector outlet numbers, relay set numbers, 
enginn^eing numbers of circuits, alternative use of circuits 
and the designating letters, A, B, C, etc., used to show the 

3 "The Motor Uniselector Type Group Selector for Trunk
Switching.” A. J. Barnard, P.0.E.E.J,, Vol. 46, p. 108.
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distribution of circuits over alternatively routed cables.
Bothway working is not catered for on the trunk 

junctions and only to a small extent on trunk routes, where 
it is limited to a component of the total circuits on a route. 
Difficulties arise in designing a grading containing both 
unidirectional and bothway circuits and consequeetty a 
bothway component is provided only on feii-availabiiity 
routes.

The characteristics of trunk traffic are such that some 
routes have a morning peak load while others have an even
ing peak. Some economies in swiitch provision have 
therefore been obtained by a judicious mixing of routes 
over the various ranks of selectors.

It will be seen from the trunking diagram, Fig. 1, that 
the use of non-director step-by-step principles has resuuted 
in an esssetiany simple, though by no means smaH, 
switching unit, in which the amount of apparatus used for 
seeting up my one caU has been kept to a minimum. A 
disadvantage of such a design is that although spare levels 
have been left where growth is expected, some future 
rearrangements will be inevitable, particularly as routes 
requiring 40-avaiiability must occupy adjacent levels. 
Such changes will nncessiiatn alterations to the visible 
index files at all manual boards routing calls via the 
Kingsway uniit. Further, the segregation of seeectors to 
cater for delay working and impulse regeneration, or to 
provide a selector hold condition, makes the uniit less 
flexible and consequuntiy more likely to require the 
regrouping of selectors as traffic conditions change.

Exchange Equipment

The decision to use the Posit Office standard motor 
uniselector conditioned much of the exchange design work. 
It was arranged that this high-speed switch, together with 
the Post Office uniselector N0. 2, should be equipped 
throughout on standard 10 ft. 6 in, x 4 ft. 6in. racks, 
wired as graded group selector racks; a view of some of the 
rads is given in Fig, 3.

Fig. 3.—Group Selector Racks.

The plant listed in Table 1, together 'with 16 M.A.R.s, 
access racks and traffic recorders, comprise the main 
nqulpment.



TABLE 1
Quanfttes of Main Items of Plant

Racks
Switches/

Relay Sets
Motor uniselectors 312 13,751
Motor uniselector routiners

Relay sets
9

a.ci 128 2,918
A.C.3
Auto-to-auto with

5 179

regeneeator 25 640
D.C1 10 378
DC.2
Outgoing to C.B. with delay

18 663

switching 7 701
Bothway remote sleeve con ■

trol with delay switching 
Delay switching control

5 388

circuit V.D.A.
M.U. selector overflow and

3 500

spare level 2 224-
Miscellaneous relay sets

RMners
3 84

Relay set routiners 
Outgoing trunk and junction

9

ioHi iners 7
i’rames

Main distribution frame
Nc. 1

Main distribution frame 
No. 2

Intermediate distribution
frani-s

1

1

4

A11 routiners are assoccated with

78 verticals

28 verticals

266 verticals 
total

automatic fault
recorders,4 that for the trunk and junction routiners being 
located in the test room to facilitate the ready circulation 
of dockets. A docket tube system is used for the distribution 
of dockets from a central fault table to various points in 
the exchange.

The M.D.F. No. 1 on which audio cables are terminated 
is equipped with protectors in the normal way, but M.D.F. 
No. 2 is fitted with connection strips only, for the termin
ation of (a) cables from the repeater stations for circuits 
derived from the carrier and coaxial systems, and (b) tie 
circuits from the protected M.D.F., and for cables to the 
test rack terminations for both (a) and (b) (see Fig. 4).

The test racks form a suite of 21 racks for trunk testing 
and a suite of 6 racks for junction testing. For the immediate

4 “'The Fault Recorder or Docket Printing Machine.’” T. F. A. 
Urben P.O.E.E,J., Vol. 45, p. 115.
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busying of individua trunk circuits or carrier groups or 
systems, three test racks are fully equipped with 3,460 busy 
keys for individual trunks and 240 keys for coaxial groups 
and systems, which effect the operation through remote 
busying relays.

Each trunk test rack is to be equipped with Oscillators 
No. 32 giving ten test frequencies between 300-3,400 c/s, 
which can be switched to line through the test cord circuit. 
Pending provision of this facility, test frequencies of 800 c/s 
and 1,600 c/s are available. Provinccal test clerks may test 
the transmission efficiency of their trunk circuits to 
Kingsway by dialling “‘08’” to connect with a selector level 
relay set which transmits to the calling exchange a 1,600 c/s 
frequency. By dialling the appropriate code a distant test 
clerk can be routed to a Kingsway test clerk for further 
transmission tests. To allow the testing of an outgoing 
circuit through the assoccated relay see:, each trunk test rack 
has access to the trunk test and final test selectors, and can 
thus connect with the relay set on its exchange side.

Within the exchange section of the accommodation is 
located the Inland Transmission Room. Its primary 
function is to co-ordinate the engineering operations for 
the setting up and testing of new and rearranged circuits. 
This installation conssstsof a suite of 25 racks of equipment, 
18 racks in pairs providing 9 A.C.-D.C. test positions and 
the remainder serving for high-grade circuit testing, peak
programme metering, recording and miscellaneous uses. 
Tie cables have been provided between the Inland Trans- 
missson Room, M.D.F. N0. 1, R.D.F. No. 1 and the “music” 
distribution frame in the Repeater Station.

Service traffic within the exchange is switched by a 
200-multiple P.A.B.X. equipped with 2,000-type seeectors 
combined with one rack of motor uniselectors. Service calls 
from provincial centres are switched initially through the 
main Kingsway equipment as indicated in Fig. 1,

Rack lighting and space lighting throughout: is fluorescent; 
the loading is four 80-VV lamps for each apparatus gangway 
of five or six racks and two such lamps in the corresponding 
wiring gangway. The lighting arrangement at aDistribution 
Frame can be seen in Fig. 5.

Power Plant
The designed maximum output of 4,000 amperes to the 

50-voot exchange poweerdisttibution board required careful 
conssderation of the type of plant which would make 
the best use of the available accommodation. It was 
decided to employ dry-plate rectifier equipment and to 
develop control gear which would be entirely automatic in 
operation and which, together with two 5,000-A.H. 
batteries, would function as a divided battery float system. 
For the main floating system, four 1,000-amp rectifiers, 
each with its transformer and automatic regulator unit: were

planned (three initially and a fourth to 
follow with growth of the service), 
together with two 500-amp units. The 
latter may be switched out of the float 
system and used for charging purposes.

The rectifiers, served from three- 
phase feeds from the individual trans
formers, comprise identical tank units 
of 250-amp rating in groups of four, or 
two, which are erected in brick cubicles 
along the front of which the horizontaa 
D.C. float bars are run. Within each 
tank, banks of seeenium rectifiers are 
arranged on a frame supported in 
transformer oil, the temperature rise 
being controlled by cooling tubes 
passsng water at the rate of 15 gallons 
per minute. In the unlikely event of 
the tank oil temperature reaching
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Fig. 5.—Dittiubution Frame.

65°C, a thermostat control shuts down the recltifier plant, 
and at a higher temperature within the cubicle, fusible links 
will operate CO2 release apparatus to suppress flame; theoil 
may be jettisoned on to a shingle bed within the cubicle. 
To facilitate removal from a cubicle, and replacement, 
each tank is fitted with wheels which normallily rest; on 
runners fitted at a levd above the exchange floor to coincide 
with the loading level of the removal trolley—-see Fig. 6.

Fig. 6.—Rectifier Tank Units.

The mains supply of 415 volts, 3-phase, to each trans
former is regulated, within jh 88 volts variations of the 
mains supply, to obtain a steady output voltage of 55 volts 
DC. to the float busbar under varying load conditions. 
Reflation of output and operation of contactors is 
individual to each float rectifier and is effected by an 
induction regulator, the motor drive of which is controlled 
by a volt: age relay responding to the potential difference at 
the battery switching panel. Switching-in of a rectifier ■ 
occurs when the preceding control unit is current-loaded to 

more than 95 per cent. of its capacity; a sgnal is then given, 
operating the A.C. and the D.C. contactors and causing the 
additional rectifier to share the load. The last rectifier to be 
switched-in is volt age-con trolled and will remain in circuit, 
or be released, according to the potential difference at the 
battery-switching panel. The exchange filter is of unusual 
size, comprising three units which together weigh approxi- 
matdy 10 tons, and for which specca! transport from works 
was necrssary.

In Fig. 6 is seen the interior of a 1,000-amp cubicle (onny 
three of the four 250-amp tanks can be seenn: the trans
formers and regulators, which face their rectifier cubicles, 
can be seen in Fig. ’7.

Fig. 7.—Power Transformers and Regulators.

The busbar run from the rectifiers to the power-distribu
tion board (Fig. 8) is 195 ft. From the distribution board, 
through the mains and tcb^mattt systems, the total busbar 
length exceeds 1,400 ft., and aluminium bars, 20 tons in 
weight, varying in size from 2 ft. X % in. to 8 in. X % in. 
and up to seven bars per pole have been installed (see Fig. 8). 
Where multi-bars per pole are necestary1 positive and 
negative bars are interleaved and this has necrstttated 
protection against mechamcal damage, in the form of sheet
metal trunking, the covee of which is solid, while the sides 
and base are perforated.

Busbars from the batteries to the power-distrrbution 
board are of copper, seven 9 in. X | in. bars per pole. 
Here the total weight of metal is 18 tons, which at one 
point of concenttation reaches a loading of 1 ton per foot 
run. When erecting the busbars each joint was tested for 
conductivity as the work progressed, high-tensile ^trenglilh 
bolts being used to allow of sufficient compression to ensure, 
a sound junction. A11 bars are carried within slotted blocks 
of “FermaH'” insulant, mounted in brackets suspended from 
ceiiing fixings. Fig. 9■showt part of a busbar run during 
installation. The 3-phase 46-voH A.C. cable from trans
formers to the charge/float rectifiers needed careeul tri - 
angulation to avoid the heating of brackets, and correspond
ing power lostet.

The mains supply is available from two alternative 
feeders, but four 300-kVA diesel generator standby sets 
are now being provided to serve both the exchange and 
repeater station in the event of complete mains failure.

The extensive distribution is concentrated on the power
distribution board through the four circuit-breakers shown
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FIG. 8.---POWER-DISTRIBUTION BOARD.

Fig. 9.—Power Distribution Busbars and Cable Racking.

in Fig. 8 (two are rated at 1,200 amps, one at 1,600 amps, 
and one at 2,000 amps; a major fault will therefore isolate 
a limited section of the plant for test and examination, 
although such an incident would of course affect traffic 
throughout the system. .

Installation Plan
The planning of the installation operations commenced 

eaisljy in 1950, and the contractor's course of action was 
planned on the understanding that full accommodation with 
normal access would be complete on 1st July, 1952.

It was decided by the contractor, Siemens Bros. & Co., 
Ltd., to install all overhead ironwork, cable racks, etc., and 
to run all cables in advance of delivery of equipment racks. 
For ceding fixings it was decided to use screw sockets in the 
ceiling at predetermined points; and for wall fixings, angle 
iron at rack height: along each wall. Ceeling loading at 
various points needed careful study as loads up to 700 lb. 
were met.

Cable rack locations needed special attention to negotiate 

room junctions and bends where head room was acutely 
restricted, and throughout the exchange it was esseettal to 
ensure that, notwithstanding the size of cabling cess- 
section, access to all runways would be possible for future 
cleaning and maintenance attention. It was evident from 
the cabbing plan that cable runs from the trunk test racks 
to the incoming and outgoing relay sets would be of the 
order of 200 yards or more and would introduce the risk of 
croesSatk. It was therefore decided that such lengths should 
comprise switchboard cable of speciat manufacture-having 
a capacitance unbalance between adjacenit pairs of not: more 
than 70 pF in a factory length.

IN.SiAGArb.G
Installation of the exchange commenced on the appointed 

day, lst July, 1952, but contrary to planning, only a very 
limited portion of the accommodation could then be made 
available to the ctntrrctor. Access to site was also 
restricted, but the pre-cabbing as planned allowed of 
immediate progress being made' and maintained in a 
situation which could not admit of equipment deliveries. 
As the provision of accommodation progressed the con - 
tractor’s staff immediately extended their activities, hence 
there was no stoppage, or loss of time. Delivery of seeector 
racks fully equipped with motor uniselectors commenced 
in March, 19-53 and the full installation progressed without 
major difficulty thereafter.

Altogether three miles of racking were erected, carrying 
337 miles of switchboard cable, of which 108 miles were 
epeciatly manufactured for the long runs. All cabling 
converged on two M.D.F.s and four I.D.F.s and the con
centration was heavy at many points. Consideeation of 
this in the planning stages provided considerable relief 
by locating routiner access racks en suite with seeector 
racks rather than grouping them separaaeey.

Economy of cable and a further reduction of cable cross
sections was effected by the cabling arrangement depicted 
in Fig. 4, where selectors and some relay sets are seen to be 
cabled from frame to frame instead of across a frame in the 
more orthodox manner. Fig. 4 indicates only the main 
cabling scheme and omits much of the detail.

The exchange was opened to traffic at 9.0 a.m. on 30th 
October, 19.5-4, following a transfer operation which com - 
menced on the previous afternoon. To ensure smooth 
co-opeeation at all stages, including the preceding traffic 
trials, the requirements were previously discussed with the 
Engineering Department and the provincial Regionaa repre
sentatives at engineeeing and traffic conferences in London.

Final information for planning the necessaay trunk 
circuits and channels was not available until the end of 
July, 1953, and, as the work had to follow immediately 
that for London Trunk Faraday Stage 1 the issue of advices 
for more than 2,000 trunk circuits was compressed within 
the period of mid-Decemberr 1953, to the end of January, 
19154.

The transfer operations required switching operations at 
Kmgsway on 1,226 outgoing and bothway, and 876 incom
ing trunks, while 429 and 380, respeetiveey, needed to be 
switched at distant ends. The L.T.R. junctions, though 
considerable, presented no difficulty.

The success of this entire project from the initial planning 
in 1949 to the opening date was the resuR of full co
operation between all concerned in the Post Office and 
Siemens Bros. & Co., Ltd.
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A Ten-Kilowatt Low-Pass Fiiter
U.D.C. 621372.542.2:621.396.828:621396.61

E R. BROAD, b.a.. and
E. J. P. MAY, B.Eng.. A.M.I.E.E.f

The design and construction of a low-pass filter suitable for connection to the output of a 10-kW radio transmitter are described. The 
filter suppresses by about 60 db. all harmonics in the television frequency band 40-70 Mc/s. An explanation of the apparent misbehaviour 

of the filter in the field is also given.

Introduction

THE problems encountered in dealing with inter
ference with television reception have been many 
and varied. The sources of interference have ranged 
from powerful deccric locomotives to elegant hair-dryers 

and from household appliances to medicai apparatus. The 
methods adopted to solve these problems have, in general, 
been the provision of decoupling, or elementary filters, and 
screening. With the spread of television reception through
out the country, complaints of interference caused by 
short-wave (Band 7) radio transmitters have increased. 
The radiation of these transmitters on harmonic frequencies, 
while satisfying the needs of the communication band, 
interferes with television reception in the frequency band 
40-70 Mc/s. Once again the s)lutiot to the problem lies in 
screemng and filtering not only the power supplies to the 
transmitter but also the radio frequency output.

The filtration of the radio frequency output, unlike the 
filtration or decoupfing of power supplies, requires the use 
of an electricai network which must be designed with a high 
degree of precision and may be complex in structure. A 
description of the design and conssruction of such a network, 
in the form of a low-pass filter capable of handling powers 
of the order of 10 kW, is given in this article.

Experiences with this filter at radio stations have shown 
that its effectiveness may be nullified by radiation other 
than from the transmitting aerial, particularly where 
screemng of the transmitter is elementaay. This effect will 
also be discussed.

General Considerations

Most of the complaints of this type of interference come 
from television viewers in the immediate vicinity of the 
radio transmitting stations. The field strength and fre- 
quencyof thetelevision signals vary considerably from station 
to station. For the radio frequency filter to be useeuu at all 
the radio stations it must provide sufficient discrimination 
against the harmonic frequencies over the frequency band 
40-70 Mc/s to meet the case of lowest field strength. For 
this purpose a discrimination of the order of 60 db. is 
considered adequate.

The range of the fundamental frequencies of Post Office 
short-wave transmitters is from 4 to 28 Mc/s. If the filter 
is inserted between the transmitter and transmission line it 
is important that its input impedance should be approxi
mately equal to that of the line over this frequency range, 
otherwise the tuning of the transmitter may be serioussy 
affected. A filter designed to give a reflection coefficient of 
less than 0-1 (modulus) at its input: terminals when the 
output is correctly terminated is likely to be satisfactory.

Another aspect to be considered is the ditttpation of 
power in the elements of the filter. This must be kept: to a 
minimum to avoid overheating of the filter and consequent 
diminution of radiated power. A figure of 0’5 per cent. of the 
power transmitted is considered reasonable.

Reeiability must be a maaor ronsideration in the construc
tion of the filter. It is therefore imperative that any 
capacitors used in the filter should have a large factor of

1 The authors are, respectiveey. Senior Executive Engineer and 
Executive Engineer, Radio Experimentaa and Development Branch, 
E.-in-C.'s Office.

i “'Synthesis of Reactance 4-poles,’” S. Darlington, Beit Lab. 
Monogra-ph No. B1186.
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safety or be seef-healing in the event of voltage breakdown, 
so that the filter is not: put out of rommittion by cxrrsttvely 
high voltages which can occur on the transmission lines 
under certain circumstances. To meet this constderation 
and that of cost, for the close tolerance capacitance values 
required in a filter, the use of air-dielectric capacitors is 
indicated.

Theoretical Design
It is clear from the foregoing considerations that a low- 

pass filter is suitable. The exacting requirements for the 
reflection coefficient in the passband indicate that a 
“synthetic" basis of derign shouud be adopted.

It can be shown that for a four-terminal reactive network 
the insertion loss is simply related to the reflection co - 
efficient. From this relation it follows that for this filter the 
insertion loss in the passband must be less than 0044 db. 
Darlington’s method1 of network synthesis, using an image 
parameter reference filter, shows that for a low-pass filter 
of cut-off 29 Mc/s the requirements can be met with some 
margin by using three sections. In fact, the maximum 
insertion loss in the passband can be made as low as 
0-011 db., corresponding to a maximum reflection co - 
efficient of 0-05.

Fig. 1.—The Low--Pass Filter Circuiit.

Using m values of 0-7, 0-77 and 0-89, the calculated 
insertion loss behaviour of the filter network of Fig. 1 is as 
shown by the curve of Fig. 2. Calculation of the network

Fig. 2.—Iseertion Loss/Feequency Behaviour OF the Filter.



gives the values shown in Table 1 for 75, 90,150 and 300-ohm 
filters.

TABLE 1
Element Values

Element:
Filter Impedance Units

75 90 150 300 Ohms

L2 0-31 0’37 0-62 1-24
micro

henries
La 0-51 0’61 1-01 2-02

L. 0-49 0-59 0-98 1-95

C 24-2 21-4 12-8 6-42

Ci 49-7 41’4 24’8 12-4

C3 93-9 78-3 47’0 23-5 micro-

C4 24-2 20-2 12-1 6’06 micro-

C 105-2 87’7 52-6 26-3 farads

CS 12-8 10-7 6-41 3-21

CT 48-6 40-5 24-3 12-2

The circuits L2C2, L4C4 and L6C6 tune to frequencies of 
40-61, 45-45, and 63-60 Mc/s respectivvly.

For balanced transmission lines two filters of half the 
nominri line impedance are used, one in each line.

Construction
In this section specific details of the construction of the 

300-ohm filter will be given. The conssruction of filters of 
other impedances will be similar. A photograph of a 
sectional model of the 300-ohm filter is shown in Fig. 3.

It will be seen that the main parts of the filter consist of 
copper tubing of three sizes. One end of each of the inner 
tubes is closed with a plate having a c.ern.t’al hole. The filter 
is assembled on an axial rod consisting of alternate sections 
of threaded brass rod and insulators. These insulators 
serve to couple the sections of brass rod and to support the 

Fig. 3.—Sectional Model of 300-Oim Filter.

Fig. 4.—Mechanical Details of 300-Ohm Filter.

ends of the inductors. The brass rod sections between the 
insulators are each divided into two parts coupled by 
threaded brass bushes. By this means the filter can be 
separated into three parts for the purposes of adjustment. 
Further mechanical details are indicated in Fig. 4.

The inductors are made from % in. dia. copper tubing 
and details are given in Table 2 below.

TABLE 2
Details of Inductors

Element Inductance 
mH Turns

Internal 
Diameter 

of Coil (in.)

Length 
of Coü 

(in.)

L2 1’24 7} 1% 2i
L4 2-02 94 1% 21
L-. 1-95 9% 1% 2;

The order and method of assembly is given in the next 
section as it is allied with the process of adjustment.

It will be seen from Fig. 4 that every surface within the 
outer tube plays a part in the provision of the capacitances 
indicated in the circuit diagram of Fig. 1. In addition, the 
pairs of inner tubes or “cups” serve as screens around the 
inductors and prevent interaction between them. Clear
ances are sufficient to allow the filter to pass about 10 kW 
with an adequate margin against voltage breakdown.

ASSEMBLY AND ADJUSTMENT
The components are assembled in three similar groups, or 

sub-assemblies, each centred around an inductor. The two 
appropriate lengths of threaded brass rod, an insulator and 
the inductor are assembled together. On to the rods are 
placed the atsoctatrd “'cups' or inner tubes, as indicated 
in Fig. 3. These cups are screwed on until they are in the 
positions indicated in Fig. 4. A measurement of the 
inductance at low frequency is then made and any necessary 
adjustment carried out by slight expansion or compression 
of the coil.

The anti-resonant circuit: formed by the inductor and its 
associatrd cups is now adjusted to the correct frequency.

To do this it is necessary to enclose the sub- 
atsemblyin a short cylindrical case of the same 
diameter as the outer tube of the completed 
filter. Adjustment is made by screwing one of 
the cups towards or away from the other 
by a small amount. In the cylindrical case 
the sub-attembly forms a simple filter giving 
one peak of loss which occurs at the tune fre
quency of the anti-resonant circuit.

After adjustment of the three sub-assemblies 
in this manner, they are coupled together 
mechanically by the two brass bushes, pre
viously referred to, and placed in the outer 
tube, as shown in Fig. 4, with the spacers at 
either end. No further adjustment is necess
ary and the filter is complete.

Performance
The insertion loss, taken between resistive 

terminations, of a filter conssructed in the 
manner outlined above, was measured in the 
laboratory at a number of frequencies. The 
results obtained are shown by the dots on 
Fig. 2. It will be seen that there is reason
ably close agreement with the calculated 
curve.

The crosses on Fig. 2 represent the results 
obtained when measuring the apparent effec
tiveness of the filter at sites around a radio 
transmitting station. The four results at
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each of four frequencies are representative of those obtained 
at eight receiving sites for tests using the 2nd, 3rd, 4th and 
5th harmonics of a single fundamenta frequency. The 
apparent effectiveness of the filter bears no relation to the 
insertion loss measurements made in the laboratory.

Explanation of Apparent Loss of Efleectiw.ness on Site.
At first some of the results obtained with the filter at 

radio stations appear to indicate that it is of little efect in 
reducing the harmonic radiation. In a sense this is true 
but: it is not the filter which is being ineffective. If during 
the tests at radio stations the receiver used is affected by 
radiation, upon which the filter has no effect, at the har
monic frequencies, then it can be shown that the act of 
inseeting the filter can, in fact, result in an apparent 
increase in the field strength at the harmonic fr-equency 
under certain circumstances or, on the other hand, give a 
greater decrease than one would expect.

The field strength is measured by the voltage induced in 
the receiving dipole aerial. If the existence of some second 
radiator other than the transmitting aerial and unaffected 
by the insertion of the filter is assumed, the induced 
voltage is the resultrnt of two component voltages. The 
first, Vp is induced by the radiation from the transmitting 
rerial and the second, V2, is induced by the assumed 
second source of radiation. That this second source may, in 
fact, be a number of diferent radiators will not affect the 
argument which follows. In this case the voltage V, 
induced in the receiving aerial is itself to be regarded as the 
resuttant of all the separateey induced voltages which are 
unaffected by the insertion of the filter.

The two voltages V and V2 will, in general, differ in both 
magnitude and phase. Let V, be the resultant voltage 
before inseetion of the filter and V’, that afterwards, 
corresponding to the two component voltages V’1 and V2. 
Fig. 5 shows a rrprrsentarioIt of these voltages for three 
cases (a), (b) and (c) in which the filter discrimination has 
been taken as 12 db.

BEFORE»
Fig. 5.—Component and Resultant Voltages Induced m a 
Receiving Aerial Before and After Insertion of the Filter 

in the Transmitter Output.

For case (a) the two component volt:ages V and V2 have 
been taken as of equal magnitude but differing in phase by 
about 12(0°. It is shown that the resuftant voltages V, and 
V', are equal in magnitude and the filter has apparency no 
effect. For case (b) the phase difference between V1 and 
V2 has been increased to 150-160°. The voltage V’, is now 
greater than Vr in magnitude and the filter appears to give 
again instead of a loss. Case (c) has been chosen to show 
that the filter can appear more effective than it reaiy is. 
The magnitude of V2 has been made equal to that of V\ 
and then V’, is less than one-quarter of V,.

These special cases have been chosen to show how the
relative magnitudes and phase of the component voltages
Vi from transmitting aerial and V2 from other sources can

combine to give quite erroneous results for the effectiveness 
of the filter as measured around a radio station. In fact, it 
explains how such results can and do varyfrom receiving 
site to receeving site. In Fig. 6 is given a plot of the area,

shown hatched, within which the measured filter effeccrive- 
ness may lie for a filter discrimination of 60 db.'and for 
various relative magnitudes of the voltages Vi and V2.

It is clear from Fig, 6 that the measurements of filter 
effectiveness at sites around a radio station can only give 
with certainty a value correct to within 1 db. if the second 
component voltage, V2, is less than one ten-thousandth of 
Vp the first component voltage, i.e., that which is affected 
by the insertion of the filter. When the ratio V2/V1 lies 
between one-half and one two-hundredth, the measurement 
gives no real indication of the effectiveness of the filter, but 
rather a measure of the ratio of the two component voltages. 
For ratios greater than one-half, the measurements are, in 
general, meaningless. Insertion of the filter may give gains 
or smah losses or appear to have no efe^c: whatsoever.

Conclusion
The facts stated in the section on performance and the 

explanation that followed indicate that the filter is effective 
in reducing the radiation at harmonic frequencies over the 
band 40-70 Mc/s, from the transmitting rcir'a.. The apparent 
inefectiveness of the filter has been shown to be due to the 
existence of other sources of harmonic radiation.

To prevent interference with television reception at sites 
close to aradio transmitting station, in addition to installing 
a filter of the type described, attention must be given to 
the tcrrenmg or suppression of these other sources.
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A Negative Impedance Converter for use 
as a Two-Terminal Amplifier J. R. TILLMAN. d.Sc. a.rc.s.T

U.D.C. 621.3.011.21: 621.375.232:621.372.5
Negative impedance, though no new concept, can now be realised in practice With accuracy, long-term stability and flexibility, by means 

of suitable negative impedance converters. The basis of one design and its performance are described.

Introduction
EGATIVE impedance, the coInbination of negative 
retistnnce with positive or negative reactance, is nn 
new ideain telecommunications. Negative resistance, 

indeed, has long been the key to many oscillators, neutralis
ing the losses in the two-terminal resonant circuit. In some
active components or circuits, negative resistance (dV/dl) 
reveals itself by direct measurements of volt: age (V) and 
current (I), e.g. in the dynatron, but more often only by 
A.C. measurements, when a reactance may also be detected. 
Although many designs of negative resistance have been 
considered good practice for oscUlators, where considerable 
and pos.si’biy varying amounts of over-compensation for 
losses can often be tolerated, their general use in networks 
has never been undertaken, despite the advantages indi
cated by theory. The reason for the reluctance on the part 
of the circuit designer is, or at least was, simple. The early 
negative resistances were too dependent on properties of’the 
active elements, which were ether not controlled during 
manufacture or changed with life, and which could not be 
stabilised in a simple way.

However much progress was made in the 1940's, as a 
result of which one or two designs offer a negative resistance 
whose constancy derives from using the conventional 
properties of thermionic valves stabilised by negative 
feedback.1.2

Following these improvements and other work, the idea 
of highly stabilised** negative impedances has arisen.3-4 
The negative impedance is no longer an intrinsic property 
of the active device used (as, for instance, is the negative 
resistance exhibited by a transitron or an arc discharge), 
but derives from the combination of a passive network 
having an impedance Zo and a negative impedance con - 
verter—an active circuit having an impedance ratio (—k) 
which is negative, at least over some useful range of 
frequency and signal levd (see Fig. 1). In this way a new

impedance 
Conversion 
Ratio >k

Fig. 1.—Combination of a Negative Impedance Converter 
(abcd) and a Passive Impedance (20) to give Negative 

IMPEDANCE.

component has become available which has constancy and, 
of equal importance, flexibility, in that both Zo and k are, 
within limits, separately under the conitrol of the circuit 
designer.

The purpose of this article is limited to dessribing one 
design of negative impedance converter which has proved 
well able to meet the requirements set in one, commonly 
met, transmission application. Before the dessgn is des
cribed, however, explanations must be given of the division

1 Senior Principal Scientific Officer, Post Office Research Station. 
* In writing of negative impedances it becomes very difficult to

resist using the word, stable (and occasionatly its derivatives), in
different contexts, to mean two different things: firstly, constant in
the face of ageing of the components and changing of the supply
voltages, etc., and secondly, non-oscHlatory. When no doubt can
exist as to its meaning, stable is used; but when doubts could arise,
another word(s) has been substituted.

1 For references see end of article.

of negative impedances, as electrical quantities, into two 
types and of tinir possilfle uses as two-terminal amplifiers, 
ne. their abflity to amplify signal m both directions when 
inserted into two-wire circuits.

N^ative impcdantcs are eflher short-circuit-stable or 
open-cirtuit-stable, a most important division which can, 
as Bode5 Ins shown, tie considered fundamennally in terms 
of poles and zeros in tin comptex frequency ptane. For the 
present purpose, however, it can be described more suitably 
in toms of ^ady-state behaviour. Thus a ^-hoi’t-crciuit- 
stable negative impedance Z" can be terminated by a 
network of mipedance Z”, wflhout oscfllation resuming, 
provided the locus of Zm/Z. does not include the point 
(— 1, O; an open-arcuitistoMe unit requtos that the l°cus 
of Z,,/Z„, shsaH not include (—1, 0).

The ch°ne of which type to use m a particular application 
can usuat|y be made without dfficuuty. Thus in d^sgning 
an oscUlator using a negative resistance as the toto 
etement, a short-circuitistaMe unit: is required for use with 
a paralie resonant circuit and an open-cirtuit-stable unit 
with a series-resonant circuit. Of more relevance to this 
article is tin thoitc for use as a too-terminal amplifi«- 
whteh is to torease tin power dehvered mto a load of 
top^nra Z0l from a generator; also (since generatlsation 
serves no purpose here) of impedance 201. Two connections 
are possibte (see Fig. 2(a) and (b); a negative impcdtntc

Fig. 2.—Connection cf a Negative Impedance between a 
Generator cf Internal Impedance Z„i and a Load.

—-^i can be connected m series with the generator and 
load, or one of -Z2 in shunt. The voittgc gains achnved 
are

2ZoIl(2Zo1 - Zu) for Fig. 2(a)
and (2/ZoI/f^- - for Fig. 2(1).

X 2'1 Zi2Z
Let = c Z'1, or~2z- = c' -—

so thtt the vo|ttgc gain resulting from the insertion of the 
negative impedance is 2/(2 — c'). If o' = c where c is real 
and positive, the relationship between voltage gain in db

Fig. 3.—Gain Resulting from the Insertion cf Negative 
Impedance between a Generator and Load.
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and c is given by the continuous curve of Fig. 3. When c 
is less than 2 no phase shift is introduced, but when c is 
greater than 2 there is a phase shift of tt. In practice the 
ratio c' can be complex; gain can still result as the two broken 
curves, for which c' = c(l + 0-2j) and c’ = c(l + 0-5'), 
show, c still being real. Gain is now accompanied by other 
values of phase shift. The generalisation to include complex 
values of c’ is not now considered much further however. 
There are two values of c, one less than 2 and the other 
greater than 2, which will provide a given value of gain, and 
the user must choose between them. There are two good 
reasons for choosing that with c less than 2. Firstlty, as the 
full curves of Fig. 4 show, the return loss presented to the

Fig. 4.—Return Loss Resulting from the Insertion of 
Negative Impedance between a Generator and Load.

generator at P (see Fig. 2) is greater, for a given gain, at 
the appropriate value of c less than 2 than at that greater 
than 2. (Once again two broken curves are included, by 
way of illustration, one for each of two complex values of 
c’.) Secondly, because the voltage gain, G, is 2/(2 — cc, it 
follows that the magnitude of (dG/G)/(dn/c) is 6c/2, i.e. the 
fractional change in G for a given fractional change in c is, 
for a given gain, proportional to c and is therefore less for 
c<2 thanffrc>>.

If c’ = c is less than 2 and the oonfiguranion of Fig. 2(a) 
is used, —(= —czoon) is to be closed with 2Zci because 
(1—otl—ss) >n Instability and oscillation resuut unless —Zn 
is open-circuit-stab1e. On the other hand, in Fig. 2(1), 
—Z2 = —0sL|c is to be closed with —d/2; freedom from 
oscillatinn now demands that —12 be short-circuit- stable. 
When a two-terminal amplifier is used as in Fig. 2(a) it is 
said to be series-connected; when used as in Fig, 2(b) 
it is shunt-connected.

The ammlificaiinn provided by the connection of either 
— —n sr —12 as in Fig. 2(a) or (b) respeettvely, is clearly 
unchanged when the generator is shifted to the right-hand 
terminating impedance 2M; and thus the two-terminal 
amplifier provides, simultaneously, equal gan in each 
direction, a statement which remains true even when the 
two impedances, shown each equal to i^, me made 
unequal.

With the advent of negative impedance converters such 
. as that now described, the existence of two types of negative 
impedance no longer presents the designer with two 
separate problems. For if the negative impedance ——Zo 
presented at the terminals AB of a converter (see Fig. 1), 
when —c closes the terminals C and D, is npen-circult--stable, 
that, -—0/k, produced at CD when —c closes A and B is 
short-circuit-stable and conversCy. One type of negative 
impedance is the dual of the other .

The Basic Idea
If an impedance —0 is connected between the output and 

input: of an amplifier of voltage gain m, zero' output 
impedance (—w = 0) and infinite input impedance 
(Zin = co) as in Fig. 5(a), the impedance presented at the 
terminals AB is —Z0/(m — 1). For suppose a sman 
voltage n to be impressed across AB. The amplifier pro - 
duces a voltage mv at its output terminals and a current 
1—=—- v must flow through —c and out at A (the amplifier 

mi '' ' 

input consuming no current: as defined). Hence the com - 
version ratio is —k—-------- r ; a little tonsidel■ation Wil - m — 1
show that the unit is stable when its two terminals AB are 
short-circuited, and unstable when npcn-circuitcd.

If however —c is connected as shown in Fig. 5(1), the 
impedance presented at the terminals AC is —Zc(m — 1); 
for if a small current i is fed in at A and out at C it must 
generate a voltage —cl at A with respect to B which 
becomes amplified to m—0 at C. Hence a voltage 
(m — 1)—nl.nppcnrs at C with respect to A. The impedance 
conversion ratio is — (m — 1) and the unit is stable when 
its two terminals AC are open-circuited and unstable 
when short-circuited.

The unit within the broken lines of Fig. 5(a) or (b) is a 
negative impedance tonvertcr;SittIc importance attaches 
to the fact that one terminal, A, is common to the two 
pairs AB and AC.

Because —c is a passive network, the changes in 
-—Z^m — 1) or in — (m — 1)—c With ageing, etc.. arise 
mainly from changee m (m — 1, but can, as will be shown, 
be minimised by suitable dcslglf.

In order to utilise the basic idea in the generation of a 
specified negative impedance, —n, three components are in 
general nccessany: firstly a suitable pnsltive impedance, 
secondly an amplifier with the properties -given above and 
thirdly, usually, a toupling transformer (e.g. to convert the 
impedance produced to one which 1 balanced with respect 
to earth). The first requirement is- so dependent on the 
relationship between ncgaiive impedance and frequency 
required that it must be dealt with in respect of each 
neplitntinn sepananely; the third 1 suifficienf:l.;y conventional 
to require no detailed tonsideration here. The second 
rcquiremecfi1 well met by a feedback amplifier as described 
in the next section.

Circuit Configuration of a Negative Impedance
CONVZR'UR

Fig. 6 shows the essence of a tiroult which offers a very 
close approximation to the idea amplifier required. The 
components required to cnsureicnrlett biases, decoupling of 
the H.T. supppy, etc,. are omitted from it in order to 
concentrate attention on the more important components. 
The voltage negative feedback, applied via Rn to Rr 
ensures that the gam ceases to be much dependent on the 
properties of V1 and V2, that the input impedance remains 
very high indeed and that the output impedance is low

Fig. 6.—Basis of the Amplifier Circuit.
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(though not indistinguishable from zero). A sufficient 
analysis of the circuit can be obtained from the five 
equations:

1i = g1(»1 - v2)
, ?2 - kigiRi(Vi “ 2)2

RaOa “ ti) = ”0
(“”0 — ”2) = ‘lWRk_

7 a = (1'4 + 1JRk 
where all currents (i) and voltages (v) are alternating, gi is 
the rate of yhMgenf cathode current of V1 with change of 
grid-cathode voltage, and klg and g2 are the mutual 
conductances of V1 and V2 respectively. They yield+ Gfl_ W % (n + 1)4 RkAZ1 = mz(» + 1) ]

,n + 1 + iff 
A (1)

where 1 = gR and A = k1g1R1gaR2 (the gain without 
feedback). For the moment, Cn is assumed to present 
negligible impedance at all relevant frequencies.

Advantages result from operating V1'at a very low 
cathode current, Ii^, provided the bandwidth required of 
the converter is only a few tens of kc/s; firstly, although g1 
is thereby reduced, gj/I^ increases so that, for a given H.T. 
voltage, H1g1R1 and hence A can be increased. Seeondly, 
Rk can be increasse—without: glRK becoming unduly large 
—ensuring little consumption of power in the feedback 
impedance, iRk + Re. 'Equation (1) then reduces, 
sufficientiy accuratdy, to

m a (n + lTl - W+1+ .................... (2)
’ I

The dependence of m on the valve parameters is contained 
only in the second, smaller, term of equation (2); thus

^LAL + lUgg 8g2~l up 8g2
m a L gr+gJ+A 2 ..............

If n = 1 (a good choice for many purposes) and giRK 42= 8, 
a practical possibblity,

@=2Ldg + 12 
m A gd -i u

A can easily be made 200 or more (1,000 is possible if two 
smaH H.F. pentodes are used as V1 and V2) so that m is 
almost independent of g1 and only sFghtly dependent on g2. 
m becomes a complex quarinity outside some band of 
frequeeny—at low frequencies when 1/wCx becomes sijginfi- 
cant compared With hRk, and at high frequencies when 
either the reactance across RR, due for instance to the 
ysthnd1/hcatcr capacitance of V1, ceases to be many times 
Rk or the phaseshift inA becomeslarge. Reaytanccayrnss Rk 
can be compensated for by proportionate reactance across 
iRk. The imaginary part of m is very smaH in the units 
designed over the frequency range 50-20,000 c/s, which 
includes all the working range of the two-terminal amplifiers 
in which it is to be usd, but even so, the designer must 
take note of m outside this range, because, through its 
control of Z„, it affects the margin against oscillation at 
any frequency in any apphcation.

The output impedance Z^t of the feedback amplifier is 
easHy shown to be approximately (n + 1 + ?fl)R2/4; in 
units designed so far it is 100-30(09, Which is small compared 
with the values of Z0 best suited to the units, 5-101k9. 
deadly Z« forms part of Z0 when Fig. 5(a) applies, so 
that by designing the passive network to have an 
impedance Zo — Z^, the unit will behave as if Zm were 
zero and 20 had in fact been connected between A and C. 
When Fig. 5(b) applies, the passive network connected 
between A and B must be increased by Zmu/m — 1) for 
the same purpose. But Z^ changes as A changes, so that 
if initially,

Zo^O (Fig. 5(a))

z -Z, Z0(m - 1)
or ^u< = — 7------ (Ftg-5(5),

a fall in A to A/Z results in an increase in Z„„„ as much as 
twofold if a fall in gz only is responsible; Z„ will then 
change by about: i/qth. (Because Zo can be complex and 
Zm is nominally resîstive, the change in Z,, deduced is 
approximate only.)

A Practical Design and its Performance

One practicaa design has been engineered in some detaH. 
The circuit is based on Fig. 6, but; a double triode replaces 
the two smaH pentodes originally used, with some saving of 
space and components, but some loss in A and hence of 
constancy of performance. 4 remains high however. 
]Because the negative impedance required for the first 
application had a modulus of about 100052 a coupling 
transformer of conventional design, with turns ratio of 
2-5 : 1, has been added (see Fig. 7). Its presence does,

1:2'4

(a) (b)

Fie. 7.—.4Dt>moN of Coupling Transformers to Two Negative 
Impedances.

however, introduce new features in the performance of the 
unit. Thus, if the uniit is being used as in Fig, 2(a), i.e. is 
composed as Fig, 7(1), the shunt inductance of the 
transformer may cause nsciHation at some very low 
frequency, where phase shift through the amplifier can 
become large before m falls below unity, unless Zn is 
shunted by an inductance equal to or less than 1/(m — 1)th 
that presented by the transformer to terminals AC with the 
winding remote from AC npcn-circuiicd. If the unit is 
being used as in Fig. 2(1), i.e. is composed as in Fig, 7(a), 
leakage inductance may cause oscilllstinn at some high 
frequency, where once again phase shii'-t through the 
amplifier can become large before m falls below unity, 
unless an inductance Ts- inserted in series With 20, of 
magnitude at least (m — 1) times that presented by the 
transformer to terminals AB with the winding remote from 
AB shoot-circuited. Neither correction yomphyatcs the 
dcsign seriously or calls for components of very low loss or 
to close tolerances, unless much . larger gains are to be 
demanded in one of the uses shown in Fig. 2 than have 
so far been suggested. More exact and complete correction 
can be obtained by the use of a second transformer, 
coupling Z0 to the unit, as for instance in Fig. 8(c); the 
requirements of the second transformer compared with 
those of the first, and any changes in Zo, are straightforward.

When the signal level at a negative impedance is made 
to exceed some limit, non-linear distortion becomes 
intolerable. In the unit described the negative feedback 
ensures that, below the overload point, harmonic produc
tion is very slight; the overload point can be calculated 
sufficienety accurately from a knowledge of the permissible 
excursion of the anode of V2, of the turns ratio of any 
transformers fitted and of Z0 and m.

The uniit need have no controls other than one of 11, Via 
the ratio Rx/Rk- Control of RR is preferred because one 
end of it is at earth potential. Detailed yonsideratioe has 
yet to be given to maintenance of the unit, but no difficulties 
are foreseen; some measurement of the space currents of
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and that from changes of supply voltages can also be 
calculated from an estimate of their influence on the 
properties of the valves; the latter variation is normally so 
small as to be negligible in applications to line transmission 
and the former small enough to allow considerable deteriora
tion of the valves before their replacement is necessary.

Further Discussion
Although the constancy of performance of networks 

containing active devices was once regarded as being an 
order or two poorer than that of networks lacking active 
devices,.the generallsation has lost much of its force with 
the widespread use of negative feedback. Accordingly 
the constancy of performance of the negative impedance 
converter described departs so little from perfection as to 
be a matter of secondary concern when uses in line trans
mission are considered—a statement applying with about: 
equal force to one or twe other designs recennty described. 
Indeed, the factors which limit the useful performance of 
the negative impedance converter as a two-terminal 
amplifier (providing gain in both directions when suitably 
inserted into a two-wire circuit as in Fig. 9) are now

Fig. 8.—Xaamples of Ty-pes of Negative Impedance (Zn: 
(<1) Short-circuit-stable Type with no Transformer Included. 
(b) Open-circuit-stable Type with Transformer Coupling. 
(c) Short-circuit-stable Type with Two-transforaier Coupling,

V1 and V2 will probably suffice for a test of valve ageing. 
That of V2 can convemently be made with a robust meter 
via the voltage across its cathode-bias ressstor (not shown 
in Fig. 6), but that of V1 demands a more sensitive meter 
or a change of operating conditions during the test. Rv and 
Rk are the only important components whose performance 
is not stabilised by the negative feedback; they should 
therefore be of good quality.

Performance.
The performance of the unit: can be expressed in severa! 

ways, e.g. by plots of m against frequency and supply 
voltages, which are of' value to the usee-. The general 
reader will perhaps be more interested in the specific 
examples of Z„ presented in Fig. 8 which were obtained 
when several simple networks were used in turn as Zo. 
(Admittance, G + jB, or impedance, R -- jX, is used as 
appropriate.) In Fig. 8(a), where no transformer couplings 
are used, Z,, is very closely —Z0/(m0—1), where m is the 
gain at frequencies where the reactive elements are negligible. 
In Fig. 8(b), where the coupling transformer and compensat
ing inductance are introduced, rather more divergence is 
apparent: (the impedance conversion of the transformer 
being allowed for) in the band of frequencies 300-3000 c/s 
and mudi more outside the band. Fig. 8(c) shows that the 
use of two transformers (even though not carefully 
matched) reduces the divergence tolnsiiderabiiy. The use of 
more complicated networks to provide Zc does not in 
general, involve any more departure of Zn from the values 
expected.

The long-term stability of Z, should conform to the ideas
already expressed. The variation With loss of mutual
conductance of the valves obeys the equations developed,

Fig. 9.—Insertion zf a Series-connected Negative Impedance 
in A Two-wire Transmission Circuit (PQ) Terminated with its 

Characteristic Impedance.

mainly those which would apply to the use of an ideal 
converter. They are (a) the difficulty of combining high 
and constant gain with a wide variety of impedances 
terminating the transmission circuit at each end and (b) the 
poor return losses restating from the introduction of Z,. 
Indeed, it seems certain that a study of both most precede 
an assessment of the extent to which negative impedance 
amplifiers should be included in transmission systems. The 
first factor must set: a limit: to the reduction of the overaH 
loss of the transmission link. The second factor, for which 
some data were given in Fig, 4, restricts the use in other 
ways.

Suppose a ifrifi-connfctfd negative impedance Z„ is 
inserted as shown in the very simple example of Fig. 9. 
The return loss of the link at the left-hand side is

. 12 —c'l ..2X + 20 1ogn 2,: db;
if c' = 1, 4/3 and 3/2 (giving gains in each direction of 
6 db., 9-5 db. and 12 db. respectively) the return loss is 
2X, 2X — 6 db. and 2X — 9'5 db. rfspeftivefy. The 
return loss at the other end is

21 + 20 logmi2I-‘lC^db, 
I c l

If X2 Y is S db. and the overall transmission loss is to 
be reduced to 3 db., the return losses at the two ends will 
each be about 8 db. only. The low return loss is usually 
tolerable if the link is not to be extended, but may set an 
upper limit to the permissible transmission time of any 
circuit of which the link is to form a part, thereby limiting 
the flexibility of the complete network. Similar considera
tions apply to the shunt-connected unit. Conssderations of 
circuiit stabbiliry, of minimum risk of overloading and of 
one intolerably low return loss usually require that the 
unit be fitted as near as posssble to the middle of the line 
(i.e. X should equal Y in Fig. 9).

Negative impedance converters of much wider bandwiidtrh 
than that now considered are possible—the circuit of Fig. 6 
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can form the basis of a unit, capable of good performance 
up to approximately 1 Mc/s and having good long-term 
stability, provided H.F. pentodes are used and greater 
anode currents drawn. They can then play a part in 
network design generally and indeed some detailed work, 
Showing some striking advantages, has already been done 
with negative resistances to this end.5 The wider band 
units may not, however, find any major use as line amplifiers.

Conclusions
One practical form of negative impedance, resulting 

from the combination of a negative impedance converter 
and a passive network is already in widespread use in the 
U.S.A.7 The alternative design of converter now described 
is based on ideas some ten years old, but seems assured of 
an equahy good long-term stabiiity and to be of comparable 
utility in the transmission network. It shouM require little 
maintenance and little test equipment.

The questions which arise when its use as a two-terminal 
amplifier is considered in detail require a separate article; 
it is sufficient to say here that most of them are little 
concerned with the detailed design or performance of the 
negative impedance converter, if only one is to be inserted 
in any one link.

If converters are to be used only one at a place in the 
transmission system, no major advances in valve units can 
be foreseen, but more compact units, consuming less power, 

and of very high long-term stabffity, seem posssble by the use 
of transistors (some have already been described).8 The use 
of negative impedance converters in fields hitherto 
restricted'to passive components is only just being serioussy 
explored, but shows promise of much improved network 
performance at smaU cost.
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Book Reviews
"Servomechanism Practice,” William R. Ahrendt. McGraw -

Hill Book Company, Inc. 349 pp. 280 ill. $7.00.
This book supplements the theory' in a college course on 

servomechanisms with material on circuitry, electrical and 
mechanical components, and practical problems of design 
and manufacture. Theory is not neglected, but is treated in 
a thoroughly workmanlike manner. Like other McGraw-Hill 
books it is well written, with logicai development of the 
argument, illustrations are clear and to the point, and no 
difficulties are glossed over or ignored.

Starting with the straightforward exposStion of a. simple 
servomechanism, the author indicates the functions and 
requirements of each component part, and from there goes on 
to examine the parts in detail, with particular reference to the 
effects of departure from the ideal. There are two useful 
chapters on magnetic and rotating amplifiers, one on hydraulic 
systems in general, and several on design, manufacture, 
adjustment and testing of servomechanisms in general.

Problems and questions provided at the end of the book 
form a review of the material in each chapter, and there is a 
very useful summary of esssmtia! theory in an appendix. 
I.P.0.E.E. Library No. 2288. A. W. M. C.

“Amplitude-Frequency Characteristics of Ladder Networks.”
E. Green, M.Sc. Published by Marconi Wireless Telegraph 
Co., Ltd. 155 pp. 88 ill. 25s.

One of the stumbling blocks in the synthesis. methods of 
ladder network design has been the need to find the roots of a 
polynomial. The design of certain types of ladder network 
can, however, be reduced to simple formulae; involving only 
the circular and hyperbolic functions. The author discusses 
the design of these networks of up to five branches and reduces 
the difficulties still further by the provision of various curves. 
He deals with the proportioning of the networks to give 
amplitude-frequency characteristics of three tzyrpies. A, B and C. 
Type A is an under-coupled (having regard to a pair of coupled 
tuned circuits) or peaked response, Type B is a critically- 
coupled or maximally-flat response, while Type C is the 
familiar over-coupled or equal ripple response. For the 

mathematician, Type B corresponds to a Butterworth function 
and Type C to a Tchebycheff function.

The design information is presented in a form suitable for 
band-pass networks but can readily be used for low-pass 
networks. The method of applying the information to the 
design of high-pass and band-stop networks is also indicated.

The book should prove invaluable to those engaged on the 
desSgn of networks associated with valves. The problems 
which arise in television transmitters and broad-band amplifiers 
receive speciai attention as also the broad matching of reactive 
loads such as aerials. The design of stagger-tuned and stagger
damped circuits for band-pass amplifier chains is also fully 
discussed.

The method of approach follows that of M. Dishal in his 
paper on “The Design of Dissipative Band-Pass Filters 
Producing' Desired Exact Amplitude-Frequency Charac
teristics,'” Proc.I.R.E., Vol. 37, pp. 1050-1069, September, 
1949. This method may be unfamiliar to some network 
designers and the symbolic language used may prove a diffi- 
culty in using the book until it has been learnt:.

Because of this and the ratherdisjointed form of presentation, 
the book cannot be “'read'” eassiy, but must preferably be 
“studied” with the aid of pencH and paper. 8ome of the 
mathematics are by no means rigid. The use of “analogous” 
rather than "equivalent” low-pass and band-pass networks 
leads to difficultly with a factor of two when dealing with 
transient response and is thus somewhat misleading.

The - section on low-pass and .band-pass filters is hardily 
suitable for low-frequency applications, but is of value in the 
design of microwave filters.

The presennation of so much of the mathema.ticai back - 
ground is inevitable' but the book could have been made easSer 
to use as a reference work for engineers if the tables and curves 
had been collected together in a slightly different manner free 
of some of the mathematical argument. The examples used 
offset this in some degree, and show how the information may 
be used and where it can be found.

The author and publishers are to be congratulated on a 
valuable contribution to the art of network design.

E. R. B.
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Thanet Cordless Switchboard
U.D.C. 621.395.65:621.395.722

L. A. MISSEN, R. A. SNOOK 
and E.J.T.HICCHINL

This article describes a cordless switchboard installation at Thanet exchange and gives brief details of the trunking principles, construction 
of the switchboard postiocs facilities provided and layout of the switchroom.

Introduction

THE mechanisation of trunk switching in this country 
provided a unique opportunity of reconstdering the 
dessgn of the auto-manual switchboard. Among the 
possible improvements, two were considered of prime 

importance—-
(a) a better switchroom layout,
(b) a call queueing system which would ensure that 

incoming calls were answered in strict order of arrival. 
To arrange for (a) meant eliminating the incoming and 
outgoing multiplies, and to provide (b) automatic storage 
and distribution of incoming calls were necessaay. The 
cordless switchboard meets these requirements; incoming 
and outgoing traffic is switch-controlled and the equipment 
on the switchboard is reduced to signal lamps, chargeable 
time clocks and control keys. The switchroom layout: that 
can be arranged is seen from Fig. 1, which is a view of 
Thanet (Margate) exchange, where the first cordless auto
manual switchboard in this country was opened on the 
26th March, 19515. This article gives a brief dosartption of 
the cow switchboard and its associated equipment, which 
were developed by the Poss: Office it collaboration with 
Siemens Brothers & Co., Ltd. Fig. 2.—Trunking Principles of Cordless Switchboard.

Trunking Principles
As shown it Fig. 2, each incoming circuiit terminates oc 

a relay-set which is jumpered to a distributor hunter (25- 
point uniselector) with outlets graded before passmg to 
the distributor (200-ouulet motor uniselector). The backs 
of the distributor give access to 20 queue places and all the 
connecting circuits it one “field.” IdeaUy the distributor 

fMr. Misseit is an Asttstant Engineer in the•Telophono DovoIop- 
ment and Maintenance Branch, E.-in-C.’s Office; Mr. Snook and 
Mr. Hitchin are Assistant Engineers in the Home Counties Region.

Fig. 1.—General View of the Switchroom at Thanet Exchange.
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should have nccoaa to all the connecting circuits on til 
appropriate positions, but where these exceed in number 
the outlets on the switch it is notessaty to divide the 
exchange into “fields,” each with its own queue. Thanet 
has two “controlling” fields, one of 18 positions and one of 
14 positions. Provision has been made for an ultimate 
layout of 46 controlling positions and for the equipment 
for a third field. The grading between the distributor 
hunters and the distributors is dostgntd to give a balanced 
distribution of traffic between the fields, and at the same 

time maintain a symmetrical 
grading of reduced avaiiabiilty 
when either field is closed. Out
going traffic is routed via out
going relay-set hunters; each 
connecting circuit has two of 
these, one on the calling side 
and one on the answering side, 
the latter bring required for 
reversed traffic. The hunters 
are standard 50-out1et uni
selectors- providing 23 outlets 
to a local (M.B.) group of lst 
selectors and 23 outlets to a 
truck (TIK) group of lst 
selectors. ' •

It is interesting to note that 
once the cH has been essab- 
liahtd, the transmission pHlh 
does not pass through the 
manual board, although the 
operator still retains full 
operating facilities. The cord
less board is, in effect, a remote
control unit for the automatic 
switches. This principle was 
adopted during development 
to overcome pctstblt accom
modation difficulties under



trunk mechanisation. Although the scheme increases the 
number of wires between the switchboard and the apparatus 
room, it does allow the switchboard to be situated remote 
from its associated automatic exchange without incurring 
additional transmission loss.

Switchboards, Desks and Control Panels

Switchboard Design. .
There are four types of cordless position: controlling, 

incoming, training and enquiry. The first three are similar 
in conssruction and their general appearance can be seen 
from Fig. 1. The positions are assembled in suites consisting 
of end positions incorporating pedestals used for the mtty 
of cables and power supplies, and intermediate positions 
supported on light open frameworks. The pedestals and 
frameworks are cast in aluminium ahoy and their tops are 
joined by aluminium sheets, providing a continuous cable 
trough along the suite. Over each pedessal and each frame
work is another alloy casting which houses the visible index 
file, and between these castings are pivoted turrets carrying 
the signalling lamps, keyshelf equipment and pigeon holes 
for tickets. In front of the keys is a flat writing surface 
covered with non-ssip plastic material in a neuUral tint. This 
light colour is repeated along the top of the switchboard and 
on the ends, which are closed by plastic panels and edged 
with dark brown. The kryshelf, the back and all the under 
parts of the switchboard are also finished in dark brown, 
but the supporting frameworks are relieved by a polished 
metal trim. The boards have a maximum height of 3 ft. 1 in. 
and an overall width per posstion of 2 ft. 9 in.

Possiion Equipment.
The face equipment of a controlling posstion is shown in 

Fig. 3. To preserve a smooth contour, lamp, opals are not 
used; the 6-V lamps shine through stencils in a dark 
translucent display screen behind the key pand. This 
screen slopes so as to be at right-angles to the telephonist's 
line of vision, and is so made that the stencilled letters are 
invisible when the lamps are not glowing. A new design of 
lamp jack is used and the lamps can be removed from the 
rear of the screen. All 6-V lamps on the posstion are A.C. 
operated; a transformer fitted in one of the pedestals feeds 
two suites of positions.

To provide maintenance access from the rear of the 
positions, the key pan! and lamp panee form a angle unit 
(turret) hinged at the front (Fig. 4). The key associated 
with the "Connect Answer” bar and the Speak/Momtor

Fig. 4.—View of Underside of Key and Lamp Panel of a 
Controlling Position.
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keys of the seven connecting circuits are the only keysheef 
items prrInanenity wired; the chargeable time clocks, 
posstion keys and keysender keys are suUtaWy grouped and 
terminated on cords and plugs for easy replacement.

Pilot lamps are fitted on the top of the turret on either 
side of the posstion, being used for:—

(a) Call Supr¡r|norr. White lamps glow on either side of 
the posstion when the "'Call Supervisor" key is 
operated.

(b) "999” Call. (See "999 Servicc.’*)
(c) Waiting Call Alarm. White pilot lamps glow at either 

end of a selected suite if a caH arrives rn an unstaffed 
field or, if the Night: key on the Control Console 
(described later) is operated, whenever an incoming 
caU occurs.

?di Supe■iiOlry Ail:mi• when the 
Night key is operated the pilot 
lamps (white) on each side of the 
concennration positions function 
as supervisory pilot signals.

(3) Section Supervisor's Circuit. An 
incoming call tr the section super
visor lights the pilot lamps 
(white) at the ends of the 
appropriate suites. A seci:ion
supervisor's telephone jack is 
fitted at the right-hand end of 
each suite, the jacks on two 
adjacent suites being joined in 
pyralid to form one circuiit.

The layout is similar rn an incoming 
prsstirn, except that there are ten con - 
netting circuits; chargeable time clocks 
with their assodated lamp signals are 
not fitted, neither are coin-box discrimi
nation facilities provided.

Enquiry Positions (Fig. 5).
The conssruction of the enquiry 

positions follows geneeaaly that of the 
other cordless-type switchboards, but 
the supporting frameworks are replaced

DISPLAY 
SCREEN

gALUS WAI TINS 

[SENDER taken]

LX.
ANS

Fig. 3.—Face Equipment of a Controlling Position.
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Fig. 5.—Nnqsiry Positions.

by additional pedestals tequired for holding directories. 
The operating equipment consists of a hinged keyshelf, 
a pivoted Night-service display panel and a fixed display 
screen, the rest of the superstructure forming bookcases. 
A card trough at desk lev! is provided in place of the 
visible index file.

These postions handle a variety of services, each re - 
quiring a different answering phrase to be used by the 
operator who must, therefore, be able to identify the type 
of incoming call. This is arranged by providing separate 
queues for each service or group of services, together with a 
scheme of call identification signals which indicate the 
category of a call arriving on a position. Equipment is 
provided for eight queues, each 
with its own Connect Answer 
key, as follows,’—

Queue l—EQ. Enquiry
Queue 2—INT. Service and 

Changed Number Inter
ception

Queue 3—NS. Class "A’” 
night service

Queue 4—RRQ. Route and 
rate quoting

Queue 5—FXT. Fixed time 
call and personal call moni
tor

Queue 6—FM. Faults moni
tor

Queue 7—DQ. Directory
enquiry

Queue 8—Spare
Call identification lamps indi
cate the type of cafi on any 
connecting circuit on the posi
tion when the Speak key of 
that connecting circuit is 
operated. Thus the appropriate 
identification lamp glows when 
a call first arrives on a connect
ing circuiit (because the Speak 

key will be operated) and sub- 
sequentiy whenever the Speak 
key is re-operated.

With Class "A” Night: Ser
vice, for which the exchange 
operator functions as the 
P.B.X. operator, the callidenti
fication lamp will show the 
name and/or number of the 
subscriber to whom the cH is 
bring made.

Each position has four con
necting circuits and a 12--digit 
krytrndeI■- but: timing facilities 
and coin-box discrimination 
are not provided.

Training Positions.
Two training units, each 

consisting of one trainee-con
trol position and two trainee 
practice positions, were in
stalled at Thanet in advance of 
the remainder of the equip
ment. The keyshen layout: of 
the trainee positions resembles 
that of a controlling posstion, 
except that only five connecting 
circuits are provided. The 

trainre-control posiition is equipped with keys and lamp 
signals by means of which artificial traffic can be passed 
through the two trainee practice postions and standard 
calling and answering conditions can be simulated. The 
operation of the keysenders on the practice positions can be 
checked on a 12-digit display on the control posstion. The 
suite of four practice positions and the two control postions 
can be seen in the foreground of Fig. 1.

Supervisor’s Desk (Fig. 6).
This is a commerrial type of metal desk adapted to 

match the cordless switchboard. The plastic-covered top 
carries a smaU control turret which houses the keys, lamps 
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and switches. The two small end turrets form recesses on 
either side of the central turret which can be used in place 
of correspondence trays. The facilities provided are similar 
to those in a sleeve-control exchange.

Control Console.
To give the supervisor an indication of the state of 

traffic ond to assist in the general management of the 
switchboard, a Contiol Console is fitted adjacent to the 
supervisor’s desk (Fig. 6). On this console are lamp displays 
of the "barometer” type indicating, for each field, the 
number of positions staffed, the waiting time of the call at 
the head of the queue and the number of calls in the queue. 
Two meters per field record the total numb«: of incoming 
calls and the total waiting time, and from these readings 
the average time to answer over any given period can be 
determined. The console also houses various alarms ond 
control keys (e.g., the ”‘Night” key controlling the “Waiting 
Call Alarm'" and the "Supervisory Alarm") as weel as the 
miso-llm-ous services normally fitted on the cable-turning 
section in a sleeve-tontrol exchange.

Section Supervisors' Panels.
To assist the section supervisors, the state of the traffic 

on their particular fields is indicated on subtidiary display 
panels fitted on the walls at convenient points in the 
switchroom. Apart from the omission of the Positions 
Staffed display, these panels repeat the appropriate field 
displays on the Control Console.

Operating Facilities
Gemral.

The general operating focilities are very similar to those 
provided by the sleeve-connrol switchboard. A call waiting 
in the queue lights the “Colls Waiting” lamp. The operation 
of a speak key of a free connecting circuit followed by the 
depression of the ‘Connect Answer” bar causes the call at 
the head of the queue to hunt for the allocated connecting 
circuit. The “Calls Waiting” lamp is extinguished (unless 
further calls are waiting) md when the call arrives on the 
connecting circuiit the "Ordinary" or “C.B.” circuit: 
engaged lamp will glow, depending on whether the caU is 
from an ordinary subscriber or from a call office, the 
discriminating signal being applied by the incoming relay 
set. The appropriate lamp will glow for the duration of the 
call. A lZ-digt keysender, individul to each posstion, 
enables the operator to set up an outgoing call on the 
answering or calling side of any connecting circuit and to 
direct the call to the IocoI automatic seeectors or to the trunk 
switches. If more than 12 digits are required the sender is 
picked up a second time. The ‘Sender Taken" lamp glows 
from the time the sender is taken into use until it has 
finished pulsing out. Calling and answering supervisories 
are provided and iocH connecting circuit on the controlling 
petitions hos a chargeable time-clock md time-check lamp. 
On incoming colls, timing is outomatically set to ordinary 
or coin-box conditions. On reversed colls, the operator can 
change the timing conditions to coin-box working by 
depressing the "Revert C.B.” key. The anti-clockwise 
posstion of the clock-connrol knob is used in conjunction 
with the "TC Test” ond “C.B." key for routine testing.

If there ore no colls waiting, the posstion can be “presel”
by operating 8 Speak key and depressing the "Connect
Answer” bar. The "Prrser" lomp will then glow until an
incoming coll picks up the ollocated connecting drcui:.

Colls ore released by the operation of the ”‘Relrase
Answrr/Relrosr Call" key.

"999" Service.
A “‘999’" coll operates the normal emergency red lamps 

ond buzzer; at the some time, six ollocoted controlling 
positions ore borred from taking colls from the normri 
queue, one! immediately any of these potitions is set to take 
a caH, the ”'999’’ call passes direccly to the marked connecting 
circuit. Red pilot lamps light on ether side of the posstion 
handling the call ond remain alight till the call is releosed. 
When the “'999” call hos been onswered, acceptance of 
colls from the normal queue is ^uitomatiicall;y restored.

Route and Rote Quoting (R.R.Q.).
On the operation of an R.R.Q. key, a position finder 

picks up the colling posstion ond extends the call to the 
R.R.Q. queue on the enquiry petitions, where the operator 
accepts each call in turn by operating the Speak key of o 
free connecting circuit! and depresting the R.R.Q. Connect 
Answer key. The R.R.Q. operator releases each call by 
ope-ating the Release Answer key.

Sender Test.
To test her keysender an operator keys 002 on a free 

connecting circuit. This picks up the sender test equipment, 
which returns a distinctive tone to the operator, who then 
depresses the digit keys in three pre-orronged sequences. 
At the end of each sequence the oppropriate tone is returned 
to the operator to indicate whether the sender is functioning 
conuitly or not.

Fault Momfor and Hold Circuit.
Focilities ore provided whereby a faulty connection hed 

by on operator on o connecting circmt moy be transferred 
by the Fault: Momtor to special holding equipment which, 
having picked up the faulty connection, disconnects it 
from the connecting circuiit md allows the operator to 
re-dial the call. Once picked up by the holding equipment, 
a faulty connection can be released only by the engineering 
staff. Access to the fault holding equipment is via levee 1 
of the Trunk lst seeectors.

Tme to Answer Control.
The division of the controlling positions into two fields 

necestitotes some control of the traffic going to each field 
if reasonable equality of “‘time to answer” is to be preserved. 
This is achieved by an automatic control, functioning as 
follows:—

AH incoming colls ore timed automatically immediateey 
they enter a queue. ′

As soon as the longest waiting time of a call in a queue 
exceeds 5 sec., the queue is closed ond further calls ore 
diverted to the other field. The queue will reman closeci 
until either the waiting time of the call at the head of the 
queue hos dropped below 5 sec., or the other queue hos a 
call which has waited 5 sec. If the latter is the cose, then 
the first queue is re-opened and both queues remoin open 
until one of them hos a call which hos waited 10 sec. when 
the oction is repeated. This process continues at 15, 20, 30, 
40, 60, 90 ond 120 sec. At 120 sec. both queues ore closed 
ond busy tone returned to subsequent callers until the 
maximum waiting time in one queue falls below 120 sec. 
in which cose this queue re-opens. As the time to answer 
improves the time control point is suoorssively lowered 
until it is again operating at 5 sec.

Thanet Trunking Scheme
The way in which the cordless trunking principles have 

been applied at Thonet can be seen from Fig, "7. All "0” 
level traffic originated by subscribers in the automatic 
area ond by subscribers on the patented U.A.X.s is routed
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to the controlling positions. Emergency-call traffic is 
routed to selected positions in field 1, by-passing the dis
tributors serving that field. There are only two incoming 
positions and these will handle traffic from level” “‘0” of 
the dialling-in group of 1st serectnrs and from one route 
working on a Q.B. signaling basis. The appropriate relay 
sets in these instances are connected directly to spectal 
incoming distributors which use standard uniselectors and 
provide a queue of five places with access to all the 20 
connecting circuits on the incoming suite.

The 10 enquiry positions are each capable of handling 
calls from any of the eight sources shown, but it may be 
desirable from an operating point of view to arrange for 
certain positions to handle only one type of call. The 
enquiry distributors can provide up to four queues for four 
different sources of traffic, provided the total numbers of 
queue places does not exceed 20. At Thanet, the enquiry 
traffic has been divided into three groups:—

1 f Enquiry—10 queue places
' 1 Night Serrvcc—5 queue places

2 / Directory Enquiry—10 queue places
’ I Route and Rate Quottnn—5 queue places

f Interceepion—10 queue places
3. < Fault: Momtoo—• 5 queue places

I FXT and P.C.M.—1 queue place
The multiples of the three groups of enquiry distributors 
are commoned so that each distributor has access to all the 
connecting circuits on the enquiry positions.

The loss of direct access to U.A.X.s from the outgoing
junction multiple meant that the trunk-offering condition
had to be applied by the auto-auto relay sets and it was
rsseetial that the facciity should only be available to the
local, operator. Dual access relay sets were, therefore,
developed through which trunk offering conditions can be
applied only via the manual-board selectors.
JU6

There are a number of services which, on a sleeve-coonrol 
switchboard, are connected to the outgoing junction mul- 
tiple. For the ttrd-rss board, selector level access had to be 
provided. While this could be done from final selectors, it 
would have meant altering the signaHing conditions on a 
number of standard circuits. To avoid this, and also to save 
switches, a eprctal group se-ector with 2-digit selectitn of 
1 to 10 lines was developed and has been provided at Thanet 
on the “0” lev! of the manual-board lst selectore, where, 
brsidre giving aoorse to the exchange services, use has been 
made of the switch to give 3-dijgit. access to the emergency 
authorities, i.e.. Fire (031), Police (0312), Ambulance (033) 
and Lifeboat (03-44.

Exchange Equipment
It was arranged that the installation of the cordless 

switchboard should coincide with an extension of Thanet 
exchange, for which G.E.C. were rreponsiblr. The extension 
included the provision of additional equipment and re - 
arrangements to afford multi-metering facilities, an increase 
in subscribers’ multiple, the provision of A.C.1 and D.C.2 
signalling equipment for trunk mechanisation and the pro - 
vision of all standard se-ector equipment (together with one 
or two eprcial items) for the termination of circuits from the 
cordless board equipment. The provision and installation 
of all equipment directly associated With the otr01res board, 
however, was carried out by Siemens Brothers & Co., Ltd.

The equipment directly aisociatrd with the cordless 
posititns is installed in the origin! apparatus room and 
will “grow” towards the existing equipment, whilst the 
new relay-set racks are installed in a new apparatus room 
on the ground floor.

To obtain space in the existing switchroom for the 
cordless switchboard, it was necessary to take over an 
office and also recover nine of the slreve-conirol positions.



A partition was then erected across the switchroom to 
separate the two types of switchboard. Since the switch
boards had to be cabled via holes in the floor under the end 
pedestals of the individual suites, the location of the steel
work in the floor and the presence of two ventilating ducts 
in the apparatus room ceiling had to be taken into account. 
A check made with a modified mine detected (kindLjy lent 
by the Telephone Manager, Colchester) enabled a course to 
be plotted over which a straight line of holes could be 
provided, and an arrangement: was adopted using five- 
position suites on one side of the room and four-position 
suites on the other. A compact layout was produced and 
space for the 20-year development ensured. The cordless 
switchboards were situated directly above the associated 
equipment in the apparatus room below, thus simplifying 
the cabling scheme. A plan of the switchroom is shown 
in Fig. 8.
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Fig. 8.—Layout of Switchroom.

■ For the equipment associated with the cordless switch
board, the following 10 ft. 6%r. x 4 ft. 6in. racks were 
installed;—

Distributors .. ........................7 racks
Distributor hunters . . .. .. 5 racks
Outgoing relay set hunters .. .. 6 racks
Queue relay sets .. .. .. 4 racks
Posstion and connect relay sets .. 6 racks
Operators’ telephone relay sets .. 1 rack
Senders .. .. .. . . 7 racks
Incoming relay sets........................ 7 racks
Miscellaneous relay sets .. .. 7 racks
Strip mounted equipment (or

10 ft. 6% in, X 7 ft. 9 in. frame
works) .. .. .. .. 10 racks

Ar additional Traffic Recorder Access rack has been 
provided for recording on the distributors, levels “9" and 
"0”, U.A.X. Ron-parent and transfer circuits. A new 
alarm equipment rack provides a negative 50V fuse panel 
for miscellaneous lamp circuits, a jack pane, for the distri
bution of earth and loop tones, and relays for the extension 
of alarms from outlying exchanges.

The equipment I.D.F. was extended and 79 verticals 
were allocated for the cordless switchboard equipment.

Power Plant.
To meet the combined requirements of the extension to 

the automatic exchange and the cordless switchboard 
installation, a new power room has been provided and a 
Divided Battery Power Plant, size F, installed in place of 
the original power plant. A stand-by D.C/A.C. generator 
set with an output of 3 kW has also been installed.

Conclusion

The introduction of an entirely new design of switchboard 
was a major undertaking. From an engineering print of 
view there will be great interest in the performance cf the 
equipment, which has many novel features, both in circuiit 
design and Mechanical conssruction. On the traffic side 
the effect of Rew operating methods on the speed cf handling 
traffic and the quahty of service will no doubt receive 
careful study.

Experience will probably show the need for minor 
alterations to facilities and equipment, but all who have 
been concerned with the development and installation of 
the cordless switchboard are confident of its performance.
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A Frequency Modulator for Broad
Band Radio Relay Systems

U.D.C 621376.32:621396.65

I. A. RAVENSCROFT, a.m.i.e.e, and
R. W. WHITE, B.Sc, A.M.I.E.E., F.lnst.P.f

This article mentions tome of the modulation requirements in broad-band microwave radio relay systems, and destribes tn outline an 
unusual frequency modulator of high linearïty.

INTRODUCTION

BROAD-BAND transmission systems, capable of 
carrying a television signal or many hundreds of 
telephone channels, are playing an ever-increasing 
part in the expansion of national and international 

telecommunication networks. These systems can be
provided either by coaxial cables or by microwave radio 
links, and a recent article in this Journal1 has stressed the 
growing importance of the latter technique.

The use of frequency modulation, with or without some 
degree of pre-emphasis, is almost universaa in broad-band 
microwave systems. In the transmission of 405-line 
monochrome television signals,’ the usual piak-to-peak 
deviation (sync. level to full white) is some 6 Mc/s, and 
video frequencies up to about 3 Mc/s are significant; but, 
as links in current development may be expected to be 
still in use, say, 15 years from now, a designer would be 
very short-sighted if he did not cater to some extent for 
modulation frequencies appr-dabby higher than 3 Mc/s. 
The base-band or modulation frequency range of a 
600-channcl telephony system extends from 60 kc/s to 
over 2-5 Mc/s, and the deviation is maHy about: 200 kc/s 

■ r.m.s. for a tone at test levri on one channel; but an over - 
load capacity of some 14 Mc/s peak-to-peak deviation is 
generahy called for. Transmission requirements are very 
stringent, and non-linear distortion and noise have to bc 
kept to extremely low levels—eip-cial[y in the multi - 
channel telephony case.

The design of frequency modulators of unusuaUy high 
linearity and very low noise level is one of the major 
problems in the design of broad-band radio links. In th- 
maiority of existing microwave links, the frequency 
modulator operates directly at the transmitted carrier 
frequency; but there are a number of advantages in 
modulating at the intermediate frequency (I.F.) which is 
used in the receiving equipment. For example, the 
modulaloo Is then quite independent of particular frequency 
allocations, and the flexibility of systems—lsplcially under 
fault or emergency conditionn—is very apprucablly 
incr-eased. Interconnection and switching of links at L.F. 
are facilitated, and modulators can be tested rapidly and 
convemently when investigating fault conditions, as they 
can be operated direccrly into any desired demodulators. 
Reflex klystrons fairly suitable for use as microwave 
frequency modulators have been available for about ten 
years, but it is only in the last few years that direct 1F.- 
typc frequency modulators have approached the order of 
performance required for broad-band systems.

Description of LF. Modulator
The modulator to be desrribed is based on the well-known 

ladder-network type of resistance-capacitance phas<i--iihlf: 
osccilator. Such osrillators, with cathode followers as thc 
variable resistance elements, have been used as scanning 
signal gencratrrr,2.3 and they can be tuned liecti■ically 
over a wide range of frequencies; but their linlaarty of 
sweep is not very good, and it is difficult to use them 
satisfactorily with high modulating frequencies. The basic 
arrangement of a much more suitable type of frequency 
modulated oscillaaor4 is shown in Fig. 1. The circuiit 
employs the dynamic input resistances of two grounded- 
grid valves as variable resistance lllmlnts, and a very

much simplified explanation of its mode of operation is as 
follows.

Principle of Operation.
In this osccilator loop (Fig. 1), V1 may be regarded as thc 

amplifier and is g«ierally a pentode or tetrode valve: V2 
and V3 are triodes, and are usuaHy (but not necessariiy) 
identital valves. The anode load of V3 is approximately 
capacctive, while the anode loads of V1 and V2 are complex 
with approximately equaa resistive and capacitivl com - 
pon-nts at the frequency of osdUation. The phase shifts 
in the three stages are thus approximately 90° for V3, 
180° + 45° for Vl and 45° for V2, and the frequency of 
oscUlation is given approximately by the simple formula

1
27CR cyclst/ssc./ =

where R = dynamic input resistance of each grounded-grid 
valve (ohms) and C = total shunt: capacitance across each 
cathode circuit (farads)

As the load impedance of each grounded-grid valve is 
smaU compared with its anode resistance, the dynamic 
input resistance is given approximately by

R = — ohms 
gm

where gm = mutual conductance (ampsivoIt).
The frequency of oscillation is therefore given by

f ~ -"C cycllc/clc.
i.e., the frequency of osriilation is directly proportionaa to 
the gm of the groundcd-grid valves. Thus, if valves are us«- 
which have a linear relationship between gm and grid 
voltage, the frequency of oscUlation is (to a first approxi
mation) directly proportionRa to grid voltage, and the 
modulation characteristic is therefore sUbs;itmniaUy linear. 
If the total shunt capacitance C is 20 pF and the slop- of 
mutual conductanc- against grid voltage is 2 mA/volt per 
volt, then the occiilator would b- expected to have a 
sennitivity of about 16 Mc/s per volt. A more d^tail^d 
theoretical treatment, taking into account such factors as 
transit time, leads to sightly lower ^eirnsitvity figures than 
ar- indicated by the simple formula.

TTh- authors are, respectively, Executive Engineer and Senior 
Ex-cutiv- Engineer r Radio Experimental and Development Branch, 
E.-in-C.'s Office.
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153.
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3 “Widc-Rangc Variable Frequency Osctllaaon'l’ A. Cormack. 
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‘ Patent Application No. 77/51. R. Hamer and I. A. Ravenscroft.
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Fig. 2.—Typical Modulator Circuit.

Circuit Details,
A circuit diagram of a typical frequency modulated 

oscUlator using this principle is shown in Fig. 2. This 
oscUlator operates at a mean frequency of 35 Mc/s, and for 
use as a modulator it is followed by one frequency doubler 
stage to obtain the standard I.F. of 70 Mc/s. In the 
practical layout and wiring of this circuit, reasonable 
precautions must be taken to minimise lead inductances 
and unwanted capacitances.

For optimum operation, it is important that the amplitude 
of the R.F. oscUlations should be smaU, and one way in 
which this can be achieved is by using a relatively low 
screen voltage on the pentode valve. The. chokes in the 
cathode circuits of the grounded-grid stages are chosen so 
that the effective capacitance across each stage is not 
markedly changed from norm! at the carrier frequency 
of 35 Mc/s; but the reactances of tliese chokes thouid be 
smaU at the highest modtUating frequency to minimise 
amplification of distorted moduiating signals. A variable 
resistance across the grid circuit of the pentode provides a 
simple linearity control which can be used to balance out 
other sources of second order distortion in the charac
teristic of frequency against applied voltage. There. are 
some advantages to be gained by opeeating the triode 
stages at a low mean value of gm, provided. that the 
senlitivity and linearity can be maintained, and it is 
intereesinn to note that the modulated oscUlator can be 
operated satisfutorily at an H.T. consumption of under 
15 mA total for the three valves.
- Some form of automatic frequency control (A.F.C.) 
system is, of course, necessary to stabilise the mean 
frequency of the oscUlator. This may be provide! con
veniently by extracting the signal from the cathode circuit 
of the otherwise unloaded grounded-grid valve, and 
applying it to a stable 35 Mc/s discriminator followed by a 
D.C. amplifier stage. The control voltage thus generated is 
applied to the grids of the grounded-grid valves, together 
with an adjustable bias supply for mrnual tuning. It is 
desirable that the capacctive load on the oscUlator formed 
by the A.F.C. circuit should be similar to that provided by 
the R.F. output circuit.

Performance.
'The modulation frequency response is 

largely dependent on the input: filter, and 
for the circuit shown is substantially con
stant up to 3 Mc/s. Some idea of the 
linearity and frequency range of the 
oscUlator may be derived from the static 
characteristic shown in Fig. 3; The dynamic 
characteristic differs only Sightly from this 
static characteristic. When the oscUlator is 
correctiy aligned aid followed by stages 
having adequate bandwidth and accurately 
adjusted group delay, the levee of non-linear 
distortion is almost independent of modula
tion frequency up to about 2 Mc/s, and at 
least approaches the standard required for 
600-channeltelephony systems. The overall 
sennitiivty is very high—some 20 to 25 Mc/s 
per volt (measured at 70 Mc/s) compared 
with the figure of about 1 Mc/s per volt 
typical of a 4,000 Mc/s reflex klyttron—yet
the lev! of unwanted frequency modulated 

noise is not by any means excessSve.

Fig. 3.—Static Characteristic.

Conclusions
The frequency modulated oscUlator which has been 

described is a simple and reliable device, and can make use 
of readily available and well-tried valves. When employed 
as a modulator in a broad-band radio relay system, it can 
provide a standard of performance adequate for mono - 
chrome television or 240-channel telephony signals; but 
when 600 channels have to be transmitted and C.C.LF. 
standards have to be maintained, the margin in hand for 
inevitable ageing and gradual deterioration of performance 
during actual service is not yet adequate.

It is hoped that further development work, which is now 
in progress, may lead to improved forms of this I.F. 
modulator; but it is believed that the performance of the 
unit described above already compares very favourably 
with that obtainable from single-cavity reflex klystron 
modulators.
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Impedance Dialling H. N, WROE, Ph.D..B.Sc.(Eng.).A.M.l.E.E.f
U.D.C. 621.395.636:621.316.973

On some subscriber’s circuits isolating transformers are used for protection against the effects of power line faults. A.C. dialling cfin be 
employed over such circuits by an “mipedance Dialling” system which consists, in essence, of a relay controlled by an osciilator in which 
osciilation is inhibited, or permitted, by dianging the impedance of the subssriber’s apparatus. Tlie autiior ^plains the main charEWteristics 

of such a system and outlines an arrangement successfully operated on subscribers’ circuits in the network of his Administration.

I NTR.D'C.iO

THE system of signalling outlined in this brief article 
originated in the search for a method by which 
isolating transformers could be retained in exchange 
lines serving electric power stations, when the locaa public 

exchange was converted from magneto to automatic 
working.

‘ Exchange lines serving electric power stations have 
frequently to be protected against serious rises in station 
earth potential which certain power line faults can produce. 
A very convenient and reliable form’ of protection is the 
insertion of a highly insulated isolating transformer into 
the exchange line at the power station. As long as magneto 
working is employed this presents no signaUmg problem; 
but where dialling is required, retention of the transformer 
is normally regarded as being impracticable, and other, less 
satisfactory, means of protection are adopted.

The degree of safety, and the flexibility in fixing the 
location of the subscriber’s equipment (particularly with 
P.'B.X.s) afforded by the isolal:ing transformer are such 
that a system of dialling permitting its retention would be 
a distinct advantage. Such a system must, of course, 
employ A.C. signals, and, since it is to be employed on 
subscriber’s circuits, must be inexpensive. For practical 
purposes the second requirement: is as important as the 
first, and by conffdtring the limitations it imposes one can 
deduce what tssfettal characteristics the system must 
possess.

General System Characteristics

Telephone ftrvict to power stations must be reliable, 
particularly during power line faults. Consequunfly the 
power mains cannot be employed directly as a source of 
signal power; earth-return signaling is undesirable; and any 
signal generators used at the subscriber's terminal would 
require standby batteries. Now signal generators of any 
kind are not cheap and their cost, plus that of the batteries 
and auxiliary apparatus, would be excessive. Furthermore, 
the provision of a signal generator as part of the subscriber’s 
apparatus would generafly call for maintenance skill of 
an order higher than that nomiafly necessary for subscriber’s 
installations. Thus, there must be no signal source at the 
subscriber’s terminal, and, therefore, any system such as 
those used for -trunk V.F. signalling, where the signal is 
generated at the point of its initiation, is inadmissible.

The provision at the exchange of active apparatus, such 
as a signal generator, presents no problem because batteries 
and a skilled maintenance force are already available 
there.

From the foregoing remarks the following primary 
characteristics of the required system may be deduced:

(I) A.C. signalling.
(2) Loop signalling.
(3) Active apparatus must be confined to the exchange; 

but control of the signal must be effected by the 
manipulation of passive devices at the subscriber’s 
ttlmina:.

From thtst considerations it is clear that what is required 

1 The author is in the Office of the Engineer-in-Chief, Department
of Posts and Telegraphs, Dublin.

is the A.C. counterpart of the C.B. system. Since the C.B. 
system provides "loop dialling” and functions tsffntiaily 
by virtue of variations in line resistance, dialling by means 
of the A.C. system, which ntcetffaily depends upon im- 
ptdanct fluctuations, has, by analogy, been christened by 
the author '‘imprdanct dialling.” The A.C. system may, 
therefore, be entitled the "Impedance Dialling System” 
(I.D. System).

While the QB. and I.D, systems are very alike, the latter 
suffers a disadvantage from which the former is free— 
unless spedal measures are taken the signaling current will 
interfere with speech. Pofsibiy this could be avoided by 
the use of filters, but thnft are expensive and might; inter
fere with pulsing. What is needed is an arrangement by 
which the signal E.M.F. is applied to the line at the exchange 
during the circuit idle condition, can be switched off when 
the subscriber seizes the line, and replaced when he r■tltasns 
it, al these changes bring brought about by impedance 
variations at the subscriber’s telephone. When considered 
for the first time this requirement appears difficult to meet. 
Nevertheless it can be met with a device in which the 
B.M.F. can be switched on and off merely by changing an 
impedance, e.g., the valve osefllator.

Subscriber’s lines are ntcetffaiiy short, so that, for audio 
frequencies at least, a variation in termination impedance, 
Zr, at the subscriber’s telephone will be reflected in a 
corresponding change in the impedance, ZE, presented by 
the line at the exchange. Thus, when ZT = 0, Zn is low 
and has a value Znv while if ZT = so, 2s rises to a high 
value Z32. If Zi is suitably included in the circuit of a 
valve osefllator the condition for osefllation can be made to 
depend upon it. The output of the osefllator can be caused 
to operate a relay, either directly, or via a valve detector, 
and so convert the A.C. signal to D.C. loop signals.

Zn and, therefore, Z» need assume limiting values only 
at the frequency, fs, to which the osefllator is tuned. 
Indeed, this is tsffnttal to avoid interference with fprrch 
and ringing currents; and Zr must be produced by tuned 
circuits. Consequentiy it cannot, in practice, be either zero 
or infinite, and can merdly assume low or high values. To 
avoid distortion of spttch by the tuned circuits, and to 
guard against inltrftr‘tnce with the osriilator by speech 
currents, f3 must lie at an extremity of the audio frequency 
band.

To summarise then: in essence lhn I.D. system consists of 
a relay controlled by an osciilator in which oscfllation is 
inhibited, or permitted, by changing the impedance of the 
subscriber’s apparatus from one extreme to the other.

For convenience in obtaining components the first model 
was operated with _5 = 3 kc/s. The system was of the 
"optn-ciicuit” type (i.e., ZE high with the circuHit in use) 
and satisfactory operation on cable circuits up to 1% miles 
long was obtained.

Theoretical considerations and mnasurtmtnts on various 
lengths of line indicated that, dtspltt the reduction in the 
self-imptdance of the isoMting transformer, the limit; of line 
length could be very much incrtastd by taking fs to the 
other end of the V.F. band. It also became evident that, by 
using a "fhort-arcuii” type of system, better performance 
could be obtained and the use of any but cheap components 
rendered unnecessaay.
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A Practical Impedance Dialling System

Fig. 1 is a simplified circuit of a practical system.
The oscillator comprises one-half of the double triode V, 

the feed-back path, R4, C2, and the tuned circuiit consisting 
of C4 and the 3-4 winding of T1. Its output is fed via T2 to 
a rectifier bridge, MRD, where it is rectified so as to bias 
forward the other half of V which forms the detector stage 
and in the anode circuit of which is a sensstive relay A. In 
the absence of osciilator output the detector stage is biased 
to cut-off by the D.C. potential developed across R2.

The L1-C5 combination is tuned to f3 to eliminate, at this 
frequency, the impedance of the line looking towards the 
automatic exchange. Thus the effective impedance across 
the 2-6 winding of T1 is simply Z£.

When the circuit is idle it is terminated at the subscriber’s 
terminal by the bell. Consequently ZE = Zez, the oscHIator 
oscillatet, the detector stage is biased forward, and A 
operates. AA is, therefore, unoperated and the loop to the 
automatic exchange equipment is open.

The eignal frequency, f5 is nominally 140 c/s, and the 
upper limit of line loop resistance is, for cable circuits, at 
least 600 ohms. The actual limit for cables or open-wire 
lines has not yet been determined. The system operates 
from a 50 V supply.

The resistor R5 ensures that excessive current is not 
drawn from the automatic exchange equipment and that 
T3 is not too heavily polarised. Capacctor C3 by-paeeqe 
voice-frequency currents. The alarm relay, AL, monitors 
the powqr-supply and the continiuity of the valve heater 
circuit.

On an outgoing call, removal of the subscriber's handset
substitutes for the bell the L0-Ca branch which, being tuned
to f5, causes Zr to become Z3r Oscíllallons are inhibited
by the heavy load shunting the osdilatory circuit, A
releases, and AA operates. Aa closes the D.C. loop and
operates B which isolates C.

During each break pulse of the dial, the line is open-

circuited at the telephone instrument, allowing Z5 to rise 
to its maximum value and permitting osecilation. During 
each make-pulse the line is short-circuited and Z3 falls to 
its minimum value, thus terminating osciilation. Relay A 
operates during the break pulses and causes relay AA to 
repeat the pulses to the automatic equipment. Relay C, 
operating in the conventional manner at the first pulse, 
provides a low-impedance pulsing loop on both A.C. and 
D.C. sides of the osciilator unit, and also makes doubly 
certain that D.C. surges do not interfere with the osslilator. 
Noise from the first forward pulse which occurs before C 
has operated is sufficcently suppressed by the meta 
rectifiers MRA and by T1 and T3. _

When at the end of the cal Zg rises to ZE2, the re - 
establishment of osecilation operates A, and the automatic 
exchange equipment is released when AA releases.

On an incoming call, interrupted ringing current from 
the final selector operates relay C intermittently and so 
enables the subscriber's bril to be rung in the standard 
manner, as well as periodically restoring the osecilator unit 
to circuit in readiness for the subscriber answeeing. When 
this occurs, Ze falls to Zg^and hence, as soon as C is normal, 
A releases, and the ringing is tripped by AA. Subsequent 
circuiit operation is as for an outgoing call.

The system, as described, has been in use on a number of 
power station circuits for severaa years. There appears 
also to be a possibility of its having another field of applica
tion in the provision of dialling on the eide-circuite of 
phantom junctions.
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An Area Planning and General 
Purpose Vehicle

U.D.C. 629.113
G. H. SLATER, a.m.i.e.e.^

A description of a general purpose vehicle for the transport of staff engaged on planning and development, exchange construction, precision 
testing and other duties. The vehicle is a Morris Commerctal Utilibus and carries a party of six including driver.

Introduction

WITH the current methods of providing and 
maintaining the telecommunication system, it is 
economically advantageous in many cases to 
convey a number of men in official transport over consider

able distances to and from the site of the work.
Until recently this need has been met by modifying 

existing vehicles but, although this arrangement has served 
satisfactorily, the increased need for carrying extra 
passengers, particularly for conveying staff engaged on 
exchange construction work, has caused attention to be 
directed towards providing a vehicle designed for the 
purpose.

Concurrentiy with the passenger problem the provision 
of suitable transport for staff employed in planning and 
development duties required attention, since, for this 
purpose also, modified standard vehicles showed certain 
limitations.

It also came to light, during recent investigations, that 
there is a need for a cable test van for use in conditions where 
the larger and more expensive test van described in a 
previous article1 could not be justified.

It was therefore decided to develop a vehicle to meet all. 
three requirements and, bearing in mind the existing range 
of vehicles in service, a Morris Commerccal Utilibus (basicaUy 
a Morris Commercial 10 cwt. "J” type vehicle similar to 
the 10-ciwt. van Type 1 rrtentl;y brought into service) was 
chosen as the basis of the new vehicle. A general view of 
the new vehicle is shown in Fig. 1.

Fig. 1.—The New Vehicle.

Description of New Vehicle
In rearranging the interior of the trmlmr■l^iaJ. vehicle, 

seating was an important consideration and it was decided 
to make provision for seating six persons including the 
■ Inver.

To provide for carrying four passengers in the rear of 
the vehicle the nearside seat of the Utilibus was retained, 
this seat being suitable for accommodating three persons 
comfortably. On the offside a single seal: immediately 

-Executive Engineer, External Plant and Protection Branch, 
E.-m-C.’s Office.

1 ''A New Cable Test Van.” G. H. Slater. P.O.E.E.]. Vol. 47,
p. 173.
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behind the driver was also retained but a bench seal: on the 
offside was removed to make space for a large folding table 
suitable for laying out: maps when the vehicle is being used 
on development and planning duties.

The passenger seating accommodation in the rear of the 
vehicle is shown in Fig. 2. Both seats can be folded

Fig. 2i—VIrew showing Passengers’ Seats.

back against the side of the vehicle and secured by leather 
tiles, leaving a clear floor space for canying stores and 
equipment, thus extending the use of the vehicle to that 
of light stores carrying should occasion demand. The space 
beneath the nearside seat forms two lockers, one on either 
side of the wheel-arch, which can be secured with a padlock 
in coInunci.irn with a hasp and staple, the latter being 
attached to the underside of the seat which forms the lid 
of the lockers.

To facilitate the carrying of an extention ladder (8 ft. 6in., 
closed; 20 ft., extended) it was necessary to re-mount the 
driver’s seat' on a metal frame-work in place of the pressed 
metal tool box provided, so that the space beneath the seat 
could be effectively used to stow the forward end of the 
ladder. In effecting this rearrangement it was decided to 
change both driver’s and front passenger’s seats to the Posit 
Office standard type of seat; and to use the displaced tool
box for mounting the front passenger's seat as this needed 
to be set back to provide adequate leg room for the 
passenger and to allow for the fitting of the folding table 
set immediately in front: of the passenger’s seat and above 
the engine casing. By covering in the nearside step weel a 
levee floor was formed immediately in front of the passenger 
seat with the advantage of providing easy and unrestricted 
access via the nearside door as well as a comfortable riding 
potition. The driver’s seat is adjustable in the forward 
and rearward directions, and this facility has also 
been extended to the passenger's seat so as to provide a 
comfortable potition when the table is in use.

The table in the rear of the vehicle was built as an 
independent unit for securing to the floor and side of the 
vehicle body. In detigning the table unit; it was arranged 
that when it is in the closed position (Fig. 2) the unit 
projects into the vehicle body by no more than the thickness 
of the table top beyond the width of the wheel-arch over



which the table unit is mounted. This gives the maximum 
available floor space and facilitates the housing of the 
extension ladder, which, at the forward end, must enter 
the space beneath the driver's seat. To guide the ladder 
into position and to provide protection for the table top in 
the closed posstion, a rubbing strip was fixed between the 
two aluminium alloy angles securing the table unit: to the 
floor. The table top is secured in posstion, when lowered, by 
two turnbuttons which turn into slots in the table edge so 
as to avoid any projections.

Fig. 3.—View showing Table in Raised Position.

The table, raised in position for use, is shown in Fig. 3 
which also shows the extension ladder in posstion, together 
with a set of survey rods. It is not posssble to raise and 
lower the table With the ladder in place, but this is 
considered to present no real disadvantage.

The frame-work of the table unit, to which the hinged 
supports and top are secured, has been arranged to provide 
two deep pockets, one at each end, for stowing rolled maps, 
and in the space between these pockets, above the wheel
arch, a partitioned compartment provides accommodation 
for Engineering Instructions, Telephone Directories and 
the forms associated with planning and development 
duties. Penci grooves in the top rail of the unit, together 
with an edge moulding, complete the table equipment. 
When erected, the top of the table is horizontal—a sight: 
disadvantage on planning and development duties, when 
a sloping table may be preferred, but essential when the 
vehicle is employed on precision testing.

A light fixed above the table provides a measure of general 
illumination within the vehicle for those occasions when it 
is necessaay; and to complete the internaa equipment a 
handle on the inside of the rear doors facilitates the open
ing of :ire.• doors from the ^te:ir of the vehicle ani so 
provides ready means of exit from the rear of the vehicle.
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Book Reviews
"Magnetic Alloys and Ferrites.” Consuming Editor, M. G. 

Say. George Newnes. 200 pp. 114 ill. 21s.
This is one of a series of books written for the profeesional 

engineer and technician who desires the latest information.
There is a useful opening chapter on ferromagnetic theory 

by Professor Brailsford; in this, M.K.S. units are used 
exclusively. There is also an Appendix in which tliese units 
are briefly described, and in between there are the several 
chapters by epecialiet authors who have not been consistent 
in their nomenclature, M.K.S. and C.G.S. units being eometimne 
used side by side. Although we shall probably have to become 
familiar with the M.K.S. system, the average engineer handling 
magnetic questions in this country may find it a mixed 
blessing.

Some precious space is wasted by descriptions of manu - 
factoring details which are not full enough to be useeul to 
anyone who would need to know about them.

The book presents a wide survey of applications for mag - 
netic materials and gives data appropriate to these uses; 
examples of those not always described are magnetossrictive 
alloys, compensating. alloys, micropowder magnets and 
magnetic recording materials. For the serious student there 
are adequate lists of references at the ends of the chapters. A 
blemish, which is not peculiar to this book, is the failure to 
distinguish between published data and the properties about 
which the professionaa engineer may ready want to know— 
the properties attainable in practice.

The book is well illustrated and engineers will probably 
find it a useful handbook covering a wide field in a small 
compass and describing some materials of recent introduction 
which may play a part in future progress. One cannot help 
feeling that fewer pictures and more data would help him 
even more.

C. E. R.

"Transistor Audio Amplifiers." R. F. Shea. Chapman & Hall. 
Ltd., London. xiii + 219 pp. 190 ill. 52s. 

The author of this book recentiy edited one entitled
“Principles of Transistor Circuits,” for which high praise was

offered. He has now attempted to deal with a epn:iíic group 
of applications of the transistor, but, in several ways, with 
very much less success. He begins with some considerations 
fundamental to transistor applications and with transistor 
parameters, mainly in graphical form. Nearly a quarter of the 
book is then devoted to epecificationt—of currently available 
American junction trateisSt>rr—such as one finds on data 
sheets issued by . manufacturers. It is difficult to find 
justification for all this, particularly as there is so much 
near-repetition. Some of the key properties of the three con - 
figurations, grounded-base, grounded-emitter and grounded- 
collector are then stated, and bias stabilisation touched upon. 
Means of coupling consecutive stages and their effectiveness 
are described. Noise, impedance matching and frequency 
limitations are briefly considered and the positioning of 
volume controls in amplifiers is discussed.

Properties of Class A amplifiers are presented with only 
little reference to tandem working and no mention of negative 
feedback to reduce non-linearity or to control input and 
output impedance. Class B power amplifiers receive rather 
more attention; this method of use may well be important in 
domestic radio receivers. The final chapter is devoted to 
practical examples. Details are given of two three-stage 
transformer-coupled, grounded-emitter hearing aids, one using 
a tapped 3V battery and. the other a single 1-5V cell, and of an 
aid using complementary symmetry in a Class B output stage. 
A gramophone pre-amplifier, an electronic megaphone giving 
an output of 0 5W and a high-power amplifier using two 
high-power transistors in Class B to deliver nearly 15W with 
a harmonic content of 5 per cent. or less, are also described.

The book will hardly satisfy anyone wishing to do more than 
copy the designs given, with, perhaps, modifications to suit 
transistors of sligh-tl^r different. characteristics. The basis of 
design is often stated but rarely developed and very little 
analysis is given. Results are presented in numerous graphs; 
some will be very useful for reference or design purposes, but 
others could be deleted to save something approaching 
duplication. The presentation is gmeraaly very good, but the 
price is high. J R T
I.P.O.E.E. Library No. 2287.
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“ Mosaac**—An Electronic 
Digital Computer

Part: 1.—The Store and Arithmetic Units

ALLEN W. M. COOMBS. ph.D.T

U.D.C. 681.142:518.5
This article, to be published in four parts, describes a high-speed electronic computer designed at the Post Office Reseurch Station 
for the Ministry of Supply. Part 1 explains the need for such a machine and goes on to give a general description of two of the chief 
components, the Store and the Arithmetic Unit. Part 2 will complete the outline by describing the other two chief components, the
Control Unit and the Input-Output mechanism. Part 3 will be devoted mainly to the use of the machine, particularly as regards 

Programming. The electronic techniques employed will be discussed in Part 4.

Introduction

MODERN physics propounds many problems, the ¡wers to which can be obtained only by numerical 
analysis. Moreover, the problems can involve such 
an amount of arithmetic that even with the aid of desk 

machines a single calculation may take many weeks, or 
indeed months, with a corresponding dissipation of man - 
hours. Sometimes, the speed of obtaining the result is all
important; for instance, weather forecasting will be much 
more of an exact; science than it is, when U the relevant 
factors can be mrorporated■into the rM<rUatioTi and yet 
permit the answer to be obtained before it is out of date. 
Even where speed is not vital, man-power may be, an<d 
so the need has existed for some sort of machine which 
rould solve long and tedious numeric^ problems by itself 
—or at least without the continued supervision of a human 
operator to "tell it what to do next" The sort of problem 
envisaged might involve groups of 50 or 60 simultaneous 
equations with a variety of right-hand sides, non-linear 
functions, solutions of the Laplace equation for various 
complex boundary conditions, roots of Polynomials for a 
wide range of coefficients and so on. Such problems 
normally arise in ballistics, crystallography, field physics, 
nuclear physics and statistical analysis of all kinds.. There 
are also applications in commerce and economics, in 
engineering dessgn, and in the region where engineering 
and economics meet.

The need is met by the modern high-speed electronic 
digital computer. To solve particular problems, many 
speckl-purpose machines have been built, ranging from 
the anti-aircraft gunnery predictor up to the differenntiial 
analyser and down to the side-rule. Such machines are 
ready always ''analogue' maccinee-that is to say, they 
substitute the problem to be solved by an analogous 
problem having a more ecsiiy controllable physical mani
festation, such as wheel movements for aircraft flight, or 
lengths for logarithms. Their accuracy depends on the 
skill with which mrchanlcaC devices can be made, and the 
rcrurrry with which voltages and movements can be 
measured; it is rarely better than 0-1 per cent. The digital 
computer, on the other hand, uses no accurate measuring 
processes. It simply works on the numbers representing the 
parameters of the problems, applying the basic arithmetical 
processes of addition, subtraction and comparison. A 
hundred-food increase in accuracy in an analogue machine 
implies a hundred-fold increase in size, whereas the 
corresponding increase of two decimal digits in a digital 
computer may make little difference to the overaH size of 
the machine. Since the digital machine uses rnl;ythrsimplr- 
of arithmetical processes, it can be made comprehensive in 
application, in much the same way that bricks will make 
any sort of house, but per-frOrlrrtrd sections only a limited 
variety. The sequence of elementary operations, which of 
course varies from problem to problem, is devised in 
advance for each complete computation by the mathe- 
matiricn in charge of the machine, and incorporated in a 
"‘programme” of instructions for the machine to obey.

■fPrincipd Scientific Officer, Post Office Research Station.

"Mosac” is a general-purpose electronic digital computer, 
designed at the Posit Office Research Station for the 
Ministry of Supppy. It is installed at Malvern, and is now 
in full operation. The purpose of this series of articles is to 
describe the geneeal functioning of the machine and the 
rlecternir techniques used in its ronstructioe.

In common with all other digital computers, Mosaic 
pottesset four basic elements, which are the Store, the 
Arithmetic Unit, the Control, and the Input-Output 
Mechanism. The manner in which these sepea-^te parts 
work together will be indicated later; they will first be 
treated teparaCely.

The Store
The number of separate arithmetical operations in even 

a smad calculation may be very large when each operation 
is limited to a simple addition or subtraction. Digital 
machines must therefore be designed to carry out any one 
such operation at very high speed, and in fact Mosaic can 
add together two numbers, each the binary equivalent of 
12dectmal digits (240) in 70pS. Cleariy, to use the machine 
time effictenety, it must be posssble to feed the instructions 
in at a comparable rate, and since this is well outside the 
scope of any human operator, it follows that the whole 
programme of instructions must be fed into the machine in 
advance and held in some form of store which will allow 
the machine to draw on it at high speed as the computation 
advances. In addition to storing the instruction programme, 
the store must hold the data figures relating to the problem 
being solved, interim results (the sort of figure one scribbles 
in the margin) and possibly the numerical values of such 
phytiral constants as 7 and s. It must also act as the 
intermediary between the rssteeially low-speed input and 
output gear and the high-speed computing circuits. It is 
therefore a vital part of any digital computer.

The essence of a storage unit is that it smH be capable of 
exhibiting more than one physical state, that its changes of 
state shall be reversible and that it shall be able to retain 
any one of its states for a finite time. For use in a high-speed 
computer, it is also necessary that the state thaCl—in some 
way—be readable at high speed. Thus, a rrpacttrr might 
be made to store a drctlmal digit by being charged to one of 
10 discrete levels of potea1;iU and, if the leakage were low 
enough, this potential could be read off as and when 
required. However, storing decimal digits in this or 
analogous ways is very unsatisfactory. It is not easy to 
obtain a rapid and reliable answer to the question "How 
much charge hrt this condenser?” without altering the 
charge state in the act of reading it, and with the rertaiIlty 
that the charge has not altered since the ttoee was set up. 
It is much more convenient and prrctirrl if the only 
question to be answered is ''Has this rrndensee a charge or 
not?”—and this on - off or binary chlreccteristlr is mm - 
mon to the whole range of possible storage units. It is 
particularly true of non-lieerr and saturable devices, and 
of those where wide manufacturing tolerances or variations 
with age occur. It is therefore norma for digital computers
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to store their information in the binary mode—as binary 
digits—rather than in the decimal mode. Thus, in such 
stores, a valve is either fully conducting or cut: off, a trans
former is always saturated either forwards or backwards, 
and a mechanical strain is either there or not there. The 
binary technique is usually extended into the computing 
circuits as well, for circuits to add or multiply binary 
numbers are far simpler than those to add or multiply 
decimal numbers.

Mosaic is no exception to the general rule, both storage 
and arithmetic being carried out in the binary mode. 
Storing information in a stable and rapidly accessible 
manner is the most difficult tingle problem to be solved in 
the design of a computer, and this has led to the storage 
technique being the most variable factor over the whole 
range of current machines. Mosaic uses the ultrasonic 
delay line, which is a form of mechanical strain storage. If 
a pipe filled with an elastic fluid is terminated at each end 
with a diaphragm, and if one diaphragm is made to vibrate, 
then a mechamcal disturbance will be propagated down the 
line in the form of longitudinaa waves, at the speed of sound 
in the fluid. The vibrations will be received and reproduced 
by the second diaphragm at a fixed interval of time later, 
depending on the distance travelled by the wavee—i.e., the 
length of the pipe. Now suppose that the origin! vibration 
had consisted of a series of bursts of osciilation, each burst 
lasting for only a 1/1,000 part of the total transit time of the 
coInprsssion! waves. It would be postible to insert up to 
1,000 such bursts into the line before the first reached the 
receiving diaphraag—in other words, the fluid could store 
1,000 binary digits of information. To perpetuate the 
memory, it is merely necessary at this time to feed the 
output back into the input, so making the stored informa
tion circulate indefinitely.

So much for the general nature of the delay line store. Of 
course, there will be deterioration of pulse shaae in a transit 
of the line, and small variations in transit time, both of 
which would cause rapid loss of the information if allowed 
to accumulate over many transits. Therefore, the pulses or 
bursts of oscillation require to be re-shaped and re - 
synchronised before each and every transit, so it is not quite 
true to say the output is -fed back into the input. More 
accurateey, a new input is "gated” into the line under 
control of the output. Then, the transit time for any 
practical line, say, 6 ft. long, is only about 1 m8, so if 
1,000 bursts are required, each must last only 1 ^S, which 
implies an oscUlation frequency of the order of 10 Mc/s. No 
diaphragm could produce this, but the effect of a diaphragm 
is convementiy obtained with an X-cut quartz crystal 
excited into thickness vibration. The elastic fluid is, not 
very convementiy but neceesstily, mercury for various 
reasons such as acoustic impedance matching to quartz, 
stabiilty, low attenuation and electric! conductivity. There 
must be a means for "writing” a binary pattern of pulses 
into the circulating system, obliterating a previous pattern 
if necesssay, and means for “leading” the contents of the 
system into the functional part of the machine, in this case 
without dessroying the stored pattern. Both these 
operations can take place at the point of regen eeation, 
where the output is re-inserted into the line.

, Fig. 1 gives an indication of the circuits and controls 
required for a single delay line in Mosaic, with a portion of 
a typical pulse pattern in the mercury. The main store 
consists of a battery of 64 lines each capable of holding 640 
binary digits at a pulse frequency of 570 X 103 pulses/sec. 
All numbers and programme instruction “‘words” are 
40 binary digits long, so a tingle line can hold 16 such 
numbers or words, a total of about 1,000 for the machine. 
The period of a complete circulation of any one pulse is 
known as a "major cycle’ and the period covering the

Fig. 1.—Block Schematic Diagram of Mercury Delay-Line 
■ Switching Circuits.

passage of a single 40-<di,git word past a given point as a 
"minor cycle”; there are therefore 16 minor cyclee of 
70-21118 in a major cycle of 112 mS. If a tingle word of the 
16 in a line has to be replaced, it is necessary that the 
recirculation path be broken and the appropriate source 
of "pluses in” be connected during, and only during, the 
minor cycle when the superseded word is flowing through 
the regeneeation circuit. Therefore, the switch A (which is 
of course electronic although drawn in relay form) is 
operated only during this relevant minor cycle; this is 
achieved by making it an “‘and” switch, operated by the 
joint "on” condition of two leads "dest. x" and "tt,” 
both derived from "the control circuits, and indicating 
asspestively that this particular delay line (x) is to be used, 
and that the time is now ripe for the transfer.

Since there are 16 words to a line, with access only 
during the regeneeation stage, it follows that it may be 
necessary to wait up to 15 minor cycles for a particular word 
to appear. The difficulty is not serious in the case of the 
programme words, for they can be arranged in the store so 
that for the most part they are flowing out of their several 
lines and through the regenerators at the instant when they 
are required by contiol—a system known as "optimum 
programming.” It is much more serious for the numeric! 
data' and accordingly the store contains 32 short delay lines 
each capable of holding only one complete 40-digit number. 
The numbers proper to a particular part of a computation 
are fed into these in advance, and thereafter are of course 
available contmcocsiy, since their circulation time is only 
a minor cycle..The"population” of the short lines will be 
continually changing during the course of a computation.

The genera mechamcal arrangement of the storage lines 
is shown in Fig. 2. The store is sentitive to temperature 
differences between lines (of as little as 1°C), because of 
corresponding variations in velodty of the pulses travelling 
down the lines; therefore the entire stack of 64 long lines 
and 32 short lines is mounted in a metal-lined thermally- 
insulated container, itself surrounded by a cavity wall, and 
is installed in a separate room from the electronic equip
ment. The question of temperature senssttivty will be 
returned to later, in Part 4.

The Arithmetic Unit
There are two ways in which arithmetic! operations can 

be performed by digital computers. Suppose, for instance, 
that the operation is that of adding together two 40-digit 
binary numbers. Then it is postible to add all 40 columns 
iiIncltlnslusiy, bank-clerk fashion, a process known as
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Fig. 2.—MErrcury Delay-Line Store.

“parallel” working. This is a very rapid method, but 
requires a large amount of equipment—one adder per digilt. 
The alternative procedure is to take one column at a time, 
starting with the least: significant digit and carrying forward 
as required at each stage. This “serial” technique is slower 
but far more economical as a single adder network is used 
throughout. The speed difference is not so great as it might; 
appear, for it is usually arranged that a machine with a 
fundamentally low digit frequency is arranged to use simple 
adding networks in the paraHel mode, while a high-speed 
machine will use a single complex adder in the serial mode. 
The serial method has a certain advantage in that a fault: 
in the single adder network will rapidly be shown up, and 
it is particularly suited to a delay-line store, since in such a 
store the digits are in any case passed in series through the 
withdrawal point in the recirculation unit.

Mosaic carries out its arithmetical operations in the serial 
mode. The fundamental opration is to extract two 
numbers from the store, operate on the two in some way, 
derive an answer as the resuit of that operation, and 
consign the answer back to the store. There is a choice as 
to the nature of the operation itself; it may be addition, 
subtraction or multiplication in the normri arithmetica 
sense, or it may be a "logical” operation involving the 
comparison of the two original numbers digit by digit. The 
logicua operations are ‘And” (multiplication), "or” 
(Boolean addition) and “not equivalent , to” (addition

NUMBER A 11010111 (=215)
NUMBER B 01110010 (=114)

(Least significant digit on the right)

TABLE 1
Arithmetic and Logical Operations in Mosaic

Operation ADD 
(+)

sub
tract

HR
AND
(&) '

OR 
(V)

NOT 
EQUIV. 
TO(:9)

NUMBER C
1. Binary
2. DeciIeal ,

(1)01001001
329

01100101
101

01010010
Not signi

ficant

11110111
Not signi

ficant

10100101
Not signi

ficant

without carry) and they have a 
variety of uses—for instance, in 
checking the sign of a number. 
Table 1 shows the numbers "C” re - 
suiting from the application of 
various operations to two 8-digit 
binary numbers "A” and "B.” It 
will be observed that the sum of the 
two numbers involves a carry-over 
into the 9th digit posstion, and the 
40-digit Mosaic numbers may simi
larly produce a carry into the 41st 
digit, a contingency which must be 
provided for in the programme.

In addition to these operations, a 
"delay” function is provided, which 
will "shift” a given number “A” a 
specified number of positions to - 
wards the most significant enn— 
that is, it wiH multiply by aspedfied 
power of two, more eashy and 
rapidity than the complete multi- 
plier uniit, though with a limit: on 
the magnitude of the number "A” 
to be operated on. Fig. 3 shows 
the generaa arrangement of the 

arithmetic unit in schematic form. The operations, apart 
from multiplication, take place in precisely the time 
taken by a 40-digit number to pass a given poinn—that is, 
one minor cycle, or about 70 ,tS—but the multiplier requires

control

Fig. 3.—Boork Schematic Diagram of Arithmetic Unit.

about 6 m3 'to produce its answer. Therefore, when a 
multiplication is called for, it is arranged that the multiplier 
is ‘‘sealed off’” from the rest of the machine while the 
operation is carried out; the other functions of the machine 
car: uoitinue to be employed, na the cisu; of the 
multiplication, the product, is placed in a temporary store 
of its own which can be read out by the control circuits as 
and when required, just as though it were a part of the 
main store—as indeed, physicaaly, it is.

(To be continmed)
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Notes and Comments
Birthday Honours

The Board of Editors offers congratulations to the following members of the Engineering Department honoured by
H.M. The Queen in the Birthday Honours List: 
Bournemouth Telephone Area .. C. K. Spencer
Brent Radio Telephony Terminal -. W. D. H. Lockerby 
Engineering Department .. . ■ S F. Alexander
London Telecommunications Region J. H. Jenkins 
Southampton Telephone Aiea .. C. A. Steedman

Stoke-on-Trent Telephone Area L. B. Gould

Technical Officer .
Technical Officer .
Tec h/n' Of Icel .
Draughtsman ,
Executive Engineer

Technician I ,

British Empire Medaa 
British Empire Medal 
British Empire Medaa
British Empire Medal 
Member of the Order of 

the British Empire
British Empire Medaa

J. R. Tillman, D.Sc. A.R.C.S.
Dr. J. R. Tillman, Senior Principal Scientific Officer in 

charge of the Electronics Division of the Post Office 
Research Station since 1952 and a frequent contributor to 
this Journal, has recently been awarded the degree of 
Doctor of Science at London University for his work in 
physics and electronics. We offer sincere congratulations 
to him on obtaining this high academic distinction.

The InstitutinnofTeleiommutiiatiot Engineers, India
We note with interest that the Institution of Telecom

munication Engineers, inaugurated in New Delhi, India, in 
November, 1953, has rapidly grown to a considerable stature 
in its membership and activities, having already more than 
a thousand members on its rolls. Its membership is drawn 
from various government-operated communication agencies, 
the three Defence Services, research institutes and 

industry. A quarterly Journal of the Institution of Tele
communication Engineers is proposed to be published and 
the first issue oithie Journal is already in the press. Talks 
and discutsinn meetings are now arranged periodically at 
New Delhi, the headquarters of the Institution, and similar 
activities are being planned at Bombay, Cakutta, Madras, 
Poona, Bangalore and Jabaapur.

Editorial Appointments
Mr. G. E. Styles, Managing Editor of the Journal. since 

1947, has resigned from this post owing to a change in his 
official duties, and the Conned of the Institution has 
appointed Mr. \V. A. Humphries, formerly Assistant Editor, 
to take his place. The new Assistant Editor is Mr. E. Davis.

The Board takes this oppoorumty of thanking Mr. Styles 
for his services in helping succesttully to maintain both the 
standard of the Journal and its financial position during a 
period that was not without difficulties.

Institution of Post Office Electrical Engineers
Essay Competition 1955/55—Results

A Prize of £5 5s. 0d. and an Institution Certificate have been 
awarded to the following competitor in respect of the essay 
named:—

W. T. Webb, Technician HA, Fastham (S.W. Region).
“‘A diary of storm-work around Fasthaln.”

Prizes of £3 35. 0d. each and Institution Certificates have 
been awarded to the following four competitors:—

E. H. Piper, Technical Officer, Bournemouth (S.W. Region).
"Technology and the individual.”

W. Mercer, Ttchnical Officer, Portpatrick (Scotiand). 
“Earth currents in submarine cables; their tidal origins 
and character."

C. Biddlecombe, Technical Officer, Engineeriing Dept. (Test 
Section). "Quality control by sampling in the London 
Test Section.”

R. A. Lodge, Technical Officer, Brentwood (E.T.E.). “A 
survey of international radio telegraphy.”

Institution Certificates of Merit have been awarded to:—
V. A. E. Fountain, Technical Officer, Engineering Dept.

(Research Branch). “Electronic telegraph apparatus/“
A. R. Brown, Technical Officer, Truro (S.W. Region). 

"Shared service in practice; methods, difficulties and 
possible future.”

A. C. Button, Technical Officer, Brighton (H.C. Region). 
"Organised training in the field/”

W. J. Phillips, Technical Officeer Penaath (W. & B.C.). 
“'The excavation of the ground by explosives."

J. R. Haggart, Technical Officer, Edinburgh (Scooland).
“'An introduction to the transistor.”

The Councfi of the Institution records its appreciation to
Messrs. W. S. Proctor, A. E. Morrill and H. E. Francis, who
kindly undertook to adjudicate upon the essays entered for the
compeeition.
N.B.—.Paticcwlars ofthe next competiiton, entry for which closes
on the 31^2 December, 1055, and a review ofthe above-mentioned
psize-winning essays, will be publishdi later.

Associate Section— New Arrangements for Deduction 
of Subscr-ptinns from Pay

The Council of the Institution is pleased to record that it 
has been tuccessSut in obtaining authority—as from 1st April, 
195S5—for the collection of subscriptions from members of the 
Associate Section by deduction from pay at any Centre where 
the facility is requested. The introduction of the new scheme 
will relieve a number of the difficulties experienced in the past, 
and should prove invaluable in obtaining increased member
ship figures. Furthermore; it will now be pntsiblefnr Associates, 
by the payment of an inclusive subscription deducted from 
pay, to receive each quarterly issue of the P.O.E.E. Journal, 
an arrangement which should prove of great convenience.

Literature describing the operation of the scheme, with a 
supply of membership consent forms, was distributed early in 
the year to all interested parties, including existing Associate 
Section Centres and Associate Section Liaison Officers, from 
whom those interested may obtain further information.

HI. E. Wilcockson, Se<creaar'.

Additions to the Library
2247 Radio Laboratory Handbook. M. G. Scroggie (Brit. 195-4. 

Designed to fill the gap between the home expel
menter’s literature and the prnfettional textbooks.

2248 Magnetic Amplifier Circuits. W. A. Geyger (Amer. 1954).
A practicaa exposstion, in as simple as pntsible a 

treatment, of the fundamental principles and applica
tions of magnetic amplifiers with spe^at reference to 
magnetic servo amplifiers.

2249 L-’nyriccUng and Allied Oils. E. A. Evans (Brit. 195-4)..
Gives an insight into the application and properties 

of lubricating oils.
2250 Earth Conduction Effects in TransmHting Systems. E. D. 

Sunde (Amer. 1949).
A comprehensive treatment of the subject.

W. D. Florence, Librarian.
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Regional Notes
North-Eastern Region

LIFTING JACK FOR SWITCHBOARD MULTIPLES
Some time ago it became apparent that the lifting jacks 

used for raising the subscribers’ multiple cables at the rear 
of the switchboards in Huddersfield manual exchange, in order 
to gain access for faulting, would have to be replaced because 
of their worn-Out state.

It was thought that these old-type jacks, which required a 
good deal of manual strength to manipulate, and which were 
quite costly to manufacture, could be improved by the 
adaptation of a hydraulic car jack; this would considerably 
reduce the manual strength required for the operation of the 
lifting jacks and at the same time would reduce- the cost of 
manufacture by about one-third. Accordingly, a new type of 
lifting jack was desígned in the Telephone Managee’3 Drawing 
Office, Bradford.

The new jack (shown in the photograph) employs a standard 
type of hydraulic car jack which enables the multiple to be 
gently raised or lowered without straining the wiring, in 
contrast to the previous method of driving in wooden wedges

The New Jacks in Use at Huddersfield Exchange.

until the desired clearance -was obtained. This previous method 
frequently resulted in damage to the cable braidings both 
above and below, and in addition, the resulting compression 
was liable to damage the wire insulation.

The jack consists of a fabricated welded steel frame machined 
to accommodate a shoe-block slide. A clamp is fixed in the 
frame to hold the jack in position when operated. The standard 
type of hydraulic car jack is modified to accommodate the 
actuating shaft which is of 1%in. silver steel bar, suitably 
drilled for fixing the position of the shoe block and so enabling 
a range of lift to be achieved. A ring adjuster is fixed to the 
jack to provide for the slack in cables being taken up prior to 
operating the hydraulic lift. It is posssble for one operator to 
use two jacks simultaneously and thus secure an even lift over 
the section of multiple affected.

The jack is being used with success in various parts of the 
country and has resulted in increased efficiency and 
saving to the Poss: Oflice.

C S. S.

North-Western Region
DAMAGE TO SHEET STELL POLES

During a blizzard which occurred in the TidesweH area of
the Peak district on 16th January, 1955, a light; pole route in
an exposed position about 1,150 ft. above sea level received
the full impact: of the severe icing and high winds which
prevailed.

Snowdrifts of 10-12 ft. prevented access to the route until

18th January, 1955, when it -was found that an intermediate 
portion of the route, which was carrying ten 70-lb. C.C. wires 
at 60-yds. spacing, had collapsed. This portion of the route 
consisted of seven 24-ft. light: sheet steel, poles, interspaced with 
one light wooden pole. Six of the steel poles had collapsed at 
the junction of the bottom section, with the seams of both this 
and the intermediate portion burst and torn. The upper 
portiions were lying at right-angles to the route with the 
bottom sections free from corrosion and firm in the ground.

The route was erected in 1950 to provide service to several 
hill farms and was in a fairly straight line in rocky ground near 
a dry stone wall. Wooden poles formed the remainder of the 
route and, from conditions found on accessible routes in the 
vicinity, it is $ssumed that the ice formation on the wires 
probably had a diameter of 3 in.-4 in., with the high-wind at 
right-angles to the route. The wooden poles at each end, and 
interspersed with the steel poles had remained erect.

Development of the route had been greater than expected 
and the route was carrying a full load for a normal situation. 
It is understood that this is the first case of damage of this 
nature to shut steel poles, other than to individual poles.

J. N. C.
Midland Region

BEESTON (NOTTINGHAM) NEW AUTOMATIC 
EXCHANGE

A new replacement standard non-director 2,000-type 
telephone exchange with 3,700 multiple has been installed by 
Ericssons Telephones, Ltd., and was brought into use on 29th 
January, 1955. The old exchange building has been extended 
by the addition of another floor and the interior walls are 
matt finished in a light cream colour on three sides, the fourth 
side bring light grey.

A11 racks and associated metal covers are stove-enamelled 
light grey, stove enameling being used to eliminate any 
posssble chemical interaction with the cream-coloured PVC- 
sheathed and insulated switchboard cable. A11 overhead cable 
racks and supports are cream-enameHed and with their 
assocciited cables blend into the background of the cream - 
coloured ceiling, producing an impression of height and bright - 
ness which is a marked contrast to the old exchange. I.D.F. 
connection strips are faced with white plastic designation 
strips engraved with black characters which give maximum 
ease of identification.

The switchboard cable is worthy of ipe^5ial note. The smooth 
finish of the plastic sheath will make cleaning easy and the 
elimination of wax fumes and the dirt assoccated with stripping 
and terminating textile covered cables should help to keep the 
fault liability of the switches and relay sets at a very low figure.

A. H.

Wales and Border Counties
REARRANGEMENTS AT NEWPORT (MON.) 

AUTOMATIC EXCHANGE
At midnight: on 19th February, 1955, a transfer operation 

of unusuaa complexity took place, involving number changes 
to al! subscribers, re-allocation of iubicriberi’ca^ingequipment 
and multiple, and the rearrangement of gradings on sub
scribers’ and manual board levels.

Newport was one of the earliest automatic exchanges 
provided in this country; installation commenced in 1913 but, 
owing to the war, completion was delayed until 1916. The 
original equipment was of the Strowger type, provided by the 
Automatic Telephone Manufacturing Co. (now A.T. & E. Co.) 
using vertically mounted relays, but prior to the current; work, 
extensions had been-carried out with 2,000-type equipment 
using both linefinder anduniieleitor subscribers’ equipment. 
In 1951 the original group selectors were-replaced, leaving 
3,000 lines served by Keith Line Switch and ride-swilch-type 
Final Setector equipment, which have been taken out of service 
by the operation to which these notes refer. Of the original 
equipment only the M.D.F. and LD.F. now remain.

A new wing to the building has been erected for additional 
exchange equipment and for postaa purposes, but the accom
modation which this has provided is separated from the existing 
apparatus by the switchroom. The origmaa M.D.F. and 
I.D.F. had already been extended to the physicaa limit, so that 
it was decided that the new wing should house additional 
subscribers’ equipment with assoccated M.D.F. and I.D.F., and
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that a separate part of the exchange area should be served by it, 
the external cables from which would be terminated on the 
new M.D.F., while the remainder of the exchange area would 
continue to be served from the existing M.D.F. The trunking 
of the new equipment would, however, be integrated with the 
existing 2,000-type equipment which, at the same time, would 
be converted from a 4—diigU: to a 5-diyit numbering range. 
The Keith Line Switches and the original Final Selectors 
would be recovered.

Prior to the transfer the external cables serving the area to 
be segregated, were diverted to the new M.D.F. and the cut
away ends used as temporary tie cables between the new and 
existing M.D.F.s, so that the actual diversion from one M.D.F. 
to the other presented no unusual difiiculty. But the transfer 
operation had to free the Keith Line Switch equipment for 
recovery and the subscribers connected to it were divided 
between the areas to be served by the two M.D.F.s. Also there 
was no existing 2,000-type equipment spare to facilitate the 
manoeuvre. It was therefore necessary that existing 2000-type 
equipment, freed by transfer of subscribers to the apparatus 
in the new. wing, should at the same time be taken up by 
subscribers, hitherto served by Keith Line Switches, who 
were to continue to be connected through the old M.D.F. 
This was postible because of the simultaneous conversion to 
5-digit working.

The subscribers were therefore in the following categgoies:—
1. Those in the area to be transferred to the new M.D.F.

and equipment. These were served from Keith Line 
Switches and from existing 2000-type equipment.

2. Those in the area to be served by the existing 2000-type 
equipment and retained on the old M.D.F., of whom 
some remained on their existing subscribers’ equipment 
and the remainder were removed from Keith Line 
Switch equipment; to existing 2000-type equipment 
vacated by subscribers transferred to the new equip
ment. The sorting of shared and exclusive lines was 
an additional complication in this group.

At the same time, an additional rank of switches had to be

SUBS ON 
NEW MD.F

SUBS REMAINING 0N 
EXISTING M.D.F

SUBS EQUIPMENT
KLS 
to be 
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2000 type
1 to be 
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New 
lit Sell
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introduced. These were trunked irom two levels, until then in 
use for the 4-digit range, which had to be completely regrouped 
and graded. Gradings for the Manual Board levels had also 
to be rearranged to meet redistributed traffic. The usual can- 
throughtest of new equipment could notcover these rearrange
ments and that part of the testing had therefore to be deferred 
until after the transfer.

The use of a large number of keys and change-over strips 
was necessaay, together with a complicated system of records 
and labelling during the interim period. The diagram shows 
the essentials of the transfer scheme but excludes such details 
as grading changes, changed number arrangements, etc. In 
practice the change-over contacts shown were a combination 
of single make or break contacts and wedges in the M.D.F. 
protectors. Following. the transfer, at Saturday midnight, 
only the emergency lines were tested by the traffic staff, the 
usual engineering tests of subscribers’ circuits andthe remainder 
of the traffic tests being deferred until Sunday morning. The 
night period was spent carrying out a call-through test of the 
rearranged gradings.

The successful completion of the work is to the general 
satisfaction of all concerned and those directly involved 
deserve congratulation.

S. E. N.

London Telecommunications Region
NEW TELEVISION CABLE

The decision of the B.B.C. to build a new London Television 
Transmitter in the grounds of the Crystal Palace, and of the 
I.T.A. to use a nearby site at Beaulieu Heights (on the 
northern outskirts of Croydon) have necestiiated the provision 
of a fpecial coaxial cable nearly ten miles long linking these 
sites with their central control points.

At the time of writing these notes (May 1955) most of the 
new ductwork required has been laid and much of the cable 
has been drawn inand jointed by the con-tractor (Standard 
Telephones and Cables Ltd.).

The main section of the cable is of a fpecial type, carrying 
three 0-975-in. coaxial cores, six 40-1b. screened pairs (for 
sound channels) and seventy-six 20-lb. pairs which are to be 
loaded, some of them being used for control purposes and the 
resit for junctions between Museum and Livingstone Exchanges. 
The screened pairs occupy one of the worming spaces, and the 
20-lb. pairs the other two. The centre of the cable, between 
the coaxial cores, is empty but will be useful as the.cable will 
be pressurised.

A three-core coaxial cable with 0-975-in. tubes is the largest 
which can be drawn into a standard duct, its diameter being 
approximately 2-9 in. over the protective wrapping. The 
route had to be fpeci^all;y surveyed because of the large bending 
radius required, 2 ft. 3 in.; equivalent to the inside radius of 
a large cable drum. This work was started about: twelve 
months ago, and considerable changes had to be made before 
a satisfactory route could be planned. It is of interest to 
record that when first proposed, a single-core cable of about 
1-5 in. diameter was specified.

When the larger cable was proposed the route oi-iginaHy 
planned was found unsuitable because of the bending radius 
requirement. It was found, however, that by building a new 
route about 1,600 yards long through the Camberwell New 
Road, about 420 yards could be cut from the overaH 
length of the route and that loading points in the Centre and 
City Areas, with the addition of one new loading manhole in 
South East Area, enabled existing loading manholes between 
Denmark Hill and Crystal Palace to be used with spacings well 
within tolerance.

At the Crystal Palace Parade a full-size cable will enter the 
Palace grounds to serve the B.B.C. Two cores will be extended 
to the new B.B.C. transmitter building now under crnsfructirn. 
Two smaller cables will be laid along the Crystal Palace 
Parade to Livingstone Exchange, a single core 0-975 in. 
coaxial cable and a composite cable of 4/40 lb. screened pairs 
and 34/20 1b. for control circuits and junctions. This distance 
is a little over 2,000 yards. The cable is being terminated and 
equalised in a screened enclosure in the Livingstone Test Room. 
The I.T.A. site is adjacent to the exchange and is served by a 
smaller cable of twin 0-375 in. coaxial cores.

Inside the Crystal Palace grounds a cabinet is being installed
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at which it will be possible to switch spur cables if required. 
The whole cable, almost 9 miles for the B.B.C. and about 10 
miles for the I.T.A.,operates without intermediate amplifiers 
and, therefore, may function in either direction.

A. F. T.
H. E. J. E.

Home Counties Region
LIFE OF PLANT

The label reproduced below was recovered from the interior 
of a joint on a 400/10 P.C. Twin cable in St. Paul's Road, 
Portsmouth, in February, 1955. Despite the age of the joint, 
there was no discoloration of the label, and the inscription, 
in ink, was as legible as when placed in the joint 47 years ago.

The National Telephone Company, Limited, 

32 & 34 Sussex Street, Portsmouth.

O Joint made by Jointer Jacobs (Bournemouth), 21.9.08.

Plumbed by W. J. Saunders, 23.9.08.

J. Ireland, 23.9.08

The condition of the conductor joints, paper sleeves and 
insulation was unimpaired by the passage of 47 years. This 
is the more remarkable as, in 1940, a large church and public 
hall in St. Paul’s Road were destroyed by fire after bombing, 
and the small manhole containing this joint was covered with 
burning debris and inundated with water from the fire-fighting 
operations. This certainly supports the contention that a 
well-made cable joint should last for "eva-,” if it is not 
disturbed.

F. J. G.

UNWANTED “PROTECTIVE CLOTHING” !
At Laindon. Essex, in the Southend Telephone Area a 

subscriber’s fitter found the complete skin of a. grass snake 

twisted around the components of an old-type line protector, 
as shown in the assoccated photograph. The protector, of 
which the cover was loose, was fitted above the entrance-door 
to the hall of an old country farmhouse. The house had been 
unoccupied for some time, but for a period the furniture was

Skin Shed by Snake Inside a Subscriber’s Line Protector.

left in situ. It is assumed the grass snake slithered up a piece 
of furniture adjacent to the door-post and entered the protector 
cover through an aperture of less than | in. The capacity of 
the cover is approximately 16 cu. in. and the overall length 
of the snake was about 15 in.

A. W. R.

Associate Section Notes
Darlington Centre

The Centre's main, activities during the latter part of the 
1954-55 session were:—

15th February, 1955.—Mr. W. J. Costello gave a talk on 
"'The No - Break A.C. Power Plant” and introduced this 
new development in a confident and easy style, many 
points being raised and cleared in the discussion.

3rd March, 1955.—‘Colour Photography,” by Dr. W. C. 
Fothergill, M.D. This second visit: by the doctor to the 
Centre was an assured success, with an attendance of 45. On 
this occasion colour photographs, taken by the doctor 
during the period October, 1953-February, 1955, were 
projected on to the screen, and their detail and clarity 
were a delight to the eyes. The descriptive talk and the 
discussion went with a swing and the chairman with great: 
reluctance had to cal time; a hearty vote of thanks was 
accorded to Dr. Fothergiil who promised another visit in 
the future. .

15th March, 1955.—A party of 11 Darlington Centre mem - 
bers journeyed to Middlesbrough to attend the presenta
tion of the National Award by the Chief Regional Engineer 
(Mr. C. A. Beer) to Mr. E. O. M. Grimshaw. A talk on 
"Automatic Exchange Maintenance in Other Countries," 
by Mr. R. W, Palmer (Centraa Training School), was 
thoroughly enjoyed and some interesting developments 
were revealed during the subsequent discussion. ' 

19th April, 1955.—“The Romance of Pemecilin," by Dr.
V. G. Crowley. Members were again treated to an
outstanding talk given in a most novel mannee—coloured
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balls, representing atoms, being used to illustrate the 
building up of compounds and formulae. The history 
of medicine was traced from its origin to the present 
advanced state. A detailed report of the talk would take 
up too much space, but every word of it was followed 
with keen interest. There was no hesital:ion in the moving 
of an especial vote of thanks to Dr. Crowley, who in reply 
expressed his pleasure and satisfaction with the interest 
shown by the members.

17th May, 1955.—Annual General Meeting.
Thus another sessson ended with everybody satisfied with 

the programme, but a real problem remains—the choice of the 
night: for talks- perhaps a ballot to asceetam the largest 
number of members for one night in each month would find 
the solution.

The announcement (in the April issue of the Post Office 
Electrical Engineer’s Journal) of the promotion of Mr. C. E. 
Calveley to Staff Engineer in the E.-in-C.’s Office prompts the 
Centre to extend their heartiest congratulations to our 
former President who paid a visit to Darlington and addressed 
the members. C. N. H.

Hull Centre
This Centre concluded its 1954-55 session with the Annual 

General Meeting on Wednesday, 13th April, 1955.
The highlight of the sessson was a talk on “The History of 

Horology” given by Professor Paul G. Espinasse, of Hull 
University. This talk covered the development of timepieces 
from the water clock to the present day. Also, we borrowed 
from the Gaumont-British Film Library a very good series of 
films on Atomic Theory. The films were 16-mm. sound, and 



covered Atomic Theory from the Atomic Weight Table of 
Dalton to the discussion of Rutherford and work done in 
America from 1939 up to the use of the first Atomic Bomb.

A visit; was arranged to the B.I.F. Castle Bromwich, for 
Saturday, 7th May, 1955, the journey being made by most of 
the Centre’s members.

At the Annual General Meeting, except for one change in 
Committee, the 1954-55 officers were re-elected:—

Chamnmi: Mr. E. Rackley; Vice-Chvimimn: Mr. J. Battarbee; 
Hon. Treasurer: Mr. R. Baker; Secretary: Mr. L. Johnson; 
Committee: Messrs. C. Burn, R. Hall, R. Hudson, G. Porter, 
C. Rowland and F. Soper.

The hope was expressed that some of the meetings would be 
attended by new members, especiialy some of the more recent 
recruits of the Post: Office and Hull Corporation Telephone 
Staffs. L.. J.

Middlesbrough Centre
A meeting was held at the Cleveland Institute, Middles

brough, on the 15th March, 1955, on the occasion of the 
presennation of the national awards won by two of our members 
for the best papers read at Associate Section meetings during 
1953-54. Mr. Grimshaw received an award of £4 4s. Od. and 
Mr. Hamilton £1 ls. 0d. The latter also received the Chief 
Regionaa Engineer's prize. We offer our congratulations to 
our two colleagues and our sincere thanks to Mr. C. A. Beer 
who made the presentations.

Presentation of I.P.O.E.E. Award for Associate Section 
Paper, 1953/54, to Mr.E. O. M. Grimshaw by Mr. C. A. Beer, 

C.R.E., N.E. Reg.
[Left to Rigbl:—Mr. R. W. Palmer, Principal C.T.S.; Mr. F. W. Allen, Area Engineer;; 
Mr. E. O. Grimshaw; Col. Sutcliffe, T.M.; Mr. C. A. Beer; Mr. G. A. Finch and Mr. W. J. 

CDstelo, Secretary and Chairman of Middlesbrough Centre.]

On the same evening Mr. R. XV. Palmer, Prmcipaa of the 
Centraa Training School and leader of the working party which 
visited America, gave a talk on “Automatic Exchange 
Maintenance in Other Countries.." Slides were of considerable 
help in describing the various methods employed in America, 
Sweden, etc. Intottlusion Mr. Palmer compared methods 
employed by the British Post Office with those observed on 
the tour. An interesting discussion followed and Mr. Palmer 
answered questions most fully. We feel that the audience, 
which included the Telephone Manager and Area Engineer, 
and also members from the Darlington Centre and Senior 
Section, went home feeing highly satisfied with the success 
of the meeting. G. F.

Hill, "On Building a Thinking Machine”; Mr. R. H. Garner, 
Prittipal of Burnbank College of Engineering, speaking on 
,'Pratrital Television"; and finally a film show. This sesssoris 
visits were to G. & J. Weirs, of Cathcart; Glasgow Univcrsity 
Engineering Laboratory; Port Dundas Distillery; "‘Times’" 
Newspaper Office; Coates Obseevatory; Yarrows Shipbuilders, 
Scotstoun, where at a later date a party from the Centre ■ 
witnesse a launching; Gartshore No. 10 Training Pit, and 
finally an afternoon outing to Prestwick Airport which ladies 
also attended and during which some of our members partici
pated in a pleasure flight over the Heads of Ayr.

In spite of our varied programme attendances have not been 
good but it is hoped that they will improve next year. J. F.

Edinburgh Centre
The session ended with two meetings during March, Mr. J. 

Loughlin giving a most interesting paper on "Atomic Power” 
and Mr. J. R. Haggart one on “An Introduction to the 
Transistor.”

A most interesting and varied programme has been carried 
through during the past few months and attendances have 
improved slightzlyr at the meetings. The committee feel, how - 
ever, that attendance could be improved and a drive to increase 
the membership will take place this coming icssion, when it 
is also hoped that more members will take advantage of the 
numerous facilities offered by the Centre.

At the A.G.M., in April, the following were elected to the 
1955-56 committee:—

Chairmmn: Mr. W. F. Irvine; Scctrtaay-Treasured: Mr. J. R. 
Haggart; Commi-ltee: Mr. T. J. Potter, Mr. J. G. Ferguson, Mr. 
J. Kdlard, Mr. J.. H. 8. Phillips. J. R. H.

Dundee Centre
“Ve have now ended another session in which some very 

profitable and enlightening evenings have been spent. The 
programme was a full one, giving us such items as a discussion 
on the Productivity Team Report: on automatic telephone 
exchange maintenance; a paper on the punched-dd filing 
system; a discourse on the growth of the Telephone and a paper 
on timing devices as used in the Post Office. We also made 
visits to Ferranti's Radio Works and a large Transformer 
Works. Those who have taken full advantage of what has 
been offered have expressed their apprcciatiolt.

For the coming session the committee have again see; 
themselves to bring someethng new and interesting to the 
mdmbersilíp: To enliven the proceedings it is intended to 
combine two seemingly unrelated topics by relating them in a 
novel manner.

Severaa visits are proposed, including a paper mill, jute mill, 
lino works and large bakery. When the programme has been 
completed it will include something of interest for most 
members and it would be a great encouragement to the 
committee if members take full advantage of the programme.

R L. T.
Bath Cc^m:^■c

At the Annual General Meeting, held on the 6th April, 1955, 
the following officers and committee were deeted:—•

Chairman: A. L. Maimsromd; Vi.ee-Chair■mam: L. W. Vranch; 
Treasurer: R. P. Bowers; Secridarry C. E. Martin; Assistant 
Serretary: R. A. Farnsworth; Committee: T. R. Faulkner, P. E. 
Smith, J. D. Silcox, G. A. E. Buckley; Auditors: C. W. Read, 
W. R. Hutchins.

During the past year there have been two visits to the B.B.C. 
Studios at Lime Grove and visits to the Avon Rubber Works, 
Melksham, and the car division of the Bristol Aeroplane Co. at 
Filton.

The winter session opened on the 22nd September, 1954, 
with a paper on “Magnetic Escapements," by Mr. C. F. 
Clifford. The paper was illustrated by a large number of 
working models.

On 14th October, 1954, the Bath and Barnstaple Centres 
held a Quin, which Barnstaple won by one point. It is hoped 
that a return Quin can be held during the 19155-56 Session.

On 8th December, 1954, Mr. W. J. Pemberton gave a paper 
entitled “Mechanical Aids in the Bos’: Offline."

Mr. L. G. Semple, Regionaa Director, S.W. Region, was 
present at the Annual Telecommunications Ball at the Pump 

Glasgow and Scotland West Centre
The programme this year was the most: extensive yet 

undertaken by the Centre and included the follo’.wng:—
Mr. R. W. Palmer, Assistant Staff Engineer, speaking on

"The American Visit”; Mr. Jas Adair, former Procurator
Fiscal of Glasgow, on “Old Glasgow and its Street Characters”;
Mr. J. Dixon, Area Engineer, on “Metal Rectifiers"; Mr. H. J.
Revel, Deputy Telephone Manager, on “The Provision of P.O.
Binldmgs”;Dr. A. W. M. Coombs, Reseaach Station, Dollis
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Room on the 3rd February, 1955, when just under 300 people 
attended this most enjoyable function.

On the 15th February, 1955, Mr. J. Meade read an interesting 
paper on “Modern Efficiency Methods.’"

A full and interesting programme is under preparation for 
the 1955-56 Session, and it is hoped that all members will give 
'their suppor ’ C E. M.

Dollis HUI Centre
The Dollis Hill Centre can claim to have had a success^! 

winter and spring sesssron which will best show in its increase 
of 52 new members, bringing the total to 380 out of a posable 
staff of 560.

The lectures for the sesssion have been diverse in subject 
and well received in the large lecture hall at the Research 
Establishment. The most recent talks, by Mr. C. F. Sayers on 
"Quartz Crystals and Their Applications’" and by Dr. A. W. M. 
Coombes on “Making a Thinking Machine,’” left no doubt in 
the minds of those attending the talks that the lectures were 
of the highest standard.

The visits continue to be popular and the programme 
included visits to a wide variety of manufacturers covering 
engineei’ing, industrial and technical processes.

On the 16 th March, 1955, the Centre held its Annual General 
Meeting and the following officers were elected: Chairman - 
Mr. G. W. Smith; General Srcreral'r: Mr. W. Denby; Treasurer: 
Mr. F. Thomas; Librarian: Mr. A. A. Allmark; Vice-Chairman 
and Talks Secre-aly: Mr. H, Hawkins; Visits Secrri<tly: Mr. 
C. A. Jackson; Radio Srcre-aly: Mr. R. T. Whitlock; a further 
14 Group Representatives were elected to the committee from 
various groups of the Centre. Future programmes were dis
cussed and the problem of attracting new members received 
attention.

Looking ahead, the committee hopes to provide a wide and 
varied programme likely to appeaa to the whole membership, 
and in return it is dessred that the new committee will receive 
the full support of all members. W. D.

Brighton Centre
The 1955 Sessson started with a film show, and the four 

films shown proved to be as interesting as previous shows. 
This time we saw “More Power to Uganda,’’ in colour, showing 
the conssruction of an overhead power line; “The Manufacture 
of Plastics,’’ again in colour; "'The Production of the Diesel
Electric Railway Locomotive;’” and finally optical science and 
its uses in industry and the medical world. entitled “To 
Greater Vision.’’

February brought us a lecture by our old friend, Mr. H. V. 
Thorpe, of the Senior Section, who deaff very ably with a 
topical and vast subject, namely, “Atomic Energy and its 
Meaning.’”

The last meeting was for another lecture, this time by one 
of our own members Mr. D, Brazier, who spoke to us on 
'‘Teiecommunicationi in Rural Areas,’’ It was Mr. Brazier’s 
first attempt at lecturing and he made a very good job of it. 
It is hoped that in the coming sessson more of our members 
can be induced to give a paper on a subject: of their own 
choosing.

We would mention also that three visits to the B.B.C. were 
made at the beginning of the year by parties from Brighton, 
Worthing and Eastbourne.

Once again the attendances at the meetings have been 
encouraging, averaging between 30 and 40, but we would still 
like to see more coming along. The strength of the Section is 
still on the increase, and this seisscn we have enrolled over 20 
new members. K. E. G.

Medway Centre
An Associate ’Centre of the I.P.O.E.E, was formed at

Chatham on 6th October, 1954, to be known as the Medway
Centre. At the first meeting a talk was given by Mr. Knox on
“Promotion in the Post Office,’” and since then regular monthly

meetings have been held, with speakers on widely differing 
topics, from which some lively discussions ensued. A visit has 
also been pud to the B.R. locomotive works at Ashford 
where a party of 30 members spent a very interesting afternoon.

E. J. R. S.

London Centre
The twelfth sesison of the London Centre ended on«a 

successful note when Mr. E. F. H. Gould, Staff Engineer of the 
Test and Inspection Branch, E.-in-C.'s Office, talked on “The 
Testing and Inspection of P.O.E.D. Engineering Stores," at 
the Annual General Meeting held at the I.E.E. In all, nine 
talks were arranged during the sessson’ and average attendance 
was approximately 70. Visits were another very popular 
feature, and in all 81 visits were arranged, varying from the 
National Physical Laboratory to the Royal Soccety for 
Prevention of Accidents; most members Visited the Ford 
Motor Co. at Dagenham, but the most popular were visits to 
Broadcasting House.

The third main object of the London Centre, that of circu
lating technical periodicals, achieved a record; 5,260 periodicals 
were distributed by the Centre Librarian; and locaa Librarians 
boosted this by their own Ana/Section purchases to the extent 
of a further 500 periodicals. Our Librarian, Mr. F, E. Baker, 
is also in charge of the Technical Advice Panee (TAP); this is 
a means of answering queries on a great number of different 
subjects. If the answer cannot be supplied by reference to the 
back-number file of all periodicals circulated, then the 
Librarian will call upon a member of the Panee who specialises 
on that subject.

The London Centre would like to extend to Mr. C. E. 
Calveiey best wishes in his new appointment in the E.-in-C.’s 
Office. We were very sorry to lose his services as President of 
the Associate Section, for he has done much for the Associate 
Section during his term of office; both as Chairman of the 
Centre Liaison Officers meetings and speaking to Centres all 
over the country. The new President; is Mr. R. W. Palmer, the 
new Principal of the Central Training School, to whom best 
wishes are extended in both his new appointments.

At the Annual General Meeting held on Tuesday, 251th 
May, 1955, the following officers were elected for the 1955/56 
sersioni—

Chairman: A. G. Welling; Vice-Chairman: C. Biddlecombe; 
General Secreetay: B. C. Hatch; Treasurer: W”. C. Peck; Editor: 
P. Sayers; Visit Srcrlealy: M. R. G. Rump; Radio SKcdtay: 
N. Bryan; Librarian: F. E. Bake:.

P. S.
Lancaster Centre

A very optimistic Annual Gene-al Meeting took place on the 
6th April, 1955. Mr. Triffitt, Area Engineer and our President, 
was in the chair, supported by Mr. Gould, Senior Section 
Secreeary, and Mr. Roberts, Area Training Officer and our 
Liaison Officer’ - -

A bright idea for a Summer Outing is to visit Leyland Motors 
Works at Preston on a Saturday morning in September, lunch 
at the Post Office Canteen and afterwards watch Preston North 
End before finally returning home after, we hope, a very happy 
day.

Mr. Gould spoke on the new scheme of deduction of member
ship fees from weekly pay, the derision to participate or not 
being left in the hands of the committee, who will sound the 
feelings of the members upon this matter.

Many suggestions were received for subjects to be taken in 
the next Winter Session, and the Area Engineer will seek to 
obtain a member of the Enginrrr-in-Chief’s Office to give a 
paper on the "Transatlantic Cable.” ,

The officers of the Centre are:—.Pr'rs^drri: L. A. Triflitt, 
B.Sc., Area Engineer; Chairman: C. Murray; Virr-Chai■rmln: 
W. Briggs; Secreeta'y: W. E. Greenwood; TraasuU'er and 
L-ibrarion’-TM. Keenan; Committee: Messrs. Southgate, Clark, 
Woodall and Grundy; Auditors: Messrs. Busby and Yates.

■ W. E. G.
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Staff Changes
Promotions

Name Region Date Name Region Date

Exec. Engr. to Snr. Exec. Engr. Inspäctor io Asst. Engn-comz-nued.
Haworth, F. . . . . L.T. Reg. to Scoi................. 9.3.55 Kinch, H. R. . . H.C. Reg. . . 10.1.55
Judson, J. E. . . . . E.-in-C.O............................... 11.2.55 Lund, c, E. .. H.C. Reg. . . 2.3.55
Davidson, C. F. . . E.-in-C.O............................... 11.2.55 Copland, W. .. Scot:. . . .. . 7.3.55
Adams, W. R .. . . E.-in-C.O.................................. 27.4.55 Whillans, A. .. Scot. .. 2.4.55
Exec. Engr. (Open Competition) Bridge, A. .. N.E. Reg. .. 3 0.4.55

Merlo, D. .. . ■ E.-in-C.O............................... 21.2-55 Tech. Ofir. to Asst. Engr.
Alva. J- G- .. - - E--in-C.O............................... 4-2-55 Bramwell, E. G. M. E.iin - C.Û. .. .. ■. 7.2.55
Exec. Engr. (Limited Competttimi) Mereddth, L. A. L.T. Reg. to E.-in-CO. . 22.2.55
Buck, G. A. . . . . H.C. Reg. to Seco.................. 12.4.55 Ilifle,DA .. Mid. Reg. .. 1711-54
Turner, G. E. .. - . E.-m-C.o. .. . . . . 12.4.55 Reece, L. J. .. Mrd. Reg. .. 14.2.55
Bramham, C. E. M. . . W.B.C. to N.I. Reg. . . 12.4.55 Thomson, J. A. Scot. .. 252.55
Ayrton, G. K. P. . . L.T. Reg. to Scot................. 12.4.55 Landery, F. A. Scoot. . - 5.3.55
Martin, J. .. .
Jacobs, D. A. .. .
Triaged R. Hl. .

. E.-in-C.O. . . . . -. 12.4.55 Ssseeim, W. E, L.P. Reg. .. 81.56

. E.-in-C.O.................................. 12.4.56 Adams, G. .. LP. Reg. 24.12.54
, E.-1n-C.O. .. . . . . 12.4.55 Frith, C. L. .. L.P. Reg.. . 04.-0.54

Allen, K. H. A. . , E.-in-C.O............................... 12.4.55 Atherton F. .. N.W. Reg. . . 2.2.55
Morris, K. W. . . . . Mid. Reg............................... 12.4.55 Baxter, A. .. N.W. Reg. . . 28.2.55
Gambier, D. M. . . E.-in-C.O.................................. 12.4.55 Dignan, J. C. .. Scot, . . b .3.ÖÖ
Bryan, G, A. .. .
Gallagher, J. .. .

, E.^n-C-O, .. .. • - 12.4.55 McMasteir, D. A. Scoot. . . 15.3.55
. E.-jn-C.O. .. ,. ■ - 12.4.55 Buchtn, D. S. C. Scot. . . 14.3.55

Smith, D J. . . i . ECn.CO. to L.T. Reg. .. 12.4.55 Miller, J. W. P. Sc<ttt- . . 14.3.55
Alderson, G. A. . . E.-in-C.O. .. . . .. 12.4.55 Tinlin, T. 13. . . Scot. . . 14.3.55
Gore, J. S. ■ - . , E.-in-C.O. .. .. - . 12.4.55 Sandison, A- . . Scot. . . 19.3.55
Sinnicks, A. C. . . . . E.-in-C.O. to H.C. Reg. .. 12.4.55 Keenm. R. . . N.1. Reg;. . . 7.3.55
Marklew, R. S. P. . , Mid. Reg. to N.W. Reg. .. 12.4-55 McCandeess, R. B. N.I. Reg. . . 21.3.55
Spry, B..........................
Holt, J. B. . . .

. E.iiniC.O- to L.T. Reg. .. 12.4.55 VeFfC', J H. C N.W. Rgg. . . 1.3.55
. E.-in-C.O. . . . . . . 12.4.55 Wdliams, F. E. Míd. Regg . . 1.3.50

Dudman, E.C. , . ECn-O.. to L.T. Reg. . . 12.4.55. Unde-lull, IK. 0. Mid. Reg- ■ ■ 1-3-5?
Clarke, H. .. . . E.-in-c.O. .. . . .. 12.4.55 Martin, R. J. .. Mid. Reg. ., 17.1.55
Anderson, L. W. . . W.B.c. to E-T-.E................... 12.4.55 Wood, H. E. -. Mid. Reg. .. 1.3.55
Wylie, G. A. . . . . L.T. Reg. to E.-in-C.O. .. 12.4.55 Thompson, J. P. ded Reg. .. 28.3.55
Turner, N. J. . . . . S.W. Reg. to E.-in-C.O. .. 12.4.55 Darby, G. W. . . Mid' Reg- ■ • 3-1.55
A rifts S. T. . . . . K-invC.O. .. .. .. 12.4.55 Deri-anni, J. . . Mid. Reg. .. 27.1.55
Assi. Engr. to Exec. Engr.

20-3-55

Surman, E. J .. 
■ £o2erts; C. H.5.

MW. Reg. . .
3%. Re5. . .

1.11.55
0...íì.54

Soloman. A. J. .. . . E-T-E..................................... Harris» H.J. . . SW. Reg. . . 1.1.55
Sebbage, E- A- .. , . E-LE. .. .. .. _1.3.55 Conder, C. F. W. S.W. Reg. . . 27.1.55
Mackay, A. C. .. . . L.P- Reg- . . . .. 11.3.55 Piper, E. H. . . S.W. Reg. . . 19.10.54
Barnes, C. F. .. . . H.C. Reg. to L.P. Reg. ■ .. 4.4.55 Bonser, E. .. N.E. Reg. . . 1.3,55
Turner. E. . • W.B.C....................................... 21.4.55 Cochraie, W. J. N.E. Reg. .. 18.1.56
Skrnner, A. H, .. . • W-T‘ Reg................................ 2-.4-55 Brooks, J. G. .. N.E.Reg. .. 24.1.55
Bates, A. W. . . . . E--m-C.O................................ 29.4.55 Greenwood, N. .. N.E. Reg. . . 04.-.55
Thurlow, OS- W. . ■ E-in-C-O............................... 29.4.55 Wilson, J. T. . . N.E.Reg. .. 18.1.55
131811OP, J F. .. . • E-H1-C10............................... 29-4-5S Hall, G. R. C. .. N.E. Reg. .. 1.2.55
Howe.J.L... , . E.-in-C-O................................. 29-4-55 Manning, L. .. E.T.E. .. 1.3.55
Gwsden- S. H. . , E.-in-C-O. . . . . ». 29-4-55 Salway, HH M. ., E-T-E. .. 1.3.56
Rendle, F- R. ■■ . • E.nn-C-O.................................. 21-4-55 Hammand B J. H.C. Reg. .. ] H.54
Hambrook, L. G. . . E.-in-C-O................................ 4-2.55 Banyard, F. C .. H.C.Reg. .. 1.1.55
Thurlow, H. J. . . E.-in-C.O............................... 21.4.55 Wadded K.- J. .. H.C. Reg. .. 1.1.55
Asst.Engr. (Limited Competition) Warner, F. A. .. H.C. Reg. .. 2.3.55
Allcock, P. R, ., . E.-in-C.O................................. 25.4.55 payne, F.D. .. HC- Reg- .. 1-2-55
Jenner, E. P. .. . H.C. Reg............................... 25.4.55 Leake, J. R. .. HG- Reg- .. 1.3.55
Coote, G. B. . - . H.C. Reg............................... 25.4.55 Long, H-E- -- E.-nn-C.O. .. iin-C-0- ■ 7-4-55
Davies, J, ., . N.W. Reg............................. 25..1.55 Mahoneey, A. E. L.T R-eï. to E. 7.4.55
Chesser, J. . . . L.T. Reg............................... 25.4.55 Rogers, J. D. .. L.P. Reg. to E. iin-C.O. . . 7.4.S5
Dawkins, J. .. . E.-in-C.O............................... 25.4.55 MCMUan, W.G. Soot. .. 18.4.55
Rawling. R. C... . H.C. Reg............................... 25.4.5S Richardson, J. C. Scot. .. 18.4.55
Greer, W. A. _, . N.I......................................... 25.4.55 Donneiliy, H. . . N.W. Reg. .. 1.4.55
Hodkiuson, A. . . . N.W. Reg. to W.B.C. .. 25.4.55 Abboit C L. .. N-W- Reg- - - -2■4■55
Walker, J. .. . Scot. .. . . .. 25.4.55 Brown. _W. .. N.W. Reg. .. 1.4.55
Farrell, F. C. .. . L.T. Reg. to E.-in-C.O. . , 25.4.55 Wilde. H- . . N.W. Reg. .. 1.4.55
Heflord, P. G. .. . E.-in-C.O. .. .. .. 25.4.55 Armoiu. A. G. H. N.W. Reg. . , 1^4-55
Cheetham, K. .. - N.W. Reg....................... 25.4.55 Sundmg, R- N-W- Reg. - - 1-4-55
Styneer J. P. .. . E.-in-C.O. to N.W. Reg. .. 25.4.55 Matsland, D. J. N.W. Reg. . . 1-4-55
Hutton, s. J. . . , L.T. Reg. to E.-in-C.O. .. 25.4.55 Spence:, i - W- N-W- Reg- .. 4.4.55
Wellings, C. W. - E.-in-C.O................................. 25.4.55 Fowler, W- .. N.W. Reg. .. 4.4.55
Ashe, J. G. , , , L.T. Reg............................... 2Ö.4.55 Turnbull, A.C... N.W. Reg. . . 4.4.55
Dwight, K. T. .. . L.T. Reg................................ 25.4.55 Denny, M. N. N.W. Reg- .. 4'4'55
Howard, R. E. .. , L.T. Reg................................ 25.4.55 Hoare, R- T- - - S.W. Reeg. .. _ 1.1.55
Larrett, A. D .. .
Inspector to Asst. Engr.

H.C. Reg............................... 25.4.55 Dodwwth. G. W. 
Turner, S. J. . . 
Wimkerrden, H. A.

SW Reg. .. 
H.C. Reg. ,, 
NW. Reg. , -

30.4.55
-.g.02
1-2.55

Galletley, C. N. . Mid. Reg............................... LL55
Hollingworth, s. .
Price, V. C. .. .

W.B.C.................................... 22.2.55 lech- Ofr- Io Inspecter
N.I. Reg................................ 16.8.54 Taylor, D. C. . . Scot. .. 20.2.55

Jones, F. G. B.. . . Mid. Reg. .. . . .. 30.3.55 Barrow, J. . . Scot. .. 3.2.56
Eason, F. E. . . . L.T. Reg. . . . . . . 7.3.55 McKiernan, H. N.W. Reg. .. 8.3.55
Fielding, J. .. , S.W. Reg................................. 23.1.55 Davey, R. P. S. S.W. Reg. .. 12.4.56
Morgan, P. F. A. . S.W. Reg............................... --.-2.S4 Pither, C. E. .. S.W. Reg. .. 12.4.55
Apperley, H. M. . S.W. Reg............................... 8.11.54 Arnold, E. H. . . H.C. Reg. .. 18.11.54
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Promotions—onnîm ued.

Name
1

Region Date Name Region
—Date

Tech. I to Inspector Tech. I to Inspectoor-oontinued.
Bowman, E. R. 
Yearsley, HL. A. 
Silvester, G. J. . 
Rowell, H. A. V. 
Williams, A. R. 
Bermingham, W. B. 
Earwaker, A. H. 
Smith, A. C. . .
Hoyle, S. . .
Coupland, F. C. 
Simkin, F. J. .. 
George, R. W 
Brandie, A. ..
Robertson, W. .. 
Mackinnon, A. .. 
Maguire, E. ..
Patterson, H. .. 
Burley, A. ..
Schofield, J. W. 
Reeves, J. E. . . 
Annesley, R. . .
Wilkinson, J. E.

E.-in-C.O..................
Mid. Reg. ., ..
Mid. Reg. .. ..
Mid. Reg...................
Mid. Reg. .. ..
W.B.C........................
W.B.C........................
N.W. Reg.................
N.W. Reg.................
N.W. Reg.................
N.W. Reg..............
L.T. Reg. to L.P. Reg.
Scot. .. . .
Scot:. . . . .
Scott. .. . .
N.I. ,. . . . .
N.W. Reg...................
N.W. Reg.................
N.W. Reg...................
L.T. Reg...................
L.T. Reg...................
L.T. Reg...................

3.2.55
10.11.54
6.12.54
29.1.55

13.12.54
21.2.55

23.12.54
11.2.55
18.2.55
21.2.55
21.2.55

5.2.55
7.3.55

13.3.55
27.3.55

20.12.54
8.3.55
8.3.55
8.3.55

Goddard, P. D. 
Janes, C. K. . .
Bright, E. G. .. 
Taylor, F. \V. .. 
WaOkins, J. S. .. 
Crewe, C. W. . . 
Kirkpatrick, J.
Brown, D. ..
Daruley, S. C. T.
Mi1an,J.H. ..
Chappell, J. J. . . 
Wilson, R. G. . , 
Wilson, C. R. .. 
AiOken, J. ..
Wilson, W. C. . .
McLeod Norman, 1. 
PotOs, R. . .
WhiOtaker, W. . .

L.T. Reg.....................
L.T. Reg.....................
SW. Reg....................
S.VV. Reg....................
S.W. Reg....................
S.W. Reg....................
S.W. Reg....................
S.W. Reg....................
S.W. Reg....................
S.W. Reg....................
H.C. Reg....................
H.C. Reg....................
Scot. . . ..
Scot. . . ..
N.I...............................
N.W. Reg...................
N.W. Reg...................
N.W. Reg...................

25.11.54
31.1.55
27.1.55
10.1.55
25.1.55

18.11.54
2.1.55

19.1.55 
,5.3.55 
3.1.55

22.11.54
10.1.55
12.4.55

1.4.55
4.4.55

14.4.55
14.4.55
25.4.55

25.11.54
25.11.54
25.11.54

Snr. Sc. Offr. (Open Competition) 
Hale, H. S. . . . . E.-in-C.O................... 28.1.55

Transfers

Name Region Date Name. Region Date

8nr. Exec. Engr. Assi. Engr.—ooniinued.
Davies, R. C. . .

Exec. Engr.
Stanford; C. J.
Seymour, P, W.
Shepherd, J. .. 
Burton, A. J. H.

A55. Engr.
Lanfear, J. S. . .
Fowler, R. HL. Q.
Crosbb, E. ..
Green, K. J. ..

Curry, W. R. . .

E.-in-C.O. to N.W. Reg. ..

E.-in-C.O. to Geneva . .
E.-in-C.O. to P.O., Australia 
N.W. Reg. to Malaya .. 
E.-in-C.O. to Gold Coast ..

E.-in-C.O. to SW. Reg. ..
E.-in-C.O. to H.C. Reg. ..
E.-in-C.O. to H.C. Reg. , .
H.C. Reg. to Colonial
- Service L „.v.
E.-m-C.O. to Muistry oí

Supply .. . . . .

4.4.55

1.5.52
8.3.51

15.11.51
10.2.55

1.2.55
6.2.55
6.2.55

14.2.48

14.2.55

Barrett, W. G. ..

Hirst, G. A. ..
PengeUy, I. E. ..
Wilson, A. .,

Davies, W. . .
Graty, H. J. . .
Faulkner, R. A. R.

Williamson, H. M.
Nichols, L. J.
Wilkinson, G. J.

Forty, A. S. . .
Singleton, N. . .

Trask, G. W. F.

E.-in-C.O. to Ministry of
Supply . . .. ..

Scot:. to N.W. Reg;. ..
Colonial Service to L.T. Reg. 

. L.T. Reg. to Nigeria 
(temporary) .. ..

E.-in-C.O. to Mid. Reg. .. 
Mid. Reg. to L.T. Reg. . .
E.-in-C.O. to Ministry of

Supply .. . . ..
E.-in-C.O. to S.W. Reg. . . 
E.-in-C.O. to W.B.C. ..
W.B.C. to Ministry of

Transport and C.A. . . 
H.C. Reg. to E.-in-C.O. . . 
E.T.E. to Ministry of

Transport and C.A. . .
E.-in-C.O. to P.O., Australia

1.1.55
12.2.55
14.2.55

24.2.55
27.2.55
21.2.55

27.2.55
1.3.55
6.3.55

1.3.55
18.4.55

18.4.55
20.9.49

Retirements and Resignations

Name Region Date Name Region Date

Asst. Sttjf Engr. 
Evans, G. T. .,

Seim. Exec. Engr. 
Whittaker, A. W. 
Pettitt, V. R. ..

M^ Engr.
Manners, W. . . 
Pales, F. A. . . 
Shephard, A. C. 
McPherson, J. W. 
Andrews, W. E. T. 
Butcher, W. ..
Muir, W. W. , .

A55! Engr.
McLeod, J. .. 
Gammon, P. W. J. 
Read, A. W. ...

Assi. Engr.—continued.
Loan to \Vrr Office

L-T. Res.....................
E ,-in-C‘O....................

W-B.C..........................
E.T.E........................
E. -in-C.O....................
E. - in -C.O. (Resigned)
H.C. Reg....................
N.W. Reg.................
S«*- . .

Scott. . . . .
E.-in-C.O. (Resigned)
N.E. Reg..................

17.2.55

2 8.2.55
21’3.55

15.11.54
15.2.55
23.2.55
26.2.55
14.3.55
31.3.55
30.4.55

18.2.55
22.2.55
28.2.55

Vickers. _W. ..
Blamey, H. J. .. 
Grigg, G . .
Drdd, W. F. .. 
Lloyd, A. V. . .
Langskaili, R. 8. 
Cdok, G. H. ..
Calvert, W. ..
Taverner, H. s. 
Bazeley, G. H. ..

Inspector
Beynon, B. J. A. 
Kemp, R. AT. .. 
Manning, G. H. M. 
Berwick, F. B. ., 
Phillips, W. . .
Monk, R.A.T. . ,

E-T-E.......................
N.I. Reg....................
H.C. Reg...................
L.T. Reg.....................
W.B.C......................  ■
Scot. ., . -
N.E. Reg..................
N.E. Reg..................
L-T. Reg...................
L.T. Reg. .. ..

N.E. Reg. (Resigned)
L.T. Reg...................
L.T. Reg...................
L.P. Reg...................
N.E. Reg..................
L.T. Reg...................

28.2.55
26.2.55

1.3.55
16.3.55
2.3.55

31.3.55
29.4.55
30.4.55
15.4.55
24.4.55

11.3.55
27.3.55

6.2.55
4.2.55
7.4.55

31.3.55

Deaths

Name Region Date . Name Region Date

Regi. Engr.
Longmore, F> W. W.B.C........................ 17.2.55

Exec. Engr.
Butters, W. ..
Atkinson, J. • .

H.C. Reg....................
H.C. Reg....................

23.3.55
3.4.55
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Deaths—oonfnued.
IKName Region Date Name . Region Date

Asst. Engr. Assi. Engr.—nontinued.
Hyde, \V.......................... N.W. Reg............................. 19.2.55 Seward, B. A. .. . . Mid. Reg. . . .. 18.4.55
Barr, T. .. . .
Nottingham, H. . .
Thomson, W. J. R. ..

Scod... .. .. ..
L.T. Reg...............................
N.E. Reg..............................

3.3.55
22.3.55
25.3.55

Inspectoo
Samuel, J. H. . . .
Cork, E,., , .

. N.E. Reg....................

. H.C. Reg..................
. . 8.3.55

16 3 55Bleach, A. J.................... N.E. Reg. .. .. . . 31.3.55 Ainsley, W. . . , . N.E. Reg................. .. 10.4.55

draughtsmen
Promotion Resignation

Name Region Date Name Region Date
D'man to Ldg. D’man. D’mmz.
Marks,A.E. .. .. E.-in-C.O............................... 28.6.54 Heale, CJ, .. . E.-in-C.O................. .. 25.9.54

Transfer

Name Region Date

D'man.
Lockwood, R. R. _________ __________ , . E.-in-C.O. to H.C Reg. .. 17.11.54

CLERICAL

Promotions

Name Region Date Name Region Date
H.E.0. to S.E.O.
Smith, G. S. .. . E.-in-C.O.................. .. 20.12.54

E.O. to H.E.O.
Parry, c. R. .. . . E.-in-C.O................... . . 10.3.55

Retirement Death
------- ------------------

Name Region Date Name Region Date
E.O.
Smart, C. H. ., . E.-in-C.O.................. . . 4.2.55

h.e.o.
Rose, A. R. . . . . E.-in-C.O.................. . . 22.1.55
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4fe^ we give you

Our technicians

a piece o7 ou mnd .
are always glad to give you

the benefit of their experience. Why not get 
together before planning that electrical job? 
The chances are that you will save yourself time 
and trouble.

The BlCC Technic! Advisory Service has 
been heping solve customers’ problems for many 
years. Advice isgivenonthe selectton,application 
and installation of eleccric cables and wires for 
every purpose—and on the wide range of 
assoccated equipment manufactured by BICC.

This service, of course, is entirely without 
obligation.

BlCC
Technical Advisory

Service
•

iv

BRITISH INSULATED CALLENDER’S CABLES LIMITED 
21 BLOOMSBURY STREET. LONDON, WX.l





Hackbridge

purpose
Contractors to the G.P.O., National Coal 
Board, British Railways, C.E.A. and British 
and Colonial Government Departments.

hAckb ridge
CkaA/e Company /km'feo/

KELVIN WORKS * HACKBRIDGE ■ SURREY

Denso
Denso Anti-corrosion, Water
proofing and Sealing Products 
have won an unrivalled reputa
tion in the field of Telecom
munications by virtue of their 
reliability in the most testing 
conditions. Whether for the anti
corrosion protection of cables, 
the waterproofing of cable ends 
and openings, or the seallng of 
ducts and entries, their non - 
hardening and non-cracking 
qualities ensure unfaiiing service.

WINN & COALES LTD.
DENSO HOUSE, CHAPEL ROAD, LONDON. S.E.27

Phone: G/Psy Hill 4247/8.
Grams Densske, Westnor, London.

PASS' YOUR
CITY & GUILDS CERTIFICATES
' AND; •

P.M.G. CERTIFICATE

We offer comprehensive home training in a wide range 
of subjects, including P.M.G. Certificates. City and 
Guilds Grouped Certificates in Telecommunications, 
A.M.Brit.I.R.E. Examination, Radio Amateur's Licence. 
Radio and Television Servicing Certificates. General Radio 
and Television Courses, Radar, Sound Recording, etc. Also 
Courses in all other branches of Engineering.

With tha foilowlnn Courses. Practical Kits are available.

Radio, Television, Mechanics, Electt’¡city1 Chemiasry, 
Photography, Carpentry; also Draughtsmanship, 
commercial Art. Amateur S.W. Radio, Languages, eto.

------ 1----------------------- Wrtta noiw--------------------------------------------------

for FREE BROCHURE stating subjects of interest to:

E.M.L INSTITUTES
De pt. 9 7, GROVE PARK ROAD. LONDON. WA
An Educational Organization serving the E.MJ. Group of 

Companies, including
““HIS MASTER'S VOICE".MARCONIPHONE. COLUMBIA. etc.

m.»4 7(55
In Association with Bryce Electric Conssrucuion Company Ltd.

vi



ELECTRICAL 
INSTRUMENTS 
LlfifTED

Telephone:
HIGH WYCOMBE 1301-2-3

ELECATICASMMESURING
MILL AMPERES

• 52«Mam

-A

TYPE S.O. Ideal for 
general laboratory work 
where high voltages are 
not employed.

I elegrams:
“‘GORGEOUS, HIGH WYCOMBE”

3 4mli :: •
MOViNU coin

«rs mo uzsvm
r:o-U'

INSTRUMENTS & EQUIPMENT

designed and built for 

specific requirements in 
INDUSTRY ANO RESEARCH

Contractors to: 
Post Oflice, H.M. Admiralty, Ministry of Supply, 

National Coal Board, etc.

ERNEST TURNER
CHILTERN WONKS • HIGH WYCOMBE o BUCKS.

EMBODY 50 YEARS’ EXPERIENCE IN THE 
MANUFACTURE 0F CONTROL EQU/PMENT
BERCO Sliding Resistances are widely employed in Laboratory 
research, industry and all types of electronic work. Smooth 
action is ensured by the coppee graphite self lubricating brush 
mechanism. Hexagonal tube ensures rigidity and great 
mechanical strength. A very wide range of resistances for ail 
applca-ions is available, and we are now able to offer 
greatly improved delivery.

TYPE S.E. Suitable 
for dimming lamps, speed control 

0/motors. etc. This modee can be mounted 
on machines operated by unskilled workers 

otiac32iint3St2?coibgl€tf grorgcnon 
given by the cover.

THE BRITISH ELECTRIC RESISTANCE CO. LTD
Queensway, Ponders End, Middlesex. Telephone: Howard 1492. Telegrams: Vitrohm, Enfield.

Vi BE1281-AH



Recently added to the extensive range of 
high quality commumcation cables developed 

and manufactured by Standard Telephones 
and Cables Limited is polythene insulated 

Video Cable, designed for the trans
mission of television signals up to 3| 
miles without the need for intermediate 
amplifiers. Introducing a new economy 

for short-range television cable links, the 
Standard Video cable provides balanced 

circuits of low loss, excellent impedance 
uniformity and its specia! screening reduces 

interference to negligible levels. SeveraL video 
pairs can be stranded into a cable to give 

flexibility and multiplicity of the video channels.

VIDEO
CABLE-

Note these Features

Low loss I6db per mile at 4 Mc/s.

High degree of impedance uniformity

Specially designed screening

Malti-pair construction

Standard Tetephemzs and Cables Limited
Registered Office: Connqught House, A/dwych, W.C.2

TELEPHONE LINE DIVISION: North Woolwich, London, E.I6
viii



Britain’s microwave leaders announce

The New 
6o/1ZO-CIRCUIT u.H.F. 

TELEPHONY SYSTEM

SPO 55500

THIS FKBOUFNCY-MODULATED SYSTEM, conveying 
either 60 or 120 circuits, operates in the 1700

2300 Mc/s band. Long systems show a minimum 
of modUaion distortion since non-demodiUating 
repeater stations are used.

Conveying one super-group of 60 circuits, the SPO 5500 
system achieves, in all respects, the performance laid 
down by C.C.I.F. for international co-axial cable 
networks.

*^ In addition the channel spacing, Intermediate fre
quency and transfer levels comply with the standards 
laid down in the C.C.I.F. Documents 66 and 69.

*^ Spur routes and local baseband traffic are catered for 
in the design of the system, since at repeater stations 
any signal from the baseband is injected or extracted 
without demodulation of the “‘through traffic."

The system handles two supcr-groups of 60 circuits 
each, with a total signal/noise performance in the 
worst channel only 6db below that recommended 
for C.C.I.F. international co-axial cable networks.

The most modern conssruction practice permits all 
panels to slide into place on guides, being connected 
into service by plug-in sockets. No wiring is dis
connected for the removal of a pane.

Each rack has a meter pane, giving readings of all 
valve anode and grid currents, crystal currents, R.F. 
amplifier output power and all non-mains voltages.

No voltage higher than 300V is encountered in the 
equipment.

The use of co-axial cable for feeders eliminates the 
expense of wave-guides.

A terminal rack complete with transmitter and 
receiver is single-sided, so that two racks may be 
mounted back-to-back or side by side as illustrated. 
They are economical of floor space, occupying only 
20%’ X 8%* and are only 9' high.

For further details writefor Standard Specification SPO 5500.

THE GENERAL ELECTRIC COMPANY LIMITED, OF ENGLAND • TELEPHONE, RA



lead the march of

radio field

vital roles

2500

★ The cost of the radio equipment is about half 
that for copper wire alone to provide 60 acts. 
by 12-cct. carrier systems on open-wire routes.

,a«r Stat'«"Reoe»1®

A of thc 
Onc ?" nrR°ute

SPUR ROUTE OR LOCAL 
BASEBAND TRAFFIC

EVIN.TÆ

• One-ninth of
7 C.C.I.F. 'CIRCUIT FICTIF with flie^s^ 
NON-DEMODULATING REPEATERS

Signals injected or 
extracted at 
Intermediate Frequency

t

_ --—'.FFif
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DC Voltage limits 1%despite: —
3€

9

-

Typical Westat

The above are typical limits of our range of constant DC voltage equipments. Electronic, 
magnetic or mechanically regulated equipments are available and can also be designed 
to meet customers’ specific requirements. Consult us for the most satisfactory solution 
to your problems—take full advantage of the WESTINGHOUSE SERVICE.

Write for details to:—
Dept. P.0.7, WESTINGHOUSE BRAKE &SIGNAL CO. LTD., 82 York Way, King's Cross, London, N.l

Tdephone:— TERmmni 6432

CONSTANT POTENTIAL RECTIFIERS

AC voltage fluctuations of — lOto -j- 6%.
Frequency variations of 48 to 52 cps.

Load variations of 5% to l00% 
and self-protecting on overload.

IMPROVEMENT IN THE ACCURACY OF DECADE RESISTANCES

We have pleasure to announce 
than the well-known and 
novel SJLI_|i/^AN and GRIFFITHS

DUAL DIAL DECADE RESISTANCE BOXES
FOR ALL FREQUENCIES

Moreover, the windings are now of Manganin in order 
to reduce the temperature coefficient; more important 
still, to improve the long period of stability and make 
them as suitable for all direct-current purposes as 
they are for alternating currents of all frequencies.

Screened Resistances of guaranteed accuracy exactly 
similar to our well-known Decade Resistances but speecally 
arranged so that efie box of a given number of dials gives 
many diffeeeen values of maximum resistance. Thus a three- 
dial box (as illustrated) may be used for instance for 

three decades of Thousands. Hundreds and Tens
or three decades of Hundreds,- Tens 
or three decades of Tens. Units
or three decades of Units, Tenths

and Units 
and Tenths 
and Hundredths.

in accuracy to

0.05 PER CENT

of K'.COO ohms, 
of 1.000 ohms, 
of 100 ohms. 
of 10 ohms.

H. W. SULLIVAN
LIMITED 

LONDON! S.E.15 
 Telephone: New Cross 3225 (P.B.X.)

The advantages of such a system will be obvious, for in addition to 
the economy involved much space is saved and the rnsidual 
resistancn and inductance is mucli reduced.
E The resistances are available in 3-dial, 4-dial and 5-dial types 
with subdivision of 00)01% down to 0-001 ohm if necesssay, 

jdefending of course on the number of dials incorporated.



UNDULATORS
MODELS 309 & 310

Model 310 with two 

recording parts.

Q Model 309 with single 
recording part.

Both models can record signals 
up to 300 w.p.m.
Supplied with A.C. or D.C. motors, 
as required. 

x?
Also manufactured with built-in 
amplifiers under catalogue 
numbers 311 and 312 for 
single and double recording, 
respectively. y

DIVISION OF THE GREAT NORTHERN TELEGRAPH CO. LTD.
GREAT NORTHERN TELEGRAPH WORKS

4, SYDHAVNS PLADS 
COPENHAGEN SV. DENMARK

LONDON OFFICIE: 5 ST. HELEN’S PLACE 
LONDON E. C. 3.

xii



Marconi Dtubbe Dversiïy
Telegraph Recording UUi

TYPE HU12

The HU.12 unit: is designed for use with
two suitable receivers of frequency shift or 
on-off telegraph transmissions in double diver
sity. The combined AF outputs of the 
receivers are converted into double current 
signals to operate an undulator, relay or 
other ‘space-mark, type of equipment re
quiring a current up to 3o mA. No receiver 
modification is necessary except, perhaps, 
adjustment of the RFO frequency.
Satisfactory recording is possilale should the 
first osdilator drift up to 3 800 c/5.

Shown here is the HU.12, in 
the bench mounting- cabinet 
where it fits on top of the power 
unit. It can also be built into 
a standard rack which houses 
the associated receivers.

FEATURES -
6 Electronic path diversity selector for FSK 

will function when difference between paths 
exceeds 4 db.

0 Alternative DC output suitable for a low
resistatceutdulator (20 + 20 ohms) isprovided.

• Neon indicators for visual tuning of FSK
reception

© Front of pane! control for pre-set ‘mark’ and
‘space’ current adjustment, filter selechon 
and signa biaS“

Over 8c countries now have Marcom equiped telegraph and communncation systems. Many
of these are still giving trouble free service after more than 20 years in operation.

Lifeline of communication

MAL RICONI
COMPLETE COMMUNICATION SYSTEMS
Surveyed planned, installed, maintained

MARCONI’S WIRELESS TELEGRAPH CO. LTD., CHELMSFORD, ESSEX
Partners in Progress with The ‘ENGLISH ELECTRIC’ Company Limited LC 13

xii:



5kV IONISATION 
TESTER TYPE 733

for non-destructive 
testing of insulation

THE. AIRMEC SkV IONISATION TESTER TYPE 732 provides a non-lethal method of ensuring that the life 
1 of an electrical component, cable or equipment is not shortened by ionisation currents occurring at or be!ow the 
working voltage. It enables the quality of insulating materials to be determined and provides an excellent means of 
testing components for faulty impregnation and dampness.
9 Direct Test Voltage: Continuously variable between 250

and 5000 volts.
C Ionisation Indication: Audible indication of ionisation

currents is given by means of a loud
speaker. A phone jack enables ex - 
ternal phones or melter to be used. 

, . The threshold voltage at which
ionisation occurs is thus immediately 
determined.

0 Ressstance Measurement: A meter indication of both voltage 
and leakage current is given, thus 
enabling the insuuation resistance 
to be determined.

0 Safety; The high impedance of the voltage
source limits the maximum
current to a very low value.

O Available from stock
Full details of this or any other Airmec instrument Wil beforwarded gladly upon requestAIRMEC “GH WYCOMBE BUCKINGHAMSHIRE ENGLAND

L I M I T E D Telephone: High Wycombe 2060. Cables: Airmec, High Wycombe.

XiV
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The first 60-channel carrier telephone cable to be 
‘supplied by a British manufacturer is now being 

installed by the Department of Posts and Telegraphs 
of the Government of India under the supervision 

of Standard Telephones and Cables Limited.
Linking Calcutta and Asansol, a distance of 

approximately 138 miles, this important; 
■ cable, developed and manufaatured by 

X\ Standard, provides further evidence
of the Company’s lead in 

communication cable
engineering.

Communication

CALCUTTA- _ ASAMSOL 
C16LL * ’

. CALCti. *



and Connrol

• olvingplanning of complete communication projects inv 
interdependent: systems of various types;

Transistors
Capadtors and Interference Sup-

Ipressori _ _
Germanium Rectifiers and Photo

electric Cells
Thermionic Valves

‘SfatidardprrGducts include:-
One of the largest telecommunication engineering 
organisations in the British Commonweahh 
Standard Telephones and Cables Limited is engaged 
in the research, development, manufacture and installation 
of ah types of communication and control systems. 
Concerned with every aspect of telecommunications 
engineering, the Company is in an unrivalled position to 
undertake, within its own organisation, the co-ordinated

§ Systems:—
§ Tegcommunlcatons Line Transmission
§ RadioBroadcassing.Communicationand Nai/Vgationnl
§ Railway Communication and Control
S Telephone and Telegraph

Supervisory and Remote Indication and Control
Sound Reproduction
Municipal and Industtrial Fire Alarms
Street and Airfiield Lighting Control
Signalling (Office and Faccory)
Communication Cable
Power Cable

_luiamM:- 
§ SenTerSet Selenium rectifier equipment 

Power Faator Correction
Heat Treatment
Broadcast Studio equipment
Transmission Testing apparatus

Cable Testing equipment
Loading Coils

Thermistors
Reays________  _
SenTerCel Selenium Rectifiers
Rubber, Plastic and Textile insulated 

cables and wires

and Cables Limited
ENGINEERS)

Lon?““
New Delhi Sali b u r y



s&c. UHF TELEVISION

G.E.C. microwave TV equipment has been 
chosen by Canadian NaaEonal and Canadian 
Pacific Raiiroads for their London - Windsor 
(Ontario) link.

•■•Sv

Canadian Broadcasting Company TV programmes are picked 
up at London and relayed to Windsor, 120 miles away, through 
repeater stations at Dutten, Duart, Rhodes and Leamington. 
This one-way channel is already in service. The complete 
installation, proceeding to a firm delivery schedule, looks forward 
to two further stages. A second, reversible channel is being 
installed first, and then the original channel is to be made 
reversible. Supervisory equipment is being supplied for un- 

attended operation of the complete two reversible links.
The TV equipment is of the standard G.E.C. pattern, system 
SPO 5551 operating in the 1700-2300 Mc/s band. It is suitable 
for the transmission of 405-line, 525-line or 625-line pictures.

Typical 9 ft. racks of G.E.C.
system SPO 555 1 microwave TV 

dquipmerlt.
ANO

. /

LONDON

DUTTON

DUART

INDSOR
RHODE.

LEAMINGTON



CANADA!NOW

THE GENERAL ELECTRIC COMPANY LTD. OF ENGLAND

Supplied through

CCNADIAN GENERAL ELECTRIC co. LTD.

Telephone, Radio and Television Works, 

COVENTRY - ENGLAND

London-Birmingham

BJr I London-Norwich
y \ London-Wenvoe

Wrotham-Swingate-Gassel

Generosa-Jungfraujoch-Chasseral 

Uetliberg-Chasseral-Romont-Dôfi



TYPE TF 1011/2

rnEQOUmV RANGE 19.7to 102.5 Mc/s DEVIATION up to 100 kc/s

BRITISH 
INSTRUMENT 
INDUSTRIES
EXHi BIT SON

.... mu-s
COURT

"■’ muuuu

MARCONI INSSRUMSNTS
JunuZS-July8 1955

SIGNAL GENERATORS ' BRIDGES • VALVE VOLTMETERS - Q METERS - WAVEMETERS 
FREQUENCY STANDARDS • WAVE ANALYSERS ■ BEAT FREQUENCY (SSCILLATORS

STAND 
‘ No. 1 
BLOGK B

MARCONI INSTRUMENTS LTD ‘ ST. ALBANS • HERTS " Telephone: ST. ALBANS 6160/9
30Albion St., Kingston-upon-HuUl. Phone: Hull Central 16144. I?The Parade, Leamington Spa. Phone: I408

Managing Agents in Export:
MARCONI’S WIRELTSS TELEGRAPH CO. LTD. ' MARCONI HOUSE, STRAND, LONDON, W.C.2.

TC 66



^ARPENTERpourized relays |
have these outstanding epatares

HIGH OPERATTONAL SPEED - HIGH SENSITIVITY 
FREEDOM FROM CONTACT REBOUND 

NO POSITTONAL ERROR . HIGH CONTACT PRESSURES 
ACCURACY OF SIGNAL REPETITION 

EASE OF ADJUSTMENT
The Carpenter Polarized Relay will respond to weak, ill-defined or short
duration impulses of differing polarity, or it will follow weak alternating 
current inputs of high frequencies and so provide a continuously operating 
symmetrical changeover switch between two different sources.

Dimensionally the Type 4 relay illustrated is interchangeable with the 
type “ 3000 ” Relay and can be supplied to fit directly to the drilling norm - 
ally provided for the “ 3000 ” Relay.

Manufactured by the sole licensees

TELEPHONE MANUFACTURING CO. LTD
Contractors to Governments of the British Commonwealth and other Nations

HOLLINGSWORTH WORKS, DULWICH, LONDON, SE21
Telephone GIPsy Hill 2211

The large illustration depicts the 
improved “Douglas” Fully Automatic 
Multi-Winder, specially developed for 
thehigh speed production of largequan- 
tities of coils with or without, paper inter
leaving. It will produce round, square

or rectangular coils up to 6 in. each in 
length and up to 4% in. diameter. As 
many as 12 smaHer coils can be wound 
simultaneously within the total available 
winding length of 15 in. at headstock 
speeds of between 600 and 2,000 r.p.m.

Our new Cata
logue is now ready, 
and a copy will be 
sen to interested 
executives on ap
plication.

hie Proprietors and Manufacturers
THE AUTOMATIC COIL WINDER & ELECTRICAL EQUIPMENT CO., LTD
■Avocet House, 92-96 Vauxhall Bridge Read, London, S.W.t VICtoria 3404 ( lines

zUrz/zws
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Automatic Generating Plant.

Difficult to fit?

There are generating problems 
which standard generating 
plant solves perfectiy. There 
are others so unusual that no 
standard plant; could conceiv

ably fit them. These are the 
problems Austinlite engineers 
enjoy most.They are prepared 
to go anywhere in the world 
to discuss their solution.
It does not matter- whether 
the plant will be required to 
run continuously for months 
without attention; to isolate

delicate equipment from mains that are subject to voltage surges; or to take over instantly 
when a mains supply fails. Provided there is a solution, Austinlite plant can be built which 
will ensure a steady, unbroken, flow of power. Made-to-measure generating plant is Austinlite’s 
forte. But not the only kind they make. There are standard types of Austinlite Generating 
Plant which fit many jobs perfectiy. Quite difficult jobs. For the idea that links all types of 
Austinlite plant;, standard or made-to-meassire, is the idea of utter reliabiilty.

AUTOMATIC GENERATING PLANT

Tailor-made by STONE-GHANGE LTD.

(TheMakersof Sumo Pumps & Stone-ChanceLighthouses) LIGHTHOUSE WORKS, SMETHWICK 40, BIRMINGHAM



0Mature 
gela^

O Polarised Relay
High magnetic sensitivity

Large winding space - High copper efficiency
Symmetrically balanced movement

High Thermal and Shock stabifity

Low susccptibility io magnetic interference

0 Type 1A Relay
★ Excepiiondly high seinstrVLty

★ Balanced movement

★ High Thermal and Shock stability

★ Hermetically sealed

Head Office: 22 LINCOLN’S INN FIELDS LONDON W02 Tel: HOL. 6936
Ei-7

xxi
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Selector SE 50...
Nowhere in 

a telephone exchange is 
the reliability of 

Selector SE50 more 
fully proved than 

by its exteUente in 
doing the exacting job 

of a linefinder.

Selector SE50 stays adjusted in this most 
arduous iunttion—sliowing the soundness 
of its basic design, with the wear-reducing 
maximum of metal-to-metal contact area for 
all mechamcal movement and the absence of 
bending adjustments.

In addition, the vertical-marking bank is 
attached to the selector frame, and thus 
needs no separate manipulation when the 
linefinder is jacked-in or out. The vertical 
wiper, of a simple design that gives 
consistent contact pressure during vertical 
motion, rotates with the selector shaft away 
from its bank, thus eUminating any form of 
level-marking trouble during rotary hunting. 
Space'is saved by the use of only two relays 
for each zoo-outlet linefinder. The simple 
circuit has common control relays for a 
group of switches. .

THE GENERAL ELECTRIC COMPANY LTD. OF ENGLAND



the nvesal switch

and as LINEFINDER
Interesting features in Strowger exchanges by 

G.E.C. using the SE50 as a zoo-outlet linefinder:

No linefinder normally has to hunt over more 

than five bank levels, because of the simple 
multipling method. The possibiiity of wear is 
reduced and speed of search increased. An 
blotter fault does not tie up linefinders or group 
selectors because, through seef-routining, any 
faulty allotter is automatically relieved by another.

A subscriber’s line fault, if it causes ‘linefinder 
ehase/ extends an automatic alarm even before 
dialling commences.

11/3B
C54/1

1 530/5^5

TELEPHONE, RADIO AND TELEVISION WORKS, COVENTRY



SKILLMAX
Short Distance 

Carrier

With FULL 3,400 Cycle Band!
9K Six channels per pair of single cable or twelve channels per pair of double 
cable. Old type inter-exchange cables in city networks can be counted on to 
give at least. 30% pairs suitable for carrier working, i.e. cable capacity is doubled.

3K No repeaters required on most city' networks. Hence extra circuits 
obtainable in a few hours.

9 The equipment often proves economic over distances as short as 2 miles by 
providing temporary extra traffic capaccty, and thus delaying investment of 
funds until traffic has grown enough to occupy a reasonable proportion of new 
cable capaccty (e.g. 12 extra carrier channels may easiiy be cheaper than the 
minimum economic new cable providing, say, 100 extra channels).

9 Signalling is by low-level tone, present continuoussy during speech, and having 
a frequency of 0 cycles (i.e. the carrier frequency). Thus the circuits are the same 
as for D.C. paths, and voice operation troubles non-existent.

9 AH channels adjustable to low or zero transmission loss and when required 
can give a gain.

T. S SKILLMAN & CO. LTD, Grove Paak, Collndaae, London, N.W.9

T. S SKILLMAN & CO. PTY. LTD” Carneeay, Sydney, N.S.W.

XXV



We now announce the removal of the 
last difference between our very simple 
and cheap short-distance carrier equp- 
ment and the usuuI long-distance 
equipment. We can now offer the eqmp- 
ment with a full 3,400-ey<ce band, in 
every respect being ident¡eal with the 
earlier equipment but with 5-Kc/s 
spacing. Even wider bands can be 
obtained if required.

6 Kc/s spacing
4,100 cycle circuits

5 Kc/s spacing
3,400 cycle circuits

4 Kc/s sparing
2,800 cycle circuits

Normal copper inter
office line with small 
relay group for re - 
peating impulses. 
This is nil at X. and 
reconneetedasshown.

Five new lines in - 
distinguishable from 
D.C. lines in all 
respects, except 
superior speech trans - 

mi-sio' j-e-iormnue. 
Relay groups identi
cal with those onD.C.

SKILLMAN’s m Yvodd .moiows o

short hau or “junction” carrier systems. 
Over £500,000 worth of the old style equipment 
indicated opposSte is in service, much of it for
over 4 years.

The miniaturised form is now available on 
a 21" panel with 60 channel ends pluspower 
supply on one 19” rack. Installation involves 
connecting only new junction relay groups, 
power (A.C.) and carrier supply and deloading 
the junctions.
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PAINTON WINKLER 
SWITCH

VOLTAGE RATING : 250 volts A.C./D.C. 
(maximum).
CURRENT RATING : 0.5 amp. (maximum)).
Switching up to 29 positions (single-pole)per bank, 
or up to 30 positions per bank for 360° rotation. 

SINGLE, DOUBLE, THREE-POLE or FOUR-POLE. 

Pamton Winkler Switches can be supplied for 
either ‘Make-before-Breek'or ‘Break-before- 
Make ' operation.
1-6 BANKS OPERATEDFROM A COMMON SHAFT.

Each switch has an adjustable stop device. by 
which the switch can be set to the number of 
positions required.
AVERAGE CONTACT REEISTAANC : BETTER 
THAN 0.004 OHMS.

The distinctive Pamton knob type K2I, with the 
‘adjustable sklrr ’ feature has been specially 
designed to operate Painnon Wlnkler Switches.

The white pointer can easily be 
lined up with dial markings. 
The frlctlon-plate can be loosened 
by two screws. allowing the 
skirt of the knob to rotate.

‘ Break-before-Make ' or
■ Make-before-Break ‘ operation.

The ' direct-link ' wiper provides 
a low capacity and induttance 
connexion between the individual 
contact studs and the collector 
ring. and because the wiper is 
freely pivoted a constant and 
even contacfpressure Is obtained.

The contact studs are moulded 
Into the nylon-fillefl fihenolic 
resin panel, and though normally 
Silver-plated,can be specially 
Rhodium-plated if required. The 
rlgld stems of the contaci: studs 
are tinned to facilltate soldering 
connections.

xxvii

The number of operating 
positions can be altered. Two 
stop plates can be adjusted by 
loosening a friction-plate 
clamped by two screws.



Desigunedto
meet 6.P.O. specifications

ïffrÎ^K ¿n.nn.n

J The illustration is of a
5(0 cell Battery TUNGSTONE type 

BSSEW.43. giving 3150 A.H.
at the 9 ho.u rate.

Installedfor G.P.O.

Tungstone Batteries have been designed to meet Post Office and British 
Standards specifications'. They are being used in Telephone Exchanges 

and Power Statidns, etc., all over the British Isles; in Australia, 
India, New Zealand, Egypt, South Africa, West Indies etc.

TUNGSTONE Batteries
TUNGSTONE PRODUCTS LIMITED

10 SALISBURY SQUARE, LONDON, E.C.4 ' WORKS: MARKET HARBOROUGH, LEICS.
TCN
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U.C.P. terminal equipment as supplied to India.



for continuous service
A. T. E. line transmission equipment is designed on a unit-construction principle, 
found by experience to be best: suited to the needs of operating administrations. 
The various fundamental circuit operations are performed by functional units ; 
tliese are simall self-contained assemblies designed for rapid fixing to a panel frame 
which plugs into the bayside. As certain basic circuit functions are common to 
a number of systems the functional units are themselves applicable to another type of 
circuit or system and as they are seef-contained supplies can quickly be fed from a 
common maintenance stock. Continuity of service to the subscriber remains while 
any necessary maintenance routines are carried out.



Under an Airport Runway
This is a key point in an airport runway pattern. You lay electric cables 
under here, to serve the runway lights. Those cables must be easy to get

If you never
want to have
to dig them
up again
put down

at, easy to service. So you run your cables through conduits — in thi» 
case 2 - way conduits.

If anything goes wrong with those conduits, if they have to come up 
again — think of the chaos. Think what would happen at a big airport. 
Last year in August alone London Airport handled neatly 9,500 aircraft 
and 2io,ooo passengers. A lot depends on those conduits — you never 
want to have to dig them up again.

That’s why, at London Airport, they put down conduits of salt glazed 
vitrified clay.

Salt glazed conduits are glassy smooth and hard as nails. They are 
accd-resisting. Sulphates in the s:oi cannot corrode them. They go 
down for good ! The same applies to the hundreds of salt glazed 

drainpipes that are out there too. Safe and 
efficient, salt glazed conduits and pipes can — 
and do — stay down for centuries.

pipes and conduits
NATIONAL SALT GLAZED PIPE MANUFACTURERS’ ASSOCIATION
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r FOR 1
RELIABLE 

FREQUENCY 
kCONTROL?

Prompt Delivery, all types, 2,000-20,000 IzCs
When ordering 10X replacements, why not use our bermeeically sealed Type zXL?

CATHODEON CRYSTALS LIMITED
LINTON - CAMBRIDGESHIRE ° Telepho ne LI NTON 22 3



SIEMENS

CHANNEL BAY

MULTI-CHANNEL
A.C. TELEGRAPH

EQUIPMENT
TYPES CTS//—CTS/24

FEATURE/:

From 6 to 24 channels available.

Mounts 12 channels on one side of a 10' 6” bay.

Additional channels beyond 12 obtained by group 
modu'oiion.

Associated bays provide duplicate generators or 
valve oscUlators for tone supplies or for channel 
and group frequencies.

Capacity of bays, 10 systems.

Tone frequencies are 420 to 3,180 c/s at 120 c/s 
spacing, and equipment complies with CCIT 
requirements in all respects.

Wide transmission level range for low distortion.

Sending modulator and receiving detector-amplifier 
panels readily detachable for maintenance by 
plug and jack connections.

Equipment operates from 24V and 130V batteries 
or from separate A.C. mains Power Bay.

Testing equipment provided as standard on the 
Channel Bay.

Further particulars on application

mEN
OSCILLATOR BAY

SIEMENS BROTHERS &
WOOLWICH . LONDON

(O.. LEI1TED
S.E18

Telephone; Woeiwich 2020
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SOLDERING ACTUAL

SIZE
INSTRUMENTS and
ALLIED EQUIPMENT

by /3DCOL^ J (fagct Trade Mork)

DESIGNED FOR

Sound Equipment
AND

Bench 'Line Assembby

Bit Sizes

1 1 ■"K 11 7

VoOt Ranges
6-7v to 230-250v

For CATALOGUES apply
HEAD OFFICE & SALES

ADCOLA PRODUCTS LTD.
GAUDEN ROAD, CLAPHAM HIGH STREET, 

LONDON, SW.4
Te'ephóne: MACaulay 4272

CONTRACTORS TO

BRITISH & OVERSEAS GOVERNMENTS

■ l d ys 
i p 
g
,iPCOJ

- ■ |TîîaÎ>E^1§
■ D. DE 5 5I 6 6 a

3/‘6" . . . 
/etachable
Bit 
Instrument
List 64

Protective 
Shields 
List 68
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Telephone Talk
FOR MORE THAN FIFTY YEARS 

telephone engineers have grown 
up with automatic telephony. 
There are many systems in use 
throughout the world, each out - 
standing in some particular 
characteristic; ingenious cir
cuitry, precision equipment, 
operational facilities. The most 
well known and widely adopted 
system is the Strowger step-by- 
step system, so called because

calls are completed through trains of selectors stepping 
directly in unison with the impulses dialled by the 
subscribers. The selectors are individually driven. These 
two features give the system a simplicity and flexibility 
not shared by other systems and account for the fact that 
over 6600 of the world’s telephones are Strowger. The 
advantages of a simple system are obvious. There is less 
likelihood of anything going wrong and when a fault 
does develop it is eassily located and immediately put 
right. A new switch is simply plugged in to the place 
of the faulty one while this is being re-adjusted.

In the early days it was considered drsirable for all the 
selectors to be periodically examined, to see if they still 
measured up to the mechanical and electrical tolerances 
previously specified. This meant that a staff of skilled 
adjusters had to be maintained in each exchange solely 
for the purpose of trying to prevent faults occumng; 
hence the name “ preventive maintenance,” given to 
this form of supervision.

At that time knowledge of meta fatigue and stresses 
was not so extensive as to-day, nor were specal alloys 
and hardening treatments developed to anything like the 
same extent as has since occurred. It is likely then that 
many possible faults were rectified before they could 
cause a degradation of the public service and, more 
important, a great accumulation of experience was 
collected which has been of great value in recent: invesst- 
gations in the subject. These investigations were carried 
out over a lengthy period by Automatic Telephone 8 
Electric Co. Ltd. and their purpose was to essabfish 
whether, in view of the great strides made in selector 
development, it was really necessaay or drsirablr to

continue the cult of preventive maintenance, which is 
sltill normH practice even to-day in many telephone 
exchanges throughout the world. Details of the investi
gations are fully described in a bulletin “'The case for a 
new approach to maintenance,” a copy of which will be 
forwarded on request.

Experiments were conducted on the Type 32A Mark II 
selector, which is a logical development of the 1932 
model, and incorporates those refinements which the 
Company’s experience in the art of automatic telephony 
suggested as necessary in the light: of modern require
ments. Advances in recent years in metallurgy have 
also been applied in the manufacture and treatment of 
those parts subjected to wear.

Briefly the experiments compared batches of produc
tion seeectors. Some were subjected to a “ twenty year ” 
life test with the normal preventive maintenance-routine 
and periodical checking and re-addusting. Others were 
run for the same “ life span ” with no attention whatever 
apart from “annual” lubrication. The results, which 
have been amply proved by repeated experiments, are 
interest:ing.

Of ten selectors life-tested to an equivalent of twenty 
years with no attention other than annual lubrication 
there were a total of seven mechanism faults. The same 
telectol■t were given a further twenty years run and at 
the end of this period there were fourteen additional 
mechanîsm faults. During the forty-year run, the wipers 
had been changed and banks cleaned.

An additional batch of ten seeectors was put through 
the normal preventive maintenance routines in a life test 
of twenty years and this time there was a total of twenty 
mechanîsm faults. The total number of service faults was 
fifty-three, as opposed to twenty-two for those seeectors 
not put throughthe preventive maintenance routines.

The Company’s conclusions, which will be of interest: 
to all telephone administrations, may be simply stated. 
Preventive maintenance is neither necessary nor dusir- 
able; it is necessary only to lubricate and clean the 
mechanism at regular intervals. The observance of this 
simple routine will ensure reliable performance in - 
dümteey, the factor above aH upon which the 
administration and the subscribers depend for good 
service and economic operation.

AUTOMATIC TELEPHONE & ELECTRIC CO. LIMITED
AT788LA

XXXV.



It do6S yoM good to look around you here. You’ll never see harms in better hrnT or
villages in better shape or cottage gardens more skilfully tended, than you will from the roads and

Ignes round Alton. And in Alton itself you’’l find plenty of evidence of the local belief that What’s
worth doing is worth doing well. The reason? Possibly this belief—less widely held than it was, some

people think—fluurishes best where families take root, and cottager, no less than squire, grows up with 
a sense of beonnuin—by rightof birth. In the Battery Works son sail follows father at the bennh—
as proud of hissskil as his father was, as touchy concerning his personaa standard of wnrk. And as 

proud, and with equal right to be, of the workmanship Alton men put into Alton batteries.

mLTGN Butteries of Merit
Alton stationary batteries: ia to 15,000 ah. Also in regular production 
renewal plateefor all makes of batter}’, British and Continental.

im
m
un

..
.

THE ALTON BATTERY COMPANY LIMITED, ALTO N. HANTS - TetepphrK: AALON 2267 and 2268 - Telegram,: BATTERY, ALTON 
A28 .. 

......
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prove

with Ferroxcube pot cores

1 High performance combined with small size and light weight.

2 Designed and built to customers' individual requirements.

Long term stability, even under conditions of temperature variation.3

Mullard K

MULLARD LTD - COMPONENTS DIVISION • CENTURY HOUSE - SHAFTESBURY AVENUE - WCZ 

(Mt463A)

High quality electrical filter units built around Ferroxcube cores can now 
be supplied to communications equipment designers’ individual specifications. 
These filter units have significant advantages over comparable types 
designed without the use of Ferro xcuhb. particularly in the frequency range 
300 c/s to 500 kc/s. For audio frequencies the use of Ferroxcube cores permits 
the winding of compatit; coils With very high inductances. This results 
in a considerable reduction in the size and cost, of the associated condensers 
and hence of the filter unit as a whole. The high Q values obtained 
for a given volume, especlaaly above 10 kc/s, enable sharp cut off 
characteristics and low pass-band losses to be achieved, while negligible 
stray flux facilitates the production of compact and mechanically robust filters. 

, Electrical filter units are among a number of high quality components 
now being made available by Mullard. Full details of the complete series 
of components will begladdy supplied upon request.

‘Ticanal' alloy permanent magnets 
Magnadur permanent ceramic mugnnte 
Ferroxcube ferro-magnetic cores.
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THIS INTERESTING QUARTERLY 
WILL BE MAILED FREE TO ANY'

PART OF THE WORLD
For almost a century Muirhead & Co. Limited 
have manufactured precision electrical instruments, 
and to-day the range of products include measur
ing instruments for education and industry, 
synchros and remote control systems and facsimile 
transmitters and recorders.

Each issue of "Technique ” contains details of the 
newest; Muirhead products and of scientific de
velopments in which Muirhead instruments have 
played an important part. if you think this publi
cation would interest you, we shall be pleased to 
place your name on our mailing list. Write under 
your business letterhead to the address given below.

MUIRHEAD

PRECISION ELECTRICAL INSTRUMENTS

MüiRMiu itLiiicu e« num

m mi :i mCWM i* towjumtwx mu 
wncmc umniu

136

MUIRHEAD & CO. LIMITED ° BECKENHAM ° KENT ° ENGLAND

FERRANTI
J-'Ratnffe

CLP-ON AMMETERS

TYPE ‘L’ (Right). 0-10-25-50-100-250 
$004,000 Amps. SpieaaUy designed 
for use on porcelain-clad fuses and 
heavy-duty conductors up to 4 in. dia. 
Write for List IN.17.L.

TYPE ‘A’. 0-10-25-50
100-250-500-1,000 Amps. 
Write for List IN.17A.

TYPE ‘V’ 010-25-100-250
1,000 Amps, and 0150-600 
Volts. WriteforListIN.17V.

A leather case with shoulder strap is available for all models at extra charge
FERRANTI LTD - MGSTON - MANCHESTER 10 - ENGLAND

London Office: KERN HOUSE, 36 KINGSWAY, W.C.2______________________
F140
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TELEPHONE DISTRIBUTION
EQUIPMENT

ENGINEERS WHO ARE INTERESTED 
IN TELEPHONE DISTRBUTCON EQUIP

MENT ARE INVITED TO REQUEST 

SECTION T.C.13 OF OUR TELECOM

MUNICATION CABLES CATALOGUE.

TELEPHONE: I | I TELEGRAMS
SOUTHAMPTON l~'______________ _____________________ . I "PIGEKAYBEL
22i4?(5iini3. £ IRELLI _LJ ENERAL/ SOUTHAMPTON”

CABLE WORKS, Ltd., SOUTHAMPTON

EDISWW
Telephone Line Protectors

fl

LTD.THE EDISON SWAN ELECTRIC CO., l
155 CHARING CROSS ROAD, LONDON, W.C.2 f 

Member of the A.E.I. Graup of Companies /

Surge currents induced on telephone lines by electric 

storms or breakdowns on neighbouring power lines may be 

effectively controlled by Ediswan telephone line protectors.

These spectai electrode gas discharge tubes have been 
developed in collaboration with G.P.O. Engineers to provide 

economical and effective protection for telephone systems 

without impairing the service.
Full details of these protectors and their application is 
given in the Ediswan publication C.1581 which is available 
on application.

Printed by SANDERS PHILLIPS & CO,, LTD., The Baynard Press, Chryssell Road, London, S.W.9, and
Published by BIRCH & WHITTINGTON (.Pron.Dortins&Co. [Eppwm, Ltd.), Epsom, Surrey.
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