
Get with AZTEC in1967
THE FAR OUT SOUND IN SPEAKER SYSTEMS

with that extra
PUNCH in Sound

MONET

The 5 -speaker 4 -way console system unequalled in performance for its price or size, a spe-
cially designed 15" woofer provides the deep rich bass response, an 8" separately encicsed
driver for the mid -range frequencies, 3-31/2 self enclosed direct radiator tweeters are used
in a column for improved high frequency dispersion with an advanced electronic crossover
network and a three position brilliance level control switch.
Frequency Response: 25 to 22,000 cycles Power Handling Capacity: 40 watts Impedance:
8 ohms Enclosure: Reinforced tube ducted base reflex design Finish: Hand Rubbed Oiled
Walnut Overall Dimensions: 251/2" wide x 361/4" high x 163/8" deep.

RENOIR III

A 3 -speaker system that can be used as a bookshelf or a
consolette floor system shown with optional sculptured walnut
base. A 12" high compliance "Linear Suspension" woofer
provides the rich clean bass response. An advanced electronic
crossover network smoothly blends in 2 - 31/2" Direct Ra-
diator Tweeters for the mid -range and treble frequencies,
with a three position switch to control the brilliance.
Frequency Response: 35 to 20,000 cycles Power Handling
Capacity: 35 watts Impe-
dance: 8 ohms Finish: Hand
Rubbed Oiled Walnut  Dimen-
sions: 24" x 16" x 9'"2".

NET PRICE 129"
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"For the ultimate in quality sound"

NET PRICE:
$9r.A995

AZTEC SOUND CORP. Manufacturers
2140 South Lipan Dept. SR  Denver, Colorado 80223

AZ 7

0

*
0

0 *

wall somehow modulating the wall of
the adjacent groove. Post -echo can occur
for the same reason-that is, the final
notes of a passage may modulate the
blank groove adjacent to it. I know of
nothing that can be done to minimize
this problem once it is pressed into a
record.

A somewhat similar -sounding difficul-
ty is caused by print -through in the mas-
ter tape. Here, either because the tape
has been wound too tightly, stored im-
properly, or recorded at too high a lev-
el. the magnetic signal on one layer of
tape has impinged upon and modulated
the adjacent layer, but this is much rar-
er than the disc problem. In your own
personal tapes you can minimize print -

through by avoiding high recording lev-
els and over -tight winding, particularly
with the thinner tapes.

Ham Pickup
QMy son recently began single -side-
 band amateur -radio broadcast-

ing. I don't know how well he's heard in
the rest of the world, but his voice has
been coming through the speakers of my
hi-fi system clearly. He comes through
at a constant volume irrespective of the
setting of my preamplifier volume con-
trol or input -selector switch. Do you
know of any amplifier modification or
other technique that will enable me to
solve the problem short of shutting off
my son's transmitter?

EMANUEL R. RIFF, M.D.
Maple Heights, Ohio

AThis sort of problem almost al-
 ways results from r.f. pickup by

the hi-fi system's speaker leads, which is
fed back into the input stages of the
unit, rectified and amplified. An ap-
proach that has apparently been success-
ful in a number of cases is to use shield-
ed wire for the speaker leads. The Al-
lied Radio catalog lists two -conductor
shielded intercom cable that wiN prob-
ably serve very well, assuming that the
intercom wire itself is of heavy enough
gauge not to introduce excessive resis-
tance into the speaker line. In general, if
the speaker leads you are using are fair-
ly short HO to 15 feet) and your speak-
ers are of 8 to 16 ohms impedance. then
No. 20 wire should do. For 4 -ohm
speakers, or for longer runs of wire, you
may have to go to four -conductor shield-
ed wire and use two conductors con-
nected in parallel with the other two in
order to bring the wire resistance down
sufficiently to avoid loss of amplifier
power and damping factor.

Because the number of queries we
receive each month is greater than
we can reply to individually, only
thoe querlions selected for this
column can he answered. Sorry!
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