
Dependable Analog -Type Micronta Multitesters
Extra Features and Versatility!

FET-Input. Incredible 10- megohm input sensitivity in this
rugged, low-cost tester. Operates like a solid-state VTVM,
allowing you to test critical circuits with a minimum of
loading from the meter. Features jumbo 5" tricolor scale,
continuity sounder. Measures to 1000 volts DC in seven
ranges, 1000 volts AC in five ranges, 10 amps DC current
in five ranges, 100 megohms resistance in five ranges and
-20 to + 62 decibels in five ranges. Fuse protected.
71/18 x 5'/2 x 23/4" Requires one 9V, one "C" battery.
22-220 49.95

Range -Doubler. 50,000 ohms -per -volt DC sensitivity.
Range -doubler switch instantly multiplies resolution on
voltage and current ranges. Continuity sounder. The 125
mV and 25 pA low -DC ranges make this meter ideal for
testing solid-state circuits. Measures to 1000 volts DC in
12 ranges, 1000 volts AC in eight ranges, 10 amps DC
current in 10 ranges, 20 megohms resistance in four
ranges, and -20 to +62 decibels in eight ranges.
611/16x 47/8 x 23/e Requires one 9V, one "AA" battery.
22-214 39.95

Foldup 25 -Range. 20,000 ohms -per -volt DC sensitivity.
Mirrored tricolor 4" meter has shunt protection when case
is shut. Measures to 1200 volts DC in seven ranges, 1200
volts AC in five ranges, 300 mA DC current in four ranges,
2 megohms resistance in four ranges, and from - 20 to
+ 63 decibels in five ranges. Open, 71/4 x 45/16x 11/4'!
Requires "AA" battery.
22-211 29.95

Multitesters, Continuity and Battery Testers
Perfect for Your Tool
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(1) 18 -Range Multitester. 20,000 ohms -per -volt DC sensitivity. 3" meter
with color -coded, mirrored scale. Measures to 1000 volts DC in five ranges,
1000 volts AC in four ranges, 250 mA DC current in two ranges, 2
megohms resistance in three ranges, - 20 to + 62 decibels in four ranges.
5'1/8 x 31/2 x 17/1e Requires "AA" battery. 22-201 19.95
(2) Pocket Multitester. 2000 ohms -per -volt DC sensitivity. Measures to
1000 volts AC/DC in six ranges, 150 mA DC current and 100,000 ohms
resistance. 31/2 x 21/4 x 11/.0 Requires "AA" battery. 22-212 . . . 12.95
(3) Latching Continuity Tester. Perfect for testing security system wiring,
switches and sensors. Latching mode continues to indicate faults until you
press reset button-spots intermittents you would miss with ordinary test-
ers. Latch mode indicates both opens and shorts-a Radio Shack exclusive.
Momentary mode works like a standard continuity tester. Features LED and
buzzer indicators, fast one millisecond response time. Not for use in live
circuits. 41/2 x 23/4 x 11/-e Requires 9V battery. 22-110 16.95
(4) Deluxe Battery Tester. Tests your batteries under load condition. For
carbon -zinc, alkaline, mercury, silver oxide, lithium and rechargeable nickel-
cadmiums. Ranges: 1.5 volts (1-150 mA), 3, 6, 9, 12, 15 and 22.5 volts.
13/4 x 31/2 X 51/4" For battery tests only. 22-032 12.95

Accessories for Your Tester
(1)

Get the Most
From Your
Multitesterl

(1) NEW! Soft Carrying Case. Great for Radio Shack
#22-220, #22-214, other larger testers. Plenty of room for
tester, leads, manual, extra fuses and batteries.
22-149 7 95
(2) Using Your Meter. Filled with "whats, whys and hows" of
electrical test measurements. 128 pages. 62-2039 . . . 3.95

Clamp -On AC Ammeter
With AC Voltmeter

4995
Measures AC Current Without
Direct Connection to Circuit

Also measures AC voltages with included
leads. Lock -switch freezes pointer so you
can remove meter for easy reading. In-
ductive pickup/ x 10 multiplier (shown in
inset) lets you check devices with an AC
power cord and perform low -current
Tess. Measures to 300 amps AC in five
ranges, 600 volts AC in two ranges. 4 x
2 x 3/8'f 22-161 49.95

ALL MICRONTA MULTITESTERS, DIGITAL MULTIMETERS AND CLAMP -ON AC AMMETER ARE UL 1244 LISTED 123


