
PTI 11,4 LI S...LIVE IN CONCERT!
Optimus Audio Components and our high-performance Optimus
speakers are the culmination of our 70 -year tradition of electronics
excellence. Every Optimus component combines the latest in tech-
nology and features to give you truly outstanding sound.

The Optimus Brand utilizes superior components and design. Each
is backed by the tightest quality -control program in the consumer
electronics industry. For ease of operation, superlative performance
and enduring value, Optimus is the obvious choice.

MAIN AMPLIFIER: 100 WATTS PER CHANNEL, MINIMUM RMS INTO 8 OHMS FROM 20-20,000 Hz, WITH NO MORE THAN 0.05% THD
SURROUND AMPLIFIER: 25 WATTS TOTAL, MINIMUM RMS INTO 8 OHMS AT 1 kHz, WITH NO MORE THAN 0.5% THD

Our Finest Receiver!
Dolby Surround, Hall Mode, Plus Audio and Video Dubbing

Optimus STAY 3200. This is our masterwork! You get the features to
control a complete home entertainment system and the power to
drive the finest speakers. A full array of inputs lets you connect a CD
player, turntable, two cassette decks, and two video sources. True
Dolby Surround* decoder and built-in rear channel amplifier give you
"movie theatre" thrills from thousands of laser video discs, stereo
video tapes, even many TV stereocasts. And the Hall mode simulates
the depth and realism of a concert hall from nearly any nonencoded
stereo source. Full -function remote controls all major functions-and
the motorized volume control gives you continuous, not incremental,
adjustments without the distortion introduced by some remote

volume systems. You get 30 AM/FM memory presets, search and
scan tuning, and an output meter for each channel. All this plus high
and subsonic filters, video and two-way audio dubbing, FM muting,
two switched and one unswitched AC convenience outlets and sepa-
rate terminals for surround speakers. UL listed AC. 95
Remote requires 2 "AA" batteries. (TSP avail.)
31-3020 Low As $20 Per Month

SPECIFICATIONS. AMPLIFIER. Response: 20-20,000 Hz ± 1 dB. S/N: 85 dB
phono, 95 dB aux. Capture Ratio: 2.5 dB. FM TUNER. Sensitivity (IHF): 1.71.0/ (9.8
dBf). S/N: 72 dB. IF Rejection: 85 dB. Stereo Harmonic Distortion: 0.4%. Channel
Separation (at 1 kHz): 45 dB. Size: 41/2x x 133/4".

Save! Buy a Complete Home Audio Component System From Radio Shack
Select the Components of Your Choice and get an audio system
that's perfect for your needs and budget. A minimum system consists
of a stereo receiver or amplifier, a pair of speaker systems, and a CD
player, turntable, cassette deck or equalizer.

The Discount is 10% Off our regular current catalog price of each
item. You can include sale -priced audio components, but sale prices
cannot be further discounted. The discount applies to our 14, 31, 40
and 42 -series audio components only. Select your system now!

12 PRICES APPLY AT PARTICIPATING RADIO SHACK STORES AND DEALERS / DOLBY' LABORATORIES LICENSING CORP.


