
REALISTIC -1st CHOICE IN PA EQUIPMENT
100 -Watt Amplifier With Built -In

Mixer & Antifeedback Control

NEWI

Realistic® MPA-95. Our best amplifier has the
 power and performance demanded in audi-

toriums, churches and dance clubs. Features four high -

impedance mike inputs with 1/4" phone jacks and four
low -impedance inputs with professional -type XLR 3 -pin
jacks. Has aux input for adding mixer or tape deck. Variable
feedback filter cuts selected frequency from 300 to 3000 Hz,
by 12 dB, to eliminate feedback. Convenient rotary knobs for
precise control of each channel. 70V line output, lighted
power meter and LED clipping indicator. Fully overload pro-
tected. UL listed AC. (TSP available)

219"32-2036 Low As $15 Per Month

SPECIFICATIONS. Frequency Response: 60-20,000 Hz ±3 dB. Power:
100 watts rms at 4 ohms. Outputs: Mix bus, EQ in/out, push -terminals and
phono-type jacks for 4 to 16 -ohm speakers, '/.." headphone jack. Power
Requirement: 120VAC, 60 Hz, 200W. Size: 4 x 14V2 x 101/2'
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Compact 35 -Watt Power Amplifier
With Built -In Equalizer

Realistic MPA-40. Superb performance at low cost. Wide
frequency response makes this amp suitable for music as
well as voice. Three -band graphic EQ for tailoring sound to
room acoustics. Priority terminals permit Channel -1 over-
ride of all other channels-really handy for overriding music
for paging or emergencies. Built-in mixer. Built-in preamp
for magnetic -cartridge turntable. Three Glide -Path faders
control inputs for two mikes and phono/aux. 70V line output,
master volume with convenient "memory ring". UL listed
AC. (TSP available)

99"32-2032 Low As $15 Per Month

SPECIFICATIONS. Frequency Response: 70-20,000 Hz ±3 dB. Power
35 watts rms at 8 ohms. Outputs: 4,8,16 ohms; 70V line; terminals for
adding optional SPST switch for remote priority switching. Power Re-
quirement: 120VAC, 60 Hz, 120W. Size: 472x 10'/2 x 772':

Versatile Dual -Power, 20 -Watt
Amplifier With Tone Control

Realistic MPA-25. Operates on AC or 12VDC power-it's
excellent for indoor or mobile use. Accepts either low or
nigh -impedance mikes. High-level input with individual chan-
nel fader controls lets you add turntable or other auxiliary
component. Features two front -panel mike inputs, rotary mas-
er volume/tone controls and LED power "on" indicator.
Glide -Path fader controls. Has 70V line output for multiple -

speaker systems. Included 12VDC cord lets you plug amp into
cigarette lighter socket. Also includes AC cord for easily
changing between indoor and outdoor mobile use, and a
handy mounting bracket for mobile use. Ventilated 7995
metal case. UL listed AC. (TSP available) 32-2033
SPECIFICATIONS. Frequency Response: 150-20,000 Hz ±3 dB.
Power: 20 watts rms at 8 ohms. Outputs: 4, 8, 16 ohms; 70V line. Power
Requirement: 120VAC, 60 Hz, 40W or 12VDC neg. ground. Size: 4'/2 x
10'/2x7/2"

90 PRICES APPLY AT PARTICIPATING RADIO SHACK STORES AND DEALERS


