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Make Radio Shack

your choice
in PA equipment

We've got it all-amplifiers,
speakers, mixers, mikes and stands,
cables and connectors-everything
you need for a custom public address
system. And, our knowledgeable
sales staff can help you select a sys-
tem that meets your particular needs.

(1) Realistic® MPA-95 100 -Watt Amplifier With
Built -In Mixer and Antifeedback Control. Our best
has the power and performance demanded in
auditoriums, churches and dance clubs. Fea-
tures four high -impedance mike inputs with 1/4"
phone jacks and four low -impedance inputs with
professional -type XLR 3 -pin jacks. Has aux input
for adding mixer or tape deck. Variable feedback
filter cuts any selected frequency from 300 to
3000 Hz, by 12 dB, to eliminate feedback. Con-
venient rotary knobs for precise control of each
channel. 70V line output, lighted power meter
and LED clipping indicator. Fully overload pro-
tected. UL listed AC. (TSP) 32-2036 .... 219.95
SPECIFICATIONS. Frequency Response: 60-20,000 Hz ± 3
dB. Power: 100 watts rms at 4 ohms. Outputs: Mix bus, EQ
in/out, push -terminals, 70V line and phono-type jacks for 4
to 16 -ohm speakers, V." headphone jack. Power Require-
ment: 120VAC, 60 Hz, 200W. Size: 4 x 14'/2 x

(2) NEW! Realistic MPA-45 35 -Watt Amplifier
With Built -In Equalizer. Dependable performance
at low cost. Wide frequency response makes this
amp ideal for music as well as voice. Three -band
graphic EQ for tailoring sound to room acoustics.
Priority terminals permit Channel -1 override of all
other channels-handy for talking over music for
paging or emergencies. Built-in mixer, plus built-
in preamp for magnetic -cartridge turntable.
Three rotary knobs control inputs for two mikes
and phono/aux. 70V line output, master volume
with convenient "memory ring". UL listed AC.
(TSP) 32-2035 99.95

SPECIFICATIONS. Frequency Response: 70-20,000 Hz ± 3
dB. Power: 35 watts rms at 8 ohms. Outputs: 4, 8, 16 ohms;
70V line; terminals for adding optional SPST switch for re-
mote priority switching. Power Requirement: 120VAC, 60
Hz, 200W. Size: 3'/2 x 11'/4 x 7V2".

(3) NEW! Realistic MPA-30 20 -Watt Dual -Power
Amplifier. Operates on AC or 12VDC-excellent
for indoor or mobile use. Accepts either low or
high -impedance mikes. High-level input with in-
dividual channel fader controls lets you add turnt-
able or other auxiliary component. Features two
front -panel mike inputs, rotary master vol-
ume/tone controls and LED power "on" indica-
tor. Three rotary knobs control inputs for two
mikes and phono/aux. Has 70V line output for
multi -speaker systems. Included 12VDC cord lets
you plug amp into cigarette lighter socket. Also
includes AC cord and a handy mounting bracket
for mobile use. Ventilated metal case. UL listed
AC. (TSP) 32-2034 79.95

SPECIFICATIONS. Frequency Response: 150-20,000 Hz
± 3 dB. Power: 20 watts rms at 8 ohms. Outputs: 4, 8, 16
ohms; 70V line. Power Requirement: 120VAC, 60 Hz, 40W
or 12VDC neg. ground. Size: 35/8 x 111/2 x 9".
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A guide to designing a public address system
Each PA sound system installation is unique. The
best installation for your purposes can only be
found through trial and error. However, the follow-
ing steps will help you get started designing your
sound system.

Speaker Locations. Speakers usually should be
placed at the front of the room facing the audience.
Longer, narrower rooms will need more speakers.
These should be placed along the side walls, angled
towards the back/center of the audience area.
Keep all speakers facing the same end of the room
and never facing the microphones. Use 70 -volt line
transformers with systems having over 200 feet of
speaker cable.

Power Requirements. Calculate the area of your
listening room and the length -to -width ratio.
Check the table at right to find the number/size of
speakers and the amplifier power needed. "Room
A" refers to rooms with a length -to -width ratio of
1.5 to 1. "Room B" ratio is between 1.5 and 3 to 1.

Room Area
In Square Feet

Amplifier
Power

Room A
Speakers

Room B
Speakers

Less than 10,000
10,000 to 50,000
Over 50,000

20 watt
35 watt

100 watt

2 - 8"
2 - 12"
4 - 12"

4 - 8"
4 - 12"
6 - 12"

Noise levels and room acoustics play a part when
determining the amount of power needed. If you
are unsure, buy the next higher -power amplifier.
You can never have ''too much" power.

Microphones. Use omnidirectional mikes for small
conferences and cardioid mikes if acoustics (crowd
noises, moving stage props) are a problem.

Amplifier. Select an amp with ample power to
drive the speakers you have selected (from table).
Be sure the amplifier has the correct type of mike
inputs (low or high impedance) and inputs for any
accessories you want to add (mixer, CD player).

And, as always, courteous assistance is as close as
your nearby Radio Shack store.

72 PRICES APPLY AT PARTICIPATING RADIO SHACK STORES AND DEALERS


