
Dynamic microphones
for stage, recording

and PA systems

(1) Pro -Unidirectional Highball. An
outstanding mike for public speaking,
recording, musicians, and vocal use
without picking up annoying back-
ground noise. Has on/off control
switch. XLR adaptable. 80 to 15,000
Hz response. Includes removable
16 -ft. cable with1/4" plug, case, stand
adapter. (TSP) 33-984 59.95

(2) Super -Omnidirectional. A great
utility microphone that delivers a wide
40-17,000 Hz response. Rugged
body with rubber shock ring to reduce
vibration noise. Low -impedance
(XLR) adaptable. Includes removable
16 -ft. cable with 1/4" plug, storage
case and stand adapter.
33-1070 47.95

(3) Unidirectional Dynamic. Die-cast
zinc body. 50-15,000 Hz response.
On/off switch. Comes with a 5 -ft. ca-
ble, 1/4" plug and stand adapter.
33.1073 35.95

(4) Super -Unidirectional. Tight-
cardioid pattern solves feedback/
background noise problems. Has
80-12,000 Hz response. 600 ohms.
On/off remote switch control. In-
cludes 6 -foot cable, 1/4" plug and
mike stand adapter. 33-992 27.95

(5) Omnidirectional Highball -2 Built-
in filter eliminates breath "pops". Ideal
for vocalists and public speakers. Has
50-13,000 Hz response. 600 ohms.
Remote on/off switch. With 6 -foot
cable, 1/4" plug and stand adapter.
33-985 23.95

(6) Unidirectional Highball -7. This
lightweight microphone is ideal for
speeches and use on public address
systems. Built-in filter and wire mesh
screen cut feedback and reduce wind
and breath noise. Response is 80-
15,000 Hz. 600 ohms. On/off control
switch. 10 -ft. cable, 1/4" plug and
stand adapter. 33-986 17.95
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AmPLoL

Amplified Listener
Hear sounds around you like
never before! Two built-in mikes
and dual -channel amplification
maintain a natural sense of di-
rection. Great for listening to na-
ture sounds. Hi -Boost control
adds crispness and clarity. Vol-
ume control. 4 x 21/4 x 7/8".
Neck cord. Requires 2 "AA" bat-
teries and headphones with 1/8"
plug. 33-1093 21.95

Choose from
our big selec-
tion of stereo
headphones on
page 51

PZMIm-Type Microphone
Realistic PZM. Uniquely designed to
respond to sound pressure so that it
cuts echo effects while increasing clar-
ity and range. Excellent for stage per-
formances, pulpits, executive board
rooms and conferences. 20-18,000
Hz response for superb audio. 600
ohms. 51/2 x 47/8" metal base. In-
cludes 18 -ft. cord, 1/4" plug. Requires
"AA" battery. 33-1090 52.95

Portable Recorder Mikes
Each mike has an on/off switch to start
and stop recorder, plus a 1/8" audio
plug and 3/32" remote plug.

(1) Omni Electret. 20-13,000 Hz.
With 6V2 -ft. cord, stand, windscreen,
battery. 33-1060 18.95

(2) Omni Dynamic With Windscreen.
100-11,000 Hz. 61/7 -ft. cord. Low im-
pedance. 33.2001 11.95

(3) Budget Dynamic. 33-1067 .. 4.95

Stereo Microphone
Record in stereo with a single micro-
phone! Dual unidirectional heads are
adjustable up to 180° apart for best
stereo separation-perfect for record-
ing ensembles. 50-15,000 Hz re-
sponse. Dynamic. Flip -up stand. Slip-
on foam windscreens reduce wind and
breath noises. One 6V2 -ft. cord with
dual 1/8" plugs. Requires "AA" battery.
33-1065 28.95

Omni

Uni

L Facts About Pickup Pattern
Choice and XLR Adaptability

OMNIDIRECTIONAL. This wide pickup pat-
tern provides equal sensitivity to sound in all
directions. Excellent for meetings.
UNIDIRECTIONAL or CARDIOID. Single -
direction pickup pattern reduces feedback
and background noise. Ideal for stage use.
XLR. Shielded 3 -wire connector/cable
found on low -impedance mikes; reduces
noise on cable runs 45 ft. or more. See XLR
adapters on next page, cables on 105.
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