
- Hands -free "audionic" in -ear
TRC-508. Hearing -aid quality earpiece becomes a
high -quality mike when you speak-reduces back-
ground noise when transmitting. Voice activated-
transmits when you talk, receives when you listen.
Belt clip. Up to 1/8 -mile range. 21/2 x 415/16 x 1".
Each requires 9V battery. 21-408 .... Pair 89.99

One -channel hands -free headsets
TRC-506. Selectable voice -activated or manual op-
eration. Dual -conversion superhet receiver, volume
and VOX controls. Headset and belt clip. Up to
14 -mile range. 49/16x 21/2 x 15/16". Each requires 9V
battery. (TSP) 21-406 Pair 69.99

Five -channel hands -free headset
TRC-507. Five channels let you talk to the neighbor-
hood or your whole work crew. Voice -activated or
manual operation. Dual -conversion superhet re-
ceiver, volume and VOX sensitivity controls. Belt
clip. Up to 1:4 -mile range. 51/2 x 215/16 x 1$/16".
Requires 9V battery. (TSP) 21-407 .. Each 49.99

(1)

1.11Compact 5 -channel handheld
(1) TRC-1000. Pocket size! Only 6V8 x 25/8 x 11/16" .
Five channels for multi -unit use. Superhet circuit for
low -noise. Call button sends alert -tone signal. Low
battery LED. Telescoping antenna. Up to 1/4 -mile
range. Requires 9V battery 21-412 .. Each 39.99

40 Mini -size 1 -channel handheld
(2) TRC-509. For work or play. Superhet circuitry
for low noise. 2" speaker. Low -battery LED. Up to
1/4 -mile range. Just 43/4 x 25/8x 11;32". Requires 9V
battery. 21-409 Each 24.99

Field strength/SWR testers D5P noise reduction system
For tuning CB and HF Ham radio antenna to maxi-
mum efficiency. Low -insertion loss-can be
mounted permanently into line. Covers 3-30 MHz.
(1) Field strength/SWR tester. Measures signal trans-
mitted. Handles up to 1000 watts. 21-523 .. 19.99
(2) SWR/power meter. Measures peak/average
power. Handles 2000 watts. 21-524 29.99

Computer -controlled Digital Signal Processor elimi-
nates annoying tones (heterodynes) and reduces
background noise. Use with all communication re-
ceivers including Ham, shortwave, HF-marine and
CBs. 5 -watt amp, speaker. SSB and CW bandpass
filters. Jacks for ext. speaker and AC adapter. 12VDC
neg. gnd. (or AC adapter, extra). (TSP) 21-543, 79.99
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Amplified speaker
7.5 -watt output. For CBs,
scanners, cellular phones
and Ham radios. 1/8" jack.
With 4 -ft. cable, hardware,
bracket. 8 ohms. 12VDC
neg. gnd. 21-541 . . 24.99

Extension speaker
Easy to install for use with
CB, scanner, cellular phone
and more. Includes 10 -
foot cable with 1/8" plug.
Handles 5 watts. 8 ohms.
21-549 14.99

Slide mount
Low-cost protection! CB
slides off bracket to help pre-
vent theft. Includes under -
dash mounting hardware.
Easy to install yourself.
21-566 19.99

Mike holder
Easy to mount and con-
venient to use-lets you
hang up your CB micro-
phone within easy reach.
Magnet keeps holder in
place. 21-1130 1 99

Microphone clip
Hang up your CB mike
within easy reach. Holder
mounts conveniently on ve-
hicle dash. With mounting
hardware for secure fasten-
ing. 21-923 99c

Hump mount
Flexible platform rests on
floorboard, holds your CB at
an easy -viewing angle. No
installation-moves easily
from one vehicle to another.
21-540 19.99

12VDC power cord
Replacement 3 -pin power
cable with plug. Fits most
CBs. Fuse holder, color -
coded wires. 48" long. Re-
quires 2 -amp fuse.
21-550 4 99

Amplified CB mike
Noise -cancelling design
makes it ideal for mobile
use. Coiled cord with
DIN -type plug. Requires
RS#23 -1503 7V battery.
21-1175 29.99

Dynamic CB mike
Standard mike includes
coiled cord with 5 -pin DIN
connector that fits most
CBs. With hanger and
mounting hardware.
21-1172 19.99

Always use Radio Shack batteries for best results, they're the freshest you can buy-See pages 212-217.


