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Many of our audio connectors and adapters are
available in gold-plated versions. Corrosion -
resistant gold plating assures a secure hookup
and superior signal transfer, resulting in high
dependability and the best possible sound.
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(1) NEW! Pair of 12 -foot Megacable 12 -gauge
speaker cables. Ready to use with color -coded
24 -karat gold-plated pin connectors at each end.
Quality you can see and hear! 42-1004, PAIR 29.99
As above but 18 feet long. 42-1005 39.99

(2) Megacable speaker wire. Massive 12 -gauge
rope -strand pure copper conductors in tough, clear
plastic insulation. Embedded stripe for easy polarity
identification. '/18" wide. 278-1268, Per Foot 99¢
16 -gauge Megacable. 278-1270, 50 -ft. roll 16.99

(3) Flat -pin connectors. 24K gold-plated. For Mega -
cable and 10-12 ga. cables. 278-310, Set of 4/2.99
16 -gauge version of above. 278-317, Set of 4/2.99

(4) Snap -spade connectors. 24 -karat gold-plated.
For Megacable, other 10 to 12 -gauge cables and 1/4'r
binding posts. 278-311 Pkg. of 8/4.99
16-ga. version of above. 278-316, Pkg. of 8/4.99
(5) NEW! Deluxe pin connectors. 24 -karat gold plated.
For 12 -gauge Megacable. 278-309, Pkg. of 4/9.99
16-ga. version of above. 278-320, Pkg. of 4/9.99
(6) Speaker plate for Megacable. Recessed termi-
nals accept la'ge speaker wires. 274-630 ... 2.99

Premium gold-plated patch cords
Our best. Their superior construction and heavy
shielding make them your best choice for connecting
your CD player, tape deck, stereo components and
the audio connections on a VCR. All are color -coded
and have gold-plated phono (RCA) connectors at
each end with deluxe coiled strain -relief bushings

(1) 3 -foot "gold" premium stereo patch cord. Two
phono plugs at each end. 42-2601 9.99
As above but 6 feet long. 42-2605 11.99
As above but 12 feet long. 42-2606 14.99

(2) 3 -foot "gold" premium patch extension. Two
phono plugs at one end and two inline phono jacks at
the other end. 42-2602 9.99

(3) 3 -foot "gold" premium cable set. Set of four
color -coded cables with phono plugs at each enc.
42-2603 16.99

(4) 3 -foot "gold" premium ribbon. Cable assembly
with four phono plugs at each end. Ideal for connec-
ting a tape deck, equalizer or Hi-Fi VCR to your
stereo receiver or amplifier. 42-2604 16.99

Gold-plated plugs, jacks, adapters
(5) Panel -mount phono jacks. Mount in 74" -
diameter holes. 274-852 Pkg. of 2/2.59

(6) Two -conductor (monaural) 1/4" (6.35mm)
phone plug. Coil strain relief. 274-855 3 59

(7) Three -conductor (stereo) 1/8" (3.5mm) phone
plug. 274-858 3.59

(8) Phono plug. Extra heavy duty. Coil strain relief
helps prevent damage to plug as well as the cable
and jack that it is used with. 274-850 2 59

(9) Accepts 1/8" stereo plug and plugs into 1/4"
stereo jack. Lets you connect mini stereo head-
phones with an 1/8" plug into a 1/4" stereo head-
phone jack. 274-876 2 99

(10) Phono plug coupler. Connects two phono
plugs. 274-874 1 99

(11) Dual headphone adapter. Share the music!
Connects two h/8" stereo headphone plugs to a'/8"
stereo headphone jack. 274-879 3 99

(12) 3 -conductor 1/4" inline phone jack. Coil strain
relief. 274-859 3.99

(13) Accepts '/4" stereo plug and plugs into 1/8"
stereo jack. Connect full-size stereo headphones to a
1/8" stereo headphone jack. 274-875 2.99

(14) Phono jack coupler. Connects two phono jacks.
274-873 1.99

Megacable®
Makes a Difference!
Taanks to tighter, more uniform stranding,
Radio Shack's Megacablet-as over five per-
cent more copper by weiglt per foot than
another leading brand. Th s higher copper
content reduces resistance and power loss,
which improves signal transfer. In other
words, more music "flows' through Mega -
cable. Rope -strand design provides more
flexibility than standard b-apcled wire, too.
You get top quality at lower cost!

Red stripe for
easy polarity ID

Pure copper rope strand

QUESTION:
What's the difference
between audio plugs?

Q&A
ANSWER:
Phone plugs are used primarily on head-
phone and mike cords. They come in 1/4"
(6.35mm),7/8" (3.5mm) and 3/32" (2.5 mm)
sizes. We stock stereo (3 -conductor) and
mono (2-cond.) types and the
matching sockets, called jacks.

Phono (RCA) plugs are
used primarily for "line -
level" audio or video
hookups. For example, a
shielded cable with
phono plugs is used to
connect a CD player to
a stereo receiver.

XLR connectors are
used to connect mikes
to PA systems. These
hookups are balanced,
which helps cut noise
and hum pickup. Our
XLR transformer (Fig.
18, below) adapts a

mike with a 1/4" plug to
a PA amp or mixer that
has an XLR input jack.
Fig. 17, below, adapts a
"pro" mike with an XLR
plug to an amp or mixer
with a 1/4" input jack.
(15) XLR plug.
274-010 3.59
(16) Inline socket.
274-011 3 59
XLR panel socket.
274-013 3.99

(17) Adapter/Transformer. Ac-
cepts XLR plug. Fits '/,," jack.
274-016 1399
(18) Adapter/Transformer. Ac-
cepts '/4" plug. Fits XLR jack.
274-017 13.99
8 -pin Ham radio mike plug.
274-025 239
4 -pin mike plug. 274-001 199
Socket. 274-002 1 59
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Other speaker cables shown on page 75, bulk wire/cable on pages 109-111, standard audio connectors and adapters on pages 72 & 73.


