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PZAV-type mike
Responds to sound pres-
sure. Cuts echo, increases
clarity and range. 20-
18,000 Hz. 600 ohms.
18 -ft. cord,1/4" plug. Re-
quires "AA" battery. PZ/v1'
Crown International. (TSP)
33-1090 59.99

Nr./.4 Unidirectional dynamic mike
(1) Ideal for on-stage vocal use. Rugged
die-cast body has textured surface for surer
grip. 100-14,000 Hz response. 600 ohms.
On/off switch. 20 -foot cable, 1/4" plug, stand
adapter, case. 33-3005 29.99

el Pro -unidirectional dynamic
(2) True pro quality. High -output design de-
livers powerful sound, rejects feedback and dis-
tortion. 50-20,000 Hz response. 15 -foot
cable, 1/0 plug. (TSP) 33-3010 89.99

If) I Uni-dynamic with gooseneck
(3) The 121/2" flexible gooseneck easily adjusts
to different heights. Has XLR plug for use in
balanced -mike hookups. 100-10,000 Hz re-
sponse. Stand adapter. 33-3011 34.99

Mikes for portable recorders
(4) Omni electret. 20-13,000 Hz. With 672 -
ft. cord, stand, battery. 33-1060 23.99
(5) Omni dynamic. 100-11,000 Hz. 61/2 -ft.
cord. Low impedance. 33-2001 11.99
(6) Budget dynamic. 33-1067 5.99

Echo mike for Karaoke
Adjustable echo effect adds an extra dimension
to your performances. Omnidirectional pickup
pattern -ideal for group sing-alongs. 15 -ft.
cord. Requires "AA" battery. (TSP)
33-3006 49.99

RDS
OMNIDIRECTIONAL. This wide pickup
pattern provides equal sensitivity to sound
in all directions. Excellent for meetings.

UNIDIRECTIONAL or CARDIOID. Single -
direction pickup pattern reduces feedback
and background noise. Ideal for stage use.

XLR. Shielded 3 -wire connector/cable
found on low -impedance mikes; reduces
noise on cable runs 45 ft. or more. See
XLR adapters on next page, cables on
page 72.

(1)

Hands -free electret microphones
(1) Tie -clip omnidirectional. 50-15,000 Hz
response. 1000 ohms. With 3 -ft. cord, 1/8"
plug, battery. 33-1052 24.99

(2) Tie -pin omnidirectional. On/off switch.
70-16,000 Hz response. 1000 ohms. 161/2 -ft.
cord with 1/8" plug. Includes clothing clip, bat-
tery, windscreen. 33-3003 34.99

For voice and music, we have a professional -quality low -impedance microphone that fits your needs.
(1) Unidirectional condenser. The extended
40-18,000 Hz flat response keeps instruments
and samples accurate. With 15 -ft. cable and
1/4" plug. (TSP) 33-3007 99.99

(2) Pro -unidirectional dynamic. Superb mike
for vocalists and announcers. Has on/off con-
trol switch. 80-15,000 Hz response. 16 -ft. ca-
ble, 1/4" plug. (TSP) 33-3001 69.99

(3) Pro -unidirectional highball. Reduces
background noise. On/off switch. XLR adapt-
able. 80-15,000 Hz. 16 -ft. cable, 1/4" -plug,
case, adapter. (TSP) 33-984 59.99

(4) Super -omnidirectional. Great utility mike
delivers 40-17,000 Hz. Rubber shock ring. XLR
adaptable. 16 -ft. cable and 1/4" plug. With
case and stand adapter. 33-1070 49.99

(5) Unidirectional dynamic. Especially suited
for vocal use. Die-cast zinc body. 100-10,000
Hz response. On/off switch. With 20 -ft. cable.
1/4" plug. 33-3004 49.99

(6) Unidirectional dynamic. Ideal for stage
use-cardioid pattern reduces background
noise. 100-14,000 Hz response. 16 -ft. cable,
1/4" plug. On/off switch. 33-3002 39.99

(7) Unidirectional dynamic. Tough die-cast
zinc body. Wire -mesh wind screen. 50-15,000
Hz response. On/off switch. 5 -ft. cable, 1/4"
plug and stand adapter. 33-1073 34.99

(8) Omnidirectional Highball -2. Built-in filter
eliminates breath "pops". Has 50-13,000 Hz
response. 600 ohms. Remote on/off switch.
6 -ft. cable, 1/4" plug. 33-985 24.99

(9) Unidirectional Highball -7. Ideal for use
with PA systems. Built-in filter. 80-15,000 Hz
response. 600 ohms. On/off switch. 10 -ft. ca-
ble, 1/4" plug, stand adapter. 33-986, 17.99

Stands sold
separately -
See page 85


