
Soldering guns, torches and soldering tools.

Rechargeable cordless soldering gun for
making repairs anywhere-even on a rooftop

Powered by Ni-Cd batteries, so you can use it anywhere-ideal for hard -to -reach
jobs like rooftop antennas or car trunk wiring. Solder up to 250 joints on a single
charge. Trigger lock prevents accidental turn -on. Trigger -activated light illuminates
work. Includes AC charger and 20 -watt fine tip. 64-2194 39.99
Replacement tip. Fine tip as included above. (CMC) 64-2196 9.99
20 -watt blade. (CMC) 64-2195 9 99
40 -watt blade. (CMC) 64-2197 10.99

100 -watt
soldering gun
with light
Plenty of power to
make soldering jobs
easier. High-speed-

pull trigger and the tip reaches full temperature in
just seconds. Built-in light illuminates work. Rugged
gun is ideal for demanding jobs such as soldering
plugs on cables. Comfort molded pistol -grip.
64-2193 12.99

Gas -powered
portableportable
soldering iron

Provides up to 60 minutes of heat-
ing, refills in just seconds with stan-
dard butane lighter fuel. Adjustable
output, equivalent to 10-60 watts.
Includes 2.4mm tip. Add optional
tips for easy conversion to a blow
torch, hot knife or heat blower!
64-2182 34.99

Replacement and special-purpose tips.
1mm. 64-2183 9.99
The following tips are available through
our fast special -order service.
2.4mm. (CMC) 64-2162 9.99
Heat blower. (CMC) 64-2169 9.99
Hot knife tip. (CMC) 64-2170 9.99
Blow torch. (CMC) 64-2168 9.99
Set of 4 tips. (CMC) 64-2171, 29.99

Extra tips for soldering guns
For Use With Cat. No. Pkg. of 2

Archer 64-2193/2192 64-239 1.89
Archer 64-2191 64-238 1.89
Weller D440. 8200 and Archer
64-2190 64-237 1.89

Weller D550 64-234 1.89
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Extra "hands" to hold work
(1) Double -hand holder. Ball joints
permit movement to best working
angle. Alligator clips hold small
shapes securely. Solid cast-iron base
prevents tipping. 64-2093 ... 9.99
(2) Mini -vise with vacuum base.
Holds parts securely for on -the -spot
soldering, gluing and drilling.
64-2094 4 49
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Pocket-size torch kit
for soldering/brazing
Produces up to 5000° F in an adjust-
able pinpoint flame. Great for those
on -the -run repair jobs requiring
high, pinpoint heat. Will heat, braze
or cut most metals, including noble
and rare metals, so it's ideal for jew-
elry repair. With one butane and two
micronox cylinders, two tips, storage
tray. 64-2165 29.99

Miniature butane torch fits
in your pocket or toolbox
Heats to 2500° F Designed for cre-
ative metal work and minor repairs in
the home, shop or field. For solder-
ing, heating, removing paint. One re-
fill cylinder. 64-2164 14.99
Extra butane cylinders.
64-2166 Pkg. of 2/3.99
Extra micronox cylinders.
64-2167 Pkg. of 2/2.99

One -handed
Ndesoldering iron
Desoldering made easy!
Removes solder from com-
ponents quickly. Leaves

one hand free. Vacuum bulb and replaceable tip.
45 watts. 8" long. 5 -foot cord. 64-2060 .. 8.49
Replacement tip. 64-2061 99c
Heavy-duty desoldering tip. 64-2062 1 99

- 4 -piece probe set
Professional picks designed for
precision work-scribing, mark-
ing, separating, positioning and
counting. Hardened, tempered
stainless steel. 64-1941 .. 9.99

(1) Multipurpose forcepsC-16.-- (1) Locking forceps. Stainless
steel. 6" long. 64-1866 .. 4.99

(2)
(2) Straight locking forceps.
574" long. 64-1910 1 79
(3) NEW! Locking forceps.
Stainless steel. Hard polished
joint construction. Serrated tips,
snap locks. 51/2" long.
64-1940 4 79

All Radio Shack AC -operated equipment is UL Listed.
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Radio Shack
is Your Best
Soldering
Connection
Soldering is the best way to make
permanent connections in your proj-
ects, repairs, audio, video and security
hookups. Radio Shack has a wide selec-
tion of quality tools and solder to get
the job done right. And, soldering can be
as easy as 1-2-3, even for beginners.

QUESTION: What is
the correct way to solder?
ANSWER: Follow these
three steps:
ONE: The connection to be soldered
must be clean. A small file, sandpaper
or steel brush can be used if needed.
With electronic equipment, you
should always use a rosin core solder.
Use Radio Shack's for best results.
TWO: When first using a new gun or
iron, coat the tip with solder to pre-
vent oxides from forming, then imme-
diately brush off the excess with a soft
cloth to form a smooth, silvery solder-
ing surface. This process is called
"tinning" and should be performed
periodically for efficient soldering.
THREE: Apply tapered surface of the
tip to the connection. Allow connec-
tion to become hot, then apply solder
(see picture below). Don't use the
point to melt solder-let the connec-
tion melt it to avoid "cold" solder
joints (poor joints that go bad later).
When solder begins to flow, carefully
lift tip away from work while keeping
the connection stable. When soldering
delicate components, work quickly
and use a heat sink to draw off dam-
aging heat.
Caution: Do not touch hot iron tip or molten solder
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