
8 -zone burglar and fire alarm control center
(1) Loaded with professional features! The seven independent burg-
lar alarm zones are totally programmable. Each may be set for entry/
exit delay or instant operation. Afire zone alerts you when a smoke or
heat detector senses trouble. Panic zone lets you manually sound the
alarm. Digital remote keypad lets you control all system functions
from a convenient location. You can add a tamper switch to guard
valuables, up to three more remote keypads, a phone
auto -dialer to call for help, and virtually any security
sensor or siren. Included owner's manual is easy to
understand and helps you plan an effective system.
13 x 191/2 x 33/4". (TSP) 49-485 199.99
Extra remote control keypad. (CMC) 49-484 . 44.99
6V backup battery. Two required. 23-181, Each 11.99

Peace -of -mind accessories

(1)
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Contact switches
(1) Magnetic switch. For stan-
dard door and window applica-
tions. Easy to install. Normally
closed. UL listed. 49-532, 4.99
Magnetic switch. As above, nor-
mally open. 49-533 5.99

(2) Spacers. Use to align switches
(above) or to position switches
away from metal door or frame.
49-539 Pkg. of 6/1.49

(3) Mini magnetic switch. Use for
smaller windows. Self-adhesive for
easy mounting. Normally closed.
UL listed. 49-497 3 99

(4) Concealed magnetic switch.
Mounts inside door or window
frame. Normally closed. Weather- 
proof. 49-496 3.99 4\\

(5) Press -fit switch. Installs in- \.c
side door frame or wooden win- i\,
dow. For normally closed loops.
UL listed. 49-505 5.99

(6) Wide -gap switch. Ideal for
sliding glass doors. Normally
closed. UL listed. 49-499, 6.49

(7) Threaded magnetic switch.
Screw -mount for metal and
heavy wooden doors. Normally
closed. UL listed. 49-503, 6.99
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Whole -House
Protection
A home security system consists of three
basic elements: a control center, a siren,
and sensors that are placed on windows,
doors, and/or in other areas in and
around your home. A digital keypad or
key switch is used to turn the system on
and off. You can also add infrared room
sensors, an automatic security phone
dialer, strobe lights, panic buttons,
backup batteries and more.

Radio Shack wired -type security equipment meets
or exceeds UL standards, assuring you of peak

performance and fewer false alarms.

4 -zone burglar/fire alarm control center
(2) Perfect for a mid -size home or apartment. Provides up to four indepen-
dent zones for intruder protection, a 24 -hour fire -alarm circuit, and a
separate circuit for adding a panic button or tamper switch. You can also
connect a phone auto -dialer to call for help when you're away. Variable
entry and exit delays let you come in and leave without triggering alarm.
Includes planning/installation manual. 13 x 91/2 x 33/4". (TSP)

49-475 149.99
6V backup battery. Two required. 23-181 Each 11.99

Foil, contacts and
breakage sensor

(8) Window foil. Self-adhesive.
Attaches to alarm and g'ass.
Provides normally closed circuit.
120 -foot x Vs" roll.
49-502 6.99

(9) Self-adhesive foil con-
nectors. Use for a neat and reli-
able professional -type foil
installation.
49-504 3 Pair/2.59

(10) Garage door contact
switch. Normally closed. (CMC)
49-570 21.99

(11) Sliding window/door con-
tact. For use with foil or glass
breakage detector. Allows nor-
mal use of window or door.
Mounts half on door or window,
the other half on its frame.
49-518 4.99

(12) Glass breakage detector.
Protects up to 32 square feet of
glass. Works with normally
open or normally closed circuits.
Easy hookup. UL listed.
49-516 8.29
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Switches and
vibration detector
(13) Panic switch. Feel more se-
cure. Just push button to in-
stantly trigger your alarm system
in an emergency-perfect for
bedrooms. Normally open (un-
pressed); press to close circuit.
49-517 1 49

(14) Contact switch. For win-
dow or door frame. Normally
closed (pressed), opens when
door or window opens. With ter-
minals, hardware. UL listed.
49-513 1 49

(15) Tamper switch. Use with
alarm panel, siren or bell box to
protect a valuable such as a
painting, TV, VCR or stereo. Nor-
mally open (pressed). UL listed.
49-528 1 99

(16) Jumper cord. Perfect for
adding protection to doors with
decorative glass panels.
49-548 4 49

(17) (17) Vibration detector. Detects
impact vibrations. Adjustable
sensitivity. For normally closed
loops; circuit opens when acti-
vated. UL listed.
49-521 3.99

Radio Shack wired -type security equipment meets standards set by Underwriters Laboratories.


