
Car stereo equalizers/boosters and crossovers.

72 -watt, 7 -band equalizer/booster
Powerful 4 -channel amplifier for incredible
sound. Slide-action EQ controls with 12 dB
range let you make precise tone adjustments.
Front/rear speaker fader, 10 -LED power meter.
Front -panel CD input jack and bypass control.
Line -level and speaker -level inputs-works
with virtually all car stereos. 18 watts of power
into each of 4 channels. Power -on LED. Ultra -
compact, slim -line design fits easily under most
dashes-only 1 x 7 x 67/e (TSP)
12-1972 79.99

40 -watt, 7 -band EQ/booster
Get higher performance from your car stereo by
boosting the power and use the 7 -band equal-
izer to customize the sound to match your per-
sonal taste or your vehicle's interior. Front -rear
speaker fader for 4 -speaker systems, 10 -
segment LED power meter, line -level and
speaker -level input jacks. Comes with a jack for
connecting a portable CD player. Mounts easily
under the dash-for use only with high -power -
handling speakers. 13/4 x 63/8 x 5". (TSP)
12-1966 59.99

3 -way electronic crossover system for
multiamp/multispeaker installations
Recommended for multi -amp stereo systems, this
crossover adds flexibility and improved speaker re-
sponse. Two pairs of inputs, three pairs of outputs.
Low-pass 80/120/180/250 Hz, mid -pass between
80/120/180 Hz & 2.4/3.5/5/7 kHz, high-pass
2.4/3.5/5/7 kHz. Crossover slopes: 12 dB/octave.
12VDC neg. gnd. 12-1968 49.99

(2)

LED mini car clock (1 )

(1) Quartz -accurate timepiece features hi/low
brightness control for easy viewing in any light. For
12VDC negative or positive ground. 63-833, 17.99
Line-out converter
(2) Just what you need to connect amplifiers,
boosters and equalizers to car stereos not equipped
with line-out jacks.
12-1337 24.99

60 -watt, 7 -band EQ/booster
Boost your car stereo performance with 30
watts per channel of audio power and wider
dynamic range. Slide-action EQ controls with
12 dB range. Features a large, rotary front/
rear speaker fader, 10 -LED power meter with
high/low sensitivity switch, power -on LED,
amber backlit panel. Comes with a jack for
connecting a portable CD player. 4/8 -ohm
impedance speaker switch. 17/8x 7 x 6'/18".
(TSP)
12-1969 79.99

7 -band passive equalizer
Adds precise tonal control to amps and
equipment with line -level input/output
jacks. Features slide-action controls with 12
dB range, fader control to balance 4 -speaker
systems, and front -panel CD input jack for
connecting a portable CD player. Pushbutton
bypass control for quick comparison of
equalized and non -equalized sound. Com-
pact thinline design mounts easily under
dash-only 1 x 7 x 57/8".
12-1973 44.99

WI Electronic subwoofer crossover
network with 12 dB Bass Boost
Boosts and directs low -end frequencies to sub -
woofer amplifier. Adjustable crossover frequencies
of 70/90/120 Hz let you "fine tune" your system
to meet speakers' demands. Coupled with a 12 dB
boost at 45 Hz for bass you can feel. Perfect with
one of our amps and Band Pass Box. #12-1931.
12-1974 29.99

(3)
FM signal booster (4)

(3) Great for "fringe" areas. Boosts FM signals by
more than 10 dB to bring in stations more dearly.
For 12VDC neg./pos. ground. 12-1873 19.99

CD -to -cassette adapter
(4) Quickly connects a portable CD player to your
current car cassette player. It's easy-no installa-
tion or special wiring needed! Just load like a regu-
lar cassette tape. 12-1951 19.99

Build a
Better Car
Stereo!
Get the most out of your car stereo!
Equalizers let you adjust frequencies
with pinpoint accuracy. Boosters give
you added punch for enhanced listening
pleasure. Crossovers for controlling awe-
some multi -speaker and multi -
component systems.

Power up your car stereo with Optimus car audio components

No wiring-
just plug into

CD player

LI=
el Wireless CD adapter

CD-Adapter-Car FM Radio

Play your portable CD through your car
speakers-without wires! This CD -to -car stereo
adapter is a miniature FM "radio station". Con-
verts audio from the players headphone jack to
a high -quality radio signal you can hear through
your FM radio. You can select from four FM
frequencies for the best reception. Requires 2
"AA" batteries. 12-2051 39.99

Note: Boosters rated total watts rms output, all channels. Boosters require 4 -wire ungrounded speaker wiring.
For 12VDC Negative Ground Only Illustrated Instructions and Mounting Hardware Included.


