
170 -watt MOSFET amplifier for added punch
Delivers incredibly clean sound through metal -oxide silicon field-effect
transistor technology. Use as an 85 -watt -per -channel stereo amp or
170 -watt mono amp to drive a subwoofer for thundering bass. Regu-
lated MOSFET power supply. Mute circuit eliminates speaker -damaging
"thumps" when turning power on. Bass and treble controls. High and
low-level inputs. (TSP) 12-1967 149.99

100 -watt trunk -mount MOSFET amp
50 watts per channel of awesome sound. Integral
heat -sinking design for cool, reliable operation.
Power supply has MOSFET circuit for high efficiency
with less noise. Input gain control, remote power -on.
Gold-plated, low-level RCA -type input jacks and
high-level input/output screw terminals. Built-in
overload and circuit protection. (TSP)
12-1971 89.99

Universal "8 -ball" antenna
(1) Top cowl/fender mount. Extends from 21 to
55", adjusts 35°. Stainless steel whip. 54" cable.
12-1306 6.99
Stainless steel spring antenna
(2) Swivel ball mount for cowl/fender. Extends from 25 to
55". Adjusts 90°. 48" cable. 12-1307 8.79
Pillar mount antenna
(3) Fits most Japanese cars except Honda. Extends from 191/2
to 51". 61" cable. 12-1320 8.49

One-piece mini antenna

We Make
It Easy...

10 Pump it up! 4 -channel, 150 -watt amplifier
Feel the music come at you from front and rear-loud and clear,
without added distortion. Front/rear level controls. Power MOSFET
rear -channel circuitry for high efficiency with less noise. Noise -isolated
line -level and RCA -type input jacks let you connect either high or
low-level signals. Integral heat sinking for cool, reliable operation. (TSP)
12-1975 119.99

50 -watt trunk -mount MOSFET amp
25 watts per channel-ideal for rear -speaker am-
plification. Integral heat -sinking design for cool, reli-
able operation. Power supply has MOSFET circuit
for high efficiency with less noise. Gain control,
remote power -on. Gold-plated, low-level RCA -
type input jacks and high-level input/output screw
terminals. Built-in overload and circuit protection.
12-1970 49.99

(6) (8) I (9)1(10:,

Gutter -mount antenna
(6) Three -section whip extends to 291/2". 78" ca-
ble. 12-1324 7 99
Power antenna
(7) Needs only 13" of room below mounting surface.
Extends/retracts when radio or ignition are turned on or off.
Extends to 397 Stainless steel. 12-1330 41.99

Rubber ducky antenna
(8) Roof/truck/fender mount. 16" long. 50" cable.
12-1327 6.99

Flexible universal antenna
(4) For narrow fenders. 31" stainless steel whip. 54" cable. (9) Fender or cowl mount. 15" long. 54" cable.
12-1322 6 99 12-1331 6 99
Black one-piece mini antenna Flexible replacement whip
(5) 12-1334 7 99 (10) 14" long. 12-1333 4 99

By including the accessories that our

competitors leave out! All Radio Shack
power amps include heavy-duty
power cables for easy installation.

OPTINIUS
STEREO MINER MOCIIMM

40 -watt under -dash booster amp
Boost the power of your car stereo at a budget
price! Compact design lets you mount under
dash or seat to deliver 20 watts per channel.
You'll hear music at a more enjoyable level and
probably hear some instruments you've missed
before. Features power on/off button and LED
"on" indicator, speaker -level input. Comes with
hardware for easy mounting. For use only with
hig-i-power handling speakers. 1 x 43/16 x 45/16".
12-1869 19.99

611=2 Windshield
AM/FM antenna

Transparent antenna tape attaches easily to
windshield. There are no holes to drill, no diffi-
cult hardware to install. Comes with lead-in
calve and fender cap. 12-1325 4 99

12 -ft. M -to -F extension
12 -ft. male -to -female ex-
tension. Built-in capacitor.
12-1311 4 99

24° M -to -F extension
24" male -to -female cable ,

extension. 12-1312 .... 1.99 9

24" M -to -M extension
24" male -to -male cable ex-
tension increases cable

0 length. 12-1314 1 99

3 -way connector
CoLples two antennas to one radio,
one antenna to two radios.
12-1313 1 99

GM antenna adapter
For connecting to Gen-

eral Motors vechicles.
12-1336 219

Note: RCA -type jacks are the industry standarc "phono" jacks.


