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New Tabletop shortwave communications receiver
DX -394. Our best-sensitive, selective, rock -stable, loaded with useful
features to please both beginning shortwave listeners and seasoned
DXers. Advanced digital -tuning, dual -conversion system provides gap -
less 150 kHz -29.999 MHz coverage with selectable AM/LSB/USB/CW
wide/CW-narrow modes and fine-tuning control for SSB/CW. Explore
with rotary tuning, program 160 frequencies for instant recall, enter de-
sired frequency or meter band on the keypad, even scan or search.
Lighted LCD display. Five programmable on/off times, sleep -timer
auto -shutoff. 31/2 x 91/8 x 77/8". Detachable antenna, SO -239 (coaxial)
and RCA jacks for external antenna. Jacks for headset, external speaker,
tape -out, external DC power. UL listed AC. (TSP) 20-224 399.99

Digital tuning, auto -recording
DX -392. Digital tuning teams with a built-
in cassette and timer that enable you to
tape programs automatically. Full SW cov-
erage plus AM, FM, LW. BFO for SSB/CW.
Scan, rotary, keyboard tuning, 45 presets.
Dual conversion. Local/world time display.
Wake to radio or buzzer. Jacks: headset,

antenna. 71/2 x 117/8x 27/8". Requires 3 "AA" and 4
"D" batteries or adapter. AC #273-1655, DC #14-844. (TSP)
20-219 259.99

Get the bands you want! Check this chart
Model No. Cat. No. Tuning Frequency Coverage

DX -395 20-225 Digital AM, FM, SW: 3.2-7.3 and 9.5-21.75 MHz, AM mode.

LW, AM, SW (provides continuous 150 kHz -
DX -394 20-224 Digital 29.999 MHz coverage, AM and SSB/CW modes).

DX -392 20-219 Digital LW, AM, FM, FM stereo", SW (continuous 150 kHz -
DX -390 20-214 Digital 29.999 MHz coverage, AM and SSB/CW modes).

AM, FM, FM stereo'. SW: 2.3-6.25 MHz and 7.1-
DX -375 20-212 Digital 21.85 MHz, AM mode.

DX -351 20-215 Analog
LW, AM, FM, FM stereo', SW: 60, 49, 41, 31, 25,
21, 19, 16 and 13 meters, AM mode.

DX -350 20-209 Analog
LW, AM, FM, SW: 49, 41, 31, 25, 21, 19, 16, 13
and 11 meters-, AM mode.

'requires headphones. LW=longwave. SW=shortwave. kHz=kilohertz. MHz=megahertz.
"DX -350 and DX -351 each cover 9 major international shortwave broadcast bands. These
bands are usually referred to by their meter (wavelength) equivalents, i.e.: "the 41 -meter
band," "the 19 -meter band," etc. For exact coverage in MHz, see the owner's manuals.

Shortwave accessories

Shortwave
book and
audio tape
Listening to Short-
wave Radio. By
Ken Winters. Fact -
filled 64 -page
book and cassette
get you started in

the hobby of worldband listening.
Learn about radios, antennas, best
times to listen, more. Tape includes
actual SW broadcasts.
62-1021 799

Digital tuning search
DX -375. Pushbutton tuning, 30
presets, memory scan. Sleep
timer, tone control, 3" speaker,
jack for adding stereo headset.
71/4x 43/4 x13/8". Requires 2
"C" batts. or adapter: AC
#273-1654, DC #270-1560A.
(TSP) 20-212 99.99

Digital tuning, BFO
DX -390. Brings you the superb
performance and all features of
DX -392 (left) without cassette.
4" speaker. Delivers FM in stereo
through the headphone jack. Re-
quires 3 "AA" and 4 "D" batteries
or adapter: AC #273-1655, DC
#14-844. (TSP) 20-214 .. 219.99

New Digital tuning,
alarm, sleep timer
DX -395. Clock radio, sleep timer,
10 presets for SW, 5 each for
AM, FM. Jack for headphone.
63/4x 71/2x 11/2". Requires 4
"AA" and 2 "AAA" batts. or
adapter: AC #273-1650, DC
#270-1560. (TSP) 20-225, 79.99

Sized right for travel
DX -351. Only 31/8x 51/2x 11/8".
Easy -to -read dial has separate
scales for AM, FM, LW and 9
SW bands. 2" speaker, jack for
adding headphone. Requires 2
"AA" batteries or adapter: AC
#273-1650, DC #270-1560.
(TSP) 20-215 49.99

12 bands in a compact size
DX -350. Listen at home or take it along.
The dial has 12 separate, easy -to -read
scales for AM, FM, LW and nine interna-
tional shortwave broadcast bands. Fea-
tures slide-action band selectors, separate
on/off and volume controls, LED tuning
indicator, 21/2" speaker, telescoping an-

tenna, jacks for adding a headphone and external power. 4 x 7 x 11/2".
Requires 4 "AA" batteries or adapter: AC #273-1454, DC 14-844.
(TSP) 20-209 59.99

Outdoor antenna
This multi -element dipole delivers
outstanding shortwave reception. It
can be mounted between two sup-
ports, on a single mast, on or under
roof eaves, or in an attic. Equivalent
to over 190 ft. of wire, yet only 65 ft.
overall. Accepts PL -259 coax con-
nector. Requires coax cable lead-in
(see page 35). 20-181 29.99

(1)

Amplified
indoor (2) r)
antenna
Ideal for apart-
ment dwellers and (3)

travelers. A prese-
lector peaks signals in the 3 to 30
MHz range, helps reject unwanted (4)
signals. A gain contro helps prevent
overloading from strong signals.
29" telescoping whip. 472x (5)
4 x172". Jack allows use as prese-
lector with external antenna.
Requires 9V battery. (6)

20-280 29.99
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Antennas and more
(1) Portable shortwave
antenna. Clips over rod
antenna. 23 -foot insulated
wire element stores on reel
when not in use.
278-1374 8 99
(2) Antenna kit. 70 -foot
wire, 50 -foot lead-in wire,
window feedthrough and
insulators. 278-758 ....9.99
(3) Antenna wire. 75 -foot
strong 14 -gauge, 7 -strand
copper. 278-1329 6 99
(4) Mini -egg insulators.
278-1335, Pkg. of 2....4.69
(5) "Dogbone" insulator.
31/2" long. 278-1336 .. 3.69
(6) Outdoor RF connector
sealant. Seals out moisture.
60" roll. 278-1645 .... 2.69

Our easy -to -use shortwave radios make great gifts! Ideal for anyone traveling or serving overseas, students and teachers of foreign languages, and anyone interestedin world events.


