
62 Optimus R Professional Series A/V receivers.

New A/V receiver with 110W stereo, 100W x 4 equal -output surround
Optimus STAV-3370. Experience the latest ad-
vance in home theater-equal power sur-
round sound. What's it mean? Well, not only
does this receiver deliver 110 watts of rich
power per channel in stereo, but it pumps a
clean 100 watts to each of the front, center
and rear surround channels in Dolby Pro Logic
surround mode. So every word of dialogue...
every effect... every detail of movie sound
comes to you with remarkable clarity. You can
also select Dolby 3 -Channel Logic when rear
speakers are not used, switch in "studio" effect
to emulate the rich ambience of a recording
studio, and add simulated surround to non -

encoded music and video sound. Plus, you can
enhance low -frequency response on any
source material with a touch of the Extended
Bass control. Enjoy precise digital tuning with
30 AM/FM presets, plus easy recall of stored
frequencies and up/down tuning with the
rotary jog dial. The Professional Series -
compatible remote has a sleep timer with
auto -shutoff. Rotary bass, treble and balance
controls, motorized volume control. Inputs: CD,
phono, tape 1/VCR, tape 2/monitor, laserdisc.
Outputs: video, center -channel preamp, sub -
woofer. Switched AC outlet. Remote requires 2
"AAA" batteries. (TSP) 31-3032 349.99

Main Amplifier 110 watts per channel, min. RMS into 8 ohms from 20-20,000 Hz, no more than 0.09% total harmonic distortion

100 -watt A/V receiver with
Dolby Pro Logic surround
Optimus STAV-3350. With this versatile receiver you can
custom -configure sound for theater -like impact,
concert -hall ambience, even simulated surround effects
plus simulated stereo from monaural sources. It delivers
100 watts per channel in stereo, or 60 watts each to the
front and center channels and 20 watts to the rear chan-
nel in Pro Logic mode. You can also select Dolby 3 -
Channel Logic for accurate imaging when rear speakers
are not used. With adjustable digital delay you can tailor

surround effects to room acoustics,
and you can enhance low frequencies
with Extended Bass. Choose direct -
access or up/down digital tuning,
store up to 30 AM/FM stations and
scan your presets anytime. The sys-
tem remote is compatible with other
Professional Series components, is
multiroom capable, and has a
30/60/90 -minute sleep timer. Rotary
bass, treble and balance controls,
motorized volume control. Inputs:
CD, phono, tape 1/VCR, tape
2/monitor, laserdisc. Outputs: video,
center -channel preamplifier. Switched
AC outlet. Remote requires 2 "AAA"
batteries. (TSP) 31-3030 299.99

Main Amplifier 100 watts per channel, min. RMS into 8 ohms from 20-20,000 Hz, no more than 0.09% total harmonic distortion

More Power
to You!
Optimus Professional Series A/V receivers

with Dolby Pro Logic® surround deliver

superb sound and features-ideal control
centers for home theater systems.

VrS
DOLBY PRO LOGIC SURROUND. System
that balances and steers sounds to their
proper position in the sound stage, result-
ing in a sense of great spatial height and
depth, with sound that seems to wrap
around the listener.

DIGITAL SIGNAL PROCESSING (DSP). The
manipulation of sound -delay characteris-
tics to precisely localize Dolby Pro Logic in-
formation or simulate particular acoustic
environments.

ADJUSTABLE DIGITAL DELAY, a type of
DSP, regulates the amount of sound delay
to rear -channel speakers to match room
acoustics or source material.

DIGITAL TUNING. Locks the selected fre-
quency to a quartz -crystal reference for
dear reception. Direct access allows entry
of frequencies by numeric keys. Memory
presets store frequencies for instant recall.
Memory scan provides a "preview" of each
stored station.

EXTENDED BASS. An equalization circuit
that can be switched on for greater bass
impact or to boost low frequencies nor-
mally less audible at low volume levels

Dolby Pro Logic
surround sampler disc
Great way to demo and fine-tune
your system...or, just enjoy it for

the music! An eclectic mix of 12 selections by seven
talented artists. You haven't really heard music till
you've heard it in surround sound! 51-1117, 12.99

Use this handy feature -comparison chart to help choose the receiver that best meets your needs!

Receiver
Model No.

Watts Per
Channel
(Stereo)

Watts Per
Channel

(Front/Center/
Rear)

Dolby
Pro Logic
Surround

Digital
Signal

Processing
Digital
Tuning

Direct
Access
Tuning

Memory
Presets

Memory
Scan Inputs

Extended
Bass Remote Cat. No. Price

STA-20 5 3 31-1979 99.99

STA-300 15 18 3 31-1991 139.99

STA-795 50 18 4 31-2101 179.99

STA-3180 70 30 5 System 31-3027 219.99

STA-3190 100 30 5 System 31-3028 249.99

STAV-3350 100 60/60/20 30 5 System 31-3030 299.99

STAV-3370 110 100/100/100 30 5 System 31-3032 349.99

STAV-3470 150 110/110/110 30 5 Programmable 31-3033 499.99

Dolby and Dolby Pro Logic are registered trademarks of Dolby Laboratones Licensing Corp.


