
Stereo receivers, equalizer and mini components. 63

Optimus' Professional
Series 100 -watt receiver
Optimus STA-3190. Provides the in-
puts you need for a full audio system
(video sound, too), plus a Professional
Series -compatible remote to control

it all. You get digital tuning with direct access,
30 presets and memory scan; rotary bass, tre-
ble and balance controls; Extended Bass; and
a motorized volume control. Sleep timer on
remote. Inputs: CD, phono, tape 1, tape
2/monitor, laserdisc/VCR. Two pairs of
speaker outputs. Switched AC outlet. Remote
requires 2 "AAA" batteries. (TSP)
31-3028 249.99
100 watts per channel, minimum RMS into 8 ohms from
40-20,000 Hz, no more than 0.8% total harmonic distortion

Compact -size stereo receiver
with precise digital tuning
Optimus STA-300. Here's a nice choice for a
second system in a bedroom, game room or
den. It delivers 15 watts per channel for plenty
of sound when matched with mini speakers.
The digital tuner stores up to 12 FM and six
AM stations for instant recall anytime. Sepa-
rate rotary bass and treble controls let you set
personal tonal preferences, and you can boost
bass and treble output with a touch of the
loudness button. Inputs: CD/aux, phono,
tape. (TSP) 31-1991 139.99
15 watts per channel, minimum RMS into 8 ohms from
40-20,000 Hz, no more than 0.5% total harmonic distortion

Optimus Professional
Series 70 -watt receiver
Optimus STA-3180. Delivers plenty
of clean power plus Extended Bass
for a low -frequency boost. Enjoy
direct -access digital tuning, store

up to 30 stations and review your presets
with memory scan. Rotary bass, treble and
balance controls, motorized volume control.
Inputs: CD, phono, tape 1, tape 2/monitor,
laserdiscNCIR. Two pairs of speaker outputs.
Switched AC outlet. Professional Series -
compatible remote with sleep timer. Remote
requires 2 "AAA" batteries. (TSP)
31-3027 219.99
70 watts per channel, minimum RMS into 8 ohms from
40-20,000 Hz, no more than 0.8% total harmonic distortion

Our smallest, lowest priced
stereo receiver
Optimus STA-20. Ideal for a dorm room, of-
fice or reception area. A special equalization
circuit ensures uniform output at all frequen-
cies for full, rich sound even from mini speak-
ers. And, you can switch in the loudness
control to boost the low -bass and high -treble
frequencies normally less audible when listen-
ing at lower volume levels. Magnetic phono
and aux jacks, input for a CD portable or per-
sonal stereo cassette player. Just 23/4x
101/4 x 71/4'! (TSP)
31-1979 99.99
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Mini stereo amplifier is ideal for desk or shelf
SA -155. Design your own desktop or shelf system around this ultra -
compact power plant. It features a magnetic/ceramic phono input
for use with all turntables, a stereo/mono button, tone control and
1/8" headphone jack. Just 21/2 x 9 x 61! UL listed AC. (TSP)
31-1957 59.99

3 -input, 3 -output
control center
Adds versatility to your home
recording setup by enabling
you to monitor, record and

dub with up to three separate cassette
decks. Ends the hassle of patch cord swapping, too.
Connects to tape monitor jacks. 42-2115 25.99

50 -watt stereo receiver with
precise digital tuning
Optimus STA-795. Enjoy drift -free digital tun-
ing with feather -touch controls and presets
for up to 12 FM and six AM stations. You get
separate rotary bass and treble controls, a
loudness switch, automatic FM muting to si-
lence noise when tuning, tape monitor con -
troths to make recording with a connected
tape deck easy, and a 5 -step LED output
power meter. Inputs: CD, phono, tape 1, tape
2/monitor, laserdisc/VCR. Two pairs of
speaker outputs. Switched AC outlet.
31-2101 179.99
50 watts per channel, minimum RMS into 8 ohms from
40-20,000 Hz, no more than 0.5% total harmonic distortion
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New 10 -band equalizer with
stereo image enhancer
Boost/cut frequency response up to 12 dB in
each of 10 bands to suit your listening prefer-
ence or room acoustics, or to compensate for
poor -quality recordings or speaker place-
ment. Image enhancer electronically widens
the soundstage to enhance stereo effect. Flu-
orescent spectrum -analyzer display provides
a graphic analysis of the sound "shape" so
you can see the results of your adjustments.
Tape dubbing/monitoring controls, EQ/
bypass button. (TSP)
31-2030 129.99

Mini AM/FM stereo tuner with PLL circuitry
TM -155. Perfect partner to the SA -155 amplifier at left. Phase -
locked loop circuitry and Auto -Magic° FM tuning ensure best possi-
ble reception. FM mono button, built-in antennas, terminals for
external FM antenna. UL listed AC. (TSP)
31-1958 59.99

New Audio source
control center
Add to your audio system's capabili-
ties inexpensively-expand your am-
plifier or receiver's auxiliary input to
accept up to three additional stereo
sources. Easy hookup.
42-2112 14.99

Receivers are UL listed AC and fully protected against overheating and overload


