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New Monitor speaker with
15" woofer and horn tweeter
PA -115. Ideal both for auditoriums and out-
doors, suitable for voice and music reproduc-
tion. Big 15" woofer with high -temperature
voice coil teams with dual ports for solid,
powerful bass, while the 3.1 x 7.4" piezo
horn tweeter produces crisp, clear highs with
excellent dispersion. Frequency response, 30-
27,000 Hz. Handles 200 watts max. Imped-
ance, 8 ohms. Sensitivity: Rated 92 dB (SPL
at 1W/1M). Rugged enclosure with rein-
forced corners designed for stacking. Spring
terminals and 1/4" jack make hookup easy.
Carry handle. 273/4 x 193/4 x 133/4".
40-1415 199.99

Heavy-duty PA speaker
stand. (CMC) RSU 10454353
32-3050 Each 89.99

New Monitor speaker with 10"
woofer and piezo horn tweeter
PA -110. Excellent for locations that require controlled sound cov-
erage, and well -suited to both voice and music. The ported cabi-
net and 10" woofer with high -temperature voice coil combine for
strong, accurate bass, while the 2.6 x 5.7" piezo horn tweeter
produces clean, crisp highs. The 1/4" phone jack and two spring
terminals make connection to almost any amplifier simple. Han-
dles 150 watts max. Impedance, 8 ohms. Frequency response,
38-27,000 Hz. Rated 92 dB (SPL at 1W/1M). Rugged enclosure
with reinforced corners, carry handle. 22 x 15 x 111/2".
40-1416 129.99

New 8" wall -mount speaker
Perfect for paging or background music in an office or retail
space. Mounts easily on wall, has a full -range 8" driver and
built-in volume control. Handles 10 watts max. Impedance, 8
ohms. Rated 92 dB (SPL at 1W/1M). 101/4 x 101/4 x 43/4".
40-1414 24.99

Full -range public
address speakers
Use with our 8" and 4" round
ceiling grilles (pictured at right)
for professional -looking installa-
tions in homes, schools, churches
and public meeting halls. Imped-
ance, 8 ohms.

8" 30 watts max.
40-1286 18.99

8" 15 watts max.
40-1272 10.99

4" 10 watts max.
40-1197 10.99

4" 2 watts max.
40-1208 7 49

Round ceiling grilles
Zinc -treated, 22 -gauge cold -
rolled steel with baked,
powdered -epoxy finish. Hardware.
8" grille. 40-1223 5 99
4" grille. 40-1220 4 99

Line transformer
Drive speakers at various power
levels from 70V line -won't
affect others in system. For 4, 8
or 16 ohms. 32-1031 599
70V, 100W line transformer.
(32-1034 CMC)
RSU 10436475 49.99

New 50 -Foot PA cable
Our 100% quality -checked cable
features gold-plated '/4" plugs at
each end for reliable hookups.
42-2470 29.99

Outdoor 360° speaker
Ideal for deck, patio or poolside. Omnidi-
rectional design delivers rich sound in a full
360° pattern. The adjustable bracket al-
lows mounting under eaves on soffit or
wall. Moisture resistant. Handles 30 watts.
Impedance, 8 ohms. With mounting
bracket and hardware.
40-1352 49.99

Moisture -resistant all-
weather speaker. This 6"
two-way speaker stands up
to humidity and water spray.
Handles 20 watts. 8 ohms.
With gasket and mounting
screws. 40-1371 26.99

Indoor/outdoor 61h"
speaker. Moisture resis-
tant. Handles 15 watts. 8
ohms. 41/2 x 81/4 x 37/8".
40-1248 27.99
4" speaker. 5 watts. 8
ohms. 43/4 x 51/2x 3".
40-1227 16.99

8" Powerhorn®. It's
shockproof and water
resistant. 15 watts, 8
ohms. 40-1239 34.99
5". 8 watts, 8 ohms.
40-1236 21.99

In/outdoor 4" Powerhorn.
Rugged shockproof, water-
resistant design. With
mounting bracket. Output,
5 watts. Impedance, 8
ohms. 40-1235 14.99

Outdoor Super Powerhorn.
High -efficiency design for
maximum output. Swivel base.
Handles 40 watts. 8 ohms.
SPL: 110 dB. With hardware.
11 x 61/2x 8'12".
40-1307 41.99

See page 77 for other ready -to -use speaker cables, page 78 for high-performance Megacable', page 117-118 for bulk wire and cable


