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Professional -quality
low -impedance microphones
for stage, recording and PA use
(1) Unidirectional condenser. Extended 40-
18,000 Hz fiat response keeps instruments
and samples sounding accurate and lifelike.
15 -foot cable with 1/4" plug. (TSP)
33-3007 99.99

(2) Pro -unidirectional dynamic. A superb mi-
crophone for vocalists and announcers. Has
on/off control switch. 80-15,000 Hz re-
sponse. 16 -foot cable with 1/4" plug. (TSP)
33-3001 69.99

(3) Unidirectional dynamic. Especially suited
for vocal use. Rugged die-cast zinc body is
built to last. 100-10,000 Hz response. On/off
switch. 20 -foot cable with 1/4" plug. (TSP)
33-3004 49.99

(4) Unidirectional dynamic. Ideal for stage
use-the cardioid pickup pattern reduces an-
noying feedback and unwanted background
noise. 100-14,000 Hz response. 16 -foot
cable with]," plug. On/off switch. (TSP)
33-3002 39.99

(5) Unidirectional dynamic. Die-cast zinc
body. Wire -mesh wind screen reduces breath
"pops" and sibilants. 50-15,000 Hz response.
On/off switch. 5 -foot cable with 1/4" plug.
Stand adapter. 33-1073 34.99

(6) Unidirectional dynamic mic with goose-
neck. The 121/2" flexible gooseneck adjusts
for speakers of different heights. 100-10,000
Hz response. XLR plug for use in balanced -
mike hookups. Stand adapter.
33-3011 34.99

(7) Unidirectional dynamic. Ideal for on-
stage vocal use. Rugged die-cast body has
textured surface for sure grip. 100-14,000 Hz
response. 600 ohms. On/off switch. 20 -foot
cable with 1/4" plug. Includes stand adapter
and case. 33-3005 29.99

(8) Omnidirectional dynamic.. Feedback -
reducing internal filter makes it ideal for
meetings. 50-13,000 Hz response. 61/2 -foot
cable with 1/4" plug. 33-3008 24.99

(9) Unidirectional dynamic. High -quality
general-purpose mic-an excellent value. 80-
16,000 Hz response. 91/2 -foot cable with 1/4"
plug. 33-3009 17.99

(10) A3M1/4" jack-to-XLR plug adapter/transformer.
Connects a high -impedance microphone to bal-
anced (3 -wire shielded) cable/sound system for
high -quality sound. 274-017 13.99

(11) A3F XLR jack -to -1/4" plug adapter/trans-
former. Balanced mic/line to high -impedance input
used in professional sound systems.

(12) 274-016 13.99

(12) 15 -foot microphone cable. Flexible, durable
3 -wire shielded cable with XLR plug at one end,
XLR jack at the other. 33-4002 19.99

25 -foot cable. (33-4003 CMC)
RSU10436541 24.99

50 -foot cable. (33-4004 CMC) RSU 10436558 2999

See page 79 for microphone cable extensions and guitar/instrumert cords

Specialty microphones
PZM' microphone. Unique
design responds to sound
pressure, cuts echo
while increasing clarity
and range. 20-18,000
Hz response. 600 ohms.
18 -foot cord with 1/4" plug.
Requires "AA" battery.
33-1090 59.99
PZM is a trademark of Crown International

Hands -free electret mics
(13) lie -clip omnidirectional. 50-15,000 Hz
response. 1000 ohms. 3 -foot cord with 1/8"
plug. Includes battery. 33-1052 24.99

(14) lie -pin omnidirectional. On/off switch.
70-16,000 Hz response. 1000 ohms. 161/2 -
foot cord with 1/8" plug. Includes clothing clip,
windscreen and battery. 33-3003 34.99

Microphones for portable
cassette recorders
(15) Budget dynamic. On/off switch, 1/8" au-
dio plug, 3/32" remote plug. 33-1067 ....5.99
(16) Omnidirectional electret. 20-13,000 Hz
response. 61/2 -foot cord with 1/8" audio plug
and 3/33" remote plug. Includes stand and bat-
tery. 33-1060 23.99
(17) Omnidirectional dynamic. 100-11,000
Hz response. 61/2 -foot cord with 1/6" audio
plug, 3/32" remote plug. 33-2001 11.99

Echo microphone for Karaoke
Adjustable echo adds an extra dimension to
sound, and the unidirectional pickup makes it
ideal for on-stage performance. 15 -foot cord
with 1/8" plug and 1/4" plug
adapter. . Requires "AA" bat-
tery. 33-3006 49.99

FM wireless mic
Use for remote tape record-
ing, in PA systems, for moni-
toring a child's room, more.
Transmits to any FM radio or
receiver tunable to 88-108
MHz. Up to 200 -foot range
when used outdoors, 100
feet indoors. Requires
#23-150 battery.
33-1076 19.99


