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'intercom and alarm wire
(1) 3 -conductor intercom wire. 24-ga. stranded.
UL CM. Rated for in -wall use. 50 ft. 278-871, 4.99
(2) 4 -conductor intercom wire. 24 -gauge solid
conductors. 20 feet. 278-858 3 49
2 -conductor intercom wire. 24 -gauge solid con-
ductors. 35 feet. 278-857 3 49
(3) Alarm wire Twisted pair. 22-ga. stranded. PVC
insulation. UL. Type CL2. Rated for in -wall use.
300 ft. 278-863, 27.99 100 ft. 278-862, 9.99

Telephone cable
and modular phone cord
Indoor/outdoor 4 -conductor phone cable. Rugged.
24-ga. solid. UL. CMX-CM. Rated for in -wall use.
250 ft. 278-386, 34.99 100 ft. 278-385,14.99
4 -conductor phone cable 24 -gauge solid. UL CM.
Rated for in -wall use. 278-1310, Price per foot/15f
100 ft. 278-873, 12.99 50 ft. 278-872, 6.49
6 -conductor phone cable 24 -gauge solid. UL CM.
Rated for in -wall use. 100 feet. 278-874 14.99
Modular phone cord. 4 -conductor stranded. 26-ga.
100 ft. 278-366, 13.99 50 ft. 278-365, 6.99

Double -shielded
4 -conductor data/audio cable
Four 26 -gauge stranded conductors enclosed by
a 100% foil shield and a 75% overlap of wire
braid. Double shielding fights interference -ideal
for applications where hum and electrical noise
pickup may be a problem. UL. Type CM. Rated
for in -wall use. 30 feet. 278-777 8 99

Shielded cable for
audio and mic hookups
Audio cable. Single 24 -gauge stranded conductor
plus shield. Great for building custom patch cords
and audio interconnects. UL. Type CL2. Rated for
in -wall use. 20 feet. 278-512 3 49
2 -conductor audio cable. Two 24 -gauge stranded
conductors plus shield. UL Type CL2X.
50 ft. 278-513, 7.89 20 ft. 278-514, 3.89
OK cable High-performance oxygen -free copper.
Single conductor plus shield. 6 feet long, each.
6mm diameter. 278-1271 5 99
8mm diameter. 278-1272 7 59

00.*
Automotive and
heavy-duty wire
Automotive hookup wire. 10 -gauge stranded. Ideal
for high -current uses. Heavy-duty insulation meets
demands of the mobile environment. 35 feet.
Red. 278-568,11.99 Black. 278-569,11.99
12 -gauge hookup wire Stranded. UL. Type AWM.
Rated 600 volts, 80° C. 20 feet.
Red. 278-565, 3.99 Black. 278-566, 3.99
2 -conductor. 18 -gauge stranded. UL. Type CL2.
Rated for in -wall use. 25 feet. 278-567 4 19

Securely

Economy coax
cable crimp tool

Securely installs F connectors
on 75 -ohm coax cable. Use with
our F-56 and F-59 (#278-211 and
#278-214) connectors only. All -
steel construction. 278-220... 2.99

Medium -duty
crimp tool

Quality all -steel tool crimps all F-56
and F-59 coax connectors. Cush-
ioned handles. 278-242 699

Pro -quality crimp tool
For installing all crimp -on F-56 and
F-59 coax connectors. Easy to use
and built for years of service. All -
steel construction, cushioned han-
dles. 278-243 15.99

UL listed wire for test probes
This stranded 20 -gauge -conductor wire is rated to
1000 volts and 105° C. Highly flexible, it's the wire
to choose when repairing or upgrading test probes
and also useful in experimental and hobby projects
where extra flexibility without breakage is desired.
Oil -resistant insulation. 20 feet.
Red. 278-563 299
Black. 278-564 299

know Magnet wire
Three -spool assortment totalirg
315 feet at a value price. This

enamel -covered solid copper wire is perfect for
winding your own coils and electromagnets. In-
cludes 40 feet of 22 -gauge, 75 feet of 26 -gauge
and 200 feet of 30 gauge. 278-1345 3 99

Ground braid cable
Tinned low -resistance, heavy-duty
braided cable provides a superior connec-
tion between equipment and ground rod
or grounding point. Conductor 99.9%
pure copper. 10 feet. 278-1555 2 49

Pretinned solid bus wire
41IW This 24 -gauge uninsulated copper wire is

ideally suited for hobby projects, the re-
pair of broken traces on printed circuit

boards, and other applications where a small -gauge
bare wire is needed. 50 feet. 278-1341 179

Coiled cable for
communications mics
Premium quality for years of service! Ideal
for replacing Ham, CB and marine radio
microphone cords. Four conductors (one is
shielded). 5 ft.
278-356 299
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Precision coax
cable cutter

Special curved blades do not flat-
ten or damage cable while cutting
to preserve proper impedance and
simplify installation. Blades are held
open by a spring. 278-244 ... 5.99

Coax cable
stripper

Adjustable blades deliver perfect
strips every time. For coax cable
types RG-6, RG-8MINI, RG-58,
RG-59, RG-62 and others from
3/16" to 5/16" diameter.
278-240 12.99

New Economy coax
cable stripping tool
For RG6 and RG59 cable. Provides
clean, accurate nick -free cuts.
Long -life cutting blade.
278-247 699

Prewired, ready -to -use
RF cable assemblies
(4) 6 -ft. BNC to BNC. For test
equipment and RF hookups. 52 -
ohm. 278-964 599
12 -foot BNC to BNC. 52 -ohm.
278-965 999
6 -foot BNC to BNC. 75 -ohm.
278-990 599

(5) 3 -ft. cellular phone extension.
Has male TNC connector at one
end and female TNC at the other.
52 -ohm. 278-976 499

(6) 2 -ft. PL -259 to PL -259. This
short RG-58 52 -ohm patch cable
is perfect for connecting CB or
Ham SWR meters, watt meters,
etc. 278-968 499
20 -ft. PL -259 to PL -259. For CB/
Ham antenna hookups. RG-58
52 -ohm cable. 278-967 .... 7.99
50 -ft. PL -259 to PL -259. RG-58
52 -ohm cable. 278-971.... 14.99

(7) 10 -ft. PL -259 to PL -259. RG-
8/M, 52 -ohm. 278-979 .... 9.99

(8) 5 -ft. PL -259 to PL -259. RG-8
52 -ohm. 278-969 799

(9) 50 -ft. PL -259 to PL -259. RG-
ammsaia.410) 8 52 -ohm. 278-980 34.99

"o=m1142 (10) 6 -ft. PL -259 to SO -239. RG-
58 52 -ohm coax extension cable.

(11) 278-975 699

owmmgC,IF (11) 20 -ft. mobile antenna cable
PL -259 at one end, spade lugs at
other. 52 -ohm. 278-966.... 7.99

Large -quantity discounts are available at participating Radio Shack stores and dealers.


