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Universal vehicle DC to DC adapter
(1) Plugs into vehicle lighter socket. Provides selectable 3, 4.5, 6,
7.5 or 9VDC output voltage at up to 300 milliamps (mA) of cur-
rent. Six included Adaptaplugs allow use with a wide variety of
equipment. 6 -foot cord. 270-1560 12.99
Includes Adaptaplugs with plug sizes like figs. B, E, F, H, M, N in drawings.

Adaptaplug for Sony'. Plug is 4.0mm O.D. (outside diametet
1.7mm I.D. (inside diameter). (270-1575 CMC) RSU 10274066... 2.49
Adaptaplug for radar detectors. Plug is 3.0mm O.D., 1.0mm I.D.
(270-1576 CMC) RSU 10273936 2 49

High -current vehicle DC to DC adapter
(2) Plugs into lighter socket. Selectable output of 3VDC up to
400mA, 6VDC up to 600mA, 9VDC up to 900mA and 12VDC at
up to 3 amps. Includes four Adaptaplugs. 270-1562 16.99
Includes Adaptaplugs with plug sizes like figs. B, H, M, N in drawings.
6 -piece set of right-angle Adaptaplugs for above. 270-1563... 7.49
Includes Adaptaplugs with plug sizes like fig. B,G, H, M, N, 0 in drawings.

New 1 -amp vehicle DC to DC adapter
(3) Plugs into lighter socket. Selectable 3, 4.5 or 6VDC, up to 1 amp.
Ideal for portable CD players and LCD TVs. 273-1801 22.99
Includes five Adaptaplugs, plug sizes like figs. A, B. H. M. N in drawings.

Vehicle DC adapters for video games
(4) Universal Video Game DC Adapter. Powers these games from
car lighter socket: Nintendo', SuperNintende, Nintendo Game
Boy', Sega'" Genesis'', NEC Turbografx-16', Sega Game Gear'
and Atari"' Lynx'. 270-1504 19.99
Vehicle DC adapter for Game Boy. 270-1506 9 99
Vehicle DC adapter for Nintendo/SuperNintendo. 270-1505 15.99
Trademark Notice: Brand names appearing above and on the next page identify prod-
ucts by or for companies that own the registration of those marks. Our accessories are
not licensed, endorsed or approved by AT&T, Atari, NEC. Nintendo. Sega or Sony.

Light -duty vehicle DC to DC adapter
(5) Provides 6 or 9VDC output, up to 500 mA. Coaxial -type out-
put plug (plug size like fig. 1 in drawings) fits many small portable
cassette recorders. 14-844 6 99

5 -foot DC extension cord
(6) Fits most AC and DC adapters. Ideal for use with video games
and portables used at home or in a vehicle. Has coax jack at one
end, coax plug at the other end in popular 5.5mm O.D., 2.1mm
I.D. size (plug size like fig. M in drawings). 273-1648 3 99

DC Y cable. Lets you power two DC devices from one adapter,
such as a portable CD and amplified speakers. 273-1649 3 99

Vehicle DC to 115VAC power inverters
(7) 140 -watt. For camping, travel, emergencies. Plugs into car
lighter socket. Powers small home AC appliance such as a shaver,
blanket, TV, VCR, battery charger. Rated 140 watts continuous.
Compact, only 1'/2 x 43/4 x 21/2 22-132 99.99

(8) New! 220 -watt vehicle DC to 115VAC inverter. Plugs into vehicle
lighter socket to power a small TV or a VCR. Handles power -up
surges to 700 watts. Available Dec 30, 1995. 22-138 149.99

The following inverters are available through Radio Shack Unlimiteds"

Vehicle DC to 115VAC Inverter RSU No. CMC No. Each

50 -Watt 10436343 22-133 69.99

800 -Watt 10436368 22-135 499.99

1500 -Watt 10436376 22-136 849.99

120VAC to 12VDC power supplies
(9) Regulated power supply. Ideal for powering most mobile CBs,
car stereos, radios and many other 12VDC devices from AC house
current. Useful in troubleshooting as well as powering car elec-
tronics for home use. Also handy as a bench power supply for
electronic technicians and experimenters. Features push -to -reset
circuit breaker, LED "on" light, and a large heat sink for cool oper-
ation. Rated 2.5 amps continuous. 23/8 x 65/8 x 63/8'! UL listed.
22-120 39.99

(10) Unregulated power supply. Same function as Fig. 9, but has
a non -regulated output and is rated 1.75 amps continuous. UL
listed. 22-127 27.99

How to choose the correct
AC or DC power adapter
AC and DC adapters let you use portable equip-
ment on home AC or vehicle DC power. An
adapter pays for itself fast with the money that
you save on batteries. To use an adapter, your
portable must have a DC -input jack or use a 9V
battery. Most DC input jacks have a symbol
nearby that looks like one of these:

(A) (B)

Symbol A means that the outside of the jack
is positive ( + ) and the inside is negative (-).
Symbol B means the reverse. The adapter's
plug must match your portable's DC input
jack Positive on the adapter's plug must con-
nect to positive on the portable's DC -input
jack; negative must connect to negative.

Voltage. The voltage (VDC) from the power
adapter must be exactly the same as the volt-
age required by the portable. Most DC -input
jacks are labeled with the voltage required.

Current. The power adapter's current (mA)
rating must be equal to or more than the cur-
rent required by the portable. An adapter that
can provide more current is OK to use. But us-
ing an adapter that provides less current can
damage the adapter or the portable.

Adaptaplugs' plug adapters
Many Radio Shack power adapters include a set of
extra plugs, called Adaptaplugs, so the adapter can
be used with different sizes of DC -input jacks. Our
right -angle -style Adaptaplugs are drawn full-size be-
low and on the next page. Some AC and DC
adapters are supplied with straight -style Adapta-
plugs. O.D. means the outside diameter of the
Adaptaplug tip. I.D. means the inside diameter. To
ensure that you get the right adapter and plug,
bring your portable or device to Radio Shack and
our friendly experts will assist you.

New "EIAJ" Adaptaplug sets
These fit the newer style of DC input jack found on
recent equipment.
4 -piece right-angle EIAJ Adaptaplug set. Shown in

A -D below. Available Nov. 30, 1995.273-1646 ... 3.99

4 -piece straight EIAJ Adaptaplug set. Have plug
sizes like figs. A through D. 273-1647 3 99
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A O.D.

2.35mm.
Pin:
0.7mm.

COD.:
4.75mm.
Pin:
1.7mm.

See page 174 for more DC power accessories. Adaptaplug styles subject tc change. Check packaging for exact specifications.
Adaptaplugs is a registered trademark of Radio Shack. Sony is a reg trademark of Sony Corp.

B. 0.D.:
4.0mm.
Pin:
1.7mm.


