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STEREO POWER BOOSTER

40 -watt under -dash booster/amp
Compact-mounts under dash or seat to de-
liver 20 watts per channel. You'll hear more
music at a more enjoyable level. Power on/off
button, LED "on" indicator. Speaker -level in-
put. For use only with high -power handling
speakers. 1 x 43/16x 45/16II 12-1869 .... 19.99

3 -way electronic crossover system
This crossover adds flexibility and improved
speaker response. Two pairs of inputs, three
pairs of outputs. Low-pass 80/120/180/250
Hz, mid -pass between 80/120/180 Hz &
2.4/3.5/5/7 kHz, high-pass 2.4/3.5/5/7 kHz.
Crossover slopes: 12 dB/octave. 12VDC neg.
gnd. 12-1968 49.99
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40 -watt, 7 -band EQ/booster
Boost the power and customize the sound.
Front -rear speaker fader, 10 -segment LED
power meter, line -level and speaker -level
inputs. Input jack for portable CD player.
Mounts easily under the dash. 13/4x

x 5". (TSP) 12-1966 59.99

Electronic subwoofer crossover
Boosts anc directs low -end frequencies to
subwoofer amplifier. Adjustable crossover fre-
quencies of 70/90/120 Hz let you "fine tune"
your system. Also provides a 12 dB boost at
45 Hz for bass you can feel. Perfect with one
of our amps and Band Pass Box #12-1731.
12-1974 29.99

Line-out converter
(1) Just what you need to connect amplifiers, boost-
ers and equalizers to car stereos not equipped with
line-out jacks 12-1337 24.99

FM signal booster
(2) Great for "fringe" areas. Boosts FM signals by
more than 10 dB to bring in stations more clearly.
For 12VDC neg./pos. ground. 12-1873 19.99

CD -to -cassette adapter
(3) Quickly connects a portable CD player to your
current car cassette player. It's easy-no installation
or special wiring needed! Just load like a regular cas-
sette tape. 12-1951 19.99

AM/FM stereo antennas
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Antenna cables and adapters

3 -way connector
Couples two antennas
to one radio, or one an-
tenna to two radios.
12-1313 1 99

Male -to -female
12 -foot extension
Ideal for rear -mount
antennas. Built-in capacitor.
12-1311 4 99

Male -to -female
24" extension
Adds 2 feet to antenna
cable. 12-1312 ....1.99

Male -to -male
24" extension
Shielded. 12-1314...1.99 e

(00( GM antenna
adapter
Adapts GM mini con-
nector to standard radio
jack. 12-1336 2A9

(4) Flexible universal replacement whip antenna.
14" long. 12-1333 499
(5) New Flexible universal replacement antenna.
131/2" long. 12-2267 499
(6) New Black universal replacement antenna.
Mast -mount. 303/4" long. 12-2268 6 99
(7) Rubber ducky antenna. Roof, truck, fender
mount. 16" long. 50" cable.12-1327 6 99
(8) Flexible universal antenna. Fender or cowl
mount. 15" long. 54" cable. 12-1331 699
(9) One-piece mini antenna. For narrow fenders.
31" stainless steel whip. 54" cable. 12-1322... 8.99

(10) Universal "8 -ball" antenna. Top cowl/fender
mount. Extends from 21 to 55", adjusts 35°. Stain-
less steel whip. 54" cable. 12-1306 8 99

(11) Black one-piece mini antenna. 31" long. 54"
cable. 12-1334 899
(12) Gutter -mount antenna. Three -section whip
extends to 29'/2". 78" cable. 12-1324 899
(13) Pillar -mount antenna. Fits most Japanese cars
except Honda. Extends from 19'/2 to 51". 61" ca-
ble. 12-1320 899
(14) Stainless steel spring antenna. Swivel ball
mount for cowl/fender. Extends from 25 to 55".
Adjusts 90°. 48" cable. 12-1307 999
(15) Power antenna. Needs only 13" of room be-
low mounting surface. Extends/retracts when radio
or ignition are turned on or off. Extends to 39".
Stainless steel. 12-1330 39.99

Note: Boosters rated total watts rms output, all channels. Boosters require 4 -wire ungrounded speaker wiring.
For 12VDC negative ground only. Illustrated instructions and mounting hardware included.


