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8" bandpass
box speaker

125 -watt RMS, 375 -watt max. capacity. Its
4th -order bandpass design puts the speaker
completely inside the enclosure for incredibly
low bass. It produces a deep, cleaner sound
at greater efficiency-a full 93dB SPL at 1
watt/meter. Poly -coated 8" woofer with large
14 oz. magnet. Gold-plated terminals. Car-
peted. Measures 22 x 10 x 12'! 4 ohms im-
pedance. (TSP) 12-1731 Each 149.99

8" 2 -way hatchback speaker
125 -watt RMS, 375 -watt max. system ca-
pacity. Ideal for location in hatchback, van or
behind a truck seat. Can easily be moved out-
side vehicle for beach or tailgate parties. De-
livers rich stereo sound with 2 -way ported
design. Carpeted. Poly -coated 8" woofers
with 10 oz. magnets. 31/4" piezo tweeters.
Measures 11x 27 x 111/2'! 4 ohms imped-
ance. (TSP) 12-1728 Each 139.99

OPTIMLIN OPTIMV5

New 10" 2 -way truck speakers
150 -watt RMS, 450 -watt max. capacity per
pair. These speakers are specially designed for
use in pickups and RVs. Rugged, portable de-
sign lets you enjoy music on the road or out-
side the vehicle at picnics or tailgate parties.
Tuned -port design for maximum bass. 10"
woofer and 33/4" piezo-ceramic tweeter. Car-
peted. Measures 14 x 19 x 6" 4 ohms imped-
ance. (TSP) 12-1736 Pair 179.99

8" 2 -way truck/van speakers
100 -watt RMS, 300 -watt max. capacity per
pair. Awesome bass! Carpeted, two-way
ported enclosures for incredible sound. Setup
is easy-you can turn up the volume and en-
joy the music within minutes. Polypropylene
8" woofer with a 10 -ounce magnet. Top -fir-
ing piezo tweeter delivers crystalline highs.
Sturdy metal grille. 16 x 12 x 6" each. 4
ohms. (TSP) 12-1727 Pair 119.99

Flush -mount car speakers for the right fit

6 x 9" 2 -way flush mount
60 -watt RMS, 180 -watt maximum
capacity per channel. 6 x 9" woofer
and 23/4" tweeter. 15 -oz. high -
efficiency magnet for rich, power-
ful bass. Wide 60-20,000 Hz
frequency response. 4 ohms. (TSP)
12-1722 Pair 59.99

Economical 51/4" speakers
10 -watt RMS, 30 -watt max. capacity
per channel. Spruce up the sound of
your car audio without spending a
fortune. Wide -range driver, 2.9 -oz.
magnet. Wide 80-20,000 Hz
frequency response. 8 ohms.
12-1714 Pair 19.99

6 x 9" 3 -way flush mount
60 -watt RMS, 180 -watt max. ca-
pacity per channel-ideal for high -
power equipment. Moisture -proof
6 x 9" polypropylene woofer plus
21/2" midrange and 1'/2" piezo
tweeter. 16 -oz. magnet. 4 ohms.
(TSP) 12-1720 Pair 79.99

51/4" 3 -way flush mount
30 -watt RMS, 90 -watt max. capac-
ity per channel. They deliver super
full -range performance. Each has a
51/4" woofer with super heavy 17.72 -
oz. magnet, 2" midrange and a 1"
tweeter. 4 -ohm impedance. (TSP)
12-1717 Pair 49.99

The right speaker is essential for
balanced sound & easy installation
The diagram below shows recommended mount-
ing locations for most vehicles. Locations may
vary depending on installation and make.

Speaker Location Guide
A Front dash
B Front kick panels
C Front door panels
D Rear door or rear seat side panels
E Rear deck (below rear window)
F Trunk, hatchback, cargo area or ext. cab
G Rear or side panels or rear wheel wells
H Tailgate

I Behind seat, cab corners or lower side wall
J Mid -rear side panels

Bottom -mount

When depth is limited, top mounting can help get
speakers into tight spaces. When choosing a new
pair of speakers, always measure the space they

occupy, then let Radio Shack help find the
right speaker and mounting method for you.

Our best 6 x 9" 3 -way speakers
Rated 100 -watt RMS, 300 -watt maximum
capacity per channel-great for high -power decks
and amps. Deliver incredible stereo sound when
mounted in rear deck or front/rear door panels.
Moisture -proof polypropylene woofer and extra -
large 20 -oz. magnet for incredible bass. 3" mylar
midrange speaker. 1" polymide tweeter. 4 ohms im-
pedance. (TSP) 12-1719 Pair 99.99

New 61/2" full -range
20 -watt RMS, 60 -watt max. capacity
per channel. They're specially designed
for installation in limited spaces-
require less than 21/4" depth for
mounting. 80-18,000 Hz frequency
response. 10 -oz. magnet. 4 ohms.
12-1735 Pair 29.99

New 61/2" 3 -way speakers
40 -watt RMS, 120 -watt max. capac-
ity per channel. Flush -mount design
to fit in tight spaces. 61/2" high -
efficiency woofer with 14.12 -oz.
magnet, 2" midrange and 1" tweeter.
50-20,000 Hz frequency response. 4
ohms. (TSP) 12-1734 Pair 49.99

Speakers on these two pages include all necessary mounting hardware.


