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(1) Universal 12VDC fused, coiled cord. Tangle -resistant. Four coax -
style plugs fit a variety of 12VDC devices. Replaceable 2 -amp fuse.
270-1528 999
Heavy-duty 12VDC fused cord. 6 -ft. 3 -amp fuse. Coax plug.
270-1534 599
Ten -foot 12VDC extension cord. Rated 6 amps. 270-1536 .... 5.99

(5) (2) Modular two -outlet 12VDC adapter. Rated 8 amps, total.
270-1525 6 99

Two -outlet 12VDC Y -adapter. Power two 12VDC devices from one
lighter outlet. Rated 8 amps, total. 270-1535 5 99

(3) Standard 12VDC fused cord. 8 -ft. 2 -amp fuse. Coax plug.
270-1533 4 49

(4) 12VDC lighter plug. With 8 -ft. cord. 270-021 3 49

Heavy-duty 12VDC power plug. Plugs into vehicle lighter socket. Ac-
cepts standard 11/4 x'/4" -diameter glass fuse up to 7.5 amps.
274-335 2 39

12VDC lighter plug. Fits standard lighter socket. Rated 6 amps.
274-331 1 69

(10) (5) Auto electrical system tester. Just plug into lighter socket. Color -
coded LEDs help you spot battery and charging system problems
before you're stranded. Use as part of your regular car maintenance.
For use in all 12VDC negative ground vehicles. 22-1635 5 99
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(6) 12VDC cord with battery clips. Attach directly to 12 -volt battery
to power 12VDC devices such as vacuum cleaners and safety lights
that have a lighter -style plug. 270-1527 5 99

(7) 12VDC accessory outlet. Mounts under dash or in camper for
powering 12VDC devices such as car phone or radar detector.
270-1539 599
(8) Triple 12VDC accessory outlet. Rated 15 amps, total.
270-1544 9 99

(9) Metric control shaft nuts and washers. 6 each. For automotive
sound equipment. 270-028 1 29

(10) New 3 -outlet 12VDC plug adapter. Has LED indicator and ad-
justable neck. 270-1550 12.99

(11) New Voltage/continuity tester. Tells you if car battery is fully
charged, if ignition is delivering high voltage, and whether or not
wiring is bad. Built-in light to help place tip of tester accurately. Tests
6-24VDC plus high -voltage ignition. 22-105 19.99

(12) Universal mounting bracket set. Three pairs of brackets, sup-
port strap. 270-023 3 99

(13) Glass fuse kit. Set of 10 most needed sizes. 270-1262 1 99

(14) "Blade" fuse kit. Set of 5 most needed sizes. 270-1201 .... 1.99
Mini blade fuse kit. Set includes 8 fuses and puller. 270-1203 .. 2.99
(15) Fuse tool. Install/remove glass/plastic fuses without damaging
them. 270-1199 99¢

Auto sound knobs (figures 16 17). Fit "D" and split shafts. Sets in-
clude two inner and two outer knobs.
(16) Matte -black. 274-425 Set 2.19
(17) Chromed. 274-427 Set 3.19

(18) Ground loop isolator. Helps eliminate electrical noise and hum
caused by ground loops. 270-054 14.99

(19) Inline fuse holder for glass fuse. Rated for fuse up to 20 amps.
270-1211 1 49

(20) 4 -conductor accessory cable. 12" long. With polarized plug and
jack. Useful for connecting trailer lights and other accessories.
270-027 2 39
(21) Inline "blade" fuse holder. For fuse up to 30 amps.
270-1213 1 99

(22) 5 -pin car stereo plug. 12" leads. Fits Realistic! and earlier
model Optimus-, car stereos. 270-041 2 49

(23) 18 -ft. car stereo cable assembly. Includes prewired 5 -pin plug,
fuse holder and 18 -ft. leads for two speakers. 270-014 5 99

(24) Universal car stereo plug. Fits 4- or 5 -pin sockets. 12" leads. In -
line fuse holder. 270-017 2 49

(25) 5 -pin inline car stereo socket. 7" leads. 274-1215 1 59

(26) 2 -conductor accessory cable. 12" long. Polarized plug and jack.
270-026 1 49

(27) 4 -ft. fused DC cable set. Prewired with polarized plug and jack.
270-025 2 49

(28) 14 -pin car stereo harness. Replacement harness for recent
Radio Shack and Optimus car stereos. 12-1387 7 99

QUESTION:

What causes car
stereo interference?
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ANSWER:

Ir terference can come from many sources.
Me alternator, ignition, improper ground-
ir g, even wires located dose to your stereo
can cause problems.

Our sales associates can help you deter-
mine the probable source of noise and
recommend a solution.
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(29) Selector switch. Switch speak-
ers between a separate stereo tape
player and a radio. 8 ohms.
(270-045 CMC) RSU 10456200, 5.99

(30) Speaker fader control. Bal-
ances front and rear speakers to
suit taste. (270-048 CMQ
RSU 11376423 8 99
(31) 10 -amp noise filter. Reduces

(31) noise and interference entering
through 12VDC power lead.
270-051 14.99

(32) Noise eliminator kit. Includes
filter choke, capacitor and instruc-
tions. 270-030 399
(33) 20 -amp noise filter. Heavy-
duty design for extra suppression
of alternator and ignition noise.
270-055 19.99

(34) Resistive noise filter. Plugs in -
line at distributor cap to suppress
auto ignition noise. 270-012..2.49

(35) Feedthrough filter capacitor.
Helps cut noise from ignition sys-
tem, fan motor or DC generator.
Simple to install. Capacitor is rated
0.5µF, 40 amps, 60VVVDC.
272-1085 6 49

(36) Ughted rocker switch panel.
(35) SPST. 20 amps at 12VDC.

275-704 4 49

Dual lighted flip switch panel.
Switches rated 20A each.
275-702 3 49

(37) Lighted flip switch. Rated 20
amps. 275-706 2 79

SPST flip switch. Rated 16 amps.
275-701 1 99

Heavy-duty flip switch. Rated 25
amps. 275-708 2 29

(38) DPDT flip switch. Center off
position. 20 amps. 275-710 .. 2.99

DPDT momentary flip switch.
Spring return to center off position.
20 amps. 275-709 3 29

(39) Automotive lighting relay.
4( (40) SPST contacts rated 30 amps.

12VDC, 66 -ohm, 160 mA coil.
275-226 599
(40) New SPDT flip switch. Rated
16 amps. 275-711 1 99

(41) New SPST lighted rocker
switch. Rated 16 amps.
275-712 2 29

(32)

(37)

4(38)

(39)

Attention installers! Large -quantity discounts available at participating Radio Shack stores-see page 217


