
Sound values on microphones and more.

Pro -unidirectional
dynamic mic
Low -impedance microphone de-
signed for the professional vocal
artist. High -output neodymium

cartridge and unidirectional pickup pattern optimize sound quality while reducing an-
noying feedback. 50-20,000Hz response. 16 -foot cable with XLR connector. Includes
swivel stand adapter and zippered bag. (TSP) 33-3010 89.99

Pro -unidirectional
highball microphone
Dual -impedance (hi/lo) microphone

ideal for general sound reinforcement and paging. Unidirectional pickup pattern re-
duces background noise and minimizes feedback. 80-15,000Hz response. 16 -ft. cable
with 'A" plug (adaptable to XLR). Includes swivel stand adapter and zippered bag.
(TSP) 33-984 59.99

Rugged super
omnidirectional mic
High -quality low -impedance micro-

phone for home recording and interviews. Durable construction features rubber shock
ring. Omnidirectional pickup pattern is equally sensitive to sound from all
directions-ideal for recording multiple voices or instruments. 40-17,000Hz response.
16 -foot cable with XLR connector. Includes swivel stand adapter and zippered bag.
(TSP) 33-1070 49.99
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di(2) Folding stand. Adjusts from 32" to 57': Legs
fold up for quick transport or storage. Non -slip rub-
ber feet. Standard 5/8" thread for mic stand adapters.

33-325 29.99

(3) 31" boom adapter. Attaches to microphone
stand to position mic where you need it. Ad-
justable length and angle, built-in counterweight.
Standard 5/8" thread. 33-344 15.99

(4) 13" gooseneck. 33-330 5 99

(5) 5/8" screw flange. 33-332 2 99

(6) Desk mic stand. 33-370 6 99

(7) Gooseneck screw flange.
33-4007 9 99

(8) Clamp -on adapter. 33-372 4 99

(9) Slip -in adapter. 33-371 2 99

(10) (10) Heavy-duty adapter. 33-4005 4 99
#33-320, 33-325 and 33-444 do not include
microphone adapter shown.
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(1) Heavy-duty stand. Perfect for stage or studio.
Cast-iron base provides stability. Chromium -plated
tube adjusts from 34" to 64" high. Standard 5/a"
thread for mic stand adapters. 33-320 24.99
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RadioShack
Microphones
by Shure®
When you need professional quality audio perform-

ance, choose a RadioShack microphone by Shure,

the world's leading microphone manufacturer.

IVORDS

APPLICATIONS. Handheld mics, for perform-
ance and interviews, offer wide -range sound,
good shock -mounting and durability. Lavalier
mics, worn on lapel, collar, or around the neck,
leave the user's hands free to work or gesture.
Surface -mount [pia are ideal for desk or con-
ference table. Gooseneck mics easily adjust for
different speaker heights and are used on podi-
ums and lecterns.

CARTRIDGE TYPE. Condenser mics, having
a built-in preamp, offer crisp, dean sound-
recommended for high -quality recording. Rugged
dynamic mics offer good sound and resistance
to temperature extremes-a popular choice for
PA applications.

DIRECTIONALITY. The pickup pattern of a mi-
crophone. Omnidirectional mics provide equal
sensitivity to sound in all directions-excellent
for meetings. Unidirectional or cardioid mics'
single -direction pickup pattern reduces feedback
and background noise-ideal for stage or PA use.

FREQUENCY RESPONSE. Range of sound, low
to high, that a mic picks up. The wider the range,
the more natural the sound.

IMPEDANCE. Hi -impedance mics feature a
cable with 1/4" phone plug. Low -impedance
types employ a 3 -pin XLR connector and
3 -wire shielded cable which helps cut
noise on cable runs of 45 feet or more.

Microphone windscreens
to reduce noise
(11) For tie -clip microphone. Helps
reduce breath sounds and noises from
rustling of clothing.
33-4006 199

(12) For standard mic heads. Foam
screen fits over mike head to help cat

breath sounds and wind noise.
33-373 2 99

(13) Large windscreen. As above,
for larger microphone heads.
33-4001 3 99

(14) Foam windscreen. For 33-3017
microphone. 33-378 3 99
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