
Microphones for stage, recording & PA.

XLR adapters & cable

(1) Pro -unidirectional dynamic. A superb micro-
phone for vocalists and annourcers. Wide 80-
15,000Hz response. Non -slip body for easy gripping
even in hot, humid conditions. Has wire -mesh wind
screen, on/off control switch. 16 -foot cable with XLR
plug. (TSP) 33-3001 69.99

(2) Unidirectional condenser. 70-15,000Hz flat
response ofers true sound pickup. Has wire -mesh
wind screen and recessed on/off switch. Balanced
low -impedance output. 16 -foot cab e with XLR plug.
Requires "AA" battery. (TSP)

33-3017 59.99

(3) Unidirectional dynamic. Especially suited for
vocal use. Rugged die-cast zinc body is built to last.
100-10,000Hz response. Wire -mesh wind screen,
on/off switch. 20 -foot cable, XLR plug. Includes mic
holder. (TSP) 33-3004 49.99

(4) Unidirectional dynamic. Ideal for stage
use-the cardioid pickup pattern reduces annoying
feedback and unwanted background noise. 100-
14,000Hz response. On/off switch. 16-ft.cable, XLR
plug. 33-3002 34.99

(5) Unidirectional dynamic. Die-cast zinc body.
Wire -mesh wind screen reduces breath "pops" and
sibilants. 5C-15,000Hz response. On/off switch. 13 -
foot cable with 'h" plug. Stand adapter.
33-1073 34.99

(6) Unidirectional dynamic in,c with goose-
neck. The 121/2" flexible gooseneck adjusts for speak-
ers of different heights. 100-10,000-Iz response. XLR
plug for use in balanced-mic hookups. Stand adapter.
33-3011 34.99

17222(7) Dynamic unidirectional mic Perfect
choice for on-stage vocals. Single -direction pickup
minimizes feedback and background noise. 80-
14,000Hz. 20 -ft. cable. 'h" plug. Wire -mesh wind
screen. 33-3018 29.99

(8) Omnidirectional dynamic. Feedback -
reducing internal filter makes it ideal for meetings.
50-13,000Hz response. 6 -foot cable with '/,." plug.
33-3008 24.99

(9) Unidirectional dynamic. High -quality all
purpose microphone-an excellent value. 80-
16,000Hz response. 911, -foot cable with 1/4" plug.
33-3009 19.99

(10) Von jack-to-XLR A3M plug adapter/transformer.
Connects a high -impedance microphone to balanced (3 -
wire shielded cable/sound system for high -quality sound.
274-017 11.99

(11) A3F XLR jack -to -14" plug adapter/transformer.
Balanced mic/iine to high -impedance ir put used in profes-
sional sound systems. 274-016 11.99

(12) 15 -foot microphone cable. Flexible, durable 3 -wire
shielded cable with XLR plug at one end, XLR jack at the
other. 33-4002 19.99

25 -foot cable. RSU 10436541 24.99

50 -foot cable RSU 10436558 29.99
(16) grrZ (13) 16 -ft. mic cable. Shield 3 -pin female XLR

rrf.r(15) connector to 14" gold-plated phone plug. 33-4012, 19.99

=(14) XLR female -to -female adapter.
274-014 5 99

12/1T1(15) XLR male -to -male adapter. 274-015, 5.99

(16) Dual microphone adapter. 42-2156 3 49

(17) 12 -ft. mic extension cable. 42-2378 4 99
25 -ft. low loss microphone cable. 42-2379 .. 6.99

Items with an RSU number are available for fast shipment direct to your door from RadioShact. Unlimited Shipping and pricing information on page 4

EZE722
Omnidirectional
boundary mic.
Designed to provide
360° quality pickup.
20-18,000Hz fre-
quency response.
On/standby/off switch. In-
cludes 15 -ft. shielded cable. 33-3020 59.99

Tabletop computer mic. Unidirec-
tional mic is powered by two "AAA"
batteries (not including). Stand pro-
vides four position adjustments. 61/2 -ft.
cord, male plug. 33-3025 19.99

(18) _ft (19) -

!Lk/
(18) Hands -free tie -pin omnidirectional electret.
On/off switch. 70-16,000Hz response. 1000 ohms. 1617 -
foot cord with V." plug. Includes clothing clip, wind
screen and battery. 33-3003 34.99

(19) Hands -free tie -clip omnidirectional electret.
70-16,000Hz response. 1000 ohms. 373 -foot cord with
78" plug. On/off switch. Includes battery.
33-3013 24.99

1=22(20) Mic for microcassette recorders. 3 -ft.
cord with a'/33" mono plug and 1." plug adapter. 100-
10,000Hz.18" plug allows use with regular size recorder.
33-3019 9 99

(21)

(22)

(23)

Microphones for portable
cassette recorders
(21) Budget dynamic. On/off switch, 78" audio plug,
Vr," remote plug. 33-1067 5 99

(22) Omnidirectional dynamic. 100-10,000Hz re-
sponse. 612 -foot cord with Is" audio plug, 3/34" remote
plug. 33-2001 9 99

(23) Omnidirectional electret. 100-10,000Hz re-
sponse. 1000 ohms. On/off switch. 6 -foot cord with 'V
audio plug, V." remote plug. With stand and wind
screen. 33-3014 29.99

Karaoke microphone with
adjustable echo
Adds an extra dimension to sound. Unidirectional pickup
makes it ideal for on-stage performance. LED power in-
dicator. 100-15,000Hz response. On/off switch. 15 -foot
cord with 'A" gold-plated plug. Requires "AA" battery.
33-3016 39.99

FM wireless mic
Use as a tie clip mic, monitor a
child's room, use with a PA as a re-
mote tape recorder, much more.
Transmits to any FM radio or receiver
tunable to 88-108MHz. Up to 200 -
foot range when used outdoors, 100
feet indoors. Requires #23-150 but-
ton battery. 33-1076 19.99


