
Analog multitesters and battery checkers.

Unique! Auto -ranging
convenience combined
with an analog display
Brings you the trend-spottng aDD:y of an ana-
log display and the time -saving convenience of
auto -ranging. You select the function; the me-
ter sets correct range. Features LED range indi-
cators, autopolarity, continuity buzzer, millivolt
and microamp ranges, easy -to -read 41/8" color -
coded scale. 10 megohm input impedance (ex-
cept on millivolt ranges) for high accuracy.
6"/16 x 4"/16 x19/16". Requires 4 "AA" batteries.
(TSP) 22-216 59.99

25 ranges and
folds up for
travel/storage
The ideal meter to keep in
your toolbox. When shut, the
meter movement is automati-
cally shunt -protected to help
prevent damage. Detented
hinge lets you adjust the view-
ing angle of the display.
Measures DC/AC volts, DC
current, resistance, dB. Up to

20,000 ohms -per -volt DC sensitivity. Folds out to
75/16x43/8x15/16". Requires "AA" battery. (TSP)
22-211 34.99

Tester
"how to"
book
Using Your
Meter is an
easy -to -under-

stand book that fully explains test
hookups and procedures for home
appliances, automotive electrical
systems, and different types of
electronic circuits. Includes dia-
grams and illustrations. 168 pages.
62-2039 6 99

18 ranges,
easy -to -read
3" scale
Color -coded scale is mir-
rored to help prevent
reading errors. Precision
fuse -protected meter
movement is, designed to
resist mechanical shock.
Measures DC and AC

volts, DC current, resistance and decibels. Up to 20,000
ohms -per -volt DC sensitivity. 51/8 x 31/1 x 19/16". Requires
"AA" battery. (TSP} 22-221 24.99

'14,0221,110" Our best
battery
tester
IS your portable

D player broken
a44",,.j or is it just a

weak battery?
Find out with this

9 -range battery checker -also
know when batteries are almost
exhausted. Tests under load for
high accuracy. For use with virtu-
ally all common batteries. Checks
1.5 volts (3 ranges), 3, 6, 9, 12, 15
and 22.5V types. 22-090. 14.99

Battery
quick
tester
Checks alkaline,
gen era l- pu rpos

mercury, charged
Ni-Cd batteries.
Easy -to -read
scale shows bat-

tery's status at a glance:
green=good, yellow -weak,
red= replace. Tests "D', "C': "AA':
"AAA" "N" and 9 -volt rectangu-
lar batteries. 22-096 8 99

Range doubler! Extra
resolution with the
flip of a switch
Range -doubler instantly provides extra resolu-
tion and easier reading for current and voltage
measurements. Continuity buzzer lets you quick-
ly spot problems like damaged connectors, bro-
ken wires, "blown" fuses. 43 ranges including
125 millivolt and 25 microamps DC. 41/1" color -
coded scale. Up to 50,000 ohms -per -volt DC
sensitivity. 65/8x 53/i6x1'3/1". Requires one "AA",
one 9V battery. (TSP) 22-215 49.99

Pocket size,
8 ranges and
a great value
It's THE meter for beginners,
students and an ideal "second
meter" for more advanced
users. Measures AC or DC volts,

DC current and resistance.
Range selector has "off" posi-
tion to protect meter movement

during travel. Provides 2000 ohms -per -volt DC sensitivity.
x 21/2 x 11/4". Requires "AA" battery.

22-218 14.99

Battery
tester
to take
along
Make sure the

.:2--.71-7.1 batteries in

your camera,
tape recorder or portable radio
are fresh. Take this tester along
and you'll know when it's time to
have extra batteries ready. Tests

9 -volt recangular oatteries.
22-093 4 99

Test your
camcorder
battery
Don't get stuck
Nith a dead cam-

corder battery when you're shoot-
ing an important event. This
accurate, easy -to -read meter lets
you see how much power is left
before you start shooting. Simply
touch the battery to the checker's
terminals and five LEDs indicate
remaining power in just 3 sec-
onds. 22-094 12.99
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PriceDC Volts AC Volts DC Amps AC Amps Ohms

22-218 Analog r 8 0.315A 1000 1000 150mA 100K 14.99

22-221 Analog r 18 0 5A 1000 1000 250mA 2M 24.99

22-211 Analog r 25 0.5A 1200 1200 300mA 2M 34.99

22-215 Analog v V 43 0.75A 1000 1000 10 20M 49.99

22-216 Analog V V V 28 V 0.5A 1000 1000 3 3 200M 59.99

22-179 Digital r r 15 3'/-i V r 400 400 4M 24.99

22-166 Digital r 16 31/2 r r 0.315A 1000 750 200mA 20M 39.99

22-163 Nita] V V V 22 33/, V V 0 5A 1000 750 10 10 4M 49.99

22-183 Digital r r 25 32/3 r r 0.5A 1000 750 10 1 30M 59.99

22-178 Digital V r r 28 35/-, r r r r 0 5A, 200 1000 750 20 20 30M 69.99

22-174 Digital r r V 48 32/3 V V 2MHz V r V .., 6, 0.5A. 0.063A 1000 750 10 10 19.9M 89.99

22168 Digital V r 38 3'/, V 20MHz V v V V V 2A. 20A 1000 750 20 20 2000M 129.99

Digital multimeters have 10-megohm input impedance for h gh accuracy. Multimeters and mul nester. are listed Linde UL 1244

Prices apply at participating RadioShack stores and dealers. Not all items in all stores - ask abaft our ordering service (items subject to availability)


