
Data acquisition, data loggers, microcontrollers.
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- 2 -channel data acquisition
system adds waveform
recording capability to your PC
DI -150R5. Digitizes virtually any transducer's output and
records it to your PC's hard drive. At the same time, you can
view the transducer's output on your monitor in a selectable
oscilloscope -like or chart -recorder -type display. Acquire as
much data as you need, from a few samples to hundreds of
megabytes. DI-150RS comes with WINDAQ software for Win-
dows, the same software used worldwide by scientists, engi-
neers and technicians for testing, troubleshooting, and R&D.
System features two input channels (single -ended or one
channel differential); 12 -bit resolution; up to 240 samples
per second; digital input, 0-5V, 0-10y or +5V input ranges;
gains of 1 and 100. Includes Plug -and -Play serial interface,
software, serial cable and documentation.
RSU 11908191 99.99
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MEI HOBOS°' portable data
loggers, software and cable
Set them up with your computer, then disconnect and place
them where you want to make automatic temperature
measurements or log changes in state, such as a door
opening or closing. Reconnect them to your computer later
to download the stored data. Both use #23-162 battery.
Temperature data logger. Stores temperature and time
data for transfer to your computer. Range: -20° to +70° C
(-4° to +158° F). Measurement capacity: 1800 data points.
Size: 23bx 1'kx3k". RSU 11906773 49.99
State data logger. Records when a change of state oc-
curs such as a door opening. Has internal magnetic switch
and includes external magnet. Can also record changes in
an external contact. (PC only.) RSU 11906781 69.99
BoxCar® logging software and serial cable for
above. Requires computer with 386 (or better) processor
and Windows 3.1 pr later. RSU 11906799 14.99

Above for Macintosh®. RSU 11906807. 14.99

0-15VDC voltmeter
Ideal for monitoring a power supply,
battery charging system or car elec-
trical system. 2'I" high. Mounts in
17a"-dia. hole. 270-1754 ... 12.99

BASIC Stamp
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I=1 BASIC Stamps -versatile,
easy -to -use microcontrollers
3ASIC Stamps are small, self-contained computers that use
amiliar BASIC instructions to make powerful use of their I/O
pins. You can power a BASIC stamp with a 9V battery.
They're great for robotics, home control, science projects,
driving LCD displays, model railroad control, and more. You
Program the Stamp for your application by connecting it to
your PC -compatible computer's parallel (Stamp D) or serial
(Stamp port.

BASIC Stamp D has a 256 -byte EEPROM memory. Eight
I/O (input/output) pins can be used to measure and gener-
ate pulses, send and receive RS -232 data, read a poten-
tiometer, and make sounds. Practical, educational and fun!

BASIC Stamp D starter kit. Stamp D, cable, software,
manual and application notes. RSU 11901758 79.99
(1) BASIC Stamp D alone. RSU 11901741 34.99

BASIC Stamp H has 2K bytes of EEPROM memory 16 I/O
lines can be used to control circuitry and generate frequen-
cies, DTMF (phone dialing) tones, Plug 'n Power® (X-10)
appliance -control signals, and more.

BASIC Stamp II starter kit. Includes module, carrier
board, cable, software, manual and application notes.
RSU 11901725 149.99
(2) BASIC Stamp II alone. RSU 11901733 49.99
Carrier board for Stamp II. RSU 11906864 21.99

BASIC Stamp book. RSU 11915253 32.99

Note: If Stamp D or Stamp II is purchased alone, you can download
software, manual and application notes, cable schematics and pro-
jett plans from Steve's Workbench at www.radioshack.com. Also see
the in-store RadioShack Unlimited Catalog listings.

Prewired panel -mount LCD display modules -great for school science projects & lots more

Digital voltmeter/
ammeter module.
Prewired. 9W -high, 312 -
digit LCD display, selec-
table backlight. Easily
configured to measure

up to 2000 volts DC or 10 amps DC. With external circuit
can be set to measure variables including AC volts, tempera-
tures or pressure. Requires 9VDC. RSU 11461498 .. 18.99

As above without backlight. RSU 11906948... 16.99
As above but with 8mm-high digits and backlight.
RSU 11906955 18.99
As above with 8mm-high digits but without back-
light. RSU 11906963 16.99

1.11
Clock and thermometer
module. Prewired. Easy -to -
read 9/,r -high, 312 -digit LCD
display with selectable back-

- light and °F or °C mode. Mea-
sures 0 to 160°F (-20 to +70°C). 1 or 10 -second sampling
rate. With additional circuitry can be used as a high or low -
temperature alarm or thermostat. Has internal temp. sensor.
Requires 3VDC. With data. RSU 11461506 24.99

As above without backlight. RSU 11906989 18.99

External thermistor temperature sensor for above.
With 60" leads. RSU 11461514 4 99

Alarm clock module. 12 -
hour format alarm clock with
snooze function. 4 -digit LCD.
Alarm output function. Back-

light. RSU 11453453 17.99

As above without backlight. RSU 11906971 12.99

- 2 -line super -
twist LCD alphanu-
meric display. 16 -

character -display with
7/32" -high characters. Se-

-- lectable backlight. 5x8
dot format. Requires 5VDC. RSU 11453479 34.99
As above but with 1 -line display. 'h" -high characters.
RSU 11453461 24.99
1 -line, 16 -character display without bezel or back-
light. RSU 11907037 15.99
2 -line, 16 -character display without bezel or back-
light. RSU 11907078 18.99

Miniature self -
powered totalizing counter.
4 digits. 6mm high -contrast
LCD. Supplied ready for fitting.
Self -powered for 3 to 4 years.
Supplied with bezels for panel

mounting. Flying leads for remote contact closure input and
reset. RSU 11907219 12.99

1111221 Self -powered total-
izing counter. 8 digits. 7mm
high -contrast LCD. Self -
powered for 10 years. Sealed to
NEAMA 4. Frcnt-panel reset
pushbutton (can be disabled).
Bezel and rear mounting clips

supplied. External'cannection by standard plug or conner-,'
24x48 DIN stancard case. RSU 11907227 36.99

Terminal adapter
for above. Converts plug
to screw terminals.
RSU 11907235.... 14.99

or traffic counter. Ideal for
science projects. Count is
advanced by external

switch or circuit. 1/z" -high LCD display. Requires "AA"
battery. RSU 10524528 16.99
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Thermometer module.
Just add a battery to use
it "as is" for a thermome-
ter. You can also add cir-

cuits to activate a buzzer,
LED, fan or heater at the
temperatures you set.

1/2" -high LCD display. Includes remote temperature probe
with prewired cable. Requires "AA" battery.
RSU 10640316 19.99

*, Electronic counting

u
module. Counts up to

0 99,999. Useful as an eventu

Electromechanical
counter. Counts up to
999,999, advanced by
external 12VDC pulse. Me-
chanical pushbutton reset.

Accepts and accurately records up to 25 pulses per second.
RSU 11453487 19.99

Attention electronics designers,
experimenters and students
Many more electronic kits, modules and related
components are available for fast shipment direct
to you through RadioShack Unlimited. Check the
in-store catalog at your nearby RadioShack store.

'.tilth an 11511 number are available for fast shipment direct to your door from RadioShack Unlimited"'. Shipping and pricing information on page 4.
-1050 and BoxCar are trademarks of Onset Computer Corporation Macintosh is a trademark of Apple Computer Corp. Windows is a registered trademark of Microsoft Corp.


