
New 0  timus® am  s for  reater car audio sound.

1123 260W 4/3/2 -channel
bridgeable MOSFET amplifier
This 260W amp gives you 65 wattsx4 channels or
130 wattsx2 channels. Sound -efficient MOSFET tech-
nology for a great listen. Input jacks for connecting to
high- or low-level sources. Channels three and four
can be bridged, with adjustable 45-to-400Hz sub -
woofer crossover. Thermal protection. (TSP)
12-2017 179.99

[I123 150W 4 -channel
MOSFET amp
Feel the music come at you from front (20 wattsx2)
and rear (55 wattsx2)-loud and clear, without
added distortion. Front/rear-level controls, MOSFET
rear -channel circuitry for high efficiency with less
noise. Noise -isolated line -level and RCA -type input
jacks. Integral heat sinking for cool, reliable opera-
tion. (TSP) 12-2015 129.99

- 400W, 4/3/2 -channel
bridgeable MOSFET
amplifier
Delivers 100 wattsx4 or 200 wattsx2..
MOSFET technology provides high efficiency
with less noise. Noise -isolated line -level
and RCA -type input jacks let you connect to
high or low-level sources. Channels three
and four are bridgeable, with adjustable 45-
to-400Hz subwoofer crossover. Mute cir-
cuit. Automatic thermal protection helps
keep amp from getting too hot. (TSP)
12-2018 229.99

- 200W 2/1 -channel
bridgeable MOSFET amplifier
Use as a 100 -watt per channel stereo amp or 200 -
watt mono amp to drive a subwoofer for thundering
bass. Regulated MOSFET power supply for incredibly
clean sound. Mute circuit eliminates speaker -damaging
power -on "thumps." Adjustable 45-400Hz subwoofer
crossover. High and low-level inputs. (TSP)
12-2016 149.99

[EMPJ 110W 2 -channel
MOSFET amp
55 watts per channel of awesome sound. Adjustable
45-400Hz subwoofer crossover. MOSFET circuit for
high efficiency with less noise. Input gain control, re-
mote power -on. Gold-plated, low-level RCA -type in-
put jacks and handy screw terminals for high-level
input/output. Overload and circuit protection. (TSP)
12-2014 99.99

Powerful
Trunk -Mount
Amplifiers
If you're tired of cranking your car stereo's

volume knob and getting very little sound, an

Optimus amplifier can help. You'll get more

volume, less distortion and a wider dynamic

range. Listen to music instead of road noise!
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Some amplifiers are capable of more than one
power -output configuration. When an amplifier
is said to be "mono bridgeable", it allows you to
combine, or "bridge" a pair of outputs (from a
stereo signal) together-effectively doubling the
output power that goes to the speaker(s). It's
particularly handy when driving a single high -
power subwoofer for strong bass. Also, two
amps, each in mono, can power a pair of
power full -range speakers.

on 50W 2 -channel amplifier
25 watts per channel-ideal for powering standard
car stereo speakers. Integral heat -sinking design.
Gain control, remote power -on. Gold-plated, low-
level, RCA -type input jacks and high-level input/
output screw terminals. Overload and circuit protec-
tion. (TSP) 12-2013 49.99

Cat. No.
Total Power

(Max)

# Channels
(Total/

Options)

Watts/Channel
4 ohm

Q10% THD

Watts/Channel
4 ohm

@1% THD

Watts/Channel
2 ohm

@1% THD

Watts/Channel
Bridged 4 ohm

@1% THD
Mono

Bridgeable
Hi & Low

Inputs
Overload

Protection
Input Level
Controls

Remote
On/Off

MOSFET
Circuitry

Subwoofer
Crossover Price

12-2013 50 watts 2 25x2 20x2 30x2 - se r 1 v 49.99

12-2014 110 watts 2 55 x 2 35x2 40x2 r r 1 r r V 99.99

12-2015 150 watts 4 55x2+20x2 45x2+10x2 45x2+15x2 - r r 2 v V 129.99

12-2016 200 watts 2/1 100x 2 65 x 2 75 x 2 200 x 1 r r r 1 r r 4/ 149.99

12-2017 260 watts 4/3/2 65x4 45x4 60x4
130x 1+45x2V

or 130x2 v v 2 r r r 179.99

12-2018 400 watts 4/3/2 100x4 65x4 80x 4
200 x 1+65 x 2V

or 200x2 v v 2 V V V 229.99
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