
Receivers, mini amplifier, equalizer and more.

CM 100 -watt receiver delivers ample power and
remote -control convenience at a bargain price
Optimus STA-3760. A great basic receiver with the power you need for large
speakers and rooms. Precise, drift -free digital tuning system lets you store up to 60
stations -30 FM and 30 AM-for instant selection. There are inputs for up to four
external stereo sound sources such as CD, turntable, TVNCR/aux and tape deck.
Want to go to sleep with music? Set the timer to shut off the receiver automatically
up to 90 minutes later. Separate bass, treble, balance, loudness and motorized vol-
ume controls. Outputs for two pairs of speakers. 'V headphone jack. Multi -function
remote requires 2 "AA" batteries. RU1131-3048 179.99
100 watts/channel, min, RMS into 8 ohms, 40-20,000Hz, no more than 0.9% total harmonic distortion
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Stereo amplifier fits shelf or
desk-great for a small system
Optimus SA -155. Design a custom mini stereo sys-
tem around this compact amplifier. It features a
switchable phono input so you can use a magnetic or
ceramic -cartridge turntable. You also get inputs for
CD/tape and a tuner, plus tape output for recording.
You can even use it to boost the output of a com-
puter sound card. Stereo/mono selector. Tone and
balance controls. 18" headphone jack for private lis-
tening. Power -on indicator. Just 23/0(9'12x61h"

IRO 31-1957 59.99

3 -input
audio
control
center

Need more inputs? Here's a low-cost way to end ca-
ble swapping and increase your audio system's capa-
bilities. Easy hookup-just plug into your amplifier or
receiver's aux input and connect up to three addi-
tional stereo sources such as CD player, tape deck,
VCR or satellite receiver. 42-2112 14.99

=^150 -watt stereo receiver brings you the
convenience of remote control and a sleep timer
Optimus STA-3750. Excellent choice for a second or "starter" stereo component
system. This digital -tuning receiver provides presets for 30 FM and 30 AM stations. It
has inputs for four sound sources-CD, phono, TVNCR/aux and tape deck. Set the
sleep timer and the receiver shuts off automatically up to 90 minutes later. The 25-

key remote lets you control all major functions, including the motorized volume con-
trol. For sound the way you like it, there are separate bass, treble, balance and
loudness controls, outputs for two airs of speakers and a'/4" stereo headphone jack.
Remote requires 2 "AA" batteries. 31-3047 149.99
50 watts/ch3nnel, min. RMS into 8 ohms: 40-20,000Hz, no more than 9% total harmonic distortion

111111....

10 -band graphic equalizer with
stereo image enhancer
Lets you boost/cut frequency response up to 12dB for each
of 10 frequency bands to suit listening preferences or room
acoustics. Also compensates for poor -quality recordings or
less -than -ideal speaker placement. Switchable image en-
hancer electronically widens the soundstage to enhance
stereo effect. Fluorescent spectrum -analyzer display lets you
see your adjustmerts. Tape dubbing/monitoring controls.
EQ/bypass switch provides instant comparison of equalized
and original sound. W1131-2030 129.99

Connected Equipment Guarantee up to 510,000 See pg. 384.

EMI 7- out I et surge protector
with protection -failure alarm
Master on/off "power ring" has surge and ground protec-
tion indicators. Protects against surges on antenna/cable
line. The 7 -ft. cord has a right-angle plug to allow it to run
close to wall. See full description on p. 385. 61-2330. .29.99

1212g High -power speaker
selector controls up to 6 pairs
Take charge of up to 12 speakers from a central loca-
tion. This flexible control center is perfect for a custom
"whole house" stereo system-it even includes
handy pre-printed room labels. Featuring built-in pro-
tection circuitry, the selector can handle up to 150
watts per channel. Full 20-20,000Hz frequency re-
sponse. Push connectors assure positive contact and
accept up to 14-ga. speaker wire. 40-241 .... 99.99

Connected Equipment Guarantee up to 510,000 See pg 384

Home -theater power center
Centralized power distribution and protection for your
home theater and/or DSS system. This slim, under -the -

receiver power center provides six power outlets and
has an 1850 -joule rating. Protects from voltage surges
on the antenna/cable and phone lines, too. Dedicated
audio and video filters. 5 LED status indicators. 6 -ft.
cord. See full description on page 385. 61-2236 99.99

Choose the Optimus receiver with the features you want
Model
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Video
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Subwoofer
Output

Remote
Control Special Features

Catalog
No. Price

STA-3750 50x2 N/A 4 V Sleep timer 31-3047 149.99

STA-3760 100x2 N/A 4 V Sleep timer 31-3048 179.99

STAV-3370 100x2 100x4 V V 5 2 s, be System Virtual Dolby surround 31-3042 199.99

STAV-3780 100x2 100x5 V V V 6 3 V V System
5 -channel discrete amplifier, 5-Dtheater

movie, Virtual Dolby surround 31-3045 299.99

STAV-3790 100x2 100x5 V V V 6 3 we v Programmable 5 -channel amplifier, 5-D theater mode,front
AN jacks 31-3046 399.99

Copies of applicable warranties are available upon request in stores for inspect on before sale, or by writing Customer Relations, 100 Tnroc:morton, Suite 600, Fort Worth, TX 76102


