
146 Everything in headphone and audio plug adapters.

Inline adapters

1111111
Accepts 'k" mono plug. Fits '14" stereo jack. Use to
combine left and right -channel signals from a stereo head-
phone jack. 274-1520 1 99

Accepts 1/4' mono plug. Fits'/." mono jack. For custom
hookups such as connecting a mic with'/" plug to a 'h" mic
jack. 274-047 1 99

Accepts 1/4" mono plug. Fits mono jack. Gold-
plated jack and plug. 274-885 2 49

Accepts `h" mono plug. Fits phono (RCA) jack.
274-389 2/3.59

Accepts'/." stereo plug. Fits 'A" mono jack. Use stereo
headset with shortwave or other radio having 'A" mono
'phone jack. 274-360 199

Accepts 1/4" stereo plug. Fits 'A" mono jack. Connect
stereo headset to scanner, CB or recorder with A" mono
'phone jack. 274-361 199

111111V--
Accepts '/4" stereo plug. Fits 'A" stereo jack. Use full-
size headphones with equipment having a A" stereo head-
phone jack. 274-366 199
Gold version. 274-875 299

1111111-6.
Accepts'/." mono plug. Fitslk" mono jack. For custom
hookups such as connecting a mic with 'k" plug to a '14" mic
jack. 274-325 199

111111111=aiz>
Accepts 1/B" mono plug. Fits 'A" stereo headphone
jack. Combines left and right -channels. 274-363.... 1.99

1E1

Accepts V mono plug. Fits phono (RCA) jack
274-326 1 99

Accepts '1." stereo plug. Fits phono (RCA) jack.
274-387 2 29

Accepts 'V stereo plug. Fits '/." mono jack. Use light-
weight headset with shortwave or other radio having a'6"
'phone jack. 274-348 2 49

Accepts 'V stereo plug. Fits 1/4" stereo jack. Use light-
weight stereo headset with a stereo having a 'A" head-
phone jack. 274-367 1 99
Gold version. 274-876 2 99

Accepts 'A" mono plug. Fits'/." stereo jack. Useful for
providing a monaural output from a stereo headphone jack.
274-374 199

Mk-
Accepts 'A" stereo plug. Fits 'A" mono jack. Use
stereo headset with mono device such as scanner, CB,
shortwave or recorder. 274-368 t99
Gold version. 274-882 2 49

Accepts 132" (submini) mono plug. Fits 1/4" mono jack. Con-
nect an earphone with '132" plug to 'A" mono headphone jack.
274-328 199

Accepts phono (RCA) plug. Fits 1/4" mono jack. For custom
hookups such as connecting to a recorder's mic jack.
274-320 Pkg. of 2/3.49
Gold version. 274-884 Each 2.49

4111Mids,
Accepts phono (RCA) plug. Fits 1/4" stereo jack. Use to com-
bine left and right -channel signals from a stereo headphone jack.
274-365 199

4111111110-
Recording-level attenuator. Fits 'A" mono jack. Built-in 40dB
attenuator lets you dub from a line -level jack to a recorder with-
out a line -level input. 274-300 3 49

Accepts phono (RCA) plug. Fits'/" mono jack. For custom
hookups such as connecting to a recorder's microphone or aux in-
put. 274-330 189

EM3P7
Accepts phono (RCA) plug. Fits 'A" stereo jack. Useful for
recording in mono from a stereo headphone jack.
274-378 2 49

OW-
111h-

UMW -
3 -piece mono adapter set. Adapts a phono plug, a 'A" phone
plug or a13," phone plug to fit a 'A" monaural jack.
274-359 Set 3.49

1111.11"- able
(1) (2)

1111-6.
(5)

Fig. Accepts Fits Cat. No. Each
1 'h' stereo plug 'hi" stereo jack 274-373 2.99
2 '4" stereo plug 34," mono jack 274-381 2.29
3 'I." mono plug 132" mono jack 274-327 1.99
4 '4," stereo plug 'h" stereo jack 274-397 2.99
5 '18" mono plug '4' mono jack RSU 12023230 1.99
6 'Jr.' mono plug In" mono jack RSU 12023222 1.99

V -adapters

Accepts two 1/4" mono plugs. Fits 1/4" mono phono jack.
For custom hookups such as connecting two microphones to one
microphone jack. 274-309 2 99

1111-64.
Accepts two 'k" mono plugs. Fits 1/4" stereo jack. Gold-
plated plug and jack. Plastic housing and shroud.
RSU 12023263 2 99

Accepts two 'V mono plugs. Fits phono (RCA) jack_ Gold-
plated jacks and plug. Plastic housing. 274-890 4 49I._ -it,

Accepts two 'A" stereo plugs. Fits 'A" stereo jack. Share
the music. Connect two headphones to one headphone jack.
274-302 3 59

If -adapters

B
Accepts two 'A" stereo plugs. Fits 'A" stereo jack.
Gold-plated jacks and plug. Plastic housing. 274-888.. 4.99

Accepts two 1/4" mono plugs. Fits 'k" mono jack. For
custom hookups such as connecting two microphones to one
mic jack. 274-310 2 49

Accepts twotwo Jr." mono plugs. Fits h" stereo phone
jack. Use to separate left and right -channel signals
274-375 3 59

Accepts two 'h" stereo plugs. Fits 'h" stereo phone
jack. Connects two stereo headsets to one stereo headphone
jack. 274-313 3 99
Gold version. 274-879 4 59

Bookscassette® adapter.adapter. Listen to books on tape recorded
in 4 -track mono through both sides of your stereo headset or
earbuds. 274-396 3 69

Accepts two 1/4" stereo plugs. Fits'/" stereo jack. Steel
jacks and plug. Plastic housing. 274-891 2 49

Accepts two phono (RCA) plugs. Fits 'A" mono jack.
For custom hookups such as connecting a stereo cord to a
mono mic jack. 274-304 2.99
Gold version. 274-880 399

Accepts two phono (RCA) plugs. Fits 1/4" stereo head-
phone jack. Separates left and right signals from a stereo
headphone jack. 274-308 3 69

(7) (8)

(7) Accepts two phono (RCA) plugs. Fits 'h" mono
jack. Use for testing, temp hookups or experiments.
RSU 12023214 3 19

(8) Accepts two phono (RCA) plugs. Fits 1/4" mono
jack. Gold-plated jacks, plug. Plastic housing. 274-889, 3.19

(9) (10)

(9) Accepts two phono (RCA) plugs. Fits '/8" stereo
jack. Can be used to separate left and right -channel signals.
274-369 3 69
(10) Accepts two phono (RCA) plugs. Fits 'h" stereo
jack. Gold plated. 274-883 4 19

Gold -Plated (13)

Fig. Accepts fits Cat. No. Price

11 Three phono plugs 274-511 2.49
12 Two phono plugs Phono jack 274-303 2.49
13 Two phono plugs Phono jack 274-881 3.19

Bookscassette is a registered trademark of Brilliance Corporation. Items with an RSU number are available for fast shipment direct to your door from RadioShack Unlimited' Shipping and pricing information on page 395.


