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Outdoor antenna
(p. 188)

Antenna lead-in
cable (p. 194, 196)

Antenna guy
wires
(p. 194)

Mast -mount amplifier
1/15-1109 (below)

Antenna rotator
(p. 188)

Antenna mast
(p. 191)

High -gain antenna -mounted
signal amplifier boosts VHF -TV
(channels 2-13), UHF -TV (channels
14-69) and FM up to 30dB. Ad-
justable gain. Includes hardware.
Switchable FM trap cuts FM interfer-
ence. 15-1109 59.99

70 -channel 2 -way distribution
amp. Boosts cable/VHF signals 10-
20dB for distribution to 2 sets. Helps
on long cable runs. 50-500MHz. UL
listed AC. 15-1960 29.99
As above but with single outlet.
15-1112 27.99

Clearer Picture & Sound
A properly installed outdoor antenna provides the best TV and FM reception. If an outdoor

antenna is impractical, an indoor or attic -mounted antenna is acceptable, although not as

effective. If you own an outdoor antenna, check its condition -if it is damaged, corroded

or more than 10 years old, you should replace it.

In weak -signal areas, antenna height is important. In general, the higher the

antenna is mounted, the better it performs. Also, if the stations are in different directions,

an antenna rotator will let you aim your antenna for best reception.

If you live in a "fringe" area far from the stations, a good outdoor antenna plus an

antenna -mounted amplifier are the keys to better reception. In areas where TV and

FM signals are so weak that even a large antenna, rotator and high -gain amplifier will

not be effective, a satellite -TV system is a great alternative.

Antenna -mounted inline UHF signal
amplifier is the one to use if UHF -TV
channels are weak and VHF -TV channels
are satisfactory. Boosts UHF 20dB. VHF-
TV/FM pass through unaffected.
15-1115 29.99

4 -way distribution amplifier. Boosts
cableNHF signals 10dB for distribution to
up to 4 TVs, VCRs, cable boxes. Compen-
sates for long cable runs. 50-400MHz. UL
listed AC. 15-1119 15.99
Above with 2 outputs. 15-1116 13.99

Above with 1 output 15-1118 12.99

When to use an antenna -mounted TV/FM amplifier.
Antenna -mounted amplifiers are intended primarily for weak -signal "fringe" areas
far from TV/FM stations. They're useful in moderate signal areas, too -if there is a
long run (over 100 feet) of cable between the antenna and TV, or if you are using
splitters to divide signals to drive several sets.

When to use an indoor TV/FM or cable amplifier
Indoor amplifiers compensate for long runs of coax cable indoors and can distribute
signals to several TVs. Three of our indoor amplifiers, (#15-1167, 1168, 1113) boost
all VHF/UHF-TV channels 2-69 and FM. Others are intended primarily to boost ca-
ble -TV or other VHF signals and distribute them to other rooms.

Amplifier
Cat. No. Installs

VHF-TV/FM
(Ch. 2-13)

UHF -TV

(Ch. 14-69)
Cable
N

Gain
in dB

Number
of Outputs Price

15-1118 Indoors ,/ ,I 10 1 12.99
15-1116 Indoors / ,I 10 2 13.99
15-1119 Indoors / / 10 4 15.99
15-1117 At antenna / I 10 1 17.99
15-1113 Indoors I / 20 1 24.99
15-1170 At antenna / 10 1 24.99
15-1112 Indoors / / 10-20 1 27.99
15-1960 Indoors / ,I 10-20 2 29.99
15-1115 At antenna (Pass-Thru) 20 (UHF) 1 29.99
15-1168 Indoors / 24 4 34.99
15-1108 At antenna / / 10-25 1 39.99
15-1167 Indoors / 24 4 44.99
15-1109 At antenna ,I / 20-30 1 59.99

simmusentallips
Available
Nov. 1999

1Z123 In -line signal amplifier. Mini-
mizes signal loss caused by in -line devices
or long cable runs (over 100 feet). Boosts
signal by up to 10dB for CAN, satellite,
VCR, TV antennas. Requires 75 -ohm coax
cable connection. 15-1170 24.99
TV/FM only. 15-1117 17.99

4 -way distribution amplifier with re-
mote power supply. Boosts VHF/UHF-
TV (channels 2-69) and FM from an
outdoor antenna or cable TV. Distributes
signals to up to to 4 TVsNCRs. 24dB gain.
Can be located in a central location such
as an attic. Power supply plugs into an AC
outlet near TVNCR. 15-1167 44.99
As above, but not remote powered.
15-1168 34.99

Antenna -mounted signal ampli-
fier delivers typical gain of 25dB on
VHF -TV, 20dB on UHF. Gain adjusts
within a 10dB range to prevent over-
loading. Has switchable FM trap to
cut interference on TV from strong
FM stations and automatic short-
circuit protection. 15-1108 ... 39.99

A/V distribution amplifier. Lets
you feed the video and audio signals
(stereo/mono) from a VCR or other
source to as many as three other
VCRs or TV monitors. Great for multi -
VCR or camcorder -to -VCR dubbing
setups. 15-1103 29.99

VHF/UHF/FM amplifier with sin-
gle output. Adjustable gain, up to
20dB gain.
15-1113 24.99

We have what you need to do the job right!
Moisture in connections and coax cable flapping in the wind can seriously
degrade your artenna's and/or amplifier's performance in a velyshort period of
time. See items Jelow and others on pages 194-197, 195 and 205.

Ir door/outdoor
siicone wrapping
tape. Self -fusing.
1' x3 -ft roll.
6.1-2336 2 69

Nail -in coax cable
c ips. Ends cable
flapping in wind.
Fir RG-6/8/11.
278-1661 ... 6/99¢

Silicone sealer. An
excellent weather-
proofer. 3 -oz. tube.
64-2314 2 99

Super -strength
electrical tape. 7 -
mil thickness. Big
'A" x66 -ft. roll.
64-2352 2 99


