
Soldering sets, tools and the right solder for the job. 207

-piece basic soldering set
cludes everything you need for basic soldering jobs
one package. Comes with a 30 -watt soldering

3n, iron safety stand, rosin core solder, soldering
?lper, heat sink, plus easy -to -follow beginner's sol-
ering instructions. 64-2802 7 99
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1 -piece soldering tool set
Jps for kit builders and repair work. 30 -watt pencil
on, safety stand, rosin core solder, soldering helper,
V2" longnose pliers, 51/4" diagonal cutter, 53/4" and
14" regular screwdrivers, 472" Phillips screwdriver,
eat sink and carrying case.
4-2803 19.99

)esoldering tools
1) 45 -watt desoldering iron. Desoldering made
asy. Tip heats connection to melt solder. Vacuum
ulb pulls it up. Replaceable tip. 8" long. 5 -foot cord.
4-2060 9 99
eplacement tip. 64-2061 1 29
leavy-duty desoldering tip. 64-2062 1 99

2) Vacuum desoldering tool. Heavy-duty vac -
Wm device pulls up hot solder. 64-2098 6 99

Standard solder

Clear -flux solder

Clear flux solder
Great for projects and design work. High -strength solder
provides better -looking results-holds shape, dries
smooth. Repair joints on circuit boards in PCs, TVs, VCRs,
CBs and other electronic devices. 60% tin, 40% lead,
rosin -flux core, .063" size, 2 oz. 64-018 389

(3) Rosin core solder. Standard 60/40
(3) formula for electronics work.

NEW! .0321 0.5 oz. 64-017 1 19

.062", 0.5 oz. 64-001 1 19

.062", 1.5 oz. 64-002 2 19

.062' 8.0 oz. 64-007 6 69

.062", 1 lb. 64-008 10.99

.050", 1.5 oz. 64-006 2 69

.032", 2.5 oz. 64-005 3 79

.032", 8.0 oz. 64-009 7 99
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Workbench accessories
4 -piece tool kit for
soldering/desoldering
Heat sink prevents damage to sensitive
components when soldering. Includes

:4100.

a versatile brush/scraper tool and two
probes. 64-2227 419

4 -piece probe set
Professional picks designed for preci-
sion work-scribing, marking, sepa-
rating, positioning and counting.
Hardened, tempered stainless steel.
64-1941 9 99

Enervac® mini vacuum
Handy cordless vacuum is perfect for
the car, workshop or computer.
Includes brush and nozzle attach-
ments. Easy -to -clean filter. Requires 4

"AA" batteries. 61-2504 9 99

Workbench helpers
Iron holder/tip cleaner
All -in -one solder station helps keep your
workbench free from solder splatters and
burn marks. Coil holder protects you and
your work while the convenient sponge
cleans soldering tip. 64-2078 ....6.49

Sturdy extra "hands" -7
with magnifier
Two alligator clips hold parts securely.
Ball joints permit movement to best
working angle. Magnifier brings the
work up close. 64-2063 9 99

Vacuum -base mini vise
Holds parts securely for soldering, glu-
ing, drilling. 64-2094 4 59

Solder and soldering accessories
RadioShack has a big selection of solders plus handy helpers that
speed up kit -building, do-it-yourself projects and repair jobs.
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(4) Tip tinner/cleaner compound. Keeps
your soldering iron ready for making quick and
efficient connections, and prevents oxidation of
tips. 64-020 5 99

(5) Desoldering braid. Just press onto solder
connection with hot iron; solder wicks -up to
braid 64-2090 229

(6) Desoldering bulb. Easy! Heat up solder
to molten state and vacuum up with bulb.
64-2086 2 79

(7) Rosin soldering flux. Nonflammable.
Wipes clean with cloth or solvent. 1 oz.
64-021 2 19

(8) Solder -weld. Silver -bearing paste. Use
with lighter or iron. Ideal for RF hookups. 7.1
grams. 64-029 3 99

QUESTION:
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ANSWER: Fo"foLl thest, three ste,?s

ONE: The connection to be soldered must
be clean. A small file, sanding pen or steel
brush can be used if needed. With elec-
tronic equipment, you should always use
a rosin core solder. Use RadioShack's for

best results.

TWO: When first using a new gun or iron,
coat the tip with solder to prevent oxides
from forming, then immediately brush off
the excess with a soft cloth to form a
smooth, silvery soldering surface. This
process is called "tinning" and should be
performed periodically for efficient soldering.

THREE: Apply tapered surface of the tip to
the connection. Allow connection to become
hot, then apply solder (see picture below).
Don't use the point to melt solder-let the
connection melt it to avoid "cold" solder
joints (poor joints that go bad later). When
solder begins to flow, carefully lift tip away
from work while keeping the connection
stable. When soldering delicate compo-
nents, work quickly and use a heat sink
to draw off damaging heat.

Caution: Do not touch hot iron tip or molten solder.

1WRONG/ RIGHT

/9) Specialty solder
(9) Lead-free solder. High strength.
Repair joints on circuit boards in comput-
ers, TVs, VCRs, more. 96% tin/4% silver.
0.032" diameter. 0.25 oz. 64-025 .2.89
0.062" diameter lead-free solder.
0.5 oz. 64-026 2 89

(10) Lead-free rosin -core solder. For
fine electronic soldering. 0.050" diameter.
97% tin/3% copper. 2 oz. 64-027...5.49

(12) (11) Solder tape strips. Solder with a
match or lighter! For outdoor hookups,
antenna jobs. Pkg. of 100.64-010..1.59

(12) Silver -bearing solder. Ideal for
soldering surface -mount devices. 62/
36/2% tin/lead/silver formula. 0.022"
size. 1.5 oz. 64-013 3 79

ET21 (13) 0.015" -diameter silver -
bearing solder. 1 oz. 64-035 .... 3.49

(14) Hi -tech solder. 63/37% tin/lead.
0.050" diameter. 1.5 oz. 64-015... 2.99

RadioShack solder meets QQ-571-E Federal standards


