
More kits to let your imagination soar.

Universal audio preamplifier
with adjustable output level
Ideal for boosting a low-level audio signal from a mi-
crophone or musical instrument pickup. Maximum in-
put signal: 40mV. Output impedance: 1k ohm.
Frequency response: 20-20,000Hz ±3dB. Requires 10

to 30VDC, 10mA.
RSU 12127130 9 99

Universal timer can provide
delays up to 60 minutes
Circuit can be modified to provide delays up to 60
minutes. Possible uses include photography/darkroom
timing, science projects, light displays, or adding au-
tomatic shut-off function. Small llhx23/4" size makes
it easy to add to an existing device or project. On-
board relay switches up to 15 amps. Timer circuit re-
quires 12VDC, 55mA.
RSU 12127148 14.99

Flash! Build a bright strobe
light with adjustable rate
Adds a "disco" effect to parties-dancers seem
to "freeze" or appear in slow motion. Also great for
custom projects, photography experiments, even as
an attention -getting warning indicator or alarm.
Flash rate is adjustable from 5 to 15 pulses per sec-
ond with the rotary control. Requires 110-120VAC.
RSU 12126926 19.99

Code lock with numeric keypad
Entering the correct 4 -digit code activates an on -board re-
lay that can handle up to 15 amps. You can use the code
lock to arm a security system or turn almost anything elec-
trical on/off. A front -panel LED indicates on/off status. The
code is resettable-up to 3,000 combinations available.
Front panel is about 314x31/4". Overall depth is about 15/8"
Requires 9-15VDC or 8-12VAC. Power consumption-
output on: 40mA, output off: 0.31.tA
RSU 12126942 34.99

7 -watt mono audio amplifier
This small amplifier uses a TDA2003 IC which offers ther-
mal and short-circuit protection and is capable of produc-
ing 4 watts RMS into 4 ohms. Total harmonic distortion is
just 0.05% at 1 watt (1kHz). Frequency response: 20-
20,000Hz ±3dB. Input sensitivity: 4OmV. Requires 8 to
18VDC, 0.5A. Approx. 2'4x11/2". RSU 12126918 ...12.99

Super -mini mono audio amplifier
delivers up to 2.5 watts
Tiny 11/4x13/8" board contains both a preamplifier and
power amp which can be used separately or together. Input.
sensitivity-preamp: 20mV, power amp: 150mV. Frequency
response: 60-15,000Hz. Requires 4.5 to 15VDC. Maximum
output power: 2.5 watts into 4 ohms when using a 12 volt
power supply. RSU 12126934 12.49
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Single -channel "code -lock"
RF remote -control receiver
Use with transmitter below for a code -protected cus-
tcm remote control system. Operate lights, a car
alarm, other device or project from up to 90 feet
away. Using RF (radio frequencies), the system works
through non-metal walls and floors and around cor-
ners. The receiver's on -board relay handles up to 15
amps and the circuit can be configured to provide
toggle or momentary contact. LED on/off and receive
indication. Requires two 9V batteries or 12-16VDC,
100mA max. RSU 12126967 24.99

Two -channel "code -lock"
remote -control transmitter
This remote in a key holder -type housing works with
the receiver above and provides a choice of over
8000 codes. Maximum range is about 90 feet. Has
LED on/off and battery indication. Requires mini 12 -
volt battery, extra (RadioShack #23-144, see page 340).

RSU 12126959 19.99

FM wireless microphone kit
Transmits sound to any nearby FM radio-without
wires. Maximum range is about 45 feet. Tiny 13/8016"
board houses a sensitive electret mic element and a
2 -transistor circuit, tunable from 91 to 97MHz. Pro-
vides about 80 hours continuous operation. Requires
"N" -type 1.5 -volt battery and soldering. (See page 339
for battery, page 229 for battery holder.). 28-4030 .. 11.99

Items with an RSU number are available for fast shipment direct to your door from RadicShack Unlimited'. or see our selection of products at RadioShack.com. Shipping and pricing information on page 395.


