
Car equalizers, crossovers, antennas, & accessories. 327

T -band passive equalizer
Nith 4 channels, sub crossover
:asy-to-use rotary controls to fine-tune your system.
our channels: line level inputs, front, rear and a sub-
voofer channel. Front -rear fader. Level control and
)uilt-in crossover for subwoofer. CD input jack al-
ows use of CD portable in car. gui
12 -1978 79.99eft 40 -watt

under -dash
booster/amp

:ompact-mounts under dash or seat to deliver 20
Natts per channel max. power. You'll hear more music
3t a more enjoyable level. Power on/off button, LED
"on" indicator. Speaker -level input. For use only with
nigh -power -handling speakers. 1x43/16x45/16"

12-1869 19.99

Electronic
subwoofer
crossover
Specifically designed for au-

tomotive subwoofer systems. Active crossover
network delivers greater flexibility and efficiency.
Adjustable crossover frequencies of 50/90/180Hz let
you "fine-tune" your system. r
12-2012 29.99

3 -way electronic
crossover system
Get the most from your multi -

amp car audio system! Selectable 45/80/120Hz sub -
woofer Bass Boost control. Midrange low-pass 50/
90/180Hz and upper 2/4/6kHz. High-pass 2/4/6kHz.
2 pairs of input jacks, 3 pairs of output jacks. Rugged
design, mounts in trunk or under rear deck.
IV 12-2011 49.99

40 -watt, 7 -band EQ/booster
Boost the power and customize the sound of your car
stereo. Front -rear speaker fader. 10 -segment LED
power meter. Line -level and speaker -level inputs.
Input jack for portable CD player. Mounts easily under
the dash. 20 watts per channel maximum power.
11/4 x63/8x 5 ': MI 12-1966 59.99

Line-out converter
(1) What you need to connect amplifiers and equalizers to
car stereos that don't have line-out jacks. 12-1338 19.99

FM signal booster
(2) Great for "fringe" areas. Boosts FM signals by more
than 10dB to bring in stations more clearly. For 12VDC neg./
pos. ground. 12-1873 19.99

CD -to -cassette adapter
(3) Easily connects a portable CD player to your current car
cassette player. Loads like a regular cassette tape. With
motion sensor. 12-1999 19.99

Wireless CD adapter
(4) Play your portable C D through your car stereo. Converts
audio from your player's headphone jack to a high -quality
FM signal. Requires 2 "AAA" batteries. 12-2051 39.99

Ground loop isolator
(5) When amplifier is mounted far from in -dash stereo,
multiple ground points can let current flow through au-
dio cables, causing noise-a ground loop. Isolator blocks
this current to virtually eliminate noise. 270-054, 14.99

AM/FM stereo antennas

(6) I (7) I (8) (9) (10) ll (11) (12) ll (13)

See Index for these listings:

Connectors, Audio  Fuses and Holders
Wire and Cable, Speaker Wire and Cable, Wire Management

Accessory
Headquarters

Windshield
AM/FM Antenna
Transparent antenna tape with
lead-in cable, fender cap.
12-1325 499

3 -way connector
Couples two antennas to one radio, or

' one antenna to two radios. Built-in
capacitor. 12-1313 1 99

Male -to -female
12 -foot
extension cable
Ideal for rear -mount antennas. Built-in capacitor.
Shielded. 12-1311 4 99

Male -to -male
24" extension
Shieldec. 12-1314

Male -to -female
24" extension
Adds 2 feet to antenna
cable. 12-1312 1 99

199

GM antenna adapter
Adapts GM mini connector to standard
radio jack. 12-1336 299

(6) Flexible universal replacement mast.
131/4" long. 12-2267 4 99

(7) Black universal replacement mast. Mast -mount. 301/4"
long. 12-2268 6 99

(8) "Rubber ducky" antenna. Roof, truck, fender mount. 16"
long. 50" cable. 12-1327 799
(9) Flexible universal antenna. Fender or cowl mount.
Swivel base. 15" long. 54" cable. 12-1331 7 99

(10) One-piece mini antenna. For small mounting areas. 31"
stainless steel whip mast 54" cable.
12-1322 9 99

(11) Universal "8 -ball" antenna. Adjustable top cowl/
fender mount. Extends from 211/4" to 55'; adjusts 350. Stainless
steel whip. 54" cable. 12-1306 9 99

(12) Black one-piece mini antenna. 31" long. 54" cable. For
narrow fender areas. 12-1334 9 99

(13) Gutter -mount antenna. Three -section whip extends to
301/4". 78" cable. 12-1324 999
(14) Pillar -mount antenna. Fits most domestic and foreign
cars. Extends from 1912" to 51". 61" lead-in cable.
12-1320 999
(15) Stainless steel spring antenna. Swivel ball mount for
owl/fender. Extends from 251/4" to 55". Adjusts 90°. 48" cable.
12-1307 9 99

(16) Power antenna. Needs only 13" of room below mounting
surface. Extends/retracts when radio or ignition is turned on or
cff. Extends to 39". Stainless steel.
12-1330 39.99


