
330 Hard-working truck/van speakers and subwoofers.

10" 2 -way split -box truck speakers
150 -watt RMS, 450 -watt maximum capacity per pair. These
speakers are designed to withstand the toughest conditions.
Heavy-duty carpet protects the speaker enclosure and vehi-
cle interior from scuffs and scratches. Tuned -port design for
great bass. 33/4" piezo electric tweeters deliver crisp, sharp
high frequency response. Each measures 19x6x14" each. 4
ohms impedance.1012-1751 Pair 149.99

8" 2 -way split -box truck speakers
100 -watt RMS, 300 -watt maximum capacity per pair. These
speakers are designed for use in or out of vehicle. Heavy-
duty carpet protects the speaker enclosure and vehicle inte-
rior. Protective metal grille. Polymer laminate woofer is
moisture resistant. 33/4" piezo electric tweeters deliver sharp
high frequency response. Each measures 16x6x12" each. 4
ohms impedance.12-1749 Pair 99.99

8" 2 -way hatchback speaker
125 -watt RMS and 375 -watt maximum capacity. Features
heavy-duty carpet covering, metal grille and carry
handles-can easily be moved outside vehicle for tailgate
parties. Delivers rich stereo sound with 2 -way ported design.
Polymer laminate woofer is moisture resistant. 31/4" piezo
tweeter maximizes high -frequency response. Measures 30x
10x10". 4 ohms impedance. IO12-1750 .. Each 99.99

Optimus Pro -Series
Subwoofers!
Our newest breed of subwoafer boasts a monster sound and awesome power handling.

They're ideal for sealed, vented, or band-pass type enclosures. The unique design-a

heavy-duty voice coil mounted on a DuPont Kapton® former-delivers extremely high

output with very low distortion. The drive system delivers a high SPL (sensitivity rating). A

magnetically optimized extended pole piece creates a more symmetrical magnetic field.

Each speaker includes detailed instructions for building both sealed and vented enclosure

12" component subwoofer
PRO -05W1200. 200 -watt RMS, 400 -watt maximun
capacity. 31-150Hz frequency response. 11h" voice cot
mounted on a DuPont Kapton fiber former for higi
output, low distortion. 5 -way gold binding posts mak(
for easier and better connections. Polypropylene dus
cap. 28 -oz. magnet, 89dB sensitivity (1 watt at '

meter), 4 ohms impedance. 55k" mounting depth.
40-1019 79.95

10" component subwoofer
PRO -05W1000. 200 -watt RMS, 400 -watt maximurr
capacity. 38-150Hz frequency response. 11h" voice coi
mounted on a DuPont Kapton fiber former for high
output, low distortion. 5 -way gold binding posts make
for easier and better connections. Polypropylene dust
cap. 25 -oz. magnet, 88dB sensitivity (1 watt at 1

meter), 4 ohms impedance. 41/4" mounting depth.
40-1018 69.99

8" component subwoofer
PRO-CSW800. 100 -watt RMS, 200 -watt maximum
capacity. 38-400Hz frequency response. 1" voice coil
mounted on a DuPont Kapton fiber former for high
output, low distortion. 5 -way gold binding posts make
for easier and better connections. Polypropylene dust
cap. 20 -oz. magnet, 87dB sensitivity (1 watt at 1

meter), 4 ohms impedance. 31/2' mounting depth.
40-1017 59.99

Fully assembled, carpeted woofer enclosures are
available through RadioShack Unlimited (RSU).
Choose from sealed, vented and bandpass-type enclosures for 8", 10", or 12"

woofers. Also available for direct -to -home (or shop) delivery, is a wide selection of

amplifiers, crossovers, pre -loaded enclosures and replacement speakers. Shipping extra.
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DuPont and DuPont Kapton are registered trademarks of E.I. du Pont de Nemours and Company.
Copies of applicable warranties are available upon request in stores for inspection before
sale, or by writing Customer Relations, 100 Throckmorton, Suite 600, Fort Worth, TX 76102


