
Dual -trunking and multi- trunking scanners.

Follow Conversations
On Virtually All Analog
Trunked Radio Systems
The dual- trunking scanners on this page follow GE/Ericsson (EDACS)

trunked radio systems in addition to Motorola type I, II, and .1/11. Our

multi-trunking scanners follow those two types of systems plus LTR

trunked business radio systems by E. F. Johnson, Uniden and others.
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Scanners on this page include
NOAA weather radio alert

500 -channel multi-trunking scanner
with alphanumeric display and memory cloning*
PRO -92. Follows analog Motorola I, II, VII, GE/Ericsson and LTR (Johnson/Uniden)
trunked systems. Scans up to 10 trunked systems at the same time or trunked and
conventional channels together. Enter names of services into memory and see them
on the 4 -line display as you scan. Features include digital weather alert with type of
alert displayed, CTCSS/DSC decode and cloning interface. *With included cable, all
memory can be cloned from one PRO -92 to another or to PRO -2067 mobile scanner
below, right. Was $349.99 in 2001 catalog. RSSP 20-522 New Low Price! 249.99
Frequency Coverage: 29-54, 108-174, 380-512, 806-960MHz (excluding cellular). Power:
Requires 6 "AA" batteries or adapter: AC #273-1767/H, DC #273-1810/H. Jacks: Earphone, antenna
(BNC), power, PC interface. Includes: Detachable antenna, clone cable, belt clip. Size: 6'/,6x 2'1x 13/4'

Windows -compatible software. Allows PC to emulate clone mode so you can
download frequencies from a computer to PRO -92. With cable. 940-1223 ...69.99
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1000 -channel dual-trunking desktop scanner
PRO -2052. Follows analog Motorola I, II, Ill and GE/Ericsson (EDACS) trunked
systems. Weather alert. RS -232 link for PC uploads, downloads (requires cable and
software, below). Was $369.99 in 2001 catalog. RSSP 20-432 New Low Price! 299.99
Frequency Coverage: 29-54, 108-174, 179.75-512, 806-956 (excluding cellular), and 1,240-
1,300MHz. Power: Included UL listed AC adapter or add car DC cord #270-1533/M. Jacks: Antenna
(BNC), power, RS -232C. Includes: Detachable indoor antenna, nationwide trunked frequency list.
Size: 2% x 87. x 7"k".

Windows -compatible software. Shows PRO -2052 on your PC. Allows direct
control, up/downloads. (Requires 9 -pin serial cable, such as #26-117.) 940-1222 ... 29.99

)))

Leather case for
PRO -94.
940-0896 19.99

Leather case for
PRO -92. (Not shown)

940-1224 19.99
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1000 -channel dual-trunking scanner
PRO -94. Follows analog Motorola I, II, I/II, and GE/Ericsson (EDACS) trunked
systems. Extended coverage includes 220MHz and 1,240MHz Ham bands. Built-in
NOAA weather alert with level of alert displayed. Memory is arranged in 20 banks of
50 channels. 20 priority channels. Service search makes it easy to explore preset
frequencies for police, fire, weather aircraft, marine and Amateur Radio. Was $299.99 in
2001 catalog. [*-.1 20-524 New Low Price! 249.99
Frequency Coverage: 29-54, 108-174, 216-225, 406-512, 806-960 (excluding cellular) and 1,240-
1,300MHz. Power: Requires 4 "AA" batteries or adapter: AC #273-1767/H, DC #273-1810/H. Jacks:
Earphone, antenna (BNC) power. Includes: Detachable flexible antenna, belt clip. Size:
6V,6x2Vex
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500 -channel multi-trunking mobile scanner
PRO -2067. Follows analog Mctorola I, II, I/II, GE/Ericsson (EDACS) and LTR
(Johnson, Uniden) trunked radio systems. Backlit alphanumeric display permits text
entry for easy frequency/trunking ID. NOM weather alert with type of alert displayed.
Scans up to 10 trunked systems or both trunked and conventional systems at the
same time. CTCSS/DCS decoder. Cloning capability with PRO -92 handheld scanner
above. Program the handheld and transfer memory contents to this mobile scanner in
just a few minutes with included cable. Or, use optional PRO -92 software, above left.
Was $349.99 n 2001 catalog. RSSP 20-196 New Low Price! 249.99
Frequency Coverage: 29-54, 108-174, 380-512, 806-960MHz (excluding cellular). Power: 12VDC
or AC adapter #273-1773/M. Jadcs: External speaker, antenna (BNC), power, PC/cloning interface.
Includes: DC cable, mounting bracket, cloning cable, frequency guide book. Size: 2x 6%x 63/."

RED NUMBERS AVAILABLE ONLY THROUGH: www.radioshack.com, by special order at our stores
or at 1 -800 -THE -SHACK. For shipping and pricing information see p. 441.

Mobile use of scanners may be unlawful in some areas or
may require a permit -check with local authorities.


