
PA monitor with 10" woofer
and piezo horn tweeter
Enclosure stands upright or can be placed horizontally,
angled as a stage monitor. 10" woofer with a VC voice
coil with 25 -oz. strontium ferrite magnet. 2x5" piezo
horn tweeter for crisp highs. 1/4" jack and two
terminal posts make it easy to connect to most
amplifiers. 75 watts RMS/150 watts maximum power.
Impedance: 8 ohms. Frequency response: 55-22,000Hz.
Convenient carrying handle. 1974x 13x 123/4"
40-110 99.99

PA monitor speakers.

Get Your Message Heard
RadioShack has the speakers and accessories to fit all your Di and Public Address needs.

PA monitor speaker
with 15" woofer and
horn tweeter
Big 15" woofer with 2" voice coil anc a 38 -oz.
strontium ferrite magnet. Dual ports for powerful
bass. 2x6" piezo horn tweeter produces crisp,
clear highs. Frequency response: 48-22,000Hz.
150 watts RMS/300 watts maximum power.
Impedance: 8 ohms. Rugged enclosure with
reinforced corners. Spring terminals and '/4" jack
for easy hookup to amp. 2 side inset handles.
Metal grille. 271/4x 193/4x 12'k". 40-115. . 199.99

Tripod speaker stand
Holds speakers up to 80'h" high. 65
lbs. max. For speakers withlwithout
pole mount. 970-1257 79.99

:e MINS11
8" wall -mount PA speaker
Perfect for paging and/or background music i
an office or retail space. Features a full -range 8
driver and built-in volume control. 5 watts RMS/1
watts max. power. Impedance: 8 ohms. SPL: 91dE
101/4x 101/4x43/4.! 40-1418 29.9'

C 1SWA1
10 -watt speaker/amplifier
with full -range 8" speaker
MPS -45. This full -featured RadioShack speaker/amr
packs plenty of power to amplify your electric guitar,
keyboard or microphone. You get a full -range 8"
speaker plus rotary controls for volume, bass, treble
and midrange-even a distortion control for a rough
edge. Has a'/a" input jack and a'/a" headphone jack for
private listening. On/off button with LED indicator.
Carrying handle. 32-2045 99.99

PA monitor speaker with 12"
woofer and horn tweeter
The 12" woofer with 25 -ounce ferrite magnet delivers
powerful bass. The 2x6" piezo horn tweeter produces
sharp, crisp highs. Rugged, vented enclosure has heavy-
duty side -mounted inset "pocket" handles for easy
carrying and stacking of speakers. Frequency response:
55-25,000Hz. 100 watts RMS/200 watts max. power.
Impedance: 8 ohms. Terminal plate features a 1/4" jack
and 5 -way posts. 24'/4x 153/4x 12V
40-120 139.99

:e liswow
Line transformer
Drives speakers at various power
levels from 70V line. For 4, 8 or 1E
ohms. 10 watts.
32-1031 6 99

70V/100 watt transformer.
970-1244 39.99

Prices apply at participating RadioShack stores anc
dealers. Not all items in all stores-ask about ow

ordering service (subject to availability)

1 -800 -THE -SHACK

Copies of available warranties are available upon request at stores for impection before
sale, or by writing Customer Relations, 200 Taylor Street, Suite 600, Fort Worth, TX 76102


