
Microphones for stage, public address and recording.
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NEW Pro unidirectional highball
dynamic microphone delivers
natural response, selectable
impedance and superb quality
Tailored 70-13,000Hz frequency response provides
superior pickup of low frequencies-the result is true-to-
life sound that singers and speakers will really appreciate.
Unidirectional pickup pattern helps reduce feedback and
background noise. Impedance (600 or 50,000 ohms) is
user selectable by simple internal modification for a
perfect match with any recorder, mixer, puplic address
amplifier or sound system. XLR adaptable. On/off switch.
Extra -rugged housing and wire -mesh windscreen. 71/4"
long. Includes 16 -ft. cord with XLR plug at m c end, gold-
plated A" plug at the other. Includes swivel stand
adapter and carrying bag. 33-3027 59.99

(1) Pro unidirectional dynamic. A superb mic for
vocalists and announcers. Features smooth 30-15,000Hz
response and non -slip body for a sure grip even in humid
conditions. Has wire -mesh windscreen, on/off switch.
16 -foot cable with XLR plug connection to mic and 'h"
plug at other end. 33-3001 49.99

(2) Unidirectional dynamic. Especially suited for vocal
use. Rugged die-cast zinc body is built to last. 100 -
10,000Hz response. Wire -mesh windscreen, on/off
switch. 20 -foot cable with XLR mic plug, 14" plug at other
end. Includes mic holder. 33-3004 39.99

(3) Unidirectional dynamic. Ideal for stage use-the
cardioid pickup pattern reduces annoying feedback and
unwanted background noise. 100-14,000Hz response.
On/off switch. 16 -ft. cable with XLR mic plug, 1/4" plug at
the other end. 33-3002 39.99

(4) Unidirectional dynamic. Rugged mic has a die-
cast zinc body, 50-15,000Hz frequency response, and
single -direction pickup pattern to help reduce feedback
squeals. On/off switch. Approximately 7S/." long.
Attached 13 -ft. cable with '/.." plug at other end. Includes
stand adapter. 33-3024 29.99

(5) Unidirectional dynamic mic with gooseneck.
Plugs into DJ mixers and podiums that accept an XLR
balanced mic. The '2'6" flexible gooseneck adjusts for
speakers of different heights. 100-10,000Hz response.
Includes stand adapter. On -stand use requires cable
#33-4002 or 33-4012, extra. 33-3011 39.99

(6) Dynamic unidirectional mic. Perfect choice for
on-stage vocals. Single -direction pickup cuts feedback
and background noise. 80-14,000Hz. 20 -ft. cable with 'h"
plug. Wire -mesh wirdscreen. 33-3018 29.99

(7) Dynamic omnidirectional mic. General-purpose
mic is sensitive to sound from all directions-useful for
recording meetings. a group of vocalists or musicians.
On/off switch. 100-12,000Hz response. 6 -ft. cable, 'h"
plug. Includes stand clamp. 33-3030 24.99

(8) Unidirectional dynamic. High -quality all-purpose
microphone-an excellent value. Metal grille. 60-
16,000Hz response. 12 -ft. cable with 1/4" plug. Includes
swivel mic holder. 33-3021 19.99

APPJCATIONS. Handheld microphones, for
performance and interviews, offer wide -range
sound, good shock -mounting and durability.
Lapel/tie clip mics, worn on lapel, collar or tie,
leave the user's hands free to work or gesture.
Surface -mount mics are ideal for a desk or
conference table. Our gooseneck mic plugs
into 3 Of mixer or lectern equipped with an XLR
jack. Adjusts for speakers of different heights.

CARTRIDGE TYPE. Dynamic mics offer good
sourd, durability and resistance to temperature
extremes-great for public address applications.
Electret mics have a built-in preamp and offer
exce'lent sensitivity as well as crisp, dean sound.

DIRECTIONALITY. The pickup pattern of a
micnphone. Omnidirectional mics pick up
sourds from all directions-good for meetings
or use by a group of vocalists or musicians.
Unidirectional or cardioid mics pick up
sourds from one direction-this pattern helps
reduce feedback squeals and background noise.

FREQUENCY RESPONSE. Range of sound, low
to hgh pitch, that a mic picks up. The wider the
range, the more natural the sound.

IMPEDANCE. Our dual -impedance mics can be
be adapted to use an XLR plug for connection to
professional -type sound equipment.

NOISE CANCELING. A mic (like headset mic
#33-3030, page 214) that's specially designed
to reduce pickup of background sounds.
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(9) Stereo hands -free tie -clip electret mic. Tiny
clip-oi dual mic has 30-18,000Hz response and a 4 -ft.
cord that plugs into a compact on/off switch with
clothing clip. 16 -ft. cord with two 'h" plugs at other end.
Includes battery (#23-105). 33-3028 29.99

(10) lands -free tie -clip omnidirectional electret.
70-16,000Hz response. 1000 ohms. 3'h -foot cord with
'k" pl ig. On/off switch. With battery. 33-3013 24.99

Karaoke microphone
with adjustable echo
Adds an extra dimension to sound. Unidirectional pickup
makes it ideal for on-stage performance. On/off switch.
LED power indicator. 100-15,000Hz response. 15 -foot
cord with 1/4" gold-plated plug. Requires "M" battery.
33-3016 39.99

MORE ITEMS AND ANSWERS ONLINE

Ask the Shack. www.radioshaek.com


