
Specialty microphones and accessories.
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Swipe for microphone accessories

Microphones for PC, office or stage

NEW Wraparound headset with noise -canceling
microphone. Light anc comfy! Gooseneck boom mic
allows a custom fit. 4 -foot headset cord plugs into on/off
box. Power supply box has 16 -ft. cable with A" gold-plated
plug. With t" mono plug adapter. 33-3033 29.99
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Microphones for portable
cassette recorders
(1) Budget dynamic. Onioff switch, 'k" audio plug, 3/32"
emote -control plug. 33-1067 5 99

(2) Omnidirectional dynamic. 100-10,000Hz
response. 6'/: -foot cord with '/3" audio plug, 3/32" remote -
control plug. 33-2001 999
(3) Omnidirectional electret condenser. 100-
10,000Hz response. 1000 ohms. Onioff switch. 6 -foot cord
with 'k" audio plug, 3/32 remote -control plug. With stand,
windscreen. Requires "AAA" battery. 33-3014 29.99

(4)

Mic for microcassette recorders. 3 -ft.
cord with a 13;" mono plug and 1h" plug
adapter. 100-10,000Hz. 1h" plug adapter
allows use with regular -size recorder.
33-3019 999

(5)

NEW Desktop computer microphone. Noise -canceling
mic with adjustable gooseneck. Ideal for use with voice -
recognition software. 6 -ft. cord with A" gold-plated plug.
On/off switch. Requires 2 "AA" batteries. 33-3031 ... 24.99

Clip -on computer mic. Omni-
directional. Clips on clothing or into
the included monitor mount with
self-adhesive back. 30-15,000Hz
response. 6 -ft. cord, 'k" stereo plug.
On/off switch. 33-3026 999

Desktop unidirectional
computer microphone. For use
with popular sound cards.
Stand has four positions for
best pickup. 4 -ft. cord with 'h"
plug. Requires 2 "AAA" batteries
33-3025 19.99

Omnidirectional boundary
microphone. Provides high -
quality 3600 pickup-ideal for
business conference room. 30-
18,000Hz response. Battery/control
box with on/off switch. 16 -ft. cable
with 'h" plug. 33-3022... 49.99

Professional instrument dynamic mic.
Perfect for kick drums - specially designed for
high -output, low frequency musical instruments.
Includes clip holder and screw adapter. Requires
XLR cable such as Fig. 15 or 16, above right.
33-3032 49.99
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Stands & accessories
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(4) Heavy-duty stand. Perfect for stage or
studio. Cast-iron base provides stability. Black -
painted tube adjusts from 33" to 61" high.
Standard 3/3" thread for mic stand adapters.
33-340 24.99

(5) Folding stand. Three legs for maximum
stability-folds up for quick transport or storage.
Adjusts from 33" to 61". Black -painted finish.
Nonslip rubber feet. Standard 5/8" thread.
33-335 29.99

(6) 31" boom adapter. Adjustable length and
angle, with built-in counterweight and positive -
locking action. Black -painted tube. Standard 5/8"
thread. Right-angle type. 33-345 14.99

(7) 13" gooseneck. 33-330 6 99

(8) 'Is" screw flange. 33-332 2 99

(9) Desk mic stand. 33-370 7 99

(10) Clamp -on adapter. 33-372 4 99
(11) Slip -in adapter. 33-371 2 99

(12) Heavy-duty adapter. 33-4005.... 4.99

XLR adapters & cable
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(13) 1/4" jack-to-XLR A3M plug adapter/transformer
Connects a high -impedance microphone to balanced (3-wirE
shielded) cable or sound system for high -quality sound.
274-017 11.99

(14) A3F XLR jack -to -1A" plug adapter/transformer.
Connects balanced -type mic or line to 'h" unbalanced input usec
in consumer -type audio equipment. 274-016 11.99

(15) 15 -foot microphone cable. Flexible, durable 3 -wire
shielded cable with XLR plug at one end, XLR jack at the other.
33-4002 19.99
25 -foot cable. 910-4885 24.99
50 -foot cable. 910-4886 29.99

(16) 16 -ft. mic cable. Shielded 3 -pin female XLR connecor to
14" gold-plated phone plug. 33-4012 19.99

(17) XLR female -to -female adapter. 274-014 5 99

(18) XLR male -to -male adapter. 274-015 5 99
(19) '/4" Y adapter. /4" jack to two 7:" plugs. Connects a
single mic to tw'o mic inputs. 42-2156 3 49
(20) 12 -ft. mic extension cable. 42-2378 4 99
25 -ft. low -loss microphone extension cable. (Not shown.)
42-2379 6 99

Windscreens to reduce
microphone noise
Q1) For tie -dip microphone. Helps
reduce breath sounds and noises from
rustling of clothing.
33-4006 199

(22) For standard mic head. Foam
screen fits over mic head to help cut
breath sounds and wind noise.
33-373 2 99

(23) Large windscreen. As above,
for larger microphone head.
33-4001

(24) Foam windscreen. For pencil -
type microphone. 33-378 3 99

AVAILABLE ONLY THROUGH: www.radioshack.com, by special order at our stores
or at 1 -800 -THE -SHACK. For shipping and pricing information see p. 441.


