
Benchtop and panel -mount displays.

Benchtop
analog ammeter
Great for the hobbyist or
science student, it has
dual scales: 0-500mA or
0-1000mA DC. Sits on
bench at an angle for
easy reading. 3 x4x21/2".
No battery required.
22-401 9 99

Dual -scale
bench voltmeter
Scales read either 0-15
VDC or 0-30 VDC. Ideal
for science projects and
classroom demonstrations.
3 x4 x 2'h" impact -resistant
plastic case. No battery
required.
22-402 9 99

Panel meter
reads 0-15VDC
Perfect for monitoring a
power supply, battery
charging system or car
electrical system. 274"

high. Mounts in 17/8"-dia. hole. 22-410 12.99
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Panel meter
AE 4~ reads 0-130VAC

Accurate to within ±3.5%
of full scale value. Internal
resistance is 130k ohms
±10%. Rated insulation

resistance is 10 megohms at 500VDC. 21/4" high. No
battery required. 22-412 12.99
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Panel meter
reads 0- 500mA
Accurate to within ±2.5
% of full scale value.
Internal resistance: 0.12
ohms ±10%. Breakdown
voltage: 1000V RMS max.

Insulation resistance is 10 megohms at 500VDC. 21/4"
high. No battery required. 22-414 12.99
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Thermometer module. Just
add a battery to use it "as is"

719.5; for a thermometer. You can also
.41e,1$07 add circuits to activate a buzzer,

LED, fan or heater at the
temperatures you set. le -high

LCD display. Includes remote temperature probe with
prewired cable. Requires "AA" battery.

910-4911 19.99

Electronic counting module.
Counts up to 99,999. Useful as
an event or traffic counter. Ideal
for science projects. Count is
advanced by external switch or

circuit.lh"-high LCD display. Requires "AA" battery.

910-4910 16.99

Electromechanical counter.
Can count up to 999,999,
advanced by external 12VDC

41110 pulse. Mechanical pushbutton
reset. Accepts and accurately

records up to 25 pulses per second. 910-4927 15.99

4 -digit. 910-4925
6 -digit. 910-5316 12.99

Miniature self -powered
totalizing counter. 4 digits.
6mm high -contrast LCD.

Supplied ready for fitting.
Supplied with bezels for panel
mounting. Flying leads for remote
contact closure input/reset.
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Clock and thermometer.
Prewired. Easy -to -read 9W -high,
3'h -digit LCD display with selectable
backlight, °F or °C mode. Measures

0 to 160°F (-20 to +70°C). 1 or 10 -second sampling rate.
Add circuitry and use as high or low -temperature alarm or
thermostat. Internal temp. sensor. Requires 1.5VDC. With
data. 910-4916 24.99

Clock and thermometer
without backlight. Same
meter features as 910-4916
above. 910-4922 18.99

External thermistor temper-
ature sensor with 60" leads.
For 910-4916 above.

910-4917 4 99
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Voltmeter/ammeter
module. Prewired. 91,6" -high,
31/2 -digit LCD display with
selectable backlight. Easily

configured to measure up to 2000 volts DC or 10
amps DC. With external circuit, can be set to measure
variables including AC volts, temperatures or pressure.
Requires 5V/9VDC supply. 910-4915 24.99

Voltmeter/ammeter
module without backlight.
Has the same meter features
as 910-4915 above.

910-4918 23.99

11114M1
Voltmeter/ammeter
module with 5/,6" -high
digits and backlight. Has
the same meter features as

910-4915 at top. 910-4919 24.99

OEM Voltmeter/ammeter
module with 5/,6" -high
digits, without backlight.
Has the same meter features

as 910-4915 at top. 910-4920 23.99
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Self -powered 8 -digit
totalizing counter. 7mm
high -contrast LCD. Self -
powered for 10 years. Sealed
to NEAMA 4. Front -panel
reset pushbutton which can be

disabled. Bezel and rear mounting clips supplied.
External connection by standard plug or connector.
24x48 DIN standard case. 910-4928 32.99
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Terminal adapter for
above. Converts plug to
screw terms. for 910-4928.

910-4926 12.99

Prewired panel -mount modules are ideal for science projects & more

Alarm clock module.
Prewired 12 -hour format
alarm clock with snooze
function. 4 -digit LCD with

selectable backlight. Alarm output function.

910-4912 15.99
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1 -line alphanumeric LCD
supertwist display with
1 -line display and '/."-high
characters. Same features as
910-4914 below.

910-4913 24.99

Alarm clock module 2 -line alphanumeric LCD
without backlight. alk-IMLW supertwist display. Sixteen
Has the same features as In" -high characters. Selectable
910-4912 above. backlight. 5x8 dot format.

910-4921 10.99 910-4914 29.99

IH-900e
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1 -line supertwist LCD
alphanumeric display.
Has the same features as
910-4914 at left except

the 1 -line, 16 -character display is without bezel or
backlight. 910-4923 12.99

2 -line supertwist LCD
alphanumeric display,
16 -character display
without bezel or
backlight. Same features

as 910-4914 at left. 910-4924 14.99

RED NUMBERS
AVAILABLE ONLY THROUGH: www.radioshack.com, by special order at our stores
or at 1 -800 -THE -SHACK. For shipping and pricing information see p. 441.


