
Electronic kits for every age and application.

Learn as You Build, and Have Fun
Building an electronic kit can be relaxing, interesting and fun. Experience the joy of learning as you go.

RAINBOW
KITS

itrobe Light
1 real attention grabber. Its uses range from disco
ghting to a flashing light for model airplanes. Features
variable flash rate. Includes instructions. 3V2x rho"

ize. Requires 6-12VDC. 990-0074. 11.95
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Ultrasonic

imovement
detector
Use it to turn on outdoor

ighting, or trigger an alarm when it detects movement.
iet a timed automatic reset or have the relay stay
activated, depending on the desired function. Adjustable
sensitivity allows unit to work reliably from about 12 to
24 feet. Operates on 9-12VDC. 40mA.

990-0203 19.95
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DC voltage monitor
Ideal for the beginning hobbyist. Build an accurate
battery status monitor. It checks DC voltage or battery
charge, using seven LEDs. Test your choice of 6V, 9V or
12V batteries. With instructions. 13/iox27/.'

990-0083 7 95
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1.5V/3V to 9V
DC/DC converter
Lets you replace a 9V battery

with one or two 1.5V batteries. It's the idea solution for
powering a small transistor radio. Uses a high -efficiency
DC/DC IC to save power. Jumper allows you to select
1.5V or 3V input. Simple circuit uses only 2 other
components. Includes battery holders for 1 or 2 "AA"
cells. Does not include batteries. 990-0236 9 95
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Signal generator
Handy testing tool. This kit is useful for
troubleshooting circuits or as an
instructional tool to display waveforms
with an oscilloscope. It has sine wave,
triangle, square wave and integrator
signal output, and a frequency of

approximately 1kHz (fixed). Its output level is adjustable
from 0 to 100mVRMS. Size: 2"162x1"/6,i'! Requires a 9V
battery. 990-0315 14.95

VECTRONICS
Audio/video
transmitter kit
Transmit high -quality audio and
video to any TV set in your home,
without using wires. Plug in your

VCR, camcorder or the audio/video from your satellite
receiver and transmit signal throughout your house. Or,
use it with a camcorder and any TV in your house as a
wireless security monitor. Adjustable to TV channels 3 to
6. Requires 9V battery. 13/4x6'hx 5'! 990-0244, 27.95
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Aircraft receiver
Exciting project tunes the entire
voice aircraft band, from 118 to
136MHz, and can pick up air traffic
up to 100 miles away. Climb into the
cockpit and fly "right seat" as pilots
and air traffic controllers work
together. Track the progress of
aircraft traffic in your area. Full

instructions. Requires 9V battery.
990-0250 29.95
Add case, with knobs, to kit. 990-0251 14.95

VECTRONICS
Shortwave
regenerative
receiver
Tune in worldwide shortwave
stations. Covers all or part of:

75/80, 49, 40, 30, 31, 20, 25, 22, 19, 17, 16, 15, and 13
meter bands. Hear AM, SSB, CW, WWV, RTTY and
packet. Smooth vernier reduction drive, smooth
regeneration control, RF stage. Two jacks for earphones,
speakers. Includes metal case. Ranges (in MHz) A: 3.51-
4.31, B: 5.95-7.40, C: 9.56-12.05, D: 13.21-16.4, and E: 17.6-

22. Requires 9V battery. 990-0091 59.95
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Kit skill levels

131 Simple. Calls for a few basic tools. Doesn't

require test equipment for final adjustment.

mModerate. Requires some test

gear-usually a multimeter for some final

aqiustment or tuning.

EaIntermediate. Requires more involved

construction,. you may use some test gear for

final adjustment or tuning.

133 Difficult. Requires a more intricate level of
construction, and may need more advanced test

gear for final adjustment or tuning.
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Capacitance meter
Turns your digital volt meter into a capacitance meter.
Transform a junk box of unmarked capacitors into a
treasure of usable parts. Measure capacitors from 2.2pF
to 2.2mF. Includes complete instructions. Small 115x2"
size. Requires 9V battery.

990-0043 12.95
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Parking radar
Uses ultrasonic waves from a sensor to measure the
distance of the car parked behind you. Alarm sounds if
preset distance is passed. 2 -inch to 4'h -foot range.
Detection angle: 5°. Transmission frequency: 40kHz.
Sampling frequency: 26Hz. Requires 10-15VDC/16mA
max. power. 990-0017 44.95

RAIN IOW
Has

FM stereo
transmitter .AD.

Broadcasts to any standard FM radio frequency from 76
to 108MHz. Make a wireless link from a CD player or
home stereo to any FM radio within 200 feet. Broadcast
through an auditorium. Transmit music on one channel
and sing on another. 40dB stereo separation. Left and
right nput level control. Crystal reference for better
right/left channel separation. Requires 9V battery.

990-0055 29.95


