
RadioShack adapters ... smart consumer choice!

Select the niyht

AC Adapter
For your portable CD player,
radio, handheld video game,

pocket TV, other device
Adapters let you use portables on home
AC or car DC power. An adapter pays for
itself with money saved on batteries. To use
one, a portable must have a DC -input jack or
use a 9V battery.

Check the following:

Voltage

Current

Plug

Polarity

of portable device and
adapter must match.

of adapter must be equal
to or more than the current
required by portable.

on adapter must exactly
fit jack on portable.

of adapter (+, -) must match
polarity of portable.

Most DC input jacks have a symbol nearby
that looks like one of these:

(A) (B)

Symbol A means the outside of the jack is
positive (+) and the inside is negative (-).
Symbol B means the reverse.
The adapter's plug must match
portable's DC -input jack. Positive
on the adapter's plug must connect to
positive on the portable's DC -input jack;
negative must connect to negative.

Bring your portable in, and we'll help find
the right adapter for you.

Don't see the adapter you need? Check
our in-store RadioShack Unlimited catalog. Or,
check our website: RadioShack. corn.
Many more hard -to -find adapters are
available for shipment direct to you!

*Applies to most adapters without plugs; offers must
be clearly marked on box. Ask our staff to match an

Adaptaplug to your portable.

UL listed

Voltage current

printed on front

Universal
Adaptaplug
socket

Polarized plug
fits one way into
a polarized outlet

Finger grips for
easy insertion and
removal

Thick, rugged
plastic housing

Tough strain
reliefs resist
pulling

6 -foot cord-
no tight setups

Why buy our adapters?
An adapter pays for itself
No need to keep swapping batteries around. Enjoy
unlimited use of portable cassette recorders, desk
calculators, LCD TVs, electronic games, and more.

Built-in noise filtering
A filtered output is offered on most of our new
adapters-this helps reduce audio hum and distortion
when used with many portables.

Regulated output
Keeps electrical voltage constant and protects
electronic equipment from power fluctuations.

More choices for best match
Since there are more electronic devices on the market
today, we've added more DC adapters with varying
amperage and current values. This is important
because an adapter's current (mA) must be equal to,
or more than, the current of the portable to be
powered. A near match or a mismatched adapter
could damage the portable.

UL listed
Every adapter is constructed to UL standards.

Adapter accessories
NEW Female -to -female Adaptaplug
power cord. 10 -ft. coiled ccrd helps
reduce tangles. Ideal replacement cord.
273-1739 4 99

Female -to -female Adaptaplug
socket cable. Works along with
Adaptaplugs to replace power cords on
camcorders, cellular and PCS phone
chargers and more. 273-1740 ... 2.99

gliMiter.*-- NEW Hobby power leads
Adaptaplug. Two -pin plug on one end
and tinned leads on the other. 6" cord.
273-1742 1 99

NEW Replacement Adaptaplug
socket. 4" leads. Partially stripped for
convenient use. 273-1743 1 99

11;eitm'

2 -pin Adaptaplug at one end, female
6 -ft. Adaptaplug extension. Male

Adaptaplug socket at the other.
273-1641 2 99

NEW Coiled 6 -ft. Adaptaplug
extension. Male pin to female socket.
273-1642 4 99

EIAJ plug set. Package of four. A, B,
C, D. 273-1646 3 99

Male 2 -pin Adaptalug to cigarette
NV_lighter receptacle. Use with 12VDC
adapter. 273-1741 499

:C
Swipe for AC adapters

Adaptaplugs, $1.99 each
(Choose one wits purchase of select adapters')

0 © 0

(A) (B) (C)

0.D.: 2.3mm.
I.D.: 0.7mm.
173-1704

(D)

0.D.: 5.5mm.
Pin: 3.3mm.
w/0.9mm pin.
173-1707

(G)

0,121.: 3.0mm.

I.D.: 1.1mm.

173-1710

O

(J)

0.D.: 5.0mm.
I.D.: 1.5mm
273-1713

O

(M)

0.D.: 5.5mm.
tD.: 1.1mm.
173-1716

O

(P)

0.0.: 5.5mm,
1.0: 3.8mm.
w/1.8mm pin
173-1719

(S)

0.D.: 5.5mm.
I.D.: 1 5mm
173.1711

0.D.: 4.0mm. 0.0.: 4.7mm.
I.D.: 1.7mm. I.D.: 1.7mm.
273-1705 273-1706

(E) )f)1 (F)

'ha' (2.5mm)
submim plug.

1/4" (3.5mm)
mini plug.

173-1708 173-1709

(H) (I)

0.0.: 3,4mm, 0.0.. 3.8mm
W.: 1.3mm. 1.0.: 1.1mm.
173-1711 273.1711

(K) (i)

0,0: 5.0mm. 0.D; 5,0mm,
I.D.: 1.1mm. I.D.: 1.5mm
173-1714 273-1715

(N) k:) (0)

0.0.. 5,5mm 0.0.. 5.5mm.
ID.: 2.5mm. 1.0.: 2.8mm
173-1717 173-1718

(Q) (R)

0.0.: 6.9mm.
0.0 6.3mm. I.D.:4.1mm.
I.D.: 3.0mm w/0.7mm pin.
273-1720 173-1721

(T) (U)

0.0.: 6.5mm. 0.0.: 6.5mm.
I.D.: 4.3mm. I.D.: 4.1/3.1mm
w/1.4mm per. w/1.0mm
173-1713 NEW 173-1714

Adapter cord for AC adapters
Extension cord lets you easily plug an AC adapter into ar
AC surge strip that doesn't allow space for adapters
Has standard 2 -prong plug and three 2 -prong sockets
Rated 125V, 13 amps. 6" long. 61-2755 1 49

Prices apply at participating RadioShack stores and dealers. Not all items in all stores-ask about our ordering service (subject to availability).


