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A properly installed outdoor antenna from RadioShack can provide
greatly improved TV and FM reception. If an outdoor antenna is

impractical, an indoor or attic -mounted antenna can provide better
reception, although not as effectively as an outdoor model. If you

own an outdoor antenna, check its condition-if it is damaged,
corroded or more than 10 years old, you should replace it.

In weak -signal areas, antenna height is important. In general, the
higher the antenna is mounted, the better it performs. Also, if the

stations are in different directions, an antenna rotator will let
you aim your antenna for best reception.

If you live in a "fringe" area far from the stations, a good outdoor
antenna plus an antenna -mounted amplifier are the keys to great

reception. In areas where TV and FM signals are so weak that even a
large antenna, rotator and high -gain amplifier will not be effective,

a satellite -TV system is a great alternative.

QUESTION:

When do I use an antenna -mounted TV/FM ciiiIplifier?
R

Antenna -mounted amplifiers are intended primarily for weak -signal
"fringe" areas far from TV/FM stations. They're useful in moderate signal

areas, too-if you have a long run (over 100 feet) of cable between
the antenna and TV, or if you are using splitters to

divide signals to drive several sets.

QJESfION.
When do I use an indoor TV/FM or cable amplifier'

ANSWER

Indoor amplifiers compensate for long runs of coax cable
indoors and can distribute signals to several TVs. Others are intended
primarily to boost cable -TV or other VHF signals and distribute them
to other rooms. Our 4 -way AN amp (#15-1172) distributes line -level
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audio/video signals.
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Antenna -mounted high -gain
TV/FM signal amplifier
Boosts weak signals by up to 30dB while
minimizing interference. Ideal for distributing an
HDTV signal to a TV in a remote location like
bedroom or den. Adjustable gain control reduces
signals by up to 10dB to prevent overload and
allow matching of amplification to signal strength.
Switchable FM trap helps cut FM interference.
Automatic protection circuit guards against cable
shorts and helps prevent damage to connected
receivers. Includes hardware. #15-2507
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NE Bidirectional cable -TV amplifier
Boosts weak signals uo to 10dB and helps minimize
interference. Great for distributing an HDTV signal to a
second TV in bedroom or den. Allows bidirectional
communication for caole modems, pay -per -view events
and interactive TV. Power -on LED. May be wall -mounted.

#15-2505

In -line signal amplifier
Minimizes signal loss caused by in -line devices
or long cable runs (over 100 feet). Boosts
signal by up to 10dB for CAN, satellite, VCR,
TV antennas. Requires 75 -ohm coax cable
connection. #15-1170

4 -way AN distribution amp
Great for multi -VCR dubbing setups. Distributes
signal from one AN source, such as DVD, VCR or
satellite, to up to four AN outputs. Also converts
composite video input to an S -Video output.
Provides one S -Video input and four S -Video
outputs. #15-1172
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NE'.. 4 -output bidirectional
cable -TV amplifier
Same as #15-2505 at left, but has outputs to send
signal to 4 TVs. Includes terminating resistors to
cap off unusec outputs to help reduce signal
leakage.1:-*-;, #15-2506


