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Signal splitters, matching transformers and_AN switches._

TVNCR problem solvers Coaxial cable A/V switchboxes
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(1) RF interference filter. Cuts CB/Ham interference. This 54-
900MHz high-pass filter installs in -line at the 75 -ohm input jack on TV
Or VCR. #15-579

(2) FM trap. Cuts "herringbone" interference on TV screen caused
by strong FM signals. 75 -ohm input and output. #15-577

(3) TV/CAN attenuator. Adjusts to reduce picture distortion caused
by strong signals. Bidirectional-works with digital cable or Internet.
75 -ohm input and output. #15-678
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Splitters/combiners, matchers
(4) VCR -to -TV combiner/splitter. Connects TV with single 75 -ohm
input jack to a VCR or antenna that has separate 75 -ohm VHF and
300 -ohm UHF outputs. #15-1296

(5) VCR -to -TV combiner/splitter. Connects a VCR or antenna with
single 75 -ohm VHF/UHF output jack to an older TV that has separate
screw terminals for VHF and UHF inputs. #15-1297

(6) Hybrid splitter/combiner. Splits 75 -ohm coax cable to two
75 -ohm outputs. #15-1141

(7) Matching transformer. Connects 300 -ohm antenna wire to
75 -ohm input. #15-1253

REMEMBER:

300 -ohm flat wire is used with screw terminals.
75 -ohm round coax cable is used with F connectors.

Coax cable and adapters
Whether you're adding a VCR, hooking up a video game or wiring an
entertainment system, we've got what you need to get connected.
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(8) 25 -ft. 75 -ohm coax cable. F plug at each end. white. #15-1534

(9) 4 -ft. 75 -ohm coax cable. F plug on each end. #15-1550
8 -ft. 75 -ohm coax cable. #15-1547

(10) RCA to S -Video adapter. Gold-plated RCA to S -Video. #15-1238
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(11) A/B pushbutton switch. High isolation prevents signal leakage that
could cause interference among connected components. #15-1217

(12) A/B/C pushbutton switch. Switch between 3 sources at the touch of
a button. High -isolation design. Gold-plated F connectors. #15-1218

(13) Switch for 2 devices, includes identifying labels. Hook your TV to
two components like a VCR and DVD, then press a button to choose
between them. Identifying labels help keep cables sorted out. #15-1982

(14) A/V switch for 4 components, includes identifying labels. Connect
up to 4 devices to a TV that has just one AN jack. Identifying labels help
identify switches and devices. #15-1983
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Signal splitters and transformers
(15) Transformer/splitter. 75 -ohm input. Three 300 -ohm
outputs. #15-1139

(16) Indoor/outdoor matching transformer. Matches
300 -ohm screw terminals on antenna to 75 -ohm coax cable
downlead. Reversible. #15-1140

(17) Splitter with 75 -ohm input. One 75 -ohm output for
VHF. Two 300 -ohm outputs for UHF -TV & FM. #15-1252

24k GOLD-PLATED splitters and
transformers for extra reliability
and superior connections
(18) Indoor/outdoor matching transformer.
Connects 300 -ohm screw terminals on antenna or
TV to F connector on 75 -ohm coax cable lead-in. #15-1230

(19) 2 -way splitter/combiner. 75 -ohm input. Two
75 -ohm outputs. With ground connection. #15-1234

(20) 4 -way splitter. Same as Fig. 19 but with
four outputs. #15-1235

(21) Two-way bidirectional N/CAN gold-plated
splitter. Double -shielded to reduce signal loss. Use with
digital cable, Internet or regular TV #15-2582

(22) 4 -way bidirectional gold-plated splitter.
Double -shielded to reduce signal loss. Use with
digital cable, Internet or TV. #15-2583

(23) In -line 75 -ohm DC block.
Protects TV or VCR input by blocking out DC voltage
used to power a remote signal amplifier. #15-1259

In -line 75 -ohm 6dB attenuators
(24) F jack to plug. #15-1257

(25) F jack to jack. #15-1258

(26) AC line filter. Reduces interference produced by
appliances and conducted through house wiring. Just plug
into grounded (3 -prong) AC outlet. UL listed. #15-1111

See pages 34 and 35 for our complete selection of video RF connectors and adapters.


