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F -connector wall plates

Antenna installation is easy with
the right cable and hardware

(1) 300 -ohm (flat) twin -lead cable. Two 20-gaLge stralded copper cond, Jr -tors enclosed
by low -loss foam insulation and heavy-duty polyethylene outer jacket.
50 -ft. #15-1174 100 -ft. #15-1175

(2) Economy 300 -ohm (flat) cable. Lighter weight than fig. 1. Indoor use only.
Brown 40 -ft. #15-0004

(3) 8 -foot 300 -ohm (flat) cable. #'5-1532

(4) Ready -to -use premium RG-6 75 -ohm (round) coax cable assemblies. For
indoor/outdoor use. Great for mini-cish satell te, outdoor TV antenna or cable -TV hookups.
Weatherproof silicon -filled F connector at each end. 50 -ft. #15-1548 100 -ft #15-1549

(5) RG-6QS. Quadruple shielding for high interference reection. F connector at each end.
25 -ft. #15-1567 50 -ft #15-1568 100 -ft. #15-1569

(6) RG-6 cable with built-in ground wire. Ideal for satellite dish hookup.
25 -ft. #15-1579 50 -ft. #15-1572 100 -ft. #15-1570

(7) "Wall-thru" lead-in tube. Installs in walls up to 13' thick. #15-1200

(8) Economy 4 -foot ground rod. #15-530

(9) Aluminum ground wire. 40 feet. 8 gauge. Use with ground rod (see fig. 8). #15-035

(10) Grounding block. Helps prevent static electricity buildup in 75 -ohm (round) coax
cable antenna lead-in. Use with ground rod (fig. 8). #15-909

(11) Dual ground,ng block. Same as above, but with two 75 -ohm connections. #15-920

(12) Dual coax nail -in clips. Secure RG-6, RG-58 or 2 RG-59 (round) cables to outside
wood or interior baseboards. Holds 2 cables. Set of 10. #278-1662

Single -cable clips. For RG-59 cable. Set of 10. Black #278-1660, White #278-1659

(13) Coax feedthrough bushing. For professional -looking entry/exit of coax (round)
cable through walls
For RG-59 cable. 2 -pack. #278-1643
For RG-6 cable. 2 -pack. #278-1644

(14) Weatherproof crimp -on F connector for RG-6 or RG-6QS cable. Silicon filled.
s278-236

(15) Cable/tie marker. For cables up to 5A" diameter. Set of 10. #278-1648

(16) Beaded wire ties. UV stabilized. 6%6" long. Set of 10. #278-1619

(17) Cable clips. With adhesive backing to keep cable secure. Accepts %" cable.
Set of 10. #278-1640

(18) 75 -piece black UV cable tie assortment. 25 pieces each size: )633/4", X6x4%",
%6x7r. #278-1656

(19) Coax weather boots. Weatherizes connections. Fits RG-59/RG-6. 2 -pack. #278-1658

(20) Silicone rubber sealant. Ideal :For sealing outdoor antenna wiring. Cures to a tough,
flexible moistureproof seal. 3 -oz. tube. #64-2314

(24)

Wall plates add a professional look to your installation
All fit standard empty electrical wall box. Gold-plated connectors assure reliable
hookups and maximum signal transfer.

(21) White wall plate with gold-plated F connector. Accepts 75 -ohm cable with
F connectors for hookup between wall and TVNCR. #15-2041

(22) White wall plate with gold-plated F connector and a modular phone jack.
Great for mini -dish satellite TV hookups. #15-2034

(23) White wall plate with two gold-plated F connectors. #15-2042

(24) Woodgrain wall plate with gold-plated F connector. #15-2033
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TV/video game switch with built-in signal
splitter. Separate VHF and UHF outputs for TV.
LI-IF 300 -ohm. VHF: 75 -ohm. #15-1268

ifi....N\ Automatic TV/video game switch. Switches to
video game automatically when you turn on
game. Accepts RCA plug from video game.
Provides 75 -ohm (round cable) input and output
for antenna, TV or VCR. #15-1267

For Sony PlayStation® and PlayStation°2.
Switches automatically from TV input to video
game. a26-609

For Nintendo° 64. #26-610

Make the best possible connections with all your equipment -see our premium NV cables on pages 22 and 23.


